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PKEFACE 


In  this  volume  most  of  the  papers  have  to  do  with  the  mineral  indus- 
try of  the  State  of  Arizona  and  it  has,  therefore,  been  deemed  wise  by 
the  Board  of  Directors  to  call  it  the  " Arizona  Volume."  An  addi- 
tional reason  for  using  this  name  is  that  all  the  papers  and  discussions 
therein  were  presented  at  the  Arizona  Meeting  in  September,  1916. 
So  many  papers  were  presented  at  this  meeting  that  it  was  impossible 
to  include  them  all  in  one  volume  and  a  few,  -therefore,  not  closely 
related  to  the  mineral  industry  of  Arizona  itself,  have  been  reserved 
for  Volume  LVI.  The  papers  in  question  deal  especially  with  iron 
and  steel,  petroleum  and  gas,  and  related  subjects.  The  present  vol- 
ume, which  is  the  second  published  in  1917,  contains  all  the  papers 
of  the  Arizona  Meeting  relating  to  the  geology,  mining,  milling  and  smelt- 
ing practice  of  that  State,  together  with  papers  on  non-ferrous  mining 
and  metallurgical  subjects,  some  describing  the  practice  in  other  dis- 
tricts and  other  papers  treating,  in  a  general  way,  of  some  process  or 
method  used  in,  or  applicable  to,  the  mining  and  treatment  of  ores  of 
the  Southwest. 

At  the  Arizona  Meeting,  for  the  first  time  in  the  history  of  the  In- 
stitute, a  full  session  was  devoted  to  the  subject  of  Flotation.  The 
carefully  prepared  papers  on  this  timely  subject  and  the  interesting 
and  valuable  discussion  thereof  worthily  mark  this  important  epoch  in 
metallurgical  history. 

For  the  excellent  series  of  papers  on  Arizona  practice  we  are  in- 
debted chiefly  to  L.  D.  Ricketts,  President  of  the  Institute  at  the  time 
of  the  Arizona  Meeting,  whose  energetic  solicitation  was  ably  seconded 
by  the  Executive  Committee  of  the  Arizona  Local  Section.  It  is  a 
pleasure  to  record  our  appreciation  of  the  splendid  work  of  Dr.  Ricketts 
and  his  friends  of  the  Southwest  in  enriching  the  literature  of  the 
Institute. 

Volumes  LV  and  LVI  will  contain  all  the  papers  printed  in  the 
monthly  Bulletin  during  the  year  beginning  March,  1916,  but  no  entire 
Bulletin  is  superseded  by  this  one  volume. 
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Such  extraordinary  developments  in  mining  and  metallurgy  and  so 
many  new  departures  have  been  made  in  mining,  concentration  and 
smelting  in  the  State  of  Arizona  in  recent  years  that  extraordinary 
means  had  to  be  taken  to  cover  the  more  important  points  of  interest 
in  the  State.  A  special  train  to  carry  the  party  from  point  to  point  during 
the  hours  of  darkness,  so  that  daylight  might  be  used  to  the  utmost 
advantage,  was  therefore  provided.  Even  with  this  advantage,  it  was  im- 
possible to  visit  all  the  camps,  and  it  was  with  great  regret  that  the  main 
party  was  obliged  to  omit  such  interesting  places  as  the  United  Verde  Cop- 
per Co.  and  the  United  Verde  Extension  Mining  Co.  at  Jerome,  the  Ray 
Consolidated  Copper  Co.  at  Ray,  the  Clifton-Morenci  District,  and  the 
new  developments  of  the  Gold  Road-Oatman  District. 

Two  special  cars  started  from  New  York  City  carrying  members 
of  the  party  as  far  as  Chicago.  There  the  numbers  were  augmented 
by  members  from  different  points.  The  Chairman  and  representatives 
of  the  Chicago  Local  Section  met  the  party  and  accompanied  it  on  an  in- 
teresting drive  through  Washington  and  Jackson  Parks  in  automobiles. 
A  banquet  of  about  75  persons  at  the  La  Salle  Hotel  followed. 

Three  special  Pullman  cars,  the  private  car  "Anaconda"  belonging 
to  Past-President  Benjamin  B.  Thayer,  and  a  special  combination 
baggage  and  club  car  for  the  accommodation  of  the  Institute  party 
left  Chicago  on  the  Golden  State  Limited  of  the  Chicago,  Rock  Island 
and  Pacific  Railroad,  but  some  time  before  morning  was  made  up  as 
the  Institute  Special  which  then  traveled  as  a  separate  unit  through 
to  the  Grand  Canyon,  Ariz.  Through  the  kindness  of  Mr.  Carl  Scholz, 
large  geological  maps  showing  the  mineral  resources  of  the  Rock  Island 
Lines  between  Chicago  and  El  Paso  were  distributed  to  all  members 
of  the  party  and  added  greatly  to  the  interest  of  the  trip.  (See 
page  viii.) 

Additional  members  were  picked  up  at  Kansas  City  and  other  points 
and  the  special  train  arrived  in  El  Paso  at  2:40  p.  m.  on  Sunday,  Sept.  17. 
At  this  point  parties  from  Montana,  Utah,  Colorado,  California,  and  other 
places,  joined  the  gathering,  as  well  as  more  than  25  members  from  Ari- 
zona, including  the  Arizona  Committee.  Several  El  Paso  members, 
under  the  leadership  of  their  very  efficient  Committee,  had  arranged 
for  a  visit  by  automobiles  to  the  National  Guard  camps — containing, 
it  was  said,  about  50,000  militia  from  different  States — to  Fort  Bliss, 
and  to  the  El  Paso  Smelter  of  the  American  Smelting  and  Refining  Co. 
Here  the  party  had  an  opportunity  to  see  a  lead  smelter  which  had  been 
transformed  to  a  copper  smelter  to  meet  commercial  conditions  and  also 
a  Peirce-Smith  copper  converter  13  ft.  in  diameter.  Some  of  the  mem- 
bers motored  over  to  Old  Mexico  and  collected  souvenirs  and  saw  a 
bull  fight. 

After  a  brief  period  for  rest  the  members  and  guests  were  tendered 
by  the  El  Paso  members  a  most  interesting  Mexican  supper  at  the  Toltec 
Club,  at  which  were  present  179  persons  and  which  was  enlivened  by 
the  music  of  a  Mexican  band.  The  menu  of  this  supper  follows :  Toronja ; 
Enchiladas  con  Huevos;  Tamales  de  Polio;  Tortillas;  Frijoles  Refritos; 
Nieve  Napolitana;  Quequi;  Cafe.  To  each  menu  card  was  pinned  a 
small  Mexico  sombrero  made  of  horse  hair. 

The  party  leaving  El  Paso  on  Sunday  evening  numbered  150  persons, 
and  the  arrangements  from  that  point  were  in  the  capable  hands  of  the 
Arizona  General  Committee.    Attractive,  well  printed,  and  well  illus- 
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that  the  Chairman  was  obliged  to  cut  it  short  in  order  that  the  members 
might  take  the  special  train  for  Globe,  which  left  at  5:30  p.  m. 

While  the  men  were  inspecting  the  mine  and  mill  and  attending 
the  technical  session,  the  ladies  were  entertained  at  the  bowling  alleys 
of  the  club  house  and  were  then  given  an  opportunity  to  swim  in  the  crys- 
tal-like swimming  pool. 

At  7:30  p.  m.  more  than  200  members  and  guests  assembled  in  the 
auditorium  of  the  Globe  high  school  for  the  final  banquet  of  the  meeting. 
Sidney  J.  Jennings,  First  Vice-President  of  the  Institute,  acted  as  toast- 
master  and  toasts  were  responded  to  as  follows: 

"Safety  First,"  John  E.  Bacon. 

"The  Growth  of  the  Globe  District,"  L.  D.  Ricketts. 

"Why  the  Young  Engineer  Should  Join  the  Institute,"  E.  P.  Mathewson. 

"The  Utilization  of  Waste  Products,"  F.  G.  Cottrell. 

The  meeting  resolved  itself  into  a  spontaneous  tribute  to  President 
Ricketts.    His  address  as  reported  by  the  local  paper  follows: 

"While  copper  and  silver  in  the  Globe  District  may  have  been  known  at  an 
earlier  date,  the  earliest  actual  records  show  that  the  Globe  and  Globe  Ledge  claims 
were  located  as  silver  mines  in  1873.  They  were  not  worked,  however,  and  in  1875 
some  rich  silver  mines  were  discovered,  the  Globe  District  was  organized,  and  silver 
ores  were  milled  and  silver  bullion  shipped. 

"The  first  copper  was  produced  at  Wheatfields  from  ore  from  the  Hoosier  claim, 
which  was  smelted  in  Mexican  adobe  furnaces  in  1878.  The  campaign  was  but  a 
short  one,  and  some  40  tons  of  black  copper  pigs  was  the  result.  A  little  later  on 
Mr.  John  Williams,  Sr.,  worked  the  Carrie  mine  and  smelter.  His  ore  was  a  quarts- 
ite  containing  6  per  cent,  copper  and  little  or  no  iron.  It  is  said  that  he  purchased 
his  flux  from  the  big  iron  outcrop  on  the  Globe  claim,  and  that  he  made  a  profit* 
Incidentally  it  is  said  that  the  only  impurity  in  the  hematite  was  oxide  of  copper  to 
the  extent  of  about  25  per  cent. 

"This,  it  is  said,  was  the  discovery  of  the  first  important  orebody  in  the  district. 
This  and  other  mining  claims,  consolidated  into  what  is  now  known  as  the  Old 
Dominion,  were  bought  by  Baltimore  and  Boston  people  and  worked  quite  extensively 
considering  the  fact  that  the  coke  had  to  be  brought  in  from  Willcox,  140  miles  distant, 
in  wagons,  and  the  black  copper  pigs  had  to  be  hauled  back. 

"  My  nrst  visit  to  the  camp  was  in  1890,  when  Mr.  Douglas  began  the  purchase 
of  claims  which  later  formed  the  United  Globe  Mines.  At  this  time  Professor  Walker 
was  superintendent  of  the  Old  Dominion  mine.  A  little  later  some  rich  and  very 
siliceous  and  aluminous  ores  were  found  in  the  region  near  what  is  now  the  Miami 
camp.  The  Black  Warrior  shipped  rich  chrysocolla  ore  to  the  Old  Dominion  smelter 
in  1895,  and  later  the  Keystone  and  Live  Oak,  which  were  located  in  about  1897, 
began  to  ship  even  more  siliceous  material  to  the  same  works. 

"The  railway  from  Bowie,  several  years  in  building,  reached  Globe  in  the  latter 
part  of  1898. 

"In  1903  the  Old  Dominion  Copper  Mining  &  Smelting  Co.  of  New  Jersey  was 
practically  bankrupt.  The  Old  Dominion  Copper  Mining  <fe  Smelting  Co.  of  Maine 
was  formed,  and  acquired  most  of  the  stock  of  the  New  Jersey  company  and  all  of 
the  stock  of  the  United  Globe  Mines.  In  exchange  for  the  latter  stock,  and  with 
treasury  stock  bought  for  cash,  gentlemen  associated  with  Phelps,  Dodge  &  Co. 
took  control.  A  more  liberal  policy  was  adopted,  profits  for  the  time  being  were  put 
back  into  the  mine  and  works,  and  in  four  years  time  the  stock  rose  from  less  than 
$5  to  over  $60  per  share.  Ever  since  that  time  this  mine  has  been  prosperous  and 
profitable,  and  in  your  visit  you  noticed  the  splendid  shape  it  is  in  ana  the  great 
ability  of  the  management. 

"Returning  to  the  new  district  near  Miami,  in  1903  and  1904,  Mr.  Coplen,  in 
behalf  of  himself  and  others,  bonded  and  purchased  a  few  mining  claims  which  became 
the  beginning  of  the  Inspiration  group,  and  he  opened  up  a  small  block  of  lean  dis- 
seminated ore.  In  1907,  Mr.  J.  Parke  Charming  Donded  the  Miami  group  of  claims, 
and  developed  for  himself  and  his  principals  the  great  Miami  mine. 

"Shortly  after,  others  purchased  the  Coplen  property  and  many  other  claims  and 
formed  it  into  the  Inspiration  Copper  Co.  and  started  development  on  a  considerable 
scale.     Hovland  and  Smith  also  took  over  the  Live  Oak  group  of  claims  and  ~" 
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At  an  early  hour  on  Saturday  morning,  Sept.  23,  the  Institute  party 
started  in  automobiles  over  the  famous  Apache  Trail,  which  leads  for 
about  50  miles  over  the  plains  to  the  Roosevelt  Dam,  passing  en  route 
cliff  dwellings  which  can  be  plainly  seen  from  the  road.  From  the 
Roosevelt  Dam,  which  was  an  object  of  considerable  interest  to  all  the 
engineers,  to  the  City  of  Phoenix,  a  distance  of  about  70  miles,  the  road 
travels  along  the  gorge  of  the  Salt  River  and  then  ascends  to  a  mesa 
through  heavily  eroded  gorges  which  form  some  of  the  most  spectacular 
scenery  in  Arizona.  The  road  itself  is  a  real  engineering  feat,  having 
been  built  by  the  Government  for  the  purpose  of  carrying  in  supplies  for 
the  building  of  the  Roosevelt  Dam.  As  the  party  emerged  from  the 
mountains  and  came  out  into  the  Western  Plain  with  the  sun  approaching 
the  horizon,  the  scenery  was  indescribably  beautiful. 

Several  hours  were  spent  in  Phoenix  visiting  with  local  members 
and  partaking  of  a  dinner  which  had  been  arranged  for  the  visitors. 
The  special  train  had  been  brought  around  by  rail  and  late  in  the  evening 
the  party  started  for  the  Grand  Canyon,  where  all  arrived  several  hours 
late,  but  still  very  happy,  early  Sunday  afternoon.  The  remainder  of 
Sunday  and  Monday  were  spent  visiting  different  points  on  the  rim  or  on 
the  trip  down  the  Canyon.  The  party  was  now  considerably  diminished 
in  number,  various  members  having  left  for  different  points  of  the  com- 
pass, so  that  only  three  special  cars  departed  for  the  East  on  Monday 
night.  Owing  to  a  derailment  to  the  west  of  Williams,  the  cars  were  held 
at  that  town  until  early  Tuesday  afternoon,  but  the  waiting  time  was 
spent  in  an  exciting  game  of  baseball,  and  no  one  seemed  to  regret  delay- 
ing the  time  for  bringing  to  a  close  the  113th  Meeting  of  the  Institute. 

The  following  members  and  guests  registered  at  different  points 
during  the  meeting,  but  the  list  is  known  to  be  incomplete  as  a  good 
many  attended  different  functions  without  registering: 


L.  M.  Allen,  Globe,  Aria.         x 
R.  S.  Allen.  Globe,  Aria. 
Mrs.  R.  S.  Allen,  Globe,  Ariz. 
J.  Owen  Ambler,  Douglas,  Ariz. 
J.  J.  Ambrose,  Hay  den,  Ariz. 

F.  T.  Anderson,  El  Paso,  Tex. 

0.  E.  Arnold,  Miami,  Ariz. 
Frank  Atbr,  Miami.  Ariz. 

Percy  K.  Barbour,  New  York,  N.  Y. 

1.  II.  Barkdoll,  Globe,  Ariz. 
Mrs.  1.  II.  Barkdoll,  Globe,  Ariz. 
George  D.  Barron,  Rye,  N.  Y. 
Mrs.  George  D.  Barron^  Rye,  N.  Y. 
P.  G.  Beckett,  Globe,  Ariz. 

A.  IX  Behrb,  Now  York,  N.  Y. 
Fred.  B.  Kly,  Superior,  Ariz. 
Allen  T.  Bird,  Nogales,  Ariz. 

G.  N.  Bjorge,  Globe,  Ariz. 
L.  A.  Blacknkr,  Ray,  Ariz. 

F.  C.  BLicKENaDERFBR,  Morenci,  Ariz. 
A.  L.  BLooMriELD,  Denver,  Colo. 
W.  B.  notion,  New  York,  N.  Y. 
Mrh.  M,  Bookman,  St.  Louis,  Mo. 
H.  P.  Bowen,  Miami,  Ariz. 
Mrh.  H.  P.  Bowen,  Miami,  Ariz. 
U.  H.  Boyd,  Globe,  Aril. 
M.  L.  Bradt,  Saginaw,  Mioh. 
R  1).  Bridge,  Comfort  Tex. 
C,  J.  Briggm,  Kl  Paso,  Tex. 


J.  F.  Brown,  Goldfield,  Nev. 
W.  C.  Browning,  Superior,  Ariz. 

D.  W.  Brunton,  Denver,  Colo. 
H.  A.  Buehler,  Rolla,  Mo. 
Edward  E.  Bugbee,  Boston,  Mass. 
W.  Burns,  Morenci,  Ariz. 

A.  B.  Calhoun,  Globe,  Ariz. 
K.  P.  Campbell,  Sasco,  Ariz. 
Norman  Carmichael,  Clifton,  Ariz. 
Charles  A.  Chase,  Denver,  Colo. 
Will  L.  Clark,  Jerome,  Ariz. 
W.  M.  Claypool;  Needles,  Cal. 
Ben  H.  Cody,  Clifton,  Ariz. 
Carl  H.  Cole,  Douglas,  Ariz. 
David  Cole,  El  Paso,  Tex. 
Mrs.  David  Cole,  El  Paso,  Tex. 
G.  M.  Colvocoresses,  Humboldt,  Ariz. 
H.  Cooper,  El  Paso,  Tex. 
F.  G.  Cottrell,  Washington,  D.  C. 
W.  B.  Cramer,  Globe,  Ariz. 
Arthur  Crowfoot,  Morenci,  Ariz. 
Joseph  F.  Cullen,  Midvale,  Utah. 
Arthur  C.  Daman,  Denver,  Colo. 
S.  H.  Davis,  Joplin,  Mo. 

E.  G.  Deani,  Miami,  Ariz. 
George  C.  Dewey,  Selby,  Cal. 
R.  H.  Dickson,  Warren,  Ariz. 
Albert  Dobrr,  South  Pasadena,  Cal. 
Kuno  Doerr,  El  Paso,  Tex. 


PROCEEDINGS   OF   THE   ARIZONA  MEETING 


XIX 


S.  G.  Dolman,  Ray,  Ariz. 
Thos.  F.  Donnelly,  Tucson,  Ariz. 
Walter  Douglas,  Bisbee,  Ariz. 
W.  M.  Dburt,  El  Paso,  Tex. 
R.  G.  Dufourcq.  El  Paso,  Tex. 
H.  S.  Duncan,  Globe,  Ariz. 
H.  F.  Durke,  El  Paso,  Tex. 

A.  V.  Dye,  Douglas,  Ariz. 
Howard  Eckfeldt,  S.  Bethlehem,  Pa. 
J.  A.  Eds,  La  Salle,  111. 

Karl  Eilers,  New  York,  N.  Y. 
M.  J.  El8ing,  Cananea,  Son.,  Mex. 
Mrs.  M.  J.  Elsinq,  Cananea,  Son.,  Mex. 
M.  Elsasser,  Los  Angeles,  Cal. 
C.  T.  Emrich,  Globe,  Ariz. 
Mrs.  C.  T.  Emrich,  Globe,  Ariz. 

E.  N.  Engelhardt,  Oakland,  Cal. 
I.  E.  Ettinger,  Superior,  Anz. 
Robert  Faulkner,  Lebanon,  Pa. 
Percy  LeR.  Fearn,  New  York,  N.  Y. 
Leon  Feuchere,  Warren,  Ariz. 
Siegfried  Fischer,  Jr.,  Golden,  Colo. 
H.  A.  Fitch,  Kansas  City,  Mo. 

F.  N.  Flynn,  Clifton,**Ariz. 
J.  G-  Flynn,  Miami,  Ariz. 
Paul  R.  Forbes,  New  York,  N.  Y. 
Robert  Franke,  Miami,  Ariz. 

W.  E.  Gaby,  Butte,  Mont. 

Rue+olf  Gahl,  Miami,  Ariz. 

Mrs.  Rudolf  Gahl,  Miami,  Ariz. 

W.  I.  Garms,  Hayden,  Ariz. 

W.  F.  Geiger,  Miami.  Ariz. 

R.  J.  Glendinning,  Salt  Lake  City,  Utah. 

W.  B.  Gohring,  Warren,  Ariz. 

C.  W.  Goodale,  Butte,  Mont. 

William  D.  Gordon,  El  Paso,  Tex. 

B.  Britton  Gottsberger,  Miami,  Ariz. 
Mrs.  B.  Britton  Gottsberger,  Miami, 

Ariz. 

C.  A.  Grabill,  El  Paso,  Tex. 
J.  C.  Greenway,  Warren,  Ariz. 
Alden  D.  Groff,  New  York,  N.  Y. 
Walter  Gross,  Perth  Amboy,  N.  J. 
Justice  Grugan,  Edwards,  N.  Y. 
R.  Dawson  Hall,  New  York.  N.  Y. 
W.  S.  Hall,  Miami,  Ariz. 

Herbert  E.  Hambleton.  El  Paso.  Tex. 
James  W.  Hambleton,  El.  Paso,  Tex. 
A.  M.  Hamilton,  Sasco,  Ariz. 
A.  M.  L.  Hamilton,  Sasco,  Ariz. 
H.  T.  Hamilton,  Nacozari,  Mex. 
H.  O.  Hammond,  Douglas,  Ariz. 
R.  S  Handy,  Kellogg,  Idaho. 
A.  B.  Hardie,  Philadelphia,  Pa. 
E.  Harms,  Torreon,  Mex. 
Walter  Harris,  Globe,  Ariz. 
Ruger  W.  Hay,  Warren,  Ariz. 
Justin  H.  Haynes,  Denver,  Colo. 
Stewart  Hazelwood,   San   Francisco, 

Cal. 
Jab.  L.  Head,  Warren,  Ariz. 
Miss  C.  Hegkler,  Danville,  III. 
Edward  C.  Hegeler,  Danville,  111. 
Mms.  Edward  C.  Hegeler,  Danville,  III. 
Julius  W.  Hegeler.  Danville,  111. 
Murray  Hendrix,  Miami,  Ariz. 


J.  H.  Hensley,  Jr.,  Miami,  Ariz. 

E.  C.  Hickman,  East  Helena,  Mont. 

F.  G.  Hills,  Leadville,  Colo. 

F.  W.  Hoar,  Globe,  Ariz. 

E.  N.  Hobart,  Nogales,  Ariz. 
J.  P.  Hodgson,  Bisbee.  Ariz. 

C.  E.  HoGUB,  Globe,  Ariz. 
Mrs.  C.  E.  Hogue,  Globe,  Ariz. 
L.  O.  Howard,  Globe,  Ariz. 

M.  R.  Hull,  Clifton,  Ariz. 

H.  D.  Hunt, 

Mrs.  H.  D.  Hunt, 

Alexander  Imhoff,  Los  Angeles,  Cal. 

T.  H.  Jenks,  Wickenburg.  Ariz. 

S.  J.  Jennings,  New  York,  N.  Y. 

Mrs.  S.  J.  Jennings,  New  York,  N.  Y. 

Miss  Amy  S.  Jennings,  New  York,  N.  Y. 

Miss  Mary  A.  Jennings,   New   York, 

N.  Y. 
Frank  E.  Johnson,  Salt  Lake  City,  Utah 
William  Strickler  Jones,  Atlantic  City 

N.J. 
Ira  B.  Joralemon.  Warren,  Ariz. 

D.  N.  Kay,  Ray,  Ariz. 

G.  W.  Kays,  Kingman,  Ariz. 
R.  W.  Kerns,  Warren,  Ariz. 

S.  J.  Kidder,  Mogollon,  New  Mex. 
R.  B.  T.  Kiliani,  New  York,  N.  Y. 
K.  L.  Kithil,  Tucson,  Ariz. 
Edward  H.  Koenig,  Perth  Amboy,  N.  J. 

A.  S.  Konselman,  Cananea,  Mex. 
J.  Kruttschnitt,  Jr.,  Tucson,  Ariz. 
O.  M.  Kuchs,  Tooele,  Utah. 

C.  R.  Kuzell,  Anaconda,  Mont. 
John  Langton,  New  York,  N.  Y. 

E.  H.  Laws,  Salida,  Colo. 
C.  Legrand,  Douglas,  Ariz. 
S.  H.  Levison,  Hayden,  Ariz. 
W.  W.  Logue,  Hayden^  Ariz. 

B.  M.  McAtee,  Miami,  Ariz. 
Alan  F.  McCormick,  El  Paso,  Tex. 
W.  E.  McCourt,  St.  Louis,  Mo. 
Geo.  T.  McGee,  Helena,  Mont. 

A.  G.  McGregor,  Bisbee,  Ariz. 
P.  M.  McHugh,  Denver.  Colo. 
R.  McIntosh,  Lake  Linden,  Mich. 
Mrs.  R.  McIntosh,  Lake  Linden,  Mich. 
Will  E.  McKee,  Bisbee,  Ariz. 
William  T.  MacDonald,  Hayden,  Ariz. 

F.  W.  Maclennan,  Miami,  Ariz. 
J.  F.  Manning,  Holkol,  Korea. 
E.  R.  Marble,  Hayden,  Ariz. 
Emory  M.  Marshall,  Globe.  Ariz. 
Mrs.  Emory  Marshall,  Globe,  Ariz. 
E.  P.  Mathewson,  Anaconda,  Mont. 
Mrs.    E.    P.    Mathewson,    Anaconda, 

Mont. 

E.  V.  Matlack,  Webster  Grove,  Mo. 
Ellwood    V.    Matlack,   Jr.,    Webster 

Grove,  Mo. 
M.  S.  Mazany,  Miami,  Ariz. 
A.  H.  Means,  Tucson,  Ariz. 
H.  I.  Merricks,  Miami,  Ariz. 

C.  W.  Merrill,  San  Francisco,  Cal. 
Mrs.  C.  W.  Merrill,  San  Francisco,  Cal. 

F.  J.  H.  Merrill,  Los  Angeles,  Cal. 
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C.  E.  Mills,  Globe,  Ariz. 
Edwin  W.  Mills,  Holkol,  Korea. 
Chablbs  A.  Mitkb,  Bisbee,  Ariz. 
Philip  N.  Moore,  St.  Louis,  Mo. 
H.  W.  Morse,  Los  Angeles,  Cal. 
McHenry  Mosier,  Bisbee,  Ariz. 
P.  A.  Mosman,  New  York,  N.  Y. 
Seeley  W.  Mudd,  Los  Angeles,  Cal. 
H.  T.  Murray,  Hayden,  Ariz. 
R.  T.  Murrill,  Flat  River,  Mo. 
Henry  W.  Nichols,  Chicago,  111. 
H.  L.  Norton,  Globe,  Ariz. 
Arthur  Notman.  Bisbee,  Ariz. 
T.  H.  O'Brien,  Dawson,  N.  Mex. 
J.  J.  Ormsbee,  El  Paso,  Tex. 
H.  D.  Pallister,  El  Paso,  Tex. 
J.  H.  Payne.  New  York,  N.  Y. 
Mrs.  J.  H.  Payne,  New  York,  N.  Y. 

E.  F.  Pelton,  Tyrone,  N.  Mex. 
Basil  Prescott,  El  Paso,  Tex. 
R.  J.  Pritchard,  Miami.  Ariz. 
William  J.  Quigly,  El  raso,  Tex. 

O.  C.  Ralston,  Salt  Lake  City,  Utah. 

F.  L.  Ransome,  Washington,  D.  C. 
Stuart  L.  Rawlings,  San  Francisco,  Cal. 
William  H.  Rea,  Pittsburgh,  Pa. 
Mrs.  Wm.  H.  Rea,  Pittsburgh,  Pa. 
Miss  Rea,  Pittsburgh,  Pa. 

E.  E.  Reyer,  El  Paso,  Tex. 

C.  E.  Rhodes,  Pasadena,  Cal. 

Miss  Marion  Rice,  Schenectady,  N.  Y. 

Walter  A.  Richelsen,  Cananea,  Sonora, 

Mex. 
L.  D.  Ricketts,  Warren,  Ariz. 
Mrs.  L.  D.  Ricketts,  Warren,  Ariz. 
Ezra  B.  Rider,  Bisbee,  Ariz. 

A.  E.  Ring,  Flat  River,  Mo. 

J.  F.  Robertson,  Coniston,  Ont. 
Burr  A.  Robinson,  New  York,  N.  Y. 
E.  M.  Robinson,  So.  Bethlehem,  Pa. 
Clyde  P.  Ross,  Globe,  Ariz. 

E.  W.  Rouse,  Baltimore,  Md. 

G.  H.  Ruggles,  Miami,  Ariz. 
J.  P.  Ruminapp,  Miami,  Ariz. 

B.  E.  Russell,  Ray,  Ariz. 

F.  Rutherford,  Douglas,  Ariz. 
E.  M.  Sawyer,  Tyrone,  N.  M. 
Francis  S.  Schimerka,  Clifton,  Ariz. 
Walter  A.  Schmidt,  Los  Angeles,  Cal. 
Carl  Scholz,  Chicago,  111. 

C.  D.  Schultz, 

W.  Schumacher,  El  Paso,  Tex. 


Mortimer  A.  Sears,  Santa  Fe,  New 

Mex. 
Gerald  Sherman,  Bisbee,  Ariz. 
L.  B.  Shipley,  New  York,  N.  Y. 
Alex  Sibbald,  Globe,  Ariz. 
H.  R.  Simpson,  Los  Angeles,  Cal. 
K.  M.  Simpson,  Los  Angeles,  Cal. 
Howard  D.  Smith,  San  Francisco,  Cal. 

E.  G.  Snedaker,  Goldfield,  Nev. 

F.  W.  Solomon,  Miami,  Ariz. 

P.  G.  Spilsbury,  New  York,  N.  Y. 
E.  M.  Steele,  Hayden,  Ariz. 
P.  A.  Steger,  Miami,  Ariz. 
Paul  Stein,  El  Paso,  Tex. 
Paul  Sterling,  Wilkes-Barre,  Pa. 
E.  D,  Stewart,  El  Paso,  Tex. 
Bradley  Stoughton,  New  York,  N.  Y. 
Mrs.  Bradley  Stoughton,  New  York, 

N.  Y. 
Roger  Strobel,  East  Helena.  Mont. 
Wilmer  C.  Swartley,  Philadelphia,  Pa, 
W.  S.  Sultan,  Globe,  Ariz. 
John  C.  Taylor,  Denver,  Colo. 
Knox  Taylor,  High  Bridge,  N.  J. 
Roscoe  Teats,  Tacoma,  Wash. 

B.  B.  Thayer,  New  York,  N.  Y. 
O.  J.  Tuschka,  Globe,  Ariz. 
Mrs.  O.  J.  Tuschka,  Globe,  Ariz. 

G.  D.  Van  Arsdale,  New  York,  N.  Y. 
R.  E.  Vining,  Perth  Amboy,  N.  J. 
John  D.  Wanvig,  Golconda,  Ariz. 
Harry  S.  WARE^Anaconda,  Mont. 

J.  H.  Watkins,  Washington,  D.  C. 
Arthur  P.  Watt.  St.  Francois,  Mo. 
A.  J.  Weinig,  Telluride,  Colo. 
Harry  V.  Welch,  Los  Angeles,  Cal. 
George  H.  West,  Globe,  Ariz. 
J.  R.  Wester,  Morenci,  Ariz. 
Charles  H.  White,  Cambridge,  Mass. 
J.  L.  White,  Humboldt,  Ariz. 
H.  E.  Williams,  Calumet.  Mich. 
Mrs.  H.  E.  Williams,  Calumet,  Mich. 
J.  S.  Williams,  Nacozari,  Mex. 
Bailey  Willis,  Stanford  Univ.,  CaL 
Philip  D.  Wilson,  Warren.  Ariz. 
Philip  Wiseman,  Los  Angeles,  Cal. 
Mrs.  Philip  Wiseman,  Los  Angeles,  CaL 

C.  L.  Wolple,  El  Paso,  Tex. 
J.  R.  Woodul,  Mexico. 
Wm.  H.  Yeandle,Jr. 

R.  B.  Yerxa,  Miami,  Ariz. 
H.  M.  Ziesemer,  Bisbee,  Ariz. 


Technical  Sessions 

The  full  list  of  papers  which  were  presented  by  their  authors  or  by 
title  at  the  meeting  is  as  follows: 


Mining 

Mine  Accounting  for  Small  Mines.    By  James  E.  Chapman. 

Automatic  Operation  op  Mine  Hoists  as  Exemplified  bt  the  New  Electric 

Hoists  for  the  Inspiration  Consolidated  Copper  Co.    By  H.  Kenyon 

Burch  and  M.  A.  Whiting. 
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Coup  ajulttvb  Friction  Test  or  Two  Types  op  Coal  Mine  Cabs.    By  P.  B.  Lieber- 

Tnmrvn* 
The  Watbb  Pboblbm  at  the  Old  Dominion  Mine.    By  P.  G.  Beckett. 
The  Composition  op  the  Rock  Gas  op  the  Cripple  Creek  Mining  District, 

Colorado.    By  George  A.  Burrell  and  Alfred  W.  Gauger. 
The  Solution  op  dome  Hydraulic  Mining  Problems  on  Ruby  Creek,  British 

Columbia.    By  Chester  F.  Lee  and  T.  M.  Daulton. 
The  Rifling  op  Diamond-Drill  Cores.    By  Walter  R.  Crane. 
Method  op  Mining  Talc.    By  F.  R.  Hewitt. 

Stopino  in  the  Calumet  and  Arizona  Mines,  Bisbee,  Ariz.    By  Philip  D.  Wilson. 
Stoping  Methods  op  Miami  Copper  Co.    By  David  B.  Scott. 
Cooperative  Epport  in  Mining.    By  Joseph  P.  Hodgson. 
Diesel  Engines  versus  Steam  Turbines  fob  Mine  Power  Plants.    By  Herbert 


♦Modern  Methods  op  Mining  and  Ventilating  Thick  Pitching  Beds.  By  H.  M. 
Crankshaw. 

Motor  Truck  Operation  at  Mammoth  Collins  Mine,  Shultz,  Ariz.  By  Wilbert 
G.  McBride. 

Mine  Fire  Methods  Employed  by  the  United  Verde  Copper  Co.  By  Robert 
E.  Tally. 

Cost  and  Extraction  in  the  Selection  op  a  Mining  Method.    By  C.  E.  Arnold. 

♦The  Illuminating  Power  op  Safety  Lamps.    By  W.  M.  Weigel. 

Powi  r  Plant  op  Burro  Mountain  Copper  Co.    By  Charles  Legrand. 

Orb-Drawing  Tests  and  the  Resulting  Mining  Method  of  Inspiration  Con- 
solidated Copper  Co.     By  G.  R.  Lehman. 

Shaft  Sinking  Through  Soft  Material.    By  Edward  A.  Sayre. 

The  Block  Method  op  Top  Slicing  of  the  Miami  Copper  Co.    By  E.  G.  Deane. 

The  Antecedent  Mineral  Discovery  Requirement.    By  E.  D.  Gardner. 

Geology  and  Mineralogy 

Petrography  op  the  Mount  Morgan  Mine,  Queensland.     By  W.  E.  Gaby. 
Geology  op  the  Warren  Mining  District.    By  Y.  S.  Bonillas,  J.  B.  Tenney  and 
Leon  Feuchere. 

Cyanidation 

METHOD8  FOR  DETERMINING  THE  CAPACITY  OF    SLIME-SETTLING   TANKS.      By  H.  S. 

Coe  and  G.  H.  Clevenger. 
The  Liberty  Bell  Methods  of  Precipitate  Refining.     By  A.  J.  Weinig. 
Mining  and  Milling  Practice  at  Santa  Gertrudis.    By  Hugh  Rose. 
Cyaniding  Clayey  Ore  at  the  Buckhorn  Gold  Mine.     By  Paul  R.  Cook. 

Miscellaneous 

•Calculations  with  Reference  to  the  Use  op  Carbon  in  Modern  American 
Blast  Furnaces.    By  Henry  Phelps  Howland. 

•The  Application  and  Earning  Power  op  Chemistry  in  the  Coal  Mining 
Industry.    By  Edwin  M.  Chance. 

•The  System  Tungsten-Molybdenum.    By  Frank  Alfred  Fahrenwald. 

Comparisons  Between  Electrolytic  Copper  and  Two  Varieties  of  Arsenical 
Lake  Copper  with  Respect  to  Strength  and  Ductility  in  Cold- Worked 
and  Annealed  Test  Strips.    By  C.  H.  Mathewson  and  E.  M.  Thalheimer. 

•Tungsten  and  Molybdenum  Equilibrium  Diagram  and  System  of  Crystalliza- 
tion.   By  Zay  Jeffries. 

Flotation  and  Ore  Dressing 

Flotation  Concentration  at  Anaconda,  Mont.    By  Frederick  Laist  and  Albert 

E.  Wiggin. 
The  Flotation  op  Minerals.    By  Robert  J.  Anderson. 

An  Explanation  op  the  Flotation  Process.     By  A.  F.  Taggart  and  F.  E.  Beach. 
A  New  Flotation  Oil.    By  Maxwell  Adams. 

*  Held  for  publication  in  Vol.  LVI. 
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A  New  Source  of  Flotative  Agents.    By  G.  H.  Clevenger. 

History  of  the  Flotation  Process  at  Inspiration.    By  Rudolf  Gahl. 

Some  Miscellaneous  Wood  Oils  for  Flotation.    By  R.  C.  Palmer,  Glenn  L. 

Allen  and  O.  0.  Ralston. 
The  Advent  of  Flotation  in  the  Clipton-Morenci  District,  Arizona.    By 

David  Cole. 
A  Combined  Hydraulic  and  Mechanical  Classifier.    By  M.  G.  F.  Sdhnlein. 
Comparative  Test  of  the  Marathon,  Chilean  and  Hardinqb  Mills.    By  F.  C 

Blickonsderfor. 
MtNB  and  Mill  Plant  of  the  Inspiration  Consolidated  Copper  Co.    By  H. 

Kenyon  Buroh. 

Smelting,   Etc. 

The  Decomposition  and  Reduction  of  Lead  Sulphate  at  Elevated  Tempera- 
tures.    By  W.  Mostowitsch.     Edited  by  H.  O.  Hofman. 

Determination  of  Dust  Losses  at  the  Copper  Queen  Reduction  Works.  By 
J.  Moore  Samuel. 

An  Investigation  Into  the  Flowing  Temperatures  of  Copper  Mattes  and  of 
Copper- Nickel  Mattes.     By  G.  A.  Guess  and  F.  E.  Lathe. 

Features  of  the  New  Copper  Smelting  Plants  in  Arizona.    By  A.  G.  McGregor. 

Smelting  at  the  Arizona  Copper  Co.'s  Works.    By  F.  N.  Flynn. 

The  Basic  Lined  Converter  in  the  Southwest.    By  L.  O.  Howard. 

Leaching 

2,000-Ton  Leaching  Plant  at  Anaconda.    By  Frederick  Ijust  and  Harold  W. 

Aldrich. 

POSSIBILITIES  IN  THE  WET  TREATMENT  OF  COPPER  CONCENTRATES.      By  Lawrence 

Addicksu 
Leaching  Tests  at  New  Corxbua.    By  H.  W.  Morse  and  H.  A.  Tobelmann. 

Ort  Deposits 

Gout  and  Silver  Deposits  of  North  and  Sorra  America,     By  Wakkmar  Iindgren. 

•Frw.  in  Ttrkky,    By  Leon  Domtnian. 

•Maxoxxese  Ores  of  Rcssia*  India,  Brazil  axd  Chile.    By  K.  C.  Harder. 

The  Kmkrau>  Drposits  or  Mrso,  Colombia.    By  Joseph  E/Pogue. 

The  Rxmo-Acmrrr  or  Allaxite.    By  L.  S.  Pratt. 

Etfccox-RKARtxtt  W; ma ttt«$  ix  Virginia*     By  Thomas  L.  Watson. 

Ieox  PvnifES  DKroarrs  ix  SovTHKASYMX  OxTARto.  Cxxaba.     By  P,  E.  Hopkins. 

iVtnotatt*  and  Ga$ 

•pExxvirusi  or  X  Arrow.  Gas  Ijra^khoud  Yxvcxttox*    By  ^.  S.  Wy«-, 
•The  CxiarvuRXtx  Gxsouxr  Imitcivt.     By  W.  R.  Hanu&w. 
*Tht  rhASTsormc  Theo*t,     By  Maro)  It  l\*iy. 

•The  Pc*s«*ujtt  or  l>rer  S\x*  Oil.  xx*  Gas  ix  th*  ArrxLxeanxx  Gbo^Sywcuxe 
or  Wist  Yi»£ivix.     By  W*v>d  R  R«$er. 

Instead  erf  attempting  to  pro^nt  all  erf  th«»e  papers  fevr  cfecossion, 
tie  Board  erf  Directors  upc*n  the  r<v\^mei>d*tie*n  erf  the  Committee 
eve  Papers  az*d  PiiKScati>r^  ^fcvwvl  the**  pap«^  which  oe*uld  be  ade- 
quately presented  by  their  author  or  authe^  trprw^sntatives  and  which 
tent  th*mseJrcs  panieulaiiy  to  e&teussktn.  Six  technical  sessions  were 
ihes:  «^ibii5iie>d  and  **ch  was  ^ircotxvi  to  a  partirwlar  sabijm  with  the 
^irc^asdins  that  the  appropriate  p*pe*r$  wroid  tirst  be  T**d  and  dis- 
rus««*i  *r>i  iSQ^wii^  that  general  discussion  erf  the  subject  would  be 
wejcoonad.  C^wsruaiiiy  was  *Jso>  give*  at  eve^  sassier  w  any 
present  i  r  r*I  5;c  *x<y  pape?  0**  the  hsi  to  be  >w**$rht  up  w 
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The  first  technical  session  was  devoted  to  the  subject  of  "Smelting" 
and  was  held  at  the  Y.  M.  C.  A.  building,  Douglas,  Ariz.,  Tuesday  after- 
noon, Sept.  19,  at  2  o'clock. 

President  Ricketts  announced  that  the  113th  Meeting  of  the  Institute 
was  opened  and  called  upon  Walter  Douglas  to  preside.  The  presiding 
officer  then  called  upon  John  C.  Greenway,  who  delivered  a  cordial 
Address  of  Welcome  to  Arizona.  In  response,  President  Ricketts 
announced  that  as  he  was  both  guest  and  host  at  the  Arizona  Meeting, 
he  would  call  upon  Past  President  Benjamin  B.  Thayer,  who  thereupon 
responded  cordially  to  the  Address  of  Welcome. 

The  following  papers  were  then  presented  by  their  authors: 

Features  op  ths  New  Copper  Smbltino  Plants  in  Arizona.    By  A.  G.  McGregor. 

Discussed  by  L.  D.  Ricketts,  E.  P.  Mathewson. 
Smelter  Operating  Notes  from  the  Arizona  Copper  Co.,  Ltd.     By  F.  N.  Flynn. 
The  Basic  Lined  Converter  in  the  Southwest.    By  L.  O.  Howard.     Discussed 

by  Walter  Douglas,  E.  P.  Mathewson,  Kuno  Doerr. 
Determination  op  Dust  Losses  at  the  Copper  Queen  Reduction  Works.     By 

J.   Moore  Samuel.     Discussed  by  Walter  Douglas,  E.  P.   Mathewson,  S.  J. 

Jennings,  C.  E.  Arnold,  A.  G.  McGregor,  L.  D.  Ricketts. 

The  second  technical  session  was  on  the  subject  of  "Leaching"  and 
was  held  at  the  Y.  M.  C.  A.  building  at  Douglas,  Ariz.,  on  Tuesday 
evening,  Sept.  19,  at  8  o'clock.     H.  W.  Morse  presided. 

President  Ricketts  opened  the  meeting  by  reading  the  following  tele- 
gram from  Dr.  Douglas,  which  was  greeted  with  applause: 

"Please  convey  my  hearty  greetings  to  the  Institute  and  my  regrets  that  my 
health  prevents  my  presence  with  you  m  person.  It  is  nearly  17  years  since  we  met 
around  the  dinner  table  in  Bisbee  and  lunched  together  in  the  mine.  Though  we 
cannot  anticipate  eternal  life  for  our  mines  you  will  be  glad  to  find  that  it  is  more 
productive  than  it  was  and  is  enjoying  a  vigorous  old  age  and  renewing  its  youth  by 
new  discoveries." 

and  the  President  was  authorized  to  respond  to  this  in  the  name  of  the 
members  present,  as  follows: 

11  The  members  of  the  Institute  at  this  meeting,  some  two  hundred  and  fifty  in 
number,  by  special  resolution  unite  with  me  in  thanking  you  for  your  most  welcome 
message  of  good-will.  We  owe  so  much  to  you  and  it  is  good  to  feel  we  have  your 
thoughts  and  good  wishes.  We  thank,  you  and  send  you  our  greetings  and  best  wishes 
for  you  and  yours/' 

The  following  papers  were  then  presented: 

Lbaching  Tests  at  Nbw  Cornelia.  By  H.  W.  Morse  and  H.  A.  Tobelmann.  (Pre- 
sented bv  H.  W.  Morse.)  (Discussed  by  G.  D.  Van  Arsdale,  S.  J.  Jennings, 
P.  S.  Scnimcrka,  C.  G.  Grabill,  F.  N.  Flynn,  written  discussion  by  Lawrence 
Addicks.) 

2,000-Ton  Lbaching  Plant  at  Anaconda.  By  Frederick  Laist  and  Harold  W. 
Aldrich.  (Presented  by  E.  P.  Mathbwson.)  (Discussed  by  F.  N.  Flynn,  E.  P. 
Mathewson.) 

P068XBnJTIB8  IN  THE  WBT  TREATMENT  OF  COPPER  CONCENTRATES.      By  Lawrence 

Addicks.     (Presented  by  the  Secretary.)     (Discussed  by  F.  N.  Flynn.) 
Gknkral  Subject  or  Lbaching  was  discussed  by  F.  S.  Schimerka,  B.  B.  Gottsberger, 
H.  E.  Williams,  G.  D.  Van  Arsdale,  and  E.  P.  Mathewson. 

The  third  technical  session  was  on  the  subject  of  "Mining  and 
Geology"  and  was  held  in  the  auditorium  of  the  high  school  at  Bisbee, 
Ariz.,  on  the  afternoon  of  Wednesday,  Sept.  20,  at  2  o'clock.  Gerald  F. 
G.  Sherman  presided. 

The  following  papers  were  presented  by  their  authors: 
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Pitrographt  or  thb  Mount  M ORGAN  Mine,  Qubbnsland.    By  Walter  E.  Gaby. 

(Discussed  byL.  C.  Graton.) 
Geology  or  thb  Warren  Mininq  District.    By  T.  S.  Bonillaa,  J.  B.  Tenney,  Leon 

Feuehere.     (Presented  bv  T.  S.  Bonillas.)     (Discussed  by  I.  B.  Jondemon, 

F.  L.  Ranaome,  Gerald  Sherman,  L.  C.  Graton.) 
Stoping  in  thb  Calumet  and  Arizona  Minbb,  Bisbbe,  Ariz.    By  Philip  D.  Wilson. 
CodPBRATivB  Effort  in  Mining.    By  Joseph  P.  Hodgson.     (Discussed  by  J.  A.  Ede, 

Gerald  F.  G.  Sherman,  C.  W.  tioodale,  Charles  A.  Mitke,  C.  E.  Arnold,  D.  W. 

Brunton.) 

The  fourth  technical  session  was  on  the  subject  of  "Concentration 
and  Flotation"  and  was  held  at  the  Martin  Theater,  Globe,  Ariz.,  on 
Thursday  afternoon,  Sept.  21,  at  2  o'clock.    C.  E.  Mills  presided. 

The  following  papers  were  presented: 

Thb  Adybnt  or  Flotation  in  thb  Cutton-Morenci  District,  Arizona.  By 
David  Cole. 

History  or  thb  Flotation  Process  at  Inspiration.  By  Rudolf  GahL  (Discussed 
by  F.  a  Schimerka,  H.  W.  Morse,  R.  S.  Handy,  C  A.  Chase,  E.  P  Mathewson, 
David  Cole.  L.  D.  Ricketts,  G.  H.  Buggies,  F.  G.  CottreU;  written  discuaBion 
by  Frederick  Laist  and  R.  C.  Canby.) 

Somb  Miscellaneous  Wood  Oils  ron  Flotation.  By  R.  C.  Palmer,  Glenn  L. 
Allen  and  O.  C.  Ralston.     (Presented  by  G.  L.  Allen.) 

Flotation  Concentration  at  Anaconda.  Mont.  By  Frederick  Laist  and  Albert 
E.  Wigsin.  (Presented  by  E.  P.  Mathewson.)  (Discussed  by  O.  C.  Ralston, 
David  Cole,  E.  P.  Mathewson,  Rudolf  Gahl,  Norman  Carmichael,  W.  B.  Cramer, 
C.  W.  Merrill,  R.  &  Handy,  A.  P.  Watt,  B.  B.  Gottsberger,  F.  a  Schimerka.) 

The  fifth  technical  session  was  on  the  subject  of  "Mining"  and  was 
held  at  the  Martin  Theater,  Globe,  Ariz.,  on  the  evening  of  Sept.  21, 
at  8  o'clock.    Percy  G.  Beckett  presided. 

The  following  papers  were  presented: 

Thb  Block  Method  or  Top  Slicing  or  thb  Miami  Coma  Ox    BtRG.  Deane* 

(Discussed  by  J.  A.  Ede,  J.  P.  Hodgson.) 
Stofixg  Methods  or  Miami  Cofpbb  Co.    By  David  B.  Scott.     iPresemted  by  the 

Secretary.) 
Mine  Fibjs  Methods  Emplotbd  bt  thb  United  Vbbdb  Coffer  Co.    Br  Robert  E. 

TaDy.     (Presented  by  the  Secretary.)     (Written  discusskn  brCl.  Berrien.) 

(Discussed  by  C.  W.  Goodale,  J.  A.  Ede,  Gerald  Sherman,  J.  P.  HodfBom.) 
Oke  Drawing  Tests  and  thb  Resulting  Mixing  Method  or  Inspiration  Con- 

soudated  Copper  Co.    By  George  R.  T*hman 
Cost  and  Extraction  in  the  Selection  or  a  Minino  Method.    Bt  C  K.  Arnold. 

(Discussed  by  L.  D  Ricketts,  F.  W.  Maclennan.) 

After  the  papers  scheduled  for  the  meeting  had  been  presented, 
Walter  A-  Schmidt  gave  a  brief  abstract  of  a  paper  prepared  by  himself, 
entitled  "  Results  Obtained  with  the  CottreU  Process  a*  Snwhar  of  Inter- 
national Smelting  Co.,  Inspiration,  Aril,  and  the  Factory  of  Riverside 
Portland  Cement  Co.,  Riverside,  CaL."*  illustrating  his  remarks  with 
stereopticon  slides,  and  ending  with  a  demonstration  of  the  process. 

The  sixth  technical  session  was  on  the  subject  of  "Fix*  Grinding" 
and  was  held  at  the  Club  House  of  the  Miami  Copper  C«x«  Miami,  Aria., 
og  the  afternoon  of  Friday,  Sept.  22,  at  1  oV&x&L  B.  B.  Gottsberger 
presoed- 

TLe  following  papers  were  presented  by  their  authors: 


??¥ke  Puurr  or  Burro  Motxtaix  Cora  CVx    Bt  Ouries I<agnm^.     0 

vy  B.  B.  GrTVLKxerger,  &  J.  Kidder,  aad  Jota  LARguoO 
O -*itpkiA!rm  Tbpt  or  the  Mabaxbojc  Chu&ax  axi»  Hjlkkcmk  abuua.    Br  F.  C 

2taK.fo»3*x£er.     DMruawH  bj  B.  B.  GouaSciLgHi.  It  B.  Yerm  JL  I\  Wwtt,aj.  BlT. 

Ki»arJ    F.  £-  Srtonrrka,  ft.  J.  Jes^i***,  R.  S.  Baa*?,  C  W, 
F.  i.  H-  MenalL) 

•N«  psihbshtid. 


i 


PROCEEDINGS   OF   THE   ST.    LOUIS  MEETING  XXX1U 

The  final  group  represents  the  large  fuel  group,  coal,  coke,  petroleum 
and  natural  gas,  and  those  again  fall  into  the  large  group  of  materials 
which  represent  specific  problems  of  transportation,  labor  supply,  etc., 
and  are  quite  largely  outside  the  activity,  at  the  present  time  at  least, 
of  the  specific  group  of  neglected  minerals  in  which  new  production  needs 
to  be  stimulated.  In  considering  this  list  of  problems,  the  question  of 
weight  is  one  of  more  and  more  importance.  The  problem  today  is  the 
problem  of  the  material  which  is  hard  to  move.  By  eliminating  certain 
of  these  large  groups  which  we  have  not  so  far  specifically  considered, 
we  have  left  about  five  and  a  quarter  million  tons  of  material  which  we 
should  have  liked  to  import  if  we  could;  in  1916  a  great  deal  of  it  we  did 
import.     What  we  will  do  in  1917  or  1918  is  an  unanswered  question. 

Of  this  large  group,  nitrates  from  Chili  represent,  roughly,  1,350,000 
tons,  which  we  must  still  import;  pyrite  from  Spain  (some  from  Cuba) 
represents  1,400,000  short  tons,  which  we  can  produce  or  for  which 
we  can  substitute  sulphur;  potash,  from  Germany  formerly  represented 
1,100,000  tons,  which  we  cannot  import  and  did  not  import  in  1916, 
and  of  which  we  must  produce  what  we  can;  manganese  ore  and  alloy 
which  we  imported  from  Brazil,  Russia  and  India,  represents  800,000 
tons,  which  we  are  endeavoring  to  supply  partly  by  domestic  supplies; 
magnesite,  which  formerly  came  from  Austria,  represents  170,000  tons, 
which  we  cannot  import,  but  we  have  good  prospects  of  producing  all 
of  that  material.  Asbestos  still  comes  from  Canada;  it  represents  120,000 
tons  and  we  still  expect  to  get  it  without  interruption.  Chromic  iron 
ore  comes  from  foreign  sources  and  must  still  be  imported,  although 
we  are  doing  our  best  to  stimulate  domestic  production.  It  represents 
130,000  tons.  Tin  represents  70,000  tons,  which  we  must  import,  al- 
though we  produce  a  little.  It  comes  from  the  Straits  Settlements  and 
Bolivia.  Graphite  comes  from  Ceylon  and  represents  40,000  tons,  but 
we  can  produce  most  of  our  graphite.  Nickel  comes  from  Canada; 
it  represents  about  40,000  tons.  Sulphur  comes  from  Japan;  it  repre- 
sents 20,000  tons,  and  we  can  produce  it.  Antimony  comes  from  China 
and  from  the  smelters.  It  represents  15,000  tons;  we  must  import  some 
and  can  produce  some.  Tungsten  comes  from  Burmah,  Portugal, 
Bolivia  and  Australia;  it  represents  4000  tons  and  there  is  considerable 
domestic  production.  Mica  comes  from  India  and  Canada;  it  represents 
1200  tons,  and  there  is  considerable  domestic  production.  Mercury 
comes  from  Spain,  Italy  and  Austria;  it  represents  200  tons,  and  there 
is  considerable  domestic  production.  Cobalt  comes  from  Canada  and 
represents  100  tons.  Molybdenum  represents  8  tons.  Platinum  comes 
from  Russia  and  Colombia;  it  represents  2.3  tons  and  there  is  very  little 
produced  in  this  country. 

The  point  I  want  to  make  is  this:  we  have  here  a  group  of  minerals 
representing  all  the  way  from  a  million  and  a  half  tons  to  two  tons  of 
imports.  The  problems  vary  with  the  quantity  of  the  material  and  the 
difficulty  of  domestic  development.  The  problems  we,  as  a  War  Minerals 
Committee,  are  attempting  to  take  up,  have  got  to  be  measured  from 
the  standpoint  of  tonnage,  difficulty  of  transportation  and  domestic 
production.  In  some  cases  a  small  quantity  may  be  readily  imported, 
and  those  materials  we  are  not  giving  immediate  attention  to  because 
small  amounts  can  be  easily  imported  while  the  larger  .tonnages  mean 
the  sacrifice  of  military  purposes.     In  this  brief  outline,  which  was  the 
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first  step  we  had  to  consider  in  our  meeting  of  the  War  Minerals  Com- 
mittee, the  specific  minerals  were  taken  up  as  the  first  and  most  essential 
mode  of  attack  because  of  their  relative  importance. 

I  am  coming  down  to  a  little  detail  now  of  the  work  of  the  War 
Minerals  Committee:  the  general  plan  of  our  work  is  this,  to  concentrate 
information  by  establishing  lines  of  contact  to  all  the  most  readily  avail- 
able sources  of  information,  to  establish  that  information  in  a  central  file 
available  for  the  information  of  all  the  Government  agencies  working  on 
this  problem;  then  from  that  central  file  to  separate  the  wheat  from  the 
chaff  as  far  as  the  preliminary  indication  of  those  sources  which  are  the 
best  sources  to  attempt  to  stimulate  under  the  difficult  conditions,  under 
the  conditions  of  higher  expense  and  the  fear  of  future  foreign  competi- 
tion. Having  done  that,  the  next  specific  question  is  to  get  the  feeling 
of  the  local  pulse  in  different  communities  as  to  what  the  troubles  and  the 
needs  of  their  domestic  mineral  situation  may  be;  to  take  those  troubles 
and  needs,  put  them  with  the  national  needs,  and  see  what  policies  this 
committee  may  recommend  in  the  carrying  out  of  certain  of  our  wide- 
spread and  far-reaching  legislation  and  policies  which  are  dealing  with 
the  mineral  situation.  At  the  present  time,  the  measures  that  are  being 
undertaken  will  have  very  far-reaching  effects.  We  have  as  possibilities, 
in  fact,  transportation  control,  use  control  and  price  control,  which  may 
be  essential .  These  broad  questions  of  policy  are  continually  being  raised, 
and  in  order  to  be  most  wisely  solved  they  require  that  every  bit  of  in- 
formation that  will  deal  with  this  situation  and  make  it  clearer  should 
be  centralized  for  the  use  of  those  in  whose  hands  the  determination  of 
those  policies  rests.     (Applause.) 

The  President. — It  needs  no  word  by  your  Chairman  to  show  you 
that  the  War  Minerals  Committee  is  looking  at  things  in  a  broad  way. 

Among  the  men  to  whom,  at  least  in  the  mind  of  your  President, 
should  bo  credited  the  vision  which  resulted  in  the  organization  of  this 
War  Minerals  Committee,  is  the  gentleman  who  will  next  speak  to  you. 
When  he  first  came  to  me  with  the  information  that  the  plans  had  been 
laid  for  this  scientific  and  efficient  organization,  I  said  to  him,  "How  in 
the  world  did  you  manage  it?"  His  answer  was,  "I  told  them  I  was 
going  to  sit  on  the  stoop  until  they  let  me  in.,,  They  have  let  him  in, 
gentlemen,  to  the  great  enlightenment  and  betterment  of  all  of  us;  Mr. 
Ilotehkiss,  State  Ceologist  of  Wisconsin,  Secretary  of  the  Association  of 
Htato  (leologiritH  of  the  United  States.     (Applause.) 

Mu.  W.  O.  HoTiiiiKMH. — As  it  is  late,  I  shall  say  very  little  about  the 
War  Minerals  Committee  and  its  work.  If  any  word  that  I  can  say 
can  bring  home  to  you  the  fact  that  this  war  is  not  an  objective  thing, 
that  it  is  my  war  anil  that  it  is  your  war,  then  my  purpose  will  have  been 
natisfied.  The  War  Minerals  Committee  then  won't  have  to  appeal  to 
vou  any  morn  for  the  sources  of  information  which  you  have  in  your 
tiles.  If  eaeh  of  vou  realizes  in  his  heart  the  real  fact  of  the  situation  and 
run  Mitv  to  himself  "This  is  my  war,"  with  all  the  firmness  and  intensity 
of  Iiim  being,  then  lie  will  go  home  and  he  will  give  us  all  of  the  information 
thai  ho  has,  that  we  may  use  it  for  the  benefit  of  all  of  us  in  winning  this 
war       i  Applause.) 

We  aie  undertaking,  as  a  nation,  the  biggest  job  that  has  ever  fallen 
Id  oui  lot.  We  are  fighting  an  enemy  who  knows  every  last  pound  of 
hi*  leMounes  ami  is  using  those  resources  with  an  inflexible  purpose  of 
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ultimate  victory.  On  the  other  hand,  we  ourselves  are  scattered  and 
divided;  we  are  approaching  this  crisis  practically  unprepared  and  un- 
armed. Now  we  have  got  to  get  together.  The  fundamental  basis  of 
getting  together  is  for  each  of  us  to  realize  that  within  him.  I  would  give 
anything  to  have  each  man  here  realize,  to  have  each  citizen  of  this  coun- 
try realize  that  "This  is  my  war,"  that  it  is  not  "That  war  over  there," 
and  that  "it  is  up  to  me  to  do  every  last  thing  that  I  can  to  bring  victory." 
We  have  admired  in  the  past  the  German  genius  for  organization;  the 
patient  plodding,  result-getting  activities  of  the  German  scientist,  the 
perfect  control  which  the  Germans  have  exercised  over  economic,  social 
and  labor  conditions,  and  now  it  appears  to  us  that  that  whole  structure 
has  been  built  up  with  the  one  object  in  mind  of  waging  a  successful  war' 
which  would  put  us  all  at  the  feet  of  an  autocracy.    (Applause.) 

There  are  four  fundamental  things  down  to  which  we  can  analyze  the 
whole  situation  of  all  preparedness.  The  first  of  these  is  that  thing  which 
the  member  of  this  Institute  whom  we  most  delight  to  honor  is  doing 
nobly  and  well,  the  work  of  Mr.  Hoover,  on  food.  Food  is  the  first 
essential  of  war.  The  second  essential  of  war  is  ammunition.  The 
munition  side  is  where  our  War  Minerals  Committee  is  trying  to  do  its 
little  bit,  trying  to  contribute  what  we  can,  trying  to  accumulate  all 
that  is  needed  in  regard  to  these  minerals  which  are  otherwise  not  at- 
tended to,  the  small  things  that  are  so  likely  to  be  forgotten. 

Other  members  of  the  Committee  have  defined  for  you  a  war  mineral. 
I  wish  to  go  a  little  further  in  that  definition  and  illustrate;  perhaps  it 
may  bring  home  to  you  a  little  better  what  a  war  mineral  is,  when  I 
say  that  the  needs  of  the  United  States  in  this  war  this  year  will  take 
probably  in  excess  of  a  quarter  of  our  lead  production  of  this  year. 
Out  of  what  is  going  normally  into  industries,  it  is  going  to  take  25  per 
cent,  or  moie  and  use  it  for  an  entirely  different  purpose.  That  is  a 
tremendously  upsetting  thing  on  industry,  quite  naturally.  Another 
thing,  the  Navy  Department  advertised  for  bids  on  one  item  of  paint 
for  the  bottom  of  battleships  that  would  take  in  excess  of  10  per  cent, 
of  our  entire  production  of  quicksilver  in  one  year.  Now  those  things 
are  what  we  mean  when  we  say  "war  minerals,"  and  in  that  way  do 
they  differ  from  peace  minerals.  We  have  got  to  have  peace  minerals; 
we  must  continue  our  use  of  minerals  in  every  way  possible,  but  we  must 
make  paramount  and  foremost  the  use  of  these  things  for  war  purposes. 

I  think  the  attitude  of  the  average  patriotic  member  of  this  Institute, 
the  point  of  view,  the  frame  of  mind  that  he  has  had — I  hope  he  won't 
have  it  any  more — was  the  frame  of  mind  in  which  I  myself  went  to 
Washington  as  Secretary  of  the  State  Geologists'  Association.  1  wanted 
to  do  my  bit  in  my  own  state  survey;  I  knew  that  every  other  member 
of  our  State  Geologists'  Association  wanted  to  do  his  bit,  so  1  got  on  the 
train  to  go  to  Washington  to  get  someone  to  tell  us  what  to  do.  The 
first  man  I  went  to  was  Daniel  Willard,  President  of  the  Baltimore  &  Ohio 
Railroad,  who  was  down  there  giving  his  services  to  the  Government  as 
Chairman  of  the  Advisory  Council  of  National  Defense.  I  said,  "To 
whom  shall  I  go  to  tell  me  what  to  do  so  I  can  tell  the  rest  of  these  people 
who  are  anxious  to  do  something?"  Mr.  Willard  looked  at  me  and 
wdd,  "Your  frame  of  mind  is  exactly  that  in  which  I  came  here;  I  came 
down  as  a  transportation  expert  in  January,  or  earlier,  I  forget  the  exact 
date,  and  offered  my  services  to  the  Government,  expecting  that  some 
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high  authority,  someone  who  had  long  studied  these  problems,  would 
tell  me  what  I  should  do.  I  expected  then  to  go  to  work  as  a  trans- 
portation man  and  figure  out  the  best  way  of  accomplishing  the  trans- 
portation that  would  be  needed.  You  will  find  undoubtedly  the  same 
situation.  We  have  all  been  waiting  for  someone  in  authority  to  tell 
us  what  to  do.  The  only  thing  for  you  to  do  is  to  do  anything  that  you 
see  to  do,  and  you  and  the  other  State  Geologists  who  get  together  any 
information  that  may  be  of  value  can  consider  that  you  are  doing  a 
patriotic  service,  even  though  that  information  may  never  be  necessary." 
(Applause.)  Now  I  think  from  conversations  I  have  had  with  your 
President,  that  that  has  been  the  point  of  view  of  many  mining  engi- 
neers as  well  as  many  geologists.  Each  one  of  us  has  been  looking  for 
someone  to  tell  him  what  to  do.  We  have  forgotten  that  this  is  a  de- 
mocracy of  intellect  as  well  as  a  democracy  politically,  that  each  man 
of  us  has  had  upon  himself  and  upon  himself  alone,  the  responsibility 
for  doing  his  share  and  everything  that  he  coulH. 

The  third  fundamental  thing  I  would  mention  is  the  matter  of  ships. 
Others  have  mentioned  it  before,  but  I  want  to  put  this  concrete  example 
to  you;  the  Quartermaster  General's  department  has  figured  that  it 
will  take  400  ships  in  constant  service  to  maintain  a  million  troops  in 
France.  Now  a  million  troops  in  France,  gentlemen,  is  about  10  per 
cent,  of  the  battle  front.  This  great,  wealthy  nation,  we  who  think  we 
are  doing  so  much,  is  going  to  put  10  per  cent,  of  the  men  on  the  battle 
front,  probably.  Later  on  we  hope  to  put  on  more,  but  we  are  not  doing 
such  an  awful  lot  just  at  present.  Four  hundred  ships  in  service  are 
absolutely  necessary  to  maintain  that  million  men.  I  read  a  newspaper 
item  the  other  day  which  said  that  the  total  American  registry  of  ships 
capable  of  trans-Atlantic  voyages  was  less  than  650.  Furthermore, 
the  curve  of  that  shipping  is  a  decreasing  curve;  the  submarine  toll, 
it  is  estimated,  will  exceed  the  accessions  by  construction  of  new  vessels 
put  upon  the  water  for  the  next  year.  There  is  our  situation;  that 
points  out  the  fact  that  every  man  in  his  business  who  uses  a  thing 
that  is  taking  any  ships  must  conscientiously  search  his  mind  to  see  if 
there  is  not  some  other  way  in  which  that  material  can  be  gotten  at 
home  without  the  use  of  ships,  because  every  bit  of  space  on  a  ship 
means  just  so  much  more  of  il  available  for  maintaining  troops.  More 
troops  on  the  battle  front  means  a  shorter  war  and  less  serious  loss. 
So  much  for  shipping*  gentlemen.  It  is  a  mighty  important  situation 
and  the  crucial  situation  so  far  as  our  mineral  aid,  our  War  Minerals 
Committee,  is  concerned* 

The  last  item  of  war  materials  is  men.  In  that  also,  gentlemen,  I 
would  that  each  one  of  us  would  think  of  it  not  objectively  but  sub- 
jectively. Before  another  year  has  rolled  by,  this  Institute  will  have 
posted  casualty  lists  of  its  members.  More  than  that,  you  or  I,  before 
the  year  is  gone,  may  have  answered  our  last  roll  call  in  France.  Now 
in  view  of  that,  that  this  is  "my  war",  there  are  only  two  questions  which 
each  patriotic  citizen  can  ask  himself  in  general,  mining  engineers  and 
everybody  else.  The  first  question  is  this,  "Am  I  doing  every  last 
thing  that  I  cjmi  that  is  my  share?"  The  second  thing  is  his  attitude 
toward  the  Government.  The  question  which  every  patriotic  citizen 
should  ask  of  the  Government  is  not,  "Are  you  wasting  money ?"  But 
*hat  question  is  and  should  be, "  Are  you  doing  everything,  are  you  getting 
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every  last  thing  that  is  necesAry  for  this  fight  so  that,  in  the  words  of 
President  Wilson,  the  world  may  be  made  "safe  for  democracy?" 

The  President. — It  is  not  necessary,  after  these  talks  this  after- 
noon, for  me  to  ask  you,  "Is  this  meeting  worth  while?"  To  have  the 
privilege,  before  an  audience  like  this,  of  bearing  testimony  to  service, 
carries  privileges  both  to  speaker  and  to  audience.  Before  we  scatter, 
your  President  begs  to  call  from  you  certain  lines  of  information.  It 
has  come  to  be  almost  a  habit  for  one  committee  or  another  in  Wash- 
ington to  ask  from  your  President  nominations  of  men  of  our  profession 
who  are  ready  for  service  when  called  on.  It  may  be  the  service  of  a 
single  investigation  requiring  only  a  week  or  two;  it  may  be  that  men 
able  to  go  to  Washington  and  join  that  great  army  of  patriotic  citizens 
on  the  Government  payroll  at  $1  per  annum  are  wanted.  At  the  present 
time  I  have  a  request  to  name  a  number  of  men,  experts  in  various  lines 
of  our  profession,  who  are  ready  for  work  in  the  latter  class.  As  you 
go,  I  beg  you  to  bear  this  request  in  mind.  Those  of  you  who  are  in 
either  of  these  classes  ready  for  temporary  or  ready  for  permanent 
service  will  do  us  and  the  Government  a  favor  if  you  will  give  your  names. 
It  may  be  that  you  will  never  hear  from  the  act.  Names  have  gone  to 
committees  in  Washington,  nominations  of  engineers  for  service,  that 
have  never  been  heard  from.  Nominations  for  serious  tasks  have  gone 
to  Washington  which  have  been  heard  from  and  have  brought  great 
results  in  service. 

The  Patriotic  Meeting  then  adjourned. 

On  Monday  evening  a  dinner  was  tendered  the  members  and  guests  at 
the  Planters  Hotel  by  the  St.  Louis  members  of  the  Institute.  President 
Philip  N.  Moore  presided  and  addresses  were  made  by  Dr.  H.  M.  Ami, 
Lieut.  Colonel  Edouard  de  Billy,  Dr.  Fedor  F.  Foss,  F.  W.  deWolf, 
Capt.  Robert  W.  Hunt,  T.  A.  Rickard,  Edwin  Ludlow,  and  Vice  Presi- 
dent Jennings. 

On  Monday  the  ladies  attended  the  Patriotic  Meeting  and  the  dinner, 
but  were  entertained  at  luncheon  by  the  St.  Louis  ladies  at  Scruggs, 
Vandervoort  &  Barney. 

Technical  Excursions 

Tuesday,  October  9, 1917. — Two  alternate  optional  trips  were  arranged 
for  the  men  on  Tuesday  morning,  as  follows: 

Coke  Trip. — An  excursion  to  the  1000-ton  byproduct  coking  plant 
of  the  Laclede  Gas  Co.  This  is  a  Koppers  plant  for  producing  gas  for 
city  distribution,  and  coke  for  furnace  and  domestic  consumption. 

Fire-brick  Trip. — An  excursion  to  the  large  fire-brick  plants  of  the 
Laclede-Christy  Co.  and  the  Evens  &  Howard  Co.,"  in  West  St.  Louis, 
who  also  make  sewer  pipe,  tiling,  etc.,  from  local  plastic  clays  and  central 
Missouri  flint  clays. 

On  Tuesday  morning  there  were  also  two  simultaneous  sessions — 
one  on  Lead  and  one  on  Petroleum — at  the  Planters  Hotel,  while  the 
ladies  met  and  organized  the  St.  Louis  Section  of  the  Women's  Auxiliary. 

At  noon  the  party  boarded  the  Mississippi  River  steamer  "Sidney" 
and  immediately  upon  embarking  luncheon  was  served  on  the  upper 
and  lower  decks.  An  orchestra  and  vocal  and  instrumental  quartet  pro- 
vided music  for  the  guests.  After  luncheon,  many  availed  themselves  of  the 
opportunity  to  dance  in  the  enclosed  cabin  on  the  upper  deck.     At  2  p.m. 
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there  was  a  season  of  the  War  MineratoKJommittee  which,  attracted  so 
much  interest  that  it  was  continued  well  into  the  afternoon.  About 
4  o'clock,  the  boat  was  landed  at  the  Herculaneum  smelter  of  the  St. 
Joseph  Lead  Co,  Careful  and  efficient  arrangements  had  been  made  for 
taking  care  of  the  visitors  at  this  plant  and  all  were  given  ample  opportu- 
nity to  visit  and  observe  the  chief  operations,  after  which  the  party  again 
boarded  the  boat  and  the  return  trip  to  St.  Louis  was  begun.  Supper  was 
served  on  board  the  boat,  the  same  excellent  arrangements  for  handling 
the  very  large  party  being  observed,  and  the  remainder  of  the  evening 
was  occupied  with  a  technical  session  on  Miscellaneous  Subjects.  Those 
who  did  not  care  to  attend  the  technical  session  were  given  an  opportu- 
nity to  dance  in  another  part  of  the  boat,  and  the  occasion  was  unani- 
mously voted  a  conspicuous  success,  from  both,  the  social  and  technical 
standpoints. 

Wednesday,  October  10,  1917. — Some  members  of  the  party  who  were 
especially  interested  in  the  subject  of  coal  availed  themselves  of  an 
opportunity  for  an  optional  excursion  to  Nokomis,  111.,  a  distance  of  72 
mile*  from  St.  Louis.  Breakfast  was  served  on  the  train,  and  a  most 
interfiling  inspection  was  made  of  the  mines  of  Rutledge  <fc  Taylor,  which 
have  a  capacity  of  5000  tons,  and  of  the  Keller  Mining  Co.  This  party 
returned  in  time  to  take  the  special  train  to  the  Southwest  with  the  re- 
mainder of  the  Institute  party. 

On  Wednesday  morning  there  were  also  optional  visits  as  follows: 

Steel  Trip.  -An  excursion  by  automobile  to  Granite  City,  HI.,  to 
vUit  the  *feel  castings  plants  of  the  Commonwealth  Steel  Co.,  the 
American  Steel  Foundry  Co.,  and  the  National  Enameling  &  Stamping 
Co.  (granite-iron  wure). 

Zine  Smelter  Trip.  (I  ran  by  zinc  smelters  of  the  American  Zinc,  Lead 
A  Smelting  Co.  in  East  St.  Louis,  111.,  where  spelter  and  sulphuric  acid 
are  made  from  Joplin  ores. 

lOleetrie  Trip.  An  excursion  to  the  plants  of  the  Wagner  Electric 
( !o  ,  mhI  the  <  'urti*  Manufacturing  Co.,  manufacturers  of  mill  machinery 
in  We«t  St.  Koui*. 

Wednesday  afternoon  at  2  o'clock  there  were  simultaneous  sessions 
on  Ore  OepomtA  mid  on  Iron  and  Steel.  There  was  also  an  optional  ex- 
eiiKuon  to  the  Hiiftch-SuUer  Diesel  Engine  Co.  at  Second  and  Utah 
tflieeK  in  Soufh  St.  l,oui»,  and  to  the  adjoining  new  Bevo  plant. 

I'tom  I  <H)  to  (MM)  p.m.,  a  reception  was  given  at  the  residence  of 
I'nwideid  and  Mr».  Moore.  This  proved  to  be  a  most  welcome  oppor- 
tune \  loi  I  he  t£tie*f .«  lo  express  their  appreciation  to  their  host  and  hostess 
•Mid  i -oit»ii'thil-»hoii<a  upon  what  had  already  been  established  as  one  of 
H»o  mi. ot  .:ot  uv^hil  Institute  meetings  ever  held,  and  also  gave  to  many 
yi.;iIi.i.i  Mum  lo*l  infiodurtion  to  the  hospitalities  of  a  charming  south- 
i.im  ».;.mo  \ll  wnr  forced  to  leave  earlier  than  desire  prompted  in  order 
it.  |.i,|..»i(>  iti  jtMn  M»c  party  of  MW  persons  which  left  on  the  special  train 

f,.i    i  K  .    It.|ilm  (Itch  Iff 

i  u  .  ..i.ipii.Mnnieiit  of  the  ladies  on  Wednesday  included  an  automo- 

>.. i i,.  i ik|i  >\\   I. dui*:  Ait  Musruin,  followed  by  luncheon  at  the  Coun- 

<t^  ,  »,,».  mm  I  Mm  MM-eption  at  t  lit*  residence  of  President  and  Mrs.  Moore. 

/  '.      .  •'  ».v.  f  >:  '..'•»  *  1 1.  MM  7.     Very  early  Thursday  morning,  the  special 

f •  ..    i..|.Iim  .uii\ed  at   Arcadia,   Kan.,  where  an  opportunity  was 

H,x..i.   i ..  -..,.  i>mi>  of  the  mammoth  steam  shovels  in  operation  in  the 
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Southeast  Kansas  coal  field.  Breakfast  was  then  served  in  the  diners 
attached  to  the  special  train,  and  the  excellent  arrangements  of  the  local 
committee  were  again  in  evidence  in  that  there  were  good  accommodations 
even  for  the  party  of  much  larger  size  than  had  been  expected. 

Upon  the  arrival  of  the  special  train  at  Webb  City,  Mo.,  it  was  met 
by  a  very  large  number  of  automobiles  and  a  most  interesting  trip  was 
taken  through  the  sheet  ground  district,  visiting  a  number  of  zinc-lead 
mines  and  mills,  and  finally  assembling  at  the  American  Davey  mine, 
where  luncheon  was  served,  after  which  an  opportunity  was  given  for 
visits  underground.  At  4:00  p.m.  the  party  assembled  at  the  Connor 
Hotel  in  Joplin,  Mo.,  where  a  session  on  Zinc  was  held,  and,  simulta- 
neously, a  session  of  the  War  Minerals  Committee.  In  the  meantime 
the  special  train  had  been  taken  to  Joplin  and  was  available  to  all  the 
travelers,  now  numbering  over  200. 

A  dinner  tendered  by  the  members  of  the  Institute  in  the  Joplin  dis- 
trict was  held  at  the  Connor  Hotel.  A  very  interesting  feature  preced- 
ing this  dinner  was  a  Wild  West  Exhibition  given  by  several  of  the  local 
members  in  costume.  C.  T.  Orr  presided  at  the  dinner  and  the  speakers 
were:  Victor  Rakowsky,  Chairman  of  the  local  committee,  O.  D.  Royse, 
President  Philip  N.  Moore,  Henry  M.  Ami,  Edmond  Paix,  Fedor  F. 
Foss,  W.  Y.  Westervelt,  and  W.  H.  Seed.  After  the  dinner  and  speaking, 
some  songs  were  rendered  by  the  "Wild  West"  contingent  and  then 
several  of  the  guests  engaged  in  dancing  until  the  end  of  a  very  delightful 
evening. 

Friday,  October  12, 1917. — During  the  early  morning  hours,.the  special 
train  had  conveyed  the  party  into  the  State  of  Oklahoma.  A  large  num- 
ber of  automobiles  were  in  readiness  to  convey  it  to  the  top  of  Blue  Mound, 
from  which  an  expansive  and  interesting  view  was  had  of  a  large  pait  of 
the  Miami  district.  Breakfast  was  served  on  the  top  of  Blue  Mound  and 
the  party  was  then  taken  in  automobiles  for  visits  to  mines  and  mills 
of  the  Miami  district.  A.luncheon  was  tendered  by  the  citizens  of  Miami 
in  the  basement  of  the  First  Christian  Church.  The  ladies  of  Miami 
acted  as  hostesses  on  this  occasion,  and  too  much  cannot  be  said  of  the 
hospitable  and  efficient  way  in  which  all  were  cared  for,  notwithstanding 
that  the  party  very  much  exceeded  in  numbers  anything  that  had  been 
anticipated.  The  train  then  conveyed  the  members  and  guests  to  Tulsa, 
Okla.,  a  stop  being  made  just  outside  of  Tulsa  at  the  Cosden  oil  refinery. 
The  staff  of  this  refinery  had  prepared  in  a  most  efficient  way  for  the  re- 
ception and  guidance  of  the  party.  A  leader  divided  the  different  mem- 
bers into  groups  of  ten,  and  each  group  was  taken  in  charge  by  one  of 
the  technical  men  of  the  refinery  and  shown  through  the  different  parts 
of  the  plant.  In  this  way  every  detail  that  could  be  made  public  was 
explained  to  all.  This  is  one  of  the  largest  refineries  of  the  Mid-conti- 
nental field,  and  besides  the  effectiveness  of  the  arrangements,  the  visitors 
were  particularly  impressed  with  the  great  orderliness  and  cleanliness  of 
the  works,  and  the  extensive  application  of  scientific  methods  to  the 
processes  in  operation. 

Upon  arrival  at  Tulsa,  a  dinner  was  tendered  by  the  Tulsa  members. 
This  was  held  at  the  Tulsa  Hotel  and  the  great  feature  of  the  occasion 
was  the  presence  among  us  of  the  much  beloved  Past  President  and 
Honorary  Member,  Dr.  James  F.  Kemp.  Dr.  Kemp  made  the  welcom- 
ing address  at  the  dinner  and  was  received  with  prolonged  and  en- 
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thusiastic  applause.  Vice-President  Jennings  presided  during  the  dinner, 
and  the  speakers,  besides  Past  President  Kemp,  were:  Mayor  Simmons, 
of  Tulsa,  Senator  Owen,  Dr.  H.  M.  Ami,  Edmond  Paix,  Ivan  M.  Goubkin, 
H.  A.  Buehler  and  Prof.  W.  E.  McCourt.  It  was  expected  that  the 
dinner  would  be  followed  by  a  session  on  Petroleum,  but  the  assembled 
members  voted  to  substitute  for  this  session  a  meeting  to  discuss  the 
formation  of  a  Tulsa  Petroleum  Section  of  the  Institute.  Such  a  meet- 
ing was,  therefore,  held,  David  White  presiding. 

Saturday,  October  13,  1917. — A  special  train  conveyed  the  members 
and  guests  to  the  town  of  Oilton,  Okla.,  where  automobiles  carried  them 
through  what  was  literally  a  forest  of  oil  derricks.  Excellent  arrange- 
ments had  been  made  both  for  taking  care  of  the  members  without 
confusion  or  delay  and  for  the  trips,  in  order  that  each  one  might  have 
an  opportunity  to  see  what  would  most  interest  him,  whether  it  were  the 
geology  of  the  Cushing  oil  field,  the  refining  of  petroleum,  or  the  ex- 
traction of  gasoline  from  casing-head  gas.  At  Drumright  a  stop  was 
made  for  buffet  luncheon,  which  was  tendered  by  the  members  and  the 
citizens  of  that  town,  and  was  served  by  the  ladies,  and  then  the  trip 
was  continued  by  automobile  through  the  district  to  the  town  of  Sham- 
rock, where  the  party  was  met  by  the  special  train  again  and  conveyed, 
first,  to  Tulsa,  and  thence  to  St.  Louis,  or  other  points  of  destination, 
thus  ending  a  meeting  that  will  long  be  remembered  for  the  hospitality 
of  the  entertainment  offered,  the  courtesy  of  the  hosts  and  hostesses, 
the  variety  of  professional  and  technical  interests,  and  the  painstaking 
and  admirable  manner  in  which  a  most  complicated  series  of  visits  was 
accomplished. 

The  following  members  and  guests  registered  at  different  points  during 
the  meeting,  but  many  who  were  in  attendance  failed  to  sign  the  register: 


R.  E.  Adam,  Washington,  D.  C. 

B.  C.  Adams  and  Guest,  Joplin,  Mo. 
Lawrence  Addicks,  New  York,  N.  Y. 
W.  H.  Alexander,  St.  Louis,  Mo. 

R.  H.  Allen,  Joplm,  Mo. 
Mrs.  R.  H.  Allen,  Joplin,  Mo. 
H.  M.  Ami,  Washington,  D.  C. 
R.  G.  Amidon,  Cornucopia,  Ore. 
L.  D.  Anderson,  Midvale,  Utah. 
Eiji  Arakawa,  Kyoto,  Japan. 

D.  M.  Armstead,  St.  Louis,  Mo. 
Mrs.  D.  M.  Armstead,  St.  Louis,  Mo. 

F.  H.  Armstrong,  Vulcan,  Mich. 
R.  E.  Baird,  Webb  City,  Mo. 
Mrs.  R.  E.  Baird,  Webb  City,  Mo. 
R.  E.  Baker,  Keokuk,  la. 

W.  R.  Ask  with,  Joplin,  Mo. 

C.  K.  Baldwin,  Chicago,  111. 
Mrs.  C.  K.  Baldwin,  Chicago,  111. 
W.  A.  Bankson,  Joplin,  Mo. 
Mrs.  W.  A.  Bankson,  Joplin,  Mo. 

E.  S.  Bardwell,  Great  Falls,  Mont. 

G.  Barnett. 

J.  A.  Barr,  Mt.  Pleasant,  Tenn. 
R.  W.  Barell,  St.  Louis,  Mo. 
E.  Barth,  Tulsa,  Okla. 
K.  C.  Barth,  Chicago,  111. 


A.  F.  Bass^tt,  Huntington,  W.  Va. 
Mowry  Bates,  Tulsa,  Okla. 
R.  R.  Bayless,  Commerce,  Okla. 
Mrs.  R.  R.  Bayless,  Commerce,  Okla. 

D.  J.  Bedford,  St.  Louis,  Mo. 
A.  L.  Beekly,  Tulsa.  Okla. 

C.  W.  Benedict,  Tulsa,  Okla. 
Mrs.  C.  W.  Benedict,  Tulsa,  Okla. 
O.    M.    Bilharz   and    Four    Guests, 
Baxter  Springs. 

E.  E.  Billow,  Chicago,  111. 

R.  A.  Bingham,  W.  Orange,  N.  J. 
C.  A.  Blair,  Carthage,  III. 
Mrs.  C.  A.  Blair,  Carthage,  111. 
E.  L.  Blossom,  New  York,  N.  Y. 
J.  R.  Boddie,  St.  Louis,  Mo. 
W.  C.  Bohn,  Galconda,  III. 
A.  A.  Bonsack,  St.  Louis,  Mo. 
Mrs.  A.  A.  Bonsack,  St.  Louis,  Mo. 
N.  J.  von  Borries,  Picher,  Okla. 
C.  P.  Bowie,  San  Francisco,  Cal. 
N.  B.  Braly,  Butte,  Mont. 
T.  T.  Brewster,  St.  Louis.  Mo. 
A.  D.  Brokaw,  Chicago,  111. 
O.  F.  Brinton,  Baxter  Springs. 
Mrs.  O.  F.  Brinton,  Baxter  Springs. 
R.  H.  Brown,  Jr.,  Joplin,  Mo. 
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Mrs.  R.  H.  Brown,  Joplin,  Mo. 
C.  S.  Bruner,  Granby,  Mo. 
George  Bryant,  Joplin,  Mo. 
J.  E.  Buckley,  Tulsa,  Okla. 
L*.  P.  Buchanan,  Joplin,  Mo. 
Li.  R.  Budrow,  Sonora,  Mex. 

F.  N.  Bendelari,  Joplin,  Mo. 
Ross  Bowles. 

P.  B.  Butler,  Joplin,  Mo. 

fi.  A.  Buehler,  Rolla,  Mo. 

C.  T.  Bum  garner,  Tulsa,  Okla. 

L  Li  Burch  and  Guest,  Joplin,  Mo. 

C.  C.  Burger,  New  York,  N.  Y. 

Mrs.  C.  C.  Burger.  New  York,  N.  Y. 

C.  L.  Burger,  Webb  City,  Mo. 

C.  W.  Burgess,  Webb  City,  Mo. 
K.  Burnes,  St.  Louis,  Mo. 

A.  J.  BURNHAM  AND  GUEST,  Joplin,  Mo. 

O.  C.  Burrell,  Mascot,  Tenn. 

G.  E.  Burton,  Norman,  Okla. 

E.  W.  Buskett  and  Guest,  Joplin,  Mo. 
Mrs.  P.  B.  Butler,  Joplin,  Mo. 

R.  S.  Butler  and  Guest,  Joplin,  Mo. 

D.  H.  Cadmus,  Huntington,  Ark. 
G.  H.  Cady,  TJrbana,  111. 

A.  F.  Carmean,  Carthage,  111. 
J.  G.  Carmean  and  Guest,  Joplin,  Mo. 
A.  B.  Carpenter,  Los  Angeles,  Cal. 
Mrs.  A.  B.  Carpenter,  Los  Angeles,  Cal. 
M.  E.  Carr,  Tulsa,  Okla. 

F.  Carroll,  Denver,  Colo. 

H.  F.  Carter,  Mexico  City,  Mex. 
R.  M.  Catlin.  Franklin,  N.  J. 
Mrs.  R.  M.  Catlin,  Franklin,  N.  J. 
J.  A.  Caselton,  St.  Louis,  Mo. 

G.  S.  Chapman,  Joplin,  Mo. 
H.  Charlton,  Chicago,  HI. 
R.  Chavez,  Rolla,  Mo. 

T.  H.  Clagett,  Bluefield,  W.  Va. 

H.  8.  Clark,  Rolla,  Mo. 

J.  M.  Clark. 

8.  S.  Clark,  Leadwood,  Mo. 

Mrs.  S.  S.  Clark,  Leadwood,  Mo. 

C.  Y.  Clayton,  Rolla,  Mo. 

L.  Clayton  and  Guest,  Joplin,  Mo. 

E.  M.  Clelland. 

J.  S.  Cocking,  Calumet,  Mich. 
H.  S.  Coe,  Mound  City,  Kan. 
W.  W.  Coe,  Roanoke,  Va. 

F.  F.  Colcord,  New  York,  N.  Y. 

P.  R.  COLDREN  AND  GUEST,  Joplin,  Mo. 

J.  T.  Cole,  Miami,  Ariz. 

R.  A  Conkling,  Tulsa,  Okla. 

Mrs.  R.  A.  Conkling,  Tulsa,  Okla. 

E.  T.  Conner,  Rydal.Pa.        • 

Mrs.  E.  T.  Conner,  Kydal,  Pa. 

Miss  Margaret  Conner,  Rydal,  Pa. 

J.  W.  Coos,  Jr. 

C  S.  Corbett,  Edwardsville. 

G.  B.  Corless,  Joplin,  Mo. 
Mrs.  G.  B.  Corless,  Joplin,  Mo. 

D.  C.  Corner  and  Guest. 

Mrs.  H.  C.  Cosgrove,  Joplin,  Mo. 
Taos.  Cowperthwaite. 
G.  H.  Cox,  Rolla,  Mo. 
H.  A  Coy,  Mascot,  Tenn. 


W.  R.  Crane,  State  College,  Pa. 
J.  B.  Cunningham,  Houghton,  Mich. 

D.  H.  Curry,  Denver,  Colo. 
G.  M.  Davidson,  Chicago,  111. 
Mrs.  G.  M.  Davidson,  Chicago,  111. 
L.  J.  Davis,  St.  Louis,  Mo. 

S.  M.  Davis,  Baxter  Springs. 

E.  de  Billy. 

L.  A  Delano,  Bonne  Terre,  Mo. 

L.  de  Gall,  Joplin,  Mo. 

A.  N.  Detweiler,  Springfield,  HI. 

F.  W.  De  Wolfe,  TJrbana,  111. 
Mrs.  F.  W.  De  Wolfe,  XJrbana,  111. 
A.  W.  Dickinson,  St.  Louis,  Mo. 
Mrs.  A.  W.  Dickinson,  St.  Louis,  Mo. 
E.  S.  Dickinson,  Carterville,  Mo. 

E.  E.  Dieffenbach,  Newark,  N.  J. 
C.  F.  Dike,  Joplin,  Mo. 

W.  E.  Doan,  Miami,  Ariz. 

W.  E.  Dodge,  Shawnee,  Okla. 

H.  W.  Doennecke,  Rolla,  Mo. 

W.  E.  Doll,  St.  Louis,  Mo. 

L.  G.  Donnelly,  Tulsa,  Okla. 

A.  H.  Donnewald,  Tulsa,  Okla. 

P.  W.  Donovan,  Minneapolis,  Minn. 

R.  R.  Dook,  St.  Louis,  Mo. 

J.  J.  Dorney,  St.  Louis,  Mo. 

J.  V.  N.  Dorr,  New  York,  N.  Y. 

Miss  A.  Dorr,  New  York,  N.  Y. 

C.  B.  Pouglas,  Tulsa,  Okla. 

W.  A.  Downing,  Tulsa,  Okla. 

M.  D.  Draper,  Baxter  Springs. 

C.  G.  Dresser,  Mine  La  Motte,  Mo. 

F.  D.  Druding,  Flat  River,  Mo. 
Mrs.  F.  D.  Druding,  Flat  River,  Mo. 
J.  B.  Duga,  Bellaire,  Ohio. 

E.  T.  Dumble,  Houston,  Texas. 

D.  D.  Dunkin,  Webb  City,  Mo. 
M.  Dwyer,  Joplin,  Mo. 

W.  H.  Eardley. 
Frank  Eberle,  Joplin,  Mo. 
N.  P.  Eberle  in,  Miami.  Ariz. 
C.  R.  Eckes,  Tulsa,  Okla. 
Mrs.  C.  R.  Eckes,  Tulsa,  Okla. 
J.  A.  Ede,  LaSalle,  111. 

F.  S.  Elfred,  Baxter  Springs. 

J.  R.  Elmendorf.  Denver.  Colo. 

J.  B.  Emerson,  Tulsa,  Okla. 

J.  N.  Esselstyn,  Kuttawa,  Ky. 

H.  C.  Estep,  Cleveland,  Ohio. 

W.  S.  Estep  and  Guest,  Joplin,  Mo. 

Esterley,  Joplin,  Mo. 

W.  H.  Evans,  St.  Louis,  Mo. 

C.  G.  Ewing,  St.  Louis,  Mo. 

A.  H.  Fay,  Washington,  D.  C. 

C.  P.  Fiske,  Palmerton,  Pa. 

T.  E.  Flaherty,  St.  Louis,  Mo. 

Mrs.  T.  E.  Flaherty,  St.  Louis,  Mo. 

J.  E.  Flanders,  Rolla,  Mo. 

R.  Fleming,  Tulsa,  Okla. 

J.  R.  Fordyce,  Little  Rock,  Ark. 

F.  F.  F08S,  Petrograd,  Russia. 

R.  S.  Foster,  Bonne  Terre,  Mo. 

Mrs.  R.  S.  Foster,  Bonne  Terre.  Mo. 

E.  L.  Foucar,  San  Francisco,  Cal. 
R.  W.  Freyschlag,  Joplin,  Mo. 
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EL  L.  Friberger,  Salt  Lake  City,  Utah. 

A.  M.  Gaines  and  Guest,  Joplin,  Mo. 
J.  EL  Gardner,  Tulsa,  Okla. 

H.  Garlichs,  New  York,  N.  Y. 
F.  V.  Gartung,  Miami,  Ariz. 
E.  S.  Gatch,  St.  Louis,  Mo. 
N.  Gatch,  St.  Louis,  Mo. 

E.  Gatford,  Salt  Lake  City,  Utah. 

F.  B.  Gaarhart,  Iola,  Kan. 
J.  I.  Geddes,  Jr.,  Joplin,  Mo. 
F.  H.  Geib,  Rolla,  Mo. 

F.  E.  Glasgow,  St.  Louis,  Mo. 
Mrs.  F.  E.  Glasgow,  St.  Louis,  Mo. 
R.    J.    Glendinning,    Salt  Lake   City, 

Utah. 
Mrs.  R.  J.  Glendinning,  Salt  Lake  City, 

Utah. 
L.  H.  Goldman,  St.  Louis,  Mo. 
T.  F.  Golick,  Rolla,  Mo. 
C.  W.  Goodale,  Butte,  Mont. 

0.  Gotsch,  Jr.,  St.  Louis,  Mo. 

1.  M.    Goubkin,    Washington,    D.    C. 
(Petrograd,  Russia). 

W.  M.  Garbed,  Miami,  Ariz. 

B.  Gratz,  St.  Louis,  Mo. 
Abba  Green,  Miami,  Ariz. 
Mrs.  Abba  Green,  Miami,  Ariz.  * 
R.  C.  Greenfield,  Milwaukee,  Wis. 
A.  P.  Greensfelder. 

F.  C.  Grelein. 

A.  L.  Gresham,  New  York,  N.  Y. 

John  Grifford,  Miami{  Ariz. 

C.  A.  Grisham,  St.  Louis,  Mo. 
A.  D.  Groff,  New  York.  N.  Y. 

E.  L.  Gruver,  New  York,  N.  Y. 
•H.  S.  Gulick,  St.  Louis,  Mo. 

J.  W.  Gwinn,  Joplin,  Mo. 
Dorset  Hager,  Tulsa,  Okla. 
Mrs.  Dorset  Hager,  Tulsa,  Okla. 
C.  M.  Haight,  Franklin,  N.  J. 
Mrs.  C.  M.  Hatght,  Franklin,  N.  J. 
R.  D.  Hall,  New  York,  N.  Y. 
R.  G.  Hall,  St.  Louis.  Mo. 
Mrs.  R.  G.  Hall,  St.  Louis,  Mo. 

F.  Hamilton,  San  Francisco,  Cal. 
H.  P.  Hamilton,  Two  Rivers,  Wis. 
J.  H.  Hance,  Iowa  City,  la. 

K.  F.  Hansen,  Rolla,  Mo. 

H.  W.  Hardinge,  New  York,  N.  Y. 

C.  C.  Harris,  Webb  City,  Mo. 

A.  L.  Harvet,  Baxter  Springs. 

B.  Hasbrouck,  Tulsa,  Okla. 

J.  B.  Hastings,  Los  Angeles,  Cal. 
J.  W.  Howell,  Joplin,  Mo. 
Mrs.  J.  W.  Howell,  Joplin.  Mo. 
R.  S.  Hazeltine,  Kansas  City,  Mo. 
K.  C.  Heald,  Pawhuska,  Okla. 
A.  G.  Heggem,  Tulsa,  Okla. 

G.  O.  Helmstaedter,  Chicago,  111. 
J.  N.  Herald,  Tulsa,  Okla. 

C.  M.  Herron,  Baxter  Springs. 
Mrs.  C.  M.  Herron,  Baxter  Springs. 

D.  F.  Hkwett,  Washington,  D.  C. 
J.  C.  Hewitt,  San  Francisco,  Cal. 
L.  II ill,  St.  Louis.  Mo. 

Mrs.  R.  R.  Hill,  New  Mexico. 


E.  C.  Hinder,  Bartlesville,  Okla. 
C.  Hitchcock,  Bonne  Terre,  Mo. 
H.  G.  Hixon,  Chicago,  HI. 
J.  E.  Hodge,  Minneapolis,  Minn. 
E.  A.  Holbrook,  Urbana,  111. 
L.  S.  Holstein,  ralmerton.  Pa. 
C.  W.  Honess,  Norman,  Okla. 
J.  E.  Hope,  Tulsa,  Okla. 

F.  A.  HORNADAY. 

W.  O.  HoTCHKisa,  Madison,  Wis. 
J.  N.  Houser,  St.  Louis,  Mo. 
Mrs.  J.  N.  Houser,  St.  Louis,  Mo.  - 

E.  R.  Housholder,  Rolla,  Mo. 
Mrs.  B.  B.  Howard,  Joplin,  Mo 
Carl  Howard. 

S.  A.  Hughes,  St.  Louis,  Mo. 

Victor  Hughes,  Tulsa.  Okla. 

W.  D.  Hume,  Tulsaj  Okla. 

G.  P.  Hulst,  E.  Chicago,  Ind. 

Dan  Hunt,  Tulsa,  Okla. 

R.  W.  Hunt,  Chicago,  111. 

S.  L.  Hurlbut  and  Guest,  Houston,  Tex. 

J.  B.  Hutchison,  Mingus,  Tex. 

L.  It.  Hutchison,  Tulsa,  Okla. 

Mrs.  L.  L.  Hutchison.  Tulsa,  Okla. 

J.  C.  Igutrin,  Webb  City,  Mo. 

A.  O.  Ihlseng,  Joplin,  Mo. 

S.  Inone,  Tokio,  Japan. 

Alfred  Invenz,  Joplin,  Mo. 

I.  A.  Ionides,  Denver,  Colo. 

F.  D.  James,  St.  Louis,  Mo. 

C.  H.  Jaccard,  Webb  City,  Mo. 

P.  F.  Jarvis,  St.  Louis,  Mo. 

W.  R.  Jarvis,  Pittsburgh,  Pa. 

S.  J.  Jennings,  New  York,  N.  Y. 

Mrs.  S.  J.  Jennings,  New  York,  N.  Y. 

J.  A.  Jess,  Springfield,  111. 

F.  G.  Jewett,  Minneapolis,  Minn. 

A.  G.  Johnson,  Baxter  Springs. 

Mrs.  A.  G.  Johnson,  Baxter  Springs. 

E.  C.  Johnson,  Chicago,  111. 

E.  M.    Johnson    and    Two    Guests, 
Joplin,  Mo. 

H.  M.  Johnston,  Tulsa,  Okla. 
J.  Johnston,  St.  Louis,  Mo. 
Mrs.  J.  Johnston,  St.  Louis,  Mo. 
Vernon  Jones,  Joplin,  Mo. 
Mrs  Vernon  Jones,  Joplin,  Mo. 

F.  F.  Jorgensen,  Gillespie,  111. 
J.  F.  Kemp,  Tulsa,  Okla. 
Mrs.  J.  F.  Kemp,  Tulsa,  Okla. 
S.  A.  Kenoyer. 

R.  B.  T.  Kiliani,  New  York,  N.  Y. 

H.     Kingsbury    and    Guest,     Baxter 

Spring*. 
Mrs.  C:  T.  Kirk,  Tulsa,  Okla. 
S.  F.  Kirkpatrick,  Kingston,  Ontario, 

Canada. 
H.  W.  Kitson,  New  York,  N.  Y. 

I.  V.  Korts.  Carthage.  111. 

H.  B.  Kummel,  Trenton.  N.  J. 
J.  N.  Knapp.  Ardmore,  Pa. 
Jos.  E.  Klaner. 

II.  L andes,  Seattle.  Wash. 
W.  H.  Landreth,  Joplin,  Mo. 
Mrs.  W.  H.  Landreth,  Joplin,  Mo. 
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O.  M.  Landreth,  Joplin,  Mo. 

L.  W.  Longhorne.  Joplin,  Mo. 

C.  L.  Larson,  Kellogg,  Idaho. 

W.  G.  LaRue,  Duluth.  Minn. 

N.  W.  Latimer  and  Guest,  Joplin,  Mo. 

E.  T.  Lednum,  Joplin,  Mo. 

Mrs.  E.  T.  Lednum,  Joplin,  Mo. 

J.  H.  Lees,  Des  Moines,  la. 

A.  Leogat,  Butte,  Mont. 

E.  F.  L'Engle,  Joplin,  Mo. 

Mrs.  E.  F.  L'Engle,  Joplin,  Mo. 

T.  F.  Lennan,  Joplin,  Mo. 

Mrs.  T.  F.  Lennan,  Joplin,  Mo. 

O.  H.  Leonard,  Tulsa,  Okla. 

A.  J.  Levorson,  Kansas  City,  Mo. 

J.  G.  Lewis,  St.  Louis,  Mo. 

H.  K.  Li,  Houghton,  Mich. 

P.  B.  Liebermann,  Newark,  N.  J. 

S.  P.  Ltndau,  Herculaneum,  Mo. 

Mrs.  S.  P.  Lindau,  Herculaneum,  Mo. 

C.  Lindmueller,  Chicago,  111. 

O.  Long  acre,  Jr.,  and  Guest. 

Mrs.  O.  Longacre,  Jr. 

R.  D.  Longyear,  Minneapolis,  Minn. 

S.  Lubarski,  Russian  Embassy. 

A.  F.  Lucas,  Washington,  D.  C. 

E.  Ludlow,  Lansford,  Pa. 
Mrs.  E.  Ludlow,  Lansford,  Pa. 
R.  S.  McBeth,  New  York,  N.  Y. 
W.  E.  McCourt,  St.  Louis,  Mo. 
Mrs.  W.  E.  McCourt,  St.  Louis,  Mo. 
P.  M.  McCorkle,  Gillespie,  111. 
Mrs.  E.  W.  McCrary,  Tulsa,  Okla. 
A.  J.  McElheuir,  Miami,  Ariz. 

C.  W.  McFerron,  Tulsa,  Okla. 

J.  J.  McLellan  and  Guest,  Webb  City, 

Mo. 
Angus  McLeod,  Tulsa,  Okla. 
V.  H.  McNutt,  Lexington,  Ky. 
Mrs.  V.  H.  McNutt,  Lexington,  Ky. 
A.  L.  McRae,  Rolla,  Mo. 
J.  W.  Malcolmson,  Kansas  City,  Mo. 
Mrs.  J.  W.  Malcolmson,  Kansas  City, 

Mo. 

D.  D.  Malloy,  Joplin,  Mo. 
J.  L.  Malm,  Denver,  Colo. 
O.  N.  Maness,  Rolla,  Mo. 
H.  T.  Mann,  Rolla,  Mo. 

G.  E.  Marble,  St.  Louis,  Mo. 
Miss  M.  Mark,  St.  Louis,  Mo. 
G.  W.  Mark,  Kingman,  Ariz. 
Miss  E.  Mark,  St.  Louis,  Mo. 
A.  W.  Marsh,  Webb  City,  Mo. 
C.  E.  Marshall,  New  York,  N.  Y. 
R.  L.  Marston,  Rolla,  Mo. 

F.  L.  Matthews. 
Mrs.  F.  L.  Matthews. 

L.  W.  Mayer,  New  York,  N.  Y. 

A  J.  Meier,  St.  Louis,  Mo. 

W.  Meredith,  Tulsa,  Okla. 

J.  B.  Mesmer,  Tulsa,  Okla. 

J.  B.  Millar. 

C.  E.  Miller,  Drumright.  Okla. 

Walter  Miller,  Tulsa,  Okla. 

Willet  G.  Miller,  Toronto,  Canada. 

J  .O.  Mitchell,  Tulsa,  Okla. 


D.  W.  Moffitt,  Tulsa.  Okla. 

J.  D.  Moonby,  Newark,  N.  J. 

P.  N.  Moore,  St.  Louis,  Mo. 

Mrs.  P.  N.  Moore,  St.  Louis,  Mo. 

R.  C.  Moore,  Lawrence,  Kan. 

N.  J.  Morgereidge.  Kansas  City,  Mo. 

J.  M.  Morris,  Jr.,  ftolla,  Mo. 

H.  L.  Morton,  Globe,  Ariz. 

M.  Moss,  Huntsville,  Ala. 

H.  S.  Mudd,  Los  Angeles,  Cal. 

D.  D.  Muir,  Jr.,  Miami.  Ariz. 
Mrs.  D.  D.  Muir,  Jr.,  Miami,  Ariz. 
Wm.  Murdoch,  Oilton,  Okla. 
Mrs.  Wm.  Murdoch,  Oilton,  Okla. 
J.  S.  Murphy,  Denver,  Colo. 

S.  E.  Murphy. 

J.  M.  McLaughlin,  Jopjin,  Mo. 

F.  X.  Nachtmann,  St.  Eouis,  Mo. 

H.  K.  Najarian,  Fredericktown,  Mo. 

J.  L.  Nelson,  Baxter  Springs. 

M.  H.  Neumann,  Carthage,  111. 

Mrs.  M.  H.  Neumann,  Carthage,  111. 

L.  M.  Neumann,  Tulsa,  Okla. 

J.  B.  Newby,  Tulsa,  Okla. 

Edmund  Newton,  Minneapolis,  Minn. 

F.  B.  Newton  and  Guest,  Carthage,  HI. 
Askin  Nicholas,  Queensland,  Australia. 
C.  Nickle,  Tulsa,  Okla. 

H.  E.  Nold,  Columbus,  Ohio. 

T.  R.  Noon,  Peru.  111. 

R.  V.  Norris,  Wilkes-Barre,  Pa. 

H.  L.  Norton,  Globe,  Ariz. 

T.  H.  O'Brien,  Dawson,  New  Mex. 

Mrs.  T.  H.  O'Brien,  Dawson,  New  Mex. 

P.  J.  O'Gara,  Salt  Lake  City,  Utah. 

W.  H.  Ohnsorg,  St.  Louis,  Mo. 

Earl  Oliver,  Tulsa,  Okla. 

Felipe  B.  Orell,  Rolla,  Mo. 

C.  T.  Orr,  Webb  City,  Mo. 

C.  L.  Orth,  St.  Louis,  Mo. 

Mrs.  C.  L.  Orth,  St.  Louis,  Mo. 

S.  K.  Ortt  and  Guest,  Webb  City,  Mo. 

W.  A.  Overstreet,  Joplin,  Mo. 

E.  W.  Owen. 

Robert  L.  Owen,  Oklahoma. 

E.  C.  Paix,  Paris. 

L.  S.  Panyity,  Columbus,  Ohio. 

G.  S.  Patterson,  Ed  wards,  N.  Y. 
K.  A.  Pauly,  Schenectady,  N.  Y. 
G.  W.  Paymal,  New  York,  N.  Y. 
Mrs.  G.  W.  Paymal,  New  York,  N.  Y. 
J.  H.  Payne,  New  York,  N.  Y. 

E.  T.  Perkins  and  Guest,  Joplin,  Mo. 
Mrs.  E.  T.  Perkins,  Joplin,  Mo. 
Mrs.  F.  W.  Perkins,  Flagstaff.  Ariz. 
Miss  J.  W.  Perkins,  Kansas  City,  Mo. 
Miss  M.  J.  Perkins,  Joplin,  Mo. 

E.  S.  Perry,  Miami,  Ariz. 

F.  P.  Peterson,  Joplin,  Mo. 
W.  B.  Phillips,  Houston,  Tex. 
W.  H.  Picher,  Joplin,  Mo. 

F.  E.  Pierce,  New  York,  N.  Y. 
W.  B.  Plank,  Pittsburgh,  Pa. 

G.  H.  Playter,  Joplin,  Mo. 
A.  M.  Plumb,  Platteville,  Wis. 
C.  H.  Plumb,  Platteville,  Wis. 
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Mrs.  C.  H.  Plumb,  Platteville,  Wis. 

F.  B.  Plummer,  Tulsa,  Okla. 
W.  F.  Pltjmmer,  Picher,  Okla. 
H.  K.  Porter,  Newark,  N.  J. 

J.  Clarke  Porter.  St.  Louis,  Mo. 
W.  C.  Powell,  Rolla,  Mo. 
Sidney  Powers,  Washington,  D.  C. 
Mrs.  Sidney  Powers,  Washington,  D.  C. 
H.  A.  Poy,  Mascot,  Tenn. 
H.  M.  Preston,  Tulsa,  Okla. 

G.  Preuss,  Calumet.  Mich. 
S.  S.  Price,  Tulsa,  Okla. 

C.  L.  Proctor  and  Guest,  Joplin,  Mo. 
A.  H.  Purdue,  Nashville,  Tenn. 
J.  S.  Qualey,  Joplin,  Mo. 
Victor  Rakowsky,  Joplin,  Mo. 
Mrs.  Victor  I^akowsky,  Joplin,  Mo. 
A.  H.  Ramage  and  Three  Guests. 

E.  R.  Ramsey,  Denver,  Colo. 
M.  S.  Randall,  Chicago,  111. 

F.  L.  Ransome,  Washington,  D.  C. 
W.  A.  Rayson. 

J.  E.  Rea,  Joplin,  Mo. 
M.  K.  Read,  Kansas  City,  Mo. 
T.  T.  Read,  New  York,  N.  Y. 
W.  H.  Reber,  Rolla,  Mo. 
Mrs.  W.  H.  Reber,  Rolla,  Mo. 
A.  H.  Reed,  Marion,  Ky. 
Mrs.  A.  H.  Reed,  Marion,  Ky. 
E.  C.  Reeder,  Chicago,  111. 
Mrs.  E.  C.  Reeder,  Chicago,  111. 
H.  C.  Reimer,  New  York,  N.  Y. 
A.  H.  Reller,  St.  Louis,  Mo. 

G.  W.  Repetti,  Denver.  Colo. 
J.  W.  Richards,  Bethlehem,  Pa. 

G.  B.  Richardson,  Washington,  D.  C. 

T.  A.  Rickard,  San  Francisco,  Cal. 

H.  Ries,  Ithaca,  N.  Y. 

Ira  Rinehart,  Tulsa,  Okla. 

A.  E.  Ring,  Frederick  town,  Mo. 

W.  H.  Risher,  Huntington,  Ark. 

J.  D.  Robertson,  St.  Louis,  Mo. 

H.  M.  Robenson,  Washington,  D.  C. 

J.  F.  Robinson,  Miami,  Ariz. 

Mrs.  L.  S.  Robson,  Claremore,  Okla. 

A.  E.  Robtaille,  Tulsa,  Okla. 

N.  P.  Rood,  Joplin,  Mo. 

Mrs.  N.  P.  Rood,  Joplin,  Mo. 

O.  D.  Royse  and  Guest,  Joplin,  Mo. 

Otto  Ruhl,  Joplin,  Mo. 

Mrs.  Otto  Ruhl,  Joplin,  Mo. 

J.  J.  Rutledge,  McAlester,  Okla. 

S.  St.  Clair,  Chicago,  111. 

C.  V.  Safford,  St.  Louis,  Mo. 

G.  W.  Sapp,  Miami,  Ariz. 

C.  F.  Sapper,  Herculaneum,  Mo. 

John  Schaefer  and  Guest,  Joplin,  Mo. 

L.  R.  Scheurer,  Rolla,  Mo. 

L.  A.  Scholl,  Jr. 

C.  Scholz,  Chicago,  HI. 

Mrs.  C.  Scholz,  Chicago,  111. 

C.  E.  Schwarz,  Miami,  Ariz. 

W.  W.  Seed,  Miami,  Ariz. 

Mrs.  W.  H.  Seed,  Miami,  Ariz. 

E.  H.  Sellards,  Tallahassee,  Fla. 

C.  L.  Severy,  Tulsa,  Okla. 


W.  B.  Shackelford  and  Guest,  Webb 

City,  Mo. 
M.  Shanfield,  Rolla,  Mo. 
C.  W.  Shannon,  Norman,  Okla. 
Harvey  Shaw. 
Mrs.  Harvey  Shaw. 
C.  E.  Siebenthal,  Washington,  D.  C. 
J.  H.  Simmons,  Tulsa,  Okla. 
Helen  Skewes,  Tulsa,  Okla. 
F.  M.  Smith,  Miami,  Ariz. 
P.  S.  Smith,  Washington,  D.  C. 
Mrs.  P.  S.  Smith,  Washington,  D.  C. 
W.  A.  Smith,  Herculaneum. 
Mrs.  W.  A.  Smith,  Herculaneum. 
W.  N.  Smith,  Platteville,  Wis. 
Mrs.  W.  N.  Smith,  Platteville,  Wis. 
J.  J.  Smythe,  Hannibal,  Mo. 
A.  N.  Snietkoff,  Russia. 

F.  W.  Sperr,  Houghton,  Mich. 

C.  B.  Spicer  and  Guest.  Pittsburg,  Kan. 

H.  N.  Spicer,  New  York,  N.  Y. 

Mrs.  H.  N.  Spicer,  New  York,  N.  Y. 

C.  F.  Spencer,  Pittsburg.  Kan. 

Mrs.  G.  C.  Spillers,  Tulsa,  Okla. 

E.  G.  Spilsbury,  New  York,  N.  Y. 

H.  G.  Spilsbury,  Pittsburgh,  Pa. 

P.  G.  Spilsbury,  New  York,  N.  Y. 

R.  W.  Sproal,  Chicago,  111. 

J.  C.  Squires  and  Guest,  Carthage,  111. 

H.  R.  Stahl,  Rolla.  Mo. 

A.  C.  Starkey,  Rolla,  Mo. 

A.  W.  Stepanoff,  Petrograd,  Russia. 

John  Stevenson,  Jr.,  Sharon,  Pa. 

Miss  J.  M.  Stevenson,  Sharon,  Pa. 

E.  C.  Stewart. 

Leighton  Stewart,  New  York,  N.  Y. 

R.  F.  Stewart,  Webb  City,  Mo. 

W.  M.  Stewart,  Joplin,  Mo. 

C.  G.  Stifel,  St.  Louis,  Mo. 

R.  K.  Stockwell,  Salt  Lake  City,  Utah* 

Mrs.  R.  K.  Stockwell,  Salt  Lake  City, 

Utah. 
H.  H.  Stoek,  Urbana,  111. 

G.  C.  Stone,  New  York,  N.  Y. 
Bradley  Stoughton,  New  York,  N.  Y. 
C.  B.  Strachan,  Mascot,  Tenn. 

Mrs.  C.  B.  Strachan,  Mascot  ,Tenn. 

R.  H.  Summer,  Wilmington,  Del. 

Henry  Tackmann,  Baxter  Springs. 

J.  C.  Taylor,  New  York,  N.  Y. 

J.  H.  Taylor,  Isabella,  Tenn. 

L.   D.   Templeton  and  Two  Guests, 

Joplin,  Mo. 
A.  D.  Terrell,  Chicago,  HI. 
A.  C.  Terrill,  Lawrence,  Kan. 
Mrs.  A.  C.  Terrill.  Lawrence,  Kan. 
Arthur  Thacher,  St.  Louis,  Mo. 
Mrs.  Arthur  Thacher,  St.  Louis,  Mo. 
J.  E.  Thomas,  Tulsa,  Okla. 
Mrs.  J.  C.  Thompson,  St.  Louis,  Mo. 
E.  E.  Thum,  New  York,  N.  Y. 
L.  W.  Trumbull,  Cheyenne,  Wyo. 
R.  J.  Tuthill,  Miami,  Ariz. 
J.  A.  Udden,  Austin,  Tex. 
G.  E.  Ude,  Morenci,  Ariz. 
J.  R.  Underwood,  Granby,  Mo. 
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Mrs.  J.  R.  Underwood,  Granby,  Mo. 

H.  H.  Utley,  Florence,  Cal. 

Mas.  H.  H.  Utlet,  Florence,  Cal. 

M.  M.  Valerius,  Tulsa,  Okla. 

W.  van  deb  Gracht,  Tulsa,  Okla. 

S.  G.  Victor,  Afton,  Okla. 

R.  Vose. 

Mrs.  R.  Vose. 

G.  R.  Wadleigh,  Webster  Groves,  Mo. 

F.  C.  Wallower  and  Guest. 

R.  T.  Wallace,  Bartlesville,  Okla. 
H.  T.  Walsh,  Chicago,  HI. 
Mrs.  H.  T.  Walsh,  Chicago,  111. 

G.  W.  Walton  and  Guest,  Webb  City, 
Mo. 

W.  W.  Wanfler,  Webb  City,  Mo. 

G.  H.  Waring  and  Guest,  Oronogo,  Mo. 

W.  G.  Waring  and  Guest,  Webb  City, 

Mo. 
J.  H.  Warner,  Butte,  Mont. 
J.  S.  Warren,  St.  Louis,  Mo. 
S.  P.  Warren,  Joplin.  Mo. 
J.  A.  Watson,  BlacksDurg,  Va. 
T.  L.  Watson,  Charlottesville,  Va. 
A.  P.  Watt,  Mine  La  Motte,  Mo. 
C.  M.  Weaver  and  Guest,  Joplin,  Mo. 

F.  M.  Webber,  St.  Louis,  Mo. 
W.  H.  Weed,  New  York,  N.  Y. 
Mrs.  W.  H.  Weed,  New  York,  N.  Y. 
Mrs.  F.  E.  Weeks,  JoDlin,  Mo. 

R.  S.  Weimer,  Rolla,  Mo. 
Lu  £.  Wemple,  St.  Louis,  Mo. 
R.  L.  Wen8Ley,  New  York,  N.  Y. 
H.  A.  Wentworth,  Boston,  Mass. 
W.  Y.  Westervelt.  New  York,  N.  Y. 
C.  A.  Wettingel,  St.  Louis,  Mo. 
H.  A.  Wheeler,  St.  Louis,  Mo. 
A.  G.  White,  Washington,  D.  C. 
David  White,  Washington,  D.  C. 
E.  E.  White,  Ann  Arbor,  Mich. 
H.  H.  White,  Joplin,  Mo. 
Mrs.  H.  H.  White,  Joplin,  Mo. 

C.  C.  Whittier,  Chicago,  111. 
Mrs.  C.  C.  Whittier,  Chicago,  111. 
Edward  Wilkjns. 

S.  L.  Wilkins  and  Guest,  Oronogo,  Mo. 
R.  D.  Willets,  Joplin,  Mo. 
Bruce  Williams. 
Mrs.  Bruce  Williams. 

D.  C.  Wise  and  Guest,  Joplin,  Mo. 
A.  W.  G.  Wilson,  Ottawa,  Canada. 

G.  B.  Wilson,  Racine,  Wis. 
EL  M.  Wilson,  Pittsburgh,  Pa. 
M.  E.  Wilson,  Rolla,  Mo. 


Mrs.  M.  E.  Wilson,  Rolla,  Mo. 
E.  A.  Wiltsee,  San  Francisco,  Cal.        , 
C.  S.  Witherell,  New  York,  N.  Y. 
H.  B.  Wolcott,  Joplin,  Mo. 

B.  L.  Wolfe,  Lawrence.  Kan. 
Y.  C.  Wong,  Hunan,  China. 
W.  A.  Wood,  Joplin,  Mo. 

R.  H.  Worcester,  St.  Louis,  Mo. 
Mrs.  R.  H.  Worcester,  St.  Louis,  Mo. 
W.  E.  Wrather,  Wichita  Falls,  Tex. 
Al£en  Wright,  McAlester,  Okla. 
I.  S.  Wright,  Hurley,  New  Mex. 

C.  Yabe,  Japan. 

C.  M.  Young,  Urbana.  HI. 
H.  I.  Young,  Carterville,  Mo. 
Mrs.  H.  I.  Young,  Carterville,  Mo. 

C.  W.  Youngman,  New  York,  N.  Y. 
E.  B.  Young,  Butte,  Mont. 

W.  G.  Brenneke. 

B.  L.  Brown. 
P.  M.  Bruner. 
W.  E.  Bryan. 

D.  W.  Clark. 
R.  S.  Colnon. 

C.  G.  Cox. 

W.  R.  Crecilius. 
W.  E.  Doll. 
J.  T.  Garrett. 
R.  P.  Garrett. 
A.  L.  Grodzensky. 
W.  A.  Heimbuecher. 
R.  Hellinger. 
J.  A.  Hooke. 

J.  HORNBROOK. 

W.  W.  Horner. 
K.  Hunter. 

E.  R.  Kinsey. 
R.  Jackson. 
W.  A.  Layman. 

D.  R.  Luyties. 
W.  M.  Matheny. 
J.  B.  Myers. 

R.  L.  Radclifpe. 
W.  E.  Rolfe. 

RUCKERT. 

P.  Schlingman. 

E.  J.  Spencer. 
W.  Stoecker. 
c.  m.  t albert. 
Uhrig. 

J.  D.  Von  Maur. 
E.  E.  Wall. 

J.  W.  WOERMANN. 
J.  L.  WOODRESS. 


Technical  Program  of  St.  Louis  Meeting 

Monday  Morning,  Oct.  8,  1917. — One  session  was  under  the  auspices 
of  the  Committee  on  Milling,  and  O.  M.  Bilharz  presided. 

The  following  papers  were  presented  by  their  authors  or  authors' 
representatives : 

The  Hancock  Jig  in  the  Concentration  of  Lead  Ores.     By  Harold  Rabling.    (Written 
discussion  by  A.  P.  Watt.) 
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Concentration  Practice  in  Southeast  Missouri.    By  A.  P.  Watt.     (Discussed  by 
,     O.  M.  Bilharz,  £.  GayfordL  E.  R.  Ramsey,  L.  A.  Delano,  H.  S.  Coe,  R.  B.  T. 

Kiliani,  A.  P.  Watt,  F.  D.  Druding,  S.  A.  Ionides.)  ' 
The  Milling  Practice  of  the  St.  Joseph  Lead  Co.    By  L.  A.  Delano.     (Discussed  by 

L.  A.  Delano,  O.  M.  Bilharz,  E.  Gay  ford,  A.  P.  Watt.) 
Ore  Dressing  Practice  in  the  Joplin  District.    By  C.  A.  Wright.     (Discussed  by 

0.  M.  Bilharz,  H.  A.  Wheeler.    Written  discussion  by  F.  H.  Gartung.) 
A  Standard  Screen  Scale  for  Testing  Sieves. 

The  following  paper  was  presented  by  title: 

A  Uniform  Sizing  Diagram  from  Different  Screen  Standards.     By  John  Randall. 

A  simultaneous  session  was  held  under  the  auspices  of  the  Committee 
on  Coal,  and  Carl  Scholz  presided. 

The  following  papers  were  presented  by  their  authors  or  authors' 
representatives: 

The  Effect  of  Anti-Friction  Bearings  on  the  Haulage  of  a  Coal  Mine.     By  P.  B. 

Liebermann.     (Discussed  by  P.  B.  Liebermann,  F.  F  Jorgensen,  T.  G.  Clagett.) 
Coal  Wastage.    By  Francis  S.  Peabody.     (Discussed  by  Carl  Scholz,  R.  V.  Norris, 

J.  A.  Udden,  Edwin  Ludlow,  H.  H.  Stoek,  R.  W.  Hunt,  E.  T.  Conner,  T.  EL 

Clagett,  F.  W.  Sperr,  F.  F.  Jorgensen,  R.  D.  Hall,  E.  A.  Holbrook.)J 
Steam-shovel  Mining  of  Bituminous  Coal.     By  H.  H.  Stoek.     (Written  discussion 

by  J.  B.  Warriner.) 
Merit  Rating  of  Coal  Mines  under  Workmen's  Compensation  Insurance.     By  E.  C. 

Lee.     (Discussed  by  H.  M.  Wilson.) 
The  Coal  Industry  of  Illinois.     By  C.  M.  Young.     (Discussed  by  Carl  Scholz,  John 

Stevenson,  Jr.,  F.  F.  Jorgensen,  H.  M.  Wilson.) 

Tuesday  Morning,  Oct.  9,  1917. — One  session  was  under  the  auspices 
of  the  Committee  on  Lead,  and  Arthur  Thacher  presided. 

The  following  papers  were  presented  by  their  authors  or  authors' 
representatives: 

The  Media  Mill,  Webb  City.  Mo.  By  H.  B.  Pulsifer.  (Discussed  by  J.  J.  Mc- 
Lellan,  Arthur  Thacher,  O.  M.  Bilharz,  S.  J.  Jennings.) 

The  following  papers  were  presented  by  title: 

Salt  in  the  Metallurgy  of  Lead.  By  Oliver  C.  Ralston,  Clyde  E.  Williams,  Marvin 
J.  Udy,  G.  J.  Holt.  (Discussed  by  E.  L.  Blossom,  Arthur  Thacher;  written  dis- 
cussion by  C.  L.  Larson,  Stuart  Croasdale.) 

The  Tredinnick-Pattinson  Process.     By  William  E.  Newman. 

Lead  Mining  and  Smelting  at  Galetta,  Ont.     By  William  E.  Newman. 

The  Metallurgy  of  Lead  Ores  in  the  Lower  Mississippi  Valley.     By  Herman  Garlichs. 

A  simultaneous  session  was  held  under  the  auspices  of  the  Committee 
on  Petroleum  and  Gas,  and  Captain  A.  F.  Lucas  presided. 

The  following  papers  were  presented  by  their  authors  or  authors' 
representatives: 

The  Practical  Value  of  Oil  and  Gas  Bureaus.     By  W.  G.  Matteson.     (Discussed  by 

1.  N.  Knapp,  L.  L.  Hutchison,  A.  F.  Lucas,  H.  M.  Ami,  W.  van  der  Gracht,  Dorsey 
Hagcr,  W.  E.  Wrather;  written  discussion  by  I.  N.  Knapp,  William  Kennedy, 
E.  G.  Woodruff.) 

A  Review  of  the  Exploration  at  Belle  Isle,  Louisiana.  By  A.  F.  Lucas.  (Written  dis- 
cussion by  I.  N.  Knapp,  J.  A.  Udden,  E.  T.  Dumble,  W.  van  der  Gracht,  W.  E. 
Wrather,  F.  B.  Plummer.) 

Tuesday  Evening,  Oct.  9,  1917. — This  session  comprised  papers  on 
miscellaneous  subjects,  and  J.  W.  Malcolmson  presided. 
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The  following  papers  were  presented  by  their  authors  or  authors' 
representatives: 

Mine  Models.    By  H.  H.  Stoek.     (Discussed  by  W.  R.  Crane,  F.  W.  Sperr,  E.  B. 

Young.) 
Increasing  Dividends  through  Personnel  Work.     By  T.  T.  Read.     (Discussed  by 

C.  W.  Goodale,  H.  M.  Wilson,  W.  Y.  Westervelt,  R.  M.  Catlin,  J.  A.  Ede,  T.  T. 

Read,  C.  M.  Haight.) 
Resistance   of  Artificial   Mine  Roof  Supports.     By   W.  Griffith.     (Discussed  by 

E.  T.  Conner.  W.  R.  Crane,  H.  M.  Wilson.) 

The  History  ana  Legal  Phases  of  the  Smoke  Problem.     By  Ligon  Johnson.     (Dis- 
cussed by  P.  J.  O  Gara.)  m 

The  following  papers  were  discussed  by  title: 

Comparative  Tests  of  Hammer  Drill  Bits.     By  C.  R.  Forbes  and  J.  C.  Barton. 
Mining  Methods  of  the  American  Zinc  Co.  of  Tennessee.     By  H.  A.  Coy  and  H. 

B.  Henegar. 
Influence  of  Base  Metals  in  Gold  Bullion  Assaying.     By  Frederic  P.  Dewey. 
Graphic  Solutions  of  Some  Compressed-Air  Calculations.     Byp  C.  W.  dispell. 
Tests   on  the   Hardinge   Conical   Mill.     By  Arthur   F.   Taggart.     (Discussed  by 

R.  B.  T.  Kiliani.) 
The    Enrichment   and  Segregation  of  Mill  Tailings  for  Future  Treatment.     By 

F.  E.  Marcv. 

Methods  for  determining  the  Capacities  of  Slime-Thickening  Tanks.     By  R.  T. 

Mishler.     (Written  discussion  by  H.  S.  Coe.) 
A   Study  of  the   Microstructure  of  Some   Clays  in   Relation  to  Their  Period  of 

Firing.     By  H.  Ries  and  Y.  Oinouye. 
Zinc  Dust  as  a  Precipitant  in  the  Cyanide  Process.     By  W.  J.  Sharwood. 
Experiments   in   the   Recovery   of   Tungsten   and   Gold   in   the  Murray  District, 

Idaho.     By  R.  R.  Goodrich  and  N.  E.  Holden. 

Wednesday  Morning,  Oct.  10,  1917. — This  session  was  under  the 
auspices  of  the  Committee  on  Petroleum  and  Gas,  and  I.  N.  Knapp 
presided. 

The  following  papers  were  presented  by  title: 

A  Feasible  Plan  for  Gaging  Individual  Wells.     By  Roswell  H.  Johnson  and  W.  E. 

Bernard.     (Discussed  by  I.  N.  Knapp,  C.  P.  Bowie,  D.  Hager,  E.  T.  Dumble.) 
Geosynclines  and  Petroliferous  Deposits.     By  Marcel  R.  Daly.     (Written  discussion 

by  W.  van  der  Gracht;  F.  G.  Clapp.) 
Funnel  and  Anticlinal-Ring  Structure  Associated  with  Igneous  Intrusions  in  the 

Mexican  Oil  Fields.     By  V.  R.  Garfias  and  H.  J.  Hawley.     (Discussed  by  E. 

T.  Dumble,  W.  E.  Wrather,  I.  N.  Knapp,  J.  A.  Udden,  F.  B.  Plummer,  W.  R.  Crane, 

L.  L.  Hutchison,  W.  van  der  Gracht.) 

Wednesday  Afternoon,  Oct.  10,  1917. — One  session  was  under  the 
auspices  of  the  Iron  and  Steel  Committee,  and  E.  Gybbon  Spilsbury 
presided. 

The  following  papers  were  presented  by  their  authors  or  authors' 
representatives : 

Manganiferous   Iron   Ores   of   the   Cuyuna    District,    Minn.     By   E.    C.  Harder. 

(Discussed  by  E.  Gybbon  Spilsbury,  Edmund  Newton.) 
The  Tayeh  Iron  Ore  Deposits.     By  Chung  Yu  Wang. 

The  following  papers  were  presented  by  title: 

The   Ferrous  Iron  Content  and  Magnetic  Susceptibility  of  Some   Artificial  and 

Natural  Oxides  of  Iron.     By  R.  B.  Sosman  and  J.  C.  Hostetter. 
Zonal  Growth  in  Hematite,  and  Its  Bearing  on.  the  Origin  of  Certain  Iron  Ores. 

Bv  R.  B.  Sosman  and  J.  C.  Hostetter. 
The  Supposed  Reversal  of  Inheritance  of  Ferrite  Grain  Size  from  that  of  Austenite. 

By  Henry  M.  Howe.     (Written  discussion  by  W.  E.  Ruder.) 
Some  Unusual   Features  in  the   Microstructure  of  Wrought  Iron.     By  Henry  S. 

Rawdon.     (Written  discussion  by  Henry  Fay.) 
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A  simultaneous  session  was  held  under  the  auspices  of  the  Committee 
on  Ore  Deposits,  and  H.  A.  Buehler  presided. 

The  following' papers  were  presented  by  their  authors  or  authors' 
representatives: 

The  Pyritic  Deposits  near  Roros,  Norway.    By  H.  Ries  and  R.  E.  Somers. 

The  Sulphur  Deposits  in  Culberson  Co.,  Texas.  By  William  B.  Phillips.  (Dis- 
cussed by  S.  J.  Jennings,  W.  B.  Phillips,  E.  T.  Lednum,  L.  W.  Trumbull.) 

Ore  Deposits  of  the  (Boulder  Batholith  of  Montana.  By  Paul  Billingsley  and  J.  A. 
Grimes.     (Written  discussion  by  J.  B.  Hastings,  W.  E.  Gaby.) 

A  New  Silicate  of  Lead  and  Zinc.     By  P.  A.  van  der  Meulen. 

Geology  and  Mineral  Deposits  of  the  Ozark  Region.     By  H.  A.  Buehler. 

The  following  papers  were  presented  by  title: 

Exploration  of  Metalliferous  Deposits.     By  W.  H.  Emmons. 

The  Effects  of  Cross  Faults  on  the  Richness  of  Ore.     By  E.  K.  Soper. 

The  Replacement  of  Sulphides  by  Quartz.     By  H.  N.  Wolcott. 

Thursday  Afternoon,  Oct.  11,  1917. — This  session  was  under  the  aus- 
pices of  the  Committee  on  Zinc,  and  George  C.  Stone  presided. 

.  The  following  papers  were  presented  by  their  authors  or  authors' 
representatives: 

The  Zinc  Ores  of  the  Joplin  District.     By  W.  Geo.  Waring.     (Discussed  by  J.  W. 

Richards,  G.  C.  Stone.     Written  discussion  by  V.  H.  Gottschalk.) 
Development  and  Underground  Mining  Practice  in  the  Joplin  District.     By  H.  I. 

Young.     (Discussed  by  F.  W.  Sperr,  H.  I.  Young,  J.  A.  Ede.) 
Oxide  of  Zinc.     By  Geo.  C.  Stone.     (Discussed  by  F.  D.  James,  E.  G.  Spilsbury, 

G.  C.  Stone.     Written  discussion  by  L.  E.  Wemple. 
Some  Economic  Factors  in  the  Production  of  Electrolytic  Zinc.     By  R.  G.  Hall. 

(Discussed  by  Lawrence  Addicks,  C.  E.  Schwartz,  J.  W.  Richards,  o.  J.  Jennings, 

G.  C.  Stone.) 
Zinc  Mining  at  Franklin,  N.  J.      By  C.  M.  Haight  and  B.  F.  Tillson.      (Written 

discussion  by  Robert  Peele.) 
Characteristics  of  Zinc  Deposits  in  North  America.     By  Frank  L.  Nason.     (Dis- 
cussed by  H.  A.  Buehler.     Written  discussion  by  J.  T.  Boyd.) 
Palmerton  Zinc  Refractories.     By  C.  P.  Fiske.     (Discussed  by  H.  Ries,  C.  P.  Fiske, 

F.  E.  Pierce.) 
Zinc  Burning  as  a  Metallurgical  Process.     By  W.  R.  Ingalls.     (Discussed  by  G. 

C.  Stone.) 

The  following  paper  was  presented  by  title: 

The  New  Jersey  Zinc  Co.'s  Franklin  Laboratory.     By  D.  Jenkins. 

Friday  Evening,    Oct.  12,  1917. — This  session  was  arranged  by  the 
Committee  on  Petroleum  and  Gas,  with  David  White  as  chairman. 
The  following  papers  were  presented  by  title: 

A  Few  Notes  on  the  Future  Work  of  the  Petroleum  Geologist  in  the  Mid-Continent 

Oil  Fields.    By  Dorsey  Hager. 
Geologic  Structure  in  the  Cushing  Oil  and  Gas  Field,  Oklahoma.    By  Carl  H.  Beal. 
Granite  in  Kansas  Wells.     By  Park  Wright. 
Review  of  Present  Knowledge  Regarding  the  Petroleum  Resources  of  South  America. 

By  F.  G.  Clapp.     (Discussed  by  I.  C.  White.) 
The  Estimation  of  Petroleum  Reserves.    By  Robert  W.  Pack. 
The  Southern  Extremity  of  the  "  Clinton  "  Gas  Pools  in  Ohio.    By  L.  S.  Panyity. 
Relation  of  Sulphur  to  Variation  in  the  Gravity  of  California  Petroleum.    By  G. 

Sherburne  Rogers. 
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Mine  Accounting  for  Small  Mines* 

BY  JAMES  E.   CHAPMAN,    WALLACE,   IDAHO 
(Arixona  Meeting,  September,  1916) 

The  observations  here  presented  are  not  those  of  an  expert  accountant, 
but  of  one  who,  while  he  has  seen  considerable  service  in  the  accounting 
departments  of  large  companies,  has  spent  more  time  in  engineering 
and  operating. 

This  paper  is  intended  to  cover,  in  a  measure,  mine  accounting  for 
small  mines,  as  distinguished  from  the  elaborate  systems,  requiring 
many  persons  in  the  accounting  department.  I  shall  attempt  to  outline 
a  system  embracing  the  essentials  of  accounting,  and  simple  enough  in 
form  to  permit  one  or  two  persons  to  carry  it  on  from  month  to  month, 
in  sufficient  detail  to  be  able  to  tell  quickly  the  grade  of  ore,  the  prices 
received  for  metals,  costs  per  ton  for  mining  and  milling,  costs  per  foot 
for  development,  upward  or  downward  tendencies  in  costs,  ore  settled 
or  in  transit,  cash  on  hand,  stocks  of  supplies  on  hand,  efficiency  of 
labor,  etc. 

As  in  all  accounting,  there  are  two  main  divisions:  that  of  revenue 
received  for  what  is  sold,  and  that  of  disbursements  made  for  what 
is  bought,  so  in  mine  accounting  we  have  to  consider  chiefly  the  income 
derived  from  sales  of  ore  or  concentrates,  and  the  expenses  incurred  in 
producing  the  said  ore  or  concentrates  in  a  marketable  condition. 

I.  Income 

The  revenue  of  a  mining  company  from  the  sale  of  ore  or  concentrates 
comes  in  the  form  of  remittances,  accompanied  by  settlement  sheets 
made  out  by  the  buyer  of  the  mine  product,  such  as  a  smelting  company. 
It  is  the  duty  of  the  mine  accountant  (or  the  person  to  whom  this  is 
assigned  in  connection  with  other  work)  to  check  these  settlement  sheets, 
against  both  the  mine  weights  and  assays,  and  the  schedules  of  prices 
arranged  between  the  mine  and  the  smelter.  As  a  rule,  quotations  for 
silver,  lead,  zinc,  copper  and  other  metals  enter  into  the  settlements, 
and  require  checking,  as  do  also  bills  of  lading.  Each  step  of  the  arith- 
metical calculation  is  also  checked. 


•  Originally  presented  at  the  Wallace,  Idaho,  Meeting  of  the  Columbia  Section, 
Sov.  19r  1915. 
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The  essential  figures  from  these  sheets  are  entered  in  an  Ore  Record, 
in  columns  headed  "Wet  Tons/'  "Moisture  Per  Cent,"  "Moisture  Tons," 
"Dry  Tons,"  "Assays  per  Tonf"  "Prices  per  Ton,"  "Contents  of 
Metals"  (in  ounces  and  pounds),  "Gross  Value,"  "Smelter  Freight 
and  Treatment,"  "Net  Value,"  and  possibly  others,  the  entries  being 
segregated  by  lots,  and  classes  of  ore.  Stocks  on  hand  unsettled  and 
in  transit  at  the  end  of  the  month  are  added  to  the  settlement  figures, 
mine  assays  and  estimates  being  used  to  arrive  at  an  approximate  value, 
and  from  these  totals  are  deducted  similar  estimates  of  ore  unsettled 
and  in  transit  at  the  beginning  of  the  month.  The  result  is  the  month's 
production,  and  its  net  value  is  posted  to  the  Ledger,  to  the  credit  of  ore 
account  and  the  debit  of  the  smelting  company,  or  to  the  debit  of  head 
office,  in  case  the  smelter  makes  its  payments  to  such  an  office,  on  which 
the  mine  draws  for  funds,  as  required  to  pay  operating  expenses. 

Secondary  records  in  the  form  of  a  shipment  book,  files  of  bills  of 
lading,  assay  certificates,  etc.,  may  be  kept  as  the  accountant  finds 
most  convenient,  and  according  to  the  local  conditions  and  circumstances 
of  the  property.  Their  purpose  is  primarily  to  facilitate  the  checking 
of  the  settlements  and  to  aid  in  an  accurate  estimate  of  the  amount, 
grade  and  value  of  ore  awaiting  settlement. 

"Miscellaneous  income"  is  a  term  which  will  apply  to  all  other 
revenue,  whether  from  the  rent  of  houses  owned  by  the  mining  company, 
or  the  profit  on  the  company  store  or  boarding  house,  or  interest,  or  ex- 
change, or  dividends,  or  the  sale  of  junk,  tailings,  etc.  These  are  usually 
cash  items,  and  are  taken  care  of  in  the  Cash  and  Voucher  Record,  which 
will  now  be  considered. 

The  Cash  and  Voucher  Record,  as  a  single  book,  preferably  loose- 
leaf,  has  met  with  general  approval  in  recent  years  as  a  combination  of 
cashbook,  journal,  and  voucher  register,  and  is  the  only  record  at  the 
bookkeeper's  desk  from  which  posting  is  done  to  the  ledger.  It  is  com- 
pact, convenient,  and  desirable,  serving  the  purpose  of  gathering  numer- 
ous items  into  their  proper  sections  at  original  entry,  and  requiring  that 
they  balance  before  they  are  used  in  further  calculations.  This  book 
may  have  columns  for  cash,  bank  accounts,  operating  accounts,  and 
various  non-operating  ledger  accounts.  It  seems  scarcely  necessary  to 
do  more  than  sketch  the  use  of  this  record,  since  its  cash  columns  corre- 
spond exactly  to  those  of  a  cashbook,  and  journal  entries  are  made  in  it 
double,  as  in  a  journal,  the  only  difference  being  that  the  amounts 
are  listed  in  columns  so  that  they  are  easier  to  refer  to  and  total.  Only 
totals  are  posted  to  the  ledger,  so  that  posting  is  a  short  and  simple 
matter.  This  is  done  but  once  a  month,  after  closing  the  month's 
operating  accounts,  and  the  purpose  is  to  prove  the  balance  between 
assets  and  liabilities. 


JAMES  E.  CHAPMAN  5 

II.  Operating  Expenses 

Next  to  profits,  the  figures  of  greatest  interest  to  a  mine  operator  are 
doubtless  the  operating  costs.  The  two,  profits  and  costs,  may  almost 
be  said  to  be  complementary)  and  many  mine  operators  do  not  doubt 
that  if  they  hammer  down  their  costs,  their  profits  will  go  up.  But  it 
is  capable  of  demonstration  that  an  additional  expenditure  per  ton  may, 
under  certain  conditions,  increase  the  grade  of  smelting  ore  or  mill  feed 
to  a  point  where  profits  will  be  increased  by  more  than  the  extra 
outlay. 

.  For  the  measurement  of  efficiencies  and  the  planning  of  improvements, 
a  study  of  costs  is  necessary.  The  record  of  these,  as  often  kept,  not 
only  has  no  statistical  value,  but  may  even  be  misleading,  so  that 
when  work  is  based  upon  the  data  they  furnish  an  expected  saving  will 
show  up  as  a  loss  instead.  This  is  particularly  true  of  development 
work.  Sinking  a  shaft,  for  instance,  is  an  operation  into  which  many 
factors  enter  to  determine  the  true  cost  per  foot  of  depth.  Some  of 
these  factors,  often  not  considered  at  all  when  a  contract  is  let,  are:  The 
cost  of  air  from  compressor;  the  proportion  of  hoisting,  pumping  and 
timbering  expense;  labor  and  fuel  for  sharpening  steel;  repair  parts  and 
time  spent  in  repairing  machines. 

An  accounting  system,  to  have  value  for  the  mine  owner,  should  be 
arranged  so  that  the  important  figures  for  use  in  estimating  the  cost  of  a 
certain  operation,  such  as  the  above,  can  be  taken  off  without  undue 
waste  of  time,  and  also  so  that  the  upward  or  downward  trend  of  the 
costs  per  ton  in  any  or  all  departments  can  be  seen  at  a  glance.  Prac- 
tically, each  mine  needs  to  have  its  accounting  method,  almost  as  much 
as  its  plan  of  development,  adjusted  to  its  circumstances. 

In  this  connection,  I  propose  to  discuss  briefly  two  or  three  systems 
of  classification  of  operating  costs,  evolved  by  large  companies  with  whose 
methods  I  am  more  or  less  familiar,  and  to  point  out  their  adaptability 
in  a  measure  to  the  requirements  of  smaller  companies,  whose  office 
staffs  consist  of  fewer  persons,  and  whose  need  for  detail,  beyond  the 
necessary  working  figures,  is  smaller. 

In  the  first  place,  the  distinction  is  drawn  between  direct  and  in- 
direct operating  costs,  direct  costs  being,  as  the  term  indicates,  those 
incurred  for  actual  handling  of  ore,  and  indirect  those  necessitated  by 
the  operation  of  mining  in  general. 

One  of  the  largest  operating  companies  has  the  following  accounts 
for  its  smaller  properties: 

1.  Direct. — (a)  Development;  (6)  Ore  Breaking  and  Stoping;  (c) 
Timbering;  (d)  Tramming;  (e)  Hoisting;  (/)  Sorting,  Weighing  and 
loading;  (g)  Draining. 

2.  Indirect. — (A)  Branch  Office;  (i)  Salaries;  (j)  General  and  New 
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York  Expense;  (fc)  Insurance;  (I)  Taxes;  (ra)  Laboratory;  (n)  Marketing; 
(o)  Transportation. 

At  larger  and  more  complicated  properties,  the  expenses  are  dis- 
tributed on  this  outline,  with  certain  modifications  and  amplifications. 
Ore  Breaking  and  S toping  may  have  subdivisions  as  follows:  Drill  Steel; 
Machine  Drills,  Repairs  and  Maintenance;  Mining  Tools;  Explosives; 
Lighting;  and  Pipe  Lines  and  Tracks  (Pipe  lines  for  air  and  ventilation, 
and  Track  for  tramming  in  stopes).  Timbering  may  have  subdivisions 
such  as:  Tools;  Stulls,  Lagging,  etc.;  and  Miscellaneous.  Tramming, 
which,  as  an  account,  includes  only  tramming  on  levels,  may  be  sub- 
divided as  follows:  Track  and  Fittings;  Car  and  Motor  Repairs  and 
Maintenance;  Animals  and  Feed;  and  Miscellaneous.  Hoisting,  which 
includes  tramming  from  shaft-collar  through  an  adit  in  the  case  of  an 
interior  shaft,  may  be  divided  into:  (a)  Shaft.  Equipment  Repairs  and 
Maintenance;  Shaft  Repairs  and  Maintenance;  and  Miscellaneous. 
(6)  Adit.  Track  and  Fittings;  Car  and  Motor  Repairs  and  Maintenance; 
Animals  and  Feed;  and  Miscellaneous. 

For  a  concern  operating  a  mill,  the  number  of  accounts  is  increased 
by  the  addition  of  Sampling,  Mill  Experimental  Work,  and  Milling. 
Only  the  last-named  requires  a  further  subdivision  in  order  to  give  more 
definite  information  as  to  the  work  and  the  efficiency  of  the  various 
departments  and  machines.  A  good  arrangement  of  such  subdivided 
accounts  has  been  found  to  be:  1.  Crusher  Supplies;  2.  Roll  Supplies; 
3.  Huntington-Mill  Supplies;  4.  Hardinge-  and  Tube-Mill  Supplies;  5. 
Elevator  Supplies;  6.  Trommel  Supplies;  7.  Jig,  Table  and  Vanner 
Supplies;  8.  Pump  Supplies;  9.  General  Mill  Labor;  10.  Loading  Con- 
centrates; 11.  Labor  for  Repairs  and  Maintenance. 

"General  Expense,"  if  care  is  not  exerted,  may  become  a  dumping 
place  for  items  which  ought  properly  to  be  distributed  to  accounts  to 
which  they  pertain.  The  heading  " Miscellaneous' '  is  practically  taboo, 
except  as  the  designation  of  a  department  in  which  details  are  shown. 
Two  or  three  large  companies  known  to  me,  and  probably  many  others, 
group  all  indirect  charges  under  the  head  of  "general"  expenses,  included 
in  which  is  a  subheading  of  "general"  or  "miscellaneous"  expenses. 
For  checking  up  the  latter,  a  memorandum  sheet  is  carried  in  the  Dis- 
tribution Book,  on  which  spaces  are  provided  for  as  many  as  25  or  30 
different  items,  among  them  office  supplies,  subscriptions,  postage  stamps, 
revenue  stamps,  janitor  and  cleaning,  office  fuel  and  heating,  office  lights 
and  water,  engineering  instruments,  blue-printing  supplies,  telephones, 
telegrams,  traveling  expenses,  etc. 

One  well-known  company  keeps  tally  of  these  elusive  items  by 
providing  for  many  of  them  among  the  indirect  charges.  Its  list  of 
indirect  accounts  contains  23  items:  Salaries;  Mine  Foremen  and  Bosses; 
Storekeepers   and   Timekeepers;   Watchmen;   Stable;   Office   Supplies; 
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Rent;  Telephone  and  Telegraph;  Traveling;  Lighting;  Engineering  and 
Surveying;  Document  Stamps;  Employees'  Living  Quarters;  Hospital 
Contribution  and  Expense;  Fire  Insurance;  Employees'  Liability  In- 
surance; Legal  Expenses;  Taxes;  New  York  Office;  Accident  Expenses; 
Securing  Labor;  Strike  Expense;  and  Miscellaneous. 

It  is  thus  seen  that  there  is  considerable  opportunity  for  meeting 
individual  requirements  in  the  naming  and  arranging  of  accounts. 
There  is  no  hard  and  fast  rule  in  these  matters;  and  the  preceding 
examples  are  presented  merely  as  having  been  tried  by  experience, 
and  having,  under  certain  conditions,  given  satisfaction. 

Vouchers  and  Entries. — The  actual  procedure  in  accounting  for 
expense  items  comprises  the  following  steps:  (1)  Making  the  voucher; 
(2)  entry  in  cash-voucher  record;  (3)  entry  in  distribution  book;  and 
(4)  summary  on  cost  sheet  or  monthly  report. 

The  first  step  consists  of  writing  the  check  for  the  net  amount  due 
on  an  invoice,  using  preferably  a  voucher-check  form,  on  the  reverse  side 
of  which  is  written  sufficient  detail  to  identify  the  transaction,  together 
with  the  distribution  of  the  amount  of  the  check  to  various  accounts. 

In  the  second  step,  the  total  of  the  amount  charged  to  the  operating 
accounts  is  debited  in  a  column  with  the  title  "Operating,"  and  the 
amount  of  the  check  is  credited  in  the  proper  bank  column.  m 

For  the  third  step,  a  book  with  numbered  columns  is  required,  each 
number  designating  a  certain  account  and  applying  only  to  that  account. 
The  individual  figures  making  up  the  total  operating  charge  on  each 
voucher  are  entered,  voucher  by  voucher,  in  the  proper  columns,  each 
voucher  occupying  a  line,  and  each  line  checking  across  to  a  total  operat- 
ing column,  of  which  the  total  should  agree  with  the  total  operating 
column  in  the  cash-voucher  record. 

For  the  fourth  step,  the  cost  sheet  summary,  it  has  been  found  to  be  a 
good  method  to  letter  the  totals  of  the  operating  accounts  on  tracings 
ruled  in  columns,  each  column  representing  a  month.  The  account 
numbers  and  names  can  be  lettered  on  the  horizontal  lines,  and  addi- 
tional lines  may  be  devoted  to  such  items  as  "tons  mined,"  "tons 
sorted,"  "tons  milled,"  etc.,  and  the  results  of  dividing  these  tonnages 
into  the  various  totals  of  expense,  i.e.,  the  costs  per  ton,  may  be  also 
noted.  Prints  from  these  tracings  make  neat  monthly  reports,  very 
convenient  for  comparison  since  the  figures  for  any  item  of  expense, 
tonnage  or  cost  per  ton  are  shown  side  by  side  on  the  same  line,  from 
month  to  month  throughout  the  year. 

A  comprehensive  survey  of  operations  is  completed  by  making  up  a 
financial  statement,  by  adding  the  totals  of  income  (separating  the 
amounts  according  to  the  classes  of  ore  sold,  if  desired)  and  deducting 
the  operating  expenses  therefrom.  This  is  made  up  and  entered  as  a 
voucher  also,  the  balance  being  charged  into  profit  and  loss  account. 
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Distribution  of  Power,  Etc. — It  may  have  been  noticed  that  no  reference 
has  been  made  to  power,  or  to  mechanical  or  electrical  time  and  supplies. 
This  has  purposely  been  deferred  until  the  last,  and  will  now  be  con- 
sidered as  illustrating  the  idea  of  redistribution.  Following  out  this 
idea,  all  charges  to  these  departments  are  divided  at  the  end  of  the  month 
according  to  the  purpose  for  which  the  electric  current  or  supplies  were 
used,  or  the  work  done.  For  example,  charges  for  current  are  pro-rated, 
according  to  kildwatt-hours  or  horsepower,  to  mine  compressors,  pumps, 
locomotives,  hoist  motors,  framing-shed  motors,  sorting-plant  motors, 
mill  motors  for  driving  various  machines,  etc.  In  a  similar  way,  me- 
chanics' and  electricians'  time  may  be  redistributed  by  the  use  of  cards 
specifying  hours  worked  on  this  or  that  job,  and  repair  parts  used  on  the 
same.  Thus  proper  charges  may  be  made  against  the  various  motors, 
engines,  and  machines,  cars,  track,  trolleys,  lights — against  any  part  of 
the  plant,  in  fact,  for  the  benefit  of  which  this  diverse  work  may  be 
done.  No  hair-splitting  is  necessary  or  at  all  desirable.  Each  man  can 
make  out  his  own  card  in  a  few  minutes  at  the  end  of  each  shift,  and 
there  is  no  reason  why  a  high-priced  shop-foreman  should  devote  any  time 
to  doing  the  work  of  a  cheaper  clerk. 

An  adaptation  of  redistribution,  making  it  much  simpler  and  at  the 
same  time  giving  accurate  statistics  as  to  power  costs  for  milling,  for 
example,  is  to  have  a  power-plant  account  from  which  mill-power  costs 
and  others,  depending  on  local  conditions,  are  redistributed,  leaving  a  net 
amount  as  having  been  expended  for  mine  power. 

Purchases  and  Inventories. — Two  other  matters,  which  are  closely 
related,  naturally  come  under  the  control  of  the  mine  accountant,  and 
call  for  brief  reference.  I  refer  to  the  ordering  of  supplies,  and  the 
keeping  of  stock  and  taking  of  inventories. 

As  to  the  first,  the  management  often  wishes  to  take  charge  of  the 
actual  placing  of  orders;  but  in  many  concerns  the  routine  orders  are 
usually  handled  by  the  accounting  office,  which  takes  care  regularly  of 
the  checking  of  prices  and  the  extensions  on  invoices.  All  this  work  is 
often  delegated,  in  large  companies,  to  a  purchasing  department,  in- 
dependent of  the  accounting  department. 

A  lengthy  paper  might  be  written  concerning  the  second  subject  alone. 
The  main  idea  as  regards  stocks  of  supplies  is  to  account  for  everything 
purchased,  and  charge  it  out  as  it  is  used.  Two  methods  are  in  vogue, 
and  both  work  well  if  a  diligent  and  conscientious  man  is  in  charge  of 
HiippIieH;  conversely,  both  work  miserably  if  careless  or  slipshod  methods 
are  allowed. 

According  to  one  method,  everything  is  charged  to  stock  account  when 
purchased,  and  is  entered  in  a  stock  ledger  immediately  on  its  delivery 
at  the  plant.  When  an  article  is  issued  for  use,  a  requisition  is  required, 
specifying  the  account  for  which  it  is  to  be  used,  that  account  being 
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then  charged  and  stock  account  being  credited.  The  stock  ledger  is 
thus  a  perpetual  inventory,  which  requires  checking  by  actual  inventory 
only  once  or  twice  a  year. 

The  other  method  of  keeping  stock  provides  that  the  greater  portion 
of  purchases  are  charged  directly  to  the  account  for  the  use  of  which 
they  are  intended,  thus  obviating  the  use  of  a  stock  ledger.  Exception 
is  made,  however,  in  many  cases,  such  as  explosives,  candles,  timber, 
drill  steel,  tools,  feed,  hoists  and  parts,  pumps  and  parts,  crushers,  rolls, 
vanners,  jigs,  elevators,  etc.,  and  their  parts.  In  order  to  get  at  the 
true  consumption  in  such  cases,  monthly  inventories  of  these  large  items 
must  be  taken,  the  difference  between  stocks  on  hand  at  the  first  and  last 
of  a  month,  plus  the  purchases,  representing  the  value  of  supplies  used. 

It  should  be  borne  in  mind,  in  deciding  for  one  or  the  other  of  these 
methods,  that  the  fluctuation  in  costs  from  month  to  month,  using  the 
first  method,  is  slight,  because  the  charges  for  supplies  in  a  given  month 
are  made  up  from  the  requisitions  of  supplies  actually  used  out  of  stock 
during  that  month.  Under  the  second  method,  on  the  other  hand,  the 
charges  for  supplies  may  vary  considerably,  depending,  as  they  do, 
directly  on  the  invoices  which  are  paid  during  the  month.  The  first 
method  permits  paying  invoices  at  any  time  without  throwing  the  cost 
averages  out  of  joint,  whereas  by  "the  second  method  invoices  must  be 
paid  just  as  the  material  is  used,  and,  furthermore,  the  books  covering 
a  month's  business  must  be  held  open  until  the  invoices  representing 
that  month's  business  are  received  and  paid. 

In  adopting  a  system  of  accounting,  a  thorough  study  should  be  made 
of  the  conditions  at  the  mine  where  it  is  to  be  installed,  bearing  in  mind 
also  the  needs  and  desires  of  the  management  and  the  stockholders  in  the 
matter  of  reports.  Once  a  system  has  been  adopted,  it  should  be  ad- 
hered to  religiously,  and  the  seeming  advantages  of  some  different 
system  should  be  well  considered  and  tried  out  before  any  change  is 
made. 
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Automatic  Operation  of  Mine  Hoists  as  Exemplified  by  the  New  Electric 
Hoists  for  the  Inspiration  Consolidated  Copper  Co. 

BT  H.  KENTON  BURCH,*  B.  8.,  MIAMI,  ARIZ.,  AND  M.  A,  WHITING,  f  SCHENECTADY,  N.  T. 

(Arizona  Meeting,  September,  1916) 

One  of  the  advantages  presented  by  electric  drive  in  many  classes 
of  work  is  the  ease  with  which  the  electric  motor  can  be  controlled 
automatically.  In  a  large  number  of  cases  certain  features  of  the 
control  are  automatic — for  example,  the  rate  of  acceleration  may  be 
limited  automatically  or  the  equipment  may  be  stopped  automatically 
at  the  limit  of  travel — but  the  equipment  is  started  and  ordinarily  is 
stopped  by  hand.  In  other  cases  the  motion  of  the  machinery  is  utilized 
to  start,  control  the  speed,  and  stop  the  motor  automatically,  inde- 
pendently of  any  operator. 

A  considerable  proportion  of  the  large  mine  hoists  now  in  use  have 
certain  automatic  features,  particularly  protective  devices  against  over- 
winding, and,  in  some  classes  of  electric  hoists,  devices  for  preventing 
excessive  acceleration  or  retardation.  The  large  automatic  hoists  dis- 
cussed in  this  paper,  however,  are  completely  automatic,  i.e.,  capable 
of  making  their  trips  without  the  presence  of  an  operator  at  the  control 
levers. 

According  to  circumstances,  various  advantages  may  be  obtained 
by  automatic  control,  chief  of  which  are  decreased  power  consumption) 
increased  precision  and  safety  of  operation,  and  decreased  cost  of  at- 
tendance. The  first  step  in  the  analysis  of  a  prospective  automatic 
mine  hoist  is  to  determine  whether  automatic  operation  is  feasible  at  all. 
If  men  are  to  be  hoisted,  or  levels  changed,  the  attention  of  an  operator  is 
required  for  these  purposes;  but  under  some  conditions  it  may  be  entirely 
practicable  and  advantageous  to  build  the  equipment  so  that,  while 
provision  is  made,  for  hoisting  men  or  changing  levels,  ore  can  be  hoisted 
automatically  from  any  one  level.  If,  however,  an  operator's  attention 
is  required  every  few  minutes  for  changing  levels,  handling  men  or  drills, 
or  other  work  requiring  hand  control,  it  is  obvious  that  automatic  opera- 
tion between  times  will  not  be  of  any  practical  benefit. 


*  Chief  Engineer,  Inspiration  Consolidated  Copper  Co. 

t  Engineer  with  Power  &  Mining  Department,  General  Electric  Co. 
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Speed  Conditions  Required  for  Automatic  Hoisting 

For  a  very  slow  hoisting  speed  it  may  be  possible  for  the  skip  or  cage 
to  pass  through  the  dump  at  full  speed,  and  a  sufficiently  accurate  stop 
may  possibly  be  obtained  automatically  by  cutting  off  power  and  apply- 
ing the  brakes  at  full  speed.  In  this  case,  either  a  shunt-wound  direct- 
current  motor  or  an  induction  motor  may  be  used.  A  number  of 
slow-speed  automatic  hoists  are  arranged  in  this  manner  and  are  driven 
by  induction  motors.  One  equipment  of  this  type  used  in  mining  work 
is  the  inclined  hpist  for  handling  concentrates  at  one  of  the  mills  of 
the  Arizona  Copper  Co.,  described  by  H.  L.  Hall  in  the  Mining  and 
Engineering  World  for  Apr.  10,  1915.  This  hoist  has  a  rope  speed  of 
approximately  275  ft.  per  minute. 

For  higher  rope  speeds,  at  least  for  speeds  over  400  ft.  per  minute,  it 
is  necessary  to  consider  carefully  the  speed  characteristics  obtainable  from 
the  type  of  drive  proposed.  For  these  higher  rope  speeds,  it  is  necessary 
to  slow  down  before  entering  the  dumping  horns.  Furthermore,  the 
speed  about  midway  in  the  dump  must  usually  be  reduced  below  the 
maximum  safe  speed  entering  the  dump.  A  reasonably  accurate  stop 
is  always  required;  in  some  cases  a  total  variation  of  2  or  3  ft. 
might  not  prove  prohibitive,  but  in  other  cases  the  stop  must  be  more 
accurate.  For  reliable  operation,  it  is  nearly  always  imperative  that  the 
automatic-control  system  shall  act  in  like  manner  irrespective  of  load, 
i.e.,  that  the  rate  of  retardation  and  the  position  of  stopping  be  nearly 
the  same  whether  the  skip  comes  up  loaded  or  empty. 

There  is  only  one  class  of  motive  power  which  is  inherently  suited 
for  automatic  operation  at  high  rope  speeds,  viz.,  the  direct-current  shunt- 
wound  motor  with  voltage  control.  The  speed-torque  characteristics 
for  an  equipment  of  this  character  are  represented  in  Fig.  1.  These 
curves  are  typical  of  this  class  of  equipment,  although  the  exact  slope 
of  the  curves  will  vary  slightly  in  individual  cases.  Curve  1  shows 
the  characteristics  on  the  lowest,  and  curve  5  the  characteristic  on  the 
highest,  speed  position  of  the  controller  for  the  case  selected.  The 
intermediate  curves  represent  three  controller  points  arbitrarily  selected 
out  of  a  total  of  30  or  more.  It  will  be  observed  that  these  curves  are 
nearly,  but  not  quite,  parallel.  That  is  to  say,  the  increase  in  speed  in 
passing  from  full  load  to  no  load  is  approximately,  but  not  exactly, 
the  same  for  the  various  positions  of  the  controller.  The  deviation 
from  parallelism  is  due  to  the  effect  of  armature  reactions  in  the  generator 
and  hoist  motor,  and  may  be  somewhat  different  for  different  cases; 
but  its  effect  is  negligible. 

The  net  advantages  (for  the  purpose  of  automatic  hoisting)  obtained 
by  this  system  of  drive  are  as  follows : 

As  the  hoist  controller  is  moved  back  toward  the  off  position  the 
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hoist  is  retarded.  Id  case  the  net  rope  pull  is  sufficient  and  the  stored 
energy  of  the  moving  system  is  not  too  great,  the  hoist  motor  simply 
drops  back  in  speed  to  correspond  to  the  reduced  generator  voltage 
obtained  on  the  intermediate  position  of  the  controller.  If,  however, 
the  net  rope  pull  is  very  low  (particularly  with  empty  skips  in  balance), 
and  if  the  stored  energy  of  the  moving  system  is  high,  the  hoist  motor 
will  invert,  momentarily,  and  will  act  as  a  generator,  returning  power  to 
the  motor-generator  set.  This  effect  is  represented  in  Fig.  1  by  the  ex- 
tension of  the  curves  below  zero  torque.    In  this  manner,  if  the  controller 


is  moved  toward  the  off  position  more  rapidly  than  the  hoist  tends  to 
come  to  rest  under  the  influence  of  the  load,  the  hoist  motor  forcibly  re- 
tards the  hoist.  If  the  controller  is  moved  back  at  the  same  rate  in 
both  cases,  the  hoist  will  be  retarded  to  nearly  the  same  speed,  and  in 
nearly  the  same  time,  irrespective  of  load  in  the  skip. 

It  is  fairly  obvious  that  the  steam  hoist  is  unable  to  approach  very 
closely  the  speed  conditions  just  described.  The  steam  hoist,  of  course, 
is  capable  of  retarding  a  load  by  working  against  the  steam  or  com- 
pression, but  the  vital  points  in  relation  to  automatic  hoisting  are:  (1) 
for  the  same  throttle  opening  and  cutoff,  the  speed  will  vary  widely  with 
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variation  in  load;  and  (2)  if  the  throttle  is  partly  closed  or  the  cutoff  ad- 
vanced to  a  point  at  which  the  skip  will  enter  the  dump  at  a  suitable 
reduced  speed,  the  engine  will  exert  only  a  alight  retarding  torque  (if 
any)  to  help  retard  from  full  speed  to  the  reduced  speed  at  which  the 
engine  tends  to  continue.  Most  of  the  retardation  must  therefore  come 
from  the  load,  which  is  variable;  or  may  even  be  negative.  Furthermore, 
with  a  partly  closed  throttle  the  final  speed,  at  which  the  engine  trsnds  to 
continue,  will  vary  widely  with  variation  in  load. 

The  induction-motor  hoist,  in  its  relation  to  automatic  hoisting,  has 
somewhat  the  same  characteristics  as  the  steam  hoist.  Fig.  2  repre- 
sents the  speed-torque  characteristics  of  a  typical  mine-hoist  induction 
motor.  In  a  direct-current  hoist,  a  given  retardation  can  be  accom- 
plished in  a  certain  time  and  distance  by  the  same  manipulation  of  the 
control,  irrespective  of  the  load  hoisted.    In  a  steam  or  air  hoist  or  an 


96  SYNCHRONOUS   SfVEO 


induction-motor  hoist,  a  like  retardation  of  different  loads  requires  .dif- 
ferent manipulation  of  the  control. 

These  characteristics  indicate,  and  their  further  consideration 
confirms,  the  conclusion  that  high-speed  mine  hoists  which  are  to  be 
operated  automatically  must  be,  in  almost  all  cases,  driven  by  direct 
current. 

The  Automatic  Hoists  of  the  Inspiration  Consolidated  Copper  Co. 

When  the  layout  of  their  main  shafts  was  under  consideration  by  the 
Inspiration  Consolidated  Copper  Co.,  a  concurrence  of  several  con- 
ditions indicated  the  possibility  of  effecting  a  saving  by  hoisting  the  ore 
automatically.  These  conditions  were  as  follows:  (I)  A  direct-current 
equipment  was  necessary  in  any  case,  as  a  motor-generator  set  was 
1  for  the  flywheel  equalization  as  provided  in  the  power  contract 
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Description  of  Automatic  Cycle 

Before  beginning  automatic  operation  it  is  necessary,  of  course,  that 
each  hoist  be  properly  clutched-in  for  the  loading  level,  with  one  skip  in 
each  shaft  resting  on  the  chairs  below  its  loading  chute.  It  is  not  im- 
portant which  skips  are  on  the  chairs,  provided,  of  course,  that  the 
operator  obtains  a  "release"  of  skips  in  both  shafts  before  starting  the 
automatic  operation.  He  then  introduces  the  automatic  control  by 
closing  two  small  control  switches  and  locking  in  two  levers,  all  on  the 
operating-platform.  This  does  not,  of  itself,  start  the  automatic  opera- 
tion, so  that  the  hoists  may  be  left  standing  in  this  manner  indefinitely. 
To  start  the  automatic  operation,  a  master  controller  is  thrown  to  the 
automatic  running  position,  and  left  there  as  long  as  automatic  hoisting 
continues.  According  to  the  positions  in  which  the  skips  have  been 
resting,  one  hoist  or  the  other  will  start.  Say,  for  example,  No.  1  hoist 
starts,  hoisting  its  South  skip.  The  closing  of  the  master  controller  just 
mentioned  energizes  a  small  pilot  motor  which  moves  No.  1  hoist  con- 
troller gradually  to  the  full-speed  position  in  one  direction.  As  No.  1 
controller  starts  away  from  the  off  position,  it  simultaneously  energizes 
No.  1  generator  field  and  actuates  a  pilot  device  which  releases  the  brakes 
on  No.  1  hoist.  As  the  controller  moves  farther  toward  the  full-speed 
position,  it  gradually  builds  up  the  generator  voltage,  thereby  accelerat- 
ing the  hoist  to  full  speed. 

Toward  the  end  of  its  trip  the  travel  of  No.  1  hoist  actuates  a  pilot 
motor  which  moves  No.  2  hoist  controller  gradually  to  the  full-speed 
position  in  one  direction,  thereby  accelerating  No.  2  hoist  in  a  similar 
manner,  to  hoist  its  North  skip.  Shortly  before  its  skip  enters  the 
dumping  horns,  the  travel  of  No.  1  hoist,  by  means  of  cams,  one  of 
which  is  geared  to  each  drum,  moves  No.  1  controller  gradually  toward 
the  off  position.  This  gradually  decreases  No.  1  generator  voltage, 
thereby  retarding  No.  1  hoist,  and  just  as  its  North  skip  is  about  to  land 
on  the  chairs,  No.  1  controller  comes  into  the  off  position.  This  com- 
pletes the  retardation  and  automatically  applies  the  brakes.  No.  1 
hoist  stands  at  rest  while  No.  2  is  hoisting  its  North  skip.  Toward 
the  end  of  its  trip,  No.  2  hoist  energizes  the  pilot  motor  for  No.  1  con- 
troller so  as  to  start  No.  1  hoist  in  the  opposite  direction,  i.e.,  to  hoist  its 
North  skip.  No.  2  hoist  comes  to  rest  in  the  manner  described  for 
No.l,  and  rests  while  No.  1  is  hoisting  its  North  skip.  Toward  the  end 
of  its  trip,  No.  1  hoist  energizes  the  pilot  control  to  start  No.  2  in  the 
opposite  direction,  i.e.,  to  hoist  its  South  skip.  The  sequence  continues 
in  this  manner  until  stopped  by  the  operator,  as  described  later* 

A  loading  system  is  used  underground  by  which  the  skips  are  auto- 
matically loaded  with  a  predetermined  weight  of  ore  per  trip.  The  re- 
duction of  the  attendance  required  at  the  foot  of  the  shaft  contributes 

▼OI*.  LV. — 2. 


18  AUTOMATIC   OPERATION  OP  MINE  HOISTS 

materially  to  the  advantages  of  automatic  hoisting.  The  automatic 
loading  system  can  be  thrown  out  of  engagement  in  either  shaft  so  that 
the  hoists  may  be  operated  either  automatically  or  by  hand,  for  purposes 
of  inspection  or  adjustment,  without  hoisting  any  ore. 

Variation  in  Rate  of  Automatic  Hoisting 

To  obtain  a  more  rapid  operation  of  the  hoists,  i.e.,  a  greater  number 
of  trips  per  hour,  when  operating  automatically  a  control  switch  may  be 
thrown,  by  which  each  hoist  will  be  started  earlier  in  the  trip  of  the 
other  hoist,  thus  overlapping  to  a  greater  extent  the  trips  of  the  two. 
If  it  is  desired  to  run  the  hoists  automatically  at  fewer  trips  per  hour  than 
normal,  this  is  done  by  introducing  resistance  permanently  in  each 
generator  field  circuit,  to  give  a  rope  speed  lower  than  normal. 

Hand  Control 

When  the  details  of  design  were  first  considered,  one  of  the  chief 
problems  was  the  arrangement  of  the  control  so  that  the  transition  from 
hand  to  automatic  operation,  and  more  especially  the  transition  from 
automatic  to  hand  operation,  might  be  made -without  risk  or  delay,  and 
in  a  manner  easily  remembered  by  any  operator  acquainted .  with  the 
equipment.  To  this  end  the  levers  on  the  operating  platform  which 
operate  the  hoist  controllers  and  brakes  for  hand  control  are  not  dis- 
connected from  the  controllers  or  brake  engines  when  running  auto- 
matically. Consequently,  when  the  automatic  pilot  devices  are  cut  in, 
and  the  hoists  are  operating  automatically,  these  levers  move  back  and 
forth,  as  if  the  hoists  were  being  controlled  by  hand  by  invisible  operators. 
When,  therefore,  the  transition  from  automatic  to  hand  operation  is 
made  during  a  trip,  the  brake  and  controller  levers  of  both  hoists  are 
in  the  correct  positions  and  properly  in  engagement  for  hand  control. 

The  automatic  operation  can  be  interrupted  at  any  time  during  a 
trip.  This  is  done  most  easily  by  throwing  the  master  controller  for 
automatic  operation  to  the  off  position,  which  causes  any  trip  which  is 
under  way  at  the  time  to  be  completed  automatically,  dumping  in  the 
usual  manner,  but  prevents  the  next  trip  from  starting.  If  the  hoists 
are  then  left  standing,  and  not  operated  by  hand,  all  that  is  necessary 
to  start  automatic  hoisting  again  is  to  throw  the  master  controller  to 
the  automatic  running  position  (Fig.  7). 

Before  the  construction  work  at  the  foot  of  the  shafts  and  in  the  bins 
in  the  tipple  had  been  completed  in  all  details,  it  was  necessary  occasion- 
ally to  stop  an  automatic  trip  without  letting  it  dump.  In  such  an  event, 
or  when  necessary  for  any  reason  to  transfer  to  hand  control  before 
completing  a  trip,  the  master  controller  for  automatic  hoisting  is  thrown  " 
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automatic  operation)  as  the  Inspiration  hoists.  In  the  latter,  as  has  just 
been  noted,  the  automatic  control  system  provides  against  overwinding 
in  hand  operation.  An  additional  set  of  emergency-limit  switches  is 
used,  which  gives  similar  protection  in  case  of  failure  of  the  automatic 
control.  During  hand  operation  there  are  effective,  therefore,  two  com- 
plete sets  of  protective  devices  against  overwinding.  For  each  hoist  a 
hand-operated  emergency  switch  is  provided  on  the  operating  platform, 
and  a  similar  emergency  switch  is  located  at  the  foot  of  the  corresponding 
shaft,  by  means  of  which  either  or  both  hoists  may  be  stopped  quickly 
from  the  operating  platform,  or  the  foot.  Without  appreciable  com- 
plication, additional  emergency  switches  may  be  installed  at  other 
points,  if  desired. 

The  operation  of  any  one  or  more  of  these  emergency  devices  cuts  off 
power  from  the  hoist  and  makes  an  emergency  application  of  the  brakes. 
An  emergency,  which  affects  one  hoist  only,  acts  on  the  power  and  brakes 
of  that  hoist  only.  The  failure  of  excitation  or  alternating-current 
power,  which  affects  both  hoists,  cuts  off  power  and  makes  an  emergency 
application  of  the  brakes  simultaneously  on  both  hoists. 

Adjustments  in  Service 

When  unclutching  for  changing  levels,  and  when  taking  up  stretch  of 
ropes,  the  adjustments  are  taken  care  of  as  follows: 

On  the  Inspiration  hoists  it  has  been  the  custom,  whenever  the 
hoists  are  to  be  idle  an  entire  shift,  to  bring  both  skips  to  the  collar  of  the 
shaft,  in  order  to  save  rusting  of  the  ropes.  This  is  done  by  unclutching 
just  as  in  any  ordinary  hoist  with  one  fixed  and  one  clutched  drum.  If 
desirable  for  any  reason,  either  hoist  may  be  run  by  hand  control  either 
out  of  balance  or  clutched  in  for  balance  to  operate  from  other  levels 
than  the  regular  loading  level.  When  clutching  or  unclutching,  the 
adjustments  of  the  automatic  control  system  are  not  touched. 

If  the  shafts  are  sunk  to  the  ultimate  depth  contemplated,  and  the 
present  loading  stations  abandoned,  the  control  can  be  readjusted  to 
operate  automatically  from  the  increased  depth.  Without  changing  the 
adjustment  of  the  control  equipment,  it  is  not  possible  to  operate  auto- 
matically from  levels  differing  considerably  from  the  normal  level  for 
which  adjustment  has  been  made,  but  the  system  is  capable  of  modifica- 
tion so  as  to  hoist  automatically  in  balance  from  any  level  to  the  dump, 
without  readjustment,  all  the  adjustments  being  taken  care  of  auto- 
matically by  clutching  in  at  the  desired  level. 

Stretch  of  ropes  is  taken  up  in  a  simple  manner  which  itself  is  semi- 
automatic and  does  not  require  any  measurements.  The  first  time  it 
was  necessary,  the  stretch  was  taken  up  on  both  ropes  of  one  hoist  in 
about  15  min.,  at  the  end  of  which  all  adjustments  were  in  shape  for 
hand  or  automatic  operation.     The  method  is  as  follows: 
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The  hoist  is  run  into  an  automatic  stop  with  the  skip  on  the  clutched 
side  resting  on  the  chairs.  (This  is  effected  by  the  cam  which  is  geared 
to  the  clutched  drum.)  The  controller  and  cams  are  now  in  the  proper 
position  for  an  automatic  stop  on  this  side;  but  the  rope  on  this  side  has 
unwound  farther  than  normal  by  an  amount  equal  to  the  stretch  or 
slack  which  it  is  intended  to  take  up.  This  cam  is  now  uncoupled,  but 
the  other  cam  is  left  coupled.  The  hoist  is  now  moved  by  hand  control 
Just  far  enough  to  wind  up  the  estimated  amount  of  slack,  and  the  cam 
on  this  side  is  then  coupled  up  to  the  clutched  drum.  This  operation 
takes  up  the  slack  on  the  clutched  side  and  transfers  it  to  the  fixed  side. 
The  hoist  is  now  run,  in  balance,  into  an  automatic  stop  on  the  fixed  drum 
side,  which  lands  the  skip  on  the  fixed  drum  side  on  the  chairs,  and 
brings  the  skip  on  the  clutched  side  into  the  dump.  The  cam  on  the 
fixed  side  is  now  uncoupled,  and  before  moving  the  hoist  to  take  up  slack, 
the  other  drum  is  unclutched,  so  as  to  leave  its  skip  in  the  normal  posi- 
tion in  the  dump.  The  fixed  drum  is  then  moved  sufficiently  to  take 
up  all  the  slack  on  that  side,  i.e.,  the  stretch  of  rope  on  that  side  plus  the 
slack  transferred  to  that  side  by  taking  up  the  stretch  on  the  clutched  drum 
side  just  previously.  The  cam  is  then  coupled  up  to  the  fixed  drum  and 
the  other  drum  is  clutched-in,  which  completes  the  adjustment  of  both 
ropes  and  cams  and  leaves  the  hoist  ready  for  operation.  It  is  necessary, 
of  course,  not  only  to  take  up  stretch  on  each  side,  but  also  to  clutch-in 
at  the  proper  level.  During  the  foregoing  procedure,  after  unclutching 
one  drum  as  described,  the  same  movement  of  the  other  drum  which 
takes  up  the  slack  also  makes  the  necessary  correction  for  level. 

t 

General  Observations  on  Operation 

The  East  shaft  was  ready  for  operation  before  the  construction 
work  had  been  completed  in  the  West  shaft.  The  ropes  were  put  on  No. 
2  hoist,  and  for  purposes  of  test  and  for  a  thorough  tryout  of  the  system, 
both  hoists  were  operated  automatically,  No.  1  hoist  running  auto- 
matically as  if  in  actual  service,  but  without  any  ropes  on  the  drums. 

Both  ropes  were  on  No.  2  hoist  and  both  skips  were  hung  in  the  East 
shaft  by  the  morning  of  July  25,  1915.  During  onfe  shift  on  that  day, 
after  marking  the  ropes  and  the  drum  flanges,  we  coupled  up  the  auto- 
matic control  and  the  depth  indicators  to  the  drums,  checked  up  the 
shaft  and  tipple  clearances,  and  the  adjustment  of  the  cams  for  auto- 
matic retardation  and  stop,  and  hoisted  18  skips  of  ore  by  hand  control, 
using  the  cams  for  automatic  retardation  but  not  using  complete  auto- 
matic operation.  The  following  day,  between  8  a.m.  and  noon,  we  made 
adjustments  for  complete  automatic  operation,  and  hoisted  automatic- 
ally 44  loaded  skips.  The  adjustments  were  refined  somewhat  at  a 
later  date,  but  those  made  during  the  first  three-quarters  of  an  hour  of 
automatic  operation  worked  well. 
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The  same  morning  in  which  the,  equipment  first  operated  auto- 
matically, the  accuracy  of  stop  was  observed  for  12  consecutive  trips, 
i.e.,  six  trips  each  way.  The  total  variation  between  maximum  and 
minimum  was  4  in.  of  rope  travel.  After  a  few  weeks  of  intermittent 
operation,  similar  observations  were  taken.  In  20  consecutive  trips 
(10  each  way),  the  total  variation  between  maximum  and  minimum  was 
only  1.5  in.  of  rope  travel  in  one  direction  •  and  1.25  in.  in  the  other. 
During  this  time  the  ore  hung  back  in  the  loading  pockets  on  one  side, 
so  that  six  of  the  trips  included  in  the  above  figures  were  made  empty. 
It  is  significant  that  this  variation  of  1.5  in.  is  only  1  per  cent,  of  the 
distance  traveled  per  second  at  full  speed  of  the  hoist. 

Attendance 

To  operate  two  hand-controlled  hoists,  either  steam  or  electric,  of 
the  size  and  importance  of  these,  would  require  at  least  two  operators 
per  shift;  and  according  to  practice  in  some  localities,  an  oiler  would 
be  employed  in  addition  to  the  two  operators. 

For  the  operation  of  these  two  automatic  hoists  there  is  required 
only  one  operator,  who  is  able  to  attend  to  the  oiling  and  to  whatever 
hand  operation  of  either  hoist  may  be  necessary  on  his  shift. 

General  Conclusions 

In  the  section  of  the  paper  dealing  particularly  with  the  Inspiration 
hoists,  it  is  our  purpose  principally  to  describe  the  operating  features 
and  the  results  accomplished  by  the  system,  as  it  would  expand  this 
paper  to  an  excessive  length  to  describe  fully  the  essential  details  of 
design  of  the  control  equipment  by  which  these  results  were  attained. 
It  would  enlarge  the  paper  still  more  to  enter  into  the  reasons  in  accord- 
ance with  which  the  methods  were  selected  for  performing  the  several 
necessary  functions  of  this  control  system.  When  the  design  of  the 
equipment  was  undertaken  several  engineers  worked,  at  first  inde- 
pendently and  then  in  consultation,  in  order  to  give  due  consideration 
to  all  practicable  methods  of  operation  of  the  various  details,  and  as  a 
result  several  arrangements  were  studied  and  discarded  before  settling 
on  the  one  finally  adopted.  It  was  this  thorough  preliminary  study  of 
the  entire  situation  which  made  it  possible  to  begin  practical  automatic 
operation  promptly,  after  the  skips  were  hung  in  the  shaft. 

Differences  in  operating  conditions  will  naturally  require  different 
methods  of  control,  so  that  it  is  to  be  expected  that  for  large  automatic 
mine  hoists  which  may  be  built  in  the  future  the  control  system  will 
differ  from  the  Inspiration  system  in  several  respects.  However,  the 
exhaustive  investigation  of  the  subject  which  preceded  this  installation 
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and  the  experience  gained  in  the  adjustment  and  starting  of  the  Inspira- 
tion equipment,  make  it  possible  to  determine  readily  the  feasibility  of 
other  proposed  automatic  hoists  for  different  conditions  of  operation. 
The  experience  thus  gained  makes  it  practicable,  moreover,  to  build 
equipments  for  greater  depths,  higher  speeds,  or  other  exacting  con- 
ditions for  which,  without  this  experience,  it  would  be  impossible  to  make 
designs  with  reasonable  certainty  of  success. 

The  application  of  automatic  mine  hoists  will  always  be  limited 
by  the  fact  that  operation  cannot  be  truly  automatic,  except  where  the 
conditions  of  hoisting  are  reasonably  uniform.  In  other  words,  where, 
under  prevailing  conditions,  the  attendance  of  an  operator  is  required 
practically  continuously  throughout  the  shift  in  order  to  change  levels, 
hoist  or  lower  loads  out  of  balance,  or  handle  men,  it  is  impossible  to 
realize  any  practical  advantages  by  operating  automatically  during 
the  short  periods  of  hoisting  ore  regularly  from  any  one  level.  On  the 
other  hand,  entire  uniformity  is  not  necessary  in  order  to  make  automatic 
operation  practicable.  As  an  illustration,  consider  the  case  of  a  main 
hoist  serving  a  few  levels,  and  an  auxiliary  hoist  in  the  same  hoist  house 
handling  all  men,  timbers,  supplies,  waste,  etc.,  for  all  the  levels  served 
by  the  main  hoist.  Conditions  of  operation  may  possibly  be  sufficiently 
favorable  so  that  if  the  main  hoist  is  arranged  for  automatic  operation 
(or  for  semi-automatic  control  from  the  level  stations  by  the  skip  tender), 
the  operator  for  the  auxiliary  hoist  will  be  able  to  take  care  of  the  hand 
operation  required  on  the  main  hoist. 

It  may  reasonably  be  anticipated  that  from  time  to  time  various 
mine-hoisting  projects  will  come  up  for  consideration  in  which  the 
possibilities  offered  by  automatic  hoisting  should  by  no  means  be  dis- 
missed without  investigation. 
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Comparative  Friction  Test  of  Two  Types  of  Coal  Mine  Cars 

BY  P.  B.  LIEBEHMANN,*  NEWARK,  N.  J. 
(Arizona  Meeting,  September,  1916) 

The  resistance  to  motion  offered  by  mine  cars  is  caused  principally 
by:  Rolling  friction,  flange  friction,  bending  rails,  bearing  friction  and 
wind  resistance.  With  proper  construction  and  with  a  fair  amount  of 
attention  and  care,  that  is,  under  favorable  conditions,  the  first  three 
items  cannot  be  greatly  improved.  The  wind  resistance  ordinarily  is 
negligible  on  account  of  the  slow  speeds  commonly  used.  The  bearing 
friction,  however,  is  a  variable  item,  depending  upon  the  design,  the 
bearing  material,  the  lubrication,  the  location  (whether  in  wheel-hub  or 
on  car-body)  and  the  alignment.  Under  the  most  favorable  conditions 
the  bearing  friction  will  reach  a  lowest  possible  value.  By  the  develop- 
ment of  a  successful  anti-friction  mine-car  bearing  this  lowest  value  has 
been  improved  to  such  an  extent  as  to  affect  the  whole  system  of  mine 
haulage. 

After  being  satisfied  of  their  durability  and  certainty  of  operation,  any 
investigation  into  the  advantages  of  anti-friction  bearings  for  mine  cars 
will  have  to  be  based  upon  reliable  information  as  to  the  saving  in  power 
of  such  bearings.  While  numerous  tests  have  been  made  in  this  direction, 
the  results  have  not  always  been  convincing,  principally  because  of  the 
rather  crude  methods  that  were  employed.  These  crude  methods  are 
the  main  cause  of  the  wide  variations  existing  in  regard  to  the  exact 
amount  of  the  frictional  resistance. 

Frequently  an  ordinary  spring  balance  is  used  and  the  pull  necessary  to 
move  a  certain  car  or  train  of  cars  is  obtained  by  a  number  of  readings. 
Such  spring  balances  necessarily  have  a  coarse  graduation  and  the  con- 
tinuous vibration  and  fluctuations  to  which  they  are  subjected  make 
them  highly  dependent  upon  the  individual  observer.  Further,  they 
must  be  frequently  calibrated.  Sometimes  these  tests  were  made  without 
regard  to  acceleration,  speed  or  even  grade. 

The  method  of  using  an  electric  locomotive  as  a  testing  device  is 
perhaps  more  open  to  criticism  than  the  spring-balance  method,  because 
it  introduces  additional  sources  of  error:  The  varying  electrical  and 
mechanical  losses  in  the  locomotive.  Also,  such  a  measurement  always 
includes  the  power  necessary  to  move  the  locomotive  itself. 

This  means  a  considerable  amount  of  figuring,  and  the  results  due  to 
Mm  various  multiplications  and  corrections  may  be  of  little  value,  for 
obvious  reasons.     When  figuring  the  drawbar  pull  from  the  electrical 

*  Engineer  of  Tests,  Hyatt  Roller  Bearing  Co. 
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readings,  a  proper  connection  between  drawbar  pull,  speed  and  location 
on  the  track  is  not  easily  established  on  account  of  the  separate  observa- 
tions of  the  individual  operators.  Additional  errors  can  be  caused  by 
changing  locomotives  during  a  series  of  tests,  by  the  use  of  sand  during 
a  test  or  by  operating  the  controller  on  resistance  points  and  making  no 
allowance  for  this. 

When  it  was  decided  some  time  ago  to  start  a  thorough  investigation 
into  the  merits  of  flexible  roller  bearings  in  comparison  with  ordinary 
plain  bearings  for  mine-car  use,  it  was  clearly  seen  that  it  would  be  very 
desirable  to  design  a  special  testing  device  for  that  purpose.  The  follow- 
ing requirements  suggested  themselves  as  desirable  in  making  the  testing 
device  convincing  and  beyond  criticism: 

1.  Take  all  readings  graphically,  that  is,  by  means  of  recording  in- 
struments, so  as  to  be  free  from  the  influence  of  the  individual  operator. 
Arrange  all  readings  in  their  proper  relation  and  side  by  side  on  a  con- 
tinuous strip  of  properly  graduated  record  paper. 

2.  Eliminate  corrections  and  reduce  the  amount  of  figuring  to  a 
minimum. 

3.  Exclude  the  locomotive  and  measure  train  resistance,  or  drawbar 
pull,  directly. 

4.  Determine  the  speed  of  the  train  for  every  drawbar  pull  reading. 

5.  Determine  the  time  taken  to  travel  over  a  certain  section  of  the 
road. 

6.  Determine  the  corresponding  position  on  the  track  of  the  train 
under  test  and  show  the  grade  on  which  the  train  is  running. 

A  testing  device  combining  all  these  requirements  has  been  designed 
by  the  author  in  the  form  of  a  dynamometer  car  (Fig.  1).  This  car  is 
absolutely  self-contained  and  is  intended  to  be  placed  in  front  of  the  cars 
that  are  to  be  tested  and  behind  the  locomotive. 

The  dynamometer  car  contains  the  following  instruments: 

1.  A  hydrostatic  pressure  diaphragm,  connected  by  means  of  a  heavy 
brass  tube  to  a  pressure  gage  and  recording  pen.  The  whole  system  is 
filled  with  oil  and  is  permanently  sealed  after  great  care  has  been  taken 
to  expel  every  particle  of  air. 

2.  An  electric  speedometer.  This  consists  of  a  good-sized  magneto, 
chain-driven  from  one  of  the  axles,  and  a  recording  voltmeter,  calibrated 
to  register  directly  miles  per  hour. 

3.  A  time-marker  clock,  which  makes  a  mark  on  the  record  paper 
once  every  5  sec.  and  a  double  mark  every  minute. 

4.  The  apparatus  for  driving  the  record  paper.  The  paper  travels 
from  the  paper  roll  over  a  table  and  past  the  recording  pens  to  a  drum 
which  is  chain-driven  from  one  of  the  axles. 

The  three  readings:    Drawbar  pull,  speed,  and  time,  are  recorded 
simultaneously  and  are  so  arranged  as  to  be  always  in  synchronism. 
The  profile  of  the  road  over  which  a  test  is  run  is  added  by  hand  on 
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either  side  bumper  cars  or  center  bumper  cars.  The  drawheads  were 
arranged  to  accommodate  any  existing  coupling. 

The  dynamometer  car  was  built  according  to  the  author's  specifica- 
tions and  under  his  supervision  at  the  shop  of  the  Tinius  Olsen  Co., 
Philadelphia. 

A  number  of  tests  have  been  made  with  the  dynamometer  car  since 
it  was  put  into  commission  late  last  summer.  The  test  described  in  this 
paper,  while  the  least  favorable  for  the  roller  bearings,  is  of  considerable 
interest  due  to  the  fact  that  it  was  witnessed  by  a  large  number  of  mining 
engineers  and  other  critics. 

Right  at  this  point  it  should  be  remembered  that  as  far  as  the  running 
gear  of  mine  cars  is  concerned  there  are  wheel-hub  bearings,  bearings  in 
outside  boxes,  and  bearingsin  inside  boxes  depending  on  the  location  of 
the  bearings  in  relation  to  the  wheels.  Besides  this  there  are  axles  with 
two  loose  wheels,  axles  with  one  tight  and  one  loose  wheel,  axles  with 
two  tight  wheels  and  axles  split  in  the  middle  with  one  wheel  on  each 
half.  These  different  arrangements  of  bearings  and  axles  will  un- 
doubtedly affect  the  train  resistance  and  while  a  split  axle  with  bearings 
in  inside  boxes  like  the  Anaconda  type  represents  the  best  engineering 
practice,  it  ifl  obvious  that  for  a  particular  investigation  only  such  an 
arrangement  can  be  considered  as  is  representative  of  the  conditions 
existing  in  the  respective  territory.  In  the  bituminous-coal  mines  wheel- 
hub  bearings  are  used  almost  exclusively  and  therefore  a  comparative 
test  conducted  in  a  bituminous  mine  should  be  based  on  bearings  located 
in  the  wheel  hubs.    Such  a  test  is  described  in  this  paper. 

This  particular  test  was  made  at  the  Greensburg  Coal  Co.'s  mine  at 
Greensburg,  Pa.,  in  cooperation  with  the  H.  C.  Frick  Coke  Co.,  which  was 
represented  by  its  Chief  Mechanical  Engineer,  C.  E.  Huttelmaier.  The 
test  was  run  on  the  main  haulage  road  underground  to  determine  the 
saving  in  tractive  effort  of  mine  cars  equipped  with  roller  bearings  as 
compared  with  mine  cars  equipped  with  plain  bearings  under  identical 
conditions  of  operation. 

The  following  types  of  mine  cars  were  tested: 


Item 
No. 


Type  of 
Wneel 


Location  of 
Bearing 


Diame- 
ter of 
Axle  in 
Bearing. 
Inches 


Length  of 
Bearing 


Track 
Gage, 
Inches 


Diame- 
ter of 
Wheels. 
Inches 


Wheel 

Base, 

Inches 


Drawbar 
to  Top 

of  Rails, 
Inches 


1.     Roller  bear- 

In wheel  hub 

2% 

8  in.  length     40 

18 

27 

15^ 

ing 

of  rollers 

2.     Plain  bore 

In  wheel  hub 

2H 

8  in.  length     40 
of  hub 

18 

27 

:   15K 

i 

These  are  steel  cars  built  by  the  Hockensmith  Wheel  &  Mine  Car  Co., 
and  are  identical  in  every  respect  except  bearings.  The  roller  bearings 
have  a  planished  outer  race  with  the  flexible  rollers  running  directly  on 
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the  axle.  The  plain  bearings  are  formed  by  the  hub  of  the  cast-iron 
wheels  (Fig.  2).  The  end  thrust  in  each  case  is  taken  care  of  by  the  wheel 
hub  rubbing  against  the  cast-iron  axle  box  on  the  bottom  of  the  car.  The 
cars  equipped  with  roller  bearings  had  been  in  service  about  two  years 
before  this  test  was  made.  As  there  are  no  plain-bearing  cars  in  the 
Greensburg  mine,  the  wheels  of  20  roller-bearing  cars  were  removed  and 
replaced  with  plain  bore  wheels.  The  plain  bearings  were  run  for  some 
three  weeks  before  this  test  was  made;  this  was  considered  a  sufficient 
length  of  time  to  wear  these  bearings  down  to  a  good  bearing  seat.  As 
the  hub  of  the  plain  bore  wheels  was  somewhat  shorter  than  the  hub  of 
the  roller-bearing  wheels,  a  washer  of  proper  thickness  was  inserted  at 
each  end  of  the  plain  bore  wheels.  All  roller  bearings  were  filled  with 
fresh  grease  before  the  test.    The  old  grease  was  not  drawn  off  nor  was 
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Fig.  2. — Types  op  Wheels  Tested. 

any  cleaning  or  overhauling  done.  The  lubricant  used  was  a  thin  grease. 
The  plain  bearings  were  lubricated  with  ordinary  black  oil  prior  to  this 
test. 

For  the  actual  test  two  different  trains  of  20  cars  each  were  used, 
one  train  being  made  up  of  cars  with  roller-bearing  wheels,  the  other 
train  consisting  of  cars  with  plain  bore  wheels.  The  cars  of  the  two 
trains  were  loaded  as  uniformly  as  possible  with  coal,  just  as  obtained 
in  every-day  practice.  The  brake  action  was  the  same  on  all  cars  as 
nearly  as  could  be  judged.  Each  car  weighs  loaded  7,150  lb.;  therefore 
each  train  of  20  cars  weighs  143,000  lb.  or  71.5  tons.  One  train  at  a 
time  was  tested  by  pulling  it  by  means  of  an  electric  locomotive  over 
the  4,116  ft.  of  track  whose  profile  is  shown  on  the  charts;  the  dyna- 
mometer car  was  inserted  between  the  locomotive  and  the  train  in  such 
a  way  that  its  own  resistance  is  not  indicated  on  the  record  charts.  The 
test  of  each  type  of  train  was  repeated  three  times. 

The  rails  of  the  track  weigh  40  lb.  per  yard.  They  were  dry  and  in 
good  condition  when  these  tests  were  made.  A  careful  calibration  of 
the  dynamometer  car  before  and  after  the  test  showed  all  instruments 
indicating  correctly. 
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The  results  of  the  tests  are  recorded  on  the  charts,  two  copies  of  which 
are  shown  in  Figs.  4  and  5.  Instantaneous  values  of  drawbar  pull  and 
speed  for  any  place  on  the  track  can  be  seen  on  the  charts  at  a  glance. 
For  average  values  a  piece  of  tangent  track  of  sufficient  length  and  of 
nearly  uniform  grade  and  over  which  the  speed  was  fairly  uniform  was 
selected.  The  average  drawbar  pull  and  speed  were  obtained  from  the 
charts  by  the  use  of  a  planimeter. 


Dynamometer 


Locomotive 


T  A 


Train  of  Oars  Tested  (20  Oar  Train) 
* 
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Fia.  3.— Test  Train. 


The  following  average  values  were  found : 


Type  of  Bearings 


Average 

Grade, 

Per  Cent. 


Test  No. 


Average  Draw- 
bar Pull, 
Pounds 


Average 

Speed, 

Miles  per  Hour 


Roller 


2.4 


Plain. 


2.4 


4 
5 
6 

4,410 
4,350 
4,280 

5.75 
6.56 
5.56 

1 
2 
3 

5,250 
5,070 
5,190 

5.70 
5.78 
5.30 

Average  of  tests  4,  5  and  6. 
Average  of  tests  1/2  and  3. 


4,347 
5,170 


5.98 
5.59 


To  correct  these  figures  for  grade,  20  lb.  per  ton  per  1  per  cent,  must  be 
subtracted  from  the  above  drawbar  pull.  For  the  train  weight  of  71.5 
tons  and  the  average  grade  of  2.4  per  cent,  the  correction  amounts  to 
3,432  lb.  for  each  train. 

The  corrected  tractive  effort  for  the  roller-bearing  cars  therefore 
amounts  to: 

4,347  -  3,432  =  915  lb.  at  5.98  miles  per  hour 

and  for  the  plain-bearing  cars: 

5,170  -  3,432  =  1,738  lb.  at  5.59  miles  per  hour 

Expressed  in  pounds  per  ton  this  means  for  the  roller-bearing  cars 
12.8  lb.  per  ton  and  for  the  plain-bearing  cars  24.3  lb.  per  ton. 

Disregarding  the  slight  difference  in  speed,  the  saving  in  drawbar 
pull  in  favor  of  roller-bearing  cars  therefore  amounts  to  47.25  per  cent. 
In  other  words,  a  locomotive  of  a  certain  size  would  be  able  to  pull  the 
following  number  of  cars  provided  the  speed  is  the  same  in  each  case: 
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Discussion 

Edwin  M.  Chance,  Wilkes-Barre,  Pa.  (communication  to  the  Secre- 
tary*),— I  have  read  with  great  interest  Mr.  Liebermann's  paper  report- 
ing dynamometer  tests  of  mine  cars  and  wish  to  express  my  appreciation 
of  this  investigation.  The  coal-mining  industry  needs  just  such  precise 
study  of  the  problems  with  which  it  is  confronted. 

It  would  seem,  however,  that  the  writer  has  demonstrated  that  a 
high-grade  grease  is  superior  to  black  oil  as  a  mine-car  lubricant  rather 
than  that  roller-bearings  are  superior  to  plain.  While  it  is  reasonable 
to  believe  that  roller  bearings  will  cause  less  friction  than  plain  when 
used  on  the  trucks  of  mine  cars,  still  this  point  can  not  be  conceded  on  the 
strength  of  the  tests  quoted,  for  in  these  tests  grease  was  the  lubricant  of 
the  roller  bearings,  while  the  usual  black  oil,  of  low  lubricating  value,  was 
the  lubricant  of  the  plain  bearings.  Under  these  conditions,  a  case  is 
made  for  the  lubricant  rather  than  for  the  bearings. 

Some  time  ago  certain  of  the  coal  mining  companies  with  which  I  am 
associated  called  upon  me  to  have  a  high-grade  grease  prepared  for  them 
for  use  in  plain  mine-car  bearings.  This  problem  was  successfully  solved 
and  this  lubricant  has  now  been  in  use  for  some  years.  The  fact  has 
been  established  that  the  ordinary  plain  mine-car  journals  are  especially 
susceptible  to  such  a  lubricant  and  that  its  use  greatly  decreases  the 
drawbar  pull  of  these  cars.  The  fact  must  be  borne  in  mind,  however, 
that  the  exigencies  of  this  service  require  a  special  grease  and  that  the  use 
of  the  ordinary  grades  of  cup  grease  will  surely  spell  disaster. 

It  would  be  indeed  interesting  to  have  tests  of  the  same  degree  of 
precision  as  those  reported  made  upon  cars  with  plain  bearings  lubricated 
with  black  oil  and  special  mine-car  grease  and  to  compare  the  latter  with 
tests  under  like  conditions  made  upon  cars  equipped  with  roller  bearings. 

Charles  Legrand,  Douglas,  Ariz,  (communication  to  the  Secre- 
tary f). — Mr.  Liebermann's  paper  on  friction  tests  of  two  types  of  coal- 
mine cars  is  very  interesting.  It  is  a  pity  that  the  dynamometer  car  was 
not  designed  for  use  on  tracks  of  18  to  24  in.,  as  this  is  the  most  usual 
gage  in  metal  mines  in  this  part  of  the  country. 

I  have  tried  to  make  tests  by  means  of  an  ordinary  spring  dynamome- 
ter and  find,  as  stated  by  Mr.  Liebermann,  that  this  method  is  very 
unsatisfactory,  as  the  conditions  of  mine  tracks  are  too  variable  to 
produce  a  steady  pull  on  the  dynamometer.  It  would  be  very  valuable 
to  the  mining  industry  to  have  accurate  tests  taken  on  narrow-gage  track, 
to  determine  not  only  bearing  friction,  but  the  total  track  resistance. 
Such  tests  would  convince  the  mine  managers  that  it  pays  to  lay  heavy 
tracks  and  keep  them  in  good  condition. 

*  Received  June  24,  1916. 
t  Received  July  5,  1916. 
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Personally,  I  have  always  been  in  favor  of  the  roller  bearing,  not  only 
on  account  of  its  lower  friction  but  also  on  account  of  its  smaller  main- 
tenance and  lubricating  costs.  To  be  successful,  however,  this  type  of 
bearing  has  to  be  dustproof .  On  a  narrow-gage  car  this  is  usually  done 
by  inclosing  the  whole  axle  in  a  casting  which  also  supports  the  two 
bearings.  This  casting  acts  as  an  oil  reservoir  and  permits  the  car  to 
be  run  a  whole  month  with  one  oiling. 

I  hope  that  Mr.  Liebermann  will  continue  his  work  and  make  tests 
of  the  narrow-gage  cars. 

John  Phillips,  Pittsburgh,  Pa.  (communication  to  the  Secretary*). — 
I  am  familiar  with  the  test  made  by  the  Greensburg  Coal  Co.  and  de- 
scribed in  Mr.  Iiebermann's  interesting  paper,  although  I  was  not 
personally  present.  Mr.  Iiebermann's  results  on  the  Hockensmith  plain- 
bearing  wheels  compare  closely  with  tests  which  have  been  made  else- 
where and  show  a  considerable  saving  in  favor  of  the  roller  bearings. 
However,  as  the  grade  increases,  the  ratio  in  favor  of  the  roller  bearings 
decreases  until,  on  a  4  per  cent,  grade,  their  efficiency  is  only  11  per  cent. 
greater  than  that  of  the  plain  bearings,  as  shown  by  the  following  official 
figures  of  the  Hyatt  company: 

Test,  Oct.  3,  1915 

Pounds 

Weight  of  car 2,650 

Weight  of  coaL 4,500 

TotaL 7,150 

Weight  of  20  cars  loaded,  2.4  per  cent,  grade  average..     71.5  tons. 

Correction 48  lb.  per  ton. 

715  X  48  -  3,432  lb. 
4,280  5,190 

4,350  5,070 

4,410  5,250 

3)13^040  3)15,510 

4,347  Hyatt  5,170  plain 

4,347  5,170 

3,432  3,432 

915  1,738 

915 
Frictional  resistance  for  Hyatt,  ~-rk  =  12.8  lb.  per  ton. 

1  738 
Frictional  resistance  for  plain  bearings,  i,  5  =  24.3  lb.  per  ton. 

It  will  be  noticed  that  all  the  readings  were  taken  on  a  straight  track 
on  an  average  grade  of  2.4  per  cent.  Had  any  of  the  readings  been  taken 
on  a  curve,  we  are  confident  that  the  drawbar  pull  on  both  the  roller 
bearings  and  the  plain  bearings  would  have  been  considerably  higher 

*  Received  July  10,  1916. 
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Drawbar,  Pound*  per  Ton 


Roller  Bearings 


Plain  Bearings 


Grade, 
Per  Cent. 


Per  Cent. 
Saving 


Percentage  Cars  Pos- 
sible to  Add  in  Case 
of  Roller  Bearings 


12.8 
32.8 
52.8 
72.8 
92.8 


24.3 
44.3 
64.3 
84.3 
124.3 


level 
1 
2 
3 

4 


47M 
26.0 
17.9 
13.6 
11.0 


90.0 
35.0 
21.8 
15.8 
12.4 


when  the  train  was  rounding  the  curve,  because  the  axles  of  the  Hocken- 
smith  trucks  are  of  straight  cold-rolled  steel  without  collars,  and  in  round- 
ing the  curve  the  car  naturally  shifts  against  the  inside  wheel.  The 
rear  hubs  of  the  wheels  are  necessarily  large  in  order  to  admit  the  bearings, 
and  the  large  hub  grinding  against  the  box  creates  considerable  friction, 
which  would  increase  the  drawbar  pull  on  a  curve. 

Records  of  three  tests  conducted  by  the  Engineering  Department  of 
the  Pittsburgh  Coal  Co.,  on  three  different  types  of  wheels,  are  given 
below.  At  Essen  No.  3  mine,  the  Jarvis  Adams  roller  bearings  were 
used;  at  the  Champion  mine,  Eureka  wheels  and  angle-bar  trucks  (the 
wheels  being  similar  to  the  plain-bearing  wheels  used  in  the  Greensburg 
test),  and  at  the  Dickson  mine,  our  open-cap  wheel  trucks.  Inasmuch 
as  the  drawbar  pull  on  the  Hockensmith  plain-bearing  wheels  at  Cham- 
pion agrees  very  closely  with  the  results  on  the  Hockensmith  plain 
bearings  at  Greensburg,  the  results  may  be  taken  as  approximately  cor- 
rect, and  show  the  following  comparison: 

Hyatt  roller  bearings  at  Greensburg 12.8    lb.  per  ton. 

Jarvis  Adams  roller  bearings  at  Essen  No.  3 15.14  lb.  "per  ton. 

Open-cap  trucks,  Dickson  mine 18.48  lb.  per  ton. 

Hockensmith  plain  bearings,  Champion  mine 24.40  lb.  per  ton. 

Hockensmith  plain  bearings,  Greensburg 24.30  lb.  per  ton. 

The  figures  on  the  Hyatt  bearings  were  lower  than  we  anticipated, 
as  we  had  always  supposed  that  the  Jarvis  roller  bearings  when  new  and 
in  good  condition  were  the  easiest  running  on  the  road.  Our  open-cap 
truck  costs  about  the  same  as  the  Hockensmith  angle-bar  truck,  but  runs 
about  25  per  cent,  easier.  The  cost  of  the  roller-bearing  truck  is  about 
$10  to  $12  per  car  more  than  our  truck,  and  on  the  basis  of  the  Greens- 
burg figures  runs  about  30  per  cent,  easier. 

From  the  above  data,  I  think  that  it  is  safe  to  say  that  it  would  be 
well  for  Mr.  Liebermann,  or  some  person  equally  well  qualified  to  carry 
out  this  class  of  tests,  to  pursue  it  much  further,  both  as  to  different 
kinds  of  wheels,  and  to  the  character  of  roads,  which  would  include  dif- 
ferent grades  and  varied  curvature,  before  a  thorough  comparison 
could  be  mado  and  a  conclusion  arrived  at  that  would  be  entirely 
satisfactory. 
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The  Water  Problem  at  the  Old  Dominion  Mine 

BT   P.   O.  BECKETT)*  GLOBE,   ARIZ. 
(Arisona  Meeting.  September,  1916) 

The  problem  of  handling  the  large  quantities  of  water  encountered 
in  the  Old  Dominion  mine  presents  many  features  of  interest.  In  the 
present  paper  are  discussed  the  probable  sources  of  water,  the  pumping 
equipment,  the  increased  flow  into  the  mine  in  the  early  part  of  1915, 
culminating  in  the  flooding  of  the  18th  and  16th  levels  in  March  of  that 
year,  and  the  difficulties  that  were  met  with  during  the  high- water  period. 

I.  PRELIMINARY 

The  Old  Dominion  mine,  situated  1  mile  north  of  the  town  of  Globe, 
Ariz.,  has  long  been  one  of  the  prominent  copper  producers  of  the  State, 
and  until  the  opening  up  of  the  copper  schist  deposits  in  the  neighboring 
mines  of  Miami,  was  responsible  for  the  greater  part  of  the  copper  output 
from  the  Globe  district. 

As  the  gradual  exhaustion  of  its  orebodies  near  the  surface  led  to  the 
downward  development  of  the  mine,  more  water  was  encountered  in  the 
western  portions  directly  underlying  the  dacite  formation  until  the  drain- 
age problem  became  a  serious  factor  in  the  operation  of  the  mine  and  in 
the  economical  extraction  of  the  ore. 

A  heavy  inrush  of  water  on  the  10th  level  of  the  mine  in  1906,  pre- 
ceded by  still  earlier  water  difficulties,  rendered  imperative  the  immediate 
installation  of  a  pumping  equipment  capable  of  handling  large  flows  of 
water.  While  the  Old  Dominion  has  been  recognized  as  a  wet  mine  since 
its  early  days  and  one  in  which  the  complete  control  of  the  water  situa- 
tion was  of  paramount  importance  in  the  development  of  the  lower  levels, 
it  is  chiefly  in  the  last  nine  years,  since  the  installation  of  the  increased 
pumping  equipment,  that  the  mine  has  developed  and  handled  large 
quantities  of  water. 

Its  maximum  pumping  record  was  reached  in  the  first  six  months  of 
1915,  during  which  time,  following  a  prolonged  period  of  abnormal  pre- 
cipitation,  the  pumps  handled  1,624,740,000  gal.  of  water;  while  in  the 
month  of  March  alone,  over  407,000,000  gal.  of  water  were  pumped  from 
the  mine. 


*  General  Manager,  Old  Dominion  Copper  Mining  &  Smelting  Co. 
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II.  PROBABLE  SOURCES  OF  WATER 

For  a  proper  understanding  of  the  fundamental  conditions  affecting 
the  flow  of  water  into  the  mine,  a  brief  description  is  necessary  of  the 
topography  and  structural  geology  of  the  surrounding  district,  together 
with  a  review  of  the  prevailing  climatic  conditions  and  a  detailed  study 
of  the  drainage  of  the  Old  Dominion  area. 

Topography  and  Structural  Geology 

Globe  is  situated  at  an  elevation  of  3,500  ft.  above  sea  level  on  Pinal 
Creek,  the  main  drainage  channel  of  the  district,  which  rises  in  Pinal 
Mountains  and  flows  on  a  very  even  grade  northwest  to  where  it  joins 
the  Salt  River. 

The  topography  surrounding  Globe  is  irregular,  but  consists  in  general 
of  a  broad  valley  of  rolling  and  slightly  hilly  lowland  country,  rising  on 
either  side  of  Pinal  Creek  and  stretching  to  gradual  rising  foothill  country, 
which  in  turn  to  the  southwest  flanks  Pinal  Range,  the  main  mountain 
range  of  the  district  (with  an  elevation  of  7,850  ft.  at  its  highest  peak), 
and  to  the  northeast  is  terminated  by  the  less  steep  and  less  conspicuous 
Apache  Mountain  range.  Almost  the  entire  portion  of  the  valley  zone 
to  the  west  of  Pinal  Creek  and  country  east  of  it  south  of  the  town  of 
Globe,  lies  in  Gila  conglomerate,  the  most  recent  gravel  formation,  while 
north  and  east  of  Pinal  Creek,  in  the  immediate  vicinity  of  the  Old 
Dominion  and  United  Globe  mines,  the  surface  formation  consists  of  a 
much  faulted  and  geologically  complex  area  of  limestones  and  quartzites 
intruded  by  diabase,  mainly  represented  by  a  mammoth  sill  interlocated 
between  the  Cambrian  "  Mescal "  limestone  and  the  upper  Cambrian  or 
"Troy"  quartzite  and  by  several  small  dikes  of  quartz  monzonite  por- 
phyry which  also  cut  the  diabase.  These  formations  dip  gently  to  the 
Houthwest  toward  Pinal  Creek,  and  west  of  the  main  "A"  shaft  are 
overlain  by  a  flow  of  dacite,  which  is  in  turn  covered  by  the  more  recent 
Gila  conglomerate  to  the  west  of  Pinal  Creek. 

In  the  area  northeast  of  the  main  "A"  shaft,  the  less  easily  eroded 
qimrtzites  largely  form  the  capping  of  the  ridges  of  the  surrounding 
hills,  while  the  gulches  and  basins  are  carved  in  the  comparatively  easily 
weathered  diabase,  the  gulches  often  following  the  fault  zones. 

The  lower  foothills  of  the  Pinal  Range,  south  and  southwest  of  the 
mine,  change  from  the  conglomerate  of  the  valley  or  trough  zone  to  the 
pre-Cambrian  Pinal  schist  of  the  main  range,  large  areas  of  which,  in- 
truded by  granitic  rocks,  stretch  to  the  northwest  of  the  quadrangle.  A 
columnar  section  of  the  geologic  formations  of  the  district  is  shown  in 

Fig.  1. 

The  main  "  A  "  shaft  of  the  Old  Dominion  mine  is  sunk  in  the  foot  wall 
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Fio.  1. — CoLUMifAi  Suction  Showing  Geologic  Formations,  Globe  District. 
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of  the  Old  Dominion  vein,  a  fault  zone  with  a  northeast-southwest  trend, 
and  from  which,  occurring  in  the  form  of  big  lenses  or  shoots,  the  princi- 
pal ore  extraction  has  come. 

Southwest  of  the  "A"  shaft,  as  has  been  described  before,  the  sede- 
mentaries  dip  gently  to  the  west  and  are  covered  by  a  lava  flow  post- 
Mesozoic  in  age,  which  increases  in  thickness  from  its  taper  point,  where 
it  overlaps  the  older  formations  near  the  "A"  shaft  to  some  350  ft. 
directly  below  Pinal  Creek,  thus  effectively  covering  all  trace  of  the  ore 
zone  in  its  westward  trend.  The  Quaternary  Gila  conglomerate,  as 
now  exposed,  shows  some  2,000  ft.  west  of  the  "A"  shaft.  This  forma- 
tion also  gains  in  thickness  toward  the  west,  and  reaches  a  thickness  of 
1,000  ft.  a  short  distance  southwest  of  Pinal  Creek.  Between  the  dacite 
and  upper  gravel  formation,  there  occurs  a  mass  of  Madera  diorite,  which 
was  probably  thrust-faulted  into  its  present  position  in  post-dacite  time. 
Its  thickness  directly  below  Pinal  Creek  is  somewhat  over  300  ft.  Fig.  2 
shows  a  section  of  the  structural  formation  from  the  main  shaft  west  to 
Pinal  Creek,  and  clearly  indicates  the  relation  of  these  superimposed  non- 
mineralized  formations  to  the  underlying  orebodies  and  to  the  formations 
favorable  for  ore  exploration. 

The  Gila  gravel  formation  in  character  ranges  in  size  from  fine  sands 
through  coarse  gravel  and  pebbles  up  to  big  boulders.  The  pebbles 
comprising  the  conglomerate  are  more  often  angular  than  round,  and 
where  this  formation  has  been  cut,  fragments  are  disclosed  of  all  the  older 
rocks  of  the  area  including  schist-granite,  diorite,  limestone,  quartzite 
and  diabase  formations.  Its  bedding  is  usually  fairly  well  defined.  The 
Madera  diorite  underlying  it,  in  texture  somewhat  resembles  a  decomposed 
granite.  Wherever  encountered,  it  has  been  highly  shattered,  and  where 
exposed  at  the  surface  is  decomposed  and  crumbly  in  character,  and  from 
very  recent  investigation,  intensely  porous.  The  dacite  flow  immediately 
underlying  the  sedimentaries  (omitting  a  thin  bed  of  gravel  formation 
accumulated  over  the  sedimentaries  before  the  outflowing  of  the  lava)  is  a 
tough,  comparatively  firm  rock  when  dry,  and  although  it  is  the  formation 
in  which  the  water  is  always  encountered  in  the  western  portion  of  the 
mine,  is  not  in  itself  particularly  porous,  as  proved  by  the  not  inconsid- 
erable amount  of  work  that  has  been  done  in  it  without  encountering 
water.  But  once  fractures  in  the  dacite  allow  the  downward  seepage  of 
water  from  the  diorite  above,  the  formation  loses  all  pretense  of  firmness, 
absorbs  water  like  a  sponge,  and  becomes  sandy,  crumbly,  and  difficult 
to  hold. 

Climatic  Conditions 

Climatically  and  physically,  thfe  Globe  District  is  typical  of  the  moun- 
tain section  of  Arizona.  In  an  ordinary  normal  year,  the  annual  pre- 
cipitation averages  only  17  in.     Most  of  this  precipitation  falls  in  the 
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summer  months  of  July  and  August  in  the  form  of  sudden  and  violent 
cloudbursts,  which,  while  bringing  immense  quantities  of  water  down  the 
main  drainage  channels,  is  not  of  the  character  of  precipitation  that  sinks 
very  deep  into  the  sun-parched  ground.  Winter  rains,  when  they  do 
come,  are  of  the  heavy,  soaking  type. 

The  surface  of  the  ground  throughout  this  area  is  mostly  rocky  and 
destitute  of  much  soil.  Hence,  the  district  is  largely  barren  of  vegetal 
and  tree  growth,  and,  except  on  the  higher  flanks  of  the  mountain  ranges, 
where  melting  snows  and  deeper  soil  prolong  tree  life,  and  in  special  irri- 
gated sections,  the  district  physically  is  arid  in  the  extreme. 

• 

Drainage  Area  op  Old  Dominion  Mine 


1.  General  Description  of  Drainage  Area 

The  particular  portion  of  Pinal  Creek  drainage  area  in  which  the  mine 
is  situated  does  not  exceed  40  square  miles,  and  may  be  considered  as 
stretching  from  3  miles  south  of  Globe,  where  the  watershed  drains  into 
the  San  Carlos  Basin,  a  tributary  of  the  Gila  River,  to  the  line  where  the 
northern  limit  of  the  company's  property  crosses  Pinal  Creek.  The  rain- 
fall as  registered  at  Globe  for  the  years  1910  to  1914,  and  for  the  first 
six  months  of  1915  is  shown  in  Table  I.    It  is  important  to  note,  that  of 

Table  I. — Total  Rainfall  Registered  at  Globe,  Ariz.,  for  Years  1910  to  1915 

Inches 

1910 10.72 

1911 21. 30 

1912 17.27 

1913 14.72 

1914 23.47 


Last  6  Months,  1914 

Inches 

July 4.90 

August 3.17 

September 0.47 

October 3.24 

November 1.40 

December 5 .  59 


18.77 


First  7  Months,  1915 

Inches 

January 4 .  52 

February 2.92 

March 1.10 

April 2.15 

May 0.61 

June 0.25 

July 2.70 


14.25 


the  23.4  in.  of  precipitation  in  1914,  18.77  in.  was  recorded  in  the  second 
six  months,  making  a  total  of  30.3  in.  from  July  1,  1914,  to  June  30, 1915, 
or  nearly  double  the  normal  precipitation  for  12  months.  No  accurate 
figures  are  available  on  the  run-off  from  the  special  area  under  considera- 
tion, or  indeed,  from  the  entire  length  of  the  Pinal  Creek  and  Miami  wash 
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drainage  area,  but  it  may  be  taken  for  granted  that  it  varies  considerably 
with  the  nature  of  the  rainfall ;  i.e.,  whether  the  latter  originates  in  the  form 
of  cloudbursts  in  the  mountains  or  as  a  steady  downpour  over  the  entire 
watershed.  Also,  it  is  largely  dependent  on  the  condition  of  the  ground 
surface  and  the  creek  bed  in  the  drainage  area.  It  was  very  noticeable 
during  the  past  winter,  when  the  total  monthly  precipitation  in  December, 
January,  and  February  was  not  only  in  the  form  of  steady,  soaking  rains, 
but  also  as  periodical  heavy  floods,  that  the  water  in  Pinal  Creek  flowed 
steadily  without  cessation  during  the  entire  winter  months,  and  increased 
in  the  spring  by  the  late  melting  snows  in  the  Pinal  Range  ran  as  a  good- 
sized  stream,  carrying  between  20,000,000  and  40,000,000  gal.  per  day, 
well  into  the  month  of  June,  an  unmistakable  criterion  of  the  saturated 
condition  of  the  surrounding  ground. 

Well  measurements  in  the  district  showed  that  the  water  level  in  cer- 
tain formations  rose  as  much  as  40  ft.  in  three  months,  the  rise  being 
very  rapid  during  the  latter  period  of  the  heavy  rainfall,  and  apparently 
taking  place  after  the  ground  had  absorbed  all  the  previous  moisture  pos- 
sible. Recent  weir  measurements,  taken  at  the  Old  Dominion  weir  at 
the  south  end  of  its  property,  showed  at  the  height  of  a  summer  flood, 
when  over  2  in.  fell  in  8  hr.,  that  as  much  as  300,000  gal.  per  minute  was 
flowing  in  the  creek. 

2.  Different  Sources  of  Water  in  the  Mine 

Owing  to  the  peculiar  geological  conditions  previously  described,  the 
Old  Dominion  has,  in  its  problem  of  handling  water  in  the  mine,  two  dis- 
tinct sources  to  contend  with;  one  the  east-side  water,  and  the  other  the 
west-side  water. 

The  east-side  water  is  that  coming  into  the  lowest  levels  of  the  mine, 
and  is  doubtless  the  result  of  the  lowering,  in  the  vicinity  of  the  mine 
workings,  of  the  normal  ground-water  level  of  the  entire  district.  The 
east-side  water  is  encountered  principally  in  shale  and  quartzite  forma- 
tions, and  rarely  in  the  denser  diabase.  The  driving  of  each  successive 
lower  level  drains  the  water  from  the  level  above.  It  has  a  normal  tem- 
perature of  90°  F.,  or  25°  warmer  than  the  west-side  water.  While  this 
flow  is  of  considerable  importance,  it  is  fairly  constant  in  quantity,  aver- 
aging about  2,000,000  gal.  per  day  and  is  not  subject  to  the  variations 
erf  the  west-side  water.  The  east-side  water  source,  therefore,  will  not 
be  discussed  in  detail  in  this  paper. 

The  west-side  water  is  the  water  held  above  the  dacite  formation  in 
the  west  end  of  the  mine,  and  while  this  water  is  also  ground  water,  it  is 
prevented  from  sinking  lower  in  common  with  the  general  drainage  of  the 
mine  area  by  the  impervious  layer  of  dacite  that  separates  it  from  the 
underlying  mine  workings.    As  a  consequence,  although  mining  opera- 
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Discussion 

Edwin  M.  Chance,  Wilkes-Barre,  Pa.  (communication  to  the  Secre- 
tary*).— I  have  read  with  great  interest  Mr.  Liebermann's  paper  report- 
ing dynamometer  tests  of  mine  cars  and  wish  to  express  my  appreciation 
of  this  investigation.  The  coal-mining  industry  needs  just  such  precise 
study  of  the  problems  with  which  it  is  confronted. 

It  would  seem,  however,  that  the  writer  has  demonstrated  that  a 
high-grade  grease  is  superior  to  black  oil  as  a  mine-car  lubricant  rather 
than  that  roller-bearings  are  superior  to  plain.  While  it  is  reasonable 
to  believe  that  roller  bearings  will  cause  less  friction  than  plain  when 
used  on  the  trucks  of  mine  cars,  still  this  point  can  not  be  conceded  on  the 
strength  of  the  tests  quoted,  for  in  these  tests  grease  was  the  lubricant  of 
the  roller  bearings,  while  the  usual  black  oil,  of  low  lubricating  value,  was 
the  lubricant  of  the  plain  bearings.  Under  these  conditions,  a  case  is 
made  for  the  lubricant  rather  than  for  the  bearings. 

Some  time  ago  certain  of  the  coal  mining  companies  with  which  I  am 
associated  called  upon  me  to  have  a  high-grade  grease  prepared  for  them 
for  use  in  plain  mine-car  bearings.  This  problem  was  successfully  solved 
and  this  lubricant  has  now  been  in  use  for  some  years.  The  fact  has 
been  established  that  the  ordinary  plain  mine-car  journals  are  especially 
susceptible  to  such  a  lubricant  and  that  its  use  greatly  decreases  the 
drawbar  pull  of  these  cars.  The  fact  must  be  borne  in  mind,  however, 
that  the  exigencies  of  this  service  require  a  special  grease  and  that  the  use 
of  the  ordinary  grades  of  cup  grease  will  surely  spell  disaster. 

It  would  be  indeed  interesting  to  have  tests  of  the  same  degree  of 
precision  as  those  reported  made  upon  cars  with  plain  bearings  lubricated 
with  black  oil  and  special  mine-car  grease  and  to  compare  the  latter  with 
tests  under  like  conditions  made  upon  cars  equipped  with  roller  bearings. 

Charles  Legrand,  Douglas,  Ariz,  (communication  to  the  Secre- 
tary f). — Mr.  Liebermann's  paper  on  friction  tests  of  two  types  of  coal- 
mine cars  is  very  interesting.  It  is  a  pity  that  the  dynamometer  car  was 
not  designed  for  use  on  tracks  of  18  to  24  in.,  as  this  is  the  most  usual 
gage  in  metal  mines  in  this  part  of  the  country. 

I  have  tried  to  make  tests  by  means  of  an  ordinary  spring  dynamome- 
ter and  find,  as  stated  by  Mr.  Liebermann,  that  this  method  is  very 
unsatisfactory,  as  the  conditions  of  mine  tracks  are  too  variable  to 
produce  a  steady  pull  on  the  dynamometer.  It  would  be  very  valuable 
to  the  mining  industry  to  have  accurate  tests  taken  on  narrow-gage  track, 
to  determine  not  only  bearing  friction,  but  the  total  track  resistance. 
Such  tests  would  convince  the  mine  managers  that  it  pays  to  lay  heavy 
tracks  and  keep  them  in  good  condition. 

*  Received  June  24,  1916. 
t  Received  July  5,  1916. 
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Personally,  I  have  always  been  in  favor  of  the  roller  bearing,  not  only 
on  account  of  its  lower  friction  but  also  on  account  of  its  smaller  main- 
tenance and  lubricating  costs.  To  be  successful,  however,  this  type  of 
bearing  has  to  be  dustproof.  On  a  narrow-gage  car  this  is  usually  done 
by  inclosing  the  whole  axle  in  a  casting  which  also  supports  the  two 
bearings.  This  casting  acts  as  an  oil  reservoir  and  permits  the  car  to 
be  run  a  whole  month  with  one  oiling. 

I  hope  that  Mr.  Liebermann  will  continue  his  work  and  make  tests 
of  the  narrow-gage  cars. 

John  Phillips,  Pittsburgh,  Pa.  (communication  to  the  Secretary*). — 
I  am  familiar  with  the  test  made  by  the  Greensburg  Coal  Co.  and  de- 
scribed in  Mr.  Iiebermann's  interesting  paper,  although  I  was  not 
personally  present.  Mr.  Iiebermann's  results  on  the  Hockensmith  plain- 
bearing  wheels  compare  closely  with  tests  which  have  been  made  else- 
where and  show  a  considerable  saving  in  favor  of  the  roller  bearings. 
However,  as  the  grade  increases,  the  ratio  in  favor  of  the  roller  bearings 
decreases  until,  on  a  4  per  cent,  grade,  their  efficiency  is  only  11  per  cent. 
greater  than  that  of  the  plain  bearings,  as  shown  by  the  following  official 
figures  of  the  Hyatt  company: 

Test,  Oct.  3,  1915 

Pounds 

Weight  of  car 2,650 

Weight  of  coal 4,500 

Total 7,150 

Weight  of  20  cars  loaded,  2.4  per  cent,  grade  average..     71.5  tons. 

Correction 48  lb.  per  ton. 

715  X  48  =  3,432  lb. 
4,280  5,190 

4,350  5,070 

4,410  5,250 

3)13^  3)15,510 

4,347  Hyatt  5,170  plain 

4,347  5,170 

3,432  3,432 

915  1,738 

915 
Frictional  resistance  for  Hyatt,  yj-v  =»  12.8  lb.  per  ton. 

1  738 
Frictional  resistance  for  plain  bearings,  L,  5  =  24.3  lb.  per  ton. 

It  will  be  noticed  that  all  the  readings  were  taken  on  a  straight  track 
on  an  average  grade  of  2.4  per  cent.  Had  any  of  the  readings  been  taken 
on  a  curve,  we  are  confident  that  the  drawbar  pull  on  both  the  roller 
bearings  and  the  plain  bearings  would  have  been  considerably  higher 

•  Received  July  10,  1916. 
voi*  LV. — 3. 


34     COMPARATIVE  FRICTION  TEST  OF  TWO  TYPES  OF  COAL-MINE  CABS 


Drawbar,  Pound*  per  Ton 


Roller  Bearing! 


Plain  Bearingw 


Grade, 
Per  Cent. 


Per  Cent. 
Saving 


Percentage  Cars  Pos- 
sible to  Add  in  Case 
of  Roller 


12.8 

32.8 
52.8 
72.8 
92.8 


24.3 

level 

47H 

44.3 

1 

26.0 

64.3 

2 

17.9 

84.3 

3 

13.6 

124.3 

4 

11.0 

90.0 
35.0 
21.8 
15.8 
12.4 


when  the  train  was  rounding  the  curve,  because  the  axles  of  the  Hocken- 
smith  trucks  are  of  straight  cold-rolled  steel  without  collars,  and  in  round- 
ing the  curve  the  car  naturally  shifts  against  the  inside  wheel.  The 
rear  hubs  of  the  wheels  are  necessarily  large  in  order  to  admit  the  bearings, 
and  the  large  hub  grinding  against  the  box  creates  considerable  friction, 
which  would  increase  the  drawbar  pull  on  a  curve. 

Records  of  three  tests  conducted  by  the  Engineering  Department  of 
the  Pittsburgh  Coal  Co.,  on  three  different  types  of  wheels,  are  given 
below.  At  Essen  No.  3  mine,  the  Jarvis  Adams  roller  bearings  were 
used;  at  the  Champion  mine,  Eureka  wheels  and  angle-bar  trucks  (the 
wheels  being  similar  to  the  plain-bearing  wheels  used  in  the  Greensburg 
test),  and  at  the  Dickson  mine,  our  open-cap  wheel  trucks.  Inasmuch 
as  the  drawbar  pull  on  the  Hockensmith  plain-bearing  wheels  at  Cham- 
pion agrees  very  closely  with  the  results  on  the  Hockensmith  plain 
bearings  at  Greensburg,  the  results  may  be  taken  as  approximately  cor- 
rect, and  show  the  following  comparison: 

Hyatt  roller  bearings  at  Greensburg 12.8    lb.  per  ton. 

Jarvis  Adams  roller  bearings  at  Essen  No.  3 15.14  lb.  "per  ton. 

Open-cap  trucks,  Dickson  mine 18.48  lb.  per  ton. 

Hockonsmith  plain  bearings,  Champion  mine 24.40  lb.  per  ton. 

IIookanHinith  plain  bearings,  Greensburg 24.30  lb.  per  ton. 

Thti  figures  on  the  Hyatt  bearings  were  lower  than  we  anticipated, 
WS  Wd  had  always  supposed  that  the  Jarvis  roller  bearings  when  new  and 
In  good  ""iHlitUm  were  the  easiest  running  on  the  road.  Our  open-cap 
truuk  cngl*  about  the  same  as  the  Hockensmith  angle-bar  truck,  but  runs 
about  yfi  pur  Gout,  easier.  The  cost  of  the  roller-bearing  truck  is  about 
|10  to  f  r<J  (mr  eiar  more  than  our  truck,  and  on  the  basis  of  the  Greens- 
burg figure  rutin  about  30  per  cent,  easier. 

jt'ioiu  tha  above  data,  I  think  that  it  is  safe  to  say  that  it  would  be 
Wfcll  for  Mr.  Uebermann,  or  some  person  equally  well  qualified  to  carry 
out  lliia  a\tm  of  tests,  to  pursue  it  much  further,  both  as  to  different 
kinds  of  wheels,  and  to  the  character  of  roads,  which  would  include  dif- 
ferent gradus  and  varied  curvature,  before  a  thorough  comparison 
could  lm  made  and  a  conclusion  arrived  at  that  would  be  entirely 
satisfactory. 
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The  Water  Problem  at  the  Old  Dominion  Mine 

BT   P.   Q.  BECKETT*  *  GLOBE,    ARIZ. 
(Arisona  Meeting,  September,  1916) 

The  problem  of  handling  the  large  quantities  of  water  encountered 
in  the  Old  Dominion  mine  presents  many  features  of  interest.  In  the 
present  paper  are  discussed  the  probable  sources  of  water,  the  pumping 
equipment,  the  increased  flow  into  the  mine  in  the  early  part  of  1915, 
culminating  in  the  flooding  of  the  18th  and  16th  levels  in  March  of  that 
year,  and  the  difficulties  that  were  met  with  during  the  high- water  period. 

I.  PRELIMINARY 

The  Old  Dominion  mine,  situated  1  mile  north  of  the  town  of  Globe, 
Ariz.,  has  long  been  one  of  the  prominent  copper  producers  of  the  State, 
and  until  the  opening  up  of  the  copper  schist  deposits  in  the  neighboring 
mines  of  Miami,  was  responsible  for  the  greater  part  of  the  copper  output 
from  the  Globe  district. 

As  the  gradual  exhaustion  of  its  orebodies  near  the  surface  led  to  the 
downward  development  of  the  mine,  more  water  was  encountered  in  the 
western  portions  directly  underlying  the  dacite  formation  until  the  drain- 
age problem  became  a  serious  factor  in  the  operation  of  the  mine  and  in 
the  economical  extraction  of  the  ore. 

A  heavy  inrush  of  water  on  the  10th  level  of  the  mine  in  1906,  pre- 
ceded by  still  earlier  water  difficulties,  rendered  imperative  the  immediate 
installation  of  a  pumping  equipment  capable  of  handling  large  flows  of 
water.  While  the  Old  Dominion  has  been  recognized  as  a  wet  mine  since 
its  early  days  and  one  in  which  the  complete  control  of  the  water  situa- 
tion was  of  paramount  importance  in  the  development  of  the  lower  levels, 
it  is  chiefly  in  the  last  nine  years,  since  the  installation  of  the  increased 
pumping  equipment,  that  the  mine  has  developed  and  handled  large 
quantities  of  water. 

Its  maximum  pumping  record  was  reached  in  the  first  six  months  of 
1915,  during  which  time,  following  a  prolonged  period  of  abnormal  pre- 
cipitation, the  pumps  handled  1,624,740,000  gal.  of  water;  while  in  the 
month  of  March  alone,  over  407,000,000  gal.  of  water  were  pumped  from 
the  mine. 


*  General  Manager,  Old  Dominion  Copper  Mining  &  Smelting  Co. 
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lag  of  6  or  7  weeks  behind  the  summer  rains.  Fig.  6  shows  the  quantity 
of  water  pumped  from  the  mine  for  the  13  months  from  July  1,  1914  to 
July  31,  1915,  together  with  a  curve  of  the  rainfall  during  that  period. 
It  indicates  how  the  period  from  July  1  to  Dec.  15  was  what  may  be  termed 
the  "saturation"  period,  and  that  although  the  precipitation  was  con- 
siderable during  these  months,  there  was  no  increase  in  the  flow  of  water 
from  the  western  portions  of  the  mine.  It  indicates  how  the  5%  in.  of 
rain  which  fell  in  December,  after  the  ground  had  absorbed  all  the  mois- 
ture possible,  was  quickly  reflected  by  the  sudden  rise  in  the  mine  flow, 
but  how  apparently  following  on  a  period  from  Jan.  1  to  Jan.  20  of  com- 
paratively little  precipitation,  the  mine  water  showed  a  tendency  to  de- 
crease. The  precipitation  of  Jan.  22  to  24  was,  however,  immediately 
felt  in  the  mine,  and  the  additional  5  in.  of  rain  that  fell  on  a  few  con- 
secutive days  at  the  end  of  January  and  beginning  of  February  caused 
the  mine  flow  to  increase  steadily  until  the  middle  of  February.  A  few 
days  drop  at  this  time  when  the  10th  and  12th  level  flow  amounted  to 
over  7,750,000  gal.  and  the  total  amount  pumped  to  over  10,000,000  gal. 
per  day,  led  us  to  hope  that  the  worst  had  been  reached.  But  following 
a  rainfall  of  1^  in.  about  Feb.  20,  the  water  flow  increased  steadily  on 
the  10th  and  12th  levels  until  Mar.  4,  when  the  "break"  came  in  the  mine 
and  we  handled  in  excess  of  14,000,000  gal.  on  that  day. 

III.  PUMPING  EQUIPMENT 

Normal  Equipment 

1.  Preliminary 

The  normal  pumping  equipment  of  the  Old  Dominion  consists  of 
steam  pumps  on  the  10th,  12th,  and  14th  levels  which  pump  direct  to 
the  water  storage  tanks  on  surface  and  to  the  drain  tunnel  which  runs 
from  a  point  in  the  main  "A"  shaft  235  ft.  below  the  surface  discharge 
level  to  Pinal  Creek. 

Electric  pumps  are  installed  on  the  14th,  16th,  and  18th  levels,  which 
are  all  approximately  200  ft.  apart,  and  these  pumps  lift  the  water  to  the 
main  pumping  station  on  the  12th  level,  whence  it  is  relayed  to  the  sur- 
face or  to  tiie  drain  tunnel. 

A  boiler  plant  is  situated  adjacent  to  the  main  "A"  shaft  to  generate 
steam  for  the  steam-operated  pumps  underground,  while  electric  power 
for  the  lower  level  pumps  is  transmitted  from  the  central  power  plant 
near  the  smelter.  The  normal  boiler  equipment  at  the  "A"  shaft  con- 
sists of  five  335-hp.  Stirling  boilers,  equipped  with  superheaters  and  econo- 
mizers, and  one  250-hp.  Stirling  boiler,  while  to  these  were  added  during 
the  flood  period  one  250-hp.  Scotch  marine  boiler  and  one  200-hp.  boiler 
of  the  same  type. 
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During  the  heavy  water  period  in  February,  March,  and  April,  com- 
pressed air  was  supplied  for  the  air  lifts  and  sinking  pumps  from  the 
central  power  plant. 

The  "A"  shaft,  which  is  the  main  hoisting  shaft  for  the  property, 
consists  of  five  compartments:  Two  skip  hoisting,  two  cage  hoisting, 
and  one  reserved  for  steam  lines,  air  lines,  water  columns,  and  electric 
cables. 

A  pump  winze  runs  from  the  10th  level  down  to  the  18th  level,  and 
on  the  11th  level  at  the  "A"  shaft  the  water  columns  and  main  steam 
lines  are  transferred  from  the  shaft  to  the  pump  winze,  and  thence  down 
to  the  main  pump  station  on  the  12th  level.  All  water  columns  from 
below  the  12th  discharging  to  that  level  are  also  brought  up  in  this  pump 
winze. 

2.  Steam  Lines 

The  steam  lines  from  the  main  boiler  plant  consist  of  one  main  line, 
6  in.  in  diameter  down  to  the  11th  level  and  5  in.  thence  to  the  12th  level; 
also  one  auxiliary  steam  line,  8  in.  in  diameter  to  the  10th  level,  6  in. 
from  the  10th  to  the  12th  and  4  in.  from  the  12th  to  the  14th.  A  5-in. 
line  branches  from  the  auxiliary  line  at  the  12th  level,  and  the  two  5-in. 
lines  are  cross-connected  at  this  point  with  the  main  lines  down  the  shaft 
to  allow  the  12th  level  pumps  being  run  off  either  steam  line  in  case  of 
repairs  to  the  other.  At  the  10th  level  a  4-in.  steam  line  is  run  to  each 
of  the  triple-expansion  pumps  from  the  8-in.  auxiliary  line,  and  at  a  steam 
receiver  on  the  12th  level  into  which  the  two  5-in.  lines  connect,  4-in. 
headers  are  run  to  the  four  triple-expansion  flywheel  pumps. 

The  triple-expansion  Prescott  pump  on  the  12th  takes  its  steam 
through  a  4-in.  line  run  from  the  auxiliary  6-in.  line. 

3.  Water  Columns 

There  are  three  12-in.  and  one  14-in.  water  columns  running  from 
the  12th  level  up  the  surface,  allowing  discharge  either  at  surface  or  at 
the  drain  tunnel.  The  12-in.  columns  are  of  steel  pipe  with  cast-iron 
flanges;  the  14-in.  column  is  wood  lined.  A  fifth  water  column,  10  in. 
in  diameter,  was  put  in  during  the  high-water  period  from  the  10th  level 
up  to  the  drain  tunnel.  Below  the  12th  level  two  10-in.  water  columns 
run  from  the  18th  level  up  the  pump  winze,  which  columns  are  cross- 
connected  at  the  16th  level  with  the  electric  pumps  on  that  level.  A 
third  10-in.  water  column  discharges  from  the  electric  pump  on  the  14th 
level  to  the  12th  pump  station.  Fig.  7  shows  a  diagram  (not  to  scale) 
of  the  water  columns  and  steam  lines  and  their  connections  to  the  various 
pumps. 

The  12th  level  is  197  ft.  below  the  10th  level;  the  10th  level  is  436 
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ft.  below  the  drain  tunnel,  which  in  turn  is  235  ft.  below  the  point  of 
discharge  into  the  surface  water-storage  tanks.  In  other  words,  the  12th 
level,  pumps  in  discharging  to  surface,  have  a  lift  of  868  ft.  and  when 
discharging  at  the  drain  tunnel,  a  lift  of  633  ft. 
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Fig.  7. — Diagram  op  Water  Columns  and  Steam  Lines  with  Connections  to 

Pumps. 


4.  Pumping  Machinery  and  Pump  Stations 

On  the  10th  level  are  two  triple-expansion  duplex  type,  15  by  27  by 
39  Prescott  pumps,  capable  at  the  lift  of  436  ft.  to  the  drain  tunnel  of 
delivering  1,350  gal.  per  minute.  On  the  14th  level  there  is  a  similar 
type  pump  which  at  the  lift  of  833  ft.  to  the  drain  tunnel  is  capable  of 
delivering  800  gal.  per  minute. 

On  the  12th  level  there  are  four  triple-expansion  flywheel  pumps 
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14-26-26-26  with  36-in.  stroke,  of  Nordberg  manufacture,  capable  at 
56  r.p.m.  of  delivering  from  900  to  1,500  gal.  per  minute,  according  to  the 
size  of  the  water  plungers,  which  vary  in  the  different  pumps  from  6^f  6 
in.  in  pump  No.  2  up  to  %]4.  in.  in  pump  No.  3. 

The  triple-expansion  Prescott  pump  on  the  12th  level  is  15  by  27  by 
39  with  a  24-in.  stroke.  This  pump  is  used  as  a  reserve  and  at  a  speed  of 
35  r.p.m.  can  deliver  800  gal.  to  the  drain  tunnel. 

These  steam  pumps  are  run  condensing.  Steam  pressure  at  the  pumps 
averages  about  134  lb.  and  the  steam  temperature  at  the  pumps  is  ap- 
proximately 350°. 

Recent  tests  run  under  operating  conditions  show  the  steam  consump- 
tion by  the  triple-expansion  flywheel  pumps,  which  are  the  ones  used  in 
normal  times,  to  be  18.0  to  18.2  lb.  per  water  horsepower-hour. 

Table  II. — Old   Dominion  Copper  Mining  &  Smelting  Co. 
Mine  Pumps 


In  normal  periods,  any  water  on  the  10th  level  is  siphoned  to  the  12th 
level  through  the  "C"  shaft,  which  makes  the  latter  level  the  highest 
pumping  point  for  all  water.  Of  the  four  flywheel  triple-expansion 
pumps  on  the  12th  level,  No.  2  takes  its  water  through  a  pipe  from  the 
concrete  dam  at  the  end  of  the  12th  level  water  drift,  and  this  water  is 
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used  for  domestic  and  boiler  purposes.  Nos.  1,  3,  and  4,  together  with 
the  triple-expansion  Prescott  (when  in  use),  take  their  water  direct  from 
the  station  sumps,  and  pump  either  to  surface  or  to  the  drain  tunnel, 
according  to  where  the  water  is  needed.  The  water  necessary  for  the 
concentrator  and  fire-line  purposes  goes  direct  to  surface  and  the  surplus 
to  the  drain  tunnel.  A  fixed  quantity  of  this  surplus  is  delivered  daily 
to  the  Miami  Copper  Co.  while  the  remainder  runs  to  waste  in  the  crfcek. 
Below  the  14th  level  the  pumps  are  all  electric  driven;  on  the  16th  there 
is  one  vertical  quintuplex,  single-reduction,  Aldrich  pump  with  150  hp. 
alternating-current  motor.  This  pump  lifts  at  the  rate  of  900  gal.  per 
minute  from  the  16th  to  the  12th  level.  Housed  in  the  same  station 
with  the  quintuplex  pump  are  three  vertical,  triplex,  double-reduction 
pumps,  varying  in  size  and  capacity,  and  run  by  direct  current.  The 
capacity  of  the  biggest  of  these  triplex  pumps  is  470  gal.  per  minute, 
and  of  the  smallest,  180  gal.  per  minute.  These  three  pumps  also  lift 
from  the  16th  to  the  12th  level.  On  the  18th  level,  200  ft.  below  the 
16th,  there  are  two  horizontal,  quintuplex,  Aldrich  pumps,  both  with 
250-hp.  alternating-current  motors.  The  capacity  of  both  these  pumps 
is  1,100  gal.  per  minute  from  the  18th  to  the  12th  level.  In  Table  II  is 
given  a  list  of  the  pump  equipment  which  was  being  used  at  the  end  of 
1914,  and  to  which,  as  will  be  shown  later,  were  added  many  small 
emergency  pumps  and  air  lifts  during  the  flood  period. 

The  arrangement  of  the  pump  station  on  the  12th  level  is  somewhat 
unusual  and  of  interest.  It  is  in  the  form  of  a  maltese  cross,  as  reference 
to  Fig.  8  will  show.  In  the  center  of  the  cross  is  the  pump  winze  which, 
as  has  been  noted  previously,  is  used  for  pump  columns  and  steam  lines 
from  the  11th  to  the  18th  level.  Each  arm  makes,  in  a  manner,  a  sepa- 
rate station,  and  is  63  ft.  6  in.  long,  measured  from  the  center  of  pump 
winze.  The  width  of  each  arm  of  the  station  is  22  ft.  9  in.  at  the  floor 
line;  and  the  height  is  14  ft.  4%  in*  Each  of  the  four  arms  of  this  cruci- 
form station  houses  one  of  the  triple-expansion  flywheel  pumps  with 
its  discharge  end  set  toward  the  pump  winze  in  the  center,  and  each 
having  its  own  discharge  column.  This  particular  arrangement  has  con- 
siderably simplified  the  piping  in  the  station,  by  means  of  short  and 
easy  sweeps  into  the  main  water  columns.  The  way  in  which  this  sta- 
tion has  been  laid  out  is  very  satisfactory,  but  doubtless  costs  more  for 
excavation  than  a  plain  rectangular  one  of  the  same  cubic  footage.  A 
sump  which  holds  in  the  neighborhood  of  80,000  gal.  is  situated  be- 
tween the  station  and  the  shaft.  The  sump  discharges  the  water  into 
a  concrete)  conduit  supplying  the  suction  pits  of  the  four  pumps.  This 
conduit  has  doors  in  it,  permitting  the  shutting  down  of  any  one  suction 
pit  for  cleaning  or  inspection.  The  conduit  is  12  ft.  below  the  pump 
station  floor  line  and  is  3  ft.  wide.  The  intake  is  screened  to  prevent 
wood  chips  and  waste  getting  to  the  valves. 
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Emergency  Equipment 


1.  Auxiliary  Pumps 

Although  several  small  emergency  pumps  were  installed  on  the  12th 
and  10th  levels  toward  the  end  of  February  when  the  regular  pumping 
equipment  was  reaching  its  limit,  these  emergency  pumps  were  only  used 
for  a  comparatively  short  time,  and  were  later  replaced  by  air  lifts  on 
account  of  the  latter's  much  greater  pumping  capacity  and  freedom  from 
shutdowns.  ' 

Two  14  by  12  by  8  Prescott  sinking  pumps  were  installed  on  the  10th 
level  toward  the  end  of  February.  They  helped  out  the  two  triple- 
expansion  pumps  on  that  level  when  the  latter  were  reaching  their  limit, 
while  on  the  12th  level  there  was  installed  a  500-gal.  duplex  piston  pump 
and  one  14  by  12  by  8  Prescott  sinker.  These  emergency  pumps  were  all 
operated  by  air. 

2.  Air  Lifts 

Early  in  March  an  air  lift  was  installed  from  the  12th  to  the  10th 
level  and  later  one  from  the  10th  to  the  drain  tunnel.  The  submergence 
on  the  air  lift  from  the  12th  to  the  10th  level  was  177  ft.,  or  47  per  cent. 
The  top  100  ft.  of  the  column  was  made  of  12-in.  pipe,  the  bottom  100  ft. 
and  the  two  legs  were  of  10-in.  pipe.  The  air  was  supplied  from  a  4-in. 
line  at  80  to  90  gage  pressure. 

Table  III. — Tests  of  Air  Lifts.     Old  Dominion  Copper  Mining  & 

Smelting  Co. 

, 1 . 

!  |  I  I  Efficiency =;     Pounds 

Net  Lift     8  v       Sub-  .  Gage    Amount  |   Water     Free  Air  i  Cu.  Ft.  of  Water  Hp.  Steam  Used 
TV«t  'n  ^eet»    mer«r-  !  merK*  j  Pm»-  'of  Open-,  Pumped  ,  Used  by  !  Free  Air     at  Air  Lift  |    at  Com- 
VTf*  Exclud-  L^lLf!"  ence,  !sure  of  ing  in  4-1  by  Air   '  Air  Lift.  I  Used  per      to  1  Hp.  i  pressor  pe: 
I*°-        ing      lerK.Jn!    Per      Air  in  i  in.  Air    Lift.  Gal.,  Cu.  Ft.     1,000  Gal. '  at    Com-        Water 
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Feet 


Cent.      Lb.    '    Valve    per  Min.  per  Min. 
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at    Com-        Wate 
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188     30.4 
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C-2 


188  I  30.4 


188  I  30.4 


188  ;  30.4 


431 


188 


431       !     188 


30.4 


30.4 


80 


00 


00 


00 
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1,353    '       1,338 
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1,670    I     1,809 


1,080 


36.0 


1,703        2,262 


1,025        2,658 


1,261      i 
1,375      ' 
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70.8 


50.3 


58.8 


28.4 


64.4 


1,065    I     3,219 


1,638 
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71.6 


1,317        3,484 


2,645 


32.9 


57.7 


1,291         3,832 


2,968 


27.0 


64.8 


1,291         3,919 


3,035 


26.4 


66.2 


1,325    •     4,089 


3,086 


26.0 


67.2 


1,122 


1,233 


3,051 


2,718 


29.4 


59.6 


3,306 


2,681 


1,233 


3,484 


29.9 


58.4 


2,825 


28.4 


61.3 


Tests  in  group"  A"  were  on  the  air  lift  pumping  from  12th  level  to  10th  level. 
J CM  vera  on  the  air  lift  pumping  from  10th  level  to  drain  tunnel. 


Tests  in  group  "B' 
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Short  tests  on  this  air  lift  showed  that  it  handled  to  the  10th  station 
over  1,650  gal.  per  minute,  with  an  air  consumption  of  1,080  cu.  ft. 
per  thousand  gallons.    The  highest  efficiency  obtained  was  36  per  cent. 

In  the  lift  from  the  10th  up  to  the  drain  tunnel,  which  was  431  ft., 


Fta.  9—  Arrangement  of  Piping  on  200-ft.  Am  Lift. 

the  submergence  was  188  ft.,  or  30.4  per  cent.  The  top  200  ft.  of  the 
column  was  12-in.  pipe,  while  the  bottom  231  ft.,  and  the  two  legs  were 
of  10 'hi.  pipe.  The  air  was  supplied  through  a  4-in.  pipe  at  a  gage  pres- 
sure averaging  from  90  to  100  lb.,  but  which  was  always  kept  as  high 
as  possible.    This  lift  delivered  to  the  tunnel  1,233  gal.  of  water  per 


P.   G.  BECKETT  55 

minute,  with  an  air  consumption  of  2,681  cu.  ft.  per  thousand  gallons  of 
water  delivered.  The  maximum  efficiency  showed  practically  30  per 
cent. 

During  the  period  of  unwatering  the  16th  level,  the  two  columns  on 
the  18th  level  Aldrich  pumps  were  converted  into  air  lifts;  one  delivering 
to  the  14th  level  and  the  other  one  to  the  12th.  The  water  at  that  time 
stood  36  ft.  above  the  16th  level.  These  lifts  were  made  up  as  follows: 
A  3-in.  air  line  provided  with  a  foot-piece  made  from  3-in.  steel  tubing, 
plugged  at  the  bottom  and  perforated  with  ^iQ-in.  holes  drilled  at  a 
45°  angle,  was  lowered  to  the  sweeps  connecting  the  columns  with  the 
pumps.  Both  lifts  pulled  the  water  through  the  valves  and  suction 
of  the  Aldrich  pumps,  and  delivered  to  the  14th  level  about  1,300  gal. 
of  water  per  minute>  and  to  the  12th  about  1,000  gal.  per  minute.  Fig.  9 
gives  a  sketch  of  the  arrangement  of  the  piping  used  on  the  200-ft.  air 
lift,  and  Table  III  shows  the  result  of  short  tests  run  on  these  air  lifts. 

IV.  HIGH-WATER  PERIOD 

Increased  Flow  into  the  Mine 

The  month  of  December,  1914,  in  Globe,  was  the  wettest  month  of  the 
year,  over  5%  in.  falling  in  the  31  days,  4  in.  of  which  fell  in  the  8  days  from 
the  17th  to  the  25th.  The  flow  of  water  on  the  10th  and  12th  levels  West 
was  about  normal  to  the  20th  of  the  month,  and  apparently  the  previous 
rainfalls  had  not  made  themselves  felt,  but  on  the  20th  day  the  water 
originating  on  the  10th  and  12th  levels,  and  which  was  at  that  time  all 
handled  on  the  12th,  began  to  increase  from  the  normal  flow  of  1,750,000 
gal.  for  24  hr.  until  on  Jan.  1,  we  were  handling  over  3,500,000  gal.  per 
day  coming  from  the  10th  and  12th  levels  West.  This,  with  the  more  or 
less  constant  amount  of  2,000,000  gal.  from  the  16th  and  18th  levels  which 
was  being  relayed  from  the  12th  level,  totalled  a  flow  of  5,500,000  gal. 
per  24  hr.  to  be  handled  from  this  latter  level.  By  the  middle  of  Janu- 
ary, 6,500,000  gal.  per  day  were  being  pumped  from  the  upper  and  lower 
levels. 

The  East  water  on  the  18th  level  showed  no  increase  whatever  during 
the  period  the  water  was  rising  on  the  10th  and  12th  levels. 

Toward  the  end  of  January,  in  order  to  relieve  the  12th  level  pumps, 
one  of  the  triple-expansion  pumps  on  the  10th  was  started,  and  two  weeks 
later  its  duplicate  on  that  level  was  put  into  commission. 

By  the  middle  of  February  the  water  was  showing  in  the  "C"  shaft 
above  the  9th  level  and  the  two  10th  level  pumps  were  pumping  3,200,000 
gal.,  while  the  four  flywheel  triple-expansion  pumps  on  the  12th,  aided 
by  the  triple-expansion  Prescott  on  that  level  were  pumping  7,000,000 
gal.  more.    All  of  these  seven  big  pumps  were  operated  by  steam  gen- 


THE    WATER    PROBLEM   AT   THE   OLD   DOMINION    MINE 


3    2 
s 


I  i. 


*i  § 


"'  1 

Li 


■I 

«■"    a 


:i  a 


R   . 

1 

a| 

3  s3 

1 

RS" 

3 

a  S 

5 

s 

»£ 

* 

rtfl  i«d  «o[[*q  gomiK 


P.   G.  BECKETT  47 

lag  of  6  or  7  weeks  behind  the  summer  rains.  Fig.  6  shows  the  quantity 
of  water  pumped  from  the  mine  for  the  13  months  from  July  1,  1914  to 
July  31,  1915,  together  with  a  curve  of  the  rainfall  during  that  period. 
It  indicates  how  the  period  from  July  1  to  Dec.  15  was  what  may  be  termed 
the  "saturation"  period,  and  that  although  the  precipitation  was  con- 
siderable during  these  months,  there  was  no  increase  in  the  flow  of  water 
from  the  western  portions  of  the  mine.  It  indicates  how  the  5}£  in-  of 
rain  which  fell  in  December,  after  the  ground  had  absorbed  all  the  mois- 
ture possible,  was  quickly  reflected  by  the  sudden  rise  in  the  mine  flow, 
but  how  apparently  following  on  a  period  from  Jan.  1  to  Jan.  20  of  com- 
paratively little  precipitation,  the  mine  water  showed  a  tendency  to  de- 
crease. The  precipitation  of  Jan.  22  to  24  was,  however,  immediately 
felt  in  the  mine,  and  the  additional  5  in.  of  rain  that  fell  on  a  few  con- 
secutive days  at  the  end  of  January  and  beginning  of  February  caused 
the  mine  flow  to  increase  steadily  until  the  middle  of  February.  A  few 
days  drop  at  this  time  when  the  10th  and  12th  level  flow  amounted  to 
over  7,750,000  gal.  and  the  total  amount  pumped  to  over  10,000,000  gal. 
per  day,  led  us  to  hope  that  the  worst  had  been  reached.  But  following 
a  rainfall  of  1%  in.  about  Feb.  20,  the  water  flow  increased  steadily  on 
the  10th  and  12th  levels  until  Mar.  4,  when  the  "break"  came  in  the  mine 
and  we  handled  in  excess  of  14,000,000  gal.  on  that  day. 

III.  PUMPING  EQUIPMENT 

Normal  Equipment 

1.  Preliminary 

The  normal  pumping  equipment  of  the  Old  Dominion  consists  of 
steam  pumps  on  the  10th,  12th,  and  14th  levels  which  pump  direct  to 
the  water  storage  tanks  on  surface  and  to  the  drain  tunnel  which  runs 
from  a  point  in  the  main  "A"  shaft  235  ft.  below  the  surface  discharge 
level  to  Pinal  Creek. 

Electric  pumps  are  installed  on  the  14th,  16th,  and  18th  levels,  which 
are  all  approximately  200  ft.  apart,  and  these  pumps  lift  the  water  to  the 
main  pumping  station  on  the  12th  level,  whence  it  is  relayed  to  the  sur- 
face or  to  the  drain  tunnel. 

A  boiler  plant  is  situated  adjacent  to  the  main  "A"  shaft  to  generate 
steam  for  the  steam-operated  pumps  underground,  while  electric  power 
for  the  lower  level  pumps  is  transmitted  from  the  central  power  plant 
near  the  smelter.  The  normal  boiler  equipment  at  the  "A"  shaft  con- 
sists of  five  335-hp.  Stirling  boilers,  equipped  with  superheaters  and  econo- 
mizers, and  one  250-hp.  Stirling  boiler,  while  to  these  were  added  during 
the  flood  period  one  250-hp.  Scotch  marine  boiler  and  one  200-hp.  boiler 
of  the  same  type. 
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filling  up  of  all  drifts  adjacent  to  the  bottom  of  the  raise  on  the  13th  made 
it  equally  impossible  to  reach  the  raise  within  anything  like  reasonable 
time  on  that  level,  since  the  removal  of  sand  and  rock  by  mucking  out  the 
drifts  quickly  proved  futile,  as  it  simply  made  room  for  the  further  deposi- 
tion of  sand.  Being  thus  effectively  cut  off  from  reaching  the  raise, 
either  at  the  top  or  bottom,  our  main  hope  was  that  it  would  soon  choke 
and  block  up  with  sand,  of  its  own  accord.  All  efforts  were,  therefore, 
centralized  in  keeping  open  the  main  water  drifts  on  the  12th  level  from 
the  "A"  shaft  to  the  crosscut  connecting  the  old  and  new  water  drift  so 
as  to  insure  at  all  costs  a  free  exit  for  the  water  on  the  12th,  and  to  prevent 
any  backing  up  behind  the  points  where  the  water  broke  in  with  the  con- 
sequent tendency  to  flow  down  the  ventilation  raise  to  the  13th  and  14th 
levels. 

This  led  up  to  the  second  big  problem.  The  water  was  coming  in  peri- 
odic but  tremendously  strong  surges,  carrying  immense  volumes  of  sand 
and  rock,  the  finer  sand,  despite  hastily  constructed  dams,  being  carried 
into  the  sumps  at  the  pump  station.  The  rushes  produced  volumes  of 
water  and  sand  that,  in  addition  to  the  flow  already  overtaxing  the  pump- 
ing capacity,  caused  the  sumps  to  overflow  continuously.  These  peri- 
odic heavy  surges  of  water  were  doubtless  occasioned  by  the  continual 
damming  up  with  sand  and  rock  of  the  main  channel  through  which  the 
water  came  down  from  above  the  12th  level;  when  the  "pressure  became 
too  strong  the  water  broke  through  with  a  rush  and  then  ran  steadily  for 
a  short  time,  only  to  get  dammed  up  again  with  a  repetition  of  the  same 
performance.  With  a  conception  of  a  very  recently  formed  channel 
through  soft  and  caving  formation,  this  procedure  can  easily  be  imagined. 
These  constant  surges  and  the  debris  they  brought  down  were  the  most 
trying  features  in  the  control  of  the  water. 

Handling  of  Water   during  Flood  Period  and   Unwatering  op 

16th  Level 

The  night  of  Mar.  4  found  us  in  the  following  unenviable  position: 
Water  was  coming  into  the  west  end  of  the  mine  from  four  different 
sources — on  the  10th  level,  in  the  vicinity  of  the  "C"  shaft,  on  the  level, 
and  from  above  the  10th  level  in  the  shaft  itself  at  the  rate  of  3,000  gal. 
per  minute,  all  of  which  was  clear  water  without  .sand,  and  was  handled 
by  the  10th  Prescott  pumps  and  two  sinking  pumps. 

On  the  12th  level  clear  water  without  sand  was  coming  in  from  the 
original  source  at  the  concrete  dam,  while  from  the  most  recent  source  in 
the  crosscut  connecting  the  old  and  new  water  drifts  the  water  was  pour- 
ing out  in  a  torrent  into  the  drift,  bringing  with  it  immense  quantities  of 
sand  and  rock.  This  flow,  combined  with  the  clear  water,  was  largely 
going  out  to  the  "A"  shaft  main  pumping  station.  But  there  was  also  a 
portion  of  it  flowing  down  the  "C"  shaft  from  the  12th  to  the  14th,  while 
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the  remainder  of  the  water  which  broke  in  that  day  was  going  down  the 
ventilation  raise  and  thence  through  the  stopes  to  the  14th  levels.  Water 
was  also  coming  out  of  the  Zero  section  on  the  12th. 

At  the  pump  stations,  the  four  big  triple-expansion  flywheel  pumps 
and  the  other  emergency  pumps  on  the  12th  level  were  all  running  over- 
speed  and  were  pumping  at  the  rate  of  7,000  gal.  per  minute,  but  making 
little  impression  on  the  flow. 

The  14th  level  Prescott  pump  was  lifting  about  700  gal.  per  minute 
to  the  drain  tunnel  while  the  sumps  on  both  12th  and  14th  levels  were 
overflowing  down  to  the  16th  level. 

A  record  of  the  happenings  during  the  flood  period  showed  for  the 
first  few  days  a  gradual  tendency  to  decrease  on  the  10th  level,  a  dis- 
heartening succession  of  periodic  heavy  surges,  and  rushes  from  the  latest 
water  source  on  the  12th,  and  an  almost  constant  overflowing  of  the  sumps 
on  the  12th  and  14th  levels.  The  water  in  the  Zero  country,  which  we 
had  been  trying  to  drain  for  some  time  previous,  behaved  erratically  for 
several  days,"  coming  in  big  rushes  at  times,  and  then  subsiding,  but  after 
a  few  days  this  source  gradually  drained  and  in  time  almost  completely 
dried  up. 

Each  day  regular  and  very  thorough  rounds  of  inspection  were  made 
to  all  the  points  on  the  10th,  12th,  13th,  and  14th  levels,  where  there  were 
any  water  flows,  and  the  conditions  carefully  noted  and  reported,  and 
any  repair  work  that  was  necessary  to  the  drifts  done. 

The  longest  and  most  arduous  piece  of  work  was  mucking  out  the 
12th  level  drifts  leading  from  the  12th  pump  station  back  to  where  the 
latest  water  had  broken  in.  The  difficulties  were  considerable  and  of 
sufficient  interest  to  relate  in  detail. 

The  first  rush  of  water  had  brought  down,  as  noted  before,  a  tre- 
mendous volume  of  debris,  ranging  in  size  from  boulders  2  ft.  in  diameter, 
down  through  small  rocks  to  fine  dacite  sand.  The  heavier  and  coarser 
material  was  deposited  in  the  first  few  hundred  feet  of  drift  away  from 
the  "break,"  often  as  high  as  5  ft.  in  the  drift.  The  coarser  sands  were 
carried  farther  and  completely  covered  the  mine  car  tracks  to  a  depth 
varying  from  1  to  4  ft.,  while  the  fine  sands  really  never  settled,  and  were 
carried  in  suspension  by  the  water  into  the  sumps. 

To  keep  the  main  exit  in  the  water  crosscut  open  entailed  the  shovel- 
ing away  of  the  debris  as  fast  as  it  accumulated  at  the  mouth  of  the  break 
in  order  to  prevent  choking  up.  At  first,  so  as  to  have  use  of  the  tracks 
and  be  able  to  use  mine  cars,  it  was  attempted  to  start  cleaning  near  the 
pump  station,  and  work  in  from  there,  but  this  early  proved  futile,  for 
no  sooner  had  100  ft.  or  so  been  cleared,  than  the  shoveling  of  the  sand 
farther  upstream  put  more  sand  into  suspension,  which,  in  a  short  time, 
settled  and  again  covered  the  tracks,  and  it  was  soon  realized  that  the 
objective  point  never  would  be  reached  by  this  method. 


60  THE  WATER  PROBLEM   AT  THE  OLD   DOMINION  MINE 

In  order  to  make  faster  headway,  two  methods  were  adopted  to  get 
rid  temporarily  of  the  sand  and  rocks  and  keep  the  drifts  open.  A  large 
proportion  of  the  drifts  leading  from  the  pump  station  to  the  water  cross- 
cut were  originally  timbered;  2  by  12  planks  were  nailed  horizontally 
between  the  posts  of  each  set  on  either  side  of  the  drift  as  low  down  as 
the  water  would  allow,  and  additional  planks  nailed  on  to  the  face  of  the 
posts,  forming  a  space  12  in.  wide,  4  ft.  long,  and  about  4  ft.  high,  into 
which  the  sand  could  be  shoveled.  By  doing  this  all  along  the  timbered 
portions  of  the  drifts,  considerable  sand  and  debris  was  removed  at  the 
minimum  expense.  Where  the  $and  had  to  be  carried  downstream  some 
distance  before  shoveling  into  these  temporary  storage  places,  in  place 
of  using  shovels,  a  group  of  men  placed  about  10  ft.  apart  took  2  by  12 
planks,  5  ft.  long,  and  by  holding  them  about  1  ft.  off  the  bottom  of  the 
drift,  the  sand  was  automatically  sucked  under  one  plank,  carried  by 
the  water  without  settling  to  the  next  plank,  and  so  on  until  it  reached 
the  desired  point.  As  this  method  of  disposal  was  only  adaptable  to  the 
sandy  portion  of  the  debris,  shallow  dams  were  placed  in  the  drifts  op- 
posite suitable  crosscuts  and  platforms  placed  on  the  top  of  these  dams. 
Boats  about  10  ft.  long  and  1  ft.  deep  were  then  constructed.  These 
boats  were  towed  upstream  several  hundred  feet,  loaded  with  rock  and 
then  floated  downstream  on  to  the  platforms  where  their  contents  were 
shoveled  into  the  crosscuts.  By  dividing  the  drifts  into  several  sections, 
in  each  of  which  two  or  three  boats  operated,  good  headway  under  the 
conditions  was  made.  In  fact,  the  absolute  impossibility  of  keeping 
the  tracks  passable  for  cars  made  the  boat  system  the  only  one  feasible 
for  transporting  the  sand  and  rock  any  considerable  distance. 

It  was  an  exceedingly  unenviable  and  disheartening  piece  of  work, 
carried  out  under  very  trying  conditions.  The  water  was  running  3  and 
4  ft.  high  in  the  drifts  where  the  work  had  to  be  done,  so  that  men  were 
working  over  their  knees  and  often  up  to  their  waists  in  water,  the  tem- 
perature of  which  averaged  65°  F.  Conditions  such  as  these  are  not 
conducive  to  very  high  efficiency,  but  the  men  were  at  all  times  cheerful 
and  carried  on  the  work  in  a  meritorious  manner  that  cannot  be  too  highly 
commended.  Hot  coffee  was  brewed  on  surface,  and  it  was  one  man's 
job  each  shift  to  keep  all  of  the  men  working  in  the  water  well  supplied 
with  hot  drinks. 

The  discouraging  feature  of  this  drift-cleaning  work  was  that  often 
hardly  had  a  section  of  track  been  cleaned  when  a  fresh  rush  of  sand  and 
water  would  come  surging  down  the  drift  and  again  fill  everything  up. 

Near  the  pump  station,  the  dams  were  made  more  frequent,  but  at 
the  best  the  fine  sand  was  carried  over  into  the  sumps  with  the  water. 
The  sumps  were  kept  cleaned  of  sand  as  much  as  possible  by  an  air  ejector 
which  discharged  into  a  mine  car. 

The  water  above  the  16th  level  had  risen,  from  Mar.  4  to  13,  to  a 
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distance  of  about  36  ft.  in  the  "A"  shaft  above  the  level  of  the  station. 
Fig.  10  shows  the  area  which  this  water  occupied  at  each  foot  of  rise 
above  the  level,  and  the  rate  at  which  it  was  unwatered. 

As  has  been  described  before,  air  lifts  were  used  altogether  for  un- 
watering  this  level,  but  they  could  only  be  used  when  the  water  being 
produced  on  the  12th  and  14th  levels  would  allow  of  the  pumps  on  these 
levels  handling  any  additional  flows,  but  there  were  no  special  difficulties 
encountered  in  reaching  the  16th,  other  than  the  necessarily  slow  progress 
that  was  made. 

A  description  of  the  first  few  days  of  the  flood  is  practically  a  de- 
scription of  the  whole  month  during  which  mining  operations  in  the  mine 
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bad  to  be  discontinued  owing  to  water  troubles.  In  general,  the  10th 
level  water  showed  a  small  but  steady  decrease,  and  the  Zero  country  on 
the  12th  level  became,  in  time,  comparatively  dry.  The  14th  level 
water  from  the  west  country  showed  a  decrease,  due  more  or  less  to  com- 
plete choking  up  with  sand  of  the  13-1-11  raise,  and  the  surges  from  the 
new  water  source  on  the  12th  became  less  frequent  and  none  were  re- 
corded after  about  Mar.  25.  The  16th  level  was  finally  unwatered  on 
Apr.  3,  or  almost  exactly  a  month  from  the  date  it  was  flooded.  By  the 
first  of  April,  the  flow  being  handled  by  the  14th,  12th,  and  10th  level 
pomps  and  air  lifts  amounted  to  12,500,000  gal.  per  day,  and  from  that 
time  on,  the  decrease,  as  is  shown  in  Fig.  6,  was  comparatively  steady 
but  slow.    By  Apr.  6  the  mine  was  operating  again  on  a  small  scale,  and 
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steps  were  being  taken  to  repair  the  not  inconsiderable  damage  done  by 
the  flood. 

V.  GENERAL  CONCLUSIONS 

At  present  (December,  1915),  a  large  flow  of  water  is  still  running  in 
the  channel  through  which  the  water  broke  into  the  mine,  and  it  is  there- 
fore not  open  for  inspection.  It  is  doubtful,  even  if  in  time  it  should  turn 
dry,  whether  we  would  be  justified  in  satisfying  our  curiosity  as  to  the 
size  and  general  character  of  the  opening  at  the  expense  of  the  risk  of 
tapping  additional  water,  or  in  making  any  attempt  to  block  it  up  to 
prevent  inrushes  through  the  same  channel. 

With  reference  particularly  to  the  flow  of  water  from  the  west  side 
of  the  mine,  judging  from  our  recent  experiences  and  from  all  the  data 
available  over  a  number  of  years,  indications  point  to  the  main  mass  qf 
water  which  the  mine  is  draining  being  held  in  the  diorite  formation  im- 
mediately overlying  the  dacite.  Without  doubt  this  supply  of  water  is 
fed  by  the  precipitation  that  falls  annually  in  the  district,  but  from  how 
extensive  an  area  it  is  impossible  to  say.  During  the  abnprmally  wet 
winter  of  1914-1915,  it  was  noticeable  that  the  effect  of  the  yearly  por- 
tion of  the  rainfall  (up  to  December)  was  not  felt  in  the  mine.  This, 
doubtless,  corresponded  to  the  ordinary  season's  precipitation,  which 
normally  is  absorbed  by  the  dry  ground  and  only  finds  its  way  into  the 
water  basin  comparatively  slowly.  But  as  soon  as  the  ground  was 
saturated  and  had  absorbed  all  the  moisture  possible,  all  additional  rain- 
fall sank  and  flowed  very  quickly  into  the  openings  in  the  mine.  This, 
I  think,  is  shown  by  the  flat  line  of  mine  water  curve  up  to  the  end  of 
November,  in  Fig.  6,  when  13  in.  of  rainfall  had  fallen  since  July  1,  which 
poriod  might  be  called  the  "saturation"  period,  and  by  the  appalling 
rapidity  with  which  heavy  rains  and  floods  after  that  date  were  felt  in 
the  mine.  It  is  possible,  in  view  of  the  porous  nature  of  the  creek  bed, 
that  the  water  flowing  continuously  in  the  creek  accelerated  the  seepage 
into  the  mine,  but  with  the  whole  surface  area  kept  in  a  water-logged 
condition  by  the  continuous  soaking  rains,  the  part  played  by  the  creek 
at  this  particular  time  is  uncertain.  However,  as  a  possible  preventive 
measure,  the  fluming  of  the  creek  over  and  past  the  more  porous  forma- 
tions, such  as  the  diorite  adjacent  to  the  company  property  and  con- 
siderably beyond  the  limit  of  the  old  flume,  is  a  logical  precaution  to 
take.  Although,  as  noted  previously,  that  portion  of  the  water  that  the 
mines  is  draining  on  the  12th  level  is,  in  all  probability,  in  the  diorite, 
fractures  and  fissures  in  the  underlying  dacite  afford  easy  channels  for  the 
downward  seepage  of  the  water,  and  it  is  in  the  latter  formation  that  the 
wh  are  encountered. 

*  A  to  conditions  in  the  mine  during  the  period  of  the  rise  of  water, 
'thing  points  to  the  water  backing  up  from  the  12th  level  on  the 
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flat  diorite  dacite  contact,  first  showing  on  the  12th,  then  on  the  11th, 
and  then  on  the  10th  levels,  and  finally  in  the  "C"  shaft  on  the  9th 
level  and  above.  With  insufficient  openings  for  relief,  and  with  practi- 
cally only  one  drainage  point  open  on  the  10th  and  one  on  the  12th  level, 
the  pressure  became  too  great  and  the  water  broke  through  at  a  point 
on  the  12th  level  connected  with  a  fracture  through  the  dacite  where  the 
resistance  was  weak.  It  is  impossible,  of  course,  to  account  altogether 
logically  for  the  water  not  choosing  the  more  broken  up  and  already  wet 
stoping  country  in  the  Zero  section,  only  a  few  hundred  feet  away;  but 
probably  the  zone  of  the  Old  Dominion  vein,  and  the  system  of  fracturing 
in  the  dacite  were  the  determining  factors.  With  the  pressure  relieved 
at  the  low  point  on  the  12th,  the  head  quickly  dropped  on  the  9th  and 
10th,  but  after  the  first  few  days  following  the  break,  the  decrease  on  the 
upper  levels  was  very  gradual  and  seemingly  not  commensurate  with  the 
quantity  of  water  pumped  from  the  12th.  This,  however,  probably  only 
indicates  that  the  filling  up  of  the  empty  pores  of  the  country  was  a 
gradual  process  carried  out  on  a  big  scale,  and  that  the  complete  draining 
of  this  same  area  will  be  correspondingly  slow. 

As  a  preventive  measure  against  uncontrolled  flows  of  water  drowning 
the  pump  stations,  concrete  bulkheads  in  the  drifts  between  the  possible 
sources  of  water  and  the  pump  stations  would  be  of  benefit.  They 
should  have  doors  that  can  be  shut  tight  and  fitted  with  suitable  pipes 
and  valves  through  the  bulkheads  to  allow  of  no  more  water  coming  to 
the  pumps  than  they  can  handle.  This  is  essential  to  avoid  the  tremend- 
ous surges  bringing  sand  and  gravel  right  to  the  pumps.  If  properly 
placed,  these  would  also  serve  the  double  purpose  of  shutting  off  por- 
tions of  the  mine  from  the  flooded  levels,  and  allowing  mining  operations 
to  continue  in  the  remainder. 

As  was  natural,  the  pumps  on  the  12th  level  worked  at  their  greatest 
efficiency  prior  to  Mar.  4,  when  the  flood  of  water  brought  sand  into  the 
sumps.  Although  settling  ponds  were  built  along  the  drift,  and  a  final 
dam  near  the  sump  was  constructed  with  a  steel  screen  and  burlap  cover- 
ing, it  was  almost  impossible  to  keep  the  fine  sand  away  from  the  suctions 
of  the  various  pumps,  and  not  only  was  their  efficiency  much  impaired 
thereby,  but  the  constant  changing  of  valves  caused  by  sand  trouble 
kept  one  pump  out  of  commission  most  of  the  time,  and  greatly  decreased 
the  total  pumping  capacity.  No  valve  facing  was  found  that  would  stand 
the  wear  of  the  sand  for  long,  and  the  replacing  of  the  big  valves  on  the 
triple-expansion  flywheel  pumps,  at  best  a  somewhat  cumbersome  job, 
was  for  many  weeks  a  continuous  performance. 

The  valves  used  in  these  pumps  are  18  in.  in  diameter  and  eight  in  num- 
ber— four  suction  and  four  discharge.  The  weight  of  the  valve  and  the 
valve  seat  is  300  lb.  The  valve  covers  weigh  about  600  lb.  and  are  bolted 
down  with  20  1%-in.  bolts.    On  account  of  the  great  size  of  the  valve, 
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should  particles  of  coarse  sand  or  other  substances  get  under  the  valve, 
holding  it  up,  the  sand  and  water  rush  through  and  cut  it  out  very 
quickly. 

Previous  to  the  flood  period,  we  had  experimented  with  numerous 
kinds  of  valve  facings — brass,  steel,  fiber,  and  leather.  A  record  of  valve 
service  on  the  triple-expansion  flywheel  pumps  shows  that  with  clear- 
water  conditions,  the  brass  valves  average  37  days  in  service,  the  steel 
valves  70,  the  fiber  105,  and  the  leather  64.  Pump  No.  2,  which  is  the 
clear-water  pump  and  takes  its  water  direct  from  the  concrete  dam,  has 
run  as  long  as  180  days  without  a  valve  change. 

The  cost  for  the  various  valves  are:  Brass,  $15.37;  steel,  $3.99; 
fiber  $17.82;  and  leather,  $3.86,  each.  The  fiber  and  leather  valves  have 
to  be  discarded  when  once  worn  out,  while  the  brass  and  steel  valves  can 
be  refaced  at  a  cost  of  55  c.  and  65  c.  respectively.  The  above  figures 
from  normal  conditions  with  these  pumps  favor  the  use  of  the  steel- 
faced  valve,  but  with  gritty  and  sandy  water  the  steel  valve  gave  very 
short  service,  and  leather,  fiber,  and  rubber  were  all  tried  in  turn.  The 
fiber  and  hard  leather  valves  were  found  preferable,  the  better  grades  of 
fiber  lasting  from  4  to  6  days,  and  hard  leather  about  the  same  length  of 
time. 

With  the  Prescott  triple-expansion  pumps,  the  gritty  water  led  to  the 
same  valve  difficulties,  but  the  work  of  changing  the  valves,  on  account 
of  their  smaller  size,  was  infinitely  easier.  When  these  latter  pumps  were 
running  at  from  33  to  37  r.p.m.  with  sandy  water,  new  valves  were  required 
about  every  48  hr.  in  both  suction  anil  discharge  chambers,  and  we  seemed 
to  get  better  service  with  the  hard  rubber  valve  than  with  any  other 
kind.  At  the  normal  speed  and  with  clear  water,  rubber  valves  also  give 
best  service  in  the  triple-expansion  Prescott  pumps,  and  are  often  in  good 
condition  at  the  end  of  two  months. 

On  account  of  the  valve  trouble  experienced  with  high  efficiency 
pumps  of  this  type,  where  there  is  any  likelihood  of  having  sandy  water  to 
pump,  special  attention  should  be  paid  to  the  valve  question,  and  within 
proper  limits  more  and  smaller  valves  are  preferable  to  fewer  and  bigger 
ones;  this,  on  account  of  their  being  easier  to  change,  and  also  the  fact 
that  one  or  two  bad  valves  on  a  pump  where  the  total  number  of  valves  is 
small,  lowers  the  efficiency  quicker  than  the  same  number  of  poor  valves 
on  a  pump  where  the  total  number  is  much  greater;  and  loss  of  efficiency 
is  a  fatal  drawback  when  so  much  depends  on  the  amount  of  water  to  be 
handled.  On  the  other  hand,  with  the  pumps  running  at  high  speed, 
greater  breakage  was  experienced  with  the  small  valves  than  with  the  big 
ones  on  the  flywheel  pumps. 

If  electric  pumps  are  installed  for  emergency  service,  they  should  proba- 
bly be  of  the  centrifugal  type,  with  lower  efficiency,  but  with  the  ability 
to  pump  sand  and  grit  and  needing  little  attention.    The  attention  fea- 
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ture  is  one  of  the  most  important  in  emergency  pumping  conditions. 
There  seems  to  be  a  growing  tendency  among  pump  manufacturers  to 
show  increased  interest  in  the  production  of  a  centrifugal  type  pump  with 
relatively  high  efficiency.  This  is  commendable,  as  the  market  for  such 
a  pump  is  large. 

Where  there  is  no  surplus  steam  or  electrical  power,  and  where  com- 
pressed air  is  available,  air  lifts  will  be  found  more  satisfactory,  under  the 
right  conditions,  than  sinking  pumps  run  by  air  power;  also  infinitely  less 
trouble  is  caused,  air  lifts  being  more  or  less  automatic  in  their  operation. 
However,  a  30  to  40  per  cent,  submergence  is  necessary  for  fairly  efficient 
work.  Although  as  a  pumping  unit  they  are  uneconomical,  they  throw 
large  volumes  of  water,  and  can  be  used  to  very  good  purpose  under  certain 
conditions.  They  cannot,  of  course,  owing  to  the  submergence  necessary, 
be  used  down  to  the  lowest  unwatering  point  on  a  level. 

Recent  work  in  unwatering  the  18th  level,  flooded  in  March,  with  a24- 
in.,  5-stage  Layne  &  Bowler  deep-well  pump  showed  that  it  has  advantages, 
where  the  space  will  allow,  and  is  much  superior  to  air-  or  steam-driven 
sinking  pumps  for  unwatering  purposes. 

DISTRIBUTION  OP  PUMPING  EXPENSE 
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Fig.  11. 

Where  there  is  any  chance  of  mud  or  sand  getting  into  the  sumps,  care 
should  be  taken  in  the  design  to  allow  of  their  being  in  duplicate,  or  at 
least  so  partitioned  as  to  admit  of  thorough  cleaning  of  one  section  without 
stirring  up  the  sand  in  the  water  delivered  to  the  suctions  of  the  pumps. 

Finally,  it  may  be  of  interest  to  state  some  figures  on  the  pumping 
expense  connected  with  the  handling  of  these  large  volumes  of  water.    To 
arrive  at  an  adequate  conception  of  the  amount  of  water  pumped  from 
the  mine  in  the  first  six  months  of  1915,  it  is  interesting  to  note  that  dur- 
ing this  period  6,750,000  tons  of  water  was  lifted  out  of  the  mine  from  the 
10th,  12th,  and  14th  levels.     During  this  same  period,  99,000  tons  of  ore 
was  hoisted  from  the  mine,  or,  in  other  words,  for  every  ton  of  ore  ex- 
tracted and  hoisted,  the  Old  Dominion  Copper  Co.  had  to  pump  out  of 
the  mine  68  tons  of  water,  a  proportion  of  water  to  ore  that  is,  obviously, 
not  conducive  to  cheap  mining.    During  the  first  half  of  the  year,  the 
pumping  expense  amounted  to  29  per  cent,  of  the  total  underground, 
hoisting,  and  surface  expense.    Details  of  the  pumping  costs  during  the 
flood  period  were  so  abnormal  as  to  have  no  particular  interest,  but  it  may 
be  stated  that  of  the  total  pumping  expense,  the  operating  labor  and 
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supplies  amounted  to  10  per  cent.,  power  to  54  per  cent.,  and  repair  labor 
and  supplies  to  36  per  cent.  In  the  previous  year,  1914,  operating  labor 
and  supplies  amounted  to  23  per  cent,  of  the  total,  power  61  per  cent.,  and 
repair  labor  and  supplies  16  per  cent.  This  is  shown  graphically  in  Fig. 
11.  The  repair  expense  consists  of  repairs,  labor  and  material  for  steam 
lines,  water  columns,  pumps,  sumps,  and  drain  tunnel,  as  well  as  the 
installation  of  emergency  pumps,  air  lifts,  etc.  In  the  power  expense, 
which  is  the  heaviest  individual  item  of  the  pumping  costs,  fuel  oil  is 
practically  87  per  cent,  of  the  total,  which,  during  the  period  from  Jan. 
1  to  June  30, 1915, would  make  the  fuel  oil  expense  47  per  cent,  of  the  total 
pumping  costs. 

In  conclusion,  my  thanks  for  the  compilation  of  certain  portions  of  the 
data  used  in  this  paper  are  due  to  I.  H.  Barkdoll,  Mine  Superintendent, 
H.  L.  Norton,  Chief  Engineer,  Charles  Mendelsohn,  Mechanical  Engi- 
neer, and  G.  N.  Bjorge,  Geologist. 
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The  Composition  of  the  Rock  Gas  of  the  Cripple  Creek  Mining 
District,  Colorado* 

BT  GBOBdll  A.  BTOBBLLf  AND  ALFRED  W.  QAUOBR,  PITTSBURGH,  PA. 
(Afiaoua  Meeting.  September,  ISIS) 

Introduction 

The  senior  author  of  this  paper,  while  in  Colorado  on  other  official 
business,  made  a  trip  to  the  Cripple  Creek  gold-mining  district  to  get 
more  data  than  are  at  present  available  regarding  the  composition  of 
the  gas  that  issues  from  the  rock  into  the  mines  of  the  district.  This 
was  done  at  the  suggestion  of  George  S.  Rice,  Chief  Mining  Engineer  of 
the  Bureau  of  Mines.  There  are  many  questions  of  interest  and  im- 
portance in  connection  with  the  ventilation  of  the  mines  in  the  Cripple 
Creek  district,  such  as  the  menace  to  life  and  mining  of  a  suffocating  gas 
entering  the  mines  from  the  rock,  the  danger  due  to  powder  smoke  (from 
blasting  operations),  and  danger  of  continued  inhalation  of  rock  dust 
by  the  miners.  This  report  confines  itself  to  the  first  problem,  the  gas 
from  the  rock,  and  principally  to  one  phase  of  this  question,  the  com- 
position of  the  gas  and  its  effects  on  men  and  lights.  A  more  thorough 
study  of  this  and  other  ventilation  problems  is  planned. 

That  the  rock  gas  is  a  real  menace  is  shown  by  the  fact  that  miners 
fw-ifflialv  (wfimafwl  tVmn  25  to  50  by  different  persons  interviewed) 
the  25  years  that  mining  has  been  vigorously 
ek.  Many  men  have  had  narrow  escapes  from 
ing  been  incapacitated  for  days.  In  addition, 
i  because  at  certain  periods  of  the  year  or  on 
ible  to  enter  some  workings.  At  a  few  mines, 
ridngs,  thus  supplementing  the  natural  ventila- 
conditions,  but  the  improvement  is  not  entirely 

Origin  of  the  Gas 

e'  think  that  the  gas  found  in  the  rocks  of  the 
itrict  represents  the  last  exhalations  of  the  ex- 


it by  pomiasion  of  the  Director  of  the  Bureau  of  Mines. 
t  la  n ill  1.1  of  Laboratory  Gas  Investigations,  U.  S.  Bureau  of  Mines- 
*  W.  Ttnliim  and  7.  L.  Ransome:    Geology  and  Gold  Deposits  of  the  Cripple 
a*k  MHag  District,  Profetrional  Paper  54,  V.  S.  Geological  Survey,  p.  257  (1906). 
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tinct  Cripple  Creek  volcano.  In  support  of  this  they  point  out  that 
little  timbering  is  used  in  the  mines,  hence  one  cannot  account  for  the 
decrease  of  oxygen  or  increase  of  carbon  dioxide  by  oxidation  of  timber. 
Further,  only  a  small  proportion  of  pyrite  and  carbonates  is  present  in 
the  rocks  and  ores  as  compared  to  that  in  many  other  mines  entirely 
free  of  gas.  Moreover,  no  gas  occurs  in  the  oxidized  zone,  showing  that 
oxidation  cannot  have  anything  to  do  with  it,  and  since  the  gas  increased 
with  depth  it  must  be  mainly  accumulated  below  the  present  workings. 
A  theory  other  than  that  propounded  by  Lindgren  and  Bansome 
attempts  to  account  for  the  occurrence  of  the  gas  because  of  intrusion  of 
atmospheric  air  and  the  removal  of  the  oxygen  by  means  of  oxidation 
and  perhaps  to  some  extent  by  absorption  due  to  underground  waters. 

Influence  of  Barometric  Pressure  on  the  Outflow  of  Gab 

The  gas  is  confined  in  the  rock  under  very  low  pressure,  so  low,  in 
fact,  that  variations  in  the  outside  atmospheric  pressure  materially  af- 
fect the  outflow  of  gas  into  the  mines.  That  the  gas  is  in  the  rocks  under 
low  pressure  is  shown  by  the  fact  that  at  the  few  mines  where  air  is  forced 
in  by  fans  and  the  workings  are  thus  under  about  6  or  7  in.  of  water 
pressure  (about  0.5  in.  of  mercury),  the  gas  is  forced  back  into  the  pores 
and  crevices  of  the  rock  and  the  workings  are  more  or  less  free  of  it. 
The  variation  in  outside  atmospheric  pressure  is  frequently  in  excess 
of  0.5  in.  of  mercury,  so  that  largely  depending  on  this  variation  the  air 
of  some  of  the  mines  is  more  or  less  contaminated  with  the  rock  gas. 
This  influence  of  the  barometric  pressure  on  the  outflow  of  gas  is  appre- 
ciated by  the  mining  men  of  the  district. 

Table   J, —Data  of  Samples  Collected  near  Feeder  in  Mary  McKinney 

Mine 


A  number  of  samples  were  collec1 
of  this  paper,  by  A.  G.  Suydam, : 
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percentages.  In  this  very  short  series  of  tests  the  amount  of  strata 
gas  is  not  a  function  of  a  low  barometric  pressure.  With  one  exception 
(sample  No.  6988)  the  largest  amounts  of  carbon  dioxide  and  smallest 
amounts  of  oxygen  were  found  in  samples  collected  when  the  wind  was 
from  a  southern  or  southwestern  direction.  This  coincides  with  the  ex- 
perience of  some  mining  men  in  the  Cripple  Creek  district  who  informed 
the  senior  author  that  it  was  frequently  true  that  when  the  wind  came 
from  a  southern  or  southwestern  direction  the  most  strata  gas  entered 
the  mines. 

As  regards  Table  II,  it  is  shown  that  strata  gas  was  present  in  the 
north  drift  of  the  Mary  McKinney  mine  when  the  wind  direction  was 
southern  or  southwestern  in  four  cases  and  northerly  in  one  case.  Also, 
in  10  cases  the  air  was  good  in  the  drift  when  the  wind  came  from 
a  northerly  direction,  and  in  three  cases  when  it  came  from  a  south 
or  southwestern  direction.  Again  a  consistent  relation  could  not 
be  traced  between  the  barometric  pressure  and  the  presence  of  strata 
gas. 

Some  of  the  mining  men  of  the  Cripple  Creek  mining  district  believe 
that  the  direction  of  the  wind  influences  the  outbursts  of  strata  gas,  in 
that  when  it  comes  from  a  southern  or  southwestern  direction  it  sweeps 
up  the  caflons.  The  rock  being  more  or  less  porous,  permits  the  entrance 
of  atmospheric  air,  and  this  air,  exerting  a  pressure  on  the  rock  gas, 
forces  the  latter  into  the  mine  workings. 

Collection  of  Gas  Samples 

Samples  of  gas  were  collected  by  the  senior  author  in  the  Mary 
McKinney,  Anaconda,  Midget,  and  Cresson  mines.  The  Mary  McKinney 
mine  is  on  the  south  side  of  Squaw  Gulch,  opposite  the  town  of  Anaconda. 
The  first  ore  was  shipped  in  1893.  The  workings  are  mainly  in  breccia 
and  phonolite. 

The  Anaconda  mine  is  in  the  town  of  Anaconda,  with  workings 
extending  through  Gold  Hill,  and  was  one  of  the  first  producers  in  the 
Anaconda  district.  The  mine  is  at  present  worked  through  an  adit 
having  a  portal  at  Anaconda  and  connecting  with  extensive  drifts  and 
crosscuts.  The  prevailing  country  rock  is  breccia  of  the  usual  type 
found  on  Gold  Hill.  Within  the  breccia  are  some  irregular  bodies  of 
latite-phonolite  and  a  few  dikes  of  phonolite  and  basalt. 

The  Midget  mine  is  on  the  west  slope  of  Gold  Hill.  The  workings 
comprise  10  levels  and  are  partly  in  breccia  and  partly  in  fine-grained 
gray  gneiss. 

The  Cresson  mine  is  on  Raven  Hill,  2%  miles  from  the  Midget  mine 
and  2  miles  from  the  Anaconda  mine.  The  workings  are  in  breccia. 
The  mine  was  opened  in  1904  and  has  13  levels. 
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than  0.02  per  cent. 


Sample  Number 

COs 

Os 

Combustible  Gaa 

Nt 

Total 

781 

3.66 

16.57 

0.00 

79.77 

100.00 

776 

1.00 

18.92 

0.00 

80.08 

100.00 

663 

0.93 

20.03 

0.00 

79.04 

100.00 

770 

8.84 

10.86 

Trace" 

80.30 

100.00 

296 

2.08 

18.53 

0.00 

79.39 

100.00 

769 

0.11 

20.79 

0.00 

78.70 

100.00 

400 

8.68 

10.86 

0.00 

80.46 

100.00 

794 

7.35 

11.63 

0.00 

81.02 

100.00 

664 

5.09 

15.06 

0.00 

79.85 

100.00 

Midget  Mine 


General  Observations  Regarding  Gaseous  Conditions 

The  Midget  mine  is  on  Gold  Hill  and  has  10  levels.  From  the  shaft 
to  the  tenth  level  is  about  900  ft.  The  ore  veins  range  from  5  in.  to  30 
ft.,  probably  averaging  4  ft.  About  20  men  work  underground  on  a 
leasing  system.  Regarding  the  levels  where  samples  of  gas  were  col- 
lected: Four  men  were  working  in  the  seventh  level,  four  men  on  the 
eighth  level,  and  none,  on  account  of  bad  gas  conditions,  on  the  ninth 
or  tenth  levels. 

In  the  afternoon  of  the  day  when  the  above  samples  were  collected 
the  men  had  to  leave  the  eighth  level  because  gas  conditions  became  so 
bad  that  working  was  impossible.  Gas  conditions  were  said  to  be  worse 
than  usual  at  the  Midget  mine  that  day. 

The  Midget  mine  management  has  in  use  a  pressure  system  of 
ventilation.  A  5-ft.  pressure  Sturtevant  fan  driven  by  a  20-hp.  motor 
is  installed  at  the  surface,  and  an  air  compartment  built  in  the  shaft 
conducts  the  fresh  outside  air  to  a  point  below  the  second  level;  from 
this  place  the  air  spreads  in  the  shaft  and  into  the  various  levels.  The 
drifts  of  the  latter  at  various  distances  from  the  shaft  are  provided  with 
air  doors,  built  of  1-in.  boards  and  made  as  air-tight  as  possible  with 
canvas.  Thus,  a  small  pressure  is  placed  on  the  mine  workings,  sufficient 
to  check  in  part  the  outflow  of  gas  from  the  rock  strata.  This  pressure 
amounts  in  some  places  to  5  or  6  in.  of  water.  The  fact  that  the  gas  is 
in  the  rock  at  very  low  pressure  makes  such  an  arrangement  efficient  in 
that  much  more  work  can  be  accomplished  by  the  men  because  of  the 
better  conditions  of  ventilation.  Even  so,  however,  when  the  outflow 
of  gas  is  stronger  than  usual,  this  method  is  not  entirely  successful, 
in  that  workmen  are  sometimes  driven  from  the  lower  levels,  and 
sometimes  cannot  re-enter  for  days. 
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Description  of  Samples  Collected 

• 

Sample  781. — Sample  collected  in  the  eighth  level,  north  drift; 
Midget  Murray  vein.  Wet  bulb  73°  F.,  dry  bulb  76°  F.;  relative  hu- 
midity, 88  per  cent.;  barometer,  21.6  in.  Candle  would  not  burn  where 
sample  was  collected.  Acetylene  lamp  did  burn.  No  men  were  working 
at  this  place. 

Sample  776. — Collected  in  eighth  level,  in  the  Olson  Hollengrain 
stope.  Candle  and  acetylene  lamp  burned.  Two  men  were  working 
where  sample  was  collected.  Compressed  air  had  been  turned  on  in 
this  stope,  through  a  1-in.  line,  for  2  hr.  prior  to  taking  the  sample. 
The  end  of  the  air  line  was  50  ft.  from  the  stope.  The  top  of  the  stope 
lay  at  an  angle  of  45°  from  the  end  of  the  air  line. 

Sample  663. — Sample  collected  in  eighth  level  at  breast.  Lauson 
and  Haug's  lease  on  the  south  drift.  Midget  Murray  vein.  Two  men 
working  in  this  breast  when  sample  was  collected.  Wet  bulb  60°  F., 
dry  bulb  65°  F.;  relative  humidity,  75  per  cent.  Candle  and  acety- 
lene lamp  would  burn.  Compressed  air  had  been  turned  on  in  this 
breast  for  2  hr.  prior  to  taking  sample.  The  breast  was  75  ft.  from  the 
end  of  the  air  line. 

Sample  770. — Sample  collected  in  raise  on  Intermediate  vein  40  ft. 
from  breast,  eighth  level.  No  compressed  air  in  the  place.  Candle 
and  acetylene  lamp  went  out  but  the  latter  would  burn  1  ft.  above  where 
sample  was  collected.  Wet  bulb  63.5°  F.,  dry  bulb  69°  F.;  relative 
humidity,  76  per  cent.    Nobody  working  in  this  place. 

Sample  296. — Collected  in  ninth  level.  Conundrum  vein.  North 
drift,  250  ft.  from  shaft.  Wet  bulb  63°  F.,  dry  bulb  69°  F.;  relative 
humidity,  76  per  cent.;  barometer,  21.66  in.  Candle  burned  feebly 
at  place  where  sample  was  collected.    No  men  working  on  ninth  level. 

Sample  769. — Sample  collected  in  the  shaft  at  ninth  level,  830  ft. 
from  the  surface.  Wet  bulb  61°  F.,  dry  bulb  66°  F.,  relative  humidity 
74  per  cent.  Air  in  the  shaft  would  not  move  the  vanes  of  the  anemome- 
ter, although  there  was  a  slight  movement  of  air  downward  due  to 
the  fact  that  a  5-ft.  Sturtevant  fan  at  the  top  of  the  shaft  was  forcing 
air  into  the  mine. 

Sample  400. — Sample  collected  in  seventh  level.  Intermediate 
vein,  375  ft.  northwest  of  shaft.  Carbide  lamp  went  out  where  sample 
was  collected,  but  burned  2  ft.  above.  No  men  working  here.  Wet 
bulb  63.5°  F.,  dry  bulb  74°  F.;  relative  humidity,  59  per  cent. 

Sample  794. — Collected  on  seventh  level,  Midget  Murray  vein,  250 
ft.  north  of  shaft  and  75  ft.  from  breast.  Carbide  lamp  went  out  where 
sample  was  collected.     Nobody  working  here. 

Sample  664. — Collected  on  sixth  level.  Outside  of  pressure  zone. 
About  200  ft.  beyond  air  door.  Wet  bulb  50.5°  F.,  dry  bulb  54°  P.; 
relative  humidity,  81  per  cent. 
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Of  the  series  of  samples  collected  at  the  Midget  mine,  only  one,  No. 
664,  was  collected  outside  the  pressure  area  or  zone  and  beyond  the  door. 
Candles  burned  all  right  inside  the  door,  but  20  ft.  beyond  they  went 
out,  indicating  at  this  point  less  than  about  17  per  cent,  of  oxygen.  That 
considerable  pressure  was  exerted  on  the  doors  was  shown  by  the  fact 
that  it  required  much  force  to  open  them  and  that  as  one  did  so  the  air 
rushed  through  sufficiently  strong  to  blow  out  the  lights.  This  rush  of 
comparatively  fresh  air  through  the  door  and  beyond  into  the  drift,  of 
course,  improved  conditions  there  so  that  up  to  20  ft.  the  oxygen  content 
was  sufficiently  high  (17  per  cent.)  to  support  the  flame  of  a  candle. 

It  should  be  added  that  the  management  of  the  Conundrum  mine 
was  the  first  in  the  Cripple  Creek  to  install  this  so-called  pressure  system 
of  ventilation.  This  mine  adjoins  the  Midget,  and  after  that  installation, 
the  rock  gas  was  forced  in  greater  quantity  into  the  Midget  mine,  hence 
a  similar  system  had  to  be  installed  in  the  latter  mine  for  self-protection. 

Table  IV. — Rock-Gas  Analyses 
Anaconda  Mine 


Sample  Number 

CO* 

O, 
5.51 

I 

Combustible-  Gas 

1 
i 

Trace0 

N. 
85.47 

Total 

691 

9.02 

100.00 

966 

7.96 

7.50 

0.02         1 

84.52 

|       100.00 

937 

5.43 

11.78       ' 

0.00 

92.79 

1       100.00 

750 

8.09 

7.19 

Trace0 

84.72 

I       100.00 

694 

1.64 

18.30       ' 

0.00 

80.06 

100.00 

948 

1.51 

18.44       ' 

0.00 

80.05 

100.00 

690 

1.69 

17.70 

0.00         , 

80.61 

100.00 

747 

0.32 

20.46 

0.00 

79.22 

1       100.00 

•  Less  than  0.02  per  cent. 


Anaconda  Mine 


Description  of  Samples  Collected 

Sample  691. — Collected  in  fourth  level,  fourth  drift,  at  floor  300  ft. 
north  of  shaft.  Carbide  lamp  went  out  at  roof  and  floor,  but  burned 
at  about  the  position  of  a  man's  head  when  walking  upright.  Wet 
bulb  56°  F.,  dry  bulb  59°  F.;  relative  humidity,  85  per  cent. 

Sample  966. — Collected  in  Anaconda  mine,  fourth  level,  fourth  drift, 
275  ft.  from  shaft.  Wet  bulb  56°  F.,  dry  bulb  59°  F.;  relative  humidity, 
85  per  cent.;  barometer  21.6  in.  Nobody  was  working  in  this  level 
this  day  on  account  of  the  bad  condition  of  the  air.  It  is  almost  always 
the  case  that  the  influx  of  the  gas  prevents  working  on  the  fourth  level 
in  the  afternoons,  and  about  one-third  the  time  in  the  morning. 

Sample  937.- — This  sample  was  collected  in  the  same  drift,  same 
level,  except  about  250  ft.  from  the  shaft.     Sample  collected  in  drift  at 
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about  the  place  the  carbide  lamp  was  just  extinguished.  The  percent- 
age of  oxygen,  it  will  be  noted,  is  11.78,  and  corresponds  with  experiments 
in  the  senior  author's  laboratory  which  have  shown  that  the  acetylene 
lamp  is  extinguished  when  the  oxygen  content  of  an  atmosphere  drops 
to  about  12  to  13  per  cent. 

Sample  750. — Sample  collected  in  same  level  and  same  drift  as  above 
samples  except  150  ft.  from  shaft.  Sample  collected  near  the  floor. 
Carbide  lamp  went  out  near  the  floor. 

Sample  948. — Same  as  above  except  taken  at  height  of  man's  head 
when  walking  upright.     Candle  burned  dimly. 

Sample  694. — Same  as  above  except  taken  at  roof,  7  ft.  from  floor. 

Sample  690. — Taken  in  fifth  level  at  breast  of  north  drift.  This 
level  is  200  ft.  below  fourth  level.  Candle  would  not  burn  but  carbide 
lamp  would.  Two  men  were  working  here.  Compressed  air  had  been 
turned  on  in  this  breast  up  to  3  min.  before  sample  was  collected.  Wet 
bulb  64°  F.,  dry  bulb  68°  F.;  relative  humidity,  82  per  cent. 

Sample  747. — Taken  at  foot  of  shaft  on  fifth  level.  Air  was  being 
forced  into  this  level  from  a  fan  on  the  fourth  level.  Candle  would 
burn.    Wet  bulb  57.5°  F.,  dry  bulb  60.5°  F. ;  relative  humidity,  85  per  cent. 

General  Observations  Regarding  Gaseous  Conditions. — The  Anaconda 
shaft  is  reached  by  means  of  an  adit  1,135  ft.  long.  The  fourth,  fifth 
and  lower  levels  are  at  times  badly  affected  by  outflow  of  strata  gas. 

The  progressive  vitiation  of  the  air  in  the  fourth  drift  of  the  fourth 
level  is  shown  by  the  first  six  samples.  Sample  691  taken  300  ft.  north 
of  the  shaft  contained  9.02  per  cent,  of  carbon  dioxide  and  5.51  per 
cent,  of  oxygen.  In  taking  this  sample,  the  sampler  proceeded  with  the 
acetylene  lamp  held  near  his  mouth,  until  the  lamp  went  out  (about 
12  or  13  per  cent,  oxygen),  then  reached  down  and  collected  the  sample 
near  the  floor.  The  dangerous  stratification  of  the  gas  is  well  brought 
out  by  these  analyses.  At  the  height  of  a  man's  mouth  the  air  was 
breathable,  but  if  a  man  fell  by  some  mishap  into  the  air  near  the 
floor,  collapse  would  quickly  occur  because  of  the  small  amount  of  oxygen 
(5.51  per  cent.)  there.  At  a  point  25  ft.  nearer  the  shaft  (sample  966) 
at  the  floor  the  air  was  a  trifle  better:  7.96  per  cent,  carbon  dioxide 
and  7.50  per  cent,  oxygen.  At  a  point  50  ft.  nearer  the  shaft  (sample 
937),  near  the  floor  the  air  was  still  better:  5.43  per  cent,  of  carbon  di- 
oxide and  11.78  per  cent,  of  oxygen.  The  next  three  samples  were 
collected  150  ft.  from  the  shaft:  one  at  floor  (No.  750),  one  at  the  height 
of  a  man's  mouth  (No.  948)  and  one  near  the  roof  (No.  694).  At  the 
floor  a  very  dangerous  atmosphere  existed,  while  nearer  the  roof  the  air 
was  comparatively  good.  That  the  atmosphere  in  this  drift,  as  in  other 
mines,  varied  much  in  composition  is  shown  by  samples  937  and  750. 
Sample  937  was  taken  at  a  point  250  ft.  from  the  shaft.  This  sample 
contained  11.78  per  cent,  of  oxygen,  whereas  sample  750  collected  closer 
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to  the  source  of  fresh  air  (150  ft.  from  the  shaft)  and  farther  away 
from  the  most  contaminated  air,  contained  a  fatal  proportion  of  oxy- 
gen, 7.19  per  cent. 

It  was  noticed  on  another  occasion  that  a  lighted  candle  would  burn 
fairly  well  at  one  point  in  a  drift,  then  become  extinguished  farther  along 
(great  care  being  taken  that  it  was  not  a  sudden  movement  or  jerk  of 
the  candle  that  put  the  flame  out)  and  finally  would  stay  lighted  at  a 
point  still  farther  in  the  drift. 

Usually,  though,  the  nearer  one  approached  the  breast  of  a  drift 
containing  much  rock  gas  the  worse  the  air  became. 

Table  V. — Rock-Gas  Analyses 
Mary  McKinney  Mine 


Sample  Number 


COt 


Nt 


761 

1.82 

10.70 

0.00 

87.48 

762 

7.54 

8.01 

0.00 

84.45 

780 

4.17 

13.87 

Tracea 

81.96 

908 

0.25 

20.50 

0.02 

79.23 

976 

5.88 

10.71 

0.00 

83.41 

than  0.02  per  cent. 

Mary  McKinney  Mine 
Description  of  Samples 

Sample  761. — Collected  on  eighth  level  (about  800  ft.  from  surface), 
No.  15  raise  on  No.  2  vein,  up  about  15  ft.  from  level  of  drift  and  about 
1,400  ft.  from  shaft.  The  air  was  worse  the  higher  up  one  went  in  the 
raise.  The  sample  was  collected  about  10  ft.  up  the  raise  from  where  the 
carbide  lamp  went  out.  Nobody  was  working  in  this  raise.  Wet  bulb 
56°  F.,  dry  bulb  60°  F.;  relative  humidity,  80  per  cent.,  barometer  21.87. 

Sample  762. — Collected  in  eighth  level,  at  floor  180  ft.  north  of  black 
vein,  No.  12  north  drift,  and  1,500  ft.  from  shaft.  Carbide  lamp  burned 
at  roof  but  would  not  burn  at  floor.,  where  sample  was  collected.  Nobody 
working  at  this  place.  The  gas  sometimes  fills  the  entire  drift.  Condi- 
tions were  worse  than  usual  on  the  day  samples  were  collected.  Wet  bulb 
58.5°  F.,  dry  bulb  61°  F.;  relative  humidity,  88  per  cent. 

Sample  780. — Sample  taken  in  eighth  level  at  roof.  No.  12  north 
drift  at  junction  of  black  vein  drift.    Carbide  lamp  burned. 

Sample  908. — Sample  taken  at  junction  of  No.  2  vein  and  main 
crosscut  from  shaft,  1,250  ft.  from  shaft.  The  shaft  was  acting  as  a 
downcast  and  this  sample  was  collected  250  ft.  from  the  upcast.  Wet 
bulb  54.5°  F.,  dry  bulb  58°  F. ;  relative  humidity,  82  per  cent.  Air  seemed 
good  at  this  point.  There  was  a  slight  movement  of  air  (14  lin.  ft.  per 
minute). 
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Table  VI. — Rock-Gas  Analyses 
Cresson  Mine 


Sample  Number 

COt 

Os 

Combustible  Gas 

Ns 

797 

8.90 

7.03 

0.00 

84.57 

795 

2.85 

16.23 

0.00 

80.92 

760 

11.08 

2.69 

0.03 

86.20 

759 

2.35 

17.19 

0.00 

80.46 

771 

0.29 

20.56 

0.00 

79.15 

754 

1.01 

14.05 

Trace" 

80.94 

753 

0.60 

16.74 

0.00 

82.66 

772 

0.62 

16.65 

0.00 

82.73 

943 

0.39 

20,03 

0.00 

79.58 

944 

0.51 

17.78 

0.00 

81.71 

•  Less  than  0.02  per  cent. 


Cbesson  Mine 


Different  Ventilation  System 

At  this  mine  the  plan  of  pressure  ventilation  adopted  is  slightly  dif- 
ferent from  that  at  the  Midget  and  Conundrum  mines.  Wooden  doors, 
made  as  tight  as  possible,  are  placed  in  the  drifts  beyond  the  workings, 
and  a  compressed-air  pipe  is  run  through  a  hole  therein.  A  valve  placed 
inside  the  door  provides  for  the  control  of  the  air.  With  the  air  turned 
on,  rock  gas  that  would  otherwise  find  its  way  into  the  workings  is  kept 
back.  That  this  method  is  capable  of  doing  effective  work  is  shown  by 
the  analyses  of  several  samples  collected  inside  and  beyond  one  of  these 
doors. 

Description  of  Samples 

Sample  797. — Collected  at  the  floor  in  the  eleventh  level  at  one  of 
the  pressure  doors  500  ft.  from  the  shaft.  The  door  was  opened  slightly 
when  the  sample  was  collected.  The  carbide  lamp  would  not  burn  at 
the  point  where  the  sample  was  collected.     Dry  bulb  69°  F. 

Sample  795. — Collected  in  the  same  place  as  the  above  except  at  the 
height  of  a  man's  head,  standing  upright.    Carbide  lamp  would  burn  here. 

Sample  760. — Collected  beyond  the  air  door,  about  10  ft.  beyond 
where  the  two  previous  samples  were  taken.  In  collecting  this  sample 
the  collector  advanced  10  ft.  beyond  where  the  air  was  comparatively 
good,  holding  his  breath,  then  quickly  snapped  the  sealed  and  evacuated 
glass  sample  bottle,  whereupon  the  mine  gas  immediately  filled  the  bottle, 
after  which  he  quickly  came  out.  Even  so  he  had  a  close  call,  for  his 
knees  became  weak  and  mind  slightly  hazy,  due  no  doubt  to  his  inad- 
vertently breathing  a  little  of  the  atmosphere.  As  soon  as  he  came  to 
better  air  10  ft.  away,  he  felt  all  right. 
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This  sample  is  interesting  from  two  standpoints:  (1)  It  shows  the 
effect  of  pressure  produced  by  the  compressed  air  in  holding  back  the 
strata  gas.  At  the  height  of  a  man's  head  just  at  the  door  the  oxygen 
content  of  the  atmosphere  was  16.23  per  cent.,  while  10  ft.  beyond  the 
door  the  oxygen  content  was  only  2.69  per  cent.;  (2)  this  sample  more 
closely  approximated  the  pure  rock  gas  than  any  other  sample  collected 
So-called  blowers  of  gas  or  pronounced  gas  feeders,  while  not  unknown, 
are  difficult  to  find  in  the  Cripple  Creek  mines.  The  gas  usually  escapes 
from  the  rocks  from  thousands  of  small  pores  therein,  rather  than  by 
large  outbursts,  such  as  are  often  encountered  in  coal  mines.  Although 
these  gas  blowers  have  been  encountered  in  the  mines  of  the  district, 
none  were  observed  in  the  course  of  collecting  the  samples.  If  one  cal- 
culates this  sample  air-free  (No.  760)  the  composition  (by  eliminating 
the  nitrogen  and  oxygen  according  to  the  proportions  they  are  found  in 
atmospheric  air)  becomes  12.69  per  cent,  carbon  dioxide  and  87.31  per 
cent,  nitrogen.  These  figures,  then,  show  the  composition  of  the  pure 
gas  as  it  came  from  the  rocks,  on  the  assumption  that  the  air  present  in 
the  sample  as  collected  was  due  to  dilution  of  the  gas  by  the  air  of  the 
mine. 

As  regards  occasional  small  outbursts  of  rock  gas,  an  incident  related 
by  William  Allen,  Superintendent  of  the  Midget  mine,  is  of  interest. 
While  leaning  against  the  wall  of  a  drift  with  his  face  quite  close  to  the 
rock,  talking  to  another  man,  Mr.  Allen  suddenly  felt  dizzy,  breathless, 
and  weak.  Without  knowing  the  cause  he  changed  his  position  and  soon 
felt  better.  Thinking  that  possibly  there  was  a  small  feeder  of  gas  close 
to  where  he  had  been  standing,  he  put  his  carbide  lamp  up  against  the 
rock  there  and  the  lamp  was  immediately  extinguished. 

Sample  759. — Collected  in  the  eleventh  level  under  No.  1,103  stope, 
400  ft.  from  the  shaft,  i.e.,  100  ft.  inside  the  door  where  the  previous 
three  samples  were  collected.  Wet  bulb  60°  F.,  dry  bulb  64°  F.  A 
candle  burned  well  at  this  place  and  the  air  seemed  good. 

Sample  771. — This  sample  was  collected  in  the  eleventh  level  at  the 
shaft.  The  latter  was  upcasting  at  the  time.  Wet  bulb  64.5°  F.,  dry 
bulb  65.3°  F.;  relative  humidity,  81  per  cent. 

In  another  drift  in  this  level  that  ordinarily  contained  a  large  amount 
of  rock  gas,  there  seemed  to  be  little  on  the  day  of  the  visit,  as  one  could 
walk  with  lighted  candles  clear  to  the  breast.  This  condition,  the 
presence,  on  the  same  day,  of  much  rock  gas  in  some  drifts  of  a  certain 
level  and  very  little  in  other  drifts  that  are  often  filled  with  it,  some- 
times prevails. 

Samples  754,  753  and  772  were  collected  in  the  seventh  level,  700  ft. 
from  the  shaft.  Beyond  this  point  of  sampling  one  could  not  venture 
very  far  because  the  drift  for  a  distance  of  1,000  ft.  to  the  breast  was 
fiDed  with  rock  gas.    Candles  would  not  burn  where  the  samples  were 
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collected  but  carbide  lamps  would.  Sample  772  was  collected  at  the 
center  of  the  drift,  No.  753  at  the  top,  and  754  near  the  bottom.  The 
air  at  the  bottom  contained  more  gas  (less  oxygen)  than  the  air  at  the 
center  or  top.  Wet  bulb  61°  F.,  dry  bulb  64°  F.;  relative  humidity,  86 
per  cent. 

Sample  944. — Collected  50  ft.  nearer  the  shaft  than  the  above  three 
samples. 

Sample  943. — Collected  50  ft.  nearer  the  shaft  than  sample  944. 
In  other  words,  the  atmosphere  became  progressively  better  the  nearer 
one  approached  the  shaft. 

Composition  of  the  Strata  Gas  as  It  Issues  from  the  Rocks  in  the 

Cripple  Creek  Mines 

Samples  of  pure  rock  gas  as  it  issued  from  the  rocks  in  the  Cripple 
Creek  mines  could  not  be  obtained  by  the  senior  author  at  the  time  of 
his  visit.  Some  of  the  drifts  most  affected  were  penetrated  as  far  as 
possible,  and  a  sample  containing  2.69  per  cent,  oxygen  (sample  760, 
Cresson  mine)  which  showed  the  largest  percentage  of  rock  gas  was  ob- 
tained. Undoubtedly,  15  or  20  ft.  farther  in  the  drift  a  sample  prac- 
tically devoid  of  oxygen  would  have  been  secured.  One  can  determine 
quite  closely  the  composition  of  the  rock  gas,  however,  by  selecting 
those  samples  that  contain  the  smallest  percentages  of  oxygen  and 
calculating  them  air-free.     In  Table  VII  this  has  been  done. 

These  recalculations,  based  on  the  assumption  that  the  gas  issuing 


Table  VII. — Rock-Gas  Analyses,   Cripple  Creek  Mines  with  Computa- 
tion on  Air-Free  Basis 


Sample 
Number 

C0« 

Oi 

Combustible 
Gas 

Ni 

Total 

Calculated 

Air-Free 

COi          Nt 

Midget  Mine 

770 

8.84 

10.86 

0.00 

80.30 

100.00 

18.37 

81.63 

400 

8.68 

10.86 

0.00 

80.46 

100.00 

18.03 

81.97 

794 

7.35 

11.63 

0.00 

81.02 

100.00 

16.53 

83.47 

• 

Anaconda  Mine 

966 

7.96 

7.50 

0.00 

84.54 

100.00 

12.40 

?7.60 

937 

5.43 

11.78 

0.00 

82.79 

100.00 

12.41 

87.59 

691 

9.02 

5.51 

0.00 

85.47 

100.00 

12.23 

87.77 

750 

8.09 

7.19 

0.00 

84.72 

100.00 

12.32 

87.68 

Mary  McKinney  Mine 

762 

7.54 

8.01 

0.00      i      84.45 

100.00 

12.20 

87.80 

976 

5.88 

10.71 

0.00      j      83.41 
Cresson  Mine 

100.00 

12.03 

87.97 

797 

8.90 

7.03 

0.00            84.07 

100.00 

13.40 

86.60 

760 

11.08 

2.69 

0.00 

86.23 

100.00 

12.71 

87.29 
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from  the  rock  contains  no  air,  show  that  the  rock  gas  contains  between 
12.03  and  18.37  per  cent,  of  carbon  dioxide  and  81.63  and  87.97  per  cent. 
of  nitrogen,  the  average  of  all  of  the  results  being  13.87  per  cent,  of 
carbon  dioxide  and  86.13  per  cent,  of  nitrogen,  or  in  round  numbers  14 
per  cent,  carbon  dioxide  and  86  per  cent,  nitrogen.  The  rock  gas  then 
is  a  mixture  of  carbon  dioxide  and  nitrogen.  The  assumption  that  the 
oxygen  in  the  samples  came  from  the  mine  air  appears  to  be  justified  by 
the  decreasing  proportion  of  oxygen  found  on  advancing  from  good  air 
into  a  drift  more  or  less  filled  with  the  rock  gas. 

The  senior  author  noticed  a  tendency  among  the  mining  men  of 
Cripple  Creek  to  speak  of  the  rock  gas  as  carbon  dioxide  or  at  least  as 
if  carbon  dioxide  were  the  predominating  constituent.  This  is  not  the 
case.  Nitrogen  is  much  in  excess.  The  bad  effects  produced  are 
principally  due  to  the  fact  that  the  rock  gas  so  dilutes  the  air  of  the  mines 
that  the  oxygen  therein  falls  to  a  point  where  lights  will  not  burn  or  life 
is  endangered. 

In  the  author's  opinion  the  acetylene  light  should  not  be  used  as  the 
sole  warning  against  the  presence  of  gas  in  these  mines.  It  is  true  that 
where  the  acetylene  lamp  burns  there  is  enough  oxygen  in  the  air  to 
support  life  (12  to  13  per  cent.)  but  the  trouble  is  that  under  such  con- 
ditions the  air  only  a  short  distance  beyond  in  a  drift  or  at  the  floor  may 
be  fatal  to  life.  The  warning  of  a  candle  flame  affords  a  much  wider 
margin  of  safety.  At  some  mines  the  management  allows  no  work  to 
be  performed  where  a  candle  will  not  burn.  At  other  mines  the  men 
are  not  so  careful. 

Effect  of  Carbon  Dioxide  on  Man 

Carbon  dioxide  must  be  present  in  air  in  large  quantities  before  it 
threatens  life.  Symptoms  of  distress  in  men  usually  do  not  begin  to 
appear  until  from  3  to  4  per  cent,  is  present.  Men  can  go  on  working 
for  a  considerable  time  in  such  an  atmosphere  although  they  will  cer- 
tainly become  more  quickly  fatigued.  Great  exertion  will  cause  panting, 
but  animals  have  been  kept  for  weeks  in  such  atmospheres  without 
causing  them  much  inconvenience.  A  percentage  of  7  to  8  causes 
more  urgent  symptoms  while  with  10  per  cent,  the  distress  is  very  great, 
the  headache  becomes  more  severe,  there  is  heavy  panting,  and  throbbing 
and  flushing  of  the  face,  and  the  gas  begins  to  have  a  stupefying  effect. 
With  12  to  15  per  cent,  cerebral  symptoms  appear  and  the  patient  soon 
becomes  unconscious.*  Death  may  take  place  after  exposure  for 
several  hours  to  25  per  cent.,  but  a  much  greater  percentage,  over  50 
per  cent.,  may  be  breathed  in  the  case  of  some  animals  without  causing 
distress. 


*  The  above  assumes  that  the  oxygen  content  is  not  low  enough  itself  to  cause 
distress. 
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The  effect  of  breathing  air  containing  carbon  dioxide  is  to  increase 
the  depth  of  breathing.  The  so-called  respiratory  center  in  the  brain 
is  stimulated.  This  is  brought  about  independently  of  the  will  of  the 
subject  and  is  caused  by  the  smallest  increase  in  the  percentage  of 
carbon  dioxide  in  the  inspired  air.  So  small  an  amount  as  2  per  cent,  of 
carbon  dioxide  in  the  atmosphere  is  not  so  much  a  matter  of  safety  and 
comfort  to  those  who  breath  it  as  it  is  of  their  efficiency  as  workmen. 
In  addition  to  the  work  a  man  may  be  doing  in  such  an  atmosphere  he 
is  handicapped -to  just  this  extent:  He  is  forced  to  breathe  a  larger 
volume  of  air  in  a  given  time,  a  feat  that  consumes  energy  just  as  his 
work  of  drilling  a  hole  in  the  rock  or  loading  out  ore  consumes  energy. 

In  England  the  law  requires  that  the  carbon  dioxide  content  shall 
not  rise  above  1.25  per  cent,  in  any  part  of  the  mine.' 

Effect  on  Man  of  Atmospheres  Low  in  Oxygen 

Abnormally  rapid  breathing  (hyperpnoea)  is  brought  about  when 
men  or  animals  are  rapidly  subjected  to  atmospheres  low  in  oxygen  even 
during  rest.  In  some  individuals  this  happens  at  altitudes  about  or 
slightly  higher  than  sea  level  (normal  atmospheric  pressure)  when  the 
oxygen  drops  to  13  per  cent.  However,  if  the  transition  from  plenty  of 
oxygen  to  want  of  oxygen  is  gradual,  the  temporary  marked  hyperpnoea 
is  not  noticed.4  But  there  is  this  important  difference  between  the  deep 
breathing  caused  by  excess  of  carbon  dioxide  and  that  caused  by  low 
oxygen.  When  deep  breathing  is  due  to  excess  of  carbon  dioxide  a  man  is 
probably  in  no  immediate  danger,  but  when  it  is  caused  by  low  oxygen 
the  danger  is  usually  imminent.  In  the  case  of  the  gases  in  the  mines 
of  the  Cripple  Creek  district,  when  the  oxygen  falls  low  enough  to  be 
near  the  danger  point,  there  is  invariably  present  enough  carbon  dioxide 
also  to  affect  the  breathing. 

Paul  Bert5  showed  that  the  abnormal  symptoms  and  dangers  asso- 
ciated with  low-oxygen  atmospheres  depend  on  the  diminished  partial 
pressure  of  the  oxygen.  He  found  that  at  ordinary  atmospheric  pressure 
a  cat  died  when  the  proportion  of  oxygen  was  reduced  to  about  4.5  per 
cent.  When  the  pressure  was  3^  atmosphere  the  cat  died  when  the 
percentage  of  oxygen  was  9,  and  at  2  atmospheres  pressure  it  died  when 
the  oxygen  percentage  was  2.5.  At  Cripple  Creek  with  about  %  of  an 
atmosphere  (21  in.  barometric)  pressure,  the  cat  would  have  died  at 
6.75  per  cent,  of  oxygen. 

Haldane8  observes  that  when  the  oxygen  content  of  the  atmosphere 


•  Coal  Mines  Act,  Great  Britain,  1911. 

4  Haldane  and  Poulton:  Journal  o]  Physiology,  vol.  37,  p.  390  (1908). 

•  La  Pression  Baromitrique,  1878. 

•  J.  S.  Haldane:  The  Causes  of  Deaths  in  Colliery  Explosions  and  Underground 
Fires,  Report  to  the  Secretary  of  Stale  for  the  Home  Department,  p.  15  (1896). 
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is  gradually  reduced  by  the  absorption  of  oxygen,  or  by  the  addition  of 
nitrogen,  very  little  may  be  noticed  before  the  occurrence  of  impairment 
of  the  senses  and  loss  of  power  over  the  limbs.  If  the  reduction  is  gradual 
and  the  symptoms  are  carefully  watched  it  will  be  noticed  that  at  about 
12  per  cent,  of  oxygen,  that  is  with  a  reduction  of  9  per  cent.,  the  respira- 
tions become  just  perceptibly  deeper.  At  10  per  cent,  the  respirations 
are  distinctly  deeper  and  more  frequent  and  the  lips  become  slightly 
bluish.  At  8  per  cent,  the  face  begins  to  assume  a  leaden  color,  though 
the  distress  is  still  not  great.  With  5  or  6  per  cent,  there  is  marked 
panting  and  this  is  accompanied  by  clouding  of  the  senses  and  loss  of 
power  over  the  limbs  which  would  end  sooner  or  later  in  death. 

In  a  test  to  determine  the  effects  on  man  of  atmospheres  low  in 
oxygen,  a  member  of  the  Bureau  of  Mines  breathed  air  in  and  out  of  a 
bag  having  a  capacity  of  70  liters,  the  exhaled  carbon  dioxide  being  re- 
moved by  means  of  a  can  of  caustic  potash  inserted  between  his  mouth 
and  the  bag,  and  was  rendered  unconscious  when  the  oxygen  content 
of  the  air  had  fallen  to  about  7  per  cent.  The  effect  of  the  lack  of  oxygen 
is  instructive.  The  subject  felt  warning  symptoms  previous  to  collapse 
but  did  not  believe  himself  in  serious  danger  of  losing  consciousness, 
and,  in  fact,  wanted  to  continue  the  experiment.  After  recovery,  which 
only  required  a  few  seconds,  he  felt  no  real  distress  until  some  time  after 
the  experiment,  but  on  the  next  day  was  decidedly  unwell. 

Pure  dry  air,  as  analyzed  by  volume,  contains  20.93  percent,  of  oxygen, 
0.03  per  cent,  of  carbon  dioxide,  and  79.04  per  cent,  of  nitrogen.  In- 
cluded in  the  nitrogen  content  are  the  four  inactive  gases,  argon,  krypton, 
neon,  and  zenon.  These,  with  the  exception  of  argon  which  constitutes 
0.94  per  cent,  of  air,  are  present  in  exceedingly  small  amount. 

These  gases  expand  practically  the  same  under  the  same  conditions 
of  temperature  and  pressure,  hence  the  proportion  by  volume  of  oxygen, 
nitrogen,  etc.,  in  air  remains  the  same,  no  matter  what  the  altitude,  i.e., 
at  Cripple  Creek,  altitude  10,000  ft.  above  sea  level,  the  percentage 
by  volume  of  the  different  constituents  in  the  atmosphere  is  the  same 
as  at  sea  level,  but  the  weight  of  the  constituents  in  a  given  volume 
of  the  air  changes.  At  Cripple  Creek,  barometric  pressure  21  in.,  the 
weight  of  oxygen  in  a  cubic  foot  is  only  two-thirds  of  what  it  is  at  sea 
level. 

Since  it  is  the  partial  pressure  of  oxygen  in  air  that  is  important  as 
regards  the  effects  on  man  of  atmospheres  low  in  oxygen,  people  at 
Cripple  Creek  should  not  be  able  to  withstand  atmospheres  as  low  in 
oxygen  as  people  at  sea  level,  volume  basis.  This  is  aside  from  the  fact 
that  they  are  acclimatized  to  low-oxygen  atmospheres.  The  pressure  of 
the  atmosphere  at  Cripple  Creek  is  two-thirds  of  the  normal  atmosphere. 
This  means,  then,  that  if  air  containing  7.5  per  cent,  of  oxygen  at  sea 
level  causes  a  man  to  collapse  he  would  collapse  at  Cripple  Creek,  other 
vol.  i*v. — 6. 
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conditions  of  experiment  being  identical,  in  air  containing  «V  =  11.25 

per  cent,  oxygen,  for  both  of  these  atmospheres  would  be  practically 
identical  as  regards  partial  pressure  of  the  oxygen.  However,  people 
become  acclimatized  to  low  oxygen  atmospheres  and  live  at  altitudes 
much  higher  than  Cripple  Creek. 

The  Effect  of  the  Gases  on  the  Miners  at  Cripple  Creek 

The  effects  of  working  in  the  bad  air  of  the  Cripple  Creek  mines  are 
typical  of  those  produced  by  atmospheres  low  in  oxygen  and  high  in 
carbon  dioxide.  After  a  day's  work,  depending  of  course  on  the  vitiation 
of  the  air,  the  men  have  a  feeling  of  oppression,  heaviness,  and  lassitude, 
or  sleepiness,  loss  of  appetite,  with  a  general  feeling  of  "not  being  them- 
selves." When  the  air  gets  very  bad,  say  where  a  candle  will  not  burn, 
slight  exertion  causes  breathlessness.  Much  exposure  in  bad  air  brings 
on  headaches  and  nausea  and  complete  exhaustion.  That  more  fatali- 
ties do  not  occur  is  due  to  the  fact  that  the  men  pretty  well  appreciate 
the  warning  of  their  lamps  and  are  very  careful  about  venturing  where 
acetylene  lamps  will  not  burn.  Collapse  may  be  very  sudden  in  atmos- 
pheres low  in  oxygen.  In  fact,  it  is  typical  of  such  atmospheres  that 
they  give  little  warning  of  grave  danger.  In  some  cases  men  who  have 
collapsed  and  been  rescued  have  been  days  recovering.  The  after- 
effects are  very  similar  to  poisoning  by  carbon  monoxide. 

Effect  of  Reduced  Oxygen  and  Increased  Carbon  Dioxide  on 

Lights 

As  the  oxygen  in  air  decreases  the  illuminating  power  of  lights 
diminishes,  until  in  the  case  of  the  ordinary  oil-fed  lamp  wick  such  as  a 
candle  or  miner's  oil  torch,  the  flame  becomes  extinguished  in  air  con- 
taining 17  per  cent,  of  oxygen.  J.  S.  Haldane7  observed  that,  roughly 
speaking,  every  diminution  of  0.1  per  cent,  in  the  oxygen  caused  a 
diminution  of  3.5  per  cent,  of  the  value  of  the  light  in  pure  air.  Start- 
ing with  20.93  per  cent,  of  oxygen,  the  percentage  of  light  given  off 
was  gradually  diminished  until  with  18  per  cent,  of  oxygen  the  light  was 
extinguished.     A  miner's  oil  safety  lamp  was  used. 

Some  experiments  made  in  the  author's  laboratory  show  atmospheres 
that  extinguish  flames  of  candles  and  carbide  lamps.  The  candle  and 
carbide  lamp  were  placed  in  a  chamber  and  when  the  oxygen  therein 
had  fallen  to  a  point  where  the  flames  became  extinguished  the  residual 
air  was  analyzed. 
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Flame 


Analyses  of  Residual  Air 


COi 


Candle... 
Acetylene. 


2.95 
6.30 


Os 

16.24 
11.70 


Ni 


80.81 
82.00 


The  carbon  dioxide  present  was  due  to  combustion  and  had  little 
effect  itself  in  extinguishing  the  name.  Other  experiments  performed  in 
this  laboratory  showed  that  a  very  large  percentage  of  carbon  dioxide 
(replacing  nitrogen)  is  required  to  extinguish  name;  5  per  cent,  of  carbon 
dioxide  raised  the  percentage  of  oxygen  in  the  air  in  which  a  name  would 
be  extinguished  (using  an  oil-fed  name)  from  16.3  to  16.9  per  cent.; 
with  10  per  cent,  of  carbon  dioxide  to  17.3  per  cent,  oxygen;  with  21 
per  cent,  of  oxygen  43  per  cent,  of  carbon  dioxide  was  required  to  ex- 
tinguish the  flame.  In  other  words,  it  is  the  absence  of  oxygen  in  the 
air  of  the  mines  in  Cripple  Creek  that  causes  name  to  be  extinguished; 
carbon  dioxide  is  not  present  in  sufficient  quantity  to  exert  an  appreciable 
effect. 

Atmospheres  in  which  candles  will  not  burn  contain  less  than  about 
17  per  cent,  of  oxygen,  and  atmospheres  in  which  carbide  lamps  will 
not  burn  contain  less  than  about  12  or  13  per  cent,  of  oxygen. 


Comparison  Between  the  Indications  Afforded  by  Candle  and 
Acetylene  Flames  and  Analyses  of  the  Samples 

At  each  place  where  samples  were  collected  the  senior  author  made  a 
note  of  the  condition  of  his  lamp  flames,  both  candle  and  acetylene. 
It  is  interesting  to  compare  these  observations  with  the  analyses  of  the 
various  samples. 

Table  VIII. — Observations  on  Condition  of  Lamp  Flame  in  Atmospheres 

of  Different  Oxygen  Content 


Sample 
Number 


Oxygen  in     ! 

Sample,       i 

Per  Cent,      i 


Lamp  Flames 


781 
776 
770 
296 
400 
794 
664 


16.57 
18.92 
10.86 
18.53 
10.86 
11.63 
15.06 


Midget  Mine 

Candle  would  not  and  carbide  would  burn. 

Candle  and  carbide  burned. 

Candle  and  carbide  would  not  burn. 

Candle  and  carbide  burned;  candle  burned  feebly. 

Candle  and  carbide  would  not  burn. 

Candle  and  carbide  would  not  burn. 

Candle  would  not  burn  but  carbide  would 
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Table  VIII. — Observations  on  Condition  of  Lamp  Flame  in  Atmospheres 

of  Different  Oxygen  Content. — (Continued) 


Sample 
Number 


I     Oxygen  in 
l       Sample, 
i      Per  Cent. 


Lamp  Flames 


Anaconda  Mine 


966 

7.50 

Candle  and  carbide  would  not  burn. 

937 

11.78 

Candle  and  carbide  would  not  burn. 

691 

5.51 

Candle  and  carbide  would  not  burn. 

750 

7.19 

Candle  and  carbide  would  not  burn. 

694 

18.30 

Candle  burned  dimly. 

948 

18.44 

Candle  burned  dimly. 

690 

17.70 

Candle  flame  just  at  point  where  slight  movement  would 
extinguish  it.     Carbide  flame  burned. 

Mary  McKinney  Mine 

761 

10.70 

Candle  and  carbide  flame  would  not  burn. 

762 

8.01 

Candle  and  carbide  flame  would  not  burn. 

780 

13.87 

Candle  would  not  burn  but  carbide  lamp  would. 

976 

10.71 

Candle  and  carbide  flame  would  not  burn. 
Cresson  Mine 

797 

7.03 

Candle  and  carbide  lamp  would  not  burn. 

795 

16.23 

Candle  would  not  burn  but  carbide  lamp  would. 

760 

20.69 

Candle  and  carbide  would  burn. 

759 

17.19 

Candle  and  carbide  burned;  candle  burned  dimly. 

754 

14.05 

i  Candles  would  not  burn  but  carbide  would. 

753 

16.74 

i  Candles  would  not  burn  but  carbide  would. 

772 

16.65 

Candles  would  not  burn  but  carbide  would. 

944 

17.78 

Candle  and  carbide  burned;  candle  burned  dimly. 

In  summarizing  these  results  one  finds  that  the  candle  flame  became 
extinguished  when  the  oxygen  in  the  atmosphere  fell  to  between  17  and 
18  per  cent.,  and  the  carbide  flames  when  the  oxygen  fell  to  between 
about  12  and  14  per  cent. 


Combustible  Gas  in  the  Rock  Gas 

Eight  of  the  samples  examined  by  the  senior  author  contained  traces 
of  combustible  gas.  The  largest  amount  was  0.03  per  cent.  Presum- 
ably all  of  them  contained  small  proportions  that  could  not  be  detected 
by  analysis.  The  relation  between  the  contraction  and  carbon  dioxide 
in  the  analyses  indicated  that  this  combustible  gas  is  methane.  The 
author  was  informed  that  very  rarely  a  small  outburst  of  gas  was  en- 
countered that  burned  when  a  torch  was  applied  to  it,  but  very  quickly 
burned  out.     Methane  (CH4)  is  the  combustible  constituent  of  the  fire- 
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damp  of  coal  mines.  It  is  explosive  in  the  proportions  5.50  per  cent. 
low  limit  and  about  14  per  cent,  high  limit,  i.e.,  when  less  than  5.50 
per  cent,  or  more  than  about  14  per  cent,  of  methane  is  present  in  air, 
flame  does  not  travel  through  the  mixture  when  this  is  ignited  at  one 
point. 

Temperature  and  Humidity  in  Cripple  Creek  Mines 

Conditions  of  temperature  and  humidity  were  exceptionally  good  in 
those  mines  where  gas  samples  were  collected.  This  is  not  true  of  many 
metal  mines.  When  the  wet-bulb  temperature  exceeds  75°  F.  the  work 
a  man  can  do  begins  to  fall  off;  at  85°  F.,  wet  bulb,  hard  work  is  impossible 
except  for  short  intervals  of  time.  None  of  the  temperatures  recorded 
by  the  authors  were  high. 

Summary 

The  escape  of  gas  from  the  rock  strata  into  the  mines  of  the  Cripple 
Creek  mining  district  is  a  menace  to  life  and  to  mining.  The  outflow 
of  this  gas,  supposed  by  Lindgren  and  Ransome  of  the  U.  S.  Geological 
Survey  to  represent  the  last  exhalations  of  the  extinct  Cripple  Creek 
volcano,  is  largely  influenced  by  outside  atmospheric  pressure,  because 
it  is  confined  in  the  rocks  under  very  low  pressure. 

At  a  few  mines  a  pressure  system  of  ventilation  has  been  installed 
to  assist  the  ordinary  natural  circulation.  Under  this  system  air  is 
blown  into  the  mines  by  a  fan  placed  at  the  top  of  the  shaft,  thereby 
placing  the  mine  workings  under  a  little  pressure,  at  some  places  equiva- 
lent to  6  or  7  in.  of  water  (about  0.5  in.  of  mercury).  This  method 
assists  very  materially  in  keeping  the  gas  forced  back  in  the  rocks. 

All  told,  the  32  samples  of  mine  gas  were  collected  by  the  senior  author 
from  four  mines. 

It  was  impossible  to  secure  samples  of  pure  rock-strata  gas  as  it 
issued  from  the  rocks  during  the  author's  inspection  of  the  mines,  hence 
entrance  was  made  as  far  as  it  was  possible  to  penetrate  into  some  of 
those  drifts  that  were  most  contaminated  with  the  gas.  A  sample  con- 
taining 2.69  per  cent,  of  oxygen  (sample  760,  Cresson  mine)  was  obtained 
and  was  the  sample  containing  the  largest  percentage  of  the  rock-strata 
gas.  Undoubtedly,  if  one  had  been  able  to  penetrate  15  or  20  ft.  farther 
into  the  drift,  a  sample  practically  devoid  of  oxygen  would  have  been 
secured. 

A  number  of  samples  that  contained  the  smallest  percentages  of 
oxygen  were  recalculated  air-free,  in  order  to  determine  the  actual  com- 
position of  the  gas  as  it  issued  from  the  rocks.  This  calculating  showed 
&at  the  gas  contained  between  12.03  and  18.37  per  cent,  of  carbon  di- 
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oxide  and  81.63  and  87.97  per  cent,  of  nitrogen.  The  average  of  all  the 
results  was  13.87  per  cent,  of  carbon  dioxide  and  86.13  per  cent,  of 
nitrogen,  or,  in  round  numbers,  14  per  cent,  of  carbon  dioxide  and  86 
per  cent,  of  nitrogen. 

The  gas,  then,  as  it  occurs  in  the  rocks  is  a  mixture  of  carbon  dioxide 
and  nitrogen  with  the  latter  much  in  excess. 

The  bad  effects  on  life  and  lights  are  principally  due  to  the  fact  that 
the  rock  gas  so  dilutes  the  air  of  the  mines  that  the  oxygen  therein  falls 
to  a  point  where  lights  will  not  burn  or  so  low  that  life  is  endangered. 

Symptoms  of  distress  in  men  do  not  usually  begin  to  appear  until 
3  to  4  per  cent,  of  carbon  dioxide  is  present,  when  the  breathing  becomes 
affected.  Men  can  go  on  working  for  a  considerable  time  in  such  an 
atmosphere  although  they  will  certainly  become  more  quickly  fatigued. 
Carbon  dioxide  affects  the  so-called  respiratory  center  in  the  brain  and 
makes  a  man  breathe  a  larger  volume  of  air  over  a  given  time  than  if  no 
carbon  dioxide  were  present.  While  air  with  so  small  an  amount  of 
carbon  dioxide  as  2  per  cent,  may  be  breathed  with  comparative  safety 
and  no  great  discomfort,  at  the  same  time  the  efficiency  of  the  work- 
men is  lowered.  In  addition  to  the  work  a  man  may  be  doing  in  such 
an  atmosphere  he  is  handicapped  to  this  extent:  He  is  forced  to  breathe 
a  larger  volume  of  air  over  a  given  time,  a  feat  that  consumes  energy  just 
as  his  work  of  drilling  a  hole  in  the  rock  or  loading  ore  consumes  energy. 
In  England  the  Coal  Mines  Act  requires  that  the  carbon  dioxide  shall 
not  rise  above  1.25  per  cent,  in  any  part  of  a  mine. 

When  the  oxygen  in  air  is  gradually  reduced  very  little  effect  may  be 
noticed  before  the  occurrence  of  impairment  of  the  senses  and  loss  of 
power  over  the  limbs.  If  the  reduction  is  gradual  and  the  symptoms 
carefully  watched  it  will  be  noticed  that  at  about  12  per  cent,  of  oxygen 
(that  is,  with  a  reduction  of  about  9  per  cent,  from  the  composition  of 
atmospheric  air)  the  respirations  become  just  perceptibly  deeper  and 
more  frequent,  and  the  lips  slightly  bluish.  Distress  increases  with 
continued  decrease  of  the  oxygen  until  with  6  or  7  per  cent,  there  is 
marked  clouding  of  the  senses  and  loss  of  power  over  the  limbs,  which 
would  end  sooner  or  later  in  death.  In  a  test  similar  to  the  above  that 
the  senior  author  participated  in,  a  man  lost  consciousness  when  the 
oxygen  dropped  to  about  7  per  cent. 

As  the  oxygen  in  air  decreases  the  illuminating  power  of  lights 
diminishes,  until  in  the  case  of  the  ordinary  oil-fed  lamp  wick  such  as  a 
candle  or  miner's  oil  torch  or  safety  lamp,  the  flame  becomes  extinguished 
at  about  17  per  cent,  of  oxygen,  and  the  acetylene  flame  at  between  12 
and  13  per  cent,  of  oxygen,  i.e.,  if  a  candle  flame  goes  out  the  oxygen 
content  of  the  air  is  less  than  17  per  cent.,  and  if  the  acetylene  flame 
goes  out  the  oxygen  content  is  less  than  between  12  and  13  per  cent. 
This  effect  is  almost  entirely  due  to  the  oxygen  content  and  even  in  the 
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Cripple  Creek  mines  where  the  carbon  dioxide  may  be  from  5  to  10  per 
cent.,  in  atmospheres  that  extinguish  flames,  it  exerts  only  a  minor 
effect. 

Men  should  not  work  where  candles  will  not  burn,  and  should  not 
be  solely  reliant  upon  the  acetylene  flame  for  guidance  regarding  bad  air. 
The  acetylene  flame  will  burn  in  air  where  the  oxygen  is  only  a  few 
per  cent,  above  the  proportion  that  is  very  dangerous  to  life,  hence  only 
a  small  margin  of  safety  is  assured. 

Eight  of  the  samples  contained  traces  (0.01  to  0.03  per  cent.)  of 
combustible  gas,  apparently  methane  (CH4).  The  proportions  were  so 
small,  however,  as  to  be  insignificant. 

Conditions  of  temperature  and  humidity  were  good  in  those  mines 
where  samples  were  collected. 

The  authors  are  indebted  to  several  mining  men  in  Cripple  Creek 
for  generous  assistance  in  collecting  data,  especially  to  Messrs.  Suydam, 
Allen  and  Arthur. 


Discussion 

J.  S.  Haldane,  M.  D.,  F.  R.  S.,  Oxford,  England  (communication  to  the 
Secretary*). — The  valuable  paper  of  Messrs.  Burrell  and  Gauger  is  of  spe- 
cial interest  to  me  as,  through  the  courtesy  of  the  management,  I  had  an 
opportunity  of  visiting  the  Portland  mine,  Cripple  Creek,  in  1911,  in  con- 
nection with  the  investigations  on  acclimatization  to  high  altitudes,  carried 
out  on  Pike's  Peak,  near  Cripple  Creek,  by  Professors  Yandell,  Henderson 
and  Schneider,  Dr.  Douglas  and  myself.1  The  analyses  of  one  or  two 
samples  of  the  vitiated  air  were  entirely  confirmatory  of  those  of  the 
authors.  A  fatal  accident  owing  to  two  men  being  lowered  down  a  shaft 
filled  with  the  gas  had  occurred  in  a  neighboring  mine  just  before  our 
visit. 

The  composition  of  the  gas  is  so  similar  to  that  of  the  "black  damp" 
met  with  in  coal  mines,  metalliferous  mines  of  different  kinds,  and  wells, 
that  there  can  be  little  doubt  that  its  origin  is  similarly  due  to  oxida- 
tion processes  in  the.  strata.  It  is  very  remarkable,  however,  that  the 
gas  is  produced  in  such  large  amount  in  the  Cripple  Creek  mines.  The 
rock  is  apparently  very  porous  or  full  of  fissures,  and  also  contains  some 
substance  which  oxidizes  freely.  In  some  metalliferous  mines,  and  to  a 
less  extent  in  coal  mines,  this  substance  is  pyrites,  the  CO2  being  due  to 
subsequent  liberation  of  this  gas  from  carbonates  by  the  sulphuric  acid 
formed;  but  in  many  cases  the  oxidation  process  is  certainly  a  different 
one,  and  further  examination  would  be  needed  in  order  to  determine 


•  Received  Aug.  25, 1916. 

1  Philosophical  Transactions  of  the  Royal  Society,  Ser.  B.,  vol.  203,  pp.  185-133 
(1913). 
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what  oxidation  process  occurs  in  the  rock  at  Cripple  Creek.  It  follows 
from  the  authors'  analyses  that  the  black  damp  formed  contains  some- 
times so  little  C02  (e.g.,  samples  753,  754,  761,  772,  794)  that  it  is  lighter 
than  air,  as  is  not  infrequently  the  case  with  black  damp  in  coal  mines, 
wells,  etc. 

Further  observations  on  the  relation  of  the  issue  of  the  gas  to  changes 
in  barometric  pressure  would  be  of  much  interest.  As  I  showed  in  a  paper 
contributed  to  the  Transactions  of  the  Institution  of  Mining  Engineers 
(Great  Britain)  in  1896,  the  special  danger  to  well-sinkers  from  black 
damp  arises  from  the  fact  that  although  they  are  well  aware  of  the  need 
for  testing  the  air  with  a  candle  before  descending,  they  do  not  realize 
that  the  test  must  be  repeated  at  each  descent.  A  well  which,  for  in- 
stance, has  been  quite  clear  of  gas  in  the  morning  may,  in  consequence 
of  even  a  slight  fall  of  barometric  pressure,  be  overflowing  with  black 
damp  in  the  afternoon.  The  enormous  quantities  of  gas  or  air  which 
may  issue  from  a  well  with  a  fall  of  barometric  pressure  are  very 
surprising. 

It  is  a  question  of  some  interest  whether  it  is  better  to  apply  ventila- 
tion by  pressure  or  by  exhaust  in  cases  like  that  of  the  Cripple  Creek 
mines.  The  objection  to  pressure  is  that  in  the  event  of  the  fan  being 
temporarily  stopped  there  may  be  an  immediate  discharge  of  black  damp 
owing  to  the  fall  in  the  air  pressure.  In  practice,  however,  there  may  be 
counterbalancing  advantages. 

As  regards  the  effects  of  the  black  damp  on  the  men,  it  must  be  borne 
in  mind  that  the  miners  will  all  be  acclimatized  to  the  oxygen  deficiency 
due  to  the  altitude  (about  10,000  ft.)  of  the  Cripple  Creek  district.  The 
results  of  the  Pike's  Peak  expedition  showed  that  there  are  three  factors 
in  this  acclimatization: 

1.  The  breathing  is  increased,  so  that  at  Cripple  Creek,  the  lungs 
are  30  per  cent,  better  ventilated  than  at  sea  level. 

2.  The  layer  of  living  cells  which  separate  the  blood  from  the  air 
in  the  lungs  plays  an  active  part  in  forcing  oxygen  inward  into  the  blood, 
where  at  sea  level  this  layer  is  only  passive,  so  that  the  oxygen  passes  in 
by  simple  diffusion. 

3.  The  blood  is  about  20  per  cent,  richer  in  haemoglobin  and  red  cor- 
puscles at  Cripple  Creek.  Taking  into  account  the  influence  of  acclimati- 
zation, the  effects  of  a  given  percentage  of  black  damp  in  the  air  will 
probably  be  nearly  the  same  at  Cripple  Creek  as  at  sea  level. 

In  a  paper  contributed  this  summer  to  the  Transactions  of  the  (British) 
Institution  of  Mining  Engineers,  I  pointed  out  that  the  excessive  tendency 
to  emphyrema  and  bronchitis  among  older  miners  is  probably  due  largely 
to  breathing  air  contaminated  by  too  much  black  damp.  I  was  mainly 
responsible  for  the  provision  in  the  British  Coal  Mines  Act  of  1911  that 
the  percentage  of  C02  should  not  be  allowed  to  exceed  1J^  per  cent. 
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This  maximum  standard  is  easily  attainable,  and  seems  well  worth 
maintaining.  A  very  simple  method  of  ascertaining  how  much  black 
damp  is  present  in  the  air  is  afforded  by  the  "tube  and  taper"  method 
which  I  introduced  about  5  years  ago.8  This  method  was  very  useful 
to  me  in  searching  for  a  sample  of  vitiated  air  at  the  Portland  mine,  where 
it  was  by  no  means  easy  to  find  such  a  sample. 

The  general  health  conditions  at  the  Cripple  Creek  mines  appeared 
to  be  much  better  than  at  most  other  metalliferous  mines  known  to  me. 
The  absence  of  miners'  phthisis  was  a  very  marked  and  extremely  inter- 
esting feature  in  this  district,  and  suggested  new  ideas  as  to  the  causation 
of  this  very  formidable  disease. 

*  Fully  described  in  my  book  Methods  of  Air  Analysis,  London,  1912. 
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The  Solution  of  Some  Hydraulic  Mining  Problems  on  Ruby  Creek, 

British  Columbia 

BY  CHESTER  P.   LEE*  AND  T.   M.   DAULTON,f  SEATTLE,   WASH. 
(Arizona  Meeting,  September,  1016) 

Introduction 

The  Atlin  Mining  District  is  in  the  northwest  corner  of  the  Province 
of  British  Columbia.  Ruby  Creek,  where  the  operation  to  be  described 
is  situated,  is  17  miles  east  of  the  town  of  Atlin  and  about  18  miles  south 
of  the  south  line  of  Yukon  Territory  (Fig.  1). 

Gold  was  discovered  in  the  district  in  January,  1898,  and  the  pro- 
duction to  date  from  placer  mines  has  been  $4,518,000,  according  to 
the  reports  of  the  Minister  of  Mines  for  the  province. 

Geology 

The  essential  points  in  the  regional  geology  are  given  in  the  follow- 
ing paragraphs.  Long  erosion  produced  a  plane-like  surface  slightly 
above  sea  level  with  a  few  peaks  and  ridges.1  A  gradual  uplift  followed 
and  erosion  increased,  the  streams  cut  deeper,  the  cuts  so  made 
being  afterward  increased  by  glaciation.  The  ice  straightened  and 
planed  the  slopes  of  the  main  valleys  and  widened  and  lowered  their 
floors,  in  some  cases  flooring  the  valleys  with  silt,  sand,  gravel,  and  clay. 
As  the  glaciers  rapidly  retreated,  lakes  were  formed. 

As  to  the  origin  of  the  gold,  J.  C.  Gwillim  says:2  "The  Surprise 
granite  has  been  carried  northward  toward  Gladys  Lake  and  Teslin, 
and  the  granite  of  the  great  plateau  on  the  Taku  trail  was  found  in  blocks 
on  the  opposite  range  across  Hurricane  River  10  miles  north  of  its  original 
position.  Otherwise  there  is  little  evidence  of  far  removed  material, 
the  boulders  of  the  lake  shore  and  creek  beds  being  of  local  appearance. 
This  appears  to  strengthen  the  opinion  that  the  placer  gold  had  its  origin 
within  the  drainage  basins  where  it  is  now  found. " 

In  the  gold-bearing  creeks  of  the  Atlin  district  there  are  two  "runs" 


*  Mining  Engineer. 

f  General  Manager,  Placer  Gold  Mines  Co. 

1  D.  D.  Cairns:  Memoir  No.  37,  Geological  Survey  of  Canada,  pp.  19-20  (1913). 

*  Annual  Report  of  Geological  Survey  of  Canada  (New  Series),  vol.  12  (1899),  p.  73a. 
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of  gold.*  The  first  is  in  a  yellow  gravel,  the  color  of  which  is  due  to  iron. 
This  gold  has  a  reddish  tinge;  it  shows  on  Spruce  and  Pine  Creeks  as  well 
as  on  Ruby  Creek.  The  flow  seems  to  have  proceeded  down  the  two 
former  creeks  and  westerly  and  was  followed  by  a  period  of  heavy 
deposits  of  clay  and  barren  gravel. 

The  second  rim,  in  bluish  gravel,  seems  to  have  come  from  the 


/ 


Fig.  1, 


direction  of  Boulder  and  Birch  Creeks  and  extended  to  McKee  Creek. 
This  gold  is  bright,  but  is  not  as  high  grade  as  the  other. 

After  the  second  run  there  was  a  subsidence,  then  a  lowering  of  the 
water  level  or  a  raising  of  the  land  with  a  wearing  down  of  the  present 
creek  channels  which  in  places  cut  through  the  previous  gold  runs  and 
concentrated  the  gold  in  the  present  channels. 

Ruby  Creek  is  8  miles  long  and  flows  in  a  southerly  direction  into 
Surprise  Lake.     The  gravel  being  mined  is  about  a  mile  upstream  from 


*W.  F.   Robertson:  Annual  Report  of  Minister  of  Mines  of  British  Columbia, 
1900,  pp.  754  to  755. 
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Water 

The  log  crib  storage  dam  is  situated  4  miles  from  the  pit  up  Ruby 
Creek.  It  is  150  ft.  long,  12  ft.  high  and  6  ft.  wide  at  top,  producing 
a  reservoir  %  mile  long  and  %  naile  wide  with  an  average  depth  of  8 
ft.  From  this  the  water  follows  the  creek  bed  3^  miles  to  the  intake 
whence  it  flows  into  the  ditch  which  is  8  ft.  wide  at  the  top,  4  ft.  wide 
at  the  bottom  and  3^6  ft.  deep,  the  grade  being  8  ft.  to  the  mile.  There 
are  400  ft.  of  ditch,  then  300  ft.  of  flume  across  the  gulch  and  800  ft.  of 
ditch  to  the  pressure  box,  which  is  8  by  10  by  10  ft.  From  this  box  issues 
the  pipe  line,  2,265  ft.  long,  beginning  with  26-in.  diameter  16-gage  pipe 
and  ending  with  16-in.  14-gage  pipe.  The  normal  flow  is  about  1,150 
miner's  inches  (31  cu.  ft.  per  second),  which  is  used  through  7-in.  nozzles 
of  No.  6  Hendy  giants.  Also,  1,000  in.  comes  down  the  creek  and  is 
used  as  a  bywash  to  assist  in  handling  the  heavy  material.  The  vertical 
head  at  the  pit  is  250  ft.  Beside  the  main  pipe  line  a  16-in.  line  tapering 
to  6  in.  in  a  length  of  432  ft.  is  taken  out  of  the  pressure  box  and  used 
on  a  Cassel  impulse  wheel  of  25  in.  diameter  to  actuate  a  Sullivan  8  by 
8  class  WG-3  belt-driven  compressor,  the  air  from  which  is  used  to  drill 
boulders. 

The  sluices  from  the  working  pits  are  42  in.  wide  by  42  in.  high  set 
on  a  grade  of  4  in.  to  12  ft.  (2.77  per  cent.).  The  sluices  are  double, 
as  will  be  explained,  and  their  length  is  4,000  ft. 

Difficulties  Overcome 

The  obstacles  to  be  overcome  in  developing  and  operating  this 
property  and  the  way  they  were  surmounted  make  this  operation 
noteworthy. 

The  conditions  which  presented  difficulties  are  outlined  below: 

1.  The  great  width  of  the  deposit,  250  ft.,  which  with  the  42-ft.  banks 
made  impossible  the  working  as  a  single  pit  from  rim  to  rim. 

2.  In  May  and  June  the  flood  waters  produce  four  times  as  much 
water  as  can  be  used  and  the  excess  water,  if  carried  on  top  of  the  bank, 
tends  to  undermine  it  and  cave  it  into  the  pit. 

3.  Only  a  small  grade  (about  3  per  cent.)  was  available,  which  offered 
poor  facilities  for  dumping. 

4.  The  boulders  were  large  in  number  and  size. 
These  problems  were  met  as  follows : 

1.  The  ground  was  divided  by  a  median  line  up  the  creek  into  two 
series  of  pits,  A  on  the  west  side  and  B  on  the  east,  each  being  about  125 
ft.  wide.  Pit  A  was  advanced  400  ft.  first  and  then  pit  B  was  begun, 
the  pits  being  worked  alternately.  After  hydraulicking  some  hours  in 
pit  A  until  the  pit  is  so  full  of  boulders  that  the  stream  is  no  longer  ef- 
fective, the  water  is  turned  off  at  the  valve  above  the  workings  and 
two  men  are  left  there  to  block-hole  and  blast  the  boulders.    Hydraulick- 
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3.  The  gold-saving  sluice  boxes,  42  in.  wide,  were  originally  paved 
with  spruce  blocks  8  by  8  in.  by  10  in.  long,  spaced  2  in.  apart  longi- 
tudinally, but  the  excessive  wear  on  them  entailed  frequent  stoppages 
for  renewals  which  was  both  annoying  and  expensive  as  the  season  is 
short  and  it  is  imperative  to  get  the  maximum  use  of  the  water  during 
the  open  period.  The  steepest  grade  obtainable  was  3J£  per  cent., 
which  seriously  limited  the  amount  of  gravel  handled.  In  1914,  there- 
fore, 2,400  lin.  ft.  of  high-carbon  steel  plates  (0.9  per  cent,  carbon) 
were  bought  from  the  Carbon  Steel  Co.  of  Pittsburgh  and  substituted 
for  wood  blocks  for  this  distance.  The  grade  of  the  flume  was  changed 
to  2.77  per  cent.,  which  gave  20  ft.  additional  dump  at  the  lower  end  of 
the  sluice. 

The  plates  cost  $45  per  ton  at  the  mills,  $108.80  per  ton  laid  down  at 
Ruby  Creek.  Plates  of  this  sort  were  first  used  by  The  McKee  Creek 
Mining  Co.  in  this  district  in  1909.  The  plates  are  12  ft.  long,  38  in. 
wide  and  3^  in.  thick  and  are  placed  2  in.  apart  as  to  their  ends  with  a 
drop  of  %  in.  from  one  plate  to  the  next.  Fig.  5  shows  how  they  are 
supported  and  held  in  position;  6-  to  8-in.  logs  are  sawed  flat  on  two  sides 
to  a  thickness  of  4  in.  and  made  3^  in.  thicker  on  the  downstream  end 
than  on  the  upstream  in  each  12  ft.  of  length.  The  plates  are  sup- 
ported by  these  and  held  down  by  the  edges  of  the  3-  by  10-in.  lining 
boards. 

The  space  between  plates  makes  an  excellent  riffle.  The  use  of  the 
plates  increases  the  capacity  of  the  sluice  about  40  per  cent,  and  enables 
angular  pieces  of  blasted  boulders  30  in.  in  their  longest  dimension  to  be 
put  through  as  against  20-in.  pieces  with  block  riffles.  Occasionally 
extra  large  boulders  get  into  the  sluice,  and  5-  by  2J£-ft.  ones  have 
gone  through  without  trouble.  All  trouble  from  jammed  sluices  and 
overflows  has  thus  been  obviated. 

After  a  season's  wear  and  carrying  67,940  cu.  yd.  of  gravel,  the 
plates  showed  an  abrasion  of  J^2  in-  At  the  end  of  the  1915  season, 
after  transporting  a  total  of  130,380  cu.  yd.,  holes  developed  at  some 
points.  The  surface  skin  of  the  plates  is  harder  than  the  interior  and 
where  the  surface  becomes  slightly  worn  deterioration  is  more  rapid. 
A  steel  equally  hard  throughout  is  desirable  for  this  use  and  the  question 
of  its  production  has  been  taken  up  with  the  manufacturers. 

4.  In  1915,  6,380  boulders  were  drilled  and  blasted  and  21,955 
"bulldozed"  without  drilling;  in  1914,  23,832  were  blasted,  which,  tak- 
ing the  two  years  together,  is  a  boulder  for  each  2.5  yd.  of  gravel  worked. 
The  practice  is  to  "bulldoze"  the  flatter  and  smaller  boulders  without 
drilling,  and  block-hole  the  larger  ones  and  pipe  all  the  pieces  through  the 
sluice  (Fig.  6).  For  drilling,  two  Sullivan  DA-19  40-lb.  hammer  drills  are 
used  with  air  pressure  at  90  lb.  at  the  compressor.  The  air  line  is  2  in. 
in  diameter  and  1,000  ft.  long;  two  lines  of  50-ft.  hose  J^  in.  in  diameter 
connect  directly  with  the  drills.     In  1915,  explosives  cost  26c.  per  boulder. 
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what  oxidation  process  occurs  in  the  rock  at  Cripple  Creek.  It  follows 
from  the  authors'  analyses  that  the  black  damp  formed  contains  some- 
times so  little  C02  (e.g.,  samples  753,  764,  761,  772, 794)  that  it  is  lighter 
than  air,  as  is  not  infrequently  the  case  with  black  damp  in  coal  mines, 
wells,  etc. 

Further  observations  on  the  relation  of  the  issue  of  the  gas  to  changes 
in  barometric  pressure  would  be  of  much  interest.  As  I  showed  in  a  paper 
contributed  to  the  Transactions  of  the  Institution  of  Mining  Engineers 
(Great  Britain)  in  1896,  the  special  danger  to  well-sinkers  from  black 
damp  arises  from  the  fact  that  although  they  are  well  aware  of  the  need 
for  testing  the  air  with  a  candle  before  descending,  they  do  not  realize 
that  the  test  must  be  repeated  at  each  descent.  A  well  which,  for  in- 
stance, has  been  quite  clear  of  gas  in  the  morning  may,  in  consequence 
of  even  a  slight  fall  of  barometric  pressure,  be  overflowing  with  black 
damp  in  the  afternoon.  The  enormous  quantities  of  gas  or  air  which 
may  issue  from  a  well  with  a  fall  of  barometric  pressure  are  very 
surprising. 

It  is  a  question  of  some  interest  whether  it  is  better  to  apply  ventila- 
tion by  pressure  or  by  exhaust  in  cases  like  that  of  the  Cripple  Creek 
mines.  The  objection  to  pressure  is  that  in  the  event  of  the  fan  being 
temporarily  stopped  there  may  be  an  immediate  discharge  of  black  damp 
owing  to  the  fall  in  the  air  pressure.  In  practice,  however,  there  may  be 
counterbalancing  advantages. 

As  regards  the  effects  of  the  black  damp  on  the  men,  it  must  be  borne 
in  mind  that  the  miners  will  all  be  acclimatized  to  the  oxygen  deficiency 
due  to  the  altitude  (about  10,000  ft.)  of  the  Cripple  Creek  district.  The 
results  of  the  Pike's  Peak  expedition  showed  that  there  are  three  factors 
in  this  acclimatization: 

1.  The  breathing  is  increased,  so  that  at  Cripple  Creek,  the  lungs 
are  30  per  cent,  better  ventilated  than  at  sea  level. 

2.  The  layer  of  living  cells  which  separate  the  blood  from  the  air 
in  the  lungs  plays  an  active  part  in  forcing  oxygen  inward  into  the  blood, 
where  at  sea  level  this  layer  is  only  passive,  so  that  the  oxygen  passes  in 
by  simple  diffusion. 

3.  The  blood  is  about  20  per  cent,  richer  in  haemoglobin  and  red  cor- 
puscles at  Cripple  Creek.  Taking  into  account  the  influence  of  acclimati- 
zation, the  effects  of  a  given  percentage  of  black  damp  in  the  air  will 
probably  be  nearly  the  same  at  Cripple  Creek  as  at  sea  level. 

In  a  paper  contributed  this  summer  to  the  Transactions  of  the  (British) 
Institution  of  Mining  Engineers,  I  pointed  out  that  the  excessive  tendency 
to  emphyrema  and  bronchitis  among  older  miners  is  probably  due  largely 
to  breathing  air  contaminated  by  too  much  black  damp.  I  was  mainly 
responsible  for  the  provision  in  the  British  Coal  Mines  Act  of  1911  that 
the  percentage  of  CO2  should  not  be  allowed  to  exceed  1)4  per  cent. 
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This  maximum  standard  is  easily  attainable,  and  seems  well  worth 
maintaining.  A  very  simple  method  of  ascertaining  how  much  black 
damp  is  present  in  the  air  is  afforded  by  the  "tube  and  taper"  method 
which  I  introduced  about  5  years  ago.2  This  method  was  very  useful 
to  me  in  searching  for  a  sample  of  vitiated  air  at  the  Portland  mine,  where 
it  was  by  no  means  easy  to  find  such  a  sample. 

The  general  health  conditions  at  the  Cripple  Creek  mines  appeared 
to  be  much  better  than  at  most  other  metalliferous  mines  known  to  me. 
The  absence  of  miners'  phthisis  was  a  very  marked  and  extremely  inter- 
esting feature  in  this  district,  and  suggested  new  ideas  as  to  the  causation 
of  this  very  formidable  disease. 

1  Fully  described  in  my  book  Methods  of  Air  Analysis,  London,  1912. 
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between  the  riflings  are  usually  wide  and  shallow  (see  Fig.  3).  Flat- 
topped  or  square  threads  are  also  formed. 

Various  reasons  and  theories  have  been  advanced  to  explain  the  for- 
mation of  threads  on  diamond-drill  cores,  the  following  being  the  most 
commonly  held:  (1)  vibration  of  drill  rods;  (2)  four-  and  six-stone  bits; 
(3)  the  up-and-down  action  of  water  currents  carrying  cuttings;  (4) 
particles  of  mineral  or  metal  working  their  way  down  through  the  core 
barrel;  (5)  differential  action  between  core  and  core  barrel,  the  former 
having  been  broken  off  and  turned  through  friction  with  revolving  bit  and 
core  barrel;  and  (6)  overset  of  stones  in  bit. 

After  careful  investigation  and  consideration  of  the  data  at  hand, 
certain  of  the  causes  outlined  above  may  be  eliminated  as  inadequate, 
thus  narrowing  them  down  to  one  or  more  possible  or  probable  ones. 

It  is  but  natural  to  expect  that  machines  operating  under  high 


pressure,  as  diamond  drills  do,  will  set  up  considerable  vibration,  par- 
ticularly when  boring  through  difficult  formations.  So  intense  is  the 
vibration  of  the  drill  and  rods  at  times  that  the  whole  outfit  and  even 
the  ground  for  many  feet  around  will  be  strongly  shaken.  Vibration  is 
therefore  a  well-known  phenomenon  attendant  upon  diamond  drilling 
and  its  presence  does  not  have  to  be  assumed. 

Water  currents  laden  with  cuttings  do  not,  except  very  rarely,  as 
when  reversed,  enter  the  core  barrel  or  in  fact  the  inside  of  the  bit,  as  the 
wash  water  passes  from  the  inside  to  the  outside  of  the  bit,  and  thence 
to  the  surface  between  the  drill  rod  and  the  hole  or  casing.  Therefore, 
during  the  operation  of  drilling  only  practically  clear  water  comes  into 
contact  with  the  core. 

The  theory  advanced  that  the  number  of  stones  (carbons)  in  the  bit 
is  responsible  for  the  riflings  on  cores  can  hardly  be  considered  as  sound 
for  the  reason  that  bits  with  four,  six,  or  eight  stones  (considering  the 
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particles  of  mineral,  fragments  of  metal  or  loosened  diamonds  may  be 
the  media  by  which  the  threads  are  cut. 

The  breaking  off  of  the  core  and  its  rotation  within  the  core  barrel 
is  of  common  occurrence  and  can  be  observed  in  parts  of  nearly  every 
section  of  core  lifted,  especially  in  certain  loosely  bedded  or  broken 
formations.  That  the  wear  of  the  loosened  portions  of  core  is  great  is 
evident  on  comparing  the  actual  advance  of  rod  with  the  length  of  core 
extracted  (see  No.  4,  Fig.  1).  Further,  it  is  a  curious  coincidence  that 
practically  every  case  of  rifled  core  examined  bore  evidence  of  consider- 
able wear  on  one  or  both  ends,  showing  that  the  cores  had  been  free  to 
rotate  with  the  core  barrel,  but  had  been  retarded  to  a  certain  extent  by 
grinding  between  the  over  and  underlying  portions.  That  differential 
action  should  be  sufficiently  positive  and  regular  to  permit  of  well- 
defined  and  symmetrical  markings  is  exceedingly  doubtful. 

It  is  evident  from  the  foregoing  statements  that  of  the  possible  causes 
these  are  only  two  that  have  sufficient  weight  and  prominence  to  be 
considered  worthy  of  further  consideration,  namely:  vibration  and  the 
catting  action  of  particles  of  mineral  or  metal  lodging  in  the. bit  or  core 
barrel,  or  the  excessive  overset  of  loosened  stones  in  the  bits.  As  it  is 
Decenary  to  have  a  cutting  medium  whether  it  be  mineral,  metal,  or 
overset  of  diamonds,  we  can  assume  that  the  latter  conjecture  is  more 
or  leas  tenable.  The  cutting  medium  tentatively  agreed  upon,  the 
formation  of  the  threads  resolves  itself  into  the  question  of  how  vibra- 
tion might  act  to  produce  such  phenomena. 

Certain  observed  facts  seem  to  be  opposed  to  the  theory  of  vibration 
of  drill  rod  as  a  probable  cause  of  riflings;  however,  as  the  actual  condi- 
tions existing  at  the  time  of  the  formation  of  the  markings  are  not 
definitely  known,  some  of  the  points  mentioned  below  may  have  no 
great  weight. 

The  facts  that  do  not  seem  to  conform  with  the  theory  of  vibration 
as  a  cause  of  riflings  on  diamond-drill  cores  are  as  follows:  (1)  rifled 
cores  occur  more  frequently  in  soft  than  hard  formation,  where  the  resist- 
ance to  rotation  of  the  drill  rods  and  the  consequent  vibration  of  rods 
might  be  expected  to  be  the  least;  (2)  contact  with  sides  of  the  hole,  par- 
ticularly inclined  and  crooked  holes,  would  prevent  to  a  large  extent  the 
free  longitudinal  or  transverse  vibration  of  the  rods;  and  (3)  an  apparent 
persistence  in  number  of  threads,  whether  odd  or  even,  regardless  of 
depth  of  hole,  size  of  rods,  speed  of  advance,  etc. 

On  the  other  hand,  the  facts  supporting  the  theory  that  vibration  is 
responsible  for  rifling  of  cores  may  be  outlined  as  follows:  (1)  regularity 
of  threads,  the  same  relation  existing  between  threads  of  different  pitch 
(see  No.  2,  Fig.  1,  and  Fig.  4) ;  (2)  the  number  of  threads  to  the  turn  is 
remarkably  persistent  and  when  an  increase  or  reduction  occurs  the 
change  is  due  to  the  splitting  up  or  blending  of  existing  threads  (see  Fig. 
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The  Rifling  of  Diamond-Drill  Cores 

BT  WALTER  B.    CRANE,*   PH.   D.,    STATE   COLLEGE,    PA. 
(Arizona  Meeting,  September,  1915) 

Operators  of  diamond  drills  have  long  been  familiar  with  thread- 
like markings  or  riflings  on  cores  but  apparently  have  given  but  little 
serious  thought  to  the  conditions  that  are  responsible  for  their  production. 
The  opinion  generally  held  by  those  who  have  observed  the  phenomena 
is  that  the  riflings  are  produced  directly  or  indirectly  by  vibration,  but  so 
far  as  the  writer  is  aware  no  systematic  attempt  has  been  made  to  demon- 
strate the  fact. 

A  careful  search  through  the  literature  on  diamond-drilling  practice 
has  been  rewarded  by  only  one  reference  to  such  markings  of  cores. 
J.  N.  Justice1  writes,  "Of  the  peculiarities  met  with  in  the  core,  I  will 
mention  only  one.  The  core  from  the  "H"  drill,  at  about  360  ft.  came 
out  rifled  and  pentagonal.  The  change  from  the  circular  to  the  pen- 
tagonal was  sudden,  and  for  9  ft.  this  structure  was  maintained,  when 
suddenly  it  returned  to  the  circular.  I  have  not  been  able  to  find  any 
one  who  can  explain  the  cause  of  this  change  of  form.  The  drill  men 
marveled  at  it  and  suggested  vibration,  six-stone  bits,  and  several  other 
hypotheses  which  need  not  be  mentioned." 

The  writer  became  interested  in  the  matter  of  core  riflings  some  10 
years  ago  while  in  the  Flat  River  lead  region  of  Missouri,  where  many 
remarkable  examples  of  "rifled"  cores  were  observed  and  collected. 
Since  that  time  similar  phenomena  have  been  observed  in  various 
localities  throughout  the  United  States  and  Canada,  and  samples  have 
been  gotten  together  illustrating  a  large  number  of  variations  in  form. 

After  a  careful  study  had  been  made  of  the  material  at  hand  it  seemed 
desirable  that  certain  data  should  be  obtained  from  the  experience  of 
others  regarding  the  normal  action  of  diamond  drills  in  forming  cores, 
portions  of  which  are  occasionally  rifled,  before  an  attempt  was  made  to 
draw  any  conclusions  as  to  their  cause. 

About  20  letters  were  addressed  to  diamond-drill  companies,  opera- 
tors, and  engineers  actively  engaged   in  drilling  operations,   with   a 


*  Dean  of  the  School  of  Mines,  The  Pennsylvania  State  College. 
1  J.  N.  Justice:  Diamond  Drilling  in  West  Africa,  TrantaeHom  rf  tim 
of  Mining  and  Metallurgy,  vol.  12,  p.  309  (IP 
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request  for  a  statement  of  their  opinion  concerning  the  cause  of  systematic 
markings  or  rifling  of  cores.  The  concensus  of  opinion  obtained  from 
the  replies  received  was  that  vibration  is  responsible  for  the  phenomena. 
In  a  general  way  vibration  seems  to  be  the  only  logical  explanation,  yet 
owing  to  the  fact  that  in  the  operation  of  drilling,  spiral  markings  on 
cores  are  the  exception  rather  than  the  rule  (although  in  certain  forma- 
tions they  are  of  frequent  occurrence),  it  has  not  been  easy  to  determine 
the  exact  relation  existing  between  vibration  and  the  markings. 

The  character  of  phenomena  observed  on  examination  of  a  large 
number  of  rifled  cores  may  be  summarized  under  their  respective  heads 
in  the  following  paragraphs. 

Number  of  Riflings  to  the  Turn 

While  the  markings  are  commonly  spoken  of  as  riflings,  it  might  be 
better  to  designate  them  as  threads,  owing  to  their  association  with  other 
terms.  The  number  of  threads  to  the  turn  varies  between  wide  limits; 
the  smallest  number  observed  was  three  (No.  3,  Fig.  1),'  the  largest 
13 — the  average  being  seven.  Five  threads  to  the  turn  appear  to 
be  the  most  common,  although  that  may  be  a  mere  coincidence  as  a 
result  of  examining  a  comparatively  large  number  of  cores  from  one 
district,  where  similar  formations  were  drilled  through,  and  under 
like  conditions  of  drilling,  particularly  with  respect  to  equipment. 
With  large  pitches  the  five-threaded  riflings  may  assume  a  pentagonal 
section  and  are  commonly  spoken  of  as  "pentagonal"  cores. 

While  the  number  of  threads  was  observed  to  be  uneven  in  every  core 
examined,  yet  it  has  been  demonstrated  that  there  may  be  even  numbers 
as  well.  In  fact,  there  may  be  both  odd  and  even  numbers  of  threads 
on  one  and  the  same  core,  although  on  the  samples  examined  change  in 
number  was  brought  about  by  threads  bifurcating  or  coalescing,  thus 
maintaining  the  relation  as  to  number.  Further,  it  seems  to  be  the 
rule  that  prominence  of  threads  is  coincident  with  a  diminution  in 
number  (Nos.  3  and  8,  Fig.  1). 

Pitch  of  Threads 

The  pitch  of  threads  noted  on  a  large  number  of  cores  varies  even 
more  than  does  the  number  of  threads  to  the  turn;  the  range  observed 
was  between  Ke  in*  (for  nine-threaded  core)  and  Z%  in.  (for  five-threaded 
ewe).  A  much  wider  range  is  possible,  and,  in  fact,  no  limit  can  be  set. 
The  pitch  of  threads  varies  directly,  of  course,  with  the  number  of  threads 
to  the  unit  length  or  inch.  The  smooth  or  unrifled  core  may  be  considered 
as  the  lower  limit  (lower  end  of  No.  5,  Fig.  1),  the  threads  blending  one 

:  the  strongly  rifled  form  with  pitch  approaching  infinity 
both  limits  being  common  but  not  so  universal  as  the 
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between  the  riflings  are  usually  wide  and  shallow  (see  Fig.  3).  Flat- 
topped  or  square  threads  are  also  formed. 

Various  reasons  and  theories  have  been  advanced  to  explain  the  for- 
mation of  threads  on  diamond-drill  cores,  the  following  being  the  most 
commonly  held:  (1)  vibration  of  drill  rods;  (2)  four- and  six-stone  bits; 
(3)  the  up-and-down  action  of  water  currents  carrying  cuttings;  (4) 
particles  of  mineral  or  metal  working  their  way  down  through  the  core 
barrel;  (5)  differential  action  between  core  and  core  barrel,  the  former 
having  been  broken  off  and  turned  through  friction  with  revolving  bit  and 
core  barrel;  and  (6)  overset  of  stones  in  bit. 

After  careful  investigation  and  consideration  of  the  data  at  hand, 
certain  of  the  causes  outlined  above  may  be  eliminated  as  inadequate, 
thus  narrowing  them  down  to  one  or  more  possible  or  probable  ones. 

It  is  but  natural  to  expect  that  machines  operating  under  high 


i  diamond  drills  do,  will  set  up  considerable  vibration,  par- 
ticularly when  boring  through  difficult  formations.  So  intense  is  the 
vibration  of  the  drill  and  rods  at  times  that  the  whole  outfit  and  even 
the  ground  for  many  feet  around  will  be  strongly  shaken.  Vibration  is 
therefore  a  well-known  phenomenon  attendant  upon  diamond  drilling 
and  its  presence  does  not  have  to  be  assumed. 

Water  currents  laden  with  cuttings  do  not,  except  very  rarely,  as 
when  reversed,  enter  the  core  barrel  or  in  fact  the  inside  of  the  bit,  as  the 
wash  water  passes  from  the  inside  to  the  outside  of  the  bit,  and  thence 
to  the  surface  between  the  drill  rod  and  the  hole  or  casing.  Therefore, 
during  the  operation  of  drilling  only  practically  clear  water  comes  into 
contact  with  the  core. 

The  theory  advanced  that  the  number  of  stones  (carbons)  in  the  bit 
is  responsible  for  the  riflings  on  cores  can  hardly  be  considered  as  sound 
for  the  reason  that  bits  with  four,  six,  or  eight  stones  (considering  the 
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rifled  cores  is  one  of  the  principal  factors  which  permits  of  harmonic 
motion  in  the  bit.  In  considering  the  instance  where  many  threads  of 
low  pitch  appear  on  a  cross-section  of  core,  it  is  possible  at  first  sight  to 
conceive  that  the  threads  are  due  to  spiraling  which  is  directly  propor- 
tional to  the  advance  of  the  bit,  but  in  an  instance  where  corrugations 
of  steep  pitch  are  produced,  as  No.  8,  Fig.  1,  of  Dr.  Crane's  paper,  with 
perhaps  600  revolutions  of  the  bit  to  an  advance  of  1  in.,  it  is  evident  that 
the  process  is  extremely  complicated.  The  production  of  left-hand  core 
by  a  bit  revolving  to  the  right  is  also  a  difficult  matter  to  explain  (see 
Fig.  2). 

Consider  the  forces  that  operate  on  a  flexible  line  of  drill  rods  which 
are  revolving  rapidly.  First,  compression;  second,  torque.  The  play 
of  these  two  forces  sets  up  waves  which  have  their  lengths  parallel  but 
twisted  with  respect  to  the  drill  rods  and  with  their  crests  and  troughs  at 
right  angles  to  the  axis  of  the  hole.  The  twist  in  the  rods  is  perhaps 
not  as  great  as  might  be  supposed,  for  when  a  bit  is  blocked  under  great 
pressure,  and  the  engine  is  stopped  and  released,  the  chuck  seldom 
revolves  back  more  than  a  turn  or  a  turn  and  a  half.  During  this  process 
the  bit  is  presumably  fast  on  bottom. 

As  the  rods  revolve,  transverse  waves  advance  down  the  rods  at  every 
azimuth,  like  waves  of  light.  That  waves  of  this  type  are  produced  is 
shown  by  the  whipping  out  of  uncased  holes  when  drilling  soft  iron  for- 
mation. The  samples  are  often  vitiated  in  this  manner.  Anyone  who 
will  climb  the  tripod  and  look  down  on  the  water-swivel  when  the  rods 
are  vibrating  will  see  there  a  distorted  but  nevertheless  fairly  true  pic- 
ture of  what  is  taking  place  at  the  bit  on  the  other  end  of  the  rods.  It  is 
possible  to  count  distinct  beats  in  the  play  of  the  swivel  to  and  fro  as  the 
rods  vibrate. 

The  regularity  of  the  grooving  in  the  threaded  core  indicates  that  the 
waves  producing  it  have  a  definite  time  interval  with  a  fixed  relation  to 
the  revolution  of  the  rod.  The  fact  that  all  the  stones  are  working  at 
the  same  time  does  not  present  any  particular  difficulty  when  it  is  remem- 
bered that  in  any  one  instance  of  threading  the  stones  are  always  at  fixed 
intervals  with  respect  to  the  axis  of  the  bit  and  therefore  have  a  fixed 
relation  to  any  wave  that  affects  the  bit  and  a  fixed  relation  to  the  period 
of  revolution.  In  the  instance  cited  by  Dr.  Crane  where  pentagonal  core 
is  formed,  the  time  of  vibration  must  be  nearly  a  definite  divisor  of  the 
time  of  revolution.  That  is,  during  one  revolution  of  the  bit  there 
were  approximately  five  major  wave  motions  which  produced  a  portion 
of  five  threads  on  the  core  for  a  longitudinal  distance  of  less  than  J^f  oo  in- 
In  all  other  instances  where  the  pitch  is  flatter  the  ratio  must  be  more 
intricate.  When  right-handed  threads  are  produced,  the  period  of  vibra- 
tion is  incommensurable  and  in  this  instance  thereby  deferred  slightly 
each  time  with  respect  to  the  core  as  the  rod  revolves.    When  left- 
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handed  threads  are  produced,  the  period  of  vibration  is  also  incommen- 
surable, but  in  this  case  occurs  just  an  instant  earlier  with  respect  to  the 
core  during  each  succeeding  revolution. 

Overtones 

In  wave  motions  of  this  kind  it  is  conceivable  that  there  are  over- 
tones; that  is,  if  the  period  of  one  wave  length  be  T,  then  there  are  wave 
lengths  of  %  T,  }/&  T,  etc.  The  braided  threads  on  many  pieces  of  core 
are  suggestive  of  secondary  action  of  this  kind  (see  Fig.  2  of  Dr.  Crane's 
paper).  All  of  the  laws  of  resonance  and  interference  in  wave  motion 
would  enter  into  the  amount  of  play  in  the  bit  as  it  revolves.  Again, 
when  relatively  smooth  core  is  produced,  it  is  probably  the  result  of  the 
impact  of  countless  numbers  of  periodic  waves  offsetting  each  other. 

There  are  many  other  apparently  simple  phenomena  in  nature  which 
are  due  to  a  combination  of  periodicities,  as  a  beam  of  lighf  or  the  general 
strike  of  a  complexly  folded  iron  formation. 

The  net  result  of  the  wave  motions  down  the  rods  operating  under 
the  laws  of  resonance  is  translated  into  a  wave  whose  length  is  nearly 
parallel  to  the  circumference  of  the  core  and  whose  amplitude  is  along 
the  radius,  thus  producing  uniform  threading.  This  is  recorded  in  the 
rock  like  the  mark  on  the  indicator  card  of  an  engine.  Only  in  rare  in- 
stances do  all  the  factors  combine  under  the  laws  of  resonance  so  that  a 
deep  definite  tracing  of  the  wave  motion  is  formed. 

Mathematical  Interpretation 

We  may  attempt  to  arrive  at  a  rough  mathematical  interpretation  of 
wave  motion  at  the  end  of  a  diamond  bit  as  expressed  by  threads  in  the 
core. 

Let  R  =  the  number  of  revolutions  of  the  bit  during  any  interval  of 

advance. 

N  =  the  number  of  threads  appearing  on  the  cross-section  of  core 

F  (p)  =  some  continuous  or  discontinuous  function  of  the    pitch 

of  the  threads,  p  having  values  from  negative  to  positive 

infinity,  F  (p)  approaching  the   values  —1   and   +1  at 

these  ends,  and  approaching  the  value  zero  as  p  approaches 

zero,  the  value  of  p  being  related  to  the  value  of  N. 

Let  W  =  the  number  of  major  wave  motions  during  any  interval  of 

advance  of  the  bit,  as  indicated  by  the  threads. 
Then  W=  R  N  F  (p) 

Thus  in  the  instance  where  pentagonal  core  is  formed,  and  N  equals 
5,  p  approaches  infinity  and  F  (p)  approaches  the  value  1,  if  it  be  assumed 

vou  LV. — 8. 
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that  600  revolutions  of  the  bit  have  been  made  during  the  delivery  of  1  in. 
of  core;  then  W  =  5  X  600  or  3,000,  which  is  indicative  of  the  number  of 
major  vibrations  of  the  bit  with  respect  to  the  axis  of  the  core  during  its 
spiral  advance  of  1  in. 

When  the  pitch  p  is  left-handed,  F  (p)  may  be  considered  as  varying 
from  0  to  —1;  when  the  pitch  is  right-handed  F  (p)  varies  from  0  to  +1. 
As  p  becomes  small,  in  either  case,  the  value  of  N  increases  and  W  increases 
approaching  the  case  where  many  fine  threads  of  low  pitch  are  produced; 
W  increases  greatly,  which  is  to  say  that  a  cylindrical  core  is  formed 
when  there  is  a  large  number  of  exceedingly  small  wave  motions  of  the 
bit  to  and  fro.  Considering  an  instance  when  M  remains  constant  and 
the  threads  ultimately  coalesce  while  "p"  decreases  in  value,  then  the 
value  of  W  decreases.  The  ultimate  end  of  this  process  is  the  production 
of  a  smooth  core  with  slight  wave  motion  of  the  bit. 

Inspection  of  this  equation  shows  that  as  R  increases,  W  must  increase. 
This  expresses  the  violence  of  vibration  when  harmonic  motion  of  the 
resonant  type  is  set  up  during  a  high  speed  of  revolution. 

This  mathematical  statement  is  merely  an  attempt  to  express  some 
of  the  relationships  which  appear,  by  speculating  on  the  nature  of  the 
phenomenon.  It  is  doubtful  whether  it  is  possible  to  determine  rigidly 
the  value  of  F  (p)  in  any  instance  or  to  tell  why  p  should  be  left-handed 
or  right-handed  or  to  devise  any  means  of  telling  why  N  is  5  in  one  case 
or  9  in  another.  The  strength  of  the  rods,  the  number  and  character  of 
the  carbon,  the  way  they  are  set  with  respect  to  each  other,  the  water 
pressure  in  the  hole  as  determined  by  the  force  of  the  pump,  the  clear- 
ance of  the  bit,  etc.,  the  amount  and  character  of  the  deformation  in  the 
metal  of  the  bit  at  any  particular  time,  the  kind  of  drilling  machine,  and 
the  manner  of  its  set  up,  the  depth  drilled,  the  nature  of  the  rock,  the 
presence  of  soft  horizons  above  in  the  hole  which  may  affect  the  vibra- 
tion of  the  rods,  the  speed  of  rotation  and  the  pressure  on  the  rods — 
the  factors  which  influence  these  values  are  numerous  and  therefore 
difficult  to  analyze  into  their  true  proportions. 

Practical  Considerations 

Dr.  Crane's  practical  application  of  the  results  of  his  research  is  dis- 
couraging in  these  days  of  keen  competition  for  drilling  contracts.  I 
refer  to  the  suggestion  that  it  is  possible  to  reduce  "the  vibratory  action 
of  the  drilling  mechanism  by  reducing  the  speed  of  rotation  of  the  rods." 
An  old  drillman  in  commenting  on  this  says  that  he  can  break  up  the 
vibration  by  increasing  the  speed  of  rotation.  This  suggestion  might 
better  be  stated  thus:  The  violence  of  vibration  can  be  broken  up  by 
varying  the  speed  of  rotation. 

This  destroys  one  of  the  constant  conditions  essential  to  harmonic 
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motion.  The  greasing  of  the  rods  dampens  the  wave  and  sets  up  inter- 
ference by  releasing  friction  at  antinodes  of  the  waves,  thus  destroying 
another  constant.  This  may  be  inferred  by  examining  the  line  of  greased 
rods  when  pulled  from  the  hole  and  by  observing  that  the  grease  is  worn 
clean  at  definite  intervals. 

In  making  this  comment  on  Dr.  Crane's  conclusion,  I  would  not  be 
understood  as  casting  doubt  on  the  utility  of  this  type  of  research.  An 
analysis  of  all  the  conditions  which  govern  the  advance  of  a  diamond  bit 
might  enable  operators  to  control  the  direction  of  diamond-drill  holes. 
At  present  the  hole  usually  takes  its  own  direction. 

Some  practical  considerations  have  occurred  to  me  while  dealing  with 
the  subject.  They  are  no  doubt  commonplace  to  many  old  drillmen, 
but  seem  worth  recording:  When  drilling  deep  holes  in  homogeneous 
formations,  it  will  reduce  the  carbon  wear  and  increase  the  footage  to  use 
stiff  new  rods  and  to  use  a  blank  bit  which  has  the  smallest  possible  excess 
in  diameter  over  the  size  of  the  rods.  The  use  of  eight  stones  in  a  bit 
rather  than  four  or  six  will  reduce  the  possibility  of  one  stone  carrying 
the  burden  of  the  work.  The  bit  should  be  reset  frequently  so  that  defor- 
mation of  the  weakened  steel  in  long-used  bits  will  be  avoided;  thus  the 
gage  of  the  hole  may  be  kept  more  accurately.  These  precautions  will 
set  up  conditions  adverse  to  the  development  of  resonant  wave  motion 
to  and  fro  in  a  bit  and  thus  tend  to  keep  it  working  straight  ahead,  which 
is  the  true  business  of  a  diamond  bit. 
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Method  of  Mining  Talc 

BY  P.  B.  HEWITT,  ASHBVILLB,  N.  C. 
(Arizona  Meeting,  September,  1916) 

The  methods  of  mining  talc  are  simple,  and  in  western  North  Carolina 
are  almost  entirely  by  open  cut  and  quarry.  The  larger  part  of  the  talc 
of  this  section  lies  in  various-sized  " veins' '  inclosed  in  quart zitic  walls, 
the  majority  of  which  have  by  folding  been  thrown  into  a  perpendicular 
position,  or  nearly  so,  and  the  exposed  edges  of  which  have  been  covered 
by  d6bris  from  erosion  of  the  mountain  above.  This  covering  of  loose 
rocks  and  earth  is  from  5  to  25  ft.  thick,  and  in  most  cases  has  to  be 
removed  because  it  is  difficult  to  support.  Sometimes  the  covering  is 
heavy  enough  to  " catch' '  and  timber  successfully,  and  in  this  case  the 
talc  can  be  worked  out  by  the  usual  method  of  following  the  "vein," 
using  stulls  for  holding  up  the  walls  until  the  vein  is  worked  out,  and  then 
allowing  the  cut  or  drift  to  fall  in. 

In  some  cases  it  proves  more  convenient  to  sink  shafts  and  run  drifts, 
following  the  talc  "veins"  until  exhausted.  The  talc  deposits  of  this 
section  are  badly  broken  and  faulted  both  laterally  and  perpendicularly, 
and  in  some  cases  are  found  many  feet  below  the  level  of  drainage, 
necessitating  pumping  at  considerable  expense. 

My  own  experience  in  mining  talc  has  been  that  the  chief  point  is  to 
get  a  reliable  "vein,"  and  that  then  the  mining  is  not  as  difficult,  or  any 
more  so  at  least,  than  that  of  any  common  ore.  If  the  "veins"  are  pure 
talc  it  is  simple;  if  the  talc  is  admixed  with  foreign  matter,  such  as  tre- 
molite  in  excess,  or  stains  of  iron  or  manganese,  as  is  often  the  case,  one 
had  better  abandon  the  deposit. 

Methods  of  Manufacture 

Talc,  being  a  soft  mineral,  is  not  difficult  to  reduce  to  the  condition 
desired  by  the  trade.  Powdered  talc  is  admitted  under  low  duty  from 
France,  Italy  and  Austria,  and  some  is  being  imported  from  Asiatic 
points.  Talc  is  usually  ground  and  bolted  in  any  simple  reduction  mill. 
That  mined  in  this  section  is  hand-sorted  and  the  quality  that  will  make 
good  powdered  talc  is  ground  for  use  in  the  manufacture  of  talcum  powder, 
cosmetics,  etc.,  while  all  that  is  hard  enough  and  has  sufficient  strength 
is  used  for  crayons  and  blanks'for  gas  burners  and  electrical  work,  being 
sawed  into  the  shapes  desired.     The  rest  that  is  clean  and  pure  is  ground 
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in  mills,  of  which  many  different  kinds  are  used.    Some  people  like  the 

mill  stone,  while  others  prefer  the  many  kinds  of  high-speed  beater  mills 

for  grinding. 

The  manufacturing  process  can  be  summed  up  as  follows: 

More  or  less  hand-sorting  may  be  necessary,  and  in  grinding,  the  talc 

must  be  reduced  sufficiently  to  pass  through  a  170-  to  200-mesh  sieve, 

silk  cloth  reels  being  commonly  used. 

Among  the  objectionable  impurities  which  it  is  almost  impossible  to 

remove  are  lumps  of  tremolite  and  pyrite.     They  destroy  the  value  of 

the  talc  by  changing  the  color  and  making  a  coarse  and  hard  gritty  product 

which  is  not  saleable. 

Uses 

Most  of  the  talc  sold  is  used  in  the  paper,  rubber  and  paint  trade,  while 
the  lower  grades  go  largely  into  roofing.  About  one-quarter  of  the  pro- 
duction goes  into  talcum  powder.  Not  a  little  is  employed  as  a  body  or 
carrier  of  medicinal  chemicals  used  in  tablet  form. 

Much  of  the  talc  or  soapstone  is  cut  with  small  saws  into  crayons  of 
various  sizes  for  use  in  the  iron-working  trades  and  on  blackboards.  A 
growing  business  is  the  manufacture  of  gas  burners  and  small  blocks  for 
electrical  work,  which,  after  shaping  and  burning,  are  known  as  lava 
goods. 

The  two  last,  crayon  and  burner  manufacture,  are  the  most  important 
uses  of  talc,  but  the  greatest  difficulty  is  to  find  mineral  of  the  proper 
quality,  as  it  has  to  be  solid,  firm,  and  free  from  grit  and  other  foreign 
matter. 
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Stoping  in  the  Calumet  and  Arizona  Mines,  Bisbee,  Ariz. 

BY  PHILIP  D.   WIL80N,*  B.   8.,   B.  M.,   WARREN,   ARIZ. 
(Arizona  Meeting,  September,  1916) 

The  mines  of  the  Calumet  &  Arizona  Mining  Co.  are  situated  in  the 
Warren  Mining  District,  Cochise  County,  Arizona,  between  Bisbee 
and  Warren  and  adjoin  those  of  the  Copper  Queen  Consolidated  Mining 
Co.  and  the  Shattuck  Arizona  Copper  Co.  Paleozoic  limestones  of  con- 
siderable thickness  have  been  intruded  by  granite  porphyry.  A  great 
stock  of  the  intrusive  outcrops  boldly  near  the  city  of  Bisbee  and  is  known 
as  Sacramento  Hill.  From  this  central  core  the  porphyry  has  tongued 
out  into  the  limestone  for  many  thousands  of  feet  as  dikes  and  sills  of 
irregular  shape  and  variable  dimensions.  Churn  drilling  has  recently 
developed  a  large  tonnage  of  secondarily  enriched  copper  ore  in  the  main 
porphyry  mass  of  Sacramento  Hill.  While  some  ore  has  been  found  in 
porphyry  in  other  parts  of  the  district,  it  is  relatively  unimportant  com- 
pared with  that  which  occurs  in  the  Paleozoic  limestone  as  irregular 
lenses  replacing  favorable  beds  near  porphyry  contacts  or  associated 
with  well-marked  fracture  zones  often  many  hundreds  of  feet  away  from 
the  intrusive. 

In  a  zone  extending  from  Sacramento  Hill  for  a  distance  of  from  1,500 
to  3,000  ft.,  the  limestone  has  been  extensively  metamorphosed  and  in  this 
contact  metamorphic  zone  the  ore  occurs  through  a  known  vertical 
thickness  of  upward  of  900  ft.  and  individual  orebodies  often  show  exten- 
sion in  a  vertical  direction  of  over  200  ft.  At  a  greater  distance  from  the 
intrusive  stock,  the  ore  occurs  as  lenses  of  greater  horizontal  than  vertical 
dimensions  with  an  average  thickness  of  approximately  30  ft.  An  excep- 
tion to  this  rule  is  found  in  the  occasional  steeply  dipping  mineralized 
fractures,  almost  true  tabular  veins,  which  are  found  long  distances 
away  from  the  zone  of  contact  metamorphism. 

The  copper  was  probably  introduced  during  or  slightly  later  than  the 
porphyry  intrusion  in  the  form  of  chalcopyrite  and  bornite.  These  pri- 
mary copper  minerals  are  always  associated  with  pyrite  and  often  occur 
as  rich  lenses  in  a  huge  mass  or  shell  of  pyrite  carrying  an  insignificant 
percentage  of  copper.  In  many  instances  the  copper-bearing  solutions 
were  preceded  by  siliceous  solutions  and  these  latter,  often  persisting 
during  the  period  of  mineralization,  have  thoroughly  indurated  the  ore- 
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body  and  the  surrounding  country  rock.  Oxidation  took  place  during 
two  distinct  periods  separated  by  a  period  of  submergence  in  the  Cre- 
taceous sea  and  subsequent  elevation,  distortion  and  tilting  of  the  sedi- 
ments. This  has  resulted  in  a  most  irregular  zone  of  oxidation.  In  some 
cases  enriched  chalcocite  ore  and  even  thoroughly  oxidized  ore  are  found 
stratigraphically  far  below  primary  orebodies.  Where  oxidation  has  been 
complete  the  carbonates  and  oxides  of  copper  occur  beneath  or  entirely 
surrounded  by  a  mass  of  oxides  of  iron  and  aluminum,  often  of  great 
extent.  While  there  has  been  considerable  enrichment  with  development 
of  chalcocite  in  the  district,  opinion,  in  View  of  recent  developments  of  the 
primary  ores,  is  tending  toward  the  conclusion  that  migration  of  values 
has  been  for  the  most  part  local  and  that  both  the  oxidized  and  the 
chalcocite  ores  depend  for  their  present  copper  content  rather  on  rich  pri- 
mary sulphides  than  on  any  extensive  leaching  and  subsequent  enrichment 
of  low-grade  material.  The  large  masses  of  iron  and  aluminum  oxides 
found  in  connection  with  the  oxidized  ores  are  then  the  oxidation  prod- 
ucts of  the  shells  of  lean  pyrite  and  pyritic  limestone  which  surround  the 
primary  copper  sulphides  rather  than  gossans  from  which  appreciable 
copper  has  been  leached. 

Conditions  Determining  &toping  Methods 

The  great  variety  of  ore  occurrences  in  the  district,  and  the  equally 
variable  character  of  the  country  rock  in  the  vicinity  of  the  orebodies, 
render  any  uniformity  of  stoping  method  impossible  where  the  factors  of 
economy  and  efficiency  are  considered.  In  the  early  days  of  Bisbee  all 
of  the  ore  mined  was  taken  from  the  irregular  high-grade  oxidized  bodies 
found  within  a  comparatively  short  distance  of  the  surface.  Square-set 
stoping  with  subsequent  filling  was  used  with  much  success  and  even 
today  this  time-tried  method  of  Philip  Deidesheimer  is  recognized  as  the 
system  most  widely  applicable  to  the  Bisbee  ores.  It  was  not  until  com- 
paratively recent  years  that  the  natural  reluctance  to  try  new  methods 
while  the  old  could  still  be  used  was  overcome,  in  the  Calumet  and  Arizona 
mines  under  the  superintendence  of  W.  B.  Gohring,  with  resultant  reduc- 
tion of  costs  in  some  cases  to  less  than  one-half  of  those  formerly  obtained. 

The  considerations  determining  the  stoping  method  to  be  used  may 
be  summarized  as  follows: 

1.  Safety  and  efficiency  of  working  conditions  for  the  men. 
(a)  Physical  characteristics  of  ore  and  country  rock. 
(6)  Ventilation. 

2.  Maximum  ultimate  profit. 
(a)  Cost  of  mining. 

(6)  Ore  which  may  be  economically  sacrificed. 

(c)  Relative  economy  of  mining  and  of  sorting  out  included  waste. 
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(d)  Rapidity  with  which  it  is  advisable  to  mine,  or  daily  tonnage 
required. 

3.  Shape  and  dimensions  of  orebody. 

4.  Safety  of  mine, 
(a)  Cost  of  timber. 

(6)  Availability  of  filling, 
(c)  Fire  risk. 

Square-set  Stoping 

The  square-set  system  is  easily  .the  most  flexible  and  where  the  orebody 
is  very  irregular  and  has  large  included  blocks  of  waste  it  is  the  most 
satisfactory.  It  is  a  simple  matter  to  leave  the  waste  behind  as  a  portion 
of  the  filling,  and  where  the  mining  of  too  large  a  section  at  once  is  not 
attempted,  and  filling  is  kept  within  a  reasonable  distance  of  the  back,  it  is 
as  safe  or  safer  than  any  of  the  other  methods  in  vogue.  By  this  method 
the  cost*  of  stoping  per  ton  including  labor,  powder,  timber,  carbide  and 
air,  ranges  from  $0.80  in  sulphide  ore  to  $1  or  even  $1.30  in  oxide  ore. 
Where  the  ground  is  very  heavy,  additional  timber  as  bulkheads  and 
double-up  sets  increases  the  cost  materially  and  in  sulphide  ore  the 
forest  of  timber  makes  the  risk  of  fire  an  important  consideration.  In  a 
normal  square-set  stope  the  item  of  timber,  which  laid  down  at  the  mine 
costs  about  $17.50  per  thousand,  amounts  to  25  per  cent,  of  the  total. 

Recovering  Square-set  Stope  Timbers 

Tho  firHt  attempt  to  reduce  this  expense  was  made  some  years  ago 
by  M.  W.  Mitchell,  foreman  of  one  division  of  the  Calumet  and  Arizona 
nilttoH,  who  devised  a  method  for  "robbing"  a  considerable  portion  of  the 
Mmlwr  from  a  square-set  stope  during  the  process  of  filling.  Approxi- 
mately fiO  por  cent,  of  the  timber  can  be  recovered  where  conditions  will 
permit*  of  thin  robbing  process,  and  the  actual  stoping  cost  based  on  a  se- 
rin* of  NtopoM  over  a  considerable  period  in  which  the  timber  has  been 
riwovrMtnl  and  used  again  is  reduced  by  about  8  per  cent.  While  applic- 
able to  n  largo  majority  of  square-set  stopes,  in  many  instances  the  ground 
I*  loo  heavy  to  risk  removing  the  timbers  and  in  some  cases  the  timber  is 
no  badly  damaged  that  it  is  not  worth  extracting.  The  method  finds  its 
grealetft  ecionomy  where  an  orebody  is  being  mined  in  successive  sections 
phi  l.hat.  the  recovered  timber  may  be  left  in  open  square  sets  at  the  edge 
of  l,he  utope  and  used  when  the  adjacent  section  is  being  worked,  as  the 
mmi  of  imeeMiivn  handling  soon  reduces  the  saving  to  a  minimum. 

When  an  attempt  to  rob  the  timbers  from  a  square  set  is  anticipated, 
Mill  hhil.  weotlon  in  ourriod  up  five  sets  wide,  as  shown  in  Fig.  1.    The 

'  ''"'mm  <>h«I«  tiliUiit  under  normal  conditions  with  a  base  wage  of  $4  per  day 
h  Mini  I.t'/ft  for  inuokors.    During  the  past  year  the  sliding  wage  scale  and 
IHHhIIv  lilgli  otwt  of  supplies  have  resulted  in  a  material  increase  in  all 
Hftt*. 
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length  of  the  section  is  determined  by  the  character  of  the  ground  and 
varies  from  five  to  as  many  as  ten'  Bets.  It  is  advantageous  to  carry  the 
section  as  long  as  the  ground  will  permit,  since  the  longer  the  section  the 
greater  will  be  the  ultimate  timber  recovery.  It  is  usually  not  feasible  to 
attempt  to  recover  timber  from  a  stope  over  50  ft.  in  height.  When  an 
orebody,  the  thickness  of  which  is  greater  than  this,  is  to  be  mined  and  the 
timber  recovered  by  this  method,  the  operation  is  carried  on  in  successive 
lifts,  as  will  be  hereinafter  described.  In  sloping  the  section  a  gangway 
is  maintained  in  the  central  row  of  sets  on  the  sill  floor  and  chutes,  ee, 
built  in  each  alternate  set  on  either  side.    Slides  at  appropriate  places  in 
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Fiq.  1. — Mitchell  Method  of  Recovering  Square-bet  Stope  Timbers. 

the  stope  will  deliver  the  broken  ore  to  these  chutes  as  stoping  proceeds, 
with  a  minimum  of  shoveling.  The  square  sets  are  so  erected  that  the 
caps,  bb,  lie  parallel  to  the  gangway  and  the  girts,  cc,  consequently  at 
right  angles  to  it.  When  the  ore  has  all  been  extracted  and  the  stope  is 
ready  for  robbing,  6  by  6-in.  braces,  dd,  are  placed  between  the  two  diago- 
nally opposite  caps  in  the  second  and  fourth  rows  of  sets  on  the  two  floors 
above  the  Bill,  as  shown  in  Section  AA,  Fig.  1.  If  the  stope  is  taking 
weight  badly  a  brace  may  be  necessary  at  each  end  of  each  of  these  caps, 
but  in  some  cases  a  single  brace  in  the  middle  of  the  cap  is  sufficient.  It 
is  usually  the  case  where  robbing  is  attempted  that  the  plans  include  the 
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robbing  of  successive  sections  which  will  each  be  mined  in  turn  after  the 
preceding  one  has  been  robbed  and  filled.  If  such  is  the  case,  gob  lagging 
is  spiked  to  the  rows  of  posts  1  and  5,  Section  AA,  so  that  when  filling  is 
introduced  the  gob  will  he  tightly  against  the  ground  or  previously  gobbed 
stope  on  that  side  of  the  section,  in  this  case  the  left,  where  no  further 
mining  is  anticipated.  One  run  of  sets  on  the  other  side  of  the  section 
will  be  left  open  when  the  stope  is  filled,  so  that  the  timber  as  extracted 
may  be  stored  in  these  sets  and  used  when  the  adjacent  section  is 
carried  up. 

After  the  braces  have  been  put  in  place  the  caps  in  row  2  are  cut,  as 
shown  in  the  detail,  Fig.  1,  to  permit  of  slipping  out  the  girts  between 
rows  2  and  3.  When  these  have  been  removed  it  is  a  simple  matter  to 
remove  the  caps  and  the  sill  and  first  floor  posts  in  rows  3  and  4  and  the 
girts  between  rows  3  and  5.  Waste  filling  is  then  introduced  until  it 
reaches  to  within  a  few  inches  of  the  second  floor  above  the  sill,  the  caps 
cut  and  the  timber  on  this  floor  between  rows  2  and  5  removed  as  before. 
The  braces,  partially  buried  in  the  gob,  may  be  drawn  out  by  throwing 
one  end  of  an  ordinary  mule  skinner's  tail-chain  over  the  exposed  end  of  a 
brace  and  fastening  the  other  to  the  end  of  a  piece  of  timber.  Using  this 
piece  of  timber  as  a  lever  and  the  cap  still  in  place  above  as  a  fulcrum 
the  brace  is  easily  loosened  and  drawn  from  the  filling.  During  each 
downward  movement  of  the  lever  the  chain  automatically  loosens  and 
slips  lower  on  the  brace,  so  that  one  man  can  easily  manage  the  operation. 
The  braces  as  removed  are  placed  diagonally  between  the  caps  at  the  top 
and  bottom  of  the  third  floor  above  the  sill.  These  braces  may  obviously 
be  used  again  and  again  until  weakness  or  damage  impairs  their  useful- 
ness. The  process  as  described  with  alternate  filling  and  drawing  timbers 
a  floor  at  a  time  is  repeated  until  the  top  of  the  section  is  reached  and  the 
stope  filled.  The  timber  as  removed  is  stored  in  the  open  run  of  square 
sets  for  use  in  the  adjacent  section.  In  all  cases  the  posts  and  girts  on 
each  end  of  the  stope  are  left  behind  and  if  the  ground  is  unusually  heavy 
it  is  safer  to  leave  an  entire  run  of  sets  to  support  the  ends  of  the  stope  as 
the  timber  in  the  center  is  being  removed.  These  are  left  in  the  gob  so 
that  the  ultimate  timber  recovery  is  much  reduced.  The  braces,  as  the 
timbers  below  are  removed,  take  up  the  vertical  and  part  of  the  lateral 
pressure,  but  the  major  portion  of  the  latter  is  taken  up  by  the  gob.  It 
is  essential,  therefore,  that  the  filling  be  kept  well  up  to  the  level  of  the 
floor  from  which  the  timber  is  being  removed. 

If  the  ground  is  unusually  heavy  or  the  orebody  over  50  ft.  in  thick- 
ness the  section  must  be  carried  up  in  successive  horizontal  lifts  in  order 
that  there  may  be  a  minimum  of  ground  open  at  any  one  time  before 
filling  is  introduced.  It  is  the  usual  practice  to  open  the  section  three  sets 
high,  brace,  remove  the  timbers  and  fill  as  before  the  lower  two  floors. 
With  the  stope  thus  securely  reinforced,  the  section  may  be  carried  two 
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sets  higher  when  the  two  lowest  open  floors  are  robbed  and  filled  as 
before.  If  the  ground  is  so  heavy  that  additional  precautions  are  neces- 
sary the  timber  is  first  drawn  from  only  one  end  of  the  stope  and  filling 
is  introduced  into  the  robbed  portion  while  the  adjacent  row  of  timber  on 
the  same  floor  is  being  extracted.  Thus,  as  soon  as  the  timber  is  removed, 
it  is  replaced  by  gob  so  that  the  walls  of  the  stope  are  at  all  times  amply 
supported.  Using  this  method  of  mining  and  recovering  the  timbers  in 
successive  lifts,  there  is  virtually  no  limit  to  the  height  to  which  a  section 
may  be  carried  safely  in  heavy  ground. 

The  adjacent  section  and 'each  subsequent  one  are  carried  only  three 
sets  wide,  but  the  same  length  as  before.  The  method  of  timbering  and 
robbing  successive  sections  is  shown  in  Section  BB,  Fig.  1.  In  each  case 
the  stope  is  carried  up  alongside  of  the  run  of  square  sets  left  open  in  the 
previously  mined  section  so  that  four  sets  of  ground  are  actually  open. 
The  timber  extracted  from  the  preceding  stope  is  used  as  far  as  it  goes  in 
the  new  section.  That  which  is  in  the  best  condition  is  used  where  it  can 
be  recovered  again  and  the  partly  damaged  material  where  it  will  be  left 
behind  in  the  gob.  When  the  robbing  process  begins  in  a  new  section  the 
braces  are  placed  in  the  run  of  sets  left  open  in  the  previously  mined  sec- 
tion and  the  center  run  of  the  new  one.  The  caps  cut  are  those  directly 
against  the  gob.  In  every  case  it  is  the  caps  to  be  left  behind  that  are 
cut,  leaving  unmutilated  all  of  the  timber  to  be  removed.  As  filling  is 
introduced,  gob  lagging  is  spiked  as  shown  to  the  outside  of  the  center  run 
of  sets,  leaving  one  run  open  as  before  for  storing  timber  for  the  next  sec- 
tion. It  is  evident  from  Section  BB,  Fig.  1,  that  in  using  this  method  in 
several  successive  stope  sections  only  every  third  row  of  posts  and  caps  is 
left  behind  in  the  gob  while  all  the  intermediate  timbers  are  recovered. 
The  secrets  of  success  in  using  this  method  are  the  narrow  stopes  and  care 
in  keeping  the  filling  well  up  to  the  floor  from  which  the  timber  is  being 
taken. 

Mitchell  Slicing  System 

Mr.  Mitchell  is  also  responsible  for  the  next  improvement  in  stoping 
methods  which  has  found  wide  application  in  the  Calumet  and  Arizona 
mines  during  the  past  few  years.  This  method,  known  as  the  Mitchell 
slicing  system,  has  been  described  in  an  article  by  M.  J.  Elsing  in  the 
Engineering  and  Mining  Journal,  July  23, 1910,  but  as  several  changes  and 
improvements  have  been  made  in  it  since  that  time  it  will  bear  further 
mention.  It  was  arrived  at  more  or  less  by  accident.  A  large  block  of 
ore  broke  away  from  the  back  while  a  heavy  sulphide  stope  was  being 
worked,  and  in  order  to  recover  it,  long  stringers  were  thrown  across  the 
top  of  the  ore  to  support  the  back  and  the  ore  mined  from  above  by 
underhand  stoping.  The  method  as  finally  developed  from  this  simple 
beginning  is  applicable  to  orebodies  in  which  the  hanging  wall  is  fairly 
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flat  and  regular  and  the  lateral  pressure  not  too  great.  It  is  flexible, 
however,  by  virtue  of  the  fact  that  square  sets  may  be  used  in  conjunction 
with  the  method  in  mining  irregular  and  outlying  portions  of  the  ore- 
bodies.  Furthermore,  there  must  be  no  large  quantity  of  waste  in  the 
ore,  for  while  it  is  possible  to  sort  and  leave  some  waste  material  behind  in 
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the  stope  the  method  loses  many  of  its  advantages  if  careful  sorting  must 
be  done. 

After  preliminary  prospecting  has  roughly  outlined  the  shape  and 
dimensions  of  the  ore  shoot,  two  lead  rows  of  sill  square  sets  are  driven,  20 
ft.  center  to  center,  at  right  angles  to  the  general  strike  of  the  body  from 
the  main  working  drift  to  the  end  of  the  section  to  be  mined,  as  shown  in 
the  sill  floor  plan,  Fig.  2.    The  length  of  the  section  varies  from  25  to  50 
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ft.,  depending  upon  the  character  of  the  ground.  Where  it  is  possible  to 
run  cars  directly  into  these  two  crosscuts  a  small  sloping  cut  is  made  in 
every  alternate  set  on  the  same  side  of  each  crosscut  for  a  loading  chute. 
Care  must  be  taken  to  keep  these  cuts  small  and  under  no  circumstances 
to  take  them  on  both  sides  of  the  same  pillar,  for  if  the  base  of  the  pillar 
is  weakened  trouble  is  sure  to  ensue.  If  it  is  not  practicable  to  load  the 
cars  in  these  side  crosscuts,  as  is  often  the  case,  the  first  set  alone  may 
serve  as  a  chute  and  the  cars  be  loaded  directly  in  the  main  drift.  A  six- 
post  raise  is  carried  over  the  first  two  sets  in  each  cross-cut  through  to  the 
level  above  to  be  used  as  a  timber  and  manway  and  later  as  a  waste 
chute.  On  the  sill  floor  a  small  manway,  a,  is  cut  out  next  to  the  chute 
set  as  shown,  and  on  the  floor  above  the  ladderway  is  carried  up  over  the 
chute  while  the  other  compartment  of  the  raise  is  lined  for  a  chute.  When 
the  raises  have  holed  to  the  next  level  runs  of  square  sets  are  carried 
directly  over  the  lead  rows  of  sill  sets  to  the  top  of  the  ore,  leaving  a  pillar 
of  ore  15  ft.  wide  and  the  length  of  the  section  resting  on  its  own  base  to 
be  subsequently  mined  in  horizontal  slices  from  the  top  downward. 
Under  normal  conditions  standard  10  by  10-in.  square-set  timbers  are 
used  in  these  preliminary  operations,  but  if  the  grouhd  is  unusually 
heavy  12  by  12-in.  timbers  are  advisable. 

The  first  slice  is  taken,  as  shown  in  Sections  AA  and  BB,  Fig.  2,  over 
the  whole  top  of  the  pillar,  cutting  it  loose  from  the  waste  hanging  wall. 
Machines  are  first  erected  in  the  topmost  square  sets  and  holes  pointed  in 
such  a  manner  that  the  ore  passes  with  a  minimum  of  shoveling  onto 
grizzlies  in  the  open  run  of  square  sets.  Where  only  one  chute  is  used  the 
broken  ore  fills  the  sets  until  its  normal  angle  of  repose  is  reached,  the 
remainder  running  from  the  chute  by  gravity.  The  10  by  10-in.  string- 
ers, dd,  15  ft.  long  and  framed  with  2-in.  tenons,  are  thrown  across  the 
open  slice  between  the  caps  of  the  topmost  run  of  square  sets  and  directly 
under  the  hanging  wall  with  such  blocking  and  lagging  as  is  necessary  to 
keep  the  stope  safe  and  the  timbers  secure.  In  placing  a  stringer  in 
position  the  tenon  on  one  end  is  inserted  in  the  place  between  caps  and 
post  framed  to  receive  it  in  the  same  manner  as  an  ordinary  girt.  The 
opposite  cap  is  cut  2  in.  to  allow  the  tenon  on  the  other  end  of  the  stringer 
to  be  swung  into  position,  as  shown  in  the  upper  floor  plan,  Fig.  2,  and  a 
piece  of  lagging  spiked  to  the  cap  to  hold  it  in  place.  The  topmost 
stringers  are  supported  temporarily  by  stulls  resting  on  ore  in  the  pillar 
until  enough  ground  has  been  broken  to  permit  of  laying  similar  stringers 
between  the  caps  of  the  next  lower  run  of  square  sets.  When  these 
stringers,  resting  on  the  unbroken  ore  in  the  pillar,  have  been  placed 
in  position  the  stulls  are  replaced  by  segment  sets,  gg,  of  10  by  10-in. 
timber,  erected,  as  shown  in  Section  AA,  Fig.  2,  to  support  the  upper 
stringers  and  the  back  of  the  stope.  While  10  by  10-in.  or  8  by  10-in. 
stringers  are  necessary  directly  under  the  hanging  wall,  it  is  the  usual 
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practice  to  use  8  by  8-in.  timber  for  those  subsequently  put  in  where  the 
weight  to  be  carried  is  much  less.  Segment  sets  are  usually  unnecessary 
except  below  the  topmost  stringers,  although  occasionally  used  below  if 
the  ground  is  very  heavy. 

The  next  slice  is  then  taken  across  the  top  of  the  pillar.  Either  jack- 
hamers  or  piston  machines  set  up  on  columns  between  the  stringers  are 
used  to  drill  down  holes,  pointed  so  that  the  ore  is  broken  directly  into 
the  chutes.  In  subsequent  slices,  if  a  piston  machine  is  used,  it  is  usually 
necessary  to  put  in  temporary  6  by  6-in.  braces,  hh,  between  the  stringers 
vertically  above  the  drill  column  in  order  to  make  the  machine  secure 
while  drilling.  It  is  sometimes  safer  to  put  in  temporary  horizontal 
spreads,  ee,  between  the  stringers  near  the  holes  which  are  about  to  be 
blasted.  If  the  ground  at  the  end  of  the  stope  begins  to  swell  or  work  10 
by  10-in.  diamond  braces,  ff,  are  placed  in  position  as  shown  in  the  upper 
floor  plan,  Fig.  2,  to  take  up  longitudinal  pressure.  The  slices  are  taken 
to  within  one  floor  of  the  sill,  leaving  one  set  of  ore  to  be  mined  from  below. 
A  floor  is  then  laid  over  the  entire  stope  and  2-in.  gob  lagging  is  spiked 
vertically  to  the  inside  of  both  vertical  runs  of  square  sets,  leaving  the 
square  sets  open  when  the  stope  has  been  filled  to  be  used  as  one  set  of 
chutes  in  each  of  the  adjoining  sections.  If  the  ground  is  very  heavy  it 
has  been  found  impracticable  to  leave  these  sets  open,  and  in  that  case 
they  are  lagged  on  the  outside  and  filled  with  the  rest  of  the  stope.  The 
filling  is  introduced  through  the  two  raises  from  the  level  above  and  if  the 
stope  is  not  taking  weight  badly  a  considerable  proportion  of  the  string- 
ers and  segment  sets,  if  the  latter  have  been  used,  may  be  recovered  as 
filling  progresses.  Upward  of  50  per  cent,  of  the  stringers  may  be  thus 
removed  under  favorable  conditions.  If  it  has  been  considered  advisable 
to  leave  the  square  sets  open  the  timber  recovered  may  be  stored  in  these 
sets  and  used  when  the  adjoining  section  is  taken.  Where  the  timber 
cannot  be  used  in  a  stope  in  the  immediate  vicinity  it  is  usually  better 
economy  not  to  attempt  to  extract  it,  as  much  handling  soon  neutralizes 
any  saving  gained. 

The  maximum  vertical  height  of  a  section  which  may  be  safely 
mined  by  this  method  has  been  found  to  be  about  60  ft.  When  the  ore 
extends  from  level  to  level,  or  100  ft.  thick,  the  stope  is  worked  in  two  lifts 
of  50  ft.  each,  the  upper  lift  first.  In  this  case  raises  are  driven  through 
from  level  to  level  as  before  but  the  preliminary  rows  of  square  sets  are 
driven  50  ft.  above  the  sill  and  carried  from  there  to  the  upper  level.  An 
attempt  was  made  at  first  to  carry  these  runs  of  sets  the  entire  100  ft., 
but  it  was  found  that  by  the  time  the  upper  lift  was  mined  out  and  filled 
the  timbers  below  were  so  badly  crushed  as  to  be  useless.  The  upper 
lift  is  mined  as  has  been  described  with  the  exception  that  the  slices  are 
taken  for  the  entire  50  ft.  before  the  floor  is  laid  and  filling  commences. 
It  is  obvious,  too,  that  all  of  the  ore  must  perforce  be  drawn  from  only  two 
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chutes  instead  of  from  the  series  of  chutes  as  is  optional  in  the  method  as 
originally  devised. 

Where  waste  material  must  be  sorted  from  the  ore  and  left  behind, 
flooring  may  be  laid  on  the  stringers  and  a  certain  amount  of  waste  piled 
on  the  floors.  A  recent  adaptation  of  the  method,  which  eliminates  to  a 
certain  extent  this  makeshift  device,  depends  on  mining  the  pillars  in 
benches  as  shown  in  Section  BB,  Fig.  2.  The  slices  are  taken  out  more 
rapidly  in  the  end  of  the  stope  nearest  the  waste  raises  so  that  the  lowest 
slice  is  mined  out,  the  floor  laid  and  filling  brought  in  while  mining  is  still 
progressing  on  the  upper  benches  at  the  other  end  of  the  stope.  When 
this  stage  is  reached  any  waste  encountered  may  be  mixed  with  the  filling 
in  the  worked-out  end  of  the  section.  Mucking  broken  ore  is  further  re- 
duced by  this  improvement,  as  the  ore  runs  more  readily  into  the  chutes  if 
the  benches  are  properly  taken. 

In  preparing  to  work  a  section  adjoining  a  filled  stope,  a  new  lead 
row  of  sill  sets  is  driven,  as  shown  in  the  sill  floor  plan,  Fig.  2,  leaving  a 
15-ft.  pillar  as  before,  the  vertical  run  of  square  sets  carried  to  the  hanging 
wall,  and  this  run  of  sets  used  in  conjunction  with  the  one  of  the  other 
stope  which  is  still  open,  if  it  has  been  possible  to  so  leave  it,  as  chutes  in 
working  the  new  section.  Thus  but  one  run  of  square  sets  with  the  con- 
sequent narrow  work  is  necessary  for  each  section.  If  it  has  not  been 
possible  to  leave  the  square  sets  open  in  the  filled  section  it  becomes 
necessary  to  take  the  slices  at  such  an  angle  that  the  broken  ore  will  run 
by  gravity  into  the  new  run  of  sets.  The  bench  method  is  particularly 
useful  in  this  regard,  as  it  facilitates  the  gravity  handling  of  the  ore. 

The  saving  in  labor,  timber,  and  powder  by  this  method  over  the 
square-set  stope  is  an  obvious  and  substantial  one,  but  the  main  advan- 
tage of  the  system  is  the  rapidity  with  which  the  ore  may  be  mined  if 
necessary  and  the  increased  tonnage  yield  per  man  in  the  stope.  While  5 
or  6  tons  per  man  is  considered  creditable  in  a  square-set  stope,  it  is  not 
considered  extraordinary  in  mining  the  pillars  in  the  Mitchell  system  to 
reach  three  or  four  times  those  figures  and  in  auger  ground  a  yield  as  high 
as  50  tons  per  man  per  shift  has  been  attained.  The  actual  saving  in 
sloping  cost  as  shown  in  the  appended  table  amounts  to  from  20  to  30 
per  cent,  of  that  of  square-set  stoping. 

Mitchell  Top-Slice  Caving  System 

It  was  decided  about  two  years  ago  that  the  top-slice  caving  method  as 
used  on  the  Minnesota  iron  range,  in  Cananea,  and  elsewhere,  might  be 
applied  to  a  large  body  of  oxide  ore  in  which  heavy  and  swelling  ground 
made  the  cost  of  square-set  stoping  excessively  high.  The  fact  that 
there  was  no  working  level  above  this  ore  from  which  the  stopes  might  be 
filled  also  contributed  to  the  choice  of  the  top-slice  system.    Although 
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the  method  as  usually  practised  worked  with  some  degree  of  success  and 
reduced  the  cost  of  stoping  substantially,  Mr.  Mitchell,  who  was  in  charge 
of  the  work,  was  not  satisfied  with  the  results,  and  from  it  he  evolved  an 
inclined  top-slice  caving  methotl  which  reduces  the  large  amount  of 
handling  of  ore  in  the  stope,  incidental  to  ordinary  top-slicing,  to  a 
minimum. 

The  method  is  applicable  to  the  same  conditions  as  those  under  which 
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ordinary  top-slicing  is  successful,  that  is  to  say,  uniform  ground  which  is 
too  heavy  for  economical  square-set  stoping  and  which  will  cave  readily 
as  required,  but  may  be  at  all  times  kept  under  adequate  control.  It 
may  often  be  used  with  increased  economy  in  ground  adapted  to  square- 
set  stoping  if  the  other  conditions  obtain.  Before  deciding  upon  this 
method  there  should  be  reasonable  assurance  that  there  is  no  ore  left 
unextracted  above  the  body  to  be  caved,  as  the  subsequent  mining  of  this 
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ore  would  be  attended  by  many  difficulties  after  the  country  has  been  well 
broken  up.  In  case  development  work  is  being  done  on  a  level  above 
that  of  the  stopes,  this  method,  unlike  square-setting,  affords  no  means  of 
disposing  of  the  development  waste,  which  consequently  must  be 
trammed  to  the  shaft  and  hoisted.  In  common  with  ordinary  top-slicing, 
ventilation  is  poor  in  the  stopes  worked  by  this  system.  There  is  sure  to 
be  some  ore  sacrificed  in  the  process  even  under  the  most  satisfactory 
conditions,  which  is  an  important  consideration  in  the  Warren  District 
where  a  comparatively  high-grade  ore  is  mined. 

In  preparing  for  this  method,  the  orebody  is  laid  out  in  45-ft.  sections 
at  right  angles  to  its  general  strike.  These  sections  may  be  mined  the 
width  of  the  ore  to  a  maximum  of  about  80  ft.,  and  100  ft.  is  the  economic 
limit  of  the  height  to  which  each  section  should  be  carried.  Permanent 
six-post  raises  are  driven,  as  shown  in  Sections  AAf  BB  and  DDf  Fig.  3, 
preferably  in  waste  at  the  edge  of  the  ore,  to  the  elevation  of  the  top  of  the 
orebody.  One  compartment  of  each  is  used  as  a  chute,  g,  the  other  as  a 
timber  and  manway,  /•  From  the  chute  compartment,  parallel  lead 
rows  of  square  sets  are  carried  the  width  of  the  ore,  or  of  the  section  to  be 
taken,  on  the  three  floors  directly  beneath  the  waste  hanging  wall.  On 
each  of  the  floors  below  these  the  square  sets  are  carried  a  distance 
decreasing  as  the  sill  is  approached  leaving  a  foot  wall  of  unbroken 
ground  sloping  in  the  direction  of  the  main  drift  on  which  the  broken  ore 
will  run  directly  into  the  chutes.  This  leaves  a  pillar  40  ft.  wide  which  is 
mined  by  horizontal  slices  from  the  top  downward,  one-half  from  either 
side  simultaneously,  and  the  back  allowed  to  cave  as  stoping  progresses. 

Before  taking  the  first  slice,  the  ground  on  either  side  of  the  top  row  of 
square  sets  is  broken  by  holes  drilled  from  a  set-up  in  the  square  sets  in 
such  a  way  that  4  by  10-in.  angle  timbers,  bb,  7  ft.  6  in.  long,  may  be 
rested  on  solid  ground  at  an  angle  of  about  45°,  as  shown  in  Section  AA, 
Fig.  3;  2-in.  flooring  is  laid  on  these  angles,  making  a  slide,  ft,  upon  which 
the  subsequently  broken  ore  will  run  by  gravity  upon  grizzlies,  jj,  in  the 
square  sets  and  thence  into  the  chutes.  The  first  cut  is  taken  from  both 
sides  simultaneously  across  the  pillar  at  the  end  of  the  ore  or  section 
farthest  from  the  main  drift  and  is  timbered  with  standard  square  sets. 
The  slice  then  proceeds  from  this  cut  toward  the  main  drift,  working 
from  both  sides  of  the  section  at  once  and  supporting  the  waste  back  with 
square  sets;  4  by  10-in.  sills,  aa,  cut  to  lengths  and  with  bevels  as  shown 
in  Section  AA,  Fig.  3,  are  laid  at  the  base  of  the  posts,  furnishing  a  sup- 
port for  the  upper  end  of  the  angle  timbers.  Beneath  the  beveled  joints 
of  these  sills  pieces  of  2-in.  plank  are  spiked  to  render  them  rigid  and  to 
act  as  headboards  for  the  stulls,  dd,  placed  under  them  when  the  next 
slice  is  taken;  2-in.  flooring  is  laid  on  top  of  these  sills.  As  the  slice 
retreats  toward  the  main  drift  the  rows  of  square-set  posts  first  erected 
are  shot  out  and  the  back  cgwed,  leaving  at  all  times  at  least  two  open 
vol.  lv. — 9. 
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sets  between  the  working  face  and  the  caved  ground.  To  prevent  the 
vertical  run  of  square  sets  from  being  crushed  by  the  weight  of  the  caved 
ground,  small  bulkheads,  ee,  are  built  under  the  lower  caps  of  this  floor 
resting  upon  the  angle  timbers.  The  posts  are  then  cut  at  points,  kk, 
directly  under  the  angles,  thus  transferring  the  weight  from  the  square 
sets  below  to  the  solid  ground  in  the  pillar. 

When  the  upper  slice  has  proceeded  far  enough  from  the  extremity  of 
the  section  so  that  the  ground  first  caved  is  solid,  preparations  may  be 
begun  for  the  second  slice.  A  machine  is  set  up  in  the  open  run  of  square 
sets  and  ground  broken  so  that  4  by  10-in.  angle  timbers  11  ft.  long  may 
be  laid  as  before  at  a  slope  of  about  45°.  The  angle  timbers  and  sills 
above  are  caught  up  as  shown  with  round  stulls  resting  on  the  unbroken 
ore  in  the  pillar,  6  to  8  in.  in  diameter  as  the  ground  may  require.  The 
preliminary  cut  is  carried  as  before  about  5  ft.  wide  and  9  ft.  high  across 
one-half  the  width  of  the  section,  or  20  ft.,  erecting  stulls  under  the%  sills 
beneath  the  caved  ground  and  timber  matte  above;  4  by  10-in.  sills  are 
so  laid  that  they  do  not  come  vertically  below  the  upper  sills,  for  the  ver- 
tical stulls  supporting  the  upper  sills  should  rest  directly  on  solid  ground. 
These  sills  are  covered  with  2-in.  flooring  as  before.  The  erection  of 
drill  columns  and  the  pointing  of  holes  is  shown  in  Section  AA,  Fig.  3. 
The  breast  holes  shown  are  usually  unnecessary,  as  the  cut  holes  and 
lifters  are  in  almost  all  cases  sufficient  to  break  the  ground.  After  the 
preliminary  cut  has  been  taken  the  major  portion  of  the  ore  is  slabbed 
directly  into  the  chute  sets,  leaving  from  one-third  to  one-fifth  to  be 
mucked.  Stulls  should  be  just  strong  enough  so  that  the  third  stull  back 
from  the  working  face  is  commencing  to  crush  as  the  face  is  being  drilled, 
as  shown  in  Section  DD,  Fig.  3. 

As  slicing  proceeds  downward  the  lower  floors  of  the  vertical  runs  of 
sets  must  be  extended  to  maintain  the  slope  of  the  solid  ground  to  the 
extreme  end  of  the  section  and  permit  the  broken  ore  to  run  readily  into 
the  chutes.  Care  must  be  taken  not  to  take  out  the  vertical  runs  of  sets 
too  far  ahead  of  operations,  for  the  weight  on  them  is  considerable  even  if 
the  greatest  precautions  are  taken.  If  the  orebody  is  over  80  or  100  ft.  in 
width  and  consequently  too  wide  to  be  mined  in  one  section  at  right 
angles  to  its  strike,  it  is  not  advisable  to  attempt  to  leave  a  vertical  wall 
of  ore  against  the  caved  ground  and  timber  matte  at  the  end  of  the  section. 
In  this  case  each  new  slice  is  started  about  5  ft.  closer  to  the  working  raises 
than  the  slice  above,  as  shown  in  broken  lines  in  Section  DD,  Fig.  3. 
Thus  the  end  of  the  stope  is  left  in  steps  and  the  danger  of  losing  ore 
which  may  break  from  the  wall  and  mix  with  the  matte  is  eliminated. 
The  ore  so  left  may  be  recovered  readily  when  the  next  section  is  taken. 
As  mining  approaches  the  sill  floor,  chutes  may  be  put  in  the  sill  sets,  as 
shown  in  Section  AA,  Fig.  3,  at  such  intervals  as  will  facilitate  the  rapid 
and  efficient  drawing  of  the  broken  ore.    Bulkheads,  with  subsequent 
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cutting  of  posts  to  take  the  weight  from  the  vertical  run  of  sets,  need  not 
be  erected  oftener  than  conditions  require.  In  normal  operations  bulk- 
heads in  every  third  slice  afford  sufficient  protection  to  the  square  sets 
below.  Enough  partly  crushed  timber  comes  through  from  the  timber 
matte  above  to  build  these  bulkheads,  so  that  their  cost  is  insignificant. 
It  has  been  found  that  the  maximum  thickness  of  slice  which  can  be 
safely  carried  under  the  conditions  encountered  in  the  Calumet  and  Ari- 
zona mines  is  10  ft.  6  in.  and  slices  of  this  thickness  are  not  attempted 
until  the  fourth  slice  is  taken  and  the  caving  matte  is  under  perfect  con- 
trol. If  waste  is  encountered  in  the  ore  it  is  quite  feasible  to  sort  it  out 
and  leave  it  behind  to  become  incorporated  with  the  caved  ground  and 
timber  matte,  but  like  the  method  last  described  the  system  loses  many  of 
its  advantages  if  careful  sorting  must  be  done. 

As  shown  in  the  appended  table,  a  10  per  cent,  reduction  in  stoping 
cost  is  gained  by  this  method  over  ordinary  top-slicing.  The  labor  cost  is 
cut  about  15  per  cent,  and  the  item  of  powder  is  substantially  reduced. 
The  ore  may  be  mined  rapidly  and  safely  in  the  heaviest  kind  of  ground. 
An  output  of  about  10  tons  per  man  per  shift  or  a  total  of  about  125  tons 
per  day  can  be  maintained  from  each  section. 

GlLMAN   ClJT-AND-FlLL  SYSTEM 

When  the  large  bodies  of  primary  sulphides  of  great  vertical  as  well  as 
horizontal  extent,  from  which  about  one-half  of  the  total  tonnage  of  the 
Calumet  and  Arizona  mines  is  now  being  derived,  were  first  opened  up, 
they  were  mined  by  ordinary  shrinkage  stopes  of  great  size,  the  dimen- 
sions being  determined  solely  by  the  limits  of  the  orebody.  When  the 
stope  was  finished  the  shrinkage  ore  was  drawn  out  and  waste  filling 
introduced.  While  confined  to  virgin  ground  this  method  was  quite  safe 
and  satisfactory,  as  the  country  rock  was  strong  massive  limestone  and  the 
walls  sound.  As  more  of  the  country  was  opened,  however,  these  large 
open  holes  became  dangerous  and  the  method  evolved  itself  into  a  com- 
bination of  shrinkage  and  cut  and  fill  with  virtually  no  limit  to  the  width 
of  the  stope  or  the  amount  of  open  ground  above  the  gob.  But  increasing 
disturbance  of  the  country  rock  as  mining  proceeded  recently  made  it 
necessary  to  develop  some  safer  method  of  mining  these  great  sulphide 
lenses  without  too  great  a  sacrifice  of  the  very  low  costs  and  flexibility 
of  the  systems  previously  used.  Consequently  a  cut-and-fill  method  was 
devised  by  Oscar  Gilman,  foreman  of  one  division  of  the  Calumet  and 
Arizona  mines,  which  has  remedied  the  existing  evils  of  the  older  systems 
and  still  permits  of  a  minimum  of  timber,  low  costs,  great  flexibility  and 
large  daily  tonnage.  The  method  may  be  used  wherever  the  ore  and 
country  rock  are  strong  and  solid  and,  while  the  width  of  each  stope 
section  taken  is  limited  to  40  ft.,  the  length  and  height  of  stopes  are 
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sets  between  the  working  face  and  the  caved  ground.  To  prevent  the 
vertical  run  of  square  sets  from  being  crushed  by  the  weight  of  the  caved 
ground,  small  bulkheads,  ee,  are  built  under  the  lower  caps  of  this  floor 
resting  upon  the  angle  timbers.  The  posts  are  then  cut  at  points,  fcfc, 
directly  under  the  angles,  thus  transferring  the  weight  from  the  square 
sets  below  to  the  solid  ground  in  the  pillar. 

When  the  upper  slice  has  proceeded  far  enough  from  the  extremity  of 
the  section  so  that  the  ground  first  caved  is  solid,  preparations  may  be 
begun  for  the  second  slice.  A  machine  is  set  up  in  the  open  run  of  square 
sets  and  ground  broken  so  that  4  by  10-in.  angle  timbers  11  ft.  long  may 
be  laid  as  before  at  a  slope  of  about  45°.  The  angle  timbers  and  sills 
above  are  caught  up  as  shown  with  round  stulls  resting  on  the  unbroken 
ore  in  the  pillar,  6  to  8  in.  in  diameter  as  the  ground  may  require.  The 
preliminary  cut  is  carried  as  before  about  5  ft.  wide  and  9  ft.  high  across 
one-half  the  width  of  the  section,  or  20  ft.,  erecting  stulls  under  the%  sills 
beneath  the  caved  ground  and  timber  matte  above;  4  by  10-in.  sills  are 
so  laid  that  they  do  not  come  vertically  below  the  upper  sills,  for  the  ver- 
tical stulls  supporting  the  upper  sills  should  rest  directly  on  solid  ground. 
These  sills  are  covered  with  2-in.  flooring  as  before.  The  erection  of 
drill  columns  and  the  pointing  of  holes  is  shown  in  Section  AA,  Fig.  3. 
The  breast  holes  shown  are  usually  unnecessary,  as  the  cut  holes  and 
lifters  are  in  almost  all  cases  sufficient  to  break  the  ground.  After  the 
preliminary  cut  has  been  taken  the  major  portion  of  the  ore  is  slabbed 
directly  into  the  chute  sets,  leaving  from  one-third  to  one-fifth  to  be 
mucked.  Stulls  should  be  just  strong  enough  so  that  the  third  stull  back 
from  the  working  face  is  commencing  to  crush  as  the  face  is  being  drilled, 
as  shown  in  Section  DD,  Fig.  3. 

As  slicing  proceeds  downward  the  lower  floors  of  the  vertical  runs  of 
sets  must  be  extended  to  maintain  the  slope  of  the  solid  ground  to  the 
extreme  end  of  the  section  and  permit  the  broken  ore  to  run  readily  into 
the  chutes.  Care  must  be  taken  not  to  take  out  the  vertical  runs  of  sets 
too  far  ahead  of  operations,  for  the  weight  on  them  is  considerable  even  if 
the  greatest  precautions  are  taken.  If  the  orebody  is  over  80  or  100  ft.  in 
width  and  consequently  too  wide  to  be  mined  in  one  section  at  right 
angles  to  its  strike,  it  is  not  advisable  to  attempt  to  leave  a  vertical  wall 
of  ore  against  the  caved  ground  and  timber  matte  at  the  end  of  the  section. 
In  this  case  each  new  slice  is  started  about  5  ft.  closer  to  the  working  raises 
than  the  slice  above,  as  shown  in  broken  lines  in  Section  DD,  Fig.  3. 
Thus  the  end  of  the  stope  is  left  in  steps  and  the  danger  of  losing  ore 
which  may  break  from  the  wall  and  mix  with  the  matte  is  eliminated. 
The  ore  so  left  may  be  recovered  readily  when  the  next  section  is  taken. 
As  mining  approaches  the  sill  floor,  chutes  may  be  put  in  the  sill  sets,  as 
shown  in  Section  AA,  Fig.  3,  at  such  intervals  as  will  facilitate  the  rapid 
and  efficient  drawing  of  the  broken  ore.    Bulkheads,  with  subsequent 
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cutting  of  posts  to  take  the  weight  from  the  vertical  run  of  sets,  need  not 
be  erected  oftener  than  conditions  require.  In  normal  operations  bulk- 
heads in  every  third  slice  afford  sufficient  protection  to  the  square  sets 
below.  Enough  partly  crushed  timber  comes  through  from  the  timber 
matte  above  to  build  these  bulkheads,  so  that  their  cost  is  insignificant. 
It  has  been  found  that  the  maximum  thickness  of  slice  which  can  be 
safely  carried  under  the  conditions  encountered  in  the  Calumet  and  Ari- 
zona mines  is  10  ft.  6  in.  and  slices  of  this  thickness  are  not  attempted 
until  the  fourth  slice  is  taken  and  the  caving  matte  is  under  perfect  con- 
trol. If  waste  is  encountered  in  the  ore  it  is  quite  feasible  to  sort  it  out 
and  leave  it  behind  to  become  incorporated  with  the  caved  ground  and 
timber  matte,  but  like  the  method  last  described  the  system  loses  many  of 
its  advantages  if  careful  sorting  must  be  done. 

As  shown  in  the  appended  table,  a  10  per  cent,  reduction  in  stoping 
cost  is  gained  by  this  method  over  ordinary  top-slicing.  The  labor  cost  is 
cut  about  15  per  cent,  and  the  item  of  powder  is  substantially  reduced. 
The  ore  may  be  mined  rapidly  and  safely  in  the  heaviest  kind  of  ground. 
An  output  of  about  10  tons  per  man  per  shift  or  a  total  of  about  125  tons 
per  day  can  be  maintained  from  each  section. 

GlLMAN   CUT-AND-FlLL  SYSTEM 

When  the  large  bodies  of  primary  sulphides  of  great  vertical  as  well  as 
horizontal  extent,  from  which  about  one-half  of  the  total  tonnage  of  the 
Calumet  and  Arizona  mines  is  now  being  derived,  were  first  opened  up, 
they  were  mined  by  ordinary  shrinkage  stopes  of  great  size,  the  dimen- 
sions being  determined  solely  by  the  limits  of  the  orebody.  When  the 
stope  was  finished  the  shrinkage  ore  was  drawn  out  and  waste  filling 
introduced.  While  confined  to  virgin  ground  this  method  was  quite  safe 
and  satisfactory,  as  the  country  rock  was  strong  massive  limestone  and  the 
walls  sound.  As  more  of  the  country  was  opened,  however,  these  large 
open  holes  became  dangerous  and  the  method  evolved  itself  into  a  com- 
bination of  shrinkage  and  cut  and  fill  with  virtually  no  limit  to  the  width 
of  the  stope  or  the  amount  of  open  ground  above  the  gob.  But  increasing 
disturbance  of  the  country  rock  as  mining  proceeded  recently  made  it 
necessary  to  develop  some  safer  method  of  mining  these  great  sulphide 
lenses  without  too  great  a  sacrifice  of  the  very  low  costs  and  flexibility 
of  the  systems  previously  used.  Consequently  a  cut-and-fill  method  was 
devised  by  Oscar  Gilman,  foreman  of  one  division  of  the  Calumet  and 
Arizona  mines,  which  has  remedied  the  existing  evils  of  the  older  systems 
and  still  permits  of  a  minimum  of  timber,  low  costs,  great  flexibility  and 
large  daily  tonnage.  The  method  may  be  used  wherever  the  ore  and 
country  rock  are  strong  and  solid  and,  while  the  width  of  each  stope 
section  taken  is  limited  to  40  ft.,  the  length  and  height  of  stopes  arc 
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limited  only  by  the  extent  of  the  commercial  ore,  although  for  convenience 
sections  are  usually  included  between  levels  100  ft.  apart  vertically. 

Crosscuts  are  driven  at  40-ft.  intervals  through  the  orebody  from  a 
strike  drift,  preferably  in  country  rock  in  one  wall  of  the  orebody,  at  right 
angles  to  its  general  strike.  A  cutting-out  stope  is  started,  as  shown  in 
Section  BB,  Fig.  4,  by  enlarging  the  crosscut  with  stoping  drills.  When  it 
has  reached  a  height  of  about  8  or  9  ft.  above  the  rail,  hitches  are  cut  in 
the  walls  and  temporary  so-called  "Cousin  Jack"  stringers,  gg,  about  10 
ft.  long  are  thrown  across  the  crosscut  at  5-ft.  intervals  5  ft.  above  the 


SECTION    B-B  SECTION     C-C 

0.    Sill  Strinxer  e    Stull 

b     Rat  tor  Stringer 

C     Port  8    ■'Cou.ii 

d    Chute  k   Slide 

Fio.  4. — Oilman  Cut-and-Fill  System, 

rail;  4  by  10-in.  timbers  are  used  at  each  side  of  the  crosscut  to  support 
these  stringers  where  the  ground  requires  them.  Flooring  is  laid  upon 
the  stringers  in  a  direction  parallel  to  the  crosscut  so  that  ore  subse- 
quently broken  may  be  loaded  directly  into  cars  run  into  the  crosscut 
through  the  opening  made  by  removing  one  of  the  center  planks.  This 
device  is  used  only  during  the  early  stages  of  the  operation  to  eliminate 
mucking  from  the  floor  of  the  crosscut  before  the  stope  has  reached  pro- 
portions large  enough  to  permit  of  the  erection  of  permanent  sill  timbering 
and  chutes.    The  cutting-out  stope  is  then  enlarged  by  drilling  deep  holes 
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with  stoping  drills,  maintaining  an  arched  back  and  a  slope  of  about  20° 
on  the  two  sides  of  the  crosscut  to  a  width  of  40  ft.  Hitches  are  cut  in  the 
sides  of  the  stope  to  receive  18-ft.  by  12-in.  by  12-in.  stringers,  aa,  which 
are  laid  at  5-ft.  intervals  for  the  length  of  the  section  8  ft.  in  the  clear 
above  the  rail.  The  " Cousin  Jack"  stringers  are  then  removed  and  if  the 
ground  requires  it  the  18-ft.  stringers  are  supported  by  10  by  10-in. 
posts,  ccf  5  ft.  in  the  clear.  This  leaves  ample  room  for  the  42-cu.  ft. 
motor  cars  into  which  the  ore  is  loaded  in  these  crosscuts.  As  a  rule,  no 
braces  are  necessary  between  stringers,  but  where  required  4  by  10-in. 
timbers  are  used.  Then  10-in.  by  10-in.  rafter  stringers,  14-ft.  2  in.  long, 
bb,  beveled  as  shown  in  Section  BB,  Fig.  4,  are  laid  on  the  sloping  sides  of 
the  stope  with  one  end  resting  on  each  18-ft.  stringer;  4-in.  flooring  is  laid 
over  the  whole  and  chutes,  dd,  built  on  both  sides  of  the  drift  in  each 
alternate  set.  A  10  by  10-in.  brace  is  used  between  the  stringers  at  the 
side  of  the  crosscut  where  the  chute  is  to  be  built. 

While  this  preliminary  preparation  has  been  going  on,  at  about  the 
center  of  each  section  a  raise  has  been  started  which  is  ultimately  con- 
nected with  the  level  above  to  be  used  for  timber  and  waste  filling. 
If  waste  is  encountered  in  driving  this  raise  it  is  discontinued  until  filling 
is  needed  in  the  stope.  To  provide  for  absolute  safety  no  more  than 
10  ft.  of  open  ground  is  left  at  any  one  time  between  the  floor  and  the 
back  of  the  stope. '  The  initial  enlargement  of  the  stope  takes  place, 
as  shown  in  Sections  BB  and  CC,  Fig.  4,  beneath  the  waste  raise,  and 
when  the  10-ft.  limit  has  been  reached,  waste  is  admitted  and  forms  a  cone 
extending  out  toward  the  edges  of  the  stope.  Temporary  flooring  is 
laid  upon  this  gob  at  its  normal  angle  of  repose  leaving  only  2  or  3  ft. 
between  the  floor  and  the  back  of  the  stope.  The  back  may  be  sup- 
ported in  any  weak  spots  while  the  next  slice  is  being  taken  by  temporary 
stulls  or  bulkheads  resting  upon  the  waste.  As  the  chutes  under  this  gob 
pile  are  covered  over  they  are  abandoned  and  the  ore  as  broken  runs 
upon  the  sloping  floor  and  is  drawn  from  the  chutes  still  open  at  either 
end  of  the  waste. 

As  mining  exposes  the  sides  of  the  stope,  8  by  10-in.  stulls,  ee,  from 
8  to  16  ft.  in  length  are  placed  vertically  at  5-ft.  intervals,  resting  on  the 
rafter  stringers.  Where  one  stull  is  placed  upon  another  as  the  stope 
progresses  upward  they  are  securely  lashed  together,  on  four  sides  if 
possible,  and  each  tied  into  the  gob  with  timber  "dummies."  It  is 
advisable  to  use  as  long  stulls  as  practicable  for  every  joint  is  a  point  of 
weakness  when  the  next  section  is  taken;  2-in.  gob  lagging  is  spiked 
horizontally  to  these  vertical  stulls  before  filling  is  admitted.  In  the 
actual  process  of  mining  it  is  often  found* that  a  few  long  holes  judiciously 
placed  toward  the  sides  of  the  stope  will  when  blasted  break  the  arch 
and  break  a  much  greater  tonnage  than  would  normally  be  expected. 
When  the  limits  of  the  orebody  approach  the  vertical  it  becomes  neces- 
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sary  to  carry  up  a  chute  or  two,  //,  next  the  waste  wall  with  4  by  10-in. 
cribbing  through  the  waste  filling,  to  be  used  as  ore  chutes.  The  length 
of  the  stope  often  becomes  so  great  as  mining  progresses  upward  that  one 
raise  will  not  serve  for  filling  the  whole  stope.  In  this  case  another 
raise  may  be  driven  through  to  the  level  above,  or  the  outlying  portions 
of  the  stope  filled  by  driving  small  inclined  raises  off  into  the  waste  walls. 
It  is  apparent,  however,  that  under  normal  conditions  waste  raises  may 
be  a  long  distance  apart. 

Comparative  Stoping  Costs1 


Method  and  Conditions 


Labor 


Explo- 
sives 


Timber 


Candles 

or 
Carbide 


Air 


Other 
Sup- 
plies 


Total 


Square-set,  oxide  ore,*  heavy  ground  $0 .  73 
Square-set,     oxide     ore,     average 

ground 0.60 

Square-set,     oxide     ore,     robbing 

timbers 0.61 

Top-slice  caving,  old  method,  oxide 

ore,  heavy  ground 0.63 

Mitchell  top-slice  caving,  oxide  ore, 

heavy  ground 0 .  54 

Mitchell  slicing,  oxide  ore,  average 

ground 0.51 

Square-set,  sulphide  ore,1  average 

ground 0. 49 

Mitchell  slicing,  sulphide  ore,  aver-  i 

age  ground ;  0 .  43 

Cut-and-fill,   Gilman  method,  sul-  ' 

phide  ore,  good  ground j  0 .  34 

Cut-and-fill,  old  method,  sulphide  <  ! 

ore,  good  ground 0 .  32  I  0 .  04 


$0.06 


0.05 


0.05 


0.07 


0.04 


0.05 


0.04 


0.03 


$0.34 


0.25 


0.16 


0.20 


0.21 


0.20 


0.19 


0.15 


$0.01 


0.01 


0.01 


0.01 


0.01 


0:01 


0.01 


$0.12 


0.10 


0.10 


$0.04 


0.04 


0.04 


0.10    0.03 


0.10    0.03 


0.06 


0.02 


0.04    0.03 


$1.30 


1.05 


0.97 


1.04 


0.93 


0.85 


0.80 


0.01  i  0.03    0.01    0.66 


0.04    0.07      0.01 


0.04 


0.04!     0.01     0.04 


0.01!  0.51 


0.01  I  0.46 


1  Figured  on  the  basis  of  the  wet  tons  mined.     These  costs  obtain  under  normal 
conditions  with  a  base  wage  of  $4  per  day  for  miners  and  $3.75  for  muckers. 
1  Oxide  ore  in  place  will  average  from  12  to  16  cu.  ft.  to  the  ton. 
*  Sulphide  ore  will  average  from  9  to  10  cu.  ft.  to  the  ton. 

If  there  is  a  great  demand  for  ore,  stoping  may  be  commenced  in  the 
adjoining  section  while  still  mining  in  the  original  section.  If  this  is  con- 
templated it  is  better  practice  to  drive  the  original  waste  raise  nearer  one 
end  of  the  section  so  that  there  may  be  a  considerable  thickness  of  gob  at 
that  end  while  stoping  is  still  in  progress  in  the  lower  portion  of  the  other 
end.  Stoping  in  the  new  section  is  carried  on  in  identically  the  same 
manner  as  before.  The  new  waste  raise  is  driven  near  the  same  end  of 
the  section  as  in  the  adjoining  partially  filled  stope  so  that  mining  in  the 
new  section  proceeds  most  rapidly  adjacent  to  that  part  of  the  original 
stope  in  which  the  gob  is  thickest  and  most  firmly  consolidated.  In 
ning  alongside  of  this  old  filling  care  must  be  taken  not  to  expose  too 
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.  much  of  it  at  one  time,  and  the  stull  joints  must  be  watched.  But  if 
proper  precautions  are  taken  no  difficulties  are  experienced  in  mining 
two  or  more  parallel  stopes  simultaneously.  It  is  inadvisable  to  leave  a 
section  with  the  idea  of  mining  it  after  the  stopes  on  either  side  have  been 
finished  and  filled.  Carrying  a  stope  by  this  method  between  two  gobbed 
sections  is  at  best  an  uncertain  operation  and  the  risk  may  be  entirely 
eliminated  by  taking  the  sections  in  succession  as  described.  The  ridge  of 
ore  35  ft.  wide  and  14  ft.  high  between  each  stope  on  the  sill  floor  is  left 
to  be  mined  from  below.  While  as  yet  no  stopes  have  been  carried  up 
to  this  point,  no  difficulty  is  anticipated  as  the  two  rafter  stringers  braced 
against  each  other  will  be  virtually  self-supporting  and  in  any  event  it  will 
prove  a  simple  matter  to  catch  them  with  stulls  from  below. 

Phenomenally  low  costs  for  the  Warren  District  have  been  obtained 
with  this  system  of  stoping.  It  will  average  about  $0.50  per  ton  and  a 
much  lower  figure  has  been  reached  under  especially  favorable  conditions. 
Although  slightly  higher  than  the  cost  of  the  old  shrinkage  method  the 
added  consideration  of  safety  more  than  counterbalances  the  small 
increase  over  the  more  hazardous  system.  The  stope  ventilation  is  good 
and  the  efficiency  of  the  men  high.  An  average  yield  of  about  12  tons  per 
man  per  shift  can  be  maintained  under  normal  working  conditions.  The 
daily  tonnage  output  of  each  section  will  average  100  tons  and  may  be 
crowded  to  150  or  even  200  tons  per  day. 

Summary 

In  comparing  the  various  methods  described,  the  considerations 
enumerated  in  the  early  part  of  the  paper  must  be  applied  to  each  system. 
The  cut-and-fill  system  is  easily  the  cheapest  and  most  satisfactory  in 
every  way  where  conditions  will  permit  of  its  use.  The  item  of  timber, 
usually  a  large  one,  is  much  reduced  and  the  risk  of  fire  is  virtually 
eliminated.  While  any  large  horse  of  waste  encountered  in  the  ore  may 
be  kept  separate  and  left  in  the  gob,  any  attempt  at  close  sorting  is 
inadvisable.  As  in  the  case  of  the  Mitchell  slicing  system,  if  the  ore  is 
fairly  clean  the  greatest  ultimate  economy  will  be  gained  by  mining  it  all 
as  it  comes  without  attempting  to  sort.  The  consequent  low  stoping 
cost  obtained  by  mining  large  tonnages  rapidly  will  more  than  counter- 
balance the  increased  cost  of  handling  and  treating  a  slightly  lower-grade 
material.  In  neither  system  can  the  grade  of  ore  be  controlled  as  closely 
as  in  the  square-set  or  top-slice  caving  methods.  Where  the  ore  is  very 
irregular  or  badly  mixed  with  waste,  the  square-set  method  is  still  found 
to  be  the  most  satisfactory.  If  the  stope  is  in  good  condition  a  consider- 
able proportion  of  the  timbers  may  be  safely  extracted  as  it  is  filled. 

For  a  heavy  uniform  orebody  the  Mitchell  inclined  top-slice  caving 
system  is  a  good  one.    While  it  still  retains  some  of  the  disadvantages  of 
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the  old-fashioned  top  slice,  it  is  in  many  ways  a  great  improvement  over 
the  older  method.  Its  principal  advantages  are  the  substantial  saving  in 
labor  and  powder,  and  the  greater  rapidity  with  which  the  ore  may  be 
mined.  Its  unfavorable  features  are  those  of  all  top-slice  caving  methods, 
the  almost  inevitable  sacrifice  of  some  ore,  narrow  work,  poor  ventilation 
in  the  stopes  and  the  fact  that  the  ground  above  is  so  badly  broken  as  to 
render  the  expense  of  future  work  on  upper  levels  so  great  as  to  be  in 
many  cases  prohibitive.  The  Mitchell  slicing  system  finds  its  chief 
application  to  fairly  regular  bodies  in  not  too  heavy  ground.  Under 
favorable  conditions  lower  costs  are  obtained  with  this  method  than  by 
any  of  the  others  in  use,  with  the  exception  of  the  cut-and-fill  method. 
Its  saving  in  labor  and  timber  is  a  very  appreciable  one  over  square-set 
stoping  and  the  cycle  of  preparing,  mining,  filling  and  abandoning 
a  section  is  normally  a  very  short  one.  This  feature,  in  addition  to  per- 
mitting a  large  daily  output,  reduces  considerably  the  repair  cost  inci- 
dental to  keeping  a  section  of  the  country  open  over  a  long  period.  In 
short,  the  introduction  of  these  methods  has  effected  a  tremendous  saving 
to  the  Calumet  &  Arizona  Mining  Co.  during  the  past  few  years,  without 
the  slightest  sacrifice  of  the  safety  of  the  men  or  of  the  mines  in  which 
they  have  been  used. 

In  closing  the  author  wishes  to  acknowledge  his  indebtedness  to  M.  W. 
Mitchell  and  Oscar  Gilman,  mine  division  foremen  of  this  company,  for 
invaluable  assistance  in  the  accumulation  of  data  for  this  paper. 

Discussion  of  this  paper  on  p.  958. 
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Stoping  Methods  of  Miami  Copper  Co. 

BT  DAVID  B.  SCOTT,*  A.  B.,  E.  M.,   MIAMI,   ARIZ. 
(Arisona  Meeting,  September,  1916) 

When  mining  operations  were  first  instituted  in  the  mines  of  the 
Miami  Copper  Co.,  at  Miami,  Ariz.,  the  relatively  hard  character  of  the 
ground  in  the  western  section  of  the  property  made  it  seem  advisable  to 
use  a  wide  shrinkage  stope  and  pillar  system.  The  system  as  finally 
evolved  was  applied  to  the  mining  of  2,300,000  tons  of  ore  by  the  use  of 
stopes  and  pillars  each  50  ft.  in  width.  Development,  mining  and 
extraction  of  this  reserve  has  been  continuously  in  progress  since  1910, 
and  the  final  stages  of  extraction  are  now  reached.  A  complete  survey  of 
all  phases  of  this  system  can  therefore  be  made.  Modification  in  working 
methods  was  obviously  necessary,  and  the  system  to  be  described  is 
believed  to  be  typical  of  the  best  features. 

Development 

The  preliminary  work  had  three  main  objectives:  The  opening  of  a 
haulage  level,  the  construction  of  a  drawing-off  level,  and  the  driving  of 
sublevels  for  use  in  stoping.  In  addition  to  these,  some  extra  sublevel 
drifting  was  necessary  to  determine  exactly  the  boundaries  of  the  orebody, 
the  general  outline  having  been  determined  by  churn  drilling.  This 
development  was  based  on  the  requirements  of  stopes  50  ft.  wide,  with 
pillars  50  ft.  wide  between  each  stope.  The  length  of  these  units  varied 
from  200  to  500  ft. 

Haulage  Level 

The  tramming  level  was  50  ft.  below  the  floor  of  the  stopes,  and  the 
tramming  lines  were  run  parallel  with  the  long  axis  of  the  stopes.  These 
lines  were  also  beneath  the  middle  of  the  stopes  and  pillars.  Each  line 
therefore  served  one  stope  or  one  pillar,  this  arrangement  making  it 
possible  to  load  along  an  entire  stope  without  switching  or  uncoupling. 
This  advantage  is  apparent  principally  during  the  process  of  stoping  when 
rapid  drawing  of  excess  broken  ore  is  desirable.  Furthermore,  the 
arrangement  of  the  drawing-off  level  chutes  at  25-ft.  intervals,  as  shown 
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sets  between  the  working  face  and  the  caved  ground.  To  prevent  the 
vertical  run  of  square  sets  from  being  crushed  by  the  weight  of  the  caved 
ground,  small  bulkheads,  ee,  are  built  under  the  lower  caps  of  this  floor 
resting  upon  the  angle  timbers.  The  posts  are  then  cut  at  points,  fcfc, 
directly  under  the  angles,  thus  transferring  the  weight  from  the  square 
sets  below  to  the  solid  ground  in  the  pillar. 

When  the  upper  slice  has  proceeded  far  enough  from  the  extremity  of 
the  section  so  that  the  ground  first  caved  is  solid,  preparations  may  be 
begun  for  the  second  slice.  A  machine  is  set  up  in  the  open  run  of  square 
sets  and  ground  broken  so  that  4  by  10-in.  angle  timbers  11  ft.  long  may 
be  laid  as  before  at  a  slope  of  about  45°.  The  angle  timbers  and  sills 
above  are  caught  up  as  shown  with  round  stulls  resting  on  the  unbroken 
ore  in  the  pillar,  6  to  8  in.  in  diameter  as  the  ground  may  require.  The 
preliminary  cut  is  carried  as  before  about  5  ft.  wide  and  9  ft.  high  across 
one-half  the  width  of  the  section,  or  20  ft.,  erecting  stulls  under  the%  sills 
beneath  the  caved  ground  and  timber  matte  above;  4  by  10-in.  sills  are 
so  laid  that  they  do  not  come  vertically  below  the  upper  sills,  for  the  ver- 
tical stulls  supporting  the  upper  sills  should  rest  directly  on  solid  ground. 
These  sills  are  covered  with  2-in.  flooring  as  before.  The  erection  of 
drill  columns  and  the  pointing  of  holes  is  shown  in  Section  AA,  Fig.  3. 
The  breast  holes  shown  are  usually  unnecessary,  as  the  cut  holes  and 
lifters  are  in  almost  all  cases  sufficient  to  break  the  ground.  After  the 
preliminary  cut  has  been  taken  the  major  portion  of  the  ore  is  slabbed 
directly  into  the  chute  sets,  leaving  from  one-third  to  one-fifth  to  be 
mucked.  Stulls  should  be  just  strong  enough  so  that  the  third  stull  back 
from  the  working  face  is  commencing  to  crush  as  the  face  is  being  drilled, 
as  shown  in  Section  DD,  Fig.  3. 

As  slicing  proceeds  downward  the  lower  floors  of  the  vertical  runs  of 
sets  must  be  extended  to  maintain  the  slope  of  the  solid  ground  to  the 
extreme  end  of  the  section  and  permit  the  broken  ore  to  run  readily  into 
the  chutes.  Care  must  be  taken  not  to  take  out  the  vertical  runs  of  sets 
too  far  ahead  of  operations,  for  the  weight  on  them  is  considerable  even  if 
the  greatest  precautions  are  taken.  If  the  orebody  is  over  80  or  100  ft.  in 
width  and  consequently  too  wide  to  be  mined  in  one  section  at  right 
angles  to  its  strike,  it  is  not  advisable  to  attempt  to  leave  a  vertical  wall 
of  ore  against  the  caved  ground  and  timber  matte  at  the  end  of  the  section. 
In  this  case  each  new  slice  is  started  about  5  ft.  closer  to  the  working  raises 
than  the  slice  above,  as  shown  in  broken  lines  in  Section  DD,  Fig.  3. 
Thus  the  end  of  the  stope  is  left  in  steps  and  the  danger  of  losing  ore 
which  may  break  from  the  wall  and  mix  with  the  matte  is  eliminated. 
The  ore  so  left  may  be  recovered  readily  when  the  next  section  is  taken. 
As  mining  approaches  the  sill  floor,  chutes  may  be  put  in  the  sill  sets,  as 
shown  in  Section  AA,  Fig.  3,  at  such  intervals  as  will  facilitate  the  rapid 
and  efficient  drawing  of  the  broken  ore.    Bulkheads,  with  subsequent 
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cutting  of  posts  to  take  the  weight  from  the  vertical  run  of  sets,  need  not 
be  erected  oftener  than  conditions  require.  In  normal  operations  bulk- 
heads in  every  third  slice  afford  sufficient  protection  to  the  square  sets 
below.  Enough  partly  crushed  timber  comes  through  from  the  timber 
matte  above  to  build  these  bulkheads,  so  that  their  cost  is  insignificant. 
It  has  been  found  that  the  maximum  thickness  of  slice  which  can  be 
safely  carried  under  the  conditions  encountered  in  the  Calumet  and  Ari- 
zona mines  is  10  ft.  6  in.  and  slices  of  this  thickness  are  not  attempted 
until  the  fourth  slice  is  taken  and  the  caving  matte  is  under  perfect  con- 
trol. If  waste  is  encountered  in  the  ore  it  is  quite  feasible  to  sort  it  out 
and  leave  it  behind  to  become  incorporated  with  the  caved  ground  and 
timber  matte,  but  like  the  method  last  described  the  system  loses  many  of 
its  advantages  if  careful  sorting  must  be  done. 

As  shown  in  the  appended  table,  a  10  per  cent,  reduction  in  stoping 
cost  is  gained  by  this  method  over  ordinary  top-slicing.  The  labor  cost  is 
cut  about  15  per  cent,  and  the  item  of  powder  is  substantially  reduced. 
The  ore  may  be  mined  rapidly  and  safely  in  the  heaviest  kind  of  ground. 
An  output  of  about  10  tons  per  man  per  shift  or  a  total  of  about  125  tons 
per  day  can  be  maintained  from  each  section. 

GlLMAN   ClJT-AND-FlLL  SYSTEM 

When  the  large  bodies  of  primary  sulphides  of  great  vertical  as  well  as 
horizontal  extent,  from  which  about  one-half  of  the  total  tonnage  of  the 
Calumet  and  Arizona  mines  is  now  being  derived,  were  first  opened  up, 
they  were  mined  by  ordinary  shrinkage  stopes  of  great  size,  the  dimen- 
sions being  determined  solely  by  the  limits  of  the  orebody.  When  the 
stope  was  finished  the  shrinkage  ore  was  drawn  out  and  waste  filling 
introduced.  While  confined  to  virgin  ground  this  method  was  quite  safe 
and  satisfactory,  as  the  country  rock  was  strong  massive  limestone  and  the 
walls  sound.  As  more  of  the  country  was  opened,  however,  these  large 
open  holes  became  dangerous  and  the  method  evolved  itself  into  a  com- 
bination of  shrinkage  and  cut  and  fill  with  virtually  no  limit  to  the  width 
of  the  stope  or  the  amount  of  open  ground  above  the  gob.  But  increasing 
disturbance  of  the  country  rock  as  mining  proceeded  recently  made  it 
necessary  to  develop  some  safer  method  of  mining  these  great  sulphide 
lenses  without  too  great  a  sacrifice  of  the  very  low  costs  and  flexibility 
of  the  systems  previously  used.  Consequently  a  cut-and-fill  method  was 
devised  by  Oscar  Gilman,  foreman  of  one  division  of  the  Calumet  and 
Arizona  mines,  which  has  remedied  the  existing  evils  of  the  older  systems 
and  still  permits  of  a  minimum  of  timber,  low  costs,  great  flexibility  and 
large  daily  tonnage.  The  method  may  be  used  wherever  the  ore  and 
country  rock  are  strong  and  solid  and,  while  the  width  of  each  stope 
section  taken  is  limited  to  40  ft.,  the  length  and  height  of  stopes  are 
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limited  only  by  the  extent  of  the  commercial  ore,  although  for  convenience 
flections  are  usually  included  between  levels  100  ft.  apart  vertically. 

Crosscuts  are  driven  at  40-ft.  intervals  through  the  orebody  from  a 
strike  drift,  preferably  in  country  rock  in  one  wall  of  the  orebody,  at  right 
angles  to  its  general  strike.  A  cutting-out  stope  is  started,  as  shown  ht 
Section  BB,  Fig,  4,  by  enlarging  the  crosscut  with  sloping  drills.  When  it 
has  reached  a  height  of  about  8  or  0  ft.  above  the  rail,  bitches  are  cut  in 
the  walls  and  temporary  so-called  "Cousin  Jack"  stringers,  gg,  about  10 
ft.  long  are  thrown  across  the  crosscut  at  5-ft.  intervals  5  ft.  above  the 
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|rnt,  4.— Oilman  Cut-and-Fili.  Stbtem. 

ntllj  I  I'V  loin,  iliiihnm  nra  used  at  each  side  of  the  crosscut  to  support 
llii'iK  »lriniii'W  wIhm-p  tlm  itround  requires  them.  Flooring  is  laid  upon 
llit>  •thtniti'iN  In  n  iliri'dllun  parallel  to  the  crosscut  so  that  ore  subse- 
iiiti-nMv  liiiifcwi  limy  bo  lundwl  directly  into  cars  run  into  the  crosscut 
||ih>iii<Ii  Mm  itpwiltipt  Hitilti  by  removing  one  of  the  center  planks.  This 
iIim  tec  l"  iiui'il  niilv  ilurliiR  the  early  stages  of  the  operation  to  eliminate 
mmliliiR  hum  tin'  tlimr  of  the  crosscut  before  the  stope  has  reached  pro- 
ton I  Imtx  liiifti>  I'linllgli  (•>  permit  of  the  erection  of  permanent  sUl  timbering 
unit  iltitli'o     Tltn  t*MtHiin-out  stope  is  then  enlarged  by  drilling  deep  holes 
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with  stoping  drills,  maintaining  an  arched  back  and  a  slope  of  about  20° 
on  the  two  sides  of  the  crosscut  to  a  width  of  40  ft.  Hitches  are  cut  in  the 
side**  of  the  stope  to  receive  18-ft.  by  12-in.  by  12-in.  stringers,  aa}  which 
are  laid  at  5-ft.  intervals  for  the  length  of  the  section  8  ft.  in  the  clear 
above  the  rail.  The  "  Cousin  Jack  "  stringers  are  then  removed  and  if  the 
ground  requires  it  the  18-ft.  stringers  are  supported  by  10  by  10-in. 
posts,  cc,  5  ft.  in  the  clear.  This  leaves  ample  room  for  the  42-cu.  ft. 
motor  cars  into  which  the  ore  is  loaded  in  these  crosscuts.  As  a  rule,  no 
braces  are  necessary  between  stringers,  but  where  required  4  by  10-in. 
timbers  are  used.  Then  10-in.  by  10-in.  rafter  stringers,  14-ft.  2  in.  long, 
bb,  beveled  as  shown  in  Section  BB,  Fig.  4,  are  laid  on  the  sloping  sides  of 
the  stope  with  one  end  resting  on  each  18-ft.  stringer;  4-in.  flooring  is  laid 
over  the  whole  and  chutes,  dd,  built  on  both  sides  of  the  drift  in  each 
alternate  set.  A  10  by  10-in.  brace  is  used  between  the  stringers  at  the 
side  of  the  crosscut  where  the  chute  is  to  be  built. 

While  this  preliminary  preparation  has  been  going  on,  at  about  the 
center  of  each  section  a  raise  has  been  started  which  is  ultimately  con- 
nected with  the  level  above  to  be  used  for  timber  and  waste  filling. 
If  waste  is  encountered  in  driving  this  raise  it  is  discontinued  until  filling 
is  needed  in  the  stope.  To  provide  for  absolute  safety  no  more  than 
10  ft.  of  open  ground  is  left  at  any  one  time  between  the  floor  and  the 
back  of  the  stope. '  The  initial  enlargement  of  the  stope  takes  place, 
as  shown  in  Sections  BB  and  CC,  Fig.  4,  beneath  the  waste  raise,  and 
when  the  10-ft.  limit  has  been  reached,  waste  is  admitted  and  forms  a  cone 
extending  out  toward  the  edges  of  the  stope.  Temporary  flooring  is 
laid  upon  this  gob  at  its  normal  angle  of  repose  leaving  only  2  or  3  ft. 
between  the  floor  and  the  back  of  the  stope.  The  back  may  be  sup- 
ported in  any  weak  spots  while  the  next  slice  is  being  taken  by  temporary 
stulls  or  bulkheads  resting  upon  the  waste.  As  the  chutes  under  this  gob 
pile  are  covered  over  they  are  abandoned  and  the  ore  as  broken  runs 
upon  the  sloping  floor  and  is  drawn  from  the  chutes  still  open  at  either 
end  of  the  waste. 

As  mining  exposes  the  sides  of  the  stope,  8  by  10-in.  stulls,  ee,  from 
8  to  16  ft.  in  length  are  placed  vertically  at  5-ft.  intervals,  resting  on  the 
rafter  stringers.  Where  one  stull  is  placed  upon  another  as  the  stope 
progresses  upward  they  are  securely  lashed  together,  on  four  sides  if 
possible,  and  each  tied  into  the  gob  with  timber  "dummies."  It  is 
advisable  to  use  as  long  stulls  as  practicable  for  every  joint  is  a  point  of 
weakness  when  the  next  section  is  taken;  2-in.  gob  lagging  is  spiked 
horizontally  to  these  vertical  stulls  before  filling  is  admitted.  In  the 
actual  process  of  mining  it  is  often  found* that  a  few  long  holes  judiciously 
placed  toward  the  sides  of  the  stope  will  when  blasted  break  the  arch 
and  break  a  much  greater  tonnage  than  would  normally  be  expected. 
When  the  limits  of  the  orebody  approach  the  vertical  it  becomes  neces- 
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sary  to  carry  up  a  chute  or  two,  ff,  next  the  waste  wall  with  4  by  10-in. 
cribbing  through  the  waste  filling,  to  be  used  as  ore  chutes.  The  length 
of  the  stope  often  becomes  so  great  as  mining  progresses  upward  that  one 
raise  will  not  serve  for  filling  the  whole  stope.  In  this  case  another 
raise  may  be  driven  through  to  the  level  above,  or  the  outlying  portions 
of  the  stope  filled  by  driving  small  inclined  raises  off  into  the  waste  walls. 
It  is  apparent,  however,  that  under  normal  conditions  waste  raises  may 
be  a  long  distance  apart. 

Comparative  Sloping  Costs1 


Method  and  Conditions 


Labor 


Explo- 
sives 


Timber 


Candles 

or 
Carbide 


Air 


Other 
Sup- 
plies 


Total 


Square-set,  oxide  ore,8  heavy  ground 

Square-set,     oxide     ore,     average 
ground 

Square-set,     oxide     ore,     robbing 
timbers 

Top-slice  caving,  old  method,  oxide 
ore,  heavy  ground 

Mitchell  top-slice  caving,  oxide  ore, 
heavy  ground 

Mitchell  slicing,  oxide  ore,  average 
ground 

Square-set,  sulphide  ore,*  average 
ground 

Mitchell  slicing,  sulphide  ore,  aver- 
age ground 

Cut-and-fill,   Gilman  method,  sul- 
phide ore,  good  ground 0.34  i  0.04    0.07  I     0.01 

Cut-and-fill,  old  method,  sulphide  j  I 

ore,  good  ground t  0. 32    0.04 


$0.73 

$0.06 

$0.34 

$0.01 

0.60 

0.05 

0.25 

0.01 

0.61 

0.05 

0.16 

0.01 

0.63 

0.07 

0.20 

0.01 

0.54 

0.04 

0.21 

0.01 

0.51 

0.05 

0.20 

0:01 

0.49 

0.04 

0.19 

0.01 

0.43 

0.03 

0.15 

0.01 

$0.12 


0.10 


0.10 


0.10 


$0.04 


0.04 


0.04 


0.03 


0.10    0.03 


0.06 


0.02 


0.04    0.03 


0.03    0.01 


$1.30 


1.05 


0.97 


1.04 


0.93 


0.85 


0.80 


0.66 


0.04 


0.01 


0.04 


0.04 


0.01     0.51 


0.01 


0.46 


1  Figured  on  the  basis  of  the  wet  tons  mined.     These  costs  obtain  under  normal 
conditions  with  a  base  wage  of  $4  per  day  for  miners  and  $3.75  for  muckers. 
1  Oxide  ore  in  place  will  average  from  12  to  16  cu.  ft.  to  the  ton. 
*  Sulphide  ore  will  average  from  9  to  10  cu.  ft.  to  the  ton. 

If  there  is  a  great  demand  for  ore,  stoping  may  be  commenced  in  the 
adjoining  section  while  still  mining  in  the  original  section.     If  this  is  con- 
templated it  is  better  practice  to  drive  the  original  waste  raise  nearer  one 
end  of  the  section  so  that  there  may  be  a  considerable  thickness  of  gob  at 
that  end  while  stoping  is  still  in  progress  in  the  lower  portion  of  the  other 
end.     Stoping  in  the  new  section  is  carried  on  in  identically  the  same 
»ner  as  before.    The  new  waste  raise  is  driven  near  the  same  end  of 
ction  as  in  the  adjoining  partially  filled  stope  so  that  mining  in  the 
ection  proceeds  most  rapidly  adjacent  to  that  part  of  the  original 
i  in  which  the  gob  is  thickest  and  most  firmly  consolidated.    In 
rig  alongside  of  this  old  filling  care  must  be  taken  not  to  expose  too 
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.  much  of  it  at  one  time,  and  the  stull  joints  must  be  watched.  But  if 
proper  precautions  are  taken  no  difficulties  are  experienced  in  mining 
two  or  more  parallel  stopes  simultaneously.  It  is  inadvisable  to  leave  a 
section  with  the  idea  of  mining  it  after  the  stopes  on  either  side  have  been 
finished  and  filled.  Carrying  a  stope  by  this  method  between  two  gobbed 
sections  is  at  best  an  uncertain  operation  and  the  risk  may  be  entirely 
eliminated  by  taking  the  sections  in  succession  as  described.  The  ridge  of 
ore  35  ft.  wide  and  14  ft.  high  between  each  stope  on  the  sill  floor  is  left 
to  be  mined  from  below.  While  as  yet  no  stopes  have  been  carried  up 
to  this  point,  no  difficulty  is  anticipated  as  the  two  rafter  stringers  braced 
against  each  other  will  be  virtually  self-supporting  and  in  any  event  it  will 
prove  a  simple  matter  to  catch  them  with  stulls  from  below. 

Phenomenally  low  costs  for  the  Warren  District  have  been  obtained 
with  this  system  of  stoping.  It  will  average  about  $0.50  per  ton  and  a 
much  lower  figure  has  been  reached  under  especially  favorable  conditions. 
Although  slightly  higher  than  the  cost  of  the  old  shrinkage  method  the 
added  consideration  of  safety  more  than  counterbalances  the  small 
increase  over  the  more  hazardous  system.  The  stope  ventilation  is  good 
and  the  efficiency  of  the  men  high.  An  average  yield  of  about  12  tons  per 
man  per  shift  can  be  maintained  under  normal  working  conditions.  The 
daily  tonnage  output  of  each  section  will  average  100  tons  and  may  be 
crowded  to  150  or  even  200  tons  per  day. 

Summary 

In  comparing  the  various  methods  described,  the  considerations 
enumerated  in  the  early  part  of  the  paper  must  be  applied  to  each  system. 
The  cut-and-fill  system  is  easily  the  cheapest  and  most  satisfactory  in 
every  way  where  conditions  will  permit  of  its  use.  The  item  of  timber, 
usually  a  large  one,  is  much  reduced  and  the  risk  of  fire  is  virtually 
eliminated.  While  any  large  horse  of  waste  encountered  in  the  ore  may 
be  kept  separate  and  left  in  the  gob,  any  attempt  at  close  sorting  is 
inadvisable.  As  in  the  case  of  the  Mitchell  slicing  system,  if  the  ore  is 
fairly  clean  the  greatest  ultimate  economy  will  be  gained  by  mining  it  all 
as  it  comes  without  attempting  to  sort.  The  consequent  low  stoping 
cost  obtained  by  mining  large  tonnages  rapidly  will  more  than  counter- 
balance  the  increased  cost  of  handling  and  treating  a  slightly  lower-grade 
material.  In  neither  system  can  the  grade  of  ore  be  controlled  as  closely 
as  in  the  square-set  or  top-slice  caving  methods.  Where  the  ore  is  very 
irregular  or  badly  mixed  with  waste,  the  square-set  method  is  still  found 
to  be  the  most  satisfactory.  If  the  stope  is  in  good  condition  a  consider- 
able proportion  of  the  timbers  may  be  safely  extracted  as  it  is  filled. 

For  a  heavy  uniform  orebody  the  Mitchell  inclined  top-slice  caving 
system  is  a  good  one.    While  it  still  retains  some  of  the  disadvantages  of 
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the  old-fashioned  top  slice,  it  is  in  many  ways  a  great  improvement  oyer 
the  older  method.  Its  principal  advantages  are  the  substantial  saving  in 
labor  and  powder,  and  the  greater  rapidity  with  which  the  ore  may  be 
mined.  Its  unfavorable  features  are  those  of  all  top-slice  caving  methods, 
the  almost  inevitable  sacrifice  of  some  ore,  narrow  work,  poor  ventilation 
in  the  stopes  and  the  fact  that  the  ground  above  is  so  badly  broken  as  to 
render  the  expense  of  future  work  on  upper  levels  so  great  as  to  be  in 
many  cases  prohibitive.  The  Mitchell  slicing  system  finds  its  chief 
application  to  fairly  regular  bodies  in  not  too  heavy  ground.  Under 
favorable  conditions  lower  costs  are  obtained  with  this  method  than  by 
any  of  the  others  in  use,  with  the  exception  of  the  cut-and-fill  method. 
Its  saving  in  labor  and  timber  is  a  very  appreciable  one  over  square-set 
sloping  and  the  cycle  of  preparing,  mining,  filling  and  abandoning 
a  section  is  normally  a  very  short  one.  This  feature,  in  addition  to  per- 
mitting a  large  daily  output,  reduces  considerably  the  repair  cost  inci- 
dental to  keeping  a  section  of  the  country  open  over  a  long  period.  In 
short,  the  introduction  of  these  methods  has  effected  a  tremendous  saving 
to  the  Calumet  &  Arizona  Mining  Co.  during  the  past  few  years,  without 
the  slightest  sacrifice  of  the  safety  of  the  men  or  of  the  mines  in  which 
they  have  been  used. 

In  closing  the  author  wishes  to  acknowledge  his  indebtedness  to  M.  W. 
Mitchell  and  Oscar  Gilman,  mine  division  foremen  of  this  company,  for 
invaluable  assistance  in  the  accumulation  of  data  for  this  paper. 

Dincussion  of  this  paper  on  p.  958. 
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Stoping  Methods  of  Miami  Copper  Co. 

BT  DAVID  B.  SCOTT,*  A.  B.,  E.  M.,  MIAMI,   ARIZ. 
(Arisona  Meeting,  September,  1916) 

When  mining  operations  were  first  instituted  in  the  mines  of  the 
Miami  Copper  Co.,  at  Miami,  Ariz.,  the  relatively  hard  character  of  the 
ground  in  the  western  section  of  the  property  made  it  seem  advisable  to 
use  a  wide  shrinkage  stope  and  pillar  system.  The  system  as  finally 
evolved  was  applied  to  the  mining  of  2,300,000  tons  of  ore  by  the  use  of 
stopes  and  pillars  each  50  ft.  in  width.  Development,  mining  and 
extraction  of  this  reserve  has  been  continuously  in  progress  since  1910, 
and  the  final  stages  of  extraction  are  now  reached.  A  complete  survey  of 
all  phases  of  this  system  can  therefore  be  made.  Modification  in  working 
methods  was  obviously  necessary,  and  the  system  to  be  described  is 
believed  to  be  typical  of  the  best  features. 

Development 

The  preliminary  work  had  three  main  objectives:  The  opening  of  a 
haulage  level,  the  construction  of  a  drawing-off  level,  and  the  driving  of 
sublevels  for  use  in  stoping.  In  addition  to  these,  some  extra  sublevel 
drifting  was  necessary  to  determine  exactly  the  boundaries  of  the  orebody, 
the  general  outline  having  been  determined  by  churn  drilling.  This 
development  was  based  on  the  requirements  of  stopes  50  ft.  wide,  with 
pillars  50  ft.  wide  between  each  stope.  The  length  of  these  units  varied 
from  200  to  500  ft. 

HatUage  Level 

The  tramming  level  was  50  ft.  below  the  floor  of  the  stopes,  and  the 
tramming  lines  were  run  parallel  with  the  long  axis  of  the  stopes.  These 
lines  were  also  beneath  the  middle  of  the  stopes  and  pillars.  Each  line 
therefore  served  one  stope  or  one  pillar,  this  arrangement  making  it 
possible  to  load  along  an  entire  stope  without  switching  or  uncoupling. 
This  advantage  is  apparent  principally  during  the  process  of  stoping  when 
.  rapid  drawing  of  excess  broken  ore  is  desirable.  Furthermore,  the 
arrangement  of  the  drawing-off  level  chutes  at  25-ft.  intervals,  as  shown 
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by  Figs.  1  and  2,  makes  this  arrangement  of  the  haulage  level  necessary 
for  a  minimum  of  development. 

The  drawing  chutes  were  all  on  one  side  of  the  drift,  each  chute  ter- 
minating in  the  drawing-off  level  25  ft.  above  the  tramming  level.    With 
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Fig.  1. — Plan  of  Drawing-off  Level  Showing  Chute  Arrangement.  Pillar 

Chutes  of  Two  Types. 

each  chute  having  a  capacity  of  15  tons,  a  block  of  seven,  therefore,  held 
a  little  more  than  the  normal  trainload  of  100  tons.     All  chutes  were  of 


Fia.  2  — Plan  of  a  Section  of  Tramming  Level  Beneath   Drawing  Level 

Area  in  Fig.  1. 


standard  design,  of  the  flat-gate  or  guillotine  pattern  with  hand-operated 
levers.  Rocks  greater  than  10  in.  in  size  were  seldom  delivered  from  these 
chutes,  and  chute  blasting  was  practically  entirely  eliminated  on  this 
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level.     With  cars  of  3)4  tons  capacity,  the  loading  rate  was  from  3  to  5 
tons  per  minute. 

In  the  timbering  of  the  haulage  level,  10  by  10-in.  timber  was  used 
almost  entirely,  sets  being  spaced  at  6-ft.  3-in.  centers.  The  standard 
set  which  is  in  use  at  present  requires  a  9-ft.  post  and  8-  ft.  cap,  the  posts 
being  hitched  in  the  ground  73^  in.  below  the  ball  of  rail.  All  drift-set 
posts  are  set  at  a  batter  of  1%  in.  per  foot. 


Drawing-OS  Level 

A  distinctive  feature  of  this  system  was  the  drawing-off  level,  25  ft. 
above  the  tramming  level.  This  level  was  used  for  handling  all  stope  and 
pillar  ore  from  raises  which  perforated  the  stope  floors,  and  delivering 
this  ore  through  grizzlies  to  the  tramming  chutes.     The  primary  drawing 


Fio.  3. — General  Cross-Section  Through  Stopbs  and  Pillars. 

raises,  as  shown  in  Fig.  3,  branch  from  each  side  of  the  drift  and  deliver 
directly  into  the  chutes.  The  secondary  or  intermediate  raises  used 
extensively  in  the  pillars  were  located  midway  between  these  chutes, 
and  delivered  to  them  by  means  of  inclined  slides. 

The  drawing-level  drifts  were  driven  parallel  with  the  haulage  drifts, 
with  a  fringe  drift  at  each  end  to  provide  entry  and  ventilation.  Stope 
drawing  lines  were  located  directly  under  the  center  of  the  stopes,  so  that 
the  raises  were  symmetrical.  Pillar  drawing  lines  were  located  generally 
5  ft.  south  of  the  long  pillar  axis  for  convenience  in  putting  up  vertical 
development  raises  through  the  pillars.  This  arrangement  was  later 
modified,  so  that  symmetrical  raises  were  also  possible  in  the  pillar  lines. 
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Pocket  Chutes. — The  chutes  into  which  the  ore  was  drawn  from  the 
stope  raises  were  all  cribbed,  5  ft.  square  in  the  clear,  6  by  8-in.  and 
8  by  8-in.  cribbing  being  used.  Experience  showed  that  the  8  by  8-in. 
size  was  the  most  economical  over  a  long  period.  The  life  of  this  cribbing 
was  variable  on  account  of  the  quality  of  the  ore;  a  representative  group, 
of  chutes  showed  a  cribbing  life  of  12,430  tons  each. 

To  eliminate  boulders  in  the  tramming  chutes,  grizzlies  were  placed 
over  the  collar  of  these  chutes  on  the  drawing  level.  The  grizzly  opening 
was  18  in.  square.  It  was  found  to  be  highly  desirable  to  have  these 
grizzlies  placed  several  inches  above  the  collar  of  the  raise  to  permit  easy 
working  when  ore  hangs  up  on  the  grizzly.    It  was  also  found  to  be  best 
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Fio.  4. — Longitudinal  Section  of  Stope  During  Mining  Process. 


practice  to  have  the  opening  in  the  grizzly  not  less  than  18  in.  square 
directly  below  the  lip  of  the  chute,  as  this  is  the  point  where  "hanging  up" 
on  the  grizzly  starts. 

The  design  of  the  drawing  raises  in  the  stopes  from  the  drawing-off 
level  to  the  stope  floor  differed  slightly  from  those  in  the  pillars. 

Stope  Raises. — From  the  floor  of  the  drawing  level,  inclined  raises 
on  each  side  of  the  drift  were  run  up  to  the  edges  of  the  stope,  and  then 
funnelled.  Vertical  center  raises  through  the  roof  of  the  drift  were  origi- 
nally employed,  but  their  effectiveness  is  rather  doubtful,  and  they  are 
hoth  difficult  and  awkward  to  draw.  This  arrangement  gave  sets  of  two 
raises  in  one  plane  along  every  25  ft.  of  stope.  Funnelling  of  these  raises, 
as  described  later,  to  a  top  diameter  of  20  ft.  gave  a  practically  continuous 
perforation  of  the  floor  of  the  stope.    The  raises  were  in  general  6  by  6 
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ft.  at  the  bottom.  The  back  or  hanging  wall,  constituting  part  of  the 
roof  pillar  between  the  drawing  level  and  the  stope  floor,  had  a  tendency  to 
collapse  under  weight,  but  this  proved  rather  an  advantage  in  providing 
a  larger  opening  for  the  drawing  of  the  stope  ore.  Timbering  inside  of 
these  drawing  raises  for  support  of  this  brow  was  therefore  unnecessary. 
Pillar  Raises. — Later  practice  provided  raises  in  the  pillars  of  the  same 
general  type  as  the  stope  raises,  but  the  planes  of  these  raises  were  not  in 
a  continuous  line  with  the  planes  of  the  stope  couples,  but  midway  be- 
tween them,  as  shown  in  Fig.  5.  The  earlier  type  of  arrangement,  with 
stope  and  pillar  raises  all  in  the  same  plane,  was  also  extensively  used  and 
is  shown  in  plan  in  Figs.  1  and  2.  This  arrangement  is  probably  not  as 
effective  in  drawing,  however,  as  the  other. 
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Fig.  5. — Plan  of  Shrinkage  Stope  Floor  Showing  Arrangement  op  Raises. 


An  additional  arrangement,  and  one  largely  used  in  the  drawing  of 
500,000  tons  of  pillar  ore,  made  use  of  intermediate  raises.  These  were 
located  12££  ft.  from  the  regular  raises.  To  provide  outlet  for  the  ore, 
these  were  put  up  from  "pony  sets"  in  the  roof  of  the  drift,  and  delivered 
to  slides  which  ran  down  into  the  regular  25-ft.  pocket  chutes.  These 
intermediate  raises  provided  double  the  ordinary  number  of  openings  into 
the  floor  of  the  pillar. 

Timbering. — The  timbering  requirements  of  this  level  have  shown  that 
the  drifts  can  be  supported  with  10  by  10  timbers  spaced  at  5-ft.  centers, 
using  8-ft.  posts  and  7-ft.  caps.  This  type  of  timbering  remains  nearly 
intact  in  some  of  the  drawing  lines  after  two  years  of  service.  (The 
chute  timber  details  of  the  type  which  gave  satisfaction,  under  conditions 
of  heavy  weight  and  wear  of  drawing,  are  shown  in  Fig.  11.)  This  set  is 
especially  effective  in  keeping  weight  from  the  cribbing  in  the  pocket 
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chutes  to  the  tramming  level.  Experience  has  shown  that  on  this  level 
a  minimum  amount  of  2-in.  lagging  on  drift  sets  should  be  used,  and  this 
should  not  be  placed  closer  than  2  or  3  in.  apart.  "Pony-set"  timbering 
for  the  intermediate  chutes  required  the  use  of  12  by  12-in.  posts  in  the 
sets.  An  inside  height  of  8  ft.  in  these  sets  was  found  to  be  more  desirable 
both  for  drawing  and  for  repair  than  a  6-ft.  height. 

Svblevels 

The  provision  of  means  of  entry  and  ventilation  for  the  stopes  governed 
the  type  of  sublevel,  or  mining  level,  development.  The  distance  be- 
tween levels  was  fixed  at  25  ft.,  and  this  distance  proved  to  be  convenient 
especially  in  the  later  mining  of  the  pillars.  Obviously  the  arrangement 
of  drifts  and  crosscuts  underwent  some  revision  in  opening  up  new  ground, 
and  as  the  nature  of  the  ground  became  understood,  the  following  type  of 
development  seemed  to  be  the  best  for  the  mining  of  wide  stopes  and 
pillars: 

Along  the  axis  of  the  pillars,  drifts  were  run  to  the  ore-limits.  Cross- 
cuts at  50-ft.  intervals  were  driven  each  way  across  the  pillars  to  the 
stope  boundaries.  Raises  for  handling  development  ore  were  provided 
at  50-ft.  intervals  along  the  drifts.  Although  in  earlier  development 
crosscuts  were  driven  entirely  across  the  stopes,  connecting  all  of  the 
pillar  lines,  these  stope  crosscuts  came  to  be  regarded  as  unnecessary  in 
the  breaking  of  the  stopes.  If  we  assume  therefore  that  no  development 
is  required  in  the  stopes  themselves,  the  combined  tonnage  of  stope  and 
pillar  ore  served  by  this  development  is  67  tons  per  foot  of  drift  and  cross- 
cut, and  400  tons  per  foot  of  raise.  Considerable  secondary  cross- 
cutting  and  raising  in  addition  to  this,  however,  was  necessary  during  the 
later  pillar  mining. 

Mining 

Shrinkage  Stopes 

The  first  operation  was  the  funnelling  of  the  drawing  raises.  This 
was  done  at  first  by  cutting  out  a  chamber  above  the  raise  and  drilling 
8  and  10  ft.  down  holes  with  water  Leyner  machines,  all  around  the  cir- 
cumference of  the  raise.  This  proved  unsatisfactory  for  the  reasons  that 
the  holes  did  not  break  well,  and  that  it  was  difficult  to  drill  deep  down 
holes  of  nearly  vertical  pitch  with  this  type  of  machine.  The  method 
used  almost  entirely  was  that  of  setting  up  in  the  raise  and  drilling  up- 
holes  with  the  same  machine,  in  a  ring  around  the  raise.  This  success- 
fully funnelled  the  raise  to  a  diameter  of  15  to  20  ft.  Continuation  of 
this  funnelling  produced  a  stope  floor  perforated  with  openings  which 
practically  touched  on  the  rims  across  and  along  the  whole  stope.    Setting 
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up  on  the  broken  ore,  the  ground  was  squared  along  the  sides  of  the  stope 
and  any  stubs  between  funnels  blasted  out.  The  floor  of  the  stope 
was  thus  opened  out  with  a  back  50  ft.  wide  and  a  length  of  200  to 
500  ft. 

Using  the  entries  on  the  first  mining  sublevel,  drilling  with  Leyner 
machines  was  started  along  each  side  of  the  stope.  Steel  as  long  as  could 
be  swung  in  the  space  was  used,  and  holes  from  10  to  15  ft.  in  depth  were 
drilled  upward  and  outward  toward  the  center  of  the  stope.  The  results 
of  these  preliminary  rounds,  as  shown  in  Fig.  6,  were  twofold:  About 
half  of  the  distance  to  the  next  sublevel  entries  was  broken  along  the 
wall  of  the  stope,  and  a  long  belly  or  rib  was  left  in  the  center  of  the  stope. 
The  principle  of  caving  was  therefore  made  use  of  to  some  extent  in  the 
breaking  of  this  central  rib,  which  was  drilled  in  the  succeeding  round. 
After  the  first  cut,  the  back  was  maintained  on  a  fiat  incline  until  con- 


Fio.  6. — Cross-Sections  Through  Stope,  Showino  Positions  of  Roof. 


■  nection  was  made  with  the  pillar  crosscuts  on  the  level  above.  Originally 
some  use  was  made  of  crosscuts  across  the  stope  on  the  level  immediately 
above  the  sloping  operations,  in  order  to  drill  down  holes  into  the  back 
and  thus  assist  the  caving  of  the  central  portion  of  the  stope.  This  was 
not  satisfactory,  principally  because  of  the  difficulty  in  getting  deep  holes, 
and  in  getting  a  wide  enough  reach  across  the  back.  The  results  did  not 
justify  the  extra  development  expense  entailed  by  the  driving  of  these 
crosscuts. 

After  each  drilling  shift  the  excess  of  broken  ore  was  drawn  so  as  to 
allow  from  6  to  8  ft.  of  open  space  between  the  back  and  the  broken  ore. 
Large  blocks  of  caved  ore  were  "bull-dozed"  in  the  stope,  when  possible, 
to  prevent  later  plugging  of  the  drawing  raiseB.  When  connection 
was  made  with  each  successive  entry  crosscut  on  the  level  above,  the 
back  and  aides  were  squared  up  and  the  stoping  continued  upward  in 
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the  same  manner.  The  stopes  were  carried  to  a  maximum  height  of 
125  ft.;  it  being  necessary  in  most  cases  to  break  right  through  to  the 
capping.  In  a  typical  stope  of  hard  ore,  the  expansion  in  volume  due  to 
breaking  required  the  drawing  of  39  per  cent,  of  the  ore  in  the  stope, 
the  latter  being  full  to  the  back  at  completion. 

Drilling  was  done  with  Leyner  machines  Nos.  7,  8  and  18,  using  steel 
from  10  to  16  ft.  in  length.  The  maximum  footage  of  holes  drilled  per 
shift  can  be  placed  at  110  ft.,  and  the  average  footage  varied  from  60  to 
80  ft.  according  to  the  number  of  set-ups  required. 


Fig.  7. — Plan  op  Stope  During  Mining  Showing  Drilling  Methods. 


Pillar  Mining 

The  process  of  breaking  the  pillars  was  practically  the  reverse  of  stope 
breaking.  Mining  was  started  at  the  edge  of  the  ore  on  the  top  sublevel 
and  carried  downward  level  by  level;  in  each  case  the  25-ft.  roof  pillar 
was  broken  through  to  the  broken  ore  above.  This  retreating  method 
was  desirable  for  two  reasons:  (1)  It  provided  a  safe  exit  from  working 
places;  and  (2)  it  insured  an  even  settling  of  the  capping.  As  soon  as  the 
process  was  started,  even  in  the  hardest  ground,  speed  of  working  was 
essential  because  the  pillar  took  weight  as  soon  as  the  capping  became 
dislodged.  The  mining  was  therefore  done  successively  on  three  or  four 
levels  at  a  time  at  different  points  of  attack,  the  work  on  each  level  being 
400  ft.  nearer  completion  than  the  work  on  the  level  below  it,  as  shown 
in  Fig.  8. 

Preliminary  cross-cutting  halfway  between  the  original  crosscuts 
was  required  quite  generally  to  give  better  drilling  faces,  especially 
in  the  harder  pillars.  After  this  cross-cutting  had  been  well  advanced 
on  the  top  level,  drilling  with  water  Leyners  was  started  at  the  end  of 
the  pillar  and  across  its  whole  width.  Following  the  first  rounds, 
sufficient  broken  ore  was  mucked  to  give  entry  on  the  sloping  ore,  and 
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machines  were  eet  up  on  the  broken  ore  and  long  holes  drilled  in  the  back. 
On  the  top  level,  as  a  rule,  the  ore  was  not  broken  nearer  than  10  ft.  of 
the  capping.  Drilling  followed  strict  procedure  in  retreating  from  the 
edges  of  the  pillar  toward  the  central  drift,  and  in  the  retreat  along  the 
central  drift  as  the  sides  were  broken.  The  roof  was  carried  at  a  slope 
of  about  45°.  All  holes  were  drilled  in  the  same  direction,  i.e.  pointing 
away  from  the  line  of  retreat  to  eliminate  the  chance  of  drilling  into 
missed  holes  on  the  next  cut.  The  original  development  raises  at  50-ft. 
intervals  were  used  for  mucking  excess  ore,  and  generally  an  intermediate 
series  of  raises  was  put  up,  making  the  raise  interval  25  ft.  The  final 
development  to  tonnage  ratio  for  the  completed  breaking  of  stopes  and 
pillars  was  therefore  reduced  by  this  pillar  work  to  45  tons  per  foot  of 
drift  development,  and  200  tons  per  foot  of  raise  development. 


Fio.  8.— Longitudinal  Section  Through  Pillar,  Showing  Mining  Progress. 

The  first  round  of  holes  drilled  from  the  level  floor  broke  to  about 
12  ft.  above  the  sublevel;  and  the  second  round,  on  which  long  steel  could 
be  used,  increased  this  height  above  the  sublevel  to  20  ft.  It  was  common 
practice  to  drill  through  to  the  broken  ore  above,  but  the  remaining  arch, 
5  ft.  or  so  thick,  usually  caved  when  the  back  was  arched  the  whole  50 
ft.  of  pillar  width.  At  the  start  of  this  work  the  experiment  was  tried  of 
drilling  "down"  holes  in  the  floor  of  the  sublevel  to  a  vertical  depth  of 
5  ft.,  to  assist  this  subsequent  caving  through  from  the  level  below.  It 
was  necessary,  however,  to  case  the  collars  of  these  holes  with  3-in. 
pipe  to  prevent  fitchering.  The  breaking  of  these  holes  was  unsatisfactory, 
so  this  practice  of  drilling  floor  holes  was  discarded. 

A  very  important  detail  of  pillar  work  was  the  covering  over  of  raises 
as  the  work  retreated  past  them.  Failure  to  do  this  properly  would 
defeat  the  whole  system  of  careful  breaking  in  allowing  the  capping  to 
pipe  down  through  the  raises.    Protection  against  this  running  of  capping 
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was  secured  by  means  of  atulls  placed  in  each  raise  5  ft.  or  so  below  the 
level  on  which  breaking  was  being  done,  these  stulls  being  hitched  in  the 
ground  and  lagged  over.  When  the  same  raise  was  reached  in  the  mining 
retreat  on  the  level  below,  the  process  would  be  repeated  and  the  stull 
covering  above  would  then  be  blasted  out,  allowing  the  broken  ore  to  fall 
to  the  newer  and  lower  raise  covering. 

Mining  on  the  last  or  sill  floor  of  the  pillars  was  subject  to  modifica- 
tions imposed  by  the  "pony-set"  raises  which  split  the  distance  between 
the  regular  25-ft.  raises  on  each  side  of  the  pillar.  These  raises  were 
funnelled  in  retreat  from  the  end  of  the  pillar,  along  with  the  regular 
raises.  This  funnelling  was  not  carried  more  than  25  ft.  ahead  of  the 
pillar  breaking,  because  it  virtually  undercut  the  entire  width  of  the  pillar. 
Machine  set-ups  across  the  raises  for  the  purpose  of  drilling  the  back  were 
made  on  10  by  10-in.  stringers  which  extended  across  the  funnel.    This 
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Fin.  9. — Plan  of  Pillar,  Showing  Method  of  Breaking  in  Retreat. 

was  done  to  insure  against  a  sudden  settling  of  broken  ore  in  the  raise,  as 
occurred  occasionally,  with  consequent  danger  to  the  machinemen. 

Extraction  op  Broken  Ore 

Systematic  drawing  of  the  broken  ore  was  started  when  about  70 
per  cent,  of  all  stupe  and  pillar  mining  had  been  completed.  No  drawing 
was  permitted  within  100  ft.  of  any  mining  operations.  Drawing  of  one 
stope  next  to  a  pillar  which  was  in  process  of  being  broken  was  tried  as  an 
experiment,  and  it  caused  crushing  and  swaying  of  the  pillar  even  in  the 
hardest  ground. 

The  question  of  weight  on  the  drawing-off  level  during  the  drawing 
period  is  one  of  the  interesting  features  of  this  system.  At  the  outset 
there  was  considerable  weight  in  certain  definite  portions  of  the  drawing- 
off  level,  and  no  weight  whatever  in  other  sections.  This  variation  in 
different  sections  was  due  undoubtedly  to  a  combination  of  the  following 
factors:  First,  the  height  of  capping  above  the  ore  in  the  northern  section 
averaged  340  ft.  with  a  thickness  of  broken  ore  of  125  ft.  below  it.  This 
gave  a  total  height  of  ground  of  465  ft.  in  a  mobile  condition.    The 
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southern  drawing  section  had  an  average  capping  thickness  of  250  ft. 
and  a  volume  of  broken  ore  a  little  over  100  ft.  thick,  with  a  total  thick- 
ness of  movable  ground  of  350  ft.  The  crushing  in  the  northern  section 
was  such  as  to  require  complete  re-timbering  in  some  of  the  stope  lines. 


In  the  southern  section,  the  weight  was  almost  negligible;  only  about  20 
per  cent,  of  the  lineal  footage  of  drawing  drifts  in  this  section  became 
heavy  enough  to  require  repair  for  operation.  Second,  in  a  small  sec- 
tion where  complete  breaking  of  the  pillars  from  top  to  bottom  was 
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impossible  there  were  some  blocks  of  unbroken  pillar  above  the  drawing 
level.  The  sections  of  drawing-off  drifts  below  these  unbroken  areas  were 
always  heavy,  probably  on  account  of  unequal  distribution  of  weight, 
or  the  concentration  of  the  weight  on  a  few  points.  Third,  when  draw- 
ing had  become  developed  on  a  large  scale  over  a  considerable  area,  the 
weight  did  not  show  any  increase,  but  on  the  other  hand  it  showed 
a  decided  tendency  to  slack  off.  Upon  the  completion  of  drawing  in  these 
sections  there  was  little  evidence  of  weight  and  the  drifts  remained 
open.  It  is  likely  that  the  broken  mass  of  capping  and  ore  reached  a 
state  of  equilibrium,  and  that  the  weight  became  very  widely  and  evenly 
distributed.  It  is  interesting  to  note  that  in  one  large  section  where  all 
conditions  during  mining  were  satisfactory,  and  the  pillar  breaking  most 


Fia.  11.— Drawinq-off  Level  Chute  Set. 

complete,  about  70  per  cent,  of  the  timber  put  in  three  years  ago  on  the 
drawing-off  level  still  stands. 

It  is  apparent  that  weight  was  thrown  almost  entirely  on  the  drawing 
drifts  and  not  on  the  pillars  between  these  drifts,  as  evidenced  by  the 
presence  of  untimbered  crosscuts  through  these  pillars.  That  the  draw- 
ing-off level  took  all  of  the  weight  so  that  the  tramming  level  was  left 
intact,  is  shown  by  the  present  condition  of  the  latter.  Sections  of  the 
tramming  level  beneath  badly  crushed  drawing-level  drifts  do  not  even 
require  lagging  in  the  roof,  and  8  by  8-in.  drift-set  timbers  which  have 
been  in  place  nearly  five  years  show  no  weight.  This  constitutes  one  of 
the  most  pronounced  advantages  of  the  drawing-off  level. 

The  repair  cost  on  the  drawing-off  level  did  not  exceed  10  c.  per  ton 
of  ore  drawn  on  any  one  stope  or  pillar  line,  and  went  considerably  below 
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this  cost  on  the  tonnage  served  by  the  entire  drawing-off  level.  Repair 
work  was  greatly  facilitated  by  the  presence  of  chutes  every  25  ft.  along 
the  drifts. 

Drawing  Operations 

Control  of  drawing  was  essential  to  procure  an  even  lowering  of  the 
capping,  and  to  permit  a  retreat  from  the  western  to  the  eastern  limits  of 
the  drawing  section.  This  required  the  pulling  down  of  the  capping  on  a 
more  or  less  inclined  plane  which  dipped  possibly  15°  to  the  western  or 
completed  portion.  The  drawing  of  a  series  of  chutes  in  a  plane  at  right 
angles  to  the  direction  of  retreat,  or  across  the  stopes  and  pillars,  instead 


Fio.  12.— Dkift  Set  fob  Drawimo-off  Level. 

of  along  one  whole  stope,  was  the  most  satisfactory  method  in  getting  the 
ore  to  run  readily. 

When  drawing  was  started  there  were  some  difficulties  in  getting  the 
ore  to  run  steadily.  The  nature  of  the  ore  and  the  length  of  time  which 
elapsed  between  stoping  and  drawing,  caused  the  chutes  in  some  areas  to 
pack  very  tightly.  Some  idea  of  the  compact  nature  of  broken  ore  under 
pressure  can  be  gained  from  the  fact  that  occasional  crosscuts  were  driven 
from  pillars  into  shrinkage  stope  ore,  and  that  no  timbering  was  required 
for  some  of  these  drifts  in  broken  ore.  Starting  of  the  chutes  in  these 
stopes  required  some  special  methods.  A  method  which  resulted 
satisfactorily  was  the  use  of  small  "pony  set"  raises  put  up  in  the  back  of 
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the  drawing-off  level  drift  midway  between  the  drawing  raises.  This 
involved  running  an  inclined  raise  (or  15  ft.  on  each  Bide  of  the  drift  up  to 
the  broken  slope  ore.  When  a  hole  was  drilled  through  into  broken 
ground,  the  raise  was  funnelled  immediately,  and  blasting  of  this  funnell- 
ing round  loosened  the  stope  ore  and  usually  the  hung-up  ore  in  the  ad- 
jacent drawing  raises.  A  series  of  these  "pony  Bet"  raises  sufficed  to 
make  the  ore  run  readily  in  the  regular  raises.  This  method  had  the 
disadvantage  that  the  "pony  sets"  took  weight  and  were  expensive. 
The  second  method,  which  involved  no  extra  raises  and  which  proved  the 
most  satisfactory,  employed  a  system  of  breaking  the  arch  of  hung-up 


Fig.  13. — Elevation  of  Pillak  Pont  Set,  Drawing-off  Level. 

ore.  Entry  to  the  back  of  packed  ore  was  made  through  the  raises,  and 
heavy  stulling  was  done  against  the  hung-up  ore.  Small  drifts  were  then 
started  in  the  foot  wall  of  the  raise  and  run  parallel  with  the  long  axis  of 
the  stope  and  at  a  height  of  about  15  feet  above  the  drawing  level.  These 
drifts  were  driven  in  solid  pillar  ground  and  connected  up  a  series  of  hung- 
up raises.  Starting  at  the  end  of  the  drift  the  ground  was  drilled  ver- 
tically and  horizontally  across  the  stope.  When  these  holes  were  blasted, 
the  legs  between  the  regular  raises  were  knocked  out  and  an  arch  of  broken 
ore  left.  Arches  40  ft.  across  and  30  to  50  ft.  wide  were  not  uncommon  in 
this  work  and  these  arches  invariably  collapsed,  bringing  down  the  stope 
ore.     In  this  work  the  hung-up  ore  would  not  cave,  even  if  the  next 
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raise  25  ft.  away  was  running  regularly,  so  that  there  was  little  danger  in 
this  work  underneath  the  broken  ore,  and  no  accident  ever  occurred. 

Choking  of  chutes  was  caused  occasionally  by  packing  of  ere  in  the 
bottom  of  the  inclines.  It  was  also  necessary  to  blast  out  part  of  the 
brow  of  the  raise  over  the  chute  to  prevent  plugging  with  boulders.  It 
was  desirable  to  eliminate  blasting  by  chutemen,  and  a  separate  squad 
of  blasters,  who  handled  all  of  the  explosives  required  in  chute  drawing, 
was  part  of  the  organization. 


Fig.  14.— Section  on  A-B  Fio.  13. 
Efficiency  and  Coat  of  Chute  Drawing 

Over  a  period  of  one  year  with  a  drawn  tonnage  of  slightly  over  400,000 
tons,  the  average  rate  of  drawing  per  shift  was  118  tons  per  man.  The 
monthly  range  ran  from  94  to  142  tons  per  man.  These  figures  are  based 
upon  all  labor  directly  employed  in  the  drawing,  including  chute  checkers. 
Under  very  favorable  conditions  the  tonnage  per  man  has  exceeded 
200  tons  for  several  shifts.  The  largest  individual  output  ever  reached 
on  one  shift  was  440  tons  by  one  chu toman. 
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The  cost  of  drawing  this  ore  into  the  tramming  chutes  amounted  to 
3.7c.  per  ton  over  a  year's  period,  for  direct  expense  of  labor  and  ex- 
plosives. Where  special  methods  were  required  in  the  case  of  hung-up 
ore,  the  cost  for  short  periods  went  as  high  as  15c.  per  ton. 

Factors  Bearing  on  Extraction 

Figures  on  extraction,  which  involve  a  computed  tonnage  on  one  end 
and  a  known  tonnage  on  the  other,  must  be  approached  with  some  cau- 
tion, yet  the  results  of  drawing,  on  a  total  output  of  1,700,000  tons  in  one 
section  of  the  work,  may  be  of  interest.  This  area  showed  an  estimated 
recovery  of  approximately  95  per  cent,  of  the  original  tonnage.  Indi- 
vidual data  were  kept  on  each  stope  and  pillar,  and  although  the  drawing 
from  these  is  undoubtedly  interchanged,  the  figures  favored  the  stopes 
over  the  pillars  by  about  10  per  cent. 

The  harder  ore  showed  greater  ease  in  drawing  and  better  extraction 
than  the  softer  areas,  due  to  the  greater  amount  of  packing  under  pres- 
sure in  the  latter  case.  In  any  case  the  compression  of  broken  ore  is  an 
important  factor,  as  it  increases  the  tendency  of  the  drawing  chutes  to 
ravel  vertically  toward  the  capping  without  drawing  laterally.  The 
broken  ore  even  under  moderate  pressure  tended  to  stand  nearly  verti- 
cally around  the  rim  of  a  drawing  chute.  The  angle  of  repose,  if  it  can 
be  called  an  angle  of  repose  in  this  condition,  will  be  found  to  be  between 
80  and  90°  in  this  class  of  ore.  In  a  small  number  of  chutes  where  the  ore 
was  greatly  packed,  the  ore  drawn  corresponded  in  volume  to  a  cylinder 
with  a  diameter  of  14  ft.,  and  a  height  equal  to  the  height  of  ore  to  the 
capping. 

It  is  apparent  from  this  that  a  large  number  of  drawing  raises  per  unit 
of  area,  rather  than  a  large  area  in  the  funnelled  mouth  of  the  raise  itself, 
is  desirable  for  the  best  extraction. 

Secondary  Recovery  of  Ore 

It  became  obvious  at  the  conclusion  of  drawing  that  a  certain  amount 
of  clean  broken  ore  remained  in  the  stopes  and  pillars.  This  remainder 
probably  stood  in  the  shape  of  a  wedge  directly  over  the  drawing  drifts, 
and  also  along  the  boundaries  of  the  old  stopes  and  pillars.  To  recover 
the  ore  above  the  drawing  drifts,  the  backs  of  the  latter  were  shot  down 
through  to  the  floor  of  the  stope.  This  work  was  done  in  retreat,  and  the 
ore  mucked  and  drawn  on  the  incline  into  the  tramming  chutes.  This 
work  cost  from  15  to  25  c.  per  ton,  and  the  output  per  man  averaged  in 
general  40  tons.  Results  obtained  from  these  operations  confirmed  the 
view  that  the  clean  ore  stood  in  a  series  of  wedges  or  cones,  which  had  an 
apparent  base  of  20  ft.  and  a  height  of  50  ft. 
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To  recover  the  ore  standing  where  the  old  stopes  and  pillars  joined,  a 
series  of  intermediate  drifts  midway  between  the  original  drawing  lines 
was  driven.  These  drifts  were  at  the  same  elevation  as  the  drawing-off 
level.  Dumping  chutes  and  supply  raises  were  provided  from  crosscuts 
on  the  tramming  level  at  200-ft.  intervals.  The  drifts  were  supported 
with  12  by  12-in.  timbers  set  at  a  distance  of  4  ft.  2  in.  center  to  center, 
and  chutes  were  placed  in  each  set  staggered  along  the  drift.  The  back 
was  broken  on  top  of  the  lagging,  and  a  small  shrinkage  stope  about  20  ft. 
wide  carried  up  until  loose  ground  was  encountered,  or  until  caving  oc- 
curred. The  ore  drawn  from  the  chutes  was  trammed  in  lj^-ton  cars  to 
the  main  tramming  raises,  the  maximum  tram  being  100  ft. 

This  work,  which  is  now  in  operation,  marks  the  completing  stage  of 
mining  hard  ore  by  the  wide  stope  and  pillar  system. 
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Cooperative  Effort  in  Mining 

BT  JOSEPH  P.   HODGSON,  BISBBB,   ARIZ. 
(Arisona  Meeting,  September,  1918) 

Introduction 

Since  about  70  per  cent,  of  the  total  cost  of  mining  is  due  to  under- 
ground work  which  is  out  of  sight,  it  is  essential  that  expenditures  should 
be  made  here  to  the  best  advantage.  A  great  many  mistakes  have  been 
made  which  were  expensive,  but  perhaps  these  have  not  even  been 
detected  by  mine  owners.  In  the  future  these  may  be  minimized  to 
some  extent,  especially  if  there  is  cooperative  effort  on  the  part  of  each 
employee. 

I  have  been  interested  in  this  subject  for  some  years  and  have  tried  to 
deduce  principles  and  methods.  These  have  proved  highly  advantageous 
and  may  also  be  of  help  to  others.  Some  corporations,  like  the  United 
States  Steel,  and  the  Cleveland-Cliffs  Iron  Co.,  have  done  a  great  deal 
in  this  field  by  having  stated  meetings  of  their  organizations,  with  the 
view  to  interchanging  ideas  among  their  men  and  educating  them  along 
the  lines  of  concerted  effort. 

Since  no  man  knows  all  about  the  various  branches  of  mining,  it  is 
advisable  that  frequent  meetings  of  the  operating  department  be  held 
for  the  interchange  of  ideas  and  that  all  members  of  the  organization 
have  an  opportunity  to  express  themselves  on  the  various  subjects.  It 
has  often  been  found  that  in  discussions  between  heads  of  departments, 
foremen  and  bosses,  many  valuable  suggestions  may  be  obtained  which 
promote  the  best  interests  of  the  company.  The  method  regarded  as 
the  most  conducive  to  cooperative  effort,  and  pursued  by  the  organi- 
zation, is  to  analyze  and  develop  the  different  phases  of  various  mining 
subjects  at  regular  meetings. 

Mine  Foremen's  Dinners 

In  the  latter  half  of  1912,  the  Copper  Queen  Consolidated  Mining 

Hn.  crave  monthly  dinners  to  the  men  in  the  operating  departments. 

*ho  attended  were  superintendents,  foremen,  shift  bosses,  engi- 

ologists,  and  heads  of  all  departments,  making  a  total  of  about 

After  the  dinner,  lectures  were  given  on  subjects  which  pre- 
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sented  the  most  difficult  problems.  The  purpose  of  the  meetings  was  to 
get  the  men  of  the  different  departments  acquainted,  talk  over  the  various 
problems,  and  standardize  methods  as  much  as  possible. 

Lectures 

At  first  the  meetings  were  formal  and  those  who  attended  them  had 
little  experience  in  the  way  of  presenting  and  advancing  ideas,  but  after 
a  few  meetings  the  men  became  better  acquainted  with  each  other  and 
a  systematic  plan  for  speaking  on  various  subjects  was  mapped  out.  It 
soon  became  commonplace  for  the  men  to  express  their  opinions  freely. 
Since  the  grade  of  the  ore  was  one  of  the  most  perplexing  problems,  Mr. 
Rutherford,  the  Smelter  Superintendent,  delivered  the  first  lecture  on 
the  cost  of  smelting  ore  and  waste.  Later,  Dr.  Douglas  spoke  of  the  early 
history  of  the  Copper  Queen,  and  Walter  Douglas  spoke  of  some  changes 
which  led  to  profit-sharing.  A  Sunday  excursion  to  Douglas  was  ar- 
ranged and  the  importance  of  the  grade  of  the  ore  was  further  explained 
on  the  ground,  at  the  smelter. 

Papers  and  Discussions 

The  following  subjects  outline  the  papers  and  discussions  that  were 
delivered  from  the  time  that  the  monthly  dinners  were  started,  up  to  the 
present: 

Compressed  Air;  Mine  Fires;  Ventilation  in  Metal  Mines;  Mining 
Methods,  Progress  in  Efficiency;  Safety  First,  Costs,  etc.,  in  Lake  Superior 
Iron  and  Copper  Mines;  Costs  of  Mine  Supplies;  Lagging  in  Drifts  and 
S topes;  Method  of  Covering  Timber  Compartments  for  Maximum  Ven- 
tilating Purposes;  Candles  and  Carbide  Lights,  Efficiency  and  Costs; 
Standard  Raises,  Man  ways,  and  Timber  Compartments;  Standard  Sizes 
of  Timber;  Electrical  Costs  Underground;  Standardizing  Steel  and 
Machines;  Geology  of  Bisbee  Ore  Deposits,  Field  Excursion;  S toping 
Methods  at  Morenci,  Miami,  Ray,  and  Inspiration. 

Copper  Queen  Mining  Conference 

On  July  1,  1915,  the  Copper  Queen  Mining  Conference  was  formed 
for  the  purpose  of  instructing  shift  bosses,  engineers,  and  others,  in  the 
essentials  of  mining.  This  department  is  an  expansion  of  the  mine  fore- 
men's dinners.  At  the  dinners  the  papers  and  discussions  are  brief  and 
of  a  general  nature,  and  half  the  evening  is  devoted  to  entertainment, 
while  at  the  mining  conference  papers  are  discussed  in  greater  detail,  and 
problems  receive  further  study.  Attendance  at  the  conference  is  op- 
tional; however,  it  is  evident  that  all  who  attend  receive  instruction 
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beneficial  to  themselves  as  well  as  the  company.  Instruction  is  imparted 
in  the  form  of  lectures,  reviews,  discussions,  readings,  results  of  investiga- 
tion in  mining  methods,  etc.  Lectures  are  given  every  Tuesday  evening 
and  the  meeting  lasts  one  hour.  As  the  shift  changes  every  two  weeks, 
lectures  are  repeated  for  the  benefit  of  those  who  are  on  the  night  shift. 
Those  who  attend  are  the  same  representatives  as  mentioned  at  the  mine 
foremen's  dinners.  About  75  per  cent,  of  the  men  in  the  operating  de- 
partment attend  the  mining  conference.  The  following  subjects  were 
taken  up  during  1915: 

Geology;  Classification  of  Ground;  Types  of  Machine  Rounds;  Time 
Study  in  Drilling;  Bonus  System;  Caps  and  Fuse;  Powder;  Drilling 
Machines;  Steel;  Milling. 

The  present  outline  of  subjects  for  discussion  during  the  next  five 
months  (Jan.  1  to  May  31,  1916)  is  as  follows: 

Mine  Ventilation;  Sampling;  Safety  First;  Mine  Timber;  Water  Lines; 
Costs  of  Mine  Supplies;  Leaching;  Electricity;  Smelting;  Management. 

Results 

All  the  men  in  an  official  capacity  have  become  well  acquainted  with 
each  other.  The  monthly  as  well  as  the  weekly  meetings  usually  bring 
forth  fresh  ideas,  many  of  which  are  carried  out  from  time  to  time.  For 
instance,  the  best  methods  of  putting  in  manways  were  suggested  and 
worked  out  by  bosses;  also  methods  of  repair  work  were  first  suggested 
by  bosses  and  foremen.  The  central  blacksmith's  shop  is  the  product 
of  many  suggestions  by  a  number  of  those  in  the  operating  department. 
The  same  is  true  of  the  central  sawmill,  the  ventilation  system,  the  daily 
stoping  costs,  etc.  Whatever  has  been  accomplished  in  the  way  of  re- 
duction of  costs,  or  the  working  out  of  new  things,  we  believe  has  been 
due,  in  a  large  measure,  to  the  efforts  of  the  members  of  the  various  de- 
partments in  planning  and  working  in  harmony,  which  is  really  the  result 
of  cooperative  effort. 

Discussion 

Joseph  P.  Hodgson. — As  to  "Safety  First,"  I  did  not  deal  with  that, 
but  I  will  say  that  in  1913,  the  number  of  men  killed  was  nine,  and  that 
year  the  "safety  first"  program  was  commenced;  the  next  year,  1914,  the 
number  was  reduced  to  five.  In  1915,  I  am  pleased  to  say  that  the 
number  was  reduced  to  two  in  the  Copper  Queen's  entire  property,  and 
we  have  none  so  far  this  year. 

The  Chairman  (G.  F.  G.  Sherman,  Bisbee,  Ariz.). — 1  can  say, 
further,  that  we  have  from  eight  to  nineteen  men  per  month  incapacitated 
for  more  than  14  days.     Those  are  classified  in  this  State  as  serious 
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accidents.  The  number  of  men  injured  has  apparently  increased,  but 
that  is  due  to  our  improved  method  of  recording  and  classifying  accidents, 
no  matter  how  slight. 

C.  W.  Goodalb,  Butte,  Mont. — The  importance  of  coSperation 
among  the  members  of  the  staff  of  an  industrial  organization  is  well 
brought  out  by  Mr.  'Hodgson's  paper. 

The  Anaconda  Copper  Mining  Co.  has  done  something  along  this 
line,  but  has  not  gone  as  far  as  the  Copper  Queen  Co.  At  the  Anaconda 
works,  on  the  last  Tuesday  of  every  month,  the  manager  meets  the  heads  and 
foremen  of  all  departments,  for  the  purpose  of  discussing  costs  and  effi- 
ciency. The  superintendents  are  asked  to  give  the  reasons  for  any 
changes  in  costs,  and  also  to  suggest  methods  by  which  greater  efficiency 
may  be  obtained.  If  any  member  of  the  staff  has  been  away  visiting 
other  plants,  he  gives  an  outline  of  his  observations,  and  then  a  general 
discussion  follows. 

In  the  efforts  of  the  company  to  improve  working  conditions  and  effect 
a  reduction  in  the  number  of  accidents,  cooperation  is  of  the  greatest 
importance — not  only  among  the  foremen  and  shift  bosses,  but  among 
the  miners  and  smeltermen. 

When  the  Bureau  of  Safety  was  established,  about  3  years  ago,  our 
first  step  was  to  make  an  analysis  of  causes  of  accidents,  with  a  view  to 
attacking  the  principal  causes  with  special  vigor.  A  review  of  accidents 
in  the  Butte  mines  for  the  preceding  year  showed  the  following  figures: 

Per  Gent. 

Fall  of  ground 43.21 

Caught  by  mine  cars 12.97 

Handling  tools 14.54 

Handling  material 11 .  87 

Falling 10.00 

Falling  timber 3.62 

Machinery 1 .  11 

Around  cages 0.74 

Explosives. 0.70 

Miscellaneous 1.24 


100.00 


In  the  meetings  of  the  safety  engineers  and  foremen  these  figures  were 
considered,  and  the  fight  against  accidents  began.  It  was  soon  found  that 
in  order  to  make  the  miners  cooperate  in  this  movement,  we  should 
have  to  inflict  some  penalties  on  them  for  failure  to  look  out  for  their  own 
safety.  For  instance,  when  men  are  found  working  under  conditions 
which  are  unsafe,  and  which  they  can  remedy,  they  are  laid  off  7  days, 
and  for  the  second  similar  offense  the  penalty  is  a  layoff  for  14  days.  For 
the  third  offense  they  are  discharged. 
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impossible  there  were  some  blocks  of  unbroken  pillar  above  the  drawing 
level.  The  sections  of  drawing-off  drifts  below  these  unbroken  areas  were 
always  heavy,  probably  on  account  of  unequal  distribution  of  weight, 
or  the  concentration  of  the  weight  on  a  few  points.  Third,  when  draw- 
ing had  become  developed  on  a  large  scale  over  a  considerable  area,  the 
weight  did  not  show  any  increase,  but  on  the  other  hand  it  showed 
a  decided  tendency  to  slack  off.  Upon  the  completion  of  drawing  in  these 
sections  there  was  little  evidence  of  weight  and  the  drifts  remained 
open.  It  is  likely  that  the  broken  mass  of  capping  and  ore  reached  a 
state  of  equilibrium,  and  that  the  weight  became  very  widely  and  evenly 
distributed.  It  is  interesting  to  note  that  in  one  large  section  where  all 
conditions  during  mining  were  satisfactory,  and  the  pillar  breaking  most 
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complete,  about  70  per  cent,  of  the  timber  put  in  three  years  ago  on  the 
drawing-off  level  still  stands. 

It  is  apparent  that  weight  was  thrown  almost  entirely  on  the  drawing 
drifts  and  not  on  the  pillars  between  these  drifts,  as  evidenced  by  the 
presence  of  untimbered  crosscuts  through  these  pillars.  That  the  draw- 
ing-off level  took  all  of  the  weight  so  that  the  tramming  level  was  left 
intact,  is  shown  by  the  present  condition  of  the  latter.  Sections  of  the 
tramming  level  beneath  badly  crushed  drawing-level  drifts  do  not  even 
require  lagging  in  the  roof,  and  8  by  8-in.  drift-set  timbers  which  have 
been  in  place  nearly  five  years  show  no  weight.  This  constitutes  one  of 
the  most  pronounced  advantages  of  the  drawing-off  level. 

The  repair  cost  on  the  drawing-off  level  did  not  exceed  10  c.  per  ton 
of  ore  drawn  on  any  one  stope  or  pillar  line,  and  went  considerably  below 


DAVID  B.  BCOTT  149 

this  cost  on  the  tonnage  served  by  the  entire  dra wing-off  level,  Itepair 
work  was  greatly  facilitated  by  the  presence  of  chutes  every  25  ft.  along 
the  drifts. 

Drawing  Operations 

Control  of  drawing  was  essential  to  procure  an  even  lowering  of  the 
capping,  and  to  permit  a  retreat  from  the  western  to  the  eastern  limits  of 
the  drawing  section.  This  required  the  pulling  down  of  the  capping  on  a 
more  or  less  inclined  plane  which  dipped  possibly  15°  to  the  western  or 
completed  portion.  The  drawing  of  a  series  of  chutes  in  a  plane  at  right 
angles  to  the  direction  of  retreat,  or  across  the  stopes  and  pillars,  instead 

1* it- A 


Fig.  12. — Drift  Set  for  Drawino-off  Level. 

of  along  one  whole  stope,  was  the  most  satisfactory  method  in  getting  the 
ore  to  run  readily. 

When  drawing  was  started  there  were  some  difficulties  in  getting  the 
ore  to  run  steadily.  The  nature  of  the  ore  and  the  length  of  time  which 
elapsed  between  stoping  and  drawing,  caused  the  chutes  in  some  areas  to 
pack  very  tightly.  Some  idea  of  the  compact  nature  of  broken  ore  under 
pressure  can  be  gained  from  the  fact  that  occasional  crosscuts  were  driven 
from  pillars  into  shrinkage  stope  ore,  and  that  no  timbering  was  required 
for  some  of  these  drifts  in  broken  ore.  Starting  of  the  chutes  in  these 
stopes  required  some  special  methods.  A  method  which  resulted 
satisfactorily  was  the  use  of  small  "pony  set"  raises  put  up  in  the  back  of 
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D.  W.  Brunton,  Denver,  Colo. — I  would  like  to  give  some  figures 
on  speeds  maintained  in  tunneling  operations  where  persistent  effort  in 
teaching  the  miners  who  were  engaged  in  driving  tunnel  headings  re- 
sulted in  an  increase  of  speed  from  250  ft.  per  month  to  750  ft.  per  month, 
and  in  ordinary  ground,  after  the  workmen  were  thoroughly  trained, 
there  was  little  or  no  difficulty  in  maintaining  speeds  of  from  600  to 
750  ft.  per  month,  with  three  8-hr.  shifts — in  headings  7  ft.  high  by  8  ft. 
wide. 

The  Chairman. — This  subject  verges  on  that  allied  subject,  effi- 
ciency engineering,  with  which  we  have  been  experimenting.  A  char- 
acteristic of  that  subject  is  that  it  does  not  take  very  long  to  find  out  how 
little  you  know  about  a  great  many  standard  operations,  and  that  they 
are  not  done  as  they  should  be  done,  and  are  not  yet  as  we  would  like  to 
have  them.  I  don't  know  whether  our  experience  has  been  like  that  of 
others  or  not. 
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Diesel  Engines  versus  Steam  Turbines  for  Mine  Power  Plants 

BT  HERBERT  HAAS,*   SAN  FRANCISCO,    CAL. 
(Ariibna  Meeting,  September,  1916) 

Cheap  power  is  essential  to  large-scale  mining  and  metallurgical 
operations,  particularly  where  fine  grinding  of  large  tonnages  has  to  be 
resorted  to,  as  is  the  case  with  an  increasing  number  of  mines  treating 
disseminated  copper  ores,  or  low-grade  gold  ores,  in  the  grinding  of  which 
considerable  power  is  consumed.  A  comparison  of  the  cost  of  generating 
power  with  Diesel  engines  and  steam  turbines  and  a  brief  discussion  of 
the  different  factors  governing  the  profitable  use  of  either  type  of  prime 
mover  may  be  timely  in  view  of  the  importance  of  a  cheap  supply  of 
power  to  the  mining  industry,  and  the  prominence  that  has  lately  been 
given  to  Diesel  engines  in  America. 

As  many  of  our  most  important  mines  and  largest  producers  of  metals 
are  located  in  sections  where  neither  cheap  coal  nor  water  power  is  avail- 
able, and  the  price  of  oil  fuel  is  increased  by  long  hauls,  the  Diesel  engine 
will  become  a  prime  mover  of  increasing  importance.  This  applies 
particularly  to  the  Southwestern  States,  where  an  ample  supply  of  cold 
water  for  condensing  purposes  is  unusual  and  local  climatological  condi- 
tions interfere  in  securing  the  high  vacua  essential  to  high  turbine 
efficiency. 

About  12  times  as  much  water  will  be  required  for  condensing  pur- 
poses with  steam  turbines  under  general  conditions  as  is  needed  for 
jacket-cooling  of  two-stroke  cycle  Diesel  engines;  four-stroke  cycle  Diesel 
engines  require  only  one-twentieth  of  the  cooling  water. 

Another  condition  favoring  the  use  of  Diesel  engines  is  the  high 
load  factor  at  which  most  mine  power  plants  operate.  The  influence  of 
load  factor  on  the  cost  of  generating  power  is  shown  in  Tables  1  and  2 
and  in  Fig.  1. 

The  higher  the  cost  of  fuel  and  the  load  factor,  the  greater  will  be  the 
proportion  of  the  fuel  to  the  other  costs  making  up  the  total  cost  of 
generating  power.  Capital  charges  (interest  and  redemption),  main- 
tenance, operating  labor,  and  lubrication  are  practically  constant  amounts 
regardless  of  the  load-output  of  the  station;  the  fuel  consumption  and 
its  cost  are  practically  the  only  variables  with  the  load. 

The  costs  here  given  are  based  on  conditions  as  generally  found  in 
the  Southwestern  States,  and  on  Diesel  engine  operating  experience  in 
European  countries,  where  this  type  of  prime  mover  has  reached  a  high 
state  of  perfection,  units  upward  of  4,000  hp.  having  proved  entirely 
successf  ul  in  operation. 

*  Consulting  Engineer. 
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Table  1  —  Cost  of  Generating  Power  with  Four  3,000  b.hp.  (2,000  Kw.) 
Sulzer  Diesel  Engines  Direct-Connected  to  Alternators  and  Exciters 

Costs  are  based  on  the  following  conditions: 

Cost  of  complete  plant $720,000 

Cost  of  fuel,  SI. 25  per  bbl.  of  320  lb. 

Cost  of  lubricating  oil,  35  c.  per  gallon. 

Per  Month 

Labor—  1  chief  engineer  at  $200 $200 

3  watch  engineers         at  $150 450 

3  switch-board  men      at  $125 375 

3  helpers  and  oilers       at  $  90 270 

2  machinists  at  $140 280 

12  men,  total  per  month  and  year $1,575  $18,900 

Maintenance — 1  per  cent,  of  cost  of  installation,  per  year 7,200 

Interest,  at  6  per  cent,  per  annum 43,200 

Amortization  at  6  per  cent,  and  re-invested  at  4}£  per  cent,  to 

redeem  capital  of  $720,000  in  15  years 43,200 

The  kilowatt-year,  figured  at  8,760  kw.-hr.     Four,  three,  two,  or  one  unit  operat- 
ing, respectively,  furnish  full,  Hi  H  or  }i  load,  generating  70  million,  52%  million,  35 
million  and  17%  million  kw.-hr.  per  year  respectively.   Three  units  to  operate  continu- 
ously, one  unit  to  serve  as  stand-by.    Cooling  water  in  circulation  for  9,000  hp.  oper-  , 
a  ting  continuously,  8,000  to  11,000  cu.  ft.  per  hour  without  re-cooling  arrangements. 


Kw.-hr.  per  year. 
Barrels 


12,000  hp.  9,000  hp. 

or  8,000  kw.  or  6,000  kw. 

70,000,000  52,500,000 

140,000  105,000 


Cost 


Cost 


Per 
Year 


Fuel  cost $175,000 

Labor j     18.000 

Lubrication !     80.000 

Maintenance 7,200 

Total  direct  eott $231,760 

Interest  and  amortisa- 
tion       80.400 

Total  cost $318,160 

Cost  per  kw.-yr 30.81 

$1.60  oil 210.000 

Total  cost 343.160 

$1.75  oil 245.000 

Total  cost 388.160 

$2  oil 280,000 

Total  cost $423,160 


Per     j 

Kw.-hr., . 

Cent*    ' 


Per 
Year 


Per 

Kw.-hr.. 

Onts 


6,000  hp. 
or  4,000  kw. 
35,000,000 
70,000 

Cost 


3,000  hp. 
or  2,000  kw. 
17,500,000 
35,000 


Per 
Year 


Per 

Kw.-hr.. 

Cents 


Cost 


Per 
Year 


Per 

Kw.-hr. 

Cents 


0.2500 

$131,250 

0.2500 

0.0270 

18,000 

0.0860 

0.0488 

22.005 

0.0438 

0.0103 

7.200 

0.0137 

$  87.500 
18.000 
15.830  I 
7,200 


0.2500 

$  43.750 

0.0540 

18.000 

0.0438 

7.665 

0.0206 

7,200 

0.2500 
0.1080 
0.0438 
0.0412 


0.3811    $180,345 
0.1284        86,400 


0.4545    $266,745 

44.51 

0.8000      157,500 


0.8435    $128,030 

I 
0.1646       86.400 


0.5081    $215,380 
53.80 


0.3000 


0.5045     202.905!  0.5581 

0.3500  '   183.750'  0.3500 
0.5545      310.245     0.6081 


105.000 
232,880 

122,500 
250,330 


0.3684 
0.2468 

$  77.515 
86.400 

0.4420 
0.4036 

0.6152 

0.8000 
0.6652 

$163,015 
83.06 
52.500 
172,665 

0.0356 

0.3000 
0.0856 

I 

0.3500  ,     61.250    0.3500 
0.7152      181.415     1.0356 


0.4000      210.000     0.4000  :   140.000     0.4000        70.000.  0.4000 
0.6045    $345,405    0.6581    $267,830    0.7652    $190,165     1.0856 
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Table  1.— Cost  of  Generating  Power  with  Four  3,000  b.hp.  (2,000  Kw.) 
Sulzer  Diesel  Engines  Direct-Connected  to  Alternators  and  Exciters 

Costs  are  based  on  the  following  conditions: 

Cost  of  complete  plant $720,000 

Cost  of  fuel,  $1.25  per  bbl.  of  320  lb. 
Cost  of  lubricating  oil,  35  c.  per  gallon. 


Labor —  1  chief  engineer 
3  watch  engineers 
3  switch-board  men 
3  helpers  and  oilers 
2  machinists 


Per  Month 

at  $200 $200 

at  $150 450 

at  $125 375 

at  $  90 270 

at  $140 280 


12  men,  total  per  month  and  year $1,575  $18,900 

Maintenance — 1  per  cent,  of  cost  of  installation,  per  year 7,200 

Interest,  at  6  per  cent,  per  annum 43,200 

Amortization  at  6  per  cent,  and  re-invested  at  4}*j  per  cent,  to 

redeem  capital  of  $720,000  in  15  years 43,200 

The  kilowatt-year,  figured  at  8,760  kw.-hr.     Four,  three,  two,  or  one  unit  operat- 
ing, respectively,  furnish  full,  %,  H  or  }i  load,  generating  70  million,  52%  million,  35 
million  and  17%  million  kw.-hr.  per  year  respectively.    Three  units  to  operate  continu- 
ously, one  unit  to  serve  as  stand-by.    Cooling  water  in  circulation  for  9,000  hp.  oper-  , 
ating  continuously,  8,000  to  11,000  cu.  ft.  per  hour  without  re-cooling  arrangements. 


Kw.-hr.  per  year. 
Barrels 


12,000  hp. 
or  8,000  kw. 
70,000,000 
140,000 


9,000  hp. 
or  6,000  kw. 
52,500,000 
105,000 


6,000  hp. 
or  4,000  kw. 
35,000,000 
70,000 


3,000  hp. 
or  2,000  kw. 
17,500,000 
35,000 


Cost 


Per 
Year 


Per 

Kw.-hr., 

Cent* 


Cost 


Per 
Year 


Per 

Kw.-hr., 

Cents 


Cost 


Per 
Year 


Per 

Kw.-hr., 

Cents 


Cost 


Per 
Year 


Per 

Kw.-hr. 

Cents 


Fuel  oost. 


Lubrication. . 
Maintenance. 


$175,000 

0.2600 

18.900 

0.0270 

30.0S0 

0.0438 

7,200 

0.0103 

$131,250 

18,900 

22,995 

7,200 


Total  direct  cost $231,760    0.3311  j $180,345 

Interest  and  amortUa-  j  I  ; 

tion !     86,400     0.1234        86,400 


Total  cost $318,160 

Coat  per  kw.-yr 39.81     !   

$1.50  oil 210,000  |  0.3000 

Total  cost '  343,160  !  0.5045 


0.4545    $266,745 
44.51 


157,500 
292,995 


$1.75  oil j  245,000    0.3500  |  183,750 

Total  cost 388,160    0.5545  i  319,245 


0.2500 
0.0360 
0.0438 
0.0137 


0.3435 


0.1646 


$2  oil !  280,000 

Total  cost $423,160 


0.4000  i  210,000 


0.5081 

0.3000 
0.5581 

0.3500 
0.6081 

0.4000 


$  87,500 

18,900 

15,330 

7,200 


0.2500 
0.0540 
0.0438 
0.0206 


$128,930     0.3684 
86.400    0.2468 


$215,330  |  0.6152 

53.89     j  

105,000  0.3000 

232,830  |  0.6652 

122,500 !  0.3500 
250,330     0.7152 


140,000 


0.6045    $345,495    0.6581  | $267,830 

1 I 1 


$  43,750 

18,900 

7,665 

7,200 


$  77,515 
86,400 


$163,915 
83.96 
52,500 
172,665 


0.2500 
0.1080 
0.0438 
0.0412 


0.4420 


0.4936 


0.9356 


0.3000 
0.9856 


61,250  0.3500 

181,415  1.0356 

0.4000        70,000.  0.4000 

0.7652    $190,165  1.0856 
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beneficial  to  themselves  as  well  as  the  company.  Instruction  is  imparted 
in  the  form  of  lectures,  reviews,  discussions,  readings,  results  of  investiga- 
tion in  mining  methods,  etc.  Lectures  are  given  every  Tuesday  evening 
and  the  meeting  lasts  one  hour.  As  the  shift  changes  every  two  weeks, 
lectures  are  repeated  for  the  benefit  of  those  who  are  on  the  night  shift. 
Those  who  attend  are  the  same  representatives  as  mentioned  at  the  mine 
foremen's  dinners.  About  75  per  cent,  of  the  men  in  the  operating  de- 
partment attend  the  mining  conference.  The  following  subjects  were 
taken  up  during  1915: 

Geology;  Classification  of  Ground;  Types  of  Machine  Rounds;  Time 
Study  in  Drilling;  Bonus  System;  Caps  and  Fuse;  Powder;  Drilling 
Machines;  Steel;  Milling. 

The  present  outline  of  subjects  for  discussion  during  the  next  five 
months  (Jan.  1  to  May  31,  1916)  is  as  follows: 

Mine  Ventilation;  Sampling;  Safety  First;  Mine  Timber;  Water  Lines; 
Costs  of  Mine  Supplies;  Leaching;  Electricity;  Smelting;  Management. 

Results 

All  the  men  in  an  official  capacity  have  become  well  acquainted  with 
each  other.  The  monthly  as  well  as  the  weekly  meetings  usually  bring 
forth  fresh  ideas,  many  of  which  are  carried  out  from  time  to  time.  For 
instance,  the  best  methods  of  putting  in  manways  were  suggested  and 
worked  out  by  bosses;  also  methods  of  repair  work  were  first  suggested 
by  bosses  and  foremen.  The  central  blacksmith's  shop  is  the  product 
of  many  suggestions  by  a  number  of  those  in  the  operating  department. 
The  same  is  true  of  the  central  sawmill,  the  ventilation  system,  the  daily 
stoping  costs,  etc.  Whatever  has  been  accomplished  in  the  way  of  re- 
duction of  costs,  or  the  working  out  of  new  things,  we  believe  has  been 
due,  in  a  large  measure,  to  the  efforts  of  the  members  of  the  various  de- 
partments in  planning  and  working  in  harmony,  which  is  really  the  result 
of  cooperative  effort. 

Discussion 

Joseph  P.  Hodgson. — As  to  "Safety  First,"  I  did  not  deal  with  that, 
but  I  will  say  that  in  1913,  the  number  of  men  killed  was  nine,  and  that 
year  the  "safety  first"  program  was  commenced;  the  next  year,  1914,  the 
number  was  reduced  to  five.  In  1915,  I  am  pleased  to  say  that  the 
number  was  reduced  to  two  in  the  Copper  Queen's  entire  property,  and 
we  have  none  so  far  this  year. 

The  Chaibman  (G.  F.  G.  Sherman,  Bisbee,  Ariz.). — 1  can  say, 
further,  that  we  have  from  eight  to  nineteen  men  per  month  incapacitated 
for  more  than  14  days.    Those  are  classified  in  this  State  as  serious 
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1.  Uninterrupted  power  service  is  essential,  as  failure  of  power  would 
entail  far  greater  losses  in  operating  revenue  than  the  interest  on  the 
cost  of  the  reserve  turbine  unit. 

2.  The  selection  of  two  6,000-kw.  rather  than  three  3,000-kw.  steam 
turbines  is  made  on  account  of  the  greater  efficiency  of  a  6,000-kw.  over 
two  3,000-kw.  units,  the  load  to  be  supplied  being  nearly  6,000-kw. 
continuously.  (In  plants  with  fluctuating  loads  which  can  be  supplied 
by  one  or  more  smaller  units  operating  in  parallel  during  different 
portions  of  the  day,  each  unit  operating  at  or  near  its  full-load  capacity, 
a  number  of  small  units  is  justified;  such  diversified  load  conditions,  how- 
ever, apply  mainly  to  central  stations  in  cities,  rather  than  mine,  mill, 
and  smelter  power  plants,  which  have  invariably  a  high  load  factor 
during  the  entire  day.) 

3.  The  reserve  boiler  capacity  would  be  an  additional  third  of  the 
boiler  capacity  in  continuous  operation,  regardless  of  size  of  turbines 
selected.  The  extra  cost  of  the  surplus  turbine  capacity  by  reason  of 
installing  two  6,000-kw.  instead  of  three  3,000-kw.  turbines  is  there- 
fore moderate  when  taking  future  power  costs  and  other  factors  into 
consideration. 

4.  The  selection  of  four  2,000-kw.  Diesel  engine  units  is  justified  on 
the  ground  that  larger  engines  are  not  any  more  efficient  in  fuel  economy, 
and  the  relatively  much  higher  cost  of  this  prime  mover1  makes  it  policy 
to  reduce  reserve  capacity  to  a  safe  minimum.  An  excessive  number  of 
small  Diesel  units  should  also  be  avoided,  as  the  cost  per  kilowatt  of  in- 
stalled power-plant  increases,  and  the  multiplication  of  cylinders,  valves 
and  engine  parts  to  be  taken  care  of  increases  maintenance  and  labor 
charges. 

The  heat  utilization  and  cooling-water  requirements  of  Diesel  engines 
and  steam  turbines  at  full  load  are  graphically  shown  in  Fig.  2  for  units 
of  2,000  hp. 

In  general,  the  selection  of  either  type  of  prime  mover  will  be  governed 
by  the  following  economic  considerations: 

1.  Fuel  is  of  chief  influence  on  the  total  power  cost  where  both  the 
B.t.u.  price*  and  load  factor  are  high.  These  conditions  favor  the  use  of 
the  Diesel  engine. 

2.  Interest  and  redemption  (amortization)  are  of  chief  influence  on 
the  total  power  cost  with  low  B.t.u.  price  and  low  load  factor;  this  applies 

1 A  Diesel  engine  with  its  direct-connected  compressor,  alternator  and  exciter  is  a 
complete  prime  mover,  and  should  be  compared  with  a  complete  steam-power  plant 
comprising  boiler  and  condenser  equipment,  turbine  and  generator.  Diesel  engines 
are  simple  in  that  the  installation  is  compact,  comprising  few  parts,  and  occupying 
only  about  50  to  60  per  cent,  of  the  space  of  a  steam-turbine  installation  of  like 
power. 

*By  B.t.u.  price  is  meant  the  price  or  cost  for  a  given  number  of  B.t.u.,  say  1,000,- 
000  B.t.u.,  all  fuel  prices  being  reduced  to  this  standard  of  comparison. 
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particularly  to  stand-by  plants,  which  are  operated  only  occasionally  or 
have  to  supply  recurring  peak  loads.  The  installation  cost  of  such  plants 
must  be  kept  as  low  as  possible  so  as  to  avoid  heavy  capital  charges  dis- 
tributable over  a  relatively  small  kilowatt-hours  output  of  the  station. 
Such  conditions  favor  the  steam  turbine. 

3.  Exceptions  to  (2)  are  cases  where  the  constant  and  instant  readi- 
ness of  the  Diesel  engine  give  it  preference,  and  installation  cost  is  of 
secondary  importance.  Here  we  would  have  to  balance  the  cost  of  keep- 
ing boilers  under  steam  continuously  against  the  difference  of  interest 
charges  of  steam-turbine  and  Diesel  engine  plants. 
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Fid.  2. — Comparative  Efficiencies  of  Steam  Turbines  and  Diesel  Engines 

of  2,000  Effective  Horsepower. 


4.  Power  plants  located  at  the  source  of  the  fuel,  either  in  the  oil 
fields,  or  at  the  coal  mine,  and  therefore  enjoying  the  advantages  of  a 
vory  cheap  fuel  supply,  will  select  prime  movers  costing  least  to  install, 
i.?,.t  fttuarn  turbines,  since  fuel  expenditures  will  weigh  less  than  interest 
find  redemption  charges. 

ft,  In  many  cases  combination  plants  using  Diesel  engines  for  supply- 
ing the  continuous  and  nearly  constant  main  load,  and  steam  turbines 
tor  fiirnirihirig  periodically  occurring  peaks  by  the  use  of  high-duty 
trailer*  with  large  water  and  steam  spaces,  capable  of  being  forced  when 
r ieee««/i ry ,  will  pro ve  most  profitable.  Thus, as  an  example,  the  periodical 
pwik*  produced  in  hoisting  may  be  taken  care  of  by  a  turbine  floating  on 
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the  line  and  operating  in  parallel  with  Diesel  engines  that  supply  the 
main  load  and  operate  constantly  at  or  near  full  load. 

6.  Steam  power  will  remain  the  cheapest  power  wherever  waste-heat 
gases  are  available,  as,  for  instance,  gases  from  reverberatory  smelting 
furnaces,  where  nearly  one-half  of  the  fuel  used  in  smelting  can  be 
utilized  for  steam  generation.  Nearly  3,000,000  B.t.u.  for  every  ton  of 
charge  smelted  are  thus  available  for  steam  generation,  or  about  150  hp.- 
hr.  per  ton  of  charge. 

7.  Up  to  capacities  of  1,000-hp.  steam  turbines  can  compete  with 
Diesel  engines  only  in  special  cases,  such  as  supplying  exhaust  steam  for 
heating  purposes.  For  such  small  units,  particularly  for  greatly  varying 
loads,  high-grade  reciprocating  steam  engines  are  preferable.  For  larger 
plants,  from  1,000  to  10,000  kw.  capacity,  careful  analysis  must  be 
made  of  the  relative  advantages  of  Diesel  engines  and  turbines,  a  knowl- 
edge of  the  load  factor,  fuel  prices  and  water  conditions  being  necessary. 
Power  plants  larger  than  10,000  kw.  using  units  from  6,000  kw.  upward, 
preferably  use  steam  turbines,  unless  a  combination  of  high  load  factor, 
high  fuel  cost,  and  poor  water  conditions  favor  a  Diesel  plant.  This  is 
a  combination  of  special  conditions  not  frequently  met. 

Fuel  Costs 

In  comparing  prices  of  different  kinds  of  fuel,  such  as  gas,  coal, 
or  liquid  fuels,  it  is  well  to  reduce  all  fuel  prices  to  a  common  basis  of 
absolute  cost  for  1,000,000  B.t.u.  We  have,  then,  for  the  cost  of  1,000,000 
B.t.u.  transformed  into  mechanical  work: 

Cost  of  1,000,000  B.t.u. 

Over-all  thermal  efficiency  of  plant 

and  the  fuel  cost  per  brake  horsepower-hour  = 

Cost  of  1,000,000  B^t.u.  X  2,545 

Over-all  thermal  efficiency  X  1,000,000 

Knowing  the  thermal  efficiencies  of  different  prime  movers,  we  can 
then  arrive  at  the  absolute  fuel  cost  of  each  per  brake  horsepower-hour 
with  different  kinds  of  fuel.  Thermal  efficiencies  of  steam  engines  and 
turbines  vary  from  6  per  cent,  operating  simple  and  non-condensing  to 
16  per  cent,  with  large  units,  depending  on  size,  and  operating  condi- 
tions; and  of  Diesel  engines  from  30  to  35  per  cent.,  at  full  load.  Thus, 
for  a  steam  plant  with  a  12  per  cent,  efficiency,  an  absolute  heat  price 
of  12c.  for  1,000,000  B.t.u.  comes  to  100c.  for  every  1,000,000  B.t.u. 
turned  into  effective  mechanical  work,  whereas  for  a  Diesel  engine  plant 
with,  say  30  per  cent,  efficiency,  1,000,000  B.t.u.  transformed  into  effect- 
ive mechanical  work  would  cost  only  40c,  and  the  respective  costs 
per  brake  horsepower-hour  would  be  0.2545c.  and  0.1018c. 
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IM2  J2.ll  UM  *U8  JB.60 

Fuel  Price* 
Oil  Coeta  Bued  on  1  Bbl.  ContuDing  8.000,000  B.  t.  u. 
Co«l  Cost*  Baled  Mil  lb.  Conttining  12,000 »nd  14,000  B.  t.  u. 

Fio.  3.— Diagram  Showing  Comparative  Power  Costs  of  Steam  Tubbims  and 
Diesel  Engine  Plants  at  Given  Plant  Cost,  Fuel  Price,  and  Load  Factor. 
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Where  a  supply  of  liquid  fuel  is  available,  the  sound  economic  applica- 
tion of  steam  turbine  and  Diesel  engine  is  determined  by  fuel  prices,  and 
load  factor.  The  graph  in  Fig.  3  shows  at  a  glance  whether  a  steam 
turbine  or  a  Diesel  engine  power  plant  is  in  place  with  a  given  fuel  price 
and  load  factor.  The  abscissae  denote  absolute  fuel  prices  for  each 
1,000,000  B.t.u.  These  prices  are  translated  into  corresponding  fuel 
prices  per  short  ton  (2,000  lb.)  of  bituminous  coal  having  a  fuel  value 
of  12,000  and  14,000  B.t.u.  per  pound  and  per  barrel  of  oil  containing 
6,000,000  B.t.u.  The  ordinates  denote  costs.  The  power  costs  repre- 
sented by  the  curves  include  capital  costs  and  fuel  costs,  but  not  operat- 
ing labor,  this  being  about  the  same  for  either  type  of  plant,  except  for 
very  large  steam-turbine  plants  with  units  above  6,000  kw.,  which  require 
less  operating  labor  than  Diesel  engines  and  with  which  the  latter  can 
compete  only  under  special  conditions.  The  capital  charges  cover 
interest,  amortization  and  maintenance,  and  are  taken  as  15  per  cent,  of 
the  cost  per  kilowatt  of  installed  plant  capacity,  which  is  for  a  complete, 
modern  power  plant  with  prime  movers,  switchboard  equipment,  and 
building,  including  necessary  accessories,  but  without  transformers  or 
transmission  line.  The  installation  costs  varying  with  size  of  plant  and 
locality,  three  different  costs  per  kilowatt  of  installed  capacity  are  con- 
sidered for  each  type  of  prime  mover.  For  the  turbine  plant,  $60,  $80, 
$100,  and  for  the  Diesel  plant  $100,  $120,  and  $140;  15  per  cent,  of  these 
respective  amounts  are  the  capital  charges  added  to  the  fuel  costs,  the 
curves  marked  "full  load"  showing  the  combined  cost  per  kilowatt-year 
(8,760  kw.-hr.)  of  fuel  and  capital  charges,  the  cost  per  kilowatt-year 
being  shown  in  dollars  in  the  ordinates. 

The  curves  marked  "quarter  load"  cover  fuel  cost  for  one-fourth 
kw.-year  (or  2,190  kw.-hr)  and  the  same  capital  charges  as  for  full 
load;  to  arrive  at  the  cost  per  kilowatt-year  (8,760  kw.-hr.)  at  quarter 
load,  the  amount  shown  in  dollars  must  be  multiplied  by  four.  This 
product  divided  by  8,760  will  give  the  true  cost  per  kilowatt-hour  gener- 
ated at  quarter  load. 

Any  other  fractional  load  cost  can  be  obtained  by  interpolation. 
An  example  will  best  illustrate  the  use  of  the  graph:  With  a  turbine 
plant  costing  $60  per  kw.  of  capacity  and  a  Diesel  plant  $100,  the  curve 
marked  "steam  turbine  $60  kw.  full  load  16  per  cent,  efficiency," 
will  be  seen  to  intersect  the  curve  "Diesel  $100  per  kw.  full  load  32  per 
cent,  efficiency"  at  a  fuel  cost  of  6c.  per  1,000,000  B.t.u.  and  the  cost 
per  kilowatt-year  (8,760  kw.-hr.)  is  $21.  Under  these  conditions,  the 
costs  being  equal  for  both  prime  movers,  it  would  not  pay  to  use  a  Diesel 
plant,  a  turbine  plant  having  certain  mechanical  advantages.  To  the 
right  of  the  intersection  of  these  two  curves,  i.e.,  with  an  increase  in  the 
price  of  fuel,  the  Diesel  engine  is  the  more  economical  prime  mover. 
Assuming  a  20c.  fuel  cost  per  1,000,000  B.t.u.,  we  find  a  cost  of  $35  per 


170  DIESEL  ENGINES  VERSUS  STEAM  TURBINES 

kw.-year  at  full  load  for  the  Diesel  plant,  and  $49  for  the  turbine  plant 
(16  per  cent,  efficiency),  the  difference  of  $14  representing  the  fuel  saving 
per  kilowatt-year  of  the  Diesel  plant  under  full-load  conditions,  A 
plant  of  2,000  kw.  would  save  $28,000  per  year.  The  corresponding 
curves  marked  one-fourth  load  will  be  seen  to  intersect  at  a  fuel  cost 
of  13Mc  per  1,000,000  B.t.u.  and  a  cost  of  $19.20  for  2,190  kw.-hr. 
(%  load).  The  kilowatt-year  at  quarter-load  conditions  would  cost 
1  X  $19.20  =  $76.80.  In  this  case,  Diesel  engines  would  only  pay  if  the 
fuel  costs  were  higher  than  13Mc.  per  1,000,000  B.t.u.  The  divergence 
to  the  right  between  these  curves  indicates  the  fuel  saving  above  capital 
charges  for  the  Diesel  engine  (or,  to  the  left,  saving  in  capital  charges 
above  fuel  saving,  with  turbines)  per  kilowatt  at  quarter  load.  At  20c. 
for  1,000,000  B.t.u.,  this  divergence  showH  ($24-$21.20)  a  net  saving  of 
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Load  in  Diesel  Engine  Plants. 


$2.80  for  the  Diesel  plant  per  kilowatt-year,  for  each  2,190  kw.-hr.  per  year 
{i4  load).  For  75  and  50  per  cent,  load  factor,  the  critical  fuel  prices 
can  be  ascertained  by  taking  the  difference  between  those  at  quarter  and 
full  loads,  and  adding  two-thirds  of  this  difference  to  the  amount  corre- 
sponding to  quarter  load  to  arrive  at  75  per  cent,  load,  and  adding  one- 
third  of  the  difference  to  the  amount  for  quarter  load  to  arrive  at  50  per 
cent.  load.  Any  other  critical  fuel  prices  for  other  load  conditions  can 
be  easily  ascertained  by  interpolation. 

It  will  be  seen  that  curves  based  on  12  and  16  per  cent,  efficiency  of 
steam-turbine  plants  are  given.  The  higher  figure  is  secured  only  with 
large  units  in  sizes  from  10,000  kw.  upward.  (These  refer  to  the  over-all 
efficiency  of  the  entire  power  plant.)  For  smaller  units,  up  to  2,000  kw., 
12  per  cent,  represents  good  average  practice.  How  a  decrease  in 
thermal  efficiency  favors  the  Diesel  engine  is  strikingly  shown  by  the 
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It  is  hoped  that  the  above  notes  will  be  found  helpful  to  those  having 
to  select  the  most  economical  prime  mover  to  meet  certain  conditions, 
either  turbines  or  Diesel  engines  having  a  wide  field  of  usefulness;  a  com- 


Noij-s indenting  and  Plant        Engine      Engine 

Pia.  0. — Thermal  Balance  op  Different  Heat  Engines. 

bination  of  both  types  often  best  meets  particular  conditions.  The 
selection  should  be  governed  by  the  above  discussed  economic  considera- 
tions, the  most  important  of  which  will  always  be  the  fuel  price  and  load 
factor. 
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Discussion 

George  W.  Hawkins,  Tucson,  Ariz,  (communication  to  the  Secre- 
tary*).— The  paper  by  Mr.  Haas  will  no  doubt  be  followed  with  consid- 
erable interest,  as  it  covers  the  power-plant  problem  in  quite  a  compre- 
hensive way,  including  not  only  the  usual  operating  costs  but  also  the 
fixed  charges  on  the  investment,  and  for  load  factors  ranging  all  the  way 
from  25  to  100  per  cent,  and  fuel  oil  ranging  from  $1.25  to  $2  per  barrel. 
The  very  fact,  however,  that  his  paper  does  cover  such  a  wide  range  of 
conditions,  makes  it  the  more  imperative  that  any  conclusion  drawn 
from  his  analysis  be  very  carefully  considered  for  any  specific  case,  for  in 
making  such  analysis  the  type  of  prime  mover  and  size  must  be  selected 
for  some  one  condition  which  might  not  be  the  proper  selection  had  some 
other  condition  been  assumed  as  the  basic  one,  resulting  in  an  unfavorable 
comparison  under  all  conditions  except  that  condition  assumed. 

From  the  reasons  given  by  the  author  for  his  selection  of  the  large 
turbine  units,  it  is  evident  he  had  in  mind  very  high  load  factors,  ranging 
from  75  to  100  per  cent.,  and  high  fuel  cost.  Under  these  particular 
conditions,  then,  his  comparison  would  be  a  fair  one,  but  any  comparison 
for  different  conditions  than  these,  such  as  low  load  factors,  or  low  fuel 
cost,  would  be  very  unfair,  for  in  the  latter  case  the  plant  should  be 
designed  along  entirely  different  lines,  resulting  in  different  first  cost  and 
operating  expense.  That  this  criticism  is  a  just  one  is  evident  from  his 
tabulation  of  power  costs,  for  according  to  that  tabulation  the  lower  the 
load  factor  the  greater  is  the  difference  in  operating  costs  in  favor  of  the 
Diesel  engines.  For  example:  With  oil  at  $1.25  per  barrel,  at  6,000-kw. 
load  the  difference  in  total  operating  costs  between  the  steam  plant  and 
the  Diesel  plant  is  0.217c.  per  kilowatt-hour  in  favor  of  the  Diesel  plant, 
whereas  at  one-quarter  load  this  difference  has  increased  to  0.342c.  per 
kilowatt-hour  in  favor  of  the  Diesel  plant.  This  being  contrary  to  the 
generally  accepted  opinion  and  also  to  his  own  statement  that  high  load 
factor  and  high  price  of  fuel  are  conditions  which  favor  the  Diesel  engine, 
leads  one  to  make  a  careful  analysis  of  the  basis  of  his  figures. 

Diesel  Engines 

Selection  of  Units 

The  full-load  plant  capacity  is  stated  as  6,000  kw.  in  three  units  with 
one  unit  to  serve  as  a  standby.  Inasmuch  as  it  would  be  necessary  to 
operate  all  of  the  units  to  get  8,000  kw.,  leaving  no  spare  (which  is  not 
considered  safe  practice  with  Diesel  engines),  the  comparison  of  the  steam 
plant  and  Diesel  engine  plant  at  8,000  kw.  must  be  eliminated.     With  the 
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steam  plant  as  selected  it  would  be  possible  to  operate  continuously  at 
8,000  kw.,  but  not  with  the  Diesel  plant.  The  comparison,  therefore! 
should  be  limited  to  an  output  of  6,000  kw.,  4,000  kw.  and  2,000  kw. 

The  author  has  selected  units  rated  at  2,000  kw.  each,  these  being 
of  the  vertical,  single-acting,  two-cycle  type.  The  writer  has  carefully 
followed  the  development  of  Diesel  engines  in  this  country  and  does  not 
know  of  a  single  installation  having  this  size  unit.  Two  of  the  largest 
Diesel  engine  builders  take  the  position  that,  in  the  present  state  of  the 
art,  they  would  not  attempt  to  put  out  units  over  1,000  kw.  Up  to  date 
the  largest  units  in  the  United  States  are  those  at  Tyrone,  installed  by 
Nordberg  Mfg.  Co.,  which  are  rated  at  1,250  b.hp.,  or  800  kw.  It  is 
possible,  of  course,  to  build  larger  engines  than  the  above  by  simply  mul- 
tiplying cylinders,  maintaining  the  same  horsepower  per  cylinder.  This, 
however,  does  not  reduce  cost,  except  for  generators,  nor  does  it  reduce 
operating  expense.  From  the  author's  fourth  reason  (given  on  page  165) 
for  the  selection  of  this  size  unit,  it  is  evident  he  figures  on  a  unit  having 
greater  horsepower  per  cylinder.  While  it  is  true  that  in  Europe  units  in 
excess  of  2,000  hp.  have  been  built  in  the  two-cycle  type,  they  are  not 
considered,  6ven  by  the  manufacturers,  to  be  out  of  the  experimental 
stage;  nevertheless,  they  have  gained  some  experience  in  the  manufacture 
and  operation  of  these  large  units,  which  experience  would  not  be  of  much 
value  to  American  builders,  as  the  possession  of  suitable  patterns  and  in- 
structions is  not  sufficient  to  insure  successful  construction  of  Diesel 
engines,  practical  shop  knowledge  of  construction  being  just  as  important 
in  turning  out  successful  engines  as  proper  design.  This  size  unit  is 
therefore  entirely  out  of  the  question  for  adoption  in  mining  plants  or 
any  plants  where  reliability  is  a  prime  necessity.  Therefore,  engines  must 
be  selected  not  larger  than  1,000-kw.  capacity.  There  would  then  be  six 
1,000-kw.  units  for  the  load,  with  two  spares,  giving  a  total  installed 
capacity  of  8,000  kw. 

Cost  of  Plant 

Based  on  the  use  of  large  units,  the  author  has  assumed  a  total  plant 
cost  of  $90  per  kilowatt.  As  smaller  units  are  now  being  considered,  the 
plant  cost  will  have  to  be  considerably  revised. 

The  writer  has  seen  estimates  of  costs  of  various  plants  ranging 
from  $110  to  $140  per  kilowatt,  depending  upon  size  of  unit,  location, 
etc.  The  author,  in  a  previous  paper  appearing  in  the  Engineering  and 
Mining  Journal  of  Apr.  26,  1913,  gives  the  cost  for  a  plant  of  1,400  kw. 
as  $135  per  kilowatt,  this  being  based  on  450-kw.  units.  Owing  to  the 
fact  that  the  units  under  consideration  here  are  larger  and  the  plant  itself 
of  larger  capacity,  the  writer  believes  that  $110  to  $120  per  kilowatt  would 
be  considered  a  fair  estimate  of  the  cost  of  this  plant,  this  cost  including 
not  only  the  engines  and  generators,  but  the  piping,  foundations,  oil 


HERBERT  HAAS  175 

tanks,  crane,  building,  jacket  water,  cooling  system,  etc.  The  installed 
cost  of  this  plant  would  then  be  between  $880,000  and  $960,000  as  against 
the  author's  first  cost  of  $720,000. 

Fixed  Charges    ' 

Fixed  charge  of  12  per  cent.,  consisting  of  interest  at  6  per  cent., 
amortization  at  6  per  cent.,  has  been  assumed  by  Mr.  Haas.  The  amor- 
tization', or  sinking-fund  figure,  is  based  upon  15  years'  life  of  plant,  sink- 
ing fund  bearing  4%  per  cent,  interest.  The  life  of  the  Diesel  engine  is 
an  unknown  factor,  the  present  engines  having  been  developed  within 
comparatively  recent  years.  The  proper  amount  to  figure  for  sinking 
fund  is  therefore  merely  an  intelligent  guess.  Some  Diesel  engine 
builders  figure  that  there  should  be  an  allowance  made  to  cover  the  entire 
replacement  of  the  Diesel  engines  every  9  or  10  years. 

As  against  this,  the  life  of  the  steam  plant  is  well  known.  Steam 
plants  are  in  good  operating  condition  20  to  25  years  after  installation, 
and  the  steam  turbine  has  been  perfected  to  such  a  degree  that  it  is  not 
likely  that  there  will  be  any  radical  departure  from  present  types  for  a 
good  many  years  to  come.  Whatever  figure  is  used  for  the  assumed 
life  of  the  Diesel  engine  plant,  the  life  of  the  steam  plant  should.be  figured 
at  least  50  per  cent,  longer.  If  15  years  is  assumed  for  the  Diesel  engine, 
resulting  in  a  sinking  fund  of  6  per  cent,  with  money  reinvested  at  4% 
per  cent.,  25  years  should  be  figured  for  the  steam  plant,  giving  a  sinking 
fund  of  2.25  per  cent.,  or  3.75  per  cent,  greater  fixed  charges  for  the  Diesel 
plant  than  for  the  steam.  Considering  that  the  first  cost  is  about  33% 
per  cent,  higher  than  assumed  by  the  author,  the  increase  in  this  item  of 
fixed  charges  is  a  very  material  one. 

Fuel 

Fuel  cost  is,  of  course,  the  largest  item  of  expense  at  high  load  factors, 
and  any  wrong  assumption  in  this  item  would  affect  results  very  mate- 
rially. The  author  has  used  a  figure  of  0.64  lb.  of  oil  per  kilowatt  hour 
in  arriving  at  his  full-load  fuel  cost,  and  in  fact,  his  fractional-load  fuel 
cost.  This  figure  is  about  what  builders  usually  guarantee  for  four- 
cycle engines,  and  it  may  be  obtained  on  acceptance  tests,  but  there  is 
of  necessity  always  a  falling  down  in  actual  operation  from  the  test 
results,  due  to  the  method  of  operation,  the  way  engines  are  kept  up, 
etc.  The  fuel  consumption,  therefore,  under  normal  operation,  even 
when  the  plant  is  new,  would  be  at  least  5  per  cent,  higher.  Owing  to 
the  excessively  high  pressure  used  in  Diesel  engines,  any  slight  wear  of 
cylinder  would  reduce  economy  very  materially  due  to  the  enormous 
leakage  possible,  and  hence,  the  average  economy  over  the  life  of  plant 


176  DIESEL  ENGINES  VERSUS  STEAM  TUBBINES 

is  likely  to  be  considerably  poorer  than  for  the  first  few  months  of 
operation. 

Owing  to  the  very  short  time  the  Diesel  type  of  plant  has  been  in 
operation,  it  is  impossible  to  tell  just  what  this  falling  off  in  economy 
would  be  from  operation  the  first  few  months,  but  that  there  will  be  such 
a  falling  off  is  certain.  However,  this  is  not  being  considered  in  this 
analysis.  Engines  of  this  large  size,  however,  would  probably  be  of  the 
two-cycle  type,  which  is  not  as  economical  as  the  four-cycle.  The  author 
makes  the  statement  in  the  former  paper  referred  to  that  the  two-cycle 
engines  have  fully  10  per  cent,  higher  fuel  consumption  than  the  four- 
cycle engines,  making  the  actual  operating  economy  0.736  lb.  per  kilo- 
watt-hour. His  fuel  consumption,theref ore,  should  be  15  per  cent,  higher 
than  he  has  figured. 

Further,  he  has  assumed  that  plant  would  operate  on  ordinary  fuel 
oil  running  320  lb.  per  barrel.  Diesel  engine  manufacturers  are  willing 
to  guarantee  operation  with  heavy-gravity  fuel  oils,  but  except  in  a  few 
instances,  even  where  such  guarantees  have  been  made,  the  owners  have 
after  a  short  trial  gone  to  the  lighter-gravity  oils,  owing  to  the  heavy 
cost  and  trouble  of  keeping  engine  in  running  condition.  To  "be  perfectly 
safe,  therefore,  in  deciding  type  of  prime  mover,  one  should  not  base 
operating  costs  on  the  use  of  heavy-gravity  oils,  and  as  the  lighter  oils 
run  from  15  to  20c.  per  barrel  more  than  the  heavy  oils  in  common  use 
in  steam  stations,  and  run  considerably  lighter  per  barrel,  as  low  as  285 
or  300  lb.,  there  is  the  possibility  of  further  increase  in  the  cost  of  fuel  oil 
over  that  assumed  by  the  author.  The  additional  fuel  cost  at  full  load 
would  therefore  be  at  least  $20,000  greater  than  given  by  the  author,  and 
may  run  as  much  as  $46,000  greater  if  the  lighter-gravity  oils  should  be 
adopted  for  the  Diesel  plant.  In  this  analysis,  however,  it  is  assumed 
that  fuel  oil  can  be  used. 

The  above  applies  to  full-load  operation.  At  fractional  loads  there 
will  be  a  falling  off  in  economy  of  the  Diesel  engine  in  the  same  way  that 
there  is  for  steam  turbines.  Theoretically,  it  would  be  possible  to  get 
full-load  economy  at  any  of  the  fractional  plant  loads  due  to  the  number 
of  small  units,  enabling  the  units  in  service  to  be  operated  at  practically 
rating.  This  is  not  practical  working  condition,  however,  as  Diesel 
engines  have  a  fixed  overload,  and  on  a  swinging  load  it  would  not  be 
possible  to  have  in  service  just  the  proper  number  of  units  theoretically 
required.  This  would  mean  that  the  units  in  service  would  be  operated 
at  fractional  loads,  in  which  case  the  economy  would  drop  off  quite 
materially,  the  same  as  with  any  type  of  prime  mover. 

Maintenance  and  Lubrication 

The  next  item  of  importance  is  maintenance.  The  author  has 
assumed  maintenance  as  1  per  cent,  of  the  plant  cost.     This  cannot  be 
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based  on  actual  operating  costs  in  this  country  for  any  lengthened 
period,  as  no  plants  of  any  size  have  been  in  operation  long  enough  to 
give  any  reliable  records.  It  would  be  like  assuming  the  average  main- 
tenance cost  of  an  automobile  from  the  records  of  the  first  few  months  of 
its  operation.  On  the  other  hand,  it  may  be  this  is  based  on  operation 
in  European  countries.  However,  considering  the  difference  in  price  of 
labor,  price  of  material,  class  of  labor,  etc.,  it  is  practically  impossible 
to  make  proper  adjustment  to  arrive  at  a  figure  for  operation  in  the  United 
States.  The  safer  plan  would  be  to  investigate  maintenance  costs  of 
actual  plants  in  the  United  States,  increasing  these  items  to  cover  average 
maintenance  over  the  period  of  the  life  of  plant,  and  then  make  any 
adjustment  necessary  for  more  favorable  conditions  in  this  plant. 

In  the  author's  article  in  the  Engineering  and  Mining  Journal  he 
assumes  a  figure  which  is  3  per  cent,  of  the  first  cost  of  the  plant  for  main- 
tenance, making  the  statement  that  the  figure  is  based  on  prolonged  cost 
records  of  Diesel  engine  power  plants.  The  writer  has  in  mind  two  plants 
of  fairly  good  size  where  the  first  2  years'  operation  was  even  higher  than 
this,  and  it  is  safe  to  assume  that  the  maintenance  cost  would  increase  as 
the  plant  gets  older. 

The  cost  of  lubrication  is  one  that  varies  widely,  depending  upon  the 
design  of  engine,  care  and  operation,  etc.,  varying  all  the  way  from  one- 
fourth  to  one-eighth  of  the  fuel  bill,  so  that  the  figure  given  by  the  author 
can  be  considered  as  a  general  average,  although  it  might  mount  up  to  a 
considerably  higher  figure. 

Labor 

The  item  of  labor,  considering  the  greater  number  of  units,  will  be 
higher  than  assumed  by  Mr.  Haas.  In  addition  to  the  engineer  and  his 
assistants  and  electrical  operators,  there  should  be  one  oiler  for  two 
engines,  which  would  make  nine  oilers  per  24-hr.  period.  This  adds  a 
considerable  amount  to  the  labor  rate. 

Steam  Plant 

Selection  of  Units 

Mr.  Haas  says  that  his  reason  for  selecting  6,000-kw.  turbines  is 
the  superior  economy  of  the  6,000-kw.  turbine  over,  say,  a  3,000-kw. 
turbine,  which  justified  the  very  much  heavier  first  cost.  This  is  the 
proper  way  to  select  size  of  unit,  but  it  can  apply  only  to  one  particular 
assumed  condition.  If  the  plant  is  to  run  at  100  per  cent,  load  factor 
the  superior  economy  of  the  6,000-kw.  unit  will  offset  the  fixed  charges 
on  the  greater  investment,  but  if  the  plant  is  to  operate  at  one-half,  one- 
third  or  one-quarter  load,  the  selection  of  a  6,000-kw.  unit  may  be  a 
very  bad  one,  for  the  total  operating  cost  might  figure  out,  much  lower 
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with  a  smaller  unit  because  of  superior  economy  at  the  load  considered 
and  lower  first  cost  due  to  smaller  installed  capacity. 

Cost  of  Plant 

Assuming  that  his  selection  of  6,000-kw.  turbines  is  the  proper  one, 
his  plant  cost  is  about  right,  but  if  plant  were  to  operate  at,  say,  one- 
half  load  or  one-third  load,  an  investigation  of  the  total  operating  cost 
would  probably  lead  to  the  selection  of  two  3,000-kw.  units  to  carry 
the  load  with  one  spare,  or  a  total  installed  capacity  of  9,000  kw.  against 
an  installed  capacity  of  12,000  kw.,  resulting  in  the  plant  costing  probably 
25  per  cent,  less  than  assumed  by  Mr.  Haas. 

Fixed  Charges 

As  stated  above,  if  life  of  the  Diesel  plant  is  considered  as  15  years, 
the  life  of  the  steam  plant  ought  to  be,  for  fair  comparison,  assumed  at 
25  years,  resulting  in  3.75  per  cent,  lower  fixed  charge  for  the  steam  plant 
than  for  the  Diesel  plant. 

Fuel 

While  the  assumed  steam-plant  economy  checks  with  average  practice, 
it  is  not  by  a  good  large  percentage  as  high  as  is  actually  being  obtained 
in  some  recent  plants  under  daily  operating  conditions  with  units  of 
approximately  the  same  size  as  assumed  here,  this  increase  in  economy 
being  obtained  by  advance  in  boiler  design — allowing  increased  steam 
pressure  and  higher  superheat — the  use  of  steel-encased  boilers,  the  use 
of  automatic  oil  firing — giving  better  furnace  regulation — the  use  of 
properly  designed  cooling  system,  and  the  advance  in  condenser  design 
allowing  higher  vacuums,  etc.  These  are  not  merely  possible  improve- 
ments in  steam-plant  design,  but  they  have  actually  been  incorporated 
in  some  existing  plants,  resulting  in  the  high  economy  stated.  Even 
these  economies  can  be  exceeded  where  plant  is  installed  at  seaboard 
where  colder  condenser  water  is  available,  giving  higher  vacuum,  and 
consequently  better  economy  of  prime  mover. 

Further,  it  is  just  as  easy  to  burn  a  lower-gravity  oil  as  to  burn  lighter 
oils,  the  low-gravity  oils  running  greater  weight  per  barrel  and  costing 
the  same,  or  slightly  less.  On  the  other  hand,  it  would  not  be  wise  to 
use  this  low-gravity  oil  for  Diesel  engines. 

The  fuel  item,  then,  could  easily  be  as  much  as  20  per  cent,  lower  than 
assumed  by  the  author,  which  would  mean  practically  $52,000  smaller 
yearly  fuel  bill  at  rated  load.  When  operating  at  the  lower  loads,  his 
fuel  bill  is  still  further  off  because,  as  explained  above,  for  a  plant  operat- 
ing under  these  conditions  one  would  not  think  of  installing  a  one-unit 
plant,  and  hence,  although  the  smaller  unit  would  have  a  lower  economy, 
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it  would  be  operating  at  full  load  and  therefore  at  better  economy  than 
the  large  unit  at  fractional  load.  For  this  reason,  the  fuel  items  at  frac- 
tional loads  are  far  too  high,  resulting  in  an  unfair  comparison. 

Maintenance,  Etc. 

The  maintenance  item  of  a  steam  turbine  plant  is  one  of  the  smaller 
items  of  cost,  as  it  simply  means  the  expense  of  cleaning  boilers,  small 
miscellaneous  apparatus,  and  an  occasional  repair,  so  that  the  figure  Mr. 
Haas  has  used  is  exceedingly  ample. 

The  water  bill,  of  course,  is  much  higher  than  for  Diesel  plants,  but 
it  is  not  such  an  item  as  to  have  very  much  weight  in  the  decision  of  the 
type  of  plant  to  be  installed;  that  is,  as  far  as  the  cost  of  it  is  concerned. 
The  question  of  sufficient  supply  is  an  entirely  different  matter. 

The  labor  cost  of  operating  a  steam  plant  is  less  than  for  a  Diesel, 
as  a  steam  plant  requires  very  little  attention  compared  with  a  Diesel 
engine;  and  with  an  oil-fired  plant  and  automatic  system  of  oil  firing, 
the  boiler  room  labor  is  cut  down  to  a  minimum. 

Diesel  and  Turbine  Plant  Diagrams 

In  addition  to  the  tabulated  analysis,  Mr.  Haas  submits  diagrams, 
Fig.  3,  showing  diagrammatically  the  relation  between  the  operating 
costs  of  steam  turbine  plants  and  Diesel  engine  plants  at  various  effi- 
ciencies, fuel  costs  and  load  factors.  These  diagrams  are  quite  mis- 
leading in  that  they  do  not  include  all  the  operating  costs.  The  reason 
given  by  the  author  for  omitting  these  is  that  the  remaining  operating 
costs  are  either  of  small  moment  or  practically  the  same  for  both  types 
of  plants.  This  is  not  true,  as  both  maintenance  and  lubrication  of  the 
Diesel  plant  are  excessively  high  and  have  no  parallel  in  the  steam  plant. 
He  states  that  lubrication  alone  varies  from  $2  to  $4  per  kilowatt-hour. 
The  maintenance  item  will  also  run  about  the  same  rate,  so  that  if  these 
items  were  included  it  would  make  quite  a  difference  in  the  comparison. 

Further,  the  quarter-load  comparison  is  unfavorable  to  the  steam 
plant  on  account  of  the  efficiency  assumed.  Checking  back  from  some- 
of  the  figures,  it  is  found  that  the  economy  at  quarter  load  is  reduced 
about  50  per  cent,  over  what  it  is  at  full  load.  This  would  probably 
be  true  if  a  one-unit  plant  were  used,  but  as  explained  above,  under  such 
operating  conditions  a  two-  or  three-unit  plant  would  be  selected,  and  the 
economy  would  then  not  be  more  than  15  per  cent,  to  20  per  cent,  poorer 
than  the  plant  operating  at  full  load. 

Conclusion 

The  writer  has  made  some  figures  corrected  along  the  above  lines 
which  show  that  the  operating  costs  of  both  types  of  plant  are  materially 
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different  from  those  given  by  the  author.  At  6,000-kw.  output,  which 
is  considered  full  rating  of  the  plant,  the  total  operating  cost  per  year  for 
the  Diesel  engine  plant  is  $345,000  and  for  the  steam  plant  $305,000, 
making  0.657c.  per  kilowatt-hour  for  the  Diesel  plant  and  0.58c.  per 
kilowatt-hour  for  the  steam  plant.  One  hundred  per  cent,  load  factor, 
however,  is  only  a  theoretical  condition  and  is  seldom,  if  ever,  obtained 
in  practice,  if  units  are  properly  selected  when  installing  plant.  Three- 
quarters  load,  or  4,500-kw.  output,  represents  more  nearly  an  operating 
condition,  but  under  this  condition  it  is  still  more  favorable  to  the  steam 
plant,  the  cost  per  kilowatt-hour  for  the  Diesel  plant  being  0.76c.  and 
for  the  steam  plant  0.65c. 

The  above  is  based  upon  using  the  same  grade  of  fuel  oil  for  both  the 
steam  plant  and  the  Diesel.  If  lighter-gravity  oils  were  used  for  the 
Diesel,  the  operating  cost  of  the  Diesel  plant  would  be  still  greater,  and 
this  is  always  a  possibility  as  this  point  is  not  yet  beyond  question. 

Summing  up  the  above  arguments,  the  author's  paper  is  shown  to  give 
an  untrue  comparison  of  the  relative  operating  costs  of  the  two  types  of 
prime  mover,  on  account  of: 

1.  Selecting  Diesel  engines  of  far  larger  rating  than  have  ever  been 
put  into  successful  use. 

2.  First  cost  of  plant  too  low,  resulting  from  this  selection  of  units. 

3.  Assuming  actual  operating  economy  equivalent  to  builders'  guar- 
antees and  not  reducing  this  to  cover  results  obtained  in  actual  oper- 
tion. 

4.  Maintenance  too  low,  being  merely  an  assumed  figure  and  not 
checking  with  published  records. 

5.  Economy  of  the  steam  plant  has  been  assumed  far  lower  than  is 
actually  being  obtained  in  the  latest  turbine  plants. 

6.  Fixed  charges  on  steam  plant  being  too  high  in  comparison  with 
fixed  charges  assumed  for  Diesel  plant  on  account  of  same  life  being 
assumed  for  both  steam  and  Diesel  plants. 

7.  Fractional-load  economy  on  turbine  plant  is  erroneous  on  account 
of  selecting  units  on  the  basis  of  100  per  cent,  load  factor  and  then 
operating  them  at  fractional  loads,  instead  of,  in  the  case  of  fractional 
load,  assuming  different  size  units  which  would  result  in  better  economy 
and  lower  first  cost. 

While  the  figures  used  by  the  writer  for  Diesel  engine  operating  costs 
are  very  much  higher  than  the  author's,  they  cannot  be  considered  ex- 
treme for  they  have  been  compared  with  published  records  of  actual 
operating  costs,  and  in  each  case  lower  figures  have  been  assumed  on 
account  of  the  units  being  larger  and  representing  the  latest  development 
in  Diesel  engine  design.  It  must  further  be  borne  in  mind  that  in  a 
comparison  of  this  kind  one  is  comparing  the  well-known  reliability  and 
well-known  cost  of  operation  of  a  steam  turbine  plant  with  a  type  of 
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plant  which  is  entirely  untried  for  plants  of  this  large  capacity;  conse- 
quently, the  operating  costs  are  entirely  a  matter  of  conjecture  and  in 
using  figures  somewhat  better  than  published  records  of  such  plants,  one 
is  going  as  far  as  it  is  safe  to  go. 

Aside  from  the  question  of  operating  costs,  there  are  other  considera- 
tions which  are  of  vital  importance  in  the  selection  of  prime  mover  for 
a  mine  plant,  where  any  shutdown  of  mine  due  to  power-plant  troubles 
would  be  very  serious,  hence  the  question  of  absolute  reliability  of  opera- 
tion, the  ease  of  getting  sufficient  supply  of  skilled  labor  familiar  with 
the  operation  of  the  type  of  prime  mover  selected,  the  ease  or  difficulty 
of  making  repairs  or  getting  repair  parts,  the  suitability  of  the  plant  for 
the  use  of  other  fuels  beside  oil,  are  of  prime  importance.  All  of  these 
considerations  will  tend  toward  the  adoption  of  the  steam  turbine  plant 
rather  than  the  Diesel  plant,  even  if  the  operating  costs  as  estimated 
did  show  up  favorably  to  the  Diesel  engine.  All  such  questions  are  already 
answered  in  the  case  of  a  steam  turbine  plant,  where  they  are  entirely 
problematical  in  Diesel  engines. 

Considering  all  these  vital  points,  the  Diesel  engine  must  show  a 
tremendous  margin  on  paper  in  operating  costs  over  the  steam  plant 
before  the  risk  is  justified  in  mine  power  plants. 

In  conclusion,  the  writer  would  refer  to  the  statement  made  by  H.  J. 
Freyn,  the  well-known  authority  on  Internal  Combustion  Engines, 
appearing  in  the  Transactions  of  the  American  Society  of  Mechanical 
Engineers  in  1911,  as  follows:1 

"Since  the  Diesel  engine  owes  its  existence  primarily,  in  fact  almost  exclusively, 
to  its  unsurpassed  fuel  economy,  it  is  not  surprising  that  its  advent  and  development 
have  had  a  singular  economic  significance  in  Germany  and  France  and  on  the  European 
continent  in  general,  where  fuel  is  very  expensive  and  the  standard  of  manufacture 
high,  whereas  in  England  and  more  particularly  in  America,  where  excellent  cheap 
fuels  abound,  while  skilled  labor  is  scarce  and  dear,  there  is  manifestly  not  the  same 
inducement  for  the  introduction  of  very  costly  although  thermally  highly  economic 
machinery." 
Also — 

"Broadly  speaking  the  outlook  for  the  oil  engine  of  medium  size  in  this  country 
seems  good,  perhaps  not  so  much  in  the  immediate  future  as  later  on  after  more 
knowledge*of  the  advantages  of  the  oil  engine  is  disseminated  and  its  good  features 
are  demonstrated;  but  over-enthusiasm  should  be  carefully  guarded  against,  since, 
as  mentioned  before,  economic  conditions  in  this  country  are  materially  different 
from  those  abroad,  where  the  oil  engine  seems  to  have  entered  upon  a  triumphal 
career." 

Additional  discussion  of  this  paper  on  p.  952. 
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Motor  Truck  Operation  at  Mammoth  Collins  Mine,  Shultz,  Ariz. 

BT  WILBBRT  G.   McBRIDE,*  B.  8.,   LONG  BEACH,   CAL. 
(Axiiona  Meeting,  September,  1016) 

Two  Alco  3^£-ton  motor  trucks  were  used  by  Young  Bros,  while 
operating  at  the  Mammoth  Collins  mine  at  Shultz,  Ariz.  One  was 
equipped  with  an  oil  tank  holding  1,075  gal.  and  was  used  for  the  trans- 
portation of  "tops."  The  other  was  fitted  with  a  stake  body  and  used 
to  carry  machinery,  wood,  rails,  pipe  and  all  classes  of  miscellaneous 
supplies.  The  bodies  were  made  of  oak  with  maple  flooring  and  were 
attached  to  the  frame  of  the  chassis  by  U-bolts,  to  avoid  drilling  the  main 
members  of  the  frame. 

Most  of  the  hauling  was  done  from  Tucson,  a  distance  of  47^  miles. 
During  the  first  3  months,  part  of  the  road  was  in  very  bad  condition  and 
the  tire  cost  was-  excessive.  After  this  part  was  repaired  the  road  was 
in  fair  condition,  but  never  good.  There  were  no  excessive  grades  or  bad 
sand,  but  wagon  ruts,  too  narrow  for  the  truck  wheels  and  of  a  different 
gage,  caused  heavy  tire  loss;  while  chuck  holes,  sharp  curves  and  stones, 
both  imbedded  and  loose,  were  objectionable  features.  During  wet 
weather  the  trucks  could  not  get  sufficient  traction  to  climb  some  of  the 
hills  and  were  likely  to  stick  in  the  mud  in  certain  places,  so  that  no  at- 
tempt was  made  to  run  them  unless  they  were  on  the  road  when  the  rain 
started.  This  lost  time  amounted  to  about  5  per  cent,  of  the  total,  but, 
whenever  possible,  it  was  utilized  in  making  minor  repairs. 

The  price  of  gasoline  was  from  17  to  21  c.  per  gal.  Rubber  tires  were 
used  throughout.  Drivers  were  paid  $4.50  to  $5  per  shift,  and  a  return 
trip  to  Tucson  was  counted  as  two  shifts  even  when  made  in  one  day. 
Drivers  were  provided  with  a  room  in  Tucson  and  were  paid  for  all  time 
lost  due  to  causes  beyond  their  control.  Trucks  were  loaded"  one  way 
only. 

Speedometers  were  placed  on  both  trucks  but  the  excessive  vibration 
soon  caused  them  to  fail.  For  this  reason,  and  because  no  account  was 
taken  of  the  distance  covered  in  picking  up  a  miscellaneous  load  or  in 
other  minor  ways,  the  mileage  given  is  under  the  actual  distance  traveled. 
Some  of  the  weights  had  to  be  estimated,  but  care  was  taken  to  have  the 
number  of  ton-miles  low  rather  than  high,  to  avoid  underestimating  the 
costs.    The  cost  of  hauling  from  Tucson  to  the  mines  was  $12  per  ton 
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with  the  trucks,  while  the  best  possible  team  price  was  $15.  Teams  made 
one  return  trip  a  week,  while  the  truck  regularly  made  one  in  two  days 
and  could  always,  and  many  times  did,  do  it  in  one  day.  The  loss  of 
time  due  to  wet  weather  would  be  about  half  as  much  with  teams  as  with 
trucks. 

•  The  table  of  detailed  costs  given  below  covered  the  period  from  Aug. 
21,  1913,  to  Aug.  15,  1914,  the  only  time  in  which  the  trucks  were  con- 
tinuously employed.  From  Aug.  15, 1914,  to  March  30, 1916,  the  trucks 
were  used  intermittently,  but  the  figures  for  this  period  have  been  ex- 
cluded as  not  being  representative.  If  included,  they  would  somewhat 
lower  the  cost  per  ton-mile.  Just  prior  to  the  close  of  the  period  covered 
by  the  cost  figures,  the  trucks  were  overhauled  and  put  in  good  condition; 
new  rear  wheels  were  put  on  and  new  tires  secured.  The  cost  of  all  this 
was  charged  to  operation.  Allowance  for  extra  tires  on  hand  would  re- 
duce the  cost  per  ton-mile  approximately  %  c,  leaving  a  net  cost  of  about 
25c.  With  loads  on  the  return  trip  this  cost  per  ton-mile  would  be 
lowered  at  least  40  per  cent. 


Motor  Truck  Operating  Data 

Total  distance  traveled  by  trucks 23,000  miles 

Total  work  done  by  trucks 42,700  ton-miles 

Average  distance  covered  per  gallon  of  gasoline 4.5  miles 

Average  distance  covered  per  gallon  of  lubricating  oil 128  miles 

Average  speed,  loaded 7  miles  per  hour 

Average  speed,  light 7.8  miles  per  hour 

Details  of  Costs 


Total  Cost 


Per  Cent, 
of  Total 


Per  Truck- 
mile 


Per  Ton- 
mile 


Wages  of  drivers. . .  . . 

Wages  of  helpers 

Repairs,  labor 

Repairs,  lost  time 

Oils,  grease  and  waste. 

Gasoline 

Tires 

New  parts 

Miscellaneous  supplies 
Incidental  expense — 
Depreciation 

Total 


$2,623.32 

23.91 

$0.1141 

286.50 

2.62 

0.0125 

581.74 

5.30 

0.0253 

156.15 

1.42 

0.0068 

379.17 

3.46 

0.0165 

1,610.49 

14.68 

0.0700 

2,445.75 

22.30 

0.1063 

515.08 

4.69 

0.0224 

348.82 

3.18 

0.0152 

226.21 

2.06 

0.0098 

1,796.80 

16.38 

0.0781 

10,970.03 

100.00 

0.4770 

$0.0614 
0.0067 
0.0136 
0.0037 
0.0089 
0.0377 
0.0573 
0.0121 
0.0082 
0.0053 
0.0421 

0.2570 


The  advantages  of  the  motor  truck  over  the  team  and  wagon  are 
many — increased  speed,  ability  to  work  24  hr.  per  day  when  necessary, 
and  lower  cost  on  long  hauls— -but  its  adoption  by  the  mining  industry 
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steam  plant  as  selected  it  would  be  possible  to  operate  continuously  at 
8,000  kw.,  but  not  with  the  Diesel  plant.  The  comparison,  therefore, 
should  be  limited  to  an  output  of  6,000  kw.,  4,000  kw.  and  2,000  kw. 

The  author  has  selected  units  rated  at  2,000  kw.  each,  these  being 
of  the  vertical,  single-acting,  two-cycle  type.  The  writer  has  carefully 
followed  the  development  of  Diesel  engines  in  this  country  and  does  not 
know  of  a  single  installation  having  this  size  unit.  Two  of  the  largest 
Diesel  engine  builders  take  the  position  that,  in  the  present  state  of  the 
art,  they  would  not  attempt  to  put  out  units  over  1,000  kw.  Up  to  date 
the  largest  units  in  the  United  States  are  those  at  Tyrone,  installed  by 
Nordberg  Mfg.  Co.,  which  are  rated  at  1,250  b.hp.,  or  800  kw.  It  is 
possible,  of  course,  to  build  larger  engines  than  the  above  by  simply  mul- 
tiplying cylinders,  maintaining  the  same  horsepower  per  cylinder.  This, 
however,  does  not  reduce  cost,  except  for  generators,  nor  does  it  reduce 
operating  expense.  From  the  author's  fourth  reason  (given  on  page  165) 
for  the  selection  of  this  size  unit,  it  is  evident  he  figures  on  a  unit  having 
greater  horsepower  per  cylinder.  While  it  is  true  that  in  Europe  units  in 
excess  of  2,000  hp.  have  been  built  in  the  two-cycle  type,  they  are  not 
considered,  even  by  the  manufacturers,  to  be  out  of  the  experimental 
stage;  nevertheless,  they  have  gained  some  experience  in  the  manufacture 
and  operation  of  these  large  units,  which  experience  would  not  be  of  much 
value  to  American  builders,  as  the  possession  of  suitable  patterns  and  in- 
structions is  not  sufficient  to  insure  successful  construction  of  Diesel 
engines,  practical  shop  knowledge  of  construction  being  just  as  important 
in  turning  out  successful  engines  as  proper  design.  This  size  unit  is 
therefore  entirely  out  of  the  question  for  adoption  in  mining  plants  or 
any  plants  where  reliability  is  a  prime  necessity.  Therefore,  engines  must 
be  selected  not  larger  than  1,000-kw.  capacity.  There  would  then  be  six 
1,000-kw.  units  for  the  load,  with  two  spares,  giving  a  total  installed 
capacity  of  8,000  kw. 

Cost  of  Plant 

Based  on  the  use  of  large  units,  the  author  has  assumed  a  total  plant 
cost  of  $90  per  kilowatt.  As  smaller  units  are  now  being  considered,  the 
plant  cost  will  have  to  be  considerably  revised. 

The  writer  has  seen  estimates  of  costs  of  various  plants  ranging 
from  $110  to  $140  per  kilowatt,  depending  upon  size  of  unit,  location, 
etc.  The  author,  in  a  previous  paper  appearing  in  the  Engineering  and 
Mining  Journal  of  Apr.  26,  1913,  gives  the  cost  for  a  plant  of  1,400  kw. 
as  $135  per  kilowatt,  this  being  based  on  450-kw.  units.  Owing  to  the 
fact  that  the  units  under  consideration  here  are  larger  and  the  plant  itself 
of  larger  capacity,  the  writer  believes  that  $110  to  $120  per  kilowatt  would 
be  considered  a  fair  estimate  of  the  cost  of  this  plant,  this  cost  including 
not  only  the  engines  and  generators,  but  the  piping,  foundations,  oil 
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tanks,  crane,  building,  jacket  water,  cooling  system,  etc.  The  installed 
cost  of  this  plant  would  then  be  between  $880,000  and  $960,000  as  against 
the  author's  first  cost  of  $720,000. 

Fixed  Charges    ' 

Fixed  charge  of  12  per  cent.,  consisting  of  interest  at  6  per  cent., 
amortization  at  6  per  cent.,  has  been  assumed  by  Mr.  Haas.  The  amor- 
tization, or  sinking-fund  figure,  is  based  upon  15  years'  life  of  plant,  sink- 
ing fund  bearing  4%  per  cent,  interest.  The  life  of  the  Diesel  engine  is 
an  unknown  factor,  the  present  engines  having  been  developed  within 
comparatively  recent  years.  The  proper  amount  to  figure  for  sinking 
fund  is  therefore  merely  an  intelligent  guess.  Some  Diesel  engine 
builders  figure  that  there  should  be  an  allowance  made  to  cover  the  entire 
replacement  of  the  Diesel  engines  every  9  or  10  years. 

As  against  this,  the  life  of  the  steam  plant  is  well  known.  Steam 
plants  are  in  good  operating  condition  20  to  25  years  after  installation, 
and  the  steam  turbine  has  been  perfected  to  such  a  degree  that  it  is  not 
likely  that  there  will  be  any  radical  departure  from  present  types  for  a 
good  many  years  to  come.  Whatever  figure  is  used  for  the  assumed 
life  of  the  Diesel  engine  plant,  the  life  of  the  steam  plant  should.be  figured 
at  least  50  per  cent,  longer.  If  15  years  is  assumed  for  the  Diesel  engine, 
resulting  in  a  sinking  fund  of  6  per  cent,  with  money  reinvested  at  4% 
per  cent.,  25  years  should  be  figured  for  the  steam  plant,  giving  a  sinking 
fund  of  2.25  per  cent.,  or  3.75  per  cent,  greater  fixed  charges  for  the  Diesel 
plant  than  for  the  steam.  Considering  that  the  first  cost  is  about  33% 
per  cent,  higher  than  assumed  by  the  author,  the  increase  in  this  item  of 
fixed  charges  is  a  very  material  one. 

Fuel 

Fuel  cost  is,  of  course,  the  largest  item  of  expense  at  high  load  factors, 
and  any  wrong  assumption  in  this  item  would  affect  results  very  mate- 
rially. The  author  has  used  a  figure  of  0.64  lb.  of  oil  per  kilowatt  hour 
in  arriving  at  his  full-load  fuel  cost,  and  in  fact,  his  fractional-load  fuel 
cost.  This  figure  is  about  what  builders  usually  guarantee  for  four- 
cycle engines,  and  it  may  be  obtained  on  acceptance  tests,  but  there  is 
of  necessity  always  a  falling  down  in  actual  operation  from  the  test 
results,  due  to  the  method  of  operation,  the  way  engines  are  kept  up, 
etc.  The  fuel  consumption,  therefore,  under  normal  operation,  even 
when  the  plant  is  new,  would  be  at  least  5  per  cent,  higher.  Owing  to 
the  excessively  high  pressure  used  in  Diesel  engines,  any  slight  wear  of 
cylinder  would  reduce  economy  very  materially  due  to  the  enormous 
leakage  possible,  and  hence,  the  average  economy  over  the  life  of  plant 
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is  likely  to  be  considerably  poorer  than  for  the  first  few  months  of 
operation. 

Owing  to  the  very  short  time  the  Diesel  type  of  plant  has  been  in 
operation,  it  is  impossible  to  tell  just  what  this  falling  off  in  economy 
would  be  from  operation  the  first  few  months,  but  that  there  will  be  such 
a  falling  off  is  certain.  However,  this  is  not  being  considered  in  this 
analysis.  Engines  of  this  large  size,  however,  would  probably  be  of  the 
two-cycle  type,  which  is  not  as  economical  as  the  four-cycle.  The  author 
makes  the  statement  in  the  former  paper  referred  to  that  the  two-cycle 
engines  have  fully  10  per  cent,  higher  fuel  consumption  than  the  four- 
cycle engines,  making  the  actual  operating  economy  0.736  lb.  per  kilo- 
watt-hour. His  fuel  consumption,theref ore,  should  be  15  per  cent,  higher 
than  he  has  figured. 

Further,  he  has  assumed  that  plant  would  operate  on  ordinary  fuel 
oil  running  320  lb.  per  barrel.  Diesel  engine  manufacturers  are  willing 
to  guarantee  operation  with  heavy-gravity  fuel  oils,  but  except  in  a  few 
instances,  even  where  such  guarantees  have  been  made,  the  owners  have 
after  a  short  trial  gone  to  the  lighter-gravity  oils,  owing  to  the  heavy 
eott  and  trouble  of  keeping  engine  in  running  condition.  To  be  perfectly 
safe,  therefore,  in  deciding  type  of  prime  mover,  one  should  not  base 
operating  costs  on  the  use  of  heavy-gravity  oils,  and  as  the  lighter  oils 
ran  from  15  to  20c.  per  barrel  more  than  the  heavy  oils  in  common  use 
in  steam  stations,  and  nm  considerably  lighter  per  barrel,  as  low  as  285 
*n  300  lb,,  there  is  the  possibility  of  further  increase  in  the  cost  of  fuel  oil 
<rt*x  that  assumed  by  the  author.  The  additional  fuel  cost  at  full  load 
rt<>^\\<\  therefore  be  at  least  $20,000  greater  than  given  by  the  author,  and 
u*x*f  run  aa  much  as  $46,000  greater  if  the  lighter-gravity  oils  should  be 
v\t,«>uA  for  the  Diesel  plant.  In  this  analysis,  however,  it  is  assumed 
(.<.%\  fid  oil  can  be  used. 

'iuf-.  above  applies  to  full-load  operation.  At  fractional  loads  there 
v.,;  ',*  *  falling  off  in  economy  of  the  Diesel  engine  in  the  same  way  that 
*.r.i '-.?<:  .>  for  gtearn  turbines.  Theoretically,  it  would  be  possible  to  get 
,f ...  -.f/>j\  '/otiorny  at  any  of  the  fractional  plant  loads  due  to  the  number 
'*  >':.?...  ..'..v..  enabling  the  units  in  service  to  be  operated  at  practically 
«* \.r.y.  'I:..*  \*.  not  practical  working  condition,  however,  as  Diesel 
'-.-.gr, .'.#'.  .-.>,/*  a  fixed  overload,  and  on  a  swinging  load  it  would  not  be 
's»+.\.*>.  v,  :.av*  \u  service  just  the  proper  number  of  units  theoretically 
:>?.  ..:-■/:  Tr-i.-.  would  mean  that  the  units  in  service  would  be  operated 
*;  ::i.r..'.:.;il  load-;,  in  which  case  the  economy  would  drop  off  quite 
•he  vjtrne  as  with  any  type  of  prime  mover. 


r.is..v 


.V' j / *itt  na nee  a nJ  L ubr;c\tfjw 

7:--   :.~v.   .:e:n   of   importance   is   maintenance.    The  author  has 
a.<ri:.vri  ::^.:.'f:L:iZ.cf-  as  1  per  cent,  of  the  plant  cost*     This  cannot  be 
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based  on  actual  operating  costs  in  this  country  for  any  lengthened 
period,  as  no  plants  of  any  size  have  been  in  operation  long  enough  to 
give  any  reliable  records.  It  would  be  like  assuming  the  average  main- 
tenance cost  of  an  automobile  from  the  records  of  the  first  few  months  of 
its  operation.  On  the  other  hand,  it  may  be  this  is  based  on  operation 
in  European  countries.  However,  considering  the  difference  in  price  of 
labor,  price  of  material,  class  of  labor,  etc.,  it  is  practically  impossible 
to  make  proper  adjustment  to  arrive  at  a  figure  for  operation  in  the  United 
States.  The  safer  plan  would  be  to  investigate  maintenance  costs  of 
actual  plants  in  the  United  States,  increasing  these  items  to  cover  average 
maintenance  over  the  period  of  the  life  of  plant,  and  then  make  any 
adjustment  necessary  for  more  favorable  conditions  in  this  plant. 

In  the  author's  article  in  the  Engineering  and  Mining  Journal  he 
assumes  a  figure  which  is  3  per  cent,  of  the  first  cost  of  the  plant  for  main- 
tenance, making  the  statement  that  the  figure  is  based  on  prolonged  cost 
records  of  Diesel  engine  power  plants.  The  writer  has  in  mind  two  plants 
of  fairly  good  size  where  the  first  2  years'  operation  was  even  higher  than 
this,  and  it  is  safe  to  assume  that  the  maintenance  cost  would  increase  as 
the  plant  gets  older. 

The  cost  of  lubrication  is  one  that  varies  widely,  depending  upon  the 
design  of  engine,  care  and  operation,  etc.,  varying  all  the  way  from  one- 
fourth  to  one-eighth  of  the  fuel  bill,  so  that  the  figure  given  by  the  author 
can  be  considered  as  a  general  average,  although  it  might  mount  up  to  a 
considerably  higher  figure. 

Labor 

The  item  of  labor,  considering  the  greater  number  of  units,  will  be 
higher  than  assumed  by  Mr.  Haas.  In  addition  to  the  engineer  and  his 
assistants  and  electrical  operators,  there  should  be  one  oiler  for  two 
engines,  which  would  make  nine  oilers  per  24-hr.  period.  This  adds  a 
considerable  amount  to  the  labor  rate. 

Steam  Plant 

Selection  of  Units 

Mr.  Haas  says  that  his  reason  for  selecting  6,000-kw.  turbines  is 
the  superior  economy  of  the  6,000-kw.  turbine  over,  say,  a  3,000-kw. 
turbine,  which  justified  the  very  much  heavier  first  cost.  This  is  the 
proper  way  to  select  size  of  unit,  but  it  can  apply  only  to  one  particular 
assumed  condition.  If  the  plant  is  to  run  at  100  per  cent,  load  factor 
the  superior  economy  of  the  6,000-kw.  unit  will  offset  the  fixed  charges 
on  the  greater  investment,  but  if  the  plant  is  to  operate  at  one-half,  one- 
third  or  one-quarter  load,  the  selection  of  a  6,000-kw.  unit  may  be  a 
very  bad  one,  for  the  total  operating  cost  might  figure  out^  much  lower 
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sufficient  quantities.    Fractures  to  the  surface  and  underground  workings 
outside  the  fire  district  made  an  impossible  condition  to  seal  up. 

In  1905,  the  Plenum  system  was  tried  on  this  district  with  success. 
Actual  combustion  was  extinguished  and  the  latent  heat  reduced  to  a 
temperature  of  about  120°.    This  work  was  planned  and  directed  by 


Fio.  1.— 1'lan  or  Finis  Stopes  on  300  Level  Showino  Method  or  Ventilation. 

Joseph  J.  Shaw,  a  mining  engineer  from  the  Mountain  Copper  Co.  of 
Keswick,  Cal.,  where  this  system  was  successfully  used.  It  has  been 
used  here  continually  since  its  inception  and  consists  in  forcing  the  air 
under  a  pressure,  varying  from  2  to  5  lb.,  into  the  fire  district.  The  air 
pressure  varies  in  accordance  with  the  gas  pressure  and  must  be  sufficient 
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to  keep  back  the  gas  and  to  cool  the  ground,  so  that  work  can  be  accom- 
plished. 

When  a  bulkhead,  in  a  connection  leading  to  a  fire  stope,  is  opened 
there  is  invariably  an  outward  pressure  and  rush  of  gas  or  smoke,  which 
must  be  overcome.  The  Plenum  system  consists  in  forcing  the  air  against 
this  gas  at  a  pressure  slightly  greater  than  that  of  the  gas. 

Fig.  1  shows  a  large  fire  stope  on  the  300  level,  with  doors  for  con- 
trolling the  pressure,  and  the  method  of  ventilation.  The  air  is  furnished 
from  the  adit  and  forced  under  pressure  into  the  fire  district.  All  chutes 
and  manways  are  upcast,  and  the  spent  air  and  gases  outlet  to  the  air 
raise  through  connections  on  the  different  floors. 

The  installation  used  with  this  system  consists  of  a  No.  8  double-inlet 
Sirocco  fan,  direct-connected  to  a  50-hp.  variable-speed  General  Electric 
motor;  also  the  necessary  airways,  doors,  etc.  The  air  from  the  fan  must 
be  under  perfect  control  in  order  to  regulate  the  gas.  This  is  accom- 
plished by  doors,  as  shown  in  Fig.  2. 


J^     -*>  "•' 


Fig.  2. — Sketch  op  Fan  Station. 

An  airway  about  3  ft.  square  and  from  50  to  200  ft.  long  is  connected 
to  the  outlet  of  the  fan.  Doors  are  placed  in  the  tunnel  at  both  ends  of 
this  airway.  These  doors  prevent  the  fan  from  drawing  its  own  air,  for 
when  one  door  is  open  the  other  must  be  closed.  All  workings  between 
the  fan  and  the  fire  district  must  be  closed  off  by  doors;  otherwise  the  air 
pressure  will  be  reduced  and  trouble  result  from  gas.  Two  doors  are 
always  used  so  that  one  will  remain  closed  when  the  other  is  open.  For 
electric  haulage  these  doors  should  be  from  100  to  200  ft.  apart.  The 
doors  are  made  of  2-in.  grooved  lumber,  and  concrete  frames.  The  air- 
ways are  made  of  lumber  or  concrete. 

With  a  variable-speed  motor  and  the  proper  system  of  doors,  it  is  an 
easy  matter  to  increase  or  diminish  the  air  pressure  in  order  to  meet  any 
new  conditions  within  the  fire  district. 

When  the  bulkheads  to  this  district  were  first  opened,  the  ground  was 
red  hot.  The  roof  and  walls,  where  opened,  were  aglow.  All  timber  was 
burned  and  the  soft  sulphides,  where  exposed,  were  burning.  The  con- 
tinual blowing  of  air  on  this  hot  mass  gradually  cooled  it,  so  that  within 
a  few  weeks  the  actual  extraction  of  ore  was  under  way. 

The  timber  often  took  fire  before  it  was  blocked,  making  it  necessary 
to  keep  it  well  sprinkled  with  water.    The  air  reduced  the  temperature 
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from  1,200°  F.  to  120°  F.  in  about  6  weeks.  The  conditions  gradually 
improved  until  the  average  temperature  in  the  fire  stopes  was  100°  F. 
During  recent  years  a  system  of  ventilation  has  been  introduced  whereby 
the  temperature  has  been  reduced  to  about  75°,  except  in  places  that  are 
above  the  line  of  ventilation. 

Formerly  the  air  was  forced  into  these  stopes  and  found  an  outlet 
through  fractures  into  the  other  workings  and  to  the  surface,  with  the 
result  that  none  of  the  upper  levels  were  free  from  gas. 

A  system  of  air  raises  was  driven  in  the  foot  wall  to  the  surface  and 
connections  from  these  raises  to  the  stopes  were  made  at  different  eleva- 
tions. Doors  were  placed  in  these  connections  and  the  air  outlet  thereby 
controlled.  If  an  outlet  is  too  free,  it  will  not  only  release  the  pressure 
and  cause  gas,  but,  by  suction,  will  also  cause  fire.  These  raises  were 
driven  in  ground  that  did  not  require  timbering.  Cast-iron  sets  were 
used  where  necessary  in  the  connections  from  the  raises  to  the  stopes. 
Timber  should  be  avoided  if  possible  in  airways,  since  there  is  a  constant 
danger  of  fire  in  these  places. 

These  stopes  have  now  been  opened  for  11  years  and  fire  occurs  on  an 
average  of  about  once  a  month  in  a  rather  extensive  area  of  old  timbered 
workings.  It  is  therefore  important  to  have  an  efficient  fire-fighting 
organization  and  to  have  good  •control  of  the  ventilation.  This  is  an 
important  factor  in  connection  with  mine  fires.  In  the  first  place,  every 
preventive  measure  must  be  used,  and,  in  the  second,  the  ventilation 
must  be  under  absolute  control  in  order  to  extinguish  the  fire. 

An  excess  of  air  increases  the  flames  in  the  same  manner  that  an  open 
draft  increases  the  fire  in  a  stove  or  furnace.  Air  must  be  furnished  only 
in  sufficient  quantities  to  carry  away  the  smoke  so  that  the  firemen  can 
get  at  the  fire.  Where  the  smoke  is  thick  it  is  impossible,  even  with  hel- 
mets, to  handle  the  fire  satisfactorily.  Many  unsatisfactory  results  in 
connection  with  mine  fires  are  due  to  these  causes. 

Causes  of  Mine  Fires 

Probably  90  per  cent,  of  all  underground  fires  in  pyrite  or  heavy  sul- 
phide ores  are  caused  by  spontaneous  combustion.  In  the  fire  district 
of  this  mine,  many  fires  are  due  to  red-hot  dust  dropping  on  the  timbers, 
from  fractures  in  ground  above.  Some  fires  are  from  friction  due  to 
caving,  some  from  defective  electric  wires  or  cables;  others  from  burning 
powder  in  contact  with  timber,  and  a  certain  number  from  incendiarism 
and  carelessness  with  candles,  lamps,  etc. 

Fires  from  spontaneous  combustion  usually  occur  in  the  interior  of  a 
gob  or  filled  stope  and  are  due  to  the  oxidization  of  fine  sulphides  in  con- 
tact with  timber.  Very  small  amounts  of  air  are  necessary  for  spontane- 
ous combustion  and  this  air  works  its  way  through  the  filling  along  the 
line  of  bulkheads,  timber  or  walls,  where  it  comes  into  contact  with  sul- 
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phide  dust.  In  the  process  of  oxidization  this  produces  sufficient  heat 
to  start  a  fire.  This  theory  has  been  proven  here  by  experiments. 
Heavy  sulphides  should  not  be  used  for  filling  in  timbered  stopes.  Con- 
siderable fine  sulphide  ore  is  lost  in  the  fire  stopes  or  in  any  other  heavy 
ground  where  the  square-set  method  of  mining  is  used  and  where  the  floors 
are  kept  filled  to  the  roof* 

Prevention  of  Mine  Fires 

Careful  consideration  should  be  given  toward  making  heavy  sulphide 
mines  as  fireproof  as  economy  will  permit. 

Main  hoisting  shafts  in  such  properties  should  be  constructed  of  con- 
crete or  other  fireproof  material.  Where  timber  is  used,  a  sprinkling 
system  should  be  installed. 

Mine  methods  should  be  developed  in  which  timber  will  be  eliminated 
as  far  as  possible. 

Heavy  sulphide  material  should  not  be  used  for  filling  in  the  timbered 
stopes.  In  these  places  fine  waste  should  be  used  and  sprinkled  so  that 
it  will  pack  and  make  conditions  unfavorable  for  fire. 

In  fire  stopes  or  stopes  adjacent  to  the  fire  district,  the  timber  next 
to  the  walls  or  ends  should  be  removed. 

Careful  attention  should  be  directed  toward  ventilation  so  that  the 
temperature  will  be  unfavorable  for  fires  to  start. 

In  hot  places  the  timber  should  be  kept  damp  by  sprinkling  with 
water.  Water  should  never  be  put  on  red-hot  or  burning  ground,  as 
this  will  invariable  cause  an  explosion,  one  of  the  great  dangers  in 
handling  mine  fires. 

Water  and  air  lines,  hose  and  hose  connections,  and  all  tools  used  in 
connection  with  mine  fires  should  be  kept  convenient  and  in  good  working 
condition  where  fire  is  liable  to  occur. 

Helmets,  pulmotors  or  lungmotors,  electric  lamps  and  supplies  should 
be  kept  in  stock  in  sufficient  quantities  and  convenient  for  immediate  use. 

Carefully  selected  men  should  be  trained  in  the  use  of  the  helmets  and 
resuscitating  machines,  and  in  the  methods  of  fighting  fires.  The  average 
man,  unless  specially  trained,  is  useless  in  fighting  fires.  The  foremen, 
shift  bosses,  electricians,  pumpmen,  watchmen  and  selected  miners  work- 
ing in  different  places  which  are  subject  to  fires  should  familiarize  them- 
selves with  all  things  appertaining  to  the  ventilation,  and  should  know 
just  what  to  do  if  fire  occurs  in  their  respective  places.  Rules  to  this 
effect  should  be  printed,  distributed,  and  understood  by  all  concerned. 

Watchmen  should  inspect  the  air  outlets  often  and  regularly  in  order 
to  detect  smoke  as  soon  as  possible. 

Iron  fire  doors  should  be  erected  in  connections  near  all  timbered 
stopes,  so  that  in  case  a  fire  gets  beyond  control  the  doors  can  be  closed 
and  the  district  quickly  sealed  up,  in  order  to  protect  the  remainder  of 
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the  mine.    Similar  doors  should  also  be  erected  near  timbered  shafts,  air- 
ways, etc.,  for  protection  against  fires. 

A  fire  signal  should  be  in  use  at  all  mines  and  understood  by  all  em- 
ployees. A  practice  signal  should  be  given  occasionally.  The  following 
fire  signal  is  in  use  here: 

"In  case  of  fire,  ring  nine  bells  on  the  electric  cage  call  signal.  The  engineer  on 
receiving  these  bells  will  flash  all  electric  light  throughout  the  mine,  nine  times.  This 
flash  will  be  repeated  three  times  and  followed  by  flashing  the  station  signal  on  which 
level  the  fire  is,  three  different  times.  Carmen  and  all  others  working  where  there  are 
electric  lights  will  notify  those  employed  in  stopes  and  other  places  where  there  are 
no  lights.  The  trained  firemen  on  the  various  levels  will  then  take  charge  of  the 
situation.  Their  first  consideration  will  be  for  the  safety  of  the  men  and  then  for 
the  extinguishing  of  the  fire  and  protection  of  property." 

When  a  fire  occurs  in  the  fire  district  no  signal  is  given,  for  the  system 
there  is  such  that  the  fire  can  be  easily  confined  without  danger  from 
smoke  or  gas  to  the  other  parts  of  the  mine. 

When  fire  occurs  in  any  other  part  of  the  mine,  the  signal  is  given  and 
all  men  working  where  there  is  danger  from  suffocation  are  instructed  to 
go  to  the  surface  or  other  places  of  safety.  The  next  step  is  to  get  water 
on  or  over  the  fire  as  quickly  as  possible.  When  the  fire  is  in  the  interior 
of  the  gob,  it  is  sometimes  necessary  to  drift  from  a  chute  or  manway 
through  the  filling  in  order  to  get  at  it.  Often,  however,  the  fire  can  be 
extinguished  by  water  from  above.  This  is  usually  accomplished  by 
driving  holes  in  the  filling  with  a  pinch  bar  and  turning  water  into  these 
holes.  For  this  work,  hose  nozzles  made  of  1-in.  pipe  with  about  a  J^-in. 
hole  are  used.  By  this  method,  water  can  be  scattered  all  over  the  stope. 
It  will  keep  the  fire  from  spreading  and  usually  extinguish  it. 

In  case  a  fire  gets  beyond  control,  the  fire  doors  should  be  immediately 
closed,  after  which  concrete  bulkheads  should  be  erected.  It  is  some- 
times possible  to  extinguish  a  fire  in  a  sealed-up  stope  by  water,  through 
a  diamond  or  churn  drill  hole.  In  sulphide  stopes,  however,  it  is  usually 
necessary  to  burn  the  timber  before  the  stope  can  be  recovered.  A  fire, 
when  apparently  extinguished,  may  start  again  when  the  bulkheads  are 
opened,  unless  the  timber  is  consumed. 

At  the  present  time  one  large  fire  district  here  is  being  experimented 
with  along  these  lines  and  with  apparent  success.  Air  in  small  amounts 
is  gradually  forced  into  the  stopes  to  burn  the  timber.  This  causes  the 
filling  to  settle,  and,  to  avoid  caving,  more  waste  is  put  in  from  above. 

Ventilation 

Ventilation  has  received  considerable  attention  here  during  the  past 

years,  not  only  in  the  fire  district  but  throughout  the  entire  mine. 

lphide  mines  are  naturally  warm  and  disagreeable  unless  ventilated. 

atural  ventilation  is  used  where  possible;  otherwise,  fans  are  used  to 
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blow  the  air  where  it  is  required.  The  ventilation  of  the  fire  stopes  inter- 
feres with  the  remainder  of  the  mine,  since  the  air  is  taken  from  its  natural 
source  and  forced  into  the  fire  district.  Artificial  ventilation  is  used  for 
the  middle  and  lower  levels. 

Fig.  3  is  a  plan  of  one  level  showing  the  location  of  the  fan  and  the 
method  of  ventilation.    All  levels  are  connected  to  the  air  raise. 

Fig.  4  is  an  ideal  vertical  section  of  the  orebodies,  showing  the  direc- 
tion of  the  air  currents,  and  the  methods  of  ventilation. 


Fig.  3. — Plait  Showing  Location  of  Fan  and  the  Method  of  Ventilation. 

Fans  are  installed  in  suitable  places  where  they  can  draw  air  from  the 
outside  and  force  it  into  the  different  workings,  thence  to  the  air  raises 
to  the  surface.  The  same  airways  and  doors  are  used  as  for  the  fire  dis- 
trict, except  that  no  particular  pressure  is  maintained,  the  air  having  as 
free  an  outlet  as  possible  to  the  surface.  The  ventilation  for  any  particu- 
lar place  or  section  is  regulated  and  controlled  by  doors.  For  the  proper 
ventilation  of  stopes,  the  air  should  have  an  inlet  at  one  end  and  an  outlet 
at  the  other.  Most  air  is  forced  into  the  main  working  places  and  only  a 
VOL.  w.— 13. 
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sufficient  amount  is  sent  to  the  old  workings  to  preserve  the  timber  and 
make  conditions  unfavorable  for  fire. 

The  maximum  temperature  in  the  middle  and  lower  levels  is  80"F. 
It  varies  from  €0  to  80°  F.  and  averages  about  72°,  with  small  amounts 
of  humidity. 


■   United  Vkbsc 


Conclusions 

I'm  handling  mine  fires  satisfactorily,  the  Plenum  system  as  employed 
Itkm  j.i,e  Imaii  a  marked  success,  but  the  mining  methods  in  connection 
v|^M.y.»Ui  arn  necessarily  expensive  and  inefficient. 

Mn»:  ilrm  arc  the  most  disagreeable  and  dangerous  conditions  that 
it*  HttMinUiml  in  metal  mining  and  every  possible  precaution  should  be 
vw/jwi  u,  prevent  them.     In  addition  to  preventive  measures,  there 
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should  be  carefully  trained  firemen  who  thoroughly  understand  how  to 
control  and  extinguish  fires. 

Discussion 

Chauncey  L.  Berrien,  Butte,  Mont,  (written  discussion). — Having 
had  much  actual  experience  with  mine  fires  which  have  occurred  or  have 
been  active  in  the  mines  of  the  Anaconda  Copper  Mining  Co.  during  the 
past  4  years  and  having  lately  visited  the  fire  zone  of  the  United  Verde 
mine  with  Mr.  Tally,  I  wish  to  congratulate  him  for  the  success  which 
he  has  had  in  controlling  this  fire  and  making  the  mine  perfectly  safe 
for  his  miners.  By  this  work  he  is  not  only  keeping  the  property  in 
operation  but  is  reclaiming  many  lost  orebodies. 

The  ventilation  system  as  described  by  him  is  practically  the  same 
as  that  used  under  my  direction  at  the  Mountain  View  mine  fire  in  Butte 
in  1913  and  at  the  Pennsylvania  fire  in  1916.  This  same  system  is  at 
present  being  followed  at  the  Leonard  mine  to  extinguish  a  fire  which 
has  been  active  for  10  years  although  bulkheaded. 

The  mining  system  in  the  Butte  mines  at  the  origination  of  these 
fires  was  the  same  as  that  at  the  United  Verde,  namely,  square  setting 
accompanied  by  the  use  of  much  timber  bulkheading  in  the  stopes  owing 
to  heavy  ground.  The  pyritic  content  of  the  ore  in  Butte  is  not  as  high, 
but  on  the  whole  conditions  have  been  the  same,  with  the  exception  of 
actual  location  of  the  fire  in  the  mine. 

I  agree  with  Mr.  Tally  that  flooding,  the  use  of  CO2  or  any  gas,  and 
the  use  of  steam  are  all  impracticable  unless  the  fire  zone  can  be  abso- 
lutely sealed.  His  system  of  upcast  escapement  shafts  in  the  fire  zone, 
the  use  of  bulkheads  and  fans  to  keep  the  gases  away  from  the  firemen, 
must  be  resorted  to.  By  the  method  he  describes  actual  stoping  may  be 
carried  on  safely  if  started  from  the  bottom  of  the  fire  and  if  the  fire 
zone  extends  to  the  surface.  In  other  words,  the  fire  zone  must  be  iso- 
lated from  the  rest  of  the  mine  by  bulkheads  and  solid  ground,  with  no 
ground  above  which  can  be  damaged  by  spread  of  fire  or  caving. 

The  serious  fires  in  Butte  have  occurred  on  or  between  levels  in  the 
mines  where  it  was  necessary  to  prevent  their  extension  upward,  down- 
ward and  laterally  while  the  work  of  actually  extinguishing  them  was 
in  progress.  This  necessitated  proper  bulkheading  should  we  lose  con- 
trol of  the  fire,  the  installation  of  ventilation  similar  to  Mr.  Tally's 
and  the  systematic  drilling  of  holes  with  diamond  drills  for  distributing 
water  on  the  fire  and  around  it. 

The  Mountain  View  fire  of  1913*  was  extinguished  by  the  method 
described  by  Mr.  Tally  and  the  driving  of  laterals  parallel  to  the  fire 

•See  Fire-fighting  Methods  at  the  Mountain  View  Mine,  Butte,  Mont.,  Trans. 
vol  52  (1915). 


184  MOTOR  TRUCK  OPERATION  AT  MAMMOTH  COLLINS  MINE 

has  been  slow.  Where  trucks  are  used  around  mines  they  are  usually 
driven  by  cheap,  inexperienced  men,  the  upkeep  and  repairs  being 
turned  over  to  the  regular  mine  mechanics.  It  would  be  equally  good 
practice  to  employ  a  timber  framer  to  make  a  dining-room  table.  Just 
as  the  niceties  of  cabinet  making  are  unknown  to  the  timber  framer, 
the  exact  adjustments  and  fine  workmanship  of  the  high-speed  engine  and 
transmission  gears  of  a  motor  truck  are  beyond  the  ken  of  the  mine  me- 
chanic, one  of  the  least  skilled  of  his  class.  If  there  are  enough  motor 
vehicles  at  the  mine,  the  master  mechanic  probably  turns  the  work  over 
to  one  or  two  men  who,  in  time,  become  indifferent  auto-mechanics,  but 
in  the  meantime  the  cost  of  maintenance  soars  and  often  the  trucks  are 
condemned.  The  aim'  of  the  makers  of  all  motor  vehicles  is  to  secure 
the  maximum  of  strength  and  power  with  a  minimum  of  weight  and 
size.  To  do  this,  high-speed  engines,  the  best  of  materials  and  the  finest 
of  workmanship  are  employed  and  parts  are  reduced  to  the  least  possible 
weight  consistent  with  strength  and  durability.  This  is  just  the  reverse 
of  the  ordinary  American  mechanical  practice  in  which  reliability  is 
secured  by  slow  speed  and  large  size,  the  amount  of  material  used  and  the 
space  occupied  being  minor  considerations.  It  is,  therefore,  unreason- 
able to  expect  the  mechanic  trained  in  one  school  to  understand  immedi- 
ately and  adapt  himself  to  the  ways  of  the  other.  It  must  also  be 
remembered  that  no  other  machine  is  given  the  hard  use  and  necessary 
abuse  that  a  motor  truck  receives.  The  road  vibration,  alone,  will  loosen 
nuts  and  rivets  which,  if  not  attended  to  in  time,  will  cause  serious  trouble. 
Where  only  one  or  two  trucks  are  used,  the  drivers  should  be  competent 
mechanics  and  should  be  held  responsible  for  the  maintenance  of  their 
machines.  Where  several  are  used,  they  should  be  under  the  direct 
supervision  of  a  thorough  truck  mechanic  who  is  held  responsible  for 
operation  and  given  entire  control  of  the  drivers  and  repair  work.  His 
constant  care  will  detect  and  remedy  many  incipient  defects  and  prevent 
expensive  and  annoying  breakdowns.  With  the  exception  of  the  time 
required  for  periodic  overhauling,  he  should  be  able  to  keep  the  trucks 
in  almost  continuous  service.  This  will  make  possible  the  employment 
of  cheaper  drivers  without  undue  damage  being  done  to  the  machines. 

Motor  trucks  should  not  be  installed  without  careful  consideration 
of  the  roads  to  be  traveled.  The  difference  between  the  cost  of  motor 
truck  and  team  hauling  is  largely  controlled  by  the  quality  of  the  road, 
and  on  really  bad  roads  the  motor  truck  is  decidedly  the  more  expensive. 
Many  roads  are  fatal  to  truck  haulage,  and  considerable  experience  is 
required  to  decide  this  question  without  an  actual  test  of  some  duration. 
Excessive  grades  are  to  be  avoided,  especially  long  ones.  The  ordinary 
truck  will  pull  over  a  short  20  per  cent,  grade  with  ease,  but  will  give 
great  trouble  on  a  long  one  of  half  that  rise  unless  special  cooling  arrange- 
ments are  made.     Grades  greatly  increase  the  tire,  and  gasoline  consump- 
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tion  and  decrease  the  life  of  the  machine.  Rocky  roads,  particularly 
when  the  rocks  are  sharp  or  loose,  are  very  hard  on  tires.  Deep  sand  is 
difficult  to  cross,  and  for  this  class  of  road  the  caterpillar  tractor  and  the 
four-wheel-drive  truck  have  distinct  advantages.  Trucks  which  drive 
on  the  rear  wheels  only  cannot  operate  in  heavy  sand.  Narrow  or  rutted 
roads  are  objectionable  for  the  larger-sized  trucks  because  they  throw  all 
the  weight  on  one  of  the  Tear  dual  tires  from  time  to  time,  and  this  over- 
loading is  injurious  to  the  rubber.  Fairly  deep  streams  can  be  crossed, 
but  mud  is  an  absolute  barrier  except  to  the  caterpillar  type  of  tractor. 
Few  dirt  roads  will  stand  up  under  a  7-ton  truck,  but  those  of  4  tons,  or 
under,  do  less  damage  than  the  ordinary  freight  wagon. 

Unfortunately,  trucks  are  not  designed  to  suit  mining  conditions.  At 
Shultz  we  found  it  necessary  to  cut  down  the  gear  ratio,  increase  the  size 
of  the  wheels  and  tires  and  add  bumper  or  auxiliary  springs.  Had  the 
grades  been  steeper  it  would  have  been  necessary  to  increase  the  cooling 
capacity. 

For  long  hauls  the  motor  tractor  will  probably  replace  the  motor  truck. 
It  will  operate  at  a  lower  cost  because  the  load  will  be  carried  on  iron  tires, 
and,  as  the  table  of  detailed  costs  shows,  the  rubber  tires  account  for 
22.3  per  cent,  of  the  total."  Tractors  travel  more  slowly  than  motor 
trucks,  but  the  tonnage  hauled  in  a  trip  is  much  greater.  They  are  also 
easier  on  roads,  as  the  load  is  distributed  over  several  trailers.  By  using 
extra  trailers,  loading  and  unloading  can  be  done  while  the  tractor  is  on 
the  road. 

The  make  of  a  truck  is  not  as  important  as  the  care  it  receives.  Al- 
most any  standard  make  will  do  good  work  if  given  careful  attention, 
but  none  will  be  satisfactory  if  not  well  cared  for.  Economy  should  not 
be  sought  in  the  lubricants  used;  the  best  oil  is  none  too  good  for  a  motor 
truck.  Overloading  should  be  scrupulously  avoided.  A  truck  may  be 
made  to  carry  many  times  its  rated  load  without  breaking  down  but  the 
damage  is  none  the  less  real  because  not  immediately  apparent.  High 
speed,  particularly  if  the  road  is  rough,  should  be  avoided,  since  it  sub- 
jects the  machine  to  excessive  strains  and  vibration.  Most  trucks  are 
now  equipped  with  speed  governors,  but  these  are  easily  tampered  with 
and  must  be  carefully  watched.  When  they  are  not  used,  the  drivers 
should  be  carefully  instructed  as  to  the  speed  limits  and  compelled  to 
respect  them. 

Distillate  and  "tops"  are  now  successfully  used  on  trucks,  by  the 
application  of  a  special  carburetor.  Their  use  should  effect  a  material 
saving  in  the  gasoline  cost  which  now  amounts  to  almost  15  per  cent. 
of  the  total.  "Tops"  usually  sell  for  30  to  35  per  cent,  and  distillate  for 
50  to  60  per  cent,  of  the  price  of  gasoline.  With  a  properly  designed 
carburetor,  the  available  power  in  the  lower-grade  fuel  will  be  about  the 
same  as  in  the  gasoline,  but  the  carbon  deposition  will  probably  be  some- 
what greater. 
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Mine-Fire  Methods  Employed  by  the  United  Verde  Copper  Co. 

BT  ROBERT  B.   TALLY,*  B.  8.,   JEROME,   ARIZ. 
(Ariiona  Meeting,  September,  1016) 

Underground  fires  have  been  common  in  the  mines  of  the  United 
Verde  Copper  Co.  for  the  past  22  years.  The  first  fire  started  in  the  300 
Hampton  stope  in  the  fall  of  1894,  following  a  cave  in  that  orebody.  The 
soft  and  highly  pyritic  nature  of  the  ores  is  responsible  for  most  of  these 
fires.  Since  ore  characteristics,  methods  of  mining  and  ventilation,  have 
an  important  influence  on  mine  fires,  they  will  be  described  in  this  paper. 

Orebodies 

The  ores  are  mostly  chalcopyrite  except  on  the  upper  levels  where 
considerable  chalcocite,  black  oxides  and  other  secondary  minerals  occur. 
The  orebodies  are  in  the  form  of  lenses  and  vary  in  size.  Some  are  small, 
while  others  are  several  hundred  feet  in  length  by  a  hundred  or  more  feet 
in  width.  These  orebodies  extend,  in  some  cases,  from  the  surface  to  the 
lowest  levels  of  the  mine  and  usually  at  a  steep  angle  of  inclination. 

There  are  three  different  classes  of  ores,  classified  in  accordance  with 
the  gangue  rock.  The  copper  in  all  cases,  except  as  above  specified,  is 
in  the  form  of  chalcopyrite.  The  largest  and  most  important  of  these 
reserves  are  in  a  pyrite  gangue.  Next  in  order  of  importance  are  the 
schist  ores  and  lastly  the  quartz  porphyries.  The  pyrite,  locally  termed 
iron  ores,  average  from  30  to  42  per  cent,  sulphur.  The  schist  and  quartz 
porphyries  vary  from  3  to  25  per  cent,  sulphur. 

Mining  Methods 

All  the  orebodies  were  worked  by  the  overhand  square-set  method  of 
mining  prior  to  1908;  since  then  the  cut-and-fill,  shrinkage  and  mill-hole 
systems  have  been  largely  employed. 

But  15  per  cent,  of  the  total  tonnage  now  extracted  is  from  timbered 
stopes.  Most  of  this  is  from  the  upper  levels  where  the  ore  is  soft,  heavy 
and  more  or  less  broken  to  the  surface.  Large  reserves  of  these  ores  are 
being  conserved  for  more  efficient  methods  of  mining. 

*  Superintendent  of  Mines,  United  Verde  Copper  Co. 
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There  was  no  choice  in  the  past  with  reference  to  the  methods  of 
working  the  upper  levels  because  the  smelting  plant  and  other  surface 
buildings  were  directly  over  the  orebodies.  Only  such  places  were  worked 
as  were  considered  necessary  and  by  methods  which  caused  as  little  set- 
tling as  possible.  In  most  of  these  places  it  was  necessary  to  use  spiling 
and  to  fill  to  the  roof.  Bulkheads  were  used  on  the  levels  to  retain  the 
gangways  and  were  carried  up  through  the  stopes  for  ore  chutes. 

Top  slicing  could  not  be  used  on  account  of  surface  settling  and  be- 
cause this  method  is  unfavorable,  in  heavy  sulphide  orebodies,  for  the 
control  of  mine  fires. 

The  smelting  plant  and  other  surface  interferences  have  now  been 
removed  and  it  is  planned  to  start  steam-shovel  work  in  the  near  future. 

History  of  United  Verde  Fires 

The  first  fire  of  1894  was  caused  by  spontaneous  combustion,  following 
a  cave.  It  was  not  extinguished  and  the  district  was  bulkheaded  from 
the  remainder  of  the  mine.  The  soft  and  broken  nature  of  the  ground 
in  this  district  was  such  that  the  smoke  and  gas  worked  its  way  over  the 
orebody  on  the  several  different  levels  and  cut  off  a  large  productive  area 
of  high-grade  ore. 

Later,  another  serious  fire  occurred  in  the  Chrome  or  quartz- 
porphyry  orebodies,  which  extended  over  a  large  area  and  cut  off  produc- 
tion from  this  district. 

A  third  fire  followed,  cutting  off  the  middle  district  which  lies  between 
the  Chromes  and  Hamptons.  Many  smaller  fires  occurred  in  the  mean- 
time, which  were  extinguished.  There  has  never  been  a  serious  fire  in 
the  schist  orebodies  which  join  the  Hamptons  on  the  south,  yet  there  is 
always  danger  in  that  or  any  other  heavily  timbered  district,  where  the 
ore  carries  any  appreciable  amount  of  sulphur. 

Fire  Stopes 

Many  attempts  were  made  to  extinguish  these  fires  and  recover  the 
large  reserves  of  high-grade  ore.  The  districts  were  first  flooded  with 
water  but,  owing  to  the  large  area  involved  and  the  soft,  broken-up  condi- 
tion of  the  ground,  this  method  was  a  failure.  Sufficient  air  always 
found  its  way  through  fractures  to  feed  the  fire. 

The  next  attempt  to  extinguish  the  fire  was  by  C02  gas.  A  gas- 
generating  plant  was  installed,  pipe  lines  were  laid  and  large  volumes  of 
gas  were  forced  into  the  district,  but  without  effect.  Steam  was  then 
tried  and  was  likewise  a  failure.  Water,  steam  or  C03  gas  will  readily 
extinguish  a  fire  if  the  district  in  which  the  fire  occurs  can  be  tightly  sealed 
up  and  the  extinguishing  agent  brought  into  contact  with  the  fire  in 
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sufficient  quantities.    Fractures  to  the  surface  and  underground  workings 
outside  the  fire  district  made  an  impossible  condition  to  seal  up. 

In  1905,  the  Plenum  system  was  tried  on  this  district  with  Buccess. 
Actual  combustion  was  extinguished  and  the  latent  heat  reduced  to  a 
temperature  of  about  120°.    This  work  was  planned  and  directed  by 


Vui.  I.-  Ti.an  of  Finn  Stufbson  300  Level  Showing  Method  of  Ventilation. 

Joseph  J.  Shaw,  a  mining  engineer  from  the  Mountain  Copper  Co.  of 
Keswick,  Cal.,  where  this  system  was  successfully  used.  It  has  been 
used  here  continually  since  its  inception  and  consists  in  forcing  the  air 
under  a  pressure,  varying  from  2  to  5  lb.,  into  the  fire  district.  The  air 
pressure  varies  in  accordance  with  the  gas  pressure  and  must  be  sufficient 
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to  keep  back  the  gas  and  to  cool  the  ground,  so  that  work  can  be  accom- 
plished. 

When  a  bulkhead,  in  a  connection  leading  to  a  fire  stope,  is  opened 
there  is  invariably  an  outward  pressure  and  rush  of  gas  or  smoke,  which 
must  be  overcome.  The  Plenum  system  consists  in  forcing  the  air  against 
this  gas  at  a  pressure  slightly  greater  than  that  of  the  gas. 

Fig.  1  shows  a  large  fire  stope  on  the  300  level,  with  doors  for  con- 
trolling the  pressure,  and  the  method  of  ventilation.  The  air  is  furnished 
from  the  adit  and  forced  under  pressure  into  the  fire  district.  All  chutes 
and  manways  are  upcast,  and  the  spent  air  and  gases  outlet  to  the  air 
raise  through  connections  on  the  different  floors. 

The  installation  used  with  this  system  consists  of  a  No.  8  double-inlet 
Sirocco  fan,  direct-connected  to  a  50-hp.  variable-speed  General  Electric 
motor;  also  the  necessary  airways,  doors,  etc.  The  air  from  the  fan  must 
be  under  perfect  control  in  order  to  regulate  the  gas.  This  is  accom- 
plished by  doors,  as  shown  in  Fig.  2. 


jj\     *»  "•*         J\ 


Fig.  2. — Sketch  of  Fan  Station. 

An  airway  about  3  ft.  square  and  from  50  to  200  ft.  long  is  connected 
to  the  outlet  of  the  fan.  Doors  are  placed  in  the  tunnel  at  both  ends  of 
this  airway.  These  doors  prevent  the  fan  from  drawing  its  own  air,  for 
when  one  door  is  open  the  other  must  be  closed.  All  workings  between 
the  fan  and  the  fire  district  must  be  closed  off  by  doors;  otherwise  the  air 
pressure  will  be  reduced  and  trouble  result  from  gas.  Two  doors  are 
always  used  so  that  one  will  remain  closed  when  the  other  is  open.  For 
electric  haulage  these  doors  should  be  from  100  to  200  ft.  apart.  The 
doors  are  made  of  2-in.  grooved  lumber,  and  concrete  frames.  The  air- 
ways are  made  of  lumber  or  concrete. 

With  a  variable-speed  motor  and  the  proper  system  of  doors,  it  is  an 
easy  matter  to  increase  or  diminish  the  air  pressure  in  order  to  meet  any 
new  conditions  within  the  fire  district. 

When  the  bulkheads  to  this  district  were  first  opened,  the  ground  was 
red  hot.  The  roof  and  walls,  where  opened,  were  aglow.  All  timber  was 
burned  and  the  soft  sulphides,  where  exposed,  were  burning.  The  con- 
tinual blowing  of  air  on  this  hot  mass  gradually  cooled  it,  so  that  within 
a  few  weeks  the  actual  extraction  of  ore  was  under  way. 

The  timber  often  took  fire  before  it  was  blocked,  making  it  necessary 
to  keep  it  well  sprinkled  with  water.    The  air  reduced  the  temperature 
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from  1,200°  F.  to  120°  F.  in  about  6  weeks.  The  conditions  gradually 
improved  until  the  average  temperature  in  the  fire  stopes  was  100°  F. 
During  recent  years  a  system  of  ventilation  has  been  introduced  whereby 
the  temperature  has  been  reduced  to  about  75°,  except  in  places  that  are 
above  the  line  of  ventilation. 

Formerly  the  air  was  forced  into  these  stopes  and  found  an  outlet 
through  fractures  into  the  other  workings  and  to  the  surface,  with  the 
result  that  none  of  the  upper  levels  were  free  from  gas. 

A  system  of  air  raises  was  driven  in  the  foot  wall  to  the  surface  and 
connections  from  these  raises  to  the  stopes  were  made  at  different  eleva- 
tions. Doors  were  placed  in  these  connections  and  the  air  outlet  thereby 
controlled.  If  an  outlet  is  too  free,  it  will  not  only  release  the  pressure 
and  cause  gas,  but,  by  suction,  will  also  cause  fire.  These  raises  were 
driven  in  ground  that  did  not  require  timbering.  Cast-iron  sets  were 
used  where  necessary  in  the  connections  from  the  raises  to  the  stopes. 
Timber  should  be  avoided  if  possible  in  airways,  since  there  is  a  constant 
danger  of  fire  in  these  places. 

These  stopes  have  now  been  opened  for  11  years  and  fire  occurs  on  an 
average  of  about  once  a  month  in  a  rather  extensive  area  of  old  timbered 
workings.  It  is  therefore  important  to  have  an  efficient  fire-fighting 
organization  and  to  have  good  •control  of  the  ventilation.  This  is  an 
important  factor  in  connection  with  mine  fires.  In  the  first  place,  every 
preventive  measure  must  be  used,  and,  in  the  second,  the  ventilation 
must  be  under  absolute  control  in  order  to  extinguish  the  fire. 

An  excess  of  air  increases  the  flames  in  the  same  manner  that  an  open 
draft  increases  the  fire  in  a  stove  or  furnace.  Air  must  be  furnished  only 
in  sufficient  quantities  to  carry  away  the  smoke  so  that  the  firemen  can 
got  at  the  fire.  Where  the  smoke  is  thick  it  is  impossible,  even  with  hel- 
mets, to  handle  the  fire  satisfactorily.  Many  unsatisfactory  results  in 
connection  with  mine  fires  are  due  to  these  causes. 

Causes  of  Mine  Fires 

Probably  90  per  cent,  of  all  underground  fires  in  pyrite  or  heavy  sul- 
phide ores  are  caused  by  spontaneous  combustion.  In  the  fire  district 
of  this  mine,  many  fires  are  due  to  red-hot  dust  dropping  on  the  timbers, 
from  fractures  in  ground  above.  Some  fires  are  from  friction  due  to 
caving,  aomo  from  defective  electric  wires  or  cables;  others  from  burning 
powder  in  contact  with  timber,  and  a  certain  number  from  incendiarism 
and  carelessness  with  candles,  lamps,  etc. 

Fires  from  spontaneous  combustion  usually  occur  in  the  interior  of  a 
gob  or  filled  stopo  and  are  due  to  the  oxidization  of  fine  sulphides  in  con- 
tact with  timber.  Very  small  amounts  of  air  are  necessary  for  spontane- 
ous combustion  and  this  air  works  its  way  through  the  filling  along  the 
line  of  bulkheads,  timber  or  walls,  where  it  comes  into  contact  with  sul- 
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phide  dust.  In  the  process  of  oxidization  this  produces  sufficient  heat 
to  start  a  fire.  This  theory  has  been  proven  here  by  experiments. 
Heavy  sulphides  should  not  be  used  for  filling  in  timbered  stopes.  Con- 
siderable fine  sulphide  ore  is  lost  in  the  fire  stopes  or  in  any  other  heavy 
ground  where  the  square-set  method  of  mining  is  used  and  where  the  floors 
are  kept  filled  to  the  roof. 

Prevention  of  Mine  Fires 

Careful  consideration  should  be  given  toward  making  heavy  sulphide 
mines  as  fireproof  as  economy  will  permit. 

Main  hoisting  shafts  in  such  properties  should  be  constructed  of  con- 
crete or  other  fireproof  material.  Where  timber  is  used,  a  sprinkling 
system  should  be  installed. 

Mine  methods  should  be  developed  in  which  timber  will  be  eliminated 
as  far  as  possible. 

Heavy  sulphide  material  should  not  be  used  for  filling  in  the  timbered 
stopes.  In  these  places  fine  waste  should  be  used  and  sprinkled  so  that 
it  will  pack  and  make  conditions  unfavorable  for  fire. 

In  fire  stopes  or  stopes  adjacent  to  the  fire  district,  the  timber  next 
to  the  walls  or  ends  should  be  removed. 

Careful  attention  should  be  directed  toward  ventilation  so  that  the 
temperature  will  be  unfavorable  for  fires  to  start. 

In  hot  places  the  timber  should  be  kept  damp  by  sprinkling  with 
water.  Water  should  never  be  put  on  red-hot  or  burning  ground,  as 
this  will  invariable  cause  an  explosion,  one  of  the  great  dangers  in 
handling  mine  fires. 

Water  and  air  lines,  hose  and  hose  connections,  and  all  tools  used  in 
connection  with  mine  fires  should  be  kept  convenient  and  in  good  working 
condition  where  fire  is  liable  to  occur. 

Helmets,  pulmotors  or  lungmotors,  electric  lamps  and  supplies  should 
be  kept  in  stock  in  sufficient  quantities  and  convenient  for  immediate  use. 

Carefully  selected  men  should  be  trained  in  the  use  of  the  helmets  and 
resuscitating  machines,  and  in  the  methods  of  fighting  fires.  The  average 
man,  unless  specially  trained,  is  useless  in  fighting  fires.  The  foremen, 
shift  bosses,  electricians,  pumpmen,  watchmen  and  selected  miners  work- 
ing in  different  places  which  are  subject  to  fires  should  familiarize  them- 
selves with  all  things  appertaining  to  the  ventilation,  and  should  know 
just  what  to  do  if  fire  occurs  in  their  respective  places.  Rules  to  this 
effect  should  be  printed,  distributed,  and  understood  by  all  concerned. 

Watchmen  should  inspect  the  air  outlets  often  and  regularly  in  order 
to  detect  smoke  as  soon  as  possible. 

Iron  fire  doors  should  be  erected  in  connections  near  all  timbered 
stopes,  so  that  in  case  a  fire  gets  beyond  control  the  doors  can  be  closed 
and  the  district  quickly  sealed  up,  in  order  to  protect  the  remainder  of 
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stopes.  From  these  laterals  many  diamond-drill  holes  were  drilled 
through  which  water  was  run  onto  the  fire.  This  fire  burned  through 
stopes  between  the  200  and  600  levels. 

The  Pennsylvania  mine  fire  of  1916  burned  between  the  1,000  and 
1,300  levels  and  for  a  considerable  lateral  extent  and  was  finally  extin- 
guished by  the  Plenum  system  and  extensive  diamond  drilling.  The 
diamond-drill  work  was  in  both  cases  the  main  factor.  The  details  of 
this  work  were  carried  on  by  C.  Edwin  Nighman,  at  present  Fire  Super- 
intendent of  the  Boston  &  Montana  group  of  the  Anaconda  Copper 
Mining  Co.  and  H.  R.  Tunnell,  Foreman  of  the  Pennsylvania  mine, 
under  the  direction  of  the  writer  A  description  of  this  work  will  appear 
in  the  Transactions  in  the  near  future. 

As  I  have  said  before,  we  are  at  present  working  on  the  Leonard- 
Minnie  Healy  fire  with  the  prospect  of  regaining  much  ore,  if  not  actually 
extinguishing  the  fire.  The  extent  of  the  ground  bulkheaded  off  from 
the  rest  of  the  mine  is  600  by  400  ft.  lying  between  the  600  and  1,300 
levels. 

This  territory  is  filled  with  gases  and  an  uncertain  extent  of  smolder- 
ing fire.  Our  plan  is  to  drive  lateral  drifts  through  the  fire  zone,  keeping 
them  in  solid  ground.  From  these  laterals  holes  are  being  drilled  with 
diamond  drills  into  all  stopes  below,  so  that  eventually  we  will  have 
water  entering  all  the  stopes  at  10-ft.  intervals.  We  have  been  at  this 
work  about  1  year  and  have  entered  and  reclaimed  practically  all  of  the 
600  and  700  levels.  We  have  also  entered  the  800  halfway  and  up  to 
date  the  orcbodies  regained  have  warranted  the  installation  of  electric 
haulage  on  the  800.  In  doing  this  work  we  are  using  the  Plenum  sys- 
tem, and  so  far  we  have  not  had  to  resort  to  the  use  of  Draeger  helmets. 
While  this  work  was  really  started  as  a  matter  of  safety  for  the  future 
of  the  mine,  we  are  regaining  orebodies  at  no  greater  expense  than 
required  for  development  of  ore  on  new  levels. 

Our  experience  with  fires  in  Butte  has  given  us  some  thought  as  to 
their  causes  and  led  us  to  install  all  possible  safeguards  against  their 
recurrence  and  to  assure  the  necessary  protection  from  new  fires  and  the 
means  to  extinguish  them. 

The  (H)«sible  causes  of  mine  fires  are  as  numerous  as  of  surface  fires 
and  one  could  set  down  a  long  list  of  them  and  the  ordinary  precautions 
for  prevention.  All  of  these  should  be  known  to  the  superintendent  of 
any  mine,  and  the  subject  is  covered  very  thoroughly  by  George  J. 
Young  in  "Fin*  in  Metalliferous  Mines."* 

-  a  period  of  about  10  years  in  20  or  more  operating  mines  in 

actual  causes  of  mine  fires  have  been:  lighted  candles  left 

timbers,  short-circuiting  and  overheating  of  electric  wires, 

to,,  due   to  carelessness   in   upkeep   and    operation,    oily 

•  TVtmt.,  vol  44  (1912). 
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waste,  spontaneous  combustion  from  foreign  substances  in  gobs,  and 
possibly  incendiarism. 

We  realize  that  mine  fires  are  possible  even  though  the  greatest  pre- 
cautions in  the  way  of  regulations,  warnings,  etc.,  are  taken,  and  in  the 
past  2  years  we  have  installed  every  protection  against  the  spread  of 
fires,  facilities  for  fighting  them  and  means  of  rescue. 

All  of  our  main  operating  shafts  are  downcast,  around  the  collar  of 
each  shaft  we  have  2-in.  sprinkler  lines;  all  water  lines,  air  lines  and 
electric  cables  are  in  downcast  shafts,  water-storage  tanks  of  3,000  gal. 
or  more  have  been  put  in  every  400  ft.  along  the  shafts  with  pipe  lines 
from  them  through  main  drifts,  laterals  and  many  stopes;  water  may  be 
turned  into  all  air  lines  also,  All  underground  fan  stations,  transformer 
and  switch  rooms  and  electrical  apparatus  have  been  made  fireproof  for 
safe  distances  from  them,  overload  and  no-voltage  release  and  auto 
starters  are  used  on  fans;  all  connections  between  mines  are  cut  off  by 
concrete  bulkheads  and  iron  doors  except  where  stopes  are  continuous; 
a  firebug  (or  watchman)  goes  through  each  shift  boss'  run  in  all  mines 
after  each  shift;  all  electric  switches  are  disconnected  at  shaft  stations 
between  shifts;  telephones. are  used  in  all  large  mines;  surface  fans  ex- 
haust only;  metal  receptacles  are  used  for  oil  waste  and  refuse  and  are  in 
safe  places;  first-aid  and  Draeger  helmet  crews  have  been  trained  at  each 
mine  and  hold  positions  where  they  can  be  notified  of  trouble  immediately; 
signs  denoting  directions  to  other  mines  and  main  shafts  are  posted  on 
all  levels;  an  "out  of  the  mine"  danger  signal  is  used;  smoking  in  the 
mines  is  prohibited;  metal  sconces  for  candles  are  used  entirely  and 
failure  to  use  them  means  discharge  of  man;  mining  methods  are  being 
adopted  to  eliminate  as  much  timber  as  possible,  and,  finally,  two  fully 
equipped  rescue  stations  on  the  surface  are  maintained. 

At  each  of  these  rescue  stations  we  have  30  Draeger  oxygen  helmets 
with  accessories,  lung  motors,  an  automobile,  a  first-aid  man  on  each 
8-hr.  shift,  a  smoke  room  for  training  and  a  man  in  general  charge  over 
all  first-aid  and  rescue  work.  Classes  are  being  held  continuously  and  the 
number  of  capable  firefighters  is  increasing.  We  also  have  a  fire  super- 
intendent who  acts  with  mine  foremen  in  all  underground  fire  work. 

We  have  had  six  serious  mine  fires  during  the  past  6  years  and  they 
have  been  extinguished  or  bulkheaded  without  loss  of  life  except  in  the 
Pennsylvania  mine  fire  of  1916.  The  loss  of  lives  in  this  fire  was  due  to 
the  failure  of  the  men  in  following  directions  given  them  for  their  safety. 
Work  on  all  these  fires  extended  over  months.  There  have  been  about 
12  other  fires  discovered  and  extinguished  in  a  few  minutes,  or  an  hour 
at  the  most.  This  success  has  been  due  to  preparedness,  the  good  work 
of  the  helmet  men,  and  extreme  watchfulness.  The  expense  of  installa- 
tion of  any  system  or  equipment  for  fireaprotection  and  fire  fighting  will 
be  offset  many  times  if  such  trouble  arises. 
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C.  W.  Goodale,  Butte,  Mont. — I  wish  to  say  that  I  have  before  me 
a  discussion  of  the  fire  that  occurred  in  the  Pennsylvania  mine  in  Butte, 
by  Messrs.  C.  E.  Nighman  and  R.  S.  Foster,  but  it  is  quite  long  and  the 
conclusions  are  very  much  the  same  as  those  given  by  Mr.  Berrien  in  the 
discussion  which  has  just  been  read.  I  will  say  briefly  that  the  Pennsyl- 
vania fire  started  Feb.  14, 1916,  about  8:45  p.m.,  at  or  very  near  the  1,200 
air-shaft  station.  This  fire  resulted  in  the  loss  of  21  lives;  however,  had 
these  men  followed  the  instructions  of  those  sent  to  warn  them,  a  maxi- 
mum of  nine,  and  probably  only  seven,  fatalities  would  have  occurred. 
At  the  time  the  fire  occurred  the  main  working  shaft  was  upcast,  and  while 
this  condition  caused  no  loss  of  life,  considerable  discomfort  resulted  from 
the  presence  of  smoke  and  gases,  and  rescue  work  had  to  be  abandoned  until 
this  shaft  was  made  downcast,  which  was  accomplished  by  placing  a  suction 
fan  over  the  air  shaft.  It  should  be  stated  that  when  the  fire  occurred 
preparations  were  under  way  to  make  the  working  shaft  a  downcast. 

It  is  extremely  important  that  working  shafts  be  downcast  wherever 
possible,  for  the  following  reasons:  (a)  In  case  of  fire,  ordinarily  men 
can  come  to  the  shaft  and  be  hoisted  without  danger  of  suffocation  (in 
some  cases  action  of  fire  has  been  known  to  change  the  direction  of  air 
in  shafts) ;  (6)  Where  cold  air  is  coming  down  a  shaft,  the  tendency  of 
the  ground  to  slough  is  greatly  lessened;  also,  timbers  last  much  longer 
when  not  exposed  to  hot,  humid  air  coming  out  of  the  mine,  and  as  work- 
ing shafts  must  bear  the  strain  of  traveling  skips  and  cages  it  necessarily 
follows  that  they  should  be  favored  where  natural  conditions  permit. 
Furthermore,  air  shafts  can  usually  be  retimbered  without  curtailing 

production. 

On  tho  other  hand,  during  the  winter  months  in  cold  climates,  ice 
eolloet*  in  downcast  shafts  even  where  there  is  very  little  moisture.  It 
!m  iHM<i«Miiry  to  clear  the  ice  by  chopping  it  out,  which  is  a  disagreeable 
/mil  ftfiiiinwluit  dangerous  task.  Furthermore,  it  is  hazardous  and 
imoomfortablo  to  do  repairing  in  downcast  shafts  during  cold  weather. 

At  the  prnsnnt  time  the  working  shafts  of  the  Anaconda  Copper 
Mining  t  •<>.  In  Hulto  are  downcast  wherever  possible. 

Thw  Chaiiiman  (Pkrcy  G.  Beckett,  Globe,  Aria.).— I  think,  as 
Mr.  Tally  wild  and  as  Mr.  Goodale  has  brought  out,  fires  are  exceed- 
ingly dlimjcMiwililn  arid  dangerous  things  to  have  in  a  mine;  and  I  think 
it  ih  ii  vital  HiilijfM'.t  for  iih  all.  There  are  several  big  mining  districts  hav- 
ing fin*  biji-nifiK  in  those  districts  for  a  long  time.  It  is  one  problem 
to  keep  the  fire*  under  control,  and  another  problem  full  of  importance 
to  ii*  all  to  prevent  fires  from  starting  from  the  numerous  sources  from 
which  they  can  Htart. 

GfcjiAM*  Hjjkuman,  Bisbee,  Ariz.— We  have  been  unfortunate  enough 
U)  have  some  fire*,  and  we  have  used  very  much  the  same  methods  that 
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have  been  described  by  Mr.  Tally  and  Mr.  Berrien.  I  am  not  sure  that 
the  members  here  are  familiar  with  Mr.  Berrien's  paper  of  last  year;  but 
I  think  there  is  a  distinction  between  what  Mr.  Tally  is  trying  to  do  or 
doing  and  what  Mr.  Berrien  is  doing.  From  the  shape  of  the  orebodies 
in  the  United  Verde,  it  is  very  much  more  difficult  to  put  them  out  than 
in  Butte.  It  is  very  difficult  to  get  at  them.  The  ground  over  the  fires 
is  soft,  crushed  and  open;  and  I  doubt  if  drill  holes  could  be  put  in  to 
get  water  on  the  fires.  I  think  Mr.  Tally's  effort,  although  he  has  put 
out  many  fires,  has  been  principally  toward  controlling  them  by  the 
Plenum  system.  He  recovers  the  ground  by  blowing  the  fire  away  from 
the  working  places  and  driving  the  gases  to  the  surface  through  broken 
ground  or  some  passage  which  does  not  interfere  with  other  work.  This 
does  not  put  the  fire  out  unless  it  is  kept  away  from  other  timbered  ground 
until  it  goes  out  of  itself.  The  only  way  I  know  by  which  fires  have  been 
put  out  in  this  country  is  by  putting  water  on  them.  Mr.  Tally  has  put 
fires  out  by  that  method,  and  Mr.  Berrien  has  also.  In  the  cases  at 
Butte,  most  of  the  veins  were  in  comparatively  hard  rock.  They  are  not 
vertical,  as  I  remember  it,  but  very  steep.  By  drilling  from  the  hanging 
wall,  which  is  safe  to  work  in,  you  can  pour  water  on  the  fire  successfully, 
and  that  is  the  way  we  did  it.  In  one  of  our  fires,  we  were  lucky  enough 
to  get  water  on  top  of  the  fire  in  such  a  way  as  to  drown  it,  and  it  was 
finally  put  out  so  we  could  get  in  the  ground  and  prove  it.  Another  was 
kept  down  by  putting  water  on  it  until  we  were  able  to  get  to  the  fire 
area  and  by  following  the  smoke  to  dig  it  out,  but  that  was  a  small  fire. 
In  one  of  our  fires,  which  has  been  burning  for  some  years,  and  which  is 
now  isolated,  we  tried  to  drill  holes  over  the  top  with  diamond  drills, 
but  it  was  unsuccessful,  as  the  ground  was  too  much  broken.  We 
were  never  able  to  get  near  the  point  we  were  driving  for.  I  think  the 
precautions  which  Mr.  Berrien  has  suggested  are  very  well  worth  carry- 
ing out.  All  of  our  fires  have  been  spontaneous,  as  far  as  we  know,  and 
they  have  all  occurred,  with  one  exception  which  is  rather  doubtful,  in 
the  centers  of  filled  and  abandoned  stopes,  which  were  inaccessible,  and 
we  were  not  able  to  reach  them  quickly.  We  had  to  isolate  them  and 
cut  them  off  from  active  workings  and  keep  them  from  spreading.  I 
think  they  are  undoubtedly  caused  by  the  heating  of  sulphides  in  stopes 
where  they  are  loose  and  granular,  and  where  there  is  little  ventilation. 
I  believe  if  raises  could  be  kept  open  for  free  circulation  of  air,  the  heat 
would  be  carried  off  so  that  the  temperature  would  not  rise  to  the  point 
of  ignition,  but  I  am  not  sure  of  it.  In  some  of  our  shafts,  we  are  laying 
pipes  and  sprays  to  water  the  shaft  in  case  of  fire,  and  also  putting  up 
doors  to  cut  them  off  and  stop  circulation  from  the  shaft,  but  we  do  not 
care  to  say  very  much  for  the  present. 

J.  P.  Hodgson,  Bisbee,  Ariz. — Mr.  Chairman,  from  my  experience 
in  mining,  covering  a  period  of  about  30  years,  I  would  say  that  I  think 
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the  most  prolific  source  of  mine  fires  is  the  use  of  candles,  owing  to  the 
carelessness  of  the  men  in  leaving  what  we  call  "snuffs"  around  their 
working  places.  I  know  of  at  least  two  mine  fires  in  Michigan  where  I 
was  operating  that  occurred  in  this  manner.  One  of  these  we  put  out 
with  water;  in  the  other  we  sealed  the  shafts  and  shut  down  the  mine 
for  3  weeks  before  we  extinguished  the  fire.  Regarding  our  experience 
in  copper  mining,  as  Mr.  Sherman  has  said,  we  have  had  a  lot  of  experi- 
ence in  fighting  fires,  but  we  are  not  yet  sure  £s  to  which  is  the  better 
method.  One  thing  I  might  mention  in  this  connection  that  might  be 
of  assistance  to  others  is  that  we  keep  on  hand  a  15-hp.  electrically 
driven  blower  mounted  on  a  truck,  together  with  1,000  ft.  of  wire  for 
connections  and  500  ft.  of  galvanized  10-in.  blower  pipe  and  a  roll  of 
brattice  canvas.  This  equipment  is  kept  in  a  certain  place.  When  a 
fire  alarm  is  turned  in  this  equipment  can  be  sent  underground  and 
put  in  working  order  in  from  30  to  45  min.  With  this  equipment  we 
can  force  back  the  smoke  in  the  drifts  and  sometimes  succeed  in  reaching 
the  fire,  and  in  putting  it  out  before  very  much  damage  is  done.  We  have 
a  fire  in  the  Lowell  mine  that  has  been  burning  for  over  6  years  and  we 
have  gradually  encroached  on  the  fire  area  by  putting  in  concrete  bulk- 
heads and  thus  getting  ore  that  could  not  be  mined  before  on  account  of 
the  fire.  We  are  at  the  present  time  on  the  800-ft.  level  of  the  Gardner 
mine  driving  a  series  of  drifts  over  a  fire  area  similar  to  those  explained 
in  Mr.  Berrien's -paper.  We  are  putting  water  in  these  drifts  so  that 
it  may  percolate  through  the  broken  ground  to  the  fire  zone  below.  This 
fire  is  in  an  old  sulphide  area  which  has  been  stoped  out,  and  I  believe 
in  a  year  or  two  we  will  succeed  in  extinguishing  this  fire. 

The  Chairman. — Is  there  any  more  discussion  on  this  paper?  I 
would  like  to  ask  Captain  Hodgson  from  his  experience  fighting  fires  at 
Bisbee  what  he  considers  the  main  fundamental  precautionary  methods 
that  should  be  taken  in  the  average  mine.  Is  it  more  a  question  of  shafts 
in  the  right  place,  upcasts  and  downcasts,  or  water  lines  laid  throughout 
the  mine,  or  a  question  of  blocking  the  mine  off  into  sections  that  can  be 
closed  quickly,  or  what? 

J.  P.  Hodgson. — I  believe  that  all  of  the  things  you  have  mentioned 
are  very  good,  but  in  such  mines  as  the  Copper  Queen  it  is  almost  im- 
possible to  do  all  of  them  in  every  case  as  the  property  is  so  extensive  and 
as  a  usual  thing  the  fire  breaks  out  where  you  don't  expect  it.  After 
careful  investigation  we  adopted  this  blower  and  have  it  in  reserve  so  that 
we  can  get  quick  action  after  an  alarm  is  turned  in.  It  is  lowered  and 
in  operation  in  from  30  to  45  min.  in  any  part  of  the  mine,  and  we  believe 
it  is  very  good  for  our  conditions.  Also,  at  the  Copper  Queen,  we  have 
fire  doors  to  block  off  the  different  parts  of  the  mine  so  that  in  case  of  a 
serious  fire  in  one  part  it  can  be  cut  off  and  the  balance  of  operations 
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proceed,  but  I  fear  I  could  not  say  which  is  the  best  way.  All  the  things 
mentioned  are  good  but  the  fire  usually  starts  in  the  wrong  place  and  with- 
out giving  due  notice.  We  also  believe  that  our  method  of  ventilation, 
keeping,  the  mine  under  pressure,  materially  assists  us  in  keeping  back 
our  fires. 

C.  A.  Mitkb,  Bisbee,  Ariz,  (communication  to  the  Secretary*). — 
I  am  interested  in  Mr.  Tally's  methods  of  fighting  mine  fires  at  the 
United  Verd§  Copper  Co.  because  he  has  developed  a  system  of  mine 
ventilation  which  has  made  possible  the  mining  of  orebodies  that  are 
adjacent  to  fire  districts,  as  well  as  orebodies  which  are  actually  on 
fire.  Of  course,  when  preliminary  work  is  being  done  in  the  way  of 
development  of  these  fire  areas  there  is  considerable  heat  to  contend 
with;  but  after  the  ventilation  has  been  arranged  the  miners  are  able 
to  stope  out  the  ore  with  almost  the  same  comfort  as  in  ordinary  ore- 
bodies  which  are  not  on  fire. 

Gardner  Fire  District. — Since  the  pressure  system  of  ventilation  was 
successful  at  the  United  Verde  Copper  Co.,  it  was  adopted  at  the  Copper 
Queen. 

There  are  similar  mine  fires  in  the  Copper  Queen,  as,  for  example, 
the  9-1  district  of  the  Gardner  division  where  a  fire  has  been  known  to 
exist  for  some  time.  About  2  years  ago  a  large  amount  of  carbon  dioxide 
came  from  this  district  on  the  1,000  level,  in  which  three  men  were  over- 
come. Steps  were  taken  to  inclose  it  by  means  of  doors,  and  to  have 
air  pressure  of  about  7  lb.  per  square  foot  surrounding  the  district  to 
prevent  its  spreading.  A  raise  was  driven  between  the  800  and  900 
levels  and  intermediate  drifts  separating  the  fire  country  from  live  work- 
ings. On  the  800  a  drift  and  a  number  of  crosscuts  were  driven  over 
the  hot  area.  Water  was  run  into  these  intermediate  drifts  and  crosscuts 
so  as  to  cool  the  country  rock.  An  exhaust  fan  was  used  to  draw  the 
air  from  the  top  of  the  drifts  and  allow  fresh  air  to  come  into  the  headings. 
At  present  the  amount  of  gas  and  heat  coming  from  this  district  has  been 
decreased  and  it  is  believed  that  in  a  short  time  the  district  will  be  cool 
enough  so  that  the  usual  ventilating  system  will  continue  to  cool  it 
without  the  continued  use  of  water. 

Cananea  Consolidated  Copper  Co. — About  2  years  ago  there  were 
several  fires  in  the  Veta  Grande  and  Oversight  mines  in  Cananea.  These 
fires  were  located  principally  in  timbered  drifts  and  stopes.  While  some 
of  them  were  easily  extinguished,  nevertheless  one  of  them  in  the  Veta 
Grande  required  considerable  work  done  by  men  using  oxygen  helmets. 
The  greatest  difficulty  was  experienced  in  getting  the  fire  under  control, 
on  account  of  there  being  no  comprehensive  scheme  of  ventilation. 

Rides. — There  should  be  a  set  of  rules  at  every  large  mine  which 

•  Received  September,  1916. 
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the  most  prolific  source  of  mine  fires  is  the  use  of  candles,  owing  to  the 
carelessness  of  the  men  in  leaving  what  we  call  "snuffs"  around  their 
working  places.  I  know  of  at  least  two  mine  fires  in  Michigan  where  I 
was  operating  that  occurred  in  this  manner.  One  of  these  we  put  out 
with  water;  in  the  other  we  sealed  the  shafts  and  shut  down  the  mine 
for  3  weeks  before  we  extinguished  the  fire.  Regarding  our  experience 
in  copper  mining,  as  Mr.  Sherman  has  said,  we  have  had  a  lot  of  experi- 
ence in  fighting  fires,  but  we  are  not  yet  sure  tfs  to  which  is  the  better 
method.  One  thing  I  might  mention  in  this  connection  that  might  be 
of  assistance  to  others  is  that  we  keep  on  hand  a  15-hp.  electrically 
driven  blower  mounted  on  a  truck,  together  with  1,000  ft.  of  wire  for 
connections  and  500  ft.  of  galvanized  10-in.  blower  pipe  and  a  roll  of 
brattice  canvas.  This  equipment  is  kept  in  a  certain  place.  When  a 
fire  alarm  is  turned  in  this  equipment  can  be  sent  underground  and 
put  in  working  order  in  from  30  to  45  min.  With  this  equipment  we 
can  force  back  the  smoke  in  the  drifts  and  sometimes  succeed  in  reaching 
the  fire,  and  in  putting  it  out  before  very  much  damage  is  done.  We  have 
a  fire  in  the  Lowell  mine  that  has  been  burning  for  over  6  years  and  we 
have  gradually  encroached  on  the  fire  area  by  putting  in  concrete  bulk* 
heads  and  thus  getting  ore  that  could  not  be  mined  before  on  account  of 
the  fire.  We  are  at  the  present  time  on  the  800-ft.  level  of  the  Gardner 
mine  driving  a  series  of  drifts  over  a  fire  area  similar  to  those  explained 
in  Mr.  Berrien's -paper.  We  are  putting  water  in  these  drifts  so  that 
it  may  percolate  through  the  broken  ground  to  the  fire  zone  below.  This 
fire  is  in  an  old  sulphide  area  which  has  been  stoped  out,  and  I  believe 
in  a  year  or  two  we  will  succeed  in  extinguishing  this  fire. 

The  Chairman. — Is  there  any  more  discussion  on  this  paper?  I 
would  like  to  ask  Captain  Hodgson  from  his  experience  fighting  fires  at 
Bisbee  what  he  considers  the  main  fundamental  precautionary  methods 
that  should  be  taken  in  the  average  mine.  Is  it  more  a  question  of  shafts 
in  the  right  place,  upcasts  and  downcasts,  or  water  lines  laid  throughout 
the  mine,  or  a  question  of  blocking  the  mine  off  into  sections  that  can  be 
closed  quickly,  or  what? 

J.  P.  Hodgson. — I  believe  that  all  of  the  things  you  have  mentioned 
are  very  good,  but  in  such  mines  as  the  Copper  Queen  it  is  almost  im- 
possible to  do  all  of  them  in  every  case  as  the  property  is  so  extensive  and 
as  a  usual  thing  the  fire  breaks  out  where  you  don't  expect  it.  After 
careful  investigation  we  adopted  this  blower  and  have  it  in  reserve  so  that 
we  can  get  quick  action  after  an  alarm  is  turned  in.  It  is  lowered  and 
in  operation  in  from  30  to  45  min.  in  any  part  of  the  mine,  and  we  believe 
it  is  very  good  for  our  conditions.  Also,  at  the  Copper  Queen,  we  have 
fire  doors  to  block  off  the  different  parts  of  the  mine  so  that  in  case  of  a 
serious  fire  in  one  part  it  can  be  cut  off  and  the  balance  of  operations 
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Cost  and  Extraction  in  the  Selection  of  a  Mining  Method 

BT   0.   E.    ARNOLD,  B.   8.,   MIAMI,   ARIZ. 
(Ariaona  Meeting,  September,  1916) 

In  attacking  the  problems  of  mining  and  treating  large  disseminated 
copper  orebodies  such  as  those  occurring  in  the  Miami  or  the  Ray  dis- 
trict of  Arizona,  one  of  the  vital  questions  to  be  decided  is,  "What  is  the 
value  of  the  orebody  per  ton  in  place?"  The  importance  of  this  ques- 
tion lies  in  the  fact  that  its  answer  helps  to  reach  a  decision  concerning 
the  method  of  mining  to  be  employed. 

Let  it  be  assumed  for  the  moment  that  milling  and  smelting  practice, 
especially  the  latter,  is  more  or  less  standardized,  and  has  a  cost  incap- 
able of  much  variation,  while  the  cost  of  mining  has  a  considerable  range 
owing  to  the  large  number  of  mining  methods  by  which  a  mine  may  be 
exploited.  For  instance,  a  method  may  be  adopted  whereby  all  the 
available  ore  can  be  extracted  perfectly  clean  (i.e.,  unmixed  with  barren 
material)  at  a  relatively  high  cost;  or  a  method  may  be  used  involving 
the  necessary  dilution  of  a  portion  of  the  ore  with  waste,  in  order  to 
recover  that  portion,  thus  giving  a  relatively  poorer  extraction  but 
nevertheless  a  lower  working  cost  than  the  former  method.  Naturally, 
between  these  two  extremes  there  lie  intermediate  methods. 

In  order  to  arrive  at  a  solution  of  a  mining  method  problem  that  is  of 
any  value,  it  is  necessary  that  accurate  and  complete  estimates  of  mining, 
milling,  and  smelting  performances  and  costs  shall  be  established.  By 
way  of  illustration  is  given  a  case  of  mining,  by  the  system  of  undercutting 
and  caving,  a  large  orebody  with  an  average  content  of  1.50  per  cent,  cop- 
per supposedly  all  in  sulphide  form,  to  which  case  has  been  applied  those 
results  in  mining  operations  which  one  may  fairly  assume  are  to  be  ex- 
pected when  viewed  in  the  light  of  G.  R.  Lehman's  ore-drawing  experi- 
ments, which  form  the  subject  of  a  paper  to  be  presented  at  this  meeting. 

It  is  assumed  that  the  total  costs  will  be  as  shown  in  the  table  on 
page  204. 

To  attain  these  costs,  a  daily  production  and  treatment  of  14,400 
tons  has  been  assumed.  Other  assumptions  are  as  follows:  15  per  cent, 
of  orebody  is  to  be  extracted  clean  by  development  work  and  undercut- 
ting; 63.8  per  cent.  (75  per  cent,  of  85  per  cent.)  is  to  be  extracted  clean 
by  caving,  leaving  21.2  per  cent,  part  of  which  is  to  be  extracted  by  dilut- 
ing with  waste,  and  the  remainder  lost.     Dilution  and  extraction  are  to 
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Costs  on  1  Ton  of  Clean  Ore 

Mining,  including  prepaid  development $0. 600 

Coarse  crushing 0. 024 

Freight  on  ore 0.015 

Concentrating 0.462 

Freight  on  concentrate 0. 002 

Smelting,  freight  6n  copper,  refining,  marketing,  etc 0.737 

Amortization 0. 120 

Total $1,960 

be  related  as  shown  by  the  curve  in  Fig.  1.  The  copper  tenor  of  the  con- 
centrate is  to  vary  uniformly  between  25.33  per  cent,  and  30.00  per  cent, 
on  0.80  per  cent,  and  1.50  per  cent,  ore  respectively.  Mill  extraction  is 
to  vary  uniformly  between  69  per  cent,  and  83  per  cent,  on  0.80  per  cent, 
and  1.50  per  cent,  ore  respectively.  The  selling  price  of  copper  is  to 
average  14  c.  per  pound.  The  life  of  property  will  be  12  years.  Smelting 
is  to  be  performed  under  contract  with  an  outside  company. 

In  the  above  set  of  assumed  costs  the  charge  of  $0.12  per  ton  of  ore 
for  amortization  represents  the  outlay  necessary  to  redeem  in  12  years 
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all  expenditures  for  plant  (not  including  smelter),  lands,  railroad,  water 
supply,  etc.,  other  than  the  expenditures  required  in  preparing  the  mine 
for  the  assumed  daily  production.  This  latter  expense  is  covered  by  a 
charge  of  $0.20  per  ton,  which  is  included  in  the  estimate  of  $0.60  per 
ton  for  mining.  The  amortization  fund  is  considered  as  an  annuity  in- 
vented at  4  per  cent. 

It  Hhould  be  borne  in  mind  that  as  long  as  the  ore  is  undiluted  with 
wonte,  the  above  total  cost  of  $1.96  is  all  that  is  applied  to  the  ton  in 
place,  and  that  the  instant  dilution  starts  the  cost  per  ton  in  place  in- 
muLHCH  hcnuiHn  the  added  waste,  until  it  disappears  in  the  mill  tailing, 
Koch  through  all  the  operations  to  which  the  ore  is  subjected.  Further- 
"•mji'ii,  whim  the  ore  is  diluted,  the  mill  extraction,  and  consequently  the 
«ur  return,  decreases,  likewise  the  copper  tenor  of  the  concentrate 
imh«h.     Thone  disadvantages,  however,  are  to  a  certain  extent  offset 
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by  the  fact  that  on  dilution,  the  increasing  concentration  ratio  and  the 
decreasing  copper  content  of  the  concentrate  lower  the  smelting  cost  on 
the  ton  of  ore  in  place. 

Taking  into  account  all  these  variables,  the  curves  shown  in  Fig.  2 
were  plotted,  and  then  by  using  these  in  conjunction  with  the  curve  of 
Fig.  1,  the  curve  of  Fig.  3  was  established,  showing  the  extent  to  which 
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Fig.  2. — Showing   Decreasing  Smelter  Receipts   and   Rising   Costs  with 

Increased  Dilution. 

dilution  could  be  carried  to  secure  the  maximum  profit  from  that  ore 
remaining  in  place  after  the  extraction  of  all  available  clean  ore. 

The  conclusions  resulting  from  this  set  of  calculations  are  as  follows: 
1.    To  obtain  a  maximum  profit  the  average  assay  of  the  dilution  prod- 
uct will  be  1.28  per  cent,  copper,  the  end  point  being  0.845  per  cent.,  as 
shown  in  Fig.  3,  at  which  point  receipts  from  sales  of  copper  just  balance 
total  costs. 
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Fig.  3. — Showing  Maximum  Possible  Profit  with  Ore  Dilution  Increased 
until  Ore  Assay  is  Reduced  to  1.28  Per  Cent,  of  Copper. 

2.  The  total  ore  recovered  will  be  85.5  per  cent.,  as  shown  in  Fig.  1, 
of  which  78.8  per  cent,  will  be  extracted  clean  and  6.7  per  cent,  will  be 
extracted  in  conjunction  with  1.15  per  cent,  of  waste. 
3.  From  100  tons  of  ore  in  place  there  should  be  recovered: 

78.8  tons  clean,  at  a  profit  of  $1.430 $112.68 

6.7  tons  diluted,  at  a  profit  of  1.063 7. 12 


86.5  tons  at  a  total  profit  of $119.80 

Expressed  otherwise,  the  above  might  be  stated  thus: 


206      COST  AND  EXTRACTION  IN  THE  SELECTION  OF  A   MINING  METHOD 

78.8  tons  clean  ore  at  a  profit  of  $1.430 $112.68 

6.7  tons  clean  ore  at  a  profit  of    1.273 8. 53 

Gross  profit $121.21 

1. 152  tons  waste  at  a  loss  of  1.221 1.41 

Net  profit $119.80 

This  is  equivalent  to  $1.20  per  ton  in  place. 

To  duplicate  this  performance  by  the  employment  of  a  mining  system 
that  would  give,  say  a  95  per  cent,  extraction  of  clean  ore  (this  represent- 
ing the  end  of  mining  operations),  a  mining  cost  increased  from  $0.60 
up  to  $0.77  per  ton  would  have  to  be  borne  as  indicated  below: 

Per  Ton 

Receipts  from  smelter $3 .  39 

Costs  other  than  mining 1 .  36 

Difference 2.03 

Cost  of  mining 0.77 

Difference 1.26 

Mining  extraction,  per  cent 95 

Profit  per  ton  in  place $1.20 

Further,  it  may  be  stated  that  on  some  particular  ore,  of  higher  copper 
content  than  1.50  per  cent.,  it  would  be  equally  profitable  to  apply  either 
a  low-cost,  low-extraction  mining  method,  or  a  high-cost,  high-extraction 
method;  and  with  further  increase  in  the  copper  content  of  the  ore  the 
high-cost,  high-extraction  method  would  yield  the  greatest  profit  per 
ton  in  place. 

By  the  application  of  similar  reasoning  to  various  mining  problems 
such  as  that  outlined  above,  it  will  be  found  that  the  resulting  figures 
indicate  plainly  the  mining  method  that  will  yield  the  greatest  ultimate 
profit.  Should  the  calculations  shaow  tht  there  is  little  difference  in  the 
results  of  several  methods,  the  logical  decision  would  be  to  use  that 
method  in  which  the  element  of  doubt  is  smallest  regarding  the  realiza- 
tion of  the  estimated  costs. 

Discussion 

Tub  Chairman  (Percy  G.  Beckett,  Globe,  Ariz.). — When  you  are 
at  Miami  tomorrow,  you  will  see  a  very  interesting  comparison  on  the 
nurfftcft  of  the  two  mining  methods  that  are  being  employed  there  largely. 
In  thft  vwm  of  the  surface  over  the  Inspiration  mining  method,  you 
won't  sen  very  much  left  of  the  surface.  Everything  has  gone  down. 
In  tho  <f\w  right  at  the  line  of  the  Inspiration  ground  and  the  Miami, 
yoti  wilt  ftoe  that  the  surface  over  the  top  slicing  which  the  Miami 
fto/riptiny  hnn  been  doing  in  that  countiy  has  been  riding  down  evenly 
til   uniformly;  and  it  gives  a  very  marked  comparison  of  the  two 
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types  of  mining,  and,  to  a  certain  extent,  of  the  different  degrees  of 
waste  dilution.  I  would  like  to  hear  from  Mr.  Maclennan  on  this 
subject. 

F.  W.  Maclennan,  Miami,  Ariz. — A  paper  based  on  percentage 
extraction  by  shrinkage  stoping  is  a  difficult  one  to  discuss  for  the  reason 
that  it  is  hard  to  arrive  at  extraction  figures  until  a  section  has  been 
completely  mined  out.  In  the  Miami  mine  we  are  using  a  method,  of 
shrinkage  stoping  with  narrow  stopes  and  pillars.  This  ore  has  been 
completely  broken  up  and  we  have  started  in  at  the  far  end  to  draw  off 
the  ore  mass  maintaining  the  top  of  the  broken  ore  dipping  at  an  angle 
of  60°  away  from  the  direction  in  which  we  are  retreating.  A  very 
important  point,  I  think,  about  drawing  a  large  mass  of  ore  down  at  an 
angle  rather  than  trying  to  maintain  the  top  of  the  ore  more  or  less 
horizontal,  is  that  drawing  at  a  steep  angle  has  a  tendency  to  create  a 
horizontal  movement  in  the  ore  mass  as  well  as  the  vertical  movement 
of  the  ore  traveling  down  to  the  drawing  off  chutes.  We  know  that 
this  takes  place  on  account  of  the  horizontal  movement  of  marked 
blocks  which  were  placed  in  the  broken  ore  mass  at  the  time  of  stoping. 
This  horizontal  movement  tends  to  cut  off  and  break  up  pipes  and 
funnels  which  are  liable  to  open  up  through  the  ore  from  the  drawing  off 
chutes,  allowing  waste  to  drop  down  to  the  chutes  before  the  broken 
ore  surrounding  the  open  pipe  has  been  drawn  in. 

I  noticed  one  remark  made  by  Mr.  Lehman  in  presenting  his  paper, 
to  the  effect  that  ore  is  drawn  off  from  the  finger  raises  until  capping 
appears  in  these  raises.  When  this  occurs  the  drawing  off  is  considered 
completed  and  these  raises  are  sealed.  Our  experience  in  drawing  off 
ore  in  the  Miami  mine  would  indicate  that  this  is  not  always  reliable. 
In  many  cases  we  have  had  chutes  piped  clear  through  to  the  surface, 
allowing  capping  to  drop  down  to  the  chute  when  only  10  or  15  per  cent, 
of  the  expected  tonnage  from  this  chute  had  been  drawn.  When  this 
happens  we  seal  the  chute  off  temporarily  and  draw  other  chutes  sur- 
rounding it  for  a  few  days  and  then  resume  drawing  in  the  chute  in  which 
the  capping  appeared  with  the  result  that,  usually,  after  drawing  15 
or  20  tons  of  capping  the  ore  starts  to  run  again  and  may  continue  to  run 
for  several  hundred  tons  of  clean  ore  before  capping  again  appears. 
For  this  reason  I  believe  it  is  very  important  to  establish  a  horizontal 
movement  in  the  broken  ore  mass  in  order  to  break  up  these  vertical 
pipes  to  the  capping  and  also  to  help  break  up  the  thin  pillars  which  were 
left  between  the  stopes;  and  I  also  believe  it  is  important  to  have  the 
tonnage  record  from  each  individual  chute  so  that  an  indication  is  had 
of  whether  capping  appearing  in  a  chute  is  only  temporary  or  whether 
it  marks  the  final  stage  of  ore  drawing.  I  think  both  of  these  points 
have  a  very  important  effect  on  the  final  extraction  and  dilution  of  the 
ore  drawn. 
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Power  Plant  of  the  Burro  Mountain  Copper  Co. 

BT  CHARLES  LKGRAND,*  DOUGLAS,   ARM. 
(Aiisona  Meeting  September.  1916) 

The  power  plant  of  the  Burro  Mountain  Copper  Co.  is  located  near 
Tyrone,  N.  M.,  at  5,950  ft.  elevation.  It  is  interesting  because  it  uses 
the  largest  stationary  Diesel  engines  in  the  United  States. 

The  general  layout  of  the  plant  is  shown  in  Figs.  1  and  2.  The 
building  is  of  steel-frame  construction  with  hollow-tile  walls  and  corru- 
gated-iron roof;  the  floor  is  concrete  and  all  windows  have  steel  frames, 
making  a  fireproof  building. 

The  building  is  made  to  accommodate  one  more  electric  generator 
unit,  which  is  being  installed;  also  two  4,000-cu.  ft.  air  compressors  direct- 
connected  to  three-cylinder  engines  with  the  same  size  cylinders  as  the 
electric  units. 

The  power  plant  consists  of  two  815-kva.,  60-cycle,  three-phase, 
ft,600-volt,  180-r.p.ni.  generators,  direct-connected  to  five-cylinder,  two- 
cycle  Diesel  engines;  the  necessary  circulating  pumps  for  cooling  water, 
cooling  towers  and  oil  storage  tanks. 

A  portion  of  the  power  is  used  in  the  same  building  as  the  generating 
units  to  run  one  of  two  200-kw.  rotary  converters  delivering  260- volt 
direct  current*  and  a  2,500-cu.  ft.  air  compressor,  delivering  air  at  95 
lb,  procure,  direct-connected  to  a  400-hp.,  6,600-volt,  three-phase 
synchronous  motor. 

The  remainder  of  the  power  is  used  to  run  a  1,500-ton  concentrating 
mill  2H$  miles  from  the  power  house,  various  hoists,  pumps  and  motors 
about  the  mines  and  the  lighting  and  water-works  of  the  town  of 
*rywm\ 

The  direct  current  is  used  for  electric  traction  in  the  mine,  also  to  run 
hoists  and  motors  that  were  installed  before  the  new  power  plant  was 
built. 

Duo  to  the  largo  hoists  that  take  starting  peaks  of  250  kw.  and  the 
HHon  electric   locomotive  that  takes  at  times  150  kw.,  the  load  is 

Ttnnoly  variable,  as  shown  in  Fig.  3. 

The  two  live-cylinder  vertical  Diesel  engines,  which  are  rated  at  1,250 

%%  at  sea  level,  have  cylinders  of  525-mm.  diameter  (20.6  in.)  and 

*  Consulting  Engineer,  Phelps,  Dodge  &  Co. 
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660-mm.  (26  in.)  stroke;  each  engine  has  a  scavenging  cylinder  of  1,050- 
mm,  (41.25  in.)  diameter  and  600-mm.  (23.6  in.)  stroke;  also  a  three- 
stage,  four-cylinder  high-pressure  vertical  compressor,  both  directly 
connected  to  the  engine.  This  compressor  delivers  the  air  necessary  for 
fuel  injection  and  for  starting  the  engine.  The  scavenging  pump,  which 
is  larger  than  usual,  delivers  the  air  to  blow  off  the  products  of  com* 
bustion  and  fill  the  cylinders  with  fresh  air  at  the  beginning  of  the  stroke 
This  pump  was  increased  in  size  to  be  able  to  fill  the  cylinders  with  air  at 
2/^  lb.  gage  pressure  at  the  beginning  of  the  stroke.  This  gives  nearly 
the  same  initial  absolute  pressure  and  allows  the  engine  to  generate  nearly 
the  same  indicated  horsepower  as  it  would  at  sea  level.  The  work 
done  in  the  scavenging  pump  is,  however,  increased  and  the  horsepower 
available  is  approximately  95  per  cent,  of  sea-level  output. 

The  fuel  consumption  per  horsepower  is  increased  over  sea-level 
conditions  because  of  the  extra  work  of  the  scavenging  pump  and  the 
resulting  lower  mechanical  efficiency  of  the  engine  when  operating  at  the 
elevation  of  this  plant. 
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Fig.  3. — Section  op  Chart  Showing  Variation  in  Power  Load. 
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The  plant  has  been  in  operation  for  17  months,  but  as  the  mill  was 
not  ready  until  the  middle  of  April,  1916,  up  to  that  time  the  load  was 
carried  on  one  engine. 

The  fuel  used  is  California  asphaltum  base  oil  14°  to  18°  B6.  gravity, 
averaging  16°  B6.  and  18,360  B.t.u.,  costing  $1.85  to  $1.98  per  barrel. 
The  number  of  heat  units  in  the  oil  was  not  determined  at  Tyrone,  but 
at  another  plant  which  gets  the  oil  from  the  same  shipping  point  and  under 
the  same  contract. 

The  pistons,  cylinders,  heads  and  exhaust  pipes  are  water-jacketed; 
the  jacket  water  of  the  exhaust  pipes,  which  can  be  easily  varied  in  tem- 
perature without  danger,  is  used  to  heat  the  fuel  oil  to  120°  F.  as  the  heavy 
fuel  oil  cannot  be  used  if  cold.  The  engines  are  started  with  a  lighter 
fuel  oil  of  about  25°  B6.  and  run  on  this  oil  until  the  heavy  oil  is  heated 
to  the  required  temperature;  when  shutting  off  an  engine,  it  is  run  for  a 
few  minutes  on  light  oil  to  fill  up  the  oil  piping  with  light  oil. 

The  curve  in  Fig.  4  shows  the  oil  consumption  per  kilowatt-hour 
delivered  at  the  switchboard  when  engines  were  tested  new;  it  is  the  aver- 
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age  of  several  tests.  It  is  interesting  to  compare  the  test  figures  with 
the  actual  consumption  as  shown  on  power  reports  of  the  company. 
Although  individual  months  show  variations  from  the  curve,  the  yearly 
average  for  1915  checks  very  closely  with  it,  showing  that  the  efficiency 
of  the  engines  is  well  maintained  and  that  the  variable  load  has  very 
little  detrimental  effect  on  the  fuel  efficiency. 

By  the  courtesy  of  Phelps,  Dodge  &  Co.,  owners  of  the  Burro  Moun- 
tain Copper  Co.,  I  am  allowed  to  publish  in  the  accompanying  table  the 
operating  costs  from  Jan.  1,  1915,  to  June  1,  1916.  These  coats  are  as 
they  stand  on  the  books  and  are  higher  than  is  to  be  expected.  They 
cover  the  running  cost  of  the  complete  plant,  exclusive  of  the  air  com- 
pressor.    These  costs  do  not  include  taxes,  overhead  charges  or  deprecia- 
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Diesel  Engine,  Bdbbo  Mt. 

Diesel  Engine:  5  cylinder,  1250  hp.  (aea-level  rating),  2  cy.  eh. 

Plant  Elevation:  6,950  ft. 

Fuel:  16°  Be  California  crude  oil,  18,360  B.  t.  u.  per  pound. 

tion.  The  cost  per  kilowatt-hour  available  is  based  on  total  power 
generated  less  that  used  for  auxiliaries  in  power  plant,  such  as  lighting, 
circulating  pumps  for  oil  and  water,  etc.  To  simplify  bookkeeping,  the 
compressor  is  not  charged  with  the  cost  of  circulating  its  water  or  with 
its  proportion  of  the  lighting. 

The  labor  cost  is  high  because  we  have  operated  from  the  first  with 
the  full  labor  needed  for  operation  when  the  power  house  is  delivering  the 
power  necessary  to  run  the  mines  and  mill  at  the  rate  of  1,500  tons  per 
day,  a  condition  that  has  not  yet  been  reached. 

The  repair  cost  is  high,  for  soon  after  operations  were  started  the 
construction  account  was  closed  and  several  items,  such  as  labor  for 
installing  recording  thermometers,  measuring  gages,  some  lubricating- 
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oil  piping,  etc.,  were  charged  to  repairs.  During  the  first  year  we  also 
took  apart  the  pistons,  valves,  etc.,  of  the  engine  to  satisfy  ourselves  that 
everything  was  going  right  and  to  determine  if  possible  at  what  intervals 
this  work  would  have  to  be  done.  This  is  shown  by  the  relation  of  repair 
labor  to  material  used  in  the  repairs.  The  third  engine  is  being  furnished 
with  scavenging  valves  having  removable  seats,  and  we  decided  to  alter 
the  valves  of  the  two  engines  already  erected  while  we  needed  only  one 
engine  in  service. 

The  cost  of  repairs  is  shown  in  Table  2. 

The  repairs  to  circulating  pumps  and  water  piping  are  repairs  outside 
of  the  engine  water  piping;  the  repairs  on  lubricating-oil  system  are  also 
the  repairs  outside  of  the  engine.  The  item  of  other  repairs  covers  all 
repairs  to  building,  switchboard,  lighting,  fuel-oil  system  and  rotary  con- 
verters. The  latter  should  not  be  included  under  the  cost  of  alternating- 
current  power,  but  to  separate  them  would  have  involved  a  great  deal  of 
work  and  the  final  result  would  not  be  appreciably  different. 

Table  2. — Burro  Mountain  Copper  Co.  Power  Plant  Repairs 


1915 

Engines 

Circulating  Pumps 
and  Water  System 

Lubrioating-Oil 
System 

Other  Repairs 

Labor 

Material 

Labor 
$1.50 

36.10 

4.60 

2.70 

26.70 

53.80 

79.60 

63.80 

70.30 

61.15 

7.95 

21.00 

19.70 

17.35 

8.15 

Material 

Labor 

Material 

Labor 

Material 

Jan 

$46 .40     $5 . 21 

i 
$2.82       1.10 

0.78 
0.48 

2.58 

1.10 

11.79 

6.15 

0.15 

0.43 

9.54 

0.44 

2.56 

120.43 

29.45 

6.90 

Feb 

142.95 
144.30 
171.05 
366.60 
297.50 
234.60 
303 . 55 
223 . 75 
280.80 
299.67 
229.75 
169.00 
167.75 
284 . 95 
74.30 
320.95  j 

2.61 
7.67 
35.46 
6.80 
3.52 
3.51 
70.65 
7.67 

261.37 

5.92 

51.85 

0.34 

3.68 

152.50 
3.33 

483 . 38 

2.49 

14.08 

7.85 

20.71 

58.56 

6.56 

40.47 

16.43 

3.04 

0.05 

0.10 

2.39 

0.47 

0.35 
5.15 
2.58 

12.00 

33.95 

16.85 

2.75 

0.95 

59.45 

14.25 

9.40 

142.00 

80.70 

11.70 

18.85 
48.25 
42.30 
14.50 
50.10 
12.95 
95.95 
33.30 
18.70 
8.80 
12.20 
21.40 
36.05 
122 . 55 

2.59 

Mar 

2.98 

April 

18.95 

May 

1.24 

June 

0.96 

July 

17.27 

Alljr 

6.40 

Sept 

23.81 

Oct 

13.53 

Nov 

24.88 

Dec 

3.75 

Jan 

15.46 

Feb 

37.58 

Mar 

12.15 

Apr 

111.41 

May 

52.80  1  48.68 

i 

The  water  used  in  cooling  the  engines  is  mine  water,  which  apparently 
has  no  bad  effect  on  cast  iron,  but  has  a  strong  action  on  steel,  so  that  all 
of  our  oil  filters  had  to  be  rebuilt. 

The  circulating  pumps  come  in  for  a  large  repair  item  due  to  breakage 
of  check  valves  above  the  pumps  which  fell  in  and  wrecked  the  pumps. 

The  two  largest  items  of  repairs  on  the  engines  were,  one  main  bearing 
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that  was  drained  of  its  oil  by  a  mistake  of  the  oiler  the  first  night  we 
operated  and  one  high-pressure  air-compressor  head  that  was  wrecked 
by  starting  the  engine  without  draining  the  air  cylinder,  after  it  had  been 
idle  some  weeks.  A  small  water  leak  had  filled  the  cylinder  with  water 
and  the  head  broke  at  the  first  revolution  of  the  engine. 

The  greatest  trouble  we  have  had,  not  due  to  carelessness,  is  with  the 
helical  gears  driving  the  camshaft.  These  gears  have  a  tendency  to  get 
loose  and  one  of  them  split  from  the  keyway.  We  have  not  ascertained 
the  exact  cause  of  this  trouble,  which  is  now  much  reduced  since  iron 
bands  were  shrunk  on  the  hub  of  the  gears. 

Two  important  items  of  running  expense  were  doubtful  when  the 
engines  were  purchased:  One  was  lubricating  oil  and  the  other  the  main- 
tenance cost.  The  first  one  is  now  settled  and  we  hope  to  reduce  the  cost 
from  that  shown  in  the  table  by  the  use  of  separate  pumps  to  each  point 
where  the  oil  is  delivered  in  the  cylinders,  insuring  a  definite  quantity 
of  oil.  The  present  engines  have  one  pump  delivering  to  four  points  and 
it  happened  once  that  one  of  the  oil  pipes  became  plugged  and  gave  slight 
trouble  on  one  piston. 

The  maintenance  is  still  in  doubt,  and  cannot  be  determined  until  we 
reach  and  maintain  regular  operations  for  some  time;  but  the  writer 
thinks  it  will  show  a  decrease  from  the  figures  shown. 

The  water-cooling  connections  to  the  pistons  were  expected  to  give 
some  disagreeable  troubles,  but  we  have  had  practically  none. 

The  operation  of  the  engines  in  parallel  is  very  satisfactory  even  when 
the  load  is  light.  In  actual  operation,  with  one  engine  in  service,  the  peak 
load  carried  has  been  higher  than  was  expected  to  be  possible.  Under 
test,  900  kw.  was  the  limit  with  water-rheostat  load,  but  in  service,  peaks 
up  to  1,000  kw.  have  been  carried  for  several  seconds  without  seriously 
slowing  down  the  engine. 

On  the  whole,  the  operation  of  the  plant  has  been  satisfactory  and  the 
costs  obtained  are  considerably  better  than  with  a  steam  plant  of  the 
same  capacity  run  under  the  same  conditions,  amply  justifying  the  extra 
investment  for  this  type  of  engine  where  the  cost  of  fuel  oil  is  high. 

Discussion 

The  Chairman  (B.  B.  Gottsberger,  Miami,  Ariz.). — I  think  this 
experience  of  the  Burro  Mountain  Copper  Co.  with  oil  engines  as  de- 
scribed by  Mr.  Legrand  comes  at  a  very  opportune  time.  The  fuel 
almost  universally  used  in  the  mine  power  plants  of  the  Southwest  is 
oil.  Additional  economy  in  its  use  for  power  production  is  much  to  be 
desired.  In  the  case  of  the  Miami  Copper  Co.,  we  have  lately  found  it 
necessary  to  enlarge  our  power  plant  and,  based  on  the  experience  of  the 
Burro  Mountain  Copper  Co.,  we  have  decided  to  install  oil  engines  similar 
to  those  in  their  plant.    I  think  it  would  be  very  interesting  to  have  soms 
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figures  for  estimation  given  by  two  European  manufacturers.    They 
were: 

2  to  3  grams  given  me  by  one  manufacturer  and 

2  to  2.5  grams  given  to  Mr.  Legrand  by  another  manufacturer  in  another  country. 

The  experience  at  Tyrone  does  not  cover  the  question  of  what  sulphur 
content  is  permissible  in  the  fuel.  I  understand  from  Mr.  Legrand  that 
there  was  less  than  1  per  cent,  sulphur  in  the  fuel  oil  at  Tyrone.  In 
Europe,  I  found  that  sulphur  was  a  great  bugbear,  but  from  such  inquiries 
as  I  was  able  to  make,  and  from  what  others  tell  me  of  their  inquiries, 
there  is  a  considerable  difference  of  opinion  as  to  what  sulphur  content  is 
permissible.  One  maker  stated  explicitly  that  up  to  1  per  cent,  sulphur 
gives  no  trouble  in  the  cylinders,  provided  there  is  a  suitable  quality  of 
cylinder  oil,  but  that  2  per  cent,  is  the  practical  limit  of  sulphur  with  any 
quality  of  cylinder  oil.  On  the  other  hand,  another  maker  referred  to 
their  engines  running  satisfactorily  on  Rumania  oil  with  3  per  cent, 
sulphur.  I  was  informed  that  the  bad  effect  of  sulphur  seems  to  be  wear 
of  the  cylinder,  not  by  corrosion,  but  indirectly  by  destroying  the  lubrica- 
tion. It  is  possible  that  the  low  cost  of  cylinder  oil  at  Tyrone,  both  in 
quality  and  quantity,  may  be  due  to  the  low  sulphur.  That,  however, 
does  not  affect  the  value  and  certainty  of  the  Tyrone  figures  to  us  in 
Arizona,  where  the  fuel  oil  is  identical  with  the  Tyrone  oil. 

Thanks  to  this  valuable  paper,  we  can  now  estimate  with  confidence 
both  fuel  oil  and  lubrication  costs.  Operating  labor  can  be  foretold 
with  a  close  degree  of  accuracy,  and  the  minor  item  of  supplies  with  a 
sufficient  degree  of  approximation.  The  interest  and  amortization 
charges  are  definitely  fixed,  as  a  matter  of  opinion  or  policy  based  on  the 
conditions  of  the  industry  that  the  power  plant  serves.  There  only  re- 
mains the  very  important  item  of  maintenance.  That  is  not  yet  de- 
termined at  Tyrone.  But  when  it  is  determined  for  that  plant,  I  fear 
that  it  will  be  of  but  slight  help  to  others.  In  plants  consisting  of  a 
few  large  and  costly  units,  individual  good  or  bad  fortune  must  always  be 
a  very  large  factor  in  repair  costs.  In  estimating  maintenance,  all  we 
can  do  is  to  try  and  be  on  the  safe  side  and  allow  for  a  larger  cost  than  we 
can  imagine  to  be  possible.  Whether  the  results  show  surplus  or  deficit 
in  this  item  is  a  question  of  good  or  bad  fortune  at  the  plant,  and  of 
whether  the  estimator  is  a  pessimist  or  an  optimist . 

S.  J.  Kidder,  Mogollon,  N.  M. — There  is  one  question  I  would  like 
to  ask  as  to  the  cost  of  lubrication  per  brake  horsepower  year.  It  was 
stated  that  it  was  based  on  1,250  hp.  as  the  load  of  the  engine. 

John  Langton. — The  rating  of  the  engine.  I  might  have  said  that 
comparative  quantities  of  lubricating  oil  per  horsepower  are  best  estimated 
on  the  rating  of  the  engines  running,  rather  than  on  the  load  they  may 
be  carrying.  The  variation  in  total  cost  of  lubrication  at  different  loads 
is  probably  comparatively  small. 
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78.8  tons  clean  ore  at  a  profit  of  $1.430 $112.68 

6.7  tons  clean  ore  at  a  profit  of    1.273 8. 53 

Gross  profit $121.21 

1 .  152  tons  waste  at  a  loss  of  1.221 1 .41 

Net  profit $119.80 

This  is  equivalent  to  $1.20  per  ton  in  place. 

To  duplicate  this  performance  by  the  employment  of  a  mining  system 
that  would  give,  say  a  95  per  cent,  extraction  of  clean  ore  (this  represent- 
ing the  end  of  mining  operations),  a  mining  cost  increased  from  $0.60 
up  to  $0.77  per  ton  would  have  to  be  borne  as  indicated  below: 

Per  Ton 

Receipts  from  smelter $3. 39 

Costs  other  than  mining 1 .  36 

Difference 2.03 

Cost  of  mining 0. 77 

Difference 1.26 

Mining  extraction,  per  cent 95 

Profit  per  ton  in  place $1 .  20 

Further,  it  may  be  stated  that  on  some  particular  ore,  of  higher  copper 
content  than  1.50  per  cent.,  it  would  be  equally  profitable  to  apply  either 
a  low-cost,  low-extraction  mining  method,  or  a  high-cost,  high-extraction 
method;  and  with  further  increase  in  the  copper  content  of  the  ore  the 
high-cost,  high-extraction  method  would  yield  the  greatest  profit  per 
ton  in  place. 

By  the  application  of  similar  reasoning  to  various  mining  problems 
such  as  that  outlined  above,  it  will  be  found  that  the  resulting  figures 
indicate  plainly  the  mining  method  that  will  yield  the  greatest  ultimate 
profit.  Should  the  calculations  shaow  tht  there  is  little  difference  in  the 
results  of  several  methods,  the  logical  decision  would  be  to  use  that 
method  in  which  the  element  of  doubt  is  smallest  regarding  the  realiza- 
tion of  the  estimated  costs. 

Discussion 

The  Chairman  (Percy  G.  Beckett,  Globe,  Ariz.). — When  you  are 
at  Miami  tomorrow,  you  will  see  a  very  interesting  comparison  on  the 
surface  of  the  two  mining  methods  that  are  being  employed  there  largely. 
In  the  case  of  the  surface  over  the  Inspiration  mining  method,  you 
won't  see  very  much  left  of  the  surface.  Everything  has  gone  down. 
In  the  case  right  at  the  line  of  the  Inspiration  ground  and  the  Miami, 
you  will  see  that  the  surface  over  the  top  slicing  which  the  Miami 
company  has  been  doing  in  that  countiy  has  been  riding  down  evenly 
and  uniformly;  and  it  gives  a  very  marked  comparison  of  the  two 
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types  of  mining,  and,  to  a  certain  extent,  of  the  different  degrees  of 
waste  dilution.  I  would  like  to  hear  from  Mr.  Maclennan  on  this 
subject. 

F.  W.  Maclennan,  Miami,  Ariz. — A  paper  based  on  percentage 
extraction  by  shrinkage  stoping  is  a  difficult  one  to  discuss  for  the  reason 
that  it  is  hard  to  arrive  at  extraction  figures  until  a  section  has  been 
completely  mined  out.  In  the  Miami  mine  we  are  using  a  method,  of 
shrinkage  stoping  with  narrow  stopes  and  pillars.  This  ore  has  been 
completely  broken  up  and  we  have  started  in  at  the  far  end  to  draw  off 
the  ore  mass  maintaining  the  top  of  the  broken  ore  dipping  at  an  angle 
of  60°  away  from  the  direction  in  which  we  are  retreating.  A  very 
important  point,  I  think,  about  drawing  a  large  mass  of  ore  down  at  an 
angle  rather  than  trying  to  maintain  the  top  of  the  ore  more  or  less 
horizontal,  is  that  drawing  at  a  steep  angle  has  a  tendency  to  create  a 
horizontal  movement  in  the  ore  mass  as  well  as  the  vertical  movement 
of  the  ore  traveling  down  to  the  drawing  off  chutes.  We  know  that 
this  takes  place  on  account  of  the  horizontal  movement  of  marked 
blocks  which  were  placed  in  the  broken  ore  mass  at  the  time  of  stoping. 
This  horizontal  movement  tends  to  cut  off  and  break  up  pipes  and 
funnels  which  are  liable  to  open  up  through  the  ore  from  the  drawing  off 
chutes,  allowing  waste  to  drop  down  to  the  chutes  before  the  broken 
ore  surrounding  the  open  pipe  has  been  drawn  in. 

I  noticed  one  remark  made  by  Mr.  Lehman  in  presenting  his  paper, 
to  the  effect  that  ore  is  drawn  off  from  the  finger  raises  until  capping 
appears  in  these  raises.  When  this  occurs  the  drawing  off  is  considered 
completed  and  these  raises  are  sealed.  Our  experience  in  drawing  off 
ore  in  the  Miami  mine  would  indicate  that  this  is  not  always  reliable. 
In  many  cases  we  have  had  chutes  piped  clear  through  to  the  surface, 
allowing  capping  to  drop  down  to  the  chute  when  only  10  or  15  per  cent. 
of  the  expected  tonnage  from  this  chute  had  been  drawn.  When  this 
happens  we  seal  the  chute  off  temporarily  and  draw  other  chutes  sur- 
rounding it  for  a  few  days  and  then  resume  drawing  in  the  chute  in  which 
the  capping  appeared  with  the  result  that,  usually,  after  drawing  15 
or  20  tons  of  capping  the  ore  starts  to  run  again  and  may  continue  to  run 
for  several  hundred  tons  of  clean  ore  before  capping  again  appears. 
For  this  reason  I  believe  it  is  very  important  to  establish  a  horizontal 
movement  in  the  broken  ore  mass  in  order  to  break  up  these  vertical 
pipes  to  the  capping  and  also  to  help  break  up  the  thin  pillars  which  were 
left  between  the  stopes;  and  I  also  believe  it  is  important  to  have  the 
tonnage  record  from  each  individual  chute  so  that  an  indication  is  had 
of  whether  capping  appearing  in  a  chute  is  only  temporary  or  whether 
it  marks  the  final  stage  of  ore  drawing.  I  think  both  of  these  points 
have  a  very  important  effect  on  the  final  extraction  and  dilution  of  the 
ore  drawn. 


208  POWER  PLANT  OF  THB  BURRO   MOUNTAIN   COPPER  CO. 


Power  Plant  of  the  Burro  Mountain  Copper  Co. 

BY  CHABLES  LEGRAND,*   DOUGLAS,   ARIZ. 
(Arizona  Meeting,  September,  1916) 

The  power  plant  of  the  Burro  Mountain  Copper  Co.  is  located  near 
Tyrone,  N.  M.,  at  5,950  ft.  elevation.  It  is  interesting  because  it  uses 
the  largest  stationary  Diesel  engines  in  the  United  States. 

The  general  layout  of  the  plant  is  shown  in  Figs.  1  and  2.  The 
building  is  of  steel-frame  construction  with  hollow-tile  walls  and  corru- 
gated-iron roof;  the  floor  is  concrete  and  all  windows  have  steel  frames, 
making  a  fireproof  building. 

The  building  is  made  to  accommodate  one  more  electric  generator 
unit,  which  is  being  installed;  also  two  4,000-cu.  ft.  air  compressors  direct- 
connected  to  three-cylinder  engines  with  the  same  size  cylinders  as  the 
electric  units. 

The  power  plant  consists  of  two  815-kva.,  60-cycle,  three-phase, 
6,600-volt,  180-r.p.m.  generators,  direct-connected  to  five-cylinder,  two- 
cycle  Diesel  engines;  the  necessary  circulating  pumps  for  cooling  water, 
cooling  towers  and  oil  storage  tanks. 

A  portion  of  the  power  is  used  in  the  same  building  as  the  generating 
units  to  run  one  of  two  200-kw.  rotary  converters  delivering  260-volt 
direct  current,  and  a  2,500-cu.  ft.  air  compressor,  delivering  air  at  95 
lb.  pressure,  direct-connected  to  a  400-hp.,  6,600-volt,  three-phase 
synchronous  motor. 

The  remainder  of  the  power  is  used  to  run  a  1,500-ton  concentrating 
mill  3}4  miles  from  the  power  house,  various  hoists,  pumps  and  motors 
about  the  mines  and  the  lighting  and  water-works  of  the  town  of 
Tyrone. 

The  direct  current  is  used  for  electric  traction  in  the  mine,  also  to  run 
hoists  and  motors  that  were  installed  before  the  new  power  plant  was 
built. 

Due  to  the  large  hoists  that  take  starting  peaks  of  250  kw.  and  the 
10-ton  electric  locomotive  that  takes  at  times  150  kw.,  the  load  is 
extremely  variable,  as  shown  in  Fig.  3. 

The  two  five-cylinder  vertical  Diesel  engines,  which  are  rated  at  1,250 
b.hp.  at  sea  level,  have  cylinders  of  525-mm.  diameter  (20.6  in.)  and 
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660-mm.  (26  in.)  stroke;  each  engine  has  a  scavenging  cylinder  of  1,050- 
mm.  (41.25  in.)  diameter  and  600-mm.  (23.6  in.)  stroke;  also  a  three- 
stage,  four-cylinder  high-pressure  vertical  compressor,  both  directly 
connected  to  the  engine.  This  compressor  delivers  the  air  necessary  for 
fuel  injection  and  for  starting  the  engine.  The  scavenging  pump,  which 
is  larger  than  usual,  delivers  the  air  to  blow  off  the  products  of  com- 
bustion and  fill  the  cylinders  with  fresh  air  at  the  beginning  of  the  stroke 
This  pump  was  increased  in  size  to  be  able  to  fill  the  cylinders  with  air  at 
2^£  lb.  gage  pressure  at  the  beginning  of  the  stroke.  This  gives  nearly 
the  same  initial  absolute  pressure  and  allows  the  engine  to  generate  nearly 
the  same  indicated  horsepower  as  it  would  at  sea  level.  The  work 
done  in  the  scavenging  pump  is,  however,  increased  and  the  horsepower 
available  is  approximately  95  per  cent,  of  sea-level  output. 

The  fuel  consumption  per  horsepower  is  increased  over  sea-level 
conditions  because  of  the  extra  work  of  the  scavenging  pump  and  the 
resulting  lower  mechanical  efficiency  of  the  engine  when  operating  at  the 
elevation  of  this  plant. 
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Fio.  3. — Section  op  Chart  Showing  Variation  in  Power  Load. 


The  plant  has  been  in  operation  for  17  months,  but  as  the  mill  was 
not  ready  until  the  middle  of  April,  1916,  up  to  that  time  the  load  was 
carried  on  one  engine. 

The  fuel  used  is  California  asphaltum  base  oil  14°  to  18°  B6.  gravity, 
averaging  16°  B6.  and  18,360  B.t.u.,  costing  $1.85  to  $1.98  per  barrel. 
The  number  of  heat  units  in  the  oil  was  not  determined  at  Tyrone,  but 
at  another  plant  which  gets  the  oil  from  the  same  shipping  point  and  under 
the  same  contract. 

The  pistons,  cylinders,  heads  and  exhaust  pipes  are  water-jacketed; 
the  jacket  water  of  the  exhaust  pipes,  which  can  be  easily  varied  in  tem- 
perature without  danger,  is  used  to  heat  the  fuel  oil  to  120°  F.  as  the  heavy 
fuel  oil  cannot  be  used  if  cold.  The  engines  are  started  with  a  lighter 
fuel  oil  of  about  25°  B6.  and  run  on  this  oil  until  the  heavy  oil  is  heated 
to  the  required  temperature;  when  shutting  off  an  engine,  it  is  run  for  a 
few  minutes  on  light  oil  to  fill  up  the  oil  piping  with  light  oil. 

The  curve  in  Fig.  4  shows  the  oil  consumption  per  kilowatt-hour 
delivered  at  the  switchboard  when  engines  were  tested  new;  it  is  the  aver- 
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This  way  of  estimating  the  results  possible  in  mining  a  1.80  per  cent, 
copper  ore,  according  to  test  No.  3  indicates  a  total  extraction  of  82.88 
per  cent,  of  1.72  per  cent,  ore,  78.95  per  cent,  of  which  was  original  ore, 
the  chute  product  being  95.26  per  cent,  ore  and  4.74  per  cent,  capping. 

In  the  next  two  tests,  Nos.  5  and  6,  the  fines  were  screened  out  of  the 
ore  and  capping,  making  both  ore  and  capping  represent,  on  the  scale  of 
1  in.  =  5  ft.,  coarse  chunks  of  4  to  12  in.  diameter.  The  chute  interval 
and  method  of  drawing  were  the  same  as  in  tests  Nos.  3  and  4.  Test 
No.  5  represented  drawing  35  ft.  of  ore  and  test  No.  6  represented  70  ft.  of 
ore.  Compared  with  tests  Nos.  3  and  4,  as  shown  in  Table  2,  both  tests 
show  higher  extractions. 

Tests  Nos.  7  and  8  were  duplicates  of  5  and  6  except  that  the  chute 
interval  was  8%  ft.  instead  of  6J4  ft-  These  two  tests  show  lower 
extractions  than  Nos.  5  and  6. 

Tests  Nos.  11  and  10  were  the  same  as  Nos.  5,  6,  7  and  8  except  that 
the  chute  interval  was  12^£  ft.  As  will  be  noted  in  Table  2,  still  lower 
extractions  were  obtained  with  these  two  tests,  showing  conclusively  that 
the  greater  the  distance  between  chutes  the  less  the  ore  extraction. 

To  determine  the  effect  on  extraction  if  no  care  is  taken  as  to  the 
amount  drawn  at  one  time,  two  tests,  Nos.  12  and  13,  were  run.  They 
were  both  made  with  conditions  representing  35  ft.  of  ore  and  35  ft.  of 
capping,  drawn  at  a  chute  interval  of  8%  ft-  In  these  two  tests  each 
chute  was  drawn  direct  to  capping  in  rotation,  then  direct  to  one-fourth 
capping  and  then  direct  to  one-half  capping.  Comparing  these  two 
tests  with  No.  7,  with  which  all  conditions  were  identical,  except  the 
method  of  drawing,  it  was  found  that  in  No.  7  a  greater  extraction  of 
clean  ore,  before  capping  appeared,  was  obtained,  but  that  in  Nos.  12 
and  13  a  greater  total  extraction  was  obtained  to  the  limit  of  1  per  cent, 
copper,  as  shown  in  Table  2. 

Tests  Nos.  14,  15  and  16  were  special  experiments  made  with  condi- 
tions representing  a  chute  interval  of  8%  ft.  and  the  column  of  ore 
35  ft.  In  No.  14  the  ore  was  coarse,  12  to  30  in.  diameter,  and  the  capping 
fine;  a  low  extraction  was  obtained.  Test  No.  15  was  the  reverse  of  No. 
14,  the  ore  was  fine  and  the  capping  coarse;  the  extraction  was  but  very 
little  higher  than  in  No.  14.  The  last  test,  No.  16,  was  made  with  con- 
ditions representing  both  ore  and  capping  fine.  This  apparently  was 
the  worst  condition,  the  extraction  being  very  low. 

CoJicliisians  Derived  from  Experiments 

The  conclusions  derived  from  the  experiments  were  as  follows:  (1)  The 
less  the  distance  between  chute  centers,  the  greater  the  extraction;  (2)  the 
higher  the  ore  column,  the  greater  the  extraction;  (3)  the  less  the  amount 
drawn  at  a  time  from  each  chute,  uniformly,  the  greater  the  extraction 
of  clean  ore  before  the  capping  appeared,  but  not  the  greater  the  total 
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extraction  to  a  1  per  cent,  copper  final  product;  (4)  the  coarser  the  ore  and 
capping  without  fines,  the  greater  the  extraction;  (5)  the  higher  the  grade 
of  ore,  the  greater  the  extraction,  when  a  uniforn  limit  of  grade  is  allowed 
at  the  end  of  the  chute  drawing.  (6)  Applied  to  mining,  the  results  of 
the  experiments  indicate  that  the  greater  the  amount  extracted  by  de- 
velopment and  undercutting,  the  greater  will  be  the  total  extraction. 
This  is  on  the  assumption  that  when  the  ore  caves  it  occupies  the  same 
volume  as  in  place. 

Some  suggestions  deduced  from  these  experiments  considered  desir- 
able to  carry  out  in  mining  were:  (1)  Chute  centers  for  drawing  caved  ore 
should  be  as  near  together  as  the  ground  will  allow;  (2)  ore  should  be  caved 
in  as  high  columns  as  practicable;  (3)  when  capping  appears  at  the  chutes, 
no  more  should  be  drawn  unless  the  bottom  slice  is  being  mined. 

While  all  of  the  tests  described  were  made  with  a  barren  capping, 
in  the  actual  mining  of  a  sulphide  orebody  having  mixed  or  oxidized  ore 
over  it  in  place  of  barren  capping,  the  recovery  of  sulphide  ore  would  be 
considerably  increased  over  the  experimental  results,  provided  the  mixed 
or  oxidized  ore  could  be  treated  at  a  profit. 

In  deciding  what  extraction  could  be  expected  by  caving  from  35  ft. 
to  70  ft.  of  ore  in  average  caving  ground,  the  results  obtained  in  tests 
Noe.  10  and  11,  as  detailed  in  Table  2,  were  considered  conservative,  pro- 
vided the  chutes  were  closely  watched  and  ore  of  below  the  commercial 
limit  not  drawn.  If  the  ground  under  the  caved  ore,  the  location  for 
raises  and  chutes,  is  hard  and  strong,  results  of  tests  Nos.  7  and  8  could 
be  taken  as  obtainable.  This  opinion  is  based  on  the  supposition  that 
the  capping  will  break  up  in  about  the  same  way  as  the  ore  and  not 
into  a  fine  powdery  sand. 

Method  of  Mining 

The  Inspiration  company's  method  of  mining  is  one  of  the  so-called 
Caving  systems  whereby  the  ore  is  caused  to  cave  and  crush  itself,  thus 
reducing  to  a  minimum  the  blasting  and  handling.  It  is  a  modification 
of  the  method  introduced  by  Felix  McDonald  at  the  Ohio  Copper  Co.'s 
mines  in  Utah,  and  was  put  into  operation  at  the  Inspiration  under  his 
supervision.  The  method  consists,  essentially,  of  undercutting  the  ore 
(taking  out  a  horizontal  slice),  allowing  the  ore  above  to  cave  and  crush, 
and  drawing  off  the  crushed  ore  through  small  inclined  raises  driven 
under  the  caved  ore,  into  main  inclined  raises  that  lead  down  to  the 
haulage-drift  chutes. 

Preliminary  Development  Work 

By  referring  to  the  accompanying  illustrations  showing  the  progress- 
ive steps  of  mine  development,  a  good  understanding  of  the  method  will 
be  obtained. 

vol.  ly. — 15. 
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After  shafts  have  been  sunk,  the  haulage  drifts  are  driven  under  the 
ore  of  the  section  or  sections  to  be  mined  at  intervals  of  100  ft.  as  shown 
in  Fig.  2.  These  drifts  are  of  large  size,  being  9  ft.  wide  at  the  base  of 
the  rails,  7J^  ft.  wide  at  the  cap,  and  7}4  ft.  high  above  the  rail  base. 
Where  timbered,  the  above  refer  to  inside  timber  dimensions. 

After  the  haulage  drifts  are  in,  or  during  their  driving,  "pony"  sets 
are  put  up  every  25  ft.  along  the  drifts.  The  "pony"  set  is  about  5  ft, 
high,  placed  on  top  of  the  regular  drift  set  and  is  the  place  from  which  the 
car  loaders  operate  the  chute  gates  discharging  into  the  haulage  cars. 

Inclined  raises  are  then  started  from  the  "pony"  sets  at  an  inclina- 
tion of  from  50°  to  54°,  depending  on  whether  the  sublevels  are  to  be 
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Km.  2.     Pkkmminary  Development  Undertaken  by  Driving  Inclined  Raises 

prom  Haulage-Level  Drifts. 


.'10  or  .'Jf>  ft.  vertically  apart,  in  a  plane  at  right  angles  to  the  haulage 
ilriftH.  When  these  raises  are  up  from  10  to  15  ft.,  chutes  are  built  at 
flip  "pony"  hHh  and  ore  gates  of  steel  are  installed. 

TIm«  niiMOH  are  then  advanced  until  the  first  sublevel  is  reached. 
"Hull"  ilriftH  arc  then  started,  from  the  first  raises  to  reach  the  required 
level,  ninl  nn»  driven  parallel  to  the  haulage  drifts.  These  drifts  break 
mid  l  he  other  raises  every  25  ft.,  as  they  advance,  thus  cutting  down  the 
i  n.:i  of  handling  the  drift  "muck."  The  raises  are  then  again  advanced 
Im  i  he  next  Hiihlevel  where  drifting  is  to  start.  The  drifts  on  this  level 
Mte  f  hen  driven,  meeting  the  raises  as  they  advance.  All  of  these  devel- 
opment niineH  are  about  4  ft.  in  diameter,  and  the  subdrifts  6  by  7  ft. 

Tfim  method  of  raising  and  sublevel  drifting  is  continued  until  the 
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height  is  reached  where  the  first  undercut  is  to  be  made,  and  the  drifts 
are  driven  as  before. 

The  first  undercut  sublevel  will  be  located  below  the  top  of  the  ore, 
at  about  the  height  at. which  it  is  intended  to  cave.  When  the  prelimi- 
nary development  is  finished,  the  sublevel  drifts  on  the  first  undercut- 
ting level  are  SO  ft.  apart,  as  they  are  on  the  "sub"  just  below,  as  shown 
in  Fig.  2.  On  all  the  "subs"  below,  the  drifts  are  100  ft.  apart.  All 
the  drifts  on  each  "sub"  are  also  connected  with  inclined  raises  every 
25  ft.  Cross  drifts,  connecting  all  the  drifts  on  each  "sub,"  are  also 
driven  at  intervals  of  about  150  ft. 

The  next  work,  before  undercutting  is  commenced,  is  to  drive  on  the 
level  to  be  undercut  other  "sub"  drifts,  between  and  parallel  to  those 

ADDITIONAL  WORK  BEFORE  UNDERCUTTING 
H=M  Ft. 
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Fig.  3. — Phecedimq  Undercutting,  the  Topmost  Level  is  Developed  bt 
Dkuts  Spaced  on  25-Ft.  Centers  and  Connected  with  the  Branch,  or  "Finger 
Raises." 

already  driven,  as  best  shown  by  Fig.  3,  making  the  drifts  on  this  "sub" 
25  ft.  center  to  center.  These  drifts,  as  they  advance,  meet  branch  raises 
of  the  main  inclined  raises  at  12^-  or  25-ft.  intervals  as  desired.  These 
small  branch  raises,  shown  in  Fig.  4,  are  called  "finger  raises,"  many  of 
which  are  put  up  just  before  or  ahead  of  the  undercutting  operations. 

Undercutting 
Undercutting  the  ore  is  accomplished  by  starting  at  a  cross  drift,  on 
the  boundary  of  the  section  to  be  mined,  and  in  retreating  from  that  cross 
drift,  as  best  shown  in  the  plan  of  Fig.  5,  drilling  deep  holes,  at  nearly 
right  angles  to  the  drifts,  into  the  pillars  between  them,  and  blasting  out 
the  ground.    Three  holes  are  drilled  in  each  side  at  different  angles  in 
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the  same  vertical  plane,  with  one  hole  in  the  back  of  the  drifts,  thus  mak- 
ing seven  holes  to  the  round.  For  this  work  a  water-hammer  one-man 
drill  with  large  steel  is  used.  The  holes  are  from  8  to  10  ft.  in  depth. 
Usually  the  rounds  are  blasted  one  at  a  time,  the.  undercutting  receding 
from  the  caved  ground. 


■3 
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Ore  from  the  undercut  is  drawn  through  the  "finger  raises,"  in  each  of 
which  has  been  built  an  ordinary  board  chute  to  control  the  drawing. 
The  "  finger-raise ' '  chutes  are  located  about  4  or  5  ft.  below  the  sublevel, 
so  that  they  will  not  be  blasted  in  shooting  the  undercutting  holes. 

While  in  Borne  ground,  the  ore  begins  to  cave  as  soon  aa  it  is  undercut, 
in  hard  ground  caving  does  not  start  until  the  undercutting  has  receded 
a  considerable  distance. 
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Ore  Drawing 

After  the  ore  caves  it  is  drawn  off  as  desired.  Large  boulders  that 
will  not  pass  the  raise  chutes  are  blasted.  In  drawing  off  the  ore,  the 
chute  "  tappers  "  work  in  pairs.  One  "  tapper  "  goes  up  a  raise,  from  the 
"grizzly  sub,"  which  is  the  first  "sub"  below  the  undercutting  level, 
opens  a  chute  gate  and  draws  the  ore,  while  the  other  "tapper"  works 
the  ore  through  the  grizzly  on  the  "sub"  below. 

All  grizzlies  have  about  1-ft.  openings  and  are  made  of  timber  or 
steel  rails.  They  are  placed  over  all  raises  on  the  "grizzly  sub"  and  are 
set  at  right  angles  to  the  drift.  Pieces  of  ore  too  large  to  pass  the  grizzly 
are  broken  with  an  8-lb.  hammer  by  the  "tapper"  tending  the  grizzly. 

UNDERCUTTING  AND  CAVING 
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Fio.  S. — Stabtino   Undercutting  by  Blasting   Down  the    Pillars  between 
Soblevel  Drifts. 

After  passing  the  grizzlies,  the  ore  falls  into  the  main  raises  and  down 
to  the  haulage-drift  chutes  where  it  is  loaded  into  5-ton  cars  and  hauled 
in  trains,  of  15  to  20  cars,  to  the  shaft  bins. 

The  second  undercut  can  be  located  at  one,  or  any  number  of  sub- 
levels  below  the  first  undercut,  according  to  the  height  of  ore  which  it  is 
desired  to  cave.  It  could  be  located  at  the  bottom  of  the  ore  if  desired. 
In  fact,  the  first  undercut  could  be  located  at  the  bottom  of  the  ore  if  it 
were  known  that  the  orebody  to  be  mined  could  be  caved  throughout 
its  total  height. 

Underground  Haulage  and  Hoisting  Arrangements 
At  the  Inspiration  mine  the  ore  trains  are  hauled  by  compressed-air 
locomotives  built  by  the  H.  K.  Porter  Co.  of  Pittsburgh.    Arrived  at  the 
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shaft,  the  cars  are  tippled  into  the  shaft  bins  by  barrel-shaped  tipples, 
five  cars  at  a  time.  From  the  shaft  bins  the  ore  is  loaded  automatically 
into  123^-ton  skips  and  hoisted  by  electrically  driven  automatic  hoists 
to  the  steel  bins  on  the  surface. 

For  hoisting  ore,  two  main  shafts  101  ft.  apart  are  used.  Both  shafts 
have  three  compartments,  of  which  two  in  each  shaft  are  skipways.  The 
third  compartment  in  one  shaft  contains  the  ladderway,  pipes  and  electric 
conduits,  while  in  the  other  shaft  the  third  compartment  contains  an 
Otis  double-deck  elevator  for  hoisting  and  lowering  men.  Both  shafts, 
the  underground  bins,  and  the  stations  are  all  lined  with  reinforced 
concrete. 

Only  two  levels  are  used  for  hauling  ore,  the  4th  and  6th.  The  vertical 
distance  between  these  two  levels  is  130  ft.  A  good  idea  of  the  arrange- 
ment of  the  mine  is  obtained  from  Fig.  6.  On  the  6th  level  the  shafts 
are  connected  by  two  drifts,  one  for  each  shaft.  In  each  drift  there  is 
a  tipple  over  the  bin  at  the  shaft.  The  arrangement  of  the  drifts,  bins, 
tipples  and  stations  is  symmetrical  with  a  center  line  between  the  two 
shafts  so  that  the  tipples  are  operated  by  one  man  from  a  central 
location. 

On  the  4th  level  one  double-track  drift  passes  between  the  two  shafts 
and  is  connected  to  the  shaft  stations  by  a  small  cross  drift.  The  ore  is 
dumped  by  one  tipple,  on  this  level,  into  a  small  bin  which  is  connected 
with  the  6th  level  bins  by  a  concrete-lined  inclined  raise.  This  arrange- 
ment makes  necessary  only  one  loading  level  for  the  skips. 

The  Inspiration  Consolidated  Copper  Co.  commenced  underground 
development  on  a  large  scale  toward  the  latter  part  of  1913  but  did  not 
start  regular  mining  operations  until  August,  1915.  The  tonnage 
mined  gradually  increased  as  the  concentrator  was  able  to  handle  it  until 
at  present  (June,  1916)  an  average  tonnage  of  16,700  tons  is  being  mined 
daily. 

The  cost  of  mining  is  now  60  c.  per  ton,  including  20  c.  for  development 
and  all  fixed  charges. 

The  percentage  of  ore  and  copper  extraction  obtained  by  the  Inspira- 
tion method  cannot  be  determined  positively  until  some  section  has  been 
entirely  mined  from  top  to  bottom  of  the  ore.  But  based  on  results  in 
six  sections  of  the  mine  from  the  first  undercut  to  the  capping  estimated 
to  contain  1,886,450  tons,  and  which  have  been  almost  completely 
drawn  to  capping,  the  ore  extraction  is  102.44  per  cent,  and  the  recovery 
of  copper  86.52  per  cent.  The  second  undercut  is  expected  to  increase 
the  copper  recovery. 
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Shaft  Sinking  through  Soft  Material 

BY  EDWARD   A.   SAYRB,*  B.  M.,   DES  MOINES,   IOWA 
(Arisona  Meeting,  September,  1916) 

In  shaft  sinking  for  coal  mines,  the  cost  item  greatly  influences  the 
method  adopted.  This  holds  true  especially  when  soft  material  must  be 
traversed.  The  average  life  of  a  coal  mine  is  short.  This  is  due  either 
to  the  limited  area  of  the  coal  basin  or  to  the  great  expense  of  mainte- 
nance and  haulage  underground  when  the  entries  are  extended  a  consider- 
able distance  from  the  hoisting  shaft.  Therefore,  the  engineer  in  open- 
ing a  coal  mine  is  confronted  with  the  fact  that  the  cost  must  be  kept 
within  certain  bounds  else  the  venture  will  prove  unprofitable.  For  this 
reason  he  may  be  prohibited  from  adopting  certain  safe,  but  expensive, 
methods  that  are  used  in  sinking  caissons  for  foundations,  driving 
transportation  tunnels,  or  other  work  of  permanent  construction. 

A  common  method  of  sinking  through  difficult  ground  employs  the 
aid  of  a  steel  shoe  pushed  ahead  of  the  shaft  timbers.  Another  is  the 
drop-shaft  method.  These  two  methods  were  used  in  sinking  the  main 
shaft  and  the  air  shaft  of  the  Eagle  No.  3  mine,  at  Des  Moines,  la.,  and 
the  following  data  show  the  relative  success  and  cost  of  the  two  methods 
of  sinking  under  the  same  conditions. 

A  drill  log  of  the  material  to  be  penetrated  was  as  follows  (see  Plate 
1,  Fig.  1): 

Thickness,        Total  Depth, 
Ft.  In.  Ft.  In. 

Drift 38  38 

Sand 2  40 

Drift 2  6  42    6 

Jointed  clay 56  48 

Drift,  firm 10  6  58    6 

Clay,  with  sand  streaks 3  61    6 

Sand 12  73    6 

Shale,  with  two  thin  beds  of  coal  and  thin 

strata  of  rock 86  6  160 

Hock 5  165 

Coal 3  9  168   9 

Main  Shaft  Sunk  by  Steel-Shoe  Method 

This  record  shows  the  first  73  ft.  to  be  of  drift  material,  the  lower 
12  or  15  ft.  of  which  was  sand.  The  remaining  92  ft.  to  the  coal  was 
shale  and  rock,  and  offered  no  trouble  in  sinking. 

*  General  Manager,  Eagle  Coal  &  Mining  Co. 
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The  general  equipment,  purchased  from  a  company  that  had  twice 
attempted  to  sink  on  this  property  and  failed,  consisted  of  one  SO-hp. 
boiler,  a  hoisting  engine,  one  No.  S  horizontal  and  one  No.  6  vertical 


Cameron  pump,  a  dump  car,  hoisting  buckets,  etc.  The  men  employed 
were  a  day  and  a  night  engineer,  one  timberman,  and  three  sinking 
crews,  each  consisting  of  three  sinkers  and  one  top  man.    Work  was 


234  SHAFT  SINKING  THBOUGH  SOFT  MATERIAL 

continuous  24  hr.  a  day  until  the  sand  was  reached,  when  it  was  cut  to 
two  shifts,  the  remaining  time  being  used  in  repacking  pumps,  etc. 

The  excavation  was  made  8  by  14  ft.  The  curbing  for  the  first 
50  ft.  consisted  of  2  by  4  and  2  by  6  timber  laid  flatwise,  alternately 
with  a  quarter  shaft  bratticed  off  with  3  by  12  material,  and  the  hoisting 
compartments  divided  by  4  by  6  buntons. 

No  trouble  was  experienced  in  sinking  until  the  bed  of  sand  at  the 
38-ft.  level  was  encountered.  This  sand  carried  a  small  amount  of  water 
and,  as  a  shaft  protection,  a  concrete  ring  was  put  in  behind  the  curb. 
The  next  trouble  was  experienced  from  the  42-  to  48-ft.  level.  It  had 
been  the  intention  to  assemble  the  shoe  at  this  level,  but  what  appeared 
to  be  a  firm  green  clay  proved  to  be  jointed  clay  with  a  seam  of  quick- 
sand through  it  and  the  exposed  wall  would  not  stand.  Temporary 
2  by  12  curbing  was  put  in  place  and  then  regular  curbing  carried  on 
down. 

At  the  50-ft.  level,  in  order  to  safeguard  the  assembling  of  the  steel 
shoe,  125  wooden  mine  ties,  3  by  4  in.  by  4  ft.  long,  were  sledged  into  the 
clay  just  below  the  curb  as  shown  in  Plate  2.  Steel  angles,  6  by  4  in., 
were  fastened  with  lag  screws  to  the  under  side  of  the  ties.  An  excava- 
tion 6  ft.  deep  was  then  made,  undercutting  the  ties  16  in.,  and  a  false 
curb  of  2  by  6  boards  built.  The  shoe  was  then  assembled  at  this 
point. 

The  shoe  consisted  of  four  sheets  of  %-in.  steel,  two  8  ft.  long  by  5  ft. 
high  and  two  14  ft.  long  by  5  ft.  high,  with  3-in.  angles  at  the  corners, 
and  a  6-in.  pressure  angle  placed  18  in.  from  the  bottom  of  the  shoe. 
The  curbing  was  then  built  inside  the  shoe  to  a  height  permitting  the 
jack  screws  to  be  placed  against  the  curb  timbers  of  the  shaft,  as  shown 
in  Plate  2. 

The  clay  was  then  excavated,  the  shoe  lowered  into  the  sand,  and 
pumping  started.  The  sand  carried  about  60  gal.  of  water  per  minute, 
which  would  rise  about  18  ft.  above  the  sand  when  pumping  was  stopped. 

In  order  to  avoid  the  formation  of  cavities  behind  the  curb,  as  little 
sand  as  possible  was  excavated.  To  prevent  an  inrush  of  sand  under 
the  shoe,  at  least  1%  to  2  ft.  of  sand  had  to  be  left  within  the  shoe.  The 
method  of  sinking  was  to  agitate  the  sand  at  the  bottom  of  the  shoe  and 
force  the  shoe  through  it  by  means  of  the  jack  screws  bearing  against  the 
shoe  and  the  curb  of  the  shaft.  Two  methods  were  used  to  agitate  the 
sand.  First,  while  the  men  could  reach  the  bottom  of  the  shoe,  they 
stirred  the  sand  with  spades.  By  this  method  the  shoe  was  lowered 
about  18  in.  in  the  sand.  Later  the  pumping  system  shown  in  Plate  2 
was  used. 

In  this  second  process  the  discharge  of  the  No.  6  pump  could,  when 
sired,  be  sent  through  five  %-in.  pipes,  as  indicated  in  the  drawing,  and 
tese  five  jets  of  water  could  be  played  upon  the  sand  at  the  bottom  of 
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the  shoe.  It  was  found  that  these  jets  would  agitate  the  sand  sufficiently 
to  permit  the  jack  screws  to'  push  the  shoe  down,  except  when  the  sand 
was  at  too  high  a  level  inside  the  shoe,  in  which  case  sand  would  have  to 
be  excavated  before  the  jet  process  could  be  resumed.  In  using  this 
process  the  men  would  stir  the  sand  with  the  jets  for  about  10  min.,  and 
then  tighten  the  jack  screws.  When  sufficient  space  was  obtained 
between  the  timbers  in  the  shoe  and  the  curbing  above,  the  jack 


Plate  2. — Detailed  Sketch  or  Sinking  Shoe,  Jack  Screws  and  Pumps. 

screws  of  one  side  were  removed,  and  sets  of  timber  put  in  place  on  top 
of  the  timbers  in  the  shoe,  and  then  the  other  jack  screws  were  moved. 
An  advance  of  18  in.  per  day  was  exceptional  by  this  method.  More 
often  it  was  less  than  a  foot. 

Necessarily  some  sand  had  to  be  excavated  at  times.  This  had  a 
tendency  to  cave  the  dirt  around  the  shaft,  which  in  turn  caused  an  ex- 
cessive down  pressure  and  broke  the  curbing  apart  a  number  of  times. 
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An  attempt  was  made  to  overcome  this  trouble  by  supporting  the  curb 
with  I-beams  and  cables  from  the  surface  as  shown  in  Plate  1,  Fig.  3. 
Ten  12-in.  I-beams  were  supported  on  cribs  at  the  surface,  and  ten  8-in. 
I-beams  were  swung  under  the  4  by  6  angle  below  the  ties,  these  beams 
being  connected  by  twenty  %-in.  steel  cables.  When  the  sinking  was 
resumed,  the  curbing  continued  to  break,  the  I-beams  bent,  and  two 
cables  were  broken.  Since  it  appeared  impossible  to  hold  the  curb,  it 
was  decided  to  timber  the  shaft  solid  from  the  8-ft.  level  (where  the  most 
uniform  break  occurred)  to  the  bottom  of  the  shoe,  and  then  drop  this 
portion  of  the  shaft  through  the  remaining  5  ft.  of  sand. 

To  do  this,  the  ties  were  driven  back  into  the  wall  and  solid  timbering 
put  in  between  the  shoe  and  the  upper  curbing  of  the  shaft.  The  entire 
shaft  curbing  from  the  8-ft.  level  down  was  then  tied  together  with  2  by 
6-in.  stringers.  At  the  8-ft.  level,  2  by  4-in.  by  16-ft.  planks  were  spiked 
to  the  lower  curb,  the  upper  ends  projecting  above  the  break  as  shown 
in  Plate  1,  Pig.  4,  preventing  the  loose  material  from  falling  down  the 
shaft.  The  jet  system,  with  occasional  excavations  of  sand,  was  resumed, 
and  the  shoe,  with  50  ft.  of  curbing,  was  lowered  through  the  sand. 

In  landing  the  shaft  on  the  solid,  seven  boulders  from  1  to  2  ft.  in 
diameter  were  encountered.  Six  of  these  were  under  the  cutting  edge  of 
the  shoe,  and  were  removed. only  after  being  broken  up  by  means  of  a 
long  chisel  and  sledge. 

While  lowering  the  shaft  through  the  sand,  the  upper  timbers  of  the 
shaft  buckled  18  in.  out  of  line.  This  necessitated  retimbering  of 
the  shaft  from  the  top  of  the  sand  to  the  surface,  an  expensive  under- 
taking because  the  old  timbers  had  to  be  cut  out  and  replaced  in 
sections. 

On  completion  of  the  retimbering,  sinking  through  the  shale  was  com- 
menced. Three  shifts  of  four  sinkers  each  were  used  with  an  average 
daily  advance  of  5  ft.  The  only  problem  involved  in  sinking  through  the 
shale  was  the  elimination  of  the  water,  a  considerable  proportion  of  which 
was  choked  off  when  the  solid  was  reached.  This  water  was  taken  care 
of  by  placing  a  water  ring  at  the  85-ft.  level  with  a  pump  located  at  that 
point  to  elevate  the  water  to  the  surface  as  shown  in  Plate  1,  Fig.  5. 

Air  Shaft  Sunk  by  Drop-Shaft  Method 

The  air  shaft  was  located  350  ft.  from  the  main  shaft,  and  its  sinking 
conditions  were  similar  except  that  the  surface  at  this  point  was  10  ft. 
lower  than  at  the  main  shaft,  making  the  actual  distance  to  be  traversed 
to  the  solid  63  ft.  6  in. 

The  equipment  was  the  same  as  that  used  at  the  main  shaft.  The 
air  shaft  followed  a  drill  hole  tapped  by  an  entry  from  the  main  shaft,  so 
that  most  of  the  water  was  drained  through  this  drill  hole  and  then 
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pumped  to  the  surface.    Two  shifts  of  three  sinkers,  one  top  man,  and  an 
engineer  were  employed. 

The  size  of  the  excavation  was  the  same  as  before,  8  by  14  ft.  The 
steel  shoe  was  similar  to  the  one  in  the  main  shaft,  except  that  it  was  10  ft. 
high  instead  of  5  ft.  The  timbering  for  the  first  30  ft.  above  the  shoe 
consisted  of  4  by  6  laid  flat,  tied  together  by  lag  screws  %  in.  diameter 
by  10  in.  long,  spaced  2  ft.  apart.  The  shaft  was  divided  into  three  equal 
compartments  by  4  by  6  buntons  as  shown  in  Plate  3.    The  middle  com- 
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Plate  3 


>  Employed  in  Sinking  Air  Shaft. 


partment  was  left  free  and  was  used  for  hoisting  purposes.  The  end 
compartments  were  braced  by  4  by  6  extending  from  the  ends  of  the  shaft 
to  the  sides.  Four  steel  straps  %  in.  by  2  in.  tied  the  shaft  timbers 
together  from  top  to  bottom. 

An  excavation  10  ft.  deep  was  first  made,  the  shoe  assembled  and  lined 
with  timbers.  The  sinking  was  continued  until  the  shoe  was  hung  up  by 
the  friction  on  the  sides.  Then  a  platform  was  built  every  5  ft.  in  the 
end  compartments.  These  5-ft.  chambers  were  rilled  with  sand  to  give 
additional  weight,  and  the  sinking  continued.     The  ground  surrounding 
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the  shoe  gradually  broke  in  an  oval  shape.  At  one  place  it  was  necessary 
to  fire  a  small  charge  of  powder  in  order  to  loosen  the  ground  sufficiently 
at  one  end  of  the  shaft. 

As  the  shoe  was  sunk,  timbers  were  added  at  the  top  of  the  curbing. 
This  method  of  building  the  curb  at  the  top  is  decidedly  better  than  that 
of  adding  timbers  at  the  bottom  since  the  timbers  are  placed  much  more 
accurately  and  expeditiously. 

One  difficulty  experienced  in  the  drop-shaft  method  was  to  keep  the 
bottom  of  the  shoe  level.  When  one  side  of  the  shoe  got  lower  than  the 
other  it  kicked  the  opposite  side  outward.  To  right  it,  the  lower  side 
was  blocked  until  the  higher  side  caught  up. 

The  progress  through  the  drift  material,  until  the  sand  was  reached, 
was  slow,  much  slower  than  at  the  main  shaft.  The  drop-shaft  went 
much  faster,  however,  after  reaching  the  sand.  In  fact,  the  difficulty 
at  that  time  was  to  keep  the  bottom  of  the  shaft  from  moving  faster  than 
the  top.  When  within  10  in.  of  the  bottom  of  the  sand,  the  shaft  broke 
apart  20  ft.  up  from  the  shoe.  This  was  due  to  the  fact  that  the  move- 
ment of  the  shoe  was  faster  than  that  of  the  top  of  the  shaft,  and  to  the 
insufficient  strength  of  the  straps  connecting  the  top  and  bottom  of  the 
curb.  At  this  point  (20  ft.  above  the  shoe)  the  curb  separated  from  6  to  8 
in.,  and  the  upper  part  of  the  shaft  kicked  over  9  in.  north  and  east  of 
the  lower  part.  A  temporary  platform  of  8  by  8  timber  was  put  in  the 
end  compartments  of  the  shaft  at  this  place,  and  time  given  for  the  upper 
part  of  the  shaft  to  settle  down  before  starting  the  excavation  again. 
The  sinking  was  then  continued  and  the  shoe  landed  on  the  solid  without 
further  difficulty,  aside  from  hitting  two  small  boulders  at  the  bottom  of 
the  sand. 

As  the  excavation  was  larger  than  necessary  for  an  air  shaft,  it  was 
decided  to  cement  the  shaft  for  a  distance  of  28  ft.  from  the  bottom  of  the 
shoe,  in  order  to  shut  off  the  water.  A  wall  of  cement  4  to  8  in.  thick 
was  accordingly  then  constructed. 

After  the  cement  was  given  time  to  set  thoroughly,  the  excavation 
was  again  started  in  the  shale  and  continued  without  difficulty  to  the 
coal.  Sinking  through  the  shale  in  the  air  shaft  cost  slightly  more  than 
in  the  main  shaft  because  work  in  the  mine  prevented  as  careful  super- 
vision being  given  the  sinkers  in  the  air  shaft. 

One  difficulty  encountered  in  drop-shaft  sinking  was  in  keeping  the 
position  of  the  shaft  vertical.  At  one  time  this  shaft  was  2  ft.  out  of 
plumb.  By  regulating  the  movement  at  the  bottom  of  the  shoe,  the  shaft 
partly  righted  itself,  until  at  the  finish,  in  a  total  depth  of  63  ft.  6  in.  to 
the  shale,  the  bottom  of  the  shaft  was  16  in.  to  the  south  and  10  in.  to 
the  east  of  the  top.  Part  of  this  variation  was  remedied  in  the  cementing 
of  the  shaft. 

A  much  larger  amount  of  sand  was  removed  in  sinking  the  air  shaft 
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by  the  drop-shaft  method  than  in  sinking  the  main  shaft.  This  could 
be  done  without  danger  of  a  cavity  forming,  because  the  surface  dirt 
followed  the  air  shaft  down  as  it  descended.  When  the  sinking  through 
the  sand  was  completed,  the  surface  directly  surrounding  the  air  shaft 
had  caved  to  a  depth  of  15  to  16  ft.  and  for  a  distance  of  20  ft.  in  all 
directions  from  the  shaft.  In  fact,  all  the  shale  that  was  removed 
through  the  remaining  92  ft.  to  the  coal  did  not  fill  this  space  at  the 
surface. 

A  comparison  of  the  costs  of  the  two  shafts  is  as  follows: 

Main  Shaft  Air  Shaft 

Labor: 

Through  drift  material $916.80  $789.08 

Through  sand 1,941.80  541.62 

Through  shale 1,065.68  1,213.30 

$3,924.28  $2,544.00 

Superintendence 600.00  435.50 

Retimbering 1,343.23 

Cementing 207,68 

Total  labor  cost $5,867.51  $3,187. 18 

Materials: 

Curbing $1,878.62  $1,195. 17 

Supplies 900. 14  642.74 

Power,  light,  water,  insurance, 
etc 1,248.50  649.71 

Total  curbing,  etc.,  cost $4,027 .  26  $2,487 .  62 

Total  costs  of  shafts $9,894.77  $5,674.80 

Conclusions 

In  this  particular  work  there  was  no  question  about  the  superiority 
of  the  drop-shaft  method  of  sinking.  It  made  a  net  saving  of  $4,300  in 
the  total  cost  of  the  air  shaft  compared  with  the  main  shaft.  A  saving 
of  $2,700  was  effected  in  the  labor  cost,  while  in  the  cost  of  materials, 
power,  etc.,  the  saving  was  $1,600.  A  saving  in  time  also  resulted,  30  days 
being  required  to  traverse  the  sand  with  the  main  shaft,  while  the  air 
shaft  was  dropped  through  it  in  17  days. 

From  the  results  obtained  in  these  two  shafts,  and  from  the  experience 
of  others  in  the  western  interior  coal  field,  we  believe  that  the  drop-shaft 
method  of  sinking  is  the  safest,  most  economical,  and  most  successful 
that  can  be  adopted  for  sinking  through  soft  material  that  lies  within 
100  ft.  of  the  surface.  At  greater  depths  a  variation  of  the  method  can 
be  used  by  first  sinking  a  larger  shaft  close  to  the  soft  material,  and  then 
telescoping  a  drop-shaft  within  it. 
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"A  mere  posting  of  a  notice  on  a  ridge  of  rocks  cropping  out  of  the  earth  or  on 
other  ground,  that  the  poster  has  located  thereon  a  mining  claim,  without  any  dis- 
covery or  knowledge  on  his  part  of  the  existence  of  metal  there,  or  in  its  immediate 
vicinity,  would  be  justly  treated  as  a  mere  speculative  proceeding,  and  would  not  of 
itself  initiate  any  right.  There  must  be  something  beyond  a  mere  guess  on  the  part 
of  the  miner  to  authorize  him  to  make  a  location  which  will  exclude  others  from  the 
ground,  such  as  the  discovery  of  the  presence  of  the  precious  minerals  in  it,  or  in 
such  proximity  to  it  as  to  justify  a  reasonable  belief  in  their  existence." 

Accordingly,  if  the  miner  has  made  a  discovery  and  otherwise  conformed 
to  the  requirements  of  the  law,  his  possession  of  the  claim  located  is 
exclusive,  against  all  the  world,  even,  in  all  probability,  against  the  owner 
of  the  land,  the  Government,  except  on  areas  which  Congress  by  special 
legislation  has  set  apart  and  defined  for  paramount  purposes,  such  as 
National  Parks.  He  has  an  interest  in  the  land  which  descends  to  his 
heirs,  which  he  can  dispose  of  by  will,  by  deed,  or  other  contract,  and  all 
that  is  required  of  him  after  location,  until  patent  is  secured  from  the 
Government,  is  to  keep  his  claim  alive  by  performance  of  the  annual 
assessment  work  thereon. 

In  cases  where  two  private  locators  claim  the  same  ground,  the  one 
first  making  a  discovery  of  mineral  would  probably  get  the  area,  irre- 
spective of  the  relative  time  of  beginning  work  or  of  posting  notices. 
However,  such  cases  are  extremely  rare,  considering  the  total  number  of 
claims  located  each  year.  Strictly  speaking,  a  prospector  cannot  make 
a  valid  location  before  he  has  discovered  mineral,  but  he  has  the  rights 
of  possession,  except  against  the  United  States;  and,  while  there  is  a 
conflict  in  the  decisions  on  this  point,  in  many  cases  the  rule  appears  to 
be  that  as  long  as  he  is  working  the  ground  and  is  in  possession  the  law 
will  protect  him,  and  when  a  discovery  is  made  his  location  is  good. 

In  any  attempt  to  remedy  defects  in  the  present  system  of  Federal 
mining  laws,  the  underlying  intent  and  purpose  of  existing  legislation  on 
the  subject  should  not  be  lost  from  view.  As  was  well  said  by  the  Assist- 
ant Secretary  of  the  Interior  in  Cataract  Gold  Mining  Co.  et  al.  (43  L.  D., 
248): 

"  The  intent  of  the  general  mining  laws  was  to  encourage  and  promote  the  develop- 
ment of  the  mining  resources  of  the  United  States." 

Proposed  amendments'of  existing  law,  not  based  on  this  broad  policy 
but  having  in  view  the  exploitation  of  the  public  domain  in  the  interests 
of  mere  individuals  without  corresponding  benefit  to  the  people  as  a 
whole,  should  meet  the  condemnation  of  every  honest  and  right-thinking 
man.  Keeping  in  view,  therefore,  this  beneficent  purpose  of  the  present 
law,  let  us  consider  whether  the  proposed  elimination  of  the  antecedent- 
discovery  requirement  from  the  law  will  operate  to  give  greater  effect  to 
such  purpose. 

It  is  contended  that,  if  the  requirement  of  an  antecedent  discovery 
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of  mineral  within  the  lines  of  the  claim  located  were  dispensed  with,  the 
result  would  be  to  hasten  the  development  of  the  mineral  resources  of  the 
public  domain  and  so  increase  the  wealth  of  the  nation;  furthermore, 
that  the  present  discovery  requirement  is  an  unnecessary  hardship  in  a 
great  many  cases,  and  should  be  dispensed  with  in  justice  to  those  who 
are  honestly  endeavoring  to  develop  the  mineral  resources  of  the  public 
domain. 

It  is  urged  that,  if  the  antecedent-discovery  requirement  were  abol- 
ished, the  one  first  staking  out  a  piece  of  ground  would  be  protected  in 
his  possession  of  it  even  if  a  later  locator  on  the  same  ground  were  the 
first  to  discover  mineral. 

This  raises  the  question,  to  whom  should  the  desired  reward  (viz., 
exclusive  occupation  of  the  ground)  be  given?  Shall  it  be  to  him  who  is 
diligent  in  staking  out  his  claim,  or  to  him  who  is  not  merely  diligent  in 
that  respect  but,  not  content  with  this,  pursues  diligence  to  the  point  of 
discovering  the  hidden  mineral  wealth?  Which  of  the  two  is  more 
deserving  of  reward?  Which  of  the  two  is  bending  his  efforts  toward 
the  consummation  of  the  policy  of  the  law?  Certainly  the  one  discover- 
ing mineral  has  performed  a  very  essential  act  in  the  development  of  a 
mine. 

In  some  mining  districts  where  outcrops  are  few,  extensive  and 
expensive  development  work  is  necessary  before  valuable  mineral  is 
found.  Many  long  and  costly  exploratory  tunnels  have  been  driven  and 
shafts  sunk  to  develop  tracts  of  land  on  which  occur  no  surface  indications 
of  veins  or  mineral  but  which  were  favorably  situated  in  mineral  belts. 
Justification  for  prosecution  of  development  work  under  such  conditions 
depends  to  a  great  extent  on  a  careful  study  of  mineral  showing  on 
adjacent  lands.  The  successful  prosecution  of  such  exploratory  work  is 
dependent  on  the  raising  of  sufficient  capital  for  the  enterprise.  The 
raising  of  capital,  a  difficult  undertaking  in  connection  with  almost  any 
project  so  essentially  speculative  in  character  as  that  of  exploring  for 
precious  metals,  is  made  more  difficult  if  the  promoters  cannot  show  a 
fee-simple  title  to  the  property  to  be  developed.  Hence,  the  abolishment 
of  the  discovery  requirement  would  have  the  effect  of  overcoming  this 
one  obstacle  to  the  development  of  our  mineral  resources. 

When  valuable  orebodies  are  found  on  unpatented  claims,  there  is 
always  the  menace  of  litigation  to  prove  the  ownership  of  the  ground. 
After  a  strike  has  been  made,  it  often  happens  that  abandoned  locations, 
which  at  one  time  covered  the  land,  are  resurrected  or  the  boundary  lines 
of  prior  adjoining  claims  are  moved  in  such  a  manner  as  to  take  in  the 
more  valuable  ground.  The  indefinite  manner  of  describing  claims  in 
location  notices,  and  the  great  number  of  old  illegible  mining  corners 
usually  scattered  over  the  landscape  in  mining  districts,  increase  the 
difficulty  of  successfully  defeating  such  contests.    The  richer  the  ore- 
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bodies  found  in  these  cases,  the  stronger  the  efforts  by  contesting  claim- 
ants to  obtain  the  ground. 

The  danger  of  contests  on  unpatented  ground  after  a  strike  has  been 
made  will  be  augmented  if  valid  locations  can  be  made  without  a  discovery 
of  mineral.  Contests  initiated  by  the  locators  of  abandoned  prior  claims 
would  be  more  likely  to  succeed  if  these  claims  had  had  a  legal  existence. 

It  may  be  well  to  say  here,  however,  that  it  must  not  be  taken  for 
granted  that  all  contests  are  not  made  in  good  faith.  Locators  of  adjoin- 
ing ground  quite  often  do  not  know  the  position  of  each  other's  lines,  and 
conflicts  occur,  therefore,  when  mineral  survey  is  made  for  one  or  both 
of  the  claims.  A  contestant  is  usually  honest  in  his  belief  in  his  ownership 
of  the  disputed  area.  Private  contests  against  the  issuance  of  patent 
for  mining  claims  are  being  continually  initiated  by  claimants  for  all  or 
part  of  the  ground. 

Sometimes  a  locator  tries  to  get  part  of  another's  prior  location  by 
getting  his  conflicting  claim  patented.  I  know  of  instances  where 
valuable  ground  which  was  being  held  under  location  has  been  patented 
by  a  subsequent  locator  before  the  owner  of  the  prior  claim  knew  what 
was  going  on. 

If  we  shut  our  eyes  to  actual  conditions  and  assumed  that  all  locators 
of  mining  claims  act  in  perfect  good  faith  in  staking  out  ground  with 
intent  to  develop  it  for  its  mineral  contents,  probably  there  would  be  no 
necessity  for  the  antecedent-discovery  requirement.  But  mining  loca- 
tions, even  now,  are  made  to  cover  a  multitude  of  frauds  against  the 
public-land  laws.  Title  to  valuable  water-power  sites,  immense  quanti- 
ties of  timber  and  valuable  town  sites  have  been  secured  under  the  mining 
laws.  How  much  greater  and  more  frequent  would  be  these  frauds  if 
even  a  perfunctory  discovery  of  mineral  were  not  required  to  validate  the 
locations.  By  far  the  greater  number  of  mining  claims  desired  for  pur- 
poses other  than  mining  have  had  no  discovery  of  mineral. 

Care  should  be  taken  that  the  interests  of  all  the  people  are  not  sacri- 
ficed in  our  consideration  of  the  welfare  of  the  prospectors.  The  dis- 
covery requirement  is  designed,  and  operates,  as  a  check  on  the  disposal 
of  lands  of  the  people  under  the  mining  laws  for  purposes  foreign  to  the 
intent  of  the  law,  viz.,  the  speedy  and  bona  fide  development  of  the 
mineral  resources  of  the  public  domain. 

If  the  validity  of  the  location  is  to  be  dependent  merely  on  taking 
possession  of  the  ground  without  the  antecedent  discovery  of  mineral, 
what  is  to  prevent  the  staking  of  claims  near  pay  ground  with  intent  to 
hold  them  for  speculation  and  hold-up  purposes,  and  not  for  bona  fide 
development  of  mineral  value,  to  a  much  greater  extent  than  at  present? 
What  is  to  prevent  irresponsible  individuals  from  staking  claims  which 
fi*n  be  held  indefinitely  by  perfunctory  assessment  work,  thereby  tying 
•ge  areas  of  valuable  ground  for  the  purpose  of  levying  tribute  on 
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those  desiring  to  obtain  the  ground  for  mining  or  other  purposes  ?  Surely, 
to  abolish  the  antecedent-discovery  requirement  is  to  open  the  door  to 
fraud  and  deceit  incalculable,  and  will  tend  to  block  actual  development 
of  large  areas  for  many  years  to  come. 

The  abandonment  of  the  mineral-discovery  requirement  would  natu- 
rally facilitate  the  patenting  of  mining  claims;  but,  however  desirable 
it  may  be  in  some  cases  to  expedite  the  granting  of  patents,  I  believe 
easy  patenting,  on  the  whole,  will  not  benefit  the  mining  industry,  but 
will  retard  it. 

Most  mining  men  know  of  many  promising  claims  and  prospects  for 
which  patents  have  been  obtained  which  have  been,  to  all  intents  and 
purposes,  abandoned.  AJarge  proportion  of  the  applications  for  patent 
comes  from  owners  who  are  tired  of  doing  the  annual  assessment  work 
but  still  desire  to  hold  the  ground.  Of  such  cases,  only  a  small  number  of 
claims  are  ever  worked  again. 

Nearly  10,000  mineral  surveys  for  groups  of  claims,  from  one  to  thirty 
or  more  each,  have  been  made  in  the  State  of  Montana  alone,  and  this 
number  does  not  include  placer  claims  that  have  been  taken  up  by  legal 
subdivisions.  While  patent  does  not  necessarily  follow  a  mineral  survey, 
it  does  so  in  nearly  all  cases,  and  of  the  patented  claims  only  a  small 
number  have  been  worked  since  final  certificates  were  issued.  Outside 
of  the  Butte  district,  I  will  venture  to  say  that  less  than  5  per  cent,  of 
the  patented  claims  in  Montana  are  now  being  worked,  when  metals 
are  higher  than  at  any  time  in  the  last  50  years. 

In  such  active  districts  as  Butte  and  the  Coeur  d'Alenes,  where  large 
capital  is  required  in  developing  properties,  the  patenting  of  claims,  on 
the  whole,  does  not  discourage  new  operations,  but  perhaps  helps  them. 
In  cases,  however,  where  one  dominant  company  patents  the  whole 
surrounding  territory,  independent  operators  who  would  perhaps  be 
willing  to  take  a  chance  on  developing  some  of  this  ground,  if  open, 
are  thereby  kept  out. 

The  patenting  of  the  ground  seriously  handicaps  the  chances  of 
small  camps  and  new  districts  for  becoming  important  producers. 
Numerous  cases  can  be  pointed  out  where  the  patenting  of  the  claims 
has  seriously  retarded  the  development  of  camps,  or  altogether 
stopped  it. 

The  majority  of  those  who  have  written  about  the  desirability  of 
amending  the  present  mining  laws  have  done  so  from  the  standpoint  of 
the  mining  operator  or  prospector.  None  of  the  writers  on  the  subject 
seem  to  have  taken  into  consideration  the  effect  amending  the  law  per- 
taining to  mineral  discovery  will  have  upon  the  Government's  adminis- 
tration of  the  public  land.  It  must  be  borne  in  mind  that  this  land 
belongs  absolutely  to  the  people  of  the  United  States  as  a  whole,  and 
their  interest  must  be  considered.    It  is  not  a  no-man's  land,  as  some 
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people  would  appear  to  believe.  Individual  claims  on  it  are  allowed 
only  by  virtue  of  the  laws  of  Congress,  which  prescribe  the  performance 
of  certain  definite  requirements,  and  it  does  not  belong  to  the  first  comer 
solely  on  his  assertion  of  a  claim  to  any  part  of  it. 

Many  abuses  have  been  perpetrated  by  unscrupulous  locators  of 
land  under  the  mining  laws.  Mining  claims  have  been,  and  are  now, 
located  to  control  springs,  water-holes,  range  privileges,  power  and 
reservoir  sites,  town  sites,  rights-of-way,  summer-residence  sites,  timber 
and  agricultural  land,  natural  curiosities,  and  other  surface  values. 
While,  at  the  present  time,  land  more  valuable  for  other  purposes  than 
for  mining  cannot  be  patented  under  the  mining  laws  unless  mineral 
has  been  found  and  the  required  expenditure  made,  in  the  past,  before 
the  Government  inspected  the  ground  before  issuing  patent,  valuable 
areas  were  patented  when  the  ground  was  in  no  respect  mineral.  At  the 
present  time,  in  some  parts  of  the  country,  public  business  is  seriously 
interfered  with  by  unscrupulous  locators  of  ground  under  the  mining 
laws.  While  the  Government  is  now  embarrassed  by  these  hold-up 
locations  (the  mining  industry  at  large  has  no  idea  how  great  the  number 
is),  the  main  expense  is  the  examination  of  such  claims  and  the  delay 
caused  by  then,"  If,  by  amending  the  present  laws,  valid  locations  caJ 
be  made  anywhere  on  Government  land  without  mineral  discovery,  no 
Government  or  other  activity  on  public  land  will  be  safe  from  extortion 
and  blackmail.  Conditions  are  bad  enough  now.  For  instance,  in  some 
localities,  as  soon  as  a  body  of  Government  timber  is  advertised  for  sale,  the 
timbered  area  and  ground  over  which  the  logs  are  to  be  moved  to  market 
is  promptly  located  as  mining  claims,  or  old  claims  are  revived,  and  heavy 
demands  made  for  the  use  of  the  surface  of  the  ground.  If,  by  law, 
claims  of  this  sort  can  be  made  valid,  it  will  give  unscrupulous  individuals 
a  monopoly  of  the  surface  and  prevent  legitimate  business  over  large 
areas.  The  owner  of  a  single  valid  mining  claim  crossing  a  right-of-way 
of  a  logging  road  could  exact  a  sum,  for  the  privilege  of  crossing  his 
ground,  large  enough  to  take  all  the  profit  from  the  logging  operations. 
As  the  cost  of  operation  is  directly  related  to  what  an  operator  can  pay 
for  the  timber,  the  Government  has  a  direct  interest  in  all  such  cases. 
It  has  been  repeatedly  held  by  the  courts  that  a  valid  location  holds 
against  the  Government,  even  if  abandoned  for  years.  I  know  of  areas 
from  which  the  Government  was  contemplating  selling  the  timber  and 
on  which  there  were  as  high  as  100  abandoned  mining  locations.  In 
such  cases,  if  these  locations  had  been  valid  without  a  mineral  discovery, 
the  locators  on  reasserting  their  rights  to  the  ground  as  soon  as  they  found 
the  timber  was  valuable  could  have  kept  the  Government  from  selling 
it.  There  is  hardly  a  stream  course  or  canyon  in  many  parts  of  the  West 
that  has  not  been  at  some  time  plastered  with  locations. 

Even  if  valid  locations  could  be  made  without  a  mineral  discovery 
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only  on  lands  classified  as  mineral,  it  would  still  affect  the  Government, 
for  there  are  bodies  of  white  pine,  which  are  advertised  for  sale  from  time 
to  time,  on  lands  in  National  Forests  which  have  been  classified  as  mineral 
but  not  covered  by  mining  locations. 

It  has  been  said  that  one  must  actually  make  a  discovery  of  mineral 
on  land  within  National  Forests  before  he  is  allowed  possession  or  allowed 
to  prospect  it.  Such  is  not  the  case,  however.  A  prospector  or  miner  is 
in  no  way  disturbed  by  Government  agents  in  the  enjoyment  of  his  rights 
within  National  Forests.  No  examination  is  made  of  any  ground  located 
for  mining  purposes  unless  it  interferes  with  the  administration  of  the 
Forest.  A  claim  may  interfere  with  the  administration  of  the  Forest 
when  it  conflicts  with  areas  occupied  by  individuals  under  what  are  known 
as  Special  Use  Permits;  when  it  is  included  within  a  tract  from  which  the 
Government  has  sold  the  timber;  or  where  the  claim  is  so  located  as  to 
control  rights  of  way  over  which  it  is  necessary  to  transport  Forest  prod- 
ucts. Unless  the  claims  are  actually  interfering  with  the  administration 
of  the  Forests,  no  examinations  are  undertaken  until  applications  for 
patent  are  made.  The  proportion  of  mining  claims  examined  prior  to 
application  for  patent  is  very  small,  probably  less  than  1  per  cent,  of  the 
total  number  located.  There  are  thousands  of  mineral  locations  within 
the  National  Forests  of  which  no  examination  has  been  made  by  the 
Forest  Service,  and  in  all  probability  never  will  be  except  in  cases  where 
application  for  patent  is  made. 

Mining  locations  within  the  National  Forests  which,  after  an  examina- 
tion by  a  competent  man,  are  shown  to  be  clearly  invalid,  may  be  disre- 
garded as  far  as  the  surface  is  concerned,  but  no  action  is  taken  to  dis- 
possess the  locator  of  the  ground  and  no  objection  whatever  is  made  to 
his  development  of  the  mineral  possibilities.  In  fact,  the  Assistant 
Secretary  of  the  Interior  has  decided  (Nichols-Smith  case,  unreported) 
that  the  Department  has  no  jurisdiction  over  locations  and  has  authority 
to  cancel  a  claim  only  after  an  application  for  patent  has  been  made. 
This  decision,  however,  is  now  before  the  Secretary  for  consideration  on 
motion  for  the  exercise  by  him  of  his  supervisory  authority. 

The  fact  that  the  Government  has  placed  a  large  part  of  its  domain 
within  the  National  Forests  shows  that  this  land  is  valuable  to  the 
Government  for  the  benefit  of  the  people  at  large.  This  fact  alone  is  an 
argument  from  the  people's  standpoint  that  the  requirements  for  patent- 
ing Government  land  by  individuals,  at  least  within  the  Forests,  should 
not  be  made  easier. 

I  believe  that,  while  sometimes  the  law  requiring  a  discovery  before  a 
valid  location  can  be  made  has  worked  hardships  on  prospectors,  the 
wrong  that  could  be  worked  under  a  law  not  requiring  a  discovery  would 
be  far  greater. 

Under  the  general  mining  laws,  lands  are  not  required  to  be  chiefly 
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valuable  for  mineral  before  they  can  be  entered.  The  Supreme  Court 
of  the  United  States  has  held  in  U.  S.  vs.  Iron  Silver  Mining  Co.  (128 
U.  S.  673)  that  the  fact  that  land  may  incidentally  possess  advantages 
other  than  its  valuable  mineral  deposits  will  not  preclude  its  disposition 
under  the  mining  laws. 

An  act  of  Congress  of  Aug.  4, 1892  (24  Stat.,  348)  provided: 

"That  any  person  authorized  to  enter  lands  under  the  mining  laws  of  the  United 
States  may  enter  lands  that  are  chiefly  valuable  for  building  stone  under  the  provi- 
sions of  the  law  in  relation  to  placer  mineral  claims." 

The  point  of  difference  between  this  act  and  the  general  mining  law  appli- 
cable to  mineral  deposits  is  that  the  Act  of  1892  requires  the  land  to  be 
chiefly  valuable  for  building  stone. 

Power  or  reservoir  sites  situated  on  land  containing  no  evidence  of 
mineral  deposits  have  been  entered  as  stone  placers,  but  the  applications 
for  patent  have  been  rejected  by  the  General  Land  Office.  If  valid 
mineral  locations  could  be  made  on  such  lands  without  a  mineral  dis- 
covery, the  land  could  be  patented  as  mining  claims. 

If  patent  were  allowed  for  Government  ground  as  mining  claims  with- 
out a  mineral  discovery  there  would  be  very  few,  if  any,  power  projects 
free  for  development  at  the  present  time,  for  the  ground  would  be  validly 
held  or  patented  as  mining  claims.  Most  of  the  undeveloped  available 
power  sites  on  public  lands  have  been  included  in  power  withdrawals  or 
National  Forests.  The  ground  is,  therefore,  not  subject  to  entry  except 
as  mineral  locations,  and  the  only  way  to  get  a  patent  to  such  ground  is 
under  the  mining  laws.  Nearly  all  power  projects  in  the  Northwest, 
where  there  is  any  possibility  of  early  development,  are  on  ground  covered 
by  mining  locations.  In  some  cases  the  mining  claims  are  valid  under 
the  present  law,  but  the  majority  have  no  mineral  discovery.  If  the  law 
were  changed  concerning  mineral  discoveries,  there  would  be  little  new 
development  of  hydro-electric  power  without  paying  tribute  to  the  kind 
of  prospectors  who  had  the  foresight  to  locate  mining  claims  covering  the 
ground.  Also  Federal  control,  due  to  an  interest  in  the  site,  could  be 
circumvented  by  first  obtaining  patent  as  mining  claims  to  all  the  land 
affected.  In  the  Northwest  there  is  a  power  project  capable  of  develop- 
ing 20,500  hp.  One-half  of  the  land  affected  by  the  project  is  within  a 
National  Forest,  and  therefore  the  Government  under  the  present  pro- 
cedure exercises  control  over  the  development  of  the  site.  The  power 
would  be  developed  under  a  Special  Use  Permit  issued  by  the  Govern- 
ment, which  requires  certain  conditions  to  be  complied  with.  All  of 
the  public  land  has  been  located  as  placer  mining  claims,  and  if  the  claims 
were  valid  the  Government  under  the  present  law  would  have  no  control 
whatever  over  the  development  of  the  power.  In  1913,  a  permit  was 
issued  to  a  company  to  develop  the  power,  but  for  some  reason  it  waa  not 
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able  to  go  ahead  with  the  project.  This  company,  however,  acquired 
the  mining  locations,  and  if  the  claims  could  be  patented  the  owners 
could  prevent  anyone  else  from  developing  the  power  site.  Flour  gold 
is  found  in  gravel  on  all  of  these  claims,  but  nowhere  in  paying  quantities. 

Another  project  with  which  I  am  familiar  is  capable  of  developing 
331,000  hp.  by  using  storage,  or  178,000  hp.  by  utilizing  only  the  minimum 
flow  of  the  river.  The  lower  12  miles  of  this  project,  which  is  capable 
of  developing  260,000  hp.  by  storage,  or  140,000  hp.  without,  is  entirely 
covered  by  mining  locations.  The  area  is  within  a  mining  district  and 
would  probably  be  classified  as  mineral,  but  only  a  few  of  the  locations 
have  mineral  discoveries.  One  side  of  the  river  is  within  a  power  with- 
drawal, and  the  other  within  a  National  Forest.  In  this  case,  as  in  the 
other,  a  permit  was  granted  to  develop  the  project,  but  it  has  not  been 
done.  The  permittee  has  acquired  the  mining  claims  and  he  controls 
the  site  in  so  far  as  his  mining  claims  are  valid.  If  all  these  mining 
claims  were  valid  without  mineral  discoveries,  they  could  be  patented  and 
the  Government  would  lose  control  of  the  project. 

On  March  1,  1906,  Windfield  Doern  and  two  others  located  the 
Eagle  placer  mining  claims,  alleged  to  be  chiefly  valuable  for  building 
stone,  on  the  Stanislaus  National  Forest  in  California  (41  L.D.  655-659). 
On  Oct.  25,  1907,  the  claim  was  conveyed  to  the  Stanislaus  Electric 
Power  Co.,  who  filed  application  for  patent  on  April  5,  1908.  The  entry 
was  contested  by  the  Government.  Stone  was  used  from  the  claim  in 
the  construction  of  a  dam  on  the  claim,  from  which  water  was  conveyed 
to  a  plant  15  miles  below,  where  power  was  generated.  It  was  proposed 
to  build  a  second  plant  on  the  claim  and  bring  water  in  a  conduit  from 
above.  The  patent  was  denied  by  the  General  Land  Office,  as  it  was 
shown  at  a  hearing  that  the  stone  had  no  value  outside  of  the  construc- 
tion of  the  dam,  and  for  that  purpose  had  no  special  value.  The  land, 
however,  had  value  as  a  power  site. 

On  Jan.  2,  1907,  H.  V.  Gates  made  application  for  patent  under  Act 
of  Aug.  4,  1892,  for  the  Excelsior  placer,  area  140  acres,  in  northern 
California.  The  patent  was  protested  by  the  Northern  California  Power 
Co.  At  a  hearing,  it  was  disclosed  that  the  ground  contained  a  deposit 
of  basalt  that  had  only  a  local  use  for  building  stone,  such  as  the  con- 
struction of  a  power  dam,  and  was  not  as  suitable  for  that  purpose  as 
other  common  rock.  The  claim  covered  a  reservoir  and  tunnel  site,  and 
the  claimant  had  a  permit  from  the  Forest  Service  to  use  a  part  of  the 
claim  for  power  purposes.  The  General  Land  Office  held  that  the  claim 
was  more  valuable  for  power  than  for  building  stone,  and  the  entry  was 
canceled. 

On  a  river  in  a  western  State  is  situated  a  power  site  capable  of  develop- 
ing 2,490  hp.  The  dam  site  is  covered  by  an  unpatented  lode  claim,  and 
above  the  falls  are  situated  four  patented  lode  claims  along  the  river  in 


a  row.  Each  of  the  four  patented  daims  contains  a  valid  mineral  dis- 
covery, bat  no  ore.  Before  proceeding  to  patent,  the  claimants  received 
$5,000  from  a  power  company  for  the  privilege  of  flooding  their  ground. 

Perhaps  more  fraudulent  mining  locations  have  been  made  to  acquire 
valuable  timber  than  for  any  other  purpose  on  non-mineral  land.  If  the 
mineral-discovery  requirement  is  repealed,  large  timber  steals  which 
have  been  prevented  in  the  past  will  be  successful.  Many  applications 
for  timbered  mining  daims  have  been  canceled  after  the  Government 
has  shown  that  no  mineral  discoveries  have  been  made.  It  would  not 
be  possible  to  defeat  such  cases  if  the  proposed  change  of  the  law  is  made. 

Timber  on  patented  mining  claims  can  be  <fispoeed  of  by  the  owner 
as  he  sees  fit.  Timber  on  valid  unpatented  mining  claims  on  proven 
mineral  land  outside  of  National  Forests  can  be  cut  for  certain  described 
purposes  as  approved  by  Congress  by  Act  of  June  3.  1S78  (20  Stat.,  88). 
Timber,  however,  on  an  unpatented  mining  claim  within  the  National 
Forests  cannot  be  cut  for  any  purpose  other  than  the  development  of 
the  claim,  except  by  Special  Use  Permit  or  purchase  from  the  Government. 

It  has  been  a  common  practice  in  some  localities  to  locate  mining 
daims  on  non-mineral  timbered  areas  to  give  color  of  title  to  the  ground 
while  cutting  the  timber.  Numerous  suits  have  been  instituted  by  the 
Government  to  recover  the  value  of  timber  cut  from  such  invalid  claims. 

In  the  case  of  Anderson  r*.  United  States  (152  Fed.,  89  to  91),  Ander- 
son, Baker  and  SandHn  located  as  placer  claims  1,200  acres  of  non- 
mineral  Government  land  in  the  Boise  land  district,  Idaho,  from  which 
was  cut  timber  worth  $17,751.79.  Suit  was  brought  by  the  Government 
to  recover  the  value  of  the  timber,  and  it  was  successful. 

In  the  case  of  Powers  r*.  United  States  vll9  Fed.,  562).  the  Govern- 
ment brought  suit  to  recover  the  value  of  66S.000  ft.  b.  m.  of  timber, 
worth  $7,241,  which  was  cut  from  non-mineral  Government  ground.  The 
ground  was  covered  by  mining  locations  made  by  a  third  party. 

About  10  years  ago,  a  company  applied  for  patent  for  3,636.99  acres 
of  Government  land  as  placer  claims.  The  magnitude  of  the  case  caused 
examination  to  be  made  by  the  General  Land  Office,  and  it  was  found  that 
on  one  claim  there  was  a  small  worked-out  placer  deposit  of  gold.  There 
was  no  possibility  of  gold  occurring  in  paying  quantities  on  the  rest  of 
the  group,  although  fine  colors  could  be  found  almost  anywhere  in  the 
country.  This  land  contained  an  average  stand  of  15,000  ft.  b.  m.  of 
white  pine  and  other  varieties  to  the  acre,  or  about  a  total  of  60,000,000 
ft.  b.  m.  on  the  group.  The  claims  were  continuous,  but  excluded  and 
almost  surrounded  a  small  area  from  which  the  timber  had  been  burned. 
The  entry  was  protested  by  the  Government  and  at  a  hearing  held  to 
determine  the  validity  of  the  group,  the  claimants  defaulted,  thereby 
admitting  the  truth  of  the  charges.  The  entry  was  finally  canceled  on 
Jan.  2S.  1910.     At  this  time,  unpatented  fraudulent  placer  claims  were 
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being  held  in  this  district  which  contained  a  stand  of  between  200  and 
300  million  feet  of  timber.  During  the  summer  of  1910,  forest  fires  that 
destroyed  the  timber  swept  over  this  country,  after  which  all  of  the  timber- 
mining  locations  were  abandoned. 

In  1913,  application  was  made  for  two  groups  of  claims  in  Idaho. 
No  mineral  had  been  found  on  four  of  the  claims  of  the  group  which 
contained  a  heavy  stand  of  white  pine  worth  $3,800.  After  a  hearing, 
the  entry  was  held  for  cancellation  by  the  Commissioner  of  the  General 
Land  Office. 

In  1912,  application  was  made  for  two  claims  in  the  Coeur  d'Alene 
district,  Idaho.  This  entry  was  also  held  for  cancellation  by  the  Com- 
missioner of  the  General  Land  Office,  after  a  hearing.  These  claims 
were  completely  surrounded  by  patented  placer  claims,  but  were  situ- 
ated on  a  small  mountain.  The  ground  was  covered  by  a  stand  of 
white  pine  having  a  stumpage  value  of  $3,478.  One  of  the  claimants 
was  interested  in  a  saw  mill  situated  near  the  claims. 

Along  in  1906,  a  mining  company  (long  since  defunct)  did  consider- 
able development  work  on  lode  locations  in  western  Montana,  and 
located  a  large  number  of  claims.  The  company  failed  to  find  any  ore, 
and  went  out  of  existence.  The  first  year  after  the  company  abandoned 
the  ground,  it  was  located  by  a  man  who  did  no  more  work  on  it.  He 
relocated  some  of  the  claims  for  several  years,  but  when  no  one  else  showed 
any  desire  to  obtain  the  ground,  he  also  abandoned  it.  In  1914,  a  lumber 
company  secured  timber  on  the  river  above  these  claims.  After  the 
lumber  company  cleared  its  right-of-way,  the  mineral  locator  came  along, 
saw  the  situation  and  immediately  reasserted  his  right  to  some  of  the 
ground  that  controlled  the  right-of-way.  He  demanded  an  excessive 
sum  for  the  privilege  of  crossing  his  ground.  His  demands  were  re- 
fused and  logging  operations  shut  down  for  about  a  year.  An  examina- 
tion of  the  mining  claims  was  made  by  a  mining  engineer  and  it  was 
found  that  the  claims  were  invalid  because  no  mineral  had  been  dis- 
covered upon  them.  After  a  year's  delay,  the  company  constructed 
the  logging  road  and  commenced  operations  without  any  further  trouble 
and  without  paying  tribute  to  the  locator.  If  these  locations  were  valid 
without  mineral  discoveries,  the  logging  operations  could  have  been  held 
up  indefinitely  unless  the  excessive  demands  of  the  locator  were  met. 
The  claims  are  in  a  general  mineral  belt. 

If  valid  locations  of  lode  claims  can  be  made  in  the  future  without  a 
mineral  discovery,  many  town  sites  are  going  to  be  held  as  mining  claims. 
The  following  case  is  now  before  the  Land  Department  for  settlement. 
In  1909,  a  lode  claim  was  located  in  such  a  manner  as  to  take  in  all  of 
the  level  portion  of  the  canyon  at  the  division  point  of  a  new  railroad 
in  Idaho.  On  June  27,  1913,  application  for  patent  was  made.  The 
section  in  which  the  claim  is  situated  has  been  classified  by  the  United 
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States  Geological  Survey  as  non-mineral,  and  the  land  is  in  the  Northern 
Pacific  grant.  The  railroad  has  a  station  and  some  dwelling  houses  on 
the  ground  and  part  of  the  claim  is  also  claimed  by  the  heirs  of  a  home- 
steader. If  the  mineral  locator  can  prove  a  valid  discovery  on  the  claim, 
he  is  entitled  to  the  ground.  The  railroad  began  operating  about  the 
time  the  claim  was  located.  Practically  a  whole  town,  with  a  popula- 
tion of  several  hundred,  is  on  the  mining  claim,  and  there  is  no  doubt 
that  the  ground  is  more  valuable  for  town-site  purposes  than  for  any- 
thing else.  A  large  diabase  dike,  in  which  can  be  found  traces  of  copper, 
runs  through  the  claim,  but  there  is  no  indication  that  paying  ore  will 
ever  be  found  upon  it.  Sufficient  development  work  has  been  performed. 
If  no  discovery  of  mineral  is  going  to  be  required,  many  similar  cases  may 
be  expected  in  the  future. 

The  repeal  of  the  mineral-discovery  requirement  would  open  the 
doors  for  blackmail  of  all  irrigation  companies  situated  like  the  one  in 
the  following  case,  even  when  there  is  not  a  trace  of  mineral  on  the 
land.  In  1910,  an  application  for  patent  was  made  for  a  placer  situated 
in  a  small  park  in  western  Montana.  Previous  to  the  mineral  applica- 
tion, an  application  was  made  to  the  Secretary  of  the  Interior  for  the  use 
of  the  park  for  a  storage-reservoir  site,  for  which  purpose  the  ground  is 
well  adapted.  It  was  proposed  to  impound  water  during  the  winter 
months  and  high-water  periods,  to  be  used  for  reclaiming  about  3,000 
acres  of  arid  land.  The  reservoir  permit  was  approved  by  the  Secretary, 
but  construction  has  not  been  begun  on  account  of  the  placer  claim. 
The  Commissioner  of  the  General  Land  Office  decided  that  sufficient 
mineral  to  constitute  a  discovery  had  not  been  made  upon  the  claim  and 
it  is  now  before  the  Secretary  of  the  Interior  on  appeal.  The  park  is 
an  old  lake  bottom  and  contains  sand,  clay  and  gravel  to  an  undetermined 
depth.  This  material  all  contains  minute  quantities  of  gold,  but  in  no 
place,  as  far  as  developed,  in  paying  quantities.  No  serious  effort  has 
been  made  to  mine  the  gravel,  and  for  the  last  20  years  the  ground  has 
been  used  by  the  claimant  as  a  ranch.  If  it  is  finally  decided  that  the 
claim  contains  sufficient  mineral  for  a  discovery,  the  mineral  claimant 
will  be  legally  entitled  to  the  land,  and,  before  the  irrigation  system  can 
be  commenced,  the  land  will  either  have  to  be  obtained  from  him  by 
purchase  or  by  condemnation  proceedings. 

Throughout  the  country,  attempts  have  been  made  to  obtain  posses- 
ion of  numerous  springs,  mineral  or  otherwise,  by  taking  up  the  ground 
as  mining  claims.    On  Aug.  26,  1886,  the  Margaret  Mining  Co.   made 
application  for  the  Gray  Eagle  Lode  mining  claim  (11  L.  D.,  p.  563)  in 
KiriK  County,  Washington.    This  claim  embraced  some  springs  known  as 
Springs  of  Green  River  which  were  supposed  to  have  great 
il  value.    The  entry  was  canceled  by  the  Land  Office  because  it 
«vn  at  a  hearing  that  the  land  had  no  value  for  mineral  but  was 
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used  for  a  health  resort,  and  that  the  mining  company  was  formed  to 
acquire  title  to  the  Hot  Springs. 

By  the  Act  of  Jan.  31,  1901  (31  Stat*.,  745)  Congress  provided  that 
"all  unoccupied  public  lands  of  the  United  States  containing  salt  springs 
or  deposits  of  salt  in  any  form  and  chiefly  valuable  therefor  are  hereby 
declared  to  be  subject  to  location  and  purchase  under  the  provisions  of  the 
law  relating  to  placer  mining  claims."  Under  this  Act  many  mineral 
springs  having  no  value  whatever  for  salt,  but  having  supposedly  medici- 
nal properties,  have  been  located  as  placer  claims. 

On  March  20,  1905,  Henry  Lovely  made  application  for  patent  for 
the  Lovely  placer  claim  in  the  Juneau  land  district  in  Alaska.  It  was 
shown  at  a  hearing  that  the  ground  was  used  as  a  health  resort  and  water 
from  two  springs  was  conducted  to  bath  houses,  the  cost  of  this  being 
applied  as  mining  improvements.  It  was  also  shown  that  the  ground 
was  not  mineral  or  saline  in  character.  The  claim  was  canceled  Feb.  13, 
1907,  by  the  General  Land  Office  (25  L.  D.,  426). 

By  decision  of  April  14,  1913,  the  Secretary  of  the  Interior  held  that 
the  Salt  Creek  placer  claims  were  invalid  (21  L.  D.,  745).  These  claims 
were  located  in  February,  1911,  under  the  Act  of  Jan.  31,  1901,  so  as  to 
cover  a  group  of  hot  springs  whose  waters  carried  in  solution  common 
salt,  Epsom  salts  and  Glaubers  salts  and  other  chemical  substances.  As 
compared  to  sea  water,  the  waters  of  these  springs  were  shown  to  contain 
about  one-eighth  as  much  common  salt.  It  was  held  by  the  Secretary 
of  the  Interior,- from  facts  determined  at  a  hearing,  that  the  ground  had 
no  value  for  the  manufacture  of  common  salt,  but  possessed  distinct 
curative  properties. 

In  central  Montana  is  situated  a  mineral  spring  known  as  the  Appol- 
lonaris.  The  ground  at  the  small  side  gulch  on  which  the  spring  is  situ- 
ated was  located  as  a  stone  placer  and  the  adjoining  ground  on  the  main 
creek  as  gold  placers.  No  discovery  of  gold  had  been  made  on  the  gold 
placers,  and  the  limestone  on  the  stone  placer  was  not  valuable  on  account 
of  its  poor  quality  and  the  distance  from  any  market  or  railroad.  This 
spring  has  a  local  reputation  for  medicinal  properties  and  Special  Use 
Permits  for  erecting  bottling  works  and  hotel  buildings  on  the  area  was 
desired  by  several  people.  The  development  of  the  spring  was  held  up 
for  5  years,  but  finally  the  men  holding  the  mining  claims  decided  that 
they  could  not  patent  the  ground  and  abandoned  it.  The  spring  is  now 
being  developed. 

The  abrogation  of  the  mineral-discovery  requirement  would  greatly 
facilitate  such  fraudulent  attempts  to  obtain  ground  desired  for  purposes 
other  than  mining. 

At  numerous  points  desirable  for  summer  residences  on  the  shore  of 
Lake  Pend  Oreille,  mining  locations  have  been  posted,  and  in  many  cases 
there  has  been  a  pretense  of  doing  the  annual  assessment  work.    In  a 

VOl*  LV. — 17. 


242     THE  BLOCK  METHOD  OF  TOP  SLICING  OF  THE  MIAMI  COPPER  CO. 

As  soon  as  the  first  slices  have  advanced  a  few  feet,  second  and  third 
slices  are  started,  and  also  first  slices  toward  the  centers  of  the  block  limits. 
Every  man  who  can  work  to  advantage  is  put  on  and  the  ore  mined  with 
the  greatest  possible  speed. 

Where  there  is  a  sufficient  mat  of  old  timbers  in  the  back  to  obviate 
the  danger  of  the  capping  running  there  is  no  permanent  floor  laid,  the 
planks  used  in  shoveling  and  wheeling  the  ore  being  taken  up  later. 
Where  there  is  no  mat  or  it  is  not  sufficient,  a  floor  of  2-in.  plank 
spiked  to  2  by  10  sills  is  laid.  Formerly  5  by  10  and  4  by  8  sills  were 
used,  but  it  was  found  that  after  being  subjected  to  the  pressure  and  heat 
of  a  completed  stope,  a  5  by  10  or  4  by  8  sill  seemed  to  have  practically 
no  more  strength  than  a  2  by  10. 

As  soon  as  the  timbers  in  the  slices  show  signs  of  taking  weight,  bulk- 
heads are  built  of  old  timbers,  obtained  either  from  the  mat  in  the  back, 
or  from  repair  work  in  other  parts  of  the  mine.  As  soon  as  possible,  the 
posts  are  drilled  and  the  slices  shot  down. 

By  the  time  slicing  has  started,  four  drifts  have  been  run  to  the  centers 
of  the  sides  of  the  blocks  as  shown  in  Fig.  2  and  slicing  is  also  done  from 
these.  Working  as  intensively  as  possible,  all  ore  except  the  four  central 
pillars  is  quickly  mined  out  as  shown  in  the  series  of  illustrations.  As 
about  the  last  of  this  ore  is  being  taken,  crosscuts  are  driven  to  incline 
raises,  put  up  to  about  the  center  of  the  four  central  pillars,  as  shown  in 
Fig.  3,  and  slicing  continues,  working  from  the  outside  of  the  remaining 
ore  to  the  supply-raise  bulkheads  first  put  up  as  shown  in  Fig.  1,  thus 
completing  the  stope.  By  this  time,  these  bulkheads,  which  were  10  ft. 
high  when  put  in,  have  squeezed  to  from  4  to  6  ft.  in  height.  Upon  com- 
pletion, the  stope  is  shot  down  and  another  may  then  be  started  below, 
though  it  is  best  to  let  the  ground  settle  for  a  few  weeks. 

At  first  thought  the  criticism  suggests  itself  that  with  such  weight 
the  mining  method  used  intensifies  this  weight  as  the  block  approaches 
completion.  But  experience  has  shown  that,  as  a  rule,  the  maximum 
weight  is  taken  by  the  timbers  at  about  the  time  the  outside  pillars  are 
completed,  and  as  mining  progresses  a  larger  proportion  of  the  weight 
is  taken  by  the  bulkheads  in  the  outside  slices.  At  no  time  does  the 
weight  on  the  remaining  ore  and  the  slices  still  necessarily  open  get 
beyond  control.  These  central  pillars  constitute  our  cheapest  ore,  not 
only  because  of  the  pillar  raises  but  because  the  ground  has  been  frac- 
tured by  the  weight,  and  lifters  are  the  only  holes  necessary  to  break 
the  face. 

All  drilling  is  done  with  plugger  machines,  using  a  water  spray 
attached  to  a  5-gal.  can.  No  cars  are  used  in  the  slices,  all  ore  being 
shoveled  directly  into  the  chutes  or  wheeled  in  barrows.  Round  timber 
is  used  almost  exclusively  in  the  stopes,  because  of  its  superior  strength. 

Ten  feet  has  been  taken  as  the  standard  height  of  a  slice.    If  a  greater 
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height  is  taken  the  ore  sloughs  off  the  top  of  the  slicing  face  faster  than 
it  can  be  mucked  out  and  the  bottom  shot,  thus  shortly  caving  the  slice. 
It  is  possible  that  later,  when  a  good  mat  has  been  formed,  sublevel 
caving  may  be  used,  but  so  far,  where  tried,  it  has  not  been  successful. 

The  ventilation  of  these  slice  blocks  is  very  important  because,  with- 
out it,  the  heat  coming  out  of  the  mat  is  excessive  and  prevents  efficient 
work.  It  is  accomplished  by  connecting  one  of  the  sublevels  below  the 
slicing  floor  with  the  discharge  end  of  a  60,000-cu.  ft.  fan.  Openings 
are  maintained  from  the  sublevel  to  raises  through  which  it  is  desired  to 
force  air. 

As  a  result  of  the  change  to  the  block  method  of  slicing,  and  to  using 
forced  ventilation,  the  production  per  mucker-shift  has  been  raised  from 
9  to  20  tons,  the  production  per  man-shift  from  5  to  10  tons. 

While  the  details  of  this  method  have  been  fully  worked  out  and  a 
large  tonnage  of  ore  has  already  been  extracted  by  its  use,  the  work  to 
date  has  to  a  large  extent  been  preparatory  to  systematic  work  for  lower 
lifts.  It  is  not  possible  to  give  representative  costs,  but  the  following 
is  an  estimate  of  what  is  expected: 

Mining  Costs  per  Ton 

Preliminary  development SO. 035 

Haulage  development 0. 025 

Other  development  (raises,  etc.) 0.080 

Total  development $0. 140 

Stope  Costs: 

Miners,  at  $3.75 0.080 

Muckers,  at  $3.75 0. 160 

Drills 0.030 

Explosives 0.040 

Timbering,  labor 0.070 

Timbering,  supplies 0. 130 

General — bosses,  nippers,  etc 0. 040 

Total  stoping 0.550 

Haulage 0.055 

Hoisting 0.04 

Pumping 0.005 

General  underground 0. 025 

Ventilation 0.015 

Engineering  and  sampling 0. 016 

Underground  lighting 0. 004 

Mine  surface 0. 030 

Total $0,880 

Discussion 

The  Chairman  (P.  G.  Beckett,  Globe,  Ariz.). — The  mining  of  large 
orebodies  has  in  the  last  few  years  been  such  a  big  factor  in  the  copper 
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has  rock  in  place  or  is  only  in  wash,  and  even  the  question  of  wash  has 
been  successfully  disputed  and  a  good  assay  allowed  to  save  the  day. 
If  the  discovery  shaft  has  reached  rock  in  place  it  is  too  well  known  that 
any  crack  in  the  rock,  any  oxidized  seam,  or  any  pegmatite  streak  in 
the  granite,  will  "hold"  if  the  question  comes  to  a  jury,  and  the  other 
claimants  usually  throw  up  their  hands  to  the  stake  with  the  oldest  date. 
If  there  is  no  conflicting  claimant  the  location  is  recognized  and  patented 
without  so  much  as  a  thought  of  the  public  interest.  Thus  the  discovery 
requirement,  by  being  depended  upon  to  safeguard  against  the  frauds 
of  securing  springs,  water  holes,  range  privileges,  power  and  reservoir 
sites,  rights-of-way,  summer  residence  sites,  timber  land,  natural  curiosi- 
ties, etc.,  becomes  a  lever  to  assist  in  fixing  such  frauds.  A  crevice  in  the 
rock  can  be  found  almost  anywhere,  and  there  is  nothing  with  which  to 
contest  a  mineral  title.  When,  as  occasionally  happens,  two  parties 
race  for  discovery  on  the  same  piece  of  ground,  it  is  not  ore  they  look 
for  but  any  crevice  in  the  rock  which  will  serve  as  an  excuse  for  a  "vein." 
Quoting  from  Mr.  Gardner's  paper  (p.  248),  "The  discovery  require- 
ment is  designed,  and  operates,  as  a  check  on  the  disposal  of  land- 
of  the  people  under  the  mining  laws  for  purposes  foreign  to  the  intent  of 
the  law,  viz.,  the  speedy  and  bona  fide  development  of  the  mineral  re- 
sources of  the  public  domain."  The  design  is  all  right,  but  the  operation 
is  a  shameful  failure.  Indeed,  in  the  next  to  the  last  sentence  of  the 
article  we  read  (p.  259),  "By  far  the  greater  number  of  mining  claims 
that  have  been  desired  for  purposes  other  than  mining  have  had  no  dis- 
covery of  mineral."  It  is  not  the  use,  but  the  abuse  of  the  discovery 
requirement  which  renders  it  desirable  to  discard  it.  We  should  remember 
the  adage  that  a  law  which  can  not  be  enforced  is  worse  than  none. 

Let  no  one  rise  and  say  that  we  should  have  some  one  detailed  from 
the  U.  S.  Geological  Survey  to  examine  every  discovery,  at  least  prior 
to  patent  application.  That  would  make  only  a  little  more  interesting 
sport  than  heretofore.  The  geologist  would  come  into  court  and  say  that 
there  was  not  sufficient  showing  to  constitute  a  mineral  discovery,  and 
his  report  would  be  true  and  just;  then  would  come  the  "prospector" 
with  his  assay,  scraped  out  of  a  knife-blade  seam  (and  taken  in  a  sack 
which  had  been  previously  used  in  sampling  high-grade  ore);  the  next 
witness  would  say  that  there  was  "a  sufficient  showing  to  justify  a  miner 
in  following  the  same  with  a  reasonable  expectation  of  finding  pay  ore" 
— that  is  standard  court  language  which  we  all  know  by  heart;  the  next 

witness  would  say  that  he  once  saw  the  famous mine,  which  has 

produced  millions,  when  it  looked  no  better  than  the  one  in  dispute; 
then  would  come  the  jury  and  give  the  claim  to  the  "poor  prospector," 
every  time! 

Now  the  question  will  naturally  arise,  "  What  substitute  have  you  to 
offer  for  the  protection  of  the  public  domain?"    In  reply,  I  would  say,  that 
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in  the  first  place  the  situation  could  scarcely  be  worse  with  the  discovery 
antecedent  removed.  Next,  the  proposal  to  require  recording  a  notice 
of  annual  assessment  with  vouchers  and  strict  penalties  has  been  so 
universally  endorsed  that  we  may  regard  it  as  certain  to  be  included 
-in  any  new  law.  .This  provision  will  entirely  do  away  with  the  black- 
mailing scheme  of  resurrecting  dead  claims  when  some  one  else  has  proven 
the  ground  valuable.  Also,  since  the  only  claims  which  can  remain  alive 
after  one  year  are  those  on  which  the  locator  makes  a  bona  fide  expendi- 
ture, it  will  very  largely  do  away  with  the  fraudulent  practice  of  holding 
ground  for  timber,  springs  and  other  surface  values.  There  is  an  effect- 
ive difference  between  an  actual  expenditure  of  $100  and  an  assessment 
which  can  be  contracted  for  from  $10  to  $25.  Further,  I  should  favor  at 
least  $10  per  acre  for  annual  assessment.  This  change  alone  will  do  more 
to  protect  the  public  domain  than  the  pre-discovery  requirement  has 
ever  done.  The  fact  that  more  is  charged  for  mineral  land  than  for  any 
other  class  (and  the  preliminary  expense  of  patenting  is  also  greater) 
safeguards  agricultural  land,  summer  residence  sites,  etc.  The  proposal 
made  by  one  writer,1  that,  when  patenting,  $100  per  acre  be  charged 
when  there  is  no  discovery,  is  worthy  of  consideration;  but  I  would  rather 
be  rid  of  the  discovery  question  altogether. 

The  one  great  thing  which  would  do  away  with  all  of  our  troubles  on 
the  discovery  question,  and  also  a  lot  of  other  mining-law  troubles,  is 
the  divorce  of  surface  and  mineral  titles.  I  frankly  acknowledge  the 
radical  nature  of  such  a  proposal,  and  presume  that  a  vote  among  the 
fraternity  would  show  me  in  a  sad  minority,  but  I  exercise  the  courage  of 
my  conviction.  The  famous  33  questions  which  have  been  put  forth  by 
the  Mining  and  Metallurgical  Society  do  not  bring  out  this  most  vital 
question,  perhaps  because  it  was  regarded  as  practically  useless.  How- 
ever, several  members  in  their  discussion  recur  to  this  subject,  and  evi- 
dently this  matter  forces  itself  upon  the  mind  of  every  thorough  thinker 
on  the  subject. 

The  use  of  the  surface  and  the  extraction  of  minerals  do  not,  except 
to  a  limited  extent,  naturally  belong  together,  and  any  law  which  persists 
in  keeping  the  two  inseparable  must  be  full  of  injustice  and  trouble 
breeding.  Why  not  meet  the  main  difficulty  squarely?  Grant  the  pros- 
pector the  full  and  exclusive  right  to  the  minerals  which  he  claims  to  be 
searching  for,  without  discovery,  together  with  all  of  the  surface  which 
he  desires  to  actually  use,  but  allow  all  other  citizens  the  surface  right- 
of-way  for  roads,  trams,  pipe  lines,  ditches,  etc.,  and  have  the  Govern- 
ment retain  control  of  mineral  springs,  reservoir  sites,  and  the  like. 
Then  all  of  the  abuse  found  in  the  use  of  mining  locations  for  hold-up 
purposes  will  disappear,  and  with  it  most  of  the  urgency  for  pre-discovery. 


1  Engineering  and  Mining  Journal,  vol.  12,  No.  16,  %  C,  p.  721  (Oct.  14, 1916). 
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Petrography  of  the  Mount  Morgan  Mine,  Queensland. 

BT  W.  B.   GABY,*  B.  8.,   M.  A.,  BUTTB,  MONT. 
(Ariiona  Meeting,  September,  1916) 

Introduction 

Since  the  time  of  their  discovery,  the  genesis  of  the  ores  at  Mount 
Morgan,  and  the  nature  of  the  changes  which  have  affected  the  surround- 
ing rocks,  have  been  the  subject  of  investigation  and  speculation  by  geolo- 
gists and  mining  engineers.  Developments  at  this  mine,  for  a  long 
period  the  greatest  gold  producer  of  the  world,  show  that  with  depth 
the  orebody  grades  into  copper,  of  which  metal  it  now  furnishes  a  large 
output,  exceeding  in  value  the  gold. 

In  earlier  times,  the  purity  of  the  gold  and  the  first  extremely  hetero- 
geneous character  of  the  ore  made  it  an  interesting  problem.  Now,  the 
probable  depth  of  the  copper  enrichment,  genesis,  and  true  relations 
of  the  neighboring  rocks  furnish  equally  profitable  material  for  investi- 
gation, and  the  present  somewhat  detailed  description  of  these  ores  and 
rocks,  from  microscopic  study,  may  prove  of  interest. 

The  mine  occupies  a  highly  silicified  portion  of  a  belt  of  quartz-por- 
phyry, which  is  believed  to  be  the  oldest  rock  of  the  region.  This  belt 
of  quartz-porphyry  and  allied  rocks  runs  north  and  south  between  two 
areas  of  a  later  intrusive  granite,  as  shown  on  the  geologic  map,1  Fig.  1. 
Near  the  orebody  the  quartz-porphyry  has  been  intruded  by  a  dense 
basaltic  mass  called  the  "  Old  Basic. "  Cutting  all  three  of  these  igneous 
masses  are  two  sets  of  basaltic  dikes,  one  running  northwest-southeast, 
and  the  other,  cross  dikes,  northeast-southwest.  These  dikes  may  be 
contemporaneous  with,  instead  of  later  than,  the  ore.  Their  number  has 
caused  peculiar  difficulties  in  extracting  it,  as  the  clay  selvage  of  decom- 
posed material  affords  no  adhesion  between  dike  and  ore,  causing  great 
blocks  to  loosen  and  come  down. 

The  investigation  was  based  on  specimens  furnished  by  B.  Magnus, 
former  general  manager  of  the  mine,  and  notes  on  the  areal  geology  by 


•  Assistant  Geologist,  Anaconda  Copper  Mining  Co. 

1  Reproduced  by  permission  of  the  Australasian  Institute  of  Mining  Engineers 
from  the  plate  accompanying  the  paper  of  J.  M.  Newman  and  G.  F.  CampbeU  Brown, 
Transaction*,  Australasian  Institute  of  Mining  Engineers,  vol.  15,  part  2  (1910). 
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a  row.  Each  of  the  four  patented  claims  contains  a  valid  mineral  dis- 
covery, but  no  ore.  Before  proceeding  to  patent,  the  claimants  received 
$5,000  from  a  power  company  for  the  privilege  of  flooding  their  ground. 

Perhaps  more  fraudulent  mining  locations  have  been  made  to  acquire 
valuable  timber  than  for  any  other  purpose  on  non-mineral  land.  If  the 
mineral-discovery  requirement  is  repealed,  large  timber  steals  which 
have  been  prevented  in  the  past  will  be  successful.  Many  applications 
for  timbered  mining  claims  have  been  canceled  after  the  Government 
has  shown  that  no  mineral  discoveries  have  been  made.  It  would  not 
be  possible  to  defeat  such  cases  if  the  proposed  change  of  the  law  is  made. 

Timber  on  patented  mining  claims  can  be  disposed  of  by  the  owner 
as  he  sees  fit.  Timber  on  valid  unpatented  mining  claims  on  proven 
mineral  land  outside  of  National  Forests  can  be  cut  for  certain  described 
purposes  as  approved  by  Congress  by  Act  of  June  3,  1878  (20  Stat.,  88). 
Timber,  however,  on  an  unpatented  mining  claim  within  the  National 
Forests  cannot  be  cut  for  any  purpose  other  than  the  development  of 
the  claim,  except  by  Special  Use  Permit  or  purchase  from  the  Government. 

It  has  been  a  common  practice  in  some  localities  to  locate  mining 
claims  on  non-mineral  timbered  areas  to  give  color  of  title  to  the  ground 
while  cutting  the  timber.  Numerous  suits  have  been  instituted  by  the 
Government  to  recover  the  value  of  timber  cut  from  such  invalid  claims. 

In  the  case  of  Anderson  vs.  United  States  (152  Fed.,  89  to  91),  Ander- 
son, Baker  and  Sandlin  located  as  placer  claims  1,200  acres  of  non- 
mineral  Government  land  in  the  Boise  land  district,  Idaho,  from  which 
was  cut  timber  worth  $17,751.79.  Suit  was  brought  by  the  Government 
to  recover  the  value  of  the  timber,  and  it  was  successful. 

In  the  case  of  Powers  vs.  United  States  (119  Fed.,  562),  the  Govern- 
ment brought  suit  to  recover  the  value  of  668,000  ft.  b.  m.  of  timber, 
worth  $7,241,  which  was  cut  from  non-mineral  Government  ground.  The 
ground  was  covered  by  mining  locations  made  by  a  third  party. 

About  10  years  ago,  a  company  applied  for  patent  for  3,636.99  acres 
of  Government  land  as  placer  claims.  The  magnitude  of  the  case  caused 
examination  to  be  made  by  the  General  Land  Office,  and  it  was  found  that 
on  one  claim  there  was  a  small  worked-out  placer  deposit  of  gold.  There 
was  no  possibility  of  gold  occurring  in  paying  quantities  on  the  rest  of 
the  group,  although  fine  colors  could  be  found  almost  anywhere  in  the 
country.  This  land  contained  an  average  stand  of  15,000  ft.  b.  m.  of 
white  pine  and  other  varieties  to  the  acre,  or  about  a  total  of  60,000,000 
ft.  b.  m.  on  the  group.  The  claims  were  continuous,  but  excluded  and 
almost  surrounded  a  small  area  from  which  the  timber  had  been  burned. 
The  entry  was  protested  by  the  Government  and  at  a  hearing  held  to 
determine  the  validity  of  the  group,  the  claimants  defaulted,  thereby 
admitting  the  truth  of  the  charges.  The  entry  was  finally  canceled  on 
,  1910.     At  this  time,  unpatented  fraudulent  placer  claims  were 
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being  held  in  this  district  which  contained  a  stand  of  between  200  and 
300  million  feet  of  timber.  During  the  summer  of  1910,  forest  fires  that 
destroyed  the  timber  swept  over  this  country,  after  which  all  of  the  timber- 
mining  locations  were  abandoned. 

In  1913,  application  was  made  for  two  groups  of  claims  in  Idaho. 
No  mineral  had  been  found  on  four  of  the  claims  of  the  group  which 
contained  a  heavy  stand  of  white  pine  worth  $3,800.  After  a  hearing, 
the  entry  was  held  for  cancellation  by  the  Commissioner  of  the  General 
Land  Office. 

In  1912,  application  was  made  for  two  claims  in  the  Coeur  d'Alene 
district,  Idaho.  This  entry  was  also  held  for  cancellation  by  the  Com- 
missioner of  the  General  Land  Office,  after  a  hearing.  These  claims 
were  completely  surrounded  by  patented  placer  claims,  but  were  situ- 
ated on  a  small  mountain.  The  ground  was  covered  by  a  stand  of 
white  pine  having  a  stumpage  value  of  $3,478.  One  of  the  claimants 
was  interested  in  a  saw  mill  situated  near  the  claims. 

Along  in  1906,  a  mining  company  (long  since  defunct)  did  consider- 
able development  work  on  lode  locations  in  western  Montana,  and 
located  a  large  number  of  claims.  The  company  failed  to  find  any  ore, 
and  went  out  of  existence.  The  first  year  after  the  company  abandoned 
the  ground,  it  was  located  by  a  man  who  did  no  more  work  on  it.  He 
relocated  some  of  the  claims  for  several  years,  but  when  no  one  else  showed 
any  desire  to  obtain  the  ground,  he  also  abandoned  it.  In  1914,  a  lumber 
company  secured  timber  on  the  river  above  these  claims.  After  the 
lumber  company  cleared  its  right-of-way,  the  mineral  locator  came  along, 
saw  the  situation  and  immediately  reasserted  his  right  to  some  of  the 
ground  that  controlled  the  right-of-way.  He  demanded  an  excessive 
sum  for  the  privilege  of  crossing  his  ground.  His  demands  were  re- 
fused and  logging  operations  shut  down  for  about  a  year.  An  examina- 
tion of  the  mining  claims  was  made  by  a  mining  engineer  and  it  was 
found  that  the  claims  were  invalid  because  no  mineral  had  been  dis- 
covered upon  them.  After  a  year's  delay,  the  company  constructed 
the  logging  road  and  commenced  operations  without  any  further  trouble 
and  without  paying  tribute  to  the  locator.  If  these  locations  were  valid 
without  mineral  discoveries,  the  logging  operations  could  have  been  held 
up  indefinitely  unless  the  excessive  demands  of  the  locator  were  met. 
The  claims  are  in  a  general  mineral  belt. 

If  valid  locations  of  lode  claims  can  be  made  in  the  future  without  a 
mineral  discovery,  many  town  sites  are  going  to  be  held  as  mining  claims. 
The  following  case  is  now  before  the  Land  Department  for  settlement. 
In  1909,  a  lode  claim  was  located  in  such  a  manner  as  to  take  in  all  of 
the  level  portion  of  the  canyon  at  the  division  point  of  a  new  railroad 
in  Idaho.  On  June  27,  1913,  application  for  patent  was  made.  The 
section  in  which  the  claim  is  situated  has  been  classified  by  the  United 
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States  Geological  Survey  as  non-mineral,  and  the  land  is  in  the  Northern 
Pacific  grant.  The  railroad  has  a  station  and  some  dwelling  houses  on 
the  ground  and  part  of  the  claim  is  also  claimed  by  the  heirs  of  a  home- 
steader. If  the  mineral  locator  can  prove  a  valid  discovery  on  the  claim, 
he  is  entitled  to  the  ground.  The  railroad  began  operating  about  the 
time  the  claim  was  located.  Practically  a  whole  town,  with  a  popula- 
tion of  several  hundred,  is  on  the  mining  claim,  and  there  is  no  doubt 
that  the  ground  is  more  valuable  for  town-site  purposes  than  for  any- 
thing else.  A  large  diabase  dike,  in  which  can  be  found  traces  of  copper, 
runs  through  the  claim,  but  there  is  no  indication  that  paying  ore  will 
ever  be  found  upon  it.  Sufficient  development  work  has  been  performed. 
If  no  discovery  of  mineral  is  going  to  be  required,  many  similar  cases  may 
be  expected  in  the  future. 

The  repeal  of  the  mineral-discovery  requirement  would  open  the 
doors  for  blackmail  of  all  irrigation  companies  situated  like  the  one  in 
the  following  case,  even  when  there  is  not  a  trace  of  mineral  on  the 
land.  In  1910,  an  application  for  patent  was  made  for  a  placer  situated 
in  a  small  park  in  western  Montana.  Previous  to  the  mineral  applica- 
tion, an  application  was  made  to  the  Secretary  of  the  Interior  for  the  use 
of  the  park  for  a  storage-reservoir  site,  for  which  purpose  the  ground  is 
well  adapted.  It  was  proposed  to  impound  water  during  the  winter 
months  and  high-water  periods,  to  be  used  for  reclaiming  about  3,000 
acres  of  arid  land.  The  reservoir  permit  was  approved  by  the  Secretary, 
but  construction  has  not  been  begun  on  account  of  the  placer  claim. 
The  Commissioner  of  the  Genera!  Land  Office  decided  that  sufficient 
mineral  to  constitute  a  discovery  had  not  been  made  upon  the  claim  and 
it  is  now  before  the  Secretary  of  the  Interior  on  appeal.  The  park  is 
an  old  lake  bottom  and  contains  sand,  clay  and  gravel  to  an  undetermined 
depth.  This  material  all  contains  minute  quantities  of  gold,  but  in  no 
place,  as  far  as  developed,  in  paying  quantities.  No  serious  effort  has 
been  made  to  mine  the  gravel,  and  for  the  last  20  years  the  ground  has 
been  used  by  the  claimant  as  a  ranch.  If  it  is  finally  decided  that  the 
claim  contains  sufficient  mineral  for  a  discovery,  the  mineral  claimant 
will  be  legally  entitled  to  the  land,  and,  before  the  irrigation  system  can 
be  commenced,  the  land  will  either  have  to  be  obtained  from  him  by 
purchase  or  by  condemnation  proceedings. 

Throughout  the  country,  attempts  have  been  made  to  obtain  posses- 
sion of  numerous  springs,  mineral  or  otherwise,  by  taking  up  the  ground 
as  mining  claims.  On  Aug.  26,  1886,  the  Margaret  Mining  Co.  made 
application  for  the  Gray  Eagle  Lode  mining  claim  (11  L.  D.,  p.  563)  in 
King  County,  Washington.    This  claim  embraced  some  springs  known  as 

Hot  Springs  of  Green  River  which  were  supposed  to  have  great 
cinal  value.  The  entry  was  canceled  by  the  Land  Office  because  it 
hown  at  a  hearing  that  the  land  had  no  value  for  mineral  but  was 


E.   D.   GARDNER'  257 

used  for  a  health  resort,  and  that  the  mining  company  was  formed  to 
acquire  title  to  the  Hot  Springs. 

By  the  Act  of  Jan.  31,  1901  (31  Stat.,  745)  Congress  provided  that 
"all  unoccupied  public  lands  of  the  United  States  containing  salt  springs 
or  deposits  of  salt  in  any  form  and  chiefly  valuable  therefor  are  hereby 
declared  to  be  subject  to  location  and  purchase  under  the  provisions  of  the 
law  relating  to  placer  mining  claims."  Under  this  Act  many  mineral 
springs  having  no  value  whatever  for  salt,  but  having  supposedly  medici- 
nal properties,  have  been  located  as  placer  claims. 

On  March  20,  1905,  Henry  Lovely  made  application  for  patent  for 
the  Lovely  placer  claim  in  the  Juneau  land  district  in  Alaska.  It  was 
shown  at  a  hearing  that  the  ground  was  used  as  a  health  resort  and  water 
from  two  springs  was  conducted  to  bath  houses,  the  cost  of  this  being 
applied  as  mining  improvements.  It  was  also  shown  that  the  ground 
was  not  mineral  or  saline  in  character.  The  claim  was  canceled  Feb.  13, 
1907,  by  the  General  Land  Office  (25  L.  D.,  426). 

By  decision  of  April  14,  1913,  the  Secretary  of  the  Interior  held  that 
the  Salt  Creek  placer  claims  were  invalid  (21  L.  D.,  745).  These  claims 
were  located  in  February,  1911,  under  the  Act  of  Jan.  31,  1901,  so  as  to 
cover  a  group  of  hot  springs  whose  waters  carried  in  solution  common 
salt,  Epsom  salts  and  Glaubers  salts  and  other  chemical  substances.  As 
compared  to  sea  water,  the  waters  of  these  springs  were  shown  to  contain 
about  one-eighth  as  much  common  salt.  It  was  held  by  the  Secretary 
of  the  Interior,  from  facts  determined  at  a  hearing,  that  the  ground  had 
no  value  for  the  manufacture  of  common  salt,  but  possessed  distinct 
curative  properties. 

In  central  Montana  is  situated  a  mineral  spring  known  as  the  Appol- 
lonaris.  The  ground  at  the  small  side  gulch  on  which  the  spring  is  situ- 
ated was  located  as  a  stone  placer  and  the  adjoining  ground  on  the  main 
creek  as  gold  placers.  No  discovery  of  gold  had  been  made  on  the  gold 
placers,  and  the  limestone  on  the  stone  placer  was  not  valuable  on  account 
of  its  poor  quality  and  the  distance  from  any  market  or  railroad.  This 
spring  has  a  local  reputation  for  medicinal  properties  and  Special  Use 
Permits  for  erecting  bottling  works  and  hotel  buildings  on  the  area  was 
desired  by  several  people.  The  development  of  the  spring  was  held  up 
for  5  years,  but  finally  the  men  holding  the  mining  claims  decided  that 
they  could  not  patent  the  ground  and  abandoned  it.  The  spring  is  now 
being  developed. 

The  abrogation  of  the  mineral-discovery  requirement  would  greatly 
facilitate  such  fraudulent  attempts  to  obtain  ground  desired  for  purposes 
other  than  mining. 

At  numerous  points  desirable  for  summer  residences  on  the  shore  of 
Lake  Pend  Oreille,  mining  locations  have  been  posted,  and  in  many  cases 
there  has  been  a  pretense  of  doing  the  annual  assessment  work.    In  a 
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few  cases,  application  for  patent  has  been  made.  On  some  of  these  claims 
sufficient  mineral  has  been  found  to  constitute  a  mineral  discovery,  but 
in  the  majority  of  cases  no  mineral  has  been  found. 

The  Frances  Placer,  consisting  of  20  acres  on  a  bar  on  the  Clearwater 
River  in  central  Idaho,  was  applied  for  under  the  mining  laws.  The  claim- 
ant had  farmed  the  land  for  at  least  10  years  previous  to  making  appli- 
cation. The  mineral  entry  was  contested  and  canceled  in  1912,  and  the 
land  was  later  taken  as  a  homestead. 

Mining  claims  have  been  patented,  and  others  are  being  held  as  loca- 
tions, on  favorably  located  scenic  points  along  the  rim  of  the  Grand 
Canyon  of  the  Colorado.  Two  lode  claims  also  have  been  patented  which 
cross  the  Bright  Angel  Trail.  Tourists  who  have  gone  down  this  trail 
and  paid  their  dollar  each  to  the  owner  of  the  lode  claims  can  realize  his 
farsightedness  in  finding  his  mine  just  in  this  particular  location.  It  is 
of  interest  to  note  that  no  mineral  commercially  valuable  has  been  found 
on  any  of  these  claims. 

On  the  public  domain  there  are  numerous  conflicts  of  mineral  claims 
with  homesteads.  In  all  contests,  the  burden  of  proof  is  on  the  home- 
steader, as  he  has  to  prove  the  land  non-mineral  in  character.  If  valid 
locations  can  be  made  without  the  necessity  of  a  mineral  discovery,  the 
homesteader's  lot  in  mountain  valleys  is  going  to  be  still  harder  to  bear, 
and  the  good  Lord  knoweth  it  is  bad  enough  now. 

If  the  mineral-discovery  requirements  for  the  location  of  mining 
claims  is  abrogated,  no  form  of  activity  can  be  safely  undertaken  on 
unpatented  land,  and  it  is  difficult  to  anticipate  the  many  abuses  that 
can  be  perpetrated. 

The  uncertainty  of  ultimate  possession  of  unpatented  land  in  mineral 
belts  could  be  remedied,  I  believe,  by  making  provision  by  law  for  clearing 
title  to  the  ground  against  all  except  the  United  States  at  any  time,  as  is 
now  done  at  the  time  of  application  for  patent.  If,  after  development, 
mineral  is  found,  the  ground  could  then  be  patented. 

Perhaps  the  method  now  used  in  connection  with  homesteads  on  the 
public  domain  could  be  adapted  to  the  making  of  mineral  entries.  In 
the  case  of  homesteads  on  surveyed  land,  an  applicant,  at  the  time  of 
going  on  the  land,  makes  a  filing  in  the  U.  S.  Land  Office,  corresponding 
to  the  posting  of  a  location  notice  on  a  mining  claim,  and,  if  no  adverse 
claims  are  proven  and  the  land  is  non-mineral,  his  entry  is  allowed.  This 
excludes  all  other  private  claims  to  the  ground,  and,  after  he  has  complied 
with  certain  prescribed  regulations,  patent  is  issued  to  the  homesteader. 

If  all  men  were  honest,  or  this  country  were  a  Utopia,  it  would  be 

perfectly  feasible  to  repeal  the  law  requiring  the  discovery  of  mineral, 

but,  unfortunately,  such  is  not  the  case.    Under  the  present  law  some 

erators  may  have  been  unjustly  obliged  to  defend  their  rights,  but  it 

been  found  that  laws  made  to  restrain  the  unjust  usually  cause  suffer- 
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ing  to  some  of  the  just.  The  repeal  of  this  law  would  afford  relief  to 
some  who  are  acting  in  good  faith,  but  at  the  same  time  it  would  let  down 
the  bars,  allowing  an  unlimited  amount  of  fraud,  and  fostering  blackmail. 
That  the  wrong  application,  if  possible,  would  be  made  of  any  new  mining 
laws,  should  be  expected  from  the  many  frauds  that  have  been  perpetrated 
under  the  present  laws.  By  far  the  greater  number  of  the  mining  claims 
that  have  been  desired  for  purposes  other  than  mining  have  had  no  dis- 
coveries of  mineral.  I  believe  that  by  suitable  laws  it  is  quite  possible 
to  ameliorate  the  one  condition  without  aggravating  the  other. 

Discussion 

Victor  G.  Hills,  Denver,  Colo,  (communication  to  the  Secretary*). — 
If  anyone  advocates  the  abolition  of  the  antecedent  mineral  discovery 
requirement  for  the  purpose  of  making  it  easier  to  secure  title  to  public 
land,  I  hasten  to  say  that  I  am  not  of  that  number.  I  am  in  hearty  accord 
with  all  that  Mr.  Gardner  has  to  say  in  regard  to  easy  patenting  as  a 
handicap  to  small  camps,  and  that  in  general  it  acts  to  retard  the  mining 
industry.  And  the  following  sentences  I  want  to  repeat  in  order  to 
emphasize  and  endorse  them,  "None  of  the  writers  on  this  subject  seem 
to  have  taken  into  consideration  the  effect  amending  the  law  pertaining 
to  mineral  discovery  will  have  upon  the  Government's  administration  of 
the  public  land.  It  must  be  borne  in  mind  that  this  land  belongs  ab- 
solutely to  the  people  of  the  United  States  as  a  whole,  and  their  interest 
must  be  considered.  It  is  not  a  no-man's  land,  as  some  people  would 
appear  to  believe.,,  However,  I  believe  that  the  discovery  prerequisite 
should  be  abolished  because  it  fails  to  effect  the  protection  for  which  it 
was  designed,  and  I  look  for  other  provisions  that  will  better  serve  the 
purpose. 

We  propose  to  abolish  the  law  of  apex  not  because  the  theory  is  objec- 
tionable but  because  the  question  of  physical  fact  gives  rise  to  never  end- 
ing litigation.  Now  the  design  of  antecedent  mineral  discovery  is  good; 
the  court  rulings  are  unobjectionable;  but  when  it  comes  to  the  physical 
fact  this  requirement  is  second  only  to  the  apex  law  as  a  healthy 
litigation  breeder.  The  only  circumstance  that  has  prevented  the  pre- 
discovery  lawsuits  from  becoming  as  famous  and  as  expensive  as  the  apex 
suits  is  that  these  cases  are  fought  prior  to  patenting  when  usually  there 
are  not  the  valuable  orebodies  proven  to  stimulate  greater  expense.  The 
question  of  discovery  can  not  be  raised  after  patent.  In  the  pre-patent 
days  disputes  and  conflicts  are  settled  largely  by  compromise  and  the 
public  is  cheated  right  and  left.  In  the  course  of  my  observation  of 
claim  disputes,  and  it  has  been  long  and  extensive,  the  only  question 
seriously  raised,  as  a  rule,  is  whether  the  contestant's  " discovery  shaft" 

*  Received  Nov.  3,  1916. 
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has  rock  in  place  or  is  only  in  wash,  and  even  the  question  of  wash  has 
been  successfully  disputed  and  a  good  assay  allowed  to  save  the  day. 
If  the  discovery  shaft  has  reached  rock  in  place  it  is  too  well  known  that 
any  crack  in  the  rock,  any  oxidized  seam,  or  any  pegmatite  streak  in 
the  granite,  will  "hold"  if  the  question  comes  to  a  jury,  and  the  other 
claimants  usually  throw  up  their  hands  to  the  stake  with  the  oldest  date. 
If  there  is  no  conflicting  claimant  the  location  is  recognized  and  patented 
without  so  much  as  a  thought  of  the  public  interest.  Thus  the  discovery 
requirement,  by  being  depended  upon  to  safeguard  against  the  frauds 
of  securing  springs,  water  holes,  range  privileges,  power  and  reservoir 
sites,  rights-of-way,  summer  residence  sites,  timber  land,  natural  curiosi- 
ties, etc.,  becomes  a  lever  to  assist  in  fixing  such  frauds.  A  crevice  in  the 
rock  can  be  found  almost  anywhere,  and  there  is  nothing  with  which  to 
contest  a  mineral  title.  When,  as  occasionally  happens,  two  parties 
race  for  discovery  on  the  same  piece  of  ground,  it  is  not  ore  they  look 
for  but  any  crevice  in  the  rock  which  will  serve  as  an  excuse  for  a  "  vein." 
Quoting  from  Mr.  Gardner's  paper  (p.  248),  "The  discovery  require- 
ment is  designed,  and  operates,  as  a  check  on  the  disposal  of  land- 
of  the  people  under  the  mining  laws  for  purposes  foreign  to  the  intent  of 
the  law,  viz.,  the  speedy  and  bona  fide  development  of  the  mineral  re- 
sources of  the  public  domain."  The  design  is  all  right,  but  the  operation 
is  a  shameful  failure.  Indeed,  in  the  next  to  the  last  sentence  of  the 
article  we  read  (p.  259),  "By  far  the  greater  number  of  mining  claims 
that  have  been  desired  for  purposes  other  than  mining  have  had  no  dis- 
covery of  mineral."  It  is  not  the  use,  but  the  abuse  of  the  discovery 
requirement  which  renders  it  desirable  to  discard  it.  We  should  remember 
the  adage  that  a  law  which  can  not  be  enforced  is  worse  than  none. 

Let  no  one  rise  and  say  that  we  should  have  some  one  detailed  from 
the  U.  S.  Geological  Survey  to  examine  every  discovery,  at  least  prior 
to  patent  application.  That  would  make  only  a  little  more  interesting 
sport  than  heretofore.  The  geologist  would  come  into  court  and  say  that 
there  was  not  sufficient  showing  to  constitute  a  mineral  discovery,  and 
his  report  would  be  true  and  just;  then  would  come  the  "prospector" 
with  his  assay,  scraped  out  of  a  knife-blade  seam  (and  taken  in  a  sack 
which  had  been  previously  used  in  sampling  high-grade  ore);  the  next 
witness  would  say  that  there  was  "a  sufficient  showing  to  justify  a  miner 
in  following  the  same  with  a  reasonable  expectation  of  finding  pay  ore" 
— that  is  standard  court  language  which  we  all  know  by  heart;  the  next 

witness  would  say  that  he  once  saw  the  famous mine,  which  has 

produced  millions,  when  it  looked  no  better  than  the  one  in  dispute; 
then  would  come  the  jury  and  give  the  claim  to  the  "poor  prospector," 
every  time! 

Now  the  question  will  naturally  arise,  "  What  substitute  have  you  to 
offer  for  the  protection  of  the  public  domain?"    In  reply,  I  would  say,  that 
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in  the  first  place  the  situation  could  scarcely  be  worse  with  the  discovery 
antecedent  removed.  Next,  the  proposal  to  require  recording  a  notice 
of  annual  assessment  with  vouchers  and  strict  penalties  has  been  so 
universally  endorsed  that  we  may  regard  it  as  certain  to  be  included 
-in  any  new  law.  .This  provision  will  entirely  do  away  with  the  black- 
mailing scheme  of  resurrecting  dead  claims  when  some  one  else  has  proven 
the  ground  valuable.  Also,  since  the  only  claims  which  can  remain  alive 
after  one  year  are  those  on  which  the  locator  makes  a  bona  fide  expendi- 
ture, it  will  very  largely  do  away  with  the  fraudulent  practice  of  holding 
ground  for  timber,  springs  and  other  surface  values.  There  is  an  effect- 
ive difference  between  an  actual  expenditure  of  $100  and  an  assessment 
which  can  be  contracted  for  from  $10  to  $25.  Further,  I  should  favor  at 
least  $10  per  acre  for  annual  assessment.  This  change  alone  will  do  more 
to  protect  the  public  domain  than  the  pre-discovery  requirement  has 
ever  done.  The  fact  that  more  is  charged  for  mineral  land  than  for  any 
other  class  (and  the  preliminary  expense  of  patenting  is  also  greater) 
safeguards  agricultural  land,  summer  residence  sites,  etc.  The  proposal 
made  by  one  writer,1  that,  when  patenting,  $100  per  acre  be  charged 
when  there  is  no  discovery,  is  worthy  of  consideration;  but  I  would  rather 
be  rid  of  the  discovery  question  altogether. 

The  one  great  thing  which  would  do  away  with  all  of  our  troubles  on 
the  discovery  question,  and  also  a  lot  of  other  mining-law  troubles,  is 
the  divorce  of  surface  and  mineral  titles.  I  frankly  acknowledge  the 
radical  nature  of  such  a  proposal,  and  presume  that  a  vote  among  the 
fraternity  would  show  me  in  a  sad  minority,  but  I  exercise  the  courage  of 
my  conviction.  The  famous  33  questions  which  have  been  put  forth  by 
the  Mining  and  Metallurgical  Society  do  not  bring  out  this  most  vital 
question,  perhaps  because  it  was  regarded  as  practically  useless.  How- 
ever, several  members  in  their  discussion  recur  to  this  subject,  and  evi- 
dently this  matter  forces  itself  upon  the  mind  of  every  thorough  thinker 
on  the  subject. 

The  use  of  the  surface  and  the  extraction  of  minerals  do  not,  except 
to  a  limited  extent,  naturally  belong  together,  and  any  law  which  persists 
in  keeping  the  two  inseparable  must  be  full  of  injustice  and  trouble 
breeding.  Why  not  meet  the  main  difficulty  squarely?  Grant  the  pros- 
pector the  full  and  exclusive  right  to  the  minerals  which  he  claims  to  be 
searching  for,  without  discovery,  together  with  all  of  the  surface  which 
he  desires  to  actually  use,  but  allow  all  other  citizens  the  surface  right- 
of-way  for  roads,  trams,  pipe  lines,  ditches,  etc.,  and  have  the  Govern- 
ment retain  control  of  mineral  springs,  reservoir  sites,  and  the  like. 
Then  all  of  the  abuse  found  in  the  use  of  mining  locations  for  hold-up 
purposes  will  disappear,  and  with  it  most  of  the  urgency  for  pre-discovery . 


1  Engineering  and  Mining  Journal,  vol.  12,  No.  16,  J  C,  p.  721  (Oct.  14,  1916). 
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Our  mining  companies,  after  all  their  ground  is  patented,  frequently 
buy  and  sell  surface  without  mineral  rights  and  mineral  titles  without 
the  surface.  They  simply  meet  a  natural  physical  condition.  Why 
should  not  the  Government  do  the  same?  Let  the  patent  applicant  pay 
$5  per  acre  for  the  mineral  rights  and  $5  per  acre  additional  for  whatever 
surface  he  requires.  If  there  be  a  specially  valuable  tract  of  timber, 
beyond  the  needs  for  mining  the  property,  a  spring  or  a  town  site,  let  the 
Government  inspector  assess  the  value  of  the  same  and  grant  the  patentee 
the  choice  of  buying  or  eliminating  such  portions  of  the  surface.  Any 
such  surface  exclusions  can  be  monumented  at  the  time  of  the  official 
survey  and  the  Surveyor  General  will  have  a  map  of  both  surface  and 
mineral  titles  with  scarcely  any  additional  expense. 

Separating  surface  and  mineral  titles  also  disposes  of  the  "Classifica- 
tion" question,  which  I  do  not  consider  a  practical  thing  in  any  case. 

I  favor  making  annual  assessment  work  at  least  $10  per  acre  and  pre- 
patent  work  $50  or  $100  per  acre.  This  is  no  more  than  Colorado,  with 
its  10-acre  claims,  has  always  paid,  and  such  a  provision  would  help  as 
a  safeguard  in  the  absence  of  the  antecedent  discovery. 

If  the  separation  of  surface  and  mineral  titles  can  not  be  accomplished, 
why  can  not  the  Government  at  least  retain  control  of  certain  surface 
privileges  during  the  pre-patent  period,  and  at  patent  application  make 
an  assessment  of  special  surface  values  and  require  payment  for  the 
same  in  addition  to  the  nominal  per-acre  charge? 
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Petrography  of  the  Mount  Morgan  Mine,  Queensland. 

BT  W.   B.   GABY,*  B.  8.,   M.  A,  BUTTE,  MONT. 
(Arisona  Meeting,  September,  1916) 

Introduction 

Since  the  time  of  their  discovery,  the  genesis  of  the  ores  at  Mount 
Morgan,  and  the  nature  of  the  changes  which  have  affected  the  surround- 
ing rocks,  have  been  the  subject  of  investigation  and  speculation  by  geolo- 
gists and  mining  engineers.  Developments  at  this  mine,  for  a  long 
period  the  greatest  gold  producer  of  the  world,  show  that  with  depth 
the  orebody  grades  into  copper,  of  which  metal  it  now  furnishes  a  large 
output,  exceeding  in  value  the  gold. 

In  earlier  times,  the  purity  of  the  gold  and  the  first  extremely  hetero- 
geneous character  of  the  ore  made  it  an  interesting  problem.  Now,  the 
probable  depth  of  the  copper  enrichment,  genesis,  and  true  relations 
of  the  neighboring  rocks  furnish  equally  profitable  material  for  investi- 
gation, and  the  present  somewhat  detailed  description  of  these  ores  and 
rocks,  from  microscopic  study,  may  prove  of  interest. 

The  mine  occupies  a  highly  silicified  portion  of  a  belt  of  quartz-por- 
phyry, which  is  believed  to  be  the  oldest  rock  of  the  region.  This  belt 
of  quartz-porphyry  and  allied  rocks  runs  north  and  south  between  two 
areas  of  a  later  intrusive  granite,  as  shown  on  the  geologic  map,1  Fig.  1. 
Near  the  orebody  the  quartz-porphyry  has  been  intruded  by  a  dense 
basaltic  mass  called  the  "  Old  Basic. "  Cutting  all  three  of  these  igneous 
masses  are  two  sets  of  basaltic  dikes,  one  running  northwest-southeast, 
and  the  other,  cross  dikes,  northeast-southwest.  These  dikes  may  be 
contemporaneous  with,  instead  of  later  than,  the  ore.  Their  number  has 
caused  peculiar  difficulties  in  extracting  it,  as  the  clay  selvage  of  decom- 
posed material  affords  no  adhesion  between  dike  and  ore,  causing  great 
blocks  to  loosen  and  come  down. 

The  investigation  was  based  on  specimens  furnished  by  B.  Magnus, 
former  general  manager  of  the  mine,  and  notes  on  the  areal  geology  by 


*  Assistant  Geologist,  Anaconda  Copper  Mining  Co. 

1  Reproduced  by  permission  of  the  Australasian  Institute  of  Mining  Engineers 
from  the  plate  accompanying  the  paper  of  J.  M.  Newman  and  G.  F.  Campbell  Brown, 
Transactions,  Australasian  Institute  of  Mining  Engineers,  vol.  15,  part  2  (1910). 
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According  to  this  interpretation,  the  relative  ages  of  the  different 
masses  are  as  follows: 

Formation  Rook  Name 

9.  Sedimentaries — Mesozoic. 
8.  Faults. 

7.  "East"  Dike  (Dolerite).  Quartz-diabase. 

6.  "North"  and  "South"  Dikes  (Diabase).  Quartz-basalt. 

5.  Andesite  Dikes. 

4.  "Old  Basic,"  "Stope,"  "East  and  West"  and  "Cross"        Andesine-  and  quartz- 
Dikes,  basalt. 
3.  "Plat"  Dike(?). 

2.  Granite.  Quartz-diorite. 

1.  Porphyry.  Quartz-porphyry. 

The  ore  is  of  granular  secondary  quartz  containing  pyrite  and  chalco- 
pyrite  with  chlorite  and  actinolite,  a  highly  silicified  phase  of  the  quartz- 
porphyry.  No  evidence  of  a  brecciated  or  crushed  zone  appears  in  any 
of  the  slides  studied.  The  enrichment  has  been  derived  from  magmatic 
solutions,  and  there  is  no  reason  to  believe  that  the  pyrite  and  chalco- 
pyrito  were  deposited  at  different  times.  The  more  abundant  occurrence 
of  the  sulphides  along  spaces  or  channels  between  the  grains  of  quartz, 
and  in  bands  or  streaks  through  the  gangue,  seems  to  indicate  that  they 
were  deposited  shortly  after  the  quartz  replacement,  rather  than  at  the 
same  time.  The  associated  chlorite  and  actinolite  seem  to  have  been 
derived  mainly  from  the  ferromagnesians  of  the  original  quartz-porphyry 
during  the  period  of  replacement  by  quartz. 

The  chlorite  seen  in  the  ore  is,  as  stated  before,  believed  to  have  no 
important  significance,  but  referring  to  Figs.  2  and  3,  the  strong  develop- 
ment of  actinolite  in  the  surrounding  quartz-porphyry  is  believed  to  be 
closely  associated  with  the  sulphide  mineralization.  If  such  is  the  case, 
the  presence  of  tins  mineral  in  the  basic  dikes  might  imply  that  they 
had  to  do  with  the  enriching  solutions  rather  than  the  earlier  grano- 
diorile  intrusion,  as  actinolite  is  a  metamorphic  mineral  formed  either 
as  a  result  of  hot  water  action  or  of  direct  igneous  metamorphism.  It  is 
not  uncommon  to  find  it  at  the  contact  of  basic  with  quartzose  rocks, 
as,  for  instance,  near  the  peridotite  dikes  in  the  Franciscan  sandstone 
of  California,  which  formation  itself  is  highly  metamorphosed. 

If  might  he  noted  here  also  that  many  gold  deposits  are  associated  with 
basic  rocks,  and  the  further  structural  fact  can  not  escape  attention  that 
I  ho  ore  deposit  here  occurs  near  the  intersection  of  two  systems  of  basic 
dikes  Hence,  to  say  the  mineralization  was  contemporaneous  with 
these  dikes  seems  a  closer  correlation  of  the  data  than  to  associate  it  with 
I  he  eaillci   grano  diorite,  for  there  are  numberless  other  points  in  the 

uU  poiphviy  near  the  grano-diorite  contact  where  enrichment  might 

»  occulted  and  did  not  do  so. 
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According  to  this  interpretation,  the  relative  ages  of  the  different 
masses  are  as  follows: 

Formation  Rook  Name' 

9.  Sedimentaries — Mesozoic. 
8.  Faults. 

7.  "East"  Dike  (Dolerite).  Quartz-diabase. 

6.  "North"  and  "South"  Dikes  (Diabase).  Quartz-basalt. 

5.  Andesite  Dikes. 

4.  "Old  Basic,"  "Stope,"  "East  and  West"  and  "Cross"        Andesine-  and  quartz- 
Dikes,  basalt. 
3.  "Flat"  Dike(?). 

2.  Granite.  Quartz-diorite. 

1.  Porphyry.  Quartz-porphyry. 

The  ore  is  of  granular  secondary  quartz  containing  pyrite  and  chalco- 
pyrite  with  chlorite  and  actinolite,  a  highly  silicified  phase  of  the  quartz- 
porphyry.  No  evidence  of  a  brecciated  or  crushed  zone  appears  in  any 
of  the  slides  studied.  The  enrichment  has  been  derived  from  magmatic 
solutions,  and  there  is  no  reason  to  believe  that  the  pyrite  and  chalco- 
pyrite  were  deposited  at  different  times.  The  more  abundant  occurrence 
of  the  sulphides  along  spaces  or  channels  between  the  grains  of  quartz, 
and  in  bands  or  streaks  through  the  gangue,  seems  to  indicate  that  they 
were  deposited  shortly  after  the  quartz  replacement,  rather  than  at  the 
same  time.  The  associated  chlorite  and  actinolite  seem  to  have  been 
derived  mainly  from  the  ferromagnesians  of  the  original  quartz-porphyry 
during  the  period  of  replacement  by  quartz. 

The  chlorite  seen  in  the  ore  is,  as  stated  before,  believed  to  have  no 
important  significance,  but  referring  to  Figs.  2  and  3,  the  strong  develop- 
ment of  actinolite  in  the  surrounding  quartz-porphyry  is  believed  to  be 
closely  associated  with  the  sulphide  mineralization.  If  such  is  the  case, 
the  presence  of  this  mineral  in  the  basic  dikes  might  imply  that  they 
had  to  do  with  the  enriching  solutions  rather  than  the  earlier  grano- 
diorite  intrusion,  as  actinolite  is  a  metamorphic  mineral  formed  either 
as  a  result  of  hot  water  action  or  of  direct  igneous  metamorphism.  It  is 
not  uncommon  to  find  it  at  the  contact  of  basic  with  quartzose  rocks, 
as,  for  instance,  near  the  peridotite  dikes  in  the  Franciscan  sandstone 
of  California,  which  formation  itself  is  highly  metamorphosed. 

It  might  be  noted  here  also  that  many  gold  deposits  are  associated  with 
basic  rooks,  and  the  further  structural  fact  can  not  escape  attention  that 
the  ore  deposit  here  occurs  near  the  intersection  of  two  systems  of  basic 
dikes.  Hence,  to  say  the  mineralization  was  contemporaneous  with 
those  dikes  seems  a  closer  correlation  of  the  data  than  to  associate  it  with 
the  earlier  grano-diorite,  for  there  are  numberless  other  points  in  the 
vtt-porphyry  near  the  grano-diorite  contact  where  enrichment  might 

*  occurred  and  did  not  do  so. 
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Discussion 


L.  C.  Graton,  Cambridge,  Mass. — May  I  ask,  in  connection  with 
one  point  in  the  summary,  to  what  extent  the  author  regards  actinolite 
equivalent  to  tourmaline  as  an  index  of  high-temperature  and  presum- 
ably magmatic  conditions  of  deposition  of  the  accompanying  sulphides? 

W.  E.  Gaby. — I  merely  advanced  the  idea  that  the  mineral  actinolite 
might  have  some  such  significance.  In  the  copper  deposit  at  Braden  in 
South  America,  the  ore  occurs  in  an  andesite  breccia  which  is  cemented 
by  a  matrix  of  sulphides,  quartz,  and  tourmaline.  Tourmaline  is  a  high- 
temperature  mineral,  and  when  we  find  it  associated  with  ores,  these 
are  regarded  as  having  come  from  a  volcanic  or  deep-seated  source, 
hence  a  primary  hypogenetic  deposit.  Thus  we  can  count  on  greater 
continuation  of  the  ore  with  depth  than  in  some  other  kinds  of  deposit, 
and  I  thought  that  the  actinolite,  being  also  a  high-temperature  mineral, 
might  have  some  such  bearing  in  the  case  of  Mount  Morgan.  I  did  not 
advance  this  idea  as  a  final  conclusion  from  a  study  of  such  phenomena, 
but  thought  that  it  might  bear  some  discussion  in  view  of  the  fact  of  the 
peculiar  occurrence  of  this  mineral  in  a  notable  orebody.  It  also  occurs 
with  the  copper  ores  at  Ducktown,  Tenn.,  and  in  both  cases  may  only  be 
due  to  general  regional  metamorphism. 
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I.  INTRODUCTION 

The  main  object  of  this  article  is  to  present  the  results  of  observations 
by  the  Copper  Queen  Consolidated  Mining  Co.'s  geological  department 
as  an  addition  to  the  already  published  reports  on  the  Warren  district. 
Since  these  observations  relate  mostly  to  the  ore  deposits,  little  will  be 
found  here  on  the  general  geology  that  has  not  been  covered  by  F.  L. 
Ransome's  admirable  work  on  the  Bisbee  Quadrangle.1  A  summary 
of  this  very  important  part  of  the  study  of  the  camp  will  be  given,  how- 
ever, mainly  to  bring  out  the  new  facts  discovered  during  the  advance  in 
underground  development  and  the  latest  detailed  study  of  structures 
and  petrography  of  the  mining  area. 

II.  PHYSIOGRAPHY 

The  Mule  Mountains,  in  which  the  Bisbee  ore  deposits  occur,  consti- 
tute a  chain  with  a  northwest-southeast  axis  rising  abruptly  on  the  sides 
from  the  Sulphur  Springs  Valley  on  the  northeast,  as  shown  in  Plate  1, 
and  the  San  Pedro  Valley  on  the  southwest.  The  range  starts  at 
about  the  International  Boundary  near  Christianson's  ranch,  with  low 
hills  covering  a  width  of  1  or  2  miles,  and  extending  for  about  3  miles 
to  the  northwest.  Here  the  Gold  Hill  overthrust  fault  has  caused  an 
abrupt  rise  in  elevation  and  from  this  point  on  the  range  widens  out  and 
the  hills  become  very  much  more  rugged.  The  highest  point  is  about 
6  miles  farther.  The  total  length  of  the  range  from  the  International 
Boundary  is  about  23  miles  and  its  maximum  width,  about  opposite  the 
town  of  Bisbee,  is  10  miles.  The  range  finally  ends  at  Government 
Draw,  which  is  a  pass  about  2  miles  wide,  connecting  the  San  Pedro  and 
Sulphur  Springs  Valleys.     Beyond  this  the  Tombstone  hills  commence. 

The  range  is  divided  into  two  parts  by  Tombstone  Canyon,  a  deep 
canyon  running  through  the  southwest  side  of  the  range.  It  is  along 
this  canyon  that  the  Borderland  Route  road  takes  its  course,  and  in  which 
the  town  of  Bisbee  is  situated. 

Geologically,  also,  as  seen  in  Plate  1,  the  Mule  Mountains  are  roughly 
divided  by  Tombstone  Canyon  into  two  parts.  To  the  southwest  is  the 
pre-Cretaceous  tract  and  to  the  northeast  the  Cretaceous.  The  differ- 
ence in  the  two  tracts  is  very  marked  physiographically.  The  pre-Cre- 
taceous is  very  much  cut  up  and  is  formed  of  rocks  of  diverse  compositions, 
consisting  of  schists,  granites,  shales,  and  limestones.  These  rocks,  when 
subjected  to  erosion,  form  a  rugged  topography  with  deep  canyons  and 
steep  cliffs.  The  Cretaceous  tract,  on  the  contrary,  is  uniform  in  com- 
position, constituted,  for  the  most  part,  by  soft  sandstones,  conglomerates, 


1  Geology  and  Ore  Deposits  of  the  Bisbee  Quadrangle,  Professional  Paper  of  the 
U  S.  Geological  Survey,  No.  21  (1904). 
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and  Bhales,  which  are  but  little  faulted.  The  topography  oarved  from 
them  is  characterized  by  gently  sloping  hills  and  draws  with  almost  no 
cliffs  or  deep  valleys  in  evidence. 

III.  INTRODUCTORY  GEOLOGY 
The  oldest  rocks  of  the  range  are  p re-Cambrian  schists  and  an  intruded 
granite,  which  are  separated  from  the  overlying  Paleozoic  beds  by  a  pro- 
found unconformity. 


Plate  1. — Geological  Map  op  the  Mule  Mountains. 

The  Paleozoic  beds  represent  an  era  of  apparently  uninterrupted 
deposition  of  sediments,  starting  with  440  ft.  of  quartzites  having  a 
basal  conglomerate,  followed  by  Cambrian  limestones,  Ordovician- 
Silurian  quartzite,  Devonian  and  Carboniferous  limestones.  The  total 
thickness  of  the  Paleozoic  beds  is  approximately  5,000  ft. 
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At  the  end  of  the  Carboniferous  era  a  violent  uplift  took  place  accom- 
panied by  extensive  faulting  and  intrusion  of  granite  porphyry.  During 
this  uplift,  and  intimately  associated  with  the  intrusion,  mineralizing 
solutions  arose  from  which  originated  the  orebodies  of  the  camp. 

Following  this  came  a  long  period  of  erosion,  which  ended  with  a  rapid 
subsidence,  during  which  time  4,500  to  5,000  ft.  of  Cretaceous  sandstones, 
shales,  and  limestones  were  deposited. 

At  the  end  of  Cretaceous  time  a  gentle  uplift  took  place,  lifting  the 
range  again  above  sea  level.  This  was  accompanied  by  some  intrusion 
of  rhyolite  and  monzonite. 

During  Tertiary  and  Quaternary  ages,  this  land  area  was  subjected 
to  erosion,  resulting  in  the  present  topography,  the  detritus  filling  in  both 
the  valley  of  the  San  Pedro  and  of  the  White  River,  one  on  each  side  of 
the  range. 

IV.  ROCKS  OF  THE  DISTRICT 

A.  Sedimentary  Rocks 

Reference  to  Plate  2,  showing  a  generalized  geologic  section,  will  help 
make  clear  the  following  description. 

Pinal  Schist 

Name. — The  oldest  rock  of  the  district  is  the  Pinal  Schist.  It  is 
composed  of  a  uniform  series  of  thinly  laminated  siliceous  mica  schists 
of  unknown  thickness.  From  the  similarity  in  texture  and  stratigraphic 
relation  to  the  later  sediments,  it  has  been  correlated  by  Ransome2  with 
the  underlying  schistose  complex  of  the  Pinal  Range,  which  he  called  the 
Pinal  Schist. 

Distribution  and  General  Structure. — The  Pinal  Schist,  being  the  basal 
crystalline  rock  upon  which  rest  all  the  younger  formations  of  the  district, 
is  exposed  everywhere  that  erosion  has  stripped  them  off,  and  is  encoun- 
tered underground  on  sinking  through  them. 

The  best  surface  exposures  are  northeast  of  Mule  Gulch  and  to  the 
southwest  of  Tombstone  Canyon.  Smaller  exposures  are  also  found 
about  1  mile  to  the  northwest  of  the  town  of  Don  Luis.  Underground 
it  is  exposed  where  the  Dividend  Fault  is  cut,  both  in  Copper  Queen  and 
in  Denn  ground.  It  also  is  found  as  dragged-in  fragments  in  the  contact- 
breccia  mass  around  Sacramento  Hill. 

IAthoUxjy.  -The  color  varies  from  light  to  dark  gray,  with  tinges  of 
green  on  fresh  surfaces,  and  rusty  in  weathered  specimens.  The  cleav- 
age is  rather  imperfect,  having  a  shiny  satin-like  surface. 

The?  microscope  shows  the  rock  to  be  composed  mainly  of  quartz  and 
sericite.     Sometimes  the  sericite  is  replaced  in  part  by  penninite,  chlorite, 

1  hoc.  cit.j  p.  24. 
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or  serpentine.     Folded  into  the  schist,  and  forming  an  integral  part  of 
it,  axe  occasional  masses  of  diabase. 

Origin  and  Age. — The  age  of  the  Pinal  Schist  is  assumed  to  be  the 
same  as  for  the  Pinal  Schist  of  the  Globe  district  which  Ransome3  has 
shown  to  be  derived  from  arenaceous  sediments,  probably  of  Algonkian 
age.  Both  at  Globe  and  at  Biabce  a  profound  unconformity  exists 
between  it  and  the  overlying  Paleozoic  beds. 

COLUMNAR    SECTION 


Bolsa  Quartzite 

Name. — The  name  of  this  formation,  like  those  for  all  other  forma- 
tions in  the  district,  was  given  by  Ransome1  and  has  been  generally 
adopted. 

Distribution  and  General  Stratigraphy. — This  Bolsa  Quartzite  lies  on 
an  evenly  eroded  plain  of  Pinal  Schist.  The  main  exposures  of  this  for- 
mation are  southwest' of  Escabrosa  Ridge,  especially  in  Bolsa,  Abrigo, 
and  Quarry  Canyons.     In  the  last-named  canyon  a  complete  unfaulted 

■  U.  S.  Geological  Survey,  Globe  Folio,  No.  Ill,  p.  2. 
•jLm.  at.,  p.  28. 

TOU  LV. — 19. 
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section  occurs.  Underground,  the  formation  has  been  cut  by  diamond- 
drill  holes  from  the  bottom  of  the  Irish  Mag  shaft,  and  also  by  the  work- 
ings from  the  Wade  Hampton  shaft. 

Lithology. — At  the  base  of  the  formation  is  a  well-marked  basal  con- 
glomerate, much  iron-stained,  containing  pebbles  consisting  mostly  of 
white,  well-rounded  quartz  of  up  to  a  4-in.  diameter,  and  averaging  about 
1  in.,  the  cementing  material  consisting  of  subangular  sand.  In  the 
northwestern  part  of  Tombstone  Canyon  some  pebbles  of  porphyritic 
rock  are  found,  together  with  some  rounded  crystals  of  feldspar.  These 
feldspar  crystals  consist  of  pink  microcline  and  microperthite,  such  as 
are  found  in  the  Juniper  Flat  granite  less  than  a  mile  away.  These 
feldspars,  notwithstanding  their  being  subject  #  to  such  long  exposure, 
are  still  relatively  fresh. 

The  next  100  ft.  of  the  Bolsa  shows  alternating  beds  of  fine  conglomer- 
ates and  quartzites,  with  some  arkose  beds.  Then  follows  a  finer  whitish 
quartzite  with  frequent  cross-bedding,  succeeded  by  some  massive,  dense 
beds  of  a  maroon-colored  quartzite.  The  total  thickness  of  the  Bolsa 
Quartzite  as  measured  in  Quarry  Canyon  is  440  ft. 

Age. — No  fossils  have  been  found  in  the  Bolsa  except  sparse  worm 
tracks  near  the  top,  but  as  the  next  formation  lies  conformably  on  top  of 
it  and  shows  middle  Cambrian  fauna,  the  Bolsa  has  been  assumed  as 
lower  or  middle  Cambrian. 

Abrigo  Limestone 

Distribution  and  General  Stratigraphy. — The  Abrigo  formation  follows 
the  Bolsa  Quartzite  conformably,  and  is  the  first  fossil-bearing  formation 
in  the  district. 

The  best  exposure  of  Abrigo  limestone  is  found  on  the  northern  slope 
of  Mount  Martin,  where  a  complete  unfaulted  section  is  obtainable. 
Large  areas  of  Abrigo  are  also  found  on  the  southwestern  slope  of  Esca- 
brosa  ridge  in  Abrigo,  Moon,  and  Bolsa  Canyons,  but  the  formation  is  here 
badly  faulted.  Small  areas  are  also  found  in  Quarry  Canyon,  north 
of  Don  Luis,  and  on  the  southern  slope  of  the  range  from  Mount  Reilly 
to  Gold  Hill.  As  the  beds  are,  for  the  most  part,  soft  shales  and  shaly 
limestones,  good  exposures  are  rare,  the  formation  being  usually  covered 

by  talus. 

Underground,  the  Abrigo  formation  is  cut  by  the  lower  levels  of  all 
the  mines  from  the  Higgins  to  the  Briggs,  but  in  most  of  them  only  the 
top  100  ft.  of  rock  has  been  cut.  At  the  Spray,  Oliver,  and  Irish  Mag 
shafts,  however,  the  formation  has  been  cut  by  their  lower  workings  to 
a  depth  of  400  ft.  below  its  top,  and  diamond-drill  holes  from  the  Irish 
Mag  shaft  have  penetrated  into  the  Bolsa.  At  the  White  Tail  Deer  and 
Wade  Hampton  shafts  the  lower  beds  have  also  been  cut.  No  complete 
section,  however,  has  been  exposed  underground.  Measured  at  Quarry 
Canyon  the  thickness  of  the  Abrigo  was  found  to  be  798  ft. 
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Geological  section  of  Abrigo  at  Quarry  Canyon: 

Thin  shales,  greenish-gray  to  pink-brown,  highly  epidotized  . .  0-72      x 

Gray  broken  calcareous  limestone,  epidotized 72-83 

Shaly  calcareous  sandstones 83-112 

Medium-grained  greenish-gray  limestone  with  epidotized  beds  112-132 

Pure  fine-grained  pinkish-gray  limestone 133-134 

Arenaceous  pinkish-gray  shales 134-136 

Purer  fine-grained  dark-gray  limestone 136-139 

Light-green  shales 139-141 

Fine-grained  limestone,  thin  wavy  bands  of  epidote 141-146 

Green  shales 146-151 

Succession  of  impure  lime  and  shales 151-183 

Fine-grained  gray  limestone,  beds  of  epidote  J£  to  1  in.  thick.  183-229 

Purer  light-gray  limestone 229-245 

Coarse  sandy  limestone  with  epidotized  beds 232-245 

Thin  greenish  shales 245-253 

Coarse  limestone,  very  fossiliferous  (worm  tracks) 253-261 

Arenaceous  green  limestone 261-278 

Coarse  limestone,  thin  epidotized  bands,  some  purer,  2-f t.  beds 

forming  steps  on  surface 278-412 

Impure  limestone  green  to  brown,  thin  wavy  bands  of  epidote 
very  characteristic  on  surface  by  the  weathering  out  of  the 

epidote 413-497 

Shaly  arenaceous  limestones 497-521 

Coarse  gray  arenaceous  limestone 521-629 

Coarse  light-gray  crystalline  sandy  limestone 629-684 

Coarse  cherty-banded  crystalline  white  bed-forming  cliff 684-700 

Sandy  even-grained  limestone  and  quartzite 700-798 

The  Abrigo  formation  consists  of  a  series  of  shales  and  argillaceous 
and  sandy  limestones,  with  bands  of  epidote.  These  epidote  bands 
weather  out  on  exposure  to  the  atmosphere,  giving  the  formation  a  char- 
acteristic cherty  banded  appearance.  In  the  top  beds  there  are  a  few 
bands  of  true  chert.  Underground,  this  epidote  appears  as  greenish 
bands  giving  a  wavy  banding  which  readily  distinguishes  it  from  all  other 
formations,  when  the  beds  are  fresh.  About  100  ft.  from  the  top  there 
exists  a  16-ft.  bed  of  pure  white  limestone  which  forms  a  rather  prominent 
cliff  when  encountered  on  the  surface. 

* 

Capping  Quartzite 

Lying  on  top  of  the  Abrigo,  and  with  no  apparent  angular  uncon- 
formity, is  a  persistent  bed  of  pure  quartzite  varying  in  color  from  white 
to  dark  red,  and  varying  from  6  in.  to  12  ft.  in  thickness,  and  locally  called 
the  Capping  Quartzite. 

Distribution. — This  quartzite  being  more  resistant  than  the  underlying 
and  overlying  beds,  is  exposed  wherever  the  Abrigo  outcrops,  as  a  small  cliff 
or  shelf.  One  well-marked  exposure  is  found  to  the  east  of  Black  Gap,  where 
it  runs  up  the  side  of  the  hill  apparently  as  a  siliceous  dike.  Other  good 
exposures  are  found  on  Mt.  Martin,  and  southwest  of  Escabrosa  Ridge. 
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Underground,  this  bed  is  important  as  a  marker.  Due  to  its  character, 
it  is  resistant  to  metamorphism,  and  may  be  recognized  easily  even  when 
the  rest  of  the  sediments  have  been  completely  changed.  Its  thinness, 
however,  tends  to  make  it  elusive,  as  a  small  fault  frequently  wQl  throw 
it  out  of  an  otherwise  perfect  section. 

Age. — As  one  travels  north  through  the  State,  this  formation  becomes 
thicker,  and  in  the  Globe  district  it  attains  a  thickness  of  500  to  700  ft., 
while  that  of  the  underlying  limestone  has  decreased  to  200  ft.  Here 
there  is  a  well-marked  evidence  of  an  unconformity  between  the  lime- 
stone, which  is  capped  by  a  flow  of  basalt  of  varying  thickness,  and  the 
overlying  Troy  Quartzite,  which  is  conglomeratic  at  its  base.  While 
no  fossil  evidence  is  available,  its  relation  to  the  overlying  and  underlying 
formations  seems  to  indicate  that  it  is  probably  of  Silurian  age,  and  that 
the  Ordovician  is  represented  by  a  period  of  erosion,  when  the  area 
studied  was  very  little  above  sea  level,  since  there  is  no  apparent  angular 
unconformity  below  or  above  this  formation. 

Martin  Limestone 

Lying  conformably  above  the  Capping  Quartzite  is  300  ft.  of  limestone 
known  as  the  Martin  limestone. 

Distribution. — The  exposures  of  the  Martin  limestone  are  widespread, 
especially  along  Escabrosa  Ridge,  north  of  Moore  Canyon,  in  Abrigo 
Canyon,  Escacado  Canyon,  and  on  the  southern  slopes  of  the  hills  east 
of  Mt.  Roilly.  Owing  to  the  fact  that  the  overlying  Escabrosa  limestone 
is  a  prominent  cliff-forming  bed,  the  exposures  are  apt  to  be  talus- 
covered.  The  best  complete  sections  are  obtained  on  the  northern  slope 
of  Mt.  Martin,  and  to  the  east  of  Black  Gap.  Underground,  it  is  the 
formation  most  frequently  cut  of  any  in  the  ore  zone.  For  this  reason 
it  in  uMiially  difficult  to  recognize  from  its  lithological  characteristics. 
The  formation  in  ho  rich  in  fossils,  however,  that  even  when  much  altered, 
a  diligent  nearch  will  yield  some  trace  of  them.  The  formation  is 
encountered  underground  in  every  mine  in  the  district  except  the  Wade 
Hampton,  which  in  entirely  in  Cambrian,  and  the  Denn  which  did  not 
r.ink  <U-v\)  enough  to  strike  it.  The  outcrop  of  this  formation  was  first 
found  in  the  Queen  opencut  near  its  top,  and  it  has  been  encountered 
at  piogreMftively  lower  levels  from  here  down  to  the  1,600-ft.  level  of  the 
Lowell,  and  the,  l,f>0()-ft.  level  of  the  Briggs. 

I,itlmhi(iy.  The  Martin  limestone  is  the  most  constant  formation,  both 
mi  M»:pi'ct  to  thiekneHH,  and  character,  of  any  in  the  district.  Plate  3 
«!■»»•//.«.  a  compariHon  of  sections  obtained  over  widely  scattered  parts  of 
i In.  di>:».iiH..  Am  1h  Keen,  the  formation  as  a  whole  is  made  up  of  fairly 
>\i  n .-I  dm!*  gray  limentonc  with  occasional  shaly  and  sandy  members, 
I  mi  'ill  wiih  enough  lime  present  to  be  called  limestone.  It  is  all  more 
t,t  |, .»•.*:  focfcihferoijH,  and  some  beds  are  extremely  so.  The  charac- 
h.tWir.  friend*  are  three  brachiopods,  one  a  spirifer,  one  an  atrypa,  and 
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one  s  schiBophoria,  which  all  attain  a  length  of  about  J^  to  H  in-; 
they  tend  to  weather  out  on  both  surface  and  underground  exposures. 
When  the  rock  is  altered,  these  fossils  tend  to  resist  metamorphism  to  a 


remarkable  degree,  and  it  is  not  at  all  rare  to  find  almost  perfect  fossils 
left  in  a  soft  mass  of  completely  altered  limestone.  These  fossils,  how- 
ever, are  frequently  found  completely  pyritized  when  the  surrounding 
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limestone  is  untouched.  In  one  case,  within  a  completely  oxidized  ore- 
body  of  the  Martin,  fossils  were  found  almost  perfect  in  form  but  com- 
pletely replaced  by  azurite.  Fortunately,  the  fossiliferous  beds  them- 
selves seem  to  be  more  easily  replaced  by  ore  solutions,  so  that  where 
metamorphism  is  most  complete,  some  fossil  evidence  may  usually  be 
found. 

The  upper  beds  of  the  formation  have  few  brachiopods,  but  are  almost 
made  up  of  corals.  On  altering,  these  beds  tend  to  take  a  pseudo  wavy 
banding,  which  makes  it  difficult  to  distinguish  from  the  Abrigo.  The 
succession  of  beds  in  these  cases  is  the  only  determining  factor. 

The  Martin  limestone  is  not  a  pure  limestone  by  any  means.  Almost 
the  whole  series  is  more  or  less  dolomitic,  more  so  than  any  other  forma- 
tion in  the  range.  It  is  also  much  more  aluminous  than  a  superficial 
examination  would  lead  one  to  suppose.  The  silica  content  is  also  high. 
Characteristic  partial  analyses  of  unaltered  specimens  of  Abrigo  and 
Martin  limestones  from  both  surface  and  underground  exposures  are 
given  in  Table  1.  These  determinations  were  made  at  the  Copper  Queen 
assay  office. 

Table  1. — Analyses  of  Unaltered  Abrigo  and  Martin  Limestones 


Abrigo 


Martin 


Mt.  Martin  Section  Underground 


Shales 

72-232 

ft. 

above 

base 

232- 

521  ft. 

above 

base 

521- 
700  ft. 
above 

base 

Cherty 
Lime- 
stone 
1.357 
Drift 

Black 
Gap« 

500  Level  Uncle 
Sam  Mine* 

265* 
Drift 

1.300» 
Dallas 

1,200* 
Dallas 

1,000* 
Cole 

SiOi... 

68.6 

30.8 

35.3 

1   16.1 

49.4 

!   10.3 

39.4    46.0    21.7 

15.5    45.5 

35.5 

25.2 

AliOi.. 

9.1 

4.0 

3.0 

!     2.1 

4.5 

2.0 

9.1    10.8;     6.5 

3.5    12.9 

5.0 

5.9 

MgO... 

4.6 

3.6 

2.3 

1.7 

2.4 

1   14.2 

8.8      4.4    13.8 

22.9      3.8 

5.4 

8.5 

CaO... 

9.8 

33.5 

31.5 

38.9 

17.8 

28.5 

6.0    10.5'   17.8 

10.7    13.1 

26.7 

24.7 

Fe 

5.1 

2.7 

2.8 

1.5 

2.2 

I     12 

3.7      3.2      2.0 

1.8      3.0 

2.1 

1.8 

O     •  •   •    •   • 

•    •    • 

•    •    •    • 

*   •   •   ■ 

0.2 

0.6 

|     0.2 

1.5      0.4|     0.7 

1.3      1.9 

0.8 

0.8 

Mn... 

•   •    • 

•    ■    •   • 

•  •  •  • 

J 

•  •  •  • 

•  •  •  • 

•  •   •  • 

0.6      0.4      0.4 

0.3 

1  Bottom  beds.     *  100  ft.  above  Capping  Quartsite.     *  Somewhat  metamorphosed.     *  Composite 
of  section.     *  200  to  300  ft.  above  Capping  Quartsite. 

As  is  seen,  the  two  formations  are  of  about  the  same  purity,  but  the 
Abrigo  contains  more  silica  than  the  Martin.  The  Martin,  however, 
is  much  more  dolomitic,  and  the  lower  beds  are  very  shaly.  The  com- 
posite from  Black  Gap  shows  that  on  the  whole  it  is  a  fairly  pure  dolo- 
mite, with  only  13  per  cent,  of  silica,  alumina,  and  iron.  The  impure 
beds  are  chiefly  at  the  bottom  100  ft.  and  the  top  50  ft.  of  the  formation. 

AgCt — The  age  of  the  Martin  has  been  well  established  by  good  fossil 
evidence  as  Devonian.  The  best  exposition  on  the  correlation  of  these 
beds  is  found  in  the  previously  mentioned  Ransome's  report  on  the 
Bisbee  Quadrangle. 
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Escabrosa  Limestone 

Distribution. — The  best  surface  exposures  of  this  formation  are  on 
Escabrosa  Ridge  from  Mt.  Martin  to  Mt.  Reilly,  and  on  the  southern 
slopes  of  the  hills  from  Mt.  Reilly  to  Gold  Hill.  The  formation  again 
appears  to  the  northward  on  Escabrosa  Ridge  southwest  of  the  Modern 
mine,  and  an  excellent  section  is  obtained  from  where  the  Borderland 
Route  turns  out  of  Tombstone  Canyon  into  the  San  Pedro  Valley. 
Underground,  the  formation  is  cut  by  all  the  shafts  from  the  Czar  to  the 
Briggs.  It  is  usually  in  the  oxidized  portions  of  the  mines,  and  as  a  con- 
sequence exposures  are  not  very  good. 

The  best  exposures  found  are  at  the  Junction  and  Sacramento  mines. 
At  the  Junction,  workings  cut  the  formation  from  the  top  to  the  bottom. 
Here,  except  for  marbleization,  the  exposures  are  good,  as  oxidation  has 
not  penetrated  nearly  as  deep  as  in  the  other  mines  of  the  camp.  At 
the  Sacramento,  exposures  are  obtained  of  the  bottom  300  ft.,  but 
marbleization  has  so  altered  the  formation  that  they  are  not  good. 

LUhology. — The  Escabrosa  and  Naco  formations  represent  really  one 
period  of  deposition  during  Carboniferous  time.  The  division  of  the 
formation  as  a  whole  into  Escabrosa  and  Naco  is  largely  an  arbitrary 
matter.  Roughly  it  is  divided,  from  the  fossil  evidence,  into  Mississip- 
pian  and  Pennsylvanian,  the  former  locally  called  Escabrosa,  and  the 
latter  Naco.  This  line  of  subdivision  lies  at  approximately  800  ft.  above 
the  top  of  the  Martin  formation.  In  this  paper  the  thickness  of  the 
Escabrosa  has  arbitrarily  been  taken  as  768  ft.  irrespective  of  fossil 
evidence.  Following  is  a  detailed  section  of  Escabrosa  taken  at  Mt. 
Martin  and  northeast  of  the  White  Tail  Deer  shaft. 

Feet 

Coarse  crystalline  pink  non-f ossilif erous  limestone 0-6 

Pinkish-white  to  gray  medium-grained  6-in.  to  12-in.  beds 6-60 

Massive  grayish-white  coarse  f  ossilif  erous  cliff  beds 60-140 

Thin  gray  beds  medium  fine-grained  fossiliferous 140-145 

Coarse  massive  grayish  fossiliferous  cliff  bed 145-185 

Thin  fine-grained  fossiliferous  gray  beds 185-312 

Fine-grained  grayish-white  cherty  banded  (J^  in.  to  3  in.) 312-479 

Coarse  massive  white  cliff  beds  fossiliferous 479-556 

Fine-grained  thin-bedded  f  ossilif  erous 556-608 

Brown  cherty  fossiliferous  limes 608-616 

Grayish  fine-grained  thin-bedded  fossiliferous. . . *. 616-648 

Pinkish  beds  medium-grained  with  some  chert 648-686 

Fine-grained  thin-bedded  soft  grayish 686-758 

Massive  dark-gray  medium-grained 758-768 

The  Escabrosa  limestone  rests  conformably  on  the  Martin  limestone 
wherever  exposed.  The  6-ft.  pink  non-fossiliferous  bed  forming  the 
bottom  member  serves  in  unaltered  ground  as  an  excellent  marker.  The 
pure  coarse  crystalline  bed  following  is  the  most  commonly  exposed 
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member  of  all,  forming  as  it  does  the  steep  and  rugged  cliffs  of  Escabrosa 
and  Higgins  Ridges.  At  the  Mt.  Martin  and  the  White  Tail  Deer  sec- 
tions, it  contains  very  little  chert  and  abundant  crinoid  stems.  Under- 
ground exposures  appear  to  contain  considerably  more  chert  in  this 
horizon.  In  fact,  the  presence  or  absence  of  chert  bepls  seems  to  be  very 
local,  and  untrustworthy  in  identifying  any  particular  horizon.  Above 
this  first  180-ft.  cliff-forming  horizon  is  a  soft  series  of  more  dense  fine- 
grained beds  with  some  chert,  followed  by  127  ft.  of  extremely  cherty 
banded  medium-grained  limestone,  which  seems  to  be  very  persistent. 
Above  this  is  a  second  thinner  cliff-forming  horizon  77  ft.  thick,  followed 
by  dense,  relatively  impure  limestone,  varying  in  color  from  brown  to 
gray  with  quite  abundant  chert  nodules.  There  is  no  definite  marker 
between  the  Escabrosa  and  Naco.  As  previously  stated,  the  Escabrosa 
is  given  arbitrarily  a  thickness  of  768  ft. 

Naco  Limestone 

Distribution. — This  limestone  is  generally  exposed  on  the  top  of  the 
hills  from  Queen  Hill  to  the  east,  and  extends  over  the  productive  area 
from  the  Irish  Mag  shaft  continuously  east  until  covered  by  the  later 
conglomerate  Good  exposures  of  Naco  are  also  found  at  the  northern- 
most range  of  hills  just  south  of  Government  Draw,  and  on  Escabrosa 
Ridge  from  the  Modern  mine,  to  the  northwest,  where  it  is  finally 
covered  by  Quaternary  wash.  The  best  and  least  faulted  section  of  the 
formation  is  found  in  the  Naco  Hills  about  3  miles  west  of  the  town  of 
Don  Luis.  Underground  it  is  cut  by  all  the  shafts  from  the  Irish  Mag 
eastwards.  Practically  no  drifts,  however,  have  been  driven  in  this 
horizon,  except  possibly  at  the  upper  levels  of  the  Junction  mine,  and  the 
200-ft.  level  of  the  Lowell. 

Lithology. — A  thickness  of  1,500  ft.  has  been  measured  in  the  Naco 
Hills.  Assuming  that  the  formation  has  been  half  stripped  off  we  get 
a  probable  former  thickness  of  at  least  3,000  ft.  Compared  with  the 
Escabrosa  limestone,  it  is  generally  thinner  bedded,  and  very  much  finer 
grained,  and  contains  some  distinctly  shaly  members,  especially  in  the 
upper  portions.  Some  coarse-grained  beds  do  exist,  however,  which 
without  fossil  evidence  would  be  impossible  to  distinguish  from  the 
Escabrosa.  Abundant  crinoids  exist  as  in  the  Escabrosa,  but  large 
brachiopods  and  cephalopods  are  much  more  in  evidence.  The  most 
common  and  characteristic  Naco  fossil  is  a  large-sized  member  of  the 
productus  family. 

Cretaceous  Deposits 

Glance  Conglomerate. — Resting  on  an  extremely  uneven  erosion  sur- 
face of  Paleozoic  beds,  schist  and  granite,  is  deposited  the  Glance 
Conglomerate.  This  formation  is  exposed  over  almost  the  whole  of  the 
southern  end  of*  the  range. 

Lithology. — This  conglomerate  is  made  up  of  partially  rounded  frag- 
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ments  of  schist,  porphyry,  both  fresh  and  sericitized,  quartzite,  and 
limestone.  These  fragments  vary  in  size  from  %  in.  to  3  ft.  diameter 
and  are  loosely  compacted.  Almost  no  cementing  material  exists.  The 
conglomerate  as  a  whole  is  stained  a  deep  brown.  The  thickness  varies 
from  nothing  up  to  1,000  ft.,  depending  on  the  old  erosion  surface.  Where 
this  old  surface  was  fairly  well  worn  down,  as  north  of  the  Dividend  Fault 
and  on  top  of  the  Juniper  Flat  granite  mass,  the  formation  is  a  typical 
basal  conglomerate  with  rounded  pebbles  cemented  with  sand. 

Age. — The  age  of  the  formation  is  either  late  Jurassic  or  early 
Cretaceous. 

Morita,  Mural  and  Cintura  Formations. — For  a  more  detailed  descrip- 
tion of  the  Cretaceous  beds  above  the  Glance  Conglomerate,  Ransome's 
report  may  be  referred  to.  As  these  beds  occur  outside  the  productive 
area,  no  additional  study  was  made  of  them.  The  Morita  consists  of  a 
series  of  buff  and  tawny  sandstones,  shales  and  calcareous  sandstones,  con- 
taining sparse  fossil  remains,  and  measuring  1,800  ft.  in  thickness.  This 
is  overlain  conformably  by  650  ft.  of  limestone  with  a  50  to  200-ft.  mem- 
ber of  pure  limestone  containing  abundant  Cretaceous  fossils. 

The  Mural  is  followed  by  the  Cintura  formation,  consisting  of  beds 
almost  identical  with  those  of  the  Morita,  with  a  thickness  of  1,800  ft., 
plus  an  unknown  amount  eroded  off.  These  Cretaceous  beds  cover 
about  two-thirds  of  the  range,  nearly  the  whole  area  northeast  of  Tomb- 
stone Canyon  and  Mule  Gulch,  and  are  finally  buried  beneath  the 
Quaternary  wash  of  Sulphur  Springs  Valley. 

B.  Igneous  Rocks  of  the  District 

The  most  important  igneous  rocks  of  the  district,  those  of  granitic 
composition,  have  been  grouped  together  in  the  United  States  Geological 
Survey  publications  on  this  region,  and  have  all  been  ascribed  to  the  same 
magma  and  general  period  of  eruption,  although  differences  in  composition, 
texture  and  field  relations  were  noted.  Notman5  has  already  separated 
the  granite  and  the  porphyritic  rocks  by  placing  the  first  in  the  pre-Cam- 
brian,  and  Boutwell  has  found  a  basic  variety  of  porphyry  underground 
and  on  surface,  which  corresponds  probably  to  the  post-Cretaceous  dike 
described  by  Ransome  from  the  Glance  mine,6  this  latter  being  a  rock 
easily  distinguished  from  the  other  porphyry. 

Careful  search  for  field  and  petrographic  evidence  has  yielded  results 
which  allow  the  following  classification  of  the  igneous  rocks  of  the  War- 
ren district. 

Pre-Cambrian  Granite 

On  Juniper  Flats  and  along  the  north  side  of  Tombstone  Canyon,  a 
mass  of  granite  is  exposed  which  forms  the  center  of  the  Mule  Moun- 

*  Transactions  of  the  Institution  of  Mining  and  Metallurgy ,vo\.  22,  pp.  550-562  (1913). 

•  U.  8.  Geological  Survey,  Professional  Paper  No.  21,  p.  84  (1904). 
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tains.  The  rock  is  a  pink  or  purplish-gray  coarse-grained  granite  whose 
component  minerals  are  quartz,  orthoclase,  microcline,  a  little  biotite  and 
plagioclase  feldspar.  Accessory  minerals  can  be  seen  only  under  a  micro- 
scope in  thin  section,  such  as  apatite,  magnetite,  zircon  and  tourmaline. 
The  orthoclase  contains  microperthitic  intergrowths  of  albite,  and  dusty 
inclusions  of  iron  oxides. 

This  rock  corresponds  exactly  to  that  described  by  Ransome  as  the 
Juniper  Flats  Granite,  an  analysis  of  which  is  given  in  Professional  Paper 
No.  21  of  the  United  States  Geological  Survey,  as  follows: 

Per  Cent.  Per  Cent. 

SiO, 75.86  Na,0 3.60 

A1,0, 12.17  K,0 5.04 

Fe,0, 0.85  H,0- 0.27 

FeO 0.36  H,0+ 0.72 

MgO None  TiO, 0.21 


CaO 0.62 


99.70 

There  are  on  Juniper  Flats  some  porphyritic  alaskite  dikes  that  seem 
to  be  directly  related  to  the  granite,  but  aside  from  these,  all  other 
porphyritic  rocks  here  have  not  been  ascribed  pre-Cambrian  age. 

Field  Relations. — The  Juniper  Flats  granite  has  been  found  cutting 
only  Pinal  Schist,  and  while  it  has  not  been  found  directly  overlain  by 
Paleozoic  sediments  but  covered  directly  by  Cretaceous,  pebbles  of 
microcline  and  of  microperthite  granite  have  been  found  at  the  base  of  the 
Cambrian  quart  zite.  This  granite  nowhere  cuts  the  Paleozoic  sediments, 
but  it  is  itself  extensively  intruded  by  dikes  and  irregular  masses  of  the 
later  porphyries  that  do  penetrate  the  sedimentaries.  These  observa- 
tions, as  well  as  the  similarity  of  this  granite  to  other  pre-Cambrian 
granites  in  Arizona,  have  led  to  the  belief  that  the  intrusion  took  place 
before  the  beginning  of  the  Paleozoic. 

In  the  area  economically  exploited  in  the  district  for  copper,  the 
Juniper  Flats  granite  has  not  been  found,  and  the  only  ore  associated 
with  the  rook  comes  in  fissure  veins  filled  with  quartz  and  some  fluorite 
with  pockets  rich  in  gold. 

Pre-Crctaecous  Granite  Porphyry 

The  most  important  igneous  rock  in  the  district  is  the  granite  por- 
phyry that  is  associated  with  most  of  the  orebodies,  and  whose  largest 
outcrop  is  the  mass  of  Sacramento  and  Copper  King  Hills  in  Bisbee. 

Distribution.-  On  surface  this  rock  is  found  abundantly  in  the 
southwest,  or  older  portion,  of  the  Mule  Mountains,  but  the  distribution 
is  by  no  moans  even.  In  the  schist,  granite,  and  Cambrian  formations 
there  are  abundant  masses  of  porphyry  in  the  form  of  dikes  and  sills, 
while  in  the  Carboniferous  only  a  few  well-marked  dikes  are  found  be- 
sides the  main  stock  of  Sacramento  Hill. 

In  Juniper  Flats  and  on  Escabrosa  Ridge  there  is  abundant  granite 
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porphyry,  some  of  the  dikes  cutting  granite,  schist  and  Paleozoics  in 
their  course  from  the  north  to  the  south  side  of  Tombstone  Canyon. 
On  one  of  the  ridges  close  to  the  mouth,  of  Tombstone  Canyon,  about 
opposite  the  old  Modern  mine  there  is  a  continuous  sill  of  granite  porphyry 
several  hundred  feet  thick  in  Carboniferous  limestones.  This  sill  is 
remarkable  because  it  is  cut  by  dikes  of  rhyolite,  and  because  on  an  old 
erosion  surface  of  the  granite  porphyry  and  Carboniferous  limestones 
a  considerable  thickness  of  rhyolitic  lavas  has  accumulated. 

The  character  of  these  later  dikes  and  flows  is  exactly  the  same  as 
that  of  the  volcanic  plug  with  flow  structure  which  is  found  in  the  Naco 
hills  $nd  is  mentioned  by  Ransome  in  his  report  on  the  district.  The 
relations  in  the  locality  at  the  mouth  of  Tombstone  Canyon  leave  little 
doubt  as  to  the  great  difference  in  age  between  the  granite  porphyry 
and  the  rhyolite,  as  the  erosion  surface  on  which  the  rhyolite  flowed  is 
probably  post-Cretaceous. 

In  the  mining  area  of  the  district  the  Sacramento  Hill  stock  has 
penetrated  between  the  Paleozoic  sediments  on  the  south  side  of  the  Divi- 
dend fault  and  the  schist  on  the  north.  The  outline  of  the  stock  is 
irregujar,  and  extends  about  a  mile  from  north  to  south  and  an  equal  dis- 
tance along  the  fault.  The  only  other  porphyry  outcrop  of  any  size  in 
the  mining  area  is  the  Shattuck  dike,  which  runs  from  above  the  Spray 
mine  for  more  than  a  mile  westward.  Another  important  dike,  the  Sacra- 
mento, outcrops  a  few  isolated  places  in  the  Naco  limestone,  southward 
from  Sacramento  Hill  almost  to  the  Briggs  mine. 

In  the  underground  mine  workings,  the  relative  abundance  of  por- 
phyry intrusions  in  the  formations  lower  than  the  Carboniferous  holds 
about  the  same  as  on  surface.  Besides  the  main  mass  of  the  Sacra- 
mento Hill  intrusion  there  is  another  smaller,  laccolithic  mass  of  porphyry 
around  the  Lowell  mine.  This  body  is  connected  with  Sacramento  Hill 
and  Sacramento  dike  by  masses  of  porphyry,  none  of  which  reach  the 
present  surface,  but  which  spread  out  mostly  at  the  Carboniferous- 
Devonian  horizon.  This  mass,  with  its  accompanying  contact  breccia, 
is  shown  in  Plate  6. 

The  mode  of  intrusion  of  the  granite  porphyry  and  its  relation  to  the 
structure  of  the  older  rocks  will  be  touched  upon  later.  It  will  be  enough 
to  say  here,  however,  that  the  intrusions  took  place  in  one  general 
period,  but  not  all  at  once,  nor  were  the  conditions  the  same  at  the  begin- 
ning and  end  of  the  eruptions,  or  the  composition  of  the  rock  exactly 
the  same.  Considerable  alteration  was  also  started  in  the  rocks  before 
the  last  porphyry  was  injected. 

Lithology. — Although  there  is  abundant  fresh  granite  porphyry  in  the 
district  most  of  the  rocks  around  the  ore  zones  have  been  so  altered  by 
mineralizing  solutions  that  it  is  difficult  to  find  material  which  represents 
the  original  granite  porphyry  of  the  main  masses  associated  directly  with 
the  ores.     Fortunately,  the  alteration  processes  have  been  so  varied 
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that  they  have  sometimes  left  untouched  some  of  the  phenocrysts,  at 
other  times  the  base,  so  that  from  various  sources  a  reconstruction  can 
be  made  of  what  was  for  a  short  time  the  rock  of  Sacramento  Hill  and  the 
Lowell  mass.    Of  the  dikes  fresh  rock  is  available. 

The  pre-Cretaceous  granite  porphyry  is,  when  fresh,  a  light-gray 
rock  weathering  to  a  light-red  color  on  surface.  It  has  abundant  pheno- 
crysts, up  to  %  in.  in  diameter  of  feldspar,  quartz  and  biotite,  the  relative 
amounts  of  these  being  variable.  The  base  is  a  fine-grained  mass, 
almost  glassy  at  times  and  composing  from  one-half  to  about  eight-tenths 
of  the  rock.  The  microscope  shows  that  the  rock  varies  from  a  typical 
granite  porphyry  to  a  rather  basic  monzonite  porphyry,  sometimes  in 
the  same  sill  or  dike.  The  main  masses  were  probably  of  the  more  acid 
variety,  with  well-developed  quartz  phenocrysts  that  have  embayments 
due  to  reabsorption.  There  are  no  noticeable  inclusions  in  the  quartz. 
In  the  more  basic  varieties  of  the  porphyry,  quartz  phenocrysts  become 
extremely  scarce. 

The  feldspar  phenocrysts  are  mostly  orthoclase  with  albite  and 
oligoclase  increasing  as  the  rock  becomes  more  basic.  The  orthoclase  is 
in  large  crystals  when  it  predominates  and  in  small  ones  when  plagio- 
clases  are  abundant.  The  only  intergrowth  of  the  orthoclase  seen  is  in  the 
form  of  a  micropegmatite  with  quartz,  and  at  the  rim  of  some  large 
crystals  in  the  dikes  where  an  aureole  of  quartz  and  orthoclase  usually 
forms  around  a  pure  orthoclase  of  quartz  center.  The  plagioclases 
are  all  between  albite  and  oligoclase  and  sometimes  are  in  greater 
abundance  and  size  than  the  orthoclase. 

Biotite  is  the  only  ferromagnesian  mineral  of  any  importance  and 
comes  in  large  well-formed  crystals  as  well  as  fine  shreds.  In  most  of  the 
porphyry  it  has  been  altered  before  any  other  minerals,  and  its  traces 
cannot  be  distinguished  megascopicaJly,  but  in  some  of  the  more  basic 
varieties,  which  are  also  chloritized,  biotite  is  the  most  conspicuous 
phenocryst  mineral  and  gives  a  decidedly  dark  color  to  the  rock. 

The  base  of  the  porphyry  is  usually  a  cryptocrystalline  mass  of  quartz 
and  feldspar,  found  sometimes  with  a  micropegmatitic  intergrowth,  at 
other  times  with  incipient  spherulitic  growth  and  a  few  times  with  a 
holocrystaJline  but  extremely  fine  crystallization. 

As  accessories,  there  are:  apatite  in  well-formed  needles  sometimes 
noticeably  abundant,  and  generally  in  the  biotites;  very  few  grains  of 
pyrite,  and  dusty  undeterminable  inclusions  in  the  feldspars. 

The  foregoing  description  of  the  unaltered  porphyry  is  rarely  appli- 
cable to  the  rock  encountered  in  the  mining  area,  as  the  porphyry  may  be 
found  in  the  form  of  a  white  mass  of  sericite  and  quartz,  or  a  dense  dark- 
green  rock  composed  mostly  of  serpentine  and  penninite,  with  all  varia- 
tions between.  These  characteristics  will  be  considered  later  under 
metamorphism  and  mineralization. 

Age. — The  granite  porphyry  distinctly  cuts  the  Pinal  Schist,  granite 
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and  all  the  Paleozoic  sediments,  while  pebbles  of  the  altered  sericitized 
and  oxidized  porphyry  are  found  at  the  base  of  the  Cretaceous  Glance 
Conglomerate.  It  is,  therefore,  certain  that  the  age  of  intrusion  is  post- 
Carboniferous  and  pre-Cretaceous.  That  the  porphyry  intrusion  did 
not  take  place  all  at  once,  is  shown  by  dikes  of  the  slightly  more  basic 
varieties  cutting  the  contact  breccias  of  the  more  acid  ones.  This  dif- 
ference in  age  is  further  emphasized  by  differences  in  alteration,  but,  as 
will  be  shown  later,  there  is  no  reason  to  believe  that  there  was  any  great 
interval  of  time  between  the  porphyry  injections,  but  that  they  all  belong 
to  the  same  general  period. 

Rhyolite 

This  rock  has  not  been  distinctly  recognized  in  the  mining  area  of 
the  Warren  district,  but  due  to  its  great  similarity  to  the  granite  porphyry 
it  may  have  been  confused  with  the  older  rock,  especially  where  both  are 
found  in  dikes.  The  rhyolite  from  the  mouth  of  Tombstone  Canyon, 
whose  field  relations  have  already  been  given,  is  a  gray  to  pink  rock  with 
decided  flow  structure  in  its  surface  forms.  Phenocrysts  are  not  abun- 
dant and  are  seen  under  the  microscope  to  be  entirely  quartz  and  ortho- 
clase,  in  an  aphanitic  or  cryptocrystalline  groundmass.  Some  of  the 
dikes  on  Escabrosa  ridge,  and  others  northeastward  from  the  mouth  of 
Tombstone  Canyon,  have  such  a  glassy  groundmass,  and  so  few  pheno- 
crysts of  quartz  and  orthoclase,  that  they  may  very  well  be  of  the  late 
rhyolite,  especially  as  they  are  seen  to  cut  other  porphyritic  dikes  in 
places.  The  rhyolite  of  the  Naco  Hills  described  by  Ransome  is  probably 
of  the  same  age  as  that  at  the  mouth  of  Tombstone  Canyon. 

Age. — Unfortunately  no  information  is  available  at  present  for  placing 
the  age  of  the  rhyolite  any  closer  than  post-granite  porphyry.  An 
erosion  period  separates  the  two,  but  whether  it  is  the  pre-Cretaceous  or 
post-Cretaceous  one  cannot  be  definitely  stated. 

Other  Dike  Rocks 

Hornblende  Andesite. — At  a  few  scattered  places  on  the  surface,  and 
in  the  Shattuck,  Cole,  Wade  Hampton  and  Wolverine  mines,  there  are 
dikes  of  a  dark-green,  fine-grained  rock,  which  is  seen  under  the  micro- 
scope to  be  composed  of  abundant  small  phenocrysts  of  andesineandlabra- 
dorite  and  a  few  of  hornblende,  in  a  microcrystalline  base  of  feldspar 
and  fine  magnetite  grains.  This  andesite  cuts  all  the  pre-Cretaceous 
formations,  including  the  granite  porphyry,  but  its  relation  to  the  ores  is 
not  clear.  The  rock  is  considerably  altered,  and  chloritic  minerals  espe- 
cially penninite,  as  well  as  some  pyrite,  have  been  developed.  In  a 
specimen  from  the  Wolverine  shaft  there  is  also  some  sericitization,  so 
it  is  possible  that  the  andesite  may  antedate  the  last  of  the  mineraliza- 
tion period. 

Diabase. — Olivine  and  augite  diabase  in  small  masses  and  dikes  have 
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been  found  to  belong  to  two  distinct  periods.  The  earlier  is  folded  in 
with  the  Pinal  Schist  and  is  pre-Cambrian,  while  the  latest  cuts  the  Car- 
boniferous limestones  and  is  entirely  unaltered.  There  is  no  known  ex- 
posure of  them  underground. 

Monzonite  Porphyry. — The  dikes  of  this  rock  mentioned  by  Ransome 
as  occurring  around  the  Glance  mine  have  not  been  studied  during  the 
preparation  of  this  report,  and  no  similar  rock  has  been  found  in  the  min- 
ing area,  unless  it  is  the  one  classified  as  andesite  porphyry,  or  the  basic 
porphyry  found  by  Boutwell. 

V.  STRUCTURAL  GEOLOGY 

General  Structure  of  Mule  Mountains 

Fault  Blocks  and  Other  Divisions 

In  this  report  the  structural  geology  will  be  confined  almost  entirely 
to  the  southwestern  part  of  the  range  covered  by  pre-Cretaceous  sedi- 
ments, as  these  play  the  most  important  part  in  the  relation  to  the  ore- 
bodies  of  the  district.  Reference  to  the  areal  geology  map,  Plate  4,  and 
sections  made  along  its  lines  A-A,  B-B,  and  C-C  shown  in  Plates  5,  6, 
and  7,  will  help  make  clear  the  following  description: 

As  previously  stated,  the  range  is  roughly  divided  by  Tombstone 
Canyon  and  Mule  Gulch  into  two  parts.  To  the  northeast,  and  forming 
about  two-thirds  of  the  range,  Cretaceous  sediments  cover  the  whole 
area,  dipping  gently  to  the  northeast  and  north,  and  being  very  little 
faulted.  Where  cut  by  the  above-mentioned  canyons,  they  overlie  a 
nearly  level  plain  of  schist  and  granite.  This  area  will  be  alluded  to  as 
the  Cretaceous  Tract. 

The  area  southwest  of  the  two  canyons  is  almost  entirely  made  up  of 
much  faulted  and  intruded  schists  and  Paleozoic  sediments,  covered  at  the 
MoutheiiHlern  end  by  Cretaceous  sediments  overlying  a  rough  topography 
of  Paleozoic  beds.     It  is  this  area  which  is  studied  in  detail  in  this  report. 

I {.rf erring  to  the  aeeompanying  sketch  map  (Plate  1)  of  the  range, 
it  in  Mi'i'ii  that  in  a  general  way  the  dips  of  the  Paleozoic  beds  radiate 
around  the  Juniper  Flat  granite  mass.  At  the  northwestern  end  they 
dip  lo  Mm  north  and  northwest.  At  Mt.  Martin  and  Mt.  Ballard,  the 
dip  Mwiii|/,H  1(>  1'he  went  and  southwest.  From  Mt.  Martin  to  the  south- 
i'mmI,,  IIk*  dip*  ehango  from  south  to  due  east.  Each  change  in  dip  and 
rAwUe,  however,  in  generally  marked  by  a  fault,  the  beds  seeming  to  with- 
nhind  I f # I « 1 1 1 1 k  to  it  remarkable  degree. 

In  oiii  divirtion  of  thin  area  into  fault  blocks,  the  divisions  given  by 
l(,ih;omi.'  huve  been  generally  followed,  with  a  few  minor  exceptions 

,ih<i  jiddilionn. 

i'.hu  l.uij/  at  the  north  is  the  Bisbee  Extension  Block  with  beds  dipping 
lo  i In-  noithwertt,  and  disappearing  finally  to  the  north  under  Quarter- 

7  hoc.  dt.t  p.  93. 
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nary  wash.  This  block  is  bounded  on  the  south  by  the  Modern  stock- 
work  of  granite  porphyry,  cutting  through  the  schist  and  Paleozoic 
beds  and  striking  northeast  and  southwest. 

To  €he  south  of  the  Bisbee  Extension  Block  are  two  blocks,  the  Esca- 
brosa,  extending  from  the  Juniper  Flat  granite  mass  to  the  Escabrosa 
Ridge  line  of  faults  and  porphyry  intrusions,  and  the  Bisbee  West  Block 
extending  from  Escabrosa  Ridge  to  the  southwest.  The  Escabrosa 
Block  is  up-thrown  with  respect  to  the  Bisbee  West  Block,  and  consists 
almost  entirely  of  schist  and  porphyry,  until  Mt.  Martin  is  reached. 
Here  we  have  the  whole  Paleozoic  section  exposed  up  to  the  middle  of 
the  Escabrosa  limestone.  The  dips  at  Mt.  Martin  are  southwest.  The 
Bisbee  West  Block  is  covered  at  the  northwest  by  Carboniferous  beds 
dipping  to  the  northwest  and  west.  These  are  followed  to  the  south  by 
Cambrian  beds,  dipping  to  the  west  and  southwest.  The  Escabrosa 
Block  is  bounded  on  the  southeast  by  the  Quarry  Fault,  beyond  which 
are  the  Copper  Queen  and  Don  Luis  Blocks.  The  Bisbee  West  Block  is 
bounded  on  the  south  by  the  Abrigo  Fault,  to  the  south  of  which  is  the 
Naco  Block;  relatively  very  much  down-thrown.  To  the^northeast  it 
is  bounded  by  the  Bisbee  West  Fault,  to  the  north  of  which  is  the 
relatively  up-thrown  Don  Luis  Block. 

The  Copper  Queen  Block  is  down-thrown  with  respect  to  all  the 
surrounding  blocks.  It  is  bounded  on  the  north  by  the  east  and  west 
Dividend  Fault,  which  has  a  throw  of  at  least  1,500  ft.,  throwing  the 
Pinal  Schist  to  the  north  against  Paleozoic  beds  to  the  south.  It  forms 
a  block  with  the  Quarry  Fault,  a  northeast  to  southwest  fault  which  is  the 
western  boundary  of  the  block.  The  Quarry  Fault  in  turn,  forms  a  block 
with  the  White-Tail  Deer  Fault  which  is  nearly  parallel  to  the  Dividend 
Fault  and  throws  Cambrian  beds  and  Pinal  Schist  to  the  south  against 
Devonian  and  Carboniferous  beds  to  the  north.  The  block  is  finally 
covered  to  the  east  by  Cretaceous  beds  which  are  in  turn  covered  by  Qua- 
ternary wash.  To  the  southeast,  the  block  ends  abruptly  against  the 
Gold  Hill  Overthrust  Fault.  The  dips  in  the  Copper  Queen  Block  are 
generally  to  the  east  and  northeast. 

The  Don  Luis  Block  is  a  small  up-thrown  block  between  the  Copper 
Queen  and  Bisbee  West  Blocks.  The  larger  part  of  this  block  is  covered 
by  Quaternary  wash,  with  numerous  outcrops  of  schist  and  Cambrian 
beds.  The  dips  in  this  block  are  variable  but  generally  to  the  east- 
ward. 

In  addition  to  these  are  four  other  blocks,  three  of  which  are  evidently 
post-Cretaceous,  and  one  probably  so.  These  are  the  Tombstone 
Overthrust  Block  at  the  northwestern  end  of  the  range  thrusting  Naco 
limestone  over  Morita  sandstone;  the  Naco  Block  bounded  on  the  north 
by  the  Abrigo  Fault;  the  Gold  Hill  Overthrust  Block;  and  the  Glance 
Overthrust  Blocks  at  the  southeastern  end  of  the  range. 

The  Cretaceous  Tract,  except  where  the  sediments  overlie  the  pre- 


Plate  8.— (Same  Auba  as  Platb  4)  Showing  Horuohtal  Pbojbction 


of  Stopes  and  Section  Lines  D-D  and  E-E  of  Plates  9  and  X 
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Cambrian  granite  mass,  and  the  Sacramento  Hill  porphyry,  is  devoid  of 
igneous  rocks.  No  intrusion  has  been  observed  cutting  the  Cretaceous 
over  this  area. 

Igneous  Rocks 

The  pre-Cambrian  Juniper  Flat  granite  mass  has  the  form  of  a 
batholith.  The  contacts  with  the  schist  are  clean  cut.  It  probably 
forced  its  way  up  very  slowly  along  some  ancient  line  of  weakness. 
There  is  no  evidence  of  its  having  engulfed  the  schist,  as  no  horses  of 
schist  are  found  inside  the  area  exposed.  From  the  nature  of  the  schist, 
however,  it  is  difficult  to  tell  how  it  came  in. 

In  all  the  pre-Cretaceous  blocks  mentioned  above,  extensive  intru- 
sion has  taken  place  of  granite  porphyry,  followed  in  some  instances  by 
extrusive  rhyolites.  These  intrusions  and  extrusions  came  in  for  the 
most  part  along  faults  already  in  existence,  but  spread  out  in  the  less 
resistant  sediments  as  sills  and  irregular  masses.  Although  coining 
in  at  more  or  less  the  same  time,  some  dikes  clearly  cut  the  others.  The 
general  habit  of  the  porphyry  was  to  follow  some  fault  for  a  certain  dis- 
tance, and  then  cut  across  to  another  fault.  The  whole  process  suggests 
a  very  rapid  intrusion. 

In  the  Bisbee  Extension  Block,  at  the  northwestern  end  of  Esca- 
brosa  Ridge,  there  is  an  occurrence  of  extrusive  rhyolite  overlying  an 
erosion  surface  of  Naco  limestone  and  an  intrusive  porphyry  sill. 

Cutting  through  the  Sacramento  Hill  porphyry,  north  of  Naco  Road, 
are  several  small  dikes  of  andesite.  This  same  andesite  occurs  cutting 
Escabrosa  limestones  near  the  Cole  shaft,  and  has  been  observed  under- 
ground near  the  Shattuck,  Wolverine  and  Wade-Hampton  mines.  At 
the  Shattuck  mine,  it  is  undoubtedly  later  than  the  porphyry.  This 
andesite  in  all  observed  cases  has  come  in  as  very  small  dikes  in  already 
opened  fissures.  In  only  one  case  has  an  outcrop  been  observed  in  higher 
beds  than  the  Martin. 

In  the  post-Cretaceous  blocks,  no  intrusions  have  been  seen  except 
in  the  Naco  Block.  Here,  at  the  north  end  of  the  block,  entering  along 
the  big  Abrigo  Fault,  an  extrusive  rhyolite  mass  has  come  in.  This 
mass  is  similar  in  all  respects  to  the  mass  mentioned  above  in  the  Bisbee 
Extension  Block.  Except  for  this  one  case,  the  large  faults  of  post- 
Cretaceous  age  have  not  been  accompanied  by  igneous  intrusion. 

The  most  important,  economically,  of  all  these  igneous  rocks  is  the 
granite  porphyry,  as  it  alone  seems  to  play  an  important  role  in  the 
processes  of  ore  deposition.  By  far  the  greater  amount  of  porphyry 
in  the  district  cuts  through  with  clean  contacts.  The  one  exception  to 
this  rule  is  the  mass  of  Sacramento  Hill.  The  mode  of  intrusion  of  this 
particular  mass  is  somewhat  different  from  all  the  others,  due  to  the 
accompaniment  of  mineralizing  emanations.  This  will  be  more  fully 
treated  later. 
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Copper  Queen  Block 

Fault  Blocks 

From  an  economic  viewpoint,  the  Copper  Queen  and  Don  Luis  Blocks 
are  at  the  present  time  the  only  important  ones  in  the  range,  and  these 
two  blocks,  together  with  the  mode  of  intrusion  of  the  Sacramento  Hill 
porphyry  mass,  will  be  more  fully  explained  below. 

The  Copper  Queen  Block,  whose  details  are  best  shown  by  Plate  8, 
lies  in  the  heart  of  the  range.  It  is  a  relatively  down-thrown  block,  being 
bounded  on  the  north  by  the  Dividend  Fault,  a  N.  75°  W.  fault  dipping 
to  the  south  from  60°  to  vertical.  This  fault  has  an  estimated  throw  at 
the  town  of  Bisbee  of  at  least  1,500  ft.  throwing  Pinal  Schist  with  a  few 
outliers  of  Bolsa  Quartzite  on  the  north  against  Paleozoic  sediments  to 
the  south.  This  fault  apparently  forms  a  block  to  the  west  with  the 
Quarry  Fault,  a  N.E.-S.W.  fault  which  forms  the  western  boundary  of 
the  area.  To  the  south,  the  block  is  bounded  by  the  White-Tail  Deer 
Fault  system  parallel  to  the  Dividend,  throwing  Bolsa  quartzite  and 
schist  to  the  south  against  Abrigo  and  Martin  limestones,  to  the  north. 
To  the  east,  the  block  is  covered  by  Glance  conglomerate  and  Morita 
sandstone,  which  are  in  turn  covered  by  the  Quaternary  gravels  of  Sulphur 
Springs  Valley.  In  the  southeast,  the  block  ends  abruptly  at  the  Gold 
Hill  Overthrust  Fault. 

Starting  somewhere  near  the  Spray  shaft,  the  block  is  cut  by  a  N.W.- 
S.E.  fault  of  considerable  throw,  the  Oliver  Fault,  which  dips  about  60° 
S. W.  This  fault  increases  in  magnitude  toward  the  southeast  and  where 
it  is  finally  covered  by  Quarternary  wash,  about  halfway  between  Don 
Luis  and  the  Country  Club,  it  throws  Abrigo  limestone  to  the  northeast 
against  Naco  limestone  to  the  southwest,  a  throw  of  at  least  1,500  ft. 
This  fault  is  encountered  in  the  Spray,  Oliver  and  Cole  workings.  At 
the  Spray  the  throw  is  about  200  ft. ;  at  the  Oliver  it  throws  Abrigo  lime- 
stone against  Escabrosa  with  a  throw  of  at  least  500  ft.  It  finds  topo- 
graphic expression  in  the  big  draw  between  the  Dallas  and  Cole  shafts. 

The  Copper  Queen  Block,  as  seen  by  Plate  8,  may  be  roughly  divided 
into  eight  structural  blocks.  Starting  from  the  west,  we  have  first  the 
Hedberg  Block,  relatively  down-thrown,  and  with  dips  generally  to  the 
south.  This  is  followed  by  the  Higgins  Block,  up-thrown  with  dips  to 
the  east  and  southeast.  Following  this  is  the  Southwest  block,  bounded 
on  the  east  by  the  Czar  fault  system,  and  on  the  west  by  the  Escacado 
fault  system.  This  block  is  down-thrown  relative  to  the  Higgins  Block 
but  up-thrown  in  relation  to  the  Queen  Hill  Block  to  the  east.  The 
dips  here  are  nearly  due  east.  The  Queen  Hill  Block  is  a  funnel-shaped 
block  of  Naco  and  Escabrosa  limestone.  It  is  well  shown  in  section 
A-A,  Plate  5.  It  is  bounded  on  the  west  by  the  Czar  fault  system,  and 
on  the  east  by  the  Silver  Bear  Fault.    The  dips  on  the  surface  are  irregular 
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but,  in  general,  to  the  east.  Underground,  below  where  the  two  faults 
wedge  out,  the  dips  are  consistently  east.  Surrounding  Sacramento 
Hill,  to  the  south  and  southwest  is  a  dropped  block,  which  we  may  call 
the  Contact  Block.  It  is  bounded  on  the  north  and  northeast  by  the 
Dividend  Fault  and  Sacramento  Hill,  and  on  the  south  and  southwest 
by  the  Dixie-Howell-Senator  Faults.  To  the  southwest  of  this  Contact 
Block  and  up  to  the  Oliver  Fault  is  the  Oliver  Block  of  relatively  up- 
thrown  beds.  Southwest  of  the  Oliver  Fault  is  the  Cole  Block  and 
northeast  of  the  same  fault  is  the  Briggs  Block  which  extends  east  to  the 
post-Cretaceous  Mexican  Canyon  Fault.  The  dips  of  all  these  blocks 
more  or  less  surrounding  Sacramento  Hill  are  nearly  due  east.  The 
Oliver  Fault  has  tended,  however,  to  swing  the  up-thrown  side,  especially 
where  the  throw  becomes  greatest,  around  to  the  northeast  as  is  shown  in 
the  detailed  geological  map  of  the  district,  Plate  4. 

To  the  east  of  all  these  blocks  is  an  eighth  block,  the  Bakerville  Block, 
almost  entirely  covered  by  Glance  Conglomerate.  This  block  is  bounded 
on  the  west  by  the  Mexican  Canyon  Fault,  striking  about  N.  15°  to  30° 
east  and  dipping  to  the  northwest.  This  fault  is  a  late  one  and  extends 
beyond  the  Dividend  Fault,  causing  the  prominent  dislocations  of  the 
Mural  Limestone  seen  north  of  Lowell  and  Warren. 

As  is  shown  in  section  B-B,  Plate  6,  the  apparent  dip  of  the  beds  in 
the  whole  block  is  very  much  less  than  the  actual.  This  is  due  to  minor 
faulting  or  slipping  which  has  had  the  effect  of  dropping  the  beds  very 
consistently  to  the  west  and  raising  them  to  the  east.  This  is  one  of  the 
typical  structural  features  of  the  camp  and  seems  to  be  caused  by  the 
extreme  resistance  of  the  beds  to  folding. 

There  are  two  ages  of  faulting,  one  pre-Cretaceous  and  the  other  post- 
Cretaceous.  As  has  previously  been  shown,  the  porphyry  in  the  district 
is  pre-Cretaceous.  The  age  of  the  faulting  has  therefore  been  determined 
in  large  part  relative  to  the  age  of  intrusion.  The  only  large  fault  which 
is  definitely  post-Cretaceous  is  the  Mexican  Canyon  Fault.  As  the  fault 
apparently  blocks  with  the  Oliver  Fault  as  shown  in  Plate  8,  the  Oliver 
is  probably  also  post-Cretaceous.  This  is  borne  out  by  the  character  of 
the  exposures  underground.  There,  practically  no  mineralization  accom- 
panies it,  and  in  Oliver  ground  it  apparently  cuts  off  an  orebody,  which  as 
will  be  seen  later,  would  make  it  post-Cretaceous.  Both  of  these  faults 
have  the  same  effect,  that  is  to  raise  the  sediments  to  the  east,  and  to 
drop  them  to  the  west.  The  probability  is  that  the  Junction  Fault, 
shown  in  section  B-B,  Plate  6,  is  also  post-Cretaceous,  as  it  is  reported 
to  cut  off  certain  parts  of  the  Junction  orebodies,  and  it  is  also  possible 
that  a  large  part  of  the  north  to  south  slipping  in  Lowell  and  Gardner 
ground  is  also  post-Cretaceous.  Here  the  throw  of  each  individual  fault 
is  so  slight,  and  the  ground  so  highly  metamorphosed,  that  it  is  not 
susceptible  of  proof  one  way  or  another. 
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All  other  faults!  so  far  as.  observed,  have  had  their  major  movements 
in  pre-Cretaceous  time  and  before  the  introduction  of  the  porphyry. 
Some  faults  have  had  movements  in  both  ages.  The  Dividend  shows 
some  movement  at  the  present  time,  and  enough  movement  occurred 
in  post-Cretaceous  time  to  throw  out  the  Glance  Conglomerate.  Some 
post-intrusion  slipping  has  also  undoubtedly  taken  place  along  the 
Czar  Fault. 

Intrusions 

As  has  previously  been  shown,  the  block  has  been  extensively  intruded 
Dy  granite  porphyry.  The  largest  and  most  important  mass  is  that  of 
Sacramento  Hill,  the  other  occurrences  being  more  or  less  radial  offshoots 
of  dikes  and  sills  from  this  central  mass.  It  has  also  been  shown  that 
underground  exposures  below  the  Escabrosa  horizon  are  much  greater 
than  surface  exposures. 

The  path  of  the  Sacramento  Hill  porphyry  was  the  previously  opened- 
up  Dividend  Fault.  Underground  development  has  shown  that  the 
porphyry  acted  as  a  plug,  and  that  none  of  the  later  movements  on  the 
fault  have  taken  place  along  the  original  line  through  the  mass.  The 
offshoots  of  the  mass  have  generally  followed  major  lines  of  weakness 
such  as  the  Czar,  and  Silver  Bear  Faults.  Some,  however,  such  as  the 
Shattuck  dike,  have  cut  across  the  country  irrespective  of  fault  lines. 

The  Sacramento  Hill,  and  the  connecting  Lowell,  mass  differ  from  all 
the  other  porphyry  occurrences  in  the  range,  in  that  they  were  accom- 
panied by  mineralizing  emanations,  which  have  completely  altered  them. 
These  emanations,  besides  altering  the  porphyry  itself,  changed  and  broke 
up  the  surrounding  sediments.  In  consequence  of  this,  as  the  mass 
worked  its  way  up,  it  dragged  in  pieces  of  schist,  quartzite  and  limestone 
along  its  edges.  The  final  result  was  a  central  core  of  metamorphosed 
porphyry,  with  a  periphery  of  contact  breccia,  made  up  of  highly  silicified 
and  altered  fragments,  sometimes  rounded  and  sometimes  angular,  of 
schist,  porphyry,  quartzite  and  metamorphic  limestones.  This  contact- 
breccia  zone  has  a  variable  width,  with  a  maximum  of  about  1,000  ft. 
It  has  fairly  sharp  contacts  with  the  surrounding  limestone,  but  tends  to 
grade  off  into  brecciated  porphyry,  and  finally  blocky  unbroken  porphyry, 
toward  the  center  of  the  intrusive  mass. 

Don  Luis  Block 

The  Don  Luis  Block  is  an  elliptical-shaped  block  up-thrown  relative 
to  the  Copper  Queen.  It  is  bounded  on  the  north  and  east  by  the  White- 
Tail  Deer  fault  system,  throwing  Abrigo  and  Martin  limestone  against 
schist,  Bolsa  quartzite,  and  some  Abrigo  limestone.  To  the  south  it 
is  bounded  by  the  Bisbee  West  Fault,  which  is  covered  by  the  Quaternary 
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wash  toward  the  east  and  toward  the  west  it  is  bounded  by  the  Quarry 
Fault.  The  dips  are  variable,  but  for  the  most  part  are  to  the  northeast 
and  east. 

Intrusions  and  Orebodies 

The  block  is  intruded  both  by  granite  porphyry  and  by  andesite,  the 
latter,  however,  not  outcropping.  There  are  two  ore  occurrences  in  the 
block,  one  at  the  northern  boundary,  and  rightfully  in  the  Copper  Queen 
Block,  and  one  at  the  southeastern  end.  The  first  of  these,  the  White- 
Tail  Deer  orebody,  occurs  as  a  replacement  of  Abrigo  limestone,  about 
50  ft.  from  the  base  of  the  Martin.  It  is  not  associated  with  any  known 
intrusion,  but  is  close  to  the  White-Tail  Deer  fault  system.  The  second 
occurrence  is  that  of  the  Wade-Hampton.  Here  the  ore  occurs  as  lead 
and  copper  ore  in  a  fault  separating  Abrigo  limestone  from  Bolsa  quart- 
zite.  The  ore  here  is  apparently  associated  with  a  dike  of  andesite  and 
occurs  in  the  crushed  Abrigo  limestone  on  the  fault. 

VI.  GEOLOGIC  HISTORY 

The  earliest  geologic  age  is  recorded  in  the  district  by  the  pre- 
Cambrian  Pinal  Schist.  As  has  been  previously  stated,  this  was  probably 
derived  from  arenaceous  sediments. 

Due  to  the  extreme  metamorphism,  the  geologic  history  subsequent 
to  the  deposition  of  these  early  sediments,  and  up  to  the  deposition  of 
the  Cambrian  sediments,  is  obscure.  The  sediments  were  probably 
subjected  to  extreme  folding,  intruded  by  diabase,  and  deeply  buried. 
After  the  metamorphism  was  complete,  the  schist  was  intruded  by  a 
large  mass  of  granite.  From  then  on  to  Cambrian  time,  erosion  worked 
on  the  whole  complex,  wearing  it  down  to  an  even  peneplain. 

At  the  beginning  of  Cambrian  time,  a  gentle  subsidence  took  place, 
resulting  in  shore-line  deposits  of  quartzites,  the  subsidence  becoming 
more  rapid  toward  the  end  of  the  period,  in  which  time  were  deposited 
finer  sands  and  some  shales.  The  land  surface  toward  the  end  of  the 
Cambrian  period  became  more  distant,  as  evidenced  by  the  deposition 
of  the  Abrigo  shales,  and  shaly  limestones. 

At  the  end  of  Cambrian  time,  a  gentle  rise  took  place  over  an  extensive 
area,  bringing  the  flat  sea  bottom  close  to  the  surface,  with  land  actually 
emerging  probably  toward  the  south.  During  the  Ordovician  and 
Silurian  ages,  this  lowland  surface  of  Cambrian  beds  was  subjected  to 
slow  erosion  simultaneously  with  the  deposition  in  the  district  of  an  8-ft. 
bed  of  quartzite.  A  slow  subsidence  then  took  place  to  the  north  of  the 
district,  allowing  the  thicker  deposits  of  quartzite  in  the  Yellowstone 
Range  of  40  ft.,  and  at  Globe  of  500  to  700  ft. 

At  the  end  of  the  Silurian,  a  sudden  subsidence  took  place,  resulting 
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in  deeper-sea  conditions  and  thus  the  Devonian  age  is  represented  by 
fairly  pure  dolomitic  limestones. 

The  sea  evidently  continued  to  deepen  all  through  Mississippian 
time  with  the  deposition  of  the  pure  Escabrosa  limestone.  During 
Pennsylvanian  time,  subsidence  did  not  keep  pace  with  deposition  and  the 
sediments  became  increasingly  more  shaly  and  cherty,  showing  a  nearer 
approach  of  land  surface  and  shallower  seas.  At  the  end  of  the  Pennsyl- 
vania^ and  probably  during  the  Permian  age,  a  violent  uplift  took  place, 
resulting  in  the  doming  of  the  sediments  around  the  pre-Cambrian  granite 
mass.  The  sediments  were  shattered  by  extensive  faults,  the  major  lines 
of  weakness  being  northwest  and  southeast.  The  granite  mass  itself 
resisted  this  shattering  to  a  great  degree  except  around  its  edges.  Imme- 
diately following  the  faulting,  or  partly  accompanying  it,  granite  porphyry 
was  intruded,  following  generally  the  major  lines  of  weakness,  but  also 
shooting  sills  and  dikes  into  the  less  resistant  sediments.  Accompanying 
one  of  these  porphyry  intrusions,  that  of  Sacramento  Hill,  were  mineral- 
izing emanations,  which  metamorphosed  the  surrounding  sediments  and 
the  porphyry  itself,  and  were  the  source  of  our  present  orebodies. 

During  Jurassic  and  Triassic  time,  the  whole  area  was  subjected  to 
erosion,  during  which  time  most  of  the  upper  Carboniferous  beds  were 
stripped  off,  and  at  the  crest  of  the  dome,  around  the  granite  and  schist 
of  Juniper  Flat,  the  old  pre-Cambrian  complex  was  laid  bare.  During 
this  erosional  period,  the  orebodies  were  subjected  to  oxidation,  which 
would  place  the  age  of  primary  ore  formation  definitely  at  or  near  the 
age  of  the  uplift. 

At  the  end  of  this  period,  a  remarkably  sudden  subsidence  took  place, 
before  any  of  the  land  except  the  top  of  the  dome  had  been  leveled  off, 
and  the  rough  topography  surrounding  was  filled  up  with  the  extremely 
coarse  Glance  Conglomerate.  The  subsidence  was  so  sudden  that  the 
fragments  making  up  this  conglomerate  were  hardly  worked  over  at  all, 
it  being  made  up  of  angular  boulders,  some  as  large  as  a  yard  in  diameter, 
of  schist,  quartzite  and  limestone.  The  roughness  of  this  old  topography 
is  well  shown  in  the  basin  covered  by  conglomerate,  in  which  the  town  of 
Warren  is  situated. 

After  the  whole  country  was  leveled  off  by  the  Glance  Conglomerate, 
the  subsidence  became  less  rapid,  and  shore-line  deposits  of  sandstones 
and  sandy  shales  were  laid  down,  followed  by  deeper-sea  conditions,  dur- 
ing which  the  pure  Mural  Limestone  was  deposited,  showing  abundant 
Cretaceous  (Comanche)  fossils.  Shore-line  deposits  followed  this  again 
to  the  end  of  Cretaceous  time. 

During  Tertiary  time,  a  second  uplift  took  place,  along  almost  the 
same  axis  as  the  previous  one.  This  also  took  the  form  of  a  dome  around 
the  old  granite  mass,  and  the  Escabrosa  Ridge  porphyry  intrusion.  This 
uplift,  however,  was  not  as  violent.     It  was  accompanied  by  extensive 
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block  faulting,  with  little  disturbances  of  the  beds  within  the  blocks.  The 
major  faults  took  the  form  of  overthrusts,  the  largest  being  the  Tombstone 
and  Gold  Hill  faults.  Either  accompanying  the  uplift  or  subsequent  to 
it,  some  intrusion  of  monzonite  porphyry  took  place,  at  the  southern  end 
of  the  range.  Probably  some  of  the  extrusive  rhyolite  also  belongs  to 
this  age  of  intrusion.  Finally  the  whole  range  was  subjected  to  a  tilt 
to  the  northeast  of  about  15°. 

From  then  on  to  the  present  time,  erosion  has  been  steadily  at  work, 
and  has  again  laid  bare  the  old  pre-Cretaceous  sediments  along  the  crest 
of  the  dome,  with  Cretaceous  beds  exposed  to  the  northeast.  To  the 
southwest,  the  Cretaceous  has  been  all  eroded,  due  to  the  final  tilting. 
The  only  evidence  left  of  the  second  doming  is  found  at  the  southern  end 
of  the  range,  as  shown  by  Plate  1.  During  this  last  erosion  period  the 
orebodies  have  been  further  subjected  to  oxidizing  and  enriching  processes, 
so  that  we  owe  their  condition  as  we  find  them  today,  to  two  widely 
separated  periods,  in  each  of  which  the  original  primary  ores  were 
worked  over  by  surface  waters. 

VII.  METAMORPHISM  AND  MINERALIZATION 

General  Metamorphism 

In  a  region  that  has  been  subjected  to  as  many  geological  changes  as 
the  Warren  district,  it  was  to  be  expected  that  the  rocks  would  show 
many  variations  in  texture  and  mineralogy  from  the  unaltered  types. 
The  effects  of  regional  metamorphism  as  well  as  dynamic  are  represented 
in  the  Pinal  Schist  as  has  been  shown  in  describing  the  lithological 
characters  of  this  formation. 

The  Cambrian  formations  have  also  been  changed  throughout  their 
occurrence  in  the  district  by  a  process  related  to  regional  metamorphism 
in  the  wide  scope  of  its  action.  The  induration  of  the  pure  Bolsa  quartz- 
ite  has  gone  on  until  it  is  of  glassy  texture,  but  in  the  clayey,  magnesian 
Abrigo  limestone,  besides  the  segregation  of  chert,  the  impurities  have 
everywhere  combined  into  such  minerals  as  epidote,  zoisite,  chlorite, 
serpentine,  and  possibly  albite.  No  such  action  is  at  all  observed  in  the 
conformably  overlying  Martin  limestone,  which  strongly  suggests  that 
the  changes  took  place  in  the  long  period  separating  the  middle  Cambrian 
from  the  Devonian.  But  since  field  evidence  excludes  any  great  disturb- 
ance during  the  unrepresented  period,  it  is  probable  that  the  general 
metamorphism  in  the  Abrigo  was  caused  by  the  deep  burial  under  more 
than  4,000  ft.  of  overlying  limestones  after  the  impurities  in  the  beds  had 
had  a  chance  to  segregate  and  rearrange  themselves  due  to  the  slow  action 
of  cold  surface  solutions  during  Ordovician-Silurian  times.  The  neces- 
sary temperature  conditions  were  probably  obtained  by  the  rise  in  iso- 
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therms  due  to  deep  burial  and  to  the  post-Carboniferous  intrusive  period 
when  a  general  rise  in  temperature  could  effect  changes  in  the  more 
susceptible  impure  sediments. 

Whether  this  tentative  explanation  is  correct  or  not,  the  importance 
of  recognising  the  general  distribution  in  the  Abrigo  of  minerals  which 
may  be  mistaken  for  indications  of  contact  metamorphism  cannot  be 
overemphasized.  This  formation  is  of  considerable  economic  importance 
atod  the  underground  search  for  ores  cannot  be  aided  by  the  same  indi- 
cations as  in  the  higher  limestones. 

Contact  and  Htdrothermal  Metamobphism 

That  the  granite-porphyry  intrusion  was  the  supreme  factor  in  the 
ore  deposition  of  the  district  cannot  be  doubted  in  view  of  the  intimate 
association  of  the  ores  with  the  porphyry  and  the  intense  changes  that 
have  taken  place  in  the  rocks  around  the  main  intrusions. 

It  has  been  customary  to  separate  the  metamorphism  of  the  rocks 
around  a  contact  into  contact  metamorphism,  caused  by  the  igneous  rock 
itself,  and  hydrothermal  metamorphism,  caused  by  the  heated  solutions 
emanating  from  the  cooling  magma.  This  distinction  will  not  be  made 
in  the  present  article,  because  there  has  been  nothing  found  by  the  authors 
to  indicate  that  there  is  any  genetic  difference  in  the  causes  for  changes 
in  the  rocks,  outside  of  differences  in  intensity  or  quantity..  The  differ- 
ences in  effects  are  not  to  be  confused  with  the  causes,  as  the  first  are 
subject  to  the  many  variations  of  the  rocks  encountered,  their  physical 
and  chemical  differences,  and  their  previous  alteration.  The  metamor- 
phosing agencies  vary  also  with  the  distance  from  their  source  in  the 
effect  they  may  have  on  the  same  rock,  but  all  changes  observed  so  far 
have  usually  been  graded  and  not  susceptible  to  sharp  definition. 

In  general,  it  may  be  stated  that  the  two  main  centers  of  porphyritic 
intrusion  are  also  the  centers  of  metamorphism.  Around  Sacramento 
Hill  the  effects  of  metamorphism  can  be  seen  on  the  surface,  but  around 
the  Lowell  center  the  alteration  did  not  extend  through  the  covering  of 
upper  Carboniferous  limestone.  The  effects  around  Sacramento  Hill 
are  more  pronounced  on  the  side  of  the  calcareous  sediments,  which  have 
been  so  much  more  altered  than  the  schist  of  the  north  side.  The  por- 
phyry on  the  south,  as  well  as  the  covering  remnants  of  contact  breccia, 
are  highly  silicified  and  stand  out  as  the  crest  of  Sacramento  Hill.  The 
topographical  depression  around  this  hill  is  due  to  less  silicified  porphyry 
breaking  through  the  contact  breccia  where  this  last  turns  from  a  more 
or  less  vertical  to  a  horizontal  body.  Outside  of  this  moat-like  depression 
is  a  ring  formed  by  the  highly  silicified  contact  breccia  which  grades  into 
silicified  metamorphic  limestone,  and  this  into  limestone  with  a  decreas- 
ing amount  of  metamorphic  minerals  until  a  belt  of  marbleized  rock  is 
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reached,  from  200  to  1,000  ft.  away  from  the  porphyry.  The  zone 
of  recrystallization  also  fades  outward  irregularly  to  the  unaltered 
sediments. 

On  the  north,  or  schist  side  of  the  contact,  there  is  some  silicification 
of  the  older  rock,  accompanied  by  considerable  pyritization,  but  this 
very  soon  fades  out  into  the  unaltered  schist. 

Underground,  in  tracing  out  the  zones  of  rock  alteration  due  to  the 
intrusion  and  its  accompanying  solutions,  it  has  been  found  that  they 
roughly  correspond  to  the  ones  just  mentioned  as  appearing  on  surface, 
with  the  following  general  modifications:  The  zones  extend  farther  than 
the  general  surface  contours  along  extensions  of  the  porphyry  mass, 
especially  the  zone  in  Lowell  ground,  and  along  lines  of  fracturing  which 
may  or  may  not  also  be  lines  of  faulting.  The  extent  of  the  zones  is 
remarkably  influenced  by  the  formation  they  are  traced  in,  the  changes 
going  farthest  at  the  top  of  the  Devonian  and  the  top  of  the  Cambrian. 
Local  variations  are  found  to  break  the  arrangement  of  the  zones  of 
alteration  where  there  are  minor  centers  of  strong  action,  such  as 
close  to  the  Shattuck  dike  in  the  Uncle  Sam  and  Shattuck  ground,  in 
the  Southwest  mine,  and  in  several  other  places. 

The  Effect  of  Contact  and  Hydrothermal  Metamorphism  on  the  Formations 

Before  taking  up  the  effects  of  contact  and  hydrothermal  alteration 
on  the  rocks  of  the  district  it  is  well  to  say  that  hydrous  metamorphism 
or  oxidation  has  obscured  or  complicated  in  a  great  measure  the  results 
of  contact  metamorphism,  and  in  many  cases  made  the  exact  separation 
of  the  process  involved  too  difficult  and  useless  to  be  undertaken  in  the 
course  of  economic  work. 

The  changes  due  to  circulation  of  meteoric  waters  will  be  taken  up 
later.  The  mine  workings  have  now  gone  down  far  enough  in  all  zones 
to  disclose  the  fact  that  there  is  a  depth  below  which  the  rocks  as  well  as 
the  ores  are  different  from  those  closer  to  the  surface.  Here  there  are 
none  of  the  minerals  evidently  due  to  the  process  of  oxidation,  and  miner- 
alogical  associations  continue  the  same  indefinitely  downward,  without 
the  vertical  variations  of  the  upper  portions.  This  is  the  criterion  that 
has  been  used  in  separating  the  effects  of  primary  and  secondary  processes 
in  the  rocks  and  in  the  ores.  Though  not  found  in  this  order  in  the  mines, 
primary  effects  will  be  considered  first. 

As  a  whole  the  impression  given  by  the  rock  alterations  in  the  Warren 
district  is  one  of  abundance  and  persistence  rather  than  great  intensity. 
There  are  no  high  temperature  minerals  developed  in  any  great  amount, 
or  if  they  were  developed  at  some  stage,  they  have  now  been  replaced. 
Garnet,  diopside,  wollastonite,  scapolite,  and  vesuvianite  have  been  ob- 
served, but  in  very  small  amount,  and  never  forming  an  important  part 
of  a  formation.     Tremolite,  actinolite,  and  edenite  are  far  more  common. 
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The  distinguishing  minerals  of  alteration  zones  are  quartz,  sericite, 
chlorites,  especially  penninite,  and  the  oxides'  of  iron,  magnetite  and 
specularite,  as  well  as  the  metallic  sulphides  of  iron,  copper,  zinc  and  lead. 

Metamorphism  in  Contact  Breccia 

Around  any  of  the  granite  porphyry  that  has  been  accompanied  by 
mineralizing  emanations,  such  as  that  of  Sacramento  Hill,  the  contact 
breccia  is  marked  generally  by  an  extreme  amount  of  silica  which  re- 
places all  other  gangue  and  rock-forming  minerals.  Pyrite  and  sericite 
are  next  in  abundance,  with  chloritic  minerals  in  variable  amounts  and 
calcite  practically  unknown.  Schist  and  quartzite  fragments  have 
naturally  remained  the  least  altered  in  this  mass  and  are  consequently 
recognized  most  easily.  In  this  contact  breccia,  or  at  the  edges,  there  are 
bodies  of  intergrown  magnetite,  hematite  and  pyrite,  with  associations 
of  the  best-formed  garnet,  wollastonite,  and  other  contact  minerals. 
Silicification  usually  decreases  toward  the  outer  edge  of  the  breccia, 
sericite  and  chlorites  increasing.  In  many  thin  sections  studied,  the 
prevailing  impression  gathered  is  that  in  most  of  the  breccia  silicification 
is  the  last  process  involved,  following  sericitization  and  chloritization. 

There  are,  however,  distinctly  later  porphyry  dikes  cutting  the  breccia, 
as  has  already  been  stated,  which  have  also  been  accompanied  by  metamor- 
phosing emanations,  the  result  being  a  complication  and  confusion  of  the 
processes  involved.  Certain  highly  chloritized  portions  of  the  breccia, 
where  penninite  replaces  quartz  in  a  noticeable  way,  are  the  result  of 
these  conditions,  which  are  economically  important,  since  copper  minerals 
are  concentrated  in  very  pure  form  by  the  superimposed  alteration. 
There  are  also  other  observed  forms  of  this  repeated  alteration  depending 
on  the  variations  of  either  the  first  or  the  last.  But  it  is  generally  true 
that  the  second  process  never  reaches  the  point  of  adding  silica  or  even 
adding  sericite  to  the  previously  changed  rocks. 

Metamorphism  in  the  Contact  Limestones 

The  transition  from  breccia  to  limestone  that  can  be  recognized  is 
apt  to  be  very  sudden  in  the  Carboniferous  horizons,  and  graded  in  those 
below.  This  is  because  the  alteration  of  the  lower  limestones  is  more 
pronounced.  The  impure,  and  at  the  same  time  easily  crushed,  Devonian 
and  Cambrian  formations  become  a  mass  of  sericite,  penninite,  calcite, 
and  quartz,  with  some  tremolite,  garnet,  diopside,  wollastonite,  and 
epidote,  while  the  Escabrosa  limestone  usually  has  just  a  narrow  fringe 
or  a  few  bands  of  metamorphic  minerals  and  the  mass  of  the  rock  is  simply 
recrystallized  to  marble.  As  extremes  of  alteration  in  this  contact  zone 
there  are  places  where  the  limestone,  especially  the  Devonian,  is  con- 
verted into  a  highly  sericitic  or  chloritic  mass,  or  into  almost  pure  quartz. 
vol.  lv. — 21. 
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There  is  some  evidence  in  this  zone  also  that  silicification  is  the  last  process 
affecting  the  rocks  under  ordinary  conditions. 

Farther  from  the  contacts  or  the  centers  of  mineralization  the  changes 
visible  in  the  limestone  are  a  decrease  in  silica  and  sericite  in  all  the  rock, 
while  these  minerals  may  persist  in  breaks  and  joints.  Recrystallization 
of  calcite,  but  not  of  the  impurities,  is  very  common. 

In  this  contact  zone  the  accumulation  of  sulphides  is  marked  by  the 
increase  in  either  sericite,  silica,  or  chloritic  minerals  around  the  sulphides. 

Metamorphism  Ovtside  of  Contact  Zones 

Sometimes  rocks  with  considerable  alteration  are  encountered  far 
from  any  known  porphyry,  in  which  case  it  may  be  that  solutions  have 
traveled  along  fractures,  or  that  they  may  have  come  with  undiscovered 
porphyry.  Usually,  however,  the  copper  ores  have  been  found  replacing 
the  limestone  very  much  farther  away  than  any  general  alteration  of  the 
formations,  in  which  case  the  transition  from  fairly  unaltered  rock  to 
sulphides  is  sudden,  but  bears  some  relation  to  the  local  structure. 

Metamorphism  of  the  Porphyry 

The  primary  solutions  emanating  from  the  granite  porphyry  affect 
that  porphyry  in  about  the  same  way  as  they  do  the  adjacent  rocks.  If 
the  nearby  rocks,  whatever  they  may  be,  are  silicified,  the  porphyry  will 
be  also.  If  sericitized  or  chloritized,  the  same  processes  will  have  affected 
the  igneous  rock.  The  main  difference  comes  in  the  relative  amount  of 
sulphides  which  have  formed  during  these  changes.  Of  course,  the  same 
minerals  will  not  form  in  limestone  as  in  igneous  rock,  but  an  increase  or 
decrease  in  silica  or  magnesia  or  iron  will  be  parallel  in  both  cases. 

The  main  mass  of  Sacramento  Hill  is  so  highly  altered  that  a  thin 
section  of  this  rock  shows  only  a  mat  of  sericite  plates,  with  variable 
amounts  of  quartz,  pyrite,  and  chlorite,  without  much  being  left  to  dis- 
tinguish between  quartz,  feldspar  and  mica  phenocrysts,  and  the  base. 
Close  to  the  breccia,  silicification  is  common,  accompanied  by  disseminated 
copper  deposits. 

In  the  dikes  radiating  from  the  hill,  the  changes  in  alteration  of  the 
porphyry  are  very  clearly  marked,  as  well  as  the  relative  ages  of  succession 
of  the  processes.  Receding  from  the  silicified  portions,  sericite  increases 
and  the  outlines  of  phenocrysts,  first  of  quartz,  then  of  feldspar,  begin 
to  appear.  Lastly  appear  the  outlines  of  biotite,  marked  generally  by 
successive  laminae  of  sericite  and  pyrite.  Farther  away  penninite  is 
found  in  increasing  amount,  the  quartz  phenocrysts  being  unattacked  and 
some  of  the  plagioclase  feldspars  scarcely  altered.  The  chloritic  minerals 
appear  as  remnants  replaced  by  sericite. 

When  sericite  has  almost  all  disappeared,  and  there  is  no  silicification, 
epidote,  zoisite  and  calcite  are  sometimes  found  as  alteration  or  meta- 
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morphic  minerals  in  the  porphyry.  At  this  zone  there  are  also  found  por- 
tions of  the  rock  converted  into  almost  pure  penninite  and  edenite,  with 
some  serpentine,  as  if  the  ferromagnesian  minerals  lacking  in  the  more 
sericitic  rock  had  been  driven  to  accumulate  and  replace  other  portions. 
Only  the  presence  of  some  unaltered  quartz  phenocrysts  and  very  resistant 
apatite  crystals  helps  to  determine  the  original  rock,  although  transitions 
have  been  exposed  in  some  of  the  workings. 

Sulphides  in  some  amount  invariably  accompany  the  contacts  of 
porphyry  that  is  altered  to  this  degree. 

Farther  away  from  the  centers  of  action  slight  chloritization  of  the 
base,  of  some  feldspars  and  of  micas,  and  eventually  of  the  micas  alone, 
is  the  only  alteration  noticeable.  This  fades  out  in  a  few  observed 
cases  to  fresh  rock,  or  rock  affected  only  by  meteoric  waters.  The  con- 
tacts of  this  less  altered  porphyry  have  either  just  a  little  pyrite  and  spha- 
lerite, or  no  sulphides  at  all,  and  even  have  had  no  appreciable  effect 
on  the  immediately  adjacent  limestone  when  seen  in  thin  section. 

The  alteration  of  the  more  basic  dikes  which  cut  the  contact  breccia 
is  also  similar  to  the  one  induced  in  the  breccia,  except  that  the  earlier 
changes  are  not  observed  in  these  dikes. 

Summary 

To  summarize,  it  may  be  said  that  the  weakest  as  well  as  the  farth- 
est reaching  alteration  in  the  porphyry  is  chloritization.  Next  comes 
epidotization,  which  is  of  minor  importance.  Sericite  and  finally  quartz 
are  the  additional  minerals-  formed  with  the  increase  in  the  strength  as 
well,  probably,  as  the  temperature  of  the  emanations.  The  minerals 
formed  by  the  stronger  solutions  are  formed  by  replacement  of  the  earlier 
ones,  in  the  ordinary  case  when  metamorphism  is  advancing  in  intensity 
from  the  center.  Superimposed  alteration  may  be  caused  by  later  in- 
trusives,  or  in  certain  instances  by  the  decrease  in  intensity  in  the  dying- 
out  period  of  alteration. 

Some  unaltered  dikes  in  Holbrook  and  Czar  ground  are  found  in 
zones  where  the  rest  of  the  rocks  show  intense  sericitization,  including 
some  masses  of  porphyry.  These  dikes  are  associated  also  with  some 
sulphide  ores,  the  contacts  being  far  more  distinct  than  ordinarily.  If  it 
were  not  for  the  slight  sericitization  of  these  dikes  close  to  the  ore,  while 
away  from  it  they  show  no  hydrothermal  action,  it  would  be  possible 
to  believe  that  they  are  the  result  of  post-mineralization  intrusions. 

The  Shattuck  dike  shows  similar  phenomena,  as  it  is  very  fresh  for 
long  stretches,  and  then,  close  to  the  ore  zones  in  Uncle  Sam  and  Shattuck 
ground  is  almost  as  altered  as  any  rock  around  Sacramento  Hill,  showing 
that  the  altering  solutions  did  not  accompany  all  the  porphyry  but  found 
their  way  through  special  channels. 

The  following  partial  analyses  of  altered  porphyries  are  typical: 
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I  II  III 

Au,  ounces Nil  Nil  Nil 

Ag,  ounces 0.04  0.08  0.04 

Per  Cent.  Per  Cent.  Per  Cent. 

Cu 0.24  0.11  0.11 

Pb Tr.  Tr.  Tr. 

SiO, 55.9  76.6  73.3 

Fe 9.8  5.6  5.7 

CaO 1.8  3.1  0.5 

MgO 0.5  3.2  2.8 

A1,0, 16.6  7.4  10.1 

S 8.8  1.0  0.4 

Mn 0.6  0.6  0.6 

Zn Tr.  Tr.  Tr. 

P 0.08  0.10  0.09 

Totals 94.32        97.71        93.60 

I.  Highly  sericitized  porphyry  with  pyrite,  from  Sacramento  dike, 
close  to  Sacramento  Hill. 

II.  Chloritized,  partly  sericitized  and  epidotized  porphyry,  from 
Sacramento  dike,  about  1,000  ft.  away  from  the  hill. 

IIL    Slightly  chloritized  porphyry,  Dallas  mine. 

The  general  zones  of  primary  alteration  are  shown  for  the  sections 
through  the  camp  in  Plates  5A,6A9  and  7 A.  Silicification  and  sericiti- 
zation  have  been  explained  already.  Chloritization  is  not  marked  be- 
cause it  is  too  irregular,  and  though  important  in  the  porphyry,  the  sedi- 
ments in  that  zone  are  not  generally  affected.  The  zone  of  sulphide 
replacement  was  introduced,  where  the  limestones  surrounding  sulphide 
replacements  were  affected  so  slightly  immediately  away  from  the  ore- 
bodies  that  there  can  be  said  to  be  practically  no  metamorphism. 

VIII.  THE  ORES  OF  THE  DISTRICT 

General  Occurrences 

The  general  occurrence  of  the  orebodies  can  be  best  appreciated  by 
reference  to  the  horizontal  and  vertical  projections  of  the  stopes  given 
in  Plates  8  to  10. 

In  the  horizontal  projection  (Plate  8),  there  is  a  well-marked  crescent- 
shaped  zone  around  Sacramento  Hill,  with  an  extension  around  the  Lowell 
mass  of  granite  porphyry.  Along  the  Dividend  and  Czar  zones  the  effects 
of  major  structural  lines  are  well  marked  by  the  abundance  of  ore  taken 
out.  The  Shattuck  dike-Czar  zone  intersection  has  its  group  of  orebodies, 
and  extensions  and  outliers  from  the  general  zone  follow  both  the  Sac- 
ramento dike  and  the  series  of  breaks  in  Briggs  and  Cole  ground  to  the 
southward. 
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In  the  vertical  projections  (Plates  9  and  10)  the  inclination  of  the  ore 
sone  ia  shown;  also  in  Plates  5  and  6  the  stratigraphical  position  is  seen 
to  follow  in  general  the  dip  of  the  limestones,  at  horizons  varying  from 
the  top  300  ft.  of  the  Cambrian  to  the  lower  300  ft.  of  the  Carboniferous. 


Classification  of  the  Orebodies 


As  in  the  case  of  the  inetamorphism  and  alteration  of  the  rocks,  the 
authors  have  found  no  reason  to  separate  the  orehodics  due  to  genetic 
differences.     All  the  ores  are  believed  to  be  due  to  one  general  period  of 
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primary  mineralization  which  followed  closely  the  intrusion  of  the  main 
porphyry  masses.  Differences  in  the  ores  are  ascribed  mainly  to  the 
character  of  the  formation  that  they  replace  and  to  the  amount  of  general 


d  Ho ats on  Shafts 


metamorphism  in  the  surrounding  rocks  due  to  the  distance  from  the 
centers  of  alteration.  All  the  ores  are  also  believed  to  be  formed  by  meta- 
somatic  replacements  of  various  rocks. 


Plate  II- — Sacramento  Hill  Obebody. 

Four  convenient  subdivisions  can  be  made,  dependent  on  the  forma- 
tion replaced,  as  follows:  ores  in  porphyry,  in  contact  breccia,  in  contact 
metamorphic  limestone,  and  in  relatively  unaltered  limestone.     In  con- 
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sidering  these  ores,  the  primary  mineralization  will  be  taken  up  first  and 
the  effects  of  meteoric  water  circulation  left  for  later  discussion. 

Ores  in  Porphyry 

To  thiB  type  belongs  the  ore  developed  recently  in  Sacramento  Hill. 
The  ore  occurs  as  a  very  irregular  mass  of  chalcocite,  pyrite  and  some 
bornite  in  brecciated,  altered  porphyry  at  the  inner  side  of  the  contact 
breccia.  The  ore  also  penetrates  the  contact  breccia,  as  shown  in  Plates  5 
and  11,  and  connects  with  some  typical  bodies  in  this  latter  rock.  The 
porphyry,  in  general,  is  sericitised,  and  somewhat  silicified  close  to  the 


breccia,  and  in  parts  of  the  ore.  The  primary  sulphide  minerals  are 
pyrite  and  bornite  alone,  this  being  the  only  type  of  ore  in  the  camp  in 
which  chalcopyrite  is  not  an  important  constituent.  Partial  analyses  of 
this  porphyry  ore  are  given  in  Table  2, 

Besides  the  ore  in  Sacramento  Hill,   ore   occurs  in  porphyry  in  a 
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great  many  places  in  the  contact-metamorphic  zone,  where  the  sulphides 
replace  limestone  and  in  a  minor,  but  very  distinct  way,  the  adjacent 
porphyry.  A  noteworthy  example  of  this  is  the  orebody  known  as  the 
Dividend  Slice  No.  1,  where  most  of  the  porphyry  is  entirely  converted 
into  ore. 

Ores  in  Contact  Breccia 

This  second  type  of  ore  is  found  from  the  Holbrook  to  the  Lowell, 
Oliver  and  Sacramento  mines.  The  bodies  are  extremely  irregular  in 
shape  and  size,  and  are  not  confined  to  any  definite  horizon,  but  are 
usually  found  in  unenriched  and  unoxidized  state.  One  of  these  bodies 
outcropped  to  the  west  of  Sacramento  Hill. 

The  breccia,  as  has  been  explained,  is  highly  silicified,  and  the  ores 
themselves  may  be  in  an  extra  siliceous  portion,  or  in  a  chloritized  zone 
due  to  one  of  the  later  dikes  mentioned  before.  The  value  of  the  con- 
tact breccia  as  an  ore  zone  has  been  realized  only  within  the  last  few  years, 
as  the  rock  is  perhaps  the  most  difficult  of  all  to  prospect. 

Ores  in  Contact-Metamorphic  Zone 

To  this  class  and  the  next  belong  a  great  majority  of  the  ores  hereto- 
fore mined  in  the  district.  The  contact-metamorphic  zone,  marked  by 
many  alteration  products  in  the  limestone,  but  mainly  by  sericitization 
of  both  intrusive  and  intruded  rocks,  forms  a  block  around  Sacramento 
Hill  and  the  associated  extensions  of  the  porphyry.  The  ores  occur  as 
irregular  bodies  intimately  connected  with  dikes  and  sills  which  are  direct 
offshoots  of  the  main  porphyry  masses.  The  replacements  extend  from 
some  distance  in  the  porphyry,  through  some  of  the  unrecognizable 
altered  limestones,  into  the  distinct  bedding  planes  of  less  metamorphosed 
sediments. 

Faulting  and  crushing  previous  to  the  introduction  of  the  porphyry 
and  ore  solutions  played  an  important  part  in  determining  the  location 
and  limiting  the  size  of  individual  orebodies.  Very  little  post-ore  deposi- 
tion faulting  has  occurred  so  little,  in  fact,  that  it  is  a  negligible  factor  for 
most  of  the  district. 

The  contact-metamorphic  zone  occurs  almost  entirely  in  Martin  and 
in  the  first  200  ft.  of  Escabrosa  limestone.  Some  orebodies,  however, 
are  found  in  the  top  100  ft.  of  Abrigo,  as  shown  clearly  in  Plates  5,  6 
and  7.  To  this  zone  belongs  the  ore  found  along  the  Dividend  Fault, 
which  has  played  such  an  important  part  in  structure  and  mineralization 
of  the  district.  The  rich  ore  mined  early  from  the  Czar  and  Holbrook 
was  taken  out  along  this  fault,  and  rich  ore  is  still  being  mined  in  the 
Czar  from  along  it. 

To  this  type  of  orebody  belong  also  a  great  part  of  the  ores  imme- 
diately adjacent  to  the  Sacramento  dike,  Lowell  sill,  and  to  dikes  in  the 
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Junction  and  Oliver  mines,  though  these  bodies,  being  outside  of  the 
highly  altered  zone,  generally  grade  into  typical  replacements  of  the 
unaltered  limestones. 

Ores  in  Relatively  Unaltered  Limestone 

To  this  subdivision  belong  the  orebodies  in  the  Southwest,  Higgins, 
Wolverine,  Uncle  Sam,  Shattuck,  the  south  end  of  the  Spray,  Irish  Mag 
and  Oliver  mines,  all  of  the  ore  in  the  Cole  and  Briggs,  and  the  major 
portion  of  the  ores  in  the  Sacramento,  Hoatson  and  Junction  mines.  A 
brief  description  of  each  of  these  occurrences  is  given  below. 

The  Southwest  orebodies,  which  include  the  original  ore  discovery  of 
the  camp,  occur  as  replacements  of  Martin  and  Escabrosa  limestones 
along  the  Czar  Fault.  The  original  Queen  orebody  outcropped  at  the 
surface,  at  the  big  glory  hole  at  the  base  of  Queen  Hill.  It  occurred  in 
the  foot-wall  side  of  the  Czar  Fault,  replacing  Martin  and  Escabrosa  lime- 
stones. Following  the  Czar  Fault  to  the  southwest  is  a  continuous  chain 
of  orebodies  in  the  hanging- wall  side  of  the  fault,  in  the  same  stratigraphic 
horizon,  until  the  present  Southwest  workings  are  reached.  At  this  point 
the  orebodies  again  cut  across  to  the  foot-wall  side,  but  keep  in  the  same 
horizon.  It  is  these  foot-wall  orebodies  that  are  being  mined  at  present. 
The  Czar  Fault  is  here  broken  up  and  forms  blocks  with  east-to-west 
faults.  In  this  crushed  zone  occurs  a  large  mass  of  brecciated  iron- 
stained  silica,  which  outcrops  on  the  surface  on  both  sides  of  Hendrick's 
Gulch.  The  orebodies  are  found  at  and  near  the  contacts  of  this  mass,  as 
replacements  of  Martin  and  Escabrosa  beds,  and  penetrate  the  breccia 
itself  for  short  distances.     The  ore  is  both  of  copper  and  of  lead. 

The  ore  early  mined  along  the  Czar  Fault  (and  now  being  largely 
remined),  was  closely  associated  with  porphyry  dikes  and  sills,  which 
came  up  along  the  fault.  The  present  orebodies,  however,  are  not  in 
contact  with  porphyry.  The  silica  breccia  mass,  however,  in  depth  is 
connected  with  porphyry. 

Following  the  Silver  Bear  Fault,  which  forms  the  eastern  boundary 
of  the  Queen  Hill  Block,  another  series  of  orebodies  occur,  also  as  replace- 
ments of  Martin  and  Escabrosa  limestone.  These  orebodies  are  directly 
related  to  porphyry  dikes  and  sills. 

The  Higgins,  Wolverine,  Shattuck  and  Uncle  Sam  orebodies  occur 
close  to  and  in  contact  with  the  Shattuck  dike.  The  Higgins  and 
Wolverine  are  the  farthest  west,  and  therefore  farthest  removed  from 
Sacramento  Hill.  Here  the  dike,  as  exposed  underground,  occurs  as  a 
dike  of  unaltered  porphyry,  and  the  orebodies  are  found  on  both  sides 
replacing  Abrigo  limestone  about  100  ft.  below  the  top.  The  Uncle  Sam 
and  Shattuck  orebodies  occur  as  replacements  of  Martin  and  Escabrosa 
limestones,  very  intimately  associated  with  a  large  sill  of  porphyry  with 
which  the  Shattuck  dike  connects  in  depth.     At  the  Shattuck,  another  mass 
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of  silica  breccia  occurs,  more  intimately  associated  with  the  porphyry 
than  at  the  Southwest,  with  ore  formed  at  the  contacts,  and  penetrat- 
ing into  the  mass.  Here  again  the  ore  is  both  lead  and  copper  as  at  the 
Southwest. 

To  the  south  and  west  of  the  Contact  Block  is  a  relatively  up-thrown 
block,  bounded  by  the  Dixie-Howell-Senator  Fault  on  the  north  and  east, 
and  by  the  Oliver  Fault  to  the  southwest,  previously  mentioned  as  the 
Oliver  Block.  In  Irish  Mag,  Gardner,  and  Oliver  ground,  the  block 
is  much  broken  up  by  N.-S.  fractures,  and  here  there  are  orebodies  in 
the  foot-wall  side  of  the  Dixie-Howell-Senator  Fault  replacing  Abrigo 
and  Martin  beds.  In  Spray,  and  in  part  of  the  Oliver  ground  where  the 
block  is  less  fractured,  orebodies  are  found  entirely  as  replacements  of 
Abrigo  limestone,  from  100  to  300  ft.  down  from  the  top.  In  Spray 
ground  no  porphyry  has  yet  been  found  anywhere  near  these  orebodies. 
In  Oliver  ground,  they  are  associated  with  small  dikes. 

In  the  Cole  mine,  orebodies  occur  in  the  Martin  limestone  and  extend 
for  a  short  distance  into  the  top  of  the  Abrigo,  along  N.-S.  fractures. 
These  orebodies  occur  in  the  hanging-wall  side  of  the  Oliver  Fault. 
This  fault,  between  the  Cole  and  Oliver  mines,  has  cut  off  one  of  these 
orebodies  and  is,  therefore,  post-ore  deposition  in  age,  one  of  the  few 
breaks  of  its  kind  in  the  productive  area  of  the  camp.  The  Cole  orebodies 
are  not  directly  connected  with  porphyry. 

The  orebodies  of  the  Briggs  mine  are  similar  to  those  of  the  Cole  in 
structure,  being  related  to  a  N.-S.  fractured  zone,  not  directly  connected 
with  porphyry.     They  are  also  replacements  of  Martin  limestone. 

The  orebodies  in  the  Hardscrabble  claim  of  the  Sacramento  mine,  and 
part  of  the  Hoatson  mine  are  directly  associated  with  the  Sacramento  Dike. 
The  orebodies  exist  as  replacements  of  Escabrosa  limestone,  the  horizon 
being  about  200  ft.  up  from  the  base.  The  orebodies  here  are  in  direct 
contact  with  the  dike  on  both  sides,  and  make  into  it  for  short  distances. 

To  summarize,  the  orebodies  in  the  unaltered  limestone  occur  for  the 
most  part  at  or  near  porphyry  contacts,  but  they  also  occur  away  from 
porphyry  in  fractured  country.  In  fractured  country  and  where  intru- 
sions are  numerous,  the  ore  horizon  tends  to  rise,  and  ore  is  found  mostly 
occurring  from  the  base  of  the  Martin  limestone  to  300  ft.  above  the  base 
of  the  Escabrosa.  In  unfractured,  and  relatively  less  intruded  country, 
on  the  other  hand,  the  horizon  tends  to  drop  and  ore  is  found  in  the 
Abrigo  limestone. 

In  the  illustrations  showing  the  zones  of  alteration  (Plates  5A,  5JS, 
6A,  6B,  7 A,  and  IB)  the  orebodies  in  porphyry  are  seen  to  be  between 
the  sericitized  and  silicified  portions  of  that  formation.  The  ores  in 
breccia  are  in  a  highly  silicified  zone.  The  ores  in  the  contact-meta- 
morphic  limestones  occur  where  the  alteration  is  mainly  sericitic. 

Table  2  gives  partial  analyses  of  the  orebodies  along  sections  shown 
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by  the  illustrations  and  the  rocks  that  they  are  found  in,  as  well  as  the 
character  of  the  ore  dependent  on  oxidation. 

Table  2. — Partial  Analyses  of  Orebodies  along  Sections  of  Plate  4 

Section  A- A 


Rock  Replaced 


Location 


Oxidation 
Features 


Cu, 
Per 

Cent. 


Fe, 

Per 

Cent. 


-s. 

Per 
Cent. 


SiO,, 

Per 

Cent. 


AUO, 

Per 

Cent. 


CaO, 

Per 

Cent. 


Porphyry 

Porphyry 

Porphyry 

Porphyry 

Porphyry 

Porphyry 

Contact  breccia 

Contact  breccia , 

Contact    metamorphic 
limestone 

Contact    metamorphic 
limestone 

Contact  metamorphic 
limestone  (slightly 
altered) 

Escabrosa  limestone 

Devonian  limestone 


East  end  Sac.  Hill 
West  end  Sac.  Hill 
West  end  Sao.  Hill 
West  end  Sao.  Hill 
West  end  Sao.  Hill 
West  end  Sac.  Hill 
Breccia    West   of 

Sac.  Hill. 
Breccia    West    of 

Sac.  Hill. 

Holbrook 
Holbrook 


Holbrook 
Holbrook 
Southwest 


Enriched 
Enriched 
Enriched 
Enriched 
Enriched 
Enriched 
Primary 

Slightly  enriched 


Enriched 


Enriched 


Slightly  enriched 
Residual  carbonate 
Residual  carbonate 


2.76 
1.8 
3.7 
6.6 
7.8 
12.2 
6.4 

6.1 


8.8 


4.4 


5.0 
6.3 
4.1 


9.3 

8.0 

59.6 

9.4 

9.8 

;  60.5 

10.8 

11.8 

i  58.1 

13.6 

15.8 

50.1 

17.0 

20.1 

44.3 

16.9 

21.3 

43.7 

19.1 

22.4 

40.7 

14.7 

16.4 

46.1 

22.7 

? 

21.8 

24.4 

25.3 

13.0 

31.1 

35.2 

15.2 

22.3 

0.2 

10.1 

12.2 

0.1 

18.3 

13 
11 
10 
7 
6 
3 
5 


.6 
.4 
.4 
.8 
.0 
.8 
.3 


15.1 


15.1 


6.2 
5.3 
7.3! 


1.2 
0.9 
0.8 
0.7 
0.7 
0.4 
0.7 


9.1      0.5 


0.9 


1.0 


14.8 
12.9 


Section  B-B 


Escabrosa     lime     and 

Uncle  Sam  Mine 

Uncle  Sam  Mine 

Abrigo  limestone 

Gardner 

Devonian  limestone. . . . 

Gardner 

Escabrosa  limestone 

Gardner 

Metamorphosed  Devo- 

nian   

Gardner 
Gardner 

Contact  breccia 

Metamorphic  limestone. 

Sacramento 

Residual  ore 
Residual  ore 
Primary 
Primary 
Residual  carbonate 

Primary 
Primary 
Enriched  ore 


14.7 

26.3 

•  •  • 

20.6 

7.5 

6.5 

22. 51    ... 

19.8 

9.5 

6.1 

28.5 

29.3 

20.7      4.3 

4.7 

32.5 

36.0 

16.1 

6.1 

8.6 

25.9 

•  •  • 

20.0 

5.1 

4.3 

34.1 

27.7 

14.8 

2.45 

4.8 

30.6 

40.0 

13.6 

4.5 

9.3 

22.7 

23.0 

25.6 

11.4 

Section  C-C 


2.6 
7.0 
1.7 
3.1 
3.0 

1.3 
1.4 
1.3 


1 

Residual  carbonate    5 .  25 

13.8 

•  •  • 

1 
45.9    5.2 

2.6 

Partly  altered  Devonian  Holbrook 

Residual  carbonate 

8.1 

13.2 

Tr. 

26.0  10.5 

1.6 

Partly  altered  Escabrosa  Holbrook 

Residual  carbonate    4.4 

25.1    Tr. 

19.4 

9.5 

1.5 

Sericitised  metamorphic.  Holbrook 

Enriched  sulphide     5.5 

21.1      ? 

14.9 

23.0 

0.4 

Sericitiied  metamorphic! 

lime  and  porphyry. . .    Holbrook 

(Divi-    Enriched  sulphide 

6.6  '   17.5    12.6 

17.8 

23.2 

0.3 

dend) . 

Mineralogy  of  the  Ores 

As  in  the  case  of  rock  alteration,  primary  minerals  in  the  ores  have 
been  changed  greatly  by  the  circulation  of  meteoric  waters,  and  the 
criteria  have  already  been  given  for  determining  the  primary  zone  under 
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There  is  some  evidence  in  this  zone  also  that  silicification  is  the  last  process 
affecting  the  rocks  under  ordinary  conditions. 

Farther  from  the  contacts  or  the  centers  of  mineralization  the  changes 
visible  in  the  limestone  are  a  decrease  in  silica  and  sericite  in  all  the  rock, 
while  these  minerals  may  persist  in  breaks  and  joints.  Recrystallization 
of  calcite,  but  not  of  the  impurities,  is  very  common. 

In  this  contact  zone  the  accumulation  of  sulphides  is  marked  by  the 
increase  in  either  sericite,  silica,  or  chloritic  minerals  around  the  sulphides. 

Metamorphism  OiUside  of  Contact  Zones 

Sometimes  rocks  with  considerable  alteration  are  encountered  far 
from  any  known  porphyry,  in  which  case  it  may  be  that  solutions  have 
traveled  along  fractures,  or  that  they  may  have  come  with  undiscovered 
porphyry.  Usually,  however,  the  copper  ores  have  been  found  replacing 
the  limestone  very  much  farther  away  than  any  general  alteration  of  the 
formations,  in  which  case  the  transition  from  fairly  unaltered  rock  to 
sulphides  is  sudden,  but  bears  some  relation  to  the  local  structure. 

Metamorphism  of  the  Porphyry 

The  primary  solutions  emanating  from  the  granite  porphyry  affect 
that  porphyry  in  about  the  same  way  as  they  do  the  adjacent  rocks.  If 
the  nearby  rocks,  whatever  they  may  be,  are  silicified,  the  porphyry  will 
be  also.  If  sericitized  or  chloritized,  the  same  processes  will  have  affected 
the  igneous  rock.  The  main  difference  comes  in  the  relative  amount  of 
sulphides  which  have  formed  during  these  changes.  Of  course,  the  same 
minerals  will  not  form  in  limestone  as  in  igneous  rock,  but  an  increase  or 
decrease  in  silica  or  magnesia  or  iron  will  be  parallel  in  both  cases. 

The  main  mass  of  Sacramento  Hill  is  so  highly  altered  that  a  thin 
section  of  this  rock  shows  only  a  mat  of  sericite  plates,  with  variable 
amounts  of  quartz,  pyrite,  and  chlorite,  without  much  being  left  to  dis- 
tinguish between  quartz,  feldspar  and  mica  phenocrysts,  and  the  base. 
Close  to  the  breccia,  silicification  is  common,  accompanied  by  disseminated 
copper  deposits. 

In  the  dikes  radiating  from  the  hill,  the  changes  in  alteration  of  the 
porphyry  are  very  clearly  marked,  as  well  as  the  relative  ages  of  succession 
of  the  processes.  Receding  from  the  silicified  portions,  sericite  increases 
and  the  outlines  of  phenocrysts,  first  of  quartz,  then  of  feldspar,  begin 
to  appear.  Lastly  appear  the  outlines  of  biotite,  marked  generally  by 
successive  laminae  of  sericite  and  pyrite.  Farther  away  penninite  is 
found  in  increasing  amount,  the  quartz  phenocrysts  being  unattacked  and 
some  of  the  plagioclase  feldspars  scarcely  altered.  The  chloritic  minerals 
appear  as  remnants  replaced  by  sericite. 

When  sericite  has  almost  all  disappeared,  and  there  is  no  silicification, 
epidote,  zoisite  and  calcite  are  sometimes  found  as  alteration  or  meta- 
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lorphic  minerals  in  the  porphyry.  At  this  zone  there  are  also  found  por- 
ons  of  the  rock  converted  into  almost  pure  penninite  and  edenite,  with 
>me  serpentine,  as  if  the  ferromagnesian  minerals  lacking  in  the  more 
iricitic  rock  had  been  driven  to  accumulate  and  replace  other  portions, 
nly  the  presence  of  some  unaltered  quartz  phenocrysts  and  very  resistant 
mtite  crystals  helps  to  determine  the  original  rock,  although  transitions 
ive  been  exposed  in  some  of  the  workings. 

Sulphides  in  some  amount  invariably  accompany  the  contacts  of 
>rphyry  that  is  altered  to  this  degree. 

Farther  away  from  the  centers  of  action  slight  chloritization  of  the 
ise,  of  some  feldspars  and  of  micas,  and  eventually  of  the  micas  alone, 

the  only  alteration  noticeable.  This  fades  out  in  a  few  observed 
ses  to  fresh  rock,  or  rock  affected  only  by  meteoric  waters.  The  con- 
cts  of  this  less  altered  porphyry  have  either  just  a  little  pyrite  and  spha- 
ite,  or  no  sulphides  at  all,  and  even  have  had  no  appreciable  effect 

the  immediately  adjacent  limestone  when  seen  in  thin  section. 

The  alteration  of  the  more  basic  dikes  which  cut  the  contact  breccia 
also  similar  to  the  one  induced  in  the  breccia,  except  that  the  earlier 
anges  are  not  observed  in  these  dikes. 

Summary 

To  summarize,  it  may  be  said  that  the  weakest  as  well  as  the  farth- 
reaching  alteration  in  the  porphyry  is  chloritization.  Next  comes 
dotization,  which  is  of  minor  importance.  Sericite  and  finally  quartz 
:  the  additional  minerals,  formed  with  the  increase  in  the  strength  as 
11,  probably,  as  the  temperature  of  the  emanations.  The  minerals 
med  by  the  stronger  solutions  are  formed  by  replacement  of  the  earlier 
5S,  in  the  ordinary  case  when  metamorphism  is  advancing  in  intensity 
tn  the  center.  Superimposed  alteration  may  be  caused  by  later  in- 
sives,  or  in  certain  instances  by  the  decrease  in  intensity  in  the  dying- 
period  of  alteration. 

Some  unaltered  dikes  in  Holbrook  and  Czar  ground  are  found  in 
es  where  the  rest  of  the  rocks  show  intense  sericitization,  including 
le  masses  of  porphyry.  These  dikes  are  associated  also  with  some 
)hide  ores,  the  contacts  being  far  more  distinct  than  ordinarily.  If  it 
e  not  for  the  slight  sericitization  of  these  dikes  close  to  the  ore,  while 
ty  from  it  they  show  no  hydrothermal  action,  it  would  be  possible 
>elieve  that  they  are  the  result  of  post-mineralization  intrusions. 
The  Shattuck  dike  shows  similar  phenomena,  as  it  is  very  fresh  for 
;  stretches,  and  then,  close  to  the  ore  zones  in  Uncle  Sam  and  Shattuck 
ind  is  almost  as  altered  as  any  rock  around  Sacramento  Hill,  showing 
i  the  altering  solutions  did  not  accompany  all  the  porphyry  but  found 
r  way  through  special  channels. 
The  following  partial  analyses  of  altered  porphyries  are  typical: 
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I  II  III 

Au,  ounces Nil  Nil  NU 

Ag,  ounces 0.04  0.08  0.04 

Per  Cent.  Per  Cent.  Per  Cent. 

Cu 0.24  0.11  0.11 

Pb Tr.  Tr.  Tr. 

SiO, 65.9  76.6  73.3 

Fe 9.8  5.6  5.7 

CaO 1.8  3.1  0.5 

MgO 0.5  3.2  2.8 

Al,Ot 16.6  7.4  10.1 

S 8.8  1.0  0.4 

Mn 0.6  0.6  0.6 

Zn Tr.  Tr.  Tr. 

P 0.08  0.10  0.09 

Totals 94.32        97.71        93.60 

I.  Highly  sericitized  porphyry  with  pyrite,  from  Sacramento  dike, 
close  to  Sacramento  Hill. 

II.  Chloritized,  partly  sericitized  and  epidotized  porphyry,  from 
Sacramento  dike,  about  1,000  ft.  away  from  the  hill. 

IIL    Slightly  chloritized  porphyry,  Dallas  mine. 

The  general  zones  of  primary  alteration  are  shown  for  the  sections 
through  the  camp  in  Plates  5A,  6A,  and  7A.  Silicification  and  sericiti- 
zation  have  been  explained  already.  Chloritization  is  not  marked  be- 
cause it  is  too  irregular,  and  though  important  in  the  porphyry,  the  sedi- 
ments in  that  zone  are  not  generally  affected.  The  zone  of  sulphide 
replacement  was  introduced,  where  the  limestones  surrounding  sulphide 
replacements  were  affected  so  slightly  immediately  away  from  the  ore- 
bodies  that  there  can  be  said  to  be  practically  no  metamorphism. 

VIII.  THE  ORES  OF  THE  DISTRICT 

General  Occurrences 

The  general  occurrence  of  the  orebodies  can  be  best  appreciated  by 
reference  to  the  horizontal  and  vertical  projections  of  the  stopes  given 
in  Plates  8  to  10. 

In  the  horizontal  projection  (Plate  8),  there  is  a  well-marked  crescent- 
shaped  zone  around  Sacramento  Hill,  with  an  extension  around  the  Lowell 
mass  of  granite  porphyry.  Along  the  Dividend  and  Czar  zones  the  effects 
of  major  structural  lines  are  well  marked  by  the  abundance  of  ore  taken 
out.  The  Shattuck  dike-Czar  zone  intersection  has  its  group  of  orebodies, 
and  extensions  and  outliers  from  the  general  zone  follow  both  the  Sac- 
ramento dike  and  the  series  of  breaks  in  Briggs  and  Cole  ground  to  the 
southward. 
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In  the  vertical  projections  (nates  9  and  10)  the  inclination  of  the  ore 
•one  is  shown;  also  in  Hates  5  and  6  the  stratigraphies!  position  is  seen 
to  follow  in  general  the  dip  of  the  limestones,  at  horiions  varying  from 
the  top  300  ft.  of  the  Cambrian  to  the  lower  300  ft  of  the  Carboniferous. 


Classification  of  the  Orebomek 

As  in  the  case  of  the  metamorphism  and  alteration  of  the  rocks,  the 
authors  have  found  no  reason  to  separate  the  orebodies  due  to  genetic 
differences.     All  the  ores  are  believed  to  be  due  to  one  general  period  of 
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primary  mineralization  which  followed  closely  the  intrusion  of  the  main 
porphyry  masses.  Differences  in  the  ores  are  ascribed  mainly  to  the 
character  of  the  formation  that  they  replace  and  to  the  amount  of  general 
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metamorphism  in  the  surrounding  rocks  due  to  the  distance  from  the 
centers  of  alteration.  All  the  ores  are  also  believed  to  be  formed  by  meta- 
somatic  replacements  of  various  rocks. 


.■to  Hill  Orebody. 


Four  convenient  subdivisions  can  be  made,  dependent  on  the  forma- 
tion replaced,  as  follows:  ores  in  porphyry,  in  contact  breccia,  in  contact 
metamorphic  limestone,  and  in  relatively  unaltered  limestone.     In  con- 
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sidering  these  ores,  the  primary  mineralization  will  be  taken  up  first  and 
the  effects  of  meteoric  water  circulation  left  for  later  discussion. 

Ores  in  Porphyry 

To  this  type  belongs  the  ore  developed  recently  in  Sacramento  Hill. 
The  ore  occurs  as  a  very  irregular  mass  of  chalcocite,  pyrite  and  some 
bornite  in  brecciated,  altered  porphyry  at  the  inner  side  of  the  contact 
breccia.  The  ore  also  penetrates  the  contact  breccia,  as  shown  in  Plates  5 
and  11,  and  connects  with  some  typical  bodies  in  this  latter  rock.  The 
porphyry,  in  general,  is  sericitized,  and  somewhat  silicified  close  to  the 


breccia,  and  in  parts  of  the  ore.  The  primary  sulphide  minerals  are 
pyrite  and  bornite  alone,  this  being  the  only  type  of  ore  in  the  camp  in 
which  chalcopyrite  is  not  an  important  constituent.  Partial  analyses  of 
this  porphyry  ore  are  given  in  Table  2. 

Besides  the  ore  in  Sacramento  Hill,  ore   occurs  in  porphyry  in  a 
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the  caption,  "The  Effect  of  Contact  and  Hydrothermal  Metamorphism 
on  the  Formations." 

The  original  sulphides  of  copper  deposited  are  comparatively  few 
in  number,  chalcopyrite  and  bornite  being  the  important  ones  economic- 
ally. Tennantite  is  the  only  other  copper-bearing  mineral  so  far  found 
in  the  primary  zone,  if  exception  be  made  of  one  or  two  unknown  minerals 
seen  with  the  microscope.  Pyrite  is  such  an  important  constituent  of 
the  ores,  that  it  must  be  considered  along  with  the  copper  minerals,  and 
magnetite,  hematite,  sphalerite  and  galena  are  common  enough  to  be 
considered  part  of  the  ores,  especially  the  last  two,  since  they  are  the 
source  of  oxidized  ores  of  importance. 

Chalcocite  is  very  abundant  in  many  forms  in  the  zone  of  enrichment 
but  has  not  been  seen  in  the  undoubted  primary  zone,  though  this  has 
been  considerably  explored.  It  is  therefore  highly  probable  that  this 
mineral  was  not  formed  by  the  ascending  solutions  in  this  district,  and 
conflicting  microscopic  evidence  in  the  ores  above  has  been  considered 
insufficient  to  offset  the  field  evidence  of  the  primary  zone. 

Pyrite 

Of  the  sulphides,  pyrite  is  generally  the  first  formed,  and  accompanies 
every  one  of  the  stages  of  alteration  described  under  metamorphism.  In 
the  ores,  very  fine  examples  of  the  structures  described  by  Graton  and 
Murdoch8  may  be  seen,  grading  from  the  perfect  "porphyritic"  relation 
between  well-formed  pyrite  crystals  and  the  other  sulphides,  to  a  mass  of 
pyrite  grains  with  little  interstitial  chalcopyrite  or  bornite. 

As  additional  evidence  for  explaining  the  mode  of  formation  of  some 
of  the  sulphides  the  following  observations  will  be  given.  Around  any 
orebody,  pyrite  usually  persists  in  the  same  general  relations  to  the  rock 
or  gangue,  that  it  has  to  the  other  sulphides  in  the  ore,  with  the  exception 
that  in  the  ore  the  individual  pyrite  grains  are  broken  up,  penetrated  or 
reabsorbed  by  the  other  sulphides  in  such  forms  as  are  illustrated  in 
Plate  13,  Fig.  2,  and  Plate  14.  Thus,  ore  in  porphyry  has  pyrite  vein- 
lets  extending  into  the  rock  along  joints  and  it  will  be  found  disseminated 
through  the  rock  in  irregular  grains  that  usually  started  around  a  biotite. 
These  same  pyrite  veinlets  and  disseminated  grains  will  persist  even  when 
all  the  rock  has  been  replaced  by  sulphides,  as  can  be  seen  in  Plate  13, 
Fig.  3.  In  limestone  replacements,  pyrite  will  extend  out  along  bedding 
planes  in  layers  that  are  continuous  with  pyrite  bands  in  the  copper  ore. 
And  pyrite  crystals  will  be  found  to  have  the  same  "porphyritic"  rela- 
tion to  slightly  altered  Abrigo  limestone  as  they  have  to  the  rich  ore  in 

8L.  C.  Graton  and  J.   Murdoch:  The  Sulphide  Ores  of  Copper,  Transactions, 
vol.  45,  pp.  26-93  (1913). 
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formation  pyrite  is  the  advance  sulphide,  formed  partly  by  solutions  that 
are  not  yet  precipitating  copper  minerals.  When  these  latter  are  formed, 
they  take  their  place  by  replacement  of  the  gangue  and  rock  mostly,  but 
also  by  slightly  replacing  the  earlier  formed  pyrite.  This  may  explain 
certain  veinlet-like  stringers  of  pyrite,  which  apparently  cut  the  other 
sulphides,  but  which  when  examined  in  detail  show  that  each  grain  of 
pyrite  has  been  attacked  by  chalcopyrite  or  bornite. 

Age  Relationship  of  Pyrite. — In  the  porphyry  ores,  pyrite  is  found  to 
have  crystallized  at  about  the  same  time  as  the  sericitization  occurred 
with  some  of  the  grains  a  little  earlier.  Pyrite  deposition  also  extended 
into  the  period  of  silicification,  but  was  undoubtedly  also  replaced  by 
quartz.  Bornite,  the  copper  mineral,  is  found  replacing  the  pyrite  as 
already  mentioned. 

In  the  contact  breccia,  due  to  the  many  complicated  interrelations 
found,  the  pyrite  cannot  be  said  to  have  formed  at  any  definite  stage. 
In  general  it  holds  true  that  pyrite  is  earlier  than  the  rest  of  the  sulphides, 
but  distinct  veins  of  it  have  been  found  through  crushed  pyrite,  bornite 
and  chalcopyrite  ore.  Magnetite,  specularite,  and  sphalerite  are  of  about 
the  same  age  as  the  pyrite,  and  garnet,  diopside  and  wollastonite  slightly 
earlier. 

In  the  contact-metamorphic  limestone  orebodies,  pyrite  and  sericite 
again  belong  to  the  same  period  of  formation,  earlier  than  the  copper 
sulphides,  and  slightly  later  than  tremolite  and  other  contact  silicates. 
In  this  zone,  pyrite  veins  are  found  cutting  magnetite,  specularite  and 
earlier  pyrite  bodies. 

In  the  orebodies  that  replace  unaltered  limestone  the  relations  are  the 
simplest,  pyrite  being  closer  in  age  to  the  copper,  zinc,  and  lead  sulphides 
than  in  any  other  place. 

Chalcopyrite 

This  mineral  is  undoubtedly  the  most  abundant  primary  copper 
sulphide  in  the  district,  and  is  prevalent  in  all  the  ores,  except  in  the  dis- 
seminated porphyry  ore  in  Sacramento  Hill.  This  ore  is  distinguished 
mineralogically  from  all  others  in  the  district  by  having  as  undoubted 
primary  sulphides,  pyrite  and  bornite  alone. 

Chalcopyrite  is  generally  associated  with  the  more  siliceous  ores,  ex- 
cept in  porphyry,  its  period  of  formation  being  slightly  later  than  that 
of  sericitization,  but  contemporaneous  with  silicification.  In  cases  where 
there  is  late  chloritization,  some  remarkably  pure  bodies  of  chalcopyrite 
are  formed,  as  is  also  the  case  in  certain  vein-like  bodies  extending  far 
above  the  general  ore  horizon,  where  galena  is  also  abundant. 

The  intergrowths  of  chalcopyrite  and  bornite  show  them  to  be  of 
pontemporameous  precipitation,  with  a  slight  lagging  of  the  bornite 
formation, 
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Bomite 

This  mineral  is  universally  found  in  the  primary  ores,  though  not  as 
abundantly  as  chalcopyrite,  as  has  been  stated. 

Although  bomite  occurs  undoubtedly  in  the  richer  primary  ores, 
there  has  been  no  reason  found  for  its  formation  in  preference  to  chalco- 
pyrite, as  it  comes  in  rich  and  lean  ores,  and  in  those  with  a  great 
amount  of  pyrite,  also  when  there  is  scarcely  any  pyrite.  Fig.  1,  in  Plate 
18,  illustrates  a  case  where  bornite  and  pyrite  replace  the  cement  in  a 
calcareous  Devonian  sandstone,  where  the  amount  of  copper  is  not  enough 
to  give  0.2  per  cent. 

Tennantite 

This  mineral  is  found  usually  in  microscopic  amounts  only,  in  prac- 
tically all  the  ores.  Its  age  of  crystallization  is  between  that  of  pyrite 
and  chalcopyrite.  There  may  be  some  tetrahedrite,  but  as  arsenic  is 
more  abundant  than  antimony  in  the  specimens  analysed,  the  mineral 
seen  has  been  taken  to  be  tennantite. 

Sphalerite 

The  sulphide  of  zinc  is  found  in  all  the  primary  ores  in  minor  quan- 
tities, with  zonal  inclusions  of  chalcopyrite  and  galena  in  very  fine  grains 
(Plate  17,  Fig.  1).  In  a  few  places  such  as  between  the  Southwest  and 
Czar  mines,  in  the  Gardner,  and  in  Briggs  ground,  sphalerite  is  found 
in  rather  large  bodies  with  pyrite  and  chalcopyrite.  It  generally  re- 
places Martin  limestone,  and  apparently  its  general  relations  are  no 
different  from  those  of  the  copper  ores. 

Galena 

Like  sphalerite,  galena  is  associated  with  most  of  the  primary  ores,  but 
is  decidedly  more  abundant  where  the  ores  are  in  highly  chloritized 
ground.  The  ground  adjacent  to  the  latest  basic  porphyry  dikes,  in  con- 
tact breccia  and  in  limestone,  generally  has  more  galena  than  the  rest. 
An  exception  to  this  may  have  been  the  zones  around  the  silica  breccia 
masses  of  the  Southwest  and  Shattuck  mines,  but  unfortunately  oxidation 
has  obliterated  thoroughly  all  primary  mineralization.  Lead  carbonates 
and  sulphates  are  here  found  in  abundance. 

Galena  is  found  more  abundantly  also  in  the  top  zone  of  the  ores,  as  a 
residual  sulphide,  so  the  general  impression  given  by  the  occurrence  of 
the  lead  sulphide  is  that  it  is  more  abundant  in  the  last  stages  of  minerali- 
zation and  also  that  it  was  carried  farther  than  the  copper. 
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Other  Primary  Metallic  Minerals 

Magnetite  and  specularite  occur  sometimes  in  large  bodies  that  show 
a  very  perfect  intergrowth  of  these  oxides,  as  well  as  with  pyrite,  as  has 
been  mentioned.  The  occurrence  of  these  bodies  is  limited  to  the  contact- 
metamorphic  zone,  or  is  immediately  on  the  contact  of  porphyry  dikes. 
A  few  grains  of  pyrrhotite  have  been  seen  here,  indicating  the  high  tem- 
perature of  their  formation. 

Specularite  is  also  found  associated  with  the  orebodies  in  contact 
breccia  that  come  with  the  basic,  chloritizing  porphyry  dikes.  The 
oxide  is  here  a  valuable  indication  of  the  proximity  of  ore,  in  a  zone  where 
all  other  features  are  baffling  in  their  irregularity. 

Silver  and  gold  minerals  have  not  been  seen  in  the  primary  zone,  with 
the  possible  exception  of  a  few  grains  of  polybasite  found  in  galena. 
Gold  and  silver  values  are  considerable  in  all  the  copper  ores,  and  more 
so  probably  in  the  sulphides  than  in  the  oxides,  but  their  amount  could 
easily  escape  detection  even  under  the  microscope.  Tennantite,  as  well 
as  one  or  two  brownish  unknown  minerals  in  the  sulphides  may  be  the 
precious-metal  carriers. 

IX.  OXIDATION  AND  ENRICHMENT 

General  Features 

The  most  striking  feature  of  oxidation  of  the  orebodies  in  the  Warren 
district  is  the  varying  elevations  at  which  the  column,  from  oxidized  to 
primary  ores,  repeats  itself  in  going  from  the  western  to  the  eastern  side 
of  the  mining  area.  At  the  extreme  western  end,  the  Higgins  and  Wolver- 
ine mines  have  primary  ores  in  Abrigo  limestone  far  above  the  level  of 
the  adjacent  creek  bottoms,  and  consequently  far  above  the  present 
ground-water  level.  In  the  Czar  mine  oxidation  and  enrichment  go 
down  to  just  under  the  300  level,  which  is  about  5,000  ft.  above  sea  level. 
In  the  Holbrook  division  some  primary  ore  outcropped  at  the  west  of 
Sacramento  Hill,  while  some  distance  south,  enrichment  goes  down  below 
the  500  level.  In  the  Gardner,  primary  ores  are  not  found  till  the  9th 
level  is  reached,  and  in  the  the  Lowell  mine  they  are  encountered,  in 
some  instances  at  the  10th  level,  but  generally  below  the  13th,  although 
the  permanent  water  level  was  encountered  here  around  the  10th  level, 
or  at  an  elevation  of  4,325  ft. 

In  the  Hoatson  mine,  oxidation  features  were  found  down  to  an  eleva- 
tion of  about  3,800  ft.  above  sea  level,  and  even  deeper  in  part  of  the  Sacra- 
mento and  Junction  mines,  although  the  permanent  water  level  was  far 
above  this  before  the  mines  were  drained  by  opening  up  and  pumping 
from  the  deeper  levels  of  the  Junction. 
vol.  lv. — 22. 
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The  oxidation  features  shown  by  the  illustrations  of  the  sections 
through  the  camp  (Plates  56,  66,  and  76),  illustrate  this  general  inclina- 
tion to  the  southeast.  It  will  be  noticed  that  the  oxidation  follows  in 
general  the  dip  of  the  Paleozoic  sediments,  the  average  horizon  reached 
being  somewhere  in  the  Devonian.  There  is  a  marked  lagging  of  the 
oxidation  at  the  eastern  end,  however,  as  here  it  does  not  reach  the  top 
Devonian.  In  this,  the  oxidation  may  be  seen  to  correspond  more  closely 
to  the  pre-Cretaceous  erosion  surface. 

It  will  be  seen  also  that  there  are  some  sudden  changes  in  the  level 
of  oxidation,  as  best  shown  in  section  A-A  of  Plate  5,  and  also  that  there 
are  great  variations  in  the  extent  of  the  zone  of  secondary  sulphides. 
All  these  features  have  fairly  definite  relations  to  the  geologic  history  and 
structure,  to  the  nature  of  the  formations,  and  to  the  primary  alterations 
in  them.  The  object  of  this  chapter  will  be  to  explain  what  is  known  of 
those  relations. 

It  will  first  be  necessary  to  present  the  criteria  for  the  subdivisions 
of  the  zone  in  which  meteoric  waters  have  circulated,  in  many  directions, 
but  generally  downward.  It  has  been  stated  before  that  the  primary 
zone  was  marked  by  steady  conditions  and  constant  mineralogical  asso- 
ciations. The  deepest  effects  of  the  surface-water  circulation  are  imme- 
diately and  clearly  marked  in  this  district  by  veinlets,  filled  cavities  and 
coatings  of  other  minerals. 

Just  above  the  primary  zone  there  is  an  extremely  variable  thickness 
where  the  prevailing  secondary  mineral  is  siderite  with  a  little  gypsum 
and  an  extremely  small  amount  of  chalcocite.  Above  this  is  usually  a 
zone  where  halloysite  and  kaolin  are  most  prominent  among  the  second- 
ary gangue  minerals,  and  chalcocite  is  abundant  as  a  replacement  of 
primary  sulphides.  Next  higher,  limonite,  and  the  staining  due  to  iron 
oxides — gossan  formation,  in  other  words — is  the  prevailing  feature. 
Within  this  zone  there  are  found  the  local  bodies  of  residual  ores,  which 
have  for  some  reason  resisted  the  general  leaching  effect  of  strongly 
oxidizing  waters.  One  or  all  the  zones  above  the  primary  may  be 
lacking  at  any  point  for  reasons  which  will  be  explained  later. 

Relations  of  Oxidation  to  Structure  and  Geological  History 

Notman9  has  already  pointed  out  the  relations  between  the  attitude 
of  the  oxidation  and  present  and  past  water  levels.  That  the  present 
water  level  does  not  account  for  the  oxidation  is  proved  by  the  occurrence 
of  unoxidized  ores  above  that  level  in  formations  that  are  in  other  places 
completely  oxidized  also  above  that  water  level.  This  is  illustrated  by 
the  primary  ores  in  Abrigo  at  the  Higgins  mine,  and  the  completely 
oxidized   Abrigo  ores  in  the  Wolverine  and  White  Tail  Deer  mines. 

9  Transactions  of  the  Institution  of  Mining  and  Metallurgy,  vol.  22,  p.  561  (1913). 
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Further  proof  is  had  in  the  presence  of  gossans  several  hundred  feet  below 
the  water  level  in  the  Lowell  and  Hoatson  mines. 

The  general  plane  of  the  oxidation  corresponds  very  closely  to  the 
known  pre-Cretaceous  erosion  surface,  and  the  tilt  of  the  oxidation  is, 
therefore,  the  present  tilt  of  the  Cretaceous  sediments.  If  the  ground- 
water level  at  the  time  of  oxidation  had  been  an  inclined  plane  that 
followed  the  Devonian  horizon,  due  to  the  permeability  of  the  purer 
limestone  above,  there  would  not  be  abundant  unoxidized  orebodies  in 
Escabrosa  limestone  in  the  Sacramento  and  Junction  mines.  And  if  the 
ground-water  level  had  stood  several  hundred  feet  lower  in  those  mines 
at  some  post-Cretaceous  time  and  had  risen,  say,  due  to  valley  fillings,  it 
is  probable  that  the  ground  water,  now  directly  over  that  rise,  would 
stand  horizontal,  and  would  keep  to  the  old  plane,  or  even  a  lower  one 
farther  west,  which  is  far  from  being  the  case. 

There  is  field  evidence  of  another  form  to  show  that  the  oxidation  was 
pre-Cretaceous,  and  this  is  the  presence  of  gossanized  fragments  of 
porphyry,  as  well  as  fresher  ones  at  the  base  of  the  Glance  Conglomerate. 
The  exposed  pre-Glance  topography  also  shows  hard  gossan  reefs  around 
the  southeast  side  of  Sacramento  Hill. 

Additional  weight  is  given  to  the  idea  of  pre-Cretaceous  oxidation  by 
the  geologic  history  of  this  region.  A  very  long  erosion  and  a  conse- 
quently long  oxidation  period  is  recorded  between  Pennsylvanian  and 
Cretaceous  times  by  the  disappearance  of  the  Paleozoic  column  off  of  the 
north  side  of  the  Dividend  Fault.  And  while  the  granite  porphyry  intru- 
sion may  not  have  taken  place  till  a  good  part  was  gone,  the  nature  of 
the  rock  as  well  as  of  the  later  minerals  formed  presuppose  a  consider- 
able covering  of  sediments  which  were  removed  by  erosion  before 
Cretaceous  time. 

It  is,  therefore,  probable  that  the  main  part  of  oxidation  and  enrich- 
ment as  found  at  present  took  place  when  the  Paleozoic  sediments  were 
almost  horizontal,  the  only  tilt  noticeable  being  slightly  to  the  southeast. 

There  is  very  little  evidence  of  superimposed  oxidation  since  Cre- 
taceous times,  due  very  probably  to  the  later  ground-water  level  being 
higher  than  the  first.  Narrow,  limonitic  seams,  and  very  slight  enrich- 
ment on  primary  sulphides  in  the  west  end  of  the  camp  are  the  only  visible 
effects  of  this  oxidation.  The  post-ore  faulting  which  is  also  post-oxida- 
tion in  most  cases,  is  not  found  very  frequently  in  the  thoroughly  explored 
portion  of  the  district,  but  will  very  probably  be  found  more  frequently 
when  operations  extend  into  other  blocks. 

Relations  of  Oxidation  to  the  Formations  and  to  Metamorphism 

The  circulation  of  meteoric  waters  has  been  very  much  influenced  by 
the  material  they  traversed,  and  this  was  dependent  upon  the  formation 
and  the  degree  of  alteration. 
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In  the  Carboniferous  limestones  the  massive  purer  beds  had  a  tend- 
ency to  crack  and  break  rather  than  to  fold,  and  waters  could  dissolve 
out  channels  through  which  extensive  oxidation  could  be  carried  down 
rapidly.  The  same  applies  to  the  purer  lime  beds  in  the  Devonian  and 
Cambrian  formations. 

The  more  impure  beds,  which  are  also  more  thinly  laminated,  had  a 
tendency  to  crush  and  fold,  and  while  as  a  whole  they  may  be  found  more 
altered  by  meteoric  waters,  it  is  because  they  retarded  and  distributed 
the  effects  all  through  the  rock.  This  is  noticeable  in  the  Martin  and 
Abrigo  formations  especially,  the  Abrigo  being  by  far  the  most  impervious. 

The  ability  of  meteoric  waters  to  circulate  and  oxidize  quickly  in  the 
Escabrosa  limestone  has  made  possible  the  abundance  of  residual  ores  in 
this  formation.  These  are  mostly  carbonates  fixed  in  this  form  against 
total  leaching  by  the  continually  circulating  cold  waters.  In  a  great 
many  cases,  however,  the  residual  ore  is  found  in  the  form  of  sulphide, 
mostly  chalcocite,  and  also,  in  rare  instances,  as  the  original  chalcopyrite 
and  bornite.  These  sulphides  are  called  residual  because  they  are  far 
above  the  level  of  normal  enriched  sulphides,  and  they  have  limonitic 
gossans  or  carbonate  and  oxide  ores  under  them.  Usually  they  are  very 
pure,  rich  sulphides  of  copper,  and  are  in  the  primary  zone  of  sulphide 
replacement  where  the  adjacent  rock  is  pure  calcite  and  contains 
little  or  no  pyrite.  Occurrences  like  this  are  found  in  the  limestones 
all  the  way  to  surface  where  the  main  ore  zone  may  be  a  thousand  feet 
below. 

The  same  quick  circulation  through  the  Carboniferous  limestones 
has  usually  brought  the  zone  of  complete  oxidation  directly  against  the 
primary  ores,  with  a  thin  intervening  zone  of  secondary  sulphides,  which, 
as  will  be  shown  later,  is  not  one  of  enrichment,  but  of  leaching  of  values. 
The  slower  circulation  in  the  impurer  Devonian  and  Cambrian  produced 
fewer  residual  orebodies,  but  a  deeper  zone  of  enrichment. 

In  the  porphyry  and  contact  breccia  the  differences  in  the  effect  of 
secondary  alteration  are  far  more  noticeable,  as  can  be  seen  from 
Plates  56  and  66.  Both  the  porphyry  and  breccia  retard  the  meteoric 
water  circulation,  the  breccia  almost  entirely,  and  the  porphyry  making 
it  slow  enough  so  that  sulphide  enrichment  is  at  its  most  efficient  point. 

A  special  case  which  illustrates  the  difference  in  the  penetration  of 
oxidation  through  different  rocks  is  given  in  Plate  12,  which  is  an  east- 
to-west  section  through  an  orebody  on  the  1,500  level  of  the  Sacramento 
mine,  at  present  being  extracted.  This  ore  occurs  along  the  Sacramento 
dike,  here  cutting  Escabrosa  limestone  and  having  a  projection  downward 
to  the  east  as  shown.  The  ore  replaces  the  limestone,  which  is  not 
appreciably  metamorphosed  at  a  distance  from  the  porphyry.  The  re- 
placement is  very  perfect  along  the  beds,  as  certain  cherty  bands  are  left 
untouched  in  the  midst  of  the  ore. 
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The  oxidation  feature  that  is  noticeable  is  that  the  ore  is  almost  un- 
altered close  to  the  main  dike,  enriched  farther  away,  converted  into 
mixed  oxide  and  sulphide  under  the  thin  portion  of  the  porphyry,  and 
entirely  into  carbonate  next  to  the  limestone.  The  water  circulation  here 
must  have  come  partly  from  the  east  and  partly  from  underneath  through 
the  limestone,  as  the  porphyry  ordinarily  presented  an  effective  barrier 
to  circulation  perpendicular  to  the  beds  before  the  tilting. 

The  oxidation  features  are  even  more  noticeably  related  to  the 
processes  of  primary  ore  alteration  than  they  are  to  that  of  the  formations. 

Intense  silicification  such  as  is  found  in  the  contact  breccia  and  in  a 
great  part  of  the  contact  metamorphic  limestone  of  the  Gardner  mine 
made  circulation  so  slow  that  in  these  places  the  primary  ore  zone  remains 
at  a  level  far  above  those  of  adjacent  occurrences.  Also,  the  oxidation 
is  so  complete  where  there  is  any  meteoric  circulation  at  all  that  the  zone 
of  leaching  comes  to  within  a  few  feet  of  the  primary  zone,  with  only  a 
thin  layer  between  where  covellite  is  most  abundantly  found  in  the 
district.  These  relations  are  well  shown  in  Plate  5,  Section  A-A  just 
west  of  Sacramento  Hill. 

Sericitization  produced  rocks  in  which  the  circulation  was  slow,  but 
in  which  the  secondary  waters  had  opportunity  to  remain  acid,  as  nearly 
all  the  lime  was  removed  in  the  primary  alteration  and  pyrite  was 
abundant  all  through  the  rocks.  Under  these  conditions  the  depth  of  the 
zone  of  secondary  enriched  sulphides  was  greatest,  and  the  enrichment 
most  efficient.  At  the  same  time,  in  the  rocks  very  much  sericitized  there 
are  no  residual  carbonates  found,  due,  of  course,  to  the  lack  of  lime.  If, 
however,  the  ore  formation  extended  into  unaltered  limestones  above 
those  sericitized,  carbonates  might  be  found  higher,  as  is  the  case  in  the 
Uncle  Sam  mine.  Native  copper  and  oxides  are  developed  to  a  great 
extent  in  a  shallow  zone  between  the  gossans  and  enriched  sulphides 
in  aluminous  ground  due  to  primary  sericitization. 

The  ores  in  Sacramento  Hill  porphyry,  and  in  the  zone  of  contact- 
metamorphic  rocks  around  the  main  intrusives  are  the  best  examples  of 
the  coincidence  of  sericitization  and  deep  sulphide  enrichment,  as  can  be 
seen  in  Plates  5a,  56,  6a  and  66.  The  amount  of  enrichment  even  in  these 
cases  has  not  been  exceedingly  great,  as  the  original  ores  were  rich  to 
begin  with,  and  very  pyritic  bodies  have  remained  poor,  first  because 
pyrite  is  replaced  with  so  much  more  difficulty  by  chalcocite  than 
bornite  and  chalcopyrite,  and  second,  because  pyritic  masses  are  generally 
quite  solid,  more  siliceous  and  impervious. 

The  ore  developed  in  Sacramento  Hill  is  extremely  irregular  in  shape 
and  grade  and  owes  its  irregularity  more  to  primary  mineralization  than 
to  secondary  enrichment,  because  so  far  as  has  been  seen,  the  relative 
amount  of  primary  bornite  left  in  parts  at  the  top  of  the  ore  close  to  the 
oxidation  line  is  about  the  same  as  at  the  deepest  levels.     A  section  show- 
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ing  the  ore  grades  is  given  in  Plate  11,  worked  out  from  all  informa- 
tion available.  This  body  has  not  yet  been  mined  extensively.  The 
grades  of  ore  can  be  seen  to  bear  very  little  relation  to  the  limonitic 
oxidation. 

The  orebodies  classed  as  sulphide  replacements  of  unaltered  limestones 
are  ordinarily  found  in  their  primary  state  or  as  residual  carbonates. 
Oxidation  is  rapid  through  unaltered  rocks,  and  waters  usually  carry 
enough  lime  to  fix  the  copper  as  carbonate.  In  such  a  zone,  carbonates 
are  apt  to  be  found  to  the  very  top  of  the  mineralized  zone,  many  times 
above  hundreds  of  feet  of  gossanized  ground. 

Table  3. — Showing  Efficiency  of  Enrichment  by  Descending  Waters 


Orebody 


State  of  Oxidation 


Tons  per 
Cu.  Ft. 


Pounds  Cu 
per  Ton 


Pounds  Cu 
per  Cu.  Ft. 


14-7.. 
13-13 


12-3-18 

13-10 

White-Tail  Deer. 


Sericitised  Contact  Metamorphic  Zone 


Primary 

Enriched  sulphide , 


0.1143 
0.1008 


126.2 
189.8 


14.42 
19.10 


Sulphide  Replacement  Orebodies  in  Abrigo 


Primary 

Enriched 

Residual  carbonate 


0.117 

0.0984 

0.0578 


104.0 
147.0 
142.0 


12.17 

14.46 

8.20 


Sulphide  Replacement  Orebodies  in  Martin  and  Escabrosa 


9-8-58 Primary 

8-17-11 Enriched  and  oxide. 

8-17-4 Residual 

8-16-5,8-16-16...  Residual 


8-16-18. 


Residual 


0.1255 
0.098 
0 . 0609 
0.0609 
0 . 0609 


130.0 
112.0 
113.0 
137.0 
108.0 


16.31 

10.97 

6.88 

8.34 

6.58 


Sulphide  Replacement  and  Contact  Bodies  in  Escabrosa 


1300  Junction Primary 


16  3-39 

16-3-68 

15-12  Sulphide. 
15-12  Oxide     . 


Primary 

Partly  enriched .... 
Secondary  sulphide. 
Oxide 


16  3  Oxide Oxide 

15-6  1,  15-6-9 Residual  carbonates. 

15-13 Residual  carbonates. 

"  '-20 i Residual  carbonates. 


0.1111 

0.140 

0.1267 

0.115 

0.08 

0.08 

0.065 

0.065 

0.065 


116.0 
140.2 
192.4 
130.0 
224.0 
268.0 
170.0 
188.0 
114.0 


12.90 
19.63 
24.38 
14.90 
17.92 
21.40 
11.05 
12.20 
7.41 


Table  3  has  been  prepared  to  show  approximately  the  efficiency 
r  lack   of  it)    of  enrichment   due  to   descending   meteoric   waters 
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Orebodies  have  been  taken  for  analysis  which  were  originally  of  similar 
composition,  as  far  as  knowledge  of  them  goes,  and  from  mining  records 
kept  for  a  period  of  several  years,  the  contents  of  copper  in  pounds  per 
cubic  foot  in  place  has  been  figured.  This  is  of  course  a  figure  for  the 
ore  mined!  and  must  differ  somewhat  from  the  actual  content  of  all  the 
ground  in  an  orebody,  depending  on  the  method  of  extraction  used.  All 
errors  have  been  considered,  however,  and  the  relative  value  of  the  figures 
is  about  correct.  Unfortunately  the  ores  in  the  breccia  and  silicified 
ground  are  all  primary  and  no  comparisons  can  be  given,  and  all  the  ore 
in  porphyry  is  enriched. 

From  these  tables  it  will  be  seen  that  the  copper  content  per  unit  of 
volume  is  increased  materially  in  the  sericitized  contact  zone  and  in  the 
more  aluminous  Abrigo  formation  where  the  secondary  sulphides  are 
found.  Chalcocite  formation  is  accompanied  by  leaching  out  of  values 
in  the  replacement  bodies,  and  all  the  residual  ores  show  dissipation  of 
copper  contents.  The  narrow  oxide  and  native  copper  zone  is  generally 
the  richest  of  all. 

Gossans 

In  regard  to  the  gossans  formed  in  the  different  zones  of  primary 
alteration,  they  can  be  said  to  extend  downward  for  the  greatest  distances 
in  the  more  permeable  ore  zones — this  is  true  for  those  classed  as  sul- 
phide replacements.  These  gossans  are  likely  to  contain  residual  ores 
anywhere.  The  thoroughly  oxidized  portions,  where  the  formations  were 
silicified  or  sericitized  or  chloritized  are  apt  to  be  more  completely  leached 
out,  and  penetrate  the  ore  zone  least  in  highly  quartzose  ground.  In 
composition  the  gossans  of  course  reflect  their  source. 

The  only  generalization  that  can  be  made  about  gossans  derived  from 
lean  sulphides  and  from  pyritic  copper  ores  is  as  follows.  The  mixed 
sulphides  of  copper  and  iron  are  more  readily  attacked  by  oxidizing  solu- 
tions than  the  straight  iron  sulphides,  therefore  producing  stronger  solu- 
tions. These  stronger  solutions  have  been  found  to  have  a  segregating 
action  on  the  components  of  the  surrounding  rocks,  separating  to  some 
extent  silica,  alumina,  and  lime,  and  also  depositing  the  iron  oxides  in 
purer  form.  The  gossans  from  pyrite  alone  have  been  observed  to  leave 
the  gangues  and  oxides  of  iron  in  about  the  same  mixtures  as  in  the  origi- 
nal primary  material. 

These  observations  are  of  course  susceptible  of  an  infinite  number  of 
variations  depending  on  the  original  composition  of  sulphides,  of  their 
gangues,  and  of  the  surrounding  rocks,  but  in  general  they  can  be  used 
to  some  extent  in  judging  the  kind  of  ground  under  an  oxidized  portion 
of  an  ore  zone. 
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Minerals  of  the  Zones  of  Enrichment  and  Oxidation 

Siderite 

Under  the  zone  of  secondary  enrichment  the  presence  of  siderite  has 
already  been  noted.  This  mineral  occurs  sometimes  in  veinlets  replacing 
either  sulphides  or  chloritic  minerals  or  calcite.  At  other  times  siderite 
is  found  in  a  curious  box-work  honeycomb  structure  as  if  it  had  replaced 
laminated  rock  along  certain  planes  and  the  intervening  material  had 
been  later  dissolved  out.  The  ferrous  carbonate  has  a  distinct  selective 
action  in  replacing  a  rock,  as  it  usually  leaves  intact  pyrite  grains,  which 
then  appear  contemporaneous  with  the  siderite.  Sphalerite  and  galena 
are  also  found  more  abundantly  with  the  siderite  than  around  in  the 
unaltered  formation,  and  this  fact  has  pointed  to  the  possibility  that 
these  two  sulphides  may  have  been  here  deposited  by  secondary 
solutions. 

Copper  minerals  in  the  siderite  zone  are  very  faintly  coated  with 
chalcocite.  Gypsum  is  also  found  in  vugs,  even  deeper  than  siderite,  but 
apparently  in  late  circulation  channels. 

Siderite  probably  formed  as  an  advance  mineral,  as  oxidation  pro- 
gressed downward.  This  may  be  proven  by  the  closely  similar  forms 
taken  by  limonite  in  some  gossans  above  enrichment,  and  the  presence 
of  siderite  cores  in  that  limonite.  The  iron  carbonate  has  played  an 
important  economic  role  in  serving  as  a  precipitant  for  rich  cuprite  ores 
in  the  Czar  mine,  where  copper-laden  solutions  have  encountered  a  flat 
bed  in  Devonian  limestone  previously  replaced  by  siderite  and  kaolin, 
and  have  precipitated  cuprite  and  native  copper  in  considerable  amount. 
Throughout  the  district  cuprite  crystals  can  be  found  on  oxidized  or 
partially  oxidized  siderite. 

Chalcocite 

In  the  zone  of  sulphide  enrichment  chalcocite  was  the  only  secondary 
mineral  of  copper  formed  to  any  extent.  It  was  usually  formed  by  re- 
placement of  the  bornite  and  chalcopyrite  alone,  leaving  the  pyrite  un- 
touched, or  only  slightly  coated.  The  broken  up,  replaced  pyrite  grains 
in  the  primary  ore  remain  in  just  about  the  same  amount  and  with  the 
same  relations  to  chalcocite  that  they  had  to  the  primary  minerals. 
When  chalcocite  and  pyrite  are  the  only  remaining  sulphides,  it  is  difficult 
to  believe  that  the  iron  mineral  has  not  been  abundantly  attacked  by 
secondary  action.  Pyrite  has  been  replaced  to  a  considerable  extent, 
however,  in  the  enriched  ores  of  the  contact-metamorphic  type,  by  a 
sooty  variety  of  chalcocite  that  possibly  contains  considerable  covellite, 
since  the  latter  has  been  seen  coating  pyrite  grains  in  these  ores. 

In  replacing  the  primary  minerals  chalcocite  behaved  in  different 
ways  depending  on  the  general  feature  of  the  orebody.     In  the  ore  of 
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structure"  alteration  has  been  quite  carefully  followed  in  the  district 
aim  found  everywhere  to  coincide  with  slow  or  incipient  enrichment  in 
rich  ores.  And  where  the  selective  enrichment  of  bornite  in  place  of  chal- 
copyrite  is  well  marked.  This  has  led  to  the  conclusion  that  it  is  a  deli- 
cate process  in  which  crystallogrspLic  weAkses?  can  he  of  some  influence. 
Kt  chins  of  the  chalcocitc  thus  forcse-i  slows  isc=ie:ric  figures,  probably 
due  to  included  or  dissolved  cuprir  siriiir."-1  but  there  are  also  stringers 
in  which  the  chaloorite  has  oniociccub::-  r-Ieavsge.  and  these  stringers 
*-an  bo  seen  to  form  a  network  of  v^iiis*.  Tbe  proximity  and  association 
of  this  orthorhomVrir  rh&icorcu  *.;  r^ij;!:  :c*ris  and  circulation  channels, 
whore  even  linvmiu  is  formed  rcczts  t:  its  "r^i^g  due  probably  to  the 
work  ins  ^ver  and  ro^r\fiTA.V::«.rj:c  :c  tie  .rrwr  sulphides  first  derived 
from  bomiir. 

^hsK-Wii,'  of  ;"h:  "  *o:o  t-atk-tj  2?  f:cn-.i  ui«:«t  commonly  in  the 
ot »:■«.■  he.*,  ores  o:"  :hi  r;n»f  :«:  ^crj^T-r^TArucrrci,"  l*zues:oces.  Massive 
;-hs!.\-v:i\r  i>  iif-r  "-*^"*f   **iv  ".!«  :c>  a?  :i«f  tec  :£:he  icrze  of  enrichment. 

.1   .  hf  o-r*  -I-*-   **  :kxv  :  r.vsc-ce.  th*  f;rmAticc  of  chalcolite  is  accom- 

■-.i.thjv   ?  -   4.mi.'1.:!k  »^"  »:Hia:.i:a  ,*£  i>cn«.iar:  ;av*.:;es  in  the  ore.  a  proc- 

^     j.v     -^    •■•/:.-   :.-■■■    .:      *t    j>.\rr*A*   .*f  v^lue?  is   rrvviouslv  shown. 

".*i.->  ^*.m    ."i.-v  ->  -.•:     •    r^s  \\»:  w  v  .i  v--ry  sLi-.wcs  gangue.  such  as 

h-ss    -.1    ■»  .:  :,o    '.--.•  -.^     *;>  -v  >t  >!•?*  .-voi^i  :c  J^iccite  even  before 

'.     ■  .  «-\  v.  — -,>  *.r  -  -.xw  r*   ^alcvc-.:^.  is  -S  shewu  in  Plate  16. 

■-.    v..      i--^.    -    -v     •-."-;    *  *;•   ;e.v -vr*^   ;f  /ral:cc::e  that  is 

•  •  -  *  *.     .**.:•         """■■     *"*     ."■■.".:•-;"<.■:■.  T-;sa  contact 

.  -  ^  •  ^      -.   --      >.*.-».  i-*"   .:  ;-*jl"j-a j "■-■"■  A:co::*i'oanied 

^\  ■    .  .»  ■   .       V  *  >  >*:.  ;v»   <s  w.ass   .v::::eets  up 

■■-■  •**        -.       ■  >*.  >*  "     **.*.'  ***■  *;  :<*•;'•  '.".Ardly  altered 
^  ^       *.■  i    :•;:*/-:  .!n.-i.v:i;r    >o::ic  reerys- 

^      v  >»   "■-■■■     *■■    ■■i-,Ji^.:i.*ii  .■£  ■'.•'".  r.::e  veinlets 
vs.  *  -.    •*    «•<■...     -    !-i:i:. nv v     :    .:,;4.—..;:er  of  what 

■■.'.-'  ■  i' .  ■  ■-. «. .    i\'.\    --i.'iaev'!   i.'vst  entirelv 

•  c-v-.«    tunvi^i>  Ui- v    v».'fi  :Vi::v.i  twrtiallv 

.    •■■■.-..     i    •  iVi^   .  »ii «.:«.■  '•'»:!>  -h.-i-:  protected 
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CoveUite 

Covellite  is  formed  in  very  minor  amounts  especially  in  the  narrow 
oxidized  zone  above  the  contact  breccia  ores.  It  replaces  chalcopyrite 
in  preference  to  bornite,  and  is  found  always  in  microscopic  needles. 
The  only  other  occurrences  of  this  mineral  are  where  the  enriched  zone 
touches  highly  silicified,  not  very  sericitic  ores. 

Bornite  and  chalcopyrite  have  been  found  in  many  ores  of  the  dis- 
trict, formed  by  secondary  agencies,  as  transition  products,  but  they  are 
of  no  economic  importance. 

Gangue  Minerals 

The  gangue  minerals  that  accompany  the  enriched  sulphides  are  halloy- 
site,  kaolin,  gibbsite,  alunite,  and  serpentine  with  mixtures  of  quartz, 
calcite  and  the  oxides  of  iron.  Of  the  aluminous  minerals,  halloysite 
seems  to  be  the  most  common,  especially  in  the  zone  of  highly  altered 
limestones.  Where  the  rock  is  sericitized  so  that  the  mica  flakes  are  well 
formed,  sericite  persists  unaltered  through  the  process  of  enrichment  and 
oxidation. 

Oxide  Ores  and  Native  Copper 

In  the  oxide  ores  jufct  above  the  secondary  sulphides,  cuprite,  native 
copper,  tennorite,  melanochalcite  and  delafossite  are  found,  but  the  first 
two  are  the  only  ones  of  economic  importance.  The  association  of  cu- 
prite and  siderite  has  already  been  given.  The  zone  of  oxide  has  in  many 
instances  encroached  entirely  on  the  sulphides,  leaving  only  a  remnant 
here  and  there  of  the  latter.  Flat  orebodies  along  the  limestone  bedding 
are  especially  susceptible  to  this  process. 

The  minerals  of  the  residual  orebodies  are  mostly  the  carbonates  mala- 
chite and  azurite,  with  some  chrysocolla,  aurichalcite  and  brochantite. 
Besides  these,  there  are  the  sulphides  already  mentioned. 

Carbonates 

The  association  and  the  occurrence  of  the  carbonates  has  been  very 
well  described  by  Dr.  Douglas11  and  by  Ransome12  and  no  additional  fea- 
tures can  be  given,  except  to  repeat  that  these  minerals  are  found  all 
through  the  oxidized  portion  of  the  ores  that  replaced  unaltered  sediments, 
and  are  still  a  very  important  part  of  the  ore  reserves  of  the  district. 

Other  Ores 

In  recent  years  oxidized  lead  ores  have  become  more  and  more  impor- 
tant, especially  from  around  highly  siliceous  replacements  in  Martin  and 

11  Transactions,  vol.  29,  pp.  511-546  (1900). 
M  Loc.  cit.f  p.  125. 
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Manganese  ore,  in  the  form  of  psilomelane  and  braunite,  with  little 
pyrolusite,  has  been  mined  lately  from  several  places  on  the  surface  of  the 
district.  It  is  found  in  irregular  bunches  as  a  replacement  of  limestone 
beds  in  the  Naco  or  Escabrosa,  close  to  the  contact  breccia,  or  to  highly 
silicified  outcrops  of  the  sediments.  The  origin  of  this  manganese  is  not 
yet  known,  for  although  manganese  is  found  quite  abundantly  with  some 
of  the  carbonate  ores  underground,  it  is  here  in  the  form  of  soft  earthy 
pyrolusite  due  apparently  to  the  concentrating  action  of  oxidizing  water. 
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Mention  must  also  be  made  of  the  report  on  the  mining  geology  of  the 
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Discussion 

Ira  B.  Joralemon,  Warren,  Ariz. — This  paper  has  covered  the 
situation  so  well  that  I  have  few  suggestions  to  offer.  Two  points, 
however,  are  shown  more  clearly  in  the  lower  mines  of  the  Calumet 
&  Arizona  Mining  Co.  than  in  Copper  Queen  workings,  and  may  be 
worth  mentioning.  The  first  is  the  usual  association  of  high-grade 
primary  sulphide  orebodies  with  much  larger  masses  of  pyrite  and 
silica,  averaging  less  than  1  per  cent,  copper.  The  richer  areas  occur 
sometimes  around  the  borders  of  the  lean  pyrite  bodies,  and  some- 
times entirely  within  them.  While  as  yet  we  have  not  been  able  to  find 
any  certain  reason  for  the  location  of  high-grade  sulphides  in  low-grade 
masses,  it  seems  likely  that  the  age  of  fracturing  is  one  controlling  feature. 
The  first  stage  of  mineralization,  with  pyrite  and  silica,  had  the  effect 
of  sealing  up  the  rock.  The  later  solutions,  richer  in  copper,  could  pene- 
trate into  the  low-grade  masses  and  bring  in  the  rich  copper  sulphides 
only  along  fracture  zones  which  were  kept  open  by  a  more  or  less  con- 
tinuous motion  during  the  time  of  mineralization.  Fractures  of  the 
same  age  as  the  mineralization  are  therefore  most  favorable  indicators  of 
rich  primary  orebodies. 

The  second  point  I  should  like  to  emphasize  is  the  very  irregular 
pre-Cretaceous  topography.  This  is  best  shown  by  drill  holes  east  and 
south  of  the  productive  area.  In  the  basin  between  Lowell  and  Warren, 
about  5,000  ft.  east  of  the  Briggs  Shaft,  drilling  showed  from  500  to 
nearly  1,000  ft.  of  Cretaceous  conglomerate,  filling  an  old  canyon  in  the 
Carboniferous  limestone.  In  the  large  valley  south  of  Warren  there  was 
a  far  greater  canyon.  A  drill  hole  about  4,000  ft.  south  of  the  Country 
Club,  or  6,000  ft.  south  of  the  crest  of  the  hills  below  Warren,  was  sunk 
to  a  depth  of  over  3,200  ft.  without  reaching  the  bottom  of  the  Cretaceous 
conglomerate.  This  is  the  deepest  diamond-drill  hole  ever  put  down  in 
*he  Southwest.  From  the  top  of  the  Carboniferous  limestone  hills 
uth  of  Warren  to  the  bottom  of  this  drill  hole  there  is  a  difference  in 

vation  of  nearly  4,500  ft.,  in  6,000  ft.  horizontally.     Allowing  for 

•sion  of  the  hills  and  for  considerable  probable  depth  of  conglomerate 
iow  the  bottom  of  the  drill  hole,  the  total  depth  of  the  pre-Cretaceous 
nyon  must  have  been  7,000  or  8,000  ft.  This  is  pretty  nearly  the  record 
nyon  in  history.    With  such  a  varied  land  surface,  the  pre-Cretaceous 
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oxidation  may  have  reached  a  level  far  lower  than  the  present  deepest 
mine  workings  in  the  Warren  district. 

F.  L.  Ransome,  Washington,  D.  C. — There  are  a  few  points  in 
the  excellent  paper  just  read  upon  which  I  should  like  to  make  brief 
comments. 

The  authors  correlate  definitely  the  thin  'quartzite  at  the  top  of  the 
Abrigo  at  Bisbee  with  what  I  have  named  the  Troy  quartzite  in  the  Globe- 
Ray  region.  I  have  myself  suggested  this  correlation  in  a  recent  paper 
but  think  that  more  work  is  needed  before  it  can  be  concluded  that  they 
are  the  same. 

A  very  important  and  interesting  feature  brought  out  clearly  in  the 
paper  just  presented  is  the  relation  of  oxidation  and  enrichment  to  the 
former  Cretaceous  surface.  In  my  report  on  the  Bisbee  district  published 
many  years  ago,  I  said  that  a  good  deal  of  the  enrichment  had  probably 
taken  place  before  the  deposition  of  the  Cretaceous  Glance  conglomerate. 
The  underground  workings,  however,  were  not  extensive  enough  at  that 
time  to  show  how  regularly  the  zones  of  oxidation  and  enrichment  dip 
south  in  conformity  with  the  general  dip  of  the  basal  Cretaceous  beds. 

The  statement  made  in  discussion  by  Mr.  Joralemon  regarding  the 
great  apparent  thickness  of  Glance  conglomerate  found  in  drilling  in  the 
plain  south  of  the  Bisbee  hills  should  be  considered  in  connection  with 
known  overthrust  faulting  in  that  general  region.  The  conglomerate 
may  be  both  faulted  and  tilted,  so  that  a  drill  section  is  not  necessarily 
a  measure  of  original  thickness. 

The  observations  made  by  the  authors  on  contact  metamorphism  at 
Bisbee  agree  substantially  with  my  own  results.  Although  the  Bisbee 
ore  deposits  are  generally  regarded  as  of  contact-metamorphic  origin 
they  can  hardly  be  considered  as  typical  examples  of  that  class.  Such 
metamorphic  silicates  as  are  present  are  generally  small  or  microscopic. 

L.  C.  Graton,  Cambridge,  Mass. — When  the  summer  session  of  the 
Institute  was  held  in  Butte  3  years  ago,  we  were  given  a  paper  by  Mr. 
Sales  on  the  geology  of  that  remarkable  district  which  may,  I  think, 
properly  be  regarded  as  constituting  a  new  milestone  in  the  advance  of 
the  application  of  geology  to  mining,  in  that  it  represented  the  accumu- 
lated data  and  evidence  and  speculation  that  had  resulted  from  systematic, 
intensive  and  constant  study  by  the  geologic  staff  of  the  Anaconda  com- 
pany for  a  period  of  some  15  years.  Obviously,  such  advantages  for 
observation,  interpretation  and  verification  afforded  to  conclusions  a 
validity  that  could  have  been  secured  in  no  other  way.  Without  ques- 
tion, Mr.  Sales'  paper  will  continue  to  be  the  standard  authority  on  the 
Butte  deposits  for  a  long  time  to  come,  and  even  when  the  horizons  on 
which  its  observations  were  based  may  have  become  exhausted  and 
abandoned,  the  principles  which  it  disclosed  will  undoubtedly  be  found 

VOL.   LV. — 23. 
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in  large  part  applicable  to  the  deeper  regions  to  which  operations  may 
extend. 

The  present  paper,  dealing  with  a  district  of  such  extensive  develop- 
ment, such  great  production,  such  rich  ores  and  such  complex  deposits 
as  Bisbee,  is  certain  to  be  of  interest  to  all  engaged  in  the  study  of  mining 
geology.  Like  the  paper  on  the  Butte  deposits,  this  one  also  is  the 
product  of  systematic  and  steady  effort  for  a  number  of  years  by  the 
members  of  a  company  geologic  staff,  aided  by  the  cooperation  of  their 
colleagues  in  the  district. 

Of  the  many  directions  in  which  this  account  of  Bisbee  geology  merits 
attention,  the  feature  that  perhaps  impresses  one  most  strongly  concerns 
the  method,  or  at  any  rate,  one  of  the  methods,  by  which  the  results 
were  achieved.  Without  in  any  way  minimizing  the  difficulties  of  geo- 
logical accomplishment  at  Butte,  it  may  be  said  that,  owing  to  the  essen- 
tial monotony  of  rock  character  and  to  the  nature  of  the  fractures  in  and 
along  which  the  ores  have  been  either  deposited  or  dislocated,  the  out- 
standing problem  in  that  district  is  of  a  structural  kind.  In  Bisbee, 
the  variety  of  rocks  and  the  consequent  variations  and  irregularities 
of  the  channelways  that  traverse  them  afford  an  ample  supply  of 
structural  problems  which  the  geologist  must  solve.  Yet  superimposed 
on  these  are  problems  of  another  sort  and  of  great  complexity;  they  are 
essentially  chemical  or  mineralogical  in  character  and  relate  not  only  to 
the  initial  deposition  of  the  ore  but  to  its  subsequent  alteration  and  to 
the  enrichment  or  dispersal  of  its  metal  content.  Problems  of  this  kind 
have  to  be  attacked  by  different  methods  from  those  employed  for  the 
solution  of  structural  problems.  The  method  which  has  been  found  most 
effective  depends  upon  the  microscope.  No  reader  of  the  paper  by  Messrs. 
Bonillas,  Tenney  and  Feuchfcre  can  fail  to  note  the  extent  to  which  they 
have  utilized  the  facts  revealed  by  microscopic  examination. 

In  this  respect,  therefore,  it  seems  to  me  that  this  contribution  marks 
still  another  step  in  the  progress  of  scientific  ore-finding.  For  although 
the  method  employed  has  been  used  by  others,  this,  so  far  as  I  am  aware, 
is  the  first  recorded  instance  in  which  field  methods  and  laboratory 
methods  have  been  systematically  coordinated  on  a  comprehensive  scale 
under  the  advantageous  opportunities  for  constant  and  extended  ob- 
servation that  are  open  to  the  geological  department  of  a  large  mining 
company.  The  authors  certainly  deserve  our  congratulations  and  our 
thanks,  and  I  think  the  Copper  Queen  company  and  other  companies 
pursuing  the  same  policy  are  to  be  commended  for  their  far-sightedness 
in  recognizing  as  valuable  and  permitting  their  geologists  to  follow  meth- 
ods of  attack  which  some  of  narrower  outlook  might  regard  as  too 
"  flossy  "  and  scientific  to  be  of  any  practical  service.  Much  is  undoubt- 
edly to  be  expected  of  such  a  practical,  commercial  application  of  this 
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combination  of  methods  which  has  received  so  gratifying  a  start  in  the 
present  paper. 

In  connection  with  one  particular  detail,  covered  by  the  paper  and 
referred  to  by  Dr.  Ransome — the  subject  of  contact-metamorphic  ore 
deposits — I  should  like  to  express  assent  to  the  statement  of  the  authors 
that  no  sharp  dividing  line  can  be  drawn  in  Bisbee  between  the  type  of 
deposit  which  nearly  §veryone  would  probably  agree  should  be  called  a 
contact-metamorphic  deposit  and  a  type  which  lacks  many  of  the  charac- 
teristics that  one  expects  a  contact-metamorphic  deposit  to  possess.  In 
other  words,  any  boundary  must  be  drawn  arbitrarily;  and  perhaps  no 
two  people  will  draw  it  in  exactly  the  same  place.  Dr.  Ransome  no 
doubt  had  this  idea  in  mind  in  the  discussion  he  gave  to  the  subject  in 
his  report  on  the  Bisbee  deposits  and  also  in  his  present  remarks  when 
he  speaks  of  typical  contact-metamorphic  deposits.  The  question  im- 
mediately arises,  however,  as  to  what  is  a  typical  contact-metamorphic 
deposit.  Shall  we  regard  as  typical  only  those  deposits  in  which  the 
effects  of  igneous  metamorphism  have  been  most  intense  or  extreme? 
Or  shall  we  call  typical  those  contact-metamorphic  effects  which  are  not 
so  extreme  and  are  met  with  more  commonly?  For  iq  studying  a  num- 
ber of  districts  in  which  contact-metamorphic  deposits  are  involved, 
my  associates  and  I  have  been  impressed  more  and  more  with  the  fact 
that  the  situation  in  Bisbee  is  neither  unique  nor  unusual. 

It  would  appear  that  what  is  now  called  contact-metamorphism  is 
simply  a  group  of  effects  that  stands  at  one  end  of  a  continuous  series 
of  effects,  and  that  agreement  must  be  reached  as  to  where  one  shall 
stop  in  that  series  and  say:  "Contact-metamorphism  ends  here."  In- 
deed, as  evidence  accumulates,  it  is  somewhat  doubtful  in  my  own  mind 
whether  much  is  to  be  gained  in  drawing  such  a  sharp  division  line. 
Plainly,  here  in  Bisbee,  the  geologists  have  found  no  reason,  in  fact,  have 
found  it  impossible,  to  draw  a  sharp  line.  It  is  a  question  in  my  mind 
whether  we  should  not  either  broaden  and  improve  our  definition  of  con- 
tact-metamorphism in  connection  with  ore  deposits,  or  drop  it  as  a 
significant  term  of  practical  application;  for  present  usage  is  likely  to 
lead  to  ambiguity  and  confusion  and  to  become  a  cloak  for  loose  and  in- 
accurate thinking  and  expression. 

The  Chairman  (G.  F.  G.  Sherman,  Bisbee,  Ariz.): — As  Mr.  Graton 
has  spoken  of  the  attitude  of  the  companies  with  regard  to  geologists, 
I  think  we  should  disclaim  some  of  the  credit  which  he  gives  us.  While 
we  believe  that  they  have  been  of  great  assistance  to  us,  we  must  say 
that  geologists  did  not  find  all  the  ore.  We  had  a  great  deal  of  ore  before 
we  had  geologists.  A  great  many  orebodies  are  found  by  the  miners 
and  many  are  stumbled  on  by  accident.  But  in  this  complicated  coun- 
try, we  shall  always  need  as  much  assistance  and  information  as  we  can 
get  from  whomever  we  can  secure  it. 
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Methods  for  Determining  the  Capacities  of  Slime-Settling  Tanks* 

BT  H.  S.  COB,  DENVER,  COLO.,  AND  G.  H.  CLEVENGER,  PALO  ALTO,  CAL. 

(Arizona  Meeting,  September,  1916) 

Engineers  have  long  recognized  the  desirability  of  correlating  the 
data  obtained  from  small-scale  slime-settling  tests  with  commercial  work 
as  carried  on  in  large  tanks.  This  need,  though  most  apparent  in  design- 
ing new  installations,  frequently  arises  also  in  existent  plants,  since  a 
large  range  of  experimental  work  can  be  performed  without  interfering 
with  regular  operation. 

General  Settling  Phenomena 

In  order  to  develop  rational  methods  of  laboratory  testing,  it  becomes 
necessary  to  study  the  general  phenomena  of  settling.  Since  it  was  de- 
sired to  give  the  public  the  benefit  of  these  methods  at  as  early  a  date  as 
possible,  together  with  the  knowledge  of  the  general  principles  of  slime 
settling  necessary  for  a  clear  understanding  of  the  laboratory  tests,  we 
have  ventured  to  discuss  the  subject  in  so  far  as  brought  out  by  the  work 
which  we  now  have  under  way.  We  realize  that  certain  of  our  prelimi- 
nary conclusions  may  be  subject  to  modification,  but  it  seems  probable 
that,  with  but  few  exceptions,  the  general  laws  enunciated  will  cover  the 
settling  behavior  of  all  pulps  encountered  in  metallurgical  plants.  How- 
ever, it  must  be  recognized  that  there  is  still  a  vast  amount  of  work  to  be 
done  upon  certain  phases  of  the  subject;  therefore,  at  this  time  we  will 
attempt  only  a  discussion  of  the  behavior  of  ore  pulps  during  the  process 
of  settling  or  dewatering,  under  -certain  given  conditions.  The  laws  and 
principles  controlling  these  conditions  are  not  fully  established,  so  that 
a  complete  discussion  of  them  will  not  be  attempted  in  this  paper.  In 
metallurgical  practice,  slime  pulp  consists  of  water,  finely  divided  sand 


*  This  work  was  begun  in  the  metallurgical  laboratory  of  Stanford  University 
and  later  transferred  to  the  cooperative  metallurgical  laboratory  of  the  U.  S.  Bureau 
of  Mines  at  the  Panama-Pacific  Exposition.  Recently  Mr.  Coe  has  continued  the 
work  on  behalf  of  the  Dorr  Cyanide  Machinery  Co.  This  is  contribution  No.  1  from 
the  hydrometallurgical  division  of  the  Exposition  laboratory  and  is  published  with 
the  permission  of  the  Director  of  the  U.  S.  Bureau  of  Mines. 
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or  granular  particles,  and  colloidal  material.  In  this  connection  water 
is  used  as  implying  either  ordinary  water  or  water  containing  some  chem- 
ical or  chemicals  in  solution.  The  chemical  or  chemicals  present  which 
exert  an  influence  upon  the  subsequent  settling  behavior  of  the  pulp  are 
known  as  electrolytes.  The  electrolyte  has  the  property  of  causing  the 
colloidal  portion  of  the  slime  to  form  aggregates  known  as  floes,  particles 
having  a  more  or  less  definite  size,  consisting  of  water,  colloidal  material 
and  usually  fine  granular  material  which  has  been  entrapped.  The  floes 
settle  in  the  liquid  medium  according  to  certain  laws. 

The  Four  Settling  Zones 

If  a  thin  pulp,  of  a  dilution  of,  say,  10  to  1,  is  placed  in  a  1,000  c.c. 
cylinder,  after  thorough  mixture,  at  least  momentarily,  it  forms  a  homo- 
geneous mass,  as  shown  in  Fig.  1(E).    After  a  short  time,  however,  it 
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Fig.  1. — Experiment  Showing  Various  Stages  of  Slime-Settlino. 


assumes  a  flocculent  structure  which,  after  settling  a  brief  period  of  time, 
forms  four  distinct  zones  (A,  By  C,  and  D),  as  indicated  in  Fig.  1  (F). 
The  first  particles  that  reach  the  bottom  of  the  cylinder  are  the  coarser 
granular  sand  which  may  be  present  in  the  pulp.  Immediately  follow- 
ing this  and  somewhat  contemporaneously  with  the  settling  of  the  sand, 
the  slime  floes  nearest  the  bottom  settle,  filling  the  interstitial  spaces 
between  the  sand  particles,  and  build  up,  one  upon  another,  in  a  zone  of 
increasing  depth.  This  we  term  zone  D,  which  may  be  defined  as  that 
portion  of  the  pulp  wherein  the  floes,  considered  as  integral  bodies,  have 
settled  to  a  point  where  they  rest  directly  one  upon  another.  After 
pulp  enters  zone  D,  further  separation  of  liquid  must  come  through  liquid 
pressed  out  of  the  floes  and  out  of  the  interstitial  spaces  between  the  floes. 
Immediately  above  zone  D  is  a  transition  zone  C.  The  pulp  in  zone  C 
decreases  in  percentage  of  solids  from  the  bottom,  where  the  floes  enter 
zone  D,  to  the  top,  where  the  consistency  of  the  flocculated  pulp  is  the 
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same  as  that  of  the  original  pulp.  In  speaking  of  flocculated  pulp,  it  is 
intended  to  eliminate  from  consideration  the  coarser  portion  of  the  con- 
tained sand  which  falls  directly  through  the  overlying  zones  into  zone  D. 
Above  C  is  zone  B,  of  constant  consistency  of  flocculated  pulp  and  of 
the  same  consistency  as  the  flocculated  pulp  in  the  feed  pulp.  Zone  A, 
overlying  zone  B,  is  clear  water  or  solution.  In  the  case  of  a  very  rapidly 
settling  slime,  particularly  with  material  which  has  been  roasted,  zone 
A  in  the  earlier  stages  may  be  turbid,  due  to  finely  divided  matter  remain- 
ing in  suspension.  Later  this  very  fine  material  settles  and  the  liquid 
becomes  clear,  although  there  are  cases,  especially  when  the  liquid  con- 
tains very  little  electrolyte,  where  it  remains  turbid  for  a  long  time. 
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FlU.    2. —  DOKH    TlIICKKNKR   SHOWING    SlIMK-SeTTLING    ZONES. 


The  effect  of  the  relations  between  the  depths  of  zones  B  and  C  upon 
curves  derived  from  settling  tests  will  be  discussed  later. 

Fig.  1  (E)  shows  a  cylinder  freshly  filled  with  pulp  of  a  consistency  of 
about  10  parts  water  to  1  part  ore.  In  this  illustration  zone  B  occupies 
the  total  depth.  F,  G,  and  II  of  Fig.  1  show  progressive  stages  of  settling 
in  which  zones  A  and  I)  are  growing  deeper,  zone  B  is  decreasing  in  depth, 
and  zone  C  remains  constant-  a  feature  of  this  particular  pulp.  Fig.  1  (/) 
shows  the  condition  when  all  of  the  pulp  has  entered  zone  I)  and  compres- 
sion of  the  slime  floes  is  going  on.  Fig.  1  (J)  shows  the  final  stage  of 
settling,  beyond  which  the  pulp  will  not  thicken  further. 

With  intermittent  operation,  any  one  of  the  stages  described  may 
represent  the  condition  in  the  thickener,  depending  upon  the  length  of 
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time  that  the  pulp  has  been  allowed  to  settle.  In  the  operation  of  con- 
tinuous thickeners,  the  feed  of  the  thin  pulp  at  the  center  of  the  tank, 
the  overflow  of  clear  liquid  at  the  periphery  of  the  tank,  and  the  discharge 
of  the  thickened  pulp  at  the  bottom,  are  generally  continuous.  In  a 
continuous  thickener,  the  four  zones  previously  described  in  discussing 
intermittent  settling  are  generally  present  as  shown  in  Fig.  2,  At  the 
top  there  is  a  zone  of  clear  water,  A.  Beneath  this  is  zone  B,  consisting 
of  flocculated  pulp  of  uniform  consistency.  Directly  beneath  this  is  a 
transition  zone,  C,  and  at  the  bottom  a  zone,  D,  of  pulp  which  is  under- 
going compression. 

In  making  tests,  the  settling  rates  of  thin  pulps  are  determined  by 
readings  taken  at  the  juncture  of  zones  A  and  B}  i.e.,  where  the  pulp 
surface  joins  the  clear  liquid. 

We  designate  as  free  settling  pulp  all  of  the  pulp  in  zones  B  and  C,{ 
wherein  the  sand  and  floes  are  falling  freely  through  the  liquid  without 
pressing  on  the  layers  of  floes  beneath,  although  it  is  evident,  from  the 
peculiarly  interlocking  structure  of  flocgulated  pulp,  that  there  are  points 
of  contact  between  the  floes  even  in  these  zones. 

Critical  Settling  Point  Defined 

We  designate  as  the  Critical  Settling  Point  the  top  of  zone  D  just  as 
zone  C  disappears.  At  this  point  the  floes  at  the  surface  just  rest  upon 
each  other,  but  compression  has  not  yet  commenced  in  the  surface  layer. 
It  is  therefore  obvious  that  any  elimination  of  liquid  from  zone  D  cannot 
be  accomplished  by  free  settling  but  must  be  effected  by  compression  of 
floes.  The  water  liberated  by  compression  finds  its  way  out  of  zone  D 
through  tubes  or  channels  which  form  drainage  systems  upward  through 
the  zone.  The  trunk  channel  for  any  system  has  its  outlet  at  the  top 
of  zone  D. 

Since  zone  B}  Fig.  1  (E,  F  and  G)  is  made  up  of  flocculated  pulp  of 
constant  consistency,1  the  floes  in  this  zone  will  settle  at  a  constant  rate 
so  long  as  the  zone  exists. 

If  zone  C  remains  shallow  and  of  constant  depth,  the  liquid  being 
expelled  from  zone  D  may  be  ejected  through  zone  C  with  little  admixture 
with  this  zone.  This  upward  current  of  liquid  which  has  diffused  through 
zone  B  during  the  first  stages  of  settling  may  also  be  ejected  through 
zone  By  when  B  becomes  very  shallow,  and  thereby  considerably  increase 
the  apparent  settling  rate  of  the  pulp  at  this  stage.  This  does  not  indi- 
cate that  during  this  period  more  pulp  passes  into  zone  D.  It  is  merely  a 
surface  phenomenon,  indicating  that  zone  C  is  very  shallow. 

1  The  constant  settling  rate  in  the  upper  part  of  the  tank  has  been  noted  by  Allan 
J.  Clark  in  discussing  the  settling  behavior  of  the  slime  at  the  Homestake.  See 
A  Note  on  the  Settling  of  Slimes,  Engineering  and  Mining  Journal,  vol.  99,  No.  9, 
p.  412  (1915). 
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A  curve  plotted  from  the  results  of  a  settling  test  such  as  is  illustrated 
in  Fig.  1  will  show  a  constant  settling  rate  throughout  the  stages  repre- 
sented in  Fig.  1  (E,  F  and  G),  an  increased  rate  when  the  stage  shown  in 
Fig.  1  (H)  is  reached,  followed  by  a  rapid  retardation  in  the  settling  rate 
after  zone  B  disappears,  until  zone  C  has  also  disappeared.  Following 
this  is  a  very  slow  rate  of  settling  which  gradually  becomes  slower  as  the 
water  is  compressed  from  zone  D.  The  final  stage  of  settling  is  reached 
when  no  further  liquid  is  expelled  from  zone  D  by  compression.  The 
later  stages  of  settling  are  shown  in  Fig.  1  (J  and  J). 

Slimes  Classified  as  to  Settling  Rate 

The  type  of  settling  showing  a  constant  rate  down  to  near  the  critical 
point,  regardless  of  whether  acceleration  is  manifested  or  not,  we  term 
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Time  in  Minutes 
Fia.  3. — Curves  Showing  Settling  Rates  op  Two  Types  op  Sume. 


Type  I.  This  is  illustrated  in  Fig.  3  by  curve  A.  With  certain  pulps  a 
constant  rate  of  settling  does  not  occur,  since  zone  C  rapidly  reaches  the 
surface.  The  surface  of  such  a  pulp  contained  in  a  cylinder,  therefore, 
settles  at  a  continually  decreasing  rate  down  to  the  critical  point.  We 
term  this  type  of  settling  Type  II.     It  is  illustrated  by  curve  B,  Fig.  3. 


Type  I  of  Settling 

A  pulp  containing  very  little  sand  was  mixed  with  water  containing 

40  points  of  lime  (100  points  being  equivalent  to  a  saturated  solution  of 

\e  in  water,  i.e.,  0.13  per  cent.)  to  give  a  pulp  of  a  consistency  of  5.7 
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parts  of  liquid  to  1  part  of  ore.  This  pulp  settled  at  a  constant  rate  to 
near  the  critical  point.  Tests  were  also  made  to  ascertain  the  settling 
rates  of  pulps  of  4.71  and  4.00  parts  of  liquid  to  1  part  of  ore,  respectively. 


Consistency  of  Pulp 
Parts  Water  to  1  Part  Ore 

Rate  of  Settling 
-    Feet  per  Hour 

I. 

5.7 

0.6 

II. 

4.71 

0.464 

III. 

•       4.00 

0.414 

Conceive  a  column  of  pulp  consisting  of  three  distinct  layers:  I 
(upper),  II  (middle),  and  III  (lower),  having  consistencies  of  5.7,  4.7 
and  4.00  parts  fluid  to  1  part  solids,  respectively,  layer  I  feeding  into 
layer  II,  and  layer  II  feeding  into  layer  III.  Let  it  be  assumed  that  the 
liquid  contained  in  the  floes  and  being  carried  down  with  them  is  3  J>arts 
to  1  part  of  solids.  Since  the  floes  in  the  three  layers  are  passing 
downward  at  known  rates,  we  may  compute  the  weight  of  solids  being 
fed  from  a  given  area  of  each  layer  per  unit  of  time,  i.e.,  from  layer  I 
to  layer  II,  from  layer  II  to  layer  III,  and  leaving  layer  III,  as  follows: 
The  pulp  in  layer  I  consists  of  5.7  parts  fluid  to  1  part  of  solids,  making 
a  total  of  6.7  parts.  Of  this,  3  parts  fluid  and  1  part  solids  are  passing 
downward  while  2.7  parts  of  fluid  remain  behind.  Therefore,  for  each 
2.7  parts  of  fluid  which  remain  behind,  1  part  of  solids  passes  downward 
and  out  of  layer  I.  Since  the  pulp  in  layer  I  settled  at  the  rate  of  0.6  ft. 
per  hour,  the  water  remaining  behind  in  an  area  of  1  sq.  ft.,  in  1  hr. 
would  be  0.6  cu.  ft.,  equivalent  to  37.41  lb.  (water  weighs  62.35  lb.  per 
cubic  foot)  and  the  weight  of  solids  passing  out  of  layer  I  per  hour  would 
be  13.8  lb.  per  square  foot.  In  a  similar  manner  it  is  calculated  that  the 
solids  passing  out  of  layer  II  are  16.9  lb.  per  square  foot  per  hour  and  the 
solids  passing  out  of  layer  III  are  25.8  lb.  per  square  foot  per  hour.  The 
following  table  shows  the  weight  of  solids,  in  pounds,  which  may  be  fed 
from  each  layer,  assuming  the  quantity  of  fluid  carried  downward  in  the 
floes  to  be  as  follows:  1  part  fluid  to  1  part  solids;  2  parts  fluid  to  1  part 
solids;  2}4  parts  fluid  to  1  part  solids:  and  3  parts  fluid  to  1  part  solids. 


Layer 

I. 

II. 

III. 


1  to  1 
Pounds 


7.95 
7.78 
8.60 


2  to  1 
Pounds 


10.1 
10.6 
12.9 


2Hto  1 
Pounds 


11.6 
13.1 
17.2 


3  to  1 
Pounds 


13.8 
16.9 
25.8 


It  will  be  noted  that  if  the  floes  are  assumed  to  contain  between  2  to 
1  and  3  to  1  parts  of  liquid,  the  weight  of  solids  passing  out  of  layers  II 
and  III  will  be  greater  than  the  weight  passing  into  each  from  the  over- 
lying layer.  Therefore,  layers  II  and  III  must  decrease  in  depth,  and 
finally  become  infinitely  shallow.    The  rate  of  settling  will  therefore 
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remain  constant  in  a  settling  test  on  the  pulp  of  the  consistency  of  5.7 
parts  liquid  to  1  part  solids,  until  the  pulp  becomes  thicker  than  that  in 
layer  III.  If  the  floes  contained  only  1  part  liquid  to  1  part  solids,  layer 
II  would  increase  in  depth  and  in  a  continuous  settling  test  the  rate  of 
settling  would  decrease  until  the  rate  of  0.464  ft.  per  hour  was  reached 
and  thereafter  would  remain  constant  until  all  of  the  pulp  became  thicker 
than  that  in  layer  III.  Since  investigation  shows  that  the  settling  rate 
remains  constant  almost  to  the  critical  point,  the  proportion  of  liquid  in 
the  floes  must  be  greater  than  1  to  1. 


Type  II  of  Settling 

Fig.  3  (B)  is  the  curve  plotted  from  the  results  of  a  continuous  settling 
test  made  upon  a  pulp  showing  Type  II2  settling.  This  pulp  showed  a 
very  fine  flocculated  structure.  The  consistency  was  5.92  parts  fluid  to 
1  part  solids.  It  was  placed  in  a  1,000  c.c.  cylinder  and  allowed  to  settle 
without  interruption  to  the  critical  point.  Readings  were  taken  at 
intervals  and  the  settling  rates  in  feet  per  hour  were  computed. 

After  permitting  the  sand  to  settle  out  of  a  sample  of  this  pulp,  it 
was  found  that  the  free-settling  sand  represented  46  per  cent,  of  the  total 
solids.  Settling  rates  were  determined  on  pulps  of  varying  consistencies. 
The  consistencies  are  estimated  as  the  ratio  of  fluid  to  total  solids  (1)  and 
as  the  ratio  of  fluid  to  flocculated  solids  (2).  The  consistencies  and  set- 
tling rates  are  given  below: 


Layer 

Ratio  of  Fluid  to  Total 
Solids  (1) 

Ratio  of  Fluid  to  Flocculated 
Solids  (2) 

10.95-1 

Rate  of  Settling  in  Feet 
per  Hour 

I. 

5.92-1 

1.03 

II. 

5.17-1 

9.57-1 

0.89 

III. 

;                 4 . 42-1 

8.20-1 

0.69 

IV. 

!                 3.67-1 

6.79-1                ' 

0.52 

V. 

3.17-1 

5.87-1                l 

0.417 

VI. 

2 . 92-1 

5.40-1               ; 

0.372 

VII. 

2.42-1 

4.48-1 

0.297 

VIII. 

2.00-1 

3.70-1 

0.248 

Using  the  same  line  of  reasoning  that  was  followed  in  estimating  the 
settling  capacities  through  the  various  layers  in  discussing  Type  I  of 
settling  and  estimating  the  amount  of  fluid  contained  in  the  floes  at  2 
parts  fluid  to  1  part  flocculated  slime  and  also  at  3  parts  fluid  to  1  part 
flocculated  slime,  the  following  capacities  are  obtained  in  pounds  per 
our  of  flocculated  slime  which  may  pass  out  of  each  respective  layer: 

1  The  same  ore  may  yield  both  Type  I  and  Type  II  of  settling  under   varying 
jnditione. 
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Layer 

Floes  Containing  2  to  1 
Pounds 

Floes  Containing  3  to  1 
Pounds 

I. 

7.16 

8.06 

II. 

7.32 

8.43 

III. 

6.93 

8.26 

IV. 

6.75 

8.55 

V. 

6.70 

9.00 

VI. 

6.81 

9.63 

VII. 

7.60 

12.58 

VIII. 

9.12 

22.40 

If  we  assume  that  the  floes  are  made  up  of  3  parts  fluid  to  1  part 
flocculated  solids,  the  estimated  weight  of  solids  passing  out  of  each 
layer  appears  to  be  greater  than  the  amount  fed  into  it  from  above.  In 
this  event  the  lower  layers  could  not  exist  and  the  settling  would,  there- 
fore, follow  Type  I.  If  we  assume  floes  made  up  of  2  parts  fluid  to  1  part 
solids,  the  estimated  weight  of  solids  passing  out  of  each  layer  (eliminat- 
ing the  settling  rate  in  II,  which  was  probably  erroneous)  into  the  layer 
below  becomes  less  than  the  amount  fed  into  it  down  to  layer  VI,  after 
which  the  quantity  of  solids  passiflg  out  of  each  layer  is  greater  than  the 
weight  fed  into  it  from  above.  In  this  case  layers  V,  IV,  III,  etc.,  would 
increase  in  depth  as  layers  I,  II,  etc.,  disappear,  and  the  settling  rate 
indicated  by  a  continuous  settling  test  made  in  a  cylinder,  filled  with 
pulp  similar  to  that  in  layer  I,  will  decrease  continuously  until  the  pulp 
at  the  surface  is  of  a  consistency  between  that  of  the  pulp  in  layers  V 
and  VI.  Layers  VI  to  VIII  will  be  infinitely  thin,  since  it  is  possible  for 
more  pulp  to  pass  out  from  each  layer  than  the  amount  which  enters  it 
and,  therefore,  the  settling  rate  of  pulps  of  the  consistencies  contained 
in  these  layers  will  only  appear  in  a  period  of  rapid  transition  from  the 
settling  rate  in  layer  V  to  the  settling  rate  in  some  layer  below  VIII. 
It  has  been  calculated,  from  the  data  from  which  curve  B  (Fig.  3)  was 
plotted,  that  the  rate  of  settling  decreased  in  66  min.  from  1.03  ft.  per 
hour,  as  in  layer  I  to  0.55  ft.  per  hour,  and  in  the  next  18  min.  dropped 
to  0.08  ft.  per  hour.  From  the  above  it  should  be  evident  that  the  weight 
of  solids  which  can  pass  from  each  layer  is  dependent  upon  the  percentage 
of  sand  present  (which  passes  downward  carrying  no  liquid),  upon  the 
ratio  of  fluid  to  solids  in  the  floes  and  upon  the  settling  rate  of  the  pulp 
in  the  layer  considered.  The  capacity  of  a  layer  of  any  consistency  of 
flocculated  pulp  to  discharge  its  flocculated  solids  may  be  calculated  by 

the  following  formula: 

62.35r 

c  =  7=d 

c  =  capacity  in  pounds  of  flocculated  solids  per  square  foot  per  hour, 
r  =  settling  rate  in  feet  per  hour  in  the  layer. 
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/  =  ratio  of  fluid  to  flocculated  solids  in  the  layer. 
d  =  ratio  of  fluid  to  flocculated  solids  in  the  floes. 
62.35  =  weight  of  1  cu.  ft.  of  water. 

In  the  illustration  of  Type  II  of  settling,  pulp  of  a  consistency  of  3.17 
parts  fluid  to  1  part  solids  or  5.87  parts  fluid  to  1  part  flocculated  solids 
settled  at  a  rate  of  0.417  ft.  per  hour.    Assuming  that  the  floes  contain 

2  parts  fluid  to  1  part  solids,  the  above  formula  gives  —  ^  ~  ~^7i     =  ^ 

lb.  per  square  foot  per  hour  of  flocculated  solids  and  13.4  lb.  of  fluid 
passing  downward  out  of  layer  V,  but  since  the  flocculated  solids  repre- 
sent only  54  per  cent,  of  the  total  solids,  the  total  weight  of  solids  pass- 
ing downward  out  of  layer  would  be  12.4  lb.  per  square  foot  per  hour. 
The  proportion  of  fluid  carried  down  in  the  floes  to  total  solids  would 
be  13.4  :  12.4  ::  1.08  :  1.  Given  the  ratio  of  fluid  to  total  solids  in  a 
pulp  with  a  known  settling  rate  and  the  ratio  of  fluid  to  total  solids 
to  be  discharged,  it  is  not  necessary  to  know  the  percentage  of  fluid 
in  the  floes  in  order  to  determine  the  maximum  capacity  of  such  a 
layer  of  pulp  to  discharge  pulp  of  the  consistency  required.  Thus 
in  the  above  case  the  ratio  of  fluid-  to  total  solids  equals  3.17  to  1, 
and  the  ratio  of  fluid  to  solids  in  the  discharge  required  is  1.08  to  1.  Ap- 
plying the  formula,  we  find  c  =  ^\^_TT08    =  ^'*  ^ty  w^c'1  *s  *^e 

same  as  that  given  above.     The  formula  may,  therefore,  be  written 

~      62.35/2      . 

C  =   „  _  p  where 

F  =  ratio  of  fluid  to  solids  in  the  pulp  tested. 

R  =  rate  of  settling  in  feet  per  hour  of  a  free-settling  pulp  of  con- 
sistency F. 

D  =  ratio  of  fluid  to  solids  in  the  discharge  required. 

C  =  capacity  in  pounds  of  solids  per  square  foot  per  hour,  which 
may  be  discharged  with  a  consistency  of  D  from  a  layer  of  pulp 
of  a  consistency  of  F  settling  at  a  rate  R. 

Application  of  the  Formula  in  Determining   the   Capacity   of 

Continuous  Thickeners 

Since  in  any  vessel  used  for  settling  there  are  layers  of  pulp  of  every 
consistency  between  that  of  the  feed  and  that  of  the  discharge,  although 
some  of  the  layers  may  be  infinitely  shallow,  the  maximum  capacity  in 
pounds  of  solids  per  square  foot  per  hour  is  expressed  by  the  formula 

C  =   „"_  ry  and  the  maximum  capacity  possible  will  be  the  smallest 

value  of  C  obtained  by  applying  this  formula  to  a  series  of  tests  made 
upon  pulp  ranging  in  consistency  from  that  of  the  feed  to  that  of  the 
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thickest  free-settling  pulp,  and  taking  for  D  the  ratio  of  fluid  to  solids 
desired  in  the  discharge. 

Thickening  in  Zone  D  and  Consistency  op  Discharge  Possible    is 

We  have  established  through  numerous  experiments  the  fact  that 
after  pulp  reaches  the  consistency  where  the  floes  touch  each  other,  ' 
further  elimination  of  water  becomes  approximately  a  function  of  time, 
in  so  far  as  tests  for  metallurgical  practice  are  concerned.  It  seems  proba- 
ble that  the  relationship  of  pulp  consistency  to  time  of  thickening  is  an 
indirect  one,  depending  upon  the  effect  of  compression  caused  by  the 
depth  of  the  pulp  being  counteracted  by  the  resistance  in  the  pulp  to  the 
escaping  water,  and  to  the  admixture  of  the  pulp  in  the  upper  portion  of 
the  thickening  layer  with  the  ascending  water  from  the  lower  layers. 
A  large  number  of  comparative  tests  have  been  made  in  vessels  of  from 
1  to  10  ft.  in  depth.  If  portions  of  pulp  be  placed  in  vessels  of  various 
depths,  it  will  be  found  that  the  critical  point  will  be  reached  earliest  by 
the  surface  of  the  pulp  in  the  most  shallow  vessel,  since  the  pulp  does  not 
have  so  far  to  settle  to  reach  the  zone  of  compression  (D),  but  the  settling 
rates  in  layers  of  like  consistency  are  the  same  for  vessels  of  all  depths. 
In  the  deep  vessels  the  critical  point  will  be  proportionately  lower  than 
in  the  shallow  vessels.  This  may  be  explained  by  the  fact  that  the  aver- 
age time  of  compression  in  the  thickening  zone  before  the  critical  point 
is  reached  is  greatest  for  the  pulp  in  the  deep  vessel.  If  the  fluid  be 
expelled  as  a  function  of  time  after  the  floes  enter  the  zone  of  compression, 
it  is  but  natural  that  this  should  be  the  case. 

In  two  vessels  of  unequal  depth,  filled  with  the  same  kind  of  pulp 
and  started  to  settle  at  the  same  time,  the  total  pulp  in  the  more  shallow 
vessel  will  begin  to  compress  more  quickly  and  will  thereafter  for  many 
hours  remain  thicker  than  the  pulp  in  the  deeper  vessel,  even  though 
the  critical  points  occur  not  more  than  an  hour  apart.  This  indicates  that 
thickening  in  the  compression  zone  is  a  function  of  time.  In  one  or  two 
cases  it  was  noted  that  after  a  time  pulp  in  the  deeper  vessel  became  the 
thickest,  but,  upon  decanting  the  fluid  from  the  pulp  contained  in  the 
shallow  vessel  and  stirring  the  remaining  pulp,  settling  was  resumed  until 
the  pulp  was  as  thick  or  thicker  than  that  in  the  deeper  vessel.  We 
assume  that  this  difference  was  due  to  the  fact  that  most  of  the  sand  in 
the  shallow  vessel  reached  the  bottom,  while  in  the  deeper  vessel  some 
of  the  sahd  lodged  in  the  lower  part  of  the  compression  zone  and  assisted 
compression. 

Another  series  of  tests  was  made  by  placing  moderately  thick  pulp 
in  cylinders  of  various  depths.  It  was  found  that  after  allowing  time 
for  the  structure  to  develop  and  channels  to  form  in  the  deep  cylinder, 
the  total  settling  at  various  periods  of  time  was  approximately  propor- 
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tional  to  the  depth  of  the  cylinder.  There  is,  however,  a  limit  to  this, 
for  it  appears  that  as  the  settling  by  compression  in  a  deep  vessel  reaches 
the  slowest  settling  rate  for  free-settling  pulp,  a  zone  of  semi-thickened 
pulp  will  be  formed  and  maintained  until  the  compression  rate  for  the 
total  column  slows  down  to  a  lower  rate  than  the  lowest  free-settling  rate 
of  the  pulp.  In  this  series  of  tests  the  greatest  consistency  for  various 
periods  of  time  is  almost  invariably  reached  in  the  most  shallow  cylinders, 
but  the  difference  is  slight  and  to  a  great  extent  due  to  the  resistance  of 
the  pulp  to  liquid  rising  from  the  bottom  of  the  cylinder.  In  practice  in 
continuous  thickening,  such  a  zone  of  semi-thickened  pulp  never  reaches 
the  bottom  of  the  tank,  since  large  amounts  of  fluid  do  not  have  to  be 
liberated  from  the  pulp  at  the  bottom.  This  resistance  is  therefore  of 
less  consequence  in  practical  operation. 

The  diameter  of  the  cylinder  or  tank  used  for  making  the  test  seems 
to  have  little  or  no  influence  upon  settling.     Tests  made  upon  various 
pulp  samples  in  cylinders  varying  in  diameter  from  J*<j  in.  to  2H  m-  show 
very  slight  differences  in  the  settling  rates  and  in  the  final  consistency  of 
the  settled  pulp.    The  ]4rm-  tube  generally  gave  a  more  rapid  rate  of 
settling  down  to  the  critical  point,  probably  due  to  convection  currents. 
Beyond  this  point,  the  pulp  in  the  tube  of  small  diameter  settles  more 
slowly.     The  following  experiment  will  illustrate  this  point:  A   4-ft. 
cylinder,  2^  in.  in  diameter,  and  a  4-ft.  cylinder,  J^  in.  in  diameter,  were 
filled  with  Liberty  Bell  pulp,  3.26  parts  water  to  1  part  dry  slime.    The 
water  contained  4  points  of  lime.    The  consistency  of  the  settled  pulp, 
after  settling  48  hr.  in  the  2J-£-in.  cylinder  was  1.8  parts  water  to  1  part 
of  dry  slime,  while  in  the  %-in.  cylinder  it  was  1.825  parts  water  to  1 
part  dry  slime.    It  was  found  that  the  difference  was  greater  when  the 
water  contained  a  greater  proportion  of  electrolyte  (in  this  case,  lime), 
for  the  rea 
fiocs  becoi 
resistance 
lime,  the  p 
effect  of  tl 
and  of  thi 
of  clear  liq 
cylinder, 
cylinder  is 
settling. 

Table 
fact  that  u 
which  the 
from  whic 
them  was 
consisting 
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phide  to  1  part  precipitated  barium  sulphate  and  zinc  sulphide.  Despite 
the  low  percentage  of  solids,  the  pulp  is  very  viscous  and  is  not  free 
settling.  Air  bubbles  remained  entrapped  for  36  hr.  when  the  pulp  was 
allowed  to  settle  in  a  cylinder  16  in.  in  depth.  In  a  cylinder  56  in.  in 
depth  the  bubbles  were  ejected  and  the  settling  rate  became  50  per  cent, 
greater  than  the  ratio  of  the  depth  to  that  of  the  lower  cylinder  would 
indicate.  It  would  seem  that  in  this  type  of  pulp  the  law  of  compression 
being  a  function  of  time  would  not  hold.  Apparently  the  reason  is  that 
the  highly  viscous  homogeneous  structure  resists  the  formation  of  tubes 
and  channels  in  zone  D,  except  under  higher  pressure  through  a  deeper 
column  of  pulp.  It  is  possible  that  with  a  large  proportion  of  electrolyte, 
for  instance,  lime,  certain  ore  pulps  also  may  behave  in  this  manner. 
When  such  cases  arise,  Recourse  must  be  had  to  the  test  described  later  in 
the  paper.  Such  a  condition  is  generally  indicated  by  the  absence  of  the 
ordinary  flocculated  structure  and  the  fact  that  active  channeling  does 
not  take  place  in  zone  D. 

Table  I.— Comparative  Settling  after  Equal  Intervals  of  Time  in  Cylinders 

of  Various  Heights 

Example  A 
Type  of  Pulp  Siliceous;  60  Per  Cent,  through  a  200-mesh  Screen 


Time  of 

Settling, 

Hours 


Height  of  Cyl. 

91.25  In. 

Settling  in 

Inches 


Consistency 

of  Pulp, 

Fluid  to 

Solid 


Height  of  Cyl. 

44.75  In. 

Settling  in 

Inches 


Consistency  of 

Pulp,  Fluid 

to  Solid 


Height  of  Cyl. 

14.3  In. 

Settling  in 

Inches 


Consistency 

of  Pulp, 

Fluid  to 

Solid 


0  0.00  2.95-1 

1  4.25        

2  9.00        

4  19.20*      

19  37.90       |     1.56-1 

24  39.90  1.50-1 

28  41.80       j     1.42-1 

44  43.75       '     1.38-1 

*  Tubes  to  , 

the  surface. 


0.00  2.95-1 

3.92        

9.22*      

14.70       ! 

19.50      ,       1.50-1 
20.40  1.43-1 

20.40f  1.43-1 

22.60      i       1.27-1 
*  Tubes  to 
the  surface. ; 
t  Drew  off  , 
water  and 
stirred. 


0.00 

3.60 

4.76 

5.90* 

7.80 


7.80 
*  Drew  off 
water  and 
stirred. 


2.95-1 


1.58-1 
1.14-1 


1.14-1 


Example  B 


Time  of 
Settling,  Hours 


Height  of  Cyl.  29.75 

In.    Settling  in 

Inches 


Consistency    of 

Pulp,  Fluid  to 

Solid 


Height  of  Cyl.  3 

In.    Settling  in 

Inches 


Consistency    of 

Pulp.  Fluid  to 

Solid 


0 
16 
24 
32 


0.00 


17.37 
18.50 


3.00-1 


1.05-1 
0.90-1 


0.00 
1.56 

1.78 
1.83 


3.00-1 
1.18-1 
1.00-1 
0.95-1 


368 


CAPACITIES  OF  SLIME-SETTLING   TANKS 


Table  I. — Comparative  Settling  after  Equal  Intervals  of  Time  in  Cylinders 

of  Various  Heights— {Continued) 

Example  C 
Siliceous  Ore 


Time  of        !   Hetefct  rf  <?yl..!23 
Settling,  Hours  |       In"  gg*1*  ln' 


Consistency  of        Height  of  Cyl.  14 . 3 
Pulp.  Fluid  to  In.    Settling  in 

Solid  I  Inches 


Consistency  of 

Pulp.  Fluid  to 

Solid 


0 
18 


36 


0 
113 


4.73-1 
1.05-1 


0.0 
13.15 
Removed  H*0 
and  stirred. 
13.37 


4.73-1 
1.08-1 


0.90-1 


Example  D 
Very  Colloidal  Siliceous  Pulp 


Time  of 

Settling, 

Hours 


Height  of  Cyl.  |  Consistency  Height  of  Cyl. 

92  In.  of  Pulp,      '       41.5  In. 

Settling  in     I     Fluid  to     i     Settling  in 

Inches  Solid        i        Inches 


Consistency   of 

Pulp,  Fluid 

to  Solid 


Height  of  Cyl. 

14.1  In. 

Settling  in 

Inches 


Consistency 

of  Pulp, 

Fluid  to 

Solid 


0 

0.0 

:    2.13-1 

0.0 

2.13  -1 

0.00 

!    2.13-1 

17 

30.3 

1    1.30-1 

14.8 

1.235-1 

5.57. 

1.13-1 

20       i 

31.0 

1.28-1 

15.1 

1.219-1 

5.72 

1.11-1 

64 

36.3 

1.13-1    i 

18.4 

1.020-1 

6.64 

0.95-1 

Example  E 
Liberty  Bell  Palp  Oxidized  with  a  High  Percentage  of  Clay;  CaO  Traces 


Time  of     Hei«^  ?'  °yl   Coft?8PnfnCy   "^  ?nCyL   Consistency   of 
Settling,         Hi%^«  &£&  «.&£•;..       of  Pulp.  Fluid 


Hours 


Height  of  Cyl.   Consistency 


Settling  in 
Inches 


Fluid  to 
Solid 


Settling  in 
Inches 


to  Solid 


11  In. 

Settling  in 
Inches 


of  Pulp. 

Fluid  to 

Solid 


0 

1 

5 
23 
29 


1.5 

9.4 

45.5 

51.5 


3.26-1 

2.95-1 
1.81-1 
1 . 62-1 


3.26-1 


1.5 
9.75 
19.5 
21.0 


2 . 47-1 
1.69-1 
1 . 56-1 


1.56 
3.92 
5.25 
5.39 


3.26-1 
2.75-1 
1.97-1 
1 . 53-1 
1.49-1 


Example  F 
Enterprise  Ore — 'Siliceous 


Time  of 
Settling,  Hours 


0.00 
0.50 
3.00 
4.75 
18.00 


Height  of  Cyl.  60 

In.    Settling  in 

Inches 


0.00 

4.63 

24.43 

35.78 

41.27 


Consistency  of 

Pulp,  Fluid  to 

Solid 


7.00-1 


2.61-1 
1.93-1 


Height  of  Cyl. 
In.     Settling 
Inches 

10 
in 

Consistency  of 
Pulp,  Fluid  to 
Solid 

0.00 

7.00-1 

4.50 

3.68-1 

6.18 

2.43-1 

6.50 

2.20-1 

7.10 

1.76-1 
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Table  I. — Comparative  Settling  after  Equal  Interval*  of  Time  in  Cylinders 

of  Various  Heights — {Continued) 

Example  0 

A  Chemical  Pulp,  Stowing  an  Apparent  Exception 


Settling, 

Height  of  Cyl.  M  In. 
Settling  in  InohH 

Height  of  Cyl.  16.76  In. 

Settling  in  Inchw 

Ccmaifltoiioy  of  Pulp, 
Fluid  to  Solid 

0 
7 

24 

0.0 
5.9 

11.3 

0.0 
1.2 
2.6 

6-1 

Sumuaby  of  Sums-Settling  Results 

The  results  of  our  investigation  of  slime  settling  may  be  summarized 
8  follows: 


Fia.  4. — Slime-Settling  Data,  Liberty  Bell  Mill,  Tsllubidb,  Col. 

1.  Id  thickening  pulps  which  are  to  be  discharged  at  a  consistency 
such  that  the  discharge  is  still  in  the  form  of  free-settling  pulp,  the 
depth  of  the  tank  used  is  of  no  consequence,  except  in  so  far  as  it  permits 
a  depth  of  feed  sufficient  to  avoid  surface  agitation  and  allows  ample 
depth_of  clear  liquid  to  care  for  fluctuations  of  the  feed  and  changes  in 
vol.  lv. — 24. 
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A  curve  plotted  from  the  results  of  a  settling  test  such  as  is  illustrated 
in  Fig.  1  will  show  a  constant  settling  rate  throughout  the  stages  repre- 
sented in  Fig.  1  (E,  F  and  G),  an  increased  rate  when  the  stage  shown  in 
Fig.  1  (H)  is  reached,  followed  by  a  rapid  retardation  in  the  settling  rate 
after  zone  B  disappears,  until  zone  C  has  also  disappeared.  Following 
this  is  a  very  slow  rate  of  settling  which  gradually  becomes  slower  as  the 
water  is  compressed  from  zone  D.  The  final  stage  of  settling  is  reached 
when  no  further  liquid  is  expelled  from  zone  D  by  compression.  The 
later  stages  of  settling  are  shown  in  Fig.  1  (J  and  J). 

Slimes  Classified  as  to  Settling  Rate 

The  type  of  settling  showing  a  constant  rate  down  to  near  the  critical 
point,  regardless  of  whether  acceleration  is  manifested  or  not,  we  term 


0  10  20  30  AD  50  60  70  80 

Time  in  Minutes 
Fia.  3. — Curves  Showing  Settling  Rates  op  Two  Types  of  Slime. 


Type  I.  This  is  illustrated  in  Fig.  3  by  curve  A.  With  certain  pulps  a 
constant  rate  of  settling  does  not  occur,  since  zone  C  rapidly  reaches  the 
surface.  The  surface  of  such  a  pulp  contained  in  a  cylinder,  therefore, 
settles  at  a  continually  decreasing  rate  down  to  the  critical  point.  We 
term  this  type  of  settling  Type  II.     It  is  illustrated  by  curve  B,  Fig.  3. 


Type  I  of  Settling 

A  pulp  containing  very  little  sand  was  mixed  with  water  containing 
40  points  of  lime  (100  points  being  equivalent  to  a  saturated  solution  of 
lime  in  water,  i.e.,  0.13  per  cent.)  to  give  a  pulp  of  a  consistency  of  5.7 
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parts  of  liquid  to  1  part  of  ore.  This  pulp  settled  at  a  constant  rate  to 
near  the  critical  point.  Tests  were  also  made  to  ascertain  the  settling 
rates  of  pulps  of  4.71  and  4.00  parts  of  liquid  to  1  part  of  ore,  respectively. 


Consistency  of  Pulp 
Parts  Water  to  1  Part  Ore 

Rate  of  Settling 
-    Feet  per  Hour 

I. 

5.7 

0.6 

II. 

4.71 

0.464 

III. 

•       4.00 

0.414 

Conceive  a  column  of  pulp  consisting  of  three  distinct  layers:  I 
(upper),  II  (middle),  and  III  (lower),  having  consistencies  of  5.7,  4.7 
and  4.00  parts  fluid  to  1  part  solids,  respectively,  layer  I  feeding  into 
layer  II,  and  layer  II  feeding  into  layer  III.  Let  it  be  assumed  that  the 
liquid  contained  in  the  floes  and  being  carried  down  with  them  is  3  parts 
to  1  part  of  solids.  Since  the  floes  in  the  three  layers  are  passing 
downward  at  known  rates,  we  may  compute  the  weight  of  solids  being 
fed  from  a  given  area  of  each  layer  per  unit  of  time,  i.e.,  from  layer  I 
to  layer  II,  from  layer  II  to  layer  III,  and  leaving  layer  III,  as  follows: 
The  pulp  in  layer  I  consists  of  5.7  parts  fluid  to  1  part  of  solids,  making 
a  total  of  6.7  parts.  Of  this,  3  parts  fluid  and  1  part  solids  are  passing 
downward  while  2.7  parts  of  fluid  remain  behind.  Therefore,  for  each 
2.7  parts  of  fluid  which  remain  behind,  1  part  of  solids  passes  downward 
and  out  of  layer  I.  Since  the  pulp  in  layer  I  settled  at  the  rate  of  0.6  ft. 
per  hour,  the  water  remaining  behind  in  an  area  of  1  sq.  ft.,  in  1  hr. 
would  be  0.6  cu.  ft.,  equivalent  to  37.41  lb.  (water  weighs  62.35  lb.  per 
cubic  foot)  and  the  weight  of  solids  passing  out  of  layer  I  per  hour  would 
be  13.8  lb.  per  square  foot.  In  a  similar  manner  it  is  calculated  that  the 
solids  passing  out  of  layer  II  are  16.9  lb.  per  square  foot  per  hour  and  the 
solids  passing  out  of  layer  III  are  25.8  lb.  per  square  foot  per  hour.  The 
following  table  shows  the  weight  of  solids,  in  pounds,  which  may  be  fed 
from  each  layer,  assuming  the  quantity  of  fluid  carried  downward  in  the 
floes  to  be  as  follows:  1  part  fluid  to  1  part  solids;  2  parts  fluid  to  1  part 
solids;  2%  parts  fluid  to  1  part  solids:  and  3  parts  fluid  to  1  part  solids. 


Layer 


1  to  1 
Pounds 


2  to  1 
Pounds 


2Hto  1 
Pounds 


3  to  1 
Pounds 


I. 

7.95 

10.1 

11.6          J 

13.8 

II. 

7.78 

10.6 

13.1 

16.9 

III. 

8.60 

12.9 

17.2 

25.8 

It  will  be  noted  that  if  the  floes  are  assumed  to  contain  between  2  to 
1  and  3  to  1  parts  of  liquid,  the  weight  of  solids  passing  out  of  layers  II 
and  III  will  be  greater  than  the  weight  passing  into  each  from  the  over- 
lying layer.  Therefore,  layers  II  and  III  must  decrease  in  depth,  and 
finally  become  infinitely  shallow.     The  rate  of  settling  will  therefore 
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ing  from  6  parts  fluid  to  1  part  solids  down  to  1.12  parts  fluid  to  1  part 
solids. 


iwt     f»u  Fluid  to  i  Put  solid.    ***  «*■  B*t%%rln  F***  P"     '"tuSfilZataM 


1 

6.00 

2.180 

3.00 

2 

4.94 

1.100 

4.29 

3 

4.00 

0.893 

4. SI 

4 

3. SI 

0.758 

4.22 

5 

3.00 

0.600 

4.05 

Fig.  7. — Slime- Settling  Data,  Nipissing  Low-Grade  Mill,  Cobalt,  Ont. 

The  formula  A  =  J„,.-     was  applied  to  ascertain  the  above 

\F-D/ 
ureas.     Taking  for  instance  the  third  test,  R  =  0.893,  F  =  4,  D  =  1.12, 

then  .1  ^  04  X  62  35  X  0  893  =  *'"**'  l'ie  num^ier  °f  sQuare  feet  required 

2.88 
per  ton  per  day.     For  handling  100  tons  per  day,  431  sq.  ft.  or  the  area  of 
a  tank  23.4  ft.  in  diameter  would  be  required.    In  the  above  example  the 
third  test  is  taken  for  the  required  area  as  being  the  largest  area  indi- 
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cated  by  any  of  the  tests,  while  the  areas  indicated  by  the  fourth  and 
fifth  tests  show  that  the  areas  are  diminishing  for  the  thicker  pulps, 
therefore  the  turning  point  has  been  passed. 

To  Ascertain  the  Necessary  Depth  of  Tank 

Assuming  that  the  following  results  are  obtained  from  settling  tests 
made  in  a  cylinder  12  in.  deep  upon  3  to  1  pulp,  the  computations  are 
made  as  follows: 


Fia.  8. — Slime-Settling  Data,  Presidio  Mill,  Sbafter,  Tex. 

Time  of  Thickening  Consistency  Fluid 

2  1.70:1 

4  1.59:1 

9  1.35:1 

14  1.20:1 

19  1.12:1 

Since  an  area  of  4.31  sq.  ft.  is  required  per  ton  of  solids  per  24  hr., 
the  total  solids  per  square  foot  retained  in  the  thickening  zone  must  be 
19  X  2  000 
24  y  411    =  *^'  *k"'  or  *®  hours'  supply  per  square  foot.    There  is 

required  a  5-hr.  supply,  of  each  of  the  pulp  consistencies  1.16  to  1;  1.275 


374  CApAcrnas  op  bumb-sbttunq  tanks 

to  1;  1.47  to  1,  and  a  4-hr.  supply  of  a  1.7  to  1  pulp.  The  solids  per 
cubic  foot  in  the  above  pulps  are  43.2  lb.,  37.6  lb.,  33.7  lb.  and  30  lb., 
respectively.  The  depth  of  each  class  of  pulp  would  therefore  be  2.23 
ft.,  2.57  ft.,  2.87  ft.,  and  2.58  ft.,  or  a  total  depth  of  10.25  ft.  To  this 
depth  must  be  added  a  foot  for  the  loss  due  to  the  pitch  of  the  drags  in 
the  thickener  and  1.5  ft.  for  the  depth  of  the  feed,  since  the  feed  is  thick 
and  the  volume  will  be  proportionately  low.  The  total  calculated  depth 
of  the  tank  required  would  be  12.75  ft.  If  proper  allowance  were  mctde 
for  storage  capacity,  the  tank  might  be  inconveniently  deep.  -  In  this 
case  it  would  be  better  practice  to  make  the  tank  12  ft.  deep  and  make 


Fio.  9. — Sumk-Settunq  Data,  Hollinueb  Mill,  TtuyiNs,  Ont. 

various  allowances  for  additional  capacity  by  increasing  the  diameter 
of  the  tank  to  give  a  30  per  cent,  increase  in  area.  Ordinarily  in  settling 
ore  pulps  composed  of  fine  granular  material  with  a  considerable  pro- 
portion of  colloidal  material  which  may  vary  in  character,  it  is  unwise 
to  provide  less  than  6  aq.  ft.  of  settling  area  per  ton  of  solids  to  be  settled 
daily.    Frequently  much  larger  areas  are  required. 

If,  in  the  tests  previously  cited,  the  fourth  and  fifth  settling  rates 
had  decreased  so  as  to  cause  the  indicated  required  areas  to  increase 
gradually,  the  solution  of  the  problem  would  be  less  simple,  for  it  is 
necessary  to  be  certain  that  the  settling  rate  for  the  thickest  free-settling 
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pulp  has  been  determined  and  also  that  the  pulp  being  tested  is  free 
settling.  Ordinarily  the  latter  point  is  indicated  by  the  evenly  flocculated 
appearance  of  the  pulp  surface,  without  channels  of  fluid  coming  through, 
and  by  the  uniform  texture  of  the  pulp  as  seen  in  a  glass  cylinder.  The 
settling  rate,  after  flocculation  is  complete,  should  be  constant  or  gradu- 
ally diminishing  to  the  critical  point.  In  certain  thick,  free-settling 
pulps  containing  a  large  proportion  of  electrolyte,  the  whole  mass 
agglomerates  upon  shaking,  and  in  a  shallow  cylinder  the  time  required 
to  form  the  natural  structure  will  be  so  great  that  the  pulp  will  have 
passed  the  critical  point  before  a  reliable  settling  rate  has  been  observed. 


i 
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Fig.  10. — Slime -Settling  Data,  Wbbt  End  Consolidated  Mill,  Tonopah,  Nev. 

In  such  cases  the  series  of  tests  should  be  repeated  using  less  electrolyte, 
the  object  being  to  ascertain  the  consistency  at  which  the  indicated 
area  establishes  itself  as  a  constant,  or  decreases.  Should  it  not  be 
feasible  to  reduce  the  proportion  of  electrolyte,  cylinders  3  or  4  ft.  in 
height  may  be  employed  in  repeating  the  tests,  in  order  that  sufficient 
time  may  be  given  for  the  flocculated  structure  and  even  texture  to 
become  apparent.  If,  after  applying  these  tests,  it  is  desired  to  verify 
the  results-still  further,  it  becomes  necessary  to  make  a  test  representing 
actual  continuous  feed  and  discharge  conditions,  as  hereafter  described 
in  this  paper. 
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Id  making  settling  tests  the  sample  should  be  carefully  taken  in 
order  that  it  may  be  truly  representative  of  the  pulp  to  be  settled.  The 
ratio  of  fluid  to  solids  may  be  determined  by  drying  a  sample  from  each 
test.  The  pulp  is  placed  in  a  1,000  c.c.  cylinder  and  well  shaken;  it  is 
then  allowed  to  settle.  Readings  should  be  taken  at  intervals  of  from 
1  to  3  min.  until  the  pulp  has  reached  a  uniform  or  decreasing  settling 
rate,  the  maximum  rate  being  taken  as  the  one  sought.  The  readings 
are  most  conveniently  taken  in  cubic  centimeters  and  the  settling  rate 
in  feet  per  hour  may  be  computed  from  these  by  establishing  the  value 


Fia.  11. — Slime -Settling  Data,  Homestakb  Mill,  Lead,  S.  D. 

in  decimal  parts  of  a  foot  of  each  cubic  centimeter.  This  is  done  by 
measuring,  in  feet,  the  length  of  the  1,000  c.c.  graduation  on  the  cylinder 
and  dividing  by  1,000. 

Method  of  Making  Settling  Tests 

The  method  of  making  the  settling  tests  hereafter  quoted  was  as 
follows:  In  each  case  the  pulp  was  permitted  to  settle  %  in.  before  the 
readings  were  taken. 

(a)  1,000  c.c.  feed  pulp  settled  for  a  2-min.  interval. 

(b)  After  completing  test  (a)  and  thoroughly  mixing  by  shaking, 
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25  c.c.  of  pulp  was  removed  from  the  cylinder  and  replaced  by  25  c.c. 
of  discharge  pulp.  After  thoroughly  mixing,  allowed  to  settle  for  an 
interval  of  2  min. 

(c)  30  c.c.  of  pulp  removed  from  (h)  and  replaced  by  30  c.c.  of  dis- 
charge pulp,  settling  interval  2  min. 

(d)  45  c.c.  of  pulp  removed  from  (c)  and  replaced  by  45  c.c.  of 
discharge  pulp,  settling  interval  3  min. 

(e)  75  c.c.  of  pulp  removed  from  (d)  and  replaced  by  75  c.c.  of  dis- 
charge pulp,  Battling  interval  3  min. 


I. 


Fio.  12. — Slime-Settling  Data,  Houkstakb  Mill,  Lead,  8.  D. 

(/)  100  c.c.  of  pulp  removed  from  (e)  and  replaced  by  100  c.c.  of  dis- 
charge pulp,  settling  interval  4  min. 

(g)  160  c.c.  of  pulp  removed  from  (/)  and  replaced  by  160  c.c.  of 
discharge  pulp,  settling  interval  4  min. 

(A)  260  c.c.  of  pulp  removed  from  (g)  and  replaced  by  260  c.c.  of 
discharge  pulp,  settling  interval  6  min. 

Throughout  a  series  of  teats  the  precaution  must  be  taken  of  thoroughly 
mixing  the  contents  of  the  cylinder  both  before  removing  pulp  and 
before  starting  the  test  on  the  pulp  of  altered  consistency. 


378  capacities  of  slime-settling  tanks 

The  curves  in  Fig.  4,  showing  the  settling  behavior  of  Liberty  Bell 
pulp,  illustrate  the  method  of  plotting  used  in  presenting  the  results  of 
the  tests  which  have  been  taken  as  a  basis  of  comparison  with  the  per- 
formance of  commercial  thickeners.  In  the  lower  curve  the  settling 
rate  in  feet  per  hour  is  taken  as  the  ordinate,  while  the  ratio  of  water 
to  dry  slime  is  taken  as  the  abscissa.  Each  point  shown  on  the  curve 
represents  an  individual  test  made  upon  slime  of  the  dilution  noted. 
The  tests  appear  upon  the  curve  from  left  to  right  in  the  order  performed, 
which  places  the  highest  dilution  at  the  origin. 


Fio.  13. — Slime- Settling  Data,  Golden  Cycle  Mill,  Colorado  Springs,  Col. 

In  the  upper  curve,  the  computed  capacity  in  pounds  per  hour  of 
dry  slime  per  square  foot  of  settling  area  is  taken  as  the  ordinate,  while 
the  dilution  is  taken  as  the  abscissa,  as  in  the  lower  curve. 

The  following  table  gives  the  actual  capacities,  together  with  the 
computed  capacities,  of  thickeners  used  at  the  various  mills  enumerated, 
as  shown  in  curves,  Figs.  4  to  13,  inclusive.  In  each  case  the  tests  were 
made  at  the  mill  by  the  local  staff,  according  to  directions  supplied  by  us. 
From  the  data  received  the  capacities  were  computed,  employing  the 
method  described  in  the  paper. 
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Curve 

Pulp 

Computed 

Capacity, 

Pounds  per 

Square  Foot 

Actual  Report- 
ed Capacity, 
Pounds  per 
Square  Foot 

Number  of 

Feet    of    Clear 

Solution 

Reported 

Consistency  of 
Feed  Pulp 

Consistency  of 

Discharge 

Pulp 

Fig.  4 

Liberty  Bell 

4.87 

5.94 

1.25 

10.00-1 

2.00-1 

5 

Belmont. . . 

.     14.1 

14.75 

1.5 

7.00-1 

2.11-1 

6 

Portland* 
(low-grade) 

8.3 

6.0 

6.0 

15.10-1 

1.66-1 

7 

Nipissing 
(low-grade) 

8.24 

11.8 

0.0 

11.00-1 

1.50-1 

8 

Presidio  f... 

33.0 

17.65 

6.0 

5.62-1 

1.58-1 

9 

Hollinger.... 

19.7 

18.0 

2.0 

5.60-1 

1.00-1 

10 

West  Endf. 

15.24 

11.97 

5  to  6 

6.10-1 

2.02-1 

11 

Homestake. 

Homestake. 

Golden  cycle 

7.78 
8.86 
19.3 

7.05 
8.55 
19.1 

33.00-1 

17.50-1 

7.70-1 

2.18-1 

12 

1.50-1 

13 

0.0 

1.00-1 

(roasted  ore) 

i 

! 
1 

Special  Apparatus  for  Small-Scale  Continuous  Settling  Tests 

Although,  as  demonstrated,  reasonably  accurate  results  may  be 
obtained  by  settling  tests  made  in  small  glass  cylinders  (provided  the 
results  are  properly  interpreted),  we  recommend  for  testing  a  special 
device  in  which  tests  may  be  carried  out  under  the  same  conditions  of  1 
depth  as  would  obtain  in  practice.  Since  the  diameter  of  the  cylinder, 
if  over  2  in.,  does  not  in  any  way  affect  the  settling  rate,  it  is  possible  to 
construct  from  standard  iron  pipe  and  fittings,  available  in  most  localities, 
a  device  which  will  give  results  exactly  parallel  to  those  to  be  expected 
in  practice.  Fig.  14  shows  in  detail  such  a  device,  which  in  our  experi- 
mental work  has  given  very  satisfactory  results.  The  body  or  container 
is  A  piece  of  4-in.  black,  iron  gas-pipe,  threaded  at  both  ends  (galvanized 
iron  pipe  or  fittings  should  be  avoided  )on  one  end  of  which  is  screwed  a 
4-in.  pipe  flange,  while  on  the  other  end  is  screwed  a  special  cast-iron 
cone.  Into  the  bottom  of  this  cone  is  screwed  a  J^-in.  nipple  and  con- 
nected to  this  is  a  J^-in.  iron  plug  cock,  into  which  is  screwed  another 
3^-in.  nipple  to  prevent  spattering.  If  it  is  not  possible  to  procure  the 
cone-shaped  casting  for  the  bottom,  the  same  effect  may  be  obtained 
by  plugging  the  bottom  of  the  pipe  and  screwing  the  discharge  valve 
into  a  hole  tapped  at  the  center  of  the  plug.    A  thin  sheet-iron  cone  is 


*  Portland, — The  bulk  of  this  slime  settles  readily  but  there  is  a  small  amount  of 
colloidal  material  which  has  a  tendency  to  remain  in  suspension  after  the  bulk  of  the 
pulp  has  settled.  In  order  to  obtain  as  clear  solution  as  possible  for  precipitation, 
the  thickener  was  operated  below  capacity,  as  indicated  by  the  fact  that  there  was 
6  ft.  of  clear  solution. 

t  Presidio  and  West  End. — These  thickeners  were  being  operated  very  much  below 
capacity,  as  indicated  by  the  fact  that  there  was  5  to  6  ft.  of  clear  solution. 
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made  of  such  a  size  that  the  top  just  fits  the  pipe,  while  the  apex  is  of 
the  same  size  as  the  hole  in  the  plug.  This  cone  is  slipped  inside  of  the 
pipe  and  downward  until  it  rests  upon  the  bottom.  Along  the  side  of 
the  4-in.  pipe,  at  regular  intervals  of  12  in.,  are  bored  holes  tapped  for  a 
3^-in.  thread.  Into  each  of  these  is  screwed  a  3^-in.  nipple,  to  which  is 
attached  a  3^-in*  plug  cock;  to  this,  in  each  case,  is  attached  an  elbow  and 
nipple  to  divert  the  outflow  downward.  The  4-in.  pipe  is  arranged  with 
a  tripod  or  other  suitable  means  of  support  so  that  it  is  maintained  in  a 
vertical  position  at  a  sufficient  distance  from  the  floor  for  the  thickened 
pulp  to  be  withdrawn  readily  from  the  plug  cock  at  the  bottom.  Resting 
on  top  of  the  main  pipe  or  container  is  a  funnel  for  introducing  the. pulp. 
Attached  to  this  funnel  by  means  of  iron  sleeves  are  11-in.  lengths  of 
black  iron  pipe,  the  idea  being  to  make  each  section,  with  the  sleeve 
when  screwed  into  position,  12  in.  in  length  and  so  arranged  that  the 
outlet  from  the  stem  of  the  funnel  is  somewhat  below  the  particular  cock 
on  the  side  of  the  apparatus  in  use.  Any  depth  of  feed  in  multiples  of 
12  in.  may  be  obtained  by  screwing  on  to  the  funnel  tube  the  necessary 
number  of  12-in.  units.  To  the  lowermost  unit  in  use  is  attached  a  cup- 
shaped  iron  casting  for  the  purpose  of  distributing  the  flow  of  pulp. 
This  may  be  an  ordinary  23^-in.  cast-iron  drip  cup,  such  as  is  frequently 
used  beneath  bearings,  attached  in  such  a  manner  as  not  to  obstruct  the 
outlet  of  the  pipe.  The  apparatus  shown  in  Fig.  14  has  a  maximum 
available  depth  of  9  ft.  for  the  thickening  zone.  Therefore,  settling  tests 
may  be  performed  in  steps  of  1  ft.,  representing  what  may  be  expected 
in  tanks  where  the  thickening  zone  varies  from  2  to  9  ft.  in  depth.  If 
a  study  of  the  behavior  of  deeper  tanks  is  desired,  a  longer  containing 
pipe  may  be  employed.  To  illustrate  the  use  of  this  piece  of  apparatus:  I 
Assume  that  the  settling  behavior  of  a  given  pulp  and  the  capacity  per  1 
square  foot  of  settling  area  of  a  tank  having  a  thickening  zone  5  ft.  in 
depth  are  to  be  determined.  First  make  a  preliminary  settling  test  in 
a  glass  cylinder  according  to  the  directions  previously  given.  Let  it  be 
assumed  that  the  results  are  as  follows:  The  critical  point  in  the  glass 
cylinder  is  ascertained  to  occur  at  a  dilution  of  3  parts  fluid  to  1  part  solid 
and  the  mean  settling  rate  down  to  this  point  is  1  ft.  per  hour.  After 
these  data  are  obtained,  proceed  with  the  large  test  as  follows:  Through 
the  feed  funnel  introduce  pulp  of  a  consistency  of  3%  parts  fluid  to  1 
part  solids,  until  the  large  containing  tube  is  filled  to  5  ft.  Since  in  a 
5-ft.  column  of  3}4  to  1  pulp,  J^  part  water  is  equivalent  to  7.65  in.,  it 
follows  that  this  particular  pulp  must  settle  a  distance  greater  than  7.65 
in.  before  it  reaches  the  critical  point.  Therefore,  1  ft.  of  feed  with  a 
consistency  of,  say,  7  parts  fluid  to  1  part  solids,  may  be  added  to  bring 
the  pulp  surface  up  to  cock  D6.  After  1  hr.,  test  the  settling  by  opening 
cock  D5  to  ascertain  if  clear  fluid  can  be  withdrawn.  Close  cock  D5, 
open  cock  D6  and  pour  feed  in  through  the  funnel  until  a  murky  overflow 
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occurs  at  cock  D6.  Stop  immediately  the  outflow  at  D6  by  closing  the 
cock.  Allow  another  hour  to  elapse  and  test  as  before.  Repeat  this 
at  hourly  intervals  until  it  is  found  that  the  pulp  level  has  risen  to  cock 
Z)5,  as  determined  by  pulp  flowing  out  at  this  cock.  When  this  stage  is 
reached,  either  the  feed  must  be  decreased  or  thickened  pulp  must  be 
removed  from  the  cock  at  the  bottom.  Next  remove  6  in.  of  thickened 
pulp  through  the  bottom  cock.  This  pulp  will  be  sandy  and  its  specific 
gravity  need  not  be  determined.  Feed  may  now  be  added  at  the  original 
rate  until  pulp  again  appears  at  cock  Z>5,  when  it  becomes  necessary 
to  remove  thickened  pulp  from  the  discharge  cock.  The  amount  of 
feed  added  should  be  ascertained  by  measuring  the  volume  of  both  the 
overflow  and  discharge.  Continue  the  process  as  described  until  the 
specific  gravity  of  the  discharge  is  uniform  and  the  sand  content  normal. 
The  feed  pipe  should  extend  slightly  below  the  cock  at  the  top  of  the 
zone  tested  and  the  surface  of  the  pulp  should  never  be  permitted  to 
fall  below  the  mouth  of  the  feed  pipe,  for,  should  it  do  so,  it  is  not  defi- 
nitely known  that  the  maximum  feed  is  being  given.  If  the  pulp  in  the 
discharge  is  not  as  dense  as  desired,  reduce  the  feed  and  continue  the  test. 
After  equilibrium  has  been  reached,  the  capacity  per  square  foot  per 
hour  is  computed.  Further  tests  with  various  depths  in  the  experi- 
mental apparatus  will  give  the  necessary  data  for  choosing  the  depth  of 
tank  required.  To  the  depth  of  thickening  zone  determined  by  the 
experimental  apparatus  must  be  added  the  additional  necessary  depth 
for  storage,  feed,  etc.,  as  previously  explained.  The  series  of  tests  for 
maximum  capacity  in  the  glass  cylinder  will  greatly  assist  the  operator 
in  making  the  large  tests. 

Remarks  Concerning  Settling  Tests 

When  we  asked  certain  operators  to  make  settling  tests  to  prove  the 

value  of  the  formula  C  =  «-^_  ^  we  were  not  familiar  with  the  erratic 

behavior  of  certain  thick  pulps  containing  large  proportions  of  lime,  nor 

with  the  importance  of  small  changes  in  temperature.    We  therefore 

limited  the  ratings  to  single  readings  on  each  test  and  did  not  mention 

1  effect  of  temperature.    It  is  probable,  in  the  few  cases  where  a  fairly 

e  check  between  actual  and  indicated  capacity  is  not'shown  when  the 

were  being  worked  to  the  limit  of  their  capacity,  that  the 

mcy  is  due  to  one  or  the  other  of  these  causes. 

nr  earlier  work  the  pulp  samples  tested  were  built  up  to  give  the 

xmsistency  by  combining  the  discharge  and  feed,  as  previously 

i.    Subsequently  it  was  found  more  convenient  to  start  with  a 

t  measured  quantity  of  feed  pulp  and  use  the  same  pulp  through- 

Vfholeseries  of  tests  for  maximum  capacity,  hence  each  pulp  sample 
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is  now  made  up  by  decanting  measured  quantities  of  clear  liquid  and  mix- 
ing the  remaining  pulp  well  before  taking  the  sample  for  each  test.  A 
thorough  mixture  is  very  important,  especially  with  tests  which  are  to 
be  settled  for  density.  With  thin  pulps  the  settling  rate  will  not  be 
altered  by  the  sand;  for  instance,  if  the  sample  has  less  than  its  pro- 
portion of  coarse  sand,  the  settling  rate  remains  unaffected.  The 
amount  of  electrolyte  should  be  the  same  throughout  all  the  tests  and 
the  same  as  that  to  be  used  in  practice.  A  high  proportion  of  lime  al- 
most invariably  causes  a  somewhat  thinner  discharge  from  the  thick- 
ener. In  making  tests  for  compression  and  final  thickening  in  low 
cylinders,  the  clear  overlying  liquid  should  be  removed  in  order  to  keep 
the  surface  of  the  liquid  down  near  the  pulp  surface. 

Before  increasing  the  proportion  of  electrolyte  in  mill  practice  to 
increase  the  settling  rate,  the  series  of  tests  for  maximum  capacities 
should  be  made  and  carefully  analyzed  to  ascertain  if  the  increase  in 
the  electrolyte  will  prove  advantageous  in  the  zone  of  the  pulp  the 
settling  rate  of  which  is  limiting  the  capacity  of  the  tank. 

The  temperature  of  tests  must  be  uniform  and  the  same  as  will  be 
maintained  in  practice.  High  temperature  increases  the  settling  rates 
in  most  pulps  and  it  is  not  rare  to  find  the  rate  altered  from  30  per  cent, 
to  50  per  cent,  by  a  few  degrees  change  of  temperature.  The  condition 
of  the  pulp  tested  is  of  utmost  importance.  Samples  dried  in  the  air 
or  by  fire  may  be  ruined  for  testing.  Many  colloids  when  dried  become 
set,  that  is,  lose  their  plasticity.  On  the  other  hand,  ore,  as  it  comes 
from  the  mine,  may  not  be  in  a  condition  to  test.  A  fresh  ore,  ground  to 
200  mesh,  settled  to  40  per  cent,  moisture  in  an  hour  and  required  less 
t  than  2  sq.  ft.  of  settling  area  per  ton  per  day;  after  5  hr.  in  contact  with 
cyanide  solution  containing  lime,  it  required  3  sq.  ft.  of  settling  area  and 
settled  to  50  per  cent,  moisture  in  1  hr.;  after  24  hr.,  it  required  5  sq. 
ft.  of  settling  area  and  20  hr.  to  settle  to  60  per  cent,  moisture;  after  20 
hr.  no  further  change  occurred.  A  sample  of  the  same  ore,  ground  wet 
and  left  in  a  sack  for  a  week,  required  10  sq.  ft.  of  settling  area  and 
settled  to  66  per  cent,  moisture  after  24  hr.  It  is  therefore  obvious 
that  pulp  should  have  precisely  the  same  treatment  before  and  during 
testing  that  it  will  receive  in  practice. 

It  is  not  within  the  scope  of  this  paper  to  discuss  the  action  of  electro- 
lyte, but  we  desire  to  call  attention  to  the  fact  that  when  the  use  of  an 
electrolyte  is  desirable,  frequently  the  most  expensive  electrolyte  is 
cheaper  to  use  than  a  less  expensive  one.  Some  of  the  electrolytes 
available  for  use  in  commercial  practice  are  lime,  caustic  soda,  alum, 
iron  sulphate,  permanganate  of  potash,  sulphuric  acid  and  calcium 
sulphate.  At  times  the  addition  of  a  small  proportion  of  a  colloid 
may  be  more  effective  in  aiding  settling  than  the  use  of  an  electrolyte. 
We  have  had  called  to  our  attention  a  case  in  clarifying  dirty  water 
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where  0.02  lb.  of  glue  per  ton  was  much  more  effective  than  1%  lb.  of 
lime  per  ton. 
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The  Liberty  Bell  Methods  of  Precipitate  Refining 

BY   A.    J.   WEINIG,*  B.   MET.,   TELLURIDE,    COL. 

( Arizona  Meeting,  September,  1016) 

The  Liberty  Bell  cyanide  precipitate  is  unique  in  that  it  is  apt  to  vary 
widely  in  composition  in  the  course  of  very  short  periods  of  time,  and  a 
method  of  refining  and  melting  that  would  prove  highly  satisfactory  at 
one  cleanup  would  yield 'almost  a  hopeless  "mess"  at  a  second.  Table 
I  gives  a  general  conception  of  the  wide  range  in  grade  and  composition 
of  those  raw  precipitates.  It  is  evident  that  no  one  standard  flux  could 
be  expected  to  produce  a  high-grade  bullion  with  such  a  widely  variable 
precipitate,  and  that  any  method  of  treatment  with  acid  requires  most 
careful  consideration. 


• 


Refining  by  Acids 

Naturally,  our  first  efforts  to  improve  our  precipitates  were  directed 
along  the  lines  of  acid  treatment.  Table  II  embodies  the  results  of  care- 
ful sampling  and  analysis  of  one  cleanup  at  the  time  when  wet  refining 
reached  its  maximum  development  at  this  mill.  We  have  now  discarded 
all  methods  of  wet  refining,  successfully  replacing  them  by  a  more  scien- 
tific method  of  flux  calculation  described  herein,  but  it  is  believed  that  a 
general  description  of  this  wet  refining  is  warranted  as  it  throws  some 
interesting  side  lights  on  acid  refining  in  general. 

Table  I. — Range  of  Composition  of  Raw  Precipitates 

Per  Cent. 

Gold  and  silver 25.0  to  75 

Zinc 18.0  to  30 

Lead 0.5  to  52 

Copper 0.5  to  20 

Silica 1.0  to    5 

Calcium  oxide 4.0  to    8 

Sulphur 0.5 to    8 

Column  A  gives  the  analysis  of  the  raw  precipitate;  column  B,  that  of 
the  precipitate  after  heating  with  steam,  with  frequent  addition  of  hydro- 
chloric acid  until  a  point  was  reached  where  the  batch  had  a  strong  tend- 

*  Mill  Superintendent,  Liberty  Bell  Gold  Mining  Co. 
vol.  lv. — 25. 
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ency  to  remain  acid.  The  bath  was  then  diluted  with  hot  water,  and 
repeatedly  washed  by  decantation,  until  the  liquor  by  test  indicated 
that  all  soluble  lime  salts  were  removed.  After  the  last  decantation, 
commercial  sulphuric  acid  was  added,  the  bath  heated  by  steam,  and 
agitated  with  air  until  all  action  ceased.  The  bath  was  then  diluted  with 
hot  water,  and  repeatedly  washed  by  decantation,  until  by  test  all  soluble 
zinc  salts  had  been  removed. 


Table  II. — Composition  of  Products  at  Different  Stages 


Substance 


Raw 
Precipi- 
tate, 
Per  Cent. 


Au  and  Ag j    40. 5 


!  20.3 

!  20.1 

:  2.0 

'  1.1 

4.9 

Total  sulphur 1.81 


Zn.. 
Pb.. 
Cu.. 
SiO,. 
CaO 


Total 

Final  weight  of  precipitate 
derived  from  100  lb.  of 
raw  precipitate,  pounds. 


Column 


90.71 


100 


After  Partial 

Treatment  with 

Hydrochlorio 

Acid, 

Per  Cent. 


After  Hydrochloric 

and  Sulphuric 

Acid  Treatment, 

Per  Cent. 


After  Treatment  a 
with  Hydrochloric 

and  Sulphuric 
Acids  Followed  by 

Caustic  Soda, 
Per  Cent. 


60.1 
12.5 
25.0 
2.4 
1.4 
0.2 
1.84 


93.44 


80 


49.9 

2.4 
24.9 

2.3 

1.4 
Trace 

5.531 


86.43 


69.4 
3.2 
8.5 
3.2 
1.7 


3.03s 


89.03 


81  59 

1  3 .  51  per  cent,  of  this  sulphur  was  combined  as  sulphate. 
1 2 .  55  per  cent,  of  this  sulphur  was  combined  as  sulphate. 


B 


D 


Column  C  gives  the  analysis  of  the  precipitate  after  the  sulphuric 
acid  treatment.  This  analysis  is  unique.  We  note  first  a  slight  decrease 
in  the  grade  of  the  precipitate  in  spite  of  the  fact  that  a  large  portion  of 
the  zinc  has  been  removed.  The  increase  in  total  sulphur  content  is 
indicative,  as  it  shows  how  well  finely  divided  lead  reacts  with  sulphuric 
acid  to  form  lead  sulphate.  In  this  case  a  large  proportion  of  lead 
sulphate  was  formed,  thereby  actually  lowering  the  grade  of  the  pre- 
cipitate in  spite  of  the  removal  of  zinc.  This  explains  why  it  often 
happens  in  treating  with  sulphuric  acid  raw  precipitate  containing  much 
lime,  as  wrell  as  lead,  that  a  precipitate  is  obtained  actually  lower  in 
grade  than  the  original  raw  precipitate. 

Column  D  shows  analysis  of  the  precipitate  after  being  treated 
by  hydrochloric  and  sulphuric  acids  and  lastly  with  hot  caustic  soda. 
To  the  residue,  after  decanting  the  last  sulphuric  acid  wash,  sufficient 
caustic  soda  was  added  to  make  a  strong  solution.  The  batch  was  then 
dgorously  heated  and  agitated  with  steam  for  2  hr.,  diluted  with  hot 
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water,  and  repeatedly  washed  by  decantation,  until,  by  test,  all  soluble 
lead  salts  had  been  removed. 

The  effect  of  the  caustic  soda  bath  is  well  shown  by  the  final  analysis. 
The  grade  was  well  brought  up  and  a  marked  decrease  in  the  quantity 
of  lead  and  sulphur  shows  the  solubility  of  lead  sulphate  in  hot  caustic 
soda. 

Refining  by  Fusion 

The  present  method  of  flux  refining  has  been  arrived  at  through 
a  vast  amount  of  experiment.  In  general,  it  embodies  the  principle  of 
the  addition  of  an  oxidizer,  and  the  proper  proportionment  of  fluxes  to 
carry  off  the  oxidized  impurities  as  metallic  bases  in  a  fluid  slag. 

A  rather  wide  experience  in  the  melting  of  precipitates  has  shown 
that  the  various  impurities  of  precipitates  are  oxidized  and  driven  into 
the  slag  in  a  definite  order.  Zinc  tends  to  oxidize  first,  and  the  resulting 
zinc  oxide  will  combine  with  the  acid  radical  of  the  flux  and  therefore 
enter  the  slag.  As  in  blast-furnace  practice,  the  zinc  tends  to  render 
slags  infusible;  and  for  this  reason  borax  glass  is  always  used  in  a  greater 
amount  than  silica  to  furnish  the  acid  radical  for  the  slag.  Borax  glass 
greatly  increases  the  fusibility  of  zinky  slags. 

Sulphur  tends  to  oxidize  second,  and  if  an  alkaline  oxide  is  present 
in  the  melt,  alkaline  sulphate  is  formed,  which  is  rather  easily  fusible. 
This  sulphate  is  not  soluble  in  the  slag,  and,  being  lighter,  rises  to  the 
surface  of  the  melt,  forming  the  well-known  sulphate  "  cover."  The 
sulphate  "cover"  is  nearly  always  quite  pure,  so  that  after  any  melt  the 
melter  may  easily  separate  it  from  the  slag,  and,  by  weighing  and  com- 
puting  its  sulphur  content,  obtain  a  close  check  on  the  analysis  of  the 
precipitate.  This  cover  is  either  Na2S(>4  or  K2SO4  depending  on  the 
alkaline  oxide  present.  (The  sulphate  cover  is  an  intensely  interesting 
material  to  the  chemist.  Many  unsuspected  elements  are  known  to 
concentrate  therein.  In  the  Liberty  Bell  material,  Mo,  As,  Sb,  Te, 
Se,  and  V  have  been  detected.)  Where  precipitate  is  melted  without 
oxidizers,  sulphur  generally  makes  itself  known  by  the  formation  of 
matte — a  very  undesirable  byproduct. 

After  all  sulphur  is  oxidized,  lead  will  oxidize,  and  the  resulting  lead 
oxide  enters  the  slag  proper.  It  is  well  known  that  lead  oxide  com- 
bines with  silica  in  nearly  all  proportions  under  the  influence  of  heat, 
and  that  the  resulting  lead  silicates  are  easily  fusible  between  rather 
wide  limits.  For  this  reason  more  silica  may  be  used  in  the  melt  when 
much  lead  is  present,  and  for  the  same  reason  the  amount  of  borax 
glass  may  be  diminished. 

After  lead,,  copper  will  oxidize  to  Cu20  and  combine  with  the  acid 
radical  of  the  slag.     The  color  of  such  slags  is  red.     Where  an  excessive 
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amount  of  oxidizer  is  present,  copper  will  oxidize  to  CuO,  and  slag  con- 
taining this  oxide  is  green. 

This  selective  oxidation  is  most  clearly  evident  in  the  order  of  oxida- 
tion between  copper  and  lead.  It  is  practically  impossible  to  drive 
copper  into  the  slag  .as  long  as  metallic  lead  is  present  in  the  bullion. 
Here  quantitative  separations  between  lead  and  copper  are  easily 
obtained. 

Graphite  crucibles  have  a  marked  reducing  action  on  lead  slags. 
No  matter  how  rapid  the  melting,  or  how  fast  the  resulting  slag  is  re- 
moved from  the  crucible,  if  much  lead  is  present,  some  will  be  reduced 
to  metal.  In  such  cases  it  is  practically  impossible,  in  direct  melting, 
to  slag  copper,  even  though  oxidizers  are  added  far  beyond  the  calculated 
requirement. 

Where  melts  are  conducted  in  clay  or  clay-lined  graphite  crucibles, 
this  reducing  action  is  of  course  avoided,  and  as  a  result  copper  will  be 
found  to  enter  the  slag  as  easily  as  lead,  though  not  until  all  lead  is 
oxidized.  Hence,  in  melting  precipitate  in  graphite  crucibles  no  at- 
tempt is  made  to  slag  copper.  If  a  desirable  grade  of  bullion  can  not 
be  made  unless  copper  is  slagged,  the  melter  will  then,  of  course,  use 
clay  or  clay-lined  crucibles. 

As  an  illustration  of  this,  I  give  the  data  regarding  a  melt  of  precipitate 
containing  a  rather  high  amount  of  copper.  This  precipitate  had 
received  hydrochloric  acid  treatment  only,  and  gave  upon  analysis  the 
following  composition : 

Per  Cent. 

Gold  and  silver 68.3 

Zinc 8.7 

Lead 8.3 

Copper 9.5 

Sulphur 1.1 

Calcium  oxide 0.1 

Silica 0.9 

Total 96.9 

All  of  this  precipitate  having  been  fluxed  alike  with  an  oxidizing 
flux,  equal  portions  were  melted  down  in  graphite  andclay-linedcrucihles. 
The  resulting  bullion  from  the  clay-lined  crucible  shows  982  total  fine- 
ness, while  the  bullion  from  the  graphite  crucible  showed  812.  I  should 
add  that,  up  to  date,  we  have  not  found  an  entirely  satisfactory  clay  or 
clay-lined  crucible.     At  best  they  last  one  heat. 

Fluxes. — The  common  oxidizing  fluxes  found  on  the  market  are 

manganese  dioxide,  potassium  and  sodium  nitrate.     Manganese  dioxide 

<**n  be  obtained  quite  pure  but  at  best  it  is  costly  because  of  its  com- 

"vely  low  quantity  of  available  oxygen.     It  also  requires  extra 

I  of  acid  flux  to  retain  the  MnO  in  the  slag.     However,  it  gives 
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satisfactory  results.  Potassium  nitrate  is  well  known  and  needs  but 
passing  notice.  Sodium  nitrate  is  highly  recommended  and  deserves 
special  mention.  It  is  very  high  in  available  oxygen  and  the  crude 
product  from  Chile  can  be  obtained  practically  pure  so  far  as  fluxing  is 
concerned.  It  is  laid  down  at  Telluride  at  less  than  one-fifth  the 
cost  of  potassium  nitrate,  and  is  one  of  the  very  cheapest  fluxes  on  the 
market.  It  is  also  metallurgically  more  to  be  desired  in  the  fluxing  of 
sulphur,  the  resulting  sodium  sulphate  being  decidedly  more  fusible  than 
the  corresponding  potassium  salt  and  as  a  result  the  separations  are 
better.  The  reaction  between  sodium  nitrate  and  sulphur  is  2NaN0*  + 
S  =  Na*S04  +  2  NO.  Sodium  carbonate  or  soda-ash  is  more  desirable 
than  the  bicarbonate,  since  it  goes  considerably  farther  weight  for 
weight  as  a  flux,  and  lowers  the  freight  bill.  We  use  this  flux  only  to 
supply  alkali  for  the  sulphur  in  the  melt,  when  manganese  dioxide  is  the 
oxidizer.  Silica  is  an  excellent  acid  flux,  though  its  use  must  be  guarded. 
Slags  high  in  silica  are  not  well  adapted  to  the  melting  of  precipitate, 
because  of  the  higher  temperature  they  require,  especially  in  the  presence 
of  zinc.  By  reason  of  its  cheapness,  it  is  desirable  to  use  as  much  silica  as 
possible  to  replace  borax  in  the  melt,  but  our  experience  leads  us  never  to 
go  below  a  ratio  of  borax  glass  to  silica  in  the  slag  of  2  to  1,  where  much 
zinc  is  present,  or  below  a  ratio  of  1  to  1,  even,  where  much  lead  is  to  be 
slagged. 

In  Table  III,  I  have  embodied  results  consistent  with  our  practice  and 
have  arranged  the  same  for  convenience  and  rapidity  of  flux  calculation. 

Explanation  of  Table  III. — In  the  substance  column,  I  have  placed 
the  common  impurities  of  the  precipitate  as  well  as  the  more  frequently 
used  fluxes.  Column  1  contains  the  molecular  weights  of  the  substances 
in  round  numbers.  Columns  2,  3  and  4,  I  have  labelled  "Per  Cent. 
Oxygen."  These  columns  indicate  the  weight  of  oxygen  that  the  sub- 
stance will  combine  with  or  evolve  in  per  cent,  of  the  original  weight  of 
substance.  The  terms  "acid,"  and  "base"  oxygen  I  use  for  brevity. 
This  is  an  effort  to  distinguish  between  oxygen  that  will  enter  the  acid 
or  basic  part  of  the  slag.  The  metallurgist's  conception  of  a  slag  is 
that  it  is  a  fusible  mixture  of  definite  chemical  combination  between 
various  acid  and  basic  oxides.  By  "available  oxygen"  is  meant  the 
quantity  of  oxygen  which  the  substance  will  evolve  and  which  will  be 
available  in  oxidizing  metals  or  other  impurities  in  the  precipitate. 

Column  5  gives  the  weight  of  manganese  dioxide  required  to  oxidize 
a  unit  weight  of  the  substance  on  the  same  line  in  Column  1.  These 
figures  are  derived  from  the  chemical  equation: 

2Mn02  =  2MnO  +  0, 

With  pure  manganese  dioxide  these  figures  represent  approximately 
the  amount  of  oxidation  obtained  in  practice. 
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Table  IIl.—Flvx  Table 


Columns  6  and  7  are  similar  to  Column  5;  they  represent  the  weights 
of  KNO»  and  NaNOj  required  to  oxidize  a  unit  weight  of  substance. 
The  figures  are  derived  from  the  equations: 

2KNO,  =  K»0  +  2NO  +  30 

and 

2NaNOa  =  NaiO  +  2N0  +  30 

Authorities  seem  to  agree  that  these  equations  represent  the  break- 
ing up  of  the  niters  in  presence  of  an  oxidizable  substance  with  heat; 
and  I  find  that  this  agrees  well  with  practice,  where  the  melts  are  con- 
ducted in  graphite  crucibles.  It  has  been  frequently  noted,  however, 
that,  when  the  melts  are  conducted  in  clay  or  clay-lined  crucibles, 
the  oxidizing  power  of  the  niters  is  markedly  higher  than  is  indicated  by 
these  equations;  the  reason  being  that  graphite  has  a  reducing  action  on 
stags.  When  clay  or  clay-lined  crucibles  are  used,  about  80  per  cent, 
of  the  niter  called  for  by  the  above  equations  will  give  the  same  oxidation 
in  practice. 

Columns  8  and  9  give  the  weight  in  pounds  of  potassium  carbonate 
XKUum  carbonate  required  to  form  potassium  sulphate  or  sodium 
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sulphate  with  1  lb.  of  sulphur  which  has  been  oxidized  to  SO*.  Thus 
K2CO»  +  SO3  =  K2SO4  +  CO2.  We  use  these  carbonates  only  when 
manganese  dioxide  is  the  sole  oxidizer. 

Column  10  indicates  the  quantity  of  available  "acid"  oxygen  in 
mixtures  of  borax  and  silica.  This  table  could  be  carried  out  infinitely 
but  I  have  only  listed  mixtures  that  experience  and  practice  indicate  to 
be  feasible. 

In  "Flux  Calculation,  Case  I,"  given  in  the  appendix,  I  have  gone 
through  the  regular  flux  calculation  with  some  detail.  For  the  type 
precipitate  I  have  taken  the  lowest  grade  of  raw  precipitate  that  we  have 
yet  melted. 

The  analysis  of  this  precipitate  was: 

Per  Cent. 

Au  and  Ag 25.0 

Pb 38.8 

Zn 20.5 

Cu 1.4 

S 1.2 

CaO 2.0 

SiOi 1.4 

Total 90.3 

It  will  be  noticed  that  I  use  a  type  slag  of  2  of  acid  oxygen  to  1  of 
basic  oxygen.  This  is  the  result  of  experience.  Such  slags  have  just 
a  noticeable  tendency  to  string  and  are  the  best,  most  easily  fusible,  and 
least  corrosive  to  the  crucible.  They  are  invariably  of  low  grade,  and 
have  been  made  repeatedly  as  low  as  $20  per  ton  in  precious  metal. 
This  type  of  slag  has  been  found  by  far  the  most  desirable,  and  we  now 
make  it  as  a  regular  practice,  irrespective  of  the  composition  of  the 
precipitate  or  fluxes  used. 

Since  100  lb.  of  precipitate  was  assumed  at  the  start,  92  per  cent,  of 
this  flux  was  added  to  the  estimated  dry  weight  of  precipitate.  It  is 
interesting  to  note  that  this  melt  gave  a  resulting  bullion  fineness  of  972 
total  fine.  As  we  assumed  that  all  the  copper  would  go  into  the  bullion, 
and  that  the  balance  of  the  impurities  and  base  metals  were  removed  in 
the  slag  we  did  expect  a  bullion  of  25  ^  (25  +  1.4)  X  1,000  =  950 
total  fine,  approximately.  This  melt,  of  course,  was  conducted  in  a 
graphite  crucible. 

"Flux  Calculation,  Case  No.  2"  was  the  calculation  for  the  pre- 
cipitate treated  with  caustic  soda,  listed  in  Column  D,  Table  II.  The 
bullion  made  was  942  total  fine,  which  is  in  remarkable  accord  with  the 
calculated  fineness,  assuming  that  all  copper  went  into  the  bullion,  as 
69.4  •*-  (69.4  +  3.2)  X  1,000  =  955  total  fine. 

The  calculation  shows  the  use  of  soda  ash  and  manganese  dioxide. 
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It  is  also  interesting  that  a  distinction  was  made  between  sulphide  and 
sulphate  sulphur. 

Sintering.— After  removing  the  precipitate  from  the  press  the  com- 
puted flux  is  added  and  the  whole  well  mixed  while  wet.  The  mixture 
is  then  loaded  into  cast-iron  pans,  and  placed  in  a  large  cast-iron  muffle 
furnace;  and  the  temperature  of  the  furnace  is  gradually  raised  to  a  red 
heat.  In  this  operation  moisture  is  removed,  and  the  precipitate 
gradually  agglomerates  and  settles  to  about  one-third  of  its  original 
volume.  During  this  process  practically  all  the  chemical  reactions  are 
completed  and  the  mass  sinters  to  a  point  where  subsequent  "dusting" 
is  avoided. 

When  sintered  the  charge  is  taken  from  the  furnace  and  cooled, 
and  is  easily  removed  from  the  pans.  This  gives  an  excellent  product 
for  crucible  melting.  In  one  case,  where  a  precipitate  containing  90 
per  cent,  of  gold  and  silver  was  obtained  by  acid-treatment,  the  melting 
of  over  11,000  oz.  of  fine  bullion  was  done  in  4  hr.  in  one  No.  275  oil- 
burning  tilting-furnace.  This  included  the  time  taken  in  starting  up 
the  furnace  in  the  cold.  With  precipitate  of  average  grade,  i.e.,  65 
per  cent.  Au  and  Ag,  a  melting  rate  of  1,300  oz.  of  bullion  per  hour  is 
common. 

The  advantages  gained  by  sintering  are  many.  The  completion  of 
practically  all  chemical  reactions  in  the  muffle  furnace  prevents  any  ex- 
cessive boiling  in  the  crucible,  and  the  crucible  may  be  loaded  to  the 
top  during  the  period  of  melting.  The  slow  application  of  heat  in  the 
muffle  furnace  gives  ample  chance  for  complete  chemical  reaction. 
Hence,  we  arrive,  in  the  use  of  oxidizers,  at  practical  results  which 
correspond  with  theory.  The  great  decrease  in  the  volume  of  the  pre- 
cipitate during  sintering  enables  us  to  get  much  more  weight  in  the  crucible 
at  a  charge,  and  this  again  decidedly  increases  the  melting  rate.  Metal 
losses  during  the  sintering  are  exceedingly  small.  At  one  time  the  vents 
of  our  muffles  were  connected  to  a  dust  chamber,  but  nothing  was  ever 
recovered;  and  frequent  tests  of  the  gases  leaving  the  muffles,  by  passing 
them  through  water  or  cotton  soaked  in  a  solution  of  sodium  sulphide, 
failed  to  show  more  than  traces  of  valuable  metal. 

These  flux  calculations  have  now  been  used  for  a  period  of  18  months, 
during  which  time  about  60  melts  have  been  conducted  on  all  grades  of 
raw  and  acid-treated  precipitate;  and  in  no  case  has  there  been  a  failure 
to  realize  a  close  approximation  to  the  grade  of  bullion  calculated. 

Slags. — The  slags  vary  so  widely  in  composition  that  at  a  glance  no 
relationship  seems  to  exist.  They  all,  however,  conform  to  one  single 
relationship:  namely,  the  ratio  of  "acid"  to  "base"  oxygen  is  ap- 
proximately 2:1. 

After  reviewing  the  analyses  of  some  20  slags,  I  find  that  the  range 
composition  of  slags  may  be  considered  to  fall  within  the  following 
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limits.    The  slags  were  made  from  all  grades  of  raw  and  acid-treated 
precipitate. 

Per  Cent. 

Zn 5.0  to  30 

Pb 0.5  to  65 

Cu 0.0  to  20 

CaO : 0.0  to  10 

SiO, 8.0  to  20 

Mn 0.0  to  25 

*BtO, 10.0  to  20 

♦Na,0. 0.0  to  18 

♦KtO , 0.0  to  20 

The  composition  of  the  sulphate  cover  remains  quite  constant. 

When  soda  niter  or  sodium  carbonate  are  used  the  sulphur  in  the 
sulphate  cover  is  from  20.5  to  21.5  per  cent.  This  is  close  to  the  theo- 
retical requirement  of  sulphur  in  Na2S04.  When  potassium  niter  is 
used  the  sulphur  content  lies  between  17  and  18  per  cent.,  likewise  close 
to  the  theoretical  requirement  for  sulphur  in  K2S04. 

As  an  illustration  of  the  distribution  of  the  bases  and  compounds  in 
all  the  products  of  the  melt,  I  will  take  Case  1.  Here  134  lb.  of  slag 
and  5)4  lb-  of  cover  were  made  by  actual  weights  for  every  100  lb.  of 
dry  precipitate  melted. 

A  partial  analysis  of  this  slag  gave: 

Per  Cent. 
Zn 15.4 

Pb 28.0 

Cu 0.2 

CaO 1.7 

SiOa 14 . 1 

The  sulphur  in  the  cover  was  not  determined.  If  we  therefore 
compute  the  actual  weights  of  materials  in  precipitate  and  flux  and 
in  the  slag,  we  arrive  at  the  following  figures: 

Precipitate  and  Flux  Slag 

100  Lb.  Precipitate  Pounds  134  Lb.  Pounds 

Zn     0.2050  X  100  =  20.5  Zn     0.154  X  134  =  20.60 

Pb    0.3880  X  100  =  38.8  Pb     0.280  X  134  -  37.50 

Cu    0.0140X100=  1.4  Cu    0.002X134=  0.27 

CaO  0.0200  X  100  =  2.0  CaO  0.017  X  134  -  2.30 

SiOj  0.0140  X  100  =  1.4  Si02  0.141  X  134  =  19.00 

Influx  18.0 

SiOa  Total  19.4 

If  we  assume  that  the  sulphate  cover  contains  an  average  of  21  per 
cent,  sulphur,  the  5.5  lb.  of  cover  would  indicate  5.5  X  0.21  =  1.16  lb. 
sulphur  or  1.16  per  cent,  of  dry  precipitate.  This  is  a  very  close  check 
to  the  1.2  per  cent,  obtained  by  actual  analysis;  and  we  thus  arrive  at 


* 
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where  0.02  lb.  of  glue  per  ton  was  much  more  effective  than  lj£  lb.  of 
lime  per  ton. 
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The  Liberty  Bell  Methods  of  Precipitate  Refining 

BY   A.    J.   WEINIG,*  K.   MET.,   TELLURIDE,    COL. 
(Arizona  Meeting,  September,  1016) 

The  Liberty  Bell  cyanide  precipitate  is  unique  in  that  it  is  apt  to  vary 
widely  in  composition  in  the  course  of  very  short  periods  of  time,  and  a 
method  of  refining  and  melting  that  would  prove  highly  satisfactory  at 
one  cleanup  would  yield 'almost  a  hopeless  "mess"  at  a  second.  Table 
I  gives  a  general  conception  of  the  wide  range  in  grade  and  composition 
of  those  raw  precipitates.  It  is  evident  that  no  one  standard  flux  could 
be  expected  to  produce  a  high-grade  bullion  with  such  a  widely  variable 
precipitate,  and  that  any  method  of  treatment  with  acid  requires  most 
careful  consideration. 

• 

Refining  by  Acids 

Naturally,  our  first  efforts  to  improve  our  precipitates  were  directed 
along  the  lines  of  acid  treatment.  Table  II  embodies  the  results  of  care- 
ful sampling  and  analysis  of  one  cleanup  at  the  time  when  wet  refining 
reached  its  maximum  development  at  this  mill.  We  have  now  discarded 
all  methods  of  wet  refining,  successfully  replacing  them  by  a  more  scien- 
tific method  of  flux  calculation  described  herein,  but  it  is  believed  that  a 
general  description  of  this  wet  refining  is  warranted  as  it  throws  some 
interesting  side  lights  on  acid  refining  in  general. 

Table  I. — Range  of  Composition  of  Raw  Precipitates 

Per  Cent. 

Gold  and  silver 25.0  to  75 

Zinc 18.0  to  30 

Lead 0.5  to  52 

Copper 0.5  to  20 

Silica 1.0  to    5 

Calcium  oxide 4.0  to    8 

Sulphur 0.5 to    8 

Column  A  gives  the  analysis  of  the  raw  precipitate;  column  B,  that  of 
the  precipitate  after  heating  with  steam,  with  frequent  addition  of  hydro- 
chloric acid  until  a  point  was  reached  where  the  batch  had  a  strong  tend- 

*  Mill  Superintendent,  Liberty  Bell  Gold  Mining  Co. 
vol.  lv. — 25. 
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Mining  and  Milling  Practice  at  Santa  Gertrudis 

BT  HUGH  BOSE,*  PACHUCA,  MEXICO 
(Arixona  Meeting,  September,  1916) 

The  properties  of  the  company  lie  within  the  Pachuca  district,  State 
of  Hidalgo,  Mexico,  connected  by  three  railway  lines  with  Mexico  City, 
55  miles  southwest,  and  by  two  lines  with  Vera  Cruz,  250  miles  southeast. 

The  ores  were  formerly  divided  by  sorting  into  two  classes,  smelting 
and  milling,  the  former  averaging  about  2  oz.  gold  and  335  oz.  silver, 
the  latter  0.12  oz.  gold  and  23  oz.  silver.  The  smelting  ores  were  sold 
to  custom  plants,  principally  the  American  Smelting  &  Refining  Co. 
at  Aguascalientes.  The  milling  ores  were  treated  by  the  patio  process  at 
the  Guadalupe  Hacienda,  at  Pachuca.  This  patio  was  probably  the 
largest  in  existence  at  the  time  and  continued  in  active  operation  up  to 
March,  1910. 

In  January,  1910,  the  mines  and  patio  were  sold  to  English  interests, 
represented  by  Camp  Bird  Limited.  Two  new  companies  were  formed, 
the  CompafLia  de  Santa  Gertrudis,  S.  A.,  to  operate  the  mines,  and  the 
Compafiia  Beneficiadora  de  Pachuca,  S.  A.,  to  build  and  operate  a  custom 
cyanide  milling  plant.     (Fig.  1.) 

Geology 

The  historical  geology  of  the  Pachuca  district  is  described  by  Fred  J. 
Pope  as  follows: 

1.  The  most  recent  sedimentary  rocks  in  the  district  belong  to  the 
Cretaceous  period. 

2.  The  Cretaceous  rocks  were  penetrated  by  large  intrusions  of  ande- 
site  (referred  to  hereafter  as  primary  andesite)  which  occur  as  elliptical 
dome-shaped  masses,  striking  northwest-southeast.  These  andesite 
bodies  are  from  8  to  15  miles  long  and  from  6  to  10  miles  wide. 

3.  A  period  of  erosion  during  which  the  contour  of  the  andesite  domes 
was  changed. 

4.  Andesite  flows  (secondary  andesite)  which  rest  unconformably  on 
the  primary  andesites. 


*  General  Manager,  Compafiia  de  Santa  Gertrudis,  S.  A. 
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5.  A  second  period  of  erosion,  again  exposing  areas  of  primary 
andesites. 

6.  A  series  of  rhyolite  flows  which  partially  covered  the  primary  and 
secondary  andesites. 

7.  A  third  period  of  erosion  which  exposed  large  areas  of  both  the 
primary  and  the  secondary  andesite.  During  this  period  there  were  many 
intrusions  of  quartz-porphyry  dikes  which  cut  the  primary  and  secondary 
andesites  and  the  rhyolite.  For  the  most  part  they  do  not  affect  the 
economic  tenor  of  the  veins.  In  occasional  instances,  however,  the  veins 
are  locally  impoverished  where  they  cut  these  dikes.  Relatively  to  the 
extent  of  the  orebodies,  these  dikes  are  very  small  and  practically  have 
no  economic  bearing. 

8.  A  period  of  areal  faulting,  probably  due  to  subsidence  and  adjust- 
ment caused  by  the  large,  dome-shaped  masses  of  primary  andesite  cooling 
at  depth.  During  this  period  fissures  were  formed,  rock  between  the 
walls  was  brecciated  and  there  was  a  heavy  silicification,  but  practically 
no  economic  values  were  brought  into  the  veins.  It  was  essentially  a 
period  of  Assuring,  brecciation  and  silicification. 

9.  A  second  period  of  faulting  with  movements  relatively  much  less 
than  during  the  first  period.  It  was  during  and  immediately  subsequent 
to  this  secondary  faulting  that  the  veins  received  their  economic  values. 

10.  Erosion  and  minor  faults. 


Country  Rock 

In  discussing  the  magmatic  variations  of  the  primary  andesite,  Mr. 
Pope  further  states. 

The  primary  andesite  in  which  the  Santa  Gertrudis  vein  occurs  is  not 
a  homogeneous  rock.  There  are  local  variations  due  to  differentiation 
in  cooling.  For  the  most  part  the  andesite  has  a  slight  grayish-green 
color,  is  porphyritic,  and  breaks  with  a  rough  surface.  This  is  the  pre- 
vailing normal  type  and  averages  approximately  65  per  cent,  silica.  A 
more  basic  variation  averages  a  little  over  60  per  cent,  silica,  is  porphy- 
ritic, dark  green  in  color,  breaks  with  a  conchoidal  fracture  and  is  very 
tough.  Between  these  two  types  there  are  all  gradations  and  one  often 
graduates  imperceptibly  into  the  other.  Both  occur  at  all  levels  to  the 
bottom  of  the  mine,  a  depth  of  2,000  ft. 

Operations  in  the  Pachuca  district  have  demonstrated  that  the  tough 
basic  phase  of  the  primary  andesite  is  not  favorable  to  the  formation  of 
ore  and  that  all  the  large  orebodies  are  found  in  the  normal  type.  This  is 
due  to  the  fact  that  after  the  primary  faulting  and  silicification,  the  basic 
phase  was  as  tough  or  tougher  than  the  original  rock  and  thus  resisted 
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the  secondary  fracturing  and  subsequent  introduction  of  economic 
values.1 

Nature  and  Formation  of  the  Veins 

The  veins  are  not  simple  fissures  filled  with  silica  and  economic 
minerals,  but  in  a  general  way  may  be  described  as  crushed  zones  varying 
from  a  few  feet  up  to  SO  ft.  and  in  some  instances  over  100  ft.  in  width. 
Usually  both  foot  and  hanging  walls  are  fairly  well  defined,  but  in  many 
places  the  dividing  line  between  ore  and  wall  rook  can  be  determined  only 
by  systematic  sampling* 

As  a  rule  the  hanging  wall  is  heavy,  due  to  fracturing  and  to  slips  or 
faults  parallel  to  the  vein,  and  in  consequence  must  be  carefully  supported 
when  mining  the  ore. 

Ore  Occurrence 

The  veins  of  the  district  are  notable  for  the  size  and  persistence  of  the 
ore  shoots. 

As  a  rule,  the  ore  shoots  do  not  outcrop  but  are  discovered  at  varying 
depths  of  one  hundred  to  several  hundred  feet  from  the  surface,  and  in  the 
upper  levels  are  shorter  and  often  have  a  distinctive  pitch,  generally  to  the 
east.  Usually,  several  ei  these  shoots  combine  in  depth  to  form  the  main 
great  ore  shoot  of  the  mine  In  the  Santa  Qertrudis  vein  a  number  of  the 
smaller  shoots  were  thus  worked  to  a  depth  of  from  800  to  900  ft.  At 
about  this  horizon  they  joined  together,  forming  an  orebody  which  per- 
sisted for  another  600  to  700  ft.  in  depth,  having  a  length  in  the  several 
adjoining  properties  of  about  3,000  ft.  and  a  width  averaging  18  ft.  The 
grade  of  this  great  ore  shoot  was  not  less  than  $20  per  ton.2 

At  a  horizon  of  about  1,800  ft.  from  the  surface,  the  veins,  though 
still  strong,  become  rapidly  impoverished,  and  at  2,000  ft.  little  payable 
ore  is  to  be  found.  Below  this  horizon  explorations  are  being  conducted 
to  discover  the  possible  existence  of  a  new  zone  of  mineralization,  but  such 
work  is  not  sufficiently  advanced  to  permit  any  forecast  of  results. 

The  ores  generally  are  clean,  carrying  very  small  quantities  of  lead, 
zinc  or  iron,  and  little  or  no  manganese,  all  of  which  are  unimportant 
economically.  The  principal  economic  mineral  is  silver  sulphide — argen- 
tite.    The  commercial  values  are  confined  to  gold  and  silver,  which  are 


1  Mr.  Pope's  report  was  made  after  a  brief  examination  undertaken  at  the  time 
of  the  purchase  of  the  properties  by  the  Camp  Bird  interests.  Subsequent  develop- 
ments over  5  years  have  confirmed  his  findings  in  general.  Several  ore-bearing  veins 
occur  in  basic  andeaite  areas  but  ore  shoots  are  small  and  of  relatively  small  economic 
importance.  In  the  main  North  Vein,  wherein  the  principal  ore  shoots  are  located, 
the  lean  parts  of  the  vein  within  the  ore-bearing  horizon  usually  occur  where  the  vein 
passes  through  the  tough  basic  phase. 

*  U.  S.  currency  and  dry  short  tons  used  throughout  unless  otherwise  specified. 
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present  in  the  proportion  of  15  per  cent,  and  85  per  cent,  respectively. 
By  weight,  for  each  1,000  oz.  of  silver  there  are  usually  5  oz.  of  gold 
present. 

Mining  Systems  and  Methods 

The  mining  systems  in  general  use  are: 
(a)  Overhead  stoping  without  timbering,  with  filling. 
(6)  Overhead  stoping  with  timbering  and  filling, 
(c)  Overhead  stoping  with  shrinkage;  with  and  without  subsequent 
filling. 

In  mining  virgin  ore  in  place,  system  (a)  is  most  generally  adopted, 
being  used  where  the  hanging  wall  is  too  heavy  to  employ  shrinkage 
stoping,  but  sufficiently  strong  to  hold  until  the  stope  can  be  filled. 
Fig.  2  illustrates  the  details  of  this  system.  Foot-wall  drifts  (counter- 
drives)  in  the  harder  andesite  are  kept  open  after  the  sill  floor  of  the  vein 
has  been  stoped  out  and  filled.  Crosscuts  from  the  counter  drive  are  run 
through  the  vein  every  165  ft.  and  heavily  timbered  with  chutes  for 
drawing  the  ore  from  the  stopes.  These  chutes  are  carried  up  with 
cribbed  timbers  as  the  stope  advances  and  are  divided  into  two  com- 
partments, one  for  ore  and  one  for  manway.  Between  each  two  cross- 
cuts a  raise  is  put  up  to  provide  entrance  for  the  waste  used  in  filling. 
Spreading  of  this  waste  is  done  with  wheelbarrows. 

Throughout  the  Pachuca  district  the  re-mining  of  the  old  areas  has 
become  of  great  importance.  The  old  fills  are  generally  payable  and  in 
most  cases  ore  in  place  is  also  found  on  the  walls.  At  first  sight  it  might 
appear  that  such  territory  would  be  cheaper  to  mine  than  virgin  ground. 
But  this  is  not  the  case,  for  both  the  hanging  wall  and  the  ore  are  heavier, 
making  it  necessary  to  adopt  system  (6)  with  resulting  slower  extraction 
of  ore  at  higher  cost.  Fig.  3  illustrates  the  details  of  this  system  which 
in  the  main  follow  those  of  system  (a)  with  the  addition  of  square-set 
timbering.  As  the  timbers  are  soon  covered  by  the  waste  filling,  light 
sets  of  8  in.  square  material  or  of  equivalent  round  posts  are  sufficient. 
Sets  measure  7  ft.  5  in.  high  by  5  ft.  by  5  ft.  in  the  clear. 

System  (c)  is  applicable  only  in  one  small  stope  in  the  Santa  Gertrudis 
mine,  and  hence  need  not  be  discussed  in  detail.  In  general  it  is  used 
more  commonly  in  the  Real  del  Monte  district  than  on  the  Pachuca 
side,  the  walls  in  the  former  district  being  much  harder  and  more 
secure. 

Levels  were  formerly  driven  75  to  100  ft.  apart.     More  recently 
the  distance  has  been  increased  to  165  ft.  (50  m.)  vertically.     It  is 
questionable  whether  a  greater  distance  than  this  could  be  used  eco- 
nomically because  of  difficulty  of  holding  open  the  timbered  chutes. 
vol.  lv. — 26. 
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•  Ore  Breaking 

Ore  breaking  is  entirely  overhand,  using  air-hammer  drills  and  %  in. 
40  per  cent,  gelatine  powder.  Filling  for  the  stopes  formerly  obtained 
from  caving  stations  in  the  hanging  wall,  is  now  derived  partly  from 
development  headings.  To  provide  excess  Requirements  a  quarry  is 
being  opened  on  the  surface.  A  central  raise  in  hard  foot-wall  rock  is 
being  put  up  to  tap  this  supply.  This  raise  will  deliver  or  receive  waste 
at  each  level. 

Development 

Shaft  sinking  is  generally  done  against  considerable  water,  200  to 
400  gal.  per  minute;  3%-in.  machine  drills  are  used.  Electric  firing  of 
rounds  has  been  tried,  but  with  only  partial  success,  due  to  the  breaking 
timbers  which  must  be  carried  close  to  the  bottom.  Electric  time 
fuses  have  been  used  with  better  success  and  when  intelligently  handled 
are  an  improvement  upon  ordinary  fuse  firing. 

Of  special  interest  was  the  construction  of  a  two-compartment  shaft 
(San  Francisco  shaft  No.  2)  adjacent  to  the  existing  three-compartment 
San  Francisco  shaft  No.  1.  A  pillar  of  rock,  20  ft.  wide,  was  left  to  pro- 
tect the  latter  shaft,  which  was  kept  in  operation;  sinking  and  raising 
were  carried  on  coincidently  from  several  different  levels.  The  shaft 
raises  were  timbered  in  two  compartments,  a  light  cage  being  used  in  the 
manway  to  handle 'men  and  tools.  A  small  electric  hoist  at  the  foot  of 
the  raise  served  the  cage,  the  hoisting  rope  being  carried  over  a  sheave 
swung  from  a  movable  beam  at  the  top  of  the  raise  timbers.  Sinking 
was  done  by  usual  methods. 

Work  was  commenced  in  March,  1912,  and  the  shaft  completed 
to  a  depth  of  1,768  ft.  from  the  collar  to  the  19th  level,  with  pockets  at 
a  number  of  levels,  and  put  into  operation  in  May,  1913.  Steel  timber- 
ing, bought  cut  to  proper  lengths  but  fabricated  locally,  was  installed 
throughout.  No.  18  galvanized  corrugated  sheet  lagging  was  used,  but 
only  where  necessary,  being  slipped  into  place  on  the  outside  of  sets  and 
held  secure  by  small  steel  clips,  riveted  to  the  sheets  and  fitted  over  the 
flange  of  the  I-beam  wall  plates.  The  cost  of  the  shaft  without  pockets 
was: 

Per  Foot 

Raising  and  sinking $24 .  62 

Timbering  (steel)   20.33 

Loading  and  tramming 0 .  65 

Hoisting  (waste  to  surface) 6 .23 

Explosives   2.92 

lighting 0.59 

Miscellaneous 0.27 

$55.61 
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All  drifting  and  crosscutting  of  importance  is  done  with  3^-in. 
machine  drills,  using  the  horizontal  bar  mounting,  two  machines  to  a 
bar,  the  muckers  cleaning  up  the  breakage  while  the  top  part  of  the 
round  is  being  drilled. 

Raising  is  entirely  accomplished  with  air-hammer  drills. 

Winzing  is  generally  by  hand  and  only  a  relatively  small  amount  of 
it  is  done,  raising  being  generally  cheaper  and  more  rapid.  Air-hammer 
drills  are  occasionally  used  in  winzing  in  hard  ground. 

Average  Development  Costs  per  Foot 


Shaft  Staking  i 
(ag&inat  Water) : 


Drifting  and  i 
Croascutting  ! 


Raising 


Winsing 


Labor  

Timber  

Explosives 

Lighting 

Tracking  and  piping 

Power  

Maintenance,  machine  drills. . 

Tools 

Tool  sharpening 

Hoses,  pump  fittings,  etc 

Lubricants 

Supervision 


$59.25 
8.45 
3.25 
0.70 
1.00 
15.60 
0.50 
0.45 
1.50 
1.50 
0.25 
1.05 


Totals $93.50 


$3.75 
0.10 
1.70 
0.05 
0.60 
0.50 
0.05 
0.10 
0.60 
0.05 
0.02 
0.30 


$7.82 


$2.50 
0.35 
0.70 
0.06 
0.12 
0.50 
0.10 
0.10 
0.60 
0.05 
0.02 
0.30 


$5.40 


$4.75 
0.10 
0.60 
0.06 

0.55 

0.10 
0.10 


0.30 


$6.56 


Tramming 

Tramming  underground  is  by  hand  and  electric  haulage.  Four 
main  levels  are  equipped  with  electric  haulage  using  2.5-ton  Jeffrey 
250-volt  trolley  locomotives.  A  battery  locomotive  was  tried  without 
success,  the  equipment  being  insufficient  to  handle  the  load  against 
varying  grades  and  track  curvatures.  In  the  locomotive  haulage,  a 
train  is  made  up  of  10  U-dump  cars  each  of  20  cu.  ft.  capacity,  equal  to 
about  0.9  dry  ton  of  Santa  Gertrudis  broken  ore.  The  cars  are  equipped 
with  Whitney  roller-bearing  wheels  and,  in  general,  are  giving  good 
satisfaction.  The  center  of  gravity  is  sufficiently  low  to  require  com- 
plete filling  for  easy  dumping  and  to  allow  the  cars  to  be  emptied  over 
the  shaft  pockets  without  stopping  the  train.  Waste,  when  required, 
for  stope  filling,  is  loaded  into  the  empty  cars  from  the  waste  chutes  on 
the  return  trip.  On  hand-tramming  levels,  the  ore  is  passed,  wherever 
possible,  to  electric-haulage  levels  for  transportation  to  shafts.  Tracks 
re  20  in.  gage,  with  16-  and  20-lb.  rails. 
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Hoisting 


Men  and  material  are  handled  in  San  Francisco  shaft  No.  1,  by  two 
double-deck  cages  operating  in  and  out  of  balance.  These  are  served  by 
an  Allifl  Chalmers  double-reduction  geared  electric  hoist,  using  a  three- 
phase,  50-cycle,  440-volt,  300-hp.  induction  motor  with  grid  type  re- 
sistance, at  a  rope  speed  of  1,000  ft.  per  minute;  also  in  San  Juan  shaft, 
two  single-deck  cages  operating  in  balance  and  served  by  a  converted 
150-hp.  electric  hoist,  with  a  rope  speed  of  700  ft.  per  minute. 

Ore  and  waste  are  handled  in  San  Francisco  shaft  No.  2  by  two  5- 
ton  skips  operating  in  or  out  of  balance.  These  are  served  by  a  Fraser 
and  Chalmers  single-reduction,  herringbone-geared  hoist  using  a  three- 
phase,  50-cycle,  440-volt,  350-hp.  induction  motor  with  liquid  controller 
type  resistance,  at  a  rope,  speed  of  1,000  ft.  per  minute,  and  a  capacity 
of  800  tons  per  8-hr.  shift;  also  in  San  Guillermo  shaft,  one  3.5-ton  skip 
operating  counterbalanced  and  served  by  a  duplicate  of  the  hoist  used 
on  San  Francisco  No.  1,  the  rope  speed  being  1,000  ft.  per  minute  and 
the  capacity  300  tons  per  8-hr.  shift.  This  compound  shaft  is  of  interest 
because  of  its  unusual  characteristics.  It  is  of  old-style  masonry  from 
collar  to  9th  level.  It  is  heavily  timbered  through  the  vein  to  the  13th 
level  and  has  a  twist  of  30°  between  the  13th  and  15th  levels  to  bring  it 
parallel  to  the  vein.  Between  the  15th  and  16th  levels  a  50-ft.  radius 
compound  converts  the  shaft  to  60°  incline  at  which  it  continues  to  the 
20th  level,  a  total  vertical  and  inclined  length  of  2,090  ft.  Except  in 
the  heavy  part  through  the  vein,  little  trouble  has  been  experienced  in 
the  operation  of  this  shaft,  despite  its  small  size  in  the  upper  section. 

Fig.  4  shows  details  of  construction  of  San  Francisco  No.  2  skip,  of 
special  interest  being  the  trunnion  wheels,  the  duplicates  of  which  have 
given  no  trouble  in  use  in  San  Guillermo  compound  shaft.  These  wheels 
are  also  utilized  in  dumping  the  skip,  as  shown  in  Fig.  5.  The  loop  in 
the  dumping  path  engages  the  bottom  wheel,  thereby  preventing  the 
skip  from  falling  back  into  the  shaft  in  case  the  safety  detaching  hook 
should  not  hold  during  an  overwind.  This  dumping  path  is  designed  to 
take  care  of  a  skip  for  vertical  or  inclined  service. 

Fig.  6  shows  electric-hoist  brake-release  contact  brought  into  play 
by  being  struck  by  the  ascending  bale  of  the  skip  cage.  The  hoist 
brakes,  air-operated,  are  under  control  of  a  solenoid  connected  to  the 
brake  weights.  When  the  electric  contact  is  made,  the  solenoid  drops 
these  weights  independently  of  the  engineer,  thereby  applying  the  brakes. 

Plough-steel  ropes  of  flattened-strand  construction  are  used,  1  in.  in 
diameter  on  men  and  materials  hoists  and  1%  in.  diameter  on  the  ore 
hoists.  Ropes  are  systematically  inspected,  following  South  African 
requirements.  After  2  years'  service,  new  ropes  are  put  on,  even  though 
the  old  ropes  show  no  undue  wear. 
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Fig.  5. — Dumping  Path  in  Headframk. 
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Vig.  6. — Elect bic-Hoist  Braxe-Releabe  Contact. 
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Pockets  serving  the  skips  are  located  on  all  working  levels.  Fig. 
7  shows  the  characteristic  arrangement  of  the  grizzly  on  top  of  the  pocket 
and  the  tracking  layout;  Fig.  S  shows  the  standard  loading  station  in 
general  use.     Because  the  ore  is  free-running  and  unusually  fine,  no 


Fia.  7. — Station  and  Pocket  Layout. 


measuring  chutes  are  required,  skip  loading  being  accomplished  accurately 
and  with  minimum  loss  of  time  by  manipulation  of  the  gates.  With 
ample  ore  supply,  i.e.,  pocket  fairly  full,  the  loading  time  is  from  15  to 
20  sec. 


no  Station. 


iSigrmls  from  cage  or  skip  tender  to  hoist  engineer  arc  by  electric 

\c  same  system  being  used  by  persons  calling  at  any  level.     Bells 

tzer  Cabot  polarized   loud-ringing  type,   300  ohms  resistance, 

%  on  50-  or  00-cycle,   110-volt  alternating  current.     Current  is 

«n  a  1,000-volt  power  circuit  and  transformed  to  110  volts.     The 
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three-wire  system  is  used  for  the  bells  of  each  shaft  compartment.  Where 
telephones  are  also  installed,  both  bell  and  telephone  wires  are  in  one  wire- 
wrapped,  lead-covered  cable  containing  several  reserve  wires  for  emer- 
gency use.  No.  18  size  wires  are  used.  Fig.  9  shows  the  waterproof 
pull  switch  used  in  signaling,  which  has  given  satisfactory  service. 

Mining  Drainage 

The  main  pump  station  is  located  on  the  18th  level  near  the  San 
Guillermo  shaft.  The  10-in.  discharge  column,  of  Mannesman  drawn- 
steel  tubing  with  bolted  forged-steel  flanges  and  round  copper  gaskets, 
is  carried  horizontally  on  concrete  pillars  to  the  San  Francisco  shaft 
No.  1  and  thence  vertically  to  the  tunnel  level,  a  total  length  of  2,067 


Fig.  9. — Signal  Switch. 

ft.  and  a  vertical  lift  of  1,328  ft.  The  equipment  of  the  station  consists 
of  three  500  gal.  per  minute,  horizontal,  duplex,  double-acting  Prescott 
high-duty  pumps,  each  driven  through  one  reduction  of  herringbone  steel 
gearing  by  a  three-phase,  50-cycle,  1,040-volt,  250-hp.  General  Electric 
induction  motor,  operating  at  480  r.p.m. 

No  water-hammer  difficulties  have  developed  during  3  years'  service 
and  the  equipment  in  general  has  given  excellent  satisfaction.  A  travel- 
ing crane  made  the  installation  easy  and  assists  materially  in  repair  work. 
The  pumps  were  installed  under  a  guarantee  of  85  per  cent,  efficiency  based 
on  power  delivered  to  motor  pinion.  The  motor  efficiency  was  measured 
at  the  factory.  A  series  of  tests  made  by  the  local  staff,  after  the  pumps 
had  been  in  operation  for  over  a  year,  gave  the  results  shown  in  Table  1. 

The  old  main  pump  station  was  at  the  15th  level  and  consisted  of 
two  eight-stage  Sulzer  centrifugal  pumps  each  direct  connected  to  480- 
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hp.  induction  motors  of  German  make,  no-load  speed,  1,200  r.p.m., 
capacity  3,600  liters  per  minute  each.  These  motors  were  designed  for 
60-cycle  current  and  at  50  cycles  failed  to  handle  the  water  satisfactorily 
because  of  reduction  in  speed.  One  of  these  units  is  now  installed  on  the 
18th  level  and,  being  connected  to  the  suction  of  the  pump  remaining  on 
the  15th  level,  the  two  now  serve  as  a  reserve  unit  of  about  1,000  gal.  per 
minute  capacity. 

Water  from  the  20th  level  is  pumped  to  the  18th  level  by  a  1,000 
gal.  per  minute  Alberger  centrifugal  pump,  electrically  driven.     In   shaft 

Table  1. — Results  of  Test  on  Pumping  Equipment 


Motor  data,  480  r.p.m.,  250  hp.,  1,040  volta. 

Pump  data,  49.6  r.p.m.;  length  of  stroke,  3  ft.;  original  diameter  of  plunger,  4% 
in.;  diameter  of  plungers  at  time  of  test,  4JKS  in. ;  calculated  displacement  of  plungers 
at  \%  in.  diameter,  519.4  gal.  per  minute;  at  4?-(fl  in.  diameter,  505.5  gal.  per  minute. 

Temperature  of  water,  87°  F. 

Weight  of  water,  8.304  lb.  per  U.  S.  gallon. 

Note. — After  the  teste  a  small  stick  was  found  under  one  valve  in  pump  3. 

Average  gallons  per  minute  pumped,  816;  per  day,  1,173,600;  average  pumping 
cost,  including  auxiliaries  per  day,  $208.24;  per  gallon,  0.0177  c. 

sinking  below  the  20th  level,  No.  10  Cameron  sinking  pumps  are  used  with 
air  at  80  lb.  pressure,  and  as  the  lift  becomes  too  great  for  the  air  pumps, 
electric  centrifugal  station  relay  pumps  are  installed. 

Ventilation 

The  natural  ventilation  of  the  mine  is  good,  due  to  the  many  shaft 
connections  as  shown  on  the  longitudinal  projection  (Fig.  10)— and  to 
communications  with  eastern  adjoining  properties,  Barron  and  La  Blanca. 
A  motor-driven  Sirocco  fan  is  occasionally  used  temporarily  to  ventilate 
""tie  section   pending  the  completion   of   connections   for  natural  air 


Particular  attention  is  paid  to  keeping  all  parts  of  the  mine  free  from 
refuse  or  filth.    Special  sanitary  buckets  are  provided  in  suitable  places 


s 


i 


on  each  level  which  the  men  are  required  to  use  and  which  are  systematic- 
ally taken  to  the  surface  for  cleansing,  lime  being  applied  liberally  under- 
ground to  limit  odors. 
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The  main  levels,  where  there  is  much  traffic,  are  sprinkled  with  water 
daily,  using  a  small  truck  fitted  with  a  barrel  having  an  ordinary  sprinkler 
attachment. 

Good  drinking  water  is  piped  to  each  shaft  station. 

A  well-ventilated  and  heated  change  room  is  provided,  equipped 
with  shower  baths  of  hot  and  cold  water.  This  facility  is  not  ordinarily 
found  at  a  mine  in  Mexico,  but  its  use  is  to  be  encouraged. 

Safety-First  Measures 

Within  the  last  two  years,  an  active  safety-first  campaign  has  been 
in  hand  with  very  gratifying  results.  As  is  well  known  to  all  operators 
in  Mexico,  the  native  labor  is  unusually  careless  of  danger  or  ordinary 
precautions  against  accident.  Hence  the  problem  presents  exceptional 
difficulties  and  requires  all  the  more  careful  attention  to  preventive 
details.  Because  of  the  reckless  irresponsibility  of  the  individual, 
coupled  with  a  callousness  to  accidents  which  in  fairness  must  be  charged 
to  the  operators  as  well  as  to  the  men,  the  accident  rate  in  Mexican 
mines  is  abnormally  high.  And  for  the  reasons  stated,  this  rate  will 
always  compare  unfavorably  with  those  of  well-regulated  mines  in  the 
United  States  or  Europe.  Nevertheless,  a  great  deal  can  be  done  to 
improve  this  condition. 

After  securing  information  from  some  of  the  leading  American  mining 
companies,  experienced  in  safety-first  measures,  similar  steps  were 
undertaken  here.  A  book  of  instruction  covering  accident  prevention 
and  first-aid  measures  was  issued  in  Spanish  and  English.  The  shift 
bosses  or  "capitanes"  of  each  mine  section  were  made  directly  re- 
sponsible^for  accidents,  careful  statistics  being  kept  of  the  work  of  each 
boss,  with  a  monthly  premium  of  money  to  the  one  having  the  best 
record  for  the  month,  and  a  gold  watch  with  suitable  engraved  inscription 
for  best  record  for  6  months.  An  annual  contest  is  held  in  which  various 
crews  compete  in  rescue  and  first-aid  measures.  Bosses  and  men  are 
drilled  in  the  use  of  oxygen  helmets.  A  monthly  bulletin  is  printed 
in  Spanish  and  distributed  among  the  men,  in  line  with  similar  bulletins 
issued  by  American  companies. 

As  of  interest  to  other  operators  in  Mexico,  some  of  the  mechanical 

measures  undertaken  will  be  described  briefly.     All  shaft  entrances  are 

provided  with  self-closing  gates.     After  trying  out  several  types,  the  one 

selected  as  most  simple  and  efficient  is  as  illustrated  by  Fig.  11.     The 

merely  swung  off  center  as  shown  and  closes  by  gravity  without 

ir.     Fig.  1 1  also  shows  the  upper  gate  similarly  swung,  to  protect 

vidual  from  falling  rocks  while  standing  at  the  shaft. 

xy  accidents  in  Mexican  mines  are  from  men  carelessly  stepping 

en  chutes  or  manways  in  stopes  or  levels.     All  chuteways  through- 
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out  the  mine  are  now  covered  with  rail  grizzlies;  manways  either  have  a 
trapdoor  of  light  corrugated  iron  or,  where  this  interferes  with  ventilation, 
the  timber  is  carried  up  -sufficiently  so  that  the  top  can  be  covered, 
leaving  an  opening  at  one  end  or  on  the  footside  for  passageway.  This 
opening  is  kept  small  enough  so  that  a  man  cannot  slip  into  it  inad- 
vertently. All  manway  openings  on  levels  have,  in  addition,  a  warning 
red  electric  light. 

Explosives  to  be  used  currently  are  stored  underground  in  suitably 
located  crosscuts,  fitted  with  steel  doors  set  in  masonry.  Fuse  and  caps 
are  similarly  stored  separately.    It  having  been  found  impossible  to 


Fia.  11.— Sblp-Ci 


Gate  Used  at  Shaft  Entrances. 


prevent  the  practice  of  crimping  the  caps  with  the  teeth,  fuse  is  now 
issued  from  these  underground  stores,  cut  to  desired  length  and  with 
caps  properly  crimped  on  by  the  storekeeper.  The  main  storage  of 
explosives  is  located  some  distance  from  the  property. 

Rock  falls  are  a  principal  cause  of  many  accidents.  As  elsewhere, 
the  main  preventive  is  constant  vigilance  on  the  part  of  the  bosses  com- 
bined with  such  cooperation  as  it  is  possible  to  secure  from  the  men, 
This  spirit  of  cooperation  is  obtainable  only  in  a  limited  amount  in 
Mexico,  but  continued  application  will  bring  it  forth  to  a  helpful  extent. 


Mining  Costs 

For  convenience  of  comparison  and  of  preserving  complete  records 
in  compact  form,  the  monthly  costs  are  entered  upon  a  tracing  form  from 
which  blueprint  copies  are  taken.  The  system  requires  perhaps  less 
-  work  than  where  similarly  detailed  costs  are  typewritten,  whereas  the 
advantage  is  obvious  over  any  method  which  does  not  permit  con- 
tinuous column  comparison  of  items. 

Average  costs  are  given  below.  These  do  not  include  recent  results 
which,  because  of  special  influences,  have  been  too  tow  to  present  fairly 
what  should  be  obtainable  under  normal  conditions: 

Per  Dry  Short  Ton 

Development - $0.52 

Ore  breaking 1.47 

Mine  to  mine  bins 0.24 

Drainage 0.24 

Surface  expense 0.04 

General  expense 0.27 

Total  mining  cost $2.78 

These  results  are  on  the  basis  of  a  daily  production  of  1,000  short 
tons  of  ore  and  may  be  taken  as  fairly  representative  of  the  Pachuca 
district.  In  the  adjoining  Real  del  Monte  district,  lower  costs  are 
obtainable  because  the  harder  walls  permit  the  adoption  of  the  shrinkage 
system  of  stoping  with  consequent  reduction,  if  not  elimination,  of  ex- 
penditure for  square-set  timbering  and  filling.  At  Santa  Gertrudis,  for 
each  ton  of  ore  extracted,  two-thirds  of  a  ton  of  waste  must  be  supplied 
and  handled  for  filling,  and  17  ft.  board  measure  of  timber  used.  The 
shrinkage  system  affords  another  important  advantage  in  Mexico  by 
providing  a  reserve  of  broken  ore  which  may  be  drawn  upon  more 
heavily  at  times  to  make  up  for  current  deficiencies  due  to  numerous 
feast  days  and  a  relatively  low  constancy  of  labor.    Another  important 


HUGH  ROSE  415 

factor  affecting  local  mining  costs  is  the  light  weight  of  ore  in  place 
and  filling  ore  (old  fills).  The  former  averages  13.6  cu.  ft.  per  ton;  the 
latter  averages  17.2  cu.  ft.  per  ton.  At  Santa  Gertrudis,  the  moisture 
in  the  ore  averages  5.0  per  cent.,  and  filling  ores  represent  65  per  cent,  of 
the  total  tonnage  mined. 

A  fair  grade  of  timber  is  obtainable  at  $20  per  1,000  ft.  board  measure. 
Other  supplies,  if  carefully  purchased  in  quantities,  cost  about  the  same 
as  in  a  mining  district  in  Colorado  or  Nevada. 

Labor  efficiency  is  low,  the  complicated  mining  system  likewise 
adversely  affecting  the  duty  per  man.  Including  all  labor  in  stopes  for 
drilling,  timbering,  filling,  etc.,  1.27  tons  of  ore  per  man-shift  are  broken 
and  placed  in  the  chutes;  based  upon  all  underground  labor,  including 
bosses  and  foreman,  0.687  ton  of  ore  per  man-shift  is  delivered  to  the 
surface. 

Power  is  purchased  at  from  $45  to  $50  per  horsepower-year  from  the 
Mexican  Light  &  Power  Co.  whose  hydro-electric  plant  is  about  75  miles 
away. 

Surface  Transportation 

All  ore  is  delivered  from  the  mine  by  self-dumping  skips,  discharging 
into  surface  ore  bins.  Thence  it  is  transported  to  the  crushing-plant  ore 
bins  by  means  of  belt  conveyors.  Figs.  12  and  13  show  in  plan  the 
conveying  system  from  the  San  Francisco  No.  2  and  San  Guillermo 
shafts  to  the  crusher  bins,  and  also  a  cross-section  of  the  line  from  San 
Francisco  shaft  No.  2. 

Because  of  the  previously  mentioned  free-running  quality  of  the 
ore,  plus  the  unusual  percentage  of  fines  which  reach  the  belts  first  and 
form  a  cushion  or  bed  for  the  larger  rocks,  the  system  operates  with 
minimum  wear  or  trouble.  Hand-operated  sector  gates  are  used  through- 
out, the  chute  lips  being  hinged  and  counterweighted  to  swing  up  from 
the  belt  when  not  in  use. 

On  account  of  re-mining  old  fills,  a  large  amount  of  decayed  wood 
comes  up  with  the  ore  and  is  picked  off  at  the  belts.  Careful  sorting 
tests  have  proved  that  waste  picking  cannot  be  done  at  a  profit.  Under 
close  supervision,  3.5  per  cent,  by  weight  was  picked  off,  averaging 
$0.70  per  ton  at  a  cost  of  $0.30  per  ton  of  waste;  increasing  the  waste 
sorted  out  to  5  per  cent,  resulted  in  an  increase  of  value  to  $1  at  a  cost 
of  $0.40  per  ton  of  waste.  The  actual  cost  of  passing  these  grades  of 
material  through  the  mill,  less  value  recovered,  is  calculated  to  be  lower 
than  the  sorting  cost  plus  recoverable  value  lost.  Therefore,  waste 
sorting  has  not  been  adopted.  Sorting  high-grade  ore  for  shipment  to 
smelter,  because  of  small  quantity  available  as  against  high  milling 
efficiency,  is  not  profitable. 

This  "Mine  Bins  to  Mill  Bins"  cost  has  averaged  $0.02  per  dry  short 
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ton.  Belt  wear  is  exceedingly  low.  Belt  No.  2  (Fig.  12)  is  the  only  one 
which  has  been  replaced  once  against  a  total  of  1,131,708  tons  handled 
to  date.  Belt  No.  1,  originally  installed  and  put  into  operation  in  June, 
1911,  has  handled  691,999  tons  of  ore  and  from  all  appearances  is  good  for 
a  repetition  of  this  duty.  Belts  6  and  7,  a  later  installation,  have  been 
in  operation  since  May,  1913,  handling  a  total  of  439,709  tons  and  showing 
little  wear. 


Milling 


The  milling  business  is  conducted  by  a  separate  organization  on  a 
custom  basis.     The  capacity  of  the  plant  is  1,100  tons  per  day. 

Before  taking  up  details  for  construction  and  operation,  a  condensed 
description  of  the  mill  flow  scheme  (Fig.  14)  will  be  given. 

The  crushing-plant  ore  bins  of  600  tons  capacity  feed  two  No.  6K 
gyratory  crushers,  discharging  to  a  double  screen  14  ft.  long.  The 
oversize  from  the  4-in.  round-hole  screen  passes  by  conveyor  to  the  tube- 
mill  rock-storage  bin,  while  the  undersize  joins  the  oversize  of  the  2-in. 
round-hole  screen  for  crushing  in  two  No.  4K  gyratory  crushers.  The 
undersize  from  the  2-in.  screen,  together  with  the  discharge  from  the 
secondary  crushers,  is  delivered  to  a  22-in.  troughed-belt  conveyor, 
equipped  with  a  Merrick  weighto meter. 

"ic  22-in.   conveyor  discharges  over  the  first  one  of  three  Vezin 
ers,  a  5  per  cent,  cut  being  taken  and  stored  in  a  sample  bin  of  15 
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ton*  capacity ,  The  re jeet  flowi  to  a  30-in.  shuttle-type  flat-belt  con veyor 
for  distribution  into  battery  bins  of  2,000  tons  capacity .  The  first  sample 
wt  i*  fed  from  the  15-ton  bin  through  a  set  of  26  by  15-in.  rolls  reducing 
U>%in.  and  finer,  and  discharging  to  a  second  Verin  sampler  cutting  out 
tO  per  cent,  which  is  delivered  by  a  revolving  Challenge  feeder  to  the 
third  Verin  taking  a  20  per  cent.  cot.  The  sample  thus  obtained  is 
I  ton  for  each  1,000  tons  milled  sad  is  crushed  to  J£  in.  in  a  size  F  gyratory 
crusher,  thereafter  being  eat  down  by  Jones  riffles  and  reduced  in  the 
usual  manner.  Rejects  from  the  second  and  third  Venn  samplers  and 
from  the  quartering  floor  are  returned  to  the  battery  bins  by  an  84n. 
elevator. 

The  ore  peases  from  the  battery  bins  through  Hoscur  feeders  to  60 
1,6604b.  stamps  arranged  in  units  of  10  stamps  each,  20  stamps  being 
driven  by  a  65-hp.  motor,  belted  to  a  jack  shaft;  the  stamps  make  102 
7f£-in.  drops  per  minute;  3-mesh  and  4-meeh  screens  are  used,  the  pulp 
from  the  batteries  flowing  through  split  distributing  launders  to  six 
primary  duplex  Dorr  classifiers,  the  sand  passing  to  six  5  by  16-ft.  tube 
mills,  the  discharges  from  which  are  delivered  to  the  launder  leading  for 
the  secondary  classifiers  by  elevator  or  by  reserve  10  by  54-in.  Frenier 
pumps,  one  pump  to  each  mUL  The  slime  overflow  from  the  primary 
classifiers  is  laundered  to  eight  secondary  duplex  Dorr  classifiers,  which 
feed  the  sand  to  four  5  by  20-ft.  and  two  5  by  22-ft.  tube  mills,  the  dis- 
charges from  which  are  returned  by  elevator  or  Frenier  pumps  to  the 
classifiers. 

The  slime  overflow  from  the  secondary  classifiers  passes  to  six  primary 
Dorr  thickening  tanks,  35  ft.  diameter  by  15  ft.  deep,  wherein  the  pulp 
is  thickened  from  10  to  1  to  1.5  to  1. 

The  thickened  pulp  is  delivered  to  a  set  of  14  primary  Pachuca  tanks, 
15  by  45  ft.,  operating  in  series;  the  discharge  from  the  last  tank  in  the 
series  is  by  means  of  an  air  lift,  submerged  in  the  tank  itself,  and  deliver- 
ing to  a  launder  where  a  wash  of  four  parts  of  mill  solution  is  applied,  the 
pulp  flowing  to  four  secondary  Dorr  thickening  tanks,  35  by  15  ft., 
wherein  it  is  again  thickened  to  about  1.75  to  1  and  delivered  to  a  set  of  14 
secondary  Pachuca  tanks,  15  by  45  ft.,  also  operating  in  series,  the  dis- 
charge from  the  last  tank  of  the  series  flowing  to  two  35  by  12-ft.  storage 
tanks  equipped  with  mechanical  agitators. 

These  storage  tanks  feed  by  gravity  at  35  lb.  pressure  four  90-frame 
Merrill  filter  presses,  size  of  leaf  4  ft.  by  6  ft.,  width  of  frame  3  in.  The 
tailing  sluiced  from  these  presses  flows  to  four  35  by  15-ft.  Dorr  thicken- 
ing tanks  for  recovery  of  water  before  passing  to  the  tailing  storage 
dams. 

The  pregnant  solution  is  clarified  by  passing  through  four  sand  filter 
tanks,  40  ft.  diameter  by  10  ft.  deep. 

Precipitation  is  effected  by  the  Merrill  zinc-dust  process  in  two 
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circuits,  partial  and  barren,  in  order  to  economise  in  zinc  dust.  Two 
presses  are  in  use  on  the  barren  circuit  and  three  on  the  partial. 

The  precipitate  is  melted  in  a  battery  of  eight  oil-fired  No.  400 
crucible  furnaces  arranged  on  the  arc  of  a  circle  and  served  by  a  radial 
jib  crane,  fitted  with  an  air  cylinder  for  raising  and  lowering  the  pots. 

All  pumping  of  solution  and  water  is  concentrated  in  two  pump 
houses,  one  located  below  the  filter  plant  and  the  other  below  the  precipi- 
tation plant.  The  pumps  are  of  vertical  triplex  plunger  types,  gear- 
driven  by  motors,  and  are  installed  so  that  one  pump  is  in  reserve  for 
two  circuits. 

An  electrically  operated  inclined  tramway  runs  from  the  top  to  the 
bottom  of  the  mill  delivering  material  to  any  floor. 

Details  op  Construction  and  Operation 

Compactness  of  design  was  sacrificed  in  order  to  secure  a  gravity  flow. 
Such  design  was  permissible  owing  to  an  unusually  ample  mill  site  of 
17°  slope,  coupled  with  a  mild  climate  requiring  no  housing  of  tanks. 
Supervision  is  made  easy  because  the  size  of  the  plants  warrants  the  divi- 
sion into  two  departments,  mill  and  cyanide,  and  the  tramway  is  used  by 
the  bosses  in  getting  round. 

The  mill  is  electrically  driven  throughout,  50-cycle  alternating 
current  being  distributed  at  440  volts. 

Crushing,  Weighing  and  Sampling 

The  crushing-plant  design  exhibits  no  points  of  special  interest.  The 
elimination  of  elevator  returns  and  the  favorable  character  of  the  ore 
make  the  operation  unusually  easy  and  simple.  Consumption  of  steel 
liners,  etc.,  is  almost  negligible.  The  6K  gyratory  crushers,  driven  by 
30-hp.  motors,  take  only  15  hp.  each.  This  is  again  due  to  the  character 
of  the  ore  and  the  large  percentage  of  fines  which,  if  the  ore  had  greater 
abrasive  quality,  it  might  pay  to  screen  out  beforehand. 

An  ample  supply  of  mine  rock,  over  4  in.  in  size,  for  use  in  the  tube 
mills  in  place  of  pebbles,  is  obtained  cheaply  from  the  revolving-screen 
oversize  as  described  above. 

The  Merrick  weightometer  is  checked  weekly  against  a  weighed 
quantity  of  ore,  the  average  error  being  well  under  1  per  cent.  Current 
weighings  are  corrected  by  the  weekly  factor  thus  obtained. 

Particular  attention  is  paid  to  securing  an  accurate  sample  of  lthe 
ore  delivered  to  the  mill.  Ordinarily  two  classes  of  ore  are  samped 
separately  each  day.  The  rejects  from  these  two  are  thoroughly  mixed 
and  quartered  down,  to  make  the  mixture  sample  for  the  day.  The 
calculated  average  assay  of  the  two  class  samples  checks  very  closely  the 
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Motor  ihta,  480  r.p-m.,  250  hp.,  1,040  volts. 

Ihimp  data,  49.0  r.p.m.;  length  of  stroke,  3  ft.;  original  diameter  of  plunger,  4% 
in.;  diameter  of  plunger*  at  time  of  test,  4%g  in.;  calculated  displacement  of  phmgere 
at  4Ji  in-  diameter,  S10.4  gaL  per  minute;  at  4  Jfa  in-  diameter,  505.5  gal.  per  minute. 

Temperature  of  water,  87*  F. 

Weight  of  water,  8.304  lb.  per  TJ.  8.  gallon . 

Note. — After  the  teste  a  small  stick  was  found  under  one  valve  in  pump  3. 

Average  gallons  per  minute  pumped,  815;  per  day,  1,173,600;  average  pumping 
cost,  mrindtng  auxiliaries  per  day,  $208.24;  per  gallon,  0.0177  c. 

sinking  below  the  20th  level.  No.  10  Cameron  sinking  pumps  are  used  with 
air  at  80  lb.  pressure,  and  as  the  lift  becomes  too  great  for  the  air  pumps, 
"deetrie  centrifugal  station  relay  pumps  are  installed. 

Ventilation 

The  natural  ventilation  of  the  mine  is  good,  due  to  the  many  shaft 

jneetiona  as  shown  on  the  longitudinal  projection  (Fig.  10) — and  to 

^Hnmunieations  with  eastern  adjoining  properties,  Barron  and  La  Blanca. 

A  motor-driven  Sirocco  fan  is  occasionally  used  temporarily  to  ventilate 

;  the  completion  of  connections  for  natural  air 
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Particular  attention  is  paid  to  keeping  all  parts  of  the  mine  free  from 
refuse  or  filth.    Special  sanitary  buckets  are  provided  in  suitable  places 


on  each  level  which  the  men  are  required  to  use  and  which  are  Byatematic- 
ally  taken  to  the  surface  for  cleansing,  lime  being  applied  liberally  under- 
ground to  limit  odors. 
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The  main  levels,  where  there  is  much  traffic,  are  sprinkled  with  water 
daily,  using  a  small  truck  fitted  with  a  band  having  an  ordinary  sprinkler 
attachment. 

Good  drinking  water  b  piped  to  each  shaft  station. 

A  well-ventilated  and  heated  change  room  is  provided,  equipped 
with  shower  baths  of  hoi  and  cold  water.  This  facility  is  not  ordinarily 
found  at  a  mine  in  Mexico,  but  its  use  is  to  be  encouraged. 


Within  the  last  t wv*  ymrs.  an  active  safcty-fiist  campaign  has  been 
in  hand  with  v*rv  gsrautying  results.  As  is  well  known  to  all  operators 
in  Mexxvv  the  native  &*tar  b  UMsnlhr  careless  of  danger  or  ordinary 
p^Ktratkos  agsaitts*  *or*J«t.  Heace  the  problem  presents  exceptional 
difficult***  aad  t^^nkets  aH  the  mte  careful  attention  to  preventive 
details  ftfftMK*  trf  tke  reckless  irreeponsftility  of  the  individual, 
v\H^>ievi  with  a  vni&Nftsaess  to  acodeafcs  which  in  fairness  must  be  charged 
tv*  tW  v^y«lv>K  as  w*3  *s  to  tW  ■£*.  the  accident  rate  in  Mexican 
****$  t$  abtttttttt&St?  lugfcu  A*£  for  the  reasons  stated,  this  rate  will 
*Nfcfc\^  vVtt*$«g*  «*fcaxvcah$y  wtUi  those  of  weB-regulated  mines  in  the 
V***s*i  ^a**$  vxr  F*tv£*w    XexgrtheVes.  a  great  deal  can  be  done  to 

ArVc  ^v<tna^:  m\twtOMi  trvaa  ame  of  the  leading  American  mining 
>\\^vc*\^  ^vNrcvax^  :*  s*5?$y-&T5$  naasuzes*  similar  steps  were 
^^♦.u^t  \v\\  V  bvvi  of  i^rwsioc  covering  accident  prevention 
*^i:  -v^  ,<v:  ^v<*st£v$  *^»s  ***$wc:  in.  Scdcxife  and  English.  The  shift 
ooss*^  or  o^;a\^v*s  **f  *****£■  rj^sc  s*>\*5ao&  we?e  made  directly  re- 
^\N*s&  o*V*  \\  t,\wH^  c^v«fc£  $c^:2$53c*  tvtrs:  ieps  of  she  work  of  each 
Xvs.  *-  ^  i  -"vw  :>->  xw<s^^tj:  of  raocaey  to  «be  oae  having  the  best 
wwv  *o*  V  -*v**  :>  A>i  *  joivi  w*^o&  *i:5:  $«£*abSeecgraved  inscription 
w  \w.  »wsv  w  5  rvif.:>^  Kt  annvaC  vV&sik*  is  faeid  in  which  various 
x«v**  av^\v«v  *  *vscw  *?\x  iT^^xi  raedksun?^  Bosses  and  men  are 
°-  <oo  •  V  ,^  a  o.v*cc*  >*03c^  A  n*oc;l£y  bulletin  is  printed 
S;v    v:>  i  -V*  ('\  ■*  ."v.  vvi  *^.ves  :i?e  rsec.  in  M»  wi:h  similar  bulletins 

Vv  ,\       v*v~    -o  ov  Vc  otv^sV*  :n  Mcxxv,  $on>f  of  she  mechanical 

.mvnuv.  \w  .  *vv>-^vv*  *■  '   V  *5wv«>n:  briery «     A~  shafs  entrances  are 

^v>v\\-  %  '  v  ^  vW  *<c  <h  v^.      KtVr  *ry:r<$  oc:  ^wral  :ypes.  the  one 

^•av   vx  aw   v  ^c  wi  o**5vs^:  ^  as  :l>,«ra:«s\i  by  Fie.  11.    The 

**f  \v  -*.\\va   v^     «v  o**  .woo**  as  s&c*-*  *n\i  clo&e  by  gravity  without 

i&*^  -x*.       >v    _  i.^  iv**  :  V  ^o*vr  £*:c  siro.ilarcy  swung,  to  protect 

►  «K&\ •v:\tt    ■  w*>    ^  "  ^  ^vci*  %^uV  s^^rshr^:  a:  :bc  shaft. 

>fe**>   K\>\^  ^  ■>  \to\-v**  ^;^r«s  a^r  f>xa  r,^:t  oarel^ssh-  stepping 

►V^v*  <^i*vw  >^  ^vt^%^>^  ^  $*v$*$  -x  irvvi^     AU  chuteways  through- 
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out  the  mine  are  now  covered  with  rail  grizzlies;  manways  either  have  a 
trapdoor  of  light  corrugated  iron  or,  where  this  interferes  with  ventilation, 
the  timber  is  carried  up  sufficiently  so  that  the  top  can  be  covered, 
leaving  an  opening  at  one  end  or  on  the  footside  for  passageway.  This 
opening  is  kept  small  enough  so  that  a  man  cannot  slip  into  it  inad- 
vertently. AIL  manway  openings  on  levels  have,  in  addition,  a  warning 
red  electric  light. 

Explosives  to  be  used  currently  are  stored  underground  in  suitably 
located  crosscuts,  fitted  with  steel  doors  set  in  masonry.  Fuse  and  caps 
are  similarly  stored  separately.    It  having  been  found  impossible  to 


Fiq.  11. — Self-Closing  Gate  Used  at  Shaft  Entrances. 

prevent  the  practice  of  crimping  the  caps  with  the  teeth,  fuse  is  now 
issued  from  these  underground  stores,  cut  to  desired  length  and  with 
caps  properly  crimped  on  by  the  storekeeper.  The  main  storage  of 
explosives  is  located  some  distance  from  the  property. 

Rock  falls  are  a  principal  cause  of  mauy  accidents.  As  elsewhere, 
the  main  preventive  is  constant  vigilance  on  the  part  of  the  bosses  com- 
bined with  such  cooperation  as  it  ia  poaaible  to  secure  from  the  men. 
This  spirit  of  cooperation  ia  obtainable  only  in  a  limited  amount  in 
Mexico,  but  continued  application  will  bring  it  forth  to  a  helpful  extent. 
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ton.  Belt  wear  is  exceedingly  low.  Belt  No.  2  (Fig.  12)  is  the  only  one 
which  has  been  replaced  once  against  a  total  of  1,131,708  tons  handled 
to  date.  Belt  No.  1,  originally  installed  and  put  into  operation  in  June, 
1911,  has  handled  691,999  tons  of  ore  and  from  all  appearances  is  good  for 
a  repetition  of  this  duty.  Belts  6  and  7,  a  later  installation,  have  been 
in  operation  since  May,  1913,  handling  a  total  of  439,709  tons  and  showing 
little  wear. 
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Fig.  12. — Plan  Conveying  System. 
Fig.  13. — Section  View. 


Milling 


The  milling  business  is  conducted  by  a  separate  organization  on  a 
custom  basis.     The  capacity  of  the  plant  is  1,100  tons  per  day. 

Before  taking  up  details  for  construction  and  operation,  a  condensed 
description  of  the  mill  flow  scheme  (Fig.  14)  will  be  given. 

The  crushing-plant  ore  bins  of  600  tons  capacity  feed  two  No.  6K 
gyratory  crushers,  discharging  to  a  double  screen  14  ft.  long.  The 
oversize  from  the  4-in.  round-hole  screen  passes  by  conveyor  to  the  tube- 
mill  rock-storage  bin,  while  the  undersize  joins  the  oversize  of  the  2-in. 
round-hole  screen  for  crushing  in  two  No.  4K  gyratory  crushers.  The 
'■udersize  from  the  2-in.  screen,  together  with  the  discharge  from  the 
sondarv  crushers,  is  delivered  to  a  22-in.  troughed-belt  conveyor, 
lipped  with  a  Merrick  weigh tometer. 

The  22-in.  conveyor  discharges  over  the  first  one  of  three  Vezin 
jiplers,  a  5  per  cent,  cut  being  taken  and  stored  in  a  sample  bin  of  15 


Fig    14.— Mill  Flow  Sheet. 
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tons  capacity*  Tfce  reject  lows  to  a  30-in.  shuttle-type  fl^t-beh  convey  or 
f or  distribution  into  battery  bins  of  2^XX>  tons  capacity.  The  fiist  sample 
eut  is  fed  from  the  15-ton  bin  through  a  set  of  26  by  15-in.  rolk  reducing 
to  %  in,  and  finer,  and  discharging  to  a  second  Venn  sampler  catting  oat 
10  per  cent,  which  is  delivered  by  a  revolving  Challenge  feeder  to  the 
third  Vean  taking  a  20  per  cent.  eat.  The  sample  thus  obtained  is 
1  ton  for  each  1,000  tons  milled  and  is  crashed  to  }£  in.  in  a  axe  F  gyratory 
crusher,  thereafter  being  eat  down  by  Jones  riffles  and  reduced  in  the 
usual  manner.  Rejects  from  the  second  and  third  Venn  samplers  and 
from  the  quartering  floor  are  returned  to  the  battery  Inns  by  an  8-in. 
elevator. 

The  ore  passes  from  the  battery  bins  through  Hoscur  feeders  to  60 
1,5504b.  stamps  arranged  in  units  of  10  stamps  each,  20  stamps  being 
driven  by  a  65-hp.  motor,  belted  to  a  jack  shaft;  the  stamps  make  102 
7^-in.  drops  per  minute;  3-mesh  and  4-mesh  screens  are  used,  the  pulp 
from  the  batteries  flowing  through  split  distributing  launders  to  six 
primary  duplex  Dorr  classifiers,  the  sand  passing  to  six  5  by  16-ft.  tube 
mills,  the  discharges  from  which  are  delivered  to  the  launder  leading  tor 
the  secondary  classifiers  by  elevator  or  by  reserve  10  by  54-in.  Frenier 
pumps,  one  pump  to  each  mill.  The  slime  overflow  from  the  primary 
classifiers  is  laundered  to  eight  secondary  duplex  Dorr  classifiers,  which 
feed  the  sand  to  four  5  by  20-ft.  and  two  5  by  22-ft.  tube  mills,  the  dis- 
charges from  which  are  returned  by  elevator  or  Frenier  pumps  to  the 
classifiers. 

The  slime  overflow  from  the  secondary  classifiers  passes  to  six  primary 
Dorr  thickening  tanks,  35  ft.  diameter  by  15  ft.  deep,  wherein  the  pulp 
is  thickened  from  10  to  1  to  1.5  to  1. 

The  thickened  pulp  is  delivered  to  a  set  of  14  primary  Pachuca  tanks, 
15  by  45  ft.,  operating  in  series;  the  discharge  from  the  last  tank  in  the 
scries  is  by  means  of  an  air  lift,  submerged  in  the  tank  itself,  and  deliver- 
ing to  a  launder  where  a  wash  of  four  parts  of  mill  solution  is  applied,  the 
pulp  flowing  to  four  secondary  Dorr  thickening  tanks,  35  by  15  ft., 
wherein  it  is  again  thickened  to  about  1.75  to  1  and  delivered  to  a  set  of  14 
secondary  Pachuca  tanks,  15  by  45  ft.,  also  operating  in  series,  the  dis- 
charge from  the  last  tank  of  the  series  flowing  to  two  35  by  12-ft.  storage 
tanks  equipped  with  mechanical  agitators. 

These  storage  tanks  feed  by  gravity  at  35  lb.  pressure  four  90-frame 
Merrill  filter  presses,  size  of  leaf  4  ft.  by  6  ft.,  width  of  frame  3  in.  The 
tailing  sluiced  from  these  presses  flows  to  four  35  by  15-ft.  Dorr  thicken- 
ing tanks  for  recovery  of  water  before  passing  to  the  tailing  storage 

dams. 

The  pregnant  solution  is  clarified  by  passing  through  four  sand  filter 

ks,  40  ft.  diameter  by  10  ft.  deep. 

Precipitation  is  effected  by  the  Merrill  zinc-dust  process  in  two 
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circuits,  partial  and  barren,  in  order  to  economise  in  sine  dust.  Two 
presses  are  in  use  on  the  barren  circuit  and  three  on  the  partial. 

The  precipitate  is  melted  in  a  battery  of  eight  oil-fired  No.  400 
crucible  furnaces  arranged  on  the  arc  of  a  circle  and  served  by  a  radial 
jib  crane,  fitted  with  an  air  cylinder  for  raising  and  lowering  the  pots. 

All  pumping  of  solution  and  water  is  concentrated  in  two  pump 
houses,  one  located  below  the  filter  plant  and  the  other  below  the  precipi- 
tation plant.  The  pumps  are  of  vortical  triplex  plunger  types,  gear- 
driven  by  motors,  and  are  installed  so  that  one  pump  is  in  reserve  for 
two  circuits. 

An  electrically  operated  inclined  tramway  runs  from  the  top  to  the 
bottom  of  the  mill  delivering  material  to  any  floor. 

Details  of  Construction  and  Operation 

Compactness  of  design  was  sacrificed  in  order  to  secure  a  gravity  flow. 
Such  design  was  permissible  owing  to  an  unusually  ample  mill  site  of 
17°  slope,  coupled  with  a  mild  climate  requiring  no  housing  of  tanks. 
Supervision  is  made  easy  because  the  size  of  the  plants  warrants  the  divi- 
sion into  two  departments,  mill  and  cyanide,  and  the  tramway  is  used  by 
the  bosses  in  getting  round. 

The  mill  is  electrically  driven  throughout,  50-cycle  alternating 
current  being  distributed  at  440  volts. 

Crushing,  Weighing  and  Sampling- 

The  crushing-plant  design  exhibits  no  points  of  special  interest.  The 
elimination  of  elevator  returns  and  the  favorable  character  of  the  ore 
make  the  operation  unusually  easy  and  simple.  Consumption  of  steel 
liners,  etc.,  is  almost  negligible.  The  6E  gyratory  crushers,  driven  by 
30-hp.  motors,  take  only  15  hp.  each.  This  is  again  due  to  the  character 
of  the  ore  and  the  large  percentage  of  fines  which,  if  the  ore  had  greater 
abrasive  quality,  it  might  pay  to  screen  out  beforehand. 

An  ample  supply  of  mine  rock,  over  4  in.  in  size,  for  use  in  the  tube 
mills  in  place  of  pebbles,  is  obtained  cheaply  from  the  revolving-screen 
oversize  as  described  above. 

The  Merrick  weightometer  is  checked  weekly  against  a  weighed 
quantity  of  ore,  the  average  error  being  well  under  1  per  cent.  Current 
weighings  are  corrected  by  the  weekly  factor  thus  obtained. 

Particular  attention  is  paid  to  securing  an  accurate  sample  of  lthe 
ore  delivered  to  the  mill.  Ordinarily  two  classes  of  ore  are  samped 
separately  each  day.  The  rejects  from  these  two  are  thoroughly  mixed 
and  quartered  down,  to  make  the  mixture  sample  for  the  day.  The 
calculated  average  assay  of  the  two  class  samples  checks  very  closely  the 


Viu.  Iff.  -Stamf  Mill.    Shctiowal  Vaw. 

Plgi  IA,  (liffoliy  |iariitlltlnaj  r  broken  bolt  to  be  removed  easily;  none  has 
limbuli  IIhi*  far.  A  traveling  crane,  M  well  as  a  crawl,  installed  with  tbe 
hitlMlnu,  wim  fmiiul  vary  uwful  In  erecting  the  battery  and  in  making 
nuIikiii|h.iiiI.  iMiittinl,  n>|mlrn. 

Tim  «l«Mi|t  dul.y  »vi»rit|pw  31, 1  torn  through  3-meflh  and  4-meah 
Mid  I  'nulling  In  lit  tnlll  solution,  10  parts  of  solution  to  1  of  ore. 
itt  WdftC  in  uf  Dll  ItHlntrtHHoe.    8tMl  wear  per  ton  is:    Shoes  0.16 
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lb.,  dies  0.08  lb.,  liners  0.60  lb.  Life  of  shoes,  9J£  in.  diameter  by  14  in. 
long,  averages  90  days;  of  dies  97  days;  of  liners  43  days.  Shoes  and  dies 
are  forged  steel.  Liners  are  cast  iron  made  locally.  Manganese-steel 
liners  have  been  tried,  but  the  cost  per  ton  crushed  was  considerably 
higher.  The  65-hp.  motors,  each  driving  20  stamps,  are  overloaded  about 
8  per  cent. 

A  trial  was  made  of  introducing  the  battery  solution  through  nozzles 
in  the  back  of  the  mortar  box  above  the  dies,  but  without  success.  Sta- 
tionary screens  placed  between  the  feeder  and  the  mortar  box  to  take  out 
fines  were  also  tried  and  abandoned,  the  benefit  being  doubtful  while 
requiring  more  supervision. 

Average  screen  analyses  of  feed  and  discharge  of  the  stamp  battery, 
equipped  with  3-mesh,  No.  32  wire  screens,  are : 


Feed,  Per  Cent. 

Discharge,  Per  Cent. 

Inches 

+  2 

0.5 

+  1    . 

18.4 

+  H 

13.8 

+  h 

8.0 

Mesh 

+    4 

18.7 

4.0 

+    8 

11.5 

16.3 

+  10  " 

1.8 

7.5 

+  20 

8.5 

14.8 

+  30 

3.9 

8.1 

+  40 

1.4 

4.4 

+  60 

2.2 

6.7 

+  80 

2.0 

6.2 

+100 

0.5 

2.7 

+120 

0.8 

3.2 

+150 

0.4 

1.7 

+200 

0.2 

2.7 

-200 

6.9 

21.2 

99.5 

99.5 

Distribution  of  the  pulp  from  the  battery  to  the  primary  classifiers 
by  means  of  split  launders  could  be  improved  by  a  mechanical  distributor 
of  one  of  the  successful  revolving  types. 

The  classifier  platforms  were  built  on  an  incline  to  save  headroom  over 
the  tube-mill  gears  as  well  as  to  follow  the  slant  of  the  classifiers.  Returns 
to  the  classifiers  from  the  tube  mills  are  by  elevators  with  individual 
Frenier  pumps  as  reserves.  A  better  design  following  later  practice  would 
be  to  effect  such  returns  by  means  of  the  classifiers  themselves. 

Tube-mill  grinding  is  done  in  two  stages,  using  5-ft.-diameter  mills 
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throughout,  the  primary  series  being  16  ft.  long  and  the  secondary  series 
20  ft.  and  22  ft.  Comparison  of  this  system  with  single-stage  grinding  has 
failed  to  show  conclusive  results  in  its  favor,  although  a  slight  benefit  is 
apparent.  This  benefit  is,  however,  insufficient  to  warrant  a  repetition  of 
this  refinement  of  design  unless  in  conjunction  with  water  concentration 
not  required  with  this  ore. 

Danish  flint  pebbles  were  used  for  a  considerable  period,  but  their 
increasing  cost  led  to  the  adoption  of  mine  rock  entirely  to  replace  the 
pebbles.  The  mine  rock  supply  is  obtained  mechanically  in  the  crushing 
plant  as  described  and  is  sent  separately  over  the  regular  conveyors  to  a 
compartment  in  the  battery  bin  from  which  it  is  transferred  by  chute  to 
the  primary  tube-mill  floor  where  it  is  distributed  by  car.  Part  of  the 
rock  is  introduced  into  the  mill  through  the  feeder.  As  the  trunnion 
opening  of  the  mills  is  not  as  large  as  it  should  be,  rocks  over  5  in.  in  size 
as  well  as  occasional  large  boulders,  12  to  15  in.,  required  in  the  primary 
mills  for  efficient  grinding,  are  loaded  into  the  mills  through  the  manholes 
once  a  day;  130  lb.  of  mine  rock  are  required  for  each  ton  of  ore  milled 
and  are  credited  to  the  total  tonnage  treated. 

Tests  are  now  in  hand  using  cast-iron  balls  in  place  of  mine  rock. 
Results  thus  far  obtained  indicate  a  capacity  increase  of  33  per  cent,  with 
finer  grinding.  Power  load  shows  an  increase  of  33  per  cent.,  from  65  to 
90  hp.  per  mill.  Forged-steel  balls  ordinarily  used  for  such  grinding  were 
not  obtainable  but  it  is  quite  probable  that  chilled  cast-iron  or  semi-steel 
balls  and  liners  will  prove  more  economical,  taking  into  account  the  low 
cost  of  locally  made  castings,  2.5  c.  per  pound,  as  against  high  first  cost 
plus  importation  expenses  of  steel  balls.  Ball  wear  is  1.7  lb.  per  ton 
milled.  Tube-mill  liners  are  modified  El  Oro  type,  of  hard  cast  iron,  the 
average  life  being  6  months;  cost  2.2  c.  per  ton  of  ore  milled. 

The  motor  driving  each  mill  through  a  flexible  coupling  and  one 
reduction  of  spur  gearing  is  of  high  torque  induction  type,  65-hp.,  230 
r.p.m.  Allis  Chalmers  make.  Its  ample  design  easily  carries  the  overload. 
But  the  power  factor  of  this  motor  is  low,  75  per  cent.,  and  an  improve- 
ment would  be  to  use  a  higher-speed  motor  with  a  single  reduction  of 
herringbone  gearing. 

The  economical  grinding  point  is  taken  at  75  per  cent,  through  200- 
mesh.  Table  2  gives  screen  tests  of  feed  and  discharge  of  primary  and 
secondary  tube  mills,  using  mine  rock  and  at  a  plant  capacity  of  1,000 
tons  per  day. 

Agitating 

An  extraction  of  55.5  per  cent,  of  the  gold  and  18.6  per  cent,  of  the 
silver  takes  place  in  the  mill  before  the  pulp  reaches  the  Pachuca  tank 
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Table  2. — Screen  Tests  of  Tvbe-Mill  Feed  and  Discharge 


Mesh 

Primary  Feed, 
PerCent.* 

Tube  Mill  Dis- 
charge, Per  Cent. 

Seoondary  Feed, 
Per  Cent.f 

Tube  Mill  Dis- 
charge, Per  Cent. 

+     4 

13.9 

0.2 

0.8 

1.6 

+     8 

22.8 

4.5 

0.5 

0.1 

+  10 

8.6 

2.2 

0.4 

0.2 

+  20 

20.6 

8.5 

1.6 

0.2 

+  30 

11.8 

10.9 

3.4 

0.7 

+  40 

4.7 

4.8 

3.3 

1.0 

+  60 

8.0 

12.1 

17.5 

10.8 

+  80 

1.9 

10.2 

9.6 

5.6 

+100 

1.6 

5.2 

11.4 

10.3 

+120 

1.5 

[              6.5 

17.6 

15.5 

+150 

0.7 

4.0 

9.5 

11.8 

+200 

0.8 

5.7 

8.4 

11.2 

-200 

2.5 

25.0 

15.6 

30.7 

99.4 

99.8 

99.6 

1 

99.7 

*  Moisture,  35  to  40  per  cent.  Operating  without  return,  175  tons  of  ore  past  through  tube  mill 
per  24  hr. 

t  Moisture,  35  to  40  per  cent.  Operating  with  return,  in  closed  circuit,  200  tons  of  ore  pass  through 
mill  per  24  hr. 


Mesh 
+  100 
+120 
+150 
+200 
-200 


Secondary  Classifier  Overflow 
(Finished  Product  of  Mill) 


Per  Cent. 

3.8 

5.7 

5.5 

9.5 

75.1 

99.6 


Cyanide  of  sodium,  either  128  or  120  per  cent,  as  obtainable,  in  lump 
or  in  brick  form,  is  added  at  the  first  tank  of  the  primary  series,  at  the 
rate  of  4  g.  sodium  cyanide  for  each  gram  of  silver  in  the  ore  delivered  to 
the  mill.  The  sodium  cyanide  consumed  is  3.15  lb.  per  ton,  including 
mechanical  loss.  The  strength  of  solution  at  the  beginning  of  agitation 
is  0.55  per  cent.  KCN;  of  the  mill  solution,  0.4  per  cent. 

Protective  alkalinity  is  maintained  at  about  0.75  per  cent. ;  the  lime, 
fed  dry  into  the  ore  at  the  crushing  plant,  is  low-grade,  averaging  about 
65  per  cent,  available,  the  consumption  being  20  lb.  per  ton.  Arrange- 
ments are  in  hand  to  improve  the  method  of  feeding  by  emulsifying  the 
lime,  adding  it  either  to  the  primary  tube  mills  or  to  the  Pachuca  tanks. 

Crude  litharge,  between  85  and  90  per  cent.  PbO,  adopted  in  place 
of  lead  acetate  as  both  cheaper  and  more  efficient,  is  ground  in  a  small 
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tube  mill,  24  in.  diameter  by  37  in.  long,  discharging  into  the  first  Pachuca 
tank  at  the  rate  of  0.6  lb.  per  ton  of  ore. 

The  best  results  are  obtained  with  72  hr.  agitation  although  60  hr. 
give  within  2  per  cent,  as  high  extraction.  The  air  pressure  is  27  lb., 
75  cu.  ft.  per  minute  being  required  for  each  tank. 

No  difficulty  has  been  experienced  with  the  series  operation  of  the 
Pachuca  tanks.  Connections  between  tanks  are  made  by  10-in.  hori- 
zontal pipes,  located  3  ft.  from  the  top,  the  joint  between  two  abutting 
pipes  being  made  leak  proof  by  a  wrapping  of  tarred  canvas.  This  joint 
takes  up  the  tank  vibration  and  effects  an  easy  connection. 

To  avoid  undue  accumulation  of  slime  on  the  inside  of  the  tanks,  they 
are  emptied  and  sluiced  down  once  a  month.  This  operation  requires 
about  3  hr.  per  tank,  using  a  3-in.  Traylor  slime  pump  for  the  return. 

Screen  tests  of  the  inflow  and  outflow  of  the  system  are  practically 
identical,  showing  that  there  is  no  segregation  or  short-circuiting  of  sand 
or  slime. 

Filtering 

This  step  in  the  process  is  fairly  difficult,  due  to  fine  grinding  of  ore 
containing  a  considerable  amount  of  colloidal  matter.  Also,  the  dissolved 
values  in  the  pulp  to  the  filters  are  high,  3.5  oz.  silver  per  ton  of  solution. 
After  extended  working-scale  tests  of  several  types  of  vacuum  and  pres- 
sure filters,  Merrill  presses  were  adopted,  using  the  center  system  of 
filling. 

A  press  cycle  occupies  75  min.  made  up  of: 

Min. 

Charging 26 

Barren  solution  wash 13 

Water  wash 13 

Sluicing 23 

75 

Bristol  recording  pressure  gages  are  attached  to  the  filling  pipe  of 
each  press,  the  cycle  curves  from  the  chart  giving  an  excellent  check  upon 
the  care  taken  by  the  attendants  in  operating  the  presses.  The  sluice 
valve  bar  and  the  filling  valves  are  electrically  connected  so  that  both 
cannot  be  coincidently  opened  without  ringing  an  alarm  bell.  The  cakes 
average  134  *n-  *n  thickness,  thereby  leaving  3^  in.  space  in  the  center  of 
the  3-in.  frame  for  entrance  of  washes.  Dry  pulp  handled  per  cycle, 
14.5  tons. 

Sluicing  water  is  at  90  lb.  pressure  and  five  parts  are  required  to  clean 
out  a  press.  The  bulk  of  this  water  is  recovered  in  dewatering  tanks  as 
explained  heretofore. 

No.  6  cotton  duck,  72  in.  wide,  is  used  regularly,  after  extensive  trial 
of  several  other  weights.     A  set  of  cloths  lasts  about  2,500  cycles.     Acid 
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washing  to  remove  lime  is  done  in  the  press  every  10  days,  using  a  0.75 
per  cent,  sulphuric  acid  solution. 

Much  care  is  taken  with  the  nozzles  of  the  sluice  bar.  The  bar  of 
each  press  is  taken  out  and  tested  every  48  hr.,  any  defective  nozzles 
being  replaced.  Nozzles  are  ordinary  J^-in.  cast-iron  plugs,  drilled  %$- 
in.  hole;  these  last  practically  as  long  as  special  steel  nozzles  and  are  very 
much  cheaper. 

The  unwashed  values  in  the  press  discharge  average  a  trace  of  gold 
and  0.08  oz.  silver,  showing  an  efficiency  of  97.7  per  cent. 

Clarifying  Solutions 

All  solutions  to  be  precipitated  are  first  passed  through  ordinary 
sand  filter  tanks.  The  addition  of  about  40  per  cent,  by  volume  of  saw- 
dust to  the  sand  considerably  improves  the  clarifying  efficiency  of  the 
filtering  medium  and  at  the  same  time  reduces  the  frequency  of  slime 
skimming  and  sand  cleaning.  The  latter  operation  is  effected  by  shovel- 
ing the  sand  from  the  tank  to  a  launder  leading  to  a  small  trommel  where 
the  sand  is  washed  free  of  slime,  with  small  loss,  and  returned  for  re-use. 

In  this  way,  4,500  tons  of  solution  are  filtered  daily  at  a  cost  of  0.28  c. 
per  ton  of  solution.  Possibly  Merrill  clarifying  presses  would  be  an 
improvement,  although  no  comparative  figures  are  available.  At  any 
rate,  the  existing  equipment  does  the  work  efficiently  and  cheaply, 
with  little  supervision  required. 

Precipitating 

The  Merrill  zinc-dust  process  of  precipitation  has  in  every  way  justi- 
fied its  adoption.  Its  efficiency,  safety,  cleanliness,  etc.,  compared  to  the 
zinc-shaving  method  are  too  widely  known  to  need  further  elucidation 
here.  The  ease  and  rapidity  with  which  a  cleanup  can  be  made  gives  it 
a  further  special  advantage  in  a  good-sized  mill  treating  silver  ores  with 
the  consequent  considerable  production  of  precipitate.  Formerly  the 
process  enjoyed  the  further  advantage  of  a  lower  price  for  zinc  dust  than 
for  zinc  shavings;  the  difference  now  is  practically  hegligible. 

The  solution  from  the  sand  filters  averages  0.015  oz.  gold  and  3.0 
oz.  silver.  Two  circuits  are  maintained,  one  precipitating  to  barren 
solution,  sufficient  for  the  filter  press  washing,  and  the  other  circuit  to  an 
effluent  containing  from  0.9  to  1.2  oz.  silver  per  ton.  To  accomplish  this 
a  slight  excess  of  zinc  dust  is  fed  to  the  barren  circuit  in  the  proportion  of 
1.1  oz.  zinc  dust  to  1.0  oz.  fine  bullion;  to  the  partial  circuit  0.8  to  1.0. 
The  average  zinc  consumption  of  the  plant  is  1.0  oz.  to  1.0  of  fine 
bullion. 

Cleanups  made  at  the  middle  and  end  of  month  and  sometimes  oftener, 
provide  an  accurate  check  on  current  work. 
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Melting 

The  only  drying  given  the  precipitates  is  by  blowing  air  through  the 
presses  at  25  lb.  pressure  for  1  hr.,  reducing  the  contained  moisture  to 
about  30  per  cent.  The  precipitate  is  cleaned  from  the  presses  into 
rectangular,  steel  cars,  5  ft.  10  in.  by  6  ft.  4  in.  by  1  ft.  deep,  in  which  it  is 
weighed.  Based  upon  the  calculated  dry  weight  of  the  precipitate,  flux 
consisting  of  1%  per  cent,  each  of  borax  and  bottle  glass,  is  added  on  top 
without  mixing,  and  the  charge  is  then  shoveled  from  the  car  into  No. 
400  crucibles.  To  permit  the  introduction  of  a  high  column  of  precipi- 
tate, a  discarded  pot  with  the  bottom  out  is  temporarily  fitted  into  the 
crucible,  being  removed  after  the  charge  has  melted  down.  This  pro- 
cedure reduces  dust  losses  and  accelerates  charging  and  melting. 

The  eight  furnaces  (Fig.  16)  are  oil-fired,  built  flush  with  the  floor 
of  the  melting  room,  on  the  arc  of  a  circle  with  fire  pit  at  rear.  This 
arrangement  has  proved  very  satisfactory  and  is  to  be  recommended 
as  convenient  and  labor  saving. 

The  crucible,  upon  being  lifted  from  the  furnace  by  tongs  attached  to 
3^-in.  wire  cable  raised  or  lowered  by  air  cylinder  on  the  post  of  the  jib 
crane,  is  swung  around  to  one  side  to  the  pouring  carriage  containing  the 
bullion  molds.  The  slag  is  first  skimmed  off,  using  sand  to  assist  in  this 
operation.  As  the  bars  are  poured,  sticks  of  wood  are  laid  on  top  and, 
igniting,  prevent  too  rapid  cooling  of  the  center  of  the  bar  with  the 
consequent  subsidence  and  holing. 

The  precipitate  averages  85  per  cent,  fine  bullion;  the  Dor6  bars  weigh 
1,000  oz.  and  assay  5.0  gold  and  940  silver  fine.  The  No.  400  crucibles 
contain  an  average  of  seven  bars  per  melt  with  a  maximum  of  10  bars. 
The  average  life  of  a  crucible  is  10  melts  or  70  bars. 

With  bullion  of  this  fineness,  no  difficulty  with  matte  formation  is 
experienced.  The  bars  are  carefully  cleaned  and  all  chips  and  corners 
removed  before  sampling  and  weighing.  Drill  samples  are  taken,  one 
on  the  top  of  the  bar,  one-third  the  distance  along  the  diagonal  toward  the 
center,  and  one  on  the  bottom  of  the  bar  at  one  corner;  each  hole  is  drilled 
halfway  through  the  bar. 

The  bullion  was  formerly  refined  by  a  French  concern  in  Mexico 
City,  the  fine  gold  being  sold  to  the  Mexican  Government  and  the  fine 
silver  shipped  for  sale  in  New  York  or  London.  The  refinery  has  been 
closed  down  since  the  outbreak  of  the  war  in  Europe,  so  that  the  Dor6 
bars  are  now  refined  and  sold  in  New  York  or  London. 

Melting  the  precipitate  in  an  electric  furnace,  built  after  the  Alaska- 

Treadwell  and  Lluvia  de  Oro  design,  is  under  trial.    Alternating  current 

at  120  volts  is  used,  the  input  being  about  600  amp.  working  at  full  heat. 

Tmnble  has  been  experienced  with  dusting  and  with  burning  a  hole 

the  bottom  of  the  furnace;  a  renewable  iron  plug  (Fig.  17)  may 
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ton.  Belt  wear  is  exceedingly  low.  Belt  No.  2  (Fig.  12)  is  the  only  oi 
which  has  been  replaced  once  against  a  total  of  1,131,708  tons  handle 
to  date.  Belt  No.  1,  originally  installed  and  put  into  operation  in  Jum 
1911,  has  handled  691,999  tons  of  ore  and  from  all  appearances  is  good  fc 
a  repetition  of  this  duty.  Belts  6  and  7,  a  later  installation,  have  bee 
in  operation  since  May,  1913,  handling  a  total  of  439,709  tons  and  ehowin 
little  wear. 


Milling 


The  milling  business  is  conducted  by  a  separate  organization  on 
custom  basis.     The  capacity  of  the  plant  is  1,100  tons  per  day. 

Before  taking  up  details  for  construction  and  operation,  a  condense 
description  of  the  mill  flow  scheme  (Fig.  14)  will  be  given. 

The  crushing-plant  ore  bins  of  600  tons  capacity  feed  two  No.  6 
gyratory  crushers,  discharging  to  a  double  screen  14  ft.  long.  Tl 
oversize  from  the  4-in.  round-hole  screen  passes  by  conveyor  to  the  tub 
mill  rock-storage  bin,  while  the  undersize  joins  the  oversize  of  the  2-i 
round-hole  screen  for  crushing  in  two  No.  4K  gyratory  crushers.  Tl 
undersize  from  the  2-in.  screen,  together  with  the  discharge  from  tl 
secondary  crushers,  is  delivered  to  a  22-in.  troughed-belt  conveyo 
equipped  with  a  Merrick  weightometer. 

The  22-in.  conveyor  discharges  over  the  first  one  of  three  Vezi 
samplers,  a  5  per  cent,  cut  being  taken  and  stored  in  a  sample  bin  of  1 
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provide  a  convenient  remedy  for  the  latter.  The  dusting  is  probably 
due  to  the  precipitate  being  wet,  the  intense  heat  at  the  electrode  setting 
up  a  center  draft  of  steam  and  air.  Either  the  precipitate  should  be 
dried  or  some  dust-collecting  apparatus  attached  to  the  furnace  top. 
The  advantages  of  this  system  over  the  oil-fired  crucible  method  of  melt- 
ing are  rapidity  of  melting  and  discontinuance  of  the  use  of  crucibles  and 
oil,  both  of  which  require  a  long  distance  haul;  no  data  are  available  yet 
as  to  the  comparative  economy. 


Fia.  17. — Electric  Melting  Furnace. 
Tailing  Disposal 

As  previously  described,  the  tailing  sluiced  from  the  Merrill  filter 
presses  passes  through  four  Dorr  thickening  tanks  for  recovery  of  water 
and  is  then  automatically  sampled  before  flowing  to  the  storage  basins. 
These  basins  or  ponds,  four  in  number,  are  located  on  the  nearest  flat  land 

2  miles  away.    The  ditch  thereto  was  dug  U-shaped,  2}£  ft.  deep  with  a 

3  per  cent,  grade;  1%  per  cent,  grade  would  suffice. 

The  walls  of  the  storage  basins  are  built  up  as  required  of  tailing  mud. 
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one  basin  receiving  the  entire  inflow  while  the  others  are  being  prepared. 
Evaporation  and  particularly  absorption  of  the  solution  are  high,  the 
decanted  effluent  representing  only  30  per  cent,  of  the  solution  inflow. 

This  solution  contains  an  average  of  a  trace  of  gold  and  0.12  oz.  silver, 
representing  filter  losses  and  further  dissolved  values.  A  small  precipita- 
tion plant  is  being  arranged  to  recover  this  escaping  fraction. 

• 

Construction  Costs 

On  the  basis  of  1,100  tons  daily  capacity  the  total  cost  of  the  plant  was 
$792  per  ton  capacity.  This  covered  first-class  construction  methods 
throughout,  designed  for  long  life  with  minimum  maintenance  and 
renewals.  A  comparatively  excessive  amount  of  equipment  was  required 
due  to  fine  grinding  and  especially  to  length  of  treatment  necessary  for  a 
silver  ore,  resulting-in  unusually  large  tankage.  On  the  other  hand,  the 
all-sliming  design  without  concentration  simplified  operations  and 
eliminated  the  installation  of  concentration  equipment. 

Experimental  Work 

Aluminum  Dust  Precipitation* 

Upon  the  publication  of  results  obtained  at  Nipissing  with  desul- 
phurization  and  aluminum-dust  precipitation,  similar  experiments  were 
undertaken.  Desulphurization,  as  was  to  be  expected,  gave  no  beneficial 
results  on  Santa  Gertrudis  ore,  which  contains  no  tellurides,  arsenides, 
etc.  On  the  other  hand,  aluminum-dust  precipitation  showed  a  con- 
siderable improvement  over  the  zinc-dust  method  and  its  adoption  has 
only  been  delayed  by  war  conditions  practically  having  put  aluminum 
dust  off  the  market.  Comparison  of  the  two  methods  was  based  upon 
normal  prices  of  aluminum  and  zinc  dust  of  30  c.  and  7  c.  per  pound, 
respectively. 

As  practically  all  the  existing  equipment  can  be  used  very  conveniently 
in  the  aluminum-dust  process,  the  problem  as  worked  out  depends  for 
commercial  success  upon  an  economical  method  of  converting  the  lime 
in  solution,  added  during  milling  for  neutralizing  and  settling,  into 
calcium  carbonate  with  the  formation  of  the  necessary  caustic  soda  as  a 
product  of  this  reaction,  all  prior  to  precipitation  by  aluminum-dust. 
Any  lime  present  in  solution  during  precipitation  will  be  converted  to 
calcium  aluminate,  lowering  the  grade  of  the  precipitate  and  causing 
difficulty  in  melting.     The  conversion  and  elimination  of  lime  can  be 


1  Tests  conducted  at  mill  by  A.  W.  Hahn. 
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accomplished  by  the  addition  of  carbonate  or  bicarbonate  of  soda,  as 
follows  r* 

Ca(OH),  +  Na^Oa  =  CaCO,  +  2NaOH 
Ca(OH),  +  NaHCOa  -  CaCO,  +  NaOH  +  H,0 

In  {dace  of  commercial  carbonate  or  bicarbonate  of  soda,  laboratory 
tests  showed  the  probable  successful  use  of  an  impure  local  product 
known  as  "Tequesquite,"  obtained  from  the  dried-up  bed  of  Lake  Tex- 
coco  and  containing  approximately  56  per  cent,  carbonate  and  bicar- 
bonate of  soda  in  about  equal  quantities.  In  practice,  the  "  Tequesquite  " 
solution  would  be  added  to  the  pulp  flowing  to  the  collecting  tanks  above 
the  Merrill  filter  presses. 

In  experimental  work,  the  aluminum-dust  precipitate  yields  a  bullion 
975  fine.  The  consumption  of  aluminum  dust  was  about  one-third  that 
of  zinc  dust,  or  0.34  ox.  to  1.0  ox.  fine  bullion. 

The  slightly  increased  cost  per  ton  of  ore  of  aluminum  dust  is  more 
than  offset  by  decreased  chemical  consumption  of  cyanide,  the  net 
saving  being  calculated  at  $0.15  per  ton  of  ore. 


Electrolytic  Regeneration  of  Cyanide* 

Prior  to  the  favorable  conclusions  reached  in  the  aluminum-dust 
tests,  a  lengthy  investigation  was  conducted  in  the  regeneration  of 
cyanide  in  the  mill  solution  by  electrolysis. 

Anything  like  a  comprehensive  description  of  this  interesting  work 
cannot  be  taken  up  here  and  only  the  important  features  will  be  outlined. 

The  principal  difficulty  presented  was  in  finding  an  anode  of  high 
conductivity  that  would  not  dissolve  or  disintegrate.  Graphite,  lead, 
plumbago,  carbon,  charcoal,  magnetite,  peroxidized  lead,  were  tried  with- 
out much  success.  An  alloy  of  lead  with  6  to  9  per  cent,  antimony  was 
finally  selected  as  fairly  satisfactorily  filling  the  requirements.  The 
following  conclusions  were  then  worked  out: 

1.  The  solution  to  be  treated  by  electrolysis  must  be  barren  of  gold 
and  silver  to  avoid  their  precipitation.     The  question  of  enlarging  the 


4  For  chemistry  and  details  of  aluminum -dust  process  refer  to : 
E.  M.  Hamilton:  Aluminum  Precipitation  at  Nipissing,  Engineering  and  Mining 
Journal,  vol.  95,  No.  19,  p.  935  (May  10,  1913). 

E.  M.  Hamilton:   Engineering  and  Mining  Journal,  vol.  99,   No.   13,  p.  568 
(March  27,  1915). 

S.  F.  Kirkpatrick:  Aluminum  Precipitation  at  Deloro,  Ontario,  Engineering  and 
Mining  Journal,  vol.  95,  No.  26,  p.  1277  (June  28,  1913). 
James  Johnston:  The  Mill  and  Metallurgical  Practice  of  the  Nipissing  Mining  Co., 
^balt,  Ont.,  Canada,  Trans,  vol.  48,  p.  3  (1914). 

Cuevengbr:  The  Mill  and  Metallurgical  Practice  of  the  Nipissing  Mining 
,  Cobalt,  Ont.,  Canada,  Trans.,  vol.  49,  p.  156  (1914). 
Xttduoted  at  mill  by  A.  W.  Hahn. 
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scope  of  the  process  to  include  electrolytic  precipitation  of  gold  and  silver 
was  also  investigated  separately,  as  hereinafter  discussed. 

2.  The  regeneration  of  cyanide  takes  place  at  the  cathode,  with  a 
destruction  of  cyanide  at  the  anode  which  may  be  principally  overcome 
by  maintaining  a  high  protective  alkalinity  at  the  anode. 

3.  A  porous  diaphragm  such  as  canvas  separating  the  anode  and 
cathode  assists  in  maintaining  an  alkaline  anolyte,  circulation  of  anolyte 
and  catholyte  being  accomplished  individually/ 

4.  Power  consumption  is  affected  by  resistance  of  electrodes,  electro- 
lyte and  diaphragm,  by  temperature  and  circulation  rate  of  electrolyte, 
and  by  spacing  of  electrodes. 

5.  The  voltage  drop  per  cell,  at  a  current  density  of  15  amp.  per 
square  foot  of  anode  surface,  treating  barren  solution  containing  0.5 
per  cent,  total  ECN  and  0.115  per  cent.  CaO,  with  canvas  diaphragm 
and  electrodes  spaced  1J£  in.  apart,  is  6  volts  at  70°  F.  Under  these 
conditions  the  solution  flow  should  be  at  least  0.25  gal.  per  square  foot 
of  anode  surface. 

6.  The  deposit  on  the  cathode  analyzed  71  per  cent,  zinc,  with  im- 
purities of  copper,  iron,  arsenic  and  organic  matter.  The  recovery  of 
this  zinc  might  be  turned  to  some  commercial  advantage. 

7.  The  reaction  representing  the  regeneration  of  cyanide  is  pre- 
sumably as  follows: 

Na*Zn(CN)4  +  Ca(OH)2  +  Current  =*2NaCN  +  Ca(CN)*  +  Zn  + 

H20  +  0. 

8.  The  net  reduction  of  cost  was  estimated  at  $0.12  per  ton  of  ore. 
The  equipment  outlay,  however,  proved  to  be  several  times  greater  than 
that  required  to  convert  the  precipitation  plant  to  the  use  of  aluminum 
dust  and  as  the  latter  process  at  the  same  time  indicated  a  somewhat 
larger  cost  reduction  without  further  complexities  of  plant,  its  adoption 
in  place  of  regeneration  was  decided  upon. 

Electrolytic  Precipitation  and  Regeneration 

Following  the  experience  gained  in  the  experiments  with  regeneration 
above  described,  the  next  step  was  to  endeavor  to  combine  with  it  the 
electrolytic  precipitation  of  gold  and  silver  from  solution. 

Difficulty  was  encountered  in  obtaining  a  coherent  cathode  deposit. 
It  was  found  uneconomical  to  attempt  a  complete  precipitation,  the 
limit  of  commercial  work  being  about  1.3  oz.  silver  remaining  in  solution. 
Plant  cost  would  be  high.  Altogether  the  proposition  did  not  present 
sufficiently  attractive  possibilities  to  warrant  following  it  up  very 
thoroughly.  With  the  perfection  of  the  diaphragm  cell  it  is  probable 
that  both  precipitation  and  regeneration  electrolytically  could  be  worked 
out  to  a  fair  success. 
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Electrolytic  Refining  of  Precipitate 

A  preliminary  investigation  has  been  made  of  electrolytic  refining 
of  precipitate  from  the  present  zinc-dust  installation.  The  chief  dif- 
ficulties to  be  overcome  are  resistance  of  the  precipitate  to  the  current, 
purification  of  the  electrolyte,  high  acid  consumption  due  to  impurities, 
and  refining  and  melting  of  the  -gold  slime. 

Flotation  Concentration 

As  previously  stated,  the  ore  is  clean  with  only  small  quantities  of 
base  metals.  A  representative  analysis  is:  Au,  0.067  oz.;  Ag,  12.0  oz.; 
Pb,  0.10  per  cent.;  Cu,  0.20;  Zn,  0.15;  Fe,  4.40;  Si02, 86.67;  S,  1.0  per  cent. 

Most  of  the  silver  is  present  as  argentite,  Ag2S— 0.05  per  cent.  It 
is  evident,  therefore,  that  little  benefit  in  recovery  is  to  be  expected  by 
gravity  concentration.  At  the  time  of  building  the  plant  complete 
experiments  were  conducted  on  a  working  scale,  the  recovery  by  con- 
centration representing  from  8  to  10  per  cent,  of  the  value  of  the  ore. 
This  did  not  justify  the  installation  of  gravity  concentrating  equipment 
plus  added  cost  of  operation  as  against  direct  cyaniding. 

The  growing  success  of  flotation  concentration  in  the  United  States 
led  naturally  to  local  investigation  of  the  problem,  which  though  still  in 
a  laboratory  stage,  already  shows  encouraging  results.  If  the  process  is 
worked  out  to  a  commercial, success,  a  detailed  description  of  results 
should  be  of  interest.  Meanwhile  a  summary  of  preliminary  conclusions 
is  given: 

1.  A  large  variety  of  vegetal  and  mineral  oils  have  been  tested,  the 
best  results  thus  far  having  been  obtained  with  one-third  pine  oil  or  wood 
creosote  and  two-thirds  Mexican  gas  oil,  such  as  is  used  locally  in  the 
oil-fired  melting  furnaces.  The  pine  oils  and  wood  creosote  tried  are 
imported,  but  doubtless  satisfactory  substitutes  can  be  made  near  at 
hand.  Several  coal  tars  and  a  number  of  Mexican  oil  field  products 
remain  to  be  tested. 

2.  The  addition  of  acid  shows  no  particular  benefit.  A  slight 
alkalinity  not  exceeding  0.03  lb.  lime  per  ton  solution  is  satisfactory. 

3.  Heating  the  solution  does  not  materially  improve  results. 

4.  The  flotation  tailing  is  cyanided  readily,  the  presence  of  the  small 
quantity  of  oil  having  no  deleterious  effect. 

5.  The  raw  flotation  concentrate  cyanides  with  no  more  difficulty 
than  a  gravity  concentrate;  the  cyanide  consumption  maintains  more 
or  less  the  same  ratio  as  in  the  crude  ore,  viz. :  4  g.  sodium  cyanide  per 
gram  of  silver;  a  98  per  cent,  extraction  of  gold  and  silver  in  the  con- 
centrate is  obtainable. 

6.  In  the  small  laboratory  machines  without  cleaning  cells,  a  recovery 
l>y  flotation  of  65  to  70  per  cent,  can  be  made  at  a  ratio  of  concentration 
of  between  80  and  90  to  1. 
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7.  In  the  100-ton  trial  plant  now  under  construction,  equipped  with 
middling  returns  and  cleaning  cell,  it  is  expected  that  these  results  can 
be  improved. 

8.  It  is  possible,  though  not  certain,  that  flotation,  even  with  this 
clean  ore,  may  replace  cyanidation  to  a  large  extent. 

Power 

The  Pachuca  district  is  supplied  with  electric  power  generated  by 
several  hydro-electric  plants  owned  by  three  power-distributing  com- 
panies, practically  under  one  control.  The  main  plant,  owned  by  the 
Mexican  Light  &  Power  Co.  and  located  at  Necaxa,  Puebla,  about  75 
miles  by  transmission  line  to  the  east,  also  furnishes  energy  for  Mexico 
City  and  El  Oro.  The  50-cycle  alternating  current  is  transmitted  at 
85,000  volts  to  the  Pachuca  substation  where  it  is  stepped  down  to  20,000 
and  6,000  volts  for  local  distribution.  The  power  is  sold  at  the  substa- 
tion of  the  purchaser  on  the  basis  of  integrating  wattmeter  readings,  no 
peak  or  installation  loads  being  considered.  A  power  factor  of  at  least 
80  to  85  per  cent,  is  required  of  the  purchaser  and  prices  vary  from  $42.50 
to  $50  per  horsepower-year,  depending  on  amount  consumed. 

Although  most  of  the  mines  are  wet,  there  are  no  reserve  steam  plants 
in  the  district,  with  the  exception  of  a  relatively  few  old  steam  hoists  that 
could  be  used  for  baling  in  an  emergency.  Nevertheless,  the  several 
widely  separated  hydro-electric  plants  with  individual  transmission  lines 
provide  a  very  reliable  power  supply. 

General  Remarks 

As  can  be  imagined,  operating  conditions  in  Mexico  during  the  past 
several  years  have  been  subjected  to  many  unusual  difficulties,  although 
the  Pachuca  district  perhaps  has  been  as  fortunate  as  any  in  maintain- 
ing a  fair  rate  of  work.  This  has  been  due  principally  to  its  advantageous 
geographical  location,  numerous  railroad  connections  and  steady  power 
service.  Added  to  these  favorable  factors,  there  has  been  cooperation 
among  the  mining  companies  and  a  considerable  resourcefulness  in  looking 
after  the  labor  and  in  bringing  in  supplies. 

Like  other  countries  at  present  under  strain,  Mexico  has  found  it 
necessary  to  increase  all  taxes  very  materially,  including  those  on  mining 
property  and  on  metals  produced  and  exported.  Very  luckily,  the  pre- 
vailing high  metal  prices  still  enable  the  silver  and  base-metal  producers 
to  make  a  profit,  but  the  gold-mine  owner  is  hard  hit  with  no  rise  in  the 
market  price  of  his  product  to  offset  steadily  increasing  costs  as  affected 
by  the  taxes,  higher  prices  for  supplies,  etc. 

The  labor  outlook  is  not  encouraging.  As  a  natural  outcome  of 
several  years  of  revolutions,  labor  is  also  passing  through  a  similar  period 
of  unrest,  and  much  tact  combined  with  fair  and  firm  treatment  will  be 
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necessary  to  meet  this  situation  in  any  way  successfully.  The  conditions 
are  likely  to  be  accentuated,  due  to  a  shortage  of  labor  supply  when 
mining  activity  throughout  Mexico  is  again  possible. 

Discussion 

Jay  A.  Carpenter,  Tonopah,  Nev.  (communication  to  the  Secre- 
tary*).— This  description  of  the  Santa  Gertrudis  mill  is  of  great  interest 
to  the  operators  of  similar  silver  mills  in  Nevada.  At  the  San  Francisco 
meeting  last  September  there  were  two  excellent  papers  presented  on 
Nevada  silver  mills;  one  by  A.  H.  Jones  on  The  Tonopah  Plant  of 
the  Belmont  Milling  Co.,  and  the  other  by  E.  E.  Carpenter  on  Cya- 
niding  Practice  of  the  Churchill  Milling  Co.,  Wonder,  Nev.  At  the 
same  meeting,  I  presented  a  paper  on  Slime  Agitation  and  Solution  Re- 
placement Methods  at  the  West  End  Mill,  Tonopah,  Nev.,  covering  this 
particular  feature  of  our  milling  practice.  A  comparison  of  the  data 
presented  in  these  four  papers  is  interesting  in  that,  while  the  general 
design  and  practice  is  much  the  same  in  all  cases,  there  is  a  wide  differ- 
ence in  the  design  and  practice  in  the  various  departments  of  the  mills. 

It  is  to  be  regretted  that  Mr.  Rose  did  not  round  out  this  excellent 
article  by  following  Mr.  Jones's  and  Mr.  Carpenter's  lead  in  giving  the 
average  gold  and  silver  content  of  the  ore  milled  and  the  resulting  tailing, 
with  the  consumption  of  chemicals  and  the  cost  of  milling. 

The  practice  of  the  Santa  Gertrudis  mill  in  the  use  of  cyanide  and  zinc 
offers  an  interesting  comparison  with  that  of  the  Nevada  mills,  and  a 
discussion  of  this  point  may  bring  out  the  reasons  for  the  differences  that 
exist. 

Mr.  Rose  describes  the  ore  as  "clean  with  only  small  quantities  of 
base  metals.,,  The  fact  that  the  zinc  dust  precipitate  is  85  per  cent, 
gold  and  silver,  and  that  melting  with  only  3  per  cent,  of  fluxes  the 
bullion  is  945  fine,  points  to  the  fact  that  the  bases  present  in  the  ore  are 
quite  inert  to  the  action  of  the  cyanide  solutions.  In  fact,  the  ore  ap- 
pears to  be  very  similar  to  the  Tonopah  and  Wonder  ores;  yet  the  strength 
of  the  cyanide  solution  in  the  mill  and  the  amount  of  cyanide  used  per 
ounce  of  bullion  is  nearly  double  that  of  the  Nevada  plants,  while  the  zinc 
consumption  is  about  the  same. 

The  figures  given  in  the  accompanying  tables  are  from  articles  in  the 
Transactions,  except  those  of  the  West  End  mill,  which  are  taken  from 
the  annual  report  and  mill  data  for  1915. 

In  the  accompanying  tables  the  gold  and  silver  content  of  the  Santa 
Gertrudis  ore  is  given  the  same  as  Mr.  Rose  gives  under  "  a  representative 
analysis"  in  discussing  flotation,  and  the  ounces  gold  and  silver  precipi- 
tated are  assumed,  since  extraction  figures  are  not  given,  at  a  little  above 
90  per  cent,  of  the  ore  content,  which  corresponds  closely  to  Tonopah 

*  Received  Sept.  21,  1916. 
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results.  The  total  time  of  the  ore  in  the  different  mills  is  roughly  figured 
from  the  total  ore  tankage  in  the  mills,  and  the  figures  are  relatively 
correct. 

These  two  tables  give  considerable  data  that  should  be  of  special 
interest  to  the  students  of  cyanide  solutions  and  the  cyaniding  of  silver  ores. 

S.  J.  Kidder,  Mogollon,  N.  M.  (communication  to  the  Secretary*.) — 
Mr.  Rose  says  that  in  clarifying  their  solutions  they  pass  all  solutions 
to  be  precipitated  through  sand  filter  tanks  and  that  the  addition  of  about 
40  per  cent,  by  volume  of  sawdust  to  the  sand  considerably  improves  the 
clarifying  efficiency  of  the  filtering  medium.  In  this  connection  the  writer 
would  like  to  ask  Mr.  Rose  if  such  use  of  sawdust  is  not  liable  to  cause 
serious  loss  unless  the  sawdust  is  finally  recovered  and  burned  and  the 
ashes  saved?  In  the  larger  silver  plants  in  Nevada  it  was  the  general 
experience  that  wood  shavings,  sawdust,  cotton  waste,  sticks  and  rubbish 
in  general  which  contained  carbonaceous  matter,  if  in  contact  with  preg- 
nant solutions  for  any  length  of  time,  would  invariably  cause  considerable 
amounts  of  silver  and  gold  to  be  precipitated.  For  this  reason  it  was  the 
usual  practice  to  burn  all  such  material  and  save  the  ashes,  which  were 
shipped  from  time  to  time  to  the  smelters  with  either  concentrates  or 
slag.  It  would  seem  that  the  addition  of  40  per  cent,  by  volume  of  saw- 
dust to  the  sand  filter  through  which  pregnant  silver-gold  solutions  were 
to  be  passed  would  certainly  result  in  a  decided  loss  by  precipitation 
unless  the  sawdust  was  saved,  which  Mr.  Rose  does  not  mention. 

Hugh  Rose  (communication  to  the  Secretary  f). — Carefully  taken 
samples  of  this  product  after  a  year  of  service  assayed  about  120  grams 
silver  per  ton,  this  being  more  or  less  the  grade  of  solution  passing  through 
clarifiers.  These  same  samples  washed  with  distilled  water  in  a  small 
vacuum  filter,  where  there  is  no  possibility  of  washing  out  anything  but 
dissolved  values,  reduced  to  6  grams  silver  per  ton.  Were  any  precipi- 
tate present,  it  would  not  be  soluble  in  water  and  would  appear  in 
the  re-assay  after  washing.  While  there  is  a  remote  possibility  that 
precipitation  might  take  place,  the  chances  are  very  small  compared 
to  the  risk  we  run  with  the  large  amount  of  decayed  timber  brought  into 
the  mill  every  day  in  the  ore  flow,  and  from  which  up  to  the  present  time 
we  have  been  unable  to  notice  any  bad  effect.  We  have  frequently  had 
decayed  wood  pulp  collected  from  various  parts  of  the  plant,  principally 
from  the  foam  on  the  top  of  the  secondary  Dorrs,  where  there  would  be 
every  opportunity  of  considerable  precipitation  and  enrichment,  but  with 
so  far  no  sign  of  precipitation.  The  contained  values  run  approximately 
what  the  solution  assays,  and  a  water  wash  will  in  each  case  remove  them, 
proving  that  they  are  not  there  as  metallic  or  precipitated  values. 

*  Received  Sept.  5,  1916. 
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Melting 

The  only  drying  given  the  precipitates  is  by  blowing  air  through  the 
presses  at  25  lb.  pressure  for  1  hr.,  reducing  the  contained  moisture  to 
about  30  per  cent.  The  precipitate  is  cleaned  from  the  presses  into 
rectangular,  steel  cars,  5  ft.  10  in.  by  6  ft.  4  in.  by  1  ft.  deep,  in  which  it  is 
weighed.  Based  upon  the  calculated  dry  weight  of  the  precipitate,  flux 
consisting  of  1J^  per  cent,  each  of  borax  and  bottle  glass,  is  added  on  top 
without  mixing,  and  the  charge  is  then  shoveled  from  the  car  into  No. 
400  crucibles.  To  permit  the  introduction  of  a  high  column  of  precipi- 
tate, a  discarded  pot  with  the  bottom  out  is  temporarily  fitted  into  the 
crucible,  being  removed  after  the  charge  has  melted  down.  This  pro- 
cedure reduces  dust  losses  and  accelerates  charging  and  melting. 

The  eight  furnaces  (Fig.  16)  are  oil-fired,  built  flush  with  the  floor 
of  the  melting  room,  on  the  arc  of  a  circle  with  fire  pit  at  rear.  This 
arrangement  has  proved  very  satisfactory  and  is  to  be  recommended 
as  convenient  and  labor  saving. 

The  crucible,  upon  being  lifted  from  the  furnace  by  tongs  attached  to 
3^-in.  wire  cable  raised  or  lowered  by  air  cylinder  on  the  post  of  the  jib 
crane,  is  swung  around  to  one  side  to  the  pouring  carriage  containing  the 
bullion  molds.  The  slag  is  first  skimmed  off,  using  sand  to  assist  in  this 
operation.  As  the  bars  are  poured,  sticks  of  wood  are  laid  on  top  and, 
igniting,  prevent  too  rapid  cooling  of  the  center  of  the  bar  with  the 
consequent  subsidence  and  holing. 

The  precipitate  averages  85  per  cent,  fine  bullion;  the  Dor6  bars  weigh 
1,000  oz.  and  assay  5.0  gold  and  940  silver  fine.  The  No.  400  crucibles 
contain  an  average  of  seven  bars  per  melt  with  a  maximum  of  10  bars. 
The  average  life  of  a  crucible  is  10  melts  or  70  bars. 

With  bullion  of  this  fineness,  no  difficulty  with  matte  formation  is 
experienced.  The  bars  are  carefully  cleaned  and  all  chips  and  corners 
removed  before  sampling  and  weighing.  Drill  samples  are  taken,  one 
on  the  top  of  the  bar,  one-third  the  distance  along  the  diagonal  toward  the 
center,  and  one  on  the  bottom  of  the  bar  at  one  corner;  each  hole  is  drilled 
halfway  through  the  bar. 

The  bullion  was  formerly  refined  by  a  French  concern  in  Mexico 
City,  the  fine  gold  being  sold  to  the  Mexican  Government  and  the  fine 
silver  shipped  for  sale  in  New  York  or  London.  The  refinery  has  been 
closed  down  since  the  outbreak  of  the  war  in  Europe,  so  that  the  Dor6 
bars  are  now  refined  and  sold  in  New  York  or  London. 

Melting  the  precipitate  in  an  electric  furnace,  built  after  the  Alaska- 
Treadwell  and  Lluvia  de  Oro  design,  is  under  trial.  Alternating  current 
at  120  volts  is  used,  the  input  being  about  600  amp.  working  at  full  heat. 
Trouble  has  been  experienced  with  dusting  and  with  burning  a  hole 
through  the  bottom  of  the  furnace;  a  renewable  iron  plug  (Fig.  17)  may 
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432  MINING  AND  MILLING  PRACTICE  AT  SANTA  GERTRUDI8 

Electrolytic  Refining  of  Precipitate 

A  preliminary  investigation  has  been  made  of  electrolytic  refining 
of  precipitate  from  the  present  zinc-dust  installation.  The  chief  dif- 
ficulties to  be  overcome  are  resistance  of  the  precipitate  to  the  current, 
purification  of  the  electrolyte,  high  add  consumption  due  to  impurities, 
and  refining  and  melting  of  the  gold  dime. 

Flotation  Concentration 

As  previously  stated,  the  ore  is  dean  with  only  small  quantities  of 
base  metak.  A  representative  analysis  is:  Au,  0.067  os.;  Ag,  12.0  ox.; 
Pb,  0. 10  per  cent. ;  Cu.  O20:  Zn,  0.15:  Fe,  4.40;  SO*  86.67;  S,  1.0  per  cent. 

Most  of  the  silver  is  present  as  argentite,  AgjS— 0.05  per  cent.  It 
is  evident*  therefore,  that  little  benefit  in  recovery  is  to  be  expected  by 
gravity  concentration.  At  the  time  of  building  the  plant  complete 
experiment  iw  conducted  on  a  working  scale,  the  recovery  by  con- 
centration representing  from  S  to  10  per  cent,  of  the  value  of  the  ore. 
This  did  not  justify  the  installation  of  gravity  concentrating  equipment 
phis  added  cost  of  operation  as  against  direct  cyaniding. 

The  jprowingt  success  of  flotation  concentration  in  the  United  States 
Wd  naturally  to  local  investigation  of  the  problem,  which  though  still  in 
a  laboratory  stage*  alrakty  sbows  encouraging  results.  If  the  process  is 
wv*iv\l  out  to  a  cv^mniercial  .success,  a  detailed  description  of  results 
sfcouki  b<  of  uttered     Meanwhile  a  summary  of  preliminary  conclusions 

I  V  Urp*  variety  of  vegetal  and  mineral  oils  have  been  tested,  the 
N^5  ros;;*<$  ihus  tar  havuxs  Uvsi  obtained  with  one-third  pine  oil  or  wood 
owwsvne  a:ui  i*\^thir\is  Mexican  gas  oil.  such  as  is  used  locally  in  the 
ou-&\\\  u^uxg  furr-aeos.  The  pine  oik  and  wood  creosote  tried  are 
uuvs^cvl  5N>;5  doubt  Jos?  satisfactory  suhssitut^  can  be  made  near  at 
^vo*5  So\v**l  coal  tars  and  a  number  of  Mexican  oil  field  products 
twva^  to  NK  tx^u\v 

;v  l^e  addition  cf  acid  shows  no  particular  beoent.  A  slight 
aXvuu>\  uot  ewxwh:*  iVOS  :K  Sme  wr  toe  sohitioc:  is  satisfactory. 

^    Hoaur^  the  soJ;;t;s\a  vkw  rx>t  saterialhr  improve  results, 

t  W  Sotatxoc*  ta;>,;;$  is  cvar.kxvi  re*i:N\  the  possecce  of  the  small 
x;;;a>^;iy  of  o*%.  Ha\u>£  so  vx\Vwrkx»  efiec*.. 

>V  V^e  ra*  *otat*ott  cvwefctr***  <y*r.id*s  wtth  a>  s&ore  difficulty 
>hav.  a  *ra\;t>  oo&cw,::*te  tie  cx-asxie  oos^rnpsaos  i^ainiaiss  more 
o*  >  3  ho  *av.vc  ratv  as  :~  3 he  ,-^5e  o»s  vi*.;  4  ^  sodium  cyanide  per 
Cliv»  a  s:Nv*  a  V*  y<*  ocs^t-  extra^xr.  of  $o5£  arsi  server  in  the  con- 
»V*tnatC  ^  o>.vV^aV 

Itt  t^  v*\V    ^ av-*:.v>  -<ao>.  ^  wttSxtt  cif*r.:r,£  «G$w  a  recovery 
Nttwfe  ot  <sS  ^  ^  V**  -***.  <«**  **  tswwca*  a  ra:x>  of  vvo.-ecuation 
N**  W  asd  >V  to  : 


HUGH  ROSE  433 

7.  In  the  100-ton  trial  plant  now  under  construction,  equipped  with 
middling  returns  and  cleaning  cell,  it  is  expected  that  these  results  can 
be  improved. 

8.  It  is  possible,  though  not  certain,  that  flotation,  even  with  this 
clean  ore,  may  replace  cyanidation  to  a  large  extent. 

Power 

The  Pachuca  district  is  supplied  with  electric  power  generated  by 
several  hydro-electric  plants  owned  by  three  power-distributing  com- 
panies, practically  under  one  control.  The  main  plant,  owned  by  the 
Mexican  Light  &  Power  Co.  and  located  at  Necaxa,  Puebla,  about  75 
miles  by  transmission  line  to  the  east,  also  furnishes  energy  for  Mexico 
City  and  El  Oro.  The  50-cycle  alternating  current  is  transmitted  at 
85,000  volts  to  the  Pachuca  substation  where  it  is  stepped  down  to  20,000 
and  6,000  volts  for  local  distribution.  The  power  is  sold  at  the  substa- 
tion of  the  purchaser  on  the  basis  of  integrating  wattmeter  readings,  no 
peak  or  installation  loads  being  considered.  A  power  factor  of  at  least 
80  to  85  per  cent,  is  required  of  the  purchaser  and  prices  vary  from  $42.50 
to  $50  per  horsepower-year,  depending  on  amount  consumed. 

Although  most  of  the  mines  are  wet,  there  are  no  reserve  steam  plants 
in  the  district,  with  the  exception  of  a  relatively  few  old  steam  hoists  that 
could  be  used  for  baling  in  an  emergency.  Nevertheless,  the  several 
widely  separated  hydro-electric  plants  with  individual  transmission  lines 
provide  a  very  reliable  power  supply. 

General  Remarks 

As  can  be  imagined,  operating  conditions  in  Mexico  during  the  past 
several  years  have  been  subjected  to  many  unusual  difficulties,  although 
the  Pachuca  district  perhaps  has  been  as  fortunate  as  any  in  maintain- 
ing a  fair  rate  of  work.  This  has  been  due  principally  to  its  advantageous 
geographical  location,  numerous  railroad  connections  and  steady  power 
service.  Added  to  these  favorable  factors,  there  has  been  cooperation 
among  the  mining  companies  and  a  considerable  resourcefulness  in  looking 
after  the  labor  and  in  bringing  in  supplies. 

Like  other  countries  at  present  under  strain,  Mexico  has  found  it 
necessary  to  increase  all  taxes  very  materially,  including  those  on  mining 
property  and  on  metals  produced  and  exported.  Very  luckily,  the  pre- 
vailing high  metal  prices  still  enable  the  silver  and  base-metal  producers 
to  make  a  profit,  but  the  gold-mine  owner  is  hard  hit  with  no  rise  in  the 
market  price  of  his  product  to  offset  steadily  increasing  costs  as  affected 
by  the  taxes,  higher  prices  for  supplies,  etc. 

The  labor  outlook  is  not  encouraging.  As  a  natural  outcome  of 
several  years  of  revolutions,  labor  is  also  passing  through  a  similar  period 
of  unrest,  and  much  tact  combined  with  fair  and  firm  treatment  will  be 
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offers  an  interesting  comparison  with  that  of  the  Nevada  mills,  and  a 
discussion  of  this  point  may  bring  out  the  reasons  for  the  differences  that 
exist. 

Mr.  Rose  describes  the  ore  as  "clean  with  only  small  quantities  of 
base  metals."  The  fact  that  the  sine  dust  precipitate  is  85  per  cent, 
gold  and  silver,  and  that  melting  with  only  3  per  cent,  of  fluxes  the 
bullion  is  945  fine,  points  to  the  fact  that  the  bases  present  in  the  ore  are 
quite  inert  to  the  action  of  the  cyanide  solutions.  In  fact,  the  ore  ap- 
pears to  be  very  similar  to  the  Tonopah  and  Wonder  ores;  yet  the  strength 
of  the  cyanide  solution  in  the  mill  and  the  amount  of  cyanide  used  per 
ounce  of  bullion  is  nearly  double  that  of  the  Nevada  plants,  while  the  sine 
consumption  is  about  the  same. 

The  figures  given  in  the  accompanying  tables  are  from  articles  in  the 
Transactions,  except  those  of  the  West  End  mill,  which  are  taken  from 
the  annual  report  and  mill  data  for  1915. 

In  the  accompanying  tables  the  gold  and  silver  content  of  the  Santa 
Gcrtrudis  ore  is  given  the  same  as  Mr.  Rose  gives  under  "a  representative 
analysis"  in  discussing  flotation,  and  the  ounces  gold  and  silver  precipi- 
tated are  assumed,  since  extraction  figures  are  not  given,  at  a  little  above 
DO  per  cent,  of  the  ore  content,  which  corresponds  closely  to  Tonopah 
Sapt-  21, 1916. 
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results.  The  total  time  of  the  ore  in  the  different  mills  is  roughly  figured 
from  the  total  ore  tankage  in  the  mills,  and  the  figures  are  relatively 
correct. 

These  two  tables  give  considerable  data  that  should  be  of  special 
interest  to  the  students  of  cyanide  solutions  and  the  cyaniding  of  silver  ores. 

S.  J.  Kidder,  Mogollon,  N.  M.  (communication  to  the  Secretary*.) — 
Mr.  Rose  says  that  in  clarifying  their  solutions  they  pass  all  solutions 
to  be  precipitated  through  sand  filter  tanks  and  that  the  addition  of  about 
40  per  cent,  by  volume  of  sawdust  to  the  sand  considerably  improves  the 
clarifying  efficiency  of  the  filtering  medium.  In  this  connection  the  writer 
would  like  to  ask  Mr.  Rose  if  such  use  of  sawdust  is  not  liable  to  cause 
serious  loss  unless  the  sawdust  is  finally  recovered  and  burned  and  the 
ashes  saved?  In  the  larger  silver  plants  in  Nevada  it  was  the  general 
experience  that  wood  shavings,  sawdust,  cotton  waste,  sticks  and  rubbish 
in  general  which  contained  carbonaceous  matter,  if  in  contact  with  preg- 
nant solutions  for  any  length  of  time,  would  invariably  cause  considerable 
amounts  of  silver  and  gold  to  be  precipitated.  For  this  reason  it  was  the 
usual  practice  to  burn  all  such  material  and  save  the  ashes,  which  were 
shipped  from  time  to  time  to  the  smelters  with  either  concentrates  or 
slag.  It  would  seem  that  the  addition  of  40  per  cent,  by  volume  of  saw- 
dust to  the  sand  filter  through  which  pregnant  silver-gold  solutions  were 
to  be  passed  would  certainly  result  in  a  decided  loss  by  precipitation 
unless  the  sawdust  was  saved,  which  Mr.  Rose  does  not  mention. 

Hugh  Rose  (communication  to  the  Secretary f). — Carefully  taken 
samples  of  this  product  after  a  year  of  service  assayed  about  120  grams 
silver  per  ton,  this  being  more  or  less  the  grade  of  solution  passing  through 
clarifiers.  These  same  samples  washed  with  distilled  water  in  a  small 
vacuum  filter,  where  there  is  no  possibility  of  washing  out  anything  but 
dissolved  values,  reduced  to  6  grams  silver  per  ton.  Were  any  precipi- 
tate present,  it  would  not  be  soluble  in  water  and  would  appear  in 
the  re-assay  after  washing.  While  there  is  a  remote  possibility  that 
precipitation  might  take  place,  the  chances  are  very  small  compared 
to  the  risk  we  run  with  the  large  amount  of  decayed  timber  brought  into 
the  mill  every  day  in  the  ore  flow,  and  from  which  up  to  the  present  time 
we  have  been  unable  to  notice  any  bad  effect.  We  have  frequently  had 
decayed  wood  pulp  collected  from  various  parts  of  the  plant,  principally 
from  the  foam  on  the  top  of  the  secondary  Dorrs,  where  there  would  be 
every  opportunity  of  considerable  precipitation  and  enrichment,  but  with 
so  far  no  sign  of  precipitation.  The  contained  values  run  approximately 
what  the  solution  assays,  and  a  water  wash  will  in  each  case  remove  them, 
proving  that  they  are  not  there  as  metallic  or  precipitated  values. 

*  Received  Sept.  5,  1916. 
t  Received  Oct.  26,  1916. 
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Cyaniding  Clayey  Ore  at  Buckhorn,  Nevada 

BT  PAUL  R.   COOK,*  B.  S.,  GUAYAQUIL,   ECUADOR 
(Arisona  Meeting,  September;  1016) 

The  ore  deposit  of  the  Buckhorn  Mines  Co.,  Buckhorn,  Nev.,  is 
peculiar  in  being  a  shallow  kaolinized  mass  of  material  with  basalt 
walls,  and  having  apparently  no  direct  connection  with  any  of  the  usual 
gold-bearing  rocks.  The  average  ore  contains  16  per  cent,  water  of 
hydration,  and  the  cyaniding  of  this  hydrous  clayey  material  offered 
unusual  difficulties  as  compared  with  an  average  Nevada  quartz  ore. 

The  orebody  was  thoroughly  developed;  then  the  mill  was  built 
according  to  the  latest  cyanide  practice,  with  such  changes  as  were 
thought  to  be  demanded  by  the  peculiar  nature  of  this  ore. 

Upon  starting  the  mill,  the  ore  proved  more  difficult  to  handle  than 
had  been  anticipated.  It  is  hoped  that  an  account  of  how  these  difficul- 
ties were  met  may  prove  of  interest  to  anyone  having  a  clayey  ore  to 
handle  and  to  the  profession  in  general. 

Geology 

The  Buckhorn  orebody  lies  along  a  north  and  south  fault  plane  of 
perhaps  1,000  ft.  dislocation,  that  can  be  traced  for  miles;  but  the  only 
other  known  mineralization  consists  of  similar  ore  in  the  Murphy  mine, 
a  mile  farther  north. 

The  east  or  hanging  wall  is  hard  and  smooth,  being  a  typical  fault 
plane.  The  best  ore  is  along  this  wall,  gradually  grading  down  toward 
the  west  until  at  30  to  60  ft.  it  is  too  low-grade  to  mine.  The  country  rock 
on  the  west  consists  of  alternating  layers  of  hard  and  soft  basalt  and  basalt 
scoria,  pitching  toward  the  mine. 

One  of  these  basalt  layers  on  the  hillside  a  little  above  the  mine  is 
marked,  for  3  or  4  miles  in  length,  by  a  line  of  springs  which  seep  out  along 
it.  Perhaps  the  meeting  of  the  surface  drainage,  passing  down  these 
basalt  layers,  with  the  fault-plane  solutions  explains  the  formation  of  the 
Buckhorn  orebody. 


*  With  Buckhorn  mines  during  the  first  year  of  mill  operation  (December,  1913, 
to  December,  1914). 
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Beneath  the  oxide  ore  a  smaller  body  of  almost  pure  marcasite  occurs 
with  about  the  same  assay  value  ($8  per  ton).  Beneath  the  250-ft.  level 
there  appears  to  be  no  further  mineralization. 


Mining 

The  first  difficulty  was  to  get  the  ore  out  of  the  mine.  Since  the  orebody 
extended  from  the  grass  roots  to  a  depth  of  175  ft.,  with  a  width  of  50  to  80  ft. 
and  a  length  of  1,400  ft.,  the  "glory-hole"  system  of  mining  was  adopted. 
The  ore  was  broken  through  8-in.  grizzlies  into  18  chutes  extending  from 
the  surface  to  an  intermediate  level,  on  which  it  was  trammed  by  hand 
to  three  chutes  leading  to  the  200-ft.  level,  and  hauled  by  electric  motors 
through  a  1,000-ft.  tunnel  to  the  mill. 


Fia.  1. — Section  through  Orb  Chute. 

In  the  summer  little  trouble  was  experienced;  but  the  ordinary 
rain  and  snowfall  of  a  Nevada  winter  made  it  almost  impossible  to  keep 
the  chutes  open,  as  first  built.  After  reconstructing,  so  as  to  provide  an 
opening  for  barring  at  each  set  of  timbers  (see  Fig.  1),  it  became  possible 
to  keep  the  mill  supplied  with  ore  during  all  kinds  of  weather.  During 
wet  weather  all  the  cars  had  to  be  scraped  with  a  shovel  after  dumping, 
and  unusual  care  was  required  to  keep  a  sticky  load  from  carrying  car  and 
all  into  ore  bin  or  over  the  dump;  30  per  cent,  of  the  tonnage  mined  went 
to  the  waste  dump. 

Milling 

Ore  Bin  and  Crusher 

The  next  problem  was  to  got  the  ore  out  of  the  mill  bin  and  crushed. 
The  bin  was  an  ordinary  circular  steel  bin,  with  natural  earth  bottom  and 
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side  gate.  This  ore  absolutely  refused  to  run  from  the  bio.  The  mill  was 
built  to  treat  300  tons  a  day,  but  even  with  one  man  in  the  ore  bin,  and 
two  at  the  crusher,  it  was  impossible  to  get  over  150  tons  through  in  24 
hr.  The  large  kaolin  lumps  gave  the  most  trouble  in  crushing.  They 
had  to  be  practically  chiseled  to  pieces  and  poked  through  the  jaw  crusher 
by  hand. 

The  replacement  of  the  jaw  crusher  with  a  high-speed  toothed 
roll  (see  Fig.  2)  gave  the  desired  crushing  capacity.  This  machine  was 
developed  at  one  of  the  Bingham  Canyon  (Utah)  properties,  and  is  manu- 
factured by  a  Salt  Lake  firm.  It  is  well  adapted  for  sticky  ores.  The 
Buckhorn  ore  contains  an  occasional  "nigger  head"  of  very  hard  "mal- 
api"  or  basalt.  The  mill  crew  was  afraid  one  of  these  would  break  off  the 
teeth  of  the  crusher  shell,  and  they  were  very  carefully  picked  out  at  first, 


Fio.  2.— Section  through  Wali/Ckusheb  Shells. 

but  after  a  few  had  gone  through  by  accident,  and  a  few  pieces  of  drill 
steel,  etc.,  had  been  chopped  up,  no  further  concern  was  felt.  All  the 
boulders  that  had  been  sorted  out  were  later  put  through  as  it  was  found 
that  the  easiest  way  to  keep  the  teeth  free  of  adhering  clay,  was  occasion- 
ally to  throw  in  a  boulder  of  hard  rock. 

To  do  away  with  the  necessity  of  a  man  on  each  shift  to  shovel  the 
ore  out  of  the  bin,  a  36-in.  conveyor  belt  was  installed  to  feed  the  crusher 
automatically.  The  opening  in  the  bottom  of  the  bin,  over  the  belt,  was 
about  2  ft.  wide,  and  extended  clear  across  the  bin.  It  was  closed  by 
means  of  short  pieces  of  mine  rail  that  could  be  removed  a  few  at  a 
time,  permitting  the  ore  to  be  drawn  from  any  point  desired.  The 
belt  was  driven  from  the  crusher  line  shaft  by  means  of  ratchet  and 
dogs.  It  could  be  started  or  stopped,  from  either  floor  of  the  crusher 
building,  by  means  of  a  rope  connected  with  the  dogs.     With  these 


The  installation  of  a  duplicate  ball  mill  made  it  possible  to  keep  the 
net  of  the  plant  going  while  grinding  out  the  ball  mills,  one  at  a  time, 
and  allowed  the  rolls  to  be  set  coarser  on  troublesome  ore.  With  a  good 
run  of  ore,  300  tons  per  day  was  sometimes  pot  through  one  mill. 


Classification  and  Tube  Milling 

This  ball  mill  discharge  was  classified  in  two  36-in.  Akins  classifiers,  the 
sand  from  which  was  fed  to  two  5  by  18-in.  tube  mills  with  Koraata  liners. 
The  tube-mill  discharge  was  classified  in  a  home-made  drag  classifier. 
The  small  percentage  of  material  requiring  regrinding  consisted  largely  of 
fragments  of  the  basalt  "nigger  heads."  This  material  was  almost  as 
hard  as  the  pebbles  themselves  and  of  low  assay  value.  Occasionally 
it  accumulated  in  the  circuit  enough  to  be  troublesome  and  was  thrown 
away.  A  small  amount  of  it  was  thought  to  help  the  grinding.  About 
80  per  cent,  of  the  product  delivered  to  the  treatment  plant  would  pass  a 
150-mesh  screen. 

Agitation 

About  80  per  cent,  of  the  mill-head  value  was  dissolved  in  the  crusher 

plant.     Only  a  trifling  additional  extraction  could  be  obtained  either  in 

the  mill  or  experimentally.    The  real  trouble  was  to  remove  the  dissolved 

value  .from  the  clayey  pulp.    Accordingly  the  three  32  by  14-ft.  Dorr 

tors  were  changed  to  thickeners. 
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Thickening 

These  three  "converted"  agitators  settled  300  tons  per  day  of  1  to 
10  pulp,  as  delivered  from  crusher  plant,  to  a  specific  gravity  of  1.15. 
The  8  sq.  ft.  of  settling  area  provided  per  ton  of  this  ore  settled  in  24  hr. 
would  be  sufficient  to  settle  an  average  Nevada  quartz  ore  to  a  specific 
gravity  of  1.33.  The  overflow  was  precipitated,  and  the  underflow  mixed 
with  the  barren  solution  and  fed  to  six  36  by  12-ft.  Dorr  thickeners, 
delivering  a  1.23  specific  gravity  underflow  to  the  filters.  The  20  sq. 
ft.  of  settling  area  per  ton  settled  in  24  hr.  is  three  times  the  area 
required  to  settle  an  average  Nevada  quartz  ore  to  a  specific  gravity 
of  1.33.  Primary  thickeners  were  held  with  2  ft.  of  clear  solution;  the 
secondary  thickeners  with  6  in.  It  was  impossible  to  settle  the  raw 
Buckhorn  ore  beyond  a  specific  gravity  of  1.26,  either  in  the  mill  or 
experimentally. 

Filtering 

The  maximum  capacity  of  each  of  the  four  14-ft.  diameter  by  12-ft. 
face  Oliver  filters  was  50  tons  per  day,  about  one-half  their  capacity  on  a 
Nevada  quartz  ore.  An  additional  filter,  14-ft.  diameter  by  24-ft.  face, 
had  to  be  installed  to  handle  300  tons  per  day. 

Dehydration 

A  sample  of  Buckhorn  ore  carefully  dried  at  a  temperature  below  110° 
C.  had  a  specific  gravity  of  1.9.  A  higher  temperature  gave  an  additional 
loss  of  16  per  cent,  in  weight,  and  entirely  changed  the  physical  properties 
of  the  ore.  The  dehydrated  sample  had  a  specific  gravity  of  2.4,  and 
settled  and  filtered  almost  as  well  as  a  quartz  ore.  Dehydrating  also 
removed  the  sticky  milling  qualities.  Both  samples,  however,  gave  the 
same  extraction  with  cyanide.  The  temperature  of  a  laboratory  electric 
hot  plate  was  sufficient  to  dehydrate  a  sample  nicely.  As  CO*,  etc.,  would 
not  be  driven  off  at  this  temperature,  this  loss  in  weight  must  be  due  to 
water  of  hydration. 

With  a  cheap  fuel  supply,  dehydration  before  milling  would  be  the  best 
treatment  for  this  class  of  material.  The  ore  would  mill  and  classify 
more  easily;  the  thickeners  and  filters  would  have  normal  capacity;  and 
dissolved  values  would  be  more  completely  removed.  The  temperature 
of  a  commercial  drier  would  dehydrate  the  ore  with  about  the  same  fuel 
consumption  (100  lb.  of  coal  per  ton  of  ore)  as  in  removing  the  18  per 
cent,  of  H2O  if  it  existed  in  the  form  of  moisture. 

The  high  price  of  fuel  delivered  at  Buckhorn  prevented  the  adoption 
of  dehydration  at  this  mill.  The  ore  was  milled  raw  at  the  cost  of  $1.59 
per  ton  (see  Table  1).    Power  cost  $8  per  horsepower  per  month. 
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Tne  canM  drying  at  m  iinn|uiilnu  bebar  110s  C.  of  a  number  of 
angnW,  ki  tete 
Itnrjrdratod  the  auanles  tended  i* 


atBoekhoni 

%ra  are  on  this 

obtained  by  diiing  below  110^ 

gran  in  Table  2.    Table 


Jkf rntnf  and  If tBtnn  Cot* 
One  MBed,  Mg»  Wet  Tnm  8J0n  Dry  Tana,  H4>  19  Per  Cent 


to 

hrTai 

$0,259 

0.098    fD.357 


T  iiimnn  IQOjt 

0.044 

0.002      0.046 

0.013 


labor 0.084 

Supplies 0.006 

Power 0.022      0. 112 

General  Expense: 

Surf  ace  drainage 0.004 

Haulage  tunnel  repairs 0.039 

Assaying  and  sampling 0.027 

Surveyor 0.011 

Superintendence 0.067 

Incidentals 0.024 

Development 0.083 

Overburden  and  waste 0.174      0.429 


Grand  Total. 10.957 

Milling 

Crusher  and  Rolls  (Wall-toothed  Roll  and  46-in.  Roll) : 

Per  Ton 

Labor 10.057 

Supplies 0.003 

power 0.034    $0,094 

Hardinge  Ball  Milk  (Two  6-ft.  Mills) : 

Labor 0.060 

Supplies 0-026 

Power 0.076      0.152 


PAUL  R.   COOK  443 

• 

Elevating  and  Separating  (Two  36-in.  Akins  Classifiers): 

Labor 0.006 

Supplies 0.001 

Power 0.002      0.009 

Tube  Milling  (Two  6-f t.  by  18-ft.) : 

Labor 0.011 

Supplies 0.049 

Power 0.092      0.152 

Agitation  (Three  32-f t.  by  4-f t.  Dorrs) : 

Labor 0.028 

Supplies 0.006 

Power 0.027      0.061 

Chemicals: 

Cyanide 0.218 

Lime 0.293 

Lead  acetate 0.024      0.535 

Continuous  Decantation  (Six  35-ft.  by  12-f t.  Dorrs) : 

Labor 0.004 

Power 0.017      0.021 

Filtering  and  Discharging  (Six  14-f t.  by  12-ft.  Olivers) : 

Labor 0.062 

Supplies 0.045 

Power 0.088      0.195 

Precipitation: 

Labor 0.025 

Supplies 0.067 

Power 0.019      0  111 

Return  Pumping: 

Labor 0.009 

Power 0.012      0.021 

Refining: 

Labor 0.023 

Supplies 0.021 

Power 0.001      0.045 

Assaying  and  Sampling: 

Labor 0.018 

Suppbes 0.008      0.026 

Superintendent  and  Foremen 0.090 

Experiments 0 .  010 

General  Expense 0.043 

Water  Supply 0.021 

Grand  Total  Milling $1 .586 

Grand  Total  Mining 0.957 


Grand  Total  Mining  and  Milling $2 .  55 
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Tabub  2— Milling  Data 

Figure*  Obtained  by 
Dehydrating  flamplee 

figure*  Obtained  by 
Drying  Below  110*  C. 

Ooraparattv* 

^n*cwQ  vQ*r 

PerCent. 

2.4  Speoifio 
Qrarity, 
Dry  Tone 

Motetor*, 
Per  Cent. 

1.9  Speoifio 

Gravity. 

Dry  Ton* 

Gravity 

Or*  milled  per  month,  10,000  gro« 

10 

8,100 

4 

9.600 

Sparocnt.  HiO 

Ore  inflled  per  day,  833  grace  tone. . 

10 

870 

4 

880 

2pcreent.  HiO 

Ball  mill  dleenarg*,  epeeifle  grav- 
ity, 1.488 

48 

870 

86 

880 

Tab*  mill  diaobarge,  epeeifle  grav- 
ity, 1,884 

68 

884 

40 

879 

Sjpeoiflo    gravity, 
1.64;uoktnre,38 
peroent. 

AM—  aJM«lfla»_  mm.nA  wmttAuMk 

88 

176 

86 

808 

Moisture,  94  per 
ocnt. 

flHm#  to  treatment  plant,  spooiflo 
gravity.  1.046 

lto 
11.6 

870 

lto 
10 

890 

1  to  7.  exweifio 

gravity,  1.08 

Primary     thickener*     underflow, 
•poeine  gravity,  1.10;  tattling 

lto3.6 

870 

1  to  8.67 

880 

1  to  2.   eneeifio 

gravity,  1.96  or 
better. 

Secondary    thickener    underflow, 
epeeifle  gravity,    1.83;   fettling 

lto  8.1 

270 

1  to  1.5 

320 

1  to  1,    apecifie 
gravity,  1.46  or 
better. 

Filter  eake 

43 

270 

30 

320 

Moisture,  29  per 

ocnt. 
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Table  3.— Flow  Sheet. 


Undermse 


I 


Mine 

i 

8-in.  Grisily 

4 

Electric  Haulage 

Mill  Bin 

Feed  Belt 


"Wall"  Cruaher 
i 


H-in.  Trommel 
i 


2  Elevators 


Mill 
Solution 


Orersise 

I 


45  by  16-in.  Anaconda  Rolls 
4 


i 
Slime 

2  8-ft.  Callow  Cones 

I 


Underflow 

i 


2  36-in.  Akins  Classifiers 
I 


Overflow 


Sand 


I 
2-5  by  18  ft.  Tube  Mills 


Homemade  Drag  Classifiers 


i 


I 
Sand 

.     i 


Slime 


t 


i 
(1.045  sp.  gr.    270  dry  tons.    85  per  cent.  —  100  mesh.) 

Treatment  Plant. 


Comparisons  between  Electrolytic  Copper  and  Two  Varieties  of  Arsenical 

Lake  Copper  with  Respect  to  Strength  and  Ductility  in  Cold-  Worked 

and  Annealed  Teat  Strips* 


ST  C.   H.  *UTMlW*ON,t  n.D.,MV 


K.  THAi.HmraM,  { 


4ve  nude  a  particular 

Inditions  which  would 

*■  way  of  indicating  the 

grades  of  copper 

obtain  certain  definite 

under  test  of  ordinary 

I  g  ijpper  containing  (o)  a 

j'*,e  percentage  of  arsenic, 

in  addition  to  the  usual  content  of  silver  and  other  impurities. 

These  comparisons  were  made  systematic  and  comprehensive  by  test- 
ing throughout  a  series  of  (eight)  reductions  running  from  0  to  70  per 
cent,  in  the  ease  of  cold-rolled  metal,  and  throughout  a  series  of  (15) 
temperatures  running  from  100°  C.  to  1,000°  C.  in  the  case  of  annealed 
metal.  In  other  words,  a  survey  of  properties  similar  to  that  made  by 
Grard,1  in  the  case  of  electrolytic  copper,  was  here  repeated  (with  modi- 
fications) and  extended  to  two  other  commercial  varieties  of  copper. 

The  great  importance  of  copper  both  as  a  material  of  construction 
and  as  the  base  of  our  most  important  alloys  (aside  from  steel)  has  led 
to  innumerable  investigations  of  its  properties,  particularly  in  commercial 
forma.  Naturally,  the  merits  of  furnace-refined  lake  coppers  vs.  those 
of  tho  very  pure  electrolytic  product  have  furnished  the  subject  of  much 
experimental  work  and  animated  discussion,  wherein  the  effect  of  arsenic 
has  by  no  means  been  overlooked.     In  the  literature  of  the  past  10  years, 

*  MetnlLigraphie  communication  from  tho  Hammond  Laboratory  of  the  Sheffield 
Soitmtitto  School,  Yale  University. 

t  AwuUnt  Professor  of  Metallurgy,  Sheffield  Scientific  School,  Yale  University. 

S  Onutuate  Student,  Sheffield  Scientific  School. 

» O.  Orard:  Cuivre  «t  Laitons  a  Cartouches,  Am  tArtHUrit,  February- April, 
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we  have  found  a  number  of  papers  in  which  the  ordinary  mechanical 
properties  of  various  brands  of  copper  have  been  compared  after  more 
or  less  limited  or  arbitrary  forms  of  treatment,  but  no  paper  describing 
comparative  tests  after  systematic  variation  of  thermal  and  mechanical 
treatment.  While  much  of  this  material  is  valuable,  nevertheless,  owing 
to  its  diverse  and  fragmentary  character,  we  have  not  thought  it  desirable 
to  use  it  as  a  general  basis  for  discussion  in  connection  with  our  own  tests, 
or,  indeed,  to  attempt  any  critical  review  of  the  literature  bearing  upon 
the  present  subject. 

It  may  be  remarked  that  our  experiments  do  not  deal  with  the  effect 
of  arsenic  in  the  absence  of  other  common  impurities — little  or  no 
progress  appears  to  have  been  made  in  this  direction  since  the  publication 
of  Bengough  and  Hill's  experiments  in  19102 — but  refer  exclusively  to 
comparisons  between  electrolytic  copper  and  two  arsenical  brands  pro- 
duced by  the  Michigan  Smelting  Co.  throughout  a  wide  range  of  treat- 
ment. It  is  our  belief  that  the  interests  of  consumers  and  other  parties 
to  whom  comparative  tests  are  of  value  may  best  be  served  by  simple 
presentation  of  the  results  of  these  tests,  leaving  special  questions  of 
interpretation  in  the  hands  of  any  interested  reader.  Summaries  of 
recent  literature  dealing  with  the  properties  and  structure  of  copper  in 
various  forms  may  be  found  in  Hofman's  Metallurgy  of  Copper*  and  in 
reports  of  the  Symposium  on  the  Metallurgy  of  Copper,  presented  at 
the  meeting  of  the  International  Engineering  Congress,  1915,  in  San 
Francisco.4 

It  may  also  be  appropriate  to  remark  that  we  have  restricted  our 
work  to  the  determination  of  tensile  strength  (maximum-load  strength), 
elongation,  and  reduction  of  area — properties  which  are  used  as  a  basis 
for  judgment  as  to  quality  affecting  most  engineering  requirements. 
Since  there  are  other  criteria  of  judgment — some  specific  and  capable  of 
routine  development,  such  as  the  determination  of  elastic  limit,  modulus 
of  elasticity  and  of  strength  properties  under  different  forms  of  loading, 
or  at  elevated  temperatures;  others  not  so  well  standardized,  but,  never: 
theless,  susceptible  to  quantitative  treatment,  such  as  electrochemical 
potential  (rate  of  solution),  varied  chemical  behavior,  etc.;  and  still 
others  which  can  only  be  gaged  by  manufacturing  or  service  conditions, 
such  as  surface  qualities,  or  peculiarities,  during  drawing  operations — 
we  have  by  no  means  exhausted  the  possibilities  of  comparison  in  the 
present  series  of  tests. 

Questions  of  homogeneity  with  respect  to  the  distribution  of  oxide 


1  G.  D.  Bengough  and  B.  P.  Hill:  The  Properties  and  Constitution  of  Copper- 
Arsenic  Alloys,  Journal  of  the  Institute  of  Metals,  vol.  3,  pp.  34-97  (1910). 

1  McGraw-Hill  Book  Co.,  New  York,  1914. 

4  Papers  by  William  Campbell  on  the  Metallography  of  Copper  and  by  C.  R.  Hay- 
wood on  the  Physical  Properties  of  Copper. 


448  TB8T8  <Hf  KUBCTBOLTTIC 


and  other  niicrographic  features  have  been  dealt  with  in  a  fimhed  sense 
in  the  present  paper,  as  have  questions  of  resistance  to  the  destructive 
agency  of  reducing  gases  during  heat  treatment  ("gassing"  of  copper). 

It  has  not  been  possible  to  investigate  the  effect  of  degree  of  deforma- 
tion (reduction  by  rolling)  and  of  time  in  coordination  with  temperature 
and  strength  properties,  in  connection  with  the  annealing  experiments, 
since  such  an  elaboration  of  the  work  would  necessitate  the  performance 
of  several  thousand  instead  of  several  hundred  individual  tests.  A  gen- 
end  treatment  of  this  subject  has  been  attempted  by  one  of  us*  and  three- 
dimensional  annealing  diagrams  (degree  of  deformation,  percentage  de- 
crease in  tensile  strength,  temperature  for  definite  period  of  anneal;  de- 
gree of  deformation,  percentage  decrease  in  tensile  strength,  period  of 
anneal  at  constant  temperature),  based  upon  a  limited  amount  of  ex- 
perimental work  in  the  case  of  "magnesium  bronse"  (copper,  deoxidised 
with  magnesium)  have  been  given  by  von  MuBer.* 

After  due  consideration  of  the  questions  raised  above,  we  decided  to 
use  an  annealing  period  of  40  min.  and  a  degree  of  deformation  amounting 
to  a  50  per  cent,  reduction  in  area  of  section  by  cold-rolling  as  a  basis  for 
all  annealing  tests.  Such  procedure  is  not  inconsistent  with  ordinary 
annealing  practice  and  cannot  fail  to  develop  the  principal  annealing 
characteristics  of  the  material  in  hand. 

Composition  op  the  Metal  Tested 

Metal  was  sent  to  the  rolling  mill  in  the  form  of  commercial  cakes, 
14  by  17  by  3  in.,  weighing  in  the  neighborhood  of  275  lb. 

Two  of  these  cakes  were  cast  at  the  works  of  the  Michigan  Smelting 
Co.,  Houghton,  Mich.,  and  these  represent  the  average  quality  of  brands 
known  as  Mohawk  and  Copper  Range  copper,  respectively.  The  other 
cake  was  obtained  from  The  United  States  Metals  Refining  Co.("DRW" 
copper)  and  is  taken  to  represent  electrolytic  copper  of  average  quality. 

Determinations  of  oxygen  and  arsenic  were  made  in  the  laboratory 
of  the  Michigan  Smelting  Co.     Determinations  of  silver  were  made  in 

the  Hammond  Laboratory- 
Details  of  analytical  procedure  need  not  be  introduced.  All  deter- 
minations were  made  by  experienced  chemists  and  we  have  every  confi- 
dence in  their  accuracy.  No  determination  was  made  of  the  very  small 
quantities  of  iron,  sulphur,  nickel,  cobalt,  tellurium,  etc.,  which  may  be 
present  in  the  metal. 

»  0.  H.  Mathewson:  A  Metallographic  Examination  of  Some  Ancient  Bronzes 
.4  mmVun  Journal  of  Scitnct,  Series  4,  vol.  40,  pp.  550-555  (1915). 

•  von  Mttller:  Beitrag  iur  Erkenntniss  dee  Einflusses  der  Gluhdauer  auf  die  Er- 
weichumc  vewchieden  stark  gereckter  Leitungsbronie,  MeiaU  und  Brz,  Neue  Folge, 
•ml.  3,  pp.  213-220  (1915). 
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The  analytical  results  follow: 

• 

Oxygen, 
Per  Cent. 

Arsenic, 
Per  Cent. 

Silver 

Per  Cent. 

Ounoce 

Electrolytic  copper 

0.071 
0.052 
0.055 

0.000 
0.096 

0.296 

0.0005 

0.069 

0.052 

0.15 

Mohawk  copper 

20.0 

Copper  Ranee  copper 

15.0 

Previous  History  op  Test  Pieces  and  Experimental  Procedure 

The  experimental  work  was  divided  into  two  parts:  (1)  determination 
of  the  alteration  in  strength  and  ductility  (strain  hardening)  produced 
by  rolling  the  three  kinds  of  material  from  an  initially  soft  condition 
through  a  series  of  reductions  as  specified  below,  and  (2)  determination 
of  the  alteration  in  strength  and  ductility  (removal  of  strain  hardening) 
brought  about  by  annealing  the  three  kinds  of  material  after  a  previous 
reduction  of  50  per  cent,  in  area  of  section  by  rolling. 

Accordingly,  two  separate  sets  of  test  strips  were  prepared.  In  pre- 
paring both  sets,  the  original  cake  was  first  planed  to  a  thickness  of  2  in., 
then  hot-rolled  and  finally  cold-rolled  and  annealed  before  variation  in 
treatment  designed  to  produce  the  two  different  sets  of  test  strips  was 
introduced.  This  procedure  insured  the  production  of  test  strips  which 
had  been  thoroughly  worked,  both  hot  and  cold,  under  conditions  which 
are  representative  of  the  treatment  commonly  received  by  most  mill 
products  of  this  sort. 


Preparation  of  the  First  Set  of  Test  Strips 

One  of  two  methods  may  be  selected  in  preparing  a  set  of  test  strips 
of  different  tempers  (set  1  according  to  the  above  designation),  i.e.,  the 
strips  may  be  finished  at  a  succession  of  gages,  or  all  of  them  may  be 
finished  at  the  same  gage. 

Steps  (a),  (b),  and  (c),  of  the  accompanying  diagram,  Fig.  1,  represent 
the  preliminary  stages  of  rolling  which  may  be  considered  common  to 
both  methods.  The  relative  changes  in  thickness  from  one  stage  of 
reduction  to  another  are  correctly  shown  in  the  sketches  and  the  actual 
gages  and  percentage  reductions  between  stages  are  written  into  the 
sketches.  Sketch  (a)  represents  the  original  cake  planed  to  a  thickness 
of  2  in. ;  sketch  (b)  represents  the  material  after  hot-rolling  to  gage  No.  0, 
B.  &  S.  (0.325  in.),  a  reduction  of  83.75  per  cent.;  and  sketch  (c)  repre- 
sents this  material  after  cold-rolling  to  gage  No.  8  (0.128  in.),  a  reduction 
of  60.6  per  cent.     At  this  point  the  metal  is  annealed. 

VOL.  lv. — 29. 
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If  it  is  desired  that  the  final  product  shall  be  obtained  according  to 
the  first  method,  the  annealed  metal  (c)  is  cut  into  strips  which  are  rolled 
to  a  series  of  measured  reductions,  in  which  case  the  thickness  will  de- 
crease progressively  from  that  of  the  first  strip  (minimum  reduction)  to 
that  of  the  last  (maximum  reduction). 

This  method  was  adopted  in  the  present  investigation  and  the  numeri- 
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Kick  1. — Diagram  to  Represent  Preparation  of  Test  Strips. 


cul  Hpecificatioiitf  sent  to  the  mill7  to  cover  this  part  of  the  work  are  written 
into  nketeh  (</)  of  Fig,  1,  which  represents  the  series  of  eight  strips  com- 
piling thiH  set.  For  convenience,  even  B.  &  S.  gage  numbers  running 
from  8  to  18  (exception,  8>£)  were  used  to  limit  the  separate  stages. 
The  percent  ago  of  the  initial  thickness  (0.128  in.  in  all  cases)  taken  off  in 

1  Th*  material  urnxl  in  all  of  the  tests  described  in  this  paper  was  rolled  by  the 
(sport  Brass  Co. 
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the  reduction  is  entered  below  the  value  for  the  final  thickness  under  the 
sketch  of  each  respective  strip.    Thus,  in  the  case  of  the  last  strip: 

0.128  in.  (initial  thickness)  -  0.040  (final  thickness)       inn 

0.128  in.  (initial  thickness)  X  100  =  68.8. 

In  view  of  the  convenient  survey  of  the  rolling  stages  afforded  by  the 
sketches  of  Fig.  1,  it  appears  superfluous  to  draw  up  a  table  of  the  data 
involved. 

If  it  is  desired  that  the  final  product  shall  be  obtained  according  to 
the  second  method  (which  was  not  used  in  these  experiments),  stages 
(cr)  and  (d")  may  be  substituted  for  stage  (d).  According  to  (</),  the 
metal  from  (c)  is  cut  into  strips  which  are  given  a  series  of  reductions 
as  shown,  so  that,  after  annealing  the  lot,  another  set  of  reductions  will 
produce  test  pieces  of  the  same  thickness,  but  different  tempers,  as  indi- 
cated in  (d").  In  order  to  make  the  comparison  perfectly  clear,  the  re- 
ductions marked  in  sketch  (c')  have  been  calculated  so  as  to  yield  the 
same  series  of  reductions  after  the  strips  have  been  rolled  to  a  final  prod- 
uct of  uniform  thickness  (0.040  in.)  as  was  obtained  in  the  final  product 
according  to  the  first  method.  The  final  reductions  are  marked  in 
sketch  (d"). 

Since  we  had  to  consider  carefully  the  respective  advantages  of  these 
two  methods,  it  seems  appropriate  to  devote  some  space  to  a  considera- 
tion of  this  subject.  It  is  unquestionably  desirable,  other  things  being 
equal,  to  perform  all  tests  upon  strips  of  the  same  cross-sectional  area. 
The  relation  between  surface  and  volume  of  the  test  piece  influences  to 
some  extent  the  testing  value  calculated  per  unit  of  sectional  area.  There 
appears  to  be  a  "skin  effect"  which  tends  to  produce  higher  values  of 
tensile  strength  in  thin  specimens  than  in  thick  specimens.  Notably,  in 
very  thin  specimens,  the  testing  results  are  considerably  dependent  upon 
the  surface  conditions  of  the  test  piece  and  comparatively  insignificant 
scratches,  or  indentations,  may  lead  to  premature  rupture.8 

There  are,  however,  certain  difficulties  in  the  way  of  producing  a 
satisfactory  set  of  test  strips  of  uniform  thickness  and  varying  percentages 
of  reduction.  In  the  first  place,  the  different  samples  must  receive  differ- 
ent amounts  of  work  before  the  necessary  anneal  which  precedes  the 
final  impression  of  a  graded  series  of  reductions  bringing  all  strips  to  the 
same  finishing  thickness.  This  means  that  the  micrographic  character- 
istics, notably  grain  size,  of  the  different  strips  cannot  be  uniform;  those 
which  received  a  heavy  reduction  before  the  anneal  will  possess  a  more 
highly  refined  grain  than  those  which  received  a  light  reduction.    It  is 


•  Metallographists  are  generally  familiar  with  the  phenomenon  of  surface  flow, 
first  demonstrated  by  Beilby,  which  produces  a  surface  hardening,  quite  marked  in  the 
case  of  soft  metals  such  as  copper,  during  any  ordinary  process  of  surface  dressing  or 
finishing. 
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true  that  wen 

in  (e)  and  (O 

gage  0.220  in,  instead  of  gage  0.128  in.,  a 

and  eontuming  the  rolling  so  as  to  produce  stripe  of  the  gages  shown  in 

(«0-     All  of  these  strips  would  then  have  received  comparatively  heavy 


Una  pioeediue  would  modify  bat  not  entirely  remove  the  difficulty  in 


From  a  practical  standpoint,  there  would  be  no  check  on  the  roumg- 
mill  work,  since  the  different  gages  in  the  intgmeiKate  product  are  alt 


speculations  in  the  intermediate  work  could  not  be  recognised  in  the 
final  product.  This  is  serious,  because  such  inaccuracies  might  greatly 
influence  the  temper  of  the  product,  particularly  in  tins  eaae  of  light  re- 
ductions. It  may  be  noted,  in  this  connection,  that  to  produce  a  final 
product  of  gage  0.040  in.,  having  a  reduction  of  5.4  per  cent.,  the  strip  is 
required  to  be  only  0.0423  in.  thick  before  roDing.  This  requirement 
is  too  rigid  for  ordinary  nriD  work.  When  the  same  reduction  is  made 
according:  to  the  first  method,  it  is  performed  upon  a  thicker  strip  and 
0.007  in.,  instead  of  0.0023  in.,  is  taken  off.  To  eliminate  this  difficulty, 
the  whole  set  of  strips  would  have  to  be  finished  thicker. 

In  the  case  of  the  first  method,  we  are  in  poasenraon  of  a  reliable  check 
upon  the  roBing-mQI  work,  since  the  amount  of  reduction  shows  directly 
in  the  individual  strips  and  may  be  measured  up  with  the  micrometer. 

On  the  basis  of  these  remarks,  it  is  perfectly  clear  that  the  first  method 
is  preferable  when  the  metal  must  be  sent  to  a  rolling  mill  for  preparation. 
With  respect  to  the  shortcomings  of  metal  prepared  in  this  way,  it  may 
be  stated  that  from  the  standpoint  of  comparison  between  different 
brands  of  metal,  as  in  the  present  case,  such  very  largely  disappear, 
since  they  only  affect  the  comparison  between  different  tempers  and  the 
validity  of  the  succession  of  testing  values  thereby  secured.  It  is  here 
assumed  that  the  different  kinds  of  metal  follow  the  same  schedule  in 
the  mill. 

Preparofton  of  the  Second  Set  of  Test  Stripe 

The  test  strips  of  the  second  set  were  finished  at  gage  No.  14  (0.054 
in.)  with  a  reduction  of  50  per  cent.,  taken  off  in  three  passes  beginning 
with  annealed  metal  at  gage  No.  8  (0.128  in.).  These  strips  were  taken 
from  the  same  cakes  as  the  first  set  of  strips.  The  rolling  operations  are, 
accordingly,  those  shown  in  Fig.  1,  (a),  (b),  and  (c)  followed  by  (rf')i 
instead  of  (d). 

Specifications 

It  has  already  been  stated  that  the  numerical  specifications  for  rolling 
licated  in  the  sketches  of  Fig.  1.    In  sending  these  specifications 
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to  the  mill,  it  was  requested  that  the  rolling  conform  as  closely  as  possible 
to  the  data  submitted,  but  a  margin  of  0.003  in.  above  or  below  any  given 
gage  was  allowed.  The  mill  work  was  conducted  under  the  supervision 
of  the  works  laboratory  and  we  were  generally  satisfied  with  the  product. 

Slight  departure  from  the  specifications  scarcely  affects  the  percentage 
reductions  figured  from  the  specifications  except  in  the  case  of  very  light 
reductions,  as  in  the  first  two  of  the  first  set.  Here,  the  actual  reductions 
varied  considerably  in  the  three  kinds  of  material,  which  would  not  have 
been  the  case  if  each  had  been  passed  through  the  same  setting  of  the 
rolls.  This  was  recommended  but  did  not  appear  feasible  in  the  mill. 
However,  such  variations  are  not  serious,  since  we  have  the  data  for 
calculating  the  exact  reductions  obtained.  All  of  the  data  in  question 
will  be  found  in  Tables  2  and  3. 

Since  we  are  chiefly  interested  in  comparisons  between  the  three  kinds 
of  material,  it  is  important  that  all  receive  the  same  treatment  in  pre- 
scribed annealing  operations.  On  this  account,  it  was  insistently  urged 
that  the  different  lots  be  annealed  simultaneously  and  in  the  same  part 
of  the  load.  From  our  micrographic  examination,  we  believe  that  these 
specifications,  which  called  for  uniform  anneal  for  1  hr.,  at  650°  to  700°  C, 
were  properly  carried  out. 

Procedure  with  the  First  Set 

In  the  case  of  the  first  set  of  test  strips,  the  laboratory  work  consisted 
solely  in  testing  the  prepared  strips. 


I 

1 


2' 


-*-< 


Fig.  2. — Dimensions  of  Test  Strip. 


For  this  purpose,  a  50,000-lb.  Riehle  Universal  testing  machine  was 
used.  Each  final  result  represents  the  average  of  tests  on  four  separate 
strips.  A  uniform  rate  of  loading  was  used  in  all  cases,  light  scratch 
marks  instead  of  punch  marks  were  made  on  the  strips,  and  it  is  believed 
that  all  essential  precautions  were  observed  in  the  interest  of  obtaining 
the  most  trustworthy  results.  Test  pieces  were  accurately  milled  accord- 
ing to  the  accompanying  sketch  (Fig.  2).  It  may  be  noted  from  this 
sketch  that  the  original  strips  were  10  in.  long  by  1  in.  wide,  while,  in 
milling,  three-quarters  of  the  original  sectional  area  was  retained  in  the 
test  section.  Our  intention  in  this  respect  was  to  cut  away  just  enough 
material  from  the  sides  to  insure  a  properly  located  break  without  de- 
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of  the  furnace  was  kept  at  a  constant  temperature  (the  furnace  was  al- 
lowed to  come  to  equilibrium  with  a  fixed  energy  input),  while  the 
gradients  were  taken  on  one  side,  and  again,  at  a  constant  temperature 
in  another  series  of  tests  (not  exactly  the  same  temperature  as  before), 
while  the  gradients  were  taken  on  the  other  side.  Interpreted  in  this 
sense,  these  curves  show  a  maximum  variation  from  center  to  ends  (cen- 
tral region  of  10  in.)  of  15°  at  approximately  300°;  11°  at  approximately 
600°,  and  22°  at  approximately  900°  C.  These  gradients  are  made  still 
flatter  by  the  balancing  effect  of  the  load. 

Four  milled  strips  were  annealed  at  once.     It  was  therefore  necessary 
to  make  three  runs  at  a  given  temperature  in  order  to  handle  the  12  strips 
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required  (four  each  from  three  kinds  of  metal).  We  were  able  to  make 
these  different  runs  under  practically  identical  conditions,  but,  in  antici- 
pation of  possible  variations  of  treatment,  each  load  was  composed  of 
strips  from  the  different  kinds  of  metal,  so  that  any  differences  shown 
by  the  average  of  tests  on  the  several  kinds  of  metal  could  not  be  ascribed 
to  differences  in  annealing  treatment.  Marking  the  electrolytic  samples 
1,  the  Mohawk  samples  2,  and  the  Copper  Range  samples  3,  the  different 
loads  were  made  up  as  follows: 


First  Load 

1—2—3—1 


Second  Load 

2—3—1—2 


Third  Load 

3—1—2—3 


In  starting  an  anneal,  the  furnaoe  was  brought  to  a  temperature  some 
10°  above  the  actual  annealing  temperature  sought  and  then  the  four 
strips  were  pushed  into  the  center  of  the  furnace  tube  side  by  side  with 
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the  end  of  the 
the  load.    Wl 

was  paid  to  tin ._ 

tions  as  were  neceamry  to  keep  the  temperature  constant  were  made  from 
time  to  time  on  the  basis  of  6-  or  10-min.  observations  of  temperature. 

The  galvanometric  method  of  measuring  temperature  was  employed 
in  connection  with  an  ordinary  platinum,  platinum-rhodium  thermo- 
couple (Siemens  and  Halske  galvanometer  of  410  ohms  internal  resist- 
ance). The  hot  junction  of  the  thermocouple  remained  in  perfect  condi- 
tion throughout  all  of  the  experiments.  Standardisation  was  made  at 
the  freesing  points  of  pure  tin,  232°;  sine,  419°;  antimony,  631°;  and  silver 
(in  hydrogen),  961°,  keeping  the  cold  junction  at  20°.  The  same  condi- 
tions were  observed  in  making  all  ft""ttalft  An  empirical  correction 
curve  of  the  temperature  scale  of  the  galvanometer  was  made  on  the  basis 
of  the  standardisation  results  and  all  temperatures  were  corrected 
by  interpolation.  Re-standardisation  of  the  apparatus  after  comple- 
tion of  the  experiments  showed  that  constancy  had  been  maintained 
within  10°. 

A  typical  ann^ling  curve  shows  a  preheating  period  of  about  20 
min.,  during  which  the  temperature  rises  gradually  to  the  value  chosen, 
for  annealing,  and  an  annealing  period  of  40  ruin.,  during  which  the 
temperature  varies  only  a  few  degrees.  Owing  to  the  uniformity  which 
was  attained  in  making  these  anneals,  it  does  not  appear  desirable  to 
devote  space  to  an  elaborate  tabulation  of  the  annealing  data.  We  be- 
lieve that  the  annealing  temperatures  reported  are  consistently  accurate 
(making  allowance  for  all  sources  of  error)  within  15°. 

Table  1 
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With  respect  to  the  preheating  periods,  which  were  naturally  subject 
to  more  or  less  variation  in  the  different  experiments,  a  summary  of  the 
principal  data  appears  to  be  desirable  and  this  is  given  in  Table  1. 

Some  of  the  strips  of  the  second  set  were  annealed  in  an  atmosphere 
of  illuminating  (coal)  gas.  The  approximate  composition  of  this  gas  by 
volume  is  as  follows : 

Per  Cent. 

Hydrocarbons 48. 5 

Hydrogen 25 .0 

Carbon  monoxide 18.0 

Carbon  dioxide 2.0 

Oxygen 0.5 

Nitrogen 6.0 

These  anneals  were  made  in  a  furnace  similar  to  the  one  previously 
described,  in  which  an  iron  tube  was  substituted  for  the  alundum  tube 
and  both  ends  were  closed  except  for  a  small  gas  inlet  at  one  end  and  exit 
at  the  other  end.  The  thermocouple  was  introduced  at  intervals  through 
a  suitable  hole  at  one  end  and  left  in  the  furnace  long  enough  to  reach 
the  temperature  of  its  surroundings,  after  which  it  was  withdrawn  to 
avoid  contamination  by  long  exposure  to  the  reducing  gas,  and  the  hole 
plugged  up.  Less  accurate  control  was  secured  in  these  experiments  and 
the  preheating  periods  were  not  determined. 

Strips  from  the  different  kinds  of  metal  were  mixed  in  each  load  and, 
aside  from  all  questions  as  to  the  ultimate  accuracy  of  the  temperature 
measurements,  valid  comparisons  between  the  different  kinds  of  metal 
(which  was  the  main  object  of  all  tests)  were  obtained. 

Samples  for  micrographic  examination  (1  by  1  in.)  were  cut  from  the 
ends  of  the  test  pieces  after  annealing. 


Tabulation  of  Results 

(1)  Tests  in  the  Cold-Rolled  Condition.    First  Set  of  Strips 

Table  2  shows  the  results  of  tests  made  on  strips  rolled  to  a  succession 
of  gages  beginning  with  No.  8  (B.  &  S.),  viz.,  0.128  in.,  and  ending  with 
No.  18,  viz.,  0.040  in.  Test  strips  were  milled  according  to  Fig.  2. 
Micrometer  measurements  are  not  given  in  the  table  except  in  case  of  the 
thickness.  The  latter  is  of  importance  in  indicating  the  character  of  the 
product  with  respect  to  temper  and  an  average  must  be  used  in  calcu- 
lating the  percentage  reduction  of  area  effected  by  rolling,  while  other 
measurements  are  of  a  routine  character,  as  prerequisites  to  the  calcula- 
tions of  strength  and  ductility. 

The  previous  history  of  the  strips  is  given  in  the  sketches  of  Fig.  1. 
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Table  2  — Strength  and  Ductility  of  Cold-Rolled  Strips  (Continued) 
Avenge  thickness  Copper,  0.1310  in.;  Mohawk  Copper, 

Copper,  0.1316  in. 


i  Cftloulitad  from  »vbt>c*  thiukiiwi  of  ■trip*  ud  aim*!*  thioknMi  utioro  rolling. 
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Table  3.— Strength  and  Ductility  of  Strips  Annealed  40  Min.  at  Different 
Temperatures  after  a  Reduction  of  50  Per  %$$$Bi  (Continued) 
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Tabi/b  3.— Strength  and  Ductility  of  Strips  Annealed  40  M in.  at  Different 
Temperatures  after  a  Reduction  of  50  Per  {Continued) 
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(2)  Tests  after  Anneal  under  Oxidizing  Conditions.    Second  Set  of  Strips. 

Table  3  shows  the  results  of  tests  made  on  strips  annealed  40  min.  at 
temperatures  ranging  from  100°  to  1,000°C.  The  previous  history  of 
the  strips  is  given  in  the  sketches  of  Fig.  1.  The  methods  of  annealing 
are  described  in  the  preceding  section.  Preheating  periods  are  given  in 
Table  1. 

While  all  strips  were  annealed  at  gage  No.  14  (B.  &  S.),  the  thickness 
is  somewhat  reduced  by  oxidation  after  anneal  at  high  temperatures  and, 
in  order  that  comparisons  of  this  sort  may  be  made,  micrometer  measure- 
ments of  thickness  are  given  in  the  table. 

s 

(3)  Tests  after  Anneal  under  Reducing  Conditions.    Second  Set  of  Strips 

Table  4  shows  the  results  of  a  few  tests  made  on  strips  annealed  40 
min.  at  600°,  800°,  and  1,000°  C,  respectively,  in  an  atmosphere  of  illumi- 

Table  4. — Strength  and  Ductility  of  Strips  Annealed  40  Min.  at  Different 

Temperatures  in  an  Atmosphere  of  Coal  Gas* 
Average  thickness,  before  annealing,  0.064  to  0.067  in. 


No. 


Brand  of  Copper  and 
Annealing  Temperature 


Thickness, 
Inches 


Tensile 
Strength  in 
Pounds  per 

Sq.  In. 


Percentage 

Reduction 

of  Area 


278 
279 

280 
281 

282 
283 


284 
285 


286 
287 


288 
289 


290 
291 


292 
293 


294 
295 


Electrolytic  copper,  an- 
nealed at  600°  C. 

Average 

Mohawk     copper,     an- 
nealed at  600°  C. 

Average 

Copper   Range   copper, 
annealed  at  600°  C. 
Average 

Electrolytic  copper,  an- 
nealed at  800°  C. 
Average 


Mohawk     copper, 

nealed  at  800°  C. 

Average 


an- 


Copper   Range   copper, 
annealed  at  800°  C. 
Average 

Electrolytic  copper,  an- 
nealed at  1,000°  C. 
Average 

Mohawk     copper,     an- 
nealed at  1,000°  C. 
Average 


Copper   Range   copper, 
annealed  at  1,000°  C. 
Average 


0.0690 
0.0680 
0.0685 
0.0690 
0.0670 
0.0680 
0.0670 
0.0670 
0.0670 

0.0710 
0.0710 
0.0710 

0.0700 
0.0690 
0.0695 

0.0695 
0.0700 
0.0698 

0.0670 
0.0710 
0.0690 

0.0690 
0.0700 
0.0695 

0.0690 
0.0690 
0.0690 


29,400 
29,100 
29,250 
29,500 
30,500 
30,000 
31,800 
31.700 
31,750 

21,500 
17,700 
19,600 

17,600 
19,000 
18,300 

20,700 
21,700 
21,200 

21,900 
22,300 
22,100 

21,300 
21,700 
21,500 

22,100 
22,100 
22,100 


Broke  at  shoulder 

Broke  at  ahoulder  \ 

i    | 

.  Broke  at  shoulder  ; 

Broke  at  shoulder  : 


39.20  Good  break 
39.40  Good  break 
39.30 

12.35  Good  break 
Broke    in    several 
pieces 

Broke  at  shoulder 
Broke  in  Jaws 


12.80  Good  break 
Broke  at  shoulder 


Broke  at  shoulder 
Broke  at  shoulder 


Broke  in  pieces 
18.15  Good  break 


Broke  in  jaws 
16.70  Good  break 


Percentage 

Elongation 

in2In. 


(22.0) 

(22.0) 

(22.0) 

(30.0) 

(25.5) 

(27.8) 

41.0 

43.0 

42.0 

12.0 

(9.0) 

(10.5) 


(8.0) 


11.0 
(11.0) 
(11.0) 

(14.5) 
(14.5) 
(14.5) 

(16.5) 

17.0 

(16.8) 


16.0 


*  Calculated  values  of  reduotion  vary  between  49  and  51  per  cent. 
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nating  gas.    The  previous  history  and  dimensions  of  the  strips  are  the 
same  as  in  the  case  of  the  preceding  tests. 

Discussion  of  Tables,  Curves,  and  Microstructure 

(1)  Tests  after  Cold-Rolling 

The  results  assembled  in  Table  2  have  been  plotted  in  Figs.  5,  6,  and 
7.  In  Fig.  5,  the  comparative  values  of  tensile  strength  in  the  three 
kinds  of  metal  are  shown;  in  Fig.  6,  the  comparative  values  of  elongation; 
and  in  Fig.  7,  the  comparative  values  of  reduction  of  area. 

It  will  be  observed  that  changes  in  temper  of  about  the  same  degree 
are  produced  by  rolling  the  three  kinds  of  metal  through  any  given  value 
of  reduction.  In  other  words,  these  tests  fail  to  develop  any  striking 
differences  of  rolling  temper  between  the  different  brands  of  copper  used. 
The  difficulty  of  obtaining  a  high  degree  of  accuracy  in  the  ordinary 
tensile  test  is  a  handicap  in  comparing  products  which  are  very  similar 
in  nature.  Testing  discrepancies  of  several  per  cent,  will  ordinarily 
occur  with  careful  handling  of  test  strips  from  the  same  sheet  of  metal. 
The  uneven  distribution  of  small  percentages  of  impurity  in  commercial 
products  is  a  source  of  irregularities  in  this  respect.  As  may  be  seen  in 
the  micrographs  (Fig.  d,  Plate  4,  is  typical  of  this  condition),  the  oxide 
particles,  originally  more  or  less  segregated  in  the  cast  cake,  are  drawn 
out  into  continuous  trains  in  the  rolled  product  and  it  is  obvious  that 
there  will  be  a  closer  grouping  of  the  zones,  or  attenuated  lines  of  weak- 
ness in  some  cross-sectional  areas  than  in  others.  Furthermore,  the 
presence  of  oxide  interferes  with  the  normal  growth  of  grain  on  annealing, 
and,  consequently,  there  will  be  irregularities  of  grain  size  in  the  copper 
matrix,  corresponding  to  segregations  of  oxide.  Such  a  condition  is 
shown  admirably  in  Fig.  a,  Plate  4,  where  coarser  grain  has  formed  on 
both  sides  of  an  extended  zone  or  band  sprinkled  with  oxide  particles.9 
Such  conditions  cannot  fail  to  be  responsible  for  variations  in  breaking 
load,  elongation,  and  reduction  of  area  among  the  duplicate  test  strips. 

An  accurate  average  (representing  the  mean  properties  of  the  metal) 
could,  of  course,  be  struck  from  tests  on  a  large  number  of  strips.  There 
is  always  a  limit  in  this  direction,  however,  and  we  decided  upon  four 
strips  as  the  largest  number  which  could  be  handled  in  this  investigation. 
It  will  be  noted  from  examination  of  the  tabulated  results  that  consider- 
able variations  both  of  strength  and  elongation  were  obtained  in  a  given 
set  of  tests.  It  may  be  left  to  the  individual  reader  to  form  his  own 
opinion  as  to  the  actual  value  of  the  averages  reported. 

9  Mathewson  and  Caesar,  in  a  paper  lately  sent  to  the  Internationale  Zeitschrift  f&r 
Metallograpnie,  have  discussed  the  effect  of  oxide  on  the  size  of  recrystallized  grain  in 
pure  copper. 
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In  rejecting  any  seemingly  abnormal  result,  we  endeavored  to  be 
perfectly  fair  to  each  kind  of  metal.     In  general,  where  serious  irregulari- 
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Fiob.   5,  6,  AND  7. — Strength  AND  Ductility  OF  Rollid  Strips. 

ties  developed,  an  entirely  new  Bet  of  bars  was  tested  and  all  of  the  earlier 
results  rejected;  in  no  case  were  four  especially  favorable  or  unfavorable 


memento  of  elongation  are,  therefore,  more  reKahle  than  the  correspond- 
ing measurements  of  reduction  «rf  area.  In  the  present  esse,  all  three 
kinds  of  material  show  practically  the  same  values  of  reduction  of  area 
after  the  redaction  by  rolling  has  passed  36  per  cent. 

From  the  general  point  of  view  that  the  Copper  Range  product  takes 
a  harder  temper  on  rolling  than  the  electrolytic  product,  but  does  not 
ultimately  become  less  ductile,  it  would  seem  that  both  might  be  able 
to  stand  the  same  amount  of  punishment  by  rolling,  but  that  the  latter 
might  roll  a  little  easier.  Since  the  pressure  required  for  rolling  cannot  be 
calculated  from  the  results  of  the  ordinary  tensile  test,  and  since  it  would 
require,  in  any  event,  comparative  determinations  of  the  yield-point 
stress  intensities  at  intervals  throughout  the  rolling  range  in  order  to 
determine  which  of  the  two  materials  would  require  the  greatest  load  to 
start  permanent  deformation  at  any  stage,  the  above  statement  must 
remain  subject  to  eventual  qualification  by  actual  test. 

Where  it  is  desired  to  finish  a  previously  annealed  product  with  a 
limited  amount  of  ductility,  but  increased  strength,  by  rolling  through 
several  numbers  of  gage,  it  is  quite  evident  that  an  appreciable  increase 
in  strength  without  sacrifice  of  ductility  may  be  secured  by  using  Copper 
Range  metal  instead  of  electrolytic  metal.  Thus,  rolling  from  No.  8 
to  No.  12,  B.  &  S.  gage,  a  reduction  of  about  40  per  cent,  would  give 
the  Copper  Range  material  a  tensile  strength  about  1  ton  (per  square 
inch)  greater  than  that  of  the  electrolytic  material  similarly  treated, 
•"hile  the  elongation  in  both  cases  would  be  in  the  neighborhood  of  5 
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In  order  that  the  well-known  curves  of  Grard10  (electrolytic  copper) 
may  be  compared  with  our  own,  they  have  been  dotted  into  Figs.  5  and 
6.  Grard's  measurements  of  elongation  were  made  on  a  test  section 
100  mm.  long  (approximately  4  in.)  and,  for  this  reason,  show  much 
lower  values  than  our  own,  measured  in  2  in.,  until  the  region  of  slight 
ductility  is  reached  at  about  a  35  per  cent,  reduction  by  rolling.  From 
this  point  on,  the  stretch  becomes  sensibly  uniform  along  the  entire  test 
length,  making  it  of  little  consequence  whether  a  length  of  2  or  4  in.  is 
chosen,  and  our  results  are  practically  coincident  with  Grard's. 

Grard's  curve  of  breaking  strength  starts  somewhat  above  and  ends 
somewhat  below  our  curves.  Thus,  our  curves  show  a  higher  rate  of 
increase  of  strength  with  the  degree  of  reduction  by  rolling.  This  is 
doubtless  due  to  differences  in  the  dimensions  of  the  test  strips.  For 
reasons  previously  given,  we  used  test  strips  whose  thickness  decreased 
progressively  with  the  increase  in  reduction  by  rolling  (minimum  ratio 
of  test  length  to  \/sectional  area,  6)4  to  1>  maximum  ratio,  11^  to  1), 
while  Grard's  practice  in  this  respect  is  not  clear.  He  shows  a  ratio  of 
5  to  1  in  a  sketch  of  the  test  piece,  but  later  states  that  a  variable  final 
cross-section  was  used. 

(2)  Tests  after  Annealing  under  Oxidizing  Conditions 

The  results  assembled  in  Table  3  have  been  plotted  in  Figs.  8  (strength), 
9  (elongation),  and  10  (reduction  of  area).  For  general  purposes  of  com- 
parison, Grard's11  curves  from  tests  on  2-mm.  strips  of  electrolytic  copper 
and  BardwelPs12  curves  from  tests  on  No.  12,  B.  &  S.  wire,  containing 
from  0.036  to  0.070  per  cent,  of  oxygen  and  an  indeterminate  amount  of 
silver,  are  shown  in  dotted  form. 

Naturally,  one's  attention  is  first  drawn  to  the  difference  between 
electrolytic  copper,  on  the  one  hand,  and  the  arsenical  coppers,  on  the 
other  hand,  with  respect  to  the  earliest  manifestation  of  an  annealing 
effect.  The  temperature  range  of  early  transformation  (annealing  period 
of  40  min.)  from  the  strain-hardened  condition  to  the  recrystallized,  or 
annealed,  condition  is  equally  narrow  in  all  three  kinds  of  material;  it 
is  practically  coincident  in  the  two  arsenical  coppers,  but  lies  some  50° 
lower  in  the  electrolytic  copper. 

It  is  believed  that  these  are  the  first  systematic  tests  designed  to 
reveal  the  relative  softening  (annealing)  characteristics  of  commercially 
pure  copper  and  commercial  copper  containing  arsenic.  The  general 
tendency  of  arsenic  to  raise  the  effective  annealing  temperature  has  long 

10  C.  Grard :  Cuivre  et  Laitons  a.  Cartouches,  Revue  d' Artillerie,  February- April , 
1909. 

11  Loc.  cit. 

11  E.  S.  Bardwell:  The  Annealing  of  Cold-Rolled  Copper,  Trans.,  vol.  49,  pp.  7£3 
773  (1914). 
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been  known  on  the  basis  of  fragmentary  tests,  here  and  there,  under  a 
variety  of  conditions  difficult  to  bring  into  any  sort  of  alignment.  Thus, 
F.  Johnson1*  quotes  from  Tomlinson  to  the  effect  that  samples  of  rolled 
arsenical  copper  containing  0.36  per  cent,  of  arsenic  did  not  soften  after 
3  or  4  weeks  at  a  temperature  approaching  400°  F.  (205°  C),  while  samples 
of  pure  copper  were  practically  annealed.  Further,  the  arsenical  copper 
lost  only  6  per  cent,  of  its  strength  after  4  hr.  at  870°  C,  while  the  pure 
copper  lost  44  per  cent,  (i.e.,  was  presumably  completely  annealed). 

The  first  statement  above  is  quite  in  harmony  with  the  conditions 
shown  by  our  tests,  viz.,  the  range  of  softening  by  recrystallization  from 
the  strain-hardened  condition  is  always  carried  to  lower  temperatures  by 
prolonging  the  anneal.  In  softening,  the  arsenical  metal  lags  behind 
the  pure  copper  (temperature-lag  of  50°  C.  for  an  annealing  period  of 
40  min.  in  the  case  of  metal  containing  0.3  per  cent,  of  arsenic,  neglecting 
the  possible  effect  of  silver)  and  the  above  result  signifies  that  the  stated 
temperature  of  205°  C.  lies  well  within  the  temperature  range  of  softening 
based  upon  an  annealing  period  of  several  weeks  in  the  case  of  pure  copper, 
while,  in  the  case  of  the  arsenical  metal,  it  lies  below,  or  barely  within, 
the  temperature  range  of  softening  based  upon  a  similar  annealing  period. 

It  is  perfectly  clear,  without  undertaking  special  experiments  involv- 
ing variation  of  the  annealing  period,  that  arsenical  coppers,  such  as  the 
Copper  Range  product,  constitute  a  commonly  available  and  satisfactory 
material — superior  to  pure  copper — when  it  is  desired  to  preserve  a 
rolled  temper  in  the  face  of  considerable  variation  of  temperature  up  to 
some  200°  C. 

The  second  statement  taken  from  Mr.  Johnson's  paper,  which  seems 
to  indicate  a  difficulty  in  annealing  the  arsenical  metal,  cannot  be  brought 
into  harmony  with  the  results  of  our  tests.  We  find  that  the  separate 
temperature  ranges  of  early  softening  for  the  three  kinds  of  material  end 
at  a  very  nearly  common  (minimum)  temperature  of  complete  softening 
(some  350°  C),  from  which  point  onward  there  are  only  minor  differences 
in  the  annealing  characteristics  of  the  different  kinds  of  metal.  It  is 
inconceivable  that  any  of  these  products  should  lose  only  6  per  cent,  of 
their  strength  by  annealing  for  a  period  of  hours  at  red  heat.  Such  an 
effect  must  be  attributed  to  the  somewhat  higher  arsenic  content  (of 
doubtful  application),  or  to  other  unknown  peculiarities  of  composition. 

As  far  as  the  present  comparisons  go,  we  are  able  to  say  that  the 
proper  annealing  temperature  for  electrolytic  copper  (dull  red)  will  pro- 
duce equally  satisfactory  results  in  the  case  of  Copper  Range  or  Mohawk 
copper. 

Outstanding  features  of  comparison  between  the  three  varieties  of 
copper  in  the  annealed  condition  may  be  summarized  as  follows: 

11  F.  Johnson :  The  Influence  of  Impurities  on  the  Properties  of  Copper,  Metallur- 
gical and  Chemical  Engineering >,  vol.  8,  pp.  570-575  (October,  1910). 
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Only  minor  differences  in  strength  throughout  the  entire  annealing 
range  of  400  to  1,000°  C.  were  observed.  As  a  rule,  after  a  given  anneal, 
the  difference  between  extreme  values  of  tensile  strength  (averages)  was 
less  than  1,000  lb.  per  square  inch. 

The  Copper  Range  product  consistently  showed  the  highest  values 
of  elongation  and  reduction  of  area  and  the  electrolytic  product  the  lowest, 
with  the  Mohawk  product  occupying  a  more  or  less  intermediate  position. 

It  is  important  to  observe  that,  in  the  temperature  region  of  deteri- 
oration, which  begins  in  the  neighborhood  of  700°  with  all  three  varieties, 
the  relative  ductilities  of  the  Copper  Range  and  electrolytic  products 
are  such  that  the  former  will  stand  an  extra  100°,  or  so,  of  overheating 
before  it  drops  to  the  ductility  value  of  the  latter.  This  means  that  if 
the  metal  is  allowed  to  come  to  a  bright  red  heat  in  annealing,  a  Copper 
Range  load  may  be  expected  to  emerge  with  about  the  same  ductility 
as  an  electrolytic  load  annealed  at  the  proper  temperature  of  low  redness, 
while  an  electrolytic  load  under  the  same  conditions  would  presumably 
fall  below  this  standard. 

It  will  be  noticed  that  Good's  curve  of  tensile  strength  practically 
coineKlos  with  our  curres  after  an  annealing  temperature  of  about  325° 
is  ranched*  while  BaivhneJTs  curve  lies  somewhat  above  ours,  as  would  be 
«xp«t?d  in  the  case  of  wires,  bat  rises  in  the  region  of  high  temperature 
anittak  tor  seme  obscure  reason.  Hie  tests  from  these  different  sources 
show  markod  discrepancies  with  respect  to  the  temperature  ranges  of 
initial  sofiordnf.  ^irw  the  location  of  this  ranee  \sorx  de  d&mU  in 
Orard V  ^.t^aaoq  dervrds  uivc  the  r*er*iod  of  anneal  and  the  decree  of 
rcx\::v.;r.AT\  Avd-work:r,£.  *vr*A;r.  irritancies  would  be  expected.  &1- 
lho:;ch  y.ATv.'S  of  :hc  order  shown  :r.  these  eccnitarisons.  As  mav  be 
wv.  frovr.  ihc  vt.;i.ia1  >:rcr.c*!:  vahx^  both  Gnard  and  Rardwell  started 
1  Sr  ;t  io£;$  *-.;>.  r.vs!or;Al  wh;rh  had  rw-r.  n.ore  severely  reduoed  "by  rolling 
»v  d*\*.*  .-*/  i>.at.  out  r^at^T^a!  Makinc  allowance  f:r  the  higher 
s;-v"£  >.s  oor.iroor.'S  sho*r.  r>  *~ros  :t  Arwar?  that  tht  materials  used 
:  \  a  v.  >  o  ,  vo<*:  *:.::>o.r<  had  -ootood  ATorovlr.--at<-:v  :he  fame  decree  of 
ay,^  *\N-v.:\£  .«-■  v!  ,:rdo:  scr.'-diar  Ar.^aCirx  conditions,  hoth  should  show 
<  V*o:  *v<v  o  .  ..;.,«*  soV-t.-tj:  :ha.r.  ;•.::  7nat.:-r.A-  Rardwell  kept  his 
*  vs  :V  ■*  ■  .  v  \.:-.aa:  ard  ^T^.rd  kor-:  his  str.ps  ■>.•  min.  in  the  fur- 
-a*  ^  *  *><  *v  ,\<.~  do:orr.v.r»f  fror.\  :.:s  cfOf-ral  dtsrr.ptaoc:  cc  procedure. 
-..-.  ,■■-.*"  *  ^>  -\v;.;av.  .V  :v:  ^r-  ry  ro'.-.rj:  and  v?  -jawi  an  anneal- 
k  ,v-  ".v  ,-.<■'■     ■     s, .  ,;.s".  :..r.>;  ;c  rsca:  :tj£  at  tr*  A.r.r.-tA>.riC  temperature, 

v*  ,•  . -.-    -,-.    v  v  -*    vo*   ~a~  :hf  rc^f-ror  ;if  a  st^aL".  amount  ofi  salver 

.v-      ■•■-.-   .  "a  .v    :v-:^;>  -\^..'>    >.::     or   a   ::a>is  of  equivalent 

,n    ■  ■ .    .  ■  a  ••      \  ••*•  .c^  o     ■.    :.*/.  ^;«r::-T.rx  :o«r-d  :-v  roth  authors 

x*  .•»  v  v\'    .»    ,v  <n.  ■*    .n*  *..  d  :S:^   sh  ou*-d  ":.••  s:»njfwha3  Sphind 

V    *     ■.  va  .  .     IV   ^  «vv    »*•*■-•  -'>   .;>.:.!:■:   .:*s:  ;*:  :  itxirjorar  proper. 

>     ...    ,-x  v  ..-■.*.     »v  ■**  -ip"  d;':iV';v..:^:v,  .r  o^:  sVTh*r.rjf-n*5  ccirupae?  an 
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intermediate  position.  Not  enough  definite  information  is  at  present 
available  to  permit  an  harmonious  interpretation  of  these  irregularities. 
It  is  particularly  to  be  desired  that  determinations  of  the  equilibrium 
positions  of  the  temperature  range  of  initial  softening  of  rolled  electro- 
lytic copper  for  various  reductions  be  made. 

Our  curves  of  elongation  similarly  occupy  an  intermediate  position 
between  those  of  Bardwell  and  Grard.  Owing  to  the  divergent  ratios 
of  test  length  to  diameter  (or  to  Vsectional  area),  the  actual  values  of 
elongation  vary  within  wide  limits.  A  purely  fortuitous  coincidence  be- 
tween Grard's  and  BardwelPs  values  is  noted  at  annealing  temperatures 
above  400°.  This  is  due  to  the  fact  that  Grard  used  a  ratio  of  approxi- 
mately 22  to  1  (length  to  \/sectional  area)  and  Bardwell,  a  ratio  of  ap- 
proximately 150  to  1  (length  to  diameter),  which  choice  of  dimensions 
appears  to  have  compensated  for  differences  in  the  stretch  of  the  two 
materials,  yielding  the  same  percentage  values  of  elongation. 

All  of  the  curves  show  practically  the  same  temperature  range  of 
deterioration  (zone  de  flfohissement,  in  Grard's  phraseology),  viz.,  from 
700°  upward. 

(3)  Tests  after  Annealing  under  Reducing  Conditions 

Bengough  and  Hill14  obtained  some  strikingly  destructive  effects  by 
annealing  certain  arsenical  mixtures  in  reducing  gases,  which  led  them 
to  seek  for  an  explanation  in  the  constitutional  relationships  between 
copper,  arsenic,  and  oxygen.  Further  tests  by  the  same  authors  and 
also  by  Johnson15  and  others  have  established  the  fact  that  both  arsenical 
and  non-arsenical  coppers  containing  oxygen  suffer  deterioration  by 
" gassing"  when  given  a  reducing  anneal  above  moderate  red  heat,  while 
deoxidized  copper  is  not  subject  to  this  disadvantage.  It  is  thus  reason- 
ably certain  that  the  effect  in  question  is  due  to  an  ordinary  reduction 
of  cuprous  oxide  by  hydrogen  or  other  gases  which  can  permeate  (i.e. 
dissolve  in)  solid  copper,  with  formation  of  (bulky)  gaseous  products, 
thereby  causing  fissures  and  cavities  to  develop. 

We  have  endeavored  to  ascertain  the  relative  destructive  effects  which 
occur  on  annealing  the  three  kinds  of  copper  in  hand  under  typical  re- 
ducing conditions  at  several  representative  temperatures.  Accordingly, 
the  test  strips  were  annealed  at  600°,  800°,  and  1,000°  C.  in  an  iron  tube 
through  which  coal  gas  was  passed  in  sufficient  quantity  to  burn  freely 
at  the  discharge  end,  notwithstanding  a  certain  amount  of  decomposition, 
with  formation  of  soot,  in  the  tube. 

On  examination  of  Table  4,  in  which  the  results  of  these  tests  are  to 


14  G.  D.  Bengough  and  B.  P.  Hill:  The  Properties  and  Constitution  of  Copper- 
Arsenic  Alloys,  Journal  of  the  Institute  of  Metals,  vol.  3,  pp.  34-97  (1910). 

14  F.  Johnson :  A  Method  of  Improving  the  Quality  of  Arsenical  Copper,  Journal 
of  the  Institute  of  Metals,  vol.  10,  pp.  283-4  (1913). 
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results  selected  from  a  long  series  of  tests,  but,  in  some  cases,  averages 
were  struck  from  three  tests  when  there  seemed  good  reason  to  reject  the 
fourth. 

Such  differences  between  the  three  varieties  of  copper  as  appear  to 
be  real,  although  small,  may  be  summarized  in  the  following  statements: 

The  Copper  Range  product  decreases  in  ductility  as  measured  by 
elongation  more  rapidly  than  the  electrolytic  product  during  the  early 
stages  of  rolling  (down  to  about  20  per  cent,  reduction  of  area  by  rolling), 
but  both  products  increase  in  strength  about  equally,  while,  during  the 
later  stages  of  rolling,  both  products  decrease  about  equally  in  ductility 
and  the  Copper  Range  metal  increases  in  strength  more  rapidly  than  the 
electrolytic  metal.  The  Mohawk  copper  occupies  a  more  or  less  inter- 
mediate position. 

Differences  in  ductility  as  measured  by  reduction  of  area  are  also 
confined  to  the  earlier  range  of  reductions  by  rolling.  While,  in  principle, 
the  measurement  of  reduction  of  area  possesses  some  advantages  over 
the  measurement  of  elongation  as  a  criterion  of  def  ormational  properties, 
since  the  former  is  more  nearly  independent  of  the  shape  of  the  test  piece, 
it  is  far  more  difficult  to  make  in  the  case  of  thin  flat  metal.  Our  meas- 
urements of  elongation  are,  therefore,  more  reliable  than  the  correspond- 
ing measurements  of  reduction  of  area.  In  the  present  case,  all  three 
kinds  of  material  show  practically  the  same  values  of  reduction  of  area 
after  the  reduction  by  rolling  has  passed  35  per  cent. 

From  the  general  point  of  view  that  the  Copper  Range  product  takes 
a  harder  temper  on  rolling  than  the  electrolytic  product,  but  does  not 
ultimately  become  less  ductile,  it  would  seem  that  both  might  be  able 
to  stand  the  same  amount  of  punishment  by  rolling,  but  that  the  latter 
might  roll  a  little  easier.  Since  the  pressure  required  for  rolling  cannot  be 
calculated  from  the  results  of  the  ordinary  tensile  test,  and  since  it  would 
require,  in  any  event,  comparative  determinations  of  the  yield-point 
stress  intensities  at  intervals  throughout  the  rolling  range  in  order  to 
determine  which  of  the  two  materials  would  require  the  greatest  load  to 
start  permanent  deformation  at  any  stage,  the  above  statement  must 
remain  subject  to  eventual  qualification  by  actual  test. 

Where  it  is  desired  to  finish  a  previously  annealed  product  with  a 

limited  amount  of  ductility,  but  increased  strength,  by  rolling  through 

several  numbers  of  gage,  it  is  quite  evident  that  an  appreciable  increase 

in  strength  without  sacrifice  of  ductility  may  be  secured  by  using  Copper 

Range  metal  instead  of  electrolytic  metal.    Thus,  rolling  from  No.  8 

to  No.  12,  B.  &  S.  gage,  a  reduction  of  about  40  per  cent,  would  give 

the  Copper  Range  material  a  tensile  strength  about  1  ton  (per  square 

1  greater  than  that  of  the  electrolytic  material  similarly  treated, 

the  elongation  in  both  cases  would  be  in  the  neighborhood  of  5 

nt. 
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In  order  that  the  well-known  curves  of  Grard10  (electrolytic  copper) 
may  be  compared  with  our  own,  they  have  been  dotted  into  Figs.  5  and 
6.  Grard's  measurements  of  elongation  were  made  on  a  test  section 
100  mm.  long  (approximately  4  in.)  and,  for  this  reason,  show  much 
lower  values  than  our  own,  measured  in  2  in.,  until  the  region  of  slight 
ductility  is  reached  at  about  a  35  per  cent,  reduction  by  rolling.  From 
this  point  on,  the  stretch  becomes  sensibly  uniform  along  the  entire  test 
length,  making  it  of  little  consequence  whether  a  length  of  2  or  4  in.  is 
chosen,  and  our  results  are  practically  coincident  with  Grard's. 

Grard's  curve  of  breaking  strength  starts  somewhat  above  and  ends 
somewhat  below  our  curves.  Thus,  our  curves  show  a  higher  rate  of 
increase  of  strength  with  the  degree  of  reduction  by  rolling.  This  is 
doubtless  due  to  differences  in  the  dimensions  of  the  test  strips.  For 
reasons  previously  given,  we  used  test  strips  whose  thickness  decreased 
progressively  with  the  increase  in  reduction  by  rolling  (minimum  ratio 
of  test  length  to  Vsectional  area,  63^  to  1;  maximum  ratio,  11 J^  to  1), 
while  Grard's  practice  in  this  respect  is  not  clear.  He  shows  a  ratio  of 
5  to  1  in  a  sketch  of  the  test  piece,  but  later  states  that  a  variable  final 
cross-section  was  used. 

(2)  Tests  after  Annealing  under  Oxidizing  Conditions 

The  results  assembled  in  Table  3  have  been  plotted  in  Figs.  8  (strength), 
9  (elongation),  and  10  (reduction  of  area).  For  general  purposes  of  com- 
parison, Grard's11  curves  from  tests  on  2-mm.  strips  of  electrolytic  copper 
and  Bardwell's12  curves  from  tests  on  No.  12,  B.  &  S.  wire,  containing 
from  0.036  to  0.070  per  cent,  of  oxygen  and  an  indeterminate  amount  of 
silver,  are  shown  in  dotted  form. 

Naturally,  one's  attention  is  first  drawn  to  the  difference  between 
electrolytic  copper,  on  the  one  hand,  and  the  arsenical  coppers,  on  the 
other  hand,  with  respect  to  the  earliest  manifestation  of  an  annealing 
effect.  The  temperature  range  of  early  transformation  (annealing  period 
of  40  min.)  from  the  strain-hardened  condition  to  the  recrystallized,  or 
annealed,  condition  is  equally  narrow  in  all  three  kinds  of  material;  it 
is  practically  coincident  in  the  two  arsenical  coppers,  but  lies  some  50° 
lower  in  the  electrolytic  copper. 

It  is  believed  that  these  are  the  first  systematic  tests  designed  to 
reveal  the  relative  softening  (annealing)  characteristics  of  commercially 
pure  copper  and  commercial  copper  containing  arsenic.  The  general 
tendency  of  arsenic  to  raise  the  effective  annealing  temperature  has  long 

10  C.  Grard:  Cuivre  et  Laitons  a  Cartouches,  Revue  d'ArtiUerie,  February-April, 
1909. 

nLoc.  cit. 

11 E.  S.  Bardwell:  The  Annealing  of  Cold-Rolled  Copper,  Trans.,  vol.  49,  pp.  7£3 
773  (1914). 
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mtmm  gradually  up  to  700°,  but  modi  man  rapidly 
region,  700  to  1,000°  C. 

The  photomicrograph*  of  the  present  set  show 
harmony  with  the  above  generalization  which  may  1 
nwliub  the  Uiihi  varieties  of  copper  used  in  these  tei 
lertaken  to  prepaie  counting  dab 
ng  that  the  principal  dements  of 
athrc  comparisoDB  more  vsmab 
To  take  the  extreme  caeca,  it  is  i 
eleetrolytie  aamplei  with  that  of 
greater  variations  in  the  forme 
due  to  the  presence  of  finely  sob 
itrated  in  certain  portions  of  the 
re  presence  of  the  oxide  particles 
tubs  and  reduces  the  final  grain  i 
itribution  of  these  oxide  segregat 
resented  by  the  two  kinds  of  ec 
i  to  their  genesis  in  the  east  mate 
iows  at  the  left  a  section  through 
round  mass  of  eutectic.    Planimetric  analysis  shows 
0.14  per  cent. ;  equivalent  to  1 .26  per  cent,  of  cuprous 
oxide.    From  the  regularity  of  arrangement,  it  is  probable  that  most  of 
the  light  areas  are  parts  of  the  same  dendritic  growth,  i.e.,  that  they  are 
not  separate  grains,  but  are  sections  from  the  same  grain  with  a  eutectic 
filling  in  the  interstices. 

If  we  increase  the  quantity  of  primary  copper  at  the  expense  of  the 
eutectic,  as  may  be  done  by  lowering  the  oxide  content,  the  light-grain  sec- 
tions increase  in  area,  changing  their  contours  somewhat;  and  the  eutectic 
filling  becomes  attenuated  until,  with  an  oxygen  content  of  0.04  per 
cent,  (rather  low  for  commercial  tough-pitch  copper),  a  condition  similar 
to  that  shown  at  the  right  in  Fig.  b,  Plate  6,  is  obtained.  The  relation 
between  the  two  portions  of  this  figure  is  easily  seen.  The  filling  in  of 
the  interstices  with  pure  copper  has  obscured  the  principal  features  of 
regularity  which  could  be  observed  at  the  earlier  Btage  of  dendritic 
growth,  but  it  is  highly  probable  that  most  of  the  light  sections  seen  in 
the  right-hand  micrograph  are  parts  of  the  same  grain,  i.e.,  possess  the  ■ 
same  specific  orientation. 

The  eutectic  filling  is  more  massive  in  some  places  than  in  others. 
Where  it  is  concentrated,  an  intensive  rolling  operation  will  result  in  a 
relatively  broad  band  of  eutectic,  i.e.,  more  or  less  parallel  trains  of  oxide 

■■  Mathewson  and  Caesar,  in  a  paper  lately  sent  to  the  Internationale  Zeittchrift 
'lr  Metallographie,  have  discussed  the  effect  of  oxide  on  the  size  of  recryst&llited 
ain  in  pure  copper. 
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particles  in  their  copper  matrix,  and,  where  it  is  attenuated,  narrow  bands 
will  result. 

In  the  present  experiments,  we  started  with  a  planed  cake,  2  in.  thick, 
and  ended  with  test  strips  0.064  in.  thick.  Hence,  the  cake  was  elongated 
to  some  30  times  its  original  length  as  a  result  of  the  various  rolling  oper- 
ations, and  equiaxial  patches  of  eutectic  are  ultimately  replaced  by 
bands  of  varying  breadth  and  thickness  depending  upon  their  original 
dimensions. 

A  broad  band  of  this  sort  is  seen  in  Fig.  a,  Plate  4.  It  is  very  notice- 
able that  the  copper  grains  in  this  region  are  smaller  than  in  adjacent 
regions  free  from  oxide.  Other  bands  of  varying  width  may  be  seen  in 
other  photomicrographs  of  the  present  collection. 

In  the  case  of  the  Copper  Range  material,  as  cast  (Fig.  a,  Plate  6), 
three  important  structural  observations  may  be  made:  (1)  there  is  no 
eutectic,  (2)  a  cored  structure  (shadowy  markings)  appears,  showing 
variation  in  internal  concentration  with  respect  to  arsenic,  and  (3)  the 
individual  oxide  particles,  which  are  located  with  some  regularity  in 
the  ultimate  interstices  corresponding  to  final  solidification  between  and 
within  the  grains,  are  considerably  larger  than  the  eutectic  particles  of 
oxide  in  the  electrolytic  material.19 

The  early  annealing  of  this  metal  removes  all  traces  of  the  cored  struc- 
ture and  no  indication  of  variable  internal  composition  was  observed  in 
the  product  as  received  from  the  rolling  mill. 

Some  fundamental  questions  of  constitution  in  the  system,  copper, 
arsenic,  oxygen,  have  not  yet  been  answered.  It  is  clear  that,  up  to 
some  3  per  cent.,  the  arsenic  exists  as  a  solid  solution,  probably  of  copper 
arsenide  (CusAs)  in  copper20  and  that  arsenic  does  not  deoxidize  copper, 
but  exerts  a  coarsening  and  scattering  effect  on  the  oxide  particles,21  as 
mentioned  above.  This  latter  effect  may  be  due  to  a  greatly  increased 
solubility  of  cuprous  oxide  in  arsenical  copper,  whereby  the  whole  amount 
of  oxide  (present  in  tough-pitch  metal)  remains  dissolved  until  almost  all 
of  the  copper  is  frozen,  and  finally  separates  out  in  coarser  form  from  this 
concentrated  solution  (as  a  eutectic  containing  an  unusually  high  per- 
centage of  oxide).  ' 

Whatever  the  constitutional  reasons  for  these  facts,  it  is  quite  evident 
that  the  trains  of  oxide  particles,  formed  when  Copper  Range  metal  is 
rolled,  are  always  made  up  of  coarse  units  which  do  not  oppose  grain 

19  These  could  not,  as  a  rule,  be  seen  as  separate  particles  under  the  magnification 
generally  adopted.  They  are  closely  sprinkled  throughout  the  dark  structure  element 
(eutectic)  shown  in  both  parts  of  Fig.  6,  Plate  6.  The  conclusions  reached  above  were 
verified  by  careful  examination  of  the  samples  in  question  at  adequate  magnifications. 

10  G.  D.  Bengough  and  B.  P.  Hill :  The  Properties  and  Constitution  of  Copper- 
Arsenic  Alloys,  Journal  of  the  Institute  of  Metals,  vol.  3,  pp.  34r-97  (1910). 

11  P.  Jolibois  and  P.  Thomas:  Du  R61e  de  Y Arsenic  dans  les  Cuivres  industriels, 
Revue  de  Mttallurpie,  vol.  10,  pp.  1264-1270  (1913). 
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that  the  wood  creosote  was  obtained  from  the  Pensacola  Tar  A  Tur- 
pentine Co.,  instead  of  from  the  Cleveland-Cliffs  Co.  The  creosote  from 
the  Cleveland-Cliffs  Co.,  known  as  M.  S.  33,  is  a  derivative  from  hard 
pine,  while  that  from  the  Pensacola  Co.  is  derived  from  a  soft  pine.  The 
sludge  acid  kerosene  is  a  byproduct  from  the  distillation  and  purification 
of  kerosene,  and  that  known  as  M.  S.  37  is  derived  from  California  crude 
oil  by  the  Union  Oil  Co.  The  stove  oil,  known  as  M.  S.  8,  is  from  the 
Standard  Oil  Co.  of  California,  and  seems  to  be  largely  kerosene. 

Period  2,  in  which  the  pulp  was  heated  to  an  average  temperature  of 
89°  F.,  gave  a  tailing  running  0.23  per  cent.  Cu,  with  a  fair  grade  of  con- 
centrate. 

Period  11,  in  which  more  creosote  was  used,  all  other  conditions 
remaining  as  in  Period  2,  gave  a  tailing  assaying  0.27  per  cent.  Cu,  with 
a  slightly  better  grade  of  concentrate.  It  should  be  noted,  however, 
that  it  is  not  characteristic  of  creosote  to  give  a  clean  concentrate,  it 
being  rather  a  good  "tailing"  oil  and  the  slight  increase  in  the  grade  of 
concentrate  should  not  be  attributed  to  the  increase  in  the  amount  of 
creosote  used,  but  rather  to  a  difference  in  operation  of  the  machine. 

Period  20,  in  which  Pensacola  creosote  was  used,  shows  an  average 
tailing  of  0.33  per  cent.  Cu,  and  a  very  clean  concentrate.  It  should 
be  noted  that  considerably  less  creosote  was  used  than  in  Period  11. 
The  decided  increase  in  the  grade  of  concentrate  is  not  due  to  the  sub- 
stitution of  Pensacola  creosote  for  Cleveland-Cliffs  creosote,  but  rather 
to  differences  in  operation. 

(b)  Round-Table  Feed.  Pulp  not  Heated. — During  Periods  3  and  10, 
the  pulp  wan  not  heated,  but  treated  at  a  temperature  of  50°  F.  The 
te«f,H  were  made  during  the  summer  months;  it  should  be  noted  that  during 
the  winter  months  the  temperature  of  the  pulp  would  be  about  40°  F., 
with  a  minimum  of  about  35°  F.  During  Period  3,  the  tailing  assayed 
0,32  per  cent.  Cu,  with  a  low-grade  concentrate,  and  during  Period  10 
the  tailing  averaged  0.42  per  cent.  Cu,  with  a  higher  grade  concentrate. 

(v.)  Hound-Table  Feed.  Pulp  Heated  to  125°  F. — Heating  the  pulp  to  a 
temperature  of  125°  F.  (Period  4)  gave  a  tailing  of  0.21  per  cent.  Cu  with 
a  fair  grade  of  concentrate.  As  Period  2,  in  which  the  pulp  was  heated 
to  W)''  V. .  gave  a  0.23  per  cent.  Cu  tailing,  it  is  evident  that  heating  beyond 
W  J\  dof-H  not  pay.  In  fact,  a  careful  study  of  the  tabulated  results 
would  indicate  that  it  does  not  pay  to  heat  above  about  75°  F.  The 
cottt  of  heating  the;  slime  pulp  for  flotation  is  about  lc.  per  ton  of  dry 
nlime  for  ^vory  2x/i°  F. 

(d)  /found-Table  Tailing.     Pulp  not  Heated. — The  treatment  of  the 
found  tahle  tailing,  after  dewatering  to  a  density  of  11.5  per  cent,  solids 
'Period  ft),  Wive  a  tailing  of  0.25  per  cent.  Cu  with  a  low-grade  concen- 
trate.    It  wan  thought  that  possibly  the  net  recovery  would  be  suffi- 
lilly  more  to  juntify  the  retention  of  the  round  tables  if  the  tailing 
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i.e.,  in  those  annealed  at  800°  and  1,000°,  while,  in  the  samples  annealed 
at  600°  some  unaltered  oxide  could  be  seen,  along  with  the  gas  cavities 
resulting  from  reduction  of  the  remainder. 

Those  who  have  seen  Campbell's24  recent  micrograph  of  over-poled 
copper  may  recall  its  close  resemblance  to  our  last  micrograph  (Fig.  /, 
Plate  5)  of  copper  ruined  by  anneal  in  coal  gas.  Deterioration,  in  both 
cases,  is  due  to  the  development  of  gas  within  the  grains  and  along  the 
grain  boundaries. 

Aside  from  the  comparative  observations  already  described,  we  have 
made  no  special  study  of  the  effects  of  annealing  under  reducing,  or  other 
exceptional  conditions.  It  is  beyond  the  scope  of  this  paper  to  discuss 
the  results  obtained  by  other  authors  in  this  particular  field. 

Our  observations  indicate  that  the  oxide  contained  in  any  of  these 
brands  of  copper  is  decomposed  by  coal  gas,  even  at  temperatures  of  low 
redness.  Presumably,  such  components  of  coal  gas  as  can  travel  freely 
in  copper  at  red  heat  (certainly  hydrogen,  probably  carbon  monoxide, 
and  perhaps  certain  hydrocarbons)  effect  an  ordinary  reduction  of  the 
oxide,  with  formation  of  bulky  gaseous  products  which  seem  to  accumu- 
late in  the  grain  boundaries,26  but  also  occur  abundantly  within  the  grain 
substance. 

The  character  of  the  fractures  indicates  that  the  tensile  break  occurs 
very  largely  at  the  grain  boundaries  through  the  gas  cavities,  whose  lining 
seems  to  be  devoid  of  luster. 


14  William  Campbell,  International  Engineering  Congress,  San  Francisco,  1915. 

"  G.  D.  Bengough  and  D.  Hanson's  tensile  tests  (Journal  Institute  of  Metals,  vol. 
12,  pp.  56-88,  1914)  have  shown  that  these  boundaries  are  favored  regions  of  weakness 
at  high  temperatures  (the  grains  pull  apart  at  the  boundaries),  which  indicates  that  gas 
evolved  from  within  would  find  its  path  of  least  resistance  along  the  boundaries. 


typo. 

During  the  series  of  experiments  a  large  variety  of  oils  was  tested. 
Kxporimonts  were  also  conducted  using  both  round-table  feed  and 
tailing  to  dotcrmine  whether  it  would  be  better  to  displace  the  round 
tables  by  flotation  for  the  treatment  of  the  slime,  or  to  supplement  the 
round  tables  by  flotation  of  the  round-table  tailing. 

A  Horios  of  tests  was  also  made  on  the  treatment  of  the  mill  tailing 
by  grinding  followed  by  flotation  to  determine  the  relative  merits  of 
flotation  and  leaching  for  the  treatment  of  this  product.  In  addition, 
flotation  tests  wore  made  on  mixtures  of  mill  tailing  and  slime. 

The  round-table  feed  referred  to  above  is  the  total  slime  from  the  mill. 
It,  contains  about  35  per  cent,  colloidal  solids  and  approximately  90  to 
|)fl  pur  cunt,  of  the  total  solids  will  pass  through  200  mesh  (0.067  mm.). 
II.  fiwmyn  from  2.3  to  2.6  per  cent.  Cu. 

Tli"  mill  tailing  referred  to  above  is  the  total  discard  from  the  mill, 
nxiiluwvn  of  the  slime.  It  is  all  finer  than  2  mm.  and  about  90  to  95 
pur  rent,  will  remain  on  0.25  mm.     It  assays  about  0.60  per  cent.  Cu. 

A  brinf  nummary  of  the  experimental  flotation  results  follows: 
'  Miilnllnrgioal  Manager,  Anaconda  Copper  Mining  Co. 
tMupitrlntondflnt  of  Condensation,  Anaconda  Copper  Mining  Co. 
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Preliminary  Tests 

A  series  of  tests  was  first  carried  out  to  determine  roughly  the  best 
conditions  for  flotation,  using  the  standard  Minerals  Separation  machine 
and  treating  round-table  feed :  The  following  reagents  were  tested  either 
alone,  or  in  combinations:  Turpentine,  crude  oil,  cresylic  acid,  stove  oil, 
tar  oil,  Carolina  oil  of  tar,  argols,  sludge  acid,  fuel  oil,  wood  creosote, 
and  sulphuric  acid.  In  some  of  these  tests  sulphuric  acid  was  used  and 
in  others  it  was  omitted.  Also,  the  effect  of  the  temperature  of  the  pulp 
upon  the  flotation  results  was  tested  by  heating  to  various  temperatures. 

As  these  tests  were  merely  preliminary,  no  record  was  kept  of  the 
amount  of  reagents  used.  It  was  conclusively  proved,  however,  that  the 
best  combination  of  reagents  was  sludge  acid,  wood  creosote,  stove  oil, 
and  sulphuric  acid.  Fortunately,  of  all  the  reagents  tested,  these 
happened  to  be  the  cheapest.  It  was  also  proved  that  the  addition  of 
sulphuric  acid  to  the  pulp  was  of  decided  advantage  in  the  treatment  of 
the  slime.  In  two  successive  tests  in  which  sludge  acid,  wood  creosote, 
and  stove  oil  were  used,  the  tailing  assayed  1.25  per  cent.  Cu  when  no 
acid  was  used  and  0.3  per  cent.  Cu  when  acid  was  used.  Since  these 
tests  were  made  we  have  omitted  the  use  of  stove  oil. 

A.  Tests  with  Standard  Minerals  Separation  Machine 

This  machine,  with  the  accessory  apparatus,  was  installed  in  a  sepa- 
rate building,  south  of  the  round-table  plant.  It  had  16  agitator  com- 
partments, each  2  ft.  square,  and  14  spitzkasten,  and  was  of  the  standard 
Minerals  Separation  design.  This  machine  is  known  by  us  as  M.  S. 
Machine  No.  1.  The  agitators  were  of  the  standard  Minerals  Separation 
type,  the  impellers  being  18  in.  in  diameter  and  the  agitators  making 
265  r.p.m.  This  gave  the  impellers  a  peripheral  speed  of  1,245  ft.  per 
minute.  The  machine  required  45  to  55  hp.,  including  motor  and  belt 
transmission  loss,  when  operating  under  a  full  load  of  slime  pulp. 

We  wish  at  this  point  to  express  our  appreciation  of  the  able  manner  in 
which  the  experimental  work  on  the  Minerals  Separation  machine  was 
carried  out  by  George  A.  Chapman,  and  staff,  of  the  Minerals  Separa- 
tion Co. 

The  first  products  to  be  tested  were  the  round-table  feed  and  tailing. 

1.  Treatment  of  Round-Table  Feed  and  Tailing 

(a)  Round-Table  Feed.  Normal  Tonnage  (60  Tons).  Pulp  Heated 
to  70°  to  90°  F. — The  reagents  used  in  Periods  2  and  11  were  sludge  acid 
kerosene  (M.  S.  37),  crude  wood  creosote  (M.  S.  33),  stove  oil  (M.  S.  8), 
and  sulphuric  acid.     The  reagents  in  Period  20  were  the  same,  except 


(6)  Round-Table  Feed.  Pulp  not  Healed.— During  Periods  3  and  10, 
the  pulp  was  not  heated,  but  treated  at  a  temperature  of  50°  F.  The 
testa  were  made  during  the  summer  months;  it  should  be  noted  that  during 
the  winter  months  the  temperature  of  the  pulp  would  be  about  40°  F., 
with  a  minimum  of  about  35°  F.  During  Period  3,  the  tailing  assayed 
0.32  per  cent.  Cu,  with  a  low-grade  concentrate,  and  during  Period  10 
the  tailing  averaged  0.42  per  cent.  Cu,  with  a  higher  grade  concentrate. 

(c)  Round-Table  Feed.  Pulp  Heated  to  125°  F.— Heating  the  pulp  to  a 
temperature  of  125°  F.  (Period  4)  gave  a  tailing  of  0.21  per  cent.  Cu  with 
a  fair  grade  of  concentrate.  As  Period  2,  in  which  the  pulp  was  heated 
to  90°  F., gave  a  0.23 per  cent.Cutailing.it  is  evident  that  heating  beyond 
90°  F.  does  not  pay.  In  fact,  a  careful  study  of  the  tabulated  results 
would  indicate  that  it  does  not  pay  to  heat  above  about  75"  F.  The 
cost  of  heating  the  slime  pulp  for  flotation  is  about  lc.  per  ton  of  dry 
Blime  for  every  2)4°  F- 

(d)  Round-Table  Tailing.  Pulp  not  Heated.— The  treatment  of  the 
round-table  tailing,  after  dewatering  to  a  density  of  11.5  per  cent,  solids 
(Period  5),  gave  a  tailing  of  0.25  per  cent.  Cu  with  a  low-grade  concen- 

It  was  thought  that  possibly  the  net  recovery  would  be  euffi- 
more  to  justify  the  retention  of  the  round  tables  if  the  tailing 
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from  the  round  table  instead  of  the  feed  to  the  round  table  were  treated 
by  flotation. 

(e)  Round-Table  Tailing.  Pulp  Heated  to  106°  F  —  It  is  evident  from 
the  result  of  this  test  (Period  6)  that  the  heating  in  the  case  of  the  round- 
table  tailing  was  of  no  benefit. 

if)  Round-Table  Feed.  High  Density  of  Pulp.  Pulp  Treated  to  96°  F. 
— The  density  of  the  round-table  feed  was  increased  to  22.5  per  cent, 
solids  by  a  second  dewatering  (Period  7).  As  had  been  expected,  the  in- 
crease in  density  considerably  decreased  the  oil  consumption  without 
decreasing  the  recovery  of  copper,  and  of  course  would  also  decrease 
the  expense  of  heating  the  pulp. 

(g)  Round-Table  Feed.  High  Density  of  Pulp.  High  Tonnage  (105 
Tons).  Pulp  Heated  to  96°  F. — It  was  thought  that  by  increasing  the 
density  of  the  pulp  it  might  be  possible  to  treat  the  same  volume  of  pulp 
per  machine  unit  as  with  the  lower  density,  and  in  that  way  increase  the 
tonnage  of  solids  treated.  The  tests  under  Period  8,  however,  show  that 
any  considerable  increase  in  the  amount  of  feed  to  the  M.  S.  No.  1 
machine  over  60  tons  results  in  a  decided  increase  in  the  tailing  loss. 

(A)  Round-Table  Feed.  High  Density  of  Pulp.  High  Tonnage. 
Pulp  not  Healed. — The  value  of  heating  the  pulp  in  the  case  of  high- 
density  feed  pulp  is  brought  out  by  this  test  (Period  9),  where  the  tail- 
ing jumped  to  1.28  per  cent.  Cu  with  the  absence  of  heat. 

(i)  Round-Table  Tailing.  High  Pulp  Density.  Pulp  Heated  to  70°  F. — 
This  test  (Period  12)  gave  a  tailing  of  0.45  per  cent.  Cu,  and  a  low-grade 
concentrate. 

(j)  Round-Table  Tailing.  Medium  Pulp  Density.  Pulp  Heated  to 
80°  F. — This  test  (Period  13A)  gave  a  good  tailing  assaying  but  0.20 
per  cent.  Cu.  This  would  seem  to  indicate  that  too  high  a  pulp  density 
in  the  treatment  of  the  round-table  tailing  is  a  decided  disadvantage. 

(k)  Round-Table  Tailing.  Medium  Pulp  Density.  Pulp  Heated  to 
80°  F. — In  this  test  (Period  13B)  no  acid  was  used,  and  as  a  result  the 
tailing  went  up  to  0.96  per  cent.  Cu.  Note  also  the  low  silver  content  of 
the  concentrate. 

(I)  Round-Table  Tailing.  Low  Pulp  Density.  Pulp  Heated  to  70° 
to  S0°F. — In  Periods  14A,  B,  C,  and  D,  the  round-table  tailing  pulp  was 
not  de watered  at  all,  but  treated  directly  at  a  density  of  about  6  per  cent, 
solids.  The  tailing  was  good,  ranging  from  0.16  per  cent.  Cu  to  0.22  per 
cent.  Cu,  for  the  four  tests.  During  Period  4B,  crude  turpentine, 
M.  S.  14,  from  the  Georgia  Pine  Products  Co.,  was  used  in  place  of 
Cleveland-Cliffs  creosote;  during  Period  14C,  crude  wood  creosote, 
No.  400,  from  the  Pensacola  Tar  &  Turpentine  Co.,  was  used,  and 
during  Period  14D,  crude  wood  creosote  from  the  Crichton  Pine  Prod- 
ucts Co.,  Ala.,  was  used.  All  of  these  oils  gave  satisfactory  results. 
The  increased  amounts  of  these  oils  used  during  these  tests  were  un- 
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6.  It  is  thought  that  the  best  circuit  density  for  the  slime  pulp  for 

flotation  treatment  is  about  12  per  cent,  solids. 

a   t+  i.  thought  that  about  70°  F.  will  be  found  to  be  the  most  eco- 
ature  at  which  to  keep  the  pulp. 

ns  to  be  absolutely  essential  to  tike  successful  treatment 
our  slime. 

tion  of  air  in  the  last  spitskasten  is  of  no  advantage. 
liderable  increase  in  speed  of  the  agitators  above  a  periph- 
,bout  1,300  ft.  per  minute  seems  to  be  disadvantageous. 

tent  of  Mill  Tatting  after  Grinding  through  60  Mesh 

were  made  in  the  M.  B.  No.  1  machine.    Hill  tailing  from 
8  of  the  concentrator  were  elevated  and  then  dewatered. 
tailing  was  then  crushed  through  60  mesh  (0.25  mm.), 
lingo  mill  10  by  4  ft.,  or  a  tube  mill  8  by  12  ft.    The  grind- 
perated  in  closed  circuit  with  a  Dorr  classifier,  the  overflow 
being  the  final  product  of  the  system  and  going  to  the 
for  treatment. 
Following  is  a  screen  ailing  test  of  the  average  final  product  pro- 
duced during  the  test  on  the  Hardinge  mill,  and  is  typical  of  the  flotation 
road: 

Screen  Siting  Test  on  Dorr  Classifier  Overflow,  or  Feed  to  Flotation 
Machine 
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(irt  I'tviimmw  IWs. — These  tests  (Period  24)  were  started  im- 
»UHtt*1*ty  *ft«r  putting  the  Hardinge  mill  in  operation.  At  first  no 
mi)  t^omo  aoid  was  jiilii^l,  and  the  pulp  was  not  heated.  It  would  be  well 
lit  now  Iwro  that  Iho  sluiijp?  acid  kerosene  contains  from  50  to  60  per 
or-ti  t .  sulphuric  *cid.  «>  that  when  this  oil  is  used  we  could  not  have  a  noo- 
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acid  pulp.  We  found,  however,  that  the  use  of  acid  in  addition  to  that 
contained  in  the  sludge  was  of  advantage.  Some  very  low  tailings  were 
produced  during  these  preliminary  tests,  but  the  concentrate  was  very  low 
grade.  It  seemed  to  be  of  decided  advantage  to  add  the  oil  ahead  of  the 
grinding  mill,  the  latter  apparently  making  an  ideal  agitator. 

However,  as  soon  as  we  began  to  heat  the  pulp  ahead  of  the  mill,  we 
found  that  the  acid  in  the  oil  and  the  small  amount  of  copper  sulphate 
formed  began  to  corrode  the  iron  work  of  the  mill.  This  would  not  be  a 
serious  matter  if  we  used  a  pebble,  or  silex-block  lining,  with  pebbles  for 
grinding,  but  we  early  abandoned  the  idea  of  using  silex,  or  pebble  linings, 
and  there  was  a  good  chance  that  as  a  grinding  medium  we  would  find 
iron  balls  superior  to  pebbles.  This,  of  course,  precluded  the  use  of  any 
acid,  or  acid  oil,  ahead  of  the  grinding  mill,  especially  if  the  pulp  was 
heated. 

It  is  barely  possible  that  we  might  find  the  action  of  the  sludge  acid 
kerosene  in  a  cold  circuit  so  slight  that  it  could  be  neglected,  even  though 
we  used  steel  lining  and  steel  balls.  It  would  be  a  decided  advantage  to 
add  the  oil  ahead  of  the  grinder. 

(6)  Low  Tonnage  (125  Tons).  Pulp  Heated  to  70°  F.  Oil  and  Acid 
added  in  M.  S.  Machine.  Acid  Circuit. — The  tailing  produced  during 
this  period  (No.  25)  averaged  0.07  per  cent.  Cu.  The  concentrate  was 
too  siliceous,  averaging  40.1  per  cent,  insoluble.  The  only  reagents  used 
were  sulphuric  acid  and  sludge  acid  kerosene.  It  should  be  noted  that 
the  product  treated  during  this  period  contained  only  3.1  per  cent,  on  80 
mesh  (0.20  mm.). 

(c)  High  Tonnage  (187  Tons).  Same  Conditions  as  under  (6),  except 
that  Flotation  Machine  was  Divided  into  Two  Parts,  Making  a  Primary 
and  a  Secondary  Machine,  the  Secondary  Machine  being  used  to  Clean 
the  Concentrate  from  the  Primary  Machine. — The  flow  sheet  was  as  follows: 
The  feed  pulp  was  put  into  the  sixth  agitator  cell,  thus  making  the  last 
11  cells  act  as  a  primary  machine.  The  concentrate  from  the  first 
six  boxes  of  the  primary  machine  was  returned  to  the  first  three  boxes  of 
the  original  machine  through  the  two  pre-agitators.  The  overflow  from 
the  remaining  five  boxes  of  the  primary  machine  was  returned  to  the 
original  feed.  The  last  cell  made  the  usual  tailing.  The  secondary 
machine  made  a  final  concentrate  and  a  middling  which  was  returned  to 
the  circuit.  The  chief  reagents  used  were  sludge  acid  kerosene  and 
sulphuric  acid.  Small  amounts  of  creosote  were  used  during  part  of  the 
test,  but  it  seemed  to  be  of  no  particular  advantage.  During  two  days, 
sludge  acid  kerosene  from  the  Standard  Oil  Co.  of  California  was  used 
with  good  results. 

The  tailing  during  this  period  (No.  26)  averaged  0.11  per  cent.  Cu, 
and  the  concentrate  averaged  26.9  per  cent,  insoluble.  It  is  thought  that 
this  is  about  typical  of  the  results  we  may  expect  from  a  commercial 


mesh.    The  same  flow  sheet  was  used  as  during  Period  26. 

(e)  Low  Tonnage  (106  Tons).  Oil  added  ahead  of  Grinding  Mill. 
Non-Acid  Circuit.  Pulp  Healed  to  about  75°  F.  Various  mixtures  of 
crude  turpentine,  creosote  and  pine  oil  used  during  these  tests.  The  mixtures 
contained  from  60  to  70  per  cent,  crude  turpentine;  21  to  32.5  per  cent, 
creosote;  2.5  to  15  per  cent,  pine  oil. — The  tailing  produced  during  this 
period  was  fairly  good,  averaging  0.09  per  cent.  Cu,  but  the  grade  of 
concentrate  was  not  good,  averaging  41.5  per  cent,  insoluble. 

(/)  Conclusions, — 1.  Although  not  definitely  demonstrated,  it  is 
thought  that  the  economical  capacity  of  the  M.  S.  No.  1  machine  when 
treating  sand  tailing  crushed  through  60  mesh  is  about  175  to  200  tons 
per  24  hr. 

2.  The  best  combination  of  reagents  seems  to  be  sludge  acid  kerosene 
and  sulphuric  acid.  However,  a  mixture  of  creosote,  turpentine,  and 
pine  oil,  in  a  non-acid  circuit  gave  good  results  also.  The  non-acid 
circuit,  however,  seems  to  require  more  delicate  adjustment  and  more 
careful  iittendanco  than  the  acid  circuit. 

!i.  The  grinding  mill  makes  an  ideal  agitator,  and  it  is  of  decided 

rantagH  to  add  the  oil  ahead  of  the  grinders. 

4.  Tho  treatment  of  the  mill  sand  tailing  ground  through  60  mesh 
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should  result  in  a  tailing  assaying  not  over  0.10  per  cent.  Cu  and  a 
concentrate  carrying  not  over  30  per  cent,  insoluble. 

5.  It  is  thought  that  the  best  density  of  pulp  is  from  25  to  30  per 
cent,  solids. 

6.  Heating  of  the  pulp  to  about  70°  F.  seems  to  be  of  advantage, 
although  there  is  a  possibility  that  this  heating  may  be  dispensed  with 
during  the  summer  months  without  any  injurious  results. 

7.  Acid  seems  to  be  beneficial  but  it  is  not  of  as  much  importance  as 
in  the  treatment  of  the  slime. 

3.  Treatment  of  Mixture  of  Round-Table  Feed  and  Mill  Tailing  after 

Grinding  through  60  Mesh 

These  tests  were  made  in  the  M.  S.  No.  1  machine.  It  was  thought 
that  it  might  be  of  advantage  to  mix  the  slime  and  the  reground  mill 
tailing  for  flotation  treatment.  The  acid  sludge  kerosene,  turpentine 
and  the  sulphuric  acid  used  were  added  in  the  flotation  machine.  In 
some  instances,  various  mixtures  of  coal  tar  (70  to  80  per  cent.),  creosote 
(17.5  to  22.5  per  cent.),  and  pine  oil  (2.5  to  7.5  per  cent )  were  used 
with  the  sludge  acid.     These  were  added  ahead  of  the  grinding  mill. 

The  average  proportion  of  sand  tailing  to  slime  in  the  mixture 
treated  was  75.7  to  20.1,  or  3.8  to  1.  In  practice  the  proportion  of 
production  of  tailing  to  slime  is  about  3  to  1;  thus  our  mixture  was  some- 
what deficient  in  slime.  The  concentrate  produced,  34.1  per  cent,  in- 
soluble, is  of  a  good  grade,  but  the  tailing  is  high,  0.20  per  cent.  Cu. 
Theoretically,  the  tailing  should  have  assayed  about  0.15  per  cent.  Cu, 
assuming  a  0.10  per  cent.  Cu  tailing  from  the  sand  tailing  and  0.30  per 
cent.  Cu  tailing  from  the  slime. 

Although  this  test  was  not  conclusive,  it  was  decided,  from  observa- 
tion, that  it  is  better  to  treat  the  slime  and  the  sand  tailing  separately. 
Of  course,  the  slime  which  is  made  in  the  grinding  of  the  sand  tailing  is 
included  in  the  sand  tailing  for  treatment.  This  slime  produced  in 
grinding  the  tailing  is  much  lower  grade  and  more  siliceous  than  the 
original  mill  slime. 

B.  Tests  with   Minerals   Separation  Machine  of  Sub-Aeration 

Type 

1.  Treatment  of  Round-Table  Feed  and  Tailing 

This  machine  was  sent  here  by  the  Minerals  Separation  Co.,  and  was 
set  up  and  tested  at  its  request. 

The  principal  difference  between  this  and  the  No.  1  machine  is  that 
air  is  introduced  at  the  bottom  of  the  agitator  compartment.  The 
agitator  was  of  the  Howard  type,  practically  a  " balanced"  pump  im- 
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peller  run  backward,  and  each  shaft  had  two  impellers,  one  placed 
above  the  other  and  separated  by  a  stationary  grid.  There  was  also 
another  grid  above  the  top  impeller.  There  were  four  agitator  compart- 
ments and  four  spitzkasten.  The  agitators  made  185  r.p.m.  At  first 
it  was  planned  to  suck  air  from  the  atmosphere  by  the  action  of  the 
impellers.  This  did  not  work,  however,  and  it  was  found  necessary  to 
force  air  into  the  cells  under  a  few  pounds  pressure.  The  feed  was 
introduced  through  the  bottom  of  the  first  agitator  cell.  The  laundering 
was  arranged  so  that  as  many  spitzkasten  as  desired  could  be  sent  to 
finished  concentrate,  the  remainder  going  to  middling  and  being  re- 
turned to  the  machine.  This  machine  required  47  hp.  under  a  full  load 
of  slime,  including  motor-  and  belt-transmission  loss. 

Two  tests  were  made,  one  treating  round-table  feed,  and  one  treating 
round-table  tailing.  The  results  of  these  tests  are  shown  in  Periods  30 
and  31  in  the  tables.  It  may  be  possible  to  develop  an  efficient  ma- 
chine of  this  type,  but  the  particular  machine  sent  here  for  testing  was 
certainly  not  satisfactory. 

A  later  test  was  made  in  which  the  spitzkasten  were  dispensed  with 
and  the  froth  was  taken  directly  off  the  top  of  the  agitator  cells.  Under 
these  conditions,  the  four  agitators  seemed  to  create  too  much  disturb- 
ance for  the  proper  removal  of  the  froth,  and  only  two  agitators,  the 
first  and  third,  were  operated.  These  modifications  did  not  improve  the 
work  of  the  machine.  The  results  of  this  test  are  shown  below.  This 
modified  machine  was  called  No.  2  A. 

C.  Tests  with  Callow  Pneumatic  Machine 

Tests  made  by  Mr.  Callow  at  his  laboratory  in  Salt  Lake  on  samples 
of  our  mill  tailing  ground  through  40,  60,  and  80  mesh,  and  of  our  slime, 
had  given  such  promising  results  that  it  was  decided  to  try  out  the  Callow 
machine  on  a  commercial  scale.  Accordingly,  there  was  shipped  here 
during  September,  1914,  five  standard  Callow  cells,  2  by  8  ft.,  a  Pachuca 
agitating  tank  and  accessory  apparatus,  consisting  of  blower  and  sand 
pumps.  This  equipment  was  installed  in  the  old  80-ton  experimental 
leaching  plant  and  was  ready  for  operation  the  latter  part  of  October. 

In  addition  to  the  Pachuca  agitator  recommended  by  Mr.  Callow, 
we  built  a  set  of  two  mechanical  agitators.  These  agitators  consisted 
of  a  tank  about  10  ft.  long  by  2%  ft.  wide  and  2}^  ft.  deep,  in  which  re- 
volved a  horizontal  shaft  carrying  a  set  of  paddles.  These  agitators  were 
belt  driven  from  one  motor  and  required  a  total  of  25  to  30  hp.,  including 
motor,  belt,  and  countershaft  power  loss.  The  agitators  seemed  to 
work  well  and  had  a  combined  capacity  of  about  60  tons  of  slime  per 

24  hr. 

Power  readings  made  on  the  blower  which  furnished  the  air  for  the 

five  Callow  cells  gave  the  following  results: 
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*  Includes  motor  loss. 


Air  Pressure,  Pounds 

Input  to  Motor, 
Hp. 

Shafting, 
Hp. 

Net  to  Blower,* 
Hp. 

4 
5 
6 

25.8 
35.4 

47.4 

8.8 
8.8 

8.8 

17.0 
26.6 
38.6 

1.  Treatment  of  Round-Table  Feed  and  Tailing 

(a)  Round-Table  Feed.  No  Acid. — During  the  first  four  days  air 
agitation  was  employed,  using  the  Pachuca  tank.  With  a  feed  of  60 
to  80  tons,  the  results  were  very  poor.  The  air  agitator  did  not  have 
sufficient  capacity.  During  the  last  five  days  of  this  period  (No.  32) 
mechanical  agitation  was  used  and  gave  much  better  results. 

(b)  Round-Table  Feed.  Air  Agitation. — This  test  (Period  33),  which 
was  of  16  days'  duration,  gave  an  average  tailing  of  0.35  per  cent.  Cii, 
and  a  concentrate  carrying  31.6  per  cent,  insoluble.  The  capacity  per 
cell  seems  to  be  about  15  to  20  tons  of  slime  per  day.  Sludge  acid  and 
sulphuric  acid,  with  no  creosote  or  stove  oil,  seemed  to  give  as  good  or 
better  results  than  when  creosote  was  used. 

(c)  Round-Table  Feed.  Mechanical  Agitation. — This  test  (Period  34), 
of  27  days'  duration,  gave  an  average  tailing  of  0.30  per  cent.  Cu,  and  a 
concentrate  assaying  34.2  per  cent,  insoluble.  The  average  tonnage  per 
cell  was  20  tons  per  day.  The  principal  oil  used  was  sludge  acid  kerosene, 
together  with  sulphuric  acid. 

(d)  Round-Table  Tailing.  Mechanical  Agitation. — This  test  (Period 
35),  of  four  days'  duration,  gave  an  average  tailing  of  0.32  per  cent.  Cu, 
and  a  final  concentrate  of  about  60  per  cent,  insoluble.  (The  rougher 
concentrate  for  the  first  two  days  should  be  included  in  the  average  final 
concentrate.) 

(e)  Conclusions. — 1.  On  our  slime,  air  agitation  is  not  as  satisfactory 
as  mechanical. 

2.  The  capacity  of  one  standard  Callow  cell  is  about  15  to  20  tons  of 
slime  per  day. 

3.  The  Callow  machine  produces  a  clean  concentrate  but  does  not 
give  as  clean  a  tailing  as  the  Minerals  Separation  machine. 

4.  The  Callow  machine  is  more  sensitive  and  requires  closer  attention 
than  the  Minerals  Separation  machine. 

5.  The  cost  of  repairs  would  probably  be  less  on  the  Callow  machine 
than  on  the  Minerals  Separation  machine.  This  cost,  however,  is  com- 
paratively small  for  either  machine. 

6.  The  power  required  per  ton  treated  in  the  Callow  system  is  just 
about  the  same  as  that  required  in  the  Minerals  Separation  machine. 

VOL.  lv. — 32. 
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In  all  of  these  tests  the  original  feed  was  divided  among  the  Callow 
rougher  cells,  operating  in  parallel.  As  a  rule,  there  was  one  cleaner  cell 
operating  also.  When  this  was  operating  the  concentrate  from  the 
rougher  cells  went  to  it,  the  cleaner  making  a  final  concentrate  and  a 
middling  which  was  returned  to  the  system.  The  rougher  cells  made  the 
final  tailing. 

2.  Treatment  of  Mill  Tailing  after  Grinding  through  60  Mesh 

(a)  Preliminary  Tests. — During  the  first  few  shifts  the  mechanical 
agitators  at  the  Callow  plant  were  used,  but  it  was  soon  found  that  they 
were  not  required — that  the  grinding  mill  gave  sufficient  and  thorough 
agitation. 

Sludge  acid  kerosene  was  the  only  oil  used  during  this  period,  and 
was  added  ahead  of  the  grinding  mill.  Sulphuric  acid  was  added  ahead 
of  the  flotation  cells.  The  tailing  for  this  period  averaged  0.10  per  cent. 
Cu,  and  the  concentrate  carried  an  average  of  42.2  per  cent,  insoluble. 
The  pulp  was  heated  just  ahead  of  the  flotation  cells  (Period  36). 

(6)  Sludge  Acid  Kerosene  Added  Ahead  of  Grinding  Mill. — The  flow 
sheet  was  modified  slightly  during  Period  37.  Instead  of  sending  the 
entire  rough  concentrate  from  the  rougher  cells  to  the  cleaner  cells, 
only  the  first  half  was  sent  to  the  cleaner,  that  coming  off  the  half  nearer 
the  tailing  end  of  the  machine  being  returned  as  middling  to  the  original 
feed.  This  resulted  in  giving  the  cleaner  cell  a  richei  feed  and,  in  turn, 
enabled  the  cleaner  to  make  a  higher  grade  concentrate.  This  period 
shows  some  very  good  results,  a  tailing  assaying  0.11  per  cent.  Cu 
and  a  concentrate  carrying  27.9  per  cent,  insoluble.  Here,  again,  is 
brought  out  the  splendid  agitation  and  mixing  obtained  in  the  grinding 
mill. 

(c)  Neutral  Circuit.  No  Acid.  Turpentine  Added  Ahead  of  Grinding 
Mill. — In  this  test  (Period  38),  no  acid  was  used.  Turpentine  was  added 
ahead  of  the  grinder.  The  tailing  averaged  0.16  per  cent.  Cu,  and  the 
concentrate  carried  35.1  per  cent,  insoluble.  It  should  be  noted  that  in 
this  test  tonnage  treated  per  cell  was  only  58.2  tons  as  against  75.6  tons 
in  the  preceding  tests. 

(d)  Neutral  Circuit.  Same  Conditions  as  under  (c)  except  Lower  Ton- 
nage per  Rougher  Cell. — During  this  period  (No.  39)  the  average  tonnage 
treated  per  rougher  cell  was  only  39.9  tons.  The  tailing  was  high,  0.18 
per  cent.  Cu,  and  the  concentrate  low  grade.  47.5  per  cent,  insoluble. 

It  is  evident  from  the  work  in  this  and  the  preceding  period  that 
turpentine  will  not  give  us  good  results  in  a  neutral  circuit. 

(e)  Mixtures  of  Coal  Tar,  Creosote  and  Pine  Oil  Added  Ahead  of  Grinder. 
Neutral  Circuit. — The  tests  during  Periods  36  and  37  were  made  under 
the  supervision  of  Mr.  Bernsen,  a  representative  of  Mr.  Callow.     These 
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tests  show  a  tailing  of  0.13  per  cent.  Cu,  and  a  low-grade  concentrate, 
—  45.3  per  cent,  insoluble.  The  results  are  not  nearly  so  good  as  those 
obtained  in  the  acid  circuit. 

(J)  Same  Conditions  as  under  Period  40,  except  the  Rougher  Cells 
Operated  in  Series  instead  of  in  Parallel. — During  this  test  the  original 
feed  went  to  No.  2  rougher  and  the  tailing  from  No.  2  rougher  was  fed  to 
No.  1  rougher,  the  latter  making  a  final  tailing.  The  concentrate  from 
the  No.  2  rougher  went  to  the  cleaner  and  that  from  No.  1  was  returned 
to  the  feed  as  middling.  The  final  tailing  averaged  0.11  per  cent.  Cu,  but 
the  concentrate  was  rather  low  grade,  running  38.7  per  cent,  insoluble. 

(g)  Conclusions. — 1.  The  capacity  of  the  standard  Callow  cell  when 
treating  ground  mill  tailing  is  about  75  tons  per  day. 

2.  No  other  agitation  is  required  if  the  reagents  can  be  added  ahead 
of  the  grinding  mill. 

3.  The  use  of  acid  seems  to  be  of  considerable  advantage. 

4.  On  account  of  utilizing  the  grinding  mill  as  an  agitator  the  Callow 
machine  requires  less  power  than  the  Minerals  Separation  machine. 

5.  The  Callow  machine  is  more  sensitive  and  requires  more  attention 
than  the  Minerals  Separation  machine. 

The  work  of  the  Froment  and  Towne,  and  the  Fields  flotation  ma- 
chines, was  found  to  be  unsatisfactory;  that  on  the  Anaconda  cell  was  of 
short  duration,  no  definite  results  being  obtained. 

D.  Miscellaneous  Flotation  Tests 

1.  Test  of  Various  Kerosene  Sludge  Acid  Oils 

During  the  experimental  flotation  work,  tests  were  made  on  barrel 
lots  of  various  sludge  acid  kerosenes,  with  the  following  results: 

(a)  From  Union  Oil  Co.  of  San  Francisco. — This  is  the  sludge  known 
as  M.  S.  37,  used  during  practically  all  of  the  experimental  work.  It 
gives  highly  satisfactory  results.  Although  exposed  to  the  weather  in 
iron  drums  during  the  winter  months,  it  gave  no  trouble  by  becoming  too 
viscous. 

(b)  From  Standard  Oil  Co.  of  San  Francisco. — This  sludge  acid  gave 
just  as  good  results  in  the  flotation  work  as  that  from  the  Union  Oil  Co. 
This  oil  did  not  become  viscous  when  exposed  ta  freezing  temperatures. 

(c)  From  Western  Oil  Co. — One  barrel  of  this  oil  was  tested  during 
February  in  the  M.  S.  No.  1  machine  when  treating  round-table  feed. 
This  oil  did  not  give  as  satisfactory  results  as  the  two  preceding  oils. 
About  one-third  of  the  oil  was  left  in  the  barrel  as  a  solid  residue. 

(d)  From  Midwest  Refining  Co. — One  barrel  of  this  oil  was  tested  dur- 
ing February  in  the  M.  S.  No.  1  machine  when  treating  round-table  feed, 
The  results  obtained  with  this  oil  were  not  as  good  as  those  obtained  when 
using  the  first  two  oils.     At  least  one-half  of  this  oil  remained  in  the 


600  FLOTATION  CONCENTRATION  AT  ANACONDA,  MONT. 

barrel  as  a  solid  residue  which  we  could  not  liquify  even  by  using 
fitoam  coils. 

(e)  From  Producer*  Refining  Co. — We  could  not  test  this  oil  as  it  was 
nolidiflod  in  the  barrels  and  did  not  become  liquid  after  standing  for  days 
at  a  temperature  of  60°  F.,  or  better. 

2.  Test  of  Various  Creosote  Oils 

During  the  experimental  flotation  work  the  following  creosote  oils 
were  touted  with  the  results  shown: 

(a)  Cmmtie  from  Cleveland-Cliffs  Iron  Co.  of  Marquette,  Mich. — 
ThU  In  a  oroosoto  obtained  as  a  byproduct  in  the  manufacture  of  charcoal 
from  hard  pine.  This  is  known  as  M.  S.  No.  33,  the  number  given  to  it 
by  the  Minerals  Separation  Co.  This  is  the  creosote  that  was  used 
praotloally  throughout  the  entire  work  with  highly  satisfactory  results. 

(6)  Cnomtefrom  Pensacola  Tar  &  Turpentine  Co.  ofGuU  Point,  Fla. — 
Wo  lined  a  conmdcrable  quantity  of  this  oil  in  our  experimental  work. 
1 1  gl  von  fully  ha  good  results  as  the  Cleveland-Cliffs  creosote.  It  is  made 
from  ( loorgiu  pine  wood.  This  oil  is  known  as  No.  400  by  the  Pensacola 
( '<>,  (won  Period*  14C,  19,  20,  21,  22  and  23). 

(v)  Cmml*  from  Crichton  Pine  Products  Co.  of  Alabama. — A  barrel 
of  Mil*  oil  wa*  touted  and  gave  good  results  (see  Periods  14D  and  15A). 

(</)  Tnr  Crmwotv  from  Butte  Gas  Works. — A  test  was  made  using  a 
barrel  of  tar  eroo*oto  from  the  Butte  Gas  Works,  which  gave  fairly  good 
iomiiIIm.  Thn  tent  whh  of  too  short  duration  to  be  conclusive,  but  it  is 
tlionulif  Mutt  tlio  tar  creosote  would  give  satisfactory  results  (see  Period 
I  Ml ),  In  touting  the  Callow  machines  a  mixture  of  oil  containing  tar 
oioowolo  from  the  Barrett  Manufacturing  Co.  was  used  with  good  results 
(pen  Period*  '10  and  41).  In  the  laboratory  tests  we  have  found  that 
I  hit  I  nr  oroowotoH  give  good  results. 

(*)  ( ? mmfa  from  the  Timber  Treating  Plant  at  Rocker. — This  creosote 
eoninw  from  the  J.  i«\  Lewis  Co.  of  Moline,  111.  It  did  not  give  good 
lewtillw,  Millionth  the  tost  was  too  short  to  be  absolutely  conclusive. 
Tim  oil  ooiilainod  a  good  deal  of  dirt  and  sediment  (see  Period  15E). 

a.  Tvtt  of  lUnnktts  for  Callow  Cells 

|'\nir  blanket*  for  Callow  cell*  were  received  from  Lane  &  Co.,  New 
Vol  k  ( 'it  v.  Tho*o  blanket*  woro  numbered  1,038, 1,039, 1,057,  and  1,058. 
In  |ifu»|i  oawo  I  ho  blanket*  have  a  better  distribution  of  air  after  a  few 
hoio*1  o| wml  Ion,  duo  probably  to  a  readjustment  in  the  weaving  after 
I  ho  blanket  ban  boon  thoroughly  wetted. 

The  blanket*  woro  tented,  with  the  following  results: 

Wo,  HlftM,  NimjiI*  TAiVIIniww.    Callow  cells  treating  sand  tailing. 
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The  air  distribution  was  uneven  and  if  enough  air  was  turned  into 
chamber  to  keep  sand  moving  on  blanket,  then  there  was  violent  boiling 
at  points.  Blanket  not  satisfactory  for  coarse  (60-mesh)  feed  but  might 
work  fairly  well  on  slime. 

(6)  No.  1,058,  Double  Thickness. — In  this  test  the  No.  1,058  blanket 
was  doubled.  The  feed  treated  was  slime.  The  air  distribution  was 
very  good  and  the  results  practically  the  same  as  the  regular  Callow 
blanket  supplied  by  the  General  Engineering  Co.  of  Salt  Lake. 

(c)  No.  1,039. — This  blanket  was  tested  on  slime  feed  and  gave  an 
even  distribution  for  all  air  pressures  up  to  5%  lb. 

(d)  No.  1,057* — This  blanket  gave  a  very  uneven  distribution  of 
air  for  all  pressures.  The  pores  seemed  to  close  up  unevenly  when 
the  blanket  was  wet. 

(e)  No.  1,038. — This  blanket  was  tested  on  slime  feed.  Gave  very 
good  distribution  of  air  for  all  pressures  up  to  4  lb.  This  blanket  is 
thinner  than  the  others  and  also  thinner  than  the  regular  Callow  blanket 
and  requires  less  pressure  to  deliver  the  same  volume  of  air  as  the  others. 

(f)  RSsumt. — No.  1,057  would  not  be  satisfactory  for  our  purposes. 
No.  1,058,  single,  would  not  be  satisfactory,  except,  possibly,  on  slime 

feed. 

No.  1,058,  double,  would  be  satisfactory  for  either  slime  or  sand, 
but  would  probably  cost  too  much. 

No.  1,038,  entirely  satisfactory  for  slime,  and  would  probably  be  all 
right  on  sand. 

4.  Soluble  Copper  in  Flotation  Tailing 

Samples  of  tailing  pulp  were  sent  to  the  laboratory  and  the  soluble 
copper  was  determined. 

The  tailing  from  the  round-table  feed  contained  0.141  gram  of 
soluble  copper  per  liter  of  solution.  The  tailing  from  the  round-table 
tailing  contained  0.084  gram  of  soluble  copper  per  liter  of  solution. 

5.  Disintegration  of  Flotation  Froth 

In  order  to  break  up  the  froth  in  the  flotation  concentrate  a  saucer- 
shaped  disk  3  ft.  in  diameter  was  constructed.  This  was  revolved  at  a 
speed  of  300  r.p.m.  inside  a  circular  tank.  The  concentrate  pulp  was 
fed  on  to  the  disk  at  the  center  and  was  thrown  out  against  the  sides  of 
the  tank.  The  impact  broke  up  the  froth  to  a  great  extent.  No  test 
was  made  on  the  disintegrator. 

It  was  noted  early  in  the  experimental  work  that  an  elevator  made  a 
good  froth  breaker,  the  impact  of  the  pulp  discharge  at  the  head  of  the 
elevator  serving  to  break  up  the  bubbles,  to  a  large  extent.  A  test  made 
at  the  experimental  Callow  flotation  showed  that  the  rough  concentrate 
pulp  was  reduced  75  per  cent,  in  bulk  in  passing  through  an  elevator. 
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mesh.    The  same  flow  sheet  was  used  as  during  Period  26. 

(e)  Low  Tonnage  (106  Tons).  Oil  added  ahead  of  Grinding  Mill. 
Non-Acid  Circuit.  Pulp  Heated  to  about  75°  F.  Various  mixtures  of 
crude  turpentine,  creosote  and  pine  oil  used  during  these  tests.  The  mixtures 
contained  from  60  to  70  per  cent,  crude  turpentine;  21  to  32.5  per  cent, 
creosote;  2.5  to  15  per  cent,  pine  oil. — The  tailing  produced  during  this 
period  was  fairly  good,  averaging  0.09  per  cent.  Cu,  but  the  grade  of 
concentrate  was  not  good,  averaging  41.5  per  cent,  insoluble. 

(J)  Conclusions. — 1.  Although  not  definitely  demonstrated,  it  iB 
thought  that  the  economical  capacity  of  the  M.  S.  No.  1  machine  when 
treating  sand  tailing  crushed  through  60  mesh  is  about  175  to  200  tons 
per  24  hr. 

2.  The  best  combination  of  reagents  seems  to  be  sludge  acid  kerosene 
and  sulphuric  acid.  However,  a  mixture  of  creosote,  turpentine,  and 
pine  oil,  in  a  non-acid  circuit  gave  good  results  also.  The  non-acid 
circuit,  however,  seems  to  require  more  delicate  adjustment  and  more 
careful  attendance  than  the  acid  circuit. 

3.  The  grinding  mill  makes  an  ideal  agitator,  and  it  is  of  decided 
advantage  to  add  the  oil  ahead  of  the  grinders. 

4.  The  treatment  of  the  mill  sand  tailing  ground  through  60  mesh 
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should  result  in  a  tailing  assaying  not  over  0.10  per  cent.  Cu  and  a 
concentrate  carrying  not  over  30  per  cent,  insoluble. 

5.  It  is  thought  that  the  best  density  of  pulp  is  from  25  to  30  per 
cent,  solids. 

6.  Heating  of  the  pulp  to  about  70°  F.  seems  to  be  of  advantage, 
although  there  is  a  possibility  that  this  heating  may  be  dispensed  with 
during  the  summer  months  without  any  injurious  results. 

7.  Acid  seems  to  be  beneficial  but  it  is  not  of  as  much  importance  as 
in  the  treatment  of  the  slime. 

3.  Treatment  of  Mixture  of  Bound-Table  Feed  and  Mill  Tailing  after 

Grinding  through  60  Mesh 

These  tests  were  made  in  the  M.  S.  No.  1  machine.  It  was  thought 
that  it  might  be  of  advantage  to  mix  the  slime  and  the  reground  mill 
tailing  for  flotation  treatment.  The  acid  sludge  kerosene,  turpentine 
and  the  sulphuric  acid  used  were  added  in  the  flotation  machine.  In 
some  instances,  various  mixtures  of  coal  tar  (70  to  80  per  cent.),  creosote 
(17.5  to  22.5  per  cent.),  and  pine  oil  (2.5  to  7.5  per  cent )  were  used 
with  the  sludge  acid.    These  were  added  ahead  of  the  grinding  mill. 

The  average  proportion  of  sand  tailing  to  slime  in  the  mixture 
treated  was  75.7  to  20.1,  or  3.8  to  1.  In  practice  the  proportion  of 
production  of  tailing  to  slime  is  about  3  to  1;  thus  our  mixture  was  some- 
what deficient  in  slime.  The  concentrate  produced,  34.1  per  cent,  in- 
soluble, is  of  a  good  grade,  but  the  tailing  is  high,  0.20  per  cent.  Cu. 
Theoretically,  the  tailing  should  have  assayed  about  0.15  per  cent.  Cu, 
assuming  a  0.10  per  cent.  Cu  tailing  from  the  sand  tailing  and  0.30  per 
cent.  Cu  tailing  from  the  slime. 

Although  this  test  was  not  conclusive,  it  was  decided,  from  observa- 
tion, that  it  is  better  to  treat  the  slime  and  the  sand  tailing  separately. 
Of  course,  the  slime  which  is  made  in  the  grinding  of  the  sand  tailing  is 
included  in  the  sand  tailing  for  treatment.  This  slime  produced  in 
grinding  the  tailing  is  much  lower  grade  and  more  siliceous  than  the 
original  mill  slime. 

B.  Tests  with  Minerals  Separation  Machine  op  Sub-Aeration 

Type 

1.  Treatment  of  Round-Table  Feed  and  Tailing 

This  machine  was  sent  here  by  the  Minerals  Separation  Co.,  and  was 
set  up  and  tested  at  its  request. 

The  principal  difference  between  this  and  the  No.  1  machine  is  that 
air  is  introduced  at  the  bottom  of  the  agitator  compartment.  The 
agitator  was  of  the  Howard  type,  practically  a  "balanced"  pump  im- 
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peller  run  backward,  and  each  shaft  had  two  impellers,  one  placed 
above  the  other  and  separated  by  a  stationary  grid.  There  was  also 
another  grid  above  the  top  impeller.  There  were  four  agitator  compart- 
ments and  four  sphzkasten.  The  agitators  made  185  r.p.m.  At  first 
it  was  planned  to  suck  air  from  the  atmosphere  by  the  action  of  the 
impellers.  This  did  not  work,  however,  and  it  was  found  necessary  to 
force  air  into  the  cells  under  a  few  pounds  pressure.  The  feed  was 
introduced  through  the  bottom  of  the  first  agitator  celL  The  laundering 
was  arranged  so  that  as  many  sphzkasten  as  desired  could  be  sent  to 
finished  concentrate,  the  remainder  going  to  middling  and  being  re- 
turned to  the  machine.  This  machine  required  47  hp.  under  a  full  load 
of  slime,  including  motor-  and  belt-transmission  loss. 

Two  tests  were  made,  one  treating  round-table  feed,  and  one  treating 
round-table  tailing.  The  results  of  these  tests  are  shown  in  Periods  30 
and  31  in  the  tables.  It  may  be  possihie  to  develop  an  efficient  ma- 
chine of  this  type,  but  the  particular  machine  sent  here  for  testing  was 
certainly  not  satisfactory 

A  later  test  was  made  in  which  the  spitzkasten  were  dispensed  with 
and  the  froth  was  taken  directly  off  the  top  of  the  agitator  cells.  Under 
these  conditions,  the  four  agitators  seemed  to  create  too  much  disturb- 
ance for  the  proper  removal  of  the  froth,  and  only  two  agitators,  the 
first  and  third,  were  operated.  These  modifications  did  not  improve  the 
work  of  the  machine.  The  results  of  this  test  are  shown  below.  This 
modified  machine  was  called  No.  2  A. 

C.  Tests  with  Callow  Pxxumatic  Machine 

Tests  made  by  Mr.  Callow  at  his  laboratory  in  Salt  Lake  on  samples 
of  our  mf.:  tailing  ground  through  40.  60.  and  80  mesh,  and  of  our  slime, 
had  giver,  such  promising  results  that  it  was  decided  to  try  out  the  Callow 
machine  on  a  commercial  scale.  Accordingly,  there  was  shipped  here 
during  September.  1914,  five  standard  Callow  cells,  2  bv  8  ft.,  a  Pachuca 
agitating  tank  and  accessory  apparatus,  consisting  of  blower  and  sand 
pumps.  This  equipment  was  installed  in  the  old  80-ton  experimental 
leaching  plan:  and  was  ready  for  operation  the  latter  part  of  October. 

In  addition  to  the  Pachuca  agitator  recommended  by  Mr.  Callow, 
we  built  a  set  of  two  mechanical  agitators.  These  agitators  consisted 
of  a  tank  about  10  ft.  long  by  2l*  ft.  wide  and  2*£  ft.  deep,  in  which  re- 
volver a  horizontal  shaft  carrying  a  set  of  paddles.  These  agitators  were 
belt  driven  from  one  motor  and  required  a  total  of  25  to  30  hp.,  including 
motor.  lv!t.  and  countershaft  power  loss.  The  agitators  seemed  to 
work  well  and  had  a  combined  capacity  of  about  60  tons  of  slime  per 

24  hr. 

Power  readings  made  on  the  blower  which  furnished  the  air  for  the 
Callow  cells  save  the  following  results: 
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*  Includes  motor  loss. 


Air  Pressure,  Pounds 

Input  to  Motor, 
Hp. 

Shafting, 
Hp. 

Net  to  Blower,* 
Hp. 

4 
5 
6 

25.8 
35.4 

47.4 

8.8 
8.8 

8.8 

17.0 

26.6 
38.6 

1.  Treatment  of  Round-Table  Feed  and  Tailing 

(a)  Round-Table  Feed.  No  Acid. — During  the  first  four  days  air 
agitation  was  employed,  using  the  Pachuca  tank.  With  a  feed  of  60 
to  80  tons,  the  results  were  very  poor.  The  air  agitator  did  not  have 
sufficient  capacity.  During  the  last  five  days  of  this  period  (No.  32) 
mechanical  agitation  was  used  and  gave  much  better  results. 

(6)  Round-Table  Feed.  Air  Agitation. — This  test  (Period  33),  which 
was  of  16  days'  duration,  gave  an  average  tailing  of  0.35  per  cent.  Cii, 
and  a  concentrate  carrying  31.6  per  cent,  insoluble.  The  capacity  per 
cell  seems  to  be  about  15  to  20  tons  of  slime  per  day.  Sludge  acid  and 
sulphuric  acid,  with  no  creosote  or  stove  oil,  seemed  to  give  as  good  or 
better  results  than  when  creosote  was  used. 

(c)  Round-Table  Feed.  Mechanical  Agitation. — This  test  (Period  34), 
of  27  days'  duration,  gave  an  average  tailing  of  0.30  per  cent.  Cu,  and  a 
concentrate  assaying  34.2  per  cent,  insoluble.  The  average  tonnage  per 
cell  was  20  tons  per  day.  The  principal  oil  used  was  sludge  acid  kerosene, 
together  with  sulphuric  acid. 

(d)  Round-Table  Tailing.  Mechanical  Agitation. — This  test  (Period 
35),  of  four  days'  duration,  gave  an  average  tailing  of  0.32  per  cent.  Cu, 
and  a  final  concentrate  of  about  60  per  cent,  insoluble.  (The  rougher 
concentrate  for  the  first  two  days  should  be  included  in  the  average  final 
concentrate.) 

(e)  Conclusions. — 1.  On  our  slime,  air  agitation  is  not  as  satisfactory 
as  mechanical. 

2.  The  capacity  of  one  standard  Callow  cell  is  about  15  to  20  tons  of 
slime  per  day. 

3.  The  Callow  machine  produces  a  clean  concentrate  but  does  not 
give  as  clean  a  tailing  as  the  Minerals  Separation  machine. 

4.  The  Callow  machine  is  more  sensitive  and  requires  closer  attention 
than  the  Minerals  Separation  machine. 

5.  The  cost  of  repairs  would  probably  be  less  on  the  Callow  machine 
than  on  the  Minerals  Separation  machine.  This  cost,  however,  is  com- 
paratively small  for  either  machine. 

6.  The  power  required  per  ton  treated  in  the  Callow  system  is  just 
about  the  same  as  that  required  in  the  Minerals  Separation  machine. 

VOL.  LV. — 32. 


elevated  and  passed  through  1-in.  round-hole  trommels.  The  over- 
siie  from  this  is  treated  in  coarse  Harz  jigs,  making  a  middling  and  a 
concentrate;  the  undersize  is  passed  through  %-in.  trommels,  the 
oversize  being  treated  in  fine  Harz  jigs  making  a  concentrate  and  a 
middling.  All  sections  are  alike  up  to  this  point.  In  Section  1,  the  under- 
siie  from  the  *$'-m.  trommel  is  screened  on  1>£  by  12-mm.  trommels, 
the  ucudersiie  going  to  the  Anaconda  classifiers  and  the  oversize  to  the 
Hanock  jigs.  The  treatment  of  the  products  from  this  point  is  the 
same  in  all  sections,  except  that  Section  1  uses  tube-mills  in  place  of 
Hardinge  nulls  for  grinding,  as  noted  previously.  The  undersize  from 
the  ?s-'»-  trommel  is  screened  through  4-mm.  trommels,  the  oversize 
from  these  going  to  the  double  compound  Evans  jigs  and  the  undersize 
going  to  l,la  by  12-mm.  trommels.  The  undersize  from  these  trommels 
goes  to  the  Anaconda  classifiers,  the  oversize  to  double  compound  Evans 
jigs.  The  two  sets  of  Evans  jigs  make  a  concentrate  which  goes  to  the 
dewatering  bias  and  a  middling  which  is  ground  for  further  treatment. 

The  concentrate  from  the  coarse  Harz  jigs  is  dewatered  and  conveyed 

to  bins.     The  middling  is  screened  on  a  dewatering  screen,  the  under- 

'»  together  with  the  hutch  product  from  the  coarse  Harz  jigs  going 

,r  comparative  data  on  Hancock  and  Evans  jigs,  sett  Ttva*.,  vol.  46,  p.  212  (1913  ) 
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tests  show  a  tailing  of  0.13  per  cent.  Cu,  and  a  low-grade  concentrate, 
—  45.3  per  cent,  insoluble.  The  results  are  not  nearly  so  good  as  those 
obtained  in  the  acid  circuit. 

(J)  Same  Conditions  as  under  Period  40,  except  the  Rougher  Cells 
Operated  in  Series  instead  of  in  Parallel. — During  this  test  the  original 
feed  went  to  No.  2  rougher  and  the  tailing  from  No.  2  rougher  was  fed  to 
No.  1  rougher,  the  latter  making  a  final  tailing.  The  concentrate  from 
the  No.  2  rougher  went  to  the  cleaner  and  that  from  No.  1  was  returned 
to  the  feed  as  middling.  The  final  tailing  averaged  0.11  per  cent.  Cu,  but 
the  concentrate  was  rather  low  grade,  running  38.7  per  cent,  insoluble. 

(g)  Conclusions. — 1.  The  capacity  of  the  standard  Callow  cell  when 
treating  ground  mill  tailing  is  about  75  tons  per  day. 

2.  No  other  agitation  is  required  if  the  reagents  can  be  added  ahead 
of  the  grinding  mill. 

3.  The  use  of  acid  seems  to  be  of  considerable  advantage. 

4.  On  account  of  utilizing  the  grinding  mill  as  an  agitator  the  Callow 
machine  requires  less  power  than  the  Minerals  Separation  machine. 

5.  The  Callow  machine  is  more  sensitive  and  requires  more  attention 
than  the  Minerals  Separation  machine. 

The  work  of  the  Froment  and  Towne,  and  the  Fields  flotation  ma- 
chines, was  found  to  be  unsatisfactory;  that  on  the  Anaconda  cell  was  of 
short  duration,  no  definite  results  being  obtained. 

D.  Miscellaneous  Flotation  Tests 

1.  Test  of  Various  Kerosene  Sludge  Acid  Oils 

During  the  experimental  flotation  work,  tests  were  made  on  barrel 
lots  of  various  sludge  acid  kerosenes,  with  the  following  results: 

(a)  From  Union  Oil  Co.  of  San  Francisco. — This  is  the  sludge  known 
as  M.  S.  37,  used  during  practically  all  of  the  experimental  work.  It 
gives  highly  satisfactory  results.  Although  exposed  to  the  weather  in 
iron  drums  during  the  winter  months,  it  gave  no  trouble  by  becoming  too 
viscous. 

(b)  From  Standard  Oil  Co.  of  San  Francisco. — This  sludge  acid  gave 
just  as  good  results  in  the  flotation  work  as  that  from  the  Union  Oil  Co. 
This  oil  did  not  become  viscous  when  exposed  ta  freezing  temperatures. 

(c)  From  Western  Oil  Co. — One  barrel  of  this  oil  was  tested  during 
February  in  the  M.  S.  No.  1  machine  when  treating  round-table  feed. 
This  oil  did  not  give  as  satisfactory  results  as  the  two  preceding  oils. 
About  one-third  of  the  oil  was  left  in  the  barrel  as  a  solid  residue. 

(d)  From  Midwest  Refining  Co. — One  barrel  of  this  oil  was  tested  dur- 
ing February  in  the  M.  S.  No.  1  machine  when  treating  round-table  feed. 
The  results  obtained  with  this  oil  were  not  as  good  as  those  obtained  when 
using  the  first  two  oils.     At  least  one-half  of  this  oil  remained  in  the 
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FLOTATION  CONCENTRATION  AT  ANACONDA,   MONT. 


III.  DESCRIPTION  OF  SLIME-FLOTATION  PLANT 

Because  of  lack  of  space  in  the  mill  an  auxiliary  plant  had  to  be 
installed  to  handle  the  extra  slime.  This  plant  consists  of  20  Minerals 
Separation  machines  of  the  same  type  and  size  as  those  used  in  the 
concentrator,  and  five  50  by  12-ft.  Dorr  tanks  for  dewatering  the  con- 
centrate (Figs.  6,  7  and  8).  The  plant  is  designed  to  treat  about  2,000 
tons  of  current  slime  and  1,000  tons  of  pond  slime.  This  plant  will  be 
operating  by  Dec.  15,  1915. 

What  this  plant  may  be  expected  to  do,  so  far  as  the  treatment  of 
current  slime  is  concerned,  may  be  judged  from  the  results  obtained 
in  the  experimental  slime  machine,  which  has  been  operating  regularly 
for  more  than  a  year. 

The  following  table  gives  the  analysis  of  the  current  slime  and  the 
assay  of  the  composite  tailing  sample  for  the  month  of  June.  These 
are  typical  of  the  results  which  may  be  expected  in  the  large  plant. 

Operation  of  Experimental  Slime-Flotation  Plant 


Per  Cent. 


Feed 
(Current  Slime) 


Concentrate 


Cu... 

Si02. 

FeO.. 

S.... 

A1,0, 

CaO. 

Ag1.. 

Au1.. 


0.27 
67.70 
2.70 
1.10 
18.30 
0.70 
0.20 
0.001 


12.0 
20.0 
28.0 


1  Ounce  per  ton. 

The  treatment  of  the  pond  slime  offers  a  few  more  difficulties  than 
that  of  the  current  slime.  This  slime  has  been  exposed  to  the  weather 
for  a  number  of  years  so  that  the  copper  is  partially  oxidized,  conse- 
quently that  portion  probably  cannot  be  floated.  Some  results  from 
the  flotation  plant  at  Great  Falls,  covering  a  week's  operation,  are  tabu- 
lated below.  This  character  of  material  has  been  treated  for  some 
time  at  the  Great  Falls  plant,  and  the  results  should  be  a  good  criterion 
of  what  may  be  expected  here  in  the  treatment  of  dump  slime. 

Operation  of  Slime-Flotation  Plant  at  Great  Falls 

Per  Cent. 

Recovery  based  on  concentrate 78 .  90 

Recovery  based  on  tailing 80. 90 

Average  total  Cu  in  tailing 0.53 

Average  soluble  Cu  in  tailing 0. 13 

Average  sulphide  Cu  in  tailing 0.40 

Average  total  Cu  in  feed 2 .  52 
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with  pebbles  takes  from  95  to  115  hp.  to  operate.  In  case  steel  balls  were 
used  it  was  planned  to  put  in  a  false  wood  lining  back  of  the  steel  lining  in 
the  cylindrical  part  of  the  mill  to  reduce  the  effective  diameter  of  the  mill. 

This  latter  plan  was  finally  adopted,  and  the  Hardinge  mills  will  be 
equipped  with  the  false  wood  lining,  15  in.  thick,  in  the  cylindrical  part 
of  the  mill,  and  a  Cascade  steel  lining.  With  this  form  of  lining,  the 
mill  is  virtually  73^  by  6  ft.  and  requires  about  225  hp.  when  loaded 
with  steel  balls. 

The  drawing  (Fig.  3)  gives  the  details  of  the  lining.  This  lining  was 
designed  by  the  American  Manganese  Steel  Co.4  At  first  the  pebbles, 
and  later  the  balls,  were  fed  to  the  mills  through  the  feed  scoop.  This 
method  of  introducing  the  grinding  medium  into  the  mill  gave  con- 
siderable trouble,  due  to  the  breaking  of  the  feed  boxes  caused  by  the 
jamming  of  a  pebble  or  ball  between  the  revolving  scoop  and  the  feed 
box.  We  tried  to  obviate  this  difficulty  by  various  changes  in  the  amount 
of  clearance  left  between  the  scoop  and  the  box,  but  without  success. 
In  our  particular  case  this  trouble  was  aggravated  by  the  fact  that  we 
had  to  use  7  ft.  diameter  scoops,  in  order  to  lift  back  into  the  mill  the 
sand  discharged  by  the  Dorr  classifier.  Finally  a  method  was  tried  of 
feeding  the  pebbles,  or  balls  through  a  spout  passing  through  the  center 
of  the  feed  scoop.  This  device  has  worked  splendidly  and  all  of  our  mills 
have  since  been  equipped  with  it  (see  Fig.  4). 

Flotation  Division 

The  flotation  division  consists  of  four  Minerals  Separation  machines, 
each  having  15  agitators  3  ft.  square,  and  14  spitzk&sten  or  floating  com- 
partments. The  agitators  for  the  Minerals  Separation  machines  are  of 
gun  metal  and  are  driven  by  bevel  gears  from  a  line  shaft,  the  direction 
of  rotation  of  the  agitators  alternating. 

The  machines  are  made  of  California  red  wood;  the  agitator  boxes  are 
further  lined  with  hard  maple  extending  about  18  in.  from  the  bottom  of 
the  box. 

Each  machine  has  an  individual  drive,  power  being  supplied  to  the  line 
shaft  by  a  150-hp.  motor  running  at  385  r.p.m.  The  speed  of  the  agita- 
tors is  225  r.p.m.  and  as  the  impellers  are  18  in.  in  diameter  the  peripheral 
speed  is  about  1,060  ft.  per  minute. 

Each  machine  makes  three  products,  a  concentrate,  which  goes  to 
the  dewatering  division,  a  middling  which  is  returned  to  the  head  of  the 
machine,  and  a  tailing  which  goes  to  waste.  The  concentrate  is  taken 
from  the  first  three  to  five  spitzkasten  and  the  middling  from  the  last 
nine  to  eleven.     A  portion  of  the  pulp  is  overflowed  from  the  last  three 

4  A  detailed  description  of  these  mills,  together  with  grinding  data  and  Dorr 
classifier  data,  will  be  published  in  a  subsequent  paper. 
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or  by  changing  the  size  of  the  cups.  A  photograph  of  the  machine  is 
shown  in  Fig.  5. 

At  present  (December,  1915)  seven  sections  are  operating  on  the  new 
flow  sheet,  and  the  whole  mill  will  be  remodeled  not  later  than  Jan. 
15, 1916.  The  sections  are  being  remodeled  one  at  a  time.  All  the  work 
is  being  done  by  the  company's  engineering  force.  Things  have  been 
so  well  organized  and  systematized  that  it  requires  less  than  30  days  to 
tear  out  the  old  section  and  install  the  new  equipment,  ready  for  operation. 

The  following  table  gives  metallurgical  data  concerning  the  operation 
of  the  mill.  Line  1  gives  the  monthly  assay  of  second-class  ore  for 
October,  which  is  the  feed  to  the  mill.  Line  2  gives  the  monthly  assay 
of  the  flotation  tailing  from  the  remodeled  sections  for  October.  The 
feed  to  the  flotation  machines  during  the  month  consisted  of  reground 
sand  tailing  and  a  portion  of  the  thickened  mill  slime  which  was  returned 
to  the  mill  and  treated  in  the  fourth  machine  in  each  remodeled  section. 
The  tailing  assay  shown  below,  0.13  per  cent.  Cu,  is  for  the  total  sand 
and  slime  tailing  produced.  The  sand  tailing  alone  averaged  0.10  per 
cent.  Cu  and  the  slime  tailing  averaged  about  0.25  per  cent.  Cu. 


Per  Cent. 
Cu 

Per  Cent. 
SiOt 

Per  Cent. 
AltOs 

Per  Cent. 
Fe 

Per  Cent. 
S 

Per  Cent. 
CaO 

Ounces 
Ag 

i  per  Ton 
Au 

Feed    to    concen- 
trator  

2.85 

0.13 

59.1 

81.6 

9.4 
11.3 

10.6 
1.0 

11.8 
0.5 

0.6 
0.5 

2.00 

0.10 

0.0070 

Total  concentrator 
tailing  (flotation) . 

0.0005 

No  complete  analyses  of  the  flotation  concentrate  are  available,  as 
the  slime  flotation  plant  is  not  in  operation  yet  and  the  round-table 
concentrate  is  being  mixed  with  the  flotation  concentrate  from  the  mill. 

Following  is  an  estimate  of  the  power  consumption  per  2,000-ton 
section,  including  its  proportion  of  slime  treatment. 

Power   Con- 
sumption per 

Section, 
Horsepower 

Feeding  and  coarse  crushing 125 

Roll  crushing 220 

Jigging 60 

Screening 37 

Conveying  and  elevating 237 

Table  concentration 25 

Fine  grinding 655 

Flotation  of  sand  and  slime  in  mill 426 

Dewatering  mill  slime  pulp 3 

Flotation  of  slime  in  slime  division 109 

Dewatering  flotation  concentrate 25 

Sampling  and  assaying 1 

Total 1,923 

Horsepower  per  ton  of  ore 0 .  96 


3 


1  Ounce  per  ton. 

The  treatment  of  the  pond  slime  offers  a  few  more  difficulties  than 
that  of  the  current  slime.  This  slime  has  been  exposed  to  the  weather 
for  a  number  of  years  so  that  the  copper  is  partially  oxidized,  conse- 
quently that  portion  probably  cannot  be  floated.  Some  results  from 
the  flotation  plant  at  Great  Falls,  covering  a  week's  operation,  are  tabu- 
lated below.  This  character  of  material  has  been  treated  for  some 
time  at  the  Great  Falls  plant,  and  the  results  should  be  a  good  criterion 
of  what  may  bo  expected  here  in  the  treatment  of  dump  slime. 

Operation  of  Slime-Flotation  Plant  at  Great  FaUs 

Per  Cant. 

Recovery  baaed  on  concentrate 78.90 

Recovery  based  on  tailing 80.80 

Average  total  Cu  in  tailing 0.53 

Average  soluble  Cu  in  tailing 0.13 

Avorago  sulphide  Cu  in  tailing 0.40 

Average  total  Cu  in  feed 2.52 
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At  Great  Falls,  one  double  Minerals  Separation  machine  of  the 
same  design  and  size  as  used  at  Anaconda  is  treating  from  300  to  350 
tons  of  dump  slime  daily. 
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Fig.  9. — Flow  Sheet  op  Slime-Flotation  Plant  at  Anaconda,  Mont. 


SULPHIDIZATION   EXPERIMENTS   AT   GREAT   FALLS 

Experiments  covering  a  period  of  five  days,  in  which  five  tons  of 

sodium  sulphide  were  consumed,  were  made  at  the  Great  Falls  plant, 

to  determine  the  feasibility  of  sulphidizing  the  oxidized  copper  prior  to 

flotation.     Sodium  sulphide,  in  solution,  was  added  at  the  pug  mill 

vol.  lv. — 33. 
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square  in  the  center  of  the  tank,  and  extending  down  to  within  a  few 
inches  of  the  rake  arms.  Surrounding  this  is  another  baffle  about  15 
ft.  square  and  extending  about  18  in.  below  the  surface  of  the  water 
(Fig.  10).  These  baffles  catch  a  large  portion  of  the  froth  which  is 
there  broken  up  by  means  of  a  water  spray.  The  capacity  of  these 
tanks  when  treating  flotation  concentrate  is  from  200,000  to  250,000  gal. 
of  pulp  per  24  hr.,  although  they  will  probably  not  be  required  to  handle 
more  than  200,000  gal.  Operating  even  at  this  capacity,  there  is  a  small 
amount  of  finely  divided  material  that  will  not  settle.  Therefore,  the 
overflow  from  these  tanks  i3  run  to  a  slime  pond  and  the  solids  collected 
for  future  treatment.  The  capacity  of  these  same  tanks  when  treating 
round-table  concentrate  is  about  1,000,000  gal.  of  pulp  per  24  hr. 

Some  experiments  were  made  to  increase  the  capacity  of  the  tanks 
by  the  use  of  glue.  Tests  made  in  a  beaker  seemed  to  indicate  that  glue 
would  greatly  aid  the  settling,  but  this  did  not  prove  to  be  the  case  in 
practice.  The  glue  caused  the  colloidal  material  to  coagulate,  but  it  did 
not  actually  increase  the  capacity  of  the  settling  tanks  to  any  great 
extent. 

The  density  of  the  pulp  delivered  to  the  tanks  averages  from  18  to 
20  per  cent,  solids,  and  the  spigot  averages  about  60  per  cent,  solids. 
The  spigot  product  is  further  de watered  in  Oliver  filters  113^  ft.  diameter 
by  12  ft.  face.  There  will  be  eleven  of  these,  each  capable  of  handling 
150  tons  per  24  hr.  and  making  a  cake  containing  about  15  per  cent, 
moisture.  The  cake  from  the  filters  is  delivered  to  a  belt  conveyor  and 
is  carried  with  the  fine  mill  concentrate  to  the  new  roaster  plant.6  In 
this  way  a  fairly  good  mixing  of  the  concentrates  will  be  obtained. 

•  The  new  roaster  plant  consists  of  28  25-ft.  Wedge  furnaces.  This  will  about 
double  the  roaster  capacity  of  the  plant. 
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Discussion 

0.  C.  Ralston,  Salt  Lake  City,  Utah. — I  have  merely  glanced  over 
this  paper,  consequently  I  am  hardly  in  a  position  to  discuss  it  intelli- 
gently. There  is  one  thing,  however,  that  is  of  interest,  that  is,  the  claim 
that  the  oil  mixture  which  they  have  chosen  is  the  best  adapted  to  the 
work  at  hand.  I  would  like  to  ask  Mr.  Mathewson  if  they  still  feeHhat 
that  is  the  case — if  that  really  does  give  the  best  grade  of  concentration 
and  the  best  extraction  for  the  same  money,  compared  to  any  particular 
oil  mixture  which  they  could  get. 

E.  P.  Mathewson,  Anaconda,  Mont. — We  are  still  using  that  mix- 
ture, and  we  consider  it  the  most  economical  mixture  used. 

David  Cole,  El  Paso,  Texas. — I  would  like  to  ask  Mr.  Ralston  if 
there  are  some  other  mixtures  that  would  be  better? 

E.  P.  Mathewson. — We  are  open  to  suggestions. 

O.  C.  Ralston. — My  own  paper  on  oils*  calls  attention  to  the  fact 
that  certain  hardwood  oils,  especially  the  tars,  are  now  being  burned  or 
wasted.  A  great  deal  of  hardwood  tar  is  available  as  low  as  4  or  5  c.  per 
gallon,  that  being  its  value  as  fuel  under  the  boilers.  As  a  matter  of  fact, 
a  great  deal  of  testing  has  been  done  with  only  the  commercial  products 
that  are  as  a  usual  rule  sold  on  the  market.  Very  little  hardwood  tar  is 
sold  on  the  market.  In  asking  a  great  many  people  who  have  tested 
flotation  oils,  I  have  not  heard  hardwood  tar  mentioned  very  often.  I 
think  I  would  add  to  that  that  the  hardwood  tars  can  probably  be  bought 
in  quantity  comparable  with  the  sludge  acid  at  Anaconda,  and  should 
contain  a  greater  proportion  of  the  frothing  constituent,  and  at  a  price 
fairly  commensurate  with  what  they  pay  for  the  sludge  acid. 

E.  P.  Mathewson. — I  would  like  to  make  a  correction  in  one  state- 
ment I  made,  that  there  has  been  no  change  made  in  the  mixture.  This 
change  has  been  made:  We  found  that  the  amount  of  wood  creosote  in 
treating  the  sand  from  tables  was  extremely  small,  and  we  tried  some 
experiments  on  a  large  scale,  dropping  it  out  and  using  simply  the  sludge 
acid  and  sulphuric  acid.  We  found  that  this  gave  practically  as  good 
results  as  wood  creosote.  We  use  wood  creosote  in  treating  the  slimes. 
We  find  it  necessary  in  that  operation. 

David  Cole. — I  would  like  to  ask,  what  is  sludge  acid? 

E.  P.  Mathewson. — Sludge  acid  is  refuse  from  the  refining  of  oil. 

It  contains  sulphuric  acid  and  some  greasy  material  from  petroleum. 

_  —  .      —      _       -       _      .  _.       .  — — 

*  Some  Miscellaneous  Wood  Oils  for  Flotation,  this  volume,  p.  646. 
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nwi:r  Dr.  Galil   directly,  our  suggestions  are  only  based  on  laboratory 
merriments  on  the  flotation  problem  alone. 

Rt;t>OLP  Gaul. — Mr.  Ralston  has  done  so  much  work  on  the  theoretical 
i-ivl  of  flotation,  he  might  be  able  to  answer  a  question  which  I  have  often 
[Hit  to  myself.  Why  is  it  that  at  Anaconda  they  can  float  chalcocite  ore 
(in  it  not  chalcocite  ore?)  with  acid  and  when  we  add  acid  here  we  spoil 
<mt  flotation  altogether? 

0.  C.  Ralston. — Some  day  when  I  understand  what  flotation  is,  I 
will  answer  that. 

Norman  Carmiohael,  Clifton,  Ariz. — One  point  which  has  not  been 
touched  on  in  this  discussion  today :  In  going  through  the  Old  Dominion 
concentrator,  I  noticed  that  they  were  using  what  appeared  to  be  caustic 
inula.  I  think  if  there  is  anyone  here  who  can  give  us  any  explanation 
in  regard  to  the  use  of  the  caustic  soda,  it  would  be  interesting. 

W.  B.  Cramer,  Globe,  Ariz. — The  point  which  Mr.  Carmichael  has 
jiiHt  Hjiuki'ii  of,  I  shall  try  to  answer.  I  was  interested  in  what  Mr. 
Miitljewwin  nnid  about  the  use  of  acids  at  Anaconda.  I  believe  the 
mmlym*  irf  the  Anaconda  and  Old  Dominion  slimes  would  be  much  the 
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same.  We  find,  as  Dr.  Gahl  finds,  that  the  moment  we  use  acid  in  flota- 
tion, our  flotation  suffers  considerably.  In  fact,  it  almost  ceases.  If  we 
use  a  pulp  slightly  alkaline,  the  flotation  work  is  satisfactory.  Caustic 
soda  is  expensive,  and  we  are  using  about  1  lb.  to  a  ton.  A  distinct 
advantage  that  caustic  soda  has  at  Old  Dominion— at  present  we  are 
running  on  high  flotation  feed,  averaging  3  per  cent. — is  in  the  matter  of 
settling.  We  are  installing  a  new  Dorr  thickener,  and  our  capacity  so  far 
as  thickening  concentrates  are  concerned  is  very  limited.  Soda  has  the 
effect  of  flattening  out  the  froth  considerably,  allowing  us  to  cut  down  the 
water  in  the  launders  at  machine  less  than  half,  which  allows  us  to  handle 
the  concentrates  in  the  Dorr  thickener  very  well.  Without  the  use  of 
caustic  soda,  we  may  lose  4  or  5  tons  of  concentrates  a  day.  It  goes  over 
and  is  recovered  later  in  the  secondary  tanks.  Why  the  soda  should  have 
this  effect  at  the  Old  Dominion  and  the  opposite  at  other  places  is  hard  to 
explain.  We  cannot  use  acid.  We  get  better  results  with  the  caustic 
soda.  In  other  places  the  opposite  is  found.  Ajb  Nacozari  a  few  years 
ago  we  were  not  able  to  get  a  satisfactory  froth  without  acid.  If  we  put 
acid  in  small  amounts,  the  pulp  still  being  non-acid,  the  froth  was  light 
in  character;  but  increasing  the  amount  of  sulphuric  acid  until  pulp  was 
acid  to  methyl  orange,  a  splendid  froth  was  obtained. 

C.  W.  Merrill,  San  Francisco,  Cal. — But  the  use  of  caustic  soda  is 
solely  for  the  purpose  of  decreasing  the  amount  of  water  from  the  over- 
flow? 

W.  B.  Cramer. — Caustic  soda  does  increase  our  extraction.  So, 
in  a  matter  of  dollars  and  cents,  it  pays  us  to  use  caustic  soda,  but 
it  brings  the  cost  per  ton  for  treatment  up  about  5  c.  per  ton.  It  does 
increase  our  extraction,  increases  the  copper  content  of  the  froth  and  low- 
ers the  insoluble  content. 

C.  W.  Merrill. — I  understand  that  the  purpose  is  threefold;  to  cut 
down  the  water,  increase  the  extraction,  and  clean  the  concentrates. 

R.  S.  Handy,  Kellogg,  Idaho. — I  would  like  to  suggest  that  in  the 
treatment  of  refining  petroleum,  acid  is  used,  which  before  the  treat- 
ment is  finished  is  neutralized  by  caustic  soda,  so  that  the  residue  is 
sludge  acid.  If  I  am  not  mistaken,  it  contains  a  considerable  quantity 
of  caustic  soda.  That  has  been  my  experience  in  California.  I  would 
like  to  know  if  that  is  true. 

0.  C.  Ralston. — The  acid  sludge  from  petroleum  refining  is  usually 
a  product  obtained  by  the  addition  of  strong  sulphuric  acid  to  the  par- 
tially refined  petroleum  products  in  order  to  remove  certain  impurities, 
and  is  usually  removed  before  sodium  hydrate  is  added  to  the  remaining 
oil  to  neutralize  the  small  amounts  of  sulphuric  acid  held  by  the  oil. 
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have  to  penetrate  to  the  center  of  a  floe  to  oil  the  entrained  particles  of 
sulphides.  Further,  the  great  number  of  oils  used  are  more  easily  emulsi- 
fied in  alkaline  solutions.  In  the  cases  where  the  use  of  sodium  cyanide 
has  proven  beneficial  I  am  not  sure  that  the  alkaline  reaction  of  the 
reagent  is  the  sole  contribution  of  this  reagent  to  improvement  of  the 
flotation,  but  the  case  is  interesting  because  Charles  Butters  and  associ- 
ates claim  that  it  is  an  impossibility  to  float  in  the  presence  of  cyanide. 
In  at  least  two  instances  coming  under  my  observation,  the  flotation  of 
the  sulphide  minerals  was  improved  by  the  addition  of  cyanide.  It  ia 
just  another  instance  of  being  told  that  certain  things  cannot  be  done  in 
flotation,  only  to  discover  later  that  with  proper  care  and  right  conditions 
they  can  be  done.  Don't  believe  any  one  who  tells  you  that  you  can't 
float  under  some  particular  conditions.  He  may  be  partially  right  but 
the  statement  of  negative  results  should  always  receive  the  qualifying 
phrase,  "as  far  as  I  know,  and  to  the  best  of  my  experience."  For 
instance,  Dr.  Gahl  claims  that  acid  spoils  flotation  at  Inspiration.  I  feel 
confident  that  the  right  conditions  for  an  acid  flotation  of  that  ore  could 
be  found. 

David  Cole. — When  we  were  at  Chino  a  few  days  ago,  we  saw  flota- 
m  machines  handling  vanner  concentrates  in  which  they  were  using 
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alkali  and  rosin  as  the  flotation  agent.    Mr.  Ralston  looked  at  this,  and 
I  would  like  to  have  him  tell  us  what  we  saw. 

O.  C.  Ralston. — That  solution  is  a  solution  of  sodium  resinate,  the 
idea  of  the  alkali  being  to  get  the  rosin  into  solution.  The  rosin  has  a 
very  good  effect  on  the  froth,  giving  a  particularly  stable  froth.  They 
were  working  under  conditions  where  the  oil  froth  wanted  to  die,  and  the 
addition  of  the  rosin  was  the  proper  thing  to  bring  up  its  strength  and 
allow  it  to  rise  until  it  got  over  the  discharge  board.  I  think  there  was 
no  intended  significance  in  the  additional  alkalinity.  In  that  case  the 
alkali  was  added  for  a  particular  purpose,  simply  as  a  solvent  for  the  rosin. 

The  Chairman. — I  understand  that  Mr.  Ralston  wishes  to  get  some 
questions  answered  by  the  members  of  the  Institute,  and  I  will  ask  him 
to  kindly  present  those  questions. 

O.  C.  Ralston. — A  great  many  of  the  questions  I  am  interested  in 
have  been  asked  and  answered  this  afternoon,  so  that  you  will  all  wel- 
come the  fact  that  the  list  can  be  cut  down.  This  list  was  presented  by 
D.  A.  Lyon,  who  sent  it  out  in  a  circular  letter  all  over  the  country. 
So  far  I  have  not  heard  of  anyone  who  has  prepared  a  list  of  answers 
for  publication.  I  don't  see  why  people  need  to  be  afraid  to  answer 
them.  The  other  day  somebody  said,  "it  is  safe  to  talk  about  theories 
of  flotation,  because  none  of  us  know  anything  .about  them."  I  will 
only  pick  out  a  few  questions.  The  first  one  is  this:  What  is  the  effect 
of  dilution  of  pulp  with- water  on  the  flotation  of  the  minerals  contained? 
The  reason  for  asking  that  question  is,  of  course,  obvious.  There  are 
enough  large-scale  operators  who  must  have  tested  this  question  out. 
So,  it  will  be  interesting  to  get  the  consensus  of  opinion.  I  think  that 
Dr.  Gahl  might  help  us. 

Rudolf  Gahl. — Well,  I  would  say  offhand  that  the  effect  of  dilution 
is  to  make  a  cleaner  concentrate,  and  to  make  it  more  difficult  to  produce 
concentrate.  I  think  it  takes  more  oil  to  produce  the  same  amount  of 
concentrate  from  a  dilute  pulp  than  it  takes  to  produce  it  from  a  thicker 
pulp. 

0.  C.  Ralston. — Might  I  supplement  by  asking  you  what  determines 
the  amount  of  oil  necessary  for  flotation?  Is  it  the  amount  of  water 
you  are  using,  making  a  certain  strength  of  solution  of  frother  in  water, 
or  is  it  the  amount  of  mineral  in  the  ore?  If  you  had  an  ore  consisting 
of  50  per  cent,  mineral,  would  you  use  more  oil  than  if  it  contained  5  per 
cent.?     What  amount  of  oil  must  be  used  in  flotation? 

Rudolf  Gahl. — What  amount  of  oil  must  be  used  in  flotation?  I 
do  not  feel  qualified  to  answer  Mr.  Ralston. 

0.  C.  Ralston. — The  Butte  and  Superior  ore,  containing  30  per  cent, 
of  mineral,  as  compared  with  the  Inspiration  ore  with  5  per  cent,  or  10  per 


522  FLOTATION  CONCENTRATION  AT  ANACONDA,  MONT. 

Hence  it  consists  of  strong  sulphuric  acid  combined  with  some  of  the 
dark  tarry  constituents  of  the  ofl.  Good  flotation  acid  sludge  comes  from 
the  California  oil  fields  and  titrates  about  50  per  cent.  H2SO4.  The 
other  constituents  are  apparently  the  sulphonated  asphaltic  compounds 
contained  in  the  ofl.  On  that  account  sludge  acid  does  not  contain 
sodium  hydroxide.  Turning  to  the  question  of  the  use  of  sodium  hydrox- 
ide in  the  flotation  pulp  and  the  reason  for  the  good  results  obtained,  I 
think  that  an  explanation  is  easy.  This  substance,  as  well  as  other  sub- 
stances of  alkaline  reaction,  like  sodium  silicate  and  sodium  cyanide,  is 
used  in  a  number  of  mills  which  have  a  great  amount  of  clay  and  other 
finely  divided  material  in  the  ore  pulp  treated.  Such  an  ore  pulp  is 
usually  partially  flocculated  and  sodium  hydrate  is  known  to  be  a  power- 
ful reagent  for  deflocculating  certain  gangue  slimes.  That  is,  its  hydroxyl 
ions  are  adsorbed  into  the  film  of  water  in  contact  with  the  surfaces  of 
individual  particles,  in  greater  proportion  than  are  the  sodium  ions. 
This  amounts  to  giving  these  particles  a  stronger  electric  charge  of  the 
negative  sign  and  they  fly  apart  (are  deflocculated).  In  case  any  sul- 
phide particles  had  been  entrained  in  the  floes  of  gangue,  this  defloccula- 
tion  liberates  these  sulphide  particles  for  flotation.  This  explains  the 
statements  by  Mr.  Cramer  that  he  gets  better  extraction  and  higher 
grade  of  froth  by  the  use  of  caustic  alkali  in  the  pulp.  I  am  informed  by 
other  operators  that  it  also  reduces  their  consumption  of  flotation  oil  as 
much  as  50  per  cent,  in  some  cases.  This  seems  reasonable,  as  the  sul- 
phide particles  are  all  liberated  and  ready  to  be  oiled  so  that  oil  will  not 
have  to  penetrate  to  the  center  of  a  floe  to  oil  the  entrained  particles  of 
sulphides.  Further,  the  great  number  of  oils  used  are  more  easily  emulsi- 
fied in  alkaline  solutions.  In  the  cases  where  the  use  of  sodium  cyanide 
has  proven  beneficial  I  am  not  sure  that  the  alkaline  reaction  of  the 
reagent  is  the  sole  contribution  of  this  reagent  to  improvement  of  the 
flotation,  but  the  case  is  interesting  because  Charles  Butters  and  associ- 
ates claim  that  it  is  an  impossibility  to  float  in  the  presence  of  cyanide. 
In  at  least  two  instances  coming  under  my  observation,  the  flotation  of 
the  sulphide  minerals  was  improved  by  the  addition  of  cyanide.  It  is 
just  another  instance  of  being  told  that  certain  things  cannot  be  done  in 
flotation,  only  to  discover  later  that  with  proper  care  and  right  conditions 
they  can  be  done.  Don't  believe  any  one  who  tells  you  that  you  can't 
float  under  some  particular  conditions.  He  may  be  partially  right  but 
the  statement  of  negative  results  should  always  receive  the  qualifying 
phrase,  "as  far  as  I  know,  and  to  the  best  of  my  experience."  For 
instance,  Dr.  Gahl  claims  that  acid  spoils  flotation  at  Inspiration.  I  feel 
confident  that  the  right  conditions  for  an  acid  flotation  of  that  ore  could 
be  found. 

David  Cole. — -When  we  were  at  Chino  a  few  days  ago,  we  saw  flota- 
n  machines  handling  vanner  concentrates  in  which  they  were  using 
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alkali  and  rosin  as  the  flotation  agent.    Mr.  Ralston  looked  at  this,  and 
I  would  like  to  have  him  tell  us  what  we  saw. 

O.  C.  Ralston. — That  solution  is  a  solution  of  sodium  resinate,  the 
idea  of  the  alkali  being  to  get  the  rosin  into  solution.  The  rosin  has  a 
very  good  effect  on  the  froth,  giving  a  particularly  stable  froth.  They 
were  working  under  conditions  where  the  oil  froth  wanted  to  die,  and  the 
addition  of  the  rosin  was  the  proper  thing  to  bring  up  its  strength  and 
allow  it  to  rise  until  it  got  over  the  discharge  board.  I  think  there  was 
no  intended  significance  in  the  additional  alkalinity.  In  that  case  the 
alkali  was  added  for  a  particular  purpose,  simply  as  a  solvent  for  the  rosin. 

The  Chairman. — I  understand  that  Mr.  Ralston  wishes  to  get  some 
questions  answered  by  the  members  of  the  Institute,  and  I  will  ask  him 
to  kindly  present  those  questions. 

O.  C.  Ralston. — A  great  many  of  the  questions  I  am  interested  in 
have  been  asked  and  answered  this  afternoon,  so  that  you  will  all  wel- 
come the  fact  that  the  list  can  be  cut  down.  This  list  was  presented  by 
D.  A.  Lyon,  who  sent  it  out  in  a  circular  letter  all  over  the  country. 
So  far  I  have  not  heard  of  anyone  who  has  prepared  a  list  of  answers 
for  publicatiQn.  I  don't  see  why  people  need  to  be  afraid  to  answer 
them.  The  other  day  somebody  said,  "it  is  safe  to  talk  about  theories 
of  flotation,  because  none  of  us  know  anything  .about  them."  I  will 
only  pick  out  a  few  questions.  The  first  one  is  this:  What  is  the  effect 
of  dilution  of  pulp  with- water  on  the  flotation  of  the  minerals  contained? 
The  reason  for  asking  that  question  is,  of  course,  obvious.  There  are 
enough  large-scale  operators  who  must  have  tested  this  question  out. 
So,  it  will  be  interesting  to  get  the  consensus  of  opinion.  I  think  that 
Dr.  Gahl  might  help  us. 

Rudolf  Gahl. — Well,  I  would  say  offhand  that  the  effect  of  dilution 
is  to  make  a  cleaner  concentrate,  and  to  make  it  more  difficult  to  produce 
concentrate.  I  think  it  takes  more  oil  to  produce  the  same  amount  of 
concentrate  from  a  dilute  pulp  than  it  takes  to  produce  it  from  a  thicker 
pulp. 

0.  C.  Ralston. — Might  I  supplement  by  asking  you  what  determines 
the  amount  of  oil  necessary  for  flotation?  Is  it  the  amount  of  water 
you  are  using,  making  a  certain  strength  of  solution  of  frother  in  water, 
or  is  it  the  amount  of  mineral  in  the  ore?  If  you  had  an  ore  consisting 
of  50  per  cent,  mineral,  would  you  use  more  oil  than  if  it  contained  5  per 
cent.?     What  amount  of  oil  must  be  used  in  flotation? 

Rudolf  Gahl. — What  amount  of  oil  must  be  used  in  flotation?  I 
do  not  feel  qualified  to  answer  Mr.  Ralston. 

0.  C.  Ralston. — The  Butte  and  Superior  ore,  containing  30  per  cent, 
of  mineral,  as  compared  with  the  Inspiration  ore  with  5  per  cent,  or  10  per 


O.  C.  Ralston. — That  is  &  question  not  of  theory  but  of  experience- 

For  instance,  the  amount  of  pine  oils  being  used  in  the  Coeur  d'Alene 

district  is  often  less  than  }4  lb.  oil  to  the  ton  of  ore,  while  at  Anaconda 

iinds  of  oil  per  ton.    At  Anaconda  they  use  a  consider- 

oil. 

;.  Francois,  Mo. — Mr,  Ralston  has  asked  the  question 
at  of  oil  used  in  flotation  is  proportional  to  the  water 
the  feed  to  a  flotation  machine.    My  experience  with 
d  ores  may  be  of  interest.    In  one  particular  case  a 
was  receiving  a  feed  with  a  ratio  of  solids  to  liquid 
of  1  to  7.    This  ratio  was  later  changed  to  1  to  3.5  and  the  amount  of 
oil  used  was  decreased  approximately  50  per  cent.    This  particular  case 
would  seem  to  indicate  that  the  amount  of  oil  used  in  flotation  is  pro- 
portional to  the  water  rather  than  to  the  solids  in  the  feed.    I  also 
found  that  the  extraction  was  increased  by  the  use  of  a  thicker  pulp. 
This  result  would  be  expected,  as  the  volume  of  pulp  passing  through 
the  machine  was  decreased,  thus  permitting  it  to  be  acted  upon  for  a 
longer  time  than  would  be  the  case  with  a  thinner  feed. 

David  Cole. — Speaking  of  the  small  amounts  of  oil,  we  carried  out 
Nome  experiments  the  other  day  at  El  Paso,  and  on  a  density  of  7  to  1, 
approximately,  on  an  ore  that  carried  6  per  cent,  lead,  9  per  cent,  zinc,  and 
1.8  per  tent,  copper,  with  the  use  of  Jfn  lb-  of  cresylic  acid  per  ton,  we 
worn  fil»l(!  to  take  out  a  large  part  of  the  lead.  Then,  by  the  addition  of 
JJj'i,  Hi.  of  No.  350  pine  oil  per  ton,  we  were  able  to  take  out  nearly  all  of 
till)  Kino.     The  products  made  assayed  as  per  the  accompanying  table. 


Per  Cant 
Wafeht 

12.86 
26.08 
69.08 

Ounce. 

0.110 
0.025 
0.006 

IUSM 

Per  Cent 
Pb 

Pet  Cent 
|       Cu 

i^ 

Par  Cant. 
2d 

12.85 
2.67 
0.45 

35.7 
4.4 
0.3 

7.32 
{    1.30 

tr. 

i      7-7 

3.9 

1     3.0 

23.6 

1.9 

Norn.  -Tli i»  wm  dono  with  a  single  operation  without  the  use  of  cleaner  for 
hi  mifiiwiiLrfttat. 
TIiitk  wiw  wry  little  oil  used — a  total  of  )$  lb.  per  ton  of  ore.     If  we 
UNftil  a  litrgor  amount  of  oil,  we  would  not  have  been  able  to  get  that 
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separation.     We  put  in  just  enough  cresylic  acid  primarily  to  get  that 
result. 

C.  E.  Mills. — I  think  Mr.  Gottsberger  might  contribute  something. 
The  fact  is  that  the  Miami  Co.  and  the  Inspiration  Co.  are  treating  simi- 
lar ores,  except  that  we  have  not  as  much  copper  as  they  have.  We  use 
quite  a  little  more  oil  in  flotation  than  Mr.  Gottsberger  does;  and  I  think, 
perhaps,  they  have  got  more  water  in  the  pulp.  Is  that  about  the  con- 
dition, Mr.  Gottsberger? 

B.  B.  Gottsberger,  Miami,  Ariz. — I  am  sorry  to  say  I  could  not  give 
the  density  of  the  pulp. 

C.  E.  Mills. — We  are  using  1:3. 

B.  B.  Gottsberger. — Our  oil  mixture  is  much  thinner  because  we 
are  using  less  coal  tar.  I  think  we  have  found  that  with  a  thick  mixture 
composed  very  largely  of  coal  tar  it  is  really  necessary  to  add  the  oil  in 
the  grinding  mill.  We  do  find,  however,  that  it  is  not  essential  to  add 
these  oils  in  the  grinding  mill  in  order  to  get  good  flotation  work.  At 
present  the  necessary  mixture  is  obtained  by  adding  the  oil  in  a  bucket 
elevator. 

C.  E.  Mills. — Can  you  give  us  another  question,  Mr.  Ralston? 

O.  C.  Ralston. — I  might  ask  this  question,  which  would  supplement 
Mr.  Handy's  question:  Are  ores  which  contain  very  much  fine  colloidal 
material  harder  to  treat  successfully  than  granular  ores?  As  far  as  I 
know,  they  usually  are.  Dr.  Gahl  has  mentioned  something  about  the 
treatment  of  them.  I  would  like  to  pick  on  Dr.  Gahl  again  to  answer 
that. 

Rudolf  Gahl. — I  would  say  that  colloidal  ores  are  harder  to  treat 
than  granular  ores. 

O.  C.  Ralston. — There  is  a  question  in  my  mind.  Is  it  possible 
to  treat  by  any  method  of  flotation  colloidal  material?  Would  it  be 
possible  to  deflocculate  that  material  and  separate  the  granular  material? 
In  our  experimental  laboratory  we  did  work  on  material  sent  us  by  Mr. 
Watt  which  approximated  that  condition.  It  was  from  Missouri,  in  the 
disseminated  lead  section,  where  the  leady  limestone  had  weathered  away, 
leaving  practically  nothing  but  clay.  The  galena  oxidized  to  lead  car- 
bonate, and  Mr.  Allen's  attempts  to  sulphidize  and  float  that  ore  were 
completely  unsuccessful.  It  was  practically  nothing  but  a  clay — 
about  100  per  cent,  colloidal  material.  So,  a  question  arose:  How  much 
colloidal  material  is  allowable  in  an  ore? 

C.  W.  Merrill. — Do  you  mean  only  colloidal  gangue  or  the  whole 
ore  to  be  of  colloidal  nature? 


eliminated.  Tile  colloidal  portion  of  the  ore,  however,  appeared  to 
prevent  flotation. 

The  sample  of  slime  submitted  to  Mr.  Ralston  was  extremely  fine. 
Although  it  contained  2  per  cent,  lead  no  signs  of  cerusite  could  be 
detected  when  the  slime  was  treated  on  a  vanning  plaque.  Whether  or 
not  the  cerusite  was  in  a  "colloidal  condition,"  1  do  not  know. 

F.  S.  Schimehka,  Clifton,  Ariz. — In  connection  with  the  question 
brought  up  a  short  while  ago  as  to  the  different  quantities  needed  of  oil 
to  successfully  float,  I  wish  to  ask  one  question.  Has  it  ever  been  noticed 
by  the  flotation  experts  present  today  whether  it  makes  a  difference  as  to 
what  density  the  pulp  is  in  when  the  oil  is  added  in  the  grinder  or  mixing 
machine — whether  a  pound  of  oil  goes  farther  at  a  high  density? 
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The  Flotation  of  Minerals 

BY   ROBERT  J.    ANDERSON,*  B.   8.,   ROLLA,    MO. 
(Arizona  Meeting,  September,  1916) 

Introduction 

During  the  past  5  years  no  subject  has  aroused  more  interest  or  re- 
ceived more  attention  among  mill  operators  than  flotation.  One  reason 
for  this  is,  undoubtedly,  the  remarkable  success  of  the  process  in  Australia 
where  that  country  has  risen  to  the  position  of  furnishing  one-fifth  of  the 
world's  supply  of  zinc.  The  plant  of  the  Butte  &  Superior  Copper  Co., 
designed  by  James  M.  Hyde  in  1912,  was  the  first  important  large  flota- 
tion plant  in  this  country;  other  installations  have  been  made  since  then 
with  considerable  frequency,  particularly  so  in  the  last  2  years. 

Without  going  into  complete  detail,  it  may  be  safely  said  that  although 
flotation  is  a  highly  successful  commercial  process,  it  is  more  or  less  on  an 
empirical  basis.  Upon  scanning  the  literature,  it  is  found  that  the  flota- 
tion investigations  have,  in  the  main,  dealt  with  a  solution  of  the  problems 
which  accrue  to  practise;  until  recently  no  attempt  was  made  to  remove 
the  difficulties  in  the  way  of  the  formulation  of  a  consistent  and  harmo- 
nious theory.  Of  late  this  phase  of  the  work  has  been  receiving  consider- 
able attention,  particularly  by  the  United  States  Bureau  of  Mines  at  its 
Salt  Lake  City  station,  by  the  Mellon  Institute  at  Pittsburgh,  by  the 
General  Engineering  Co.  at  Salt  Lake  City,  by  many  of  the  mining  schools, 
and  private  individuals  almost  ad  infinitum.  There  is,  at  present,  an 
enormous  amount  of  laboratory  work  being  carried  on  in  flotation  re- 
search, and  probably  the  time  is  not  far  away  when  a  generally  acceptable 
explanation  of  flotation  phenomena  can  be  set  forth.  However,  at  this 
time,  it  seems  as  though  the  current  technology  is  befogged  with  a  super- 
abundance of  contradictory  evidence;  this  confusion  can  only  be  dispelled 
as  time  proceeds  and  the  knowledge  of  the  subject  becomes  more 
complete. 

Many  phenomena  are  supposed  to  contribute  to  the  flotation  of  min- 
erals, whether  in  whole  or  in  part  is  a  mooted  question.  I  shall  only 
sketch  roughly  the  present  tendency  of  ideas  and  make  no  reference  to  the 
first  early  and  crude  notions  which  have  little  value  other  than  histori- 


*  Instructor  in  Metallurgy,  Missouri  School  of  Mines. 


commonly  observed:  Drops  of  a  liquid  not  exposed  to  an  external  force, 
i.e.,  either  suspended  in  another  liquid  of  the  same  specific  gravity  or 
freely  falling,  assume  a  spherical  shape,  the  sphere  being  that  form  of 
body  with  the  smallest  surface  per  given  volume;  further,  if  water  be 
placed  in  an  open  vessel  its  surface  film  will  he  a  measurable  quantity, 
and  its  thickness  will  vary  with  a  number  of  factors  of  which  temperature 
is  one.  Its  thickness  is  observed  as  ranging  from  4  X  10-*  cm.  to  4  X 
10~8  cm.,  and  its  density,  when  referred  to  the  main  bulk  of  the  water 
below,  will  approximate  2.14.  Surface  tension  is  not  affected  by  the 
surface  area.  It  is  numerical  in  value  and  expressed  in  dynes  per  centi- 
meter. It  is  a  variable  factor  dependent  on  temperature,  increasing 
numerically  with  falling  temperature,  e.g.,  water  at  18°  C.  has  a  surface 
tension  of  73  dynes  per  centimeter,  and  at  0°  C.  75  dynes  per  centimeter. 
At  the  critical  temperature  of  a  liquid  its  surface  tension  becomes  nil. 

All  liquids  have  a  definite  cohesion  or  tensile  strength,  which  is  as- 
cribed to  the  well-known  mutual  attraction  of  their  molecules.  This  then 
is  comparable  to  a  pressure  existing  within  a  liquid,  which  has  been  termed 
the  "intrinsic"  pressure.  Naturally  the  value  of  the  surface  tension  of 
-tlids  is  numerically  a  high  one.    The  surface  tension  of  a  pure  liquid 

1  Willows  and  Hatschek:  Surface  Tension  and  Surface  Energy,  1915. 

■Jones:  Elementt  of  Physical  Chemistry,  1907. 
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against  its  vapor  can  be  and  is  markedly  affected  by  the  addition  of  solu- 
ble contaminants.  Some  salts  will  raise  the  surface  tension  of  water 
while  others  will  lower  it;  the  fact  that  the  salts  of  weak  acids  will  lower 
the  surface  tension  of  water  is  explained  by  the  fact  that  free  acid  is 
liberated  by  hydrolysis.  It  is  further  known  that  all  acids  will  lower  the 
surface  tension  of  water.  The  surface  tension  of  water  is  decreased  by 
the  addition  of  oil,  or  better,  oil  will  reduce  the  interfacial  tension  between 
the  water-air  phases.  A  phenomenon  for  which  no  explanation  has  been 
given  is  the  one  which  shows  that  the  addition  of  contaminants  may 
either  raise  or  lower  the  surface  tension  of  water,  but  such  addition,  while 
it  may  decrease  that  tension  greatly,  can  increase  it  only  slightly.  Any 
lowering  of  surface  tension  is  more  marked  in  a  liquid  which  has  a  high 
surface  tension,  e.g.,  water,  than  in  liquids  of  low  surface  tension. 

There  can  be,  of  course,  no  surface  tension  without  adsorption,  which 
produces,  in  the  case  of  positive  adsorption,  an  increased  surface  concen- 
tration resulting  from  a  lowering  of  the  surface  tension  by  the  contami- 
nating and  dissolved  substance,  whatever  it  may  be.  The  equation  of 
Gibbs — u  =  —  c/Rtda/dc — gives  the  relationship  between  surface  ten- 
sion and  the  distribution  of  the  solute  between  the  bulk  of  the  liquid  and 
the  film  interface.     Here  the  notation  is: 

u  =  excess  of  substance  in  the  surface  layer, 

c   =  concentration  in  the  main  body  of  the  liquid, 

R  =  the  gas  constant, 

t    =  absolute  temperature, 

<r   =  surface  tension. 

This  shows  that  when  the  surface  tension  is  reduced  by  the  addition  of  a 
contaminant,  the  quantity  da/dc  is  negative  and  u  is  positive  (from  alge- 
braic consideration).  The  surface  film  then  contains  more  of  the 
contaminant  than  the  main  body  of  the  solution.  If  the  surface  film 
contains  less  of  the  contaminant  than  the  main  body  of  the  solution  it 
is  a  case  of  negative  adsorption. 

As  given  in  the  foregoing,  the  surface  of  a  liquid  against  its  vapor  is 
in  tension — surface  tension;  the  surface  of  liquid  against  another  liquid, 
or  a  gas  or  solid,  is  also  in  a  state  of  tension:  this  is  termed  interfacial 
tension.  In  the  consideration  of  the  bearing  which  surface  and  inter- 
facial tensions  have  on  froth  flotation,  this  condition  of  affairs  obtains  in 
the  flotation  machine:  Pulp  consisting  of  ore  of  approximately  80-mesh, 
water  in  ratio  of  3:1  of  ore,  and  oil  in  disappearingly  small  amount,  is 
being  violently  agitated.  For  the  sake  of  a  specific  case,  the  air  is  being 
forced  mechanically  into  the  swirling  pulp  by  beaters  or  stirrers.  These 
phases  then  are  present  in  flotation  by  the  oil-froth  process,  viz.,  solid- 
liquid  (ore-water),  solid-liquid  (ore-oil),  solid-gas  (ore-air),  liquid-liquid 
(water-oil),  liquid-gas  (water-air),  and  liquid-gas  (oil-air).  Thus  six  ten- 
vol.  lv. — 34. 
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substances  at  the  interface  between  dissimilar  phases  such  as,  solid-solid, 
solid-liquid,  solid-gas,  liquid-liquid,  liquid-gas,  and  gas-gas.  It  is  purely 
a  physical  effect.  Commonly,  adsorption1  is  construed  to  be  the  result  of 
the  condensation  of  a  disperse  phase  upon  the  interfacial  boundary  solid- 
liquid.  Returning  for  a  moment  to  the  Gibbs  equation  mentioned  above, 
adsorption  may  occur  if  the  interfacial  tension  solid-liquid  is  reduced — 
this  bring  positive  adsorption.  If,  however,  such  an  interfacial  tension 
is  ruim'd  in  vfihio  it  in  a  case  of  negative  adsorption  as  the  solute  or  dis- 
pwiw  phase  will  bo  injected  from  the  surface.  Any  condensation,  strictly 
slated,  of  n  snlutn  or  disperse  phase  in  the  interfacial  boundary  separating 
liquid-liquid  or  liqitid-vnpor  is  held  to  be  a  special  case  of  adsorption. 
Ilowovcr,  In  (ho  ttmieml  hisobo,  the  phenomenon  is  looked  upon  as  being 
l.lin  I't'Miilt  of  (lowlmiMiition  or  n  disperse  phase  in  the  interface  of  two  im- 
jiiUnllili1  pliiWN.  Adsorption  is  shown  very  strikingly  by  colloid  gels — 
llin  prniltii't  iilihiini'd  by  the  coagulation  of  sols — and  certain  cases  of 
MiliHillvn  iuIhiii'iiMiiii  itrn  very  remarkable.  Adsorption  will  naturally 
viii'.v  with  llin  amnion  expired.  In  Miss  Benson's  experiments  with 
|  iilimlnil  In  aijtliiotiM  mtlution,  amyl  alcohol  reduced  the  surface  ten- 
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sion  of  the  water,  and  it  was  found  by  producing  a  voluminous  froth  that 
the  alcoholic  concentration  in  the  froth  exceeded  that  in  the  bulk  of  the 
aqueous  solution  by  about  5  per  cent.  A  froth  has  a  very  large  surface, 
and  it  would  be  expected  that  the  adsorption  would  be  greater.  Such 
experiments  prove  the  value,  qualitatively,  of  the  Gibbs  rule. 

Recent  work  shows  that  all  solids  do  condense  certain  amounts  of 
gases  on  their  surfaces  and  retain  them  there  with  very  great  tenacity. 
Liquids  in  like  manner  adsorb  gases.  Further,  liquids  and  solids  exhibit 
marked  selective  adsorption  of  gases.  Although  this  selective  adsorp- 
tion obtains,  no  evidential  proof  has  been  submitted  which  says  that  the 
amount  of  gas  adsorbed  by  one  substance  is  largely  different  from  the 
amount  adsorbed  by  another  substance.  An  electric  charge  on  an  ad- 
sorbed substance  probably  would  considerably  influence  the  amount 
adsorbed.  The  adsorption  of  air  plays  an  important  r61e  in  flotation, 
for  as  Breuer  points  out,  the  adsorbed  air  film  is  enormously  responsible 
in  preventing  the  coalescence  of  solid  particles. 

A  comprehensive  study  of  the  adhesion  of  small  particles  of  solid  to 
the  dineric  interface  (surface  separating  two  liquid  phases)  has  been  made 
by  Hofmann4  based  on  the  theory  of  Des  Coudres.6  From  the  stand- 
point of  flotation  this  may  be  given  as  follows:  If  a  solid  particle,  e.g., 
quartz,  is  wetted  much  more  strongly  by  water  than  by  another  liquid, 
e.g.,  oil,  the  water  will  displace  the  oil,  and  a  film  of  water  will  form  about 
the  quartz  particle  according  to  the  relative  forces  of  adhesion.  Then 
the  quartz  particles  will  remain  in  the  water  phase  if  the  water  has  a 
specific  gravity  greater  than  the  oil,  regardless  of  their  size;  but  if  now 
the  oil  has  a  greater  specific  gravity  than  the  water,  then  the  quartz 
particles  will  remain  in  the  water  phase  until  the  size  of  the  particles  is 
such  that  the  force  of  gravity  will  remove  them  from  the  water.  Con- 
versely, if  a  solid  particle,  e.g.,  galena,  is  wetted  more  strongly  by  oil  than 
by  water,  the  oil  will  form  a  surface  film  about  the  particle  and  hence 
prohibit  the  particle  from  being  wetted  by  water,  i.e.,  from  entering  the 
water  phase.  Then  the  galena  will  only  enter  the  water  phase  when  the 
water  is  more  dense  than  the  oil,  and,  further,  when  the  galena  particles 
are  of  such  a  size  that  the  force  of  gravity  overcomes  the  adhesion  of  the 
oil  film  to  the  oil. 

Returning  to  purely  theoretical  considerations,  Hofmann  draws  cer- 
tain conclusions  at  this  juncture  which  deal  with  the  supposition  that 
solid  particles  will  then  remain  in  the  surface  separating  two  immiscible 
liquids,  if  those  particles  are  wet  partially  by  each  liquid.  I  quote  Ban- 
croft at  length  on  this  matter:6  "The  solid  particles  tend  to  go  into  the 
water  phase  if  they  adsorb  water  to  the  practical  exclusion  of  the  other 

*Zeit.  Phys.  Chem.,  vol.  83,  p.  385,  1913. 

*  Arch.  Entwicklungsmechanik,  vol.  7,  p.  325,  1898. 

6  BaDcroft:  Journal  of  Physical  Chemistry,  vol.  19,  No.  4,  p.  287  (April,  1915). 
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liquid;  they  tend  to  go  into  the  other  liquid  phase  if  they  tend  to  adsorb 
the  other  liquid  to  the  practical  exclusion  of  the  water;  while  the  particles 
tend  to  go  into  the  dineric  interface  in  case  the  adsorption  of  the  two 
liquids  is  sufficiently  intense  to  increase  the  miscibility  of  the  two  liquids 
very  considerably  at  the  surface  between  solid  and  liquid." 

Any  simultaneous  adsorption  of  two  immiscible  liquids  by  a  solid 
would  probably  tend  to  result  in  the  formation  of  a  homogeneous  liquid 
phase  at  the  surface  of  the  solid. 

In  regard  to  the  effect  of  contaminants  or  other  impurities  in  contact 
with  two  immiscible  liquids,  this  condition  obtains:  If  the  contaminant 
is  soluble  in  one  liquid  but  not  in  the  other,  and  also  lowers  the  interfacial 
tension  of  the  two,  the  equation  set  forth  by  Gibbs  exacts  the  requirement 
that  the  contaminant  should  obtain  in  the  interface.  Examples  of  this 
prove  the  validity  of  the  law. 

The  terms  adsorption  and  absorption  have  been  used  interchangeably 
in  some  writings,  thus  contributing  to  the  already  existing  confusion  of 
ideas. 

Absorption  or  Occlusion 

There  are  three  ways  by  which  gases  can  be  held  with  reference  to 
Nolids:  viz.:  (1)  By  surface  adsorption;  (2)  in  solid  solution;  and,  (3)  by 
occlusion.  The  term  "occlusion"  has  been  applied  indiscriminately  to 
any  of  the  above  methods  by  which  gases  are  held  by  solids.  Strictly 
Mpoaking,  by  occluded  gas  is  meant  gas  which  is  absorbed  and  held  in 
finely  divided  pores  or  openings  which  may  be  of  microscopic  size.  A 
recent  theory7  holds  that  occlusion  plays  the  operative  role  in  the  flota- 
tion of  minerals  by  all  processes.  I  am  unable  to  reconcile  myself  to 
this  explanation  for  a  number  of  reasons.  Marked  instances  of  occlu- 
Hion  at  normal  temperature  are  known  only  in  certain  amorphous  sub- 
Mtanees  like  charcoal.  Many  metals,  of  course,  both  in  the  liquid  and 
Holid  states,  have  the  power  of  occluding  gases,  often  in  marked  degree. 
There  may  be  and  undoubtedly  are  fine  pores  in  the  floatable  minerals, 
which  may  in  a  sense  be  considered  as  an  assemblage  of  capillary  tubes; 
theHe  can  and  do  occlude  gas.  Yet  occlusion  is  marked  only  in  amorphous 
HiilmtanccH  and  in  certain  metals  as  just  stated.  It  is  definitely  known 
that  occluded  gases  are  retained  with  very  great  tenacity  by  the  sub- 
HtanccH  occluding  them  and  therefore  expelled  only  with  difficulty.  It 
MPumH  anomalous  then  to  hold  that  the  occluded  gas  can  depart  from  the 
mineral  occluding  it  with  sufficient  speed  to  aid  the  air  bubbles  in  the 
liquid  in  the  process  of  flotation.  I  believe  rather  firmly  that  occlusion 
in  not  a  cogent  factor  in  flotation  by  any  process,  and  that  a  more  con- 

»  Duroll:  Mining  and  Scientific  Press,  vol.  Ill,  No.  12,  p.  428  (Sept.  18,  1915)  and 
Duroll:    Metallurgical  and  Chemical  Engineering,  vol.  14.,  No.  5,  p.  251  (March  1, 
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sistent  theory  may  be  formulated  without  postulating  these  conjectures 
regarding  occlusion. 

Colloids 

Colloids,  in  the  original  definition  of  the  term  by  Thomas  Graham, 
are  not  a  definite  class  of  substances;  rather  a  large  number  of  different 
substances  may  be  made  to  assume  the  colloidal  state  if  proper  precau- 
tions are  taken.  All  of  which  reveals  the  striking  fact  that  this  colloidal 
condition  is  a  state  and  not  a  form  of  matter.  The  ultra-microscope  of 
R.  Zsigmondy  and  H.  Siedentopf  has  increased  the  knowledge  of  colloids 
to  a  great  extent.  A  rather  general  statement  may  be  made  regarding 
colloids  and  that  is,  that  they  do  not  show  osmotic  pressure  in  any  ap- 
preciable amount.  Colloidal  solutions — sols — are  regarded  as  systems 
of  two  phases,  in  which  the  dissolved  substance  is  the  disperse  phase  and 
the  solvent  the  continuous  phase. 

Since  in  flotation  the  ore  is  often  as  small  in  size  as  certain  of  the  col- 
loids, the  flotation  pulp  (ore,  water,  etc.)  can  be  looked  upon  as  a  coarse 
suspension,  and  the  laws  of  colloids  apply  here  with  equal  force  as  in  the 
realm  of  colloidal  chemistry.  So-called  suspensions  are  systems  con- 
sisting of  solid  particles  of  microscopic  size  distributed  through  a  liquid. 
As  mentioned  by  Ralston,8  Reinders  has  treated  at  length  the  particular 
case  of  a  solid  phase  maintained  in  contact  with  two  liquid  phases,  i.e., 
two  immiscible  liquids.  His  work  is  based  on  the  different  interfacial 
tensions  existing,  and  his  experiments  and  those  of  Hofmann,  as  men- 
tioned in  an  earlier  paragraph,  have  considerable  bearing  on  the  flotation 
problem. 

Emulsions 
Emulsions  are  fairly  coarse  dispersions  of  one  liquid  in  another  with 
which  it  is  immiscible.  The  simplest  and  commonest  emulsions  are  the 
oil- water  emulsions,  i.e.,  the  pure  oil-water  emulsions,  containing  no 
emulsifying  agent  such  as  soap,  proteids,  etc.  In  such  systems  the  oil 
globules  can  be  coagulated  by  electrolytes,  show  the  Brownian  move- 
ment strikingly,  and  can  even  be  retained  by  some  filtering  media.  Any 
process  of  emulsification  is  dependent  on  a  surface  tension  lowering,  or, 
to  be  more  precise,  on  a  lowering  of  the  interfacial  tension  between  the 
two  phases.  According  to  Briggs  and  Schmidt,9  the  two  essential  re- 
quirements of  an  emulsifying  agent  are  these:  (1)  The  property  of  con- 
densing by  adsorption  in  the  dineric  interface;  and  (2),  the  ability  to  form 
under  these  circumstances  a  strong  coherent  film.  Temperature  is  a 
cogent  factor  in  emulsification,  for  its  effect  is  to  reduce  the  interfacial 


•  Ralston:  Mining  and  Scientific  Press,  vol.  Ill,  No.  17,  p.  623  (Oct.  23,  1915). 
.  •  Briggs  and  Schmidt:  Journal  of  Physical  Chemistry,  vol.  19,  No.  6,  p.  479 
(June,  1915). 


as  the  latter  will  decompose  the  soap. 

If  solid  particles  are  suspended  in  a  liquid,  they  tend  to  increase  the 
viscosity  of  that  liquid  only  gradually,  depending  on  the  amount  of  solid 
particles  present.  Experiments  have  shown  that  whenever  a  substance 
which  is  in  suspension  is  wetted  by  two  immiscible  liquids  simultaneously, 
it  will  go  into  the  dinerio  interface  in  the  manner  already  referred  to,  and 
will  therefore  tend  to  produce  an  emulsion.  If,  however,  the  suspended 
particles  can  not  coalesce  due  to  adsorbed  oil  film,  or  for  other  reasons,  and 
thus  effect  the  production  of  a  coherent  film,  the  emulsion  will  not  be 
stable.  Very  few  data  are  available  on  the  production  of  emulsions  by 
the  oils  used  in  flotation  work,  or  on  the  matter  of  interfacial  tensions 
between  such  oils  and  water.  However,  we  are  no  doubt  dealing  with 
emulsified  or  partially  emulsified  pulp  in  some  of  the  flotation  processes, 
e.g.,  the  oil-froth  process  at  least. 

Electrolytic  and  Electrostatic  Phenomena 

Any  substance  which  is  placed  in  contact  with  water  or  many  other 
liquids  will  assume  an  electric  charge,  the  origin  of  which  is,  as  yet,  not 
set  forth.  Most  substances  when  in  contact  with  water  become  negatively 
charged,  but  these  charges  can  be  differed  at  will  or  reversed  by  the 
addition  of  the  proper  electrolyte  in  requisite  amount.  These  electric 
charges  are  by  no  means  confined  to  submicroscopic  particles  but  are 
found  also  on  the  particles  of  a  coarse  suspension.  Gangue  minerals, 
e.g.,  quartz,  when  suspended  in  water,  are  negatively  charged,  and  sul- 
phide minerals,  e.g.,  pyrite,  are  positively  charged  under  like  conditions. 
Oil  drops  are  negatively  charged,  as  are  air  bubbles  under  certain  con- 
ditions which  will  be  given  subsequently.  These  charges  are  very  mi- 
nute when  referred  to  the  mass  of  the  particle.  Substantial  evidence  is 
at  hand  which  goes  to  show  that  floatable  minerals  have  the  positive  sign 
of  electricity  when  suspended  in  water  or  can  be  made  to  assume  that 
sign  by  the  addition  of  proper  electrolytes  in  sufficient  amount.  As 
'low10  observes,  there  is  a  parallelism  between  electrostatic  eharacter- 
»  J.  M.  Callow:  Bulletin  No.  108,  p.  2334  (December,  1915) 
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istics  and  the  flotation  properties  of  ores.  Many  of  the  electrostatic 
principles  have  either  been  carried  too  far  or  misapplied  as  recent  work 
shows. 

Experiments  in  the  realm  of  colloid  chemistry  indicate  that  the  con- 
tact films  are  charged  and  that  such  charges  markedly  affect  the  disper- 
sion or  coherence  of  the  particles  in  suspension.  Naturally,  oppositely 
charged  contact  films  will  coalesce  while  similarly  charged  contact  films 
will  repel  each  other,  if  the  charges  are  sufficient  in  amount  to  overcome 
the  force  of  cohesiveness;  in  the  latter,  dispersion  is  the  result.  The  oil 
and  air  contact  films  having  negative  charges  would  tend  to  attract  the 
sulphide  particles,  but  further  than  this  possibility  electrostatics  prob- 
ably plays  little  part  in  flotation  for  the  reasons  given  in  the  following 
paragraph. 

As  referred  to  above,  it  is  pretty  generally  admitted  that  only  min- 
erals which  are  good  conductors  are  suitable  to  flotation.  Now  then,  as 
the  electrical  theory  contends,  electrified  bubbles  must  be  supplied  to 
float  the  conducting  minerals  which  are  attracted,  leaving  behind  the 
minerals  which  are  not.  The  bubbles  in  flotation  are  simply  air  spaces 
contained  by  a  mantle  of  oil  or  of  water,  and  there  is,  therefore,  nothing 
within  to  bear  the  charge.  In  case  it  could  carry  a  charge,  which  would 
only  be  possible  by  the  presence  of  contained  ionized  gases  or  water  vapor, 
the  charge  would  be  speedily  dissipated  by  contact  with  the  interfacial 
boundary.  Then  in  order  for  a  bubble  to  carry  a  charge  it  must  be  pro- 
tected by  a  dielectric  film.  Further,  electrostatics  plays  probably  little 
part  in  holding  the  sulphide  particles  and  the  gas  bubbles  together  as 
neither  the  bubble  nor  the  particle  can  have  a  charge  of  sufficient  magni- 
tude when  referred  to  the  size.  The  electrical  theory  has  been  strongly 
championed  by  at  least  one  writer11  and  has  been  tolerated  by  some  others. 
A  recent  article12  indicates  that  the  principles  of  electrostatics  have  been 
considerably  misapplied.  It  is  my  belief  that  electrostatics  may  be  a 
small  contributing  factor  in  flotation  in  a  manner  not  as  yet  understood 
because  of  a  lack  of  data  concerning  charges  at  the  interfacial  boundary 
between  immiscible  phases,  e.g.,  where  the  colloidal  state  is  introduced 
in  oil-water  emulsions.  Apparently,  as  far  as  any  data  at  hand  are  con- 
cerned, they  all  serve  to  condemn  any  attachment  of  great  importance  to 
the  electrical  theory. 


11  Bains:  The  Electrical  Theory  of  Flotation,  Mining  and  Scientific  Press,  vol. 
Ill,  No.  22,  p.  824  (Nov.  27,  1915). 

Bains:  The  Electrical  Theory  of  Flotation,  II,  ibid.t  vol.  Ill,  No.  24,  p.  883  (Dec. 
11,  1915). 

12Fahrenwald:  The  Electrostatics  of  Flotation,  ibid.,  vol.  Ill,  No.  11,  p.  375 
(March  11,  1916). 
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The  Character  and  Formation  of  Flotation  Froth 

Bearing  in  mind  the  phenomena  discussed  above,  let  us  turn  to  the 
flotation  of  minerals  by  means  of  the  froth  process  and  look  into  the  char- 
acter and  formation  of  froth.  A  froth  has  been  defined  as  a  multiplicity 
of  bubbles;  this  seems  to  be  wanting  in  some  respects  but  will  be  requisite 
and  sufficient  for  this  purpose.  The  froth  of  flotation  is  formed  by  the 
action  of  air  or  gas  in  water  containing  impurities  or  contaminants,  for 
pure  water  will  not  maintain  a  froth. 

Froth  and  Bubbles 

The  idea  has  been  abandoned  of  late,  by  most  people,  that  a  low  sur- 
face tension  is  the  essential  requirement  for  froth  formation.  As  men- 
tioned by  Coghill  in  a  recent  writing,  the  contamination  of  the  liquid 
with  an  impurity  which  will  cause  a  variable  surface  tension  is  the  real 
requirement.  A  bubble  of  air  is  spherical  in  shape  and  this  shape  can 
only  be  maintained  if  the  external  pressure  exceeds  the  internal  pressure. 
Since  a  bubble  does  not  expand  per  se,  large  bubbles  can  only  be  accounted 
for  by  heat,  coalescence  or  electrification.  Viscosity  is  an  important 
factor  in  froth  persistence  as  it  increases  the  tenacity  of  the  liquid  film 
and  thus  prevents  ready  rupture.  The  rupture  or  bursting  of  bubbles 
is  accounted  for  by  these  reasons: 

1.  Concussion  upon  a  surface  film  which  is  deficient  in  the  requisite 
viscosity  and  variable  surface  tension. 

2.  Relief  of  pressure — here  the  gas  of  the  bubble  in  expanding  exerts 
a  pressure  which  exceeds  that  of  the  liquid  film. 

3.  Adhesive  force  of  the  entrained  gas  for  the  atmospheric  air. 

4.  Evaporation  of  the  liquid  film. 

Flotation  bubbles  will  burst  then  for  any  one  or  a  combination  of  all 
these  reasons. 

Solutions  in  which  the  continuous  phase  is  a  solution  of  soap,  various 
products  from  the  saponification  of  albumens,  etc.,  will  froth  volumin- 
ously even  in  a  very  diluted  condition;  frothing  never  occurs  in  pure 
liquids  and  is  a  definite  proof  that  the  solute  or  disperse  phase  lowers  the 
surface  tension  of  the  solvent.  A  froth,  which  shows  adsorption  at  the 
interfacial  boundary  of  solution  and  gas,  depends  for  its  persistence  on 
the  production  of  a  viscous  film  at  that  boundary;  these  viscous  films 
are  the  direct  result  of  surface  adsorption  of  the  disperse  phase,  i.e.,  dis- 

l  contaminants,  the  amount  of  which  is  small — disappearingly  so. 

rork  of  Hall  and  of  Miss  Benson  shows  that  in  a  foaming  liquid  the 

is  richer  in  dissolved  contaminant  than  is  the  bulk  of  the  liquid. 

i  formation  in  the  Callow  cell  is  the  result  of  the  injection  of  air  into 
pulp  (already  emulsified);  the  froth  continues  to  obtain  as  long  as 
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there  is  sufficient  air  injected  into  pulp  of  the  proper  consistency.  The 
nature  of  the  froth  in  the  Callow  cell  is  governed  by  the  kind  of  oil  used 
and  by  the  amount  of  air.  A  pneumatic  froth  is  unstable  or  ephemeral, 
i.e.,  it  dies  rapidly  when  removed  from  the  influence  of  the  injected  air. 
The  mechanical  froth,  on  the  other  hand,  is  thick  and  persistent,  and 
must  be  broken  up  in  dewatering  the  concentrates. 

Oils 

Oils  have  a  well-marked  selective  action  for  metallic  sulphides,  tel- 
lurides  and  some  other  minerals.  The  fact  that  both  the  oil  and  the  air 
or  other  gas  have  a  selective  adhesion  for  sulphides  prevents  them  from 
being  wetted  by  water.  Conversely,  the  quartz  and  other  minerals  ex- 
hibit just  the  opposite  characteristics.  The  gangue  minerals,  generally, 
do  not  exhibit  adhesion  for  either  gas  or  oil  and  hence  they  are  readily 
wetted  by  water.  Gases  have  a  well-defined  adhesiveness  for  oils;  hence 
the  air  or  gas  adheres  strongly  to  the  oil  film.  The  stability  of  a  froth 
depends,  in  the  main,  on  the  kind  of  oil  used,  e.g.,  pine  oil  makes  a  weak 
brittle  froth,  and  creosote  makes  a  stable  elastic  froth.  The  work  of 
Devaux13  on  oil  films  explains  how  so  small  an  amount  of  oil  as  is  used 
in  the  various  flotation  processes  can  be  so  efficacious.  From  a  considera- 
tion of  the  immiscible  oil-water  interface,  if  any  oil  will  film  the  inter- 
nal surface  of  a  gas  bubble  the  sulphide  mineral  particles  would  be  con- 
tained in  the  oil-water  interface  no  matter  what  the  nature  of  the  gas 
contained  by  the  water  film.  The  sulphide  if  it  enters  the  oil  phase  would 
then  present  an  oiled  surface  to  the  water  phase.  There  are  three  con- 
ditions then:  (1)  The  mineral  enters  the  oil  phase  completely;  or  (2)  the 
mineral  enters  the  water  phase  completely;  or  (3)  the  mineral  enters  the 
oil-water  interface. 

Some  experiments  made  to  determine  the  nature  of  the  frothing  power, 
selective  and  collective  action  of  different  oils  show  some  interesting  re- 
sults. I  made  some  tests  on  a  zinciferous  slime  from  the  Joplin  area 
with  different  oils  and  the  results  obtained  indicate  that  a  definite  mix- 
ture  of  oils  will  effect  better  recoveries  than  any  one  oil  alone.  The  best 
combination  consisted  of  pine  oil  as  a  frother,  plus  wood  creosote  as  a 
frother  and  selector,  plus  refined  tar  oil  as  a  froth  stiffener.  The  com- 
plete results  of  these  experiments  will  be  given  in  a  later  paper. 

In  general,  pine  oil  makes  a  brittle  froth  which  immediately  dies; 
creosotes  make  a  more  elastic  froth,  the  bubbles  of  which  may  expand 
to  3  in.  in  diameter  or  more  before  rupture.  Coal-tar  products  are  rather 
poor  frothing  agents  and  if  used  must  be  aided  by  either  creosote  or  pine 
oil  to  produce  a  good  froth.     Oils  of  a  lubricating  nature  seem  to  be  of 


w  Devaux:  Oil  Films  on  Water  and  on  Mercury,  Smithsonian  Report  of  1913,  p.  261. 


'-carrying  the  metallic  sulphides  by  reason  of  the  forces  already  men- 
tioned) on  account  of  gravitation,  by  which  is  understood  that  the  ad- 
herence of  the  air  to  the  liquid  is  less  than  the  force  of  gravity. 

Rfimnos 

From  a  consideration  of  the  foregoing,  it  is  believed  that  the  theory 
touted  on  the  different  interfacial  tensions  involved  is  the  dominating  one 
mm  wefl  tut  the  more  consistent  at  this  time.  Probably  flotation  is  due  to 
*  f-ssrnbi  nation  of  phenomena  which  are  rather  high  in  the  scale  of  com- 
plexity. The  theory  based  solely  on  occlusion  goes  "by  the  board"  as 
if,  has  been  shown  that  the  contributing  effect  of  this  phenomenon  has 
b«wi  interpreted  rather  laxly."  The  phenomenon  of  electrostatics  may 
iA,  *  small  attributing  factor  but  recent  work  indicates  that  the  prin- 
->(-t*«  Uhv.  \if*u  misapplied.    An  explanation  more  in  consonance  with 


3 


p*m;  KUwuml*  of PhyHcal  Chemutty,  p.  177,  1907. 
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fact  can  be  given  in  terms  of  the  interfacial  tensions  involved,  without 
postulating  either  occlusion  or  electrostatics. 

The  main  and  essential  requirements  for  froth  flotation  are:  (1)  The 
production  of  a  persistent  froth  by  any  means;  (2)  the  attachment  of  the 
bubbles  of  air  to  the  sulphides  or  other  material  to  be  floated;  and  (3) 
the  maintaining  of  a  selective  action  of  the  froth  bubbles  for  the  sulphides 
or  other  material  to  be  floated. 

Why  this  is  accomplished  is  outlined  in  the  above,  particularly  under 
the  subhead,  "Adsorption."  Probably,  before  any  generally  satisfactory 
estimate  of  the  many  complex  factors,  which  are  supposed  to  be  involved, 
can  be  secured,  a  more  thorough  investigation  of  all  of  them  will  have  to 
be  made  than  has  thus  far  been  attempted.  However,  in  this  line  of 
inquiry  there  has  been  a  steady  progression  of  thought  and  a  remarkable 
increase  in  knowledge  in  the  past  few  years;  and  the  art  of  flotation  will 
continue  to  improve  and  develop  as  knowledge  of  the  different  factors 
involved  increases  and  allows  the  exercise  of  a  better  control  of  them. 
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liquid;  they  tend  to  go  into  the  other  liquid  phase  if  they  tend  to  adsorb 
the  other  liquid  to  the  practical  exclusion  of  the  water;  while  the  particles 
tend  to  go  into  the  dineric  interface  in  case  the  adsorption  of  the  two 
liquids  is  sufficiently  intense  to  increase  the  miscibility  of  the  two  liquids 
very  considerably  at  the  surface  between  solid  and  liquid." 

Any  simultaneous  adsorption  of  two  immiscible  liquids  by  a  solid 
would  probably  tend  to  result  in  the  formation  of  a  homogeneous  liquid 
phase  at  the  surface  of  the  solid. 

In  regard  to  the  effect  of  contaminants  or  other  impurities  in  contact 
with  two  immiscible  liquids,  this  condition  obtains:  If  the  contaminant 
is  soluble  in  one  liquid  but  not  in  the  other,  and  also  lowers  the  interf acial 
tension  of  the  two,  the  equation  set  forth  by  Gibbs  exacts  the  requirement 
that  the  contaminant  should  obtain  in  the  interface.  Examples  of  this 
prove  the  validity  of  the  law. 

The  terms  adsorption  and  absorption  have  been  used  interchangeably 
in  some  writings,  thus  contributing  to  the  already  existing  confusion  of 
ideas. 

Absorption  or  Occlusion 

There  are  three  ways  by  which  gases  can  be  held  with  reference  to 
solids:  viz.:  (1)  By  surface  adsorption;  (2)  in  solid  solution;  and,  (3)  by 
occlusion.  The  term  "occlusion"  has  been  applied  indiscriminately  to 
any  of  the  above  methods  by  which  gases  are  held  by  solids.  Strictly 
speaking,  by  occluded  gas  is  meant  gas  which  is  absorbed  and  held  in 
finely  divided  pores  or  openings  which  may  be  of  microscopic  size.  A 
recent  theory7  holds  that  occlusion  plays  the  operative  r61e  in  the  flota- 
tion of  minerals  by  all  processes.  I  am  unable  to  reconcile  myself  to 
this  explanation  for  a  number  of  reasons.  Marked  instances  of  occlu- 
sion at  normal  temperature  are  known  only  in  certain  amorphous  sub- 
stances like  charcoal.  Many  metals,  of  course,  both  in  the  liquid  and 
solid  states,  have  the  power  of  occluding  gases,  often  in  marked  degree. 
There  may  be  and  undoubtedly  are  fine  pores  in  the  floatable  minerals, 
which  may  in  a  sense  be  considered  as  an  assemblage  of  capillary  tubes; 
these  can  and  do  occlude  gas.  Yet  occlusion  is  marked  only  in  amorphous 
substances  and  in  certain  metals  as  just  stated.  It  is  definitely  known 
that  occluded  gases  are  retained  with  very  great  tenacity  by  the  sub- 
stances occluding  them  and  therefore  expelled  only  with  difficulty.  It 
seems  anomalous  then  to  hold  that  the  occluded  gas  can  depart  from  the 
mineral  occluding  it  with  sufficient  speed  to  aid  the  air  bubbles  in  the 
liquid  in  the  process  of  flotation.  I  believe  rather  firmly  that  occlusion 
is  not  a  cogent  factor  in  flotation  by  any  process,  and  that  a  more  con- 

7  Durell:  Mining  and  Scientific  Press,  vol.  Ill,  No.  12,  p.  428  (Sept.  18,  1915)  and 
Durell:  Metallurgical  and  Chemical  Engineering,  vol.  14.,  No.  5,  p.  251  (March  1, 
1916). 
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sistent  theory  may  be  formulated  without  postulating  these  conjectures 
regarding  occlusion. 

Colloids 

Colloids,  in  the  original  definition  of  the  term  by  Thomas  Graham, 
are  not  a  definite  class  of  substances;  rather  a  large  number  of  different 
substances  may  be  made  to  assume  the  colloidal  state  if  proper  precau- 
tions are  taken.  All  of  which  reveals  the  striking  fact  that  this  colloidal 
condition  is  a  stale  and  not  a  form  of  matter.  The  ultra-microscope  of 
R.  Zsigmondy  and  H.  Siedentopf  has  increased  the  knowledge  of  colloids 
to  a  great  extent.  A  rather  general  statement  may  be  made  regarding 
colloids  and  that  is,  that  they  do  not  show  osmotic  pressure  in  any  ap- 
preciable amount.  Colloidal  solutions — sols — are  regarded  as  systems 
of  two  phases,  in  which  the  dissolved  substance  is  the  disperse  phase  and 
the  solvent  the  continuous  phase. 

Since  in  flotation  the  ore  is  often  as  small  in  size  as  certain  of  the  col- 
loids, the  flotation  pulp  (ore,  water,  etc.)  can  be  looked  upon  as  a  coarse 
suspension,  and  the  laws  of  colloids  apply  here  with  equal  force  as  in  the 
realm  of  colloidal  chemistry.  So-called  suspensions  are  systems  con- 
sisting of  solid  particles  of  microscopic  size  distributed  through  a  liquid. 
As  mentioned  by  Ralston,8  Reinders  has  treated  at  length  the  particular 
case  of  a  solid  phase  maintained  in  contact  with  two  liquid  phases,  i.e., 
two  immiscible  liquids.  His  work  is  based  on  the  different  interfacial 
tensions  existing,  and  his  experiments  and  those  of  Hofmann,  as  men- 
tioned in  an  earlier  paragraph,  have  considerable  bearing  on  the  flotation 
problem. 

Emulsions 
Emulsions  are  fairly  coarse  dispersions  of  one  liquid  in  another  with 
which  it  is  immiscible.  The  simplest  and  commonest  emulsions  are  the 
oil-water  emulsions,  i.e.,  the  pure  oil-water  emulsions,  containing  no 
emulsifying  agent  such  as  soap,  proteids,  etc.  In  such  systems  the  oil 
globules  can  be  coagulated  by  electrolytes,  show  the  Brownian  move- 
ment strikingly,  and  can  even  be  retained  by  some  filtering  media.  Any 
process  of  emulsification  is  dependent  on  a  surface  tension  lowering,  or, 
to  be  more  precise,  on  a  lowering  of  the  interfacial  tension  between  the 
two  phases.  According  to  Briggs  and  Schmidt,9  the  two  essential  re- 
quirements of  an  emulsifying  agent  are  these:  (1)  The  property  of  con- 
densing by  adsorption  in  the  dineric  interface;  and  (2),  the  ability  to  form 
under  these  circumstances  a  strong  coherent  film.  Temperature  is  a 
cogent  factor  in  emulsification,  for  its  effect  is  to  reduce  the  interfacial 


•  Ralston:  Mining  and  Scientific  Press,  vol.  Ill,  No.  17,  p.  623  (Oct.  23,  1915). 
.  •  Briggs  and  Schmidt:  Journal  of  Physical  Chemistry,  vol.  19,  No.  6,  p.  479 
(June,  1915). 
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tension  between  phases  and  also  to  lower  the  viscosity  of  the  phases. 
In  the  production  of  emulsions,  a  considerable  amount  of  surface  energy 
is  produced  because  of  the  relatively  large  surface  area  of  the  disperse 
phase;  an  emulsion  is  the  more  speedily  effected  if  such  surface  energy  be 
reduced  by  the  use  of  a  liquid  having  a  low  surface  tension  as  the  con- 
tinuous phase.  Some  emulsions,  under  certain  conditions,  display  a 
great  increase  in  viscosity  over  that  of  either  of  the  immiscible  phases, 
e.g.,  the  emulsions  of  the  Pickering  order — up  to  99  per  cent,  of  oil  in  1 
per  cent,  of  soap  solution — can  be  cut  into  cubes.  Any  emulsion  pro- 
duced with  soap  solution  is  at  once  rendered  nil  by  the  addition  of  acid, 
as  the  latter  will  decompose  the  soap. 

If  solid  particles  are  suspended  in  a  liquid,  they  tend  to  increase  the 
viscosity  of  that  liquid  only  gradually,  depending  on  the  amount  of  solid 
particles  present.  Experiments  have  shown  that  whenever  a  substance 
which  is  in  suspension  is  wetted  by  two  immiscible  liquids  simultaneously, 
it  will  go  into  the  dineric  interface  in  the  manner  already  referred  to,  and 
will  therefore  tend  to  produce  an  emulsion.  If,  however,  the  suspended 
particles  can  not  coalesce  due  to  adsorbed  oil  film,  or  for  other  reasons,  and 
thus  effect  the  production  of  a  coherent  film,  the  emulsion  will  not  be 
stable.  Very  few  data  are  available  on  the  production  of  emulsions  by 
the  oils  used  in  flotation  work,  or  on  the  matter  of  interfacial  tensions 
between  such  oils  and  water.  However,  we  are  no  doubt  dealing  with 
emulsified  or  partially  emulsified  pulp  in  some  of  the  flotation  processes, 
e.g.,  the  oil-froth  process  at  least. 

Electrolytic  and  Electrostatic  Phenomena 

Any  substance  which  is  placed  in  contact  with  water  or  many  other 
liquid*  will  assume  an  electric  charge,  the  origin  of  which  is,  as  yet,  not 
not  forth .  Most  substances  when  in  contact  with  water  become  negatively 
ohargod,  but  those  charges  can  be  differed  at  will  or  reversed  by  the 
addition  of  the  proper  eloctrolyte  in  requisite  amount.  These  electric 
ohargon  aro  by  no  moans  confined  to  submicroscopic  particles  but  are 
found  iiIno  on  tho  particles  of  a  coarse  suspension.  Gangue  minerals, 
*».(/.,  quart*,  whon  suspended  in  water,  are  negatively  charged,  and  sul- 
phidn  minoralu,  v.y.,  pyrito,  aro  positively  charged  under  like  conditions. 
Oil  drop*  urn  nogativoly  charged,  as  are  air  bubbles  under  certain  con- 
dition* whioh  will  bo  given  subsequently.  These  charges  are  very  mi- 
mito  whon  roforrod  to  tho  mass  of  the  particle.  Substantial  evidence  is 
al.  hand  whioh  goo*  to  show  that  floatable  minerals  have  the  positive  sign 
of  olootrlolty  whon  mwpondod  in  water  or  can  be  made  to  assume  that 
wltfii  by  tho  addition  of  proper  electrolytes  in  sufficient  amount.  As 
( Wlow1"  olmorvoH,  thoro  in  a  parallelism  between  electrostatic  character- 

»•  J,  M.  ( Wlow:  Hulhtin  No.  108,  p.  2334  (December,  1915) 
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istics  and  the  flotation  properties  of  ores.  Many  of  the  electrostatic 
principles  have  either  been  carried  too  far  or  misapplied  as  recent  work 
shows. 

Experiments  in  the  realm  of  colloid  chemistry  indicate  that  the  con- 
tact films  are  charged  and  that  such  charges  markedly  affect  the  disper- 
sion or. coherence  of  the  particles  in  suspension.  Naturally,  oppositely 
charged  contact  films  will  coalesce  while  similarly  charged  contact  films 
will  repel  each  other,  if  the  charges  are  sufficient  in  amount  to  overcome 
the  force  of  cohesiveness;  in  the  latter,  dispersion  is  the  result.  The  oil 
and  air  contact  films  having  negative  charges  would  tend  to  attract  the 
sulphide  particles,  but  further  than  this  possibility  electrostatics  prob- 
ably plays  little  part  in  flotation  for  the  reasons  given  in  the  following 
paragraph. 

As  referred  to  above,  it  is  pretty  generally  admitted  that  only  min- 
erals which  are  good  conductors  are  suitable  to  flotation.  Now  then,  as 
the  electrical  theory  contends,  electrified  bubbles  must  be  supplied  to 
float  the  conducting  minerals  which  are  attracted,  leaving  behind  the 
minerals  which  are  not.  The  bubbles  in  flotation  are  simply  air  spaces 
contained  by  a  mantle  of  oil  or  of  water,  and  there  is,  therefore,  nothing 
within  to  bear  the  charge.  In  case  it  could  carry  a  charge,  which  would 
only  be  possible  by  the  presence  of  contained  ionized  gases  or  water  vapor, 
the  charge  would  be  speedily  dissipated  by  contact  with  the  interfacial 
boundary.  Then  in  order  for  a  bubble  to  carry  a  charge  it  must  be  pro- 
tected by  a  dielectric  film.  Further,  electrostatics  plays  probably  little 
part  in  holding  the  sulphide  particles  and  the  gas  bubbles  together  as 
neither  the  bubble  nor  the  particle  can  have  a  charge  of  sufficient  magni- 
tude when  referred  to  the  size.  The  electrical  theory  has  been  strongly 
championed  by  at  least  one  writer11  and  has  been  tolerated  by  some  others. 
A  recent  article12  indicates  that  the  principles  of  electrostatics  have  been 
considerably  misapplied.  It  is  my  belief  that  electrostatics  may  be  a 
small  contributing  factor  in  flotation  in  a  manner  not  as  yet  understood 
because  of  a  lack  of  data  concerning  charges  at  the  interfacial  boundary 
between  immiscible  phases,  e.g.,  where  the  colloidal  state  is  introduced 
in  oil-water  emulsions.  Apparently,  as  far  as  any  data  at  hand  are  con- 
cerned, they  all  serve  to  condemn  any  attachment  of  great  importance  to 
the  electrical  theory. 


11  Bains:  The  Electrical  Theory  of  Flotation,  Mining  and  Scientific  Press,  vol. 
Ill,  No.  22,  p.  824  (Nov.  27,  1915). 

Bains:  The  Electrical  Theory  of  Flotation,  II,  ibid.,  vol.  Ill,  No.  24,  p.  883  (Dec. 
11,  1915). 

12  Fahrenwald:  The  Electrostatics  of  Flotation,  ibid.,  vol.  Ill,  No.  11,  p.  375 
(March  11,  1916). 
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Discussion 

Oliver  O.  Ralston,  Salt  Lake  City,  Utah  (communication  to  the 
Secretary*). ---The  literature  on  the  theory  of  flotation  has  been  enriched, 
of  late,  by  the  views  of  a  number  of  excellent  mining  engineers  who  un- 
fortunately were  tyros  in  physical  chemistry  and  physics.  Hence  the 
obscurity  and  mystery  with  which  the  process  is  supposed  to  be 
surrounded. 

The  present  paper  goes  far  toward  explaining  some  of  the  ideas  which 
have  seemed  obscure  or  which  have  been  poorly  expounded  by  the  men 
who  advanced  them,  but  there  are  a  number  of  places  where  the  author's 
explanations  art*  unsatisfactory,  or  where  he  has  fallen  into  the  same 
mistakes  made  by  the  original  propounders  of  the  theories  involved. 

While  recognising  the  value  of  constructive  compilation,  it  is  never- 
theless disappointing  to  find  a  paper  reviewing  the  recent  theories  of 
flotation  which  presents  nothing  new — not  even  a  new  viewpoint. 

the  bottom  of  page  529,  there  are  stated  to  be  present  the  fol- 
14 phases"  in  flotation:  "solid-liquid  ^ore-water),  solid-liquid 
»  solid-gas  vore-airV*  etc.     The  writer  could  not  possibly  have 

•  K*c«ived  September,  1916. 
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meant  to  apply  the  word  "phases"  to  the  ideas  involved.  Each  of  the 
pairs  of  phases  mentioned  has  an  interface  in  which  exists  the  interfacial 
tension  that  he  is  talking  about. 

On  page  535,  in  discussing  electrified  bubbles,  it  is  stated  that  "the 
bubbles  in  flotation  are  simply  air  spaces  contained  by  a  mantle  of  oil  or 
of  water  and  there  is,  therefore,  nothing  within  to  bear  the  charge.  In 
case  it  could  carry  a  charge,  which  would  only  be  possible  by  the  pres- 
ence of  contained  ionized  gases  or  water  vapor,  the  charge  would  be  speedily 
dissipated  by  contact  with  the  interfacial  boundary.  Then  in  order  for  a 
bubble  to  carry  a  charge  it  must  be  protected  by  a  dielectric  film."  It  can 
be  seen  from  this  series  of  arguments  that  the  author  has  fallen  into  the  same 
error  that  has  confronted  a  number  of  exponents  of  an  "electrostatic  the- 
ory" of  flotation.  The  theory  of  Bains,1  which  is  objected  to  by  Fahren- 
wald,2  holds  that  the  friction  of  the  liquid  and  solid  and  gaseous  masses  on 
each  other  generates  static  electric  charges  and  that  the  function  of  the  oils 
used  in  flotation  is  to  insulate  these  charged  particles.  Fahrenwald's 
objections  to  this  theory  are  sound.  However,  all  these  writers  have 
failed  to  consider  the  mechanism  of  attachment  of  electric  charges  to 
colloidal  particles.  They  apparently  have  not  understood  how  suspended 
particles,  including  air  bubbles,  can  carry  electric  charges  when  suspended 
in  a  conductive  solution.  I  have  already  called  attention  to  the  fact8 
that  the  film  of  liquid  in  contact  with  some  other  phase  (gas,  liquid  or 
solid)  has  different  properties  from  those  of  bulk  water  (or  liquid). 
Mr.  Anderson  has  been  kind  enough  to  quote  some  of  the  properties  of 
this  film,  such  as  its  thickness,  density  and  tension,  but  has  failed  to 
remember  that  I  also  gave  the  difference  in  potential  between  its  outer 
face  and  the  bulk  liquid,  even  when  that  liquid  is  highly  conductive. 
Powis4  has  very  recently  expanded  on  the  conception  of  charged  colloidal 
particles  and  the  theories  of  colloid  chemists  as  to  how  such  particles  can 
hold  electrical  charges.  Briefly,  the  charges  are  due  to  absorbed  ions 
in  the  interfacial  film.  Any  electrolyte  in  the  solution  is  more  or  less 
ionized,  and  in  case  one  of  the  ions  is  absorbed  in  the  film  more  than  the 
other,  an  apparent  electrostatic  charge  is  the  result.  In  fact,  the  electric 
charge  could  not  exist  if  the  solution  in  question  were  not  ionized,  and 
hence  conductive.  It  is  a  strange  fact  that  the  conductivity  of  the 
solution  places  serious  obstacles  in  the  way  of  the  theory  of  Bains  while 
conductivity  (or  ionization)  is  necessary  to  explain  electric  charges  on 


1  T.  M.  Bains,  Jr. :  Electrical  Theory  of  Flotation,  Mining  and  Scientific  Press, 
vol.  Ill,  pp.  824  and  883  (Nov.-Dec,  1915). 

*  F.  A.  Fahrenwald:  Electro-statics  of  Flotation,  Op.  cit.,  vol.  112,  p.  375  (March, 
1916). 

8  O.  C.  Ralston :  Why  Do  Minerals  Float?    Op.  ciL,  vol.  11 1,  p.  623  (October,  1915). 
4  F.  Powis :  Transference  of  Electricity  by  Colloidal  Particles,     Transactions  of 
the  Faraday  Society,  vol.  11,  p.  160  (April,  1916). 
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to  reduce  the  air-water  contact  angle.    This  latter  phenomenon  is  un- 


doubtedly aided  by  the  reduction  of  the  flurface  tension  of  the  water  due 
to  contamination  by  the  oil.     This  is  further  discussed  later, 

The  conclusions  forced  by  observation  of  the  above  phenomena  are: 

1.  That  water  has  a  smaller  tendency  to  displace  air  on  the  surface 
of  sulphide  minerals  than  on  the  surface  of  gangue  minerals. 

2.  That  the  tendency  of  oil  to  displace  air  is  greater  at  the  surface  of 
sulphide  minerals  than  at  the  surface  of  gangue  minerals. 

3.  That  oil  tends  to  displace  water  on  the  surface  of  sulphides  and 
that  water  tends  to  displace  oil  at  the  surface  of  gangue  minerals. 

4.  That  water  displaces  air  more  readily  on  an  oiled  solid  surface  than 
on  a  clean  surface  of  the  same  solid. 

5.  That  these  tendencies  toward  displacement  are  due  to  the  inter- 
facial  tensions  or  pressures  existing  between  the  various  substances,  and 
that  the  resulting  action  of  these  interfacial  forces  is  a  manifestation  of  the 
tendency  toward  reduction  of  the  total  potential  energy  of  the  system. 
Wherever  an  increase  in  the  solid-fluid  interface  will  decrease  the  potential 
tnergy,  such  a  change  will  occur. 

These  conclusions  suggested  the  following  confirmatory  experiment. 
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A  ring,  6.17  cm.  outside  diameter  and  specific  gravity  of  1.38,  made 
of  aluminum  tubing,  0.63  cm.  diameter,  was  cleaned  and  floated  without 
trouble  on  the  surface  of  pure  water.  The  shape  of  the  water  surface  at 
the  air-water  contact  is  shown  in  Fig.  4.  The  ring  was  then  oiled  slightly. 
The  air-water  contact  angle  was  reduced,  as  shown  in  Fig.  5,  to  such  an 
extent  that  it  was  impossible  to  float  the  ring.  The  same  was  true,  as 
might  be  expected,  when  a  cylinder  of  aluminum  replaced  the  ring.  A 
similar  cylinder  of  glass  tubing  exhibited  such  a  small  air-water  contact 
angle  that  it  could  not  be  floated. 
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Fig.  4. 


Fig.  5. 


Adsorption 

The  surface  layer  between  two  physical  phases  is  the  seat  of  condi- 
tions of  density  and  viscosity,  also  of  apparent  forces  or  energy  manifesta- 
tions, which  are  notably  different  from  those  in  the  bulk  of  either  phase. 
On  philosophical  grounds  it  is  impossible  to  consider  that  a  real  physical 
discontinuity  occurs  at  the  boundary  between  two  media.  In  other 
words,  there  must  be  a  very  thin  layer  of  transition  in  which  there  is  a 
rapid  but  continuous  change  in  the  concentration  of  the  components. 
This  change  in  the  concentration  of  a  component  at  the  interface  is  called 
adsorption,  and  may  occur  even  between  two  phases  which  are  ordinarily 
regarded  as  immiscible. 

Adsorption  at  a  gas-liquid  interface  may  be  demonstrated  as  follows: 
If  a  solid,  which  has  been  heated  in  a  vacuum,  is  introduced  into  a  meas- 
ured volume  of  a  gas  over  mercury  in  a  calibrated  tube,  an  amount  of  the 
gas  will  be  adsorbed,  as  is  shown  by  the  change  in  pressure  and  volume 
compared  to  the  space  originally  occupied.1  These  additional  facts  are 
established : 

(a)  The  amount  of  the  gas  adsorbed  at  constant  temperature  increases 
with  the  pressure. 

(6)  It  is  different  for  different  gases. 

(c)  It  is  different  for  different  solids. 

(d)  It  increases  as  the  temperature  decreases. 

1  Freundlich:  Kapillar  Chemie,  p.  92. 
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An  Explanation  of  the  Flotation  Process 

BY  ARTHUR  F.  TAGGART*  AND  FREDERICK  B.  BEACH,  f  NEW  HAVEN,  CONN. 

(Ariiona  Meeting,  September,  1916) 

Introduction 

The  flotation  process  for  the  concentration  of  ores  is  a  method  by 
means  of  which  one  or  more  of  the  minerals  in  the  ore  (usually  the  valu- 
able ones)  are  picked  up  by  means  of  a  liquid  film  and  floated  at  the  sur- 
face of  a  mass  of  fluid  pulp.  Here  they  are  separated  from  the  other 
minerals,  which  remain  immersed  in  the  body  of  the  pulp.  In  general, 
the  minerals  which  are  floated  are  sulphides  of  metallic  luster,  but  some 
other  minerals  of  metallic  luster  such  as  graphite  and  some  sulphides 
with  adamantine  luster,  such  as  sphalerite  and  cinnabar,  are  amenable 
to  treatment  by  the  process. 

The  importance  of  flotation  lies  in  the  fact  that  it  is  primarily  a 
"slimes  process"  by  means  of  which  the  particles  of  valuable  mineral,  too 
fine  for  efficient  gravity  concentration,  are  saved  with  a  high  percentage 
of  recovery.  Recoveries  in  the  mills  treating  low-grade  copper  sulphide 
ores  have  been  advanced  10  to  20  per  cent,  by  the  installation  of  the 
process  and  similar  increased  savings  have  been  accomplished  by  the 
same  means  in  mills  treating  sulphide  ores  of  zinc  and  lead. 

When  finely  ground  ore  containing  sulphides  mixed  with  a  siliceous 
or  earthy  gangue  is  brought  gently  onto  the  surface  of  a  body  of  water, 
in  a  direction  forming  an  acute  angle  with  the  surface  of  the  water,  a 
considerable  portion  of  the  sulphide  constituent  of  the  ore  floats  on  the 
surface  of  the  liquid,  while  the  gangue  sinks.  This  is  the  so-called  film 
flotation,  exemplified  by  the  Wood  and  Macquisten  processes. 

When  gas  bubbles  are  introduced  into  a  fluid  pulp  composed  of  finely 
ground  ore  and  water,  to  which  has  been  added  (1)  a  small  amount  of 
certain  oils,  or  (2)  a  small  amount  of  certain  acids  or  acid  salts,  or  (3) 
a  small  amount  of  certain  alkalis  or  alkaline  salts,  or  (4)  a  small  amount 
of  a  mixture  of  oil  with  acid  or  alkali,  the  sulphide  particles  in  the  ore 
are  brought  to  the  surface  on  the  gas  bubbles.     These  collect  in  a  froth 

*  Assistant  Professor  of  Mining  Engineering,  Sheffield  Scientific  School,  Yale 
University. 

t  Assistant  Professor  of  Physics,  Sheffield  Scientific  School,  Yale  University. 


doubtedly  aided  by  the  reduction  of  the  surface  tension  of  the  water  due 
to  contamination  by  the  oil.    This  is  further  discussed  later. 

The  conclusions  forced  by  observation  of  the  above  phenomena  are: 

1.  That  water  has  a  smaller  tendency  to  displace  air  on  the  surface 
of  sulphide  minerals  than  on  the  surface  of  gangue  minerals. 

2.  That  the  tendency  of  oil  to  displace  air  is  greater  at  the  surface  of 
sulphide  minerals  than  at  the  surface  of  gangue  minerals. 

3.  That  oil  tends  to  displace  water  on  the  surface  of  sulphides  and 
that  water  tends  to  displace  oil  at  the  surface  of  gangue  minerals. 

4.  That  water  displaces  air  more  readily  on  an  oiled  solid  surface  than 
on  a  clean  surface  of  the  same  solid. 

5.  That  these  tendencies  toward  displacement  are  due  to  the  inter- 
faciai  tensions  or  pressures  existing  between  the  various  substances,  and 
t  hat  the  resulting  action  of  these  interfacial  forces  is  a  manifestation  of  the 
tendency  toward  reduction  of  the  total  potential  energy  of  the  system. 

herever  an  increase  in  the  solid-fluid  interface  will  decrease  the  potential 
irgy,  such  a  change  will  occur. 
These  conclusions  suggested  the  following  confirmatory  experiment. 
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A  ring,  6.17  cm.  outside  diameter  and  specific  gravity  of  1.38,  made 
of  aluminum  tubing,  0.63  cm.  diameter,  was  cleaned  and  floated  without 
trouble  on  the  surface  of  pure  water.  The  shape  of  the  water  surface  at 
the  air-water  contact  is  shown  in  Fig.  4.  The  ring  was  then  oiled  slightly. 
The  air-water  contact  angle  was  reduced,  as  shown  in  Fig.  5,  to  such  an 
extent  that  it  was  impossible  to  float  the  ring.  The  same  was  true,  as 
might  be  expected,  when  a  cylinder  of  aluminum  replaced  the  ring.  A 
similar  cylinder  of  glass  tubing  exhibited  such  a  small  air-water  contact 
angle  that  it  could  not  be  floated. 
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Fig.  5. 


Adsorption 

The  surface  layer  between  two  physical  phases  is  the  seat  of  condi- 
tions of  density  and  viscosity,  also  of  apparent  forces  or  energy  manifesta- 
tions, which  are  notably  different  from  those  in  the  bulk  of  either  phase. 
On  philosophical  grounds  it  is  impossible  to  consider  that  a  real  physical 
discontinuity  occurs  at  the  boundary  between  two  media.  In  other 
words,  there  must  be  a  very  thin  layer  of  transition  in  which  there  is  a 
rapid  but  continuous  change  in  the  concentration  of  the  components. 
This  change  in  the  concentration  of  a  component  at  the  interface  is  called 
adsorption,  and  may  occur  even  between  two  phases  which  are  ordinarily 
regarded  as  immiscible. 

Adsorption  at  a  gas-liquid  interface  may  be  demonstrated  as  follows: 
If  a  solid,  which  has  been  heated  in  a  vacuum,  is  introduced  into  a  meas- 
ured volume  of  a  gas  over  mercury  in  a  calibrated  tube,  an  amount  of  the 
gas  will  be  adsorbed,  as  is  shown  by  the  change  in  pressure  and  volume 
compared  to  the  space  originally  occupied.1  These  additional  facts  are 
established : 

(a)  The  amount  of  the  gas  adsorbed  at  constant  temperature  increases 
with  the  pressure. 

(6)  It  is  different  for  different  gases. 

(c)  It  is  different  for  different  solids. 

(d)  It  increases  as  the  temperature  decreases. 

1  Freundlich:  Kapillar  Chemie,  p.  92. 
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adsorbed  layer  is  increased  to  about  2.I.* 

Adsorption  of  the  gas  at  a  gas-liquid  surface  is  indicated 

1.  By  the  effect  on  the  surface  tension.  The  surface  tension  of  a 
freshly  formed  mercury  surface  does  not  change  in  a  vacuum,  but  falls 
off  in  the  presence  of  different  gases  for  about  an  hour.  Certainly  the 
density  of  a  liquid  cannot  be  constant  at  the  boundary  but  must  go  over 
continuously  into  that  of  the  gas. 

2.  By  the  increase  in  the  solvent  power  of  the  surface.* 

3.  In  the  case  of  contaminated  liquids,  by  the  concentration  of  one 
or  more  of  the  components  of  the  liquid  at  the  gas-liquid  surface.  Every 
unit  area  of  such  a  boundary  possesses  a  definite  potential  energy  which 
always  tends  to  a  minimum.  If,  therefore,  the  surface  tension  of  a  solu- 
tion depends  upon  the  presence  of  any  component,  such  a  change  of 
concentration  of  that  component  will  occur  as  will  reduce  the  potential 
energy,  i.e.,  the  interfacial  tension.  In  other  words,  any  component 
which  reduces  surface  tension  will  be  found  in  excess  at  the  surface  of  a 
solution.  For  example,  the  surface  tension  of  water  is  greater  than  that 
of  alcohol.    Experimentally,  a  drop  of  alcohol  on  a  thin  film  of  water 

'Lewis:  Phil.  Mag.,  vol.  20,  p.  602  (1910). 
>  Pockela:  Nature,  Mar.  12,  1891,  p.  439. 


back  through  the  oil,  not  in  spherical 
form,  as  would  be  the  case  were  the  water  drop  not  surrounded  by  a 
viscous  film,  but  in  hemispherical  form  (see  P,  Figs.  6  and  7)  often  trail- 
ing behind  it  a  film  with  ragged  edges,  as  it  broke  from  the  bubble. 
The  tadpole-shaped  water  drops,  T,  (Figs.  6  and  7)  are  further  evidence 
of  the  high  viscosity  of  the  oil-water  interfacial  film. 

Viscosity 

A  marked  increase  in  the  viscosity  of  interfacial  films  is  produced  by 
the  presence  of  finely  divided  solid  matter.  This  increase  is  apparent 
in  the  experiment  just  described  when  finely  powdered  sulphide  is  thrown 
into  the  oil  and  allowed  to  settle  to  the  interface,  where  it  becomes  en- 
tangled in  the  film.  When  gas  bubbles  are  introduced,  as  before:  the 
return  water  drops,  coated  with  a  film  containing  the  solid  particles,  are 
much  more  irregular  in  shape  than  previously,  and  their  coalescence  after 
reaching  the  interface  requires  days  or  weeks.  An  even  more  convincing 
proof  of  the  increase  in  viscosity  of  an  interfacial  film  is  given  by  the 
following  experiment.  If  a  needle  is  floated  at  the  center  of  a  surface 
of  pure  water  in  a  beaker  4  in.  in  diameter  and  a  chip  of  wood  is  floated 
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near  the  wall  of  the  beaker,  the  needle  may  be  caused  to  revolve  by  means 
of  a  magnet  without  disturbing  the  chip.  If  the  surface  of  thq  water  is 
dusted  over  with  fine  ore,  the  whole  surface  together  with  the  chip  moves 
as  though  it  were  a  rigid  solid. 

Summary 

The  potential  energy  at  a  gas-sulphide  contact  is  less  than  at  a  gas- 
gangue  contact;  hence  gas  bubbles  will  cling  with  greater  persistence  to 
sulphides  than  to  gangues. 

Oil  replaces  water  at  the  surface  of  sulphide  minerals. 

Water  replaces  oil  at  the  surface  of  gangue  minerals. 

Water  replaces  gas  more  readily  at  an  oiled  surface  of  a  solid  than  at  a 
clean  surface. 

The  addition  of  any  contaminant  to  water  lowers  the  surface  tension. 

In  any  body  of  contaminated  water  there  will  be  a  concentration  of 
the  contaminant  at  the  air-liquid  surface. 

Adsorption  at  a  gas-liquid  surface  lowers  the  surface  tension  and 
increases  the  viscosity. 

Adsorption  at  a  liquid-liquid  surface  produces  a  film  whose  viscosity 
is  higher  than  that  of  the  bulk  of  either  liquid. 

The  presence  of  finely  divided  solid  matter  in  a  film  markedly  increases 
the  viscosity  of  the  film. 

Application  to  Commercial  Flotation  Processes 

Film  Flotation 

Pulp  with  or  without  oil  or  acid  is  fed  gently,  at  an  acute  angle,  onto 
the  surface  of  a  body  of  still  water.  The  sulphide  floats  and  the  gangue 
sinks. 

Possible  cases: 

Case  1. — Sulphide,  gangue,  water. 

Case  2. — Sulphide,  gangue,  water,  oil. 

Case  3. — Sulphide,  gangue,  water,  acid. 

Case  4. — Sulphide,  gangue,  water,  acid  and  oil. 

Case  1.  Sulphide,  Gangue,  Water. — The  governing  factor  in  the  initial 
flotation  of  the  sulphide  and  immersion  of  the  gangue  is  the  difference  in 
the  air-water  contact  angle  with  the  sulphide  and  gangue  surfaces  re- 
spectively. If  the  difference  is  great,  as  in  the  case  with  galena  and 
quartz,  good  separation  is  obtained.  After  a  considerable  amount  of  sul- 
phide has  been  floated,  if  the  surface  flow  is  sufficiently  impeded,  the  par- 
ticles congregate  into  clumps  by  the  well-known  phenomenon  of  apparent 
attraction  of  floating  particles,6  a  scum  is  formed  (whose  viscosity  and 

6 Hastings  and  Beach:  General  Physics,  p.  156. 


Case  4. — Sulphide,  Gangue,  Water,  Oil  and  Acid. — In  this  case  a  com- 
bination of  results  such  as  can  be  predicted  from  the  preceding  cases  is 
obtained. 

Froth  Flotation 

In  order  to  explain  froth  flotation  it  is  necessary  and  sufficient  that 
the  gas  of  each  bubble  shall  be  inclosed  by  a  film  of  contaminated  water 
which  shall  possess  the  following  characteristics: 

1.  Low  surface  tension. 

2.  High  viscosity. 

3.  A  variable  concentration  of  the  contaminant  (reagent). 

4.  A  preferential  adhesion  of  the  bubble  film  to  the  sulphide  mineral 
compared  to  that  for  the  gangue  minerals. 

We  will  examine  first  the  conditions  required  for  the  formation  of  a 
froth,  or  the  continued  existence  of  a  thin  film.  Solutions  which  form 
froth  are  preeminently  aqueous  solutions  and  the  properties  of  the  liquid 
film  are  only  secondarily  determined  by  those  of  the  gas. 

The  durability  of  a  liquid  film  depends  upon  one  or  more  of  the  follow- 
ing conditions: 

1.  A  low  surface  tension  which  is  locally  variable  so  as  to  produce 
rtable  equilibrium. 
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2.  High  viscosity,  which  may  pass  over  into 

3.  Chemical  irreversibility  and  the  production  of  solid  skins. 

Pure  liquids  do  not  foam;  for  example,  water  or  alcohol.  The  reason 
is  obvious.  As  the  film  is  thinned  out  by  stretching  or  by  draining  away 
of  the  liquid,  the  surface  tension  is  reduced  at  some  part  below  the  general 
constant  value.  As  soon  as  this  begins  the  thicker  and  more  powerful 
parts  of  the  film  drag  away  from  the  weakened  parts  which  at  once  com- 
pletes-the  rupture.  These  inequalities  evidently  would  not  be  so  marked 
or  rapid  in  their  operation  if  the  surface  tension  were  low.  Increase  of 
viscosity  would  also  slow  up  the  process.  High  viscosity  and  low  surface 
tension  do  not  occur  in  pure  liquids.  But  the  most  important  condition 
for  durability  is  some  means  by  which  the  equilibrium  of  the  forces  at 
any  point  in  a  film  may  be  restored,  when  a  variation  of  some  of  the  forces 
occurs.  In  the  case  of  a  compound  liquid  or  solution  this  is  effected  by 
the  adsorption  or  change  of  concentration  of  one  or  more  of  the  compon- 
ents in  the  film. 

The  surface  tension  of  a  solution  is  in  general  notably  different  from 
that  of  the  pure  solvent,  and  in  case  of  water,  whose  surface  tension  is  the 
greatest  of  any  liquid  with  which  we  are  concerned,  even  a  minutB  trace 
of  impurity  is  sufficient  to  lessen  its  surface  tension  considerably. 

Consider  a  film  of  water  stretched  on  a  vertical  ring  of  wire.  If  the 
surface  tension  remained  constant,  as  it  does  in  the  pure  liquid  when  the 
thickness  exceeds  0.000001  cm.,  the  weight  of  the  lower  part  would 
stretch  down  the  upper  part  until  it  broke.  If  the  water  contains  some 
component  whose  depletion  at  the  weaker  points  increases  the  surface 
tension,  equilibrium  will  be  preserved.  In  the  stretching  of  a  film,  and 
in  the  general  running  away  of  the  liquid  between  the  surfaces  of  the  film, 
which  reduces  the  total  available  amount  of  the  contaminant,  such  de- 
crease of  the  concentration  and  increase  of  surface  tension  does  occur, 
and  the  film  remains  stable  under  a  considerable  variation  of  external 
conditions.  The  formation  of  bubbles  as  a  result  of  this  variation  of 
surface  tension  alone  is  well  exemplified  by  a  simple  aqueous  solution  of 
soap  or  of  acetic  acid.  The  running  out  of  the  liquid  between  the  two 
surfaces  is  greatly  retarded  by  the  viscosity  of  the  liquid,  a  property  which 
may  be  largely  influenced  by  the  surface  adsorption  of  one  or  more  of  the 
components. 

When,  then,  gas  bubbles  are  introduced  into  a  liquid  pulp  where  oil  is 
present  there  is  formed  about  each  bubble  a  liquid  film  whose  surface 
tension  is  less  and  whose  viscosity  is  greater  than  that  of  the  bulk  of  the 
liquid.  Some  of  the  solid  particles  of  the  pulp  move  into  the  film  and 
are  raised  to  the  surface  with  the  bubble.  Since  there  is  a  concentration 
of  oil  in  the  film,  and  since  the  diminution  in  potential  energy  at  an  oil- 
sulphide  contact  is  greater  than  at  a  water-sulphide  contact,  the  con- 
taminated layer  replaces  the  water  on  the  sulphide  surface  and  the 


in  the  mass,  pass  with  a  diminution  in  the  potential  energy  of  the  system. 
The  result  is  that  in  a  very  short  time  after  the  air  bubble  is  entangled 
in  the  pulp,  it  is  surrounded  by  a  viscous  sheath  composed  of  an  oil-water 
interfacial  film  in  which  are  entangled  a  large  number  of  sulphide  particles. 
The  presence  of  the  solid  particles  greatly  increases  the  viscosity  of  the 
bubble  sheath.  When  the  solid-coated  bubble  arrives  in  the  settling  box  or 
epitskasten  it  rises  to  the  surface.  Here  the  bubble  persists,  or,  bursting, 
transfers  its  load  to  other  bubbles.  This  bubble  persistence  is  due  to  a 
combination  of  several  factors.  The  oils  used  have,  in  general,  a  slower 
evaporation  rate  than  water.  The  tension  of  the  bubble  film  is  lower  than 
the  tension  of  a  pure  water  bubble.  The  bubble  has  the  power  of  adjust- 
ing itself  to  its  tension,  within  limits,  without  bursting.  The  presence  of 
the  large  amount  of  solid  matter  enormously  increases  the  viscosity  of  the 
film. 

Case  2.     Sulphide,  Gangue,  Water,  Oil  and  Acid — The  addition  of 

acid  has  the  twofold  effect  of  further  lowering  the  surface  tension  and 

increasing  the  adhesion  ratio  — ter.B^j-    The  result  is,  in  general, 

r  concentrate  with  or  without  an  increase  in  the  sulphide  content 

tailing. 
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Heating  the  pulp  has,  in  some  cases,  a  beneficial  effect.  Where  this 
is  true  it  is  probably  due  to  (a)  decreased  surface  tension  and  consequent 
increased  stability  of  the  froth ;  (6)  increased  number  of  air  bubbles  formed 
by  the  air  released  from  solution;  (c)  in  the  case  of  viscous  oils,  the  greater 
area  over  which  oil  is  spread  and  consequently  the  greater  number  of 
bubbles  with  a  viscous  oil-water  interfacial  film;  (d)  probable  increase  in 
solubility  of  the  oil  and  consequent  greater  diffusion,  resulting  in  more 
widespread  adsorption  in  bubble  films. 

Pneumatic  Froth  Process 

Sulphide  and  gangue  minerals  mixed  with  water  and  oil,  with  or  with- 
out acid,  are  run  into  a  tank  with  a  porous  bottom  through  which  air  is 
forced.  The  air  bubbles  rise  to  the  surface  with  a  coating  of  solid  parti- 
cles, preponderantly  sulphide,  while  the  gangue  particles  sink. 

The  principles  involved  in  this  method  are  the  same  as  explained  in 
the  agitation-froth  process.  The  only  difference  is  in  the  method  of 
introducing  air.  The  result  of  this  difference  is  that  the  bubbles  in  the 
pulp  are  much  larger  than  in  the  agitation  froth  method;  they  arrive  at 
the  surface  less  heavily  loaded  in  proportion  to  their  area;  the  bubble  films 
are,  therefore,  less  viscous,  and  the  froth  less  persistent. 

Potter-Delprat  Process 

Sulphides  and  carbonates,  with  or  without  other  gangue  minerals,  are 
treated  with  hot,  dilute  sulphuric  acid.  Bubbles  of  carbon  dioxide  and 
hydrogen  sulphide  are  formed  which  rise  to  the  surface  with  a  sulphide 
coating  and  there  form  a  froth.  That  part  of  the  gangue  not  dissolved 
remains  immersed.  In  this  method,  as  in  the  other  froth  methods,  gas 
bubbles  are  formed  which  are  surrounded  by  films  of  contaminated  water, 
the  contaminants  in  this  case  being  sulphuric  acid,  lead  sulphate,  calcium 
sulphate  and  other  salts  formed  by  the  action  of  the  sulphuric  acid.  The 
films  have  a  higher  viscosity  and  a  lower  surface  tension  than  is  possessed 
by  the  bulk  of  the  liquid.  The  sulphides  move  into  the  bubble  films  be- 
cause the  system  composed  of  sulphide  and  this  contaminated  layer  has 
a  lower  potential  energy  than  the  system  composed  of  the  pulp  in  the  bulk 
of  the  liquid.  The  writers  at  first  suspected  that  the  selective  action  in 
this  case  might  be  due  to  preferential  gas  adsorption  at  the  gas-sulphide 
contact,  as  opposed  to  a  gas-gangue  contact,  but  microscopic  examination 
of  mineral  froths  collected  from  the  process  showed  that  the  solid 
particles  in  the  froth  were  completely  within  the  films  and  at  no  point 
in  contact  with  gas.  The  persistence  of  the  froth  is  due  to  the  factors 
explained  in  connection  with  the  other  froth  processes. 

While  the  writers  have  made  no  appeal  to  electrostatic  forces  or  to 
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colloidal  phenomena  in  this  discussion,  they  realize  that  the  potential 
energy  existing  at  the  contact  of  dissimilar  substances  may  well  include 
electrical  forces  and  that  migration  of  the  suspended  solid  particles  under 
the  influence  of  electrical  charges,  similar  to  the  migration  of  colloids, 
may  account  for  some  of  the  selective  action  of  the  bubble  films.  But  the 
agitation  of  the  pulp  in  the  mechanical-  and  pneumatic-froth  processes 
and  the  generation  of  carbon  dioxide  gas  on  carbonate  particles  in  intimate 
contact  with  sulphides  in  the  acid-froth  process,  are  sufficient,  in  their 
opinion,  to  bring  every  sulphide  particle  into  contact  with  a  bubble  film. 
Once  in  contact,  the  preferential  adhesion  of  the  contaminated  layer  to 
a  sulphide  surface  in  the  presence  of  water  is  sufficient  to  account  for  the 
persistent  attachment  of  the  sulphides  to  the  bubble  films,  while  on  the 
other  hand,  the  replacement  of  gas  or  oil  by  water  on  the  surface  of  gangue 
particles  explains  the  wetting  and  continued  immersion  of  the  latter. 

The  writers  have  a  considerable  bulk  of  experimental  data  on  which 
many  of  the  statements  in  the  foregoing  explanation  are  based.  These, 
together  with  the  data  from  other  experiments  which  are  projected,  and 
photographs  of  many  of  the  phenomena  mentioned,  they  hope  to  present 
in  a  later  paper. 

Discussion 

Oliver  C.  Ralston,  Salt  Lake  City,  Utah  (communication  to  the 
Secretary*). — This  paper  has  appealed  to  me  as  being  one  of  the  most 
lucid,  well-connected  and  complete  papers  on  this  subject  which  has 
been  published.  To  be  sure,  the  concepts  called  upon  in  an  explanation 
of  the  flotation  process  by  these  authors  are  mostly  old  ones  which  have 
been  more  or  less  discussed  in  previous  literature,  but  they  have  never- 
theless been  assembled  in  a  most  constructive  and  suggestive  manner. 
We  find  a  new  contribution  to  flotation  theory  in  the  effect  of  fine  particles 
increasing  the  viscosity  of  the  interfacial  film  between  a  liquid  and  a 
gas.  This  phenomenon  has  been  variously  hinted  at  but  never  definitely 
stated  in  accepted  scientific  terms. 

The  discussion  of  "contact  angles' '  is  very  clear  and  will  doubtless 
be  welcomed  by  those  who  have  not  had  the  opportunity  to  investigate 
the  literature  on  this  subject,  but  it  is  unfortunate  that  the  "hysteresis 
of  the  contact  angle/ '  observed  by  Sulman  and  reported  some  years  ago, 
is  not  mentioned  or  explained. 

A  few  other  points  need  discussion  in  order  to  call  attention  to  the 
fact  that,  while  this  paper  is  the  best  discussion  of  the  subject  which 
has  yet  appeared,  all  of  the  truth  has  not  yet  been  told. 

On   piiK<-   551),   in   discussing  the  reasons  why  heating  a  pulp  often 

J,|c  recovery  of  a  higher-grade  froth  concentrate,  four  different 

3  mentioned.     One  of  these  factors  deemed  probable  by  the 
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authors  is  that  there  is  an  "increased  number  of  air  bubbles  formed  by 
the  air  released  from  solution."  While  it  is  commonly  known  that 
heating  a  solution  expels  the  dissolved  air  or  other  gases,  to  one  who  has 
seen  the  great  volumes  of  air  that  enter  the  pulp  in  a  flotation  machine 
it  is  hard  to  believe  that  the  pitifully  small  number  of  additional  air 
bubbles  released  by  heating  the  solution  can  have  such  a  good  effect. 
I  would  call  attention  to  the  following  more  probable  explanation  of 
this  fact:  the  viscosity  of  water  at  80°C.  is  less  than  one-fifth  of  the 
viscosity  at  0°C.  In  other  words,  on  heating  an  ore  pulp  the  fluidity 
of  the  water  in  the  pulp  is  very  greatly  increased  and  much  less  water 
containing  entrained  gangue  will  be  carried  along  with  the  froth  during 
flotation.  In  other  words,  a  cleaner  concentrate  is  obtained.  The 
surface  tension  and  other  physical  properties  of  water  are  not  altered  in 
anywhere  near  the  same  degree  by  change  of  temperature,  and  I  would 
suggest  that  the  viscosity  effect  is  probably  responsible  for  the  major 
portion  of  the  improvement. 

I  notice  that  in  their  discussion  of  the  Potter-Delprat  process  the 
authors  claim  to  have  observed  microscopically  the  condition  of  the  solid 
particles  in  the  froth,  and  find  them  completely  "within  the  films  and 
at  no  point  in  contact  with  gas."  The  manager  of  one  of  the  large  Aus- 
tralian companies  using  flotation  told  me  that  two  physical  chemists  in 
his  employ  consumed  about  6  months'  time  in  an  attempt  to  definitely 
find  out  whether  the  mineral  particles  were  completely  submerged  in 
the  film  or  whether  they  were  at  some  point  in  contact  with  gas.  In 
view  of  their  failure  to  reach  a  decision,  I  am  inclined  to  ask  the  present 
authors  if  they  are  certain  of  this  observation. 

Further,  we  notice  that  electrical  forces  are  not  called  into  question 
in  this  discussion  of  flotation,  although  the  authors  acknowledge  that  the 
potential  surface  energy  in  the  contact  surfaces  between  dissimilar  sub- 
stances might  well  include  electrical  forces  which  might  be  called  on  in 
explanation  of  certain  aspects  of  flotation.  However,  they  feel  that 
"  Once  in  contact  the  preferential  adhesion  ...  to  a  sulphide  surface  in 
the  presence  of  water  is  sufficient  to  account  for  the  persistent  attach- 
ment of  the  sulphides  to  the  bubble  films."  I  feel  that  they  are  justified 
in  this  opinion,  but  having  seen  particles  migrate  under  the  microscope 
when  in  an  electrical  field,  and  knowing  that  the  various  kinds  of  particles 
and  bubbles  carry  electrical  charges,  may  I  not  suggest  that  the  electrical 
charges  assist  the  various  finely  divided  phases  to  get  in  contact?  The 
authors  consider  that  mechanical  agitation,  etc.,  is  sufficient  to  get  the 
various  phases  into  contact,  but  the  acceptance  of  these  electrical  phe- 
nomena in  no  way  damages  the  theory  which  they  have  presented  and 
merely  adds  another  contributing  factor  to  the  theory. 

Finally,  the  authors  say  that  they  have  not  appealed  to  colloidal 
phenomena  in  this  discussion.     This  statement,  in  the  face  of  the  fact 
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A  New  Flotation  Oil 

BT  MAXWELL  ADAMS,   RENO,   NBV. 
(Arixona  Meeting,  September,  1916) 

Considerable  interest  has  recently  been  developed  in  sage-brush  oil 
because  of  its  possible  utilization  as  a  flotation  agent  in  the  mining 
industry.  A  list  of  some  of  its  physical  properties,  together  with  the 
method  used  in  its  extraction,  may  prove  of  interest  at  this  time. 

Something  over  a  year  ago,  a  study  of  the  essential  oils  in  desert 
plants  was  begun  in  the  Chemical  Laboratory  of  the  University  of  Nevada. 
None  of  the  oils  so  far  studied  possess  properties  of  special  interest  to 
engineers,  except  the  oil  of  sage,  Artemisia  tridentata,  which  has  excep- 
tional power  as  a  flotation  agent.  This  plant,  known  as  common  sage 
brush,  also  called  black  sage,  is  widely  distributed  over  the  semi-arid 
West,  being  found  quite  generally  on  most  of  the  dry  plains  and  mountains 
west  of  Missouri. 

The  method  of  extracting  the  oil  followed  in  these  experiments  is 
very  simple.  The  leaves,  twigs  and  small  branches  are  placed  in  an  air- 
tight drum,  having  a  capacity  of  about  27  cu.  ft.  Steam  is  admitted 
through  a  number  of  small  openings  at  the  bottom  of  the  retort,  and  the 
pressure  maintained  at  20  to  25  lb.  per  sq.  in.  for  3  hr.  The  escape  of 
the  steam  from  the  retort  is  regulated  by  allowing  it  to  pass  through  a 
stop-cock  into  a  condenser.  The  water  in  the  receiver  is  drawn  off  from 
time  to  time  and  the  oil,  which  is  insoluble  and  floats  upon  the  water,  is 
thus  collected.  At  the  end  of  2  hr.  most  of  the  oil  has  been  driven  out, 
though  traces  continue  to  come  over  for  a  much  longer  time.  By  rais- 
ing the  pressure,  the  time  required  could  probably  be  shortened  and 
the  yield  increased,  but  the  lack  of  laboratory  equipment  has  prevented 
the  carrying  out  of  this  experiment. 

The  stock  wood,  bark  and  branches  contain  no  oil,  the  distribution 
of  the  oil  being  limited  to  the  leaves  and  young  shoots.  There  is  a  sea- 
sonal variation  in  the  amount  of  oil  contained.  Samples  collected  on 
different  dates  gave  the  following  amount  of  oil:  May  1, 0.42  per  cent.; 
May  27,  0.6  per  cent.;  June  30,  0.72  per  cent.;  Aug.  1,  0.9  per  cent.; 
Sept.  10,  1.0  per  cent.  The  increase  appears  fairly  constant  from  early 
spring,  when  the  leaves  first  appear,  until  light  frosts  occur  in  the 
autumn.  When  the  plant  is  air-dried  there  is  some  loss  of  oil,  as  the 
following  data  will  show:  Two  100-lb.  samples  were  collected  at  the 
same  time.     One  was  distilled  when  green;  the  other  was  air  dried  for 


are  small  quantities  of  alpha  and  beta  pinene.  The  main  part  of  the 
oil  has  a  camphor-like  odor  and  taste,  but  has  failed  to  give  the  ordinary 
testa  for  ketones.  The  fraction  boiling  at  175°,  to  180°C.  has  some  of 
the  properties  of  ordinary  cineol,  but  is  acted  upon  by  metallic  sodium, 
which  indicates  that  the  chief  ingredient  is  not  cineol.  The  chemical 
composition,  which  has  little  interest  in  this  connection,  will  be  worked 
out  later.  The  important  question  for  the  engineer  is:  Can  the  oil 
be  produced  in  quantity  and  at  a  cost  that  will  make  it  available  for  ore 
flotation? 

Discussion  of  this  paper  on  p.  573. 
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A  New  Source  of  Flotative  Agents 

BT  G.   H.   CLEVENGER,   PALO   ALTO,   CAL. 
(Arizona  Meeting,  September,  1916) 

The  reagents  now  used  in  flotation  consist  of  various  acids  or  salts, 
which  may  be  either  electrolytes  or  non-electrolytes,  dissolved  in  water 
and  some  substance  or  combination  of  substances  which  function  as  col- 
lecting or  frothing  agents.  At  times  the  only  dissolved  salts  present  are 
those  naturally  occurring  in  the  water  used.  The  general  effect  of  the 
electrolyte  is  to  greatly  sharpen  the  separation  between  the  gangue  and 
the  concentrate.  Examples  of  this  are:  The  use  of  sulphuric  acid  with 
zinc  ores;  and  of  sodium  carbonate  or  calcium  oxide  (lime)  with  silver- 
gold  ores.  Crude  pyroligneous  acid  is  also  sometimes  used  when  avail 
able.  Various  oxidizing  agents,  such  as  permanganates,  bichromates, 
etc.,  are  added  in  the  selective  flotation  of  lead-zinc  ores.  Many  other 
reagents  for  performing  certain  specific  functions,  either  real  or  imagi- 
nary, have  been  proposed,  and  a  number  of  them  have  been  tried  upon  a 
working  scale.  The  wild  orgy  of  experimentation  which  is  now  going 
on  in  flotation  exceeds  even  that  which  followed  the  introduction  of  the 
Washoe  process  for  the  treatment  of  Comstock  ores,  when,  among  other 
things,  sage-brush  tea  and  tobacco  juice  were  reagents  added  to  the  pans. 
Out  of  all  this  will,  of  course,  eventually  come  a  more  or  less  standard 
practice  for  the  treatment  of  each  class  of  ore. 

Omitting  a  discussion  of  the  functions  of  frothing  and  collecting 
agents,  the  reagents  used  in  flotation  for  this  purpose  may  be  classified 
under  five  general  heads:  (1)  Essential  oils;  (2)  fixed  or  fatty  oils; 
(3)  alcohols  and  their  combinations  with  organic  acids;  (4)  coal  tar  and 
its  refined  products;  (5)  petroleum  and  its  refined  products. 

A  flotative  agent  of  some  kind  is  required  in  flotation  as  now  prac- 
ticed. A  single  reagent,  as,  for  example,  certain  of  the  essential  oils, 
may  perform  the  dual  function  of  frothing  and  collecting  agent,  or  a  mix- 
ture of  substances  may  be  required. 

In  this  country,  the  essential  oils  used  have  been  wood  products, 
and  have  been  almost  exclusively  confined  to  the  steam-distilled  pine 
oils.  At  the  present  time,  the  supply  of  these  is  limited,  and  the  cost 
almost  prohibitive,  so  that  their  use  has  been  dispensed  with  as  far  as 
possible.    The  oils  and  tars  resulting  from  the  destructive  distillation  of 


uuetfLatftt'-AvFTT  result*  at  Anaconda,  but  California  kerosene  aei  d  sludge, 
resulting  from  tiit  ratiuiug  of  urude  ecus  iaxing  as  asphartic  base,  is 
satisfactorily  used  is  conjunction  with  a.  small  propartiaE  of  wood  creo- 
evte  lw  tbe  treatment  of  Anaconda  copper  ana.  While  Calif  anna  kero- 
t>.)iif  acid  Sludge  is  a  satisfactory  fiotstrre  agent  witl  many  ares,  the 
available  supply  tends  to  limit  its  use.  Formerly  California  refiners 
threw  it  away,  but  now  little  of  it  is  available  upon  lie  open  market, 
dUwje  practically  the  a'hole  of  the  present  production  is  contracted  far  a 
luug  time  is  advance  by  pioneer  users. 

A  suitable  oil  supply,  both  as  regards  the  character  of  afl  to  give  the 
b*#i  Jesuits  and  its  present  and  future  availability,  is  a  matter  of  serious 
wnseyueuce  to  companies  operating  flotation  plants.  It  was  -with  this 
in  mind  that  1  began  the  investigation  of  possible  sources  of  fiotative 
agent*,  with  the  particular  object  of  affording  relief  to  mines  located  is 
dw  acid  region*  of  the  West,  where  none  of  the  common  flotative  agents 
are  loyally  available,  and  where  transportation  costs  upon  those  from  the 
vuttiide  are  high, 

<  Certain  plants  and  shrubs  have  the  peculiar  property  of  secreting  oil 

^Js-J4i*WW  growth,  during  the  growing  season,  and   particularly  m  the 

j-^fdflHIii^Hwftotanist*  appear  to  be  uncertain  regarding  the  function  of  this 

rJ 
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oil  in  the  metabolism  of  the  plant.  Some  hold  that  it  is  a  reserve  food 
supply  for  the  plant,  while  others  believe  that  it  is  waste  product  which 
the  plant  fails  to  throw  off.  Be  this  as  it  may,  many  plants,  shrubs  and 
trees  contain  oil  in  the  leaves  and  new  growth.  A  good  example  of  this 
is  the  case  of  the  eucalyptus  tree,  from  the  leaves  of  which  essential  oils, 
which  are  used  for  various  purposes,  are  recovered  by  steam  distillation. 
The  leaves  of  the  variety  known  as  amygdalina,  unique  as  being  the  tallest 
tree  in  the  world,  have  afforded  a  large  proportion  of  the  flotative  agents 
used  in  the  concentration  of  complex  Australian  ores.  This  variety  of 
tree  is  fortunately  very  plentiful  in  close  proximity  to  these  ore  deposits. 

In  the  great  arid  and  semi-arid  mining  regions  of  the  West,  the  most 
common  of  the  few  plants  and  shrubs  native  to  the  region  are  the  varie- 
ties of  sage  brush  known  as  mountain  sage,  pasture  sage,  wormwood 
sage,  etc. ;  also,  in  certain  regions,  greasewood  and  other  shrubs  of  a  simi- 
lar nature.  It  is,  therefore,  to  sage  brush  that  my  attention  has  been 
directed  in  the  search  for  flotative  agents  for  concentrating  Western 
ores. 

It  appears  that  the  various  varieties  of  wild  sage  were  first  investi- 
gated by  certain  members  of  the  Department  of  Agriculture,  with  regard 
to  the  possibility  of  producing  from  them  by  steam  distillation  essential 
oils  suitable  for  pharmaceutical  use.  Steam-distilled  oil  was  prepared  by 
Rabak1  from  the  variety  artemisiafrigida  in  1905,  and  during  the  summers 
of  1907  and  1908  larger  quantities  of  oil  were  prepared  from  specimens  of 
this  plant,  collected  in  South  Dakota.  In  1912,  an  essential  oil  prepared 
by  the  steam  distillation  of  Ramona  stachyoides  (black  sage)  from  southern 
California  was  also  reported  by  Rabak.  This  oil  was  said  to  contain 
40  per  cent,  of  camphor.  In  1914,  Charles  E.  Burke  and  Charles  C. 
Scalione2  gave  an  account  of  an  investigation  of  an  essential  oil  which 
had  been  prepared  from  the  same  shrub  by  the  steam  distillation  of  several 
hundred  pounds  of  leaves  and  twigs  collected  from  brush  growing  near 
Riverside,  Cal.  The  yield  of  oil  in  this  case  was  0.9  per  cent,  of  the 
weight  of  the  material  used.  This  yield  was  somewhat  higher  than  that 
reported  by  the  Department  of  Agriculture.  This  is  perhaps  accounted 
for  by  the  fact  that  the  brush  was  collected  later  in  the  season.  This  oil 
is  reported  as  having  the  following  composition: 

Per  Cent. 

Pinene 6 

Cineol 30 

Dipentine,  terpinene,  etc 25 

Thujone 8 

Camphor 25 

Resinous  material 5 

1  Frank  Rabak :  Wild  Volatile-oil  Plants  and  Their  Economic  Importance,  Bulletin 
No.  235,  p.  22,  Bureau  of  Plant  Industry. 

'  Charles  E.  Burke  and  Charles  C.  Scalione:  Investigations  on  Oil  of  Black  Sage, 
Journal  of  Industrial  and  Engineering  Chemistry,  vol.  6,  p.  804  (1914). 
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Mechanical-Agitation  Froth  Process 

Sulphide  and  gangue  minerals  are  beaten  up  with  water  and  oil,  with 
or  without  acid,  then  allowed  to  flow  into  a  box  containing  a  considerable 
body  of  liquid  nearly  at  rest.  Bubbles  coated  with  a  preponderance  of 
sulphide  particles  float  to  the  surface  and  form  a  heavy,  persistent  froth. 
The  gangue  particles  sink. 

Two  cases  arise: 


pulp  is  beaten, 
the  surface  of 
contact  which 
it,  oil,  and  the 
production  of  a  viscous  film  into  which  the  sulphide  particles,  circulating 
in  the  mass,  pass  with  a  diminution  in  the  potential  energy  of  the  system. 
The  result  is  that  in  a  very  short  time  after  the  air  bubble  is  entangled 
in  the  pulp,  it  is  surrounded  by  a  viscous  sheath  composed  of  an  oil-water 
interfacial  film  in  which  are  entangled  a  large  number  of  sulphide  particles. 
The  presence  of  the  solid  particles  greatly  increases  the  viscosity  of  the 
bubble  sheath.  When  the  solid-coated  bubble  arrives  in  the  settling  box  or 
spitzkasten  it  rises  to  the  surface.  Here  the  bubble  persists,  or,  bursting, 
transfers  its  load  to  other  bubbles.  This  bubble  persistence  is  due  to  a 
combination  of  several  factors.  The  oils  used  have,  in  general,  a  slower 
evaporation  rate  than  water.  The  tension  of  the  bubble  film  is  lower  than 
the  tension  of  a  pure  water  bubble.  The  bubble  has  the  power  of  adjust- 
ing itself  to  its  tension,  within  limits,  without  bursting.  The  presence  of 
the  large  amount  of  solid  matter  enormously  increases  the  viscosity  of  the 
film. 

Case  2.  Sulphide,  Gangue,  Water,  Oil  and  Acid — The  addition  of 
acid  has  the  twofold  effect  of  further  lowering  the  surface  tension  and 
increasing  the  adhesion  ratio  -  --, — -p-r  The  result  is,  in  general, 
cleaner  concentrate  with  or  without  an  increase  in  the  sulphide  content 
of  the  tailing. 
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Heating  the  pulp  has,  in  some  cases,  a  beneficial  effect.  Where  this 
is  true  it  is  probably  due  to  (a)  decreased  surface  tension  and  consequent 
increased  stability  of  the  froth ;  (6)  increased  number  of  air  bubbles  formed 
by  the  air  released  from  solution;  (c)  in  the  case  of  viscous  oils,  the  greater 
area  over  which  oil  is  spread  and  consequently  the  greater  number  of 
bubbles  with  a  viscous  oil-water  interfacial  film;  (d)  probable  increase  in 
solubility  of  the  oil  and  consequent  greater  diffusion,  resulting  in  more 
widespread  adsorption  in  bubble  films. 

Pneumatic  Froth  Process 

Sulphide  and  gangue  minerals  mixed  with  water  and  oil,  with  or  with- 
out acid,  are  run  into  a  tank  with  a  porous  bottom  through  which  air  is 
forced.  The  air  bubbles  rise  to  the  surface  with  a  coating  of  solid  parti- 
cles, preponderantly  sulphide,  while  the  gangue  particles  sink. 

The  principles  involved  in  this  method  are  the  same  as  explained  in 
the  agitation-froth  process.  The  only  difference  is  in  the  method  of 
introducing  air.  The  result  of  this  difference  is  that  the  bubbles  in  the 
pulp  are  much  larger  than  in  the  agitation  froth  method;  they  arrive  at 
the  surface  less  heavily  loaded  in  proportion  to  their  area;  the  bubble  films 
are,  therefore,  less  viscous,  and  the  froth  less  persistent. 

Potter-Delprat  Process 

Sulphides  and  carbonates,  with  or  without  other  gangue  minerals,  are 
treated  with  hot,  dilute  sulphuric  acid.  Bubbles  of  carbon  dioxide  and 
hydrogen  sulphide  are  formed  which  rise  to  the  surface  with  a  sulphide 
coating  and  there  form  a  froth.  That  part  of  the  gangue  not  dissolved 
remains  immersed.  In  this  method,  as  in  the  other  froth  methods,  gas 
bubbles  are  formed  which  are  surrounded  by  films  of  contaminated  water, 
the  contaminants  in  this  case  being  sulphuric  acid,  lead  sulphate,  calcium 
sulphate  and  other  salts  formed  by  the  action  of  the  sulphuric  acid.  The 
films  have  a  higher  viscosity  and  a  lower  surface  tension  than  is  possessed 
by  the  bulk  of  the  liquid.  The  sulphides  move  into  the  bubble  films  be- 
cause the  system  composed  of  sulphide  and  this  contaminated  layer  has 
a  lower  potential  energy  than  the  system  composed  of  the  pulp  in  the  bulk 
of  the  liquid.  The  writers  at  first  suspected  that  the  selective  action  in 
this  case  might  be  due  to  preferential  gas  adsorption  at  the  gas-sulphide 
contact,  as  opposed  to  a  gas-gangue  contact,  but  microscopic  examination 
of  mineral  froths  collected  from  the  process  showed  that  the  solid 
particles  in  the  froth  were  completely  within  the  films  and  at  no  point 
in  contact  with  gas.  The  persistence  of  the  froth  is  due  to  the  factors 
explained  in  connection  with  the  other  froth  processes. 

While  the  writers  have  made  no  appeal  to  electrostatic  forces  or  to 


was  37.3  per  cent,  The  oil  consumption  was  at  the  rate  of  0.67  lb.  per 
ton  of  ore. 

A  sample  of  silver-gold  ore  from  the  Ophir  mine,  Virginia  City,  Nev., 
assaying  0.46  oz.  gold  and  7.4  oz.  silver  per  ton,  when  tested  in  a  Janney 
machine  employing  a  0.1  per  cent,  lime  or  sodium  carbonate  solution, 
gave  an  extraction  of  approximately  90  per  cent,  of  the  silver  and  95 
per  cent,  of  the  gold.  The  first  concentrate  assayed  gold  5.3  oz.  and 
silver  198  oz.  per  ton;  the  second,  gold  3.75  oz.  and  silver  72.9  oz.  per  ton; 
and  the  third,  gold  1.32  oz.  and  silver  35.3  oz.  per  ton.  The  oil  consump- 
tion was  at  the  rate  of  approximately  0.6  lb.  per  ton. 

The  oil  consumption  when  employing  Bage  tar  appears  to  be  less  than 
with  most  of  the  other  oils  experimented  with  in  treating  the  same  ores, 
and  the  extraction  wns  in  general  better.  Since  it  is  the  experience  of 
many  that  large-scale  operation  requires  less  oil  than  is  indicated  by  small- 
scale  testa,  it  is  reasonable  to  suppose  that  the  oil  consumption  in  treat- 
ing the  ores  cited  would  be  materially  lessened  when  working  upon  an 
operating  scale,  and  that  possibly  the  extraction  could  be  bettered.  I 
think  the  latter  is  particularly  true  of  the  Ophir  ore. 

Later  in  March,  another  lot  of  brush  of  the  same  variety  was  collected 

Mr.  Lanta  from  the  same  locality,  more  fully  in  leaf  than  that  collected 
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authors  is  that  there  is  an  "increased  number  of  air  bubbles  formed  by 
the  air  released  from  solution."  While  it  is  commonly  known  that 
heating  a  solution  expels  the  dissolved  air  or  other  gases,  to  one  who  has 
seen  the  great  volumes  of  air  that  enter  the  pulp  in  a  flotation  machine 
it  is  hard  to  believe  that  the  pitifully  small  number  of  additional  air 
bubbles  released  by  heating  the  solution  can  have  such  a  good  effect. 
I  would  call  attention  to  the  following  more  probable  explanation  of 
this  fact:  the  viscosity  of  water  at  80°C.  is  less  than  one-fifth  of  the 
viscosity  at  0°C.  In  other  words,  on  heating  an  ore  pulp  the  fluidity 
of  the  water  in  the  pulp  is  very  greatly  increased  and  much  less  water 
containing  entrained  gangue  will  be  carried  along  with  the  froth  during 
flotation.  In  other  words,  a  cleaner  concentrate  is  obtained.  The 
surface  tension  and  other  physical  properties  of  water  are  not  altered  in 
anywhere  near  the  same  degree  by  change  of  temperature,  and  I  would 
suggest  that  the  viscosity  effect  is  probably  responsible  for  the  major 
portion  of  the  improvement. 

I  notice  that  in  their  discussion  of  the  Potter-Delprat  process  the 
authors  claim  to  have  observed  microscopically  the  condition  of  the  solid 
particles  in  the  froth,  and  find  them  completely  "within  the  films  and 
at  no  point  in  contact  with  gas."  The  manager  of  one  of  the  large  Aus- 
tralian companies  using  flotation  told  me  that  two  physical  chemists  in 
his  employ  consumed  about  6  months'  time  in  an  attempt  to  definitely 
find  out  whether  the  mineral  particles  were  completely  submerged  in 
the  film  or  whether  they  were  at  some  point  in  contact  with  gas.  In 
view  o.f  their  failure  to  reach  a  decision,  I  am  inclined  to  ask  the  present 
authors  if  they  are  certain  of  this  observation. 

Further,  we  notice  that  electrical  forces  are  not  called  into  question 
in  this  discussion  of  flotation,  although  the  authors  acknowledge  that  the 
potential  surface  energy  in  the  contact  surfaces  between  dissimilar  sub- 
stances might  well  include  electrical  forces  which  might  be  called  on  in 
explanation  of  certain  aspects  of  flotation.  However,  they  feel  that 
"Once  in  contact  the  preferential  adhesion  ...  to  a  sulphide  surface  in 
the  presence  of  water  is  sufficient  to  account  for  the  persistent  attach- 
ment of  the  sulphides  to  the  bubble  films.,,  I  feel  that  they  are  justified 
in  this  opinion,  but  having  seen  particles  migrate  under  the  microscope 
when  in  an  electrical  field,  and  knowing  that  the  various  kinds  of  particles 
and  bubbles  carry  electrical  charges,  may  I  not  suggest  that  the  electrical 
charges  assist  the  various  finely  divided  phases  to  get  in  contact?  The 
authors  consider  that  mechanical  agitation,  etc.,  is  sufficient  to  get  the 
various  phases  into  contact,  but  the  acceptance  of  these  electrical  phe- 
nomena in  no  way  damages  the  theory  which  they  have  presented  and 
merely  adds  another  contributing  factor  to  the  theory. 

Finally,  the  authors  say  that  they  have  not  appealed  to  colloidal 
phenomena  in  this  discussion.     This  statement,  in  the  face  of  the  fact 
vol.  lv. — 36. 
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A  New  Flotation  Oil 

BT  MAXWELL  ADAMS,  RENO,   NEV. 
(Arizona  Meeting,  September,  1016) 

Considerable  interest  has  recently  been  developed  in  sage-brush  oil 
because  of  its  possible  utilization  as  a  flotation  agent  in  the  mining 
industry.  A  list  of  some  of  its  physical  properties,  together  with  the 
method  used  in  its  extraction,  may  prove  of  interest  at  this  time. 

Something  over  a  year  ago,  a  study  of  the  essential  oils  in  desert 
plants  was  begun  in  the  Chemical  Laboratory  of  the  University  of  Nevada. 
None  of  the  oils  so  far  studied  possess  properties  of  special  interest  to 
engineers,  except  the  oil  of  sage,  Artemisia  tridentata,  which  has  excep- 
tional power  as  a  flotation  agent.  This  plant,  known  as  common  sage 
brush,  also  called  black  sage,  is  widely  distributed  over  the  semi-arid 
West,  being  found  quite  generally  on  most  of  the  dry  plains  and  mountains 
west  of  Missouri. 

The  method  of  extracting  the  oil  followed  in  these  experiments  is 
very  simple.  The  leaves,  twigs  and  small  branches  are  placed  in  an  air- 
tight drum,  having  a  capacity  of  about  27  cu.  ft.  Steam  is  admitted 
through  a  number  of  small  openings  at  the  bottom  of  the  retort,  and  the 
pressure  maintained  at  20  to  25  lb.  per  sq.  in.  for  3  hr.  The  escape  of 
the  steam  from  the  retort  is  regulated  by  allowing  it  to  pass  through  a 
stop-cock  into  a  condenser.  The  water  in  the  receiver  is  drawn  off  from 
time  to  time  and  the  oil,  which  is  insoluble  and  floats  upon  the  water,  is 
thus  collected.  At  the  end  of  2  hr.  most  of  the  oil  has  been  driven  out, 
though  traces  continue  to  come  over  for  a  much  longer  time.  By  rais- 
ing the  pressure,  the  time  required  could  probably  be  shortened  and 
the  yield  increased,  but  the  lack  of  laboratory  equipment  has  prevented 
the  carrying  out  of  this  experiment. 

The  stock  wood,  bark  and  branches  contain  no  oil,  the  distribution 
of  the  oil  being  limited  to  the  leaves  and  young  shoots.  There  is  a  sea- 
sonal variation  in  the  amount  of  oil  contained.  Samples  collected  on 
different  dates  gave  the  following  amount  of  oil:  May  1, 0.42  per  cent.; 
May  27,  0.6  per  cent.;  June  30,  0.72  per  cent.;  Aug.  1,  0.9  per  cent.; 
Sept.  10,  1.0  per  cent.  The  increase  appears  fairly  constant  from  early 
spring,  when  the  leaves  first  appear,  until  light  frosts  occur  in  the 
autumn.  When  the  plant  is  air-dried  there  is  some  loss  of  oil,  as  the 
following  data  will  show:  Two  100-lb.  samples  were  collected  at  the 
same  time.     One  was  distilled  when  green;  the  other  was  air  dried  for 


are  small  quantities  of  alpha  and  beta  pinene.  The  main  part  of  the 
oil  has  a  camphor-like  odor  and  taste,  but  has  failed  to  give  the  ordinary 
teste  for  ketones.  The  fraction  boiling  at  175°,  to  180°C.  has  some  of 
the  properties  of  ordinary  cineol,  but  is  acted  upon  by  metallic  sodium, 
which  indicates  that  the  chief  ingredient  is  not  cineol.  The  chemical 
composition,  which  has  little  interest  in  this  connection,  will  be  worked 
out  later.  The  important  question  for  the  engineer  iB:  Can  the  oil 
be  produced  in  quantity  and  at  a  cost  that  will  make  it  available  for  ore 
notation? 

Discussion  of  this  paper  on  p.  573. 
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A  New  Source  of  Flotative  Agents 

BT  G.   H.   CLEVENGKR,   PALO  ALTO,   CAL. 
(Ariiona  Meeting,  September,  1916) 

The  reagents  now  used  in  flotation  consist  of  various  acids  or  salts, 
which  may  be  either  electrolytes  or  non-electrolytes,  dissolved  in  water 
and  some  substance  or  combination  of  substances  which  function  as  col- 
lecting or  frothing  agents.  At  times  the  only  dissolved  salts  present  are 
those  naturally  occurring  in  the  water  used.  The  general  effect  of  the 
electrolyte  is  to  greatly  sharpen  the  separation  between  the  gangue  and 
the  concentrate.  Examples  of  this  are:  The  use  of  sulphuric  acid  with 
zinc  ores;  and  of  sodium  carbonate  or  calcium  oxide  (lime)  with  silver- 
gold  ores.  Crude  pyroligneous  acid  is  also  sometimes  used  when  avail 
able.  Various  oxidizing  agents,  such  as  permanganates,  bichromates, 
etc.,  are  added  in  the  selective  flotation  of  lead-zinc  ores.  Many  other 
reagents  for  performing  certain  specific  functions,  either  real  or  imagi- 
nary, have  been  proposed,  and  a  number  of  them  have  been  tried  upon  a 
working  scale.  The  wild  orgy  of  experimentation  which  is  now  going 
on  in  flotation  exceeds  even  that  which  followed  the  introduction  of  the 
Washoe  process  for  the  treatment  of  Comstock  ores,  when,  among  other 
things,  sage-brush  tea  and  tobacco  juice  were  reagents  added  to  the  pans. 
Out  of  all  this  will,  of  course,  eventually  come  a  more  or  less  standard 
practice  for  the  treatment  of  each  class  of  ore. 

Omitting  a  discussion  of  the  functions  of  frothing  and  collecting 
agents,  the  reagents  used  in  flotation  for  this  purpose  may  be  classified 
under  five  general  heads:  (1)  Essential  oils;  (2)  fixed  or  fatty  oils; 
(3)  alcohols  and  their  combinations  with  organic  acids;  (4)  coal  tar  and 
its  refined  products;  (5)  petroleum  and  its  refined  products. 

A  flotative  agent  of  some  kind  is  required  in  flotation  as  now  prac- 
ticed. A  single  reagent,  as,  for  example,  certain  of  the  essential  oils, 
may  perform  the  dual  function  of  frothing  and  collecting  agent,  or  a  mix- 
ture of  substances  may  be  required. 

In  this  country,  the  essential  oils  used  have  been  wood  products, 
and  have  been  almost  exclusively  confined  to  the  steam-distilled  pine 
oils.  At  the  present  time,  the  supply  of  these  is  limited,  and  the  cost 
almost  prohibitive,  so  that  their  use  has  been  dispensed  with  as  far  as 
possible.     The  oils  and  tars  resulting  from  the  destructive  distillation  of 


that  the  good  results  were  always  obtained  when  treating  ore  of  a  schist 
gangue,  while  poor  results  resulted  when  the  gangue  was  the  altered  and 
kaolinized  granite  which  forms  a  part  of  the  Joe  Bush  orebody. 

"Ten-ton  samples  were  taken  from  various  parts  of  the  mine  for  the 
purpose  of  determining  the  extent  and  amount  of  this  granite  ore.  These 
lots  were  taken  from  the  drifts  crossing  the  orebody  from  south  to  north, 
starting  in  the  granite  ore  and  continuing  along  each  drift  until  the  schist 
gangue  was  encountered. 

"  In  all  of  these  tests  the  results  were  uniformly  good  while  treating 
the  schist  ore  and  poor  while  treating  the  granite  ore. 

"Subsequently,  another  series  was  inaugurated  with  the  view  of 
determining  the  amount  of  granite  ore  that  could  be  mixed  with  the  schist 
ore  without  interfering  with  the  treatment  of  this  mixed  ore  by  flotation, 

"Various  percentages  of  granite  ore  were  mixed  with  clean  schist  and 
the  mixture  treated  by  flotation.  It  was  found  that  10  per  cent,  of  granite 
caused  no  change  in  the  behavior  of  the  ore  in  the  flotation  plant  and  when 
20  per  cent,  of  the  granite  was  mixed  with  the  schist  ore  only  a  slight 
difference  was  noted,  this  difference  consisting  in  a  slight  lowering  of  the 
grade  of  the  concentrate  with  a  corresponding  falling  off  in  extraction." 

The  conditions  described  by  Mr.  Greninger  are  well  illustrated  by  a 
drawing  made  by  C.  E.  Arnold  of  the  mine-engineering  staff  of  the  com- 
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ments,  a  600-ton  test  plant  was  built  and  put  into  operation  at  the  begin- 
ning of  January,  1914.  It  was  my  privilege  to  conduct  those  tests  in 
cooperation  with  Mr.  Greninger,  who  represented  the  Minerals  Separation 
Co.,  and  with  the  representatives  of  other  concerns,  who  in  the  course  of 
time  decided  to  submit  flotation  machines  to  the  consideration  of  the 
Inspiration  company.  The  flow  sheet  of  this  600-ton  test  mill  was  ex- 
tremely simple.  It  is  illustrated  in  Fig.  2.  The  ore  after  being  crushed 
to  the  desired  fineness  by  machinery,  which  was  tested  out  at  the  same 
time,  was  sent  to  tables;  from  these  the  concentrates  went  to  the  concen- 
trate bins,  while  the  tailings  passed  on  to  an  8-compartment  flotation 


Crashing  and  Grinding  Machinery 


Tables 


Gone. 


I 


Tailings 


r 


n 


800  Ton  8-Oompartment 
M.8.Flotatlon  Machine 


Gone. 


(8 

H 


>l        Mlda 


Tables 


Gone* 


r 


A       Tails      > 


A 


To  Settling  Tanks 
und  Oliver  Filters 


To  Waste 


Fig.  2. — First  Flow  Sheet  of  600-Ton  Test  Mill,  Inspiration  Consolidated. 


machine  of  the  Standard  Minerals  Separation  type  with  24-in.  stirrers. 
Later  a  12-compartment  machine  of  the  same  type  was  added  and 
operated  in  parallel  with  the  8-compartment  machine.  The  tailings  from 
the  flotation  machines  were  passed  on  to  other  tables,  the  concentrates 
from  which,  combined  with  the  concentrates  from  the  upper  tables  and 
the  flotation  machine,  went  to  the  concentrate  bins,  while  the  tailings 
went  to  waste.  The  flotation  machine  was  operated  in  the  standard 
manner,  the  feed  being  introduced  into  the  first  agitating  compartment, 
passed  to  the  first  spitzkasten,  drawn  to  the  second  agitating  compart- 
ment, sent  from  there  to  the  second  spitzkasten  and  drawn  to  the  third 
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There  is  no  doubt,  however,  that  tables  will  catch  a  certain  amount 
of  mineral  (especially  coarser  grains)  which  will  escape  in  the  flotation 
process.  For  this  reason,  tables  have  to  be  used  to  insure  the  highest 
recovery,1  but  it  seems  that  tables  following  the  flotation  treatment 
would  make  up  for  this  deficiency  of  the  flotation  machine  better  than 
tables  ahead,  inasmuch  as  they  would  not  work  under  the  disadvantage, 
known  to  every  mill  man,  of  receiving  too  rich  a  feed.  It  is  well  known 
that  it  is  possible  to  make  a  much  lower  table  tailing  working  on  feed 
containing  a  small  percentage  of  copper  than  on  a  feed  rich  in  copper. 
From  theoretical  speculations,  therefore,  no  valid  reason  was  advanced 
that  increased  recovery  should  result  from  table  treatment  ahead  of 
the  flotation  treatment. 

The  next  argument  advanced  by  the  supporters  of  a  preliminary  table 
treatment  was  that  it  would  result  in  an  improvement  of  the  grade  of 
the  general  concentrates,  inasmuch  as  it  would  be  possible  to  make  a  very 
clean  product  on  the  tables,  thereby  raising  the  general  average  of  the 
concentrates.  There  is  evidently  some  sound  foundation  for  this  point; 
how  much,  could  not  well  be  investigated  without  resorting  to  actual 
experiments. 

A  third  point  seemingly  in  favor  of  preliminary  table  treatment  is 
this:  Flotation  concentrates  offer  more  or  less  difficulty  in  mechanical 
handling;  vacuum  or  pressure  filters  have  to  be  resorted  to  for  this 
purpose.  It  was  pointed  out,  therefore,  that  if  a  certain  percentage  of 
the  total  concentrate  could  be  saved  on  the  tables,  and  a  table  concen- 
trate produced  containing  only  a  small  amount  of  the  slime,  so  trouble- 
some in  filter  treatment,  it  might  be  a  decided  advantage;  the  quantity  of 
concentrate  to  be  handled  on  filters  might  be  materially  reduced  and 
economies  effected  in  this  manner.  At  the  same  time,  experience  shows 
that  the  flotation  concentrate  resulting  under  those  conditions,  because 
it  contains  less  of  the  coarser  sand,  is  more  difficult  for  the  filters  to  handle 
than  it  would  be  were  the  sand  left  in.  Very  likely,  therefore,  no  decided 
improvement  in  the  handling  of  the  concentrates  would  result  from  the 
separation  of  the  table  concentrates  from  the  flotation  concentrates,  at 
least  under  the  conditions  prevailing  here. 

The  same  objections  do  not  hold  true  for  tables  when  used  after  the 
flotation  process,  as  in  that  case  no  limitations  are  imposed  regarding 
the  hydraulic  and  dressing  water,  and  the  tables  cannot  help  but  make 
an  additional  small  recovery  of  concentrate.  On  account  of  the  fact  that 
the  table  feed  is  necessarily  low  in  copper,  the  tailings  will  be  corre- 
spondingly low.  In  all  cases,  therefore,  where  flotation  treatment  does 
not  make  a  full  recovery,  or  practically  so,  of  mineral  values,  tabling 
after  flotation  seems  imperative.2 

1  This  applies  only  to  the  flow  sheet  under  discussion. 

*  This  remark  again  refers  only  to  the  flow  sheet  under  discussion. 
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Remarks. — The  recoveries  are  calculated  from  the  feed  and  tailings  assays  and 
the  assay  of  general  concentrates. 

Conclusions. — Roughing  on  upper  tables  reduces  the  tailings  assay  of  the  flota- 
tion machine  slightly,  while  it  does  not  seem  to  affect  the  assay  of  the  lower  tables 
'  ibly.     Increased  recovery  results  from  the  use  of  the  lower  tables. 
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Table  1  gives  the  r£sum6,  on  the  strength  of  which  it  was  decided  to 
use  secondary  tables  only  and  to  leave  the  preliminary  table  treatment 
(ahead  of  the  flotation  treatment)  out  of  the  flow  sheet  to  be  adopted 
in  the  concentrator  under  construction.  That  this  conclusion  is  justi- 
fied seems  to  be  borne  out  by  the  following  facts: 

In  January  and  February,  1914,  the  lower  table  floor  was  not  in  opera- 
tion. For  this  reason,  the  flotation  tailings  were  not  treated  on  tables. 
There  was,  however,  table  treatment  ahead  of  flotation,  the  following  re- 
sults being  obtained :  Table  recovery,  39.42  per  cent. ;  flotation  recovery, 
33.35  per  cent.;  total  recovery,  72.77  per  cent.  From  M&rch  to  August, 
1914,  various  flow  sheets  were  tried;  tables  were  sometimes  used  pre- 
ceding and  sometimes  following  flotation,  and  sometimes  in  both  places. 
The  figures  on  recovery  are,  for  this  reason,  not  comparable  with  the 
preceding  ones.  From  September  to  December,  1914,  no  tables  were 
used  preceding  flotation;  the  flotation  tailings  were,  however,  treated 
on  tables.  The  results  obtained  were :  Flotation  recovery,  70.83  per  cent. ; 
table  recovery,  7.51  per  cent.;  total  recovery,  78.34  per  cent: 

Callow  Flotation  Installation 

While  the  test  mill  was  in  operation,  Mr.  Callow,  President  of  the 
General  Engineering  Co.,  advised  the  Inspiration  company  that  he  had 
invented  and  perfected  a  ne.w  flotation  process  which,  in  his  opinion, 
would  give  as  good,  if  not  better,  results  than  the  machine  of  the  Minerals 
Separation  Co.  As  a  consequence,  arrangements  were  made  to  add  a 
unit  of  machines  of  the  Callow  type.  The  flow  sheet  using  Callow 
cells  is  illustrated  in  Fig.  4.  It  consisted  of  four  rougher  flotation  cells, 
which  served  for  the  production  of  a  low-grade  concentrate,  and  another 
cell  of  the  same  construction  which  was  supplied  for  the  purpose  of 
cleaning  the  concentrates  made  on  the  rougher  cells.  The  tailings  result- 
ing from  the  cleaner  cells  were  returned  and  mixed  with  the  pulp  entering 
the  rougher  cells.  With  the  machine  was  furnished  a  Pachuca  tank  for 
"the  purpose  of  mixing  flotation  oil  into  the  pulp  entering  the  plant,  should 
it  be  more  desirable  to  do  this  in  addition  to  or  in  place  of  feeding  the  oil 
to  the  grinding  machines,  as  had  proven  useful  both  in  the  small  and  in 
the  larger  test  plants.  As  a  matter  of  fact,  the  use  of  the  Pachuca  tank 
was  abandoned  after  several  months'  operation. 

The  Callow  cells  work  on  a  different  mechanical  principle  from  that 
underlying  the  Standard  Minerals  Separation  machine,  inasmuch  as  no 
movable  parts  are  used  for  the  purpose  of  producing  the  fine  dissemina- 
tion of  air  with  the  pulp,  which  seems  to  be  essential  for  any  kind  of 
flotation  machine;  while  the  Standard  Minerals  Separation  machine 
.depends  on  the  operation  of  fast-revolving  impellers,  the  dissemination 
is  effected  in  the  Callow  machine  by  blowing  air  through  a  porous 
blanket,  which  forms  the  bottom  of  each  cell. 
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The  details  of  the  flow  sheet  to  be  followed  were  left  to  be  decided  by 
tests  on  a  larger  scale.  Only  this  much  was  settled:  That  no  concen- 
tration of  any  kind,  either  flotation  or  gravity,  should  be  attempted  before 
the  ore  was  reduced  to  the  fineness  required  for  the  flotation  process. 
This  decision  was  brought  about  by  the  fact  that  excellent  recoveries  were 
obtained  when  this  procedure  was  followed,  and  was,  of  course,  also 
strongly  urged  by  considerations  of  simplicity  in  the  milling  process  and 
cheapness  of  milling  operations. 

In  these  tests  a  50-ton  flotation  machine  of  Minerals  Separation  Co. 
Standard  type  was  used.  In  the  general  design,  it  was  similar  to  the 
larger  machine  later  put  in  use.  It  had  eight  agitating  compartments 
with  propellers  of  12-in.  diameter  revolving  with  a  peripheral  speed  of 
from  1,200  to  1,400  ft.  per  minute. 
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Tests  Conducted  in  Lahge  Test  Mill 
Flow  Skoet 
In  order  to  test  on  a  large  scale  the  points  already  settled  in  the  small 
mill,  and  to  decide  the  points  left  undecided  by  the  small-scale  experi- 
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ments,  a  600-ton  test  plant  was  built  and  put  into  operation  at  the  begin- 
ning of  January,  1914.  It  was  my  privilege  to  conduct  those  tests  in 
cooperation  with  Mr.  Greninger,  who  represented  the  Minerals  Separation 
Co.,  and  with  the  representatives  of  other  concerns,  who  in  the  course  of 
time  decided  to  submit  flotation  machines  to  the  consideration  of  the 
Inspiration  company.  The  flow  sheet  of  this  600-ton  test  mill  was  ex- 
tremely simple.  It  is  illustrated  in  Fig.  2.  The  ore  after  being  crushed 
to  the  desired  fineness  by  machinery,  which  was  tested  out  at  the  same 
time,  was  sent  to  tables;  from  these  the  concentrates  went  to  the  concen- 
trate bins,  while  the  tailings  passed  on  to  an  8-compartment  flotation 
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Fia.  2. — First  Flow  Sheet  of  600-Ton  Test  Mill,  Inspiration  Consolidated. 


machine  of  the  Standard  Minerals  Separation  type  with  24-in.  stirrers. 
Later  a  12-compartment  machine  of  the  same  type  was  added  and 
operated  in  parallel  with  the  8-compartment  machine.  The  tailings  from 
the  flotation  machines  were  passed  on  to  other  tables,  the  concentrates 
from  which,  combined  with  the  concentrates  from  the  upper  tables  and 
the  flotation  machine,  went  to  the  concentrate  bins,  while  the  tailings 
went  to  waste.  The  flotation  machine  was  operated  in  the  standard 
manner,  the  feed  being  introduced  into  the  first  agitating  compartment, 
passed  to  the  first  spitzkasten,  drawn  to  the  second  agitating  compart- 
ment, sent  from  there  to  the  second  spitzkasten  and  drawn  to  the  third 
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ing  machines,  consisting  of  either  ball  or  pebble  mills,  deliver  a  product  of 
the  desired  fineness,  about  1  or  2  per  cent,  on  48-mesh,  when  the  con- 
sistency of  the  overflow  from  drag-belt  classifiers,  working  in  conjunction 
with  the  grinding  mills,  was  carried  at  about  this  figure;  experience  also 
showed  that  this  consistency  is  suitable  for  the  flotation  treatment,  while 
greater  dilution  of  the  pulp  resulted  in  an  increased  copper  loss.  The 
logical  way  out  of  this  difficulty  would  be  to  introduce  settling  tanks, 
for  which,  however,  the  modem  mill  designer  has  a  just  abhorrence; 
at  least,  when  they  are  to  be  placed  in  the  middle  of  the  mill.  Neither 
the  liberal  use  of  dressing  water  nor  a  low  tonnage  rate  would  be  permis- 
sible for  the  same  reason.  On  this  account,  a  high  recovery  could  not 
be  expected  from  a  preliminary  table  treatment.  During  our  tests  it 
averaged  around  33  per  cent. 

Furthermore,  the  assumed  fact,  that  an  impoverished  feed  results  in 
a  better  recovery  of  the  flotation  machine,  was  strongly  doubted  by  some 
of  the  flotation  experts,  who  claimed  that  in  order  to  form  a  froth  which 
had  the  necessary  carrying  power  for  mineral,  it  would  be  better  to  leave 
as  much  mineral  as  possible  in  the  feed  to  the  flotation  machine.  In 
other  words,  their  advice  was  to  leave  out  the  tables  in  order  to  permit 
;the  flotation  machines  to  do  more  efficient  work. 
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There  is  no  doubt,  however,  that  tables  will  catch  a  certain  amount 
of  mineral  (especially  coarser  grains)  which  will  escape  in  the  flotation 
process.  For  this  reason,  tables  have  to  be  used  to  insure  the  highest 
recovery,1  but  it  seems  that  tables  following  the  flotation  treatment 
would  make  up  for  this  deficiency  of  the  flotation  machine  better  than 
tables  ahead,  inasmuch  as  they  would  not  work  under  the  disadvantage, 
known  to  every  mill  man,  of  receiving  too  rich  a  feed.  It  is  well  known 
that  it  is  possible  to  make  a  much  lower  table  tailing  working  on  feed 
containing  a  small  percentage  of  copper  than  on  a  feed  rich  in  copper. 
From  theoretical  speculations,  therefore,  no  valid  reason  was  advanced 
that  increased  recovery  should  result  from  table  treatment  ahead  of 
the  flotation  treatment. 

The  next  argument  advanced  by  the  supporters  of  a  preliminary  table 
treatment  was  that  it  would  result  in  an  improvement  of  the  grade  of 
the  general  concentrates,  inasmuch  as  it  would  be  possible  to  make  a  very 
clean  product  on  the  tables,  thereby  raising  the  general  average  of  the 
concentrates.  There  is  evidently  some  sound  foundation  for  this  point; 
how  much,  could  not  well  be  investigated  without  resorting  to  actual 
experiments. 

A  third  point  seemingly  in  favor  of  preliminary  table  treatment  is 
this:  Flotation  concentrates  offer  more  or  less  difficulty  in  mechanical 
handling;  vacuum  or  pressure  filters  have  to  be  resorted  to  for  this 
purpose.  It  was  pointed  out,  therefore,  that  if  a  certain  percentage  of 
the  total  concentrate  could  be  saved  on  the  tables,  and  a  table  concen- 
trate produced  containing  only  a  small  amount  of  the  slime,  so  trouble- 
some in  filter  treatment,  it  might  be  a  decided  advantage;  the  quantity  of 
concentrate  to  be  handled  on  filters  might  be  materially  reduced  and 
economies  effected  in  this  manner.  At  the  same  time,  experience  shows 
that  the  flotation  concentrate  resulting  under  those  conditions,  because 
it  contains  less  of  the  coarser  sand,  is  more  difficult  for  the  filters  to  handle 
than  it  would  be  were  the  sand  left  in.  Very  likely,  therefore,  no  decided 
improvement  in  the  handling  of  the  concentrates  would  result  from  the 
separation  of  the  table  concentrates  from  the  flotation  concentrates,  at 
least  under  the  conditions  prevailing  here. 

The  same  objections  do  not  hold  true  for  tables  when  used  after  the 
flotation  process,  as  in  that  case  no  limitations  are  imposed  regarding 
the  hydraulic  and  dressing  water,  and  the  tables  cannot  help  but  make 
an  additional  small  recovery  of  concentrate.  On  account  of  the  fact  that 
the  table  feed  is  necessarily  low  in  copper,  the  tailings  will  be  corre- 
spondingly low.  In  all  cases,  therefore,  where  flotation  treatment  does 
noit  make  a  full  recovery,  or  practically  so,  of  mineral  values,  tabling 
after  flotation  seems  imperative.2 

1  This  applies  only  to  the  flow  sheet  under  discussion. 

*  This  remark  again  refers  only  to  the  flow  sheet  under  discussion. 


Flow  Shrat 
No.  2  No.  1 
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Assay  of  mill  feed 1.72  1.67 

Assay  of  flotation  machine  feed 1.72  1.32 

Assay  of  flotation  machine  tails 0.46  0.43 

Assay  of  lower  table  tails 0.29  0.30 

Assay  of  general  concentrates 32.71  31.72 

Recovery  upper  tables  +  flotation  machine ;       75.30 

Recovery  flotation  machine \  74.30 

Additional  recovery  on  lower  tables |  9.40  7.40 

Total  recovery i  83.70  82.70 

Tonnage  per  deck  on  lower  tables I  25.70  23.20 

Tonnage  per  deck  on  upper  tables i       87.00 

Oil  consumption,  cresol  +  turpentine  in  pounds  per  ton.. .  0.95  0.82 

Remakks. — The  recoveries  are  calculated  from  the  feed  and  tailings  assays  and 
the  assay  of  general  concentrates. 

Conclusions. — Roughing  on  upper  tables  reduces  the  tailings  assay  of  the  flota- 
tion machine  slightly,  while  it  does  not  seem  to  affect  the  assay  of  the  lower  tables 
ippreciably.     Increased  recovery  results  from  the  use  of  the  lower  tables. 
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Table  1  gives  the  r£sum6,  on  the  strength  of  which  it  was  decided  to 
use  secondary  tables  only  and  to  leave  the  preliminary  table  treatment 
(ahead  of  the  flotation  treatment)  out  of  the  flow  sheet  to  be  adopted 
in  the  concentrator  under  construction.  That  this  conclusion  is  justi- 
fied seems  to  be  borne  out  by  the  following  facts: 

In  January  and  February,  1914,  the  lower  table  floor  was  not  in  opera- 
tion. For  this  reason,  the  flotation  tailings  were  not  treated  on  tables. 
There  was,  however,  table  treatment  ahead  of  flotation,  the  following  re- 
sults being  obtained :  Table  recovery,  39.42  per  cent. ;  flotation  recovery, 
33.35  per  cent. ;  total  recovery,  72.77  per  cent.  From  M&rch  to  August, 
1914,  various  flow  sheets  were  tried;  tables  were  sometimes  used  pre- 
ceding and  sometimes  following  flotation,  and  sometimes  in  both  places. 
The  figures  on  recovery  are,  for  this  reason,  not  comparable  with  the 
preceding  ones.  From  September  to  December,  1914,  no  tables  were 
used  preceding  flotation;  the  flotation  tailings  were,  however,  treated 
on  tables.  The  results  obtained  were :  Flotation  recovery,  70.83  per  cent. ; 
table  recovery,  7.51  per  cent.;  total  recovery,  78.34  per  cent: 

Callow  Flotation  Installation 

While  the  test  mill  was  in  operation,  Mr.  Callow,  President  of  the 
General  Engineering  Co.,  advised  the  Inspiration  company  that  he  had 
invented  and  perfected  a  new  flotation  process  which,  in  his  opinion, 
would  give  as  good,  if  not  better,  results  than  the  machine  of  the  Minerals 
Separation  Co.  As  a  consequence,  arrangements  were  made  to  add  a 
unit  of  machines  of  the  Callow  type.  The  flow  sheet  using  Callow 
cells  is  illustrated  in  Fig.  4.  It  consisted  of  four  rougher  flotation  cells, 
which  served  for  the  production  of  a  low-grade  concentrate,  and  another 
cell  of  the  same  construction  which  was  supplied  for  the  purpose  of 
cleaning  the  concentrates  made  on  the  rougher  cells.  The  tailings  result- 
ing from  the  cleaner  cells  were  returned  and  mixed  with  the  pulp  entering 
the  rougher  cells.  With  the  machine  was  furnished  a  Pachuca  tank  for 
"the  purpose  of  mixing  flotation  oil  into  the  pulp  entering  the  plant,  should 
it  be  more  desirable  to  do  this  in  addition  to  or  in  place  of  feeding  the  oil 
to  the  grinding  machines,  as  had  proven  useful  both  in  the  small  and  in 
the  larger  test  plants.  As  a  matter  of  fact,  the  use  of  the  Pachuca  tank 
was  abandoned  after  several  months'  operation. 

The  Callow  cells  work  on  a  different  mechanical  principle  from  that 
underlying  the  Standard  Minerals  Separation  machine,  inasmuch  as  no 
movable  parts  are  used  for  the  purpose  of  producing  the  fine  dissemina- 
tion of  air  with  the  pulp,  which  seems  to  be  essential  for  any  kind  of 
flotation  machine;  while  the  Standard  Minerals  Separation  machine 
.depends  on  the  operation  of  fast-revolving  impellers,  the  dissemination 
is  effected  in  the  Callow  machine  by  blowing  air  through  a  porous 
blanket,  which  forms  the  bottom  of  each  cell. 
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Fio.  4.— Flow  Sheet  of  Experimental  Callow  Flotation  Plant. 

ciates  independently  of  other  inventors,  although  an  earlier  patent 
had  been  taken  out  for  the  same  thing  in  England  by  Minerals  Separa- 
tion (British  Patent  10,929,  May  3,  1910)  and  long  before  the  installa- 
tion of  the  Callow  machine  at  this  mill,  Inspiration  ore  had  been  tested 
in  New  York  by  a  pneumatic  flotation  machine  constructed  jointly  by 
Messrs.  Flinn  and  Towne.'  The  results  of  this  test  were  so  good  that  a 
small  test  plant  of  this  system  was  installed  at  Inspiration. 

'  Mr.  Callow  refers  to  his  installation  at  the  National  Mill,  Mullan,  Idaho,  April, 
1914,  as  the  first  successful  commercial  plant  utilizing  the  pneumatic  principle. 

'  This  test  was  made  in  the  presence  of  Dr.  L.  D.  Ricketts,  Consulting  Engineer, 
and  W.  D.  Thornton,  Vice-President  of  the  Inspiration  company.  According  to  F.  B. 
Flinn,  a  600-ton  plant  of  the  Flinn-Towne  flotation  system  was  shipped  to  the  Tezuit- 
lan  Copper  Co.  in  Mexico  in  the  spring  of  1913.  This  could  not  be  put  into  operation 
on  account  of  the  political  conditions  prevailing  then.  Otherwise,  this  would  have 
been  the  first  commercial  pneumatic  flotation  plant.  R.  C.  Canby  informs  me  that 
testa  carried  out  by  him  suggested  the  idea  to  Messrs.  Flinn  and  Towne  of  con- 
iructing  a  flotation  machine  to  produce  the  desired  fine  dissemination  of  air  by  blow- 
through  a  porous  medium.  [Editor's  Note:  See  discussion  by  R.  C.  Canby, 
645.] 


RUDOLF  GAHL 


Flinn-Towne  Installation 


The  Flinn-Towne  machine,  as  mentioned,  utilizes  the  pneumatic 
principle  also,  but  the  application  is  somewhat  different.  An  illustra- 
tion of  a  single  Flinn-Towne  machine  is  given  in  Fig.  5,  while  Fig.  6 
shows  the  outline  of  the  installation.    The  cells  are  constructed  in  the 


Fig.  5.— Flinn-Townb  Flotation  Machine. 

shape  of  cylindrical  tanks,  the  bottoms  of  which  are  formed  by  the  porous 
medium.  The  feed  enters  near  the  top  in  the  center  of  the  cylinder, 
while  the  tailings  leave  the  machine  through  a  center  hole  in  the  porous 
medium.  In  the  Flinn-Towne  installation,  only  one  roughing  machine 
was  provided,  while  additional  cells  served  for  the  purpose  of  cleaning 
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In  the  interest  of  a  fair  contest  between  the  flotation  machines  of  the 
different  types,  each  machine  was  provided,  as  nearly  as  possible,  with 
the  same  character  of  pulp  as  the  rest.  In  the  beginning  this  was  ac- 
complished by  providing  each  machine  with  one  or  more  pebble  mills 
to  which  feed  was  sent  in  such  quantities  that  a  mill  product  of  practic- 
ally the  same  fineness  resulted  in  each  case.  When  the  results  of  the 
competitive  tests  began  to  approach  each  other  very  closely,  the  equali- 
zation of  the  pulp  furnished  to  the  different  machines  was  still  improved 
upon  by  mixing  the  ground  product  discharged  from  all  the  mills,  and 
sending  it  to  a  divider  which  permitted  the  division  into  as  many  parts 
as  there  were  competing  machines,  and  in  any  proportion  desired.  As 
it  had  been  decided  in  former  experiments  not  to  install  tables  ahead 
of  the  flotation  process,  no  preliminary  table  treatment  was  used  during 
tho  competitive  teste,  but  each  flotation  system  was  furnished  with  a 
set  of  tables  for  the  retreatment  of  the  flotation  tailings.  It  developed 
that  this  was  essential  in  trying  to  arrive  at  a  fair  valuation  of  the  ma- 
ines,  as  some  of  the  machines  produced  tailings  from  which  additional 
1  could  be  extracted  by  the  table  treatment  more  easily  than  from 
3  of  other  flotation  machines,  the  cause  evidently  being  that 
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flotation  machines  of  one  type  have  a  tendency  to  save  more  of  the  finer 
particles,  while  flotation  machines  of  another  type  permit  of  a  better 
recovery  of  coarser  grains.  Those  flotation  machines  that  make  a  good 
recovery  on  the  sand,  but  leave  a  larger  percentage  of  mineral  in  the 
slime,  will  not  benefit  from  a  subsequent  table  treatment  as  much  as  those 
of  the  other  kind. 

Advantage  of  Pneumatic  Flotation  Machines 

In  the  course  of  the  tests  at  Inspiration,  the  fact  became  apparent 
that,  by  the  application  of  the  pneumatic  principle,  a  higher  recovery  of 
the  slime  is  made  possible  than  without  the  utilization  of  injected  air, 
although  the  Standard  Minerals  Separation  machine  also  gives  excellent 
results  when  the  tonnage  is  reduced  to  a  considerably  lower  figure  than 
the  machine  is  supposed  to  be  able  to  treat  economically. 

Therefore,  in  cases  where  high  power  consumption  is  of  little  impor- 
tance, the  Standard  Minerals  Separation  machine  will  fill  the  requirements 
of  a  flotation  machine  remarkably  well.  When,  however,  the  power  con- 
sumed has  to  be  seriously  considered,  it  seems  advantageous  in  the  light 
of  the  Inspiration  experiments  to  make  use  of  pneumatic  flotation  for  the 
reason  pointed  out  above,  i.e.,  that  poor  work  of  flotation  machines  on 
sands  can  be  made  up  by  a  subsequent  table  treatment,  while  poor  work 
on  slime  cannot.  Within  certain  limits,  it  is  more  important  to  insist 
on  machines  effecting  a  good  slime  recovery  than  on  machines  making  a 
good  sand  recovery. 

Pneumatic  Machines  of  Minerals  Separation  Co. 

The  Minerals  Separation  Co.,  realizing  this,  offered  to  put  in  theii 
subaeration  type  of  machine  which  added  the  advantages  resulting  from 
the  use  of  injected  air  to  the  advantages  which  their  Standard  machines 
seemed  to  have  in  saving  coarser  mineral.  This  resulted  in  the  construc- 
tion and  testing  successively  of  two  of  their  subaeration  type  machines, 
one  in  which  the  old  spitzkastens  still  were  retained,  and  another  one  in 
which  they  were  dispensed  with.  As  seen  from  the  illustration,  Fig.  8, 
provisions  were  made  in  the  former  machine  to  admit  air  to  the  pulp 
conduits  carrying  the  pulp  from  the  spitzkastens  to  the  agitating  com- 
partments next  in  succession,  in  order  to  make  this  air  available  to  lift 
mineral  to  the  top  of  the  spitzkastens  where  it  can  be  skimmed  off.  The 
agitating  compartments  are  closed  at  the  top  by  covers  set  on  an  incline 
in  such  a  way  that  the  air  rises  to  the  top  in  the  agitating  compartments 
and  is  conducted  to  the  spitzkasten,  being  thereby  utilized  for  the  purpose 
of  carrying  the  mineral  values. 

This  construction  of  the  Minerals  Separation  Co.  was,  however,  only 
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to  remove  the  froth,  thus  increasing  the  recovery  obtained  in  the  flotation 
machines  and  concentrating  tables  by  an  additional  small  amount.  After 
some  experimenting,  a  way  was  found  in  which  this  could  be  easily  ac- 
complished. The  tailings  launder  was  widened  and  deepened  for  some 
distance.  The  tailings  stream  was  forced  to  pass  underneath  a  baffle  on 
entering  the  widened  space,  and  was  also  forced  to  travel  under  another 
baffle  board  at  the  end  of  the  space,  thus  being  made  to  rise  through  the 
rostrictod  area  formed  by  the  tailings  end  baffle  and  the  back-wall  of  the 
float-Having  device,  which  is  illustrated  in  Fig.  10. 

Contrary  to  what  might  be  expected,  tailings  sand  of  the  fineness  of 
Inspiration  tailings  will  not  lodge  in  the  widened-out  space  unless  the 
length  in  grnator  than  a  certain  critical  distance,  nor  will  it  choke  the 
upward  channel  in  the  tailings  end  of  the  machine.  When  conditions 
dntriamlnd  the  construction  of  the  float-saving  device  in  greater  length,  it 
was  found  that  the  accumulation  of  sand,  which  has  a  tendency  to  form 
In  Mm  triidillu  of  the  machine,  can  be  avoided  by  arranging  an  additional 
/Hit  not  Hutching  quite  to  the  bottom  in  the  center  of  the  machine.     If 

Tlil*  troultln  in  alleviated  in  the  Hebbard  machines  turned  out  more  recently  by 
Jtflnnrnlft  H*|>iirfttlon  Co.  by  the  provision  of  suitable  bearings  for  the  impeller 

\U  In  Mm  ImttntiiN  rif  the  machines. 
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the  machine  is  built  longer  yet,  more  than  one  intermediate  baffle  is 
necessary.  The  explanation  for  this  behavior  of  the  pulp,  which  at  first 
glance  might  seem  paradoxical,  is  that,  on  account  of  reduced  passageway 
between  the  lower  part  of  the  baffles  and  the  bottom  of  the  machine,  the 
pulp  is  forced  to  travel  through  at  a  speed  so  high  that  it  will  not  permit 
the  settling  out  of  sand.  As  a  consequence,  a  hydrostatic  head  will 
establish  itself  between  front  and  back  of  such  a  baffle  and  has  to  be  taken 
care  of  in  the  design.     It  is  found,  however  in  actual  practice,  that  the 
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Fig.  10. — Diagram  Showing  Origin  and  Development  op  Inspiration  Flotation 

Machine. 


hydrostatic  head  required  to  keep  the  sand  from  settling  out  by  creating 
an  accelerated  current  underneath  the  baffle  is  relatively  small. 

A  similar  consideration  explains  the  fact  that  the  upward  tailings 
passage  at  the  end  of  the  machine  has  very  little,  if  any,  tendency  to 
choke;  to  take  care,  however,  of  possible  choke-ups  that  might  be  caused 
by  the  discharge  of  coarse  rocks,  pieces  of  wood,  etc.,  into  the  pulp,  it  was 
found  advisable  to  arrange  some  air  jets  in  the  bottom  of  the  upward 
tailings  passage  to  assist  in  clearing  it  whenever  necessary. 


> 


actually  obtained.     The  question  then  presented  itself  as  to  whether  this 
device,  which  was  successful  in  saving  mineral  escaping  from  the  flotation 
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machines  could  not  be  transformed  into  a  flotation  machine  itself  by 
arranging  for  the  injection  of  finely  distributed  air  into  the  pulp  passing 
through  the  machine.  The  development  of  the  idea  led  to  what  we  call 
our  Experimental  Inspiration  Flotation  Machine,  which  was  built  on  a 
small  scale,  that  is  of  a  size  to  treat  up  to  100  tons  in  24  hr.,  and  was 
placed  in  competition  with  the  other  flotation  machines  already  in  exist- 
ence. This  machine  is  illustrated  in  Fig.  11.  The  air  was  injected 
through  a  porous  bottom  arranged  in  a  way  similar  to  the  bottoms  of  the 
Callow  and  Flinn-Towne  machines  (as  a  matter  of  fact,  a  Callow  bottom 
was  used  in  the  first  tests)  and  the  concentrate  flowed  over  the  edge  on 
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Fig.  12. — Tests  with  Callow  Cells  in  Series. 


one  side  of  the  flotation  tank.  The  mode  of  operation  followed  was  also 
similar  to  the  one  developed  for  the  other  air  machines.  A  low-grade 
concentrate  was  produced  and  retreated  on  a  similar  machine  of  the  same 
construction,  called  the  cleaner  machine,  the  tailings  from  which  were 
returned  to  the  head  of  the  roughing  flotation  machine.  As  will  be  seen 
from  the  drawing,  the  construction  of  this  machine  is  extremely  simple 
and  comes  pretty  near  to  an  ideal  of  Mr.  Mills,  our  general  manager,  who 
prophesied  that  the  flotation  machine  of  the  future  would  be  nothing  but 
a  launder  with  provisions  for  injection  of  air.  The  method  of  effecting 
the  concentration  in  two  stages  was  also  followed  when  the  new  types  of 
the  Minerals  Separation  machines  were  put  into  commission. 


Fio.  13. — Tests  with  Callow  Cells  in  Serikb  with  Classifiers  Between. 

This  arrangement  showed  at  least  no  disadvantage  over  the  multiple 
treatment;  it  seemed  superior  to  the  other  system  in  the  one  respect  that 
it  showed  at  a  glance  whether  the  cells  were  operated  well,  because  in 
that  case  most  of  the  concentrate  would  be  produced  on  the  primary 
cells  while  the  secondary  cells  would  produce  a  rather  light-colored  froth 
and  would  add  only  a  small  fraction  to  the  recovery  made  on  the  primary 
Both  primary  and  secondary  concentrates  were  treated  jointly  in 
T  cell,  while  the  tailings  from  the  secondary  cells  were  conveyed 
iber  of  concentrating  tables  for  retreatment. 
iation  of  the  latter  flow  sheet  was  also  tested  (compare  Fig.  13). 
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Between  the  primary  and  secondary  cells,  a  cone  classifier  was  interposed 
for  the  purpose  of  making  a  separation  between  the  sand  and  slime.  The 
slime  was  sent  to  the  secondary  flotation  machines,  while  the  sand  was 
passed  to  tables.  This  latter  flow  sheet  was  finally  decided  upon  for  the 
Callow  installation  in  the  large  concentrator.  Tests  made  with  the  object 
of  establishing  which  of  the  two  is  superior,  resulted  in  a  tie.  Some  of  the 
figures  on  this  point  are  given  in  Table  2. 

Table  2. — Retreatment  of  Tailings  from  Two  Callow  Ceils.  Comparison  of 
Results  Obtained  from  Two  Different  Methods  as  Shown  in  Figs.  12  and  13. 
Screen  Analysis  of  Feed  and  Tails  of  Secondary  Callow  Cells 


Note. — The  concentrates  from  the  flotation  cells  wore  in  both  cases  retreated  in 
half-size  Callow  cells,  the  retreatment  tailings  being  returned  to  the  head  of  the  pri- 
mary cells. 

Primary  Cell 

Tonnage  rate  in  system  1 49.3 

Tonnage  rate  in  system  2 47.5 

Conclusions. — No  advantage  is  apparent  in  favor  of  either  system.  System  to 
be  installed  should  be  decided  from  mechanical  points. 

Variations  of  Flow  Sheet 
In  the  way  of  other  flow  sheet  variations,  etc.,  only  one  thing  was  tried 
to  any  extent;  that  is,  whether  it  is  wise  to  send  the  cleaner  tailings  back 
to  the  head  of  the  rougher  machine  for  retreatment.  In  the  limited  time 
at  our  disposal,  it  proved  impossible  to  substitute  something  better,  but 
the  chances  are  that  the  same  holds  true  of  flotation  that  is  true  for  water 
concentration;  viz.,  that  middlings  are  sent  back  for  retreatment  mainly 
because  the  designer  does  not  know  anything  better  to  do  with  them. 
In  principle  it  seems  wrong  to  follow  this  practice,  because,  when  heavy 
copper  losses  occur  in  concentrating  machines  which  express  themselves 
in  high  tailings,  there  is  always  a  doubt  as  to  whether  this  is  due  to  poor 


for  this  reason  did  not  recommend  experiments  with  small  testing  machines. 
Nevertheless,  it  seemed  desirable  to  have  something  with  which  to  carry 
out  small-scale  laboratory  experiments.  Dr.  Ricketts,  who  was  aware 
of  our  troubles  and  realized  the  importance  of  such  tests,  was  kind  enough 
to  Bend  us  a  little  electrically  operated  emulsifying  machine,  which  served 
admirably  for  qualitative  tests.  We  also  built  a  testing  machine  based 
on  the  principle  of  the  Standard  Minerals  Separation  machine,  with  the 
difference,  however,  that  instead  of  sending  the  pulp  from  one  agitating 
compartment  to  a  spitzkasten  and  then  into  another  agitating  compart- 
ment and  spitzkasten,  we  made  the  pulp  return  from  the  first  spitzkasten 
to  the  original  agitator,  forcing  it  to  revolve  in  a  closed  circuit.  Our 
laboratory  machine  is  illustrated  in  Fig.  14.  Lately,  a  machine  based  on 
the  same  principle  has  been  put  on  the  market  and  is  sold  by  the  Denver 
Fire-Clay  Co.  Thus,  we  had  a  chance  to  try  the  different  fractions  of 
our  home-made  coal  tar. 

at  who  conducted  these  tests  (Mueller)  hit  on  the  idea  that 
eii,  in  addition  to  trying  the  different  fractions,  also  to  test 
is  a  whole.  The  results  were  very  surprising,  since  they 
>y  the  addition  of  crude  coal  tar  we  could  effect  a  greater 
we  were  able  to  obtain  by  the  use  of  highly  refined  cresylic 
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acid.  From  this  point  dates  our  experience  that  it  is  better  to  use  coal 
tar  than  soluble  flotation  agents  like  cresylic  acid  to  save  coarse  mineral. 
Cresylic  acid  is  an  extraordinarily  good  agent  for  producing  froth,  but 


the  froth  which  it  produces  does  not  seem  to  have  as  much  carrying  power 
for  coarse  mineral  as  that  produced  by  coal  tar.  Not  all  coal  tars  are 
equally  good  for  this  purpose.  Tests  in  laboratory  machines  easily  show 
the  difference  between  coal  tars  of  different  origin. 


7 


abundant  froth  was  produced  on  the  flotation  machines,  but  this  froth 
seemed  to  have  very  little  carrying  power  for  the  mineral  contents  of  the 
ore  and  held  mainly  finely  divided  gangue.  It  was  observed  that  this 
phenomenon  occurred  with  special  severity  whenever  the  ores  shipped 
to  the  t<:it  mill  contained  a  large  amount  of  fines  and  a  small  amount  of 
coarse  rock.  It  was  attributed,  therefore,  to  the  presence  of  what  may 
he  called  primary  slime,  i.e.,  slime  not  formed  by  the  crushing  of  ore  in 
the  mill,  but  originating  from  the  mine.  That  the  falling  down  of  the 
flotation  machines  was  caused  by  variation  of  the  ores  was  proven  by  the 
fact  that  samples  of  the  refractory  ores  when  treated  in  the  laboratory 
touting  machine  gave  as  unsatisfactory  results  as  the  corresponding  ore 
did  ill  the  big  flotation  machines.  To  demonstrate  that  the  presence 
of  tint  original  slime  caused  the  trouble,  samples  of  the  mill  feed  were 
Mpftmtwl  by  screening  them  on  a  200-mesh  screen.  The  oversize, 
whim  mililimil  to  the  proper  fineness  for  flotation  treatment,  did  not 
offer  Mm  least  trouble  and  yielded  a  high-grade  concentrate  in  the 
laboratory  machines,  while  the  undersize  proved  extremely  refractory 
rtfttr  til  Table  3).     The  same  experiment  was  repeated  on  a  large  scale, 

IIIIhiii   A.   Mlinllor:   U»  of  Coal  Tar  in  Flotation,  Engineering   and   Mintng 
I,  ml,  100,  No,  18,  p.  891  (Oct.  9,  1918). 
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the  products  from  a  Marcy  ball  mill  crushed  to  about  6-mesh  being 
treated  on  a  drag  classifier.  The  oversize,  after  being  reduced  in  pebble 
mills  to  the  necessary  fineness  for  flotation  treatment,  was  sent  to  one 
group  of  flotation  machines,  while  the  overflow  from  the  drag  classifier 
was  sent  to  another  group.  Fig.  15  illustrates  the  results  of  this  experi- 
ment.    While  the  reground  oversize  yielded  remarkable  lean  tailings, 
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Fig.  15. — Tests  to  Determine  Efpect  of  Separate  Treatment  op  Slime  and 

Reground  Sand. 


the  product  containing  the  primary  slime  could  not  be  treated  advan- 
tageously by  flotation.  We  were  almost  on  the  point  of  concluding  that 
in  order  to  get  the  best  results,  a  separation  of  the  primary  slime  should 
be  made  in  our  large  mill  and  flotation  should  not  be  entirely  relied  upon 
for  the  treatment  of  the  slime.  Before  finally  deciding  on  this  point, 
however,  some  additional  laboratory  experiments  were  made  to  study 
the  influence  of  the  primary  slime  on  flotation.     These  tests  established 


rj 


Pm  Oont  Slime  In  Tout  Feed 

Fio.  16. — Influence  o 

The  +  1-in-  and  +  J?-i"  sises  resulting  from  the  screen  analysis  were  ground  to 
10  mesh,  mixed  with  varying  amounts  of  —  200  material  and  the  mixtures  ground  with 
the  usual  amounts  of  oil  in  the  laboratory  ball  mills.  After  this  preliminary  treat- 
ment, the  samples  were  treated  in  the  laboratory  flotation  machines. 

one  fact  quite  well,  which  is,  that  when  refractory  alime  is  mixed  with  a 
sufficient  quantity  of  coarse  ore  ground  to  the  necessary  fineness,  in  other 
when  the  percentage  of  primary  slime  in  the  flotation  feed  is  kept 
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low,  the  slime  loses  its  refractory  character.  I  do  not  mean  to  say  that 
by  reducing  the  quantity  of  primary  slime,  the  deleterious  influence  is 
reduced  in  proportion  so  that  it  cannot  be  detected  as  easily,  but  conclude 
from  our  tests  that  when  the  flotation  feed  contains  a  sufficient  percentage 
of  comminuted  coarse  rock,  the  primary  slime  contained  in  it  can  be 
treated  more  advantageously  than  it  could  by  itself.  Some  tests  bearing 
on  this  point  are  illustrated  in  Fig.  16.  They  indicate  that  as  high  an 
amount  as  20  per  cent,  primary  slime  may  be  mixed  with  ground  coarse 
ore  without  causing  increased  tailing  losses. 

The  concentrates,  according  to  this  set  of  tests,  seem  to  have  a  tend- 
ency, however,  to  carry  more  insoluble  matter  with  an  increasing  per- 
centage of  slime. 

Influence  of  Iron  on  Flotation 

While  these  tests  were  in  progress,  we  made  another  accidental  dis- 
covery which  proved  very  helpful  to  us.  In  our  tests  on  the  most  eco- 
nomical way  of  reducing  the  ore  to  the  fineness  necessary  for  flotation 
we  had,  among  other  machines,  a  ball  mill  in  competition  with  pebble 
mills.  In  the  ball  mill,  steel  balls  performed  the  duty  that  in  pebble 
mills  was  done  by  flint  pebbles. 

For  a  while,  the  ball-mill  discharge  was  treated  on  one  flotation 
machine,  while  the  pebble-mill  discharge  was  treated  on  a  group  of  others. 
While  this  flow  sheet  was  being  followed,  we  thought  we  noted  that  a 
flotation  machine  treating  the  ball-mill  product  showed  the  influence  of 
the  primary  slime  to  a  less  extent  than  the  flotation  machine  treating 
the  pebble-mill  product.  In  a  discussion  with  Dr.  Ricketts  and  Mr. 
Mills,  the  question  was  raised  as  to  whether  the  iron  introduced  in  the 
mill  pulp  by  the  attrition  of  the  balls  might  not  have  something  to  do 
with  the  fact.  The  question  was  accordingly  made  the  subject  of  some 
laboratory  experiments.  The  results  of  a  series  of  such  experiments  are 
represented  in  Table  4,  and  proved  conclusively  that  the  iron  had  a 
beneficial  influence  on  flotation  in  counteracting  the  harmful  effect  of 
the  primary  slime.  This  discovery  was  one  of  the  inducements  for  in- 
stalling ball  mills  in  the  big  concentrator,  while  originally  pebble  mills 
had  been  considered  for  this  purpose. 

We  have  not  yet  reached  a  point  where  we  can  safely  give  the  reason 
for  the  action  of  the  iron  introduced  into  the  flotation  pulp.  It  is  sure, 
from  the  experiments  referred  to,  that  the  same  results,  as  by  grinding 
with  balls,  could  be  obtained  by  introducing  the  iron  in  finely  divided 
form,  say  in  the  form  of  filings,  into  a  pebble-mill  pulp.  We  supposed 
for  a  while,  and  I  am  not  yet  certain  that  this  supposition  is  incorrect, 
that  the  metallic  iron  might  react  on  the  impurities  contained  in  solution 
in  the  mill  water  and  introduced  therein  with  the  primary  slime.  We 
find,  as  a  matter  of  fact,  that  our  ores  contain  very  little  in  the  nature  of 


ually  obtained.     The  question  then  presented  itself  as  to  whether  this 
ivice,  which  was  successful  in  saving  mineral  escaping  from  the  flotation 
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machines  could  not  be  transformed  into  a  flotation  machine  itself  by 
arranging  for  the  injection  of  finely  distributed  air  into  the  pulp  passing 
through  the  machine.  The  development  of  the  idea  led  to  what  we  call 
our  Experimental  Inspiration  Flotation  Machine,  which  was  built  on  a 
small  scale,  that  is  of  a  size  to  treat  up  to  100  tons  in  24  hr.,  and  was 
placed  in  competition  with  the  other  flotation  machines  already  in  exist- 
ence. This  machine  is  illustrated  in  Fig.  11.  The  air  was  injected 
through  a  porous  bottom  arranged  in  a  way  similar  to  the  bottoms  of  the 
Callow  and  Flinn-Towne  machines  (as  a  matter  of  fact,  a  Callow  bottom 
was  used  in  the  first  tests)  and  the  concentrate  flowed  over  the  edge  on 
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Fig.  12. — Tests  with   Callow   Cells  in  Series. 


one  side  of  the  flotation  tank.  The  mode  of  operation  followed  was  also 
similar  to  the  one  developed  for  the  other  air  machines.  A  low-grade 
concentrate  was  produced  and  retreated  on  a  similar  machine  of  the  same 
construction,  called  the  cleaner  machine,  the  tailings  from  which  were 
returned  to  the  head  of  the  roughing  flotation  machine.  As  will  be  seen 
from  the  drawing,  the  construction  of  this  machine  is  extremely  simple 
and  comes  pretty  near  to  an  ideal  of  Mr.  Mills,  our  general  manager,  who 
prophesied  that  the  flotation  machine  of  the  future  would  be  nothing  but 
a  launder  with  provisions  for  injection  of  air.  The  method  of  effecting 
the  concentration  in  two  stages  was  also  followed  when  the  new  types  of 
the  Minerals  Separation  machines  were  put  into  commission. 


Via.  13,— 'Ttum  wmi  Callow  Cell*  in  Series  with  CLAseinEits  Between. 

This  arrangement  showed  at  leant  no  disadvantage  over  the  multiple 

ttpntmwd;  it  warned  superior  to  the  other  system  in  the  one  respect  that 

it,  fh"Wf\  ftt  n  (dunce  whether  the  cells  were  operated  well,  because  in 

thht  i-nm  Html  tit  the  concentrate  would  be  produced  on  the  primary 

<^!N  wMIa  the  nwimiiary  cells  would  produce  a  rather  light-colored  froth 

flrt'l  wfftthi  mill  Mtiy  n  small  fraction  to  the  recovery  made  on  the  primary 

fttf'k     tiidh  I'tUnnry  and  secondary  concentrates  were  treated  jointly  in 

«f  M>ll,  wlillfl  tlio  tailings  from  the  secondary  cells  were  conveyed 

r#t  'it  Mrtiflflfiirating  tables  for  retreatment. 

liUttt  tit  tftfi  laHer  flow  sheet  was  also  tested  (compare  Fig.  13). 
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Between  the  primary  and  secondary  cells,  a  cone  classifier  was  interposed 
for  the  purpose  of  making  a  separation  between  the  sand  and  slime.  The 
slime  was  sent  to  the  secondary  flotation  machines,  while  the  sand  was 
passed  to  tables.  This  latter  flow  sheet  was  Anally  decided  upon  for  the 
Callow  installation  in  the  large  concentrator.  Tests  made  with  the  object 
of  establishing  which  of  the  two  is  superior,  resulted  in  a  tie.  Some  of  the 
figures  on  this  point  are  given  in  Table  2. 

Table  2. — Retreatment  of  Tailings  from  Two  Callow  Cells.  Comparison  of 
Results  Obtained  from  Two  Different  Methods  as  Shown  in  Figs.  12  and  13. 
Screen  Analysis  of  Feed  and  Tails  of  Secondary  Callow  Cells 


■A 


Note. — The  concentrates  from  the  flotation  cells  were  in  both  cases  retreated  in 
half-size  Callow  cells,  the  retreatment  tailings  being  returned  to  the  head  of  the  pri- 
mary cells. 

Primary  Oil 

Tonnage  rate  in  system  1 49.3 

Tonnage  rate  in  system  2 47.5 

Conclusions. — No  advantage  is  apparent  in  favor  of  either  system.  System  to 
be  installed  should  be  decided  from  mechanical  points. 

Variations  of  Flow  Sheet 
In  the  way  of  other  flow  sheet  variations,  etc.,  only  one  thing  was  tried 
to  any  extent;  that  is,  whether  it  is  wise  to  Bend  the  cleaner  tailings  back 
to  the  head  of  the  rougher  machine  for  retreatment.  In  the  limited  time 
at  our  disposal,  it  proved  impossible  to  substitute  something  better,  but 
the  chances  are  that  the  same  holds  true  of  flotation  that  is  true  for  water 
concentration;  viz.,  that  middlings  are  sent  back  for  retreatment  mainly 
because  the  designer  does  not  know  anything  better  to  do  with  them. 
In  principle  it  seems  wrong  to  follow  this  practice,  because,  when  heavy 
copper  losses  occur  in  concentrating  machines  which  express  themselves 
in  high  tailings,  there  is  always  a  doubt  as  to  whether  this  is  due  to  poor 
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soluble  salts,  and  that  whatever  they  do  contain  is  mainly  confined  to  the 
primary  slime.  For  this  reason,  in  laboratory  tests  we  have  tried 
repeatedly  to  substitute  pure  water  for  the  water  contained  in  the  mill 
pulp.  In  every  case,  we  have  noted  some  improvements  in  the  results 
obtained.  We  have  also  found  that  when  we  separate  the  water  from  the 
refractory  pulp,  treat  it  with  iron  filings,  and  add  it  to  the  original  pulp 
again,  we  get  a  certain  improvement  in  the  recovery,  but  we  have  not 
been  able  to  get  an  improvement  equally  as  good  as  that  obtained  by 
direct  introduction  of  finely  divided  iron  into  the  pulp.  For  this  reason, 
we  have  often  thought  that  the  effect  of  iron  is  physical  rather  than 
chemical  in  character.  The  iron  exists  in  the  pulp,  at  least  partly,  in 
the  metallic  form,  as  can  be  proven  by  the  use  of  the  magnet.  If  neces- 
sary, the  effect  of  the  iron  could  be  increased  by  removing  the  iron  con- 
tained in  the  tailings  pulp  by  means  of  electromagnets  and  returning 
it  to  the  mills  or  the  flotation  machines.  Although  we  have  consid- 
ered the  possibility  of  applying  this  fact  commercially,  we  have  not  yet 
done  so. 

I  have  been  told  by  several  people  that  they  have  tested  the  influence 
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of  finely  divided  iron  on  their  ores  and  have  not  obtained  any  improve- 
ment whatever.  This  shows,  evidently,  that  metallic  iron  is  not  a  uni- 
versal remedy  for  all  flotation  troubles,  but  as  far  as  our  primary  slime 
is  concerned,  our  experience  leaves  no  doubt  about  its  usefulness,  and  I 
believe  the  figures  quoted  above  are  positive  enough  to  bear  out  my 
statement.  As  a  curiosity  I  have  included  in  Table  4  some  figures  show- 
ing the  influence  of  the  addition  of  zinc  filings  to  ore  that  without  the 
addition  does  not  offer  any  difficulty  in  the  flotation  treatment. 

Influence  of  Chemicals  on  Primary  Slime 

We  also  found  that  the  harmful  influence  of  primary  slime  can  be 
counteracted  by  the  introduction  of  certain  chemicals;  for  instance,  we 


have  used  advantageously  sodium  hydroxide  or  potassium  cyanide.  The 
use  of  sodium  hydroxide  was  recommended  to  us  by  the  Minerals  Separa- 
tion Co.,  which,  I  understand,  applied  it  first  in  the  plant  of  the  Caucasus 
Copper  Co. 

Fineness  of  Crushing  Desired 

Tests  to  determine  the  most  advantageous  fineness  for  treatment  of 
the  ore  according  to  our  flow  sheet,  i.e.,  flotation  machines  followed  by 


? 


Flow  Sheet  of  Callow  Sections 

The  first  four  sections  of  the  Commercial  Concentrator  of  the  Inspira- 
tion company  were  equipped  with  Callow  flotation  machines.  The  flow 
sheet  followed  in  these  sections  is  illustrated  in  Fig.  19.  As  will  be  seen 
from  this  illustration,  the  ore,  after  having  been  reduced  to  the  desired 
fineness,  and  having  been  oiled  in  the  Marcy  ball  mills,  is  sent  to  8  (in 
other  sections  16)  Callow  cells.  The  tailings  from  these  primary  cells 
are  sent  to  a  drag  classifier  designed  by  Mr.  Burch,  which  effects  a  sepa- 
ration of  sand  and  slime.  The  slime  is  retreated  in  16  (in  other  sections 
8)  additional  Callow  cells,  while  the  sand  is  sent  to  a  hydraulic  classifier 
and  then  to  tables.  The  concentrates  made  both  on  the  primary  and  the 
secondary  Callow  cells  are  retreated  in  a  group  of  four  Callow  cleaning 
cells  from  which  the  tailings  are  returned  to  the  head  of  the  primary 
Callow  cells.  On  the  tables  (Deister  Machine  Co.)  a  separation  is 
made  between  concentrates  and  tailings,  but  no  middlings  are  produced 
and  no  part  of  them  is  reground.  This,  however,  is  probably  only  a 
temporary  arrangement,  the  idea  being  that  a  suitable  regrinding  and 
reconcentration  process  will  be  installed  later,  after  having  been  worked 
out  by  extensive  tests. 
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Flaw  Sheet  of  Inspiration  Sections 

Thirteen  sections  of  the  Inspiration  concentrator  are  equipped  with 
Inspiration  flotation  machines.  The  flow  sheet  of  these  sections  is 
represented  in  Fig.  20.  The  ore,  after  having  been  crushed  and  oiled, 
passes  to  the  head  of  the  flotation  machines  and  traverses  their  whole 
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Fig.  19. — Flow  Sheet  of  Inspiration  Concentrator  Sections  Equipped  with 

Callow  Flotation  Machines. 


length.  The  resulting  tailings  are  split,  by  the  same  kind  of  a  drag  as 
mentioned  before,  into  a  sand  and  a  slime  product.  The  slime  product 
is  run  to  waste.  This  is  thought  permissible  because,  after  having  passed 
through  the  whole  length  of  the  flotation  machine,  the  slime  has  been 
impoverished  to  such  an  extent  that  retreatment  seems  unnecessary. 
vol.  ly. — 39. 
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chamber  having  partitions  running  lengthwise,  which,  however,  do  not 
extend  down  to  the  bottom  of  the  air  chamber  and,  for  this  reason,  do 
not  interfere  with  the  interchange  of  air  between  the  narrow  compart- 
ments thus  formed.  A  grate,  which  forms  the  upper  part  of  the  porous 
bottom,  can  be  fastened  to  the  lower  part  by  a  number  of  bolts.  Before 
putting  them  together,  a  porous  medium  (for  instance,  canvas)  is  placed 
between  the  two  pieces.  The  air  enters  through  a  pipe  from  the  top 
which  screws  into  the  lower  casting.  Arrangements  are  made,  of  course, 
to  secure  an  air-tight  joint  where  the  pipe  passes  through  the  porous 
medium.  When  assembled,  the  bars  of  the  upper  grate  form  channels 
in  the  lengthwise  direction  of  the  machine.  The  bars  are  the  only  parts 
that  protrude  above  the  canvas  and,  on  account  of  their  arrangement 
longitudinally,  they  do  not  interfere  with  the  passage  of  pulp  through  the 
machine. 

The  cleaner  cells  consist  of  six  compartments  in  series.  Both 
rougher  and  cleaner  cells  are  divided  by  a  partition  in  the  middle,  run- 
ning the  whole  length  of  the  machine.  The  operator  is,  therefore,  enabled 
to  throw  all  the  feed  on  one  side  of  the  machine  when  desired,  thus  per- 
mitting repairs  to  be  made  on  the  compartments  of  the  other  side  when- 
ever necessary. 

In  the  beginning,  it  had  been  supposed  that  throwing  all  the  feed 
on  one  side  of  the  flotation  machine  might  seriously  overload  that  side, 
and  for  this  reason,  in  the  first  sections  installed,  provisions  were  made  to 
permit  removing  and  replacing  the  porous  bottom  from  any  one  compart- 
ment without  interrupting  the  flow  of  pulp.  As  far  as  lifting  out  the 
bottom  is  concerned,  this,  of  course,  can  be  done  in  any  case,  but  while 
one  of  the  bottoms  is  withdrawn  sand  will  pile  up  to  a  certain  extent  in 
the  middle  of  the  compartment.  To  remove  this  sand  before  returning 
the  porous  bottom,  a  system  of  perforated  water  pipes  was  installed  under 
the  air  chamber.  They  allow  the  washing  out  of  the  bottom  of  the 
machine  by  the  application  of  water  pressure. 

Minerals  Separation  Section 

One  section  of  the  concentrator  is  equipped  with  machines  of  the 
Minerals  Separation  Co.,  Hebbard  type.  The  flow  sheet,  as  illustrated 
in  Fig.  23,  is  practically  the  same  as  the  one  shown  in  the  Inspiration 
sections.  The  only  difference  is  that  two  cleaner  cells  in  parallel  are 
provided  in  place  of  the  one  cleaner  cell  of  the  Inspiration  type.  The 
drawings  of  the  machine  are  reproduced  in  Fig.  9. 

Filter  Plant 

It  is  necessary  to  reduce  the  ore  to  a  certain  fineness  before  the  mineral 
contents  of  the  feed  can  be  treated  by  flotation,  and  as  fine  concentrates 


r 


top  of  the  regular  bottom  of  the  machine  and  ia  introduced  from  above. 
It  is  illustrated  in  Fig.  22.    As  will  be  seen,  it  consists  of  a  lower  air 
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chamber  having  partitions  running  lengthwise,  which,  however,  do  not 
extend  down  to  the  bottom  of  the  air  chamber  and,  for  this  reason,  do 
not  interfere  with  the  interchange  of  air  between  the  narrow  compart- 
ments thus  formed.  A  grate,  which  forms  the  upper  part  of  the  porous 
bottom,  can  be  fastened  to  the  lower  part  by  a  number  of  bolts.  Before 
putting  them  together,  a  porous  medium  (for  instance,  canvas)  is  placed 
between  the  two  pieces.  The  air  enters  through  a  pipe  from  the  top 
which  screws  into  the  lower  casting.  Arrangements  are  made,  of  course, 
to  secure  an  air-tight  joint  where  the  pipe  passes  through  the  porous 
medium.  When  assembled,  the  bars  of  the  upper  grate  form  channels 
in  the  lengthwise  direction  of  the  machine.  The  bars  are  the  only  parts 
that  protrude  above  the  canvas  and,  on  account  of  their  arrangement 
longitudinally,  they  do  not  interfere  with  the  passage  of  pulp  through  the 
machine. 

The  cleaner  cells  consist  of  six  compartments  in  series.  Both 
rougher  and  cleaner  cells  are  divided  by  a  partition  in  the  middle,  run- 
ning the  whole  length  of  the  machine.  The  operator  is,  therefore,  enabled 
to  throw  all  the  feed  on  one  side  of  the  machine  when  desired,  thus  per- 
mitting repairs  to  be  made  on  the  compartments  of  the  other  side  when- 
ever necessary. 

In  the  beginning,  it  had  been  supposed  that  throwing  all  the  feed 
on  one  side  of  the  flotation  machine  might  seriously  overload  that  side, 
and  for  this  reason,  in  the  first  sections  installed,  provisions  were  made  to 
permit  removing  and  replacing  the  porous  bottom  from  any  one  compart- 
ment without  interrupting  the  flow  of  pulp.  As  far  as  lifting  out  the 
bottom  is  concerned,  this,  of  course,  can  be  done  in  any  case,  but  while 
one  of  the  bottoms  is  withdrawn  sand  will  pile  up  to  a  certain  extent  in 
the  middle  of  the  compartment.  To  remove  this  sand  before  returning 
the  porous  bottom,  a  system  of  perforated  water  pipes  was  installed  under 
the  air  chamber.  They  allow  the  washing  out  of  the  bottom  of  the 
machine  by  the  application  of  water  pressure. 

Minerals  Separation  Section 

One  section  of  the  concentrator  is  equipped  with  machines  of  the 
Minerals  Separation  Co.,  Hebbard  type.  The  flow  sheet,  as  illustrated 
in  Fig.  23,  is  practically  the  same  as  the  one  shown  in  the  Inspiration 
sections.  The  only  difference  is  that  two  cleaner  cells  in  parallel  are 
provided  in  place  of  the  one  cleaner  cell  of  the  Inspiration  type.  The 
drawings  of  the  machine  are  reproduced  in  Fig.  9. 

Filter  Plant 

It  is  necessary  to  reduce  the  ore  to  a  certain  fineness  before  the  mineral 
contents  of  the  feed  can  be  treated  by  flotation,  and  as  fine  concentrates 
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othera  resettled  the  overflow  from  the  preliminary  tanks.  At  present 
we  operate  all  the  concentrate  settling  tanks  in  parallel.  The  spigot 
discharges  feed  six  Oliver  niters.  The  ratio  of  solids  to  water  is  about  1.65 
to  1  at  this  point.  The  niters  reduce  the  concentrate  moisture  to  an 
average  of  about  17  per  cent,  of  the  wet  pulp.  This  figure  varies,  how- 
ever, within  rather  wide  limits,  from  day  to  day.  The  moisture  contents 
of  the  concentrate  seem  to  depend  in  the  first  place  on  the  percentage  of 
insoluble  material  contained  in  the  concentrates,  as  will  be  seen  from  the 
graphic  representation  of  the  relation  between  these  functions  in  Fig.  24. 
It  will  be  noted  that  a  rise  in  the  percentage  of  insoluble  matter  generally 
corresponds  to  a  rise  in  the  concentrate  moisture  and  vice  versa.  A 
moisture  of  17  per  cent,  is,  of  course,  in  excess  of  what  seems  desirable 
in  view  of  the  fact  that  the  smelter  penalizes  water  contained  in  the 


Fio.  24. — Curves  Showing   Relation  between   Moisture  Contents  i 
i  Matter  in  Concentrates.    October,  1915. 


concentrates.  For  this  reason,  several  attempts  have  been  made  to 
reduce  the  moisture.  The  first  plan  followed  was  to  inject  steam  into 
the  filter  tank,  with  the  object  of  heating  the  pulp.  An  appreciable 
increase  in  the  capacity  resulted  from  this,  while  no  marked  reduction  of 
the  moisture  contents  took  place.  The  same  effect  was  obtained  by  the 
addition  of  slacked  lime,  which  we  tried  lately  in  our  Oliver  filters.  It 
shows  itself  very  readily  in  the  formation  of  a  thicker  filter  cake,  thus 
causing  a  larger  output  of  the  niters.  We  have,  however,  not  been  able 
to  effect  a  reduction  in  moisture  by  the  use  of  lime.  We  have  adopted 
the  addition  of  lime  to  the  filter  pulp  in  regular  operation  on  account  of 
its  decided  benefit  as  far  as  the  capacity  is  concerned.  As  a  rule,  five 
niters  can  handle  the  whole  output  of  the  concentrator;  that  is,  each  12 
by  12-ft.  Oliver  filter  has  a  capacity  of  about  120  tons  in  24  hr. 
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tion  section;  in  other  words,  to  throw  an  overload  of  100  per  cent,  on  the 
notation  machines.  Our  experience  is,  that  overloading  the  machines 
by  100  per  cent.,  or  raising  the  tonnage  to  3.10  tons  per  square  foot  of 
surface,  does  not  increase  the  tailing  losses  very  materially. 

It  follows,  therefore,  that  the  machines  handle  an  overload  without 
serious  additional  copper  loss,  and  it  has  been  our  experience  that  there 
is  no  mechanical  trouble  whatever,  connected  with  overloading  the  flota- 
tion machines  to  such  an  extent.  We  have  also  had  to  resort  to  over- 
loading the  Callow  cells,  and  have  likewise  found  that  the  recovery  does 
not  fall  off  seriously. 

For  the  Minerals  Separation  machine  of  the  Hebbard  type,  which  is 
installed  in  our  Section  No.  10,  we  have  no  figures  of  a  similar  character. 

Air  and  Power  Consumption 

We  have  found  that  three  blowers,  of  a  capacity  of  8,000  cu.  ft.  per 
minute  each,  are  sufficient  to  supply  air  for  six  sections  of  flotation  ma- 
chines. Accordingly,  one  section  requires  4,000  cu.  ft.  of  air  per  minute. 
As  the  flotation  machines  in  an  Inspiration  Section  have  a  porous  surface 
of  340  sq.  ft./it  follows  that  the  air  consumption  per  square  foot  of  porous 
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surface  is  11.8  cu.  ft.  per  minute;  the  maximum  pressure  required  is  4^£  lb. 
at  the  blowers  and  practically  the  same  at  the  flotation  machines,  as  there 
is  no  serious  loss  of  pressure  in  the  air-conduits.  The  power  consumed 
for  furnishing  air  has  been  determined  carefully  by  wattmeter  readings 
of  the  motors  furnishing  power  for  the  blowers.  The  actual  power  con- 
sumed is  87.5  kw.  per  section;  or,  figuring  again  with  the  rated  section 
capacity  of  800  tons,  2.63  kw.-hr.  per  ton  of  ore  treated.  We  have  not 
been  able  to  make  separate  tests  for  the  Callow  and  Inspiration  sections, 
but  assume  that  the  air  consumption  is  approximately  the  same  in  both. 
We  have  no  figures  yet  for  the  Hebbard  type  machine.  To  get  the  total 
amount  of  power  consumed  in  connection  with  the  flotation  machines, 
a  small  amount  of  power,  probably  about  10  kw.  or  0.30  kw.-hr.  per  ton 
of  ore,  has  to  be  added  to  the  power  consumed  for  the  production  of  air 
on  account  of  the  fact  that  the  cleaner  tailings  are  pumped  back  to  the 
rougher  cells  and  retreated,  and  that  in  the  Callow  sections  the  slime 
overflow  of  the  drag  classifiers  is  repumped  to  the  secondary  flotation 
cells.  In  the  Inspiration  sections,  0.425  sq.  ft.  of  actual  open  porous 
surface  and  0.645  sq.  ft.  of  flotation  machine  area  are  provided  for  the 
treatment  of  1  ton  of  ore  in  24  hr. 

Floor  Space 

The  total  floor  space  of  the  flotation  floors  amounts  to  25,200  sq.  ft., 
or  1.75  sq.  ft.  per  ton  of  ore  treated  in  24  hr.  (rated  capacity).  The  total 
floor  space  occupied  by  the  concentrator  proper  (not  including,  however, 
the  crushing  plant  located  at  the  mine)  is  81,900  sq.  ft.  or  5.68  sq.  ft.  per 
ton  of  ore,  and  the  total  floor  space,  if  the  settling-tank  installation  outside 
the  main  mill  building  is  also  included,  is  190,877  sq.  ft.,  or  13.3  sq.  ft. 
per  ton  of  ore  (rated  capacity). 

Water  Consumption 

The  water  added  to  the  pulp  where  it  reaches  the  flotation  machines 
is  about  3  tons  of  water  for  each  ton  of  solid  pulp.  The  subsequent 
treatment,  in  our  case,  requires  a  further  addition  of  nearly  3  tons  of 
water  per  ton  of  dry  ore.  However,  as  it  is  carried  out  on  pulp  that  has 
been  deprived  of  its  slime  contents  by  passing  it  over  drag  classifiers,  the 
water  thus  entering  the  table  tailings  can  be  easily  removed  again.  This 
is  accomplished  in  our  case  by  settling  the  table  tailings  separately  from 
the  slime  tailings.  The  settling  of  the  sand  tailings  is  effected  in  a  settling 
tank  of  home  construction,  consisting  of  a  rectangular  box  with  a  sloping 
bottom  into  which  a  number  of  Caldecott  cones  are  inserted.  The  result- 
ing overflow  is  not  quite  clear,  but  is  made  so  by  resettling  in  three  60-ft. 
Dorr  tanks. 
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an  operating  scale,  nor  have  we  decided  on  using  one  of  the  other  methods 
applicable  for  this  purpose,  such  as  leaching. 

Table  5  gives  average  screen  analyses  of  the  feed  and  the  general 
tailings  of  the  Inspiration  concentrator  for  the  months  of  March,  April 
and  May.  A  segregation  is  made  in  the  copper  assay  between  sulphide 
find  oxide  copper,  because,  considering  the  present  stage  of  the  art,  we 
feel  satisfied  with  our  mill  work  whenever  the  sulphide  copper  content 
of  tho  mill  tailings  is  low.  As  will  be  seen  from  the  tabulations,  a  better 
recovery  is  made  on  the  —200  material  than  on  the  coarser  constituents 
»f  the  ore,  which  proves  the  point  that  for  ores  of  the  character  of  Inspi- 
ration ore  sliming  is  not  to  be  feared  since  the  introduction  of  the  flota- 
tion  process. 

Oil  Consumption 

Kxpcricnoo  has  shown  that  in  the  flotation  treatment  of  our  ores,  we 
mmmimn  flotation  agents  up  to  \%  lb.  per  ton  of  ore.  At  present,  the 
nil  mixture  contains  about  95  per  cent,  crude  coal  tar  and  a  little  less 
than  A"  per  oont.  of  oils  derived  from  the  dry  distillation  of  wood. 

Tim  different  tars  that  we  have  tested  during  the  operation  of  our  mill 
lliuwn  greatly  varying  qualities  as  far  as  their  flotation  value  is 
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concerned.  The  first  tar  that  we  tested  and  made  use  of  was  home- 
made from  domestic  coal,  and  happened  to  be  a  very  serviceable  flota- 
tion agent.  Since  that  time,  we  have  tested  tars  from  several  States 
and  have  found  some  that  are  suitable  for  our  purposes,  while  others  are 
less  so,  and  still  others  even  entirely  unsatisfactory.  We  have  obtained 
satisfactory  tar  products  from  New  Mexico,  Colorado,  Missouri  and 
Illinois.  These  States  furnish  at  present  as  much  as  we  need  for  our 
consumption.  For  awhile,  it  seemed  possible  that  we  might  have  to 
import  from  a  long  distance  the  large  quantities  of  tar  that  we  require. 
During  that  period  we  tried  to  find  substitutes,  and  looked  especially 
toward  the  utilization  of  fuel  oil  for  this  purpose,  but  we  have  not  been 
able  to  get  as  good  results  with  any  kind  of  fuel  oil  as  with  crude  coal  tar. 

Table  5. — Average  Screen  Analyses  for  the  Months  of  March,  April 
and  May,  1916,  of  Flotation  Feed  and  General  Tails 


Flotation  Feed 
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Cum. 
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Cent. 
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Cent. 

Grams 
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9.5 

9.5 

0.45 

0.042 

9.5 

9.5 

0.18 

0.017 

0.12 

0.011 

0.30 

0.028 

+  100 

21.2 

11.7 

0.86 

0.101 

21.2 

11.7 

0.19 

0.023 

0.14 

0.016 

0.33 

0.039 

+  150 

33.5 

12.3 

1.91 

0.235 

33.5 

12.3 

0.11 

0.014 

0.19 

0.023 

0.30 

0.037 

+200 

39.2 

5.7 

2.69 

0.154 

39.2 

5.7 

0.14 

0.008 

0.19 

0.011 

0.34 

0.019 

-200 

•  •  •  • 

60.8 

1.85 

1.125 

•  •  •  • 

60.8 

0.06 

0.036 

0.47 

0.286 

0.53 

0.322 

Totals 

jioo.o 

•  •  *   • 

1.657 

•  •  •  • 

100.0 

•  •  •  • 

0.098 

•  •  •  • 

0.347 

•  •  •  • 

0.445 

Assay  direct 

•    •    •    • 

•  •  •   • 

1.62 

t  •   •  • 

•  •  •  • 

•  ■  •  • 

0.101 

•  •  •  • 

0.318 

•  •  •  • 

0.419 

Oxide 

1 

■  •••      ]      •  •  •  •      1     w • ou 

1 

1 

Our  experience  is,  that  we  can  get  along  with  coal  tar  alone.  It 
is  beneficial,  however,  to  add  wood-distillation  products  in  small  quanti- 
ties, for  instance,  those  containing  pine  oil.  While  coal  tar  makes  a  very 
strong  and  heavy  froth,  such  as  appears  to  be  required  to  keep  coarse 
mineral  particles  in  suspension,  the  wood-distillation  products  have  the 
characteristic  of  producing  a  multitude  of  froth  bubbles,  such  as  seem 
necessary  to  furnish  the  large  surface  required  to  save  the  very  fine 
mineral  particles.  Because  the  finer  ore  particles  (slime),  on  account 
of  their  small  diameter,  expose  a  large  surface,  it  is  evidently  necessary 
to  produce  a  correspondingly  large  surface  of  froth  in  order  to  save 
them  by  flotation. 


ton  of  ore.     Royalties  for  the  use  of  the  flotation  process  are  not  included 
in  any  of  these  cost  figures. 

Discussion  of  Rettulls  Obtained 

The  criticism  has  occasionally  been  raised  against  the  Inspiration 

company  that  they  were  slow  in  deciding  on  the  design  of  a  concentrator. 

The  reason  for  such  slowness  was,  of  course,  that  the  development  of  the 

flotation  process  coincided  with  the  period  during  which  the  fundamental 

f  the  concentrator  had  to  be  settled.    The  manage- 

jght  it  best  to  be  very  conservative  in  installing 

r  equipment,  which,  in  case  the  new  process  held 

imise,  might  prove  to  be  entirely  superfluous.    The 

t,  therefore,  is  whether  it  was  wise  for  the  company 

Btalling  a  gravity  concentrating  plant  as  had  been 

parison  of  a  flotation  plant,  as  at  present  operated 
i  the  gravity-concentration  plant,  as  originally  con- 
the  recoveries  actually  obtained  in  the  company's 
much  higher  than  those  indicated  by  tests  in  the 
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original  test  mill  as  being  obtainable  in  a  gravity-concentration  plant  on 
ore  of  the  same  character,  that  there  cannot  be  the  least  doubt  which 
system  is  the  better. 

In  discussing  the  second  question  which  comes  up  in  this  connection, 
whether,  for  ores  of  the  character  of  Inspiration  ore,  gravity  concentration 
supplemented  by  flotation  would  be  preferable  to  the  simple  flotation 
process  that  has  been  adopted  by  the  Inspiration  company,  the  crucial 
point  is  this:  Can  the  slime  be  reduced  to  lower  copper  contents  by  a 
combined  process  than  by  the  process  followed  here?  The  reduction  of 
the  copper  in  the  sand  is,  as  millmen  know,  simply  a  question  of  fine 
grinding  combined  with  suitable  concentration. 

In  support  of  the  principle  followed  by  the  Inspiration  company,  I 
desire  to  call  attention  to  the  screen  analyses  of  our  general  tailings  repre- 
sented in  Table  5.  They  show  that  the  sulphide  copper  left  in  the 
— 200-mesh  material  is  very  low. 

In  addition,  the  floor  space  required  for  a  plant  like  this  is  materially 
smaller  than  for  a  plant  of  the  combination  plan,  which  also  means  that 
the  construction  cost  is  much  lower;  and,  further,  the  operating  costs  are 
low  by  reason  of  the  greater  simplicity  of  design.  I  hope  these  facts  are 
sufficient  to  decide  the  point  at  issue  as  far  as  the  ore  of  this  district  is 
concerned. 

I  hope  that  our  neighbors  of  the  Miami  company,  whose  mill  was  built 
before  the  flotation  process  was  known,  will  uphold  me  in  my  statements. 
If  this  point  is  admitted,  it  will  endorse  the  principle  followed  in  the  design 
of  the  Inspiration  mill,  of  doing  away  with  reduction  in  stages  and  con- 
centration in  stages. 

It  must  be  granted  that  the  settling  of  flotation-concentrate  pulp 
requires  extensive  floor  space,  as  shown  by  the  figures  referred  to  above, 
and  that  settling  and  subsequent  filtering  absorb  a  certain  fraction  of  the 
mill  operating  costs.  However,  as  a  ratio  of  concentration  in  the  Inspira- 
tion mill  is  25  into  1,  only  ^5  of  the  ore  is  thus  treated.  The  actual 
expenses  increase,  of  course,  proportionately  for  ore  which  does  not  per- 
mit concentration  with  such  a  high  ratio  as  the  ore  existing  in  the  In- 
spiration mine.  Therefore,  there  will  be  a  point  beyond  which  a  different 
system  of  concentration  is  preferable.  Just  what  the  critical  ratio  of 
concentration  is,  must  be  determined  by  calculation  and  testing  based 
on  individual  conditions. 

Prospects  for  Future  Development  op  the  Flotation  Process 

The  flotation  process  is  in  its  infancy.  For  this  reason,  therefore,  our 
concentrator  must  be  necessarily  in  the  first  stages  of  its  development. 
In  what  direction  future  changes  may  take  place,  is  perhaps  indicated  by 
tests  which  have  been  made  partly  on  a  laboratory  scale  and  partly  on  a 
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tion  section;  in  other  words,  to  throw  an  overload  of  100  per  cent,  on  the 
flotation  machines.  Our  experience  is,  that  overloading  the  machines 
by  100  per  cent.,  or  raising  the  tonnage  to  3.10  tons  per  square  foot  of 
surface,  does  not  increase  the  tailing  losses  very  materially. 

It  follows,  therefore,  that  the  machines  handle  an  overload  without 
serious  additional  copper  loss,  and  it  has  been  our  experience  that  there 
is  no  mechanical  trouble  whatever,  connected  with  overloading  the  flota- 
tion machines  to  such  an  extent.  We  have  also  had  to  resort  to  over- 
loading the  Callow  cells,  and  have  likewise  found  that  the  recovery  does 
not  fall  off  seriously. 

For  the  Minerals  Separation  machine  of  the  Hebbard  type,  which  is 
installed  in  our  Section  No.  10,  we  have  no  figures  of  a  similar  character. 

Air  and  Power  Consumption 

We  have  found  that  three  blowers,  of  a  capacity  of  8,000  cu.  ft.  per 
minute  each,  are  sufficient  to  supply  air  for  six  sections  of  notation  ma- 
chines. Accordingly,  one  section  requires  4,000  cu.  ft.  of  air  per  minute. 
As  the  flotation  machines  in  an  Inspiration  Section  have  a  porous  surface 
of  340  sq.  ft., 'it  follows  that  the  air  consumption  per  square  foot  of  porous 
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surface  is  11.8  cu.  ft.  per  minute;  the  maximum  pressure  required  is  4^£  lb. 
at  the  blowers  and  practically  the  same  at  the  flotation  machines,  as  there 
is  no  serious  loss  of  pressure  in  the  air-conduits.  The  power  consumed 
for  furnishing  air  has  been  determined  carefully  by  wattmeter  readings 
of  the  motors  furnishing  power  for  the  blowers.  The  actual  power  con- 
sumed is  87.5  kw.  per  section;  or,  figuring  again  with  the  rated  section 
capacity  of  800  tons,  2.63  kw.-hr.  per  ton  of  ore  treated.  We  have  not 
been  able  to  make  separate  tests  for  the  Callow  and  Inspiration  sections, 
but  assume  that  the  air  consumption  is  approximately  the  same  in  both. 
We  have  no  figures  yet  for  the  Hebbard  type  machine.  To  get  the  total 
amount  of  power  consumed  in  connection  with  the  flotation  machines, 
a  small  amount  of  power,  probably  about  10  kw.  or  0.30  kw.-hr.  per  ton 
of  ore,  has  to  be  added  to  the  power  consumed  for  the  production  of  air 
on  account  of  the  fact  that  the  cleaner  tailings  are  pumped  back  to  the 
rougher  cells  and  retreated,  and  that  in  the  Callow  sections  the  slime 
overflow  of  the  drag  classifiers  is  repumped  to  the  secondary  flotation 
cells.  In  the  Inspiration  sections,  0.425  sq.  ft.  of  actual  open  porous 
surface  and  0.645  sq.  ft.  of  flotation  machine  area  are  provided  for  the 
treatment  of  1  ton  of  ore  in  24  hr. 

Floor  Space 

The  total  floor  space  of  the  flotation  floors  amounts  to  25,200  sq.  ft., 
or  1.75  sq.  ft.  per  ton  of  ore  treated  in  24  hr.  (rated  capacity).  The  total 
floor  space  occupied  by  the  concentrator  proper  (not  including,  however, 
the  crushing  plant  located  at  the  mine)  is  81,900  sq.  ft.  or  5.68  sq.  ft.  per 
ton  of  ore,  and  the  total  floor  space,  if  the  settling-tank  installation  outside 
the  main  mill  building  is  also  included,  is  190,877  sq.  ft.,  or  13.3  sq.  ft. 
per  ton  of  ore  (rated  capacity). 

Water  Consumption 

The  water  added  to  the  pulp  where  it  reaches  the  flotation  machines 
is  about  3  tons  of  water  for  each  ton  of  solid  pulp.  The  subsequent 
treatment,  in  our  case,  requires  a  further  addition  of  nearly  3  tons  of 
water  per  ton  of  dry  ore.  However,  as  it  is  carried  out  on  pulp  that  has 
been  deprived  of  its  slime  contents  by  passing  it  over  drag  classifiers,  the 
water  thus  entering  the  table  tailings  can  be  easily  removed  again.  This 
is  accomplished  in  our  case  by  settling  the  table  tailings  separately  from 
the  slime  tailings.  The  settling  of  the  sand  tailings  is  effected  in  a  settling 
tank  of  home  construction,  consisting  of  a  rectangular  box  with  a  sloping 
bottom  into  which  a  number  of  Caldecott  cones  are  inserted.  The  result- 
ing overflow  is  not  quite  clear,  but  is  made  so  by  resettling  in  three  60-ft. 
Dorr  tanks. 
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ton  of  ore.     Royalties  for  the  use  of  the  flotation  process  are  not  included 
in  any  of  these  cost  figures. 

Discussion  of  Results  Obtained 

The  criticism  has  occasionally  been  raised  against  the  Inspiration 
company  that  they  were  slow  in  deciding  on  the  design  of  a  concentrator. 
The  reason  for  such  slowness  was,  of  course,  that  the  development  of  the 
flotation  process  coincided  with  the  period  during  which  the  fundamental 
points  in  the  design  of  the  concentrator  had  to  be  settled.  The  manage- 
ment, therefore,  thought  it  best  to  be  very  conservative  in  installing 
standard  concentrator  equipment,  which,  in  case  the  new  process  held 
what  it  seemed  to  promise,  might  prove  to  be  entirely  superfluous.  The 
main  point  of  interest,  therefore,  is  whether  it  was  wise  for  the  company 
to  wait  instead  of  installing  a  gravity  concentrating  plant  as  had  been 
originally  considered. 

As  far  as  the  comparison  of  a  flotation  plant,  as  at  present  operated 
by  the  company,  with  the  gravity-concentration  plant,  as  originally  con- 
sidered, is  concerned,  the  recoveries  actually  obtained  in  the  company's 
flotation  plant  are  so  much  higher  than  those  indicated  by  tests  in  the 
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original  test  mill  as  being  obtainable  in  a  gravity-concentration  plant  on 
ore  of  the  same  character,  that  there  cannot  be  the  least  doubt  which 
system  is  the  better. 

In  discussing  the  second  question  which  comes  up  in  this  connection, 
whether,  for  ores  of  the  character  of  Inspiration  ore,  gravity  concentration 
supplemented  by  flotation  would  be  preferable  to  the  simple  flotation 
process  that  has  been  adopted  by  the  Inspiration  company,  the  crucial 
point  is  this:  Can  the  slime  be  reduced  to  lower  copper  contents  by  a 
combined  process  than  by  the  process  followed  here?  The  reduction  of 
the  copper  in  the  sand  is,  as  millmen  know,  simply  a  question  of  fine 
grinding  combined  with  suitable  concentration. 

In  support  of  the  principle  followed  by  the  Inspiration  company,  I 
desire  to  call  attention  to  the  screen  analyses  of  our  general  tailings  repre- 
sented in  Table  5.  They  show  that  the  sulphide  copper  left  in  the 
— 200-mesh  material  is  very  low. 

In  addition,  the  floor  space  required  for  a  plant  like  this  is  materially 
smaller  than  for  a  plant  of  the  combination  plan,  which  also  means  that 
the  construction  cost  is  much  lower;  and,  further,  the  operating  costs  are 
low  by  reason  of  the  greater  simplicity  of  design.  I  hope  these  facts  are 
sufficient  to  decide  the  point  at  issue  as  far  as  the  ore  of  this  district  is 
concerned. 

I  hope  that  our  neighbors  of  the  Miami  company,  whose  mill  was  built 
before  the  flotation  process  was  known,  will  uphold  me  in  my  statements. 
If  this  point  is  admitted,  it  will  endorse  the  principle  followed  in  the  design 
of  the  Inspiration  mill,  of  doing  away  with  reduction  in  stages  and  con- 
centration in  stages. 

It  must  be  granted  that  the  settling  of  flotation-concentrate  pulp 
requires  extensive  floor  space,  as  shown  by  the  figures  referred  to  above, 
and  that  settling  and  subsequent  filtering  absorb  a  certain  fraction  of  the 
mill  operating  costs.  However,  as  a  ratio  of  concentration  in  the  Inspira- 
tion mill  is  25  into  1,  only  ^5  of  the  ore  is  thus  treated.  The  actual 
expenses  increase,  of  course,  proportionately  for  ore  which  does  not  per- 
mit concentration  with  such  a  high  ratio  as  the  ore  existing  in  the  In- 
spiration mine.  Therefore,  there  will  be  a  point  beyond  which  a  different 
system  of  concentration  is  preferable.  Just  what  the  critical  ratio  of 
concentration  is,  must  be  determined  by  calculation  and  testing  based 
on  individual  conditions. 

Prospects  for  Future  Development  of  the  Flotation  Process 

The  flotation  process  is  in  its  infancy.  For  this  reason,  therefore,  our 
concentrator  must  be  necessarily  in  the  first  stages  of  its  development. 
In  what  direction  future  changes  may  take  place,  is  perhaps  indicated  by 
tests  which  have  been  made  partly  on  a  laboratory  scale  and  partly  on  a 
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air  chamber  located  underneath  these  disks,  and  the  air  passing  through 
the  porous  blanket  could  be  measured  by  a  gas  meter.  The  quantity  of 
air  discharged  through  the  porous  medium  offers  a  measure  of  the  porosity 
of  the  blanket,  and  for  this  reason,  the  velocity  or  speed  with  which  the 
counter  of  the  gas  meter  revolves,  gives  an  indication  of  the  porosity  of 
the  porous  disks  being  tested.  To  our  surprise,  we  found  that  the  darkest 
points  of  the  blanket  were  not  those  of  lowest  porosity.  On  the  contrary, 
the  points  farthest  away  from  the  air  inlet  showed  the  greatest  tendency 
to  choke.  An  explanation  of  this  paradoxical  behavior  seems  to  be  offered 
by  the  fact  that  an  air  blanket  is  kept  in  a  state  of  more  or  less  agitation 
near  the  air  inlet  (in  the  Callow  machine  this  happens  to  be  a  point  remote 
from  the  places  where  it  is  held  rigid)  while  farthest  away  from  this  point 
the  blanket  assumes  a  state  of  comparative  rest.  Incrustations,  due 
perhaps  to  the  presence  of  soluble  salts  in  the  water  in  conjunction  with 
fine  slime,  always  form  to  a  greater  or  less  extent  in  the  top  layer  of  the 
blanket.  Evidently,  the  agitation  counteracts  the  formation  of  the 
incrustation,  while  there  is  no  such  counteracting  influence  in  the  portions 
which  are  essentially  at  rest.  For  this  reason,  we  concluded  that  a  solid 
porous  material  is  not  suitable  as  a  diaphragm  in  a  flotation  machine  of 
the  pneumatic  type,  if  a  bottom  of  long  life  is  required.     As  a  matter  of 
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fact,  the  experience  of  everybody  who  experimented  with  solid  bottoms 
seems  to  have  pointed  in  the  same  direction.  Mr.  Cole  for  a  while  tested 
out  carborundum  tubes  in  his  machine.  We  tried  carborundum  stones 
in  the  flotation  machine  of  the  Inspiration  type  and  abandoned  them, 
and  I  believe  that  even  Messrs.  Flinn  and  Towne  have,  in  the  meantime, 
given  up  the  solid  bottom  of  their  original  design. 

A  necessary  condition  for  a  serviceable  flotation  bottom  appears, 
therefore,  that  the  porous  medium  be  of  a  flexible  nature*  The  4-ply 
canvas  stitched  every  half  inch  or  so  which  Mr.  Callow's  first  cells  con- 
tained and  which  we  have  used  for  considerable  time  in  the  Inspiration 
machines,  seems  to  answer  this  purpose  fairly  well.  We  find,  however, 
that  to  keep  it  in  good  working  condition  and  prevent  incrustations  from 
forming  on  the  top,  we  have  to  clean  it  frequently.  This  is  done  by 
dipping  an  iron  pipe  connected  with  a  water  hose  into  the  compartments 
and  sweeping  the  canvas  bottom  with  the  jet  of  water  discharging  from 
the  lower  end  of  the  pipe.  The  canvas  blankets  seem  to  last  for  about 
6  months  at  the  most.  As  they  are  inexpensive,  the  replacing  of  a  bottom 
after  that  time  is  not  a  serious  item  in  the  operating  costs.  The  giving 
out  of  the  canvas  is  due  to  the  wear  caused  by  the  frequent  cleaning. 
The  top  layer  wears  out  first,  the  holes  created  by  the  stitching  forming 
nuclei  for  the  formation  of  larger  holes.  By  the  time  the  top  layer  has 
a  number  of  holes  the  canvas  blanket  is  generally  discarded.  In  the 
interest  of  greater  economy,  we  intend  giving  up  interstitching  the  layers 
of  canvas.  We  are  trying  to  decide  whether  it  is  better  to  use  single 
sheets  of  thicker  fabric  or  to  use  canvas  similar  to  the  kind  that  we  have 
been  using  and  to  put  several  layers  on  top  of  one  another  without 
interstitching  them.  The  latter  has  the  advantage  of  requiring  the  dis- 
carding of  only  one  layer,  when  it  becomes  defective. 

There  will  always  be  some  tendency  to  form  incrustations  so  long  as 
canvas  is  used  for  flotation  mediums.  Their  formation  will  be  entirely 
prevented  only  by  substituting  an  altogether  different  material.  We 
have  made  experiments  in  this  direction.  One  of  my  former  assistants, 
R.  M.  Haskell,  deserves  credit  for  suggesting  them.  For  instance,  we 
substituted  for  the  canvas  blankets,  thin  rubber  sheets  perforated  with  a 
multitude  of  needle  holes  and  obtained  an  excellent  froth.  The  objec- 
tion to  their  use  is  that  their  life  is  limited.  When  sheets  of  rubber  of 
an  increased  thickness  are  used,  the  needle  holes  require  too  much  pres- 
sure to  form  openings  of  sufficient  size  for  the  passage  of  air,  and  to  make 
a  thick  rubber  sheet  suitable  for  this  purpose,  slits  several  millimeters 
long  have  to  be  substituted  for  needle  holes.  We  have  had  one  or  two 
rubber  bottoms  of  this  design  in  operation,  but  just  at  present  we  are 
not  ready  to  substitute  them  for  canvas  blankets.  We  also  tried  a 
blanket  made  from  a  material  that  goes  under  the  name  of  sponge  rubber 
and  can  be  produced  with  rather  fine  texture.    We  have  not  been  able, 


It  is  of  considerable  (even  if  only  theoretical)  value  to  establish  why 
sodium  sulphide  and  polysulphide  tend  to  increase  the  recovery  of 
copper  carbonates.  A  coating  that  might  be  expected  to  form  cannot  be 
detected.  The  concentrate  resulting  from  the  treatment  of  pure  car- 
bonate ore  is  decidedly  green;  besides,  when  an  alkaline  condition  of  the 
pulp  is  used  there  is  very  little,  if  any,  tendency  for  any  sulphide  coating 
to  form,  and  the  alkaline  state  of  the  pulp  is  (as  explained  above)  exactly 
the  condition  under  which  the  best  carbonate  extraction  results.  An- 
other point  that  seems  to  contradict  the  explanation  of  these  results 
by  the  assumption  of  a  sulphide  coating  is,  that  when  we  proceeded 
exactly  as  suggested  by  Mr.  Schwartz — i.e.,  when  the  application  of 
soluble  sulphide  was  followed  by  the  addition  of  flotation  agents  and 
by  the  actual  flotation— we  seemed  to  obtain  poorer  results  than  when 
the  procedure  was  reversed  by  applying  the  oil  Erst  and  following  with 
the  application  of  some  soluble  sulphide,  although  the  latter  method 
would  certainly  seem  less  favorable  to  the  formation  of  a  sulphide  coating, 
and  perhaps  for  this  reason  has  not  been  suggested  by  Mr.  Schwartz. 
Another  theory  that  has  been  mentioned  as  an  explanation  of  this 
nomenon  is  that  colloidal  sulphur  is  formed  by  the  solution  of  sodium 
-sulphide  in  water,  which,  as  is  known,  is  a  good  flotation  agent.    For 
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instance,  it  is  pointed  out  in  the  United  States  Patent  No.  1,140,865 
taken  out  by  Dr.  R.  F.  Bacon  of  the  Mellon  Institute  in  Pittsburgh, 
that  by  setting  free  colloidal  sulphur,  say  by  the  reaction  of  a  soluble 
sulphide  with  sulphur  dioxide,  good  flotation  results  may  be  obtained 
as  far  as  the  flotation  of  sulphides  is  concerned.  To  make  the  process 
available  for  the  flotation  of  carbonates  and  other  oxidized  copper  min- 
erals, he  suggests  that  a  sulphide  coating  be  first  formed  on  the  minerals, 
i.e.,  to  follow  Mr.  Schwartz's  idea.  Whether  thercolloidal  sulphur  by 
itself  has  a  beneficial  influence  on  the  recovery  of  the  carbonate  (as  has 
been  suggested  in  explanation  of  our  observations)  seems  rather  doubtful 
when  it  is  considered  that  we  have  obtained  good  results  in  alkaline  solu- 
tions in  which  colloidal  sulphur  does  not  seem  to  separate  out  from  poly- 
sulphide  containing  only  a  limited  amount  of  sulphur  such  as  was  used  in 
our  tests.  The  full  theoretical  explanation  of  these  facts  must  therefore 
be  left  to  future  investigations. 

Recovery  of  Silicates  ' 

In  our  experiments  with  the  object  of  saving  the  oxidized  copper 
minerals,  we  soon  found  that  we  could  save  some  of  these  minerals,  while 
others  were  entirely  refractory  to  the  method  above  mentioned.  To 
establish  which  minerals  could  be  saved  and  which  not,  we  attempted 
an  analytical  separation  into  carbonates  and  silicates.  The  chemical 
methods  which  we  tried  for  the  purpose  of  distinguishing  between  the 
two  proved  unreliable,  however,  and  we  had  to  resort  to  the  separation 
by  specific  gravity  (panning).  The  carbonates  of  copper  (malachite  and 
azurite)  are  heavier  than  gangue,  and  the  silicates  (chrysocolla)  are 
lighter.  The  separation  is  rather  difficult,  owing  to  the  small  difference 
in  specific  gravity,  and  the  results  are  therefore  far  from  being  altogether 
reliable,  but  they  seem  accurate  enough  to  indicate  that  the  method  of 
saving  carbonate  copper  above  referred  to  is  of  value  only  for  the  recovery 
of  carbonates  and  does  not  apply  to  silicates.  This  fact  seems  to  be 
another  corroboration  of  the  assumption  made  above,  that  carbonates  of 
copper  do  not  float  simply  because  of  the  formation  of  a  thin  surface 
coating  of  copper  sulphide.  It  can  easily  be  verified  in  the  laboratory 
that  silicates  can  be  coated  with  copper  sulphide  fully  as  easily  as  copper 
carbonates.  For  this  reason,  if  the  filming  theory  is  right,  it  should  be 
possible  to  float  silicates  just  as  well  as  carbonates.  There  is  no  doubt 
that  they  can  be  floated  by  transformation  into  sulphides,  only  this 
transformation  must  not  be  confined  to  the  surface,  but  must  go  deeper. 
Our  experience  is,  that  to  effect  a  good  recovery,  it  is  necessary  to  acidify 
the  pulp  so  strongly  that  practically  all  of  the  silicates  of  copper  are  dis- 
solved and  by  the  action  of  hydrogen  sulphide  or  other  soluble  sulphides 
are  transformed  into  the  state  of  chemically  precipitated  copper  sulphide . 
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111  this  form  there  ii  no  riiffirafty  about  the  recovery  of  the  copper  by 
flotation,  but  tine  procedure  ig  not  entirely  without  ob jectioo. 

In  ease  hydrogen  sulphide  gas  is  used,  the  add  combined  with  copper 
is  regenerated.  This  tends  toward  a  low  acid  consumption  and  a  good 
copper  extraction,  on  account  of  the  fact  that  the  treatment  winds  up 
with  a  small  percentage  of  copper  in  solution  and  free  acid  present,  both 
of  which  are  desirable  in  the  light  of  the  law  of  chemical  mass  action. 
But  hydrogen  sulphide  is  not  a  desirable  reagent.  The  fact  that  it  is  a 
gas  and  not  a  liquid  introduces  complications  in  the  apparatus  which  are 
accentuated  by  the  fact  that  it  is  poisonous  and  obnoxious  otherwise. 

Other  soluble  sulphides  used  in  place  of  hydrogen  sulphide  will  neu- 
tralise some  sulphuric  acid  with  the  result  that  the  acid  consumption 
will  be  higher  and  the  copper  extraction  lower  than  in  case  of  hydrogen 
sulphide  gas. 

As  far  as  acid  consumption  is  concerned,  it  is  pointed  out  that  the 
free  acid  lost  with  the  pulp  may  be  settled  out  in  ponds  and  re-used. 
However,  the  re-use  of  acid  diluted  to  such  an  extent  is  a  more  serious 
problem  than  is  generally  realised. 

The  treatment  of  concentrates  that  are  "colloidal,"  to  a  much  greater 
extent  than  ores  which  mill  men  have  been  in  the  habit  of  calling  colloidal, 
offers  additional  problems,  which,  however,  may  prove  not  to  be  as 
fteriou*  as  they  look. 

Everything  considered,  I  cannot  see  that  the  flotation  treatment  of 
oxidized  copper  ores  after  previously  leaching  them  offers  better  prospects 
than  atraight  leaching  by  decantation  and  precipitation  by  other  methods. 

General  Theory 

Very  much  haw  been  published  recently  about  the  theory  of  the  flota- 
tion proceaH,  and  vary  many  suggestions  have  been  made  that  will  pror  - 
ably  prove  valuable  after  it  has  been  shown  by  critical  tests  how  far 
they  explain  the  facts. 

ft,  Meerrift  to  rnc  that  an  explanation  of  the  qualities  of  the  flotation 

oilw  i«  not,  a«  difficult  as  it  might  appear.     The  problem  only  seems  so 

complicated  beeau.HC  the  flotation  qualities  of  an  oil  or  an  oil  mixture 

have  not  been  separated  into  their  components.     In  fact,  it  requires  a 

combination  of  qualities  to  make  a  successful  flotation  oil.     In  the  first 

place,  Mm  flotation  oil  has  to  coat  the  mineral  particles.     That  there  is  a 

tendency  for  the  formation  of  such  a  coating  can  easily  be  seen  from  simple 

/  /pifimcntn..      For  iriHtance,  if  samples  of  copper  sulphide  (chalcocite), 

/oppej  ejiMionate  (malachite;  and  gangue  (silica)  of  the  same  screen  size 

—  nprc;id  out  on  watch  glasses  and  then  moistened  with  a  drop  of  coal- 

■eowof.e,  it,  will  be  seen  that  the  drop  of  creosote  soon  disappears 

Kh  nliMorptiori  by  the  copper  sulphide,  while  it  takes  a  much  longer 

or  it  to  be  abnorbed  by  the  copper  carbonate  and  a  still  longer  time 
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with  the  gangue.  On  the  other  hand,  when  a  drop  of  water  is  placed  on 
the  same  minerals,  it  will  disappear  on  the  gangue  first,  later  on  the  car- 
bonate, and  finally  on  the  copper  sulphide.  This  evidently  proves  that 
in  a  mixture  of  water  and  oil,  the  oil  will  attach  itself  with  preference  to 
the  sulphide  particles  while  the  water  will  have  the  greater  tendency  to 
wet  the  gangue. 

The  second  quality  which  at  least  is  sometimes  required  of  a  flotation 
oil,  is  that  it  has  to  form  a  stable  froth.  In  such  a  case,  the  stability  may 
be  secured  by  more  firmly  cementing  together  the  mineral,  air  and  oil. 
To  accomplish  this,  oils  are  used  which  have  a  tendency  to  float  finely 
divided  gangue  particles.  The  action  is  characteristic  of  the  heavier 
pine  distillates  like  pine  tar  and  the  lighter  ones  like  turpentine  if  they 
are  crude,  unrefined  products;  in  other  words,  when  they  contain  some 
of  the  heavier  distillates.  I  am  not  quite  sure,  however,  whether  the 
beneficial  influence  of  oils  of  this  group  is  not  perhaps  rather  due  to  the 
fact  that  they  remove  colloidal  material  from  the  pulp  and  thereby 
increase  the  tendency  of  the  minerals  to  float. 

A  third  quality  demanded  of  a  successful  oil  mixture  is  that  it  must 
be  able  to  produce  a  sufficient  volume  of  froth.  This  property  is  exem- 
plified best  by  oils  of  the  soluble  type — cresol,  pine  oil,  alcohols  and  other 
substances.  It  can  easily  be  proven  that  when  oils  of  this  type  are  used 
the  water  acquires  the  frothing  qualities  of  the  oils,  although  they  may 
be  considered  insoluble.  It  may  be  demonstrated  by  shaking  an  oil  of 
this  character  with  water  and  permitting  the  oil  to  separate  out  again. 
It  will  be  found  that  the  water  has  acquired  frothing  qualities  by  under- 
going this  treatment.  It  is  perhaps  even  likely  that  the  soluble  portion 
of  the  oils  belonging  to  this  group  is  the  only  portion  that  is  active  in  this 
manner.  The  difference  between  the  oils  of  group  1  and  group  3  may  be 
studied,  for  instance  in  a  flotation  machine  of  our  type.  It  will  be  noted 
that  the  heavier  mineral  runs  over  the  concentrate  discharge  largely  in 
the  first  compartments  forming  a  heavy,  dark  froth  and  the  heavy 
insoluble  portions  of  the  flotation  oil  mixtures  apparently  go  with  it. 
Toward  the  tailings  end  of  the  flotation  machines,  most  of  this  dark 
material  has  disappeared  and  the  froth  is  lighter  and  of  a  more  watery 
nature.  The  pulp,  however,  has  not  lost  the  quality  of  forming  froth 
even  after  it  gets  to  the  last  compartment  of  the  flotation  machines.  This 
permits  the  conclusion  that  the  frothing  characteristics  follow  the  tailings 
pulp.  The  water  settled  out  in  tanks  and  tailing  ponds  has  decided 
frothing  qualities.  Such  water  behaves  in  a  similar  way  to  certain 
alcoholic  solutions  with  which  we  are  used  to  associate  this  characteristic, 
for  instance,  beer  or  champagne.  The  experience  of  mills  using  the  flota- 
tion process,  that  when  the  tailings  water  is  reclaimed  the  quantity  of 
frothing  oil  may  be  considerably  reduced,  further  supports  the  assumption 
that  the  formation  of  froth  is  caused  by  water-soluble  substances. 


hiirh  tfAM  of  rtfficiency .  imiat  be  attributed  to  the  policy  ftilluwed  by  the 
company  of  spending  great  aims  of  money  £or  the  purpose  of.  investigating 
the  flotation  pnwsai  on  a  commercial  scale.  In  carrying  am  diese  inves- 
r.f«s?.icxi«,  a  dose  anoperatian  between.  laboratory  and  operating  force 
hetped  iw,  T  believe,  more  than  anything  else.  I  would  like  to  ov«  credit 
m  fwh  person  who  had  a.  ahare  in  contributing  toward  cbe  success  of 
the  work,  hut  cannot  da  it,  because  die  list  would  be  too  long 

Diactrasior* 

r>*vm  Col*,  Et  Paso,  Tbxas  (communication  to  the  Secretary*) .  — 
[  h«v*  rwarf  with  great  interest  Dr.  GahTa  painstaking  paper  giving  us 
th*  details  of  development  of  flotation  at  Inspiration,  and  it  seems  to  me 
that  he  hue  ftoVftWd  the  ground  »  completely  that  there  is  little  to  discust 
or  crit.icitw  in  connection  with  his  subject.  While  it  was  m  uperaOoa, 
iV  Wat  mill  in  which  the  campaign  waa  carried  on  was  the  Mecca,  of 
mill  rti*n  «nd  metAlliirgwea.  There  waa  much  to  interest  students  of 
method*  in  addition  to  the  notation  eaperimenta,  and  readers  of 
6ahl'a  paoer  will  miaa  the  information,  they  hoped  to  gee  when  cfae 

<*K«Mf»wt  *&- aviso. 
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" pilot"  mill  results  were  finally  compiled,  and  I  hope  that  the  following 
remarks  outlining  from  a  distance  some  of  the  things  that  happened  there 
will  bring  forth  the  rest  of  the  story  of  the  performances  recorded  in  these 
important  experiments. 

Prior  to  the  use  of  flotation  methods  in  concentration  it  had  long  been 
recognized  that  the  "unavoidable"  losses  of  sulphides  were  in  the  slime 
which  is  inevitably  produced  in  the  grinding  operations  required  to  free 
the  minerals  to  be  separated.  Classifying  the  feed  prior  to  its  final  stage 
of  treatment  had  long  been  in  style  in  milling.  This  assisted  the  sand- 
handling  machines  and  resulted  in  lowering  the  tailings  made  by  them, 
but  at  the  expense  of  the  slime-handling  department;  and  while  little 
was  expected  of  the  latter,  the  wisdom  of  complicating  the  process  by 
hydraulic  classification  was  being  seriously  questioned.  Indeed,  at  the 
time  that  the  gravity  method  flow  sheets  were  being  developed  for 
Inspiration  ores,  there  was  a  minor  revolution  in  milling  methods 
impending  involving  the  elimination  of  the  hydraulic  classifier.  This 
change  gave  no  promise  of  higher  extractions  but  did  promise  greater 
simplicity  and  much  less  floor  space  per  unit  of  capacity.  Such  mills 
promised  to  be  less  costly  to  build,  less  expensive  to  operate,  and 
equally  efficient.  Wholesale  concentration  in  relatively  small  space 
would  get  as  good  results  as  piecemeal  concentration  had  been  getting 
in  the  multiple  operations  of  the  spread  out  plants  into  which  the  por- 
phyry treatment  mills  had  degenerated. 

The  one  great  drawback  was  the  slime.  The  desiderata  of  the  engi- 
neer and  the  manufacturer  were,  on  the  one  hand,  to  provide  grinders 
which  would  produce  the  minimum  of  slime,  and,  on  the  other  hand, 
improved  "slimers"  which  would  give  the  maximum  recovery  from  the 
finest  products.  The  technical  press  of  the  period  reflected  this  state 
of  things  in  the  advertisements  of  those  having  the  latest  novelties  to 
sell.  There  was  much  revamping  of  old  ideas  with  some  refinement,  but 
nothing  new.  Tube-mill  grinders  were  "taboo"  for  concentration, 
because  they  had  a  bad  reputation  as  slimers.  Automatic  canvas  plants 
were  being  exploited  and  very  ingenious  multiple-deck  table  devices 
were  being  offered  as  the  remedy — the  only  possible  remedy. 

Looking  backward  no  further  than  1912,  when  Inspiration  began  to 
study  its  milling  problems,  we  now  see  that  we  were  withojit  effective 
resource  in  treating  real  sulphide  slimes.  Mr.  Callow's  investigations 
and  experiments  had  apparently  demonstrated  that  some  departure  from 
the  usual  gravity  practice  would  be  advantageous  and  that  a  high  recov- 
ery for  that  method  would  be  possible  on  the  granular  material,  but  he 
threw  small  light  on  slime  treatment.  This  was  the  situation  when  the 
Inspiration  company  was  endeavoring  to  determine  its  mill  treatment 
scheme. 

After  reviewing  from  every  angle  the  results  of  experiments  on  the  ore 
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and  other  information  available,  a  modified  flow  sheet  was  finally  crystal- 
lized by  Mr.  Burch  and  adopted  by  the  management.  Mill  plans  were 
drawn  for  what  was  to  be  a  most  highly  developed  7,000  tons  per  day 
gravity  process  plant,  and  work  was  immediately  inaugurated  to  carry 
out  these  plans.  The  mill  site  was  selected,  and  much  active  work  had 
been  prosecuted  before  flotation  (by  this  time  being  hastily  tried  in  the 
old  experimental  plant)  had  so  far  won  its  battle  that  results  could  be 
viewed  otherwise  than  probably  too  good  to  be  true. 

The  apparent  promises  of  flotation  were  extremely  attractive,  because 
the  process  would  be  simple  and  would  solve  the  all-important  slime 
problem.  The  process  would  have  a  greatly  reduced  number  of  stages; 
the  plant  would  be  much  smaller  per  unit  of  capacity;  the  cost  of  con- 
struction per  unit  of  capacity  would  probably  be  very  much  less;  the 
use  of  water  would  be  minimized;  grinding  would  have  to  be  carried 
further  than  usual,  and  would  be  the  main  item  of  milling  cost,  but  this 
was  not  a  very  great  handicap  because  sliming  did  not  matter.  What 
system  of  grinding  would  be  best  to  use  and  what  is  the  best  machine? 
Would  it  be  possible  to  parallel  the  small  test-mill  metallurgical  results 
on  a  full-tonnage  basis,  and  finally  would  it  not  be  too  hazardous  to 
accept  so  revolutionary  a  process  with  so  much  experiment  in  its  makeup? 

The  mine  preparation  program  which  had  been  settled  upon  would 
produce  about  600  tons  daily  of  freshly  broken  ore  directly  from  the  head- 
ings. This  happened  to  be  the  rated  capacity  of  a  full-sized  Minerals 
Separation  unit  which  the  flotation  people  were  urging  as  a  means  of 
improving  their  extraction.  If  this  ore  from  the  headings  were  put  in 
stock  pile  in  the  usual  way,  pending  the  completion  of  the  milling  plant, 
the  ore  would  oxidize  to  some  extent  and  besides  would  involve  reclaim- 
ing expense  later  on.  Why  not  mill  it  all  as  fast  as  produced,  in  a  real 
" pilot"  mill,  wherein  not  only  flotation  problems,  but  grinding  problems, 
power  consumption,  use  of  water,  preparation  of  sticky  concentrates, 
and  other  vital  questions  which  might  come  up  could  be  definitely  threshed 
out  under  what  would  be  regular  commercial  conditions  on  full-sized 
machines?  In  this  size  of  " pilot"  operations,  labor  would  be  used  eco- 
nomically and  production  would  almost,  if  not  quite,  pay  all  of  the  cur- 
rent expenses,  except  the  mining  cost. 

This  prpgram  was  adopted.  That  the  decision  to  carry  it  out  was  a 
wise  one  is  shown  in  Dr.  Gahl's  paper,  and  that  it  paid  its  way  is  shown 
by  Mr.  Mills'  annual  report  for  1915,  in  which  he  says:  " Contrary  to  the 
usual  experience,  this  test  mill  paid  the  cost  of  its  construction,  its  opera- 
tion expense,  the  present  average  mining  cost  on  ores  treated,  and  some- 
thing besides,  and  has  been  written  off  the  books." 

ybody  with  a  real  idea  applicable  to  the  problem  could  get  a  hear- 
1  a  tryout  in  this  extremely  practical  commercial  sized  laboratory 
3ampling  was  in  the  hands  of  engineers  and  the  results  were  com- 


RUDOLF  GAHL  633 

piled  in  a  way  to  make  them  comparative  and  valuable.  Thousands 
of  dollars  were  spent  by  the  company,  by  inventors,  and  manufacturers 
in  demonstrations.  Expense  was  subordinated.  Heavy  shipments  by 
express  were  made  when  necessary  to  hasten  the  work,  and  much  more 
than  flotation  was  developed  in  this  "pilot"  plant. 

Four  different  types  of  Symons  crushers  and  pulverizers  were  tried. 
Three  of  these  were  marked  and  very  interesting  departures  from  ordinary 
practice.  The  company  had  purchased  the  Hardinge  mill  patent  rights 
for  Arizona  and  four  forms  of  this  mill  were  installed  to  determine  the 
best  to  use,  and  these  were  kept  busy  during  nearly  the  whole  campaign. 
A  long  parallel*  tube  mill  was  installed  and  run  in  competition  with  the 
Hardinge  mill.  A  high-speed  Huntington-type  grinder  at  one  time 
attracted  much  interest.  Hammer  pulverizers  of  two  different  makes 
were  also  tested.  Various  linings  and  grades  of  flints  were  tried  in  the 
pebble  mills.  Steel  balls  in  place  of  pebbles  were  advocated  and  a  carload 
purchased. 

In  the  latter  part  of  the  testing  period  the  Marcy  type  of  ball  mill, 
especially  designed  for  using  iron  balls  larger  than  usual,  and  adapted  to 
crush  from  breaker  sizes  to  48-mesh  in  closed  circuit  in  one  operation, 
was  installed  and  perfected.  This  grinder  proved  capable  of  a  greater 
range  of  reduction  than  had  previously  been  thought  possible,  from  an 
initial  feed  as  coarse  as  3-in.  cubes.  It  is  a  ball  mill  pure  and  simple, 
having  large  capacity  in  small  space.  It  makes  use  of  a  perforated 
diaphragm  to  keep  the  balls  and  charge  inside  of  the  mill  until  the  latter 
will  pass  a  %§~\tl.  opening,  and  it  has  the  equivalent  of  a  peripheral 
discharge.  An  overflow  classifier  determines  the  finished  size  and  the 
oversize  is  continually  returned  to  the  grinding  chamber.  This  mill  uses 
little  water  in  the  grinding  chamber,  so  that  its  charge  of  ore  is  mortar 
like  in  consistency.  It  was  quite  successful.  There  was  nothing  in 
the  Hardinge  equipment  to  parallel  it  because  the  Hardinge  mills  were 
built  for  pebble  mills  and  did  not  have  feed  scoops  or  openings  adapted 
to  handle  as  coarse  a  feed,  and  the  linings  would  not  stand  up  under  the 
ball  load.  Would  the  Hardinge  machines  when  built  as  a  ball  mill  with 
the  required  strength,  type  of  lining,  size  of  feed  and  discharge  openings, 
do  as  well?  To  wait  for  a  mill  to  be  made  over  or  a  new  one  manufac- 
tured would  take  too  long,  so  the  Marcy  type  was  adopted  and,  contrary 
to  what  I  think  is  the  popular  impression,  the  conical-type  steel-ball  mill 
vs.  the  Marcy-type  steel-ball  mill  did  not  receive  a  tryout. 

Recording  electric  instruments  were  installed  so  that  accurate  power 
records  could  be  continually  made  while  the  various  machines  were  being 
operated. 

Several  varieties  of  drag  and  rake  classifiers  and  two  types  of  vacuum 
filters  were  installed  and  records  made.  The  efficacy  of  high-reduction 
herringbone  gears  driving  ball  and  tube  mills  became  a  matter  of  interest 
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improving  their  extraction.  If  this  ore  from  the  headings  were  put  in 
stock  pile  in  the  usual  way,  pending  the  completion  of  the  milling  plant, 
the  ore  would  oxidize  to  some  extent  and  besides  would  involve  reclaim- 
ing expense  later  on.  Why  not  mill  it  all  as  fast  as  produced,  in  a  real 
"  pilot "  mill,  wherein  not  only  flotation  problems,  but  grinding  problems, 
power  consumption,  use  of  water,  preparation  of  sticky  concentrates, 
and  other  vital  questions  which  might  come  up  could  be  definitely  threshed 
out  under  what  would  be  regular  commercial  conditions  on  full-sized 
machines?  In  this  size  of  "pilot"  operations,  labor  would  be  used  eco- 
nomically and  production  would  almost,  if  not  quite,  pay  all  of  the  cur- 
rent expenses,  except  the  mining  cost. 

This  prpgram  was  adopted.  That  the  decision  to  cany  it  out  was  a 
wise  one  is  shown  in  Dr.  Gahl's  paper,  and  that  it  paid  its  way  is  shown 
by  Mr.  Mills'  annual  report  for  1915,  in  which  he  says:  "Contrary  to  the 
usual  experience,  this  test  mill  paid  the  coat  of  its  construction,  its  opera- 
tion expense,  the  present  average  mining  cost  on  ores  treated,  and  some- 
thing besides,  and  has  been  written  off  the  books." 

Anybody  with  a  real  idea  applicable  to  the  problem  could  get  &  hear- 
ig  and  a  tryout  in  this  extremely  practical  commercial  sized  laboratory 
'here  sampling  was  in  the  hands  of  engineers  and  the  results  were  com- 
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piled  in  a  way  to  make  them  comparative  and  valuable.  Thousands 
of  dollars  were  spent  by  the  company,  by  inventors,  and  manufacturers 
in  demonstrations.  Expense  was  subordinated.  Heavy  shipments  by 
express  were  made  when  necessary  to  hasten  the  work,  and  much  more 
than  flotation  was  developed  in  this  "pilot"  plant. 

Four  different  types  of  Syinons  crushers  and  pulverizers  were  tried. 
Three  of  these  were  marked  and  very  interesting  departures  from  ordinary 
practice.  The  company  had  purchased  the  Hardinge  mill  patent  rights 
for  Arizona  and  four  forms  of  this  mill  were  installed  to  determine  the 
best  to  use,  and  these  were  kept  busy  during  nearly  the  whole  campaign. 
A  long  parallel  tube  mill  was  installed  and  run  in  competition  with  the 
Hardinge  mill.  A  high-speed  Huntington-type  grinder  at  one  time 
attracted  much  interest.  Hammer  pulverizers  of  two  different  makes 
were  also  tested.  Various  linings  and  grades  of  flints  were  tried  in  the 
pebble  mills.  Steel  balls  in  place  of  pebbles  were  advocated  and  a  carload 
purchased. 

In  the  latter  part  of  the  testing  period  the  Marcy  type  of  ball  mill, 
especially  designed  for  using  iron  balls  larger  than  usual,  and  adapted  to 
crush  from  breaker  sizes  to  48-mesh  in  closed  circuit  in  one  operation, 
was  installed  and  perfected.  This  grinder  proved  capable  of  a  greater 
range  of  reduction  than  had  previously  been  thought  possible,  from  an 
initial  feed  as  coarse  as  3-in.  cubes.  It  is  a  ball  mill  pure  and  simple, 
having  large  capacity  in  small  space.  It  makes  use  of  a  perforated 
diaphragm  to  keep  the  balls  and  charge  inside  of  the  mill  until  the  latter 
will  pass  a  %§-i&-  opening,  and  it  has  the  equivalent  of  a  peripheral 
discharge.  An  overflow  classifier  determines  the  finished  size  and  the 
oversize  is  continually  returned  to  the  grinding  chamber.  This  mill  uses 
little  water  in  the  grinding  chamber,  so  that  its  charge  of  ore  is  mortar 
like  in  consistency.  It  was  quite  successful.  There  was  nothing  in 
the  Hardinge  equipment  to  parallel  it  because  the  Hardinge  mills  were 
built  for  pebble  mills  and  did  not  have  feed  scoops  or  openings  adapted 
to  handle  as  coarse  a  feed,  and  the  linings  would  not  stand  up  under  the 
ball  load.  Would  the  Hardinge  machines  when  built  as  a  ball  mill  with 
the  required  strength,  type  of  lining,  size  of  feed  and  discharge  openings, 
do  as  well?  To  wait  for  a  mill  to  be  made  over  or  a  new  one  manufac- 
tured would  take  too  long,  so  the  Marcy  type  was  adopted  and,  contrary 
to  what  I  think  is  the  popular  impression,  the  conical-type  steel-ball  mill 
vs.  the  Marcy-type  steel-ball  mill  did  not  receive  a  tryout. 

Recording  electric  instruments  were  installed  so  that  accurate  power 
records  could  be  continually  made  while  the  various  machines  were  being 
operated. 

Several  varieties  of  drag  and  rake  classifiers  and  two  types  of  vacuum 
filters  were  installed  and  records  made.  The  efficacy  of  high-reduction 
herringbone  gears  driving  ball  and  tube  mills  became  a  matter  of  interest 


upon,  I  think  Dr.  Bichette  and  Mr.  MuTs  recognised  that  the  records  made 
might  be  extremely  valuable  to  engineers  and  metallurgists,  and  I  believe 
tbe  matter  of  writing  the  story  of  the  campaign  was  considered  and  that 
record*  were  started  with  that  ultimate  end  in  view.  Experience  added 
to  theory  ia  more  valuable  than  theory  alone ;  the  scrap  heap  more  eloquent 
that)  the  machine  promoter,  and  the  wornout  unit  in  the  "bone  yard" 
i«  often  more  interesting  than  the  one  shown  on  the  original  blue  print. 
It  in  seldom  indeed  that  experiments  are  possible  under  such  auspices 
and  on  such  an  extensive  scale  as  those  carried  out  in  the  Inspiration 
"pilot"  mill,  and  I  hope  that  Mr.  Burch  or  Dr.  Gahl,  or  both  of 
tuern,  will,  with  tbe  approval  of  the  Inspiration  company,  find  time  and 
inclination  at  an  early  date  to  prepare  a  paper  or  papers  which  will  extend, 
through  tbe  Trantadiom,  the  value  of  these  experiences  to  our  members. 

Heferring  to  tbe  final  now  sheet  adopted,  I  note  that  hydraulic  classi- 
fication had  no  place  in  the  600-ton  "pilot"  mill  experiments  which  Dr. 
Oali)  has  (JO  interestingly  described,  and  I  note  that  he  has  not  referred 
to  the  reason  for  retaining  this  remnant  of  the  old  system  of  concentration 
'"  the  flow  sheet. 

T.  note  that  3  tons  of  water  per  ton  of  ore  handled  is  required  in  the 
tion  operation  and  that  3  tons  more  is  added  in  the  subsequent  table 
;ment  which,  of  course,  includes  the  hydraulic  classification  operation 
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practiced,  and  I  presume  that  something  more  than  one-half  of  the  last 
3  tons  is  added  in  the  classifiers  themselves;  and  since  the  water  is  clarified 
and  returned,  the  addition  of  unnecessary  water  would  entail  expense  for 
clarification  and  pumping  which  would  not  be  required  if  less  water 
were  used. 

In  my  work  in  the  concentration  of  ores  I  have  not  been  able  to 
become  very  enthusiastic  over  hydraulic  classifiers,  and  since  flotation  has 
come  to  the  rescue  of  the  slimed  sulphide  I  find  myself  less  enthusiastic 
than  ever  over  their  use.  \ 

When  I  was  a  lad  in  the  Black  Hills  I  was  fascinated  in  watching  a 
certain  mountain  spring  in  which  polished  micaceous  particles  glistening 
in  the  sunlight  would  be  caught  in  the  current  rising  from  an  orifice  in 
the  bottom  of  the  sand  funnel  and  be  flirted  to  the  surface,  sail  across  the 
crater  and  fall  upon  the  conical  sides  to  be  again  methodically  returned 
over  the  same  route.  It  was  interesting  to  watch  the  disturbance 
caused  by  dropping  a  handful  of  foreign  sand  and  silt  into  the 
funnel  and  have  it  "classified"  and  washed  clean,  a  new  form  of  crater 
finally  being  established  with  the  changes  of  average  sizes  retained. 
My  first  contact  with  hydraulic  sizing  in  concentration  was  studied  from 
that  foundation.  The  spring  took  its  time  to  do  a  good  job;  it  worked 
the  charge  over  repeatedly.  All  the  silt  went  out  quickly  and  the  fines 
gradually  went  overboard  with  a  rapidly  decreasing  ratio,  until  the  crater 
would  settle  down  again  to  its  regular  work  of  turning  the  mobile  contents 
over  and  over  in  a  new  condition  of  equilibrium.  But  I  soon  learned  that 
the  beauty  was  all  taken  out  of  the  process  in  its  commercial  application. 

The  process  witnessed  in  the  action  of  the  spring  was  balanced, 
precise,  and  definite,  and  quite  at  variance  with  what  we  witness  in  watch- 
ing through  glass  the  operations  going  on  in  a  "teeter  chamber"  of  the 
metallurgical  hydraulic  classifier,  which  seems  to  me  to  be  of  little  value 
except  in  its  office  of  washing  out  the  slimes  which  used  to  be  the  main 
source  of  the  loss  in  treating  unclassified  material  upon  concentrating 
tables. 

Following  the  thorough  combing  out  of  the  slimed  values  as  effected 
by  the  splendid  flotation  treatment  that  the  pulp  has  previously  received 
in  the  Inspiration  final  flow  sheet,  I  am  inclined  to  question  the  value  of 
the  subsequent  classification  by  hydraulic  means.  I  note  that  the  flota- 
tion tailing  is  split  into  slime  and  sand  at  the  drag  belts,  that  there  is 
very  little  slime  left  in  the  sand  portion,  and  that  what  little  there  is 
(on  account  of  the  previous  frothing)  is  completely  devoid  of  value  which 
the  tables  can  save,  as  indicated  by  the  fact  that  the  main  slime  overflow 
of  the  drag-belt  separators  is  discharged  to  waste  without  further  treat- 
ment. It  seems  to  me  that  it  ought  to  be  possible  to  eliminate  the  classi- 
fiers, and  I  would  like  to  ask  Dr.  Gahl  if  there  has  been  any  trial  to 
determine  what  happens  when  the  previously  frothed  sand  feed  is  put 
upon  the  tables  for  final  treatment  without  hydraulic  sizing  separation. 


encouraging  results.  It  may  interest  you  to  hear  that  we  intend  to  use 
limestone  for  the  precipitation  of  the  copper  which  goes  into  solution,  as 
electrolytic  precipitation  seems  to  be  out  of  the  question  on  account  of  the 
diluteness  of  the  resulting  solutions,  and  precipitation  by  iron  was  rightly 
objected  to  on  account  of  the  unavoidable  contamination  of  the  water 
supply.  We  feel  very  hopeful  about  the  success  of  our  limestone  pre- 
cipitation which,  if  it  holds  what  it  seems  to  promise,  will  develop  into  a 
novel  feature  of  copper  metallurgy. 

Frederick  Laist,  Anaconda,  Mont,  (written  discussion). — Dr. 
Gahl  is  assuredly  to  be  complimented  on  the  preparation  of  so  well- 
written  and  complete  a  paper  as  well  as  upon  the  excellent  work  done 
under  his  supervision.  One  cannot  but  be  impressed  by  the  care  and 
thoroughness  with  which  all  possible  combinations  were  investigated, 
paper  leaves  one  with  the  impression  that  the  equipment 
«en  is  without  a  doubt  the  best  obtainable  for  the  conditions 

pecially  interested  in  Dr.  Gabl's  description  of  the  development 
piration  flotation  machine,  and  its  final  perfection  is  certainly 
>  his  keenness  and  powers  of  observation.    The  machine  is 
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simplicity  itself  and  strikes  me  as  the  logical  development  of  the  pneu- 
matic type.     . 

The  relative  merits  of  the  impeller  and  pneumatic  types  of  flotation 
machines  have  been  the  subject  of  much  discussion  and  the  selection  of 
type  is  doubtless  dependent  largely  on  local  conditions  and  on  the  char- 
acteristics of  the  ore  undergoing  treatment.  We  have  always  been  of  the 
opinion  at  Anaconda  that  whenever  a  neutral  or  alkaline  treatment  was 
used  and  the  oils  could  be  added  to  the  pulp  going  to  the  ball  mills,  the 
pneumatic  type  had  an  advantage  both  as  regards  power  consumption 
and  installation  cost.  When,  however,  the  treatment  requires  the  use 
of  acid  as  is  the  case  on  some  copper  ores  and  most  zinc  ores,  the  pneu- 
matic machine  loses  much  of  its  advantage.  Obviously,  the  acid  cannot 
be  introduced  into  the  ball  mill  and  it  is  generally  necessary  to  add  it 
ahead  of,  or  at  the  same  time  as,  the  oil. 

Thus  it  becomes  necessary  to  insert  an  agitator  between  the  ball  mill 
and  the  flotation  machine  as  the  pneumatic  treatment  alone  is  not  suffi- 
ciently vigorous.  The  early  pneumatic  machine  installations  contained 
Pachuca  tanks  for  this  purpose.  These,  however,  did  not  prove  effective, 
for  the  reason  that  an  emulsification  of  the  oil  is  required,  and  not  merely 
agitation.  It  therefore  becomes  necessary  to  use  an  impeller  or  some  form 
of  mechanical  emulsifier,  and  the  power  required  to  operate  this  machine 
must  be  added  to  the  power  consumed  by  the  flotation  machines  proper. 

In  Montana  we  find  that  our  power  consumption  for  emulsifying  and 
flotation  is  about  0.24  hp.  per  ton  as  compared  with  0.15  hp.  for  flotation 
alone  at  Inspiration.  The  capacity  of  an  impeller-type  machine  is 
materially  greater  when  the  emulsification  of  the  oil  in  the  pulp  is  done  in 
the  ball  mill.  In  this  connection  an  interesting  suggestion  was  recently 
made  by  Dr.  Cottrell.  He  suggests  making  an  emulsion  of  oil  and  water 
in  a  special  emulsifier,  such  as  made  by  the  De  Laval  people,  consisting 
of  two  disks  running  almost  in  contact.  The  oil  and  water  is  fed  in  at  the 
center  and  is  thrown  out  at  the  circumference.  Thus  the  work  of  spread- 
ing the  oil  through  the  pulp  might  be  done  more  efficiently  than  is  now 
the  case. 

For  some  time  it  seemed  to  us  that  the  main  point  to  be  considered  in 
choosing  between  the  two  types  of  machines  was  power,  and  that  this 
depended  largely  upon  whether  acid  or  neutral  or  alkaline  treatment 
were  decided  on.  Of  late,  however,  it  has  seemed  to  us  that  the  impeller 
type  of  machine  has  another  advantage,  which,  I  recall  quite  distinctly, 
was  cited  as  a  disadvantage  when  the  first  Callow  machines  were  brought 
out.  I  refer  to  the  toughness  of  the  froth.  Most  of  you  doubtless 
recollect  that  one  of  the  advantages  of  the  pneumatic  machines  was  sup- 
posed to  be  that  the  froth  breaks  down  quite  readily,  thus  rendering  the 
mineral  content  of  the  froth  easier  of  collection. 

It  is  becoming  more  evident  to  us,  however,  that  this  apparent  advan- 


occurred  to  me  through  Mr.  Laiat'a  remarks  regarding  the  relative  char- 
acter of  the  froth  produced  by  the  different  types  of  flotation  machines,  it 
might  be  worth  while  trying  to  modify  the  froth  of  the  pneumatic  machines 
by  reducing  the  air  supply,  and  perhaps  also  by  reducing  the  frothing 
agent  in  the  flotation  oil  mixture.  I  feel  sure  that  the  character  of  the  froth 
can  be  modified  to  some  extent,  although  I  doubt  very  much  whether 
without  retreatment  it  ever  would  approximate  the  froth  of  the  stand- 
ard-type M.  S.  machine.  Regarding  Mr.  Schimerka'B  remarks,  I  might 
say  that  I  know  very  little  about  smelting,  and  have  not  considered  the 
smelting  problem  very  carefully.  All  I  know  is  that  Mr.  Wallace,  who 
used  to  be  smelter  superintendent  of  the  International  Smelting  Co.  here, 
assured  me  that  be  could  smelt  that  stuff,  and  could  pay  for  the  lime 
also.  Regarding  the  other  point  Mr.  Schimerka  brought  out,  about  add- 
ing the  acid  to  a  thickened  pulp,  my  impression  is  that  still  a  large  part  of 
the  water  supply  would  be  contaminated  because  we  have  to  figure  on 
leaching  mainly  very  fine  slime  as  it  contains  most  of  the  oxidized  copper; 
■■d  it  is  the  experience  of  every  mill  man  that  it  is  impossible  to  settle 
slime  to  a  consistency  exceeding  3  to  1 — that  is,  3  parts  of  water  to  1 
of  solid  matter.  That  would  mean,  if  we  added  the  acid  to  the  thick- 
I  pulp,  we  would  spoil  3  tons  of  water  for  each  ton  of  leached  ore. 


I 


RUDOLF   GAHL  639 

C.  E.  Mills,  Miami,  Ariz. — It  seems  to  me  that  one  of  the  members 
might  tell  the  experiences  at  Chino  in  leaching  oxidized  ore. 

H.  W.  Morse,  Los  Angeles,  Cal. — We  have  not  gone  far  enough  to 
say  anything  about  what  we  are  going  to  do,  but  I  think  at  the  next 
meeting  of  the  Institute  we  will  be  able  to  give  some  very  interesting 
results  on  this  class  of  work.  Dr.  Ricketts  has  always  turned  down  my 
proposals  because  they  involved  the  handling  of  a  thin  pulp,  settling  and 
washing,  and  a  great  many  other  miseries  which  would  certainly  be 
involved  in  this  class  of  work.  But  when  he  saw  the  proposed  scheme 
at  Chino,  he  expressed  himself,  fortunately,  as  being  satisfied  that  we  had, 
provided  we  could  make  it  go,  decided  on  a  scheme  that  met  his  approval, 
which  involved  no  thinning  of  material  or  washing,  but  simply  the  ordi- 
nary passage  of  mill  pulp  through  an  agitator  and  flotation  machine.  We 
have  not  any  results  worthy  of  consideration  as  yet,  but  I  feel  encouraged 
by  the  laboratory  work  and  very  confident  of  the  future  of  this  scheme. 
If  it  will  go,  it  will  be  an  important  process  because  it  will  enable  us 
to  treat  mixed  ores,  provided  that  they  contain  a  sufficient  amount  of 
soluble  ores  to  precipitate  on  iron,  and  provided  that  they  contain  suffi- 
cient sulphides  to  pay  for  flotation  operation. 

David  Cole. — I  understand  that  Dr.  Ricketts  "turned  down"  Dr. 
Morse  when  advocating  leaching  processes  for  low-grade  tailings  by 
methods  which  involved  first  getting  the  copper  into  solution  and  then 
separating  the  solution  from  the  pulp  in  a  clarified  condition,  which  is 
difficult  and  involves  much  washing  with  clear  water,  etc.,  resulting  in 
thin]  solutions,  the  latter  entailing  difficulties  or  "miseries"  in  effecting 
precipitation  and  recovery  of  the  metal. 

On  the  other  hand,  Dr.  Ricketts  approves  the  present  process  which 
Dr.  Morse  is  using  at  Chino,  in  which  the  oxidized  copper  is  first  taken 
into  solution  by  the  use  of  about  3  lb.  of  sulphuric  acid  per  pound  of  cop- 
per digested;  this  copper  is  then  precipitated  upon  iron  in  an  agitated 
mass,  which  results  in  metallizing  the  copper  at  the  expense  of  about  2  lb. 
of  iron  per  pound  of  copper  precipitated.  The  metallized  copper  is  then 
in  a  very  fine  state  of  division  in  the  pulp,  and  the  remaining  copper  sul- 
phides which  were  not  attacked  by  the  acid  are  also  in  the  pulp  in  a  very 
fine  state  of  division,  and  the  whole  is  subjected  to  flotation  treatment  for 
the  removal  of  both  the  sulphide  and  metallized  contents,  thus  doing 
away  with  the  necessity  of  removing  the  solution  in  a  clarified  condition 
from  the  pulp  under  treatment,  avoiding  the  washing  of  the  pulp  for  com- 
plete removal  of  solutions  pregnant  with  copper,  and  avoiding  most  of  the 
"miseries"  previously  unavoidable. 

The  exhibit  of  this  new  scheme  of  treatment  operating  on  a  small  ton- 
nage basis,  which  was  so  kindly  thrown  open  to  examination  by  our  party 
while  at  Chino,  was  very  interesting. 


improving  their  extraction.  If  this  ore  from  the  headings  were  put  in 
stock  pile  in  the  usual  way,  pending  the  completion  of  the  milling  plant, 
the  ore  would  oxidize  to  some  extent  and  besides  would  involve  reclaim- 
ing expense  later  on.  Why  not  mill  it  all  as  fast  as  produced,  in  a  real 
"pilot"  mill,  wherein  not  only  flotation  problems,  but  grinding  problems, 
power  consumption,  use  of  water,  preparation  of  sticky  concentrates, 
and  other  vital  questions  which  might  come  up  could  be  definitely  threshed 
out  under  what  would  be  regular  commercial  conditions  on  full-sized 
machines?  In  this  size  of  "  pilot "  operations,  labor  would  be  used  eco- 
nomically and  production  would  almost,  if  not  quite,  pay  all  of  the  cur- 
rent expenses,  except  the  mining  cost. 

This  program  was  adopted.  That  the  decision  to  carry  it  out  was  a 
wise  one  is  shown  in  Dr.  Gahl's  paper,  and  that  it  paid  its  way  is  shown 
by  Mr.  Mills'  annual  report  for  1915,  in  which  he  says:  "Contrary  to  the 
usual  experience,  this  test  mill  paid  the  cost  of  its  construction,  its  opera- 
tion expense,  the  present  average  mining  cost  on  ores  treated,  and  some- 
thing besides,  and  has  been  written  off  the  books." 

Anybody  with  a  real  idea  applicable  to  the  problem  could  get  a  hear- 
ing and  a  tryout  in  this  extremely  practical  commercial  sized  laboratory 
where  sampling  was  in  the  hands  of  engineers  and  the  results  were  com- 
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piled  in  a  way  to  make  them  comparative  and  valuable.  Thousands 
of  dollars  were  spent  by  the  company,  by  inventors,  and  manufacturers 
in  demonstrations.  Expense  was  subordinated.  Heavy  shipments  by 
express  were  made  when  necessary  to  hasten  the  work,  and  much  more 
than  flotation  was  developed  in  this  "pilot"  plant. 

Four  different  types  of  Symons  crushers  and  pulverizers  were  tried. 
Three  of  these  were  marked  and  very  interesting  departures  from  ordinary 
practice.  The  company  had  purchased  the  Hardinge  mill  patent  rights 
for  Arizona  and  four  forms  of  this  mill  were  installed  to  determine  the 
best  to  use,  and  these  were  kept  busy  during  nearly  the  whole  campaign. 
A  long  parallel  tube  mill  was  installed  and  run  in  competition  with  the 
Hardinge  mill.  A  high-speed  Huntington-type  grinder  at  one  time 
attracted  much  interest.  Hammer  pulverizers  of  two  different  makes 
were  also  tested.  Various  linings  and  grades  of  flints  were  tried  in  the 
pebble  mills.  Steel  balls  in  place  of  pebbles  were  advocated  and  a  carload 
purchased. 

In  the  latter  part  of  the  testing  period  the  Marcy  type  of  ball  mill, 
especially  designed  for  using  iron  balls  larger  than  usual,  and  adapted  to 
crush  from  breaker  sizes  to  48-mesh  in  closed  circuit  in  one  operation, 
was  installed  and  perfected.  This  grinder  proved  capable  of  a  greater 
range  of  reduction  than  had  previously  been  thought  possible,  from  an 
initial  feed  as  coarse  as  3-in.  cubes.  It  is  a  ball  mill  pure  and  simple, 
having  large  capacity  in  small  space.  It  makes  use  of  a  perforated 
diaphragm  to  keep  the  balls  and  charge  inside  of  the  mill  until  the  latter 
will  pass  a  %6~ib-  opening,  and  it  has  the  equivalent  of  a  peripheral 
discharge.  An  overflow  classifier  determines  the  finished  size  and  the 
oversize  is  continually  returned  to  the  grinding  chamber.  This  mill  uses 
little  water  in  the  grinding  chamber,  so  that  its  charge  of  ore  is  mortar 
like  in  consistency.  It  was  quite  successful.  There  was  nothing  in 
the  Hardinge  equipment  to  parallel  it  because  the  Hardinge  mills  were 
built  for  pebble  mills  and  did  not  have  feed  scoops  or  openings  adapted 
to  handle  as  coarse  a  feed,  and  the  linings  would  not  stand  up  under  the 
ball  load.  Would  the  Hardinge  machines  when  built  as  a  ball  mill  with 
the  required  strength,  type  of  lining,  size  of  feed  and  discharge  openings, 
do  as  well?  To  wait  for  a  mill  to  be  made  over  or  a  new  one  manufac- 
tured would  take  too  long,  so  the  Marcy  type  was  adopted  and,  contrary 
to  what  I  think  is  the  popular  impression,  the  conical-type  steel-ball  mill 
vs.  the  Marcy-type  steel-ball  mill  did  not  receive  a  tryout. 

Recording  electric  instruments  were  installed  so  that  accurate  power 
records  could  be  continually  made  while  the  various  machines  were  being 
operated. 

Several  varieties  of  drag  and  rake  classifiers  and  two  types  of  vacuum 
filters  were  installed  and  records  made.  The  efficacy  of  high-reduction 
herringbone  gears  driving  ball  and  tube  mills  became  a  matter  of  interest 


might  be  extremely  valuable  to  engineers  and  metallurgists,  and  I  believe 
the  matter  of  writing  the  story  of  the  campaign  was  considered  and  that 
records  were  started  with  that  ultimate  end  in  view.  Experience  added 
to  theory  is  more  valuable  than  theory  alone ;  the  scrap  heap  more  eloquent 
than  the  machine  promoter,  and  the  woraout  unit  in  the  "bone  yard" 
is  often  more  interesting  than  the  one  shown  on  the  original  blue  print. 
It  is  seldom  indeed  that  experiments  are  possible  under  such  auspices 
and  on  such  an  extensive  scale  as  those  carried  out  in  the  Inspiration 
"pilot"  mill,  and  I  hope  that  Mr.  Burch  or  Dr.  Gahl,  or  both  of 
them,  will,  with  the  approval  of  the  Inspiration  company,  find  time  and 
inclination  at  an  early  date  to  prepare  a  paper  or  papers  which  will  extend, 
through  the  Transactions,  the  value  of  these  experiences  to  our  members. 
Referring  to  the  final  flow  sheet  adopted,  I  note  that  hydraulic  classi- 
fication had  no  place  in  the  600-ton  "pilot"  mill  experiments  which  Dr. 
Gahl  has  so  interestingly  described,  and  I  note  that  he  has  not  referred 
to  the  reason  for  retaining  this  remnant  of  the  old  system  of  concentration 
in  the  flow  sheet. 

I  note  that  3  tons  of  water  per  ton  of  ore  handled  is  required  in  the 
itation  operation  and  that  3  tons  more  is  added  in  the  subsequent  table 
"  itmcnt  which,  of  course,  includes  the  hydraulic  classification  operation 
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practiced,  and  I  presume  that  something  more  than  one-half  of  the  last 
3  tons  is  added  in  the  classifiers  themselves;  and  since  the  water  is  clarified 
and  returned,  the  addition  of  unnecessary  water  would  entail  expense  for 
clarification  and  pumping  which  would  not  be  required  if  less  water 
were  used. 

In  my  work  in  the  concentration  of  ores  I  have  not  been  able  to 
become  very  enthusiastic  over  hydraulic  classifiers,  and  since  flotation  has 
come  to  the  rescue  of  the  slimed  sulphide  I  find  myself  less  enthusiastic 
than  ever  over  their  use.  \ 

When  I  was  a  lad  in  the  Black  Hills  I  was  fascinated  in  watching  a 
certain  mountain  spring  in  which  polished  micaceous  particles  glistening 
in  the  sunlight  would  be  caught  in  the  current  rising  from  an  orifice  in 
the  bottom  of  the  sand  funnel  and  be  flirted  to  the  surface,  sail  across  the 
crater  and  fall  upon  the  conical  sides  to  be  again  methodically  returned 
over  the  same  route.  It  was  interesting  to  watch  the  disturbance 
caused  by  dropping  a  handful  of  foreign  sand  and  silt  into  the 
funnel  and  have  it  "classified"  and  washed  clean,  a  new  form  of  crater 
finally  being  established  with  the  changes  of  average  sizes  retained. 
My  first  contact  with  hydraulic  sizing  in  concentration  was  studied  from 
that  foundation.  The  spring  took  its  time  to  do  a  good  job;  it  worked 
the  charge  over  repeatedly.  All  the  silt  went  out  quickly  and  the  fines 
gradually  went  overboard  with  a  rapidly  decreasing  ratio,  until  the  crater 
would  settle  down  again  to  its  regular  work  of  turning  the  mobile  contents 
over  and  over  in  a  new  condition  of  equilibrium.  But  I  soon  learned  that 
the  beauty  was  all  taken  out  of  the  process  in  its  commercial  application. 

The  process  witnessed  in  the  action  of  the  spring  was  balanced, 
precise,  and  definite,  and  quite  at  variance  with  what  we  witness  in  watch- 
ing through  glass  the  operations  going  on  in  a  " teeter  chamber9'  of  the 
metallurgical  hydraulic  classifier,  which  seems  to  me  to  be  of  little  value 
except  in  its  office  of  washing  out  the  slimes  which  used  to  be  the  main 
source  of  the  loss  in  treating  unclassified  material  upon  concentrating 
tables. 

Following  the  thorough  combing  out  of  the  slimed  values  as  effected 
by  the  splendid  flotation  treatment  that  the  pulp  has  previously  received 
in  the  Inspiration  final  flow  sheet,  I  am  inclined  to  question  the  value  of 
the  subsequent  classification  by  hydraulic  means.  I  note  that  the  flota- 
tion tailing  is  split  into  slime  and  sand  at  the  drag  belts,  that  there  is 
very  little  slime  left  in  the  sand  portion,  and  that  what  little  there  is 
(on  account  of  the  previous  frothing)  is  completely  devoid  of  value  which 
the  tables  can  save,  as  indicated  by  the  fact  that  the  main  slime  overflow 
of  the  drag-belt  separators  is  discharged  to  waste  without  further  treat- 
ment. It  seems  to  me  that  it  ought  to  be  possible  to  eliminate  the  classi- 
fiers, and  I  would  like  to  ask  Dr.  Gahl  if  there  has  been  any  trial  to 
determine  what  happens  when  the  previously  frothed  sand  feed  is  put 
upon  the  tables  for  final  treatment  without  hydraulic  sizing  separation. 
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stream.  The  belts  covered  nearly  the  whole  of  the  bottom  of  the  basin 
(2  in.  apart)  and  therefore  practically  the  whole  floor  of  the  basin  was 
(figuratively  speaking)  moving  toward  the  discharge,  where  it  rose  gently 
above  the  surface  of  the  water,  received  a  gentle  washing  from  clear  water 
sprays  like  the  sprays  used  upon  vanriers,  and  discharged  its  load  upon 
vanners  for  gravity  treatment,  where  a  good  grade  of  concentrate  and  a 
low  tail  were  made.  I  think  the  illustrations  in  my  paper  will  make  the 
matter  clear. 

I  have  noted  Mr.  Mathewson's  remarks  concerning  the  present 
Anaconda  practice,  and  that  he  has  the  impression  that  they  really  are 
desliming  the  feed  before  treatment  on  tables.  The  Anaconda  flow  sheet 
shows  such  a  separation  and  the  Anaconda  type  of  conical  deslimer  is 
installed  with  that  end  in  view,  but  like  Mr.  Mills'  admission  of  a  few 
minutes  ago  as  to  Inspiration's  poor  classification  practice,  Anaconda 
doesn't  do  good  classification.  The  feed  to  the  tables  is  not  deslimed  as 
it  was  intended  it  should  be,  the  reason  being  that  there  are  not  enough  of 
the  Anaconda  classifiers  to  do  the  work  put  upon  them,  and  since  the 
only  office  of  these  classifiers  is  to  prepare  feed  for  the  Butchart  riffle 
treatment,  and  since  these  tables  have  no  office  but  to  impoverish  the 
ore  treated  by  them,  the  complete  separation  of  the  slime  from  the  feed  is 
of  little  consequence,  for  all  reject  from  the  tables  is  taken  at  once  to  the 
regrinding  mills  where  the  cleaning-up  work  is  most  thoroughly  accom- 
plished by  the  flotation  process.  If  the  tables  were  making  a  reject  to 
tailing,  the  Anaconda  classifiers  would  have  to  do  their  full  duty  in  de- 
sliming the  feed  to  them,  because  the  slimes  going  across  the  Butchart 
tables  would  result  in  serious  losses,  but  since  it  is  immaterial  whether  the 
primarily  made  slimes  reach  flotation  treatment  over  the  top  of  the  classi- 
fiers or  through  the  spigot,  the  classifiers'  inefficiency  and  the  results  as 
to  the  reject  from  the  tables  are  tolerable  and  there  does  not  seem  to  be 
any  reason  to  change.  Obviously,  it  does  not  matter  at  Anaconda  where 
the  copper  is  taken  out  so  long  as  a  minimum  amount  of  it  is  allowed  to 
get  away  with  the  final  tailing,  and  it  is  also  obvious  that  with  Anaconda's 
present  practice,  wherein  the  ore  is  reduced  by  their  splendid  treatment 
scheme  from  a  60-lb.  copper  content  to  less  than  a  3-lb.  copper  content  in 
the  final  tail  on  a  ratio  of  practically  3  into  1,  the  chance  for  improvement 
in  mill  practice  through  modification  or  more  perfect  slime  classification 
is  extremely  remote. 

Guy  H.  Ruggles,  Miami,  Ariz. — To  get  back  to  the  subject  of  classi- 
fication at  the  Inspiration:  In  the  early  part  of  the  year  tests  were  made 
showing  that  the  section  which  treats  the  pulp  from  the  flotation  machines 
directly  upon  the  tables,  that  is,  without  classification,  did  as  good  work 
as  the  other  sections  in  which  the  pulp  was  classified.  Since  that  time 
we  have  improved  the  settling  in  our  drag  classifiers  The  average  of 
the  general  tailings  on  a  number  of  sections  for  the  month  of  July  and 
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August  shows  that  the  section  which  treats  the  flotation  pulp  directly 
upon  the  tables  is,  if  anything,  not  quite  as  good  as  the  sections  in  which 
we  have  classification.  There  are  some  sections  which  beat  this  section 
by  0.02  per  cent,  copper  and  others  which  beat  it  by  only  0.01  per  cent, 
copper.  Every  0.02  per  cent,  which  we  reduce  the  general  tailings  means 
180  lb.  of  copper  per  24  hr.  per  section,  and  when  this  is  multiplied  by 
18  or  20  it  means  quite  a  lot.  While  our  classification  is  not  very  good,  it 
has  helped  out  quite  a  little  and  if  improved  we  might  get  more  out  of  it. 

R.  C.  Canby,  Wallingford,  Conn,  (communication  to  the  Secretary*). 
— At  the  time  I  was  working  upon  flotation  with  the  late  Robert  S.  Towne, 
he  told  me  of  his  interesting  experience  in  the  use  of  iron  balls  in  a  sort 
of  ball  mill,  with  iron  balls  used  simply  as  an  oiling  device  in  connection 
with  the  Murex  process. 

Now  in  the  Murex  process  there  is  no  question  of  modification  of 
surface  tension,  etc.,  simply  the  oiling  by  preferential  affinity  of  the  sul- 
phide surfaces  that  the  pulverized  magnetic  oxide  may  be  made  to  adhere 
to  the  sulphides  and  not  to  the  gangue. 

Mr.  Towne  believed  that  the  iron  balls  readily  became  coated  with 
the  oil  and  that  then  the  sulphide  surfaces  very  readily  became  coated 
as  the  particles — through  the  ball-mill  action — came  into  contact  with 
the  surfaces  of  the  oil-coated  iron  balls. 

May  it  be  that  metallic  iron  has  a  somewhat  similar  assisting  function 
in  the  cases  referred  to  by  Dr.  Gahl?  If  so,  it  would  suggest  that  an  oil 
film  upon  the  sulphide  surfaces  may  be  an  assistance,  if  not  altogether  a 
necessity,  in  the  frothing  flotation  process. 

I  had  not  intended  to  give  Dr.  Gahl  the  impression,  as  expressed  in 
the  footnote  on  page  586,  that  the  experiments  which  I  had  conducted 
had  given  to  Mr.  Towne  the  idea  of  the  porous  medium  for  disseminating 
air  bubbles.     It  was  furthest  from  my  thought  to  make  such  a  claim. 

What  I  suggested  was  the  use  of  a  Frenier  pump  spiral  for  incorporat- 
ing the  air  bubbles,  having  in  mind  the  converse  of  the  Elmore  vacuum, 
in  which  I  proposed  to  produce  the  bubbles  by  pressure  instead  of  by  a 
vacuum.  Upon  investigation,  however,  I  found  that  Norris  had  first 
suggested  using  air  bubbles  in  solution. 

While  the  manner  of  releasing  the  discharge  from  the  Frenier  into  a 
separating  compartment  gave  possibly  an  effect  somewhat  that  of  the 
" bubble  column,"  still  it  was  not  actually  the  "bubble  column"  in  the 
sense  the  word  is  now  understood,  and  I  did  not  intend  to  claim  it  as  such. 

I  wish  I  felt  it  proper  to  take  the  space  here  to  more  fully  attest  the 
remarkably  analytical  manner  in  which  Mr.  Towne  studied  into  all  of 
the  problems  which  he  encountered,  taking,  as  he  always  did,  the  lead  in 
the  constructive  thought  of  his  staff,  with  whom  he  worked  in  close  touch. 


*  Received  Sept.  14,  1916. 


obtained  from  the  distillation  of  wood  by  different  methods,  and  inci- 
dentally to  determine  whether  some  of  the  products  not  used  at  present 
could  be  used.  Large  quantities  of  such  materials  are  being  wasted  or 
burned  in  the  wood-distillation  plants  of  the  United  States,  and  if  some 
use  other  than  fuel  could  be  found  for  these  materials,  such  a  use  would  . 
represent  a  distinct  saving  to  the  country  as  a  whole,  would  increase  the 
profit  of  wood-distilling  plants  now  operating  and  perhaps  make  it  possible 
for  others  to  operate  which  at  present  cannot  do  so  except  at  a  loss.  At 
the  same  time  it  was  thought  that  if  such  products  can  be  used  as  flotation 
agents,  then  their  use  would  serve  to  increase  the  number  of  oils  and  other 
products  available  for  flotation  purposes.  It  was  also  hoped  that  it 
might  be  possible  to  discover  a  substitute  for  some  of  the  most  effective 
but  comparatively  high-priced  oils  which  are  now  used  for  flotation 
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purposes.    Hence   these   fractions   occupy   the  major  portion  of  the 
following  list. 

In  taking  up  this  work,  the  Forest  Products  Laboratory  of  the  Depart- 
ment of  Agriculture,  which  is  interested  in  finding  uses  for  byproducts 
from  wood  distillation,  was  represented  by  R.  C.  Palmer.  The  Bureau, 
which  is  interested  in  finding  supplies  of  suitable  flotation  oils,  was  repre- 
sented by  0.  C.  Ralston,  and  the  Department  of  Metallurgical  Research 
of  the  University  of  Utah,  which  is  doing  cooperative  work  with  the 
Bureau  of  Mines,  was  represented  by  G.  L.  Allen. 

Three  ores  were  chosen  for  tests  of  the  series  of  oil  samples  herein 
described. 

Ore  A  was  from  the  mine  of  the  Arthur  Zinc  Mining  Co.  near  Ruby 
Valley,  Nev.  It  was  chosen  om  account  of  its  simplicity.  It  consisted 
mainly  of  galena,  sphalerite  and  quartz  minerals,  which  were  crystallized 
in  such  a  way  that  they  could  be  broken  away  from  each  other  by  crushing 
to  the  size  necessary  for  flotation.  Ground  quartz  was  mixed  with  it  to 
make  it  sufficiently  low-grade.  Any  marked  tendency  of  one  mineral  to 
float  in  preference  to  another  could  be  observed  with  such  a  "free"  ore. 
Consequently,  the  value  of  the  oil  for  differential  flotation  of  mixtures  of 
galena  and  sphalerite  could  be  observed;  also  the  conditions  which  allowed 
the  best  extraction  or  the  cleanest  concentrate  of  any  of  these  minerals 
with  any  given  oil. 

Ore  B  was  the  heavier  sulphide  ore  from  Cripple  Creek,  Colo.  This 
siliceous  ore  contains  some  pyrite,  some  gold  and  silver  as  the  tellurides, 
sylvanite  and  calaverite,  and  other  tellurium  minerals.  The  tests  on 
this  ore  would  allow  observations  on  the  flotation  of  pyrite  as  well  as  of 
the  famous  Cripple  Creek  gold  telluride  minerals.  Wherever  the  pyrite 
contains  gold  it  would  be  desirable  to  float  it,  while  barren  pyrite  ought 
to  be  kept  with  the  gangue.  Hence  the  tests  should  be  carried  on  with 
an  ore  containing  both  types  of  minerals,  as  was  done  in  this  case.  This 
sample  was  furnished  by  the  Golden  Cycle  Mining  &  Milling  Co. 

The  ore  C  was  the  Utah  Copper  Co.'s  milling  ore  from  the  mine  at 
Bingham.  A  great  many  copper  minerals  are  present  in  this  ore — 
chalcopyrite,  cupriferous  pyrite,  etc.  The  gangue  is  siliceous,  and  the 
ore  is  well  known.  It  is  a  hard  ore  to  treat  by  flotation  and  nearly  any 
oil  that  will  treat  it  is  almost  sure  of  success  with  most  other  copper  ores. 
One  peculiarity  of  the  Utah  Copper  ore  is  that  it  is  much  easier  to  float 
in  an  alkaline  solution. 

Each  of  the  ores  was  tested  with  three  different  tests — an  acid  test, 
an  alkaline  test,  and  a  test  run  in  neutral  water.  The  water  used  in  all 
the  flotation  tests  was  the  Salt  Lake  City  water.  It  contains  a  small 
amount  of  lime  so  that  the  water  used  in  the  " neutral"  test  was  in  fact 
slightly  alkaline.  This  method  of  testing  was  adopted  for  the  reason 
that  it  is  known  that  some  oils  will  refuse  to  work  at  all  in  neutral  solution 


n 


of  the  material  escapes. 

The  extractions  were  calculated  by  the  following  well-known  formula 
which  does  not  require  weights  of  the  products  involved. 

_  .      +.  100  (A  -t)c 

Extraction  =  — rr     ~7r~ 
h{c  - 1) 

where  the  analyses  of  the  head,  or  original  ore,  tailing,  and  concentrate 
are  represented  by  the  letters  in  the  equation.  This  formula  assumed 
that  any  middling  produced  can  be  separated  into  concentrate  and  tailing. 

Each  test  was  "roughed"  and  "cleaned."  The  rough  tail  was  final 
but  the  concentrate  was  poured  back  into  the  machine  with  more  water 
and  a  clean  concentrate  and  middling  produced. 

The  oils  tested  in  these  experiments  were  furnished  by  the  Forest 
Products  Laboratory,1  Madison,  Wis.  Most  of  them  were  either  com- 
mercial samples  or  were  produced  in  the  laboratory  in  semi-commercial 
apparatus  under  conditions  entirely  comparable  with  plant  practice. 

The  following  is  a  somewhat  detailed  description  of  the  different  oils. 

No.  23  was  an  authentic  commercial  pine  oil,  specific  gravity  0.9385 

Maintained  by  the  Forest  Service,  U.  S.  Department  of  Agriculture  in  coopera- 
with  the  University  of  JVia 
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at  21°  C,  with  a  sulphonation  residue  of  0.8  per  cent.  The  oil  was  pro- 
duced by  the  steam  distillation  of  fat  southern  pine  wood,  the  crude  oil 
being  redistilled  to  separate  the  turpentine  (boiling  point  155  to  170°  C), 
from  the  pine  oil  (boiling  point  190  to  220°  C).  As  there  is  some  confu- 
sion in  the  mining  industry  in  regard  to  the  name  "pine  oil/'  many  other 
oils  produced  from  dead  pine  wood  also  being  known  as  "pine  oil/'  it 
may  be  well  to  describe  the  oil  to  which  the  name  is  correctly  applied. 
There  is  a  resin  in  the  sapwood  of  the  living  pine,  which  flows  out  when 
the  tree  is  wounded.  This  resin  is  the  source  of  the  ordinary  turpentine 
and  rosin  of  commerce.  When  the  sapwood  turns  to  heartwood,  the  resin 
becomes  hard  and  during  the  aging  process  another  oil  is  formed  which 
did  not  exist  in  the  sapwood.  This  oil  is  heavier  than  turpentine,  has 
an  entirely  different  composition,  and  a  much  higher  boiling  point,  and 
it  is  this  oil  that  is  correctly  termed  "pine  oil."  This  oil  can  be  removed 
from  the  dead  pine  wood  either  by  the  action  of  steam  or  dry  heat.  Dry 
heat  carefully  controlled  so  as  not  to  exceed  the  maximum  boiling  point 
of  a  the  oil  will  remove  it  in  practically  as  pure  condition  as  when  the  wood 
is  treated  with  saturated  steam.  Pine  oil  is  produced  either  as  a  yellow 
or  water-white  oil,  the  former  being  produced  in  the  first  separation  of  the 
crude  turpentine-pine-oil  mixture,  and  the  latter  by  redistillation  of  the 
yellow  oil.  If  the  wood  is  heated  at  a  much  higher  temperature,  as  it  is 
when  the  temperature  is  not  controlled  during  the  early  stages  of  the 
destructive  distillation  process,  the  natural  oils  (turpentine  and  pine  oil) 
in  the  dead  wood  are  contaminated  by  tar  and  tar  oils  produced  by  the 
decomposition  of  rosin  and  wood.  It  is  practically  impossible  commer- 
cially to  separate  a  pure  pine  oil  from  this  mixture. 

Chemically,  pine  oil  has  been  found  to  be  composed  chiefly  of  a  terpene 
called  terpeneol,  although  other  terpenes  such  as  borneol,  fenchyl  alcohol, 
and  cineol,  are  also  present.  Since  the  detection  of  mineral  oils  as  adul- 
terants in  pine  oil  is  of  special  interest  it  may  be  well  to  point  out  that 
the  sulphonation  test  may  be  successfully  used  for  the  detection  of  mineral 
oil.  A  pure  pine  oil  should  give  a  sulphonation  residue  of  less  than  1  per 
cent.  Special  care  must  be  taken,  however,  in  carrying  out  the  test,  and 
it  is  suggested  that  the  test  be  made  as  follows: 

Take  25  c.c.  of  37  normal  sulphuric  acid  in  a  Babcock  bottle  and  add 
5  c.c.  of  the  oil  to  be  tested,  1  c.c.  at  a  time,  shaking  vigorously  after  each 
addition.  When  the  oil  is  all  added,  place  the  bottle  in  a  water  bath  and 
heat  at  100°  for  1  hr.,  shaking  cautiously  from  time  to  time  to  insure  a 
perfect  mixture  of  the  oil  and  acid.  Cool  and  fill  the  bottle  with  ordinary 
sulphuric  acid  and  either  allow  it  to  stand  for  24  hr.  or  centrifuge  it  in 
order  to  read  the  residue.  It  is  absolutely  essential  to  have  the  strength 
of  the  acid  exactly  37  normal;  the  cooking  of  the  mixture  for  1  hr.  is 
equally  important  for  securing  low  residue  with  pure  pine  oil.  The  index 
of  refraction  of  the  residue  is  also  of  value.     With  pure  pine  oil  the  residue 
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wood  distillation  plants  is  probably  close  to  2,500,000  gal.  annually.  It 
could  probably  be  bought  for  $0.10  to  50.15  per  gallon  f.o.b.  plant,  as  this 
is  the  price  usually  paid  for  it  in  the  crude  condition  for  a  solvent. 

No.  18  was  a  crude  hardwood  tar  just  as  it  settled  out  of  the  pyro- 
ligneous  acid,  as  described  above.  This  tar  was  produced  in  a  semi-com- 
mercial laboratory  distillation  plant  by  the  distillation  of  equal  propor- 
tions of  beech,  birch  and  maple.  It  still  contained  the  pyroligneous  acid 
and  wood  oil.  On  distillation  the  sample  gave  12  per  cent,  pyroligneous 
acid,  8  per  cent,  wood  oil,  42  per  cent,  wood  creosote  oil,  and  38  per  cent, 
wood  pitch.  The  specific  gravity  of  the  combined  wood  oil  and  wood 
creosote  was  1.067  at  21°  C.  When  the  distillation  of  the  crude  tar  is 
continued  with  direct  heat  after  distilling  off  the  watery  distillate  and 
light  oil  (wood  oil)  the  oil  obtained  is  similar  to  the  hardwood  creosote 
now  on  the  market  for  flotation.  The  object  in  testing  a  crude  hardwood 
tar  of  this  kind  was  primarily  to  determine  to  what  extent  the  pitch  pres- 
ent in  the  tar  acted  as  a  deleterious  adulterant.  Excluding  the  wood  oil, 
about  15  gal.  of  this  tar  is  produced  per  cord  of  hardwood,  making  avail- 
able per  year  over  20,000,000  gal.  of  this  crude  tar.  This  tar  with  the 
ood  oil  and  pyroligneous  acid  removed  is  generally  used  for  fuel  at  the 

illation  plant,  where  it  is  worth  about  $0.03  per  gallon  for  this  purpose. 
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in  comparison  with  the  normal  prices  for  other  kinds  of  fuel.  It  could 
probably  be  bought  for  $0.05  to  $0.06  per  gallon  f.o.b.  plant. 

No.  15  was  an  entirely  different  tar  product  produced  in  the  distilla- 
tion of  hardwood.  After  the  pyroligneous  acid  has  been  allowed  to  stand 
to  settle  out  the  oily  tar,  it  contains  a  tar-like  substance  dissolved  in  it 
which  has  to  be  removed  before  the  liquor  can  be  worked  up  into  alcohol 
and  acetic  acid.  Since  this  tar  is  non-volatile  it  is  removed  by  completely 
distilling  the  pyroligneous  acid,  the  tar  being  left  as  a  residue  in  the  still. 
This  sample  was  produced  in  the  laboratory  distillation  plant  from  beech, 
birch  and  maple.  It  is  a  heavy,  non-volatile,  viscous,  tar-like  substance, 
specific  gravity  about  1.4.  Its  composition  is  unknown.  It  is  about  50 
per  cent,  soluble  in  water,  the  remainder  dissolving  in  the  pyroligneous 
acid  because  of  the  solvent  action  of  the  alcohol  and  acid  constituents. 
The  yield  of  this  "dissolved  tar"  or  "residual  tar"  or  "acid  water  tar" 
or  "  copper  still  tar,"  which  are  the  various  names  given  to  it  in  the  plants, 
is  from  6  to  8  gal.  per  cord,  making  a  total  production  in  the  United  States 
of  about  9,000,000  gal.  per  year.  It  is  strictly  a  waste  product  at  present, 
although  worth  about  $0,025  per  gallon  as  fuel.  It  could  probably  be 
obtained  for  $0.04  to  $0.05  per  gallon  at  the  plant. 

No.  16  is  a  15  per  cent,  water  solution  of  the  water-soluble  portion  of 
No.  15,  just  described.  The  specific  gravity  of  the  solution  was  1.061 
at  21°  C.  This  sample  was  prepared  to  determine  the  value  of  the  water- 
soluble  portion  as  compared  to  the  whole  tar. 

There  have  been  many  references  in  the  literature  to  the  use  of  pyro- 
ligneous acid  for  flotation,  but  no  data  have  been  given  showing  the  actual 
value  of  this  material.  These  tests  included  several  samples  of  pyrolig- 
neous acid  to  determine  this  point. 

No.  14  was  a  semi-commercial  pyroligneous  acid  produced  by  distilling 
maple.  The  specific  gravity  of  the  sample  was  1.036  at  21°  C.  It  con- 
tained 9.7  per  cent,  dissolved  tar,  4.8  per  cent,  wood  alcohol,  11.9  per  cent, 
acetic  acid.  The  value  of  this  liquor  for  its  alcohol  and  acid  content  is 
over  $0.05  per  gallon. 

No.  12  was  a  commercial  pyroligneous  acid  from  a  plant  distilling 
birch  and  maple,  from  which  the  dissolved  tar  had  been  removed  by  dis- 
tillation. The  specific  gravity  of  the  sample  was  1.008  at  21°  C.  It  con- 
tained 3.1  per  cent,  wood  alcohol  and  5.9  per  cent,  acetic  acid,  making  it 
worth  a  little  over  $0.03  per  gallon  for  its  content  of  these  products. 

No.  10  was  commercial  crude  pyroligneous  acid  produced  in  the  de- 
structive distillation  of  southern  yellow  pine.  The  specific  gravity  of  the 
sample  was  1.034  at  21°  C.  It  contained  much  less  alcohol  and  acetic 
acid  than  the  hardwood  pyroligneous  acids,  the  composition  being  1.8 
per  cent,  alcohol,  2.85  per  cent,  acid  and  7  per  cent,  dissolved  tar.  Except 
under  abnormal  conditions  it  does  not  pay  to  refine  pine-wood  pyrolig- 
neous acid  in  competition  with  the  hardwood  product  and  it  is  thrown  to 
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the  metalB  tested,  together  with  fair  grades  of  concentrate.  It  will  be 
remembered  that  this  is  the  crude  hardwood  tar  which  has  settled  out  of 
the  pyroligneous  acid. 

It  is  a  pleasant  surprise  to  find  that  No.  16,  the  15  per  cent,  solution 
of  No.  15  in  water,  is  so  efficient  in  comparison  with  No.  15.  Here  is 
something  which  is  really  not  an  oil  because  it  is  completely  soluble  in 
water.  It  is  satisfactory  for  all  the  minerals  except  the  copper  minerals 
of  ore  C. 

It  will  be  noticed  that  the  best  extractions  of  the  zinc,  and  generally 
the.  highest-grade  zinc  concentrates,  were  obtained  in  solutions  that  had 
hftWi  acidified.  Differential  flotation  of  galena  in  the  presence  of  sphaler- 
ite in  n**n  to  be  most  marked  in  alkaline  or  in  neutral  solutions.  No.  14, 
ih*.  hardwood  pyroligneous  acid,  seems  to  be  beat  adapted  for  this. 

The  (Attractions  of  the  gold  in  the  Cripple  Creek  ore  and  the  grades  of 
':'ifif*:Tii.ratc  are  surprisingly  good.  Oils  IS,  15  and  16  seem  to  be  capable 
"t  producing  the  highest-grade  concentrates.  By  further  treatment  of 
tim  tailing  it  MhouM  be  possible  to  get  even  higher  extractions,  although 
tit*.  nrn'U-  of  the  total  concentrate  would  be  cut  down.    No  attempts  to 

U*tn  in  thin  manner  were  made,  as  the  object  of  the  work  was  the 
iK  of  oil*  l<est  adapted  to  do  certain  things.    The  relatively  high 
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Table  1. — Tests  on  Ore  A  in  Neutral,  Acid  and  Alkaline  Solutions  with 
Different  Oils 

An»ly.i«  He*d:  23«c        Stti  SS 
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Table  3. — Tests  on  Ore  C  in  Neutral,  Acid  and  Alkaline  Solutions  with 

Different  Oils 


Heads:  Copper,  1.58  Per  Cent. 


Oil  No. 


Total  Time, 
Minutes 


Total  Oil, 
Lb.  per  Ton 


Total  Acid, 
Lb.  per  Ton 


Total  Alkali, 
Lb.  per  Ton 


Copper  • 


Per  Cent. 


Per  Cent 
Extraction 


23 


17 
16 
17 


0.375 
0.375 
0.375 


0.00 
7.36 
0.00 


0 
0 

4 


3.83 
8.61 
1.53 


28.7 


11 


20 
21 
21 


0.92 
1.48 
1.29 


18 


20 
20 
20 


1.8 
1.5 
1.2 


0.00 
7.36 
0.00 


0 
0 
6 


0.00 
7.36 
0.00 


0 
0 

4 


15 


21 
21 
23 


1.44 
1.44 
1.44 


16 


17 
18 
23 


2.1 
2.7 
2.4 


0.00 
7.36 
0.00 


0 
0 

4 


15.95 
16.15 


16.45 

2.48 

22.27 


5.84 

2.77 

18.17 


0.00 
7.36 
0.00 


0 
0 
8 


14 


20 
18 
19 


5.0 
5.0 
7.0 


0.00 
7.36 
0.00 


0 
0 

4 


4.50 
1.72 
7.94 


2.29 

1.43 

12.90 


29.3 
32.6 

51.2 
68.2 

4.3 
23.1 

33.6 
5.6 
3.9 

13.5 

10 


19 
19 
12 


8.0 

10.0 

8.0 


0.00 
7.36 
0.00 


0 
0 

7 


1.24 
1.43 
2.29 


25.3 


*  In  ooncentrate  samples. 


Table  4. — Screen  Analyses 


Opening 


Ore  A 


Mm. 


Weights 


Per  Cent. 


Assays 


Pb, 
Per  Cent. 


Z», 

Per  Cent. 


Through 

On 

On 

On 

On 

On 

Through 


0.589 

28 

0.417 

35 

0.208 

65 

0.147 

100 

0.104 

150 

0.074 

200 

0.074 

200 

100.00 
0.43 
12.88 
34.46 
23.76 
10.59 
17.75 


0.00 
0.05 
0.07 
0.07 
2.19 
19.08 


0.00 
0.98 
1.37 
2.24 
6.46 
14.60 


Ore  B 
Through 


200 


100.00 


OreC 

Through 

On 

On 

On 

On 

Through 


0.295 

48 

0.208 

65 

0.147 

100 

0  104 

150 

0.074 

200 

0.074 

200 

100.0 
2.2 
16.7 
16.0 
53.3 
11.8 


1.58 
1.58 
1.82 
1.46 
1.73 


By  using  drag-belt  classifiers  (which  served  as  conveyors  as  Veil  as 
separators),  the  overflow  would  be  of  the  usual  "slimes"  class.  Experi- 
ment had  shown  that  when  theBe  drag-belt  overflows  were  properly 
diluted  (that  is,  to  about  5  to  7  per  cent,  solids  in  the  feed  under  treatment) 
the  very  fine  sand,  and  especially  the  very  fine  but  still  granular  sulphide 
particles,  would,  if  given  a  short  distance  to  fall,  quickly  settle  out  in 
prime  condition  to.  yield  an  excellent  recovery  on  vanners;  a  further 
valuable  feature  would  be  that  the  very  fine  non-separable  final  overflow 
tonnage  might  be  discharged  direct  to  tailing,  thus  conserving  space 
requirements  so  as  to  permit  within  the  old  building,  without  embarrass- 
ment, the  increase  of  capacity  required. 

For  reasons  that  are  obvious,  this  kind  of  feed  preparation  for  the  slime 
could  not  be  successfully  accomplished  in  any  form  of  pointed  boxes  or 
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*  Consulting  Engineer. 

'  Development  of  the  Butchart  Riffle  System  at  Morenci,  Trans.,  vol.  51,  p.  405 
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truly  slimed  copper,  it  did  promise  to  give  the  best  possible  results  in 
one-half  the  space. 

By  the  time  this  flow  sheet  had  been  put  into  practical  operation,  the 
Inspiration  experiments  were  attracting-  widespread  attention  and  flota- 
tion was  beginning  to  be  taken  seriously  as  a  concentration  agent  for  the 
handling  of  copper  ores.  It  was,  however,  still  regarded  as  an  auxiliary 
process  and  was  thought  to  be  inapplicable  to  ores  carrying  an  excess 
of  talc  or  clay  like  the  Clifton-Morenci  ores.  Some  experiments  with  the 
Elmore  process  on  these  ores  in  former  years  had  been  unsuccessful  and 
laboratory  work  which  we  did  later  on  a  very  small  scale  with  the  meager 
information  available  seemed  to  corroborate  this  theory.  Space  was 
reserved,  however,  in  a  proper  place  in  the  mill  building,  for  the  installa- 
tion of  flotation  equipment  in  case  further  development  should  prove  its 
adaptability — at  least  for  some  appreciable  portion  of  the  tonnage. 

Meanwhile,  the  Inspiration  company  had  built  the  600-ton  "pilot" 
mill  in  which  the  new  process  was  rapidly  graduating  from  an  auxiliary 
into  the  main  method  of  separation,  in  the  manner  so  fully  and  inter- 
estingly described  by  Dr.  Gahl.3  Starting  with  semi-mysterious  com- 
pounds, Inspiration  had  soon  found  that  simple  flotation  reagents  were 
equally  efficacious.  Through  the  kindness  of  Mr.  Mills,  I  secured  a  drum 
of  cresylic  acid  and  some  pine  oil  with  which  to  try  a  few  experiments  at 
Morenci. 

The  tailing  from  the  No.  6  Concentrator  was  at  that  time  discharged 
into  Morenci  Canyon  and  cascaded  along  for  about  1  mile  before  being 
taken  into  a  flume  to  be  carried  to  the  impounding  dams.  The  creek  bed 
was  rough  and  steep,  inducing  great  agitation  of  the  pulp  and  resulting 
in  the  production  of  large  amounts  of  white  froth  which  floated  down  the 
stream.  This  froth  carried  no  concentrations  of  copper  minerals,  but  I 
thought  it  might  be  possible  to  change  its  character  and  produce  a  mineral 
froth  by  the  use  of  flotation  reagents  introduced  where  the  tailing  left 
the  mill,  and  thus  possibly  secure  from  the  natural  situation  afforded  some 
benefit  at  little  cost. 

A  small  can  of  the  cresylic  acid  was  arranged  to  drip  into  the  tailings 
launder  at  a  point  where  the  tailings  made  the  initial  plunge  into  the  creek 
bed.  The  results  were  instantaneous  and  very  gratifying.  Black  froth 
began  to  collect  in  eddies  and  float  downstream  for  a  few  yards  to  a  second 
plunge  where  we  were  greatly  surprised  to  find  that  it  became  white  again 
on  account  of  the  instant  dropping  of  the  metallic  load.  Feeding  the 
reagent  into  the  stream  immediately  above  the  second  plunge  would  not 
cause  a  mineral  froth  to  rise  as  in  the  first  plunge,  and  the  reason  was 
finally  located  as  being  the  effect  of  a  town  sewer  which  was  discharging 
under  the  surface  into  the  creek  between  the  two  pools;  the  sewage  effect- 
ively killed  the  metal-carrying  capacity  of  the  froth. 

3  History  of  the  Flotation  Process  at  Inspiration,  p.  576. 
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Plans  for  a  small  frothing  machine  of  the  mechanical-agitation  type 
were  immediately  made,  and  on  July  20  the  apparatus  was  tried  with  the 
colloid  separator  fines  as  feed,  with  the  following  remarkable  result: 
Feed,  2.32  per  cent,  copper,  of  which  0.62  per  cent,  was  oxidized;  the 
concentrates  produced  assayed  20.4  per  cent,  copper,  of  which  1.18  per 
cent,  was  oxidized;  the  tailing  carried  0.52  per  cent,  copper,  of  which 
0.38  per  cent,  was  oxidized,  leaving  only  0.14  per  cent,  sulphide  copper 
at  the  rejection  of  the  machine.  This  was  an  extraction  of  more  than  79 
per  cent,  of  the  total  copper,  and  more  than  92  per  cent,  of  the  available 
(Hulphi.de)  copper.  This  showed  clearly  that  much  could  be  expected  in 
the  application  of  the  new  process  to  Morenci  ores. 

The  Oananea  Consolidated  Copper  Co.,  in  Sonora,  Mexico,  had  been 
experimenting  with  the  use  of  some  Flinn-Towne  pneumatic  flotation 
unit's  in  its  concentrating  department.  The  plant  had  been  temporarily 
xliut  down  on  account  of  revolutionary  troubles,  and  arrangements  were 
miulo  by  Dr.  KickcttB  for  the  removal  of  one  of  these  unite  to  the  No.  6 
Concentrator  at  Morenci.  The  apparatus  was  installed  under  the  direc- 
of  the  Flinn-Towne  people  in  the  space  reserved  for  flotation  and  was 
,ted  for  several  weeks  with  very  gratifying  results  as  to  recoveries, 
oxporiments  demonstrated   clearly  that  the  flotation   process 
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would  be  suited  to  the  recovery  of  slimed  copper  sulphides  in  the  Morenci 
ores.  But  the  FHnn-Towne  units  were  not  of  a  size  suitable  for  use  in 
the  equipment  of  a  large  plant,  or  for  the  handling  of  large  tonnages, 
except  by  using  a  great  number  of  them.  It  was  thought  that  their 
capacity  could  not  be  enlarged  to  advantage  because  of  the  difficulty 
with  the  air-emitting  medium  used,  which  was  in  circular-disk  form 
with  central  discbarge.    These  disks  could  not  be  made  1  arger  in  diameter 


Fia.  4.— Simple  Tobb-Gbath  Cell. 

without  increasing  the  difficulty  coming  from  "blinding"  of  the  air- 
emitting  surfaces,  through  the  lodging  of  coarse  particles  upon  them, 
and  from  the  formation  of  vortices  by  the  larger  volumes  discharged 
through  the  single  opening  in  the  center  which  entrained  air  bubbles 
with  the  reject. 

,  The  tube-grate  idea  previously  tried  in  the  drag-belt  tank  seemed  to 
be  a  better  way  to  admit  the  air  because  nothing  could  lodge  upon  the 
air-emitting  elements  to  blind  them,  and  constriction  of  the  passage 
for  the  pulp  and  water  would  be  avoided.  This  tube-grate  idea  therefore 
formed  a  basis  on  which  to  design  units  of  large  capacity  for  practical 


Co.,  and  both  of  them  were  started  in  operation  early  in  March.  The 
Inspiration  machine,  which  is  illustrated  in  Dr.  Gahl's  paper,  gave  good 
results,  proving  the  design  to  be  substantially  correct.  The  Morenoi 
machine  was  working  in  corrosive  water,  which  resulted  in  the  formation 
of  rust  on  the  steel  tubes  and  the  gradual  closing  of  the  openings.  The 
air  supply  was  found  to  be  contaminated  with  grease  and  oil  from  the 
blower  bearings,  entrained  muddy  water  in  the  air,  etc.,  which  closed  the 
pores  of  the  air  filter  from  the  inside.  Some  delay  was  experienced 
in  overcoming  these  difficulties.  That  they  were  of  minor  importance 
was  proved  by  the  almost  uninterrupted  success  and  approximately 
perfect  operation  of  the  duplicate  machine  running  concurrently  at 
Inspiration. 

The  C-B  machine  at  Morenci  made  large  volumes  of  very  rich  froth 
and  had  become  immediately  profitable  by  reason  of  its  being  able  to 
handle  a  large  tonnage  and  save  copper  which  would  be  otherwise  beyond 
the  reach  of  concentration.  It  was  therefore  kept  in  operation  as  a 
profit  maker,  even  though  working  under  the  handicap  of  partially 
clogged  tubes,  blower  troubles,  etc.  The  daily  tonnage  handled  during  the 
month  of  April,  1915,  was  from  125  to  390  tons  per  day,  with  an  average 
of  209;  the  recovery  made  by  the  machine  was  from  35  to  79  per  cent. 
of  the  sulphide  copper  present  in  the  feed,  with  an  average  for  the  period 
of  65  per  cent. 

The  blower  used  was  an  old  one  borrowed  from  the  mining  depart- 
ment, where  it  had  been  used  in  ventilation.  It  was  designed  for  not 
more  than  3H  lb-  pressure,  and  the  developing  of  6  lb.  in  it  deflected  the 
shafts  and  caused  the  impellers  to  rub  upon  the  sides  of  the  machine, 
which  had  to  be  water-jacketed  to  keep  down  the  heat  developed.  It 
was  much  larger  than  necessary,  and  a  great  excess  of  air  was  blown  off 
from  open  valves.  Therefore,  no  record  of  the  amount  of  air  used  or 
power  required,  could  be  even  approximately  obtained. 

In  spite  of  these  minor  difficulties  it  was  proved :  That  flotation  could 

be  applied  to  these  ores  with  great  advantage;  that  the  copper  in  the 

mill  tailing  could  be  reduced  to  0.50  per  cent,  (of  which  0.25  to  0.30  per 

""it.  was  oxidized  and  beyond  the  reach  even  of  flotation) ;  that  this  re- 

ould  be  improved  by  finer  grinding  in  the  Hardinge  mills;  that  the 
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IiimhIIh  11  \nrga  tonnage  and  save  copper  which  would  be  otherwise  beyond 
Mm  I'HKitli  (if  concentration.  It  was  therefore  kept  in  operation  as  a 
|  it  i  ill  I,  junker,  even  though  working  under  the  handicap  of  partially 
•  InKKitil  1-nl'i'M,  !»lr>wc<r  troubles,  etc.  The  daily  tonnage  handled  during  the 
iii'iliUi  of  April,  11)15,  was  from  125  to  390  tons  per  day,  with  an  average 
nt  'MM',  Mm  (unlivery  made  by  the  machine  was  from  35  to  79  per  cent. 
nl  l.ln<  miljilililn  copper  present  in  the  feed,  with  an  average  for  the  period 
■■r  tin  per  wnt. 

Tim  blower  mi'tl  was  an  old  one  borrowed  from  the  mining  depart- 
ment, where  it.  Iiml  been  used  in  ventilation.  It  was  designed  for  not 
mure  llliui  IM  <j  Hi.  pressure,  and  the  doveloping  of  6  lb.  in  it  deflected  the 
nIihHn  iiml  I'liiwed  t.he  impellers  to  rub  upon  the  sides  of  the  machine, 
willed  Iiml  In  be  wiiler-jaeketod  to  keep  down  the  heat  developed.  It 
win  mneli  Imiter  lluui  necessary,  and  a  great  excess  of  air  was  blown  off 
Inmi  npeii  vnlven,  Therefore,  no  record  of  the  amount  of  air  used  or 
power  required,  I'niilil  lie  won  approximately  obtained. 

In  Hpllciif  llieHe  iiiinur  ilillieultiea it  waa  proved:  That  flotation  could 
W  applied  In  tUi'Mii  'tret  with  great  advantage;  that  the  copper  in  the 
'       (HllillH  I'milil  !«'  reduced  hi  0.50  per  cent,  (of  which  0.25  to  0.30  per 
Wiih  oxidised  itnd  beyond  the  roach  even  of  flotation);  that  this  re- 

lioubl  be  improved  by  liner  grinding  in  the  Hardinge  mills;  that  the 
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666         FLOTATION  IN  THE   CLIFTON-MOBENCI  DISTRICT,   ARIZONA 

same  simple  reagents  used  elsewhere  would  apply.  Further,  a  new  type 
of  pneumatic  flotation  machine,  well  adapted  to  the  conditions  at  No.  6 
Concentrator,  had  been  successfully  developed  and  its  performance 
demonstrated  on  a  full-sized  unit.  The  new  type  machine  would  not 
be  in  any  way  embarrassed  by  the  oversize  coining  from  Hardinge  mills. 


All  of  the  drag-belt  overflow  being  handled  by  the  colloid  separator 
could  go  to  a  few  of  these  new  machines  where  all  of  the  rich  slimed  sul- 
phide copper  would  be  taken  out.     Or  the  whole  tonnage  of  reground 

Note  to  Table  2.- — Without  protection  against  "blinding"  of  the  air-emitting 
media  by  sand  or  "oversize"  the  C-B  machine  handled  considerably  more  than  three 
times  the  tonnage  handled  by  the  Callow  in  July,  and  did  this  without  detriment 
to  the  metallurgical  work. 


DAVID    COLD  667 

material  produced  in  the  Hardinge  mills  could  go  directly  to  the  new  type 
frother  in  which  the  slimed  copper  sulphides  would  be  removed.  The 
thoroughly  frothed  sands  could  then  be  treated  on  tables  and  vanners 
for  the  removal  of  the  remaining  sulphide  particles  which  were  too 
coarse  to  be  separated  by  flotation.  Since  there  would  then  be  no  em- 
harassing  losses  in  the  slime  part  of  the  feed,  these  machines  would  work 
efficiently,  and  a  maximum  mill  recovery  would  result. 

After  it  became  evident  that  flotation  would  apply  to  Morenci  ores 
and  before  the  value  of  the  tube-grate  idea  was  fully  demonstrated,  it 
was  decided  to  install  and  experiment  with  a  standard  Callow  flotation 
unit  of  200  tons  capacity,  consisting  of  four  rougher  cells  and  one  cleaner. 
This  equipment  waB  not  received  until  after  the  full-sized  C-B  unit  of  400 
tons  daily  capacity  had  been  installed. 


Fia.  6. — Plan  op  C-B  Flotation  Machine. 

The  Callow  equipment  was  started  in  operation  May  24,  1915,  and 
competitive  operation  was  carried  on  for  about  3  months.  The  recoveries 
proved  to  be  very  much  alike  although  the  feed  was  not  identical.  The 
Callow  apparatus  is  not  adapted  to  handle  coarse  particles  of  feed  or 
oversize,  and  had  to  be  protected  by  a  screen  or  spitzkasten.  It  will 
handle  about  one-half  the  normal  tonnage  of  the  C-B  machine,  occupy- 
ing the  same  mill  space.  A  summary  of  the  results  obtained  for  the 
months  of  May,  June,  and  July,  1915,  also  details  showing  the  work  for 
the  month  of  July,  are  given  in  Tables  1  and  2.  The  performance  is 
shown  to  be  substantially  parallel  as  to  quality  of  work  done,  but  quite 
different  as  to  quantity  of  tonnage  handled. 
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As  mentioned  before,  the  air  and  power  consumption  was  not  deter-  - 
mined  in  the  C-B  installation  because  there  was  no  way  to  take  even 
approximately  correct  measurements.  But  the  experience  at  Inspira- 
tion, where  the  C-B  and  Callow  systems  were  also  being  operated  in 
parallel,  showed  that  substantially  the  same  amounts  of  air  and  power 
were  used  by  each  system. 

Experience  suggested  wider  launders  for  froth,  larger  cleaner  capacity, 
and  simplified  tube-grate  construction  for  the  C-B  unit.  These  ideas  are 
incorporated  in  the  new  deBign  shown  in  FigB.  5,  6  and  7  in  which  it  will 
be  noted  that  the  machine  is  merely  a  stationary  wooden  box  suitably 
arranged  to  receive  air-emitting  tubes  which  are  dropped  in  from  the  top 


and  rest  upon  ledges  at  the  proper  level  in  the  pulp  to  be  treated.  These 
air-emitting  elements  are  connected  to  the  air  supply  by  the  use  of  rubber 
hoBe.  They  can  be  taken  out  or  put  in  without  cutting  off  the  feed  or 
shutting  down  the  machine,  in  case  this  should  be  of  advantage.  An  air 
pressure  of  5  lb.  is  required.  The  air-emitting  surface  in  the  C-B  machine 
is  more  than  twice  the  complete  cross-sectional  area  of  the  frothing  com- 
partments, and  even  if  a  ridge  of  sand  should  lodge  upon  the  extreme  top 
of  the  tubes  and  partially  cut  off  the  air  supply,  the  remaining  unob- 
structed area  would  still  be  larger  than  the  whole  cross-section. 

Fig.  8  shows  the  improved  form  with  cleaners  as  arranged  in  the  mill 
of  the  Cananea  Consolidated  Copper  Co.,  and  is  typical  of  the  arrange- 
ment adopted  for  the  later  models.  There  are  eight  units  in  this  installa- 
tion.   They  are  operated  under  conditions  varying  greatly  as  to  quality 


J 
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of  ores,  there  being  a  wide  range  of  iron  and  copper  sulphide  conditions 
and  all  conditions  of  oxidation  in  the  ore  handled.  The  operation  of  the 
Cananea  machines  has  been  repeatedly  interrupted  by  the  internal  strife 
in  Mexico.  Low  "sulphide"  copper  contents  in  the  tailing  produced  is 
common  and  the  plant  operates  very  satisfactorily,  but  no  deductions 
of  value  for  publication  are  at  present  available. 

Fig.  9  shows  an  application  of  the  tube-grate  idea  to  a  spitzkasten 
type  of  frother.  One  of  these  machines  was  made  and  installed  in  No.  6 
Concentrator  at  Morenci  but  was  taken  out  before  it  was  tried.  It 
seems  to  embody  advantages  of  much  promise  in  a  frothing  first  flow 
sheet  and  will  soon  have  a  trial  to  determine  its  value  in  the  simplified 
concentration  of  ore  that  is  amenable  to  flotation. 


1 


be  recovered,  provided  they  are  not  present  in  excess,  that  is  if  the 
material  treated  on  the  jigs  contains  sufficient  coarser  sands  to  keep  the 
interstices  between  the  grains  open.  Removing  the  fine  material  from 
the  pulp  by  screening,  to  prepare  the  jig  feed,  is  impractical,  because  that 
means  the  use  of  an  80-mesh  screen  or  finer,  and  is  not  as  effective  as 
hydraulic  classification.  A  screen  would  eliminate  mineral  grains  from 
the  feed  which  can  be  recovered  by  jigging,  and  in  addition  would  throw 
more  gangue  and  low-grade  middling  on  to  the  jig. 

Formerly  a  one-spigot  Richards  vortex  classifier  had  been  used  to 
accomplish  this  separation,  but  the  tangential  openings  through  which 
the  hydraulic  water  enters  became  clogged  by  fine  vegetal  matter  with 
which  the  water  was  contaminated,  and  which  it  was  impossible  to  re- 
move from  the  water.  Consequently  the  work  of  the  classifier  was 
imperfect  and  a  good  deal  of  slime  was  sent  to  the  jig.  When  designing 
th'i  plant  referred  to  in  this  paper  it  was  decided  to  use  a  hydraulic 
ftliDtKifiisr  a«  nhown  in  Fig.  1.  The  essential  features  had  been  copied 
frntn  I.Ik?  Anaconda  classifier.1  This  remodeled  classifier  consists  of  a 
'Un<:nN  <l  pyramidal  wooden  hopper  A  with  an  attachment  of  east  iron 


*  Milf  Hupt,  OompaOta  M intra  de  Oruro. 
1  Trans.,  vol.  40,  p.  277  (1913). 
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bolted  to  i*  :i:  ..lie  bottom.  The  heavier  and  larger  particles  settle  and 
pass  throagf:  t !.  1^-in.  nipple  C  which  is  screwed  into  a  flange  and  laid 
loose  in  a  recess  turned  in  the  casting  B.  The  hydraulic  water  enters 
through  the  lK-in.  pipe  D  which  is  screwed  into  the  casting.  The  dis- 
tance of  the  pipe  from  the  exit  of  the  nipple  C  can  be  regulated  by  screwing 
the  pipe  up  or  down,  a  short  hose  connection  being  provided  between  the 
valve  E  and  the  mill  water  piping  to  make  this  flexible. 

The  work  of  this  classifier  was  satisfactory  if  sufficient  hydraulic 
water  was  used,  but  under  these  conditions  a  good  deal  of  material  that 
should  have  gone  to  the  jig  was  carried  into  the  overflow.  The  difficulty 
could  have  been  remedied  by  again  submitting  the  overflow  to  hydraulic 
classification  in  a  second  pocket,  but  this  was  objectionable  because  it 


Spigot 


Fig.  1. — Sectional  Elevation  op  Hydraulic  Classifier. 


would  have  added  another  quantity  of  hydraulic  water  to  the  pulp,  and 
would  have  diluted  the  overflow  too  much.  The  classifier  was  therefore 
run  with  less  hydraulic  water,  so  that  its  sand  product  contained  some 
slime.  The  separation  effected  by  the  jig  was  not  quite  satisfactory 
under  these  conditions,  since  the  large  amount  of  fines  in  the  feed  made 
the  beds  pack  in  hard  banks,  producing  a  low-grade  concentrate  and 
causing  free  mineral  to  go  into  the  tailing. 

The  desideratum  in  this  instance  was  to  obtain  separation  of  the 
part  of  the  sands  in  the  pulp  under  hindered-settling  conditions,  or  nearly 
so,  without  diluting  the  fine  material  with  too  much  water.  The  sand 
product  from  a  mechanical  classifier,  although  practically  free  from  slime, 
is  the  result  of  free  settling  of  the  pulp,  and  therefore  is  not  as  desirable 
as  the  sand  separated  by  hindered  settling  in  a  hydraulic  device.  I 
vol.  lv. — 43. 


FiO.  2. — Combined  Hydraulic  AMD  Mechanical  Classifier. 

classifier  can  be  easily  gathered  from  the  accompanying  drawing.  The 
tips  of  the  blades  are  protected  by  M-in-  iron  strips  fixed  with  two  counter- 
sunk rivets.  The  strips  last  about  four  months  and  are  replaced  at  small 
cost.  The  blades  are  cut  from  J^-in.  plate  and  bent  in  the  fixe.  They 
are  fixed  to  the  rim  of  the  pulley  by  three  1  by  %-in.  machine  bolts. 
The  holes  in  the  rim  and  those  in  the  blades  are  bored  from  a  template 
■ml  spare  blades  are  kept  ready  so  that  little  time  is  lost  in  making 
enewals.     The  wheel  is  driven  at  the  rate  of  3  r.p.m.  by  a  simple  worm 
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gear — in  this  case  taken  from  an  old  vanner — which  is  directly  belted  to  a 
line  shaft.  The  feed  is  introduced  into  the  trough  near  the  bottom  at  0, 
after  having  been  submitted  to  hydraulic  classification  in  the  pyramidal 
attachment  P  in  which  an  ascending  current  of  water  flows  out  of  the  pipe 
N.  Consequently  the  material  which  is  undesirable  in  the  jig  feed  is 
floated  off  with  the  use  of  less  hydraulic  water  than  needed  in  an  ordinary 
hindered-settling  classifier  because  the  slime  that  comes  with  the  sand 
into  the  trough  is  separated  by  the  paddle-wheel  and  flows  over  at  A. 
It  is  evident  that  classification  in  the  hydraulic  pocket  does  not  entirely 
take  place  under  hindered-settling  conditions,  because  in  that  case  the 
sand  treated  by  the  wheel  could  not  contain  any  slime.  The  amount  of 
hydraulic  water  used  is  such  that  the  dilution  of  the  overflow  does  not 
exceed  the  required  density  and  therefore  the  classification  cannot  be 
perfect.  However,  the  most  objectionable  factor,  namely,  the  presence  of 
slime  in  the  jig  feed,  is  to  a  large  degree  eliminated  by  the  subsequent 
action  of  the  paddle-wheel.  The  moisture  in  the  sand  discharged  by  the 
wheel  can  be  regulated  in  two  different  ways,  (1)  by  raising  the  level  of 
discharge,  and  (2)  by  increasing  the  distance  between  the  tips  of  the 
blades  and  the  discharge. 

The  discharge  level  of  the  sand  product  can  be  varied  by  inserting 
strips  of  wood  of  different  heights  into  the  slots  marked  S.  To  obtain 
practical  results  the  sand  is  discharged  at  a  point  1%  in.  above  the  over- 
flow with  50  to  55  per  cent,  moisture,  but  with  the  level  of  sand  discharge 
raised  to  2%  in.  above  the  overflow,  and  the  discharge  edge  spaced  from 
the  wheel  as  shown  in  the  drawing,  the  product  contains  but  30  to  35  per 
cent,  moisture,  but  under  these  conditions  the  capacity  decreases  out  of 
all  proportion.  If  the  machine  is  overfed,  the  sand  piles  up  so  high  gi  the 
discharge  that  part  of  it  remains  lying  on  the  paddles,  and  falls  back  into 
the  trough  at  the  other  side,  finally  choking  the  classifier. 

The  second  method  gives  a  drier  and  cleaner  product,  because  the 
sand  is  piled  up  in  front  of  the  wheel  until  it  reaches  sufficient  height  to 
slide  over  the  discharge  edge,  and  nearly  all  the  water  drains  back  into  the 
trough.  There  is  no  objection  to  placing  the  overflow  rim  in  the  trough 
close  to  the  paddles,  which  makes  the  machine  more  compact.  I 
formerly  tried  to  obtain  a  more  thorough  settling  by  leaving  a  distance 
of  about  10  in.  between  the  tips  of  the  paddles  and  the  overflow,  with  the 
only  result  that  the  space  between  became  tightly  packed  with  fine  sand, 
and  the  actual  overflow  was  formed  at  only  J£  in.  from  the  tips. 

A  spray  is  provided  to  remove  the  adhering  grains  of  sand  from  the 
blades  of  the  wheel,  and  after  having  cleaned  the  blades,  the  water  falls 
on  the  pile  of  sand  lying  in  front  of  the  wheel  and  gives  it  a  final  wash.  The 
slower  the  wheel  revolves  the  cleaner  will  be  the  sand  product,  because  then 
every  blade  brings  up  slightly  more  sand  than  it  can  deliver,  and  part  of 
the  material  falls  back  into  the  trough  to  be  shoved  up  again  by  the  next 


cent,  metallic  tin  to  an  average  of  70  per  cent,  and  more.  The  concentrate 
from  the  jig,  which  is  of  the  Harz  type  making  a  concentrate  on  three 
sieves,  has  the  following  composition: 


Mat 

Per  Cf  nt. 

Per  Cent 

+  20 

20.9 

71.7 

+  40 

55.3 

72.2 

+  60 

10.4 

71.0 

+  SO 

4.6 

65.6 

+  100 

2.7 

66.2 

+150 

3.6 

70.1 

-150 

1.3 

68.3 

Total  and  average 

98.8 

71.36 

Loss 

1.2 

_^^^W*"  pi 


The  feed  to  the  classifier  contained  in  this  instance  3.5  per  cent,  tin,  the 
id  product  or  feed  to  the  jig  was  not  assayed,  but  carried  probably 
what  more  cassiterite  than  the  original  pulp. 
ten  working  on  a  richer  feed  of  about  13  per  cent,  tin,  the  concen- 
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trate  from  the  jig  contains  a  much  larger  percentage  of  fines,  as  is  shown 
below: 


Mesh 

Per  Cent. 

Metallic  Tin, 
Per  Cent. 

+20 

10.0 

71.8 

+40 

36.5 

72.1 

+60 

16.5 

72.7 

+80 

12.0 

72.0 

+100 

6.5 

69.8 

+150 

7.0 

69.2 

-150 

10.0 

70.3 

Total    and    average  98.5  71.98 

I  will  now  explain  why  in  this  case  jigging  is  used  for  the  treatment  of 
a  pulp  that  could  be  handled  by  tables.  When  dressing  an  ore  assaying 
less  than  5  per  cent,  tin  on  tables  it  is  impossible,  even  with  the  best 
classification,  to  obtain  at  one  operation  a  concentrate  assaying  better  than 
about  63  per  cent,  tin,  whereas  a  jig  gives  a  product  of  a  considerably 
higher  grade,  and  once  it  has  been  properly  adjusted  does  not  need  much 
attention,  even  with  a  varying  amount  of  feed.  When  working  on  richer 
material,  a  table  does  not  produce  a  concentrate  of  more  than  66  per  cent. 
In  tin  dressing  the  grade  of  concentrate  produced  is  of  paramount  im- 
portance, on  account  of  heavy  freight  charges  to  the  smelters  and  the 
reduced  smelting  charges  on  high-grade  products.  It  is  therefore  ad- 
visable in  every  case  to  recover  as  much  concentrate  as  possible  on  jigs. 

The  whole  construction  of  the  classifier  could,  of  course,  be  improved, 
especially  as  regards  the  form  and  overflow  of  the  hydraulic  attachment, 
but  since  the  machine  does  the  work  expected  of  it,  it  is  not  worth  while  to 
make  changes.  The  power  required  to  drive  the  wheel  is  under  J^  hp. 
The  only  attention  required  is  to  lubricate  the  bearings  occasionally  and  to 
adjust  the  water  valves,  if  the  quality  of  the  feed  varies.  The  machine 
has  been  working  since  the  beginning  of  July,  1915,  and  at  the  date  of 
writing  (November,  1915)  the  tips  of  the  paddles  have  just  had  to  be 
renewed.  One  paddle  has  broken  near  the  rim  of  the  pulley,  but  this  was 
probably  due  to  poor  material  or  perhaps  becailse  the  paddle  after 
bending  had  been  cooled  too  quickly. 

After  writing  this  I  noticed  the  classifier  proposed  by  A.  E.  Drucker  in 
the  Mining  and  Scientific  Press  of  Oct.  16,  1915,  which  is  essentially  the 
same  as  the  paddle-wheel  with  hydraulic  attachment.  There  is  no 
reason  why  the  latter  machine  could  not  be  used  with  advantage  to  pre- 
pare the  feed  for.  a  regrinding  mill. 
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provide  similar  conditions  for  a  test,  two  of  these  mills  were  replaced  by  a 
Hardinge  mill  and  a  Marathon  mill.  The  Hardinge  mill  was  fed  with  the 
discharge  from  the  de-sliming  hopper;  but  a  greater  proportion  of  the 
slime  was  removed  in  order  to  get  a  drier  feed,  containing  but  8  per  cent, 
slime  (—200  mesh)  and  with  a  ratio  of  1.3  parts  water  to  1  of  solids. 
The  Marathon  mill  was  also  fed  with  the  discharge  from  the  de-sliming 
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Fig.  1. — Flow  Sheet  op  750-Ton  Concentrator  Unit  op  Detroit  Copper 

Mining  Co.,  Morenci,  Ariz. 

hopper,  containing  12  per  cent,  slime  and  having  a  water  to  solids  ratio 
of  1.8  : 1.  Three  shovel- wheels  were  temporarily  installed  to  remove  all 
of  the  slime  from  the  table  tails,  for  the  purpose  of  giving  a  much  larger 
tonnage  to  the  Marathon  mill,  it  being  found  that  the  total  normal  unit 
tonnage  could  be  handled  by  the  three  shovel-wheels. 

All  of  the  mill  products  passed  to  a  coarse  drag  belt  which  took  out 
the  coarse  sand  for  treatment  on  the  Butchart-riffled  tables;  the  coarse 
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drag-belt  overflow  flowed  to  a  fine  drag  belt,  which  removed  fine  sand  for 
treatment  on  Frue  sand-vanners.  The  overflow  from  the  fine  drag  belt 
passed  to  a  V-box  which  removed  a  thick  product  for  treatment  on  Frue 
slime- vanners;  the  V-box  overflow  was  thickened  for  final  treatment  on 
Frue  slime-vanners.  All  rejected  tailings  were  sampled  separately  as 
they  came  from  each  group  of  machines,  then  a  general  sample  of  the 
tails  was  taken  after  all  of  the  tailings  came  together  at  a  common  point. 
The  clear  water  at  each  point,  if  at  a  sufficiently  high  level,  was  used  for 
wash  water  on  machines  below;  but,  if  not,  it  was  collected  at  the  bottom 
of  the  concentrator  and  pumped  to  tanks  at  the  top  to  be  used  over 
again. 

The  crude  milling  ore  is  a  quartz-monzonite  porphyry  with  chalcocite 
as  the  copper  mineral.  An  average  assay  for  one  year  is:  Cu,  2.80; 
Si02,  59.5;  A1,08,  16.8;  Fe,  5.0;  S,  5.0;  CaO,  0.7;  and  MgO,  0.9  per  cent. 
The  ore  contains  a  small  percentage  of  copper  sulphate,  which  is  soluble 
in  water.  This  "acid  water"  is  very  destructive  to  all  iron  parts,  so  that 
iron  consumed  in  all  these  tests  is  excessive  to  a  small  degree  for  quantities 
of  feed  crushed.  Unslacked  lime  is  added  continuously  at  the  rate  of 
2,000  lb.  daily  to  circulating  mill  water  to  neutralize  the  copper  sulphate. 

General  Conditions  Regarding  the  Tests 

These  experiments  were  carried  on  for  several  months,  so  that 
results  obtained  are  not  spasmodic,  but  represent  the  average  results  of 
routine  work  of  each  mill  under  all  the  variable  conditions  encountered 
in  actual  milling  practice. 

The  Chilean  and  Hardinge  mills  ran  together  for  a  continuous  period 
of  63  days,  or  for  the  length  of  time  required  to  wear  out  the  tires  and  die 
of  the  Chilean  mill.  The  Hardinge  mill  ran  the  first  30  days  with  an  old 
lining.  The  old  lining  was  then  removed,  a  new  one  put  in  and  the  test 
completed. 

The  average  results  of  the  Hardinge  and  Chilean  mills  for  the  63-day 
period  will  be  used  in  comparison  with  the  Marathon  mill.  Test  No.  1 
of  the  Marathon  mill  was  run  under  the  same  conditions  regarding  feed 
as  the  Hardinge  and  Chilean,  so  that  an  excellent  comparison  is  possible. 

Some  time  elapsed  between  tests  Xos.  1  and  2  of  the  Marathon  mill, 

during  which  some  preliminary  tests  were  made  to  determine  the  best 

conditions  for  operating  with  a  heavy  tonnage.     During  this  time  the 

three  shovel-wheels  were  installed  to  remove  all  slimes  and  the  greater 

amount  of  water.     Also  about  this  time  the  tonnage  per  unit  was  reduced 

from  750  tons  to  500  tons  per  24  hr.,  and  this  total  unit  feed  was  sent 

gh  the  Marathon  mill.     Subtracting  the  weight  of  concentrates 

ed  in  primary  table  concentration,  and  the  weight  of  slimes  re- 

^y  the  shovel-wheels  preceding  the  Marathon  mill,  a  net  dry 


? 


mill,  several  construction  defects  developed,  which  had  to  be  remedied 
before  further  operation  could  proceed.  A  preliminary  run  with  no 
load  of  ore  in  the  mill,  showed  that  the  understructure  was  not  rigid 
enough  to  prevent  excessive  vibration.  The  top  and  bottom  of  the  frame 
were  entirely  covered  with  J^-in.  and  fyia-in.  sheet-steel  plates  re- 
spectively, the  plates  being  firmly  riveted  to  the  legs  of  channel  irons 
composing  the  top  of  the  tilting  frame. 

The  feed  spout  as  furnished  with  the  mill  gave  endless  trouble  with 
a  wet  feed,  because  the  pulp  was  dashed  out  around  the  feed  spout 
where  it  enters  the  center  of  the  mill.  The  feed  spout  was  replaced  by 
a  scoop  feeder  which  was  bolted  to  the  head  end  of  the  mill. 

A  circular  cast-iron  liner  (l}-£  in.  thick  at  the  edges  by  2%  in.  at  the 
center)  of  the  same  diameter  as  the  inside  of  the  mill,  was  bolted  to  the 
head  end  to  protect  it  against  excessive  wear. 

The  roller  bearings  supporting  the  axles  of  rollers  were  very  un- 
satisfactory. Being  of  a  spiral  type,  they  were  forced  to  extend  by  the 
weight  of  the  mill  to  such  a  degree  that  the  bearing  end  was  thrust  off. 
This  extension  of  spiral  rollers  caused  a  reduction  in  their  diameter, 
d  in  a  loose  wabbly  bearing.  In  case  of  such  a  failure  the 
parts  were  renewed. 
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Methods  of  Operating  the  Three  Types  of  Mills 

The  best  method  of  operating  the  Chilean  mill  is  perhaps  too  well 
known  to  require  a  detailed  description.  It  is  essential  to  have  suf- 
ficient water  in  the  feed  for  the  Chilean  mill  to  obtain  best  results  from 
the  mill  screens,  for  if  the  pulp  is  too  thick  the  screens  clog  and  cause 
the  mill  to  become  overloaded.  If  too  great  a  quantity  of  pulp  is  fed 
to  the  mill,  overloading  follows  at  once  and  the  mill  does  practically 
no  grinding.  When  the  Chilean  mill  became  overloaded,  the  power 
required  to  drive  it  was  about  one-third  more  than  under  normal  con- 
ditions. An  average  ratio  of  3  parts  water  to  1  part  solids  (25  per  cent, 
solids)  was  the  best  pulp  to  feed  to  the  Chilean  mill  for  all-around  good 
work.    The  speed  was  40  r.p.m. 

The  Hardinge  required  a  less  dilute  pulp  (42.8  per  cent,  solids) 
for  best  results.  It  is  practically  impossible  to  overload  the  Hardinge 
mill,  "so  to  speak/'  as  long  as  the  mill  is  able  to  discharge  the  product, 
but  constant  attention  is  required  to  prevent  "oversize."  When  its 
grinding  capacity  is  exceeded,  a  considerable  amount  of  very  coarse 
material  traverses  the  length  of  the  mill  without  receiving  a  single  blow 
from  the  falling  pebbles.  Special  attention  was  given  each  of  the  mills 
in  order  to  keep  them  up  to  full  capacity  with  the  production  of  a  mini- 
mum quantity  of  "oversize."     The  mill  was  operated  at  29  r.p.m. 

The  Marathon  mill  in  Test  No.  1  was  operated  as  a  fine  grinding 
machine  so  as  to  give  a  product  of  the  same  fineness  as  the  Hardinge  and 
the  Chilean  mills.  The  most  favorable  results  were  obtained  with 
pulp  that  contained  36.7  per  cent,  solids.  When  the  Marathon  mill 
became  overloaded  it  was  surprising  to  find  no  coarse  oversize  in  the 
product,  but  a  product  that  was  uniformly  coarser.  This  is  a  fact  that 
requires  special  notice.  It  is  equivalent  to  saying  that  if  the  mill  is 
once  started  up  it  is  not  necessary  to  pay  any  attention  to  the  product, 
for  if  overloaded,  the  whole  product  will  be  slightly  coarser,  and  if 
underloaded  the  product  will  be  slightly  finer. 

In  test  No.  2  of  the  Marathon  mill  the  amount  of  water  and  slime 
in  the  feed  was  reduced  to  a  minimum  by  shovel-wheels  to  secure  a  less 
volume  of  pulp  and  a  consequent  slower  velocity  of  pulp  through  the 
mill.  The  tonnage  of  test  No.  2  was  greatly  increased  over  that  of 
test  No.  1,  and  the  Hardinge  and  Chilean  mill  tonnages.  The  feed 
contained  an  average  of  63.5  per  cent,  solids,  and  only  2.92  per  cent, 
slime  (  —  200  mesh).  The  speed  in  all  the  tests  of  the  Marathon  mill 
was  30  r.p.m.  In  a  diameter  of  3  ft.  at  30  r.p.m.  there  is  no  dead  zone 
in  the  periphery  of  the  mill,  while  excessive  slipping  of  rods  is  prevented 
by  having  the  liner  plates  thicker  at  each  edge  than  in  the  middle,  re- 
sulting in  a  corrugated  interior  surface.  The  lining  retains  this  cor- 
rugated surface  until  it  is  worn  out.    The  rods  wear  evenly  from  end 
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to  end,  do  not  get  crosswise  in  the  mill  and  are  reduced  to  a  diameter 
of  %  in.  before  they  begin  to  crush,  flatten  out  or  break  into  pieces. 
When  worn  to  this  thinness,  some  rods  roll  up  and  are  discharged;  the 
short  half-length  pieces  retain  their  positions  in  the  charge  of  rods 
without  any  serious  results,  but  may  reduce  crushing  efficiency  to  some 
extent.  It  is  good  practice  to  take  out  the  entire  charge  of  rods  every  10 
days,  sort  out  the  small  and  "disabled"  rods  and  replace  the  loss  in 
weight  with  1^-in.  rods.  As  soon  as  the  weight  of  rods  consumed 
per  day  was  determined,  their  loss  in  weight  was  replaced  daily  with 
fresh  rods.  The  mill  must  be  closed  down  to  add  the  daily  charge 
of  rods.  During  these  tests  the  Marathon  mill  was  tilted  34  m-  per 
foot,  but  later  tests  proved  that  it  would  produce  equally  as  good  re- 
sults when  run  horizontally. 

Some  experiments  were  made  on  coarse  (+  yi-in.)  material  both  wet 
and  dry,  using  the  peripheral  discharge  end  and  feed  spout.  The 
charge  of  rods  in  the  mill  was  increased  by  the  addition  of  steel  shafting 
4  in.  in  diameter.  These  tests  were  not  extended  over  any  length  of 
time,  nor  were  sufficiently  conclusive  results  obtained  to  warrant  their 
mention.  The  primary  fact  established  was  this:  The  mill  was  able 
to  handle  coarse  feed  up  to  2  in.  in  a  way  to  encourage  further  experiment. 

Explanation  of  the  Action  of  the  Marathon  Mill 

It  might  be  well  at  this  point  to  offer  an  explanation  of  the  action 
that  takes  place  within  the  Marathon  mill. 

For  the  sake  of  comparison,  if  we  select  any  type  of  mill  with  spheri- 
cal-shaped grinding  media,  the  Hardinge  mill  for  example,  and  con- 
sider a  single  crushing  element,  we  have  a  row  of  pebbles  in  contact 
with  another  row  of  pebbles  as  indicated  in  Fig.  3. 


A 
B 


•  I  « 

*  A         ' 


-~~* -    -* 


Fig.  3.  Fig.  4. 

Now  when  falling,  row  A  strikes  row  B,  or  if  rolling  together,  row  A 
rolls  on  row  B;  it  is  evident  that  crushing  takes  place  where  one  pebble 
strikes  or  rolls  against  another,  or  at  their  point  of  contact.  The  number 
of  points  of  contact  in  an  element  is  determined  by  the  size  of  pebbles; 
the  smaller  the  size  of  pebbles,  the  greater  the  number  of  points  of 
contact  and  vice  versa.  But  it  has  been  demonstrated  in  actual  practice 
that  the  pebbles  must  be  above  a  certain  size  to  develop,  when  falling,  a 
crushing  blow  of  sufficient  force  to  be  of  any  value.  Hence  crushing  ability 
dAnonds  not  only  on  points  of  contact,  but  also  on  the  size  of  pebbles  and 
jir  mass  (by  mass  is  meant  specific  gravity). 
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Since  the  number  of  points  of  contact  must  vary  inversely  as  the 
size  of  pebbles,  the  two  factors  are  compromised  by  using  various  sizes 
of  pebbles.  In  order  to  take  advantage  of  the  mass  factor,  iron  balls  have 
been  recently  substituted  for  pebbles  as  a  crushing  medium. 

Now  consider  a  solid  bar  for  the  grinding  medium,  in  the  case  of  the 
Marathon  mill,  as  shown  in  Fig.  4.  When  falling,  rod  A  strikes  rod  B, 
or  if  rolling  together,  rod  A  rolls  on  rod  B;  there  is  a  continuous  row 
of  points  of  contact,  or  geometrically  speaking,  a  line.  It  has  been 
shown  in  experiments  that  the  rods  remain  parallel  when  the  mill  is  in 
operation.    Hence  we  have  the  maximum  number  of  contact  points  that 


Fia.  5. — Diagram  of  Crushing  Efwciknct — Gates  Method. 

can  exist  between  the  surfaces  of  two  rods  (cylindrically  shaped).  Again, 
we  may  consider  the  two  rods  A  and  B  of  Fig.  4  as  made  up  of  solid  iron 
balls  packed  closely  and  bound  together  throughout  their  length  by  addi- 
tional iron  which  is  0.4764  of  their  Own  weight.  Therefore,  the  crushing 
ability  of  iron  rods— bearing  in  mind  that  crushing  ability  depends 
upon  points  of  contact  and  upon  the  mass  of  crushing  medium — must 
be  greatly  superior  to  those  mills  which  use  spherical-shaped  crushing 
media.  The  relatively  small  diameter  of  rods,  2  in.  to  %  in.,  causes 
them  to  Ot  compactly,  thus  requiring  a  minimum  falling  distance  to 
deliver  a  crushing  blow.  The  center  of  mass  of  a  charge  of  rods  is 
much  nearer  the  axis  of  the  mill  than  in  a  mill  of  greater  diameter  whose 
crushing  charge  consists  of  steel  balls  or  pebbles. 


7Z.W 

Chilean   15.00 

CUbu  a  Bradcd  id  Opentinc  Costi  bj  Eras  Cask  Fa  Cent. 

MuaUkhi  No  2 3.77 

Hardinge 50.04 

■Untboo  No.  2  it  Encoded  in  Opcntii*  CoM  by  Ei«w  Com,  Pa  Cut. 
44.59 


Costs  are  generally  governed  by  local  conditions.  In  each  of  the 
divisions,  Operating  Labor,  Labor  on  Repairs,  Material  on  Repairs, 
and  Power,  the  percentage  of  the  total  cost  of  the  mill  is  represented, 
no  correction  being  made  for  the  tonnage.  From  the  second  part  of 
this  table  it  is  to  be  noted  that  the  Marathon  mill  costs  as  operated  in 
test  No.  1  are  the  least;  the  Chilean  mill  costs  are  the  next  lowest;  then 
the  Marathon  mill  costs  as  operated  in  test  No.  2;  and  the  Hardinge  mill 
costs  are  the  highest.  In  comparing  the  costs  of  one  mill  with  those 
of  any  other,  for  instance  the  Hardinge  costs  and  the  Chilean  costs,  the 
mill  with  the  lowest  costs  is  taken  as  100  per  cent.  The  Hardinge  costs 
basis  are  150.04  per  cent.,  or  50.04  per  cent,  in  excess  of  the 
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Material  on  Repairs  includes  rods  and  liners  for  the  Marathon  mill, 
die  and  tires  for  the  Chilean  mill,  and  pebble  lining  and  pebbles  for  the 
Hardinge  mill. 

In  each  case  the  power  factor  is  strongly  in  favor  of  the  Marathon 
mill.  The  tonnage  factor  is  omitted  at  this  point  because  it  properly 
belongs  to  a  comparison  of  grinding  efficiencies. 


Table  2. — Record  of  the  Average  for  Each  Test 


Type  of 

Mill 

1 

*>     i  Running  Time 

8!    in  Per  Cent. 
;  of  Total  Time 
i 

Time  Lost, 
Per  Cent. 

Total  Actual 
Running  Time 
in  Hours 

Tons     Dry 
Feed  in  24 
Hr. 

Tons    Dry 
Feed     per 
Hour 

Tons  Pulp  in 
24  Hr. 

Tons  Pulp  per 
Hour 

Per  Cent. 
Solids  in  Feed 

Marathon  No. 

6.00 

383.0 

236.5 

9.854 

662.4 

27.60 

85.7 

Marathon  No. 

2 i 

94.25 

5.75 

200.0 

440.0 

18.333 

693.0 

28.87 

63.5 

i 

96.25 

3.75 

1,455.3 

244.0 

10.166 

570.1 

23.75 

42.8 

93.75 

6.25 

1,401.7 

237.0 

9.875 

951.4 

39.64 

24.9 

Type  of  Mill 

Ratio  of  Solids 
to  Water 

Water  with 
Each  Ton  of 
Feed,  Gallons 

i 

,  Water  with 
|  24-Hr.  Ton- 
nage, Gallons 

'  Water  in  Pulp, 
■  Gallons  per 
Minute 

Kilowatts 
Consumed  per 
Hour 

j  Horsepower 
]  Consumed  per 
:  Hour 

1  Tons  Dry 
I  Feed  per  Hp.- 
hr. 

Tons  Dry 
Feed  per  Hp.- 

'  day 

i 

!  Speed  of  Mills. 
R.p.m. 

1  to  1.8 

432.2 

102,215 

70.98 

13.880 

18.60 

0.5316 

12.758  | 

80.27 

Mar.  No.  2 

1  to  0.57 

138.0 

60,720 

42.17 

16.791 

22.50 

0.8148 

19.555 

30.10 

1  to  1.3 

320.6 

78,226 

54.32 

42.208 

56.56 

0.1797 

4.313 

29.03 

Chilean 

1  to  3.0 

723.8 

171,540 

119.13 

27.388 

36.70 

0.2691 

6.485 

89.88 

The  term  pulp  is  here  used  to  signify  a  mixture  of  water  and  dry  feed, 
and  the  quantity  of  water  in  the  pulp  is  the  amount  in  combination  with 
the  dry  feed. 

The  delays  of  the  Hardinge  mill  are  due  to  ^elining  and  allowing 
time  for  lining  to  "set."  The  delays  of  Chilean  mill  are  due  to  renewing 
of  crushing  parts,  replacing  of  screens  and  oiling  of  mill.  The  delays 
of  the  Marathon  mill  are  due  to  changing  of  rod  charge,  addition  of  new 
rods,  relining,  and  extraordinary  repairs  on  defective  parts. 

The  power  consumed  by  the  Marathon  mill  is  practically  constant, 
the  rise  in  power  consumed  in  test  No.  2  being  due  to  an  increased  charge 
of  rods.  The  Hardinge  power  is  also  constant.  The  Chilean  mill  con- 
sumes less  power  when  the  tires  and  die  are  new  than  when  they  have  been 
in  operation  for  some  time.  If  mills  are  slightly  overloaded,  the  power 
increases  very  rapidly. 
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Table  3. — Average  of  Test  Conditions 


This  table  expresses  the  life  of  linings,  the  rate  of  wear,  and  pounds  of 
each  grinding  medium  sacrificed  per  ton  of  ore  ground.  The  Chilean 
mill  die  corresponds  to  liners  and  lining  of  the  other  two  mills.  It  is  to 
be  noted  that  the  Chilean  mill  required  the  least  amount  of  grinding 
medium  per  ton.  It  is  the  auxiliary  parts,  such  as  screens,  screen  frames, 
tire  wheels  or  mullers,  feed  spouts,  ploughs,  mortars,  and  the  power, 
that  completely  reverse  this  good  quality. 


Table  4. — Comparisou  of  Grind:*?  Eficitricits 
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Table.  4. — (Continued) 


Mesh 


+4 

+6 

+8 

+  10 

+14 

+20 

+28 

+85 

+48 

+65 

+  100 

+  150 

+200 

-200 


Recip- 
rocal 

of 
Aver- 

Feed. 

Per 

Cent. 

age 
Diam- 
eter 

by 
Weight 

Hardinge  Mill 


Relative 
Surface 
in  Feed 


Prod- 
uct. 
Per 

Cent. 

by 
Weight 


Relativo 
8urfaoe 

in 
Product 


Chilean  Mill 


Mesh 


Recip- 
rocal Feed, 
of  Per 
Aver-  Cent. 

age  by 
Diam-  Weight 

eter 


Relative 
8urfaoe 
in  Feed 


Prod- 
uct, 
Per 

Cent. 

by 
Weight 


Relative 
Surfaoe 

in 
Product 


4.46 

6.33 

8.93 

12.66 

17.86 

25.38 

35.71 

50.51 

71.43 

101.01 

142.86 

200.00 

285.71 

454.55 


0.97! 

8.43 

18.79 

13.86 

10.45 

8.49 

8.40 

6.53 

5.29 

4.10 

3.47 

1.81 

1.04 

8.37! 


4.33 
53.36 
167.79 
175.47 
186  64 
215.48 
299.96 
329.83 
377.86 
414.14 
495.72 
362.00 
297.14 
3,804.58 


0.07 

0.58 

1.95 

3.80 

8.17 

10.45 

11.60 

10.25 

10.40 

6.75 

4.13 

31.85 


i 


Total.... !100.00  7,184.30  100.00 


0.63 

7.34 

34.83 

96.44 

291.75 

527.83 

828.59 

1,035.35 

1,485.74 

1.350.00 

1.179.98 

14,477.42 


21,315.90.  Total 


4.19 
48.80 
147.26 
149.89 
160.38 
182.23 
265.33 
305.08 
342.86 
392.93 
537.15 
516.00 
519.99 
7,518.26 


100.0011,090.35 


0.05 
0.10 
1.07 
3.63 
7.75 
9.08 
9.38 
8.53 
8.95 
6.23 
4.21 
41.02 


100.00 


0.45 

1.26 

19.11 

92.13 

276.75 

458.63 

670.01 

861.62 

1,278.60 

1,246.00 

1,202.84 

18,645.64 


24,753.04 


Marathon 
No.  1 


Marathon 
No.  2 


Hardinge 


Chilean 


Work  units  in  product 17,525.97      11,231.56      21,315.90,    24,753.04 

Work  units  in  feed   9,122.83        3,910.38        7,184.30;    11,090.35 


Work  units  expended  in  crushing      8,403.14        7,321.18      14,131.60  j    13.662.69 
Work  units  expended  in  crushing 
corrected  for  tonnage 107,207 .3     143, 165 .  70      60,949 .60  !    88,602 .  54 


Excess  Efficiency  of  Marathon  No.  2  over 


Per  Cent. 


Marathon  No.  1 

Hardinge 

Chilean   

Excess  Efficiency  of  Marathon  No.  1  over 


33.54 

134.80 

61.58 

Per  Cent. 


Hardinge. 
Chilean   . 


Excess  Efficiency  of  Chilean  over 


75.90 
30.52 

Per  Cent. 


Hardinge, 


45.37 


VOL.   LV. — 44. 


efficiencies  in  grinding.     Cumulative  percentages  are  plotted  vertically 
and  reciprocate  of  screen-mesh  diameters,  horizontally  (Fig.  5).     This 

Table  5. — Gates  Method  of  Comparison 
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Table  5, — {Continued) 

From  Crushing  Diagram  by  Gates  Method  (Fig.  5) 


Marathon  No.  1 
Marathon  No.  2 

Hardinge 

Chilean 


8quare  Inches 


7.51 

6.65 

12.02 

11.12 


Efficiency  Corrected  for 
Tonnage 


95.812 

130.004 

51.842 

72.113 


Excess  Efficiency  of  Marathon  No.  2  over 


Per  Cent. 


Marathon  No.  1 

Hardinge 

Chilean 


Excess  Efficiency  of  Marathon  No.  1  over 


35.69 

150.75 

80.29 

Per  Cent. 


Hardinge. 
Chilean  .. 


84.81 
32.86 


Excess  Efficiency  of  Chilean  over 

Per  Cent. 

Hardinge 

39.10 

diagram  averages  the  diameters  without  calculation,  and  areas  upon  it 
are  proportional  to  surface  produced,  and,  in  accordance  with  Rittinger's 
law,  to  energy  spent  in  crushing  alone.  Measuring  these  areas  up  to 
200  mesh  and  multiplying  by  tons  per  horsepower-day,  we  obtain 
efficiency  units  for  comparison,  as  indicated  in  Table  5. 

Table  6. — Comparison  of  Del  Mar  and  Gates  Methods 


Excess  Units  by 

Marathon  No.  2  over 

Marathon  No   1 

Hardinge 

Chilean 

Marathon  No.  1  over 

Hardinge 

Chilean 

Chilean  over 
Hardinge 


Del  Mar, 
Per  Cent. 


Gates, 
PerCent. 


Numerical 
Average, 
Per  Cent. 


33.54 

134.80 
61.58 

75.90 
30.52 

45.37 


35.69 

150.75 

80.29 

84.81 
32.86 

39.10 


34.61 

142.77 

70.93 

80.35 
31.69 

42.23 


In  view  of  the  fact  that  in  Del  Mar's  system  the  —200  mesh  material 
is  taken  into  account  and  in  the  other  it  is  not,  we  may  consider  a  check 
existing  between  the  two  methods  with  but  one  exception,  comparing 
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Marathon  No.  2  with  Chilean,  the  two  extremes  of  feeds  and  products; 
the  one  producing  the  most  slime  and  the  other  producing  the  least 
dime.  To  be  impartial  and  conservative  at  the  same  time,  we  will  adopt 
the  numerical  average  of  the  two  methods. 


Summary 

For  the  material  treated  and  under  the  conditions  of  these  tests,  the 
Marathon  mill  is  far  superior  to  the  Hardinge  and  Chilean  mills  in  grind- 
ing efficiency.  Of  the  Hardinge  and  Chilean  mills,  the  Chilean  is  superior 
to  the  Hardinge.  The  Marathon  mill  will  bear  further  investigation  and 
experiment.  Its  costs  will  be  much  less  in  the  actual  installation  of 
several  mills  than  in  a  single  null  requiring  perfection  of  parts,  as  did  this 
one. 

On  the  basis  of  the  results  obtained  in  these  tests,  two  mills,  4  ft.  in 
diameter  by  8  ft.  long,  for  both  coarse  and  fine  grinding  (Fig.  7)  have  been 
ordered,  the  principal  features  of  which  are  as  follows: 

(a)  Feed  scoop  attached  to  the  head  end  of  the  mill.  There  are 
three  channels  in  this  scoop,  entrance  of  each  channel  having  a  rectangular 
rea  of  108  sq.  in.  (9  by  12  in.). 
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tion  to  s  product  of  which  only  about  3  per  cent,  remains  on  the  48-mesh 
screen.  .  A  detailed  comparison  of  the  methods  used  at  the  two  plants 
would  be  very  instructive  but  our  own  work  at  Miami  has  not  yet  reached 
a  point  where  such  a  comparison  is  possible,  the  reason  being  that  our 
final  product  is  not  yet  fine  enough.    By  means  of  larger  Hardinge  mills 


4.6  per  cent,  with  the  use  of  balls  both  in  the  primary  and  regrinding 

We  should  be  able  to  have  an  interesting  discussion  on  this  subject 
this  afternoon  if  some  of  the  mill  men  present  will  participate,  particularly 
as  we  have  before  us  Mr.  Blickensderfer's  paper,  presenting  what  may 
be  one  step  more  in  the  evolution  of  fine  grinding. 

R.  B.  Yekxa,  Miami,  Ariz.— I  would  like  to  ask  if  the  Marathon 
mill  can  operate  at  such  a  tonnage  as  to  produce  the  same  product  in 
fineness  as  that  produced  by  the  Hardinge  and  Chilean  mills? 

F.  C.  Blickensderfer. — At  the  time  this  paper  was  published, 
such  had  not  been  the  case.  However,  the  Marathon  mills  of  the  larger 
type,  now  in  operation  at  the  Burro  Mountain  Copper  Co.,  are  grinding 
considerably  finer  than  any  product  mentioned  in  this  paper.  Those 
mills  at  Tyrone  are,  roughly  speaking,  operating  on  300  dry  tons  per  24 
hr.,  and  are  grinding  this  down  from  15  to  18  per  cent,  plus  48.  The 
power  consumed  is  about  48  and  the  energy  units  corrected  for  ton- 
nage are  130,000. 

A.  P.  Watt,  St.  Francois,  Mo. — I  was  much  interested  in  reading 
Mr.  Blickensderfer's  paper  comparing  the  efficiency  of  the  Chilean, 
Hardinge  and  Marathon  mills.  The  question  of  fine  grinding  is  now 
receiving  considerable  attention  in  southeast  Missouri.  At  present  the 
" ;  middling,  which  is  through  10-mm.  on  2-mm.,  is  generally  crushed  in 


F.   C.   BLICKENSDERFER  \  695 

rolls.  One  company,  however,  is  using  a  Chilean  mill  and  another 
company  is  using  a  Huntington  mill  for  this  purpose.  Recently,  how- 
ever, the  use  of  pebble  and  ball  mills  has  been  considered  for  solving  the 
problem  of  fine  grinding.  Hardinge  and  Marcy  mills  are  in  regular 
operation  in  the  district  for  the  grinding  of  middling  and  two  companies 
are  to  install  Marathon  mills  for  the  same  purpose. 

By  reason  of  our  grinding  problem  I  was  much  interested  in  Mr. 
Blickensderfer's  paper,  but  as  I  read  it  a  few  questions  arose  in  my 
mind.  One  was  that  in  the  test  the  Marathon  was  using  metallic  rods 
and  was  being  compared  against  the  Hardinge  which  was  using  pebbles. 
It  is  well  known  that  the  use  of  steel  pebbles — so  termed — in  the  Hardinge 
mill  increases  its  efficiency.  I  wondered  if  that  fact  had  been  given 
consideration  in  later  tests  by  running  the  Marathon  against  the  Hardinge, 
using  steel  pebbles  instead  of  flint  pebbles  in  the  Hardinge.  I  noticed 
that  the  Marathon  feed  contained  about  63  per  cent,  solids  while  the 
Hardinge  mill  feed  contained  but  40  per  cent.  Would  not  an  increase 
in  the  percentage  of  solids  in  the  feed  to  the  Hardinge  increase  the  effi- 
ciency of  that  machine? 

I  would  like  to  ask  as  a  matter  of  information  whether  the  rods  in 
the  Marathon  mill  still  retain  their  cylindrical  shape  after  continual 
use  or  if  they  become  elliptical?  Also,  do  the  rods  retain  the  same 
diameter  at  both  ends  after  use,  or  do  the  rods  at  the  feed  end  wear  more 
than  at  the  discharge  end? 

F.  C.  Blickensderfer. — In  answer  to  the  first  question,  as  to 
whether  or  not  we  have  tried  steel  balls  in  the  Hardinge  mill,  I  will  say, 
"no."  The  idea  of  using  steel  balls  in  cylindrical  grinding  machines  was 
just  being  introduced.  The  second  question  regarding  the  wear  of  rods  is 
one  which  I  failed  to  make  sufficiently  clear.  The  rods  used  in  the  small 
Marathon  mill  of  7-ft.  length,  wore  almost  uniformly  from  end  to  end  until 
they  reached  a  diameter  of  J^  in.  After  that  some  of  them  would  flatten 
out,  take  an  elliptical  shape,  and  all  rods  would  wear  with  a  slight  taper- 
ing toward  the  feed  end,  due  no  doubt  to  the  fact  that  the  particles  of 
coarse  feed  kept  the  rods  at  a  greater  distance  apart  in  the  region  of  the 
head  end  than  at  the  discharge  end,  so  that  the  surfaces  of  the  rods  at 
the  head  end  were  constantly  exposed  to  rock.  The  tail  end  was  occu- 
pied by  finer  particles  of  pulp.  Lately,  in  our  present  practice,  due  to 
abnormal  conditions  regarding  the  supply  of  steel,  we  have  not  obtained 
successful  results  by  using  the  present  supply  of  rods.  This,  1  think,  is 
due  to  poor  steel.  We  have  had  rods  1  in.  in  diameter  break  in  two. 
We  have  had  rods  nearly  ]4  in.  in  diameter  go  into  the  shape  of  an  el- 
lipse, and  then  again  we  have  had  defective  castings.  These  are  mechan- 
ical defects  that  are  well  on  the  way  to  perfection,  and  will  not  seriously 
retard  the  ultimate  success  of  the  mill. 


lost  through  all  delays  in  the  operation  of  Hardinge  mills  at  other  plants 
is  well  under  1.5  per  cent.,  when  proper  care  is  taken  that  they  operate 
under  conditions  which  have  been  found  to  be  best.  The  life  of  the  same 
type  of  lining  at  the  plant  of  the  Arizona  Copper  Co.,  immediately 
adjoining  the  Detroit  Copper  Mining  Co.,  is  as  high  as  400  days,  with  an 
average  life  of  over  200  days. 

Two  other  conditions  to  which  may  be  ascribed  the  short  life  of  the 
lining  are  the  dilution  of  the  pulp  and  the  speed  at  which  the  mill  is 
operated.  It  is  a  well-known  fact  that  for  most  efficient  operation  of  a  . 
pebble  mill,  the  solids  in  the  pulp  should  be  in  the  neighborhood  of  60 
to  70  per  cent.,  and  under  these  conditions,  the  wear  of  the  lining  is  very 
much  reduced.  The  speed  of  the  mill  of  29  r.p.m.,  mentioned  by  the 
author,  is  too  high  for  this  type  of  lining,  since  the  action  of  the  pebbles 
is  such  that  they  are  thrown  across  the  mill  and  strike  the  lining  instead 
of  acting  upon  the  pulp.  This,  of  course,  causes  the  lining  to  wear  out 
faster  than  would  otherwise  be  the  case.  These  two  conditions  of  pulp 
consistency  and  speed  of  the  Hardinge  mill  also  affect  the  consumption 
i,  which  is  very  considerably  higher  than  that  at  the  No.  6 
■tor  of  the  Arizona  Copper  Co.,  which  was  1.334  lb.  per  ton 
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ground,  for  the  year  1914,  as  against  the  figure  of  2.33  lb.,  as  given  in  the 
paper  under  discussion. 

More  important,  however,  than  the  effect  upon  consumption  of  lining 
and  grinding  mediums  of  these  two  factors  of  speed  and  pulp  dilution,  are 
their  effect  upon  the  capacity  obtained  from  the  mill.  It  has  been  found 
that  a  dilute  pulp  with  a  high  percentage  of  moisture,  tends  to  very  much 
decreased  capacity  and  somewhat  higher  power.  Curves  and  other  data 
showing  the  effect  of  pulp  dilution  on  capacity,  fineness  of  grinding,  effi- 
ciency, and  power  have  been  published  for  the  past  7  or  8  years,  and  it 
would  therefore  be  merely  a  repetition  to  give  these  in  this  discussion. 
Suffice  it  to  say,  however,  that  the  efficiency  of  pebble  mills  has  been  in- 
creased over  50  per  cent,  by  thickening  the  pulp  fed  to  them.  Had  experi- 
ments been  made  to  ascertain  the  proper  speed  and  pulp  density,  the 
results  with  the  Hardinge  mill  would  have  been  much  more  satisfactory. 

As  already  mentioned,  no  information  is  given  as  to  the  metallurgical 
results  obtained  with  the  different  machines,  other  than  the  statement 
that  the  total  recovery  after  the  Marathon  mill  "was  almost  exactly  the 
same"  as  with  the  Chilean  mills.  It  is  a  well-known  fact  that  the  recovery 
by  gravity  concentration  when  grinding  in  Chilean  mills  is  lower  than  when 
the  ore  is  ground  in  pebble  mills  of  the  conical  type.  This  does  not 
necessarily  hold  true  when  flotation  follows  gravity  concentration,  but 
it  is  found  that  the  grade  of  the  concentrate  is  lower,  and  that  it  contains 
a  higher  percentage  of  insoluble  matter,  when  grinding  in  Chilean  mills. 
The  Marathon-mill  discharge,  however,  owing  to  the  fact  that  it  does  not 
contain  very  much  minus  48-mesh  material,  requires  regrinding  in  some 
other  type  of  machine  in  order  to  obtain  the  extraction  and  grade  of  con- 
centrate resulting  when  grinding  the  same  ore  in  the  Hardinge  mill.  By 
referring  to  the  author's  data,  we  find  that  a  considerably  greater  pro- 
portion of  the  Hardinge-mill  product  is  finished  than  is  the  case  with  that 
of  the  Marathon  mill. 

Mention  is  made  in  the  author's  paper  of  the  fact  that  metal  pebbles 
are  being  used  in  place  of  flint  for  grinding  in  Hardinge  mills,  and  the 
question  arises  why  these  were  not  tried  at  the  plant  under  consideration, 
as  it  is  a  known  fact  that  the  efficiency  of  the  machine  is  increased  by 
their  use,  provided  the  same  volume  is  used  as  of  flint  pebbles.  It  has 
also  been  found  that  they  are  cheaper  than  flint,  considering  all  items  of 
expense,  except  in  certain  exceptional  cases.  Another  point  in  favor 
of  their  use,  is  the  fact  that  increased  recovery  can  be  obtained  without 
the  expected  higher  grinding  cost.  Another  fact  which  might  be  mentioned 
at  this  point  is  that  operating  the  mill  in  closed  circuit  with  a  Dorr,  or 
other  similar  classifier,  increases  the  efficiency  and  therefore  decreases 
the  grinding  cost.  It  might  be  claimed  that  a  similar  increase  in  effi- 
ciency would  be  obtained  by  operating  the  Marathon  mill  in  a  similar 
manner,  but  this,  to  the  writer's  mind,  is  doubtful,  owing  to  the  much 


a  heavy  solution  of  mercuric  iodide  and  potassium  iodide,  with  a  specific 
gravity  of  about  3.20.  That  portion  of  ore  which  sinks  is  concentrates; 
that  which  floats  is  tailings.  There  is  a  very  definite  separatory  action 
in  this  method.  In  incorporating  this  method  of  separating  the  con- 
centratable  material  from  the  gangue  in  the  screen  sizes,  much  difficulty 
was  encountered,  especially  in  treating  slimes,  so  that,  to  my  knowledge 
at  present  it  is  an  open  question  as  to  the  determination  of  the  free  mineral 
in  the  screen  sizes. 

The  Hardinge  mill  slimed  slightly  less  of  the  total  material  fed  to  it; 
the  Hardinge  mill  slimed  a  little  more  of  the  mineral  fed  to  it,  as  com- 
pared with  the  Chilean  and  Marathon.  The  method  of  determining  to 
what  extent  the  mill  slimes  mineral  was  as  follows:  All  of  the  material 
in  the  feed  which  remains  on  a  200-mesh  screen  was  assayed  and  its  copper 
content  obtained  by  multiplying  per  cent,  weight  by  per  cent,  copper. 
Then  all  of  the  material  in  the  product  which  remains  on  a  200-mesh 
screen  was  assayed  and  its  copper  content  similarly  obtained.  Sub- 
tracting the  copper  content  thus  obtained  in  the  tails  from  the  copper 
content  in  the  heads  gives  the  copper  content  of  the  material  actually 
slimed  in  the  process  of  grinding. 
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Per  Cent. 
Copper 

Tons 
Copper 

1.03 

0.944 

1.01 

0.688 

1.09 

0.256 

)9  per  cent.  copp< 

Per  Cent. 
Copper 

Tons 
Copper 

1.15 

0.960 

1.19 

0.702 

1.05 

0.258 
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Proof  of  Statement  that  Hardinge  Mill  Slimes  More  Mineral  than  Chilean 

Assume  Weight  of  100  Tons 

Tons 

Total  +  200-mesh  pulp  in  Hardinge  feed 91 .  63 

Total  +  200-me8h  pulp  in  Hardinge  product....      68.15 

Material  actually  crushed  to  —  200-mesh 23 .  48 

Assay  of  material  actually  crushed  to  —200  =  1.09  per  cent,  copper. 
And  in  case  of  Chilean  mill: 

Tons 

Total  +  200-mesh  pulp  in  Chilean  feed 83 .  46 

Total  +  200-mesh  pulp  in  Chilean  product. . . .       58.98 

Material  actually  crushed  to  —200-mesh 24. 48 

Assay  of  material  actually  crushed  to  —200  =  1.05  per  cent,  copper. 

Hence,  the  Hardinge  mill  has  slimed  more  mineral  to  produce  an 
assay  of  1.09  per  cent,  copper  than  the  Chilean  in  producing  an  assay 
of  1.05  per  cent. 

S.  J.  Jennings,  New  York,  N.  Y. — I  would  like  to  ask  Mr.  Blickens- 
derfer  a  question.  In  his  explanation  of  the  action  of  the  Marathon  mill, 
he  shows  a  diagram  which  does  not  seem  to  differentiate  between  the 
two  possible  actions  that  take  place  in  the  mill — one  is  a  crushing  action 
and  the  other  is  a  grinding  action.  If  we  rotate  a  cylindrical  mill  some- 
what rapidly  so  that  the  pebbles  are  entrained  on  the  up  side  and  fall, 
we  would  have  a  crushing  action.  If  the  rapidity  of  rotation  is  not  suffi- 
ciently great  to  entrain  the  pebbles  on  that  side  but  merely  to  raise  them 
up  sufficiently  and  allow  them  to  go  back,  you  have  a  continuous  grinding 
action.  I  would  like  to  ask  Mr.  Blickensderfer  if  the  Marathon  mill  was 
run  at  such  a  speed  as  to  get  a  crushing  action,  or  a  grinding  action.  I 
assume  from  the  fact  that  the  rods  wear  evenly,  with  the  small  difference 
he  has  noted,  he  has  merely  a  grinding  action  in  his  mill;  but  I  would  like 
to  know  that  definitely. 

F.  C.  Blickensderfer. — We  have  going  on  in  the  Marathon  mill 
both  a  grinding  and  a  crushing  action.  In  the  explanation  referred  to,  I 
purposely  inserted  the  words  " strike"  and  "rolling  together."  Of  the 
charge  of  rods,  when  observed  inside  the  revolving  mill,  about  one-third 
is  flying  through  the  air  and  the  other  two-thirds  are  exercising  a  rolling 
action  on  one  another.  This  is  better  illustrated  by  standing  near  a 
Marathon  mill  and  hearing  the  constant  striking  of  rods  as  they  leave  the 
periphery  and  travel  across  to  the  opposite  part  of  the  mill. 

R.  S.  Handy,  Kellogg,  Idaho. — In  the  Marathon  mill,  in  the  matter 
of  keeping  them  parallel — when  the  rods  wore  to  small  diameters,  was 
there  any  difficulty  in  the  rods  getting  crossed  and  not  maintaining 
parallel  relationship? 


t.  .t-  H.  Mkrrill,  Los  Angeles,  Cal. — I  would  like  to  ask  if  the  aianu- 
factitrers  of  grinding  balls  have  in  any  way  made  a  suggestion  in  providing 
sections  of  rods  or  in  casting  balls  with  spherical  cavities  in  the  hope  thai 
MM  balls  will  engage  the  adjacent  one.  I  think  the  Jeffrey  company 
makes  balls  of  that  kind. 

TUTiWWMtt  B.  Cotthsilkaw,  Dulutn,  Minn,  (communication,  to  the 
PtfleretAfy*). — I  have  read  Mr.  Bliekensderferig  paper  with  special  in- 
Mr/wt  because  at  the  time  these  testa  were  being  carried  on  I  occupied 
f.hfl  position  of  Efficiency  Engineer  at  No.  6  concentrator  of  the  Arizona 
('.frpput  C-fi.,  tAA. 

A  comparison  of  the  work  of  the  8-ft.  by  36-in.  Hardinge  pebble  mills, 
n.t.  thr\  neighboring  concentrator  of  the  Arizona  Copper  Co.,  Ltd.,  tmme- 
ilififyly  suggests  ifsftlf.  This  plant  contained  12  mills  exactly  the  same 
nn  this  mill  nnwl  in  thin  test.  In  Table  1,  the  figures  for  this  plant  are 
fl.vrn(TM  for  f.h*  yMit  IftM, 

This  r*iwl  do-  f.bA  mills  at  No.  6  concentrator,  was  deslimed  in  drag 
Mtd.  This  rVrfifrtrg*  is  km  because  it  was  not  necessary  to  crowd  the 
mills.     Ton   (W«M  havs  been,  and  frequently  were,  sufficient  for  the 
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Table  1 

Detroit  Ariaona 

Copper  Co.         Copper  Co. 

Power,  horsepower 56.56  56.65 

Tonnage 244.00  196.70 

Dilution,  per  cent,  solids 42.80  55.00 

Pebble  consumption  per  day 527.00  262.00 

Pebble  consumption  per  ton 2 .  160  1 .  334 

Life  of  pebble  lining 159.00  200.00 

Tons  per  lining 40,000.00 

crude  ore  tonnage  at  that  time  being  handled.  When  the  mills  were 
first  installed,  500  lb.  pebbles  per  day  were  charged  for  an  entire  month, 
without  seeming  to  create  an  excess.  This  amount  was  gradually  cut 
down  to  250  lb.  where  it  remained. 

The  pebble  lining  used  in  all  these  mills  was  first  introduced  by 
David  Cole,  then  in  charge  of  the  remodeling  of  No.  6  concentrator. 
It  consisted  of  the  largest-size  Danish  pebbles,  set  on  end  in  neat  cement 
or  very  rich  concrete,  the  pebbles  being  rather  carefully  fitted  together, 
much  in  the  manner  of  building  a  dry-wall.  The  lower  half  of  the  mill 
was  lined  the  first  day.  The  mill  was  turned  over  the  second  day  and 
the  other  half  lined.  It  could  then  be  put  into  operation,  if  desired,  but 
was  ordinarily  allowed  a  day  or  two  longer  to  take  a  final  set.  Such  a 
lining  required  10,000  lb.  of  pebbles,  50  sacks  of  cement,  and  cost  in- 
stalled, including  cutting  out  the  old  lining,  about  $160.  The  life  would 
vary  from  150  days  to  as  long  as  400  days  actual  running  time,  with  an 
average  of  about  200  days.  Linings  composed  of  silex  blocks  would  last 
only  about  60  days. 

Lifting  bars  were  tried  in  these  mills.  These  were  formed  by  rows 
of  silex  blocks,  set  on  end,  in  the  cylindrical  portion  of  the  mill.  Repeated 
tests  could  detect  no  advantage  from  them. 

A  curious  fact  was  brought  out  by  several  tests  to  determine  thd  best 
dilution  of  the  pulp.  Mr.  Blickensderfer  mentions  the  "accidental 
oversize"  in  the  discharge  of  the  mill.  The  same  thing  was  noticed  at 
No.  6  concentrator,  and  the  mill  operators  would  correct  it  by  "sticking 
a  hose  in  the  feed  launder."  This  seemed  so  contrary  to  accepted  ideas, 
that  carefully  conducted  tests  were  made  between  several  different  pairs 
of  mills,  each  pair  having  feed  from  the  same  source,  but  water  being 
added  to  one  while  the  feed  to  the  other  was  as  dry  as  possible.  In 
repeated  tests  conducted  with  the  utmost  care,  it  was  shown  that  with 
greater  dilution,  there  would  be  less  accidental  oversize.  It  was  decided 
at  that  time  that  the  most  satisfactory  way  to  operate  these  mills  would 
be  in  closed  circuit. 

The  Marathon  mill  at  the  West  Yankie  Concentrator  was  of  great 
interest  to  all  of  us.  The  low  power  consumption  was,  of  course,  the 
direct  result  of  the  small  diameter  of  the  mill.    I  very  much  doubt  if  the 
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similar  classifier.  Had  both  mills  been  equipped  in  this  way,  and 
operated  to  give  products  of  equal  fineness,  I  think  there  would  have  been 
little  to  choose  between  them.  I  should  like  very  much  to  see  this 
comparison  made. 

The  Marathon  mill  should  have  a  field  where  slime  is  anathema,  where 
the  mineral  can  and  should  be  saved  at  a  relatively  coarse  size.  As  Mr. 
Blickensderfer  points  out,  there  were  several  mechanical  defects  in  the 
first  machine,  which  have  to  some  extent  been  corrected  in  the  second. 
These  defects  can  doubtless  be  eliminated  entirely,  if  the  machine  proves 
to  have  a  wide  enough  application. 

The  decline  in  the  popularity  of  Chilean  mills  is  due  more  to  mechanical 
drawbacks  than  to  quality  of  work.  The  wear  of  tires  and  dies  is  not 
serious,  but  as  Mr.  Blickensderfer  himself  notes,  it  is  the  auxiliary  parts, 
the  screens,  screen  frames,  mullers,  feed  spouts,  ploughs,  etc.,  that  give 
the  trouble,  not  only  in  repairs  but  in  operation. 

David  Cole,  El  Paso,  Texas  (communication  to  the  Secretary*). — 
The  paper  by  Mr.  Blickensderfer  presented  at  the  session  at  Miami 
was  very  interesting  to  me  because  I  witnessed  the  operation  of  the 
machines  when  they  were  being  tested.  I  can  vouch  for  the  great  pains 
that  were  taken  by  Mr.  Hall  and  Mr.  Blickensderfer  in  making  the 
tests  as  nearly  parallel  as  possible  as  to  feed  going  to  the  competing  ma- 
chines, the  power  consumed  by  them,  and  the  measuring  of  results  as 
accurately  as  possible.  Mr.  Blickensderfer  stated  in  his  discussion  that 
the  tables  compiled  by  him  were  done  with  great  care  and  "are  about 
as  accurate  as  they  could  well  be,"  and  I  have  pleasure  in  corroborating 
his  statement  from  the  standpoint  of  observation  on  the  ground  at  the 
time.  We  are  indebted  to  Mr.  Blickensderfer  not  only  for  his  paper, 
but  also  for  the  very  courageous  way  in  which  he  defended  the  position 
he  had  taken,  when  under  the  rapid  fire  of  questions  that  resulted. 

The  errors  of  comparison  are  fundamental  and  the  question  raised 
by  Mr.  Watt  discloses  one  of  the  most  important  ones.  Except  for  the 
purpose  of  showing  different  results  when  using  grinding  media  of  different 
gravity,  it  is  fundamentally  wrong  and  illogical  to  compare  the  work  of  a 
grinding  mill  of  the  tube-mill  family,  using  flints,  with  one  using  steel  grind- 
ing media.  It  would  be  illogical  to  suggest  that  the  Marathon  mill  be 
operated  with  a  set  of  rods  made  of  agate,  and  it  is  equally  illogical  to 
compare  the  work  of  a  Hardinge  mill  using  flints  with  a  Marathon  using 
steel  rods.    Little  importance  should  therefore  attach  to  the  comparison. 

The  comparison  of  work  done,  based  upon  the  scientific  theory  of 
Stadler,  Gates,  Kick,  et  al.,  is  beautiful  on  paper,  but  there  are  a  lot  of 
us  who  hesitate  to  accept  the  theory  as  "law."     We  are  inclined  to 
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prove  to  be  good.  A  "grinder"  of  this  form  presents  a  circular  side  and 
end  elevation  and  a  square  appearance  in  plan.  It  is  balanced  around 
its  center  of  mass  similarly  to  a  sphere  and  affords  lines  of  contact  of 
lengths  varying  from  nil  to  the  largest  diameter.  It  would,  of  course, 
tend  to  wear  into  a  sphere,  but  it  ought  to  do  a  lot  of  grinding  before  it 
finally  surrenders  to  that  form.  * 

There  is  one  point  distinctly  in  favor  of  rods,  and  that  is  that  the 
steel  mills  everywhere  are  equipped  to  produce  them  at  a  minimum  ex- 
pense. I  carried  on  some  experiments  in  a  small  way  at  Morenci  looking 
to  the  development  of  some  "laws"  about  shapes  of  mullers,  but  found 
nothing  better  than  rods,  and  since  these  are  easiest  to  get  for  the  reason 
above  given,  the  investigation  was  halted  on  that  ground. 
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It  was  realized  from  the  beginning  that  with  such  an  enormous  ton- 
nage to  treat  it  would  be  well  worth  the  time  and  cost  to  carefully  work 
out  a  flow  sheet.  Accordingly,  a  gravity  test  mill  was  erected  and  placed 
in  operation  near  the  Joe  Bush  shaft  in  November,  1910,  and  its  operation 
was  continued  until  August,  1911.  Soon  after  this,  flotation  began  to 
attract  considerable  attention  in  this  country  and  realizing  the  possibili- 
ties that  might  arise  through  its  systematic  investigation,  it  was  deemed 
advisable  to  go  into  the  process  in  detail.  A  50-ton  Minerals  Separation 
[midline  was  first  erected,  which  after  a  few  months  thoroughly  demon- 
strated Hint  flotation  was  applicable  to  the  concentration  of  the  Inspira- 
tion ores,  but  in  order  to  better  determine  its  proper  place  in  the  flow 
oet  a  000-ton  test  mill  was  designed  and  erected  in  1913  on  the  benches 
She  concentrator  site,  the  grading  for  which  was  at  this  time  completed. 
lerous  flow  sheets  were  experimented  with,  the  final  result  being  the 
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one  now  in  use  in  the  concentrator.  A  discussion  of  certain  phases  of 
the  results  accomplished  in  the  test  mill  will  be  given  in  another  section, 
mention  being  made  of  it  here  simply  for  preserving  the  proper  sequence. 

That  the  large-scale  test-mill  method  for  working  out  flow  sheets  for 
large  plants  is  the  only  logical  method,  is  evidenced  by  the  fact  that  in 
nearly  every  stage  of  the  treatment  either  an  entirely  new  machine  has 
been  adopted  or  a  new  application  has  been  made  of  a  standard  machine; 
the  result  in  each  case  being  either  increased  efficiency  or  a  more  economi- 
cal arrangement.  The  first  mill  was  to  have  a  capacity  of  7,500  tons 
per  24  hr.  This  design  covered  an  area  of  approximately  350,000  sq.  ft., 
or  a  little  over  8  acres.  The  mill  now  in  use  covers  an  area  of  approxi- 
mately 125,000  sq.  ft.,  or  a  little  less  than  3  acres,  but  has  a  capacity  of 
15,000  tons.  The  recovery  in  the  two  types  of  plants  on  favorable  ores, 
that  is,  ores  not  carrying  over  10  points  of  oxide,  may  be  closely  esti- 
mated at  70  per  cent,  for  the  first,  and  85  per  cent,  for  the  second. 

In  order  to  account  for  the  long  period  required  for  the  design  and 
construction  of  the  plant,  it  may  be  interesting  to  note  that  six  complete 
designs  for  the  concentrator  were  executed,  the  idea  being  to  keep  this 
work  abreast  of  the  developments  brought  out  by  the  test  mill.  Design 
No.  2  was  completed  and  a  contract  entered  into  for  structural-steel  re- 
quirements. A  portion  of  the  steel  had  been  fabricated  when  flotation 
developments  pointed  to  the  fact  that  wet  gravity  concentration  could 
be  greatly  improved  upon.  At  this  point  all  work  on  the  steel  contract 
was  stopped  and  that  portion  of  the  contract  pertaining  to  the  concentra- 
tor was  cancelled.  Although  facts  relative  to  flotation  continued  to 
develop,  in  July,  1913,  the  steel  design  for  the  present  concentrator  build- 
ing was  completed.  This  building  was  no  sooner  erected  than  very 
marked  changes  in  grinding  machinery  began  to  develop,  the  ultimate 
result  of  which  was  another  altogether  new  arrangement  for  the  entire 
mill.  As  it  stands  today  there  are  but  three  single  pieces  of  machinery 
in  the  mill  building  occupying  the  places  originally  intended  for  them, 
these  being  the  three  electric  cranes  now  in  use.  Considering  these 
changes,  it  is  remarkable  that  such  a  good  arrangement  was  found  possible. 

PLANT  SITES 

The  sites  for  the  plants  as  finally  decided  upon  permitted  of  an  ar- 
rangement entirely  adequate  to  meet  the  proposed  requirements,  but  the 
following  important  features  may  be  noted: 

The  mine  plant  site  is  contiguous  to  the  orebodies  but  at  a  safe  dis- 
tance from  ground  to  be  caved;  it  occupies  a  position  as  regards  elevation 
well  suited  to  a  favorable  hoisting  arrangement  and  allows  of  a  down- 
grade to  the  concentrator  of  0.3  per  cent.  The  shortest  line  from  the 
shafts  to  the  orebodies  approximately  bisects  them,  making  possible  a 
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surface,  reduces  it  to  a  size  suitable  for  mill  treatment  and  places  it  in 
storage,  ready  for  transportation  to  the  concentrator. 

The  relation  between  the  orebodies  and  the  mine  plant  can  be  de- 
scribed as  follows:  Conceive  of  a  chain  of  orebodies  the  lateral  extensions 
of  which  form  a  parabola  with  its  vertex  pointing  to  the  north  and  having 
a  length  of  approximately  9,000  ft.  Place  the  main  haulage  ways  on 
either  side  of  the  axis,  60  ft.  apart,  and  open  them  to  surface  through  two 
three-compartment  shafts,  102  ft.  centers,  and  about  750  ft.  from  the 
nearest  approach  of  the  orebodies.  Group  the  mine  plant  symmetrically 
about  the  axis  between  the  shafts  and  the  orebodies  and  a  general  idea  of 
their  relation  is  obtained. 

Dual  Arrangement 

As  a  result  of  the  preliminary  studies,  the  dual  arrangement  of  the 
mine  plant  was  evolved,  the  primary  consideration  being  the  necessity 
of  handling  1,000  tons  of  ore  per  hour,  which  in  itself  precluded  the  use 
of  a  single  shaft.  Two  shafts  would  also  insure  continuity  of  service. 
It  was  then  considered  advisable  to  follow  this  idea  a  step  further  and 
make  the  whole  mine  plant  duplicate  in  its  arrangement,  which  would 
give  reasonable  assurance  against  total  shutdowns  and  also  permit  of  a 
better  load  factor. 

Underground  Haulage 

Underground  haulage,  for  transporting  crude  ore  from  the  stope 
chutes  to  the  loading  stations  at  the  main  shafts,  is  confined  to  two  levels, 
the  600  or  main  haulage  level,  and  the  400  level.  The  main  haulage  level 
is,  in  turn,  made  up  of  two  distinct  systems,  each  serving  its  main  shaft. 
All  haulage  is  to  be  controlled  by  a  block  signal  system. 

Two  types  of  motive  power  for  underground  haulage  were  considered 
— electric  and  compressed  air.  On  account  of  less  danger  to  life  due  to 
the  elimination  of  bare  conductors,  the  compressed-air  locomotive  was 
chosen  rather  than  the  electric.  The  difference  in  the  efficiency  of  the 
two  systems  is  probably  a  small  percentage  of  the  total  cost.  "Safety 
First"  was  therefore  the  deciding  factor. 

The  locomotives  are  of  the  two-stage,  four-wheeled  type,  and  have  a 
weight  on  the  drivers  of  10  tons.  The  initial  cylinder  air  pressure  is  250 
lb.,  and  the  charging  pressure  800  lb.  per  square  inch.  The  haulage 
capacity  per  charge  was  estimated  at  50  ton-miles.  The  locomotives 
haul  25  cars,  each  of  5  tons  capacity,  on  a  30-in.  gage  track  over  a  0.4  per 
cent,  grade  in  favor  of  the  load,  and  will  negotiate  a  curve  of  38  ft.  radius. 

All  ore  tapped  from  the  stope  chutes  is  broken  to  pass  a  12-in.  grizzly 
so  that  no  further  attention  has  to  be  given  to  it  after  it  is  once  in  the 
cars.  At  the  shafts  the  cars,  weighing  14,000  lb.  each  loaded,  are  dumped, 
five  at  a  time,  by  motor-operated  tipples,  one  for  each  shaft  on  the  600 


? 


Automatic  Measuring  and  Loading  Devices 

To  carry  out  the  automatic  feature  of  the  hoisting  equipment,  it  was 
desirable  to  make  the  loading  of  the  skips  automatic.  There  being  noth- 
ing on  the  market  which  could  be  used  for  this  purpose,  it  was  necessary 
to  work  up  complete  designs  in  accordance  with  original  ideas. 

In  a  few  words  the  device  (illustrated  in  Figs.  3a  and  36)  can  be  de- 
scribed as  follows: 

Ore  from  one  of  the  1,600-ton  underground  pockets  rests  on  a  roll 
feeder  which  is  actuated  by  a  pawl  and  ratchet  wheel,  and  is  fed  into  a 
12-ton  measuring  hopper.  This  hopper  is  suspended  between  the  legs 
of  a  U-shaped  scale  beam  with  fulcrums  at  the  two  ends.  Through  a 
link  at  the  middle  of  the  yoke  the  proportional  weight  of  the  hopper  and 
ore  ia  transferred  to  the  main  scale  beam  which  carries  a  counterweight 
of  1,370  lb.  Motion  obtained  from  the  counterweight  scale  beam  when 
the  hopper  becomes  filled  is  utilized  to  operate  a  system  of  levers  and 
lift  the  pawl  from  the  ratchet  wheel,  thus  stopping  the  roll  feeders.  The 
hopper  is  now  ready  to  be  emptied. 

As  the  returning  empty  skip  settles  on  the  chairs,  it  strikes  an  arm 
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projecting  out  into  the  shaft.  This  arm  is  connected  by  a  system  of  links 
to  the  shaft  on  which  the  yoke  of  the  gate  forming  the  bottom  of  the 
hopper  is  hinged.  The  motion  imparted  to  the  system  by  the  skip  trips 
the  gate  yoke,  the  weight  of  the  ore  in  the  hopper  causes  the  gate  to  drop 


Section  Looking  North 

Fia.  2. — Arrangement  op  Underground  Pockets. 

into  the  skip  chute,  and  the  hopper  is  emptied  into  the  skip.  As  soon  as 
it  is  empty,  a  counterweight  on  the  gate  causes  it  to  close,  all  motions 
are  reversed  and  the  measuring  hopper  is  again  filled. 

A  cut-off  gate  prevents  the  roll  feeder  from  becoming  bare  in  case  the 
pocket  should  be  emptied.     A  5-ft.  layer  of  ore  thus  protects  the  feeder 
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Fia.  3a. — Automatic  Ore' Measuring  and  Loading  Devices. 
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Sectional  Side  Elevation 

Fig    3d. — Automatic  Ore  Measuring  and  Loading  Devices. 


below  the  ore-skip  chairs  and  by  means  of  hinged  aprons  completely 
close  off  the  Bhaft.  When  one  is  filled  it  is  attached  to  the  bottom  of  the 
ore  skip  and  hoisted  to  the  top  of  the  underground  pocket,  where  by  open- 
ing a  hopper  bottom  it  is  discharged.  They  have  a  capacity  of  9  tons 
each. 

Automatic  Hoists 

At  the  time  it  was  decided  to  sink  two  shafts  the  conditions  seemed  to 
favor  the  use  of  two  entirely  independent  hoists,  located  symmetrically 
on  either  side  of  the  main  headframes.  It  was  next  proposed  to  put  the 
two  hoists  under  the  same  roof  but  to  operate  them  independently  of  each 
other.  Then  on  account  of  the  advent  of  several  new  conditions  it  was 
deemed  advisable  to  make  the  operation  of  the  hoists  automatic. 

While  the  hoists  are  entirely  automatic  in  their  operation,  either  can 
be  manually  operated  independently  of  the  other  if  so  desired.  No  at- 
tempt will  be  made  to  cover  the  automatic  features  of  the  installation  as 
these  are  presented  in  detail  in  another  paper.1     Suffice  it  to  say  here 

1  H.  Kbnyon  Bdrch  and  M.  A.  Whitinu:  Automatic  Operation  of  Mine  Hoists 
Exemplified  by  the  New  Electric  Hoists  for  the  Inspiration  Consolidated  Copper  Co., 
tliis  volume,  p.  10. 
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that  the  problem  as  presented  has  been  solved  in  a  most  efficient  manner, 
sufficient  proof  being  the  entire  satisfaction  that  the  equipment  has  thus 
far  given. 

Man  Elevator 

When  the  question  of  handling  men  came  up,  several  possibilities  as 
regards  point  of  distribution  presented  themselves.  They  could  be 
handled  through  an  existing  tunnel,  hoisting  or  lowering  to  the  working 
levels  through  an  inclined  shaft,  or  entirely  through  an  inclined  shaft,  or 
through  one  of  the  main  shafts.  Whichever  scheme  proved  the  most 
feasible,  the  idea  was  to  have  the  men  do  as  little  walking  as  possible, 
ample  provision  to  be  made  for  transferring  them  from  change  house  to 
working  places.  It  was  finally  decided  that  distribution  from  the  main 
shafts  was  the  most  logical  and  the  shafts  were  equipped  accordingly. 

The  next  consideration  was  the  type  of  hoists  to  be  used.  Standard 
mine  practice  favored  a  separate  hoist,  manually  operated  and  working 
against  a  counterweight.  This  type  made  necessary  the  services  of  two 
attendants,  one  on  the  cage  and  one  at  the  hoist,  but  in  working  out 
probable  operating  costs  the  idea  was  conceived  of  eliminating  the  hoist 
attendant  by  an  application  of  the  elevator  principle.  Studies  along  this 
line  were  at  once  begun,  but  no  great  amount  of  enthusiasm  among  the 
manufacturers  could  be  aroused  on  account  of  the  unusual  conditions. 
Equipment  was  wanted  to  handle  a  counterweighted,  double-deck  cage, 
weighing  7,100  lb.  and  loads  of  7,500  lb.,  the  maximum  speed  of  the  cage 
to  be  800  ft.  per  minute.  The  fact  that  the  hoist  and  counterweight 
would  have  to  be  removed  from  the  elevator  shaft  also  presented  a  new 
feature  in  the  design.  It  may  be  said,  however,  that  placing  the  hoist 
in  the  headframes  directly  above  the  shaft,  as  is  the  usual  practice  in 
office  building  design,  was  at  one  time  considered. 

The  equipment  as  installed  is  operated  entirely  from  the  cage,  the 
hoist,  motor-generator  set,  and  control  apparatus  being  in  the  hoist  house 
about  220  ft.  away.  The  motor  driving  the  direct-current  generator  on 
the  motor-generator  set  has  a  rating  of  190  hp.,  the  generator  developing 
130  kw.  The  hoist  is  driven  by  a  158-hp.  direct-current  motor.  It  is 
provided  with  a  safety  brake,  so  arranged  that  when  the  hoist  is  stopped 
the  brake  is  automatically  applied  to  hold  the  cage.  This  brake  is  actu- 
ated by  spring  pressure,  is  constantly  in  service  except  when  electrically 
released  during  normal  operation  of  the  hoist  and  is,  therefore,  instantly 
applied  in  case  the  current  supply  is  interrupted  from  any  cause.  Addi- 
tional safety  devices  are  provided  which  take  care  of  overwind,  overload 
on  motor,  slack  cable,  etc.  Two  oil-cushioned  buffers  are  provided  at 
the  bottom  of  the  shaft,  being  so  designed  as  to  bring  the  loaded  cage  to  a 
gradual  stop  in  case  the  cage  from  any  cause,  while  running  at  normal 
speed,  should  not  stop  at  the  lower  terminal.     The  cage  is  equipped  with 


an  even  distribution  of  the  ore  is  effected  throughout  the  length  of  the 
2,000-Uro  crude-ore  bin.  This  bin  is  of  rather  unusual  design  and  very 
nearly  self-cleaning.  The  boltoni  slopes  down  45°  each  way  from  a  hip 
wiiter,  toward  the  vertical  back  and  front,  a  section  resembling  an  in- 
verted capital  M.  Gates  are  placed  under  the  bin  on  the  slope  toward 
the  back  as  well  as  on  the  front  of  the  bin.  This  arrangement  of  bottom 
and  gates  not  only  allows  the  bin  to  be  emptied  but  the  ore  is  prevented 
from  parking  or  hanging  up  by  drawing  off  alternately  from  the  rear  and 
front  gates.  The  gates  are  4S  in.  wide  and  are  operated  by  rack  and 
pinion  from  runways. 

For  each  of  the  four  units  of  the  crushing  plant,  two  gates,  one  under 
the  bin  and  one  in  front,  discharge  on  an  apron  feeder  that  travels  across 
and  under  the  bin,  delivering  the  ore  upon  a  3-in.  bar  grizzly  feeding  a 
No.  8  gyratory  crusher  act  to  crush  to  4-in.  cubes  i,Fig.  4\. 

The  apron  feeders  have  a  width  of  4$  in.,  a  length  of  25  ft.  6  in.  be- 
tween centers  and  travel  at  7  ft.  per  minute;  20-in.  belt  conveyors  travel- 
ing at  7  ft.  per  minute  and  driven  from  the  feeder  sprockets  are  placed 
beneath  the  feeders  to  take  care  of  drippings.  These  discharge  into 
chutes  that  join  the  undersize  from  the  griiilies.  Wood  scraps  are 
removed  from  the  ore  at  the  discharge  enil  of  the  apron  feeders  and  also 
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from  the  inclined  conveyors  leading  to  the  disk  crushers.  These  scraps 
are  carried  away  by  two  20-in.  belt  conveyors  traveling  at  75  ft.  per 
minute,  running  across  the  building  and  dumping  outside. 

One  of  the  four  similar  crushing  units  will  be  described  in  the  following 
paragraph.    Fig.  4  shows  a  cross-section  of  the  crushing  plant. 

Description  of  Crushing  Unit 

The  discharge  from  the  gyratory  and  the  undersize  from  the  grizzly 
are  conveyed  by  a  30-in.  inclined  belt  conveyor  to  two  48-in.  disk  crushers, 


Fig.  4 — Section  of  Coarse -Crushing  Plant. 

the*  ore  first  passing  over  a  1^-in.  bar  grizzly.  This  conveyor  has  a 
magnetic  head  pulley  for  removing  tramp  steel.  The  48-in.  disk  crushers 
are  set  with  a  maximum  opening  of  2  in.,  their  discharge  and  the  under- 
size from  the  1^  in.  grizzlies  joining  on  two  36-in.  horizontal  cross  belts 
which  in  turn  discharge  at  the  center  of  the  building  on  the  two  main 


The  bin  proper  and  conveyor  housing  are  of  steel.  The  main  dimensions 
of  the  bin  are  as  follows:  Overall  length,  465 ft.;  width,  40 ft.;  depth, 40 ft. 
The  bin  is  divided  into  three  compartments,  the  two  end  compartments 
being  for  the  storage  of  special  ores  if  any  such  ever  be  encountered. 
They  are  comparatively  small,  accommodating  one  car  on  each  track 
and  having  an  available  capacity  of  1,700  tons  each. 

The  distributing  belts  are  driven  by  two  50-hp.  motorB  located  at 
either  end  of  the  bin.  The  ore  is  drawn  off  through  hand-operated  gates 
of  the  swinging  cut-off  type,  there  being  three  gate  openings  for  each  car. 

Sampling  Plant 

The  heads  sampler  is  placed  at  the  point  where  the  main  inclined  belts 
discharge  on  the  horizontal  cross  belts  (Fig.  7).  This  sampler  consists 
of  a  rectangular  cast-iron  bucket,  9  by  30  in.,  on  the  end  of  a  revolving  arm 
10  ft.  in  length.  The  bucket  runs  on  a  circular  track  12  ft.  4  in.  in  diame- 
ter and  is  driven  through  a  wormwheel  mounted  on  a  vertical  shaft, 
making  a  revolution  every  40  sec.  The  bucket  has  a  swinging  cut-off 
type  of  gate  for  a  bottom.  In  its  travel  it  cuts  the  two  main  ore  streams, 
taking  out  M20.  an<l  at  a  point  180°  from  the  ore  stream  strikes  a  tripper 
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which  causes  the  gate  to  open  and  the  sample  to  be  discharged  into  a 
10-ton  hopper.  From  the  hopper  the  sample  is  fed  by  a  roll  feeder  and 
started  on  its  way  through  the  sampling  plant,  which  is  located  against 
the  center  of  the  storage  bin  opposite  the  main  conveyors.  Here  the 
sample  is  first  passed  through  a  24-in.  disk  crusher.  A  ^5  cut  is  then 
made  with  a  Snyder  sampler  and  this  cut  is  delivered  to  a  set  of  27  by 
14-in.  rolls.  The  roll  product  is  cut  by  a  second  Snyder  sampler,  this 
K 5  cut  going  to  a  mixing  drum  that  equalizes  the  flow.  The  resulting 
stream  is  delivered  to  a  duplex  Vezin  sampler  making  two  ^f  0  cuts. 
These  samples  are  duplicates  and  weigh  110  lb.  each,  representing  a  day's 
run.  The  rejects  from  the  three  samplers  go  to  an  elevator  that  dis- 
charges into  the  storage  bin. 

Motors  and  Other  Equipment 

The  four  units  of  the  crushing  plant  are  driven  by  four  200-hp.  motors 
located  in  two  dustproof  rooms,  symmetrically  arranged  on  either  side  of 
the  plant.  Except  for  some  minor  reductions,  belt  transmission  is  used 
throughout. 

Two  20-ton  electric  cranes  are  installed  in  the  plant,  one  to  serve  the 
gyratories,  the  other  the  disk  crushers,  motors,  etc.  These  are  in  turn 
connected  to  the  yard  track  by  transfer  cars  and  a  20-ton  electric  trolley 
hoist,  running  at  right  angles  outside  of  the  building.  Each  200-hp. 
motor  is  served  by  a  6-ton  crawl  so  arranged  as  to  allow  of  crane  handling 
after  leaving  the  motor  room.  A  repair  car  and  track  near  the  gyratories 
permits  of  easy  handling  of  their  driving  mechanisms,  or  bottom  plates. 

Compressor  Equipment 

Compressed  air  is  used  for  two  distinct  purposes:  For  underground 
haulage,  and  for  mine  drills.  For  the  first,  1,000-lb.  air  is  used  and  for 
the  second,  100-lb.  The  haulage  system  is  served  by  two  compressors, 
each  having  a  capacity  of  1,125  cu.  ft>.  of  free  air  per  minute  at  107  r.p.m. 
These  are  of  the  duplex,  four-stage,  power-driven  type,  the  cylinders  being 
cross-compounded,  water-jacketed,  and  having  intercoolers  between  the 
stages.  These  compressors  have  an  automatic  regulating  arrangement 
whereby  the  1,000-lb.  discharge  line  is  cut  out  when  a  predetermined  high- 
pressure  point  has  been  reached,  and  the  four  cylinders  converted  into  a 
double-compound  compressor,  discharging  directly  into  the  100-lb.  main. 
Each  compressor  is  driven  by  a  430-hp.  self-starting,  synchronous  motor. 

The  low-pressure  equipment  consists  of  two  100-lb.  compressors  hav- 
ing capacities  of  3,000  and  7,270  cu.  ft.  of  free  air  per  minute.  Both 
compressors  are  of  the  parallel,  two-stage  type,  all  cylinders  being  water- 
jacketed  with  intercoolers  between  the  two  stages.  The  7,270-ft.  machine 
vol.  lv. — 46. 


The  concentrator  includes  the  concentrates  filter  plant.     Fig.  5  shows  the 
concentrator  with  its  adjuncts. 

600-Ton  Test  Mill 

The  underlying  principle  that  pervaded  the  work  in  this  mill  was  to 
carry  on  all  experiments  with  the  idea  constantly  in  mind  that  the  particu- 
lar method  or  machine  under  test  might  eventually  be  installed  in  the 
new  mill. 

The  test  mill  was  put  up  primarily  to  try  out  flotation  on  a  large  scale 
in  order  to  determine  its  proper  application  to  Inspiration  ores.  Since 
the  flotation  process,  as  applied  to  the  concentration  of  copper  ores,  was 
an  innovation,  it  was  logical  to  suppose  that  in  its  last  analysis  the  flow 
sheet  might  differ  altogether  from  wet  concentration  methods.  This  did 
not  prove  to  be  the  case,  but  the  assumption  was  made  and  it  was  for 
this  reason  that  the  test  mill  was  made  so  flexible. 

The  test  mill  was  started  in  February,  1914.  The  concentrates  sold 
have  paid  the  expenses  of  erection  and  operation,  a  remarkable  record 
for  a  test  plant.  It  has  treated  from  600  to  1,000  tons  per  day,  the 
amount  depending  upon  the  types  of  machines  being  tested. 
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8  ft.  in  diameter  with  barrels  36  in.,  44  in.  and  72  in.  long,  all  being  direct- 
driven  by  induction  motors.  The  fourth  mill  was  10  ft.  in  diameter,  had 
a  barrel  length  of  28  in.  and  was  belt-driven.  All  of  these  machines  were 
pebble  mills  with  either  silex  or  EI  Oro  linings. 

A  drag  classifier  followed  each  mill,  the  whole  floor  being  so  arranged 
that  each  mill  could  be  placed  in  a  closed  circuit  with  its  drag  or  two  milla 
and  their  drags  run  in  tandem,  that  is,  the  first  mill  discharged  into  a 
drag,  the  sand  from  which  was  delivered  into  the  second  mill  which  in 
turn  discharged  into  vhe  second  drag.  The  sand  from  the  second  drag 
was  returned  to  join  the  sand  from  the  first  drag  to  form  the  feed  for  the 
second  mill.  The  overflow  from  the  drag  was  delivered  either  to  eight 
sand  tables  by  two  distributors,  or  sent  to  other  distributors  which  fed 
eight  slime  tables  at  the  lower  end  of  the  mill. 

Between  the  sand  and  the  slime  tables  were  placed  the  flotation  ma- 
chines which  could  be  fed  directly  from  the  drag  overflow  or  by  any  table 
product.  The  original  installation  consisted  of  two  Minerals  Separation 
eight-compartment  flotation  machines,  one  of  50-ton  and  the  other  of 
600-ton  capacity.  By  means  of  elevators  any  flotation  product  could  be 
retreated  on  the  slime  tables  or  in  the  small  flotation  machine. 

The  concentrates  from  the  tables  and  flotation  machines  went  to  a 
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filter  plant  containing  an  Oliver  and  a  Trent  filter.  The  dried  concen- 
trates were  loaded  into  1-ton  cars,  weighed  and  dumped  into  a  railroad 
bin  from  which  they  were  taken  to  the  smelter. 

Mechanical  samplers  were  installed  at  important  points  and  hand 
samples  taken  where  necessary. 

The  crushing  and  grinding  experiments  were  not  only  extensive  but 
proved  most  interesting,  the  results  being  quite  unexpected.  The  36-in. 
disk  crusher  represented  the  48-in.  disk  crushers  now  installed  in  the 
crushing  plant  following  the  gyratories. 

As  secondary  or  intermediate  crushers,  that  is,  machines  between  the 
36-in.  Symons  disk  and  the  Hardinge  mills,  the  following  were  tried  out: 
The  Symons  48-in.  fine  reduction  disk;  the  Symons  48-in.  roller  mill;  the 
Symons  56  by  48-in.  ring  mill;  the  Bradley  66-in.  centrifugal  roller  mill; 
the  Overstrom  centrifugal  crusher;  the  Allis-Chalmers  No.  4  hammer  mill; 
and  the  Marcy  ball  mill. 

The  final  results  indicated  that  the  Symons  fine  reduction  disk,  with 
a  little  redesigning,  would  be  an  efficient  machine  for  the  limited  field  of 
crushing  from  4-in.  cubes  to  4-mesh.  It  was  found  that  this  could  be 
done  with  a  single  pass,  no  oversize  resulting.  The  machine  would  not 
work  well  wet  and  it  was  found  necessary  to  remove  all  fines  from  the 
feed  to  the  machine,  otherwise  a  packing  would  occur.  Consumption  of 
steel  wearing  parts  appeared  low,  as  also  did  power  consumption,  although 
no  definite  results  as  to  these  two  points  were  obtained. 

The  Marcy  mill  also  proved  to  be  a  most  excellent  intermediate 
crusher,  handling  as  high  as  800  tons  of  3-in.  feed  and  under  to  pass  an 
8-mesh  screen  without  return  of  oversize. 

To  compete  with  the  four  Hardinge  mills  a  6  by  20-ft.  Chalmers  & 
Williams  tube  mill  and  an  8  by  5-ft.  ball  mill  were  installed.  The  latter 
was  a  Marcy  mill  using  5-in.  diameter  steel  balls.  It  was  placed  in  a 
closed  circuit,  as  were  the  pebble  mills,  and  gave  good  results.  It  was 
next  tried  on  a  feed  from  the  36-in.  disk  crusher  and  then  on  a  feed  direct 
from  the  gyratory.  These  experiments  definitely  demonstrated  that  only 
three  reductions  were  necessary:  A  gyratory,  followed  by  a  disk  crusher 
and  ball  mills  in  a  closed  circuit.  This  is  the  arrangement  installed  in 
the  present  plant. 

Several  different  classifiers  were  tried  in  the  ball-mill  circuit,  a  spe- 
cially designed  duplex  Dorr  classifier  being  adopted. 

The  flotation  machines  and  the  tests  conducted  on  them  are  described 
in  another  paper,2  but  it  is  interesting  to  note  here  that  the  following 
machines  were  tried  out:  Minerals  Separation,  Hoover  and  Hebbard 
types;  the  Callow  flotation  cells;  the  Cole-Bergman;  and  the  Inspiration 
machine. 


1  Rudolf  Gahl:  History  of  the  Flotation  Process  at  Inspiration,  this  volume, 
p.  576. 
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double  tracked,  and  extend  the  full  length  of  the  mill,  300  ft. 

The  mill  is  made  up  of  18  units,  similar  in  equipment  except  for  the 
difference!!  in  the  flotation  department.  Eighteen  30-in.  apron  feeders, 
loeated  on  the  eeriter  line  of  the  bin,  feed  the  ore  to  20-in.  inclined  con- 
veyor Ifclts  traveling  at  150  ft.  per  minute.  Weightometers  are  installed 
on  thene  belt*,  which  record  the  amount  of  ore  fed  to  each  unit.  The 
conveyor*  discharge  into  hoppers  where  a  split  is  made,  half  of  the  feed 
K"ifig  to  the  north  hall  mills  and  half  to  the  south  mills,  the  transfer  being 
Hindu  through  launders  with  cast-iron  liners  and  having  a  slope  of  45° 

int.  7). 

Grinding  Section 

floor  A  rmnyr-ment.— One  of  the  novel  features  relative  to  the  layout 
i,l  thin  [rhud.  in  the  arrangement  of  the  grinding  floor.  With  due  regard 
hit  Mm  individual  capabilities  of  the  machines  used,  it  is  nevertheless  a 
l,,i'l  llml.  Hid  arrangement  has  been  important  in  bringing  about  the  ex- 
f-r<|lHil,  it<mUm  obtained.  The  following  tabulation  will  serve  to  show 
tlm\.  Mi*-  iiieMiod,  hcmdcH  being  efficient  in  the  work  it  is  doing,  is  conserva- 
<b  itt  tihiit  Kprtfc  iw  Wfill: 
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Via  7. — Flow  Sheet  ot  Inspiration  Plant. 
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Capacity  of  installation,  15,000  tons  per  day  from  2-in.  disk  crusher 
opening  to  1J^  per  cent,  on  48-mesh.  • 

Area  of  grinding  floor,  exclusive  of  motor  platforms,  300  by  66  ft.,  or 
19,800  sq.  ft. 

Floor  space  per  ton  capacity,  1.32  sq.  ft. 

The  scheme  can  be  briefly  described  as  a  parallel-series  arrangement; 
two  circuits — each  with  a  Marcy  ball  mill  and  a  Dorr  classifier  in  series — 
are  arranged  in  parallel,  the  oversize  from  each  classifier  being  returned 
to  the  mill  opposite  for  regrinding.  The  mills  are  symmetrically  arranged 
in  two  rows  extending  the  length  of  the  mill  with  their  feed  ends  facing 
each  other,  just  enough  room  being  left  between  them  to  accommodate 
the  Dorr  classifiers  (Figs.  10  and  11). 

The  Dorr  classifiers  act  as  elevators  and,  since  all  return  is  handled  by 
them,  the  whole  department  is  confined  to  a  single  level.  There  is  a 
main  runway  between  the  mills  above  the  classifiers,  from  which  branch 
runways  are  taken  off  to  lead  to  the  motors,  between  mills,  etc.  This 
arrangement  gives  the  attendant  an  excellent  opportunity  to  watch  his 
machines  and  to  reach  them  when  necessary.  The  conveyors  bringing 
the  feed  to  the  mills  are  terminated  in  hoppers  on  a  platform  high  enough 
above  the  mills  to  allow  of  a  45°  slope  for  the  launders  leading  to  the  feed 
boxes.  The  motors  for  driving  the  conveyors,  classifiers,  etc.,  together 
with  their  control  apparatus,  are  located  on  this  platform,  as  are  also  the 
control  panels  for  the  ball-mill  motors.  The  switchboard  attendant  thus 
has  a  commanding  view  of  the  whole  grinding  floor.  The  floor  is  served 
[y  a  60-ton  electric  traveling  crane  which  transfers  the  mills  to  and  from 
le  repair  floors  located  at  either  end  of  the  building.  An  inclined  skip- 
way  along  one  side  of  the  building  serves  the  whole  concentrator,  the 
cranes  on  each  floor  making  direct  connection  with  it. 

Marcy  Ball  Mills. — The  feed  for  each  ball  mill  consists  of  ore  from 
the  bin,  together  with  the  sand  from  the  discharge  of  the  mill  opposite, 
the  final  product  of  the  system  being  the  overflow  of  the  classifiers.  The 
feed  to  the  ball  mills  has  a  consistency  of  about  1  tp  2,  and  the  overflow 
from  the  classifiers  about  3  to  1,  the  latter  being  maintained  by  an  auto- 
matic device  which  adds  water  as  required  in  the  discharge  boxes  of  the 
ball  mills. 

The  ball  mills  are  8  ft.  in  diameter  and  6  ft.  long.  They  are  direct- 
driven  through  herring-bone  gears  by  225-hp.  induction  motors.  Our 
experiments  with  the  ball  mill  in  the  test  plant  led  us  to  the  conclusion 
that  we  could  crush  400  tons  of  the  coarse-crushing  plant  feed  with  each 
mill  in  24  hr.  to  2  per  cent,  on  48-mesh  screen  and  60  per  (Tent,  minus 
200.  Now  that  the  Inspiration  mill  is  running  with  all  sections,  it  has 
been  shown  that  our  test  figures  were  correct.  Not  only  have  we  been 
able  to  crush  400  tons  per  mill,  but  with  18  sections  running  the  average 
daily  dry  tonnage  for  the  month  of  May  was  15,358.    We  have  a  test 
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ing  problem,  including  different  types  of  steel  for  wearing  parts  and  modi- 
fications that  influence  our  tonnage  and  cost  of  production.  We  have 
equipped  ball  mills  without  the  grates  and  the  results  of  the  mills  so 
equipped  have  shown  us  that  ball  mills  equipped  with  grates  have  advan- 
tages in  increased  tonnage  and  efficiency.  Our  experiments  with  the 
different  shapes  of  pebble  mills,  our  subsequent  experiments  with  the 
ball  mills,  and  finally  our  monthly  operation,  lead  us  to  the  conclusion 
that  a  good  choice  was  made  in  the  selection  of  our  present  grinding 
machinery.  "" 

Flotation  Section 

The  overflow  from  the  Dorr  classifiers  goes  to  the  flotation  machines, 
of  which  there  are  three  types  now  in  operation.  Generally  speaking, 
the  flotation  machines  make  a  clean  concentrate  which  goes  to  the  filter 
plant,  a  middling  which  goes  to  drag  classifiers  and  a  tailing  which  goes 
to  waste.  As  the  subject  of  flotation  is  to  be  taken  up  in  detail  in  another 
paper,  just  enough  will  be  given  here  to  bring  out  the  part  the  process 
plays  in  the  general  scheme.  The  flow  sheets  for  the  two  processes  differ- 
ing somewhat,  each  will  be  considered  separately. 
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Flow  Sheet  with  Callow  Flotation  Cells. — A  unit  installation  of  these 
machines  consists  of  a  total  of  28  cells  which  for  sake  of  compactness  are 
grouped  into  sets  of  four  cells  each,  individual  cells  being  3  ft.  3J£  in.  by 
10  ft.  2  in.  Of  this  total,  eight  are  roughers,  16  are  for  retreatment  and 
four  are  cleaners,  the  arrangement  of  the  group  being  such  that  all  feeds 
and  products  except  two  are  handled  by  gravity.  These  two  are  elevated 
by  sand  pumps.  The  Callow  cells,  as  installed  in  this  plant,  make  two 
products,  a  concentrate  and  a  tailing. 

The  overflow  from  the  ball-mill  classifiers  first  undergoes  a  roughing 
treatment  in  the  eight  roughers.  Here  the  two  products  are  a  concen- 
trate which  goes  to  the  four  cleaners  and  a  tailing  which  goes  to  a  large, 
specially  designed  drag  classifier,  a  detailed  description  of  which  will  be 
given  later.  The  concentrate  from  the  cleaners  is  a  finished  product 
and  goes  to  the  filter  plant.  The  tailing  from  these  cells  is  pumped  back 
into  the  rougher  cells  for  a  second  passage  through  the  system.  The 
tailing  from  the  rougher  cells  is  classified  in  the  drag  into  two  products, 
a  sand  and  a  slime  overflow,  the  sand  being  still  further  prepared  for 
table  concentration  in  hydraulic  classifiers.  The  tables  make  two  prod- 
ucts, the  concentrates  joining  the  flotation  concentrates  in  the  filter 
plant,  and  the  tailing  going  to  waste.  Further  treatment  of  a  middling 
product  from  these  tables  is  contemplated  and  studies  have  been  made 
along  this  line,  but  as  yet  nothing  definite  has  been  reached.  The  over- 
flows from  both  the  drag  and  the  hydraulic  classifiers  are  united  and 
pumped  back  to  the  16  re-treatment  cells,  the  concentrate  from  which 
goes  to  the  cleaners,  and  the  tailing  to  waste.  Throughout  the  mill  ade- 
quate provision  has  been  made  for  sampling. 

Flow  Sheet  with  the  Inspiration  Flotation  Machines. — Except  for  a 
special  arrangement  in  one  unit,  the  only  difference  between  this  and  the 
Callow  flow  sheet  is  in  the  flotation  department. 

From  a  metallurgical  standpoint  the  difference  here  is  not  radical. 
In  a  few  words,  the  essential  difference  can  be  stated  as  follows: 

The  Inspiration  system  makes  use  of  but  two  machines  per  unit,  a 
rougher  and  a  cleaner  placed  end  to  end  (Fig.  9).  These  are  each  designed 
to  allow  a  free  passage  of  the  feed  from  the  upper  or  feed  end,  to  the  tail- 
ing or  discharge  end,  during  which  passage  the  feed  is  subjected  to  the 
frothing  action  of  several  compartments.  Because  of  the  large  number  of 
compartments  (16  for  the  rougher),  it  has  been  found  that  a  tailing  can 
be  made,  the  slime  of  which  does  not  require  re-treatment  as  is  the  case 
in  the  Callow  system.  The  sand  contained  in  the  rougher  tailing  is  sub- 
jected to  table  concentration.  The  tailing  from  the  cleaners  is  pumped 
back  to  the  roughers  for  a  second  treatment. 

Several  mechanical  features  have  been  introduced  which  are  expected 
to  keep  the  cost  of  operation  at  a  minimum.     The  arrangement  is  simple, 
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requires  a  minimum  of  floor  space  and  is  easily  attended.  Its  large 
capacity  is  an  important  feature. 

Flotation  Air  Supply. — The  flotation  department  requires  a  large 
volume  of  low-pressure  air.  This  is  supplied  by  four  single-stage  cen- 
trifugal compressors  occupying  one  end  of  the  flotation  floor.  The  rating 
of  these  compressors  is  as  follows: 

Capacity,  23,000  cu.  ft.  of  inlet  air  per  minute. 

Discharge  pressure,  5.75  lb.  per  square  inch. 

Revolutions  per  minute  of  impellers,  3,850. 

Horsepower  of  driving  motor,  720. 

The  step-up  to  the  impellers  is  made  through  Alquist  gears.  One 
unit  of  the  four  is  held  in  reserve. 

Concentrates  Filter  Plant 

Both  the  flotation  and  table  concentrates  receive  the  same  treat- 
ment. From  the  concentrator  they  are  either  elevated  or  flow  by 
gravity  into  the  five  60-ft.  and  three  80-ft.  Dorr  tanks,  located  on  either 
side  of  the  elevator  house.  Here  the  moisture  content  is  reduced  to  about 
50  per  cent.  The  thickened  product  is  drawn  off  through  the  bottoms 
into  launders  and  conveyed  through  tunnels  to  bucket  elevators,  which 
raise  it  to  the  top  of  the  elevator  house  where  it  is  distributed  to  six 
Oliver  filters  (Fig.  5). 

The  overflow  from  the  Dorr  tanks  is  practically  clear  and  flows  to  the 
return-water  sump.  The  filters  are  standard  Oliver  filters,  the  drums 
being  11  ft.  6  in.  in  diameter  and  having  a  length  of  12  ft.  After  leaving 
the  filters  the  concentrates  have  a  moisture  content  of  about  17  per  cent. 
The  arrangement  is  such  that  a  single  20-in.  conveyor  belt  traveling  at 
100  ft.  per  minute  takes  the  concentrates  away  from  the  filters  and  delivers 
them  to  a  railroad  bin  of  the  tank  type.  Here  they  are  loaded  into 
hopper-bottomed  steel  cars  of  60  tons  capacity.  A  350-ft.  train  shed  pro- 
tects the  loaded  cars  from  heavy  rains  and  winds. 

Drag  Classifiers 

The  drag  classifier  used  on  the  flotation  tailings  for  separating  sand 
from  slime  is  the  result  of  experimental  work  in  the  test  mill.  It  is 
worthy  of  a  detailed  description  not  alone  on  account  of  its  ability  as  a 
classifier  but  also  because  of  its  large  capacity.  Except  for  the  concen- 
trates taken  out  by  the  flotation  cells,  each  machine  handles  the  entire 
tonnage  of  one  unit,  or  800  tons  per  day. 

The  classifier  consists  essentially  of  two  18-in.  belts,  running  parallel 
to  each  other  and  so  arranged  that  the  return  belts  run  entirely  clear  of 
the  settling  surface,  the  rough  classification  being  carried  on  sufficiently 
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Elevation 
t'to.  10.— Ball  Mill  amd  CLAasiniE  Asratczxxht, 

hnit  on  pawing  over  the  upper  tail  pulley  it  becomes  vertical.  The  belt 
fhus  enters  the  pulp  perpendicular  to  its  surface.  At  the  bottom  of 
the  tank  ifa  direction  is  again  changed  to  the  horizontal  by  the  lower 
tn.il  pulley,  It  travels  thus  to  the  center  of  the  tank  where  a  break  is 
made;  t,h#s  belt,  with  its  load  passes  under  another  pulley  and  starts  up  a 
20*  "lope  toward  the  discharge  end.     All  pulleys  are  32  in.  in  diameter. 
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annular  opening  at  the  center,  and  the  overflow  at  two  diametrically 
opposite  points  on  the  periphery  of  the  tank. 

GENERAL  EQUIPMENT  AND  SUPPLIES 

Water  Supply 

Various  possibilities  were  presented  for  supplying  water  to  this  plant. 
To  insure  a  supply,  sufficient  ground  and  water  rights  were  early  pur- 
chased at  Wheatfields,  about  12  miles  from  the  mill  site  and  1,000  ft. 
lower  in  elevation.  Before  developing  this  supply,  however,  it  was  de- 
cided to  prospect  on  the  flat  below  the  tailing  storage  site.  Wells  were  sunk 
at  various  points  until  the  best  location  had  been  determined,  which  is 
23^  miles  from  the  mill,  430  ft.  lower  and  at  the  junction  of  two  fair- 
sized  drainage  channels,  receiving  their  supply  from  the  Pinal  Mountains 
about  10  miles  away  and  4,000  ft.  higher.  Here  six  wells  have  been  sunk 
and  24-in.  multi-stage  turbine  well  pumps  installed.  These  deliver 
through  wooden  pipe  lines  to  a  common  steel  sump  tank  having  a  capacity 
of  235,000  gal.  Each  well  pump  is  belt-driven  by  a  150-hp.  vertical 
motor  and  delivers  a  maximum  of  1,200  gal.  per  minute.  Near  the  sump 
tank  is  located  the  pumping  station  which  contains  six  1,200-gal.  pumps 
delivering  into  a  common  20-in.  pipe  line.  These  pumps  are  horizontal, 
duplex,  double-acting  and  are  direct-driven  through  herringbone  gears 
by  300-hp.  synchronous  motors  taking  current  at  6,600  volts.  Power 
for  the  pumping  station  and  wells  is  supplied  by  the  Inspiration-Inter- 
national power  house.     A  10-ton  crane  serves  all  parts  of  the  building. 

The  20-in.  pipe  line  is  14,600  ft.  long  with  a  rise  of  520  ft.,  and  delivers 
water  to  the  storage  reservoir  near  the  concentrator.  From  this  reservoir 
water  is  delivered  to  all  parts  of  the  property.  It  is  located  about  80 
ft.  above  the  concentrator,  1,200  ft.  away,  and  has  a  capacity  of  3,000,000 
gal.  An  oval  excavation  about  20  ft.  deep  was  made  in  the  top  of  a  hill 
and  the  sloping  sides  and  bottom  lined  with  concrete.  Two  14-in.  pipe 
lines  deliver  the  water  to  the  concentrator. 

Power  Supply 

Electric  power  is  obtained  from  two  sources.  The  Reclamation  Serv- 
ice of  the  United  States  Government,  from  its  hydro-electric  plant  at  the 
Roosevelt  Dam,  40  miles  away,  furnishes  energy  at  40,000  volts,  25  cycles, 
three-phase. 

In  conjunction  with  the  International  Smelting  Co.,  the  Inspiration 
company  built  a  power  house  that  utilizes  the  waste  heat  from  the  rever- 
beratories  under  one  set  of  boilers.  Another  set  of  boilers,  oil-fired,  is 
also  used  when  the  power  demand  is  greater  than  can  be  supplied  by  the 
waste-heat  boilers  alone.  This  power  house  contains  three  7,500-kva. 
vol.  lv.— 47. 
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^eaiu-turbine-driven  generators,  delivering  energy  at  6,600  volts,  25 
eyd*s*  three-phase;  also  three  15-lb.  reciprocating  blowing  engines,  each 
Having  a  capacity  of  15,000  cu.  ft.  of  free  air  per  minute.  The  air  is  for 
th*  smelter  use  exclusively,  while  the  electric  energy  is  for  the  mining, 
smelting  and  ore-dressing  plants. 

The  distributing  system  is  so  laid  out  that  any  division  of  the  plant 
can  take  power  from  either  source.  When  available,  the  Reclamation 
power  is  used  for  the  greater  part  of  the  Inspiration  load.  Each  unit  of 
the  plant  has  its  transformer  station  for  stepping  down  the  transmission 
line  voltage. 

Motors  of  50  hp.  or  greater  are  run  on  2,200  volts,  smaller  motors  on 
440  volts,  and  lighting  circuits  on  110  volts.  Synchronous  motors  are 
used  as  required  to  maintain  a  satisfactory  power  factor. 

Transformer  Stations 

There  aro  two  separate  outdoor  transformer  stations,  one  at  the  con- 
centrator and  one  at  the  mine  plant.  These  stations  are  of  rather  un- 
usual design,  being  skeleton-steel  structures.  The  supports  are  of  pipe 
polea  and  the  trusses  between  which  the  busses  are  stretched  are  angle 
lattice  construction. 

As  the  power  from  the  two  sources  is  received  at  different  voltages 
each  station  requires  two  sets  of  transformers.  The  Reclamation  energy 
i*  delivered  at  40,000  volts  and  the  power  house  at  6,600  volts,  both  being 
stepped  down  to  2,200  volts  for  distribution  about  the  plant. 

Moth  high-tension  transmission  lines  are  in  duplicate  circuits.  The 
incoming  lines  pass  over  electrolytic  lightning  arresters  to  electrically 
operated  remote-controlled  circuit-breakers,  then  through  electrically 
operated  remote-controlled  automatic  circuit-breakers  to  the  transform- 
er*. Any  one  transformer  may  be  cut  in  or  out  as  desired,  or  all  at  one 
*t  at  ion  can  work  in  parallel.  At  the  concentrator  there  are  eight  outdoor- 
type,  2,000-kva.,  oil-insulated,  water-cooled,  three-phase  transformers, 
four  on  the  K),000-volt  line  and  four  on  the  6,600-volt  line.  At  the  mine 
there  are  four  similar  transformers,  two  for  each  incoming  line. 

The  2,200-volt  circuits  are  led  from  the  transformers  to  the  distri- 
buting stations,  the  one  at  the  mine  being  located  in  the  compressor  and 
hoist  house  and  the  one  at  the  concentrator  in  a  separate  building.  Each 
distributing  station  consists  of  a  concrete  cell  structure,  carrying  two 
net*  of  2,200-volt  busbars,  one  for  each  power  line.  This. cell  structure 
nlno  carries  the  disconnecting  switches,  meter  transformers  and  oil 
switches  as  required  by  the  remote-control  feature  of  the  switchboard. 

'   -Ml  of  the  cells  is  the  switchboard  with  separate  panels  for  the  control 

incoming  high-tension  line,  each  set  of  transformers  and  each 

g  12,200-volt  circuit.     Wattmeters,  frequency  meters,  and  power- 
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factor  meters,  all  graphic,  and  integrating  watt-hour  meters  are  installed 
for  each  power  supply,  and  ammeters,  watt-hour  meters  and  graphic 
wattmeters  for  each  outgoing  circuit.  Two-throw  oil  switches,  con- 
trolled from  the  switchboard,  make  it  possible  to  run  any  circuit  on  either 
power,  or  to  disconnect  it  from  both. 

The  transformer  and  distributing  stations,  besides  presenting  an 
attractive  appearance,  are  unusually  complete,  convenient  for  the  atten- 
dant and  provide  the  greatest  possible  safety. 

Shops  and  Railroad  Facilities 

All  shop  work,  except  that  for  the  mine,  is  done  at  the  concentrator 
shops  where  a  complete  equipment  is  installed.  The  equipment  com- 
prises about  30  different  machine  tools,  all  with  individual  motor  drives, 
a  40-ton  electric  crane,  traveling  the  entire  length  of  the  building,  the 
necessary  facilities  for  locomotive  repairs,  several  welding  outfits  for 
various  classes  of  work  and  a  forge  shop  equipped  with  both  oil  and  coal 
forges.  The  warehouse  and  electric  shop  and  the  locomotive  roundhouse 
occupy  opposite  ends  of  the  shop  building.  A  standard-gage  track 
through  the  center  of  the  building  permits  cars  to  be  run  either  into  the 
shop  or  through  the  shops  into  the  warehouse. 

The  shop  level  is  22  ft.  above  the  upper  floor  of  the  concentrator. 
Communication  between  the  two  buildings  is  provided  by  the  inclined 
skipway  which  occupies  one  end  of  the  concentrator.  This  connects 
with  the  shops  by  a  well  through  which  material  can  be  transferred  either 
into  the  shops  from  the  mill  for  repairs,  or  into  the  mill  from  railroad 
cars. 

The  railroad  facilities  comprise  the  main  line  and  several  spurs,  the 
total  length  being  about  10  miles.  All  equipment  is  standard  gage.  The 
lines  connect  the  several  units  of  the  surface  plant,  except  the  pumping 
plant  and  the  Live  Oak  Division.  These  are  reached  via  the  Arizona 
Eastern.  On  account  of  the  topographical  conditions,  it  was  necessary 
to  use  switchbacks  to  make  the  grade  between  the  Arizona  Eastern  on  the 
flat  and  the  concentrator,  about  400  ft.  higher.  The  switchbacks  provide 
for  handling  six  cars.  The  extremes  of  grade  and  curvature  on  this  line 
are  4  per  cent,  and  12°  respectively.  The  line  which  connects  the  mine 
and  the  mill  has  a  grade  of  0.3  per  cent,  in  favor  of  the  load. 

The  six-wheel,  side-tank  type  of  locomotive  is  used.  Two  are  used  on 
the  mine  line.  These  have  a  weight  on  the  drivers  when  loaded  of  1 12,000 
lb.  A  third  locomotive  is  used  on  the  low  line,  which  has  a  corresponding 
weight  of  200,000  lb.;  the  latter  being  equipped  with  a  superheater  and 
Walschaerts'  valve  gears,  oil  burners  being  used  on  all.  The  ore  cars 
are  of  the  Ingoldsby  patent-dump  type,  have  a  capacity  of  60  tons  and 
a  train  length  of  33  ft.  They  are  of  all-steel  construction  and  weigh 
about  22  tons  each. 
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I.  Introductory 

Lead  sulphate  occurs  as  anglesite,  and  is  formed  in  every  roasting 
of  lead  sulphides  or  sulpho-salts  containing  lead.  In  smelting  in  the  blast 
furnace  an  ore  containing  natural  or  artificial  lead  sulphate,  a  large  part 
of  the  sulphur  present  goes  to  the  formation  of  the  intermediary  product 
matte  which  requires  further  treatment  for  the  recovery  of  the  values 
it  contains.  It  is  therefore  of  importance  to  study  the  behavior  of  lead 
sulphate  at  elevated  temperatures,  both  without  and  with  reducing 
agents,  especially  as  the  information  available  gives  data  which  are  more 
or  less  conflicting. 

II.  Decomposition  ofPbSO*  by  Heal 

The  dissociation  of  PbS04  into  PbO  and  S08  or  SO*  and  0  has  been 
discussed  by  many  metallurgists.  The  following  data  are  considered  to 
be  representative.  Doeltz  and  Graumann1  found  that  PbSC>4  was  not 
affected  by  heat  at  800°  C;  that  dissociation  began  at  900°  C,  and  was 
rapid  at  1,000°  when  the  salt  lost  in  1%  hr.  14.3  per  cent,  of  its  weight, 
the  dry  salt  containing  26.43  per  cent.  S03.  Hofman  and  Wanjukow* 
summarize  their  work  upon  the  dissociation  of  metallic  sulphates  with 
the  statement  that  the  decomposition  of  PbSC>4  begins  at  195°  C,  but 
progresses  very  slowly,  with  the  formation  of  the  basic  salt  6Pb0.5SOi 
at  705°;  that  this  salt  undergoes  a  transformation  at  847°,  begins  to  be 
decomposed  at  888°,  to  sinter  at  896°,  and  to  fuse  at  910°;  rapid  dissocia- 
tion begins  at  952°,  and  is  accompanied  by  volatilization  of  PbO;  retarda- 
tions at  958°  and  962°  indicate  an  acceleration  of  decomposition  which, 
however,  is  not  complete.  Proske8  found  that  PbSC>4  gave  off  at  900°  C. 
in  30  min.  only  0.63  per  cent,  of  its  S03,  and  that  the  loss  increased  with 
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'4  If/in  4  U>  f>  amp.  giving  a  temperature  of  600°  C.  The  glass  tube  was 
pla/y/J  in  i\n;  day  cylinder,  and  the  latter  on  supports  in  a  muffle.  Read- 
mit* ww.  tak/;»  with  a  mercury  thermometer.  For  temperatures  above 
T>'Af  ' '..  a  Uor'iYSih tal  Heraeus  platinum-wound  furnace  was  employed ;  the 
IxmiU  with  tin;  nubntance  were  placed  in  the  silica  tube,  65  cm.  long  and 
iW  jwrj,  in  diameter,  which  was  surrounded  by  the  clay  tube.  The  «one 
'A  '/iiiHtiiDt  temperature  was  from  5  to  6  cm.  long.  The  temperatures 
wtit  iw-MiinA  with  a  thermocouple  and  the  readings  taken  with  a  Sie- 
iimu*-ttn\nkM  milli  voltmeter.  A  solution  of  BaCli  acidified  with  HC1,  to 
wii)<:\i  ir.fi  \w.u  iui'U-A  some  Br,  formed  the  reagent  for  the  detection  of 
'■vuii'mit,  W)%  and  HO,;  it  was  sensitive  to  0.2  mg.  S0».  In  all  cases  a 
mrmtl  of  air,  purified  and  dried  with  KMnO«,  KOH,  concentrated  B^04, 
Hint  ii  *  u< ;),  Uivn:r,  wns  passed  at  ft  uniform  speed  through  the  heating 

Jo  inii.ii  wmn  of  experiments  losses  in  weight  formed  the  criteria  of 
•I'-Diiinii  f\itm\tyn.  In  Talilo  I  are  recorded  three  series  of  experiments 
''/Vi'Mug  a  range  of  Lenipeniture  from  200°  to  800°  C,  inclusive.  The 
pmiXutA  turn  in  wef|(M  including  775°  C.  was  0.68  per  cent.     As  there  was 

mlioii  wlialnvi-r  of  iiHunping  SOj  in  the  BaClj  solution,  the  loss 

'___  V  »U,riliuU"l  to  thii  nilcoso  of  moisture  contained  in  the  sample. 
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In  the  subsequent  tests  the  sample  was  always  heated  to  750°  C.  before 
a  weight  was  taken  in  order  to  be  sure  that  all  inclosed  water  had  been 
driven  off. 

The  dissociation  of  PbS04  which,  as  shown  by  Table  I,  begins  at 
800°  C,  was  carried  further  to  1,000°  C.  The  results  of  two  series  of  tests 
are  given  in  Table  II.  This  shows  (1)  that  the  partial  dissociation  begins 
at  800°  C;  (2)  that  the  speed  is  slow  up  to  950°,  and  quick  when  the 
temperature  is  raised  above  950°;  (3)  that  fusion,  which  is  seen  between 
950°  and  1,000°,  takes  place  only  after  a  partial  decomposition  of  the 
normal  PbS(>4. 

Table  I— Heating  ofPbSOAfrom  200°  to  800°  C. 


• 

o 

PbS04 

Tempera- 

before 

ture, 

s 

Heating, 

Degrees 

Milligrams 

Time  of 

Heating, 

Hours 


PbSOi 

after 

Heating, 

Milligrams 


Loss  in  Weight! 


Milli- 
grams 


Per 
Cent. 


Remarks 


Series  I 


1      1,202 . 0 

200 

1.0 

1,198.0 

4.0. 

• 

0.33  , 

la    1,198.0 

200 

i       4.0 

!  1,198.0 

i 

2 

1,198.0 

300 

1       0.5 

!  1,197.2 

0.8 

0.07 

2a 

1,197.2 

300 

1.0 

1,197.2 

3  ,  1,197.2 

400 

0.5 

1,196.2 

1.0 

0.08 

3a    1,196.2 

400 

2.5 

1,196.2 

4  |   1,196.2 

500 

0.5 

1,196.2 

i 

4a    1,196.2 

500 

0.5 

1,196.2 

1 

i 

5      1,196.2 

600 

0.5 

1,196.2 

5a    1,196.2 

600 

0.5 

1,196.2 

6  ;  1,196.2 

700 

0.5 

1,196.2 

6a 

1,196.2 

700 

0.5 

1,196.2 

7 

1,196.2 

800 
750 

1.0 

1,195.6 

0.6 

0.05 

Evolution   of   SO*  begins. 

j 

Series  '. 

LI 

8      1,190.0 

0.5 

1,184.6 

5.2 

0.44 

8a 

1,184.6 

750 

0.5 

1,184.6 

n 

9      1,184.6 

780 

0.5 

1,184.6 

10  |   1,184.6 

800 

0.5 

1,184.4 

0.2 

0.01 

Evolution  of  SOi  begins. 

10a    1,184.4 

800 

0.5 

1,183.9 

0.5 

0.04 

Evolution  of  SO*  continues. 

Series  ] 

II 

11 

500.0 

775 

1.5 

496.7 

3.3 

0.66 

< 

11a 

496.7 

775 

4.5 

496.7 

•  •  • 

•  •  •  • 

116 

496.7 

775 

7.0 

496.7 

•  •  • 

•   •  •   • 

No  evolution  of  SO». 

12 

500.0 

775 

1.5 

496.6 

3.4 

0.68 

12a 

496.6 

775 

4.5 

496.6 

•  •  • 

•  •  •  • 

126 

496.6 

775 

7.0 

496.6 

•  •  • 

•  •  •  • 

i 

it  was  very  noticeable,  forming  a  sublimate  on  the  boat.  Pure  PbO,  it 
will  be  remembered,  begins  to  be  volatilized  at  700°  C,  and  is  decidedly 
volatile  at  800°.' 

III.  Decomposition  of  PbSOt  by  Heat  in  the  Presence  of  SiOt 

The  process  of  slag-roasting  galena  ore  is  based  upon  the  decomposi- 
tion of  PbSO*  by  SiOi  at  an  elevated  temperature  with  the  formation  of 
lead  silicate.  The  sulphur  content  may  be  reduced  thereby  to  about 
1  per  cent.  In  blast  roasting,  SiOi  acts  in  a  similar  manner  in  the  de- 
composition of  PbSO«;  in  addition,  it  acts  at  a  low  temperature  as  an 
inert  substance  holding  apart  the  particles  of  galena  that  they  may  roast 
more  readily,  and  at  a  high  temperature  it  slags  the  PbO  formed  in  the 
roast,  which,  in  its  turn,  scorifies  the  other  components  of  the  charge. 

In  a  study  of  the  decomposition  of  PbSO,  by  SiOi,  it  is  first  necessary 
to  consider  the  union  of  PbO  and  SiOs.  Mostowitsch*  has  shown  that 
mixtures  of  PbO  and  SiOi  ranging  from  6PbO.SiO,  to  PbO.SiO*  begin  to 
soften  at  temperatures  lying  between  700°  and  750°  C,  *.«.,  considerably 
below  the  melting  point  of  PbO  which  lies  at  883°  C. ;  also  that  the  melting 
of  lead-silica  glasses  are  lowered  as  the  SiOi  contents  are  raised. 
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Thus  the  subsilicate,  4PbO.Si02,  is  completely  liquified  at  726°;  the 
singulosilicate,  2PbO.SiOj,  forms  a  viscous  liquid  at  724°  and  requires 
940°  C.  to  flow  readily.  The  low  temperature  range  of  700°  to  730°  C. 
in  which  PbO  and  SiC>2  begin  to  combine  makes  its  probable  that  SiOj 
will  greatly  aid  the  decomposition  of  PbS(>4  and  cause  it  to  take  place 
at  a  low  temperature. 

The  only  research  dealing  with  the  action  of  Si(>2  upon  PbS(>4,  which 
gives  numerical  data,  is  that  by  Hilpert.9  He  found  that  the  decompo- 
sition of  PbSC>4  began  at  720°  C,  that  the  PbS(>4  in  the  bisilicate  mixture 
— PbS04  :  Si(>2 — held  for  half  an  hour  at  810°  C,  was  decomposed  to  the 
extent  of  10  per  cent.;  at  850°  to  20  per  cent.;  and  at  900°  to  100  per  cent. 
The  data  obtained  in  the  present  investigation  differ  to  a  considerable 
degree  from  those  of  Hilpert. 

In  the  experiments  to  be  described,  silica  containing  99.9  per  cent. 
SiOj  served  as  raw  material;  the  triturated  mixtures  tested  covered  a 
range  extending  from  the  subsilicate  to  the  trisilicate;  the  amount  of 
PbSC>4,  dried  at  750°  C,  was  kept  constant.  In  the  preliminary  work  it 
was  noticed  that  variations  in  the  rate  of  flow  of  the  purified  and  dried 
air  through  the  tube  furnace  caused  irregularities  in  the  results.  The 
volume  of  air  and  the  pressure  of  the  current  were  therefore  kept  constant 
by  using  a  gasometer  of  1,000  c.c.  capacity  and  a  regulator.  Each  heat- 
ing lasted  30  min. 

The  results  are  assembled  in  Table  III.  They  show  (1)  that  the  dis- 
sociation temperature  of  PbS04  is  not  lowered  by  the  presence  of  SiO*; 
(2)  that  decomposition  of  PbSC>4  by  SiC>2  becomes  marked  at  950°,  and 
increases  as  the  temperature  is  raised.  The  percentage  losses  in  excess 
of  100  per  cent,  at  1,100°  show  that  PbO  has  been  volatilized;  (3)  that 
the  decomposing  effect  of  Si(>2  is  not  proportional  with  the  SiC>2  content 
of  the  mixture,  and  that  rather  the  reverse  holds  true.  Decomposition 
appears  to  be  governed  by  the  viscosity  of  the  lead  silicate  which  is 
formed;  in  the  bi-  and  trisilicate  mixtures  viscous  slag  envelopes  PbS(>4 
and  retards  action.  The  most  rapid  decomposition  accompanied  by  the 
lowest  loss  of  lead  by  volatilization  is  found  with  a  silication  lying  between 
the  singulo-  and  the  bisilicate  and  containing  from  10  to  15  per  cent.  Si(>2. 

In  applying  the  foregoing  results  to  blast  roasting,  the  Savelsberg 
process  is  chosen  as  a  type,  as  it  treats  charges  made  up  of  raw  materials 
and  permits  little  latitude  in  varying  the  SiC>2  content.  In  preparing 
a  mixture  for  blast  roasting,  the  sizes  of  particles  and  the  chemical  analy- 
ses of  the  constituents  have  to  be  taken  into  consideration.  Leaving 
aside  the  grain  size,  the  variations  permissible  in  the  percentages  of  Pb, 
Fe,  S,  and  CaO  are  large  in  comparison  with  those  of  SiC>2,  as  the  SiC>2 
content  is  confined  within  narrow  limits.  Practical  experience  with  the 
Savelsberg  process  has  shown  that  with  a  very  basic  charge,  the  pots  run 
hot,  the  sulphur  content  is  easily  reduced  to  1.5  per  cent.,  and  the  amount 


2 


of  unagglome rated  fines  is  large.     These  cause  a  large  loss  of  lead  by 
volatilization  owing  to  the  metallic  lead  set  free  by  the  actions  of  I 
and  PbO  upon  PbS.     The  blast-roasted  cake  is  permeated  1 
and  veinlets  of  metallic  lead  which  make  it  tough  and  diffj 
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it  also  contains  considerable  amounts  of  uncombined  PbO  which  makes 
dust,  causes  loss,  and  injures  the  men.  With  a  very  acid  charge,  on  the 
other  hand,  there  occurs  premature  sintering  or  fusing  which  prevents 
the  blast  from  penetrating  satisfactorily  and  gives  a  product  running 
high  in  sulphur,  5  per  cent,  and  over,  mainly,  as  sulphide;  there  is  formed 
only  a  small  amount  of  fines,  the  cake  is  readily  broken,  and  makes  little 
dust.  The  slagged  material  is  difficult  of  reduction  in  the  blast  furnace 
and  is  likely  to  cause  slags  to  run  high  in  lead. 


IV.  Reduction  of  PbSO*  by  CO 

In  the  tests  to  be  described,  the  CO  gas  was  generated  by  the  action 
of  concentrated  H2SO4  upon  C  H202;  it  was  collected  over  water  in  a 
holder  and  cleaned  by  passing  through  KOH,  H2SO4,  and  a  CaCU-tower. 
The  PbS04,  dried  in  an  air  current,  as  in  the  preceding  tests,  was  held  at 
different  temperatures  for  1  hr.  in  a  current  of  CO  after  the  air  in  the 
tube  furnace  had  been  expelled  by  the  gas.  During  this  interval  of  time 
from  1.5  to  1.6  liters  of  CO  passed  over  the  salt.  The  escaping  gas  was 
passed  through  a  wash-bottle  containing  BaCl?,  HC1,  and  Br.  The  re- 
sults are  given  in  Table  IV. 

Table  IV.— Reduction  of  PbSOi  by  CO 


Test 
No. 


1 
2 
3 
4 
5 
6 
7 
8 
9 
10 


!  PbS0«.  Dried! 
at  750°  C  be-  ' 

foreHeating,   

-  Milligrams   I  Milli- 
1  grams 


382.7 
553.6 
753.8 
756.2 
753.8 
759.0 
283.6 
758.2 
753.6 
439.5 


Oxygen 
Content 


Per 
Cent. 


Temper- 
ature, 
Degrees 


PbS04+PbS  Loss  in  weight 
+Pb. 
Heating, 
Milligrams 


Milli- 
grams 


Per 
Cent. 


PbSOi  Un- 
changed 
after  Heat- 
ing. 
Milligrams 


PbSOi  Re- 
duced   after 
Heating 


Milli- 
grams 


Per 
Cent. 


80.79 

21.11 

525 

116.87,  21.11 

525 

159.13 

21.11 

550 

159.64 

21.11 

600 

159.13 

21.11 

600 

160.23 

21.11 

630 

59.87 

21.11 

650 

160.06 

21.11 

650 

159.10 

21.11 

700 

92.78 

21.11 

770 

382.7 
553.4 
753.8 
755.1 
753.4 
595.2 
213.1 
567.5 
558.6 
320.5 


0.2 

1.1 

0.15 

749.0 

7.6\ 

0.4 

0.05 

749.3 

4.5/ 

163.8 

21.58 

194.4 

564.6 

70.5 

24.86 

190.7 

25.15 

16.44 

741.8 

195.0 

25.87 

28.47 

725.1 

119.0 

27.07 

0.8 
74.4 

97.84 
96.22 


They  show  that  the  reduction  of  PbS04  by  CO  begins  at  600°  C. ;  the 

salt  loses  in  weight  and  becomes  dark;  the  BaCU-solution  becomes  clouded, 

proving  that  S02  is  set  free.    At  630°  C.  a  heavy  precipitate  forms  in  the 

BaCU  solution,  the  salt  becomes  dark,  there  are  visible  pellets  of  lead, 

and  the  loss  in  weight  of  21.58  per  cent,  exceeds  the  oxygen  content,  which 

is  21.11  per  cent.    All  the  phenomena  prove  that  a  reaction  between  un- 

decomposed  PbS04  and  reduced  PbS  is  taking  place  according  to  the  two 

fans:PbS04  +  PbS  -  2Pb  +  2S02  and  3PbS04  +  PbS  =  4PbO  + 

'^  PbO  formed  in  the  second  reaction  is  reduced  to  Pb  by  CO. 

ion  takes  place  according  to  Brislee11  at  300°  C.  with  the  forma- 


a 


V.  Reduction  of  PbSOi  by  Means  of  C 

In  these  testa  PbSOi  was  intimately  mixed  with  sugar  carbon,  pre- 
viously heated  in  a  closed  crucible,  in  the  proportion  of  lPbSO*  to  4C, 
and  then  exposed  to  different  temperatures  in  a  current  of  pure  nitrogen 
for  periods  of  1  hr.  The  nitrogen,  taken  from  a  holder,  was  purified, 
tests  with  sugar  carbon  showing  that  it  had  been  completely  freed  from 
oxygen.  The  results  obtained  are  given  in  Table  V.  They  show  that 
the  reduction,  which  begins  at  550°  C,  is  accompanied  by  the  liberation 
of  SO2.  At  630°  the  reduction  proceeds  more  quickly  than  at  550°,  the 
loss  in  weight  and  the  amount  of  barium  precipitate  are  larger,  and  pellets 
of  metallic  lead  are  seen;  the  PbSO«  has  been  largely  changed  to  PbS. 
At  700°  the  reduction  to  PbS  and  Pb  is  completed. 

A  comparison  of  the  effects  of  the  two  reducinj 
CO  begins  to  act  at  600°  C,  and  carbon  at  550°;  tha 
is  increased  with  the  temperature,  when  CO  acts  mc 
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the  given  limits  than  carbon,  thus,  for  example,  at  630°  the  CO  reduced 
74.4  per  cent,  and  C  only  36.98  per  cent,  of  the  PbSCV 

Table  V. — Reduction  of  P6SO4  by  Means  of  Carbon 


Test 
No. 


PbSO, 
Milli- 
grams 


Car- 
bon. 
Milli- 
grams 


Mixture 
before 

Heating, 
Milli- 
grams 


Temper- 
ature, 
Degrees 


Mixture 

alter 
Heating, 

Milli- 
grams 


Loss  in 
Weight, 
Milli- 
grams 


Pb80i  Un- 
changed 
after  Heat- 
ing, Milli- 
grams 


Reduction 
of  PbS04, 
Per  Cent. 


Remarks 


1 
2 
3 
4 
5 
6 
7 
8 
9 


1 

604.3 

95.7 

700.0 

604.6 

95.8 

700.4 

604.7 

95.9 

700.6 

605.2 

95.8 

701.0 

605.2 

95.8 

701.0 

604.3 

95.7 

700.0 

604.3 

95.7 

700.0 

604.0 

96.0 

700.0 

605.0 

1 

95.8 

700.8 

550 
550 
600 
600 
630 
650 
650 
700 
700 


698.0 

2.0 

602.9 

697.4 

3.0 

602.9 

681.9 

18.7 

578.8 

683.7 

17.3 

583.8 

621.0 

80.0 

381.4 

542.2 

157.8 

140.2 

537.6 

162.4 

132.7 

518.8 

181.2 

55.77 

519.6 

181.6 

52.76 

0.25 
0.25 
4.33 
3.62 


76.80 
78.04 
90.76 
91.28 


} 


0.25 

3.98 
36.981 
77.42 

91.02 


Evolution    of 

SOt. 
Evolution  of 

SOt. 

Metallic  lead  is 
present  in  the 
reduced     mix- 
ture. 


In  applying  the  foregoing  results  to  reduction  in  the  blast  furnace, 
we  have  to  consider  the  reducing  agents  and  the  temperatures.  In  the 
blast  furnace  the  reducing  agents  are  the  solid  carbon  of  the  coke  and  the 
gaseous  CO  of  the  ascending  gas  current  which  travels  at  a  rate  of  about 
22  ft.  per  second.13  The  furnace  charge  receives  from  12  to  15  per  cent, 
coke.  The  gases  passing  from  the  throat  of  the  furnace  at  a  temperature 
of  from  100°  to  150°  C.  contain  C02 15  to  21,  CO  5.4  to  11.0,  and  oxygen 
0.4  to  1.0  per  cent,  by  volume;  usually  the  ratio  of  CO2  :CO  is  as  3:1. 
The  reduction  of  PbS04  by  carbon  and  CO  is  energetic  at  600°  C,  and 
with  it  takes  place  the  action  of  PbS04  upon  PbS;  both  reactions  occur 
at  a  temperature  below  that  of  decomposition  of  PbS04  by  heat  alone. 
The  elimination  of  sulphur,  which  may  amount  to  from  25  to  40  per  cent.,14 
is  therefore  largely  due  to  the  action  of  PbS04  upon  PbS  in  the  upper 
part  of  the  furnace.  An  advantage  in  using  blast-roasted  lead  ore  as 
regards  elimination  of  sulphur  lies  in  the  fact  that  the  sulphur  is  present 
mainly  as  sulphate  which  is  readily  eliminated  as  SO2  and  does  not  in- 
crease the  matte-fall.  The  CaO  of  the  limestone  added  to  the  blast- 
roasting  charge  (CaCOs  =  per  cent.  S  +  2  per  cent.)  is  converted  into 
CaS04,  and  this  is  either  reduced  at  800°  C16  to  CaS  and  enters  the  slag 
as  sulphide,  or  it  is  dissociated  at  1,000°  C.  by  Si0216  and  enters  the  slag 
as  silicate.  The  SO3  of  CaS04  in  blast-roasted  ore  has  therefore  as  little 
influence  upon  the  matte-fall  as  has  the  SOs  of  PbS04.  Slags  running 
high  in  FeO  have  been  found  to  hold  in  solution  as  much  as  7  per  cent. 
S;  thus  two  slags  made  at  Stolberg,  Rhenish  Prussia,  with  55  and  38  per 
cent.  FeO  contained  7.4  and  3.7  per  cent.  S. 

1  Zur  Bildung  von  Flugstaub  und  Ofenbruch  im  Bleihiittenbetriebe,  Metallurgie, 
vol  3,  No.  13,  p.  441  (July  8,  1906). 

*f1ie  Decomposition  of  Metallic  Sulphates  at  Elevated  Temperatures  in  a  Cur- 
Try  Air,  Trans.,  vol.  43,  546  (.1912). 
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Determination  of  Dust  Losses  at  the  Copper  Queen  Reduction  Works 

BT  J.  MOORE  SAMUEL,*  DOUGLAS,  ARIZ. 
(Arizona  Meeting,  September,  1016) 

Introductory 

Before  the  year  1909,  no  measurements  of  dust  losses  and  flue  gases 
had  been  made  at  the  Copper  Queen  Reduction  Works,  at  Douglas,  Ariz. 
At  that  time  the  "unaccounted"  loss  of  the  smelter  had  reached  a 
figure  that  drew  attention  to  the  possibility  of  large  stack  losses.  The 
measurement  of  dust  losses  had  not  been  studied  much  at  that  time,  and 
estimates  of  dust  losses,  with  a  few  exceptions,  were  the  results  of  tests 
by  what  has  been  termed  "chemical  methods,"  that  is,  the  aspiration 
and  filtration  through  cotton,  wool  or  some  similar  medium  of  a  few  liters 
of  gas,  the  dust  being  weighed  on  a  chemical  balance,  and  the  volume  of 
gas  computed  from  the  volume  of  aspirator  water.  The  possible  error 
of  this  method  is  enormous,  and  the  probable  error  much  too  large  for 
reliable  results.  Since  the  object  of  these  tests  was  to  discover  not  only 
the  extent  of  the  dust  losses,  but  also  the  possibility  of  profitably  reduc- 
ing them,  it  was  decided  that  the  method  adopted  must  have  the  fol- 
lowing characteristics: 

1.  The  sample  of  gas  taken  for  filtration  must  be  representative  of 
the  whole  volume  of  gas,  that  is  to  say,  it  must  have  the  same  dust 
content.  This  condition  will  be  fulfilled  in  all  cases  if  the  gas  sample  is 
drawn  off  without  change  of  rate  of  flow.  Then  it  will  contain  the  same 
proportion  of  entrained  or  suspended  particles  of  dust  as  the  original  gas. 
In  the  case  of  flue  gases  which  contain  only  fume,  at  a  temperature  above 
or  near  the  sublimation  point,  this  condition  need  not  be  adhered  to  since 
the  fume  will  not  behave  as  entrained  particles,  but  more  nearly  as  a  true 
gas.  Consequently  the  gas  sample  in  this  case  only  may  be  drawn  off 
at  any  rate  of  flow. 

2.  The  gas  sample  taken  must  be  large  enough  (a)  to  yield  sufficient 
dust  to  permit  of  accurate  chemical  and  physical  examination;  (b)  so 
that  the  ratio  of  the  total  volume  of  gas  passing  through  the  flue  to  the 
volume  of  gas  sample  taken  shall  not  be  too  large. 


♦Testing  Engineer,  Copper  Queen  Reduction  Works. 


recording  thermometer.  For  the  temperatures  of  the  gas  sample,  a  600°F. 
mercury  thermometer  is  used. 

In  order  to  convert  velocity  head  from  inches  of  water  into  feet  of  gas, 
it  is  necessary  to  know  the  specific  gravity  of  the  gas.  This  iB  computed 
from  the  analysis  of  the  gas.  It  is  not  within  the  scope  of  this  paper 
to  give  more  than  the  briefest  outline  of  the  methods  of  gaB  analysis. 

Sulphur  trioxide,  sulphur  dioxide  and  carbon  dioxide  are  determined 
together;  SOj  by  the  Hawley  method;*  SOa  by  absorption  in  a  measured 
volume  of  a  standard  solution  of  Na2COs  in  the  presence  of  excess  Hid; 
and  Cd  gravimetrically.  In  addition,  oxygen  and  water  vapor  are 
determined,  the  remainder  being  taken  as  nitrogen. 

It  is  found  in  practice  that  the  specific  gravity  of  all  our  gases,  at  points 
used  for  dust-loss  deter minationa, closely  approximates  to  4  per  cent,  heavier 
than  air.     However,  measurements  are  made  before  each  Bet  of  tests. 

Fig.  1  shows  the  arrangement  of  the  apparatus  used  in  the  first  series 
of  tests.  An  8-in.  pipe  was  placed  outside  of  the  steel  stack  from  the  top 
to  the  base.  The  upper  end  of  the  pipe  was  extended  to  a  point  inside 
■anaactions  of  the  American  Society  of  Mechanical  Engineert,  vol.  35,  p.  643 
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the  stack,  7  ft.  below  the  top.  The  method  of  varying  the  position  of 
the  suction  intake  is  shown  on  the  sketch.  The  first  series  of  tests  was 
made  at  five  different  points,  but  since  no  appreciable  difference  in  dust 
loss  could  be  found,  subsequent  tests  have  been  made  with  the  suction 
intake  in  position  No.  1  only.  The  8-in.  pipe  was  connected  to  a  No. 
4  Sturtevant  fan  which  was  driven  by  a  5-hp.  variable-speed  motor.  The 
fan  discharged  through  an  8-in.  diameter  flexible  connection  into  a  4-ft. 
diameter  vertical  drum  of  boiler  plate.     The  outlet  at  the  top  of  this  was 


a  12-in.  nipple,  to  which  was  wired  a  bag  28  in.  in  diameter  by  about 
20  ft.  long  made  of  closely  woven  flannel.  The  top  of  this  bag  was  closed 
by  a  cord,  the  end  of  which  passed  over  a  pulley.  This  afforded  a  means 
of  shaking  the  dust  out  of  the  bag  into  the  drum.  The  bag  was  housed 
in  a  wooden  structure.  A  set  of  Pitot  tubes  was  placed  5  ft.  inside  the 
stack,  90  ft.  above  the  base  of  the  stack,  the  temperature  of  the  gas 
being  measured  at  the  same  point  by  a  Bristol  recording  thermometer. 
Another  set  of  Pitot  tubes  and  a  mercury  thermometer  in  the  8-in.  pipe 
were  used  to  measure  the  gas  sample. 
vol.  lv. — *8. 


recording  thermometer.  For  the  temperaturesof  the  gas  sample,  a  6WF. 
mercury  thermometer  is  used. 

In  order  to  convert  velocity  bead  from  inches  of  water  into  feet  of  gas, 
it  is  necessary  to  know  the  specific  gravity  of  the  gas.  This  is  computed 
from  the  analysis  of  the  gas.  It  is  not  within  the  scope  of  this  paper 
to  give  more  than  the  briefest  outline  of  the  methods  of  gas  analysis. 

Sulphur  trioxide.  sulphur  dioxide  and  carbon  dioxide  are  determined 
together;  SO*  by  the  Hawiey  method;*  SO-  by  absorption  in  a  measured 
volume  of  a  standard  solution  of  Xa^O»  in  the  presence  of  excess  H1O1; 
and  CO*  gr&vimetrically.  In  addition,  oxygen  and  water  vapor  are 
determined,  the  remainder  being  taken  as  nitrogen. 

It  is  found  in  practice  that  the  specific  gravity  of  all  our  gases,  at  points 
used  for  dust-loss  determinat  ions, closely  approximates  to  4  per  cent,  heavier 
than  air.     However,  measurements  are  made  before  each  set  of  tests. 

Fig.  1  shows  the  arrangement  of  the  apparatus  used  in  the  first  aeries 
of  tests.  An  H-  in.  pipe  was  placed  outside  of  the  steel  stack  from  the  top 
to  the  base.     The  upper  end  of  the  pipe  was  extended  to  a  point  inside 
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the  stack,  7  ft.  below  the  top.  The  method  of  varying  the  position  of 
the  suction  intake  is  shown  on  the  sketch.  The  first  series  of  tests  was 
made  at  five  different  points,  but  since  no  appreciable  difference  in  dust 
loss  could  be  found,  subsequent  tests  have  been  made  with  the  suction 
intake  in  position  No.  1  only.  The  8-in.  pipe  was  connected  to  a  No. 
i  Sturtevant  fan  which  was  driven  by  a  5-hp.  variable-speed  motor.  The 
fan  discharged  through  an  8-in.  diameter  flexible  connection  into  a  4-ft. 
diameter  vertical  drum  of  boiler  plate.    The  outlet  at  the  top  of  this  was 


Fig.  1. — General  Arrangement  or  Apparatus  Used  in  First  Series  op  Tests  to 
Determine  Dust  Losses. 

a  12-in.  nipple,  to  which  was  wired  a  bag  28  in.  in  diameter  by  about 
20  ft.  long  made  of  closely  woven  flannel.  The  top  of  this  bag  was  closed 
by  a  cord,  the  end  of  which  passed  over  a  pulley.  This  afforded  a  means 
of  shaking  the  dust  out  of  the  bag  into  the  drum.  The  bag  was  housed 
in  a  wooden  structure.  A  set  of  Pitot  tubes  was  placed  5  ft.  inside  the 
stack,  90  ft.  above  the  base  of  the  stack,  the  temperature  of  the  gas 
being  measured  at  the  same  point  by  a  Bristol  recording  thermometer. 
Another  set  of  Pitot  tubes  and  a  mercury  thermometer  in  the  8-in.  pipe 
were  used  to  measure  the  gas  sample. 
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The  basic  formula  v  =  y/2gh  gives  v  the  velocity  of  the  gas  in  feet 
per  second,  if  g  the  acceleration  due  to  gravity  is  in  feet  per  second  per 
second,  and  h  the  velocity  head  is  in  feet  of  gas  at  the  temperature  and 
pressure  of  the  gas.  Now  if  P  is  the  reading  of  the  differential  draft 
gage  in  inches  of  water  giving  difference  between  pressure  in  dynamic 
and  static  Pitot  tubes;  T,  the  temperature  of  the  gas  expressed  in  the 
absolute  scale;  Sw  the  specific  gravity  of  water  at  the  temperature  of 
the  gage;  Sg  the  specific  gravity  of  the  gas  at  a  temperature  T,  then 

The  velocity  head  =  -~—  X  r* 

kg       ll 

Since  the  pressure  of  the  gas  is  constant,  its  specific  gravity  varies 
inversely  as  the  absolute  temperature.  Hence  h  is  proportional  to  PT 
and  v  =  kiy/PT,  ki  being  a  constant.  Now  if  W  is  the  weight  of  gas 
that  passes  a  cross-sectional  area  of  1  sq.  ft.  in  1  sec.  then 

W  -  v  X  Sg  X  1  =  fci  VPT  X  y  =  K^*f 

In  order  to  obtain  the  same  weight  of  gas  per  square  foot  per  second 
in  both  stack  and  pipe  (which  insured  having  the  same  velocity  of  gas  in 
stack  and  suction  intake),  it  was  only  necessary  to  run  the  motor 
at  such  a  speed  that  the  quotient  of  P  divided  by  T  was  the  same  for  both 
stack  and  pipe  readings. 

Given  the  velocity  and  specific  gravity  of  the  gases,  it  is  obvious  that 
volumes  and  weights  of  gas  can  be  easily  computed.  The  volume  of  the 
gas  sample,  however,  will  be  high  if  taken  as  the  product  of  this  velocity 
by  the  area  of  the  sample  pipe,  owing  to  the  fact  that  the  center  velocity  is 
higher  than  the  average.  Readings  should  be  taken  along  a  diameter  at 
the  centers  of  annular  rings  of  equal  area  and  the  average  computed  from 
them.  This  gives  a  factor  for  correcting  center  readings.  This  factor 
should  be  determined  for  several  different  velocities,  as  it  depends  on  the 
velocity  of  the  gas  and  the  size  and  nature  of  the  pipe.  The  early  tests 
were  not  corrected  in  this  way,  and  the  dust  losses  are  therefore  lower 
than  they  should  be.  In  subsequent  tests,  this  correction  has  been  made. 
After  running  the  fan  at  the  correct  speed  for  a  number  of  hours,  the  dust 
collected  was  cleaned  up,  weighed,  sampled,  and  assayed,  and  the  dust 
and  metal  losses  computed. 

The  first  tests  (1909-1910)  and  the  dust-settling  experiments  were 
made  by  the  late  E.  T.  Norlander,  G.  B.  Lee  being  superintendent  of  the 
smelter  at  that  time. 

The  method  at  present  used,  where  high  gas  velocities  are  encountered, 

is  the  same  in  principle  and  is  shown  diagrammatically  in  Fig.  2.     The 

measurements  are  made  in  the  same  way,  but  the  gas  sample  goes  through 

the  filter  under  suction  instead  of  under  pressure,  and  the  filter  is  made  of 

•bestos  fabric  instead  of  flannel.     A  large  fan  is  used  on  account  of  the 
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increased  head  required  to  pull  the  gas  through  the  heavy  asbestos  fabric 
This  bag  is  weighed  before  and  after  the  run  and  the  dust  brushed  out  of 
it.  The  dust  will  contain  some  asbestos,  but  this  may  be  removed  by 
screening  through  a  coarse  sieve. 


r 


This  method  has  several  advantages:  When  filtering  the  gas  under 
pressure  any  leaky  place  between  the  fan  and  the  filter  will  result  in  the 
escape  of  gas  carrying  its  dust  with  it;  but  when  filtering  under  suction, 


Given  the  velocity  and  specific  gravity  of  the  gases,  it  is  obvious  that 
volumes  and  weights  of  gas  can  be  easily  computed.  The  volume  of  the 
gas  sample,  however,  will  be  high  if  taken  as  the  product  of  this  velocity 
by  the  area  of  the  sample  pipe,  owing  to  the  fact  that  the  center  velocity  is 
higher  than  the  average.  Readings  should  be  taken  along  a  diameter  at 
the  centers  of  annular  rings  of  equal  area  and  the  average  computed  from 
them.  This  gives  a  factor  for  correcting  center  readings.  This  factor 
should  be  determined  for  several  different  velocities,  as  it  depends  on  the 
velocity  of  the  gas  and  the  size  and  nature  of  the  pipe.  The  early  tests 
were  not  corrected  in  this  way,  and  the  dust  losses  are  therefore  lower 
t  lian  they  should  be.  In  subsequent  tests,  this  correction  has  been  made. 
After  running  the  fan  at  the  correct  speed  for  a  number  of  hours,  the  dust 
collected  was  cleaned  up,  weighed,  sampled,  and  assayed,  and  the  dust 
and  motal  losses  computed. 

The  first  tests  (1909-1910)  and  the  dust-settling  experiments  were 
made  by  the  late  E.  T.  Norlander,  G.  B.  Lee  being  superintendent  of  the 
smelter  at  that  time. 

The  method  at  present  used,  where  high  gas  velocities  are  encountered, 
same  in  principle  and  is  shown  diagrammatically  in  Fig.  2.  The 
Volenti)  are  made  in  the  same  way,  but  the  gas  sample  goes  through 
sr  under  suction  instead  of  under  pressure,  and  the  filter  is  made  of 
I  fabric  instead  of  flannel.     A  large  fan  is  used  on  account  of  the 
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sample  pipe 

d1     t. 

In  using  this  method  we  arrange  the  piping  bo  as  to  measure  a  velocity 


a. 


oond. 

'indicated  by  the  Pitot  tube  in  the  small 
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pipe,  gives  a  measure  of  the  velocity  of  the  gas  at  the  suction  intake;  it 
is  only  in  rare  cases  that  the  rate  of  flow  of  the  gas  will  be  uniform  over 
the  whole  cross-sectional  area  of  the  flue.  In  order  to  compute  the 
volume  (F)  of  gas  flowing  through  the  flue,  it  is  necessary  to  obtain  a 
factor  to  convert  this  velocity  into  volume.  The  free  cross-sectional  area 
of  the  flue  is  first  determined  by  taking  soundings  of  the  dust  line  at  a 
number  of  points  across  the  flue.  These  can  then  be  plotted  and  the  area 
determined  with  a  planimeter. 

If  v  is  the  velocity  of  the  gas  at  the  sample  point,  A  the  free  cross- 
sectional  area  of  the  flue,  then 

V  -  KAv 

K  the  constant  being  the  ratio  of  the  average  velocity  of  the  gases  over 
the  whole  flue  to  the  velocity  at  the  suction  intake.  Two  methods  have 
been  used  to  determine  K.  The  most  direct  method  is  to  make  a  careful 
exploration  of  the  flue  with  two  sets  of  Pitot  tubes,  one  being  kept  at  the 
position  of  the  suction  intake,  and  the  other  moved  to  a  series  of  points 
across  the  flue.  The  cross-section  of  the  flue  is  divided  into  a  number  of 
equal  areas  and  these  readings  taken  at  the  centers  of  such  areas.  From 
these  readings,  the  volume  of  flue  gases  is  computed  and  the  factor  K 
obtained  and  used  in  the  dust-loss  tests. 

The  other  method  of  determining  K  can  be  used  where  gas  velocities 
are  too  low  for  Pitot  tube  readings,  or  as  a  check  in  Pitot  work.  Velocity 
readings  with  Pitot  tubes  are  taken  at  some  point  in  the  system  where 
the  cross-sectional  area  of  the  conduit  is  a  minimum,  a  sufficient  number 
being  taken  to  give  a  fair  average.  Simultaneous  gas  samples  are  then 
taken  at  this  point  and  in  the  flue  for  which  K  is  to  be  determined  and 
these  gas  samples  are  analyzed  for  one  or  more  constituents  such  as 
S02,  CO2,  or  0.  Since  the  volume  of  gas  passing  the  first  point  is  known, 
and  the  simultaneous  gas  analyses  give  the  percentage  of  excess  air  ad- 
mitted into  the  system  between  two  points,  the  volume  at  the  second 
point  can  be  obtained  from  these  and  a  comparison  of  the  gas  temperatures 
at  the  two  points. 

The  exploration  of  the  roaster  flues  showed  very  great  variation  in 
gas  velocity  across  the  flue.  From  this  we  inferred  that  the  filtration  of  a 
gas  sample  from  any  one  point  would  give  us  a  dust  loss  that  was  too  high 
or  too  low  according  to  whether  the  suction  intake  was  in  a  zone  of  high  or 
low  velocity.  Accordingly,  we  decided  to  make  small-scale  tests  to  give 
us  the  comparative  dust  content  of  the  gases  in  different  parts  of  the  flue. 
These  were  referred  to  the  suction  intake  of  the  large-scale  tests.  The 
apparatus  used  for  this  was  developed  by  the  engineers  of  the  Western 
Precipitation  Co.,  and  has  been  described  by  W.  N.  Drew.8 
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Briefly  it  consists  of  a  small  suction  intake  with  two  statics  as  in 
the  large-scale  work.  We  used  K-i°-  and  iNH°-  diameter  pipe.  The  gaB 
was  filtered  through  a  weighed  fat-extraction  thimble.  The  gas  was 
drawn  out  by  aspirator,  and  the  rate  of  flow  adjusted  to  zero  on  a  differ- 
ential draft  gage  connecting  the  two  statics.  Velocities  were  computed 
from  the  volume  of  water  drawn  from  the  aspirator,  corrected  to  tempera- 


Fta.  4.— Variation  of  Dost  Content  of  Gases  in  Roaster  Flue. 

ture  and  pressure  conditions  in  the  flue.  About  12  cu.  ft.  of  gas  consti- 
tuted a  sample,  and  the  dust  from  it  weighed  from  0.1  to  about  4.0  g. 

The  width  of  the  flue  was  *<*  equal  sections  and  readings 

taken  at  the  centersjygifll  >n  and  the  check  readings 

at  the  suction  *"'  and  the  average  dust 

content  of  ti  -ruction  intake.     The 

averajw*    *  sorrect  the  dust  loss 

oc  *  ted  suction  intake. 
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This  correction  has  been  applied  only  in  the  case  of  the  roaster  flue,  other 
cases  showing  only  minor  variations  in  gas  velocities. 

Fig.  4  shows  the  variation  in  dust  content  of  the  gases  in  the  roaster 
flue. 

Determinations  op  Blast-Furnace  and  Converter  Stack  Loss 

In  1909,  when  these  tests  were  started,  the  smelting  equipment  con- 
sisted of  five  42  by  240-in.  and  five  42  by  216-in.  blast-furnaces  and  eight 
stands  of  converters,  8  ft.  by  11-in.  barrel  type,  acid-lined.  Table  1 
shows  the  dust  losses  at  that  time,  with  seven,  eight  and  nine  furnaces  in 
operation.  The  precious-metal  losses  shown  by  these  tests  are  not  com- 
parable with  subsequent  ones,  owing  to  the  fact  that  the  blast  furnace 
charge  at  this  time  contained  some  high-grade  custom  ore,  which 
materially  increased  the  precious-metal  loss.  Fig.  5  shows  graphically 
the  daily  variations  in  the  volume  and  weight  and  dust  content  of  gases 
in  the  experiments. 

Following  these  tests  an  experimental  settling  chamber  of  23  sq.  ft. 
cross-sectional  area  by  50  ft.  (afterward  100  ft.)  long  was  erected  to  make 
tests  of  dust  settling  at  different  rates  of  flow  of  gas.  The  results  of  these 
tests  are  contained  in  an  article  by  G.  B.  Lee,4  then  Superintendent  of 
the  smelter.  Mr.  Lee  in  summarizing  says,  "  We  believe  as  a  result  of 
these  experiments,  that  flues  or  chambers  to  settle  dust  need  not  be  long. 
In  fact,  125  ft.  would  appear  to  be  enough  if  the  velocity  of  gases  does  not 
exceed  150  ft.  per  minute,  and  that  this  speed  may  be  materially  increased 
if  wires  or  screens  are  placed  across  the  direction  of  flow." 

After  these  experiments,  the  dust  chamber  was  enlarged  so  that  the 
gases  from  two  furnaces  nearly  conform  to  the  condition  Mr.  Lee  lays 
down.  At  the  same  time  a  balloon  flue  11  ft.  in  diameter  at  one  end  and 
13  ft.  in  diameter  at  the  other  was  built  to  handle  the  converter  gases 
which  previously  discharged  directly  into  the  dust  chamber. 

Table  2  has  a  sketch  plan  of  the  dust  chamber  showing  the  change. 
Tests  of  the  stack  losses  were  made  in  1911  following  this  change.  Com- 
paring the  results  obtained  with  previous  tests  made  under  the  same 
operating  conditions,  there  is  a  decrease  in  dust  loss  of  103,800  lb.  per 
day  (from  164,680  to  60,860),  and  in  the  copper  loss  of  10,800  lb.  per  day 
(16,142  to  5,355).  That  is  a  decrease  of  63  per  cent,  of  dust  loss  and 
of  67  per  cent,  of  the  copper  loss. 

It  will  be  seen  from  the  sketch  plan  of  the  extended  dust  chamber 
that  two  blast  furnaces  only  discharge  into  the  extended  portion  and 
that  the  header  flue  connecting  this  extension  with  the  stack  receives  also 
all  the  converter  gases.  Two  series  of  tests  were  made  of  the  loss  from 
the  end  of  this  header  flue,  the  first  with  both  furnaces  and  the  converters 

4  Engineering  and  Mining  Journal,  vol.  90,  No.  10,  p.  504  (Sept.  10,  1910). 
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in  operation,  and  the  second  with  the  converters  only  in  operation,  but 
enough  air  being  admitted  through  the  furnace  uptakes  to  make  the  gas 
velocity  in  the  header  Sue  as  nearly  normal  as  possible.     The  results  of 
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these  tests  are  given  in  Table  2.  Recently  we  made  determinations  of 
the  converter  loss  alone,  in  the  same  place,  but  the  results  are  not  com- 
parable, as  seven  12-ft.  upright,  basic-lined  converters  have  replaced  the 
eight  small  acid-lined  converters. 


was  in  operation.     Table  2  is  an  abstract  of  all  these  determinations  of 
the  blast-furnace  and  loss  and  shows  the  effects  of  the 

extension  of  the  dust  the  removal  of  the  converter  gases 

'mm  the  main  body  of  the  chamber  and  also  the  removal  of  fine  ore  from 
last-furnace  charge. 
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Converter  Losses 

We  made  two  series  of  determinations,  one  of  the  converter-dust  loss, 
and  one  of  the  amount  of  dust  passing  the  end  of  the  converter  balloon 
flue.  The  testing  department  of  the  Anaconda  Reduction  Works  had 
discovered  that  by  leaching  their  converter  fume  with  dilute  sulphuric 
acid  they  could  obtain  a  concentrate  high'  enough  in  lead  to  justify  re- 
covery of  that  metal,  the  copper  and  zinc  being  recovered  by  precipitation 
on  iron,,  or  by  electrolytic  precipitation.  From  the  converter  flue  we 
recover  dust  high  in  copper  (50  to  60  per  cent.  Cu),  but  containing  only 
small  quantities  of  Pb  and  Zn.  Passing  that  flue,  the  fume  and  dust 
together  form  a  product  that  contains  from  5  to  20  per  cent.  Cu,  17 
to  29  per  cent.  Pb,  and  6  to  12  per  cent.  Zn.  We  found  that  an  acid 
leach  is  not  necessary  for  our  material,  water  giving  nearly  as  good  an 
extraction,  and  by  using  a  water  leach,  followed  by  a  leach  with  a  solu- 
tion of  ferrous  and  ferric  sulphates,  an  extraction  of  74  per  cent,  of  the 
copper,  and  97  per  cent,  of  the  zinc  was  obtained  with  the  formation  of  a 
concentrate  containing  55  per  cent.  Pb.  The  ferrous  and  ferric  sulphate 
solution  would  be  obtained  from  the  precipitation  of  the  copper  liquors  on 
iron. 

The  quantities  involved,  however,  are  small  and  the  project  is  still 
under  consideration. 

Roaster  Dust-Loss  Determinations 

The  roaster  and  reverberatory  plant  originally  comprised  six  18-ft. 
diameter,  six-hearth  McDougall  roasters,  and  two  19  by  91-ft.  6-in. 
reverberatory  furnaces,  the  flue  gases  from  each  of  which  are  conducted 
through  two  520-hp.  Erie  City  waste-heat  boilers.  The  plant  has  since 
been  enlarged  to  16  roasters  and  three  reverberatories,  of  which  14  or 
15  roasters  and  two  reverberatories  are  normally  in  operation. 

Separate  dust  chambers  are  provided  for  roasters  and  reverberatories. 
These  dust  chambers  diffei*  only  in  length,  the  roaster  chamber  being 
12  ft.  longer  than  the  reverberatory;  they  are  144  ft.  and  132  ft.  long 
respectively.  The  cross-section  of  these  chambers  is  shown  in  Fig.  6; 
its  area  is  1,294  sq.  ft.,  but  the  free  cross-sectional  area  with  the  usual 
amount  of  dust  in  the  bottom  is  about  1,235  sq.  ft.  Wires  are  hung  in 
both  chambers  in  all  but  the  first  and  last  12  ft.,  so  that  the  roaster  cham- 
ber has  120  ft.  of  its  length,  the  reverberatory  108  ft.,  in  which  wires 
are  suspended.  A  more  complete  description  of  the  Copper  Queen 
smelting  works  is  given  by  Richard  H.  Vail.6 

The  reverberatory  dust  losses  have  not  been  determined.  The  dust 
settles  mostly  in  the  waste-heat  boilers,  very  little  settling  in  the  chamber. 


f  Engineering  and  Mining  Journal,  vol.  99,  No.  1,  p.  1  (Jan.  1,  1915). 
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The  dust  loss  is  probably  nominal  and  it  baa  never  been  considered  neces- 
sary to  determine  it. 

The  roaster  losses  have  been  determined  under  the  following  different 
conditions  of  operation : 


(3) 
(4) 
(5) 


Draft 

Feed 

Low 

Fine 

Medium 

Mixed 

High 

Mixed 

Low 

Mixed 

Low 

Ccwrae 
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Tests  (1)  were  made  with  a  10-in.  suction  intake  and  a  5-in.  pipe 
outside  the  flue;  teste  (2)  to  (5)  with  a  6-in.  suction  intake  and  5-in. 
outside. 


h 


palJiqQ  SJ( 


The  averages  of  all  these  tests  are  given  in  Table  3,  and  Fig.  7  is  a 
graphical  representation  of  the  variations  in  tonnages  roasted,  volumes 
of  the  gases,  dust  and  copper  losses,  the  last  two  being  plotted  to  much 
larger  scales  than  the  tonnages  roasted.    The  dust-chamber  watts  are 
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Detail 

resulted  in  a  large  leakage  of  air  through  the  walls  of  the  chamber  at  the 
time  of  tests  (2)  to  (5).  In  fact,  this  "false  air,"  admitted  through 
the  dust  chamber  walls,  constitutes  approximately  one-third  of  the 
ital  volume  of  flue  gases.    The  walls  are  at  present  being  repaired, 
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the  damaged  sections  being  replaced  by  new  tile  laid  with  a  fire-  and 
acid-proof  mortar.  When  the  repairing  is  completed,  another  set  of  tests 
will  be  made.     We  anticipate  that  there  will  be  a  considerable  reduc- 
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tion  in  the  dust  loss.  For  should  the  stoppage  of  this  air  leakage  not 
result  in  any  decrease  in  the  percentage  of  dust  in  the  gases,  the  dust 
loss  would  still  be  less  in  the  proportion  of  the  diminution  in  volume.    It 
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is,  however,  highly  improbable  that  the  decreased  volume,  moving  through 
the  chamber  at  a  reduced  velocity,  would  cany  as  high 

a  percentage  of  dust  at  the  outlet. 

The  roaster  dust  loss  seems  to  depend  on  the  tonnage  treated  by  the 
roasters,  the  roaster  draft,  and  the  sue  of  the  particles  fed.    It  is  found 
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in  practice  that  the  roaster  draft  haB  a  great  effect  on  the  capacity  of 
the  furnaces,  but  our  tests  also  show  that  increase  of  draft,  or  increase  of 
tonnage  treated,  result  in  prohibitive  dust  losses,  so  that  now  the  roaster 
draft  is  kept  at  the  absolute  minimum  required  to  carry  away  the  gases. 
The  last  set  of  experiments  (5)  does  not  represent  normal  working. 
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The  activities  of  General  Villa  in  Sonora  cut  off  the  supply  of  concen- 
trates from  the  Moctezuma  Copper  Co.,  and  gave  us  the  opportunity  to 
determine  the  effect  of  the  size  of  the  feed  on  the  roaster  loss. 

Conclusions 

The  value  of  this  class  of  work  cannot  be  overestimated.    The 
amounts  involved  are  usually  many  times  the  outlay  required  for  carrying 
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on  the  work,  and  the  systematic  study  of  dust  loss  will  always  prove  a 
good  investment.     The  results  of  tests  of  blast-furnace  and  converter 
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CROSS  SECTION  SHOWING  WIRES 
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Method  or  Attachimg  Wires  to  Chains. 


rvsulmi  in  a  larp*  Wkag*  of  sir  through  the  walls  of  the  chamber  at  the 
time  vt  twt*  l^  **  ls>*    Im  fsc*'  ,his  "false  air'"  admiHed  through 
Oust  chamber  walls,  constitutes  approximately  one-third  of  the 
'  volume  of  Hue  pM.    The  walls  are  at  present  being  repaired, 
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than  the  question  of  unaccounted  for  loss.  He  has* not  the  advantage 
of  the  metallurgist  of  the  early  days  here,  who  could  sleep  peaceably 
with  the  settled  conviction  that  there  were  certain  copper  mineral  con- 
stituents of  the  ore  which  were  volatile,  and  there  was  therefore  nothing 
to  worry  about.  The  slag  contents  and  volatilization  accounted  for  the 
balance  of  the  copper  that  went  in  the  top  of  the  furnace  after  the  weigh- 
ing of  the  bullion-  There  have  been  great  strides  in  recent  years  to- 
ward reducing  this  loss.  Perhaps  the  Anaconda  company  is  the  one 
we  have  to  thank  for  the  original  pioneer  work  along  the  lines  which  we 
are  all  today  following.  We  would  be  glad  to  hear  from  some  gentlemen 
present  with  reference  to  their  experience  with  this  question  of  dust 
losses. 

E.  P.  Mathewson,  Anaconda,  Mont. — You  mentioned  the  Anaconda 
company,  Mr.  Chairman.  I  would  like  to  say  something  about  what  we 
have  been  doing  there,  and  the  troubles  we  have  been  having.  We  have 
a  tremendous  volume  of  gas  to  handle.  We  adopted  the  system  of  large 
chambers,  lessening  the  velocity  of  gases,  and  incidentally  cooling  the  gases. 
Unfortunately  in  one  sense  and  fortunately  in  another,  we  were  compelled 
to  increase  the  amount  of  gas  handled  in  the  flue  system,  and  the  results 
were  then  not  so  good.  Still,  we  get  a  very  good  recovery.  Our  system 
of  taking  a  sample  is  similar  to  the  one  described  by  the  writer  of  the 
paper.  We  have  tried  all  kinds  of  apparatus  for  getting  a  fair  sample. 
We  divided  the  area  of  the  flue  into  imaginary  squares,  and  have  taken 
samples  for  a  certain  period  of  time  from  each  square;  and  have  used  the 
asbestos  bags.  At  present,  there  is  a  large  unit  of  the  Cottrell  apparatus 
almost  ready  to  connect  up  on  the  roaster  flue  to  catch  the  dust  from 
flotation  concentrates.  The  worst  things  smelters  have  to  handle  at  the 
present  day,  they  are  coming  in  the  Southwest  as  well  as  the  Northwest, 
are  of  material  much  of  which  is  as  small  as  500  mesh,  and  the  ordinary 
methods  of  catching  dust  will  not  apply  to  flotation  concentrates.  The 
Cottrell  process  is  going  to  be  tried  out  at  our  plant  for  this  material. 
We  have  devised  special  forms,  with  a  view  to  preventing  the  formation 
of  dust  from  this  material,  and  we  are  pleased  with  the  results  so  far 
obtained.  There  is  another  point  in  connection  with  this  subject  that 
I  want  to  put  before  the  members  here,  so  they  will  be  thinking  about  it. 
You  know  there  has  been  a  great  deal  of  litigation  between  the  farmers 
and  the  smelting  companies  on  account  of  the  damage  some  smelter 
smoke  causes.  In  the  early  days  at  Anaconda  we  were  turning  out  a 
great  deal  of  dust  from  our  small  flues  and  short  stacks.  That  we  over- 
came and  we  stopped  the  damage  to  such  an  extent  that  the  courts 
sustained  us  throughout,  and  proved  that  our  improvements  were  really 
improvements,  and  we  had  ceased  to  materially  damage  the  farmers  in 
our  vicinity.  The  one  thing  that  our  good  friends  of  the  Bureau  of 
Mines  are  apt  to  overlook  in  checking  up  smelters  is  the  fact  that  smelters 
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When  you  have  the  dry  condition  that  obtains  in  the  Southwest  with  oc- 
casional high  wind,  you  are  going  to  have  a  dust  loss  before  it  gets  in  the 
furnace.  My  observations  this  morning  have  made  me  believe  that  this 
dust  loss  is  material.  I  was  interested  in  what  Mr.  Mathewson  had  to  say. 
We  have  in  Shasta  County,  a  smelter  which  treats  800  or  900  tons  of 
sulphide  ore  a  day.  It  is  putting  out  somewhere  in  the  neighborhood 
of  350  tons  of  sulphur  daily.  All  the  smoke  is  filtered  so  that  the  gas 
which  is  going  out  of  the  stacks  of  the  bag  house  is  invisible.  The  gas 
that  comes  from  the  settlers  and  converter  is  likewise  led  into  the  bag 
house,  so  that  there  is  no  visible  smoke  in  the  smelter.  Yet,  some  15 
miles  away  from  that  smelter,  farmers  have  the  imagination  to  claim  that 
damage  is  being  done  by  sulphur  dioxide,  their  claim  being  that  sulphur 
dioxide  forms  pistons  in  the  valley  of  the  Sacramento  River;  when  the 
wind  blows  with  the  river  current  the  pistons  of  concentrated  sulphur 
dioxide  travel  at  least  15  miles  and  cause  discoloration  of  vegetation. 
The  smelter,  on  the  other  hand,  claims  that  there  is  no  material  damage 
done  by  the  sulphur  dioxide — that  other  things  cause  the  discoloration — 
the  smelter  thinks  it  has  proved  its  case.  The  material  that  results 
.e  filtering  of  the  smoke  is  a  most  complex  fume,  containing  a 
,ny  of  the  rarer  elements — arsenic,  bismuth,  platinum,  copper. 
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silver,  zinc  and  some  gold.  By  means  of  the  electrolytic  treatment 
of  zinc,  we  have  found  that  it  is  commercially  profitable  to  treat  this 
fume  which  has  accumulated  for  some  4  or  5  years.  The  thing  to  do  is 
to  accumulate  all  material  containing  values  and  after  a  while  you  will 
find  a  process  by  which  a  profit  can  be  made.  That  seemed  to  be  our 
experience  in  Shasta  County. 

C.  E.  Arnold,  Miami,  Ariz. — I  should  like  to  make  an  inquiry  as  to 
the  point  raised  by  Mr.  Jennings  regarding  dust  losses.  At  the  Inter- 
national smelter  at  Miami  it  is  noticeable  that  the  bedding  bins  are 
entirely  housed  in,  while  those  at  the  Calumet  and  Arizona  smelter  are 
exposed  to  the  action  of  the  winds.  It  would  be  interesting  to  hear  from 
Mr.  McGregor  whether,  in  this  particular,  the  design  at  the  Miami  plant 
was  influenced  by  the  experiencing  of  excessive  dust  losses  at  the  Calumet 
and  Arizona  plant. 

A.  G.  McGregor,  Warren,  Ariz. — Of  course,  we  realized  that  there 
must  be  some  losses  from  the  wind  blowing  over  the  beds.  At  the  Inter- 
national Smelting  Co.'s  plant  at  Miami,  we  have  a  very  valuable  material 
to  handle,  and  we  wished  to  provide  against  all  losses  as  far  as  possible, 
so  we  housed  in  the  beds. 

The  Chairman. — The  question  seems  to  be  largely  a  commercial 
one,  that  is,  how  great  expenditures  are  justified  in  order  to  increase 
the  savings  in  dust  and  fume.  A  plant  smelting  a  low-grade  furnace 
charge  can  hardly,  for  the  saving  obtained,  afford  to  install  a  process 
such  as  that  at  the  International  smelter  at  Miami,  where  the  charge  will 
run  from  25  to  35  per  cent.,  without  offsetting  the  savings  obtained  by 
an  increased  charge  which  would  exceed  the  commercial  profit  from 
the  operation. 

The  point  which  Mr.  Jennings  makes,  that  there  may  be  a  considerable 
mechanical  loss  of  fines  from  the  bed  systems  in  the  Southwest  during 
the  high  winds  of  Spring,  is  well  taken  and  it  might  and  probably  would 
pay  to  enclose  the  ore  beds  to  obviate  or  reduce  this  loss. 

The  only  Cottrell  plant  constructed  in  Southwestern  smelters  is  that 
of  the  International  smelter,  and  I  hope  Dr.  Ricketts  can  give  us  some 
of  the  results  of  this  installation. 

L.  D.  Ricketts,  New  York,  N.  Y. — Mr.  Chairman,  I  thoroughly 
believe  that  smelters  should  not  allow  their  ore  to  drop  through  the  air 
in  the  open  and  exposed  to  the  wind.  The  bed  should  be  entirely  covered, 
a  sprinkler  used  if  necessary  and  provision  made  that  the  men  need  not 
go  where  the  beds  are  being  formed,  if  the  dust  is  bad.  At  Inspiration 
we  housed  in  the  beds  on  account  of  the  richness  of  the  material  and 
used  a  "V"  shaped  bin  instead  of  a  flat  surface  and  a  reclaimer.    Mr. 
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An  Investigation  into  the  Flowing  Temperatures  of  Copper  Mattes  and 

of  Copper-Nickel  Mattes 

BT  G*  A.  GUESS,  *  M.  A.,  TORONTO,  ONT.,  AND  F.  E.  LATHE,  f  B.  A.,  M.  8.,  GRAND  FORKS,  B.  C. 

(Arisona  Meeting,  September,  1916) 

This  investigation  was  started  with  the  idea  of  determining  whether 
copper-nickel  mattes  might  not  have  a  lower  Sowing  temperature  than 
copper  mattes,  and  thus  perhaps  aid  in  accounting  for  the  difficulty  so 
far  experienced  in  attempts  at  pyritically  smelting  copper-nickel  ores. 

We  have  used  the  term  Sowing  temperature  to  avoid  confusion  with 
the  usual  melting  temperature.  The  idea  at  first  was  that  there  might 
be  a  greater  viscosity  range  in  the  one  matte  than  in  the  other.  In  the 
early  experiments  it  was  in  our  minds  to  determine  the  relative  fluidity 
of  the  mattes  at  a  given  temperature.  Looking  to  this  end  we  tried 
pouring  equal  quantities  of  matte  at  the  same  temperature  down  an 
inclined  graphite  slab,  and  comparing  the  distances  traveled.  Results 
from  such  experiments  were  not  satisfactory.  We  next  tried  pouring 
equal  quantities  at  the  same  temperature  through  a  drilled  hole  in  an 
Acheson  graphite  crucible,  timing  the  flow  with  a  stop  watch,  the  whole 
operation  being  carried  out  in  the  muffle.  The  flowing  temperatures 
of  the  mattes  tried  in  this  way  appeared  to  be  about  the  same,  and  there 
was  no  marked  difference  in  their  fluidity  when  well  fused.  Oxidation 
gave  some  trouble. 

These  experiments  finally  led  to  the  adoption  of  the  following  appa- 
ratus which  we  thought  at  the  time  was  wholly  original  with  us,  but  which 
we  have  since  found  was  described  by  W.  McA.  Johnson.1  The  tray 
used  was  a  slab  of  graphite  8  in.  long,  2  in.  wide  and  J£  in.  thick.  It  had 
six  holes,  into  each  of  which  sat  a  cup  of  Acheson  graphite.  Centrally 
in  the  bottom  of  each  cup  was  a  vertically  drilled  hole  %$  in.  in  diameter 
and  3^  in.  long.  The  mattes  to  be  tested  were  put  into  the  cups,  in  a 
solid  piece.  The  cups  were  covered  with  inverted  Battersea  "A"  cups. 
The  tray  was  put  into  the  muffle  of  a  gas-fired  furnace.  Supports  on 
each  end  held  the  tray  about  2  in.  from  the  floor  of  the  muffle.    Under 
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the  apparatus  was  a  layer  of  fine  silica  sand  spread  out  smoothly.  On 
such  a  surface,  it  was  easy  to  note  the  falling  of  the  drops  of  matte.  A 
carefully  calibrated  thermocouple  was  used.  The  junction  was  inserted 
under  one  of  the  central  Battersea  crucibles,  and  rested  against  one  of  the 
graphite  cups.  The  position  of  the  thermocouple  was  important,  as  the 
gradual  oxidation  of  the  graphite  slab  kept  it  at  a  temperature  con- 
siderably above  that  of  the  muffle  itself.    The  temperature  of  the  furnace 


PLAN 
Fig.  1. — Apparatus  for  Determination  op  Flowing  Temperatures. 

was  raised  gradually,  until  matte  had  flowed  from  each  of  the  cups,  and 
the  corresponding  temperatures  were  recorded  (see  Fig.  1). 

Two  series  of  mattes  were  made  by  mixing  white  metal  from  copper 
converters  and  white  metal  from  copper-nickel  converters  with  varying 
amounts  of  iron  sulphide  sticks.  These  mixtures  were  fused.  The 
flowing  temperatures  of  the  mattes  in  these  scries  were  determined  in 
the  manner  above  described. 

Some  specimens  of  furnace  mattes  which  were  on  hand  were  likewise 
tried  for  their  flowing  temperatures,  and  it  was  found  that  the  flowing 
temperatures  of  the  furnace  mattes  were  in  every  case  higher  than  the 
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flowing  temperatures  of  the  laboratory-made  mattes  of  the  same  grade. 
This  was  true  both  for  copper  mattes  and  for  copper-nickel  mattes. 
About  this  time  it  was  noticed  that  some  of  the  low-grade  laboratory 
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mattes  were  disintegrating.  They  had  never  looked  just  like  furnace 
mattes,  having  from  the  first  a  yellow  tint,  but  when  they  started  to 
disintegrate  our  suspicions  were  further  aroused,  and  these  suspicions 


Per  Cent  Cu-M  iu  Mutt* 


were  confirmed  when  the  sulphur  content  was  found  to  be  abnormal. 
For  example,  the  sulphur  in  a  laboratory-made  matte  containing  16.3 
per  cent,  copper  was  found  to  be  31.2  per  cent.,  nearly  the  theoretical; 
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whereas  the  sulphur  in  a  furnace  matte  of  the  same  grade  was  26.0  per 
cent. 

This  finding  discredited  the  whole  series  of  mattes  and  led  us  to 
believe  that  the  disagreement  in  the  melting  temperatures  of  mattes  as 
found  by  various  investigators  was  due  to  the  difference  in  conditions 
under  which  the  mattes  were  prepared,  and  that  it  might  be  well  to  dis- 
tinguish between  furnace  mattes  and  laboratory-made  mattes. 

We  next  procured,  through  the  courtesy  of  some  smelters,  several 
furnace  mattes  of  different  grade.  We  found  them  all  to  have  a  higher 
Sowing  temperature  than  laboratory  mattes  of  the  same  grade.  This 
difference  was  more  pronounced  in  the  mattes  of  low  and  medium  grade. 
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The  effect  of  remelting  furnace  mattes  under  borax  glass  and  under 
charcoal  was  tried.  When  melted  under  borax,  furnace  mattes  became 
apparently  laboratory  mattes  having  the  same  sulphur  content  and  flow- 
ing temperature.  The  fact  that  borax  glass  dissolved  a  considerable 
amount  of  iron  from  the  mattes,  suggests  that  furnace  mattes  contain 
iron  oxides,  as  has  been  remarked  by  several  writers. 

Curves  have  been  plotted  showing  the  flowing  temperatures  of  the 
two  series  of  laboratory-made  matteB,  of  a  series  of  furnace  copper  mattes, 
and  of  a  partial  aeries  of  furnace  copper-nickel  mattes  (Figs.  2  to  5). 

The  results  of  these  experiments  have  not  shown  as  great  a  difference 
in  flowing  temperature  between  copper  and  copper-nickel  mattes  as  was 
expected.  Copper-nickel  mattes  appear  to  have  a  flowing  temperature 
from  30°  to  50°  below  copper  mattes  of  the  grade  usual  in  blast-furnace 
work.    This  slight  difference  in  temperature  does  not  appear  to  us  to  be 
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sufficient  to  explain  failures  in  pyritic  smelting  due  to  a  too  early  liqua- 
tion of  copper-nickel  matte  in  the  furnace. 

The  determination  of  flowing  temperature  as  shown  by  the  accom- 
panying curves  indicates  the  existence  of  a  eutectic  containing  about  27 
per  cent,  copper  or  copper  nickel.  This  is  seen  much  more  clearly  in  the 
curves  of  laboratory-made  mattes. 

The  following  tables  show  the  results  of  melting  some  furnace  mattes 
under  borax  glass  and  under  charcoal,  and  the  copper  and  nickel  content 
of  the  copper-nickel  mattes  used. 


Per  Cent  Cn  or  Cn-Nl  Id  Matta 


Copper 

Mattes 

*.. 

Par  Cent.  Cu  1  Per  Cant.  8 

Flowing  Tempera- 
ture K;. 

10.8 
13.6 
11.8 

24.2 
20.fi 
26.6 

37      |  No.  21  melted  under  borax  glass .  . 
21c       No.  21  melted  under  charcoal 

890 
850 

Copper-Nickel  Mattes 

NO. 

CuNi 

Per  Cent. 
S 

Flowing  Tempera- 
ture «C 

13.7 
16.34 
16.26 

26.4 
81.3 
27.2 

22 

40c 

No.  40  melted  under  borax 

1  No.  40  melted  under  charcoal. . . . 

930 
900 

22.80 

47.60 

70.40 

90S 

21.91 

49.93 

71.84 

957 

28.50 

44.40 

72.90 

925 

28.80 

45.60 

74.40 

890 

23.87 

51.43 

75.30 
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20.40 

56.72 

77.12 
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Features  of  the  New  Copper  Smelting  Plants  in  Arizona 

BT  A.  G.  MCGREGOR,*  B.  8.,   M.   B.,   WARREN,   ARIZ. 
(Arisen*  Meeting,  September,  1916) 

During  the  past  5  years,  five  new  copper-smelting  plants  have  been 
built  and  put  into  operation  in  the  State  of  Arizona.  The  monthly 
copper  output  from  these  plants  averages  from  5,000,000  to  18,000,000 
lb.  Previously,  there  never  was  as  much  activity  in  copper-smelting 
plant  construction  in  the  same  length  of  time  in  all  the  rest  of  the  world. 

Naturally,  in  this  amount  of  work,  some  new  problems  were  met  and 
new  features  in  plant  design  and  equipment  developed.  Some  of  these 
features  are  described  in  this  paper. 

Concentrate  Hauling,  Unloading  and  Sampling  System 

(a)  Concentrate  Car 

The  International  Smelting  Co.  has  provided  at  its  plant  at  Miami 
specially  designed  cars  for  hauling  the  concentrates  Trom  the  mills  of  the 
Inspiration  Copper  Co.  and  the  Miami  Copper  Co.  The  car  has  a  bottom 
that  is  readily  made  tight  to  hold  flotation  concentrates  and  is  quickly  and 
cheaply  unloaded.    Figs.  1,  2  and  S  show  views  and  details  of  the  car. 

The  main  feature  of  this  car  is  the  slot  in  the  bottom  throughout  its 
length,  which  is  closed  by  means  of  short  planks  that  overlap  like  ship- 
lap  as  shown  by  Fig.  1.  At  one  end  of  the  car  an  iron  gate  operated  by  a 
screw  and  hand  wheel  is  provided,  which  clamps  or  presses  the  planks 
together,  making  the  bottom  tight.  A  removable  tapered  plug  rests 
vertically  over  this  gate  when  the  loading  of  the  concentrates  at  the  mill 
commences. 

A  concentrate  unloading  pocket  (Fig.  4),  180  ft.  long,  is  provided  at  the 
smelting  plant,  which  has  a  conveyor  belt  running  throughout  its  length 
underneath  the  track.  To  unload  a  car,  the  vertical  plug  at  the  end  of 
the  car  is  lifted  by  means  of  a  chain  hoist  which  is  supported  by  a  trolley 
overhead.  The  gate  at  the  end  of  the  car  is  opened  approximately  18  in. 
The  removal  of  the  plug  leaves  a  hole  down  through  the  concentrates. 
The  concentrates  are  poked  through  the  hole  from  the  top  of  the  car  until 
it  is  convenient  for  a  man  to  stand  on  the  bottom  and  draw  one 
of  the  slats  in  the  bottom  toward  the  gate  end  of  the  car.  The  concen- 
trates are  then  raked  down  with  hoes  on  their  natural  angle  of  repose, 
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which  is  nearly  vertical,  until  the  next  slat  is  partly  uncovered,  when  it  is 
pulled  toward  the  gate  end  of  the  car.  This  operation  progresses  until  the 
opposite  end  of  the  car  is  reached.  The  slats  and  the  grooves  supporting 
them  are  then  carefully  swept  off  and  cleaned  with  a  broom;  the  gate  is 
screwed  back,  pressing  the  slats  together,  and  the  plug,  is  lowered  into 
place.  The  car  is  then  ready  to  be  taken  back  to  the  concentrator  for 
another  load. 


Concentrate  UNLOADING  Pocket. 

(6)  Concentrate  Sampler 

Fig.  5  shows  diagrammatically  the  scheme  used  for  sampling  the  con- 
centrates. It  will  be  noted  that  the  conveyor  from  the  unloading  pocket 
discharges  onto  a  shuttle  conveyor  (a  tripper  on  the  former  conveyor 
could  have  been  substituted  for  the  shuttle  conveyor  but  it  would  not  have 
handled  the  sticky  concentrates  as  well).  Buckets  attached  at  their  ends 
to  chain  belts  are  arranged  to  cut  through  the  stream  of  concentrates  as 
they  are  discharged  onto  the  shuttle  conveyor.  The  chains  are  driven 
and  supported  by  sprocket  wheels.  The  arrangement  is  such  that  at  the 
highest  point  in  their  travel  the  buckets  are  in  an  inverted  position.    At 


If 


Fia.  5. — Arrangement  fob  Sampling  Concentrates. 

(c)  Bedding  Bins 

Fig.  6  shows  a  cross-section  of  the  bedding  bins  used  in  connection 
with  the  concentrate  car  and  sampler  just  described.  The  bins  are 
150  ft.  long  and  have  a  total  capacity  of  9,000  tona  of  charge.  The 
concentrates  are  delivered  by  belts  from  the  car-unloading  pocket  to  any 
one  of  the  three  conveyors  passing  over  the  bins.  Each  belt  has  a 
motor-operated  tripper  which  travels  back  and  forth  throughout  the 
length  of  the  bin.  Each  tripper  is  arranged  with  two  cross-belts,  which 
discharge  material  on  both  sides  of  the  tripper,  instead  of  the  ordinary 
chutes  that  would  clog  with  the  sticky  concentrates.  These  cross- 
belts  also  permit  of  a  wider  top  on  the  ore  bed  than  could  be  obtained 
with  ordinary  chute3.  The  cross-belts  of  the  tripper  as  well  as  the  long 
belts  running  over  the  bins  and  all  the  other  belts  handling  sticky  con- 
centrates are  speeded  to  400  ft.  per  minute,  which  aids  in  discharging 
the  sticky  material  from  the  belt  when  it  passes  over  the  pulley  at  its 
end  or  the  pulley  of  the  tripper.    An  oscillating  deflector  is  so 
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arranged  that  the  material  passing  over  the  tripper  is  discharged,  first 
on  one  of  the  short  cross-belts  and  then  on  the  other.  This  is  done  to 
provide  an  even  distribution  of  the  material  over  the  top  of  the  beds, 
making  the  height  of  the  bed  on  both  sides  of  the  tripper  the  same. 
The  tripper  is  reversed  at  each  end  of  its  travel  by  the  reversal  of  its 
propelling  motor  through  a  magnet-switch  control.  The  bins  have 
"V"  bottoms  with  a  slot  2  ft.  4  in.  wide  running  throughout  their  length. 
This  slot  is  covered  with  short  planks  which  are  readily  removed,  and 
as  the  reclaiming  progresses,  they  are  merely  moved  back  in  the  Blot. 


Fio.  6. — Cross-Section  of  Bedding  Bins. 

The  concentrates  are  raked  down  with  hoes  and  allowed  to  discharge, 
through  the  opening  in  the  bottom  thus  provided,  onto  the  conveyor 
belts  underneath.  The  concentrates  are  bedded  in  these  bins  with  a 
proper  amount  of  limestone  and  pyrite  and  the  available  secondaries, 
each  bin  comprising  a  bed.  Storage  bins  for  storing  finely  crushed  lime 
rock,  secondaries,  pyrite,  etc.,  are  provided  and  arranged  bo  that  the 
fine  material  from  these  bins  is  delivered  by  a  conveyor  and  discharged 
just  ahead  of  the  concentrates  onto  the  belts  leading  up  over  the  bedding 
bins.  The  material  next  to  the  bedding  belts,  therefore,  consists  largely 
of  finely  crushed  lime  rock,  which  is  a  further  aid  in  the  discharge  of  the 
sticky  concentrates  from  these  belts. 
vol.  lv.— 50. 
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Roaster  or  Dryer  Plant 

Figs.  7  and  8  show  end  and  side  elevations  respectively  of  the  Inter- 
national Smelting  Co.'s  roaster  or  dryer  plant.  The  main  features  of 
this  plant  consist  in  the  method  used  for  conserving  the  heat  and  in  the 
placing  of  the  Cottrell  fume  treaters  directly  above  the  furnaces.  The 
roaster  furnaces  in  this  plant  are  used  for  drying  the  concentrates  and  are 
not  used  for  roasting,  as  the  charge  contains  no  excess  sulphur;  in  fact  it 
has  been  necessary  to  have  some  pyrite  shipped  in  from  Bisbee  in  order  to 
raise  the  sulphur  content  of  the  charge  sufficiently  to  prevent  the  produc- 
tion of  mattes  too  high  in  copper  for  good  clean  slags. 

(a)  Conservation  of  Heat  in  Furnace 

The  furnaces  are  air-cooled.  The  cooling  air,  after  passing  through 
the  furnace  arms,  is  conducted  up  the  central  shaft  to  the  top,  thence 
down  to  the  oil  fireboxes  connecting  with  the  two  lower  hearths  of  the 
furnace.  This  gives  preheated  air  for  the  combustion  of  the  oil  and  con- 
serves the  heat  absorbed  by  the  cooling  air.  To  further  conserve  the 
heat  of  the  furnace,  the  linings  are  12  in.  thick.  The  outer  4  in.  of  lining, 
between  hearths,  is  made  of  "Nonpareil"  insulating  brick.  The  manu- 
facturers of  these  brick  claim  that  4  in.  of  their  brick  is  equivalent  in 
heat  insulating  value  to  40  in.  of  ordinary  brick.  The  tops  of  the  calcine 
hoppers  of  these  furnaces  are  insulated  from  the  lower  floor  of  the  furnace 
building,  just  above  them,  by  an  air  space.  The  calcine  hoppers  have 
non-conducting  linings  consisting  of  2%  in.  of  Nonpareil  insulating  brick 
and  a  1-in.  layer  of  reinforced  concrete.  The  reinforced  concrete  is  to 
take  the  wear  and  erosion  caused  by  the  heated  material  inside  the 
hopper,  as  the  Nonpareil  brick  will  not  stand  much  wear  or  rough  usage. 

(6)  Cottrell  Dust-collecting  System  for  Furnaces 

The  Cottrell  equipment  for  treating  the  gases  from  this  plant  consists 
of  12  units  of  20  tubes  each.  The  tubes  are  of  lap-welded  steel  13-in. 
in  outside  diameter,  and  15  ft.  in  length.  They  are  flanged  outward,  or 
"  Vanstoned"  at  each  end,  which  reduces  the  brush  discharge  caused  by 
sharp  corners  and  makes  a  good  means  of  connection  to  the  upper  and 
lower  diaphragms.  Suitable  lugs  are  welded  to  the  pipes  against  which  the 
hammers  strike  when  vibrating  the  tubes  to  shake  off  the  collected  dust. 
The  electrical  equipment  for  this  installation  is  so  arranged  that  the  volt- 
age used  may  be  varied  from  50,000  to  100,000  volts.  The  treater  tubes 
were  planned  for  a  velocity  of  5  ft.  per  second  for  the  gases  passing  up 
through  them.  The  recovery  of  dust  by  this  treater  is  practically 
perfect. 


Fig.  9.— End  Eli 
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long  by  4  ft.  wide  at  the  tuyeres.     The  ores  and  materials  smelted 

furnaces  are  bedded  so  that  the  charge  coming  to  the  charge  bins 

te  furnaces  is  thoroughly  mixed.    A  coke  bin  and  an  ore  bin  are  pro- 
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To  accomplish  this,  broken  slag,  brought  in  railroad  cars  from  the 
Old  Dominion  smelter,  was  melted  in  a  small  blast  furnace,  obtained 
by  setting  up  a  number  of  discarded  furnace  jackets  and  a  motor-driven 
blower,  on  the  site  for  the  reverberatory  furnaces.  The  molten  slag  thus 
obtained  was  conducted  in  launders  to  the  foundations  of  the  reverbera- 
tory furnaces.  Heavy  concrete  beams  and  struts  were  provided  between 
the  furnaces  for  taking  the  thrust  from  the  lower  ends  of  the  buck  stays. 
Later,  the  spaces  between  the  concrete  struts  and  the  beams  were  filled 
in  with  molten  slag  obtained  from  the  regular  operation  of  the  reverbera- 
tory furnaces.  The  slag  bottom  was  covered  first  with  a  4-in.  layer  of 
fire  clay  and  then  a  27-in.  layer  of  silica  (94  per  cent.  Si02)  crushed  to 
minus  %  in.    These  bottoms  gave  no  trouble  whatever  in  starting  up. 

(6)  Furnace  Fettling  and  Charging  System 

The  method  of  charging,  instead  of  fettling  only,  along  the  side  walls 
of  reverberatory  furnaces,  now  so  successfully  used  by  the  Canadian 
Copper  Co.  and  the  Anaconda  Copper  Mining  Co.,  was  developed  after 
the  construction  of  this  plant  was  well  along.  The  plant  was  laid  out 
for  charge  tracks  running  at  right  angles  to  the  furnaces  near  the  firing 
end.  In  order  to  distribute  the  charge  along  the  sides  of  the  furnaces, 
charge  hoppers  were  located  under  the  charge  tracks  directly  over  the 
side  walls  of  the  furnaces.  Drag-chain  conveyors  were  installed,  one 
over  each  side  of  each  furnace,  which  received  the  charge  from  the  charge 
hoppers  (see  Figs.  13  and  14).  Under  these  conveyors,  approximately 
every  30  in.,  suitable  down-spouts  with  gates  are  provided  po  that  the 
charge  may  be  distributed  along  the  side  walls  of  the  furnaces  throughout 
their  length.  The  bridge  wall  and  side  walls  at  the  firing  end  of  the  fur- 
naces are  charged  by  drawing  directly  from  the  hoppers  through  suitable 
spouts. 

The  floor  over  the  charge  tracks  around  the  skimming  end  of  the 
furnace  is  paved  with  firebrick. 

(c)  Calcine  Cars 

Figs.  15  and  16  show  end  and  side  elevations  respectively  of  the 
calcine  car  used  at  the  International  Smelting  Co.'s  plant.  The  feature 
of  this  car  is  the  arrangement  used  for  reducing  dust  losses  in  receiving 
and  discharging  a  charge.  The  car  is  equipped  with  four  sliding  sleeves 
in  the  top  which  are  spaced  to  register  with  the  discharge  openings  of  the 
calcine  hoppers  at  the  roaster  plant.  .  When  the  car  is  spotted  under  the 
roaster  hoppers  in  its  proper  position,  the  sleeves  are  forced  up  against  the 
calcine  hoppers  by  means  of  levers  on  the  side  of  the  car.  The  operating 
lever  is  of  flat  spring  steel  so  that  the  sleeve  can  be  firmly  pressed  into  con- 
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tact  with  the  flange  at  the  bottom  of  the  calcine  hopper,  and  held  there  by 
a  notch  in  a  quadrant  on  the  side  of  the  car.  The  spring  handle  insures  a 
good  pressure  between  the  sleeve  in  the  top  of  the  car  and  the  flange 
of  the  calcine  hopper  regardless  of  the  small  variations  in  the  distance 
between  the  top  of  the  car  and  the  calcine  hoppers  or  any  lost  motion  in 
the  connection  of  the  lever  with  the  sleeve.  An  air  vent  is  provided  in 
the  car  made  of  fine  woven  wire  mesh. 

Fig.  14  shows  the  sleeves  in  the  top  of  the  reverberatory  furnace 
charge  hoppers  for  receiving  the  charge  from  the  calcine  car.  These 
sleeves  are  similar  to  the  sleeves  in  the  top  of  the  calcine  car.  By  press- 
ing down  on  the  lever,  which  is  operated  from  the  charge  floor,  the  sleeve 
is  forced  up  against  the  flange  of  the  discharge  spout  of  the  car.  Notches 
are  provided  in  the  lever  which  engage  a  catch  and  thus  hold  the  sleeves 
in  their  upper  position  while  the  car  is  being  discharged.  The  pressure 
of  the  handle  is  transmitted  to  the  sleeve,  as  will  be  seen  from  the  figure, 
through  a  helical  spring,  so  that  a  good  contact  between  the  sleeve  and  the 
spout  of  the  car  is  assured  regardless  of  the  lost  motion  and  wear  in  the 
operating  levers  and  the  variations  in  the  distance  between  the  sleeves  in 
the  charge  floor  and  the  flange  on  the  discharge  spout  of  the  car. 

(d)  Baffling  in  Waste-Heat  Boilers 

By  reference  to  Fig.  17,  it  will  be  noted  that  the  header  flue  between 
the  reverberatory  furnaces  and  the  waste-heat  boilers,  and  the  connec- 
tions between  the  header  flue  and  boilers  are  well  up  above  the  furnace 
floor  level,  giving  ample  head  room  for  the  convenience  and  comfort  of  the 
workmen;  the  bottom  of  the  header  flue  is  10  ft.  6  in.  above  the  furnace 
floor  level.  Also,  it  will  be  noted  that  the  boiler-room  floor  level  corre- 
sponds to  the  furnace  floor  level.  This  is  made  possible  by  reversing  the 
baffling  in  the  Stirling  boilers  so  that  the  gases  enter  the  front  of  the 
boiler  near  the  top  and  leave  the  boiler  at  the  rear  near  the  bottom  instead 
of  as  in  the  standard  setting. 

This  arrangement  of  baffling  gives  equally  as  good  results  from  the 
standpoint  of  water  circulation  in  the  boiler,  priming,  etc.,  as  the  standard 
baffling. 

Arrangement  op  Converter  Plants 

Southwestern  practice  is  to  have  the  converter  plant  adjacent  to  the 
reverberatory  furnaces,  and  arranged  so  that  the  reverberatory  matte  is 
received  through  launders  into  ladles  directly  under  the  converter  plant 
crane.  Also  arranged  so  that  the  converter  slag  may  be  poured  from 
ladles  by  the  converter  crane  back  into  the  reverberatory  furnaces 
through  launders  extending  from  the  converter  aisle  to  openings  provided 
in  the  roofs  of  the  reverberatory  furnaces.    The  converter  slag  is  usually 
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discharged  several  feet  in  front  of  the  bridge-wall  of  the  furnace  and  mid- 
way between  the  side  walls.  Fig.  17  is  a  typical  cross-section  of  the  Inter- 
national Smelting  Co.'s  plant  and  is  typical  of  the  new  reverberatory 
smelting  plants  in  Arizona.     Fig.  18  is  a  plan  of  the  same  plant. 


Pio.  18. — Plan  or  International  Smelting  Co.'s  Plant. 

(a)  Siliceous  Ore  Charging  Device  for  Converters 

Several  of  the  plants  are  arranged  so  that  the  siliceous  ore  for  the 
converters  is  drawn  directly  from  bins  overhead.  Figs.  19  and  20  show 
a  typical  arrangement  of  bin,  measuring  hopper  and  chute  for  accomplish- 
ing this  operation.  This  particular  arrangement  is  installed  at  the  Inter- 
national Smelting  Co.'s  plant.  A  weighing  or  measuring  hopper  is  inter- 
posed between  the  overhead  bin  and  the  chute  leading  to  the  converter 
mouth.  The  hopper  is  mounted  on  springs  and  is  connected  by  levers 
and  links  to  an  indicator  readily  Been  from  the  operating  Soor.  Any 
desired  amount  of  charge  can  be  weighed  out  into  the  measuring  hopper 
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and  heaters  might  be  put  immediately  over  the  reverberatories  so  that 
they  oould  discharge  in  conveyors.  They  could  feed  on  both  sides, 
and  thereby  the  dust  raised  by  discharging  in  the  cars  from  the  hoppere 
could  be  overcome. 


E.  P.  Mathewbon,  Anaconda,  Mont. — I  might  say  a  few  words  on 
the  plants  we  have  visited  so  far.  I  was  particularly  struck  with  the 
cleanliness  of  the  plants,  which  is  next  to  Godliness.  1  noticed  also  that 
the  skull-cracker  arrangement  they  have,  for  handling  their  converter 
slag  is  very  good.  And  they  have  paid  considerable  attention  to  venti- 
lation, and  are  taking  steps  to  take  care  of  the  health  of  the  men.  "Safety 
first91  has  been  well  looked  after  in  all  the  plants  we  have  visited  so  far. 
The  steel  structures  are  right  up  to  date,  and  the  buildings  are  of  the  most 
modern  type,  and  everything  is  conveniently  arranged.  I  think  the  de- 
signers of  the  plants  in  the  Southwest  are  to  be  congratulated  on  what 
they  have  done. 
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(c)  Skull  Breaker  for  Converter  Plant 

Three  of  the  Arizona  converter  plants  are  equipped  with  skull  breakers 
and  a  fourth  plant  is  now  being  thus  equipped.  Figs.  23,  24  and  25  show 
the  general  arrangement  of  the  skull  breaker  at  the  International  Smelt- 
ing Co.'b  plant.    A  hopper  about  11  ft.  wide  by  24  ft.  long  is  provided,  the 
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Fig.  '20.— Converter  Plant,  International  Smelting  Co. 

bottom  of  which  consists  of  cast-steel  bars  with  projecting  lugs,  making  a 
grating  with  openings  throughout  about  9  in.  square.  A  small  traveling 
bridge  is  provided  over  this  grating,  and  mounted  on  this  bridge  is  a  trolley 
which  travels  transversely  to  the  path  of  the  bridge.  In  the  trolley  is 
mounted  a  motor-driven  hoist  which  raises  a  hammer  in  the  form  of  a  long 
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Fio.  21. — Method  of  Lifting 
Converters,  Calumut  A  Ari- 
zona Mining  Co. 


Sec+lon     B-B,      Fig,  £3  Section    A"A.        Fig.  24- 

Figs.  23  and  24.— Skull  Bheaker,  International  Smelting  Co. 
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weight  that  works  in  a  guide.  The  hammer  and  guide  are  mounted  on 
the  trolley  with  the  hoist.  The  hoist  operator  raises  the  hammer  and 
allows  it  to  drop  on  the  skull  in  a  manner  similar  to  the  operation  of 
the  ordinary  type  of  pile-driver  hammer.  When  the  skulls  are  broken 
into  fragments  sufficiently  small  to  pass  through  the  grating,  they  drop 
into  a  steel  railroad  car  underneath.  The  bridge  and  trolley  travel 
permit  the  hammer  to  be  spotted  over  any  skull  on  any  part  of  the 
grating. 


Plan,     Fig.  25 
Fig.  25. — Skull  Breaker,  International  Smelting  Co.    Plan. 


Chimneys 

(a)  The  Largest  Steel  Chimney  in  the  World 

Fig.  26  shows  a  general  elevation  with  details  of  the  large  steel  chimney 
at  the  plant  of  the  United  Verde  Copper  Co.  at  Clarkdale,  Ariz.  It  is 
30  ft.  9J^  in.  in  diameter  inside  the  steel  plates  and  is  400  ft.  1  in.  in 
height,  from  the  base  to  the  top.  It  is  believed  to  be  the  largest  steel 
chimney  in  existence  at  this  time.  It  has  a  brick  lining  4  in.  thick 
throughout  its  height. 


(6)  Slag  Foundation  for  Steel  Chimney 

Fig.  27  shows  the  details  of  the  foundation  for  a  steel  chimney  at 
the  smelting  plant  of  the  Calumet  &  Arizona  Mining  Co.  at  Douglas. 
The  chimney  is  305  ft.  high  from  the  top  of  the  foundation  and  is  25  ft. 
9%  in.  in  diameter,  inside  of  the  steel  shell.  It  has  a  hollow-tile  lining 
4  in.  thick  throughout  its  height.  The  feature  of  the  chimney  is  in  the 
construction  of  its  foundation.  The  foundation  was  cast  from  molten 
slag,  hauled  to  the  site  for  the  chimney  in  the  usual  slag  pots,  instead  of 
concrete  or  masonry  as  is  usual  for  chimneys  of  this  type.  A  template 
for  holding  the  anchor  bolts* was  made  of  structural  angles  and  channels 
supported  on  a  central  concrete  pier  and  held  from  turning  or  moving 
by  a  second  concrete  pier  at  the  outer  circumference.  The  foundation 
vol.  lv. — 51. 
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bolts  were  supported  at  their  lower  ends  on  small  concrete  piers  and 
they  in  turn  supported  the  template  at  other  points  of  its  outer  cir- 
cumference not  supported  by  the  concrete  pier,  each  bolt  having  at  the 
top  a  nut  on  the  under  aide  and  one  on  upper  side  of  the  template, 


'jkjfc.      >L,6*4k7hiclm*ae  in  Stock,  O^'/onp  iLj7»" 
Detail  of  T*Tnpl<ri» 
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forming  a  secure  support.  Large  washers  were  provided  for  the  bottom 
ends  of  the  anchor  bolts  over  which  were  laid  old  steel  rails.  Blast- 
furnace slag  was  then  poured  over  the  foundation  and  adjacent  ground, 
forming  the  foundation  for  the  chimney.  A  concrete  capping  was  laid 
on  top  of  the  slag  for  the  cast-steel  base-ring  of  the  chimney  proper. 

Discussion 

L.  D.  Ricketts,  New  York,  N.  Y. — The  advance  which  has  been 
made  in  smelting  has  been  in  the  line  of  cheaper  cost  of  handling,  due  to 
larger  units  and  decrease  in  losses.  At  the  International  smelter,  Mr. 
McGregor  designed  everything  to  handle  the  ore  under  cover.  But 
we  do  find  an  unaccounted  for  loss  of  0.7  per  cent,  of  our  copper,  which 
is  serious.  Mr.  Wallace  has  made  a  suggestion  that  I  think  metal- 
lurgists ought  to  know  of  and  think  about.  He  made  it  years  ago — and 
that  is  that  one  of  the  chief  losses  is  undoubtedly  in  the  charging  and 
discharging  of  the  calcine  cars.    His  idea  is  that  possibly  the  dryers 
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and  heaters  might  be  pot  immediately  over  the  reverberatories  so  that 
they  could  discharge  in  conveyors.  They  could  feed  on  both  sides, 
and  thereby  the  dust  raised  by  discharging  in  the  cars  from  the  hoppers 
could  be  overcome. 

E.  P.  Mathewsox,  Anaconda,  Mont. — I  might  say  a  few  words  on 
the  plants  we  have  visited  so  far.  I  was  particularly  struck  with  the 
cleanliness  of  the  plants,  which  is  next  to  Godliness.  1  noticed  also  that 
the  skull-cracker  arrangement  they  have,  for  handling  their  converter 
slag  is  very  good*  And  they  have  paid  considerable  attention  to  venti- 
lation, and  are  taking  steps  to  take  care  of  the  health  of  the  men.  "  Safety 
first19  has  been  well  looked  after  in  all  the  plants  we  have  visited  so  far. 
The  steel  structures  are  right  up  to  date,  and  the  buildings  are  of  the  most 
modern  type,  and  everything  is  conveniently  arranged.  I  think  the  de- 
signers of  the  plants  in  the  Southwest  are  to  be  congratulated  on  what 
they  have  done. 
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ive  amount  of  cleanings;  but  the  greater  diameter  of  the  new  con- 
verter, larger  gas  outlet,  and  better  hood,  are  principally  responsible  for 
the  improvement  we  have  accomplished. 

Mr.  Howard's  exceptional  record  of  long  life  of  linings,  I  imagine 
to  be  partly  because  he  has  had  the  pick  of  such  converter  silica  as  he 
has  wanted  to  use,  whereas  we,  being  in  the  customs  smelting  business, 
have  had  to  take  what  we  could  get. 

You  will  thus  observe  that  we  have  no  production  records  as  yet  that 
would  be  of  any  interest  concerning  our  new  converters,  but  next  year 
at  this  time  we  hope  to  be  able  to  give  a  good  account  of  our  big  con- 
verters. Our  10-ft.  Peirce-Smith  converters  consumed  about  9,000  ft. 
of  free  air  per  minute  at,  say,  12  lb.  pressure,  and  the  last  records  I 
secured  before  leaving  El  Paso  show  that  our  new  13-ft.  converter  is 
taking  20,000  ft.,  and  that  means  that  it  is  doing  business. 
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Craabinff 
FiO.  1.— Flow  Sheet  or  THE  Abisoxa  Copper  Co's.  Smelting  Plakt. 
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The  new  smelter  site  is  on  gently  sloping  ground,  2  miles  below  the 
town  of  Clifton,  and  close  to  the  San  Francisco  River.  The  Arizona 
&  New  Mexico  standard-gage  railroad  and  the  Coronado  narrow-gage 
railway  serve  the  plant.  Smelter  yard  standard-gage  trackage  consists 
of  2.38  miles  for  steam  locomotives,  and  1.72  miles  for  electric  haulage. 

Reference  to  the  accompanying  flow  sheet  will  assist  in  following 
description  of  smelting  practice  at  the  new  smelter. 


Roaster  Division 

Roaster  equipment  consists  of  eight  Herreshoff  furnaces  with  steel 
shells  21  ft.  7  in.  in  outside  diameter.  Hearths  and  linings  in  the  different 
furnaces  are  built  of  materials  as  shown  in  the  accompanying  table. 

Hearth  and  Lining  Materials  in  Herreshoff  Roasting  Furnaces 


Fur- 

Hearth Numbers  From  Top  Downward 

nace 
No. 

Drier 
Red  brick 

'      Shell 

1 

2 

3 

4 

5 

6 

1 

Firebrick 

Firebrick 

Gravel- 

Gravel- 

Gravel- 

2-in. 

Red  brick 

concreto 

concrete 

concrete 

concrete 

2 

Red  brick 

Firebrick 

Slag- 

Firebrick 

Firebrick 

Firebrick 

2-in. 

Red  brick 

shapes 

concrete 

shapes 

shapes 

shapes 

concrete 

3 

Red  brick 

Firebrick 

Slag- 
concrete 

Firebrick 

Slag- 
concrete 

Brick- 
concrete 

2-in. 
concrete 

Red  brick 

4 

Red  brick 

Firebrick 

Firebrick 

Gravel- 
concrete 

Gravel- 
concrete 

Gravel- 
concrete 

2-in. 
concrete 

Red  brick 

5 

Red  brick 

Firebrick 

Firebrick 

Firebrick 

Firebrick 

Firebrick 

2-in. 
concrete 

Firebrick 

6 

Red  brick 

Firebrick 

Firebrick 

Firebrick 

Slag- 
concrete 

Slag- 
concrete 

2-in. 
concrete 

Redbrick 

7 

Firebrick 

Firebrick 

Firebrick 

Firebrick 

Firebrick 

Firebrick 

2-in. 

Red  brick 

blocks 

blocks 

blocks 

blocks 

blocks 

blocks 

concrete 

8 

Firebrick 

Firebrick 

Firebrick 

Firebrick 

Firebrick 

Firebrick 

2-in. 

Redbrick 

blocks 

blocks 

blocks 

blocks 

blocks 

blocks 

concrete 

Hearths  designated  "gravel  concrete"  were  made  of  river  gravel,  3-in.  sise  and  under,  2  parts;  clean 
sand,  4  parts;  and  cement,  1  part.  Slag-concrete  mixture  consisted  of  crushed  slag  (all  the  sise  that 
passed  a  }6-in.  screen)  3  parts;  clean  sand,  3  parts;  and  cement,  1  part.  Composition  of  this  slag  was: 
SiOi,  47.0  per  cent. ;  AhOi,  8.5  per  cent.;  Fe,  27.5  per  cent.;  CaO,  3.3  per  cent.;  S,  0.5  per  cent.  In  the 
fifth  hearth  of  No.  3  furnace,  crushed  red  brick  was  substituted  for  gravel  in  the  concrete  mixture. 

The  first  nine  concrete  hearths  built  were  reinforced  with  iron  rods 
laid  in  top  and  bottom  courses.  Reinforcing  in  those  with  inner  drop 
holes  weighed  3,093  lb.,  and  those  with  outer  drops  2,148  lb.  When 
fully  heated  the  fourth  and  fifth  hearths,  with  heavy  reinforcement,  rose 
6  in.  at  the  center  of  the  arch,  which  necessitated  chipping  off  some  of 
the  concrete  from  the  center  of  hearths.  In  later  construction  J^-in. 
diameter  reinforcing  rods  were  used.  This  reduced  the  weight  of  iron 
to  1,172  lb.  and  1,373  lb.  respectively  for  inner  and  outer  drop  hearths. 

Slag-concrete  hearths  are  preferred,  providing  the  slag  is  highly 
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uniform,  because  the  sulphur  had  to  be  controlled  by  burning  oil  inter- 
mittently, which  resulted  in  first  a  hot  furnace  and  low  sulphur,  then  a 
cold  furnace  with  high  sulphur. 

Coal-fired  Dutch-ovens  with  12  sq.  ft.  of  grate  area  have  been  adopted 
for  supplying  additional  fuel  required  for  roasting.  Two  ovens  for  each 
furnace  admit  the  flame  on  the  fifth  hearth  from  the  top.  With  these, 
the  roast  can  be  quickly  and  closely  regulated,  and  the  furnace  repairs 
have  been  greatly  reduced  as  compared  with  oil-burning  conditions. 

Ignition  usually  takes  place  on  the  fourth  hearth  from  the  top,  and 
the  temperature  of  the  charge  rises  to  1,200  or  1,300°  F.  on  the  two  lower 
hearths.  With  one  reverberatory  running,  each  roaster  operated  nor- 
mally makes  65  tons  of  calcine  per  day.  When  two  reverberatories  are 
taking  charge,  each  roaster  has  to  supply  80  tons  of  calcine.  Results 
show  that  while  removing  the  same  units  of  sulphur  per  ton,  a  furnace 
will  consume  less  coal  per  ton  when  producing  60  than  when  producing 
80  tons  of  calcine.  Monthly  averages  of  113  tons  of  calcine  pro- 
luced  per  furnace  day  show  a  very  high  coal  ratio.     Furnace  dampers 

kept  closed  just  to  the  point  of  smoking.  Gases  leaving  the  fur- 
first  enter  a  hopper-bottomed  header-flue,  through  which  they 
at  a  velocity  of  6  or  7  ft.  per  second,  at  325  to  425°  F. 
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ture,  and  then  pass  into  a  large  dust-chamber.     Dust  recovered  from 
this  chamber  amounts  to  0.8  per  cent,  of  the  dry  charge  to  roasters. 

The  dust-chamber  roof,  made  of  No.  11  plate  steel,  shows  slight 
deterioration  at  the  laps.  A  sheet-copper  cap  laid  over  the  joint  at  apex 
of  roof,  lasted  2  years  and  has  been  replaced  by  concrete. 

Reverberatory  Division 

Smelting  for  production  of  matte  is  all  done  in  reverberatories,  either 
one  or  two  furnaces  being  operated  as  required.  Three  furnaces  set 
parallel  to  each  other  the  long  way,  and  26  ft.  apart,  each  with  a  hearth 
area  22  by  100  ft.,  are  available,  one  of  these  always  being  a  spare.  The 
hearth  in  No.  3  furnace  is  crushed  silica  fused  in  on  a  slag  bottom. 
Furnaces  Nos.  1  and  2  have  hearths  of  crushed  silica  fused  in  on  bottoms 
of  broken  quartz.  Roofs  were  all  originally  built  with  1  in.  to  the  foot 
rise  in  the  arch.  When  the  roof  of  No.  1  furnace  was  rebuilt,  the  arch 
was  given  a  rise  of  1J^  in.  to  the  foot.  Six-inch  holes,  spaced  24  in. 
centers,  left  in  the  roofs  along  the  side  walls  and  across  the  back,  allow 
fettling  material  to  be  piped  into  the  furnaces  from  trough-shaped  bins 
built  vertically  over  these  holes.  Five-inch  diameter  pipes  on  fettling 
bins  are  being  changed  to  8-in.,  to  permit  using  coarser  material  without 
choking  the  pipe  openings.  Other  dimensions  of  these  reverberatories 
that  affect  their  operation  are  given  in  an  accompanying  table. 


Reverberatory  Dimensions 


Furnace  Number 


Lowest  matte  tap  hole  to  top  of  front  plate . . . 
Matte  tap  hole  to  skimming  block,  in  use  at 

present 

Height  of  oil  burners  above  front  plate 

Height  of  oil  burners  above  skim  block  at 

present  in  use 

Furnace  throat  area  when  slag  line  is  level  with 

top  of  front  plate,  square  feet 

Furnace  throat  area,  when  slag  line  is  raised 

6  in.  above  top  of  front  plate,  square  feet. . . 

Area  of  opening  in  verb  shaft,  square  feet 

Area  of  intake  opening  to  header  flue,  square 

feet 

Thickness  of  side  walls,  as  rebuilt,  above  matte 

line,  inches 


1  ft.  10%  in. 

10%  in. 
1  ft.  11%  in. 

1  ft.  11%  in. 

17.4 

13.2 
40.0 

45.6 

30.0 


26.2 

22.6 
28.5 

55.2 

30.0 


3 


1  ft.  3%  in. 

i 
I 

1  ft.  1  in. 
1  ft.  8%  in. 

1  ft.  5%  in. 

22.0 

18.0 
28.5 

54.6 

12.0 


Note. — The  12-in.  side  wall  is  more  favorable  for  greater  height  of  fettling. 


Tj 

tion  a 

ft 
I 


Daily  average  for  one  month,  lowest 312.2 

Highest  for  one  day,  during  highest  average  month 543 . 0 

Lowest  for  one  day,  during  highest  average  month 413 . 0 

Barrels  of  Oil  per  Ton  of  Solid  Charge: 

Lowest  month 0.653 

Highest  month 0.951 

Average  during  campaign 0.744 

By  a  campaign  is  meant  the  elapsed  time  between  starting  a  furnace 
and  tapping  out  the  matte.  New  roofs  on  Sections  1  and  2  were  built 
upon  ore  centers,  without  tapping  the  matte.  The  last  side  walls  repaired 
were  in  November,  1914.  Since  adopting  greater  fettling  height,  no 
further  wall  repairs  are  anticipated. 

Two  parallel  charge  tracks  cross  the  furnaces  near  the  back  in  a  direc- 
tion at  right  angles  to  their  length.     Fifteen-ton  charges  of  calcine,  at  a 

iperature  of   1,050  to   1,150°   F.,  are  dropped  through  one   water- 

;eted  charge  hole  in  the  center  of  the  roof  on  either  track,  but  90  per 
of  all  charges  are  dropped  from  the  back  track.  This  part  of  the 
;e  dropped  through  the  roof  is  designated  "direct  charge."     Seventy- 

per  cent,  of  the  total  solid  charge  smelted  is  introduced  in  this  way. 
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Bad  furnace  conditions  are  always  expected  if  such  cold  material  as 
crude  ore,  slag  or  limerock  of  any  size,  or  anything  coarse  like  siliceous 
ore  agglomerated  with  converter  slag,  either  cold  or  warm,  is  dropped  as 
direct  charge  without  mixing  it  well  with  hot  calcine.  Ore,  limerock  or 
clinker  produces  "charge  floaters."  Cold  slag  sinks  and  makes  sticky 
furnace  bottoms.  When  it  is  necessary  to  add  cold  or  coarse  material 
to  the  direct  charge,  the  best  results  are  obtained  when  they  are  well 
mixed  with  hot  calcines,  in  the  calcine  charge  cars,  but  better  still  in  the 
roasting  furnaces. 

Bed  mixtures  to  be  roasted  are  made  of  the  required  composition  to 
produce  a  slag,  when  smelted,  in  which  the  ratio  of  oxygen  in  acids  to 
oxygen  in  bases  will  fall  between  2.00  and  2.25.  A  vast  difference,  how- 
ever, is  found  in  the  smelting  properties  of  calcines  made  from  these 
mixtures,  regardless  of  the  similarity  between  their  analyses  or  the 
analyses  of  the  slags  they  produce.  Calcine  made  from  concentrate  or 
sulphide  ores  of  J^  in.  size  smelts  readily,  whereas  if  the  calcine  is  an  arti- 
ficial mixture  made  of  siliceous  oxidized  ore  crushed  to  this  size,  and  mixed 
with  an  excessive  proportion  of  limerock,  the  charges  melt  more  slowly. 
The  results  from  the  two  following  mixtures  will  fairly  illustrate  this 
point: 


Class  of  Material 


Mix  103.  Per  Cent, 
of  Total 


Sulphide  concentrate. . . . 
Siliceous  ore,  low  sulphur 

Siliceous  oxide  ore 

Limerock 

Total 


Mix  120.  Per  Cent, 
of  Total 


70.7 

4.8 

12.9 

11.6 

100.0 


Mix  No. 


103 
120 


Analysis 


SiOt, 
Per  Cent. 


18.3 
20.7 


AUOi. 
Per  Cent. 


Fe, 
Per  Cent. 


CaO, 
Per  Cent. 


Per  Cent. 


Cu, 
Per  Cent. 


4.6 
4.7 


28.2 
24.1 


0.7 
7.6 


29.0 
22.5 


14.10 
10.98 


Oxygen 
Ratio 


1.43 
1.45 


A  daily  average  of  365  tons  of  calcine  per  furnace  was  smelted  during 
the  time  that  mix  103  was  on  the  charge.  In  comparison,  200  tons  per 
furnace  day  was  barely  maintained  while  the  charge  consisted  of  calcine 
from  mix  120.  The  practice  is  to  crush  siliceous  ore  as  fine  as  ^ie-in. 
for  roaster  beds,  and  endeavor  to  keep*  the  sulphide  material  as  high  a 


BiO,, 
Per 

Al,Oi 
Per 
Cent. 

Fe, 
Per 
Cent. 

AnslyaU 

CsO, 
Pel 
Cent. 

MgO. 
Per 

E. 
Per 

Cu, 
Per 

RaSo 

Converter  Blag  skulls 

19.6 
37.2 

42.6 
65.0 

84.4 
40.4 

3.9 
8.9 

7.7 
12.2 
6.3 
7.5 

47.2 
22.0 
18.0 
5.6 
3.1 
21.  G 

0.9 
10.3 
3.0 

0.8 
0.5 
3.5 

0.0 

5.2 
2.5 

0.6 
0.0 

2.4 

3.6 

0.3 
1.0 
1.9 
2.0 
1.3 

9.00 
3.56 
6.80 
3.78 
0.74 
6.49 

0.89 

Mi^^^A 

^V                ^Atoximato  average 

3.08 

"v 
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Prior  to  July,  1914,  the  height  of  fettling  was  carried  not  to  exceed 
6  in.  above  the  slag  line.  This  height  was  gradually  increased  until 
October,  1914,  when  the  practice  of  fettling  to  the  holes  in  the  roof  was 
commenced  and  later  successfully  adopted  after  the  size  of  fettling 
material  was  increased  from  %  in.  to  the  present  2^-in.  size.  The  coarse 
size  stands  better.  It  reposes  at  an  angle  of  45°  above  and  45°  to  60° 
below  the  slag  line. 

The  results  achieved  in  performing  fettling  operations  as  practised 
here,  depend  upon  the  relative  location  and  manner  in  which  the  material 
is  dropped,  as  well  as  the  amount  of  fines  in  it  and  its  chemical  and 
physical  composition,  as  may  be  concluded  from  the  following  account  of 
experience  with  different  fettling  materials. 

1.  Slag  and  byproducts  crushed  fine  work  unsatisfactorily  in  any  part 
of  the  furnace.  However,  if  crushed  coarse,  results  are  good  when  such 
material  is  charged  in  the  back  of  the  furnace. 

2.  Less  siliceous  fine  ore  is  not  good  fettling  in  any  place  in  the 
furnace.  It  does  not  stand,  and  requires  care  to  keep  it  from  running  out 
into  the  furnace.     Crushed  coarse,  it  makes  good  fettling  wherever  used. 

3.  More  siliceous  fine  ore  mixed  with  coarse  byproduct  make  a  bad 
combination.  The  only  place  the  more  siliceous  fine  ore  alone  can  be 
used  with  any  degree  of  success  is  on  the  bridge-wall. 

4.  More  siliceous  coarse  ore  is  not  so  acceptable  as  less  siliceous  coarse 
ore,  except  in  the  front  half  of  the  furnace,  because  it  makes  too  much 
siliceous  scum  on  top  of  the  slag. 

5.  Coarse  raw  concentrate  is  good  in  the  back  half  of  the  furnace, 
but  does  not  stand  so  well  nor  so  high  as  coarser  material.  It  gives  bad 
results  in  the  front  half  because  it  melts  easily  to  a  magnetic  mush. 

6.  Fettling  with  hot  calcine  can  only  be  done  with  any  degree  of 
success  in  Section  No.  1,  and  then  only  slightly  above  the  slag  line.  At 
that  elevation  it  runs  out  over  the  furnace  bottom.  An  attempt  was 
made  to  fettle  the  entire  furnace  with  calcine,  but  was  abandoned  when 
the  tonnage  dropped  to  less  than  half  capacity.  Calcine  gave  poorer 
results  than  any  other  material  experimented  with. 

7.  Pyrite  in  the  front  half  melts  easily  to  a  magnetic  mush.  In  the 
back  half  when  mixed  with  siliceous  oxide  ore  it  works  well. 

8.  The  ideal  fettling  material  was  found  to  be  less  siliceous  copper- 
sulphide  ore  containing  5  to  10  per  cent,  sulphur. 

In  other  words,  basic  or  sulphide  materials  are  charged  near  the 
firing  end  because  of  their  lower  fusing  points.  If  charged  in  the  front 
portion,  where  the  temperature  is  lower,  they  melt  with  sufficient  ease 
to  make  a  thick,  mushy,  semifused  slag,  and  in  the  case  of  pyrite  make 
quantities  of  magnetite.  Siliceous  ores  with  60  per  cent,  silica  produce 
a  scum  which  blankets  the  slag  and  causes  higher  oil  ratio  and  lower 
tonnage.     If  the  siliceous  ores  contain  much  copper  in  oxidized  form, 
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are  used  when  running  one  furnace.  Reverberatory  dust  caught  in 
all  the  boilers  does  not  exceed  5  tons  monthly  when  running  one 
reverberatory. 

Furnace  gases  leaving  the  waste-heat  boilers  at  temperatures  varying 
between  471°  and  588°  F.,  are  conducted  through  6-ft.  diameter  steel 
pipes  into  a  flue  connecting  with  the  main  chimney.  The  temperature 
of  gases  in  the  flue  ranges  between  400°  and  500°  F.  at  different  points, 
and  at  these  temperatures  the  average  velocity  of  gases  is  10  ft.  per 
second,  when  running  one  furnace.  An  average  analysis  of  this  gas  is 
S02,  0.3  per  cent.;  CO2,  5.9  per  cent.;  O,  12.9  per  cent.;  CO,  0.4  per  cent.; 
N,  80.5  per  cent.;  SO3,  not  determined.  When  the  flue  was  cleaned 
recently,  100  tons  of  dust  was  removed  that  had  accumulated  during  2 
years'  furnace  operations.     The  composition  of  this  dust  was: 


SiOi 

AhOs 

Total 
Fe 

Fer- 
rous 
Fe 

CaO 

S 

Cu 

Free 
HsS04 

HtO 

Reverberatory  chamber 
dust 

17.4 

6.3 
1.8 

28.6 

11.8 
3.7 

31.4 

•  •   •  • 

2.6 

•  •  •  • 

2.3 

2.1 

91.4 

10.3 
9.1 

88.3 

9.65 
6.60 

68.4 

3.0 

9.5 

Per  cent,  of  total,  soluble 
in  water 

The  flue  roof  was  originally  made  of  No.  14  steel  plate.  This  had  to 
be  repaired  after  8  months'  service.  Holes  were  eaten  in  the  plate  and 
in  spots  the  whole  sheet  was  pitted  and  nearly  eaten  through.  Moist 
flue  dust  covered  the  inside  surface  of  the  roof.  This  deposit  consisted 
principally  of  sulphates  of  iron  and  copper,  as  is  shown  by  the  following 
composition  calculated  from  analysis  of  dry  sample: 

Insoluble 3.0 

CuS04 7.7 

A12(S04)8 8.0 

FeS04 18.7 

Fe2(S04), 45.3 

ZnS04 3.2 

CaS04 2.9 

Free  H2S04 12.3 

Total 101.1 


This  would  not  jar  loose  from  the  sheet,  and  metallic  copper  had  deposited 
on  the  iron.  Concrete  slabs  reinforced  with  wire  netting  were  laid  on 
top  of  the  steel  plate  and  the  joints  between  slabs  filled  with  asphalt. 
The  concrete  covering  has  served  2  years.  The  corrosive  action  of  gases 
on  the  iron  was  arrested  for  10  months  of  operations  after  the  slab  roof 


furnace  partly  melts  to  a  trisiticate  slag,  underlaid  by  the  bisilicate,  which 
in  turn  rests  upon  the  nionosilicate  converter  slag,  it  would  be  a  difficult 
task  to  explain  why  the  surface  or  trisilicate  slag  is  so  active  in  its  con- 
sumption of  fettling  material  at  the  slag  tine.  On  the  other  hand,  it  is 
not  difficult  to  imagine  the  monosilicate  slag  attacking  the  fettling 
material  along  the  side  walls,  from  the  matte  line  up.  How  it  would  fail 
to  do  so  would  be  difficult  to  explain. 

The  effect  of  liquid  converter  slag  was  vividly  shown  on  one  occasion, 
when  a  furnace  had  been  tamped  with  moist  quarts  from  floor  to  roof 
along  the  walls,  and  when  fused  was  largely  filled  with  hot  converter  slag 
and  little  regular  charge.  Within  24  hours  there  was  little  quarts 
remaining. 

On  several  occasions,  two  furnaces  running  on  identical  charges  have 
boon  used  for  illustrative  purposes.  Into  one,  all  of  the  converter  slag 
was  poured.  In  the  other,  without  converter  slag,  the  full  quantity  of 
lime-rock  equivalent  to  the  total  fluxing  value  of  the  converter  slag  was 
lUired. 

iere  are  others  who  contend  that  even  magnetite  in  converter  slag 

Upon  by  the  furnace  matte  and  becomes  effective  as  flux.     Our 

experience  is  that  whenever  magnetite  accumulates  in  the  furnace, 
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it  must  be  pulled  out  with  the  rabble  as  mush,  the  necessary  limerock 
added  to  the  charge,  and  plenty  of  sharp  drills  made  ready  at  the  matte 
tap  hole. 

The  absence  of  an  accurate  method  for  the  determination  of  magnetic 
oxide  of  iron  in  furnace  byproducts  is  one  of  the  most  unfortunate  and 
regrettable  conditions  with  which  the  metallurgist  is  confronted,  and 
renders  the  elucidation  of  this  obscure  subject  difficult.  Without  some 
means  of  quantitatively  determining  this  substance,  accurate  data  as  to 
its  fluxing  value  can  not  be  obtained  from  balance  sheets  even  if  materials 
and  products  are  all  weighed,  because  it  is  not  certain  from  an  analysis 
that  the  magnetic  iron  has  been  changed  in  passing  through  the  furnace. 

Converter  Division 

The  production  of  magnetite  in  the  converters  is,  within  reasonable 
limits,  controlled  by  the  converting  practice.  The  converter  slag  poured 
into  the  reverberatory  furnace  should  not  contain  any  magnetite  visible 
to  the  eye.  The  safest  practice  is  to  reject  the  last  2  cu.  ft.  of  slag  when 
pouring.  The  rejected  slag  with  the  ladle  skull  will  eventually  enter  the 
furnace  as  fettling  material,  where  its  detrimental  effect  to  the  furnace 
is  temporarily  turned  to  some  good,  because  of  its  refractory  properties. 
Its  tendency  to  stick  to  the  sides  when  mixed  with  cold  ore  is  quite 
noticeable  when  the  fettling  bank  is  removed  from  the  walls  when  the 
furnace  is  out  of  service.  By  this  practice,  magnetite  is  made  to  perform 
a  somewhat  similar  service  in  the  reverberatory  furnace  to  that  which 
it  performs  in  the  protective  coating  in  a  basic  converter.  Unfortunately 
only  a  small  portion  of  the  total  magnetite  production  can  be  so  used. 

Some  metallurgists  prefer  to  make  a  small  quantity  of  magnetite  on 
each  converter  charge,  contending  that  in  that  way  the  coating  remains 
a  more  constant  thickness.  They  accomplish  this  by  blowing  a  few 
minutes  on  the  start  or  finish,  either  or  both,  but  usually  at  the  start,  with 
a  shortage  of  silica.  The  writer  is  of  the  opinion  that  by  intentionally 
making  magnetite  with  every  charge,  the  quantity  made  must  be  very 
large  as  compared  with  the  small  amount  which  can  be  made  to  stick  to 
the  walls  by  so  haphazard  a  practice  going  on  continuously.  Our  practice 
is  to  coat  the  shells  when  the  lines  of  brickwork  can  be  seen  through  the 
thin  coating.  And,  when  a  shell  is  being  coated,  no  attempt  is  made 
to  do  anything  with  the  matte  other  than  form  the  coating.  When 
coated,  the  magnetite  and  copper  mush  is  dumped  on  the  floor  under  the 
shell;  later  it  is  charged  in  small  quantities  at  intervals  in  other  charges. 
When  coated,  a  shell  is  never  blown  without  a  large  excess  of  silica. 
Although  siliceous  ore  is  used  for  flux,  350  lb.  of  80  per  cent,  silica  is  used 
to  granulate  the  final  slag  on  the  copper  finish,  to  insure  the  removal  of 
the  last  traces  of  iron  from  the  copper  with  the  more  active  silica.  Since 
vol.  lv. — 52. 


Comparison    of  One-Month  Periods  with    One  and   Two  Reverberatory 
Furnaces  in  Operation 


Total  tons  dry  charge  roasted 14,257.0        17,235.0 

Dry  tons  charge  per  fumace-day  running  time 78 . 4               73 . 9 

Analysis  of  charge: 

SiO,,  per  cent 17.3               19.8 

Al,Oi,  per  cent 4.7    I            4.5 

Fe,  per  cent 28.2     !          24.3 

CaO,  per  cent 1.6    I            6.4 

S,  per  cent 28.8    i          24.5 

Cu,  per  cent 13.61  |           12 . 08 

Oxygen  ratio 1 .33  \            1 .44 

Analysis  of  calcine: 

SiO,,  per  cent 20.0 

S,  per  cent 13.8 

Cu,  per  cent 15.70 

Weight  of  calcine  produced  as  per  cent,  of  dry  charge 86.7 

Units  sulphur  eliminated 15.0 

ids  coal  used  per  ton  of  roaster  charge. . 


-gas  temperature,  degrees  Fahrenheit.  . 
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Reverberatory  Division 


One  Re- 
verberatory 


Two  Re- 
verberatories 


Dry  tons  direct  charge  per  furnace-day 

Dry  tons  fettling  per  furnace-day  (ores) 

Dry  tons  fettling  per  furnace-day  (byproduct) 

Dry  tons  total  solid  charge  smelted  per  furnace-day 

Per  cent,  of  fettling  to  total  solid  charge 

Analysis  of  direct  charge: 

SiOi,  per  cent 

AliOi,  per  cent 

Fe,  per  cent 

CaO,  per  cent 

S,  per  cent 

Cu,  per  cent 

Oxygen  ratio 

Analysis  of  fettling  (ores  and  byproducts) : 

SiOi,  per  cent 

AliOi,  per  cent 

Fe,  per  cent 

CaO,  per  cent 

S,  per  cent 

Cu,  per  cent 

Oxygen  ratio 

Total  tons  hot  converter  slag  to  reverberatories .... 
Analysis  of  reverberatory  slag : 

SiOi,  per  cent 

AI2O1,  per  cent 

FeO,  per  cent 

CaO,  per  cent 

MgO,  per  cent 

Cu,  per  cent 

Oxygen  ratio 

Analysis  of  matte,  per  cent.  Cu 

Per  cent,  matte  fall 

Per  cent,  sulphur  volatilized  in  furnace 

Bbl.  oil  burned  per  ton  solid  charge  smelted 

Bbl.  oil  burned  chargeable  to  steam 

Bbl.  oil  burned  account  smelting 


402.5 

262.7 

84.9 

65.7 

25.0 

38.7 

512.4 

367.1 

21.45 

28.3 

19.8 

21.7 

5.4 

4.9 

32.3 

26.6 

2.3 

7.7 

13.7 

13.6 

15.55 

13.24 

1.32 

1.41 

38.8 

39.5 

7.6 

8.0 

23.4 

25.5 

1.7 

4.0 

9.1 

3.0 

6.65 

5.52 

3.36 

2.93 

2,419.0 

2,862.0 

35.6 

38.0 

9 

49.7 
2.4 
0.6 
0.51 
2.04 
37.43 
31.68 
24.14 
0.653 
0.315 


39.4 
8.4 
1.5 
0.45 
2.06 

37.70 

27.1 

25.7 
0.778 
0.349 


0.429 


The  accompanying  2  months'  results  were  selected  for  comparison, 
because  they  show  the  extreme  variation  in  the  material  treated  in  this 
department.  Limited  storage  capacity  at  the  smelter  required  two  fur- 
naces to  be  operated  a  part  of  the  time  to  handle  receipts.  Additional 
charge  needed  for  the  month  that  two  reverberatories  were  operated  was 
composed  of  siliceous  oxidized  ores  and  limerock,  and  represents  a  tem- 
porary condition.  The  concentrator  additions,  now  almost  finished,  will 
in  the  future  supply  sufficient  concentrates  to  make  the  proportions  of 


*  Including  reverb,  slag  skulls 
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electric 7  43      j        0.33 

Calcinecare,  electric 3  18      :        0.22 

Total 10  61  0.5S 


Reverb,  furnaces,  electric 3  17  0.14 

Reverb,  furnaces,  high-pressure  j 

Si       .-hr ■».»  v*.  «.03  0.03 

low-pressure 

kw.-hr 37,339  ;       72,774  2.11  3.19 

4,420  '       10,451     |        0.25  I        0.46 

verted                          1,813  2,590  0. 10  0.11 

SHK             mi              electric,  31,220  20,553  1 .  77  0  90 
4,030  2,009  0.23  0.09 


The  net  steam  delivered  to  the  power-house  engines  is  credited  to  the 
boiler  plant.  Steam  used  in  heating  and  atomizing  oil  and  for  other 
miscellaneous  purposes,  as  well  as  steam  wasted,  is  absorbed  in  the 
furnace-oil  costs. 

Under  one-furnace  conditions,  the  waste-heat  boilers  averaged  over  a 
period  of  8  months,  7.71  lb.  of  water  evaporated  per  pound  of  oil  burned 
in  the  furnace. 

The  furnace-boiler  division  receives  credit  from  the  power  house 
varying  from  36  to  56  per  cent,  of  the  oil  burned  in  the  smelting  furnace. 

The  indicated  horsepower  from  the  waste-heat  boilers,  per  ton  of 
solid  charge  smelted  on  a  one-furnace  basis  over  a  period  of  9  months 
averaged  98.71  i.hp.-hr.  whereas  on  a  two-furnace  basis,  over  a  period 
of  7  months,  the  average  was  114.34  i.hp.-hr.  from  waste  heat  only. 
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The  Basic-Lined  Converter  in  the  Southwest 

BT   L.   O.    HOWARD,    GLOBE,   ARIZ. 
(Ariiona  Meeting,  September,  1016) 

What  was  perhaps  the  first  attempt  at  basic  converting  in  the  South- 
west was  made  by  the  late  Charles  F.  Shelby  at  Cananea  early  in  1907, 
when  he  removed  the  acid  lining  from  one  of  the  8  by  12-ft.  barrel-type 
converters  then  in  use  at  the  reduction  works  of  the  Cananea  Consolidated 
Copper  Co.  and  substituted  a  lining  of  one  course  of  magnesite  brick. 
In  this  shell,  he  blew  21  taps  (about  180  tons)  of  matte  to  white  metal 
before  the  brick  gave  out  along  the  tuy&re  line.  In  every  case,  the  white 
metal  so  made  was  transferred  and  blown  to  copper  in  other  converters. 
The  cost  of  the  lining  was  $700  and  Mr.  Shelby  gave  up  the  experiment  as 
impracticable.  No  further  serious  effort  to  bessemerize  copper  mattes 
in  a  vessel  having  a  more  or  less  permanent  lining  of  basic  brick  was  made 
by  any  of  the  large  copper  smelters  in  the  Southwest  until  some  months 
after  Messrs.  Peirce  and  Smith  had  brought  the  question  permanently 
before  the  public,  and  had  proved  it  to  be  a  metallurgical  and  financial 
success  by  their  work  at  Baltimore  and  Garfield. 

Early  in  1911,  the  Cananea  Consolidated  Copper  Co.  had  in  operation 
at  its  reduction  works  at  Cananea,  Mex.,  several  8  by  12-ft.  barrel-type 
converters  lined  with  magnesite  brick  which  had  previously  been  operat- 
ing with  acid  linings.  In  the  18  months  following,  these  converters 
produced  50,000  tons  of  copper.  In  June,  1912,  this  company  installed 
the  first  of  its  new  equipment  of  six  stands  of  electrically  operated  12-ft. 
Great  Falls  type  converters,  and  shortly  afterward  discontinued  the  use 
of  the  smaller  shells. 

In  September,  1911,  the  Consolidated  Kansas  City  Smelting  & 
Refining  Co.  had  installed  at  its  El  Paso  plant  two  10  by  26-ft.  Peirce- 
Smith  converters.  Later,  in  March,  1913,  one  standard  Great  Falls 
type  converter  was  added. 

About  the  time  the  Peirce-Smith  converters  were  going  in  at  El 
Paso,  the  Calumet  &  Arizona  Mining  Co.  was  experimenting  with  basic 
linings  in  7-ft.  by  10-ft.  6-in.  barrel  converters  at  its  plant  in  Douglas, 
Ariz.  These  efforts  were  sufficiently  successful  to  enable  the  plant  to 
handle  the  total  output  of  copper  in  these  small  shells  until  the  standard 
Great  Falls  converters  were  substituted  in  June,  1914. 


Jk1 

■3 


It  was  not  the  intention,  nor  has  it  been  the  practice,  to  use  these  small 
converters  unless  absolutely  necessary,  and  to  date  they  have  together 
turned  out  somewhat  less  than  1,500,000  lb.  of  copper. 

The  Detroit  Copper  Mining  Co.  at  Morenci,  Ariz.,  with  a  yearly  copper 
output  of  about  11,000  tons,  has  never  considered  it  advisable  to  adopt 
the  large  basic-lined  converter.  Instead,  the  7-ft.  by  10-ft.  6-in.  acid- 
lined  shells  have  been  relined  with  magnesite  brick  and  with  these  some 
remarkable  work  has  been  done,  despite  the  serious  difficulties  that  accom- 
pany the  bessemerizing  of  copper  mattes  in  such  small  basic-lined  vessels. 
A  record  of  over  3,100,000  lb.  of  copper  converted  with  one  lining,  before 
any  patching  of  the  brick  was  necessary,  has  been  made. 

The  Consolidated  Arizona  Smelting  Co.,  at  Humboldt,  Ariz.,  likewise 
ban  continued  in  the  very  successful  use  of  the  small  basic-lined  converter, 
but  contemplates  the  purchase  of  a  large  unit  in  the  near  future. 

The  International  Smelting  Co.  at  Inspiration,  and  the  United  Verde 
''oppcr  Co.  at  Clarkdale,  Ariz.,  have  installed  the  standard  Great  Falls 
i(lw;tri':aJly  operated  converters  in  their  new  plants,  both  of  which  were 
(nit  in  operation  during  1915.     Unfortunately,  owing  to  the  newness  of 

latter  plant  ami  tin;  fact  that  a  proper  working  basis  had  not  yet  been 
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Average  time  of  blow 4  hr.  11  mln. 

Total  number  taps  matte 9,316 

Total  tons  matte  charged 85,578 

Average  weight  of  matte  per  charge. , , 26  tons 

Average  copper  content  of  matte 43.37  per  cent. 

Total  tons  bullion  produced 35,431 

Average  time  to  blow  one  ton  copper 23.2  min. 

Average  tons  copper  per  blow 10.80 

Average  blast  pressure 13.2  lb. 

Average  air  used  to  blow  one  ton  copper 178,411  cu.  ft. 

Average  air  used  per  minute 7,691  cu.  ft. 

Average  air  used  per  ton  iron  slagged 242,502  cu.  ft. 

Total  ore  fed 17,097  tons 

Tons  ore  fed  per  ton  matte  blown 0.200 

Magnesitc  brick  used  for  repairs None 

Average  Slag  Analysis  Average  Matte  Analysis 

Per  Cent.  Per  Cent, 

Cu 2.1        Cu 43.37 

SiO, 21.7        Fe 29.2 

Fe 52.2        S 23.5 
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Separate  operating  data  for  the  Peirce-Smith  and  Great  Falls  con- 
verters at  El  Paso  could  not  be  obtained,  so  the  figures  in  column  7  are 
a  combination  of  results  obtained  in  these  different  types.  The  figures 
in  columns  9  and  10  are  for  former  acid-lined  shells  now  operating  with 
a  lining  of  magnesite  brick.  All  figures  are  for  periods  of  1  month  or 
more.  Those  in  column  5  are  for  the  year  1915.  The  data  in  column  2 
cover  a  period  of  29  months'  operation — the  life  of  one  original  lining  to 
the  time  of  first  patching.  Although  some  of  the  figures  in  Table  2  have 
already  been  given,  this  more  complete  summary  of  the  campaign  may 
prove  of  interest. 

I  am  greatly  indebted  to  the  managers  and  superintendents  of  the 
different  properties  who  so  graciously  and  promptly  furnished  me  with 
the  necessary  information  for  this  article,  and  take  this  opportunity  to 
thank  them. 

Discussion 

The  Chairman  (Walter  Douglas,  New  York,  N.  Y.). — I  presume, 
gentlemen,  that  Mr.  Howard's  experience  with  the  Great  Falls  basic- 
lined  converter  has  been  as  regards  the  tonnage  produced  from  a  single 
lining,  perhaps,  a  world's  record.  About  6  months  ago  Mr.  Howard 
shut  down  and  tore  out  what  was  left  of  the  first  basic-lining  which  was 
installed  at  the  Old  Dominion,  the  lining  having  produced  something  over 
70,000,000  lb.  of  copper.  This  was  due  probably  not  only  to  the  very 
excellent  grade  of  the  matte  which  was  produced  by  the  smelter  there, 
but  also  to  the  fact  that  after  the  tonnage  began  to  reach  record  pro- 
portions Mr.  Howard  lived  with  that  lining  night  and  day,  and  watched 
it  most  attentively.  May  we  hear  from  any  of  the  gentlemen  present 
with  reference  to  this  paper  of  Mr.  Howard? 

E.  P.  Mathewson,  Anaconda,  Mont. — I  would  like  to  say  a  few 
words  in  regard  to  the  basic-lined  converter.  I  noticed  at  El  Paso  that 
they  had  not  adopted  the  Great  Falls  type  of  converter,  but  had  stuck 
to  the  Peirce-Smith  type  of  horizontal  converter.  This  type  has  certain 
advantages  over  the  Great  Falls  type  and  certain  disadvantages.  We 
have  in  the  Northwest  still  larger  furnaces  of  the  Great  Falls  type,  many 
of  them  20  ft.  in  diameter.  These  furnaces  are  doing  good  work,  due 
to  the  advantage  that  the  Great  Falls  converter  possesses.  The  sole 
disadvantage,  I  think,  is  that  in  tilting  the  furnace,  if  care  is  not  taken 
by  the  operator,  some  of  the  tuyeres  are  under  a  greater  depth  of  matte 
than  others;  there  is  liable  to  be  splashing  and  loss  of  blast  from  this 
same  cause.  In  the  horizontal  type  the  tuyeres  are  at  the  same  level, 
and  the  level  can  be  adjusted  to  meet  the  blast  available,  so  that  very 
little  splashing  results.  There  is  a  disadvantage  on  the  other  hand  with 
the  horizontal  type  converter  in  that  it  is  hard  to  distribute  the  silica 
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deal  of  trouble  from  accretions  in  the  stack  and  hoods,  and  there  has 
been  a  very  large  amount  of  cleanings  to  take  up  and  resmelt.  Thus  far 
we  have  had  none  of  this  in  operating  the  new  converter. 

Our  average  blister  production  per  lining  in  the  10-ft.  Peirce-Smith 
converters  was  about  7,000  tons.  We  have  never  had  to  reline  the 
bottoms  of  any  of  our  converters,  and  our  repairs  usually  consist  of  re- 
lining  with  new  brick  in  the  tuyere  zone  only.  A  patch  made  without 
shutting  down  the  converter  except  between  blows  is  not  considered  in 
our  records  as  a  new  lining,  but  any  shutting  down  and  cooling  off  of  the 
converter  for  repairs  terminates  our  production  record  per  lining.  Thus 
we  actually  get  much  more  than  7,000  tons  of  buster  on  the  average 
number  of  brick  in  a  converter  lining.  Our  mattes  vary  somewhat,  but 
will  not  run  much  under  or  much  over  40  per  cent,  copper. 

One  source  of  trouble  with  our  old  converter  installation  was  the 
fuct  that  the  converters  were  not  served  by  electric  cranes,  but  all  the 
matte  from  the  furnaces  to  the  converters  was  transported  in  open  ladles 
nvor  our  industrial  railway,  and  the  run  from  furnaces  out  onto  our  slag 
(lump  and  back  again,  to  get  the  necessary  height,  was  about  J^  mile. 
The  consequent  cooling,  and  pouring  of  matte  into  converters  through 
launders  caused  some  of  the  troubles  we  had  from  accretions  and  excess- 


L.   O.   HOWARD  829 

ive  amount  of  cleanings;  but  the  greater  diameter  of  the  new  con- 
verter, larger  gas  outlet,  and  better  hood,  are  principally  responsible  for 
the  improvement  we  have  accomplished. 

Mr.  Howard's  exceptional  record  of  long  life  of  linings,  I  imagine 
to  be  partly  because  he  has  had  the  pick  of  such  converter  silica  as  he 
has  wanted  to  use,  whereas  we,  being  in  the  customs  smelting  business, 
have  had  to  take  what  we  could  get. 

You  will  thus  observe  that  we  have  no  production  records  as  yet  that 
would  be  of  any  interest  concerning  our  new  converters,  but  next  year 
at  this  time  we  hope  to  be  able  to  give  a  good  account  of  our  big  con- 
verters. Our  10-ft.  Peirce-Smith  converters  consumed  about  9,000  ft. 
of  free  air  per  minute  at,  say,  12  lb.  pressure,  and  the  last  records  I 
secured  before  leaving  El  Paso  show  that  our  new  13-ft.  converter  is 
taking  20,000  ft.,  and  that  means  that  it  is  doing  business. 


finally  decided  upon  is  in  principle  and  in  all  of  its  details  a  simple  one. 
The  history  of  the  leaching  work  on  this  ore  has  been  brought  down  to 
about  a  year  ago  in  papers  presented  to  this  Institute  by  Stuart  Croasdale1 
and  Dr.  L.  D.  Ricketts.  *  The  present  paper  will,  therefore,  deal  principally 
with  the  results  obtained  during  the  last  year  of  the  work. 

Preliminary  Tests  bt  Mr.  Croasdale 

Preliminary  tests  were  begun  by  Stuart  Croasdale  in  July,  1912. 
A  number  of  important  points  were  definitely  decided ,  by  his  work. 
Among  these  were: 

1.  New  Cornelia  oxidized  ore,  not  very  finely  crushed  (to  about  2- 
to  3-mesh)  showed  good  extraction  with  5  per  cent,  sulphuric  acid.  It 
appeared  that  better  than  80  per  cent,  extraction  could  be  expected. 

2.  The  consumption  of  acid  for  this  extraction  was  not  prohibitive. 
It  was  apparently  3.5  to  4  lb.  gross  per  pound  of  copper  recovered. 

*  Research  Engineer,  Western  Precipitation  Co. 
t  Metallurgist,  New  Cornelia  Copper  Co. 

1  Leaching  Experiments  on  the  Ajo  Ores,  Tram.,  vol.  49,  p.  610. 

1  Some  Problems  in  Copper  Leaching,  Trans.,  voL  52,  p.  737. 
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3.  It  was  proposed  to  make  cement  copper.  The  iron  consumption 
per  pound  of  copper  recovered  was  a  little  over  1  lb. 

4.  A  column  12  ft.  deep  of  ore  crushed  to  this  fineness  could  be 
successfully  percolated. 

During  Mr.  Croasdale's  work  the  plan  in  view  was  a  very  simple  one 
indeed.  The  ore  was  to  be  leached  with  sulphuric  acid.  Cement 
copper  was  to  be  produced  by  the  use  of  metallic  iron.  As  Dr.  Ricketts 
explained  to  the  Institute  nearly  2  years  ago,  the  oxidized  Cornelia  ore 
could  apparently  be  leached  and  cement  copper  produced  at  a  profit, 
if  sulphuric  acid  and  scrap  iron  were  bought  in  the  open  market  and 
shipped  to  A  jo,  and  cement  copper  shipped  out,  all  solutions  being  thrown 
away  after  removal  of  the  copper. 

Mr.  Croasdale  showed  also  that  the  amount  of  substances  other  than 
copper,  taken  into  solution  under  his  conditions  of  crushing  and  leaching, 
is  small.  This  naturally  suggested  the  possibility  of  a  closed  leaching 
cycle  with  electrolytic  deposition  and  at  least  partial  regeneration  of  the 
acid  required  for  solution  of  the  copper.  Early  experiments  showed  that 
iron,  which  is  dissolved  from  the  ore  to  a  certain  extent,  and  oxidized  at 
the  anode  during  electrolysis,  was  a  troublesome  factor. 

There  seemed  to  be  three  possible  ways  of  meeting  this  difficulty: 
(1)  The  use  of  a  diaphragm;  (2)  the  use  of  a  depolarizer;  (3)  purification 
from  iron  before  electrolysis. 

Antisell  Process 

About  this  time  there  came  to  the  notice  of  the  manager  good  results 
that  were  being  obtained  with  a  special  anode,  the  invention  of  F.  L. 
Antisell.  This  anode  was  in  the  form  of  a  long,  deep,  narrow  box  with 
wood  veneer  sides,  containing  graphite  electrodes  and  having  the  space 
between  graphite  and  wood  filled  with  selected  coke. 

A  cyclic  process  was  tried  with  these  anodes.  Ore  crushed  to  4- 
mesh  was  leached  3  days  by  upward  percolation,  with  a  practically  con- 
stant solution  containing  3  per  cent.  H1SO4,  2  per  cent,  ferrous  iron,  0.5 
per  cent,  ferric  iron  and  2  per  cent.  AljOi.  Sulphur  dioxide  gas  was  used 
to  keep  down  the  ferric  iron  concentration. 

The  process  gave  good  results.  The  anode  was,  however,  rather 
cumbersome  and  the  absorption  of  the  sulphur  dioxide  was  not  satis- 
factory, presumably  owing  to  the  rather  high  acid  content  of  the 
solution. 

The  following  is  a  summary  of  average  results  obtained  by  the  Antisell 
Process:  Tons  of  ore  leached,  75;  heads,  1.68  per  cent.  Cu;  extraction, 
77.6  per  cent.;  current  density,  6.54  amp.  per  square  foot;  voltage,  1.23; 
production  of  copper,  1.72  lb.  per  kilowatt-hour;  H1SO4  in  solution, 
2.73;  sulphur  per  pound  of  copper,  1.06  lb.;  total  days  run,  40.2;  total 
cathodes  produced,  803  lb. 
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work  was  stopped.  The  following  summary  will  indicate  the  results 
obtained:  Ore  leached,  329  tons,  10  charges;  average  copper  heads, 
1 .  12  per  cent. ;  copper  tails,  0.30  per  cent. ;  water,  tails,  9  per  cent. ;  copper 
per  kilowatt-hour,  1.0  lb.  About  40  lb.  of  roasted  Miami  concentrate 
per  ton  of  ore  handled  took  care  of  impurities;  92  per  cent,  of  the  copper 
in  the  concentrate  was  recovered. 

Working  the  Pope-Hahn  process  would  have  required  the  installation 
of  roasting  plant,  fine-crushing  plant,  agitators  and  filter  presses  and  the 
purchase  of  high-grade  sulphide  ore  or  concentrates.  It  offered  decided 
advantages,  among  them  a  practically  pure  solution  for  electrolysis, 
together  with  the  regeneration  of  a  high  percentage  of  the  acid  necessary 
for  leaching. 

Greenway  Process 

Hi-fore  the  study  of  the  effect  of  impurities  had  progressed  very  far, 
mi  interesting  fact  was  noticed.  If  neutral  solution  from  the  leaching 
ttyntem  was  circulated  through  fresh  ore,  a  large  part  of  the  iron  in  solu- 
ion  was  precipitated,  presumably  as  a  basic  sulphate.  This  basic  sul- 
iftli!  was  apparently  not  readily  soluble  in  a  solution  containing  more 
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acid.  A  possible  method  of  purification  from  iron  seemed  to  be  indi- 
cated and  the  results  of  small-scale  tests  were  so  encouraging  that  a  1-ton 
plant  was  built.  In  the  first  tests,  ore  crushed  to  about  J^  in.  was  leached 
for  6  days.  The  oldest  charge  of  ore  was  in  contact  with  fresh  leach  from 
the  electrolytic  cells.  This  leach  carried  about  3  per  cent,  of  free  H2SO4. 
Solution  passed  in  counter-current  through  six  tanks  containing  ore,  and 
the  acid  of  the  leach  was  neutralized  by  the  time  it  reached  the  fourth 
or  fifth  tank.  In  the  last  two  tanks  a  neutral  solution  was  in  contact  with 
fresh  ore  and  here  the  iron  was  deposited. 

The  results  obtained  will  be  evident  from  the  data  of  Table  2.  The 
ferric  iron  was  under  good  control  for  more  than  100  complete  cycles. 

Table  1. — Analysis  of  Average  Cornelia  Oxidized  Ore 

Per  Cent. 
SiO, 65.7 

Al,Oi 15.3 

Fe  total 4.5 

CaO 0.6 

MgO 1.6 

MnO 0.14 

Cu 1.50 

Oa.  per  Ton 
Au 0.005 

Ag 0.20 

Per  Cent. 

NaO 3.6 

K,0 4.6 

P,0* 0.3 

CI trace 

CO, 1.3 

99.04 

At  this  time  it  was  already  practically  settled : 

1.  That  a  good  extraction  could  be  obtained  with  dilute  sulphuric 
acid. 

2.  That  the  acid  consumption  was  not  prohibitive. 

3.  That  electrolytic  copper  could  be  produced  successfully. 

There  remained,  however,  some  important  problems  to  be  solved. 
Among  these  were: 

1.  Crushing;  from  two  points  of  view:  (1)  for  percolation  in  a  deep 
bed ;  (2)  for  extraction. 

2.  Further  study  of  the  fouling  of /the  solution,  including  the  general 
accumulation  of  soluble  salts,  but  especially  those  which  might  affect 
extraction  or  power  efficiency  in  electrolysis. 

3.  Circulation  and  general  handling  on  a  small  commercial  scale. 

4.  Any  factors  other  than  those  under  (2),  which  might  affect  elec- 
trolysis itself  or  the  quality  of  copper  produced. 

VOL.   LV. — 53. 
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The  1-ton  plant  was  therefore  continued  in  operation  and  a  plant  to 
handle  40  tons  of  ore  per  day  was  built.  i 

It  is  fortunate  that  this  larger  unit  was  built,  for  a  good  many  things 
that  had  seemed  easy  to  do  in  the  1-ton  plant  refused  to  work  at  all  in 
the  40-ton.  Fouling  by  iron  and  aluminum  salts  kept  on  increasing,  the 
ferric-iron  content  of  the  solution  rose  to  a  point  where  the  ampere  effi- 
ciency in  electrolysis  was  poor,  and  various  undesirable  phenomena 
appeared. 

So  the  40-ton  plant  was  kept  in  continuous  operation  for  nearly  a 
year  and  all  the  factors  that  had  been  studied  in  the  1-ton  plant  were 
taken  up,  one  at  a  time,  and  worked  over  again  until  finally  it  seemed  that 
they  could  all  be  brought  under  complete  control. 

Final  Leaching  Process 

The  final  process  decided  upon  was  as  follows:  Ore  crushed  to  about 
4-mesh;  leached  8  full  days  by  counter-current;  washed  with  three 
counter-current  wash  waters  (or  possibly  four);  solution,  practically 
neutral  during  last  2  days  of  contact  with  ore,  is  sent  through  reduction 
towers,  where  it  meets  sulphur  dioxide  in  counter-current.  The  ferric 
iron  is  thus  reduced  to  below  0.4  per  cent.  Thence  it  goes  through  a 
revolving  tumbler  in  contact  with  cement  copper.  There  the  ferric  iron 
is  still  further  reduced  and  a  corresponding  amount  of  cement  copper 
passes  into  solution.  From  the  cement-copper  tumbler  the  solution 
passes  to  a  settling  pond  and  then  into  the  electrolytic  cells,  where  a  part 
of  the  copper  is  removed;  then  back  into  the  leaching  system,  passing 
first  through  the  oldest  ore  which  has  already  been  leaching  for  7  days, 
and  so  on  to  begin  the  cycle  again. 

Important  Factors 

In  a  cyclic  process  such  as  this,  no  single  factor  or  step  can  be  said  to 
be  the  most  important.  We  can,  however,  consider  a  list  of  those  factors 
that  were  studied  with  especial  attention  and  can  offer  definite  figures 
on  the  results  to  be  expected. 

Extraction 

Both  in  the  1-ton  and  the  40-ton  plants,  it  was  easy  to  obtain  80  per 
cent,  extraction,  using  about  3  per  cent,  sulphuric  acid  and  8  days  of 
counter-current  leaching  by  upward  percolation  on  4-mesh  material. 
An  extraction  of  83  per  cent,  was  reached  over  considerable  periods  of 
time.  The  continuous  attainment  of  this  figure  was  limited  by  other 
factors  than  the  nature  of  the  ore  or  the  size  to  which  it  was  crushed,  such 


Power  Consumption  for  Electrolysis 

In  the  1-ton  plant,  with  lead  anodes,  the  average  was  0.934  lb.  copper 
per  kilowatt-hour  at  8  amp.  per  square  foot  of  cathode  surface.  This  was 
for  all  the  conditions,  good  and  bad,  under  which  the  plant  was  operated. 
With  graphite  anodes,  also  under  all  sorts  of  conditions,  the  figure  was 
2  lb.  copper  per  kilowatt-hour  at  8.5  amp.  per  square  foot. 

In  the  40-ton  plant,  with  lead  anodes,  at  an  average  current  density 
of  6.9  amp.  per  square  foot,  the  average  production  under  all  conditions 
was  0.87  lb.  copper  per  kilowatt-hour.  With  graphite  anodes,  the  figure 
was  1.65  lb.  It  should  be  said,  however,  that  the  ferric  iron  was  never 
under  proper  control  during  these  tests  with  graphite  in  the  40-ton  plant. 
During  series  VI  of  the  40-ton  plant,  with  current  density  6.4  amp.  per 
-=quare  foot,  the  copper  yield  was  1.04  lb.  per  kilowatt-hour.  This  run 
was  with  lead  anodes  and  under  fair  conditions,  so  far  as  ferric  iron  was 
concerned.  In  the  final  run  with  lead  anodes,  and  with  both  ferric  iron 
and  general  fouling  under  still  better  control,  an  even  higher  figure  was 
itained. 
Lead  anodes  will  be  used  in  the  big  plant.  The  reasons  for  this  choice 
be  given  later. 
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Second  Period  of  40-Ton  Plant  Operation  Beginning  with  Charge  91  in  1915 


Per  Cent. 


6-20. 
Per  Cent. 


■r  Cent.     Per  C*nt 


Cu 1.11  2.26 

H^O,  free 4.03  2.83 

Fe++ 0.09  0.176 

Fe++* 0.164  0.180 

AljO, 0.145  1.250 

CaO 0.092  0.090 

MgO 0.132  0.122 

MnO 0.023  0.030 

CI 0.08  0.08 

SiO, 0.075  0.084 

Specific  gravity 1   100  1 .  150 


2.50 
2.56 

0.720 
1.220 
2.730 


3.15 
1.49 
1.07 
3.69 
0.050 
0.150 
0.050 


3.47 
2.40 
2.14 
0.80 
4.40 
0.120 
0.049 
0.046 
0.130 
0.960 
1.376 


2.95 
3.05 
2.52 
0.239 
2.840 
0.018 
0.054 
0.029 
0.090 
0.096 
1.330 


Column  I  gives  solution  analysis  at  beginning  of  a  run,  where  fresh  acid  has 
been  used,  and  before  elecirolysis  has  been  started. 

Column  111  is  the  analysis  of  solution  when  reduction  of  ferric  iron  was  begun. 

Column  V  shows  solution  at  maximum  concentration.  Cold  nights  caused  the 
separation  of  a  large  amount  of  FeSO(,  CuSOt,  24HkO. 

Column  VI  is  an  analysis  of  solution  under  normal  conditions,  after  "bleeding" 
regularly  for  about  40  days. 
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end  of  the  experimental  work,  sulphur  dioxide  gas  was  used  regularly  to 
control  the  ferric  iron.  With  lead  anodes  a  low  content  of  ferric  iron  is 
not  necessary.  The  solution  may  contain  0.3  or  0.4  per  cent,  without  any 
marked  effect  on  the  current  efficiency. 

Sulphur  Consumption 

To  maintain  satisfactory  control  of  the  ferric  iron  was,  at  this  point 
in  the  work,  the  greatest  apparent  difficulty.  To  follow  the  course  of  the 
tests  it  will  be  necessary  to  keep  in  mind  both  Tables  3  and  4.  The  first 
of  these  shows  the  conditions  under  which  the  40-ton  plant  was  operating; 
the  latter,  the  analysis  of  the  solution  at  various  times. 

During  period  III,  the  acid  electrolyte  was  circulated  through  a  tower 
about  2  ft.  square,  in  contact  with  sulphur  dioxide.  The  acid  electrolyte 
was  taken  from  the  electrolytic  system  and  returned  to  the  same  system. 
The  weight  of  sulphur  that  could  be  burnt  and  brought  in  contact  with 
solution  as  SO2  was  too  small,  and  the  ferric  iron  kept  on  increasing. 
Under  these  conditions,  we  were  burning  1.5  lb.  sulphur  per  pound  of  ferric 
iron  reduced. 

Series  IV  began  with  only  a  single  change,  but  this  proved  to  be  a 
very  important  one.  The  neutral  advance  from  the  leaching  system  was 
circulated  through  the  SO2  tower  before  entering  the  electrolytic  system. 
Under  these  conditions,  only  0.56  lb.  of  sulphur  was  required  per  pound 
of  ferric  iron  reduced. 

Although  the  small  tower  was  not  of  sufficient  capacity  to  make  con- 
trol easy,  by  Aug.  22  the  ferric  iron  was  on  the  down  grade — 1.07  per  cent. 
as  against  1.22  on  July  22. 

From  this  time  on,  as  long  as  lead  anodes  were  in  use,  the  ferric  iron 
did  not  get  out  of  control,  and  on  Nov.  5  the  solution  showed  only  0.24 
per  cent,  of  this  troublesome  substance.  The  results  with  graphite 
anodes  will  be  considered  later. 

Fouling  of  Solution 

In  the  40-ton  plant  the  entire  solution  began  to  foul  badly  after  about 
100  charges  had  been  leached.  The  cooler  weather  was  beginning  at  this 
time  and  a  bulky  double  sulphate  of  iron  and  copper  crystallized  out 
through  the  ore  in  the  leaching  tanks  and  plugged  all  the  pipes  and 
launders.  To  remedy  this,  a  portion  of  nearly  neutral  solution  was 
drawn  off  continuously  from  the  leaching  system  and  passed  over  scrap 
iron,  making  cement-copper.  It  was  found  that  treating  1  per  cent,  of 
the  total  bulk  of  solution  each  day  would  maintain  the  fouling  at  a  con- 
stant low  point  where  it  could  cause  no  trouble.  Columns  V  and  VI 
of  Table  4  show  the  effect  of  this  "bleeding"  of  solution. 
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is  probably  much  higher  than  necessary,  but  for  the  experimental  work  it 
was  made  ample  and  retained  as  a  fixed  factor.  Beside  this  closed  circuit, 
which  runs  continuously,  a  portion  of  the  solution  from  each  tank  is 
continuously  advanced  to  the  next  tank  in  the  series. 

Fresh  electrolyte  from  the  cells,  low  in  copper  and  of  maximum  acid 
content,  leaves  the  electrolytic  system  and  passes  into  the  leaching  tank 
containing  the  oldest  ore — that  which  has  been  leaching  for  7  days.  , 
Practically  neutral  solution,  high  in  copper,  leaves  the  leaching  system 
at  the  tank  containing  new  ore.  Between  these  two  points,  and  rigidly 
linked  to  them,  is  the  advance  from  tank  to  tank. 


It  is  of  great  importance  to  have  a  practically  neutral  solution  leav- 
ing the  last  leaching  tank  and  starting  back  toward  the  electrolytic 
system. 

At  the  same  time,  we  want  as  high  an  extraction  as  possible,  which 
means  as  many  tanks  as  possible  with  a  fairly  high  acid  content. 
To  attain  both  these  objects  at  the  same  time  the  advance  from  tank 
to  tank  is  carefully  regulated  so  that  about  six  tanks  of  the  eight  active 
ones  are  acid  practically  all  the  time.  The  two  others  are  neutral  and 
the  point  of  neutrality  of  the  system  just  balances,  varying  possibly 
one  tank  in  either  direction  during  24  hr.,  but  returning  to  its  original 
position. 


) 


Vt'l    'I.     Visiw  Hiikkt  'it  5,000-Ton  Plant  of  New  Cornelia  Copper  Co. 

\f.r  tniitnUr,  it  wan  advantageous  to  circulate  in  the  tank  house  at  rates 
up  to  IWl  gal.  per  minute. 

Tliis  circulation  given  satisfactory  results  with  lead  anodes,  but 
when  graphite  in  mted,  rapid  circulation  alone  is  not  enough  to  give  good 
d'-polari station  at  the  anode.  Violent  agitation  in  the  electrolytic  tanks 
m  in -riscary  l<i  attain  tlir;  lowest  voltage  when  graphite  anodes  are  in  use, 
iind  lliii-  wiim  iiriiiriiplislicii  by  blowing  air  thiough  small  holes  in  lead 
pip.,,  laid  along  I  he  bottom  of  the  cell. 
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Lead  vs.  Graphite  Anodes 

In  making  final  decision  on  the  process  to  be  used,  there  were- many 
mechanical  questions  to  be  settled.  Crushing,  method  of  percolation, 
circulation,  pumps,  structural  materials,  the  handling  of  ore  and  tailings 
and  many  other  points  came  up  for  decision.  Besides  these,  there  were 
some  questions  which  bear  more  directly  on  fundamental  principles. 
One  of  these  was  whether  we  should  use  lead  or  graphite  as  material  for 
anodes. 

Lead  was  in  service  for  over  a  year  and  its  behavior  was  well  under- 
stood. But  graphite  promised  much  better  results  as  far  as  power  effi- 
ciency is  concerned,  and  also  as  a  means  of  regenerating  a  much  larger 
part  of  the  necessary  acid  for  leaching. 

The  1-ton  plant  gave  most  encouraging  results  with  graphite  over  a 
period  of  continuous  operation  of  nearly  3  months.  With  a  current 
density  of  8.5  amp.  per  square  foot,  over  2  lb.  of  copper  per  kilowatt-hour 
was  produced,  and  during  part  of  this  time  conditions  were  not  good. 
The  ferric  iron  was  not  under  complete  control.  When  all  conditions 
were  right,  we  made  2.25  to  2.40  lb.  copper  per  kilowatt-hour;  on  some 
days  as  high  as  2.75  lb.  This  was  during  the  warm  weather  at  Ajo,  when 
electrolyte  temperatures  held  well  above  105°  F.  The  40-ton  plant  was 
using  the  large  tower  for  reduction  and  the  1-ton  plant  used  the  small 
one.  The  SO2  used  in  controlling  ferric  iron  was  bypassed  from  the 
main  supply. 

The  1-ton  electrolytic  plant  was  out  of  doors  and  while  the  odor  of 
SO2  was  strong  in  the  immediate  neighborhood  of  the  cell,  it  was  not  bad 
enough  to  prevent  working  over  it. 

By  the  time  the  graphite  anodes  were  installed  in  the  40-ton  plant, 
the  average  electrolyte  temperature  was  only  about  75°  F.  We  could 
now  determine  accurately  the  efficiency  of  absorption  and  reduction  by 
S02  (which  we  could  not  do  in  the  1-ton  plant)  and  we  could  also  examine 
carefully  the  circulation  conditions  necessary  to  control  ferric  iron. 

The  problem  now  began  to  look  harder.  As  measured  by  the  produc- 
tion of  ferric  iron  from  ferrous  in  the  cell,  the  anodic  efficiency  of  graphite, 
with  rapid  air  agitation,  is  well  over  100  per  cent.  With  lead  it  is  30  to 
35  per  cent.  We  had,  therefore,  to  combat  about  three  times  as  much 
ferric  iron  per  pound  of  copper  with  graphite  as  with  lead. 

Under  the  existing  temperature  conditions  and  with  the  rapid  circula- 
tion that  was  necessary  in  the  electrolytic  circuit,  the  reduction  efficiency 
of  the  SO2  was  only  about  20  per  cent.  We  could  not  control  the  ferric 
iron  without  either  allowing  the  electrolyte  to  stand  for  a  good  many 
hours  between  the  SO*  towers  and  the  cells,  or  else  heating  it  to  about 
150°  F.  during  its  passage  from  towers  to  cells. 

The  absorption  of  SO2  in  the  towers  was  perfectly  satisfactory.     But 


1 
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graphite  were  successfully  operated,  is  about  0.6  kw.-hr.  per  pound  of 
copper. 

5.  More  than  twice  as  much  acid  is  regenerated  with  graphite  as  with 
lead. 

6.  Circulation  must  be  more  rapid  with  graphite. 

7.  Agitation  during  electrolysis  is  absolutely  necessary  with  graphite. 

8.  The  solution  must  stand  for  some  time  (probably  16  to  24  hr.) 
or  be  heated  to  150°  F.  or  higher,  to  obtain  even  reasonable  SO*  efficiency 
with  graphite.     This  is  not  necessary  with  lead  (see  note  under  10). 

9.  Much  larger  towers  are  needed  when  graphite  is  used. 

10.  The  volume  to  be  pumped  to  the  top  of  the  towers  is  larger  with 
graphite. 

(These  last  two  statements  contain  the  fact  that  acid  electrolyte  must 
be  sent  through  the  towers.  The  iron  content  of  the  solution  in  the  cells 
must  not  rise  above  0.2  per  cent.,  if  good  efficiency  is  to  be  reached  with 
graphite.  With  lead  anodes  it  may  go  to  0.4  or  0.5  per  cent,  without 
much  of  any  effect  on  power  consumption.  With  lead  it  is  sufficient  to 
send  the  neutral  advance  to  the  towers.  With  graphite  not  only  this 
volume,  but  also  a  much  larger  volume  from  the  tank-house  circulation 
which  must  be  kept  low  in  ferric  iron  must  be  sent.) 

11.  The  tank  house  for  graphite  must  be  carefully  ventilated. 
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12.  The  tank  house  for  graphite  must  be  larger  (about  as  9  to  7) 
on  account  of  the  lower  current  efficiency. 

13.  Operation  with  graphite  requires  the  closest  attention  to  every 
detail  of  reduction,  circulation  and  agitation.  Operation  with  lead  is 
practically  fool-proof. 

This  last  point  is  probably  the  most  important  of  all.  There  are 
enough  so-called  "minor"  troubles  about  a  leaching  plant. 

Control  of  Ferric  Iron  in  Acid  and  Neutral  Solution 

During  the  periods  when  acid  electrolyte  was  being  sent  to  the  tower 
for  the  reduction  of  ferric  iron  by  sulphur  dioxide,  the  sulphur  efficiency 
was  low.  It  proved  to  be  about  20  to  25  per  cent.  Two  causes  at  least 
combine  to  produce  this  result:  First,  the  low  solubility  of  SO2  in  acid 
solution,  and  second,  the  slowness  of  the  reduction  reaction  in  acid 
solution.  Neutral  solution  was  sent  to  the  towers  in  later  rims  and  on 
this  the  sulphur  efficiency  reached  75  to  80  per  cent.  That  is  to  say,  of 
the  actual  weight  of  sulphur  burned  to  SO2,  75  per  cent,  is  utilized  in  the 
reduction  of  ferric  iron  to  ferrous. 

Washing  the  Ore 

Each  charge  was  given  three  washes.  The  first  was  the  second  wash  of 
the  preceding  charge;  the  second,  the  third  wash  of  the  preceding  charge; 
the  third,  fresh  water.  The  wash  which  had  been  used  three  times  was 
run  into  the  electrolytic  system.  One  complete  fresh  wash  water  was 
just  sufficient  to  balance  the  loss  from  the  system  in  the  tailings  and  by 
evaporation. 

The  summarized  wash-water  data  are  given  in  Table  6  for  the  solu- 
tion which  was  started  in  the  40-ton  plant  May  22,  1915.  The  most 
significant  thing  in  this  table  is  the  effect  of  fouling  as  shown  in  the  second 
column.  While  the  solution  was  fresh,  washing  in  the  prescribed  manner, 
the  extraction  was  81.1  per  cent,  and  soluble  copper  left  in  the  tailings 
was  0.045  per  cent.  When  the  solution  became  foul,  even  though  a  little 
more  fresh  water  was  used,  extraction  dropped  to  73.5  per  cent,  and  the 
soluble  copper  in  the  tailings  was  0.103  per  cent.  Later,  when  fouling 
was  being  reduced  by  "bleeding"  and  additional  wash  water  could  be  used 
in  the  same  cycle,  the  extraction  rose  to  83  per  cent,  and  the  soluble 
copper  in  the  tails  dropped  to  0.033  per  cent. 

It  is  of  course  possible  to  wash  tailings  with  extra  water,  passing  this 
over  scrap  iron  and  making  cement-copper,  and  this  should  naturally  be 
done  until  the  expense  of  operation  balances  the  value  of  the  recovered 
copper.  The  experiments  at  Cornelia  were  carried  no  further  than  is 
shown  in  this  table. 

All  the  experimental  work  in  the  40-ton  plant  was  carried  out  during 
continuous  operation,  so  that  the  result  should  correspond  as  closely  as 


Average  per  cent,  copper  in  third  wash 0.61 

Average  per  cent.  HjSO.  in  third  wash 0.35 

Pounds  soluble  copper  per  ton  tailings 0.9 

Probable  extraction  if  one  more  wash  had  been 
used  and  half  of  tins  soluble  copper  had  been 

recovered.     Per  cent 83 . 3 
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Average  of  whole  run: 

Per  cent,  copper  in  heads 1 .  338 

Per  cent,  copper  in  tailings 0.256 

Per  cent,  extraction 80 . 7 

Per  cent,  extraction — -according  to  washed  tails 84.1 

Per  cent,  extraction — if  4th  wash  had  been  used 83.0 

Per  cent,  moisture  in  tailings 10.0 

Average  gallons  of  solution  entrained  per  ton  of  tails 22.6 
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Using  this  method,  when  we  were  through,  we  had  a  definite  set  Of 
conditions  under  which  known  results  could  be  produced  for  any  length 
of  time.  There  were  no  odds  and  ends  to  go  back  and  pick  up.  No 
"minor"  problems,  which  might  turn  out  on  investigation  to  be  funda- 
mental, remained  to  be  solved.  Mr.  Green  way  saw  that  this  plan  was 
strictly  carried  out. 

During  the  experimental  work,  something  over  180,000  lb.  of  perfect 
cathodes  were  produced,  besides  a  good  deal  of  cement-copper. 

Summary 

So  far  as  the  Ajo  tests  can  show  what  will  happen  in  a  5,000-ton  plant, 
the  following  may.  be  expected : 

Extraction  on  1.4  per  cent,  ore  using  closed  wash  cycle,  82  per  cent. 

Extraction  on  1.4  per  cent,  ore  using  extra  wash  water,  83  per  cent. 

(The  extraction  figure  used  in  making  estimates  has  always  been 
80  per  cent.). 

Acid  consumption  (100  per  cent.  H2S04),  3  lb.  per  pound  of  copper. 
"Bleeding"  to  prevent  fouling  of  solution. 

Power  efficiency  in  electrolysis  with  lead  anodes,  1  kw.-hr.  per 
pound  of  cathode  copper. 

Sulphur  consumption,  0.5  lb.  per  pound  of  cathode  copper. 

Neutral  electrolyte  only  will  need  to  pass  through  the  reduction 
towers. 

About  1  per  cent,  per  day  of  the  total  solution  volume  must  be  sent 
over  iron  to  control  fouling. 

About  12  per  cent,  of  the  total  copper  produced  will  pass  through  the 
cement-copper  side  cycle. 

The  circulation  used  in  the  test-plant  leaching  tanks  (2  gal.  per 
minute  per  ton  of  ore)  is  undoubtedly  much  higher  than  necessary.  It  is 
probable  that  a  small  part  of  this  volume  would  give  equally  good 
extraction  results 

Discussion 

The  Chairman  (H.  W.  Morse). — Gentlemen,  for  the  first  time  in  the 
history  of  the  American  Institute  of  Mining  Engineers,  we  have  a  full  ses- 
sion on  the  subject  of  leaching — especially  on  the  leaching  of  copper  ores. 
This  branch  of  metallurgy  is  rather  in  its  infancy.  We  have  had  one  big 
plant  running  for  a  year  or  more,  and  pretty  successfully;  and  another  one 
which  will  be  started  in  February  or  March,  the  New  Cornelia.  We  have 
another  one  at  Garfield  for  the  Utah  company,  which  is  just  designed  and 
construction  begun;  and  from  several  other  points  come  reports  of  interest- 
ing test  work.  The  first  paper  on  the  program  this  evening  is  one  of  some 
of  the  test  work  on  the  New  Cornelia  ore  by  myself  and  Mr.  H.  A. 
Tobelmann. 
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of  the  reasons  for  choosing  lead  anodes  as  given  in  the  paper  and  I  want 
to  add  a  few  words  to  this  discussion. 

The  crux  of  the  whole  electrolytic  problem  lies  in  the  mechanism 
of  the  oxidation  and  reduction  of  iron  sulphate.  A  carbon  anode  must 
be  thoroughly  depolarized  or  the  liberated  oxygen  will  attack  the  anode 
itself  and  the  graphite  will  disintegrate  leaving  a  valueless  sludge.  In 
the  case  of  a  lead  anode,  lead  peroxide  and  lead  sulphate  are  formed  but 
the  disintegration  is  very  slow  as  these  substances  form  more  or  less 
adherent  and  conducting  coatings.  This  means  that  with  carbon  anodes 
we  impose  at  once  the  necessity  of  dealing  with  the  entire  equivalent  of 
ferric  sulphate  if  ferrous  sulphate  be  the  depolarizer.  With  lead  anodes 
the  issue  can  be  largely  but  not  wholly  dodged  through  the  escape  of 
elemental  oxygen.  This  in  turn  leads  to  the  necessity  of  thorough  circu- 
lation in  the  case  of  carbon  anodes  as  against  indifferent  circulation  in 
the  case  of  lead. 

Thorough  circulation,  however,  results  in  intimate  contact  between 
the  cathode  and  the  ferric  sulphate  in  the  electrolyte  with  the  natural 
and  undesired  reaction  between  these  two  substances. 

Therefore,  the  price  of  our  increased  recovery  of  copper  per  kflo- 
■hour  is  the  obligation  to  keep  liquors  running  more  than  some  0.2 
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per  cent.,  and  preferably  much  less,  in  ferric  sulphate,  away  from  inti- 
mate contact  with  the  cathode,  which  means  either  a  diaphragm  or  an 
efficient  utilization  of  SO*  or  other  reducing  agent. 

Everyone  who  has  advocated  the  first  remedy  has  come  to  grief,  except 
possibly  Hybinette  in  his  two-level  system  in  copper  nickel  refining,  and 
everyone  who  has  wrestled  with  the  second  problem  has  found  that  there 
are  intermediate  and  as  yet  little-understood  reactions  to  be  dealt  with. 
Nevertheless,  I  believe  that  as  continued  operation  gives  experience  and 
opportunity  for  experiment,  a  way  out  of  these  difficulties  will  be  found 
and  the  carbon  anode  yet  succeed  in  the  practical  electrolysis  of  sulphate 
solutions. 

G.  D.  Van  Arsdalb,  New  York,  N.  Y. — Both  those  responsible  for 
the  tests  of  which  the  results  are  given  in  this  paper  and  the  Institute 
are  to  be  congratulated;  the  first  for  the  successful  results  finally  obtained 
on  a  difficult  and  new  problem,'  and  the  profession  on  the  liberal  policy 
which  made  possible  the  publication  of  this  very  valuable  summary- of 
practical  leaching  data. 

The  thoroughness  and  care  with  which  this  work  has  been  done  may 
be  judged  from  the  time,  nearly  4  years,  during  which  these  experiments 
have  been  carried  on. 

It  is  especially  gratifying  to  the  writer  that  some  of  the  main  points 
developed  during  the  series  of  experiments  on  leaching  by  Phelps,  Dodge 
&  Co.  at  Douglas  have  been  entirely  borne  out  by  this  work;  the  first  of 
these  being  that  ferric  iron  can  be  controlled  by  the  use  of  sulphur  dioxide, 
the  second  that  solutions  that  had  previously  been  considered  entirely 
too  "foul"  as  an  electrolyte  for  copper  deposition  can  safely  be  used,  and 
the  third  that  by  the  use  of  depolarization  the  anode  problem  is  entirely 
solved,  either  by  lead  or  graphite,  both  of  which  had  previously  been 
considered  as  impossible  for  electrolysis  of  sulphate  solutions  of  copper. 

The  paper  is  particularly  valuable  in  giving  a  discussion  of  the  con- 
clusions leading  to  the  adoption  of  the  final  process  by  the  New  Cornelia 
company  and  as  bearing  on  their  choice  of  lead  instead  of  graphite  as 
an  anode  material.  My  reason  for  discussing,  and  to  some  extent  differ- 
ing from,  these  conclusions  is  that  I  feel  that  from  the  results  of  Phelps, 
Dodge  &  Co.'s  work  it  is  necessary  to  emphasize  the  fact  that,  while  the 
choice  of  lead  in  this  case  may  be  undoubtedly  justified,  yet  there  are 
conditions  under  which  graphite  should  be  selected  and  these  conclu- 
sions therefore  should  not  be  taken  as  general  conclusions  against  its 
use  under  other  sets  of  conditions. 

Graphite,  which  was  first  used  under  the  writer's  direction  on  a  con- 
siderable experimental  scale  as  an  anode  material  for  this  kind  of  work, 
before  this  time  had  been  considered  as  absolutely  unsuitable  for  the 
electrolysis  of  sulphate  solutions  of  copper.  I  have  a  letter  from  the 
manufacturers  in  which  this  statement  is  made,  and  the  same  thing  is 
yol.  lv. — 54. 
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ing  the  ampere  efficiency  obtainable  with  graphite,  it  is  possible  that  a 
casual  reading  of  the  paper  under  discussion  might  lead  to  the  conclusion 
that  a  low  ampere  efficiency  was  characteristic  of  graphite.  That  this 
it)  not  true  was  proved  conclusively  by  Phelps,  Dodge  &.  Co.  in  a  series 
of  tests  last  summer  which  demonstrated  that  it  is  commercially  practical 
to  keep  the  ferric  iron  under  0.2  per  cent,  and  under  these  conditions  to 
obtain  fully  as  good  or  better  efficiencies  than  those  cited  in  the  present 
paper,  with  yields  over  a  considerable  period  of  3  lb.  of  copper  per  kilo- 
watt-hour at  a  current  density  of  about  12  amp.  per  square  foot,  which 
it  should  be  noted  is  76  per  cent,  in  excess  of  the  average  current  density 
as  given  in  the  table  on  page  837  of  the  paper  under  discussion.  With 
the  lower  current  densities  as  given  in  this  paper,  our  pounds  of  copper 
per  kilowatt-hour  would  have  been  still  higher. 

It  is,  of  course,  not  reasonable  to  expect  that  a  high  SOs  reduction 
effiuienay  will  he  obtained  if  the  SOj  is  blown  out  of  the  solution  before 
it  has  had  time  to  act.  In  the  worst  case,  this  factor  of  the  time  needed 
for  the  reduction  of  ferric  iron  by  SOa  means  a  large,  though  not  at  all 
prohibitive,  storage  capacity,  and  it  may  be  stated  that  one  of  the  re- 
sults of  our  work  at  Douglas  last  summer  was  to  demonstrate  that  the 
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ferric  iron  can  be  kept  within  our  0.2  per  cent,  limit  by  a  storage  of  a 
portion  only  of  the  main  solution. 

It  is  true  that  the  anodic  efficiency  of  graphite  is  as  stated,  on  account 
of  air  agitation,  over  100  per  cent.,  that  of  lead  being  30  to  35  per  cent. 
Expressed  in  another  way,  however,  this  means,  with  anything  like  a 
reasonable  SO*  reduction  efficiency,  which  can  be  had  as  we  have  shown, 
that  for  practical  purposes  the  amount  of  acid  regenerated  by  lead  is 
much  less  than  with  graphite.  Now  if  one  has  an  acid  plant  already 
built  or  ordered  or  intends  to  erect  one,  the  comparatively  small  amount 
of  acid  produced  by  the  use  of  lead  anodes  is  not  so  important,  but  where 
this  is  not  the  case  this  considerable  extra  amount  of  acid  produced  by 
the  use  of  graphite  is  a  considerable  practical  advantage  in  its  favor. 
Where,  as  in  this  case,  an  ore  does  not  require  more  than  3  lb.  of  acid 
for  leaching  per  pound  of  copper  produced,  the  amount  of  acid  regenerated 
by  the  use  of  the  graphite  system  will  be  ample  for  leaching  purposes. 
A  comparison,  therefore,  between  the  two  systems  should  include  the 
cost  of  an  acid  plant  against  lead  as  regards  installation  costs,  and,  as 
regards  operating  costs,  the  extra  cost  of  acid  needed  together  with 
freight  if  brought  from  a  distance.  It  seems  to  me,  therefore,  that  the 
statement  in  point  1  of  the  summary  on  page  844  should  include  this 
factor. 

Without  intending  criticism  of  the  decision  made  in  this  particular 
case,  I  believe,  nevertheless,  that  the  following  comparison  as  to  the 
relative  merits  of  lead  and  graphite  will  be  true  and  more  generally 
applicable  than  those  given. 

1.  Installation  costs  for  the  two  systems  will  be  about  the  same, 
except  that,  where  an  ore  requires  more  than  lj^  lb.  of  acid  per  pound  of 
copper  produced,  the  additional  costs  of  an  acid  plant  plus  railroad 
equipment  for  carrying  it  when  produced  at  a  distance  from  the  leaching 
plant,  plus  storage  tanks,  piping,  etc.,  at  the  leaching  plant,  must  be 
charged  against  lead. 

2.  Careful  determinations  extending  over  a  considerable  period 
have  shown  that  the  disintegration  of  graphite  and  its  consequent  depre- 
ciation per  pound  of  copper  produced  is  negligible.  The  prevention  of 
graphite  anode  disintegration  means  simply  maintaining  the  conditions 
necessary  for  proper  depolarization.  When  this  is  done  graphite  will 
not  disintegrate  appreciably,  but  if  these  conditions  are  not  maintained 
it  will  go  rapidly.  Exactly  the  same  thing  is  true  for  lead,  but,  since 
the  anodic  efficiency  of  lead  is  only  one-third  that  of  graphite,  the  dis- 
integration of  lead  anodes  under  the  same  service  may  be  expected  to  be 
at  least  as  rapid  as  graphite. 

3.  Peroxidized  lead  detached  from  an  anode  will  be  lost,  and  the 
scrap  value  of  partly  peroxidized  and  badly  corroded  lead  anodes,  when 
high  freight  rates  are  considered,  will  not  be  very  high.     Furthermore, 


? 


greater  volume  of  solution  sent  to  these  are  required.  However,  the 
saving  in  installation  by  not  needing  an  acid  plant  will  pay  for  this  and 
the  extra  storage  capacity  needed  under  the  preceding  paragraph  at 
least  several  times  over. 

11.  The  point  of  the  necessary  tank-room  ventilation  has  already 
been  spoken  of. 

12.  I  must  disagree  absolutely,  so  far  as  my  experience  goes,  with 
this  conclusion  as  to  tank-house  capacity  being  necessarily  larger  with 
graphite  than  with  lead.  While  the  cost  of  power  is  an  important  factor 
in  this  connection,  we  have  not  considered  for  our  requirements  that  the 
low-current  densities,  averaging  6.8  amp.  given  in  the  paper,  are  eco- 
nomical under  our  conditions,  and  the  figures  we  have  obtained  with  cur- 
rent densities  around  12  amp.  per  square  foot,  in  which  average  ampere 
efficiencies  at  this  higher  density  are  fully  equal  to  or  better  than  those 
given  in  the  paper  and  obtained  over  considerable  periods  appear  to 
throw  this  comparison  decidedly  in  favor  of  graphite. 

13.  It  is  a  little  difficult  to  see  just  why  operation  with  graphite 
anodes  will  be  any  less  "fool-proof"  than  with  lead.  Granted  that  the 
conditions  for  keeping  the  ferric  iron  below  our  limit  are  known,  I  cannot 
see  any  reason  whatever  for  requiring  any  more  care  or  skill  for  main- 
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taining  this  limit  than  for  maintaining  an  equally  vital  one  differing  from 
this  by  only  0.2  per  cent. 

My  opinion,  not  expressed  as  a  criticism  of  the  decision  made  in  this 
particular  case,  but  as  a  general  one,  is  that  the  advantages  and  un- 
doubted lower  operating  costs  of  graphite  decidedly  outweigh  those 
with  lead.  In  other  words,  it  would  only  be  considered  advisable  under 
very  exceptional  conditions  to  make  the  very  large  additional  investment 
required  for  an  acid  plant  over  and  above  the  acknowledged  nearly  equal 
costs  of  the  two  systems,  and  still  with  this  extra  investment  to  obtain 
a  higher  operating  cost. 

The  Chairman. — I  would  like  to  say  that  Mr.  Van  Arsdale  should  be 
thanked  for  a  good  many  discussions  and  arguments,  and  that  the  con- 
versations and  arguments  with  him  were  of  very  great  advantage  to  us 
in  this  work  at  the  New  Cornelia;  and  in  a  good  deal  of  what  he  says  I 
would  agree.  It  is  highly  probable  that  we  will  be  able  some  day  to 
work  out  the  use  of  graphite  to  make  a  saving  in  power  cost,  and  to  gener- 
ally improve  the  process.  As  far  as  we  could  see  from  the  test  at  the 
New  Cornelia,  this  was  going  to  be  a  difficult  undertaking,  so  we  decided 
to  put  it  off  for  a  few  years.  I  think  we  will  later  come  back  to 
large-scale  tests  on  the  use  of  graphite.  Certainly  the  gain  to  be  expected 
when  this  has  been  worked  out  is  a  great  one.  I,  personally,  was  sorry 
to  stop  the  research  work  on  the  graphite. 

S.  J.  Jennings,  New  York,  N.  Y. — I  would  like  to  ask  for  some  in- 
formation. I  see  that  this  paper  has  considered  merely  two  kinds  of 
insoluble  anodes,  lead  and  graphite.  I  understand  a  considerable 
amount  of  work  has  been  done  with  other  insoluble  anodes  and  I  would 
like  to  ask  if  tests  have  been  made  at  New  Cornelia  with  any  other 
insoluble  anode  such  as  fused  magnetite. 

The  Chairman. — We  have  made  none  at  Cornelia,  except  with  lead 
and  graphite,  and  a  mixture  of  the  two — that  is,  coke  cast  in  lead. 

F.  S.  Schimerka,  Clifton,  Ariz. — In  connection  with  the  paper  pre- 
sented, I  wish  to  ask  the  question  why  the  process  of  precipitating  the 
ferric  iron  in  a  neutral  liquor  on  fresh  ore  was  not  finally  employed  and 
preference  given  to  the  introduction  of  sulphur  dioxide  to  effect  the 
elimination  of  trivalent  iron? 

In  regard  to  the  use  of  lead  anode  sheets,  I  would  like  to  know  whether 
lead-covered  iron  grates  would  be  applicable,  and  I  ask  this  question 
because  I  remember  that  I  have  seen  such  anodes  employed  in  liberator 
tank  practice  but  have  not  been  able  to  collect  data  concerning  their 
efficiency  compared  with  that  of  solid  sheets  used  for  the  same  purpose. 

The  Chairman. — That  was  the  basis  for  starting  the  large  plant. 
In  the  7-ton  plant  and  in  the  40-ton  plant,  at  first,  the  ferric  iron  was 


The  Chairman. — I  think  that  6  months'  operation  of  the  big  plant 
will  make  us  all  feel  more  confident  than  we  do  now. 

Stuart  Croasdale,  Denver,  Colo,  (communication  to  the  Secre- 
tary*).— I  think  the  New  Cornelia  ores  at  Ajo  may  be  considered  as 
typical  of  all  copper  ores  in  the  United  States  that  are  amenable  to  acid 
leaching  in  a  raw  condition,  since  all  known  ores  of  this  kind  contain  a 
certain  amount  of  soluble  iron  oxides  and  alumina  which  will  be  a 
contending  factor  in  electrolytic  precipitation  of  the  copper. 

It  is  interesting  to  observe  that  the  results  obtained  by  the  authors 
have  verified  in  almost  every  instance  the  predictions  made  before  they 
started,  yet  their  work  has  been  so  efficiently  and  thoroughly  done  that 
it  forms  a  most  valuable  contribution  to  the  nydrometallurgy  of  copper, 
and  particularly  to  the  section  on  electrolytic  precipitation.  They  are 
to  be  congratulated  on  having  such  an.  opportunity  to  definitely  advance 
our  knowledge  so  much  in  this  direction. 

I  regret  that  one  thing  more  was  not  tried,  at  least  on  a  laboratory 
scale,  and  that  is,  roasting  the  ore  before  leaching.  In  the  Ajo  ores  the 
*  Received  Sept.  29,  1916. 
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iron  exists  in  all  forms  of  oxidation  from  chalcopyrite  to  ferric  oxide. 
The  processes  of  nature  have  been  so  gentle  that  much  of  this  iron  is  as 
easily  soluble  as  freshly  precipitated  hydroxide.  Aluminous  compounds 
in  the  rock  also  exist  in  all  stages  of  kaolinization  and  are  likewise  soluble 
in  dilute  acids.  A  slight  roast  would  oxidize  all  of  the  iron,  including  the 
residual  pyrite,  to  ferric  oxide  and  would  dehydrate  the  aluminous 
compounds  and  salts  to  the  oxide.  Since  ignited  ferric  and  aluminum 
oxides  are  not  readily  soluble  in  dilute  acid,  it  would  seem  that  the 
lixivium  obtained  from  roasted  ore  would  be  practically  free  from  dele- 
terious salts,  which  would  obviate  the  necessity  of  depolarizing  and 
"  bleeding.' '  Assuming  this  to  be  true  and  the  solubility  of  the  copper 
oxide  not  diminished,  the  cost  of  roasting  would  be  compensated  by  the 
recovery  of  the  copper  now  held  in  the  tailings  as  sulphide,  which  is 
likely  to  be  in  ever  increasing  quantity,  and  as  soluble  copper  retained 
by  the  argillaceous  material;  also  by  the  expense  of  roasting  pyrite  to 
produce  sulphur  dioxide,  and  by  the  expense  of  precipitating  part  of  the 
copper  on  scrap  iron  at  each  cycle  of  the  lixivianfr. 
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Possibilities  in  the  Wet  Treatment  of  Copper  Concentrates 

BY   LAWRENCE   ADDICKS,*   B.    8.,    NEW   TORE,    N.  T. 
(Arizona  Meeting,  September,  1016) 

At  the  San  Francisco  meeting  of  the  Institute  last  year,  I  presented, 
through  the  courtesy  of  Dr.  James  Douglas,  some  results  of  experiments 
on  the  roasting  and  leaching  of  concentrator  tailings.  After  it  became 
apparent  that  flotation  rather  than  leaching  was  clearly  the  better 
method  of  handling  the  particular  problem  under  consideration,  before 
dismantling  the  experimental  equipment,  some  data  were  secured  on 
roasting  and  leaching  the  concentrate  itself  in  competition  with  smelting. 
Some  of  the  results  obtained  are  given  in  the  following  paper  and  they  are 
of  particular  interest  at  this  time  in  view  of  the  large  quantities  of  flota- 
tion concentrates  with  their  somewhat  difficult  smelting  characteristics 
now  being  produced. 

A  complete  wet  process f  consists  of  roasting  and  leaching  the  calcines 
in  dilute  sulphuric  acid  produced  from  the  roaster  gases,  roasting  the 
residue  with  salt  and  leaching  with  dilute  tower  liquors  (the  well-known 
Longmaid-Henderson  process)  and  recovering  the  copper,  silver  and  gold 
by  cementation  or  electrolysis  or  a  combination  of  both.  It  is  evident, 
however,  that  the  residue  from  the  first  leaching,  carrying  about  20  per 
cent,  of  the  copper  and  all  of  the  silver  and  gold,  can  be  smelted  if  pref- 
erable. In  considering  the  application  of  the  scheme  to  individual 
cases,  it  must  be  remembered  that  freight  plays  a  large  part  in  any 
reduction  process  wherein  smelting  is  not  conducted  at  the  mouth  of  the 
mine,  and  that  it  is  not  practicable  today  to  build  small  smelting  plants 
for  individual  operations. 

The  experiments  may  be  grouped  under  four  main  heads:  Roasting, 
leaching,  chloridizing  residue,  and  recovery  of  copper  from  solutions. 
The  products  of  two  concentrators  were  used:  The  Nacozari  concentrates 
were  the  product  of  a  large  modern  mill  not  using  flotation,  the  copper 
mineral  being  largely  chalcopyrite;  and  the  Tyrone  concentrates,  the 
product  of  an  experimental  mill  including  flotation,  the  copper  mineral 
being  chiefly  chalcocite.     Typical  analyses  are  given  in  Table  1. 

Fig.  1  shows  screen  analyses  of  calcines  obtained  by  dead  roasting  the 
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Table  1. — Typical  Analyses  op  Concentrates  Used  in  Tests 

Copper,  percent 14.0  14.0 

8ilver,  ounces  per  ton  4.0  0.5 

Gold,  ounces  per  ton 0.01  Trace 

Iron,  percent 31.0  28.0 

Sulphur,  per  cent 34.0  30.0 

Silica,  per  cent 13.0 

Alumina,  per  cent 3.0 

Lime,  per  cent 0.6 


Fio.  1. — Screen  Analyses  or  Concentrates  Calcines. 


?. 


Fia.  2. — Variation  or  Composition  with  Size  op  Particle. 


controlling  factor.  Small-scale  work  is  not  very  satisfactory  as  a  guide  to 
possible  results  as  it  is  practically  impossible  to  prevent  overheating  due 
to  rapid  oxidation  of  sulphur  in  a  laboratory  experiment.  An  18-ft., 
water-cooled,  six-hearth  McDougall  was  used,  the  speed  of  rotation 
being  gradually  cut  down  until  dead  roasting  conditions  were  obtained. 
Greater  tonnages  could  doubtless  have  been  obtained  in  a  seven-hearth 
furnace. 

Many  samples  were  taken  from  various  hearths  and  the  acid-soluble 
copper  and  iron  determined  by  leaching  with  4  per  cent.  H»SO«  in  the 
laboratory.     The  results  of  these  tests  are  given  in  Figs.  3  and  4.     The 
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results  of  tests  on  a  series  of  sixth-hearth  samples  to  determine  the  rela- 
tion between  tonnage  and  sulphur  elimination  are  plotted  in  Fig.  5.     It  is 


P*r  Cent  Sulphur 
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Fio.  5. — Roaster  Capacitt  vb.  Elimination  op  Sulphur. 

evident  that  the  chalcocite  can  be  oxidized  much  more  readily  than  the 
chalcopyrite,  although  size  of  particles  has  something  to  do  with  this.  An 
investigation  of  the  solubilities  of  the  various  sizes  of  particle  was  carried 
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Fig.  6.— Relative  Solubilities  op  Various  Sized  Particles  op  Calcin«. 

Leaching 

As  shown  in  the  paper  presented  last  year,  such,  satisfactory  results  in 
the  extraction  of  copper  values  from  tailings  were  obtained  by  dumping 
the  hot  calcines  from  the  furnace  into  a  leaching  trough,  the  few  seconds' 
agitation  thus  obtained  extracting  almost  as  much  as  prolonged  treatment 
in  other  apparatus,  that  the  same  idea  was  tried  out  with  the  concen- 
trate calcines.  It  was  not  possible,  for  various  reasons,  to. handle  the 
output  of  the  furnace  directly,  so  the  calcines  were  stored  and  then  fed  toa 
bucket  elevator  which  in  turn  delivered  into  a  V-trough  in  which  the  leach-  * 
ing  liquor  was  flowing.  The  results  were  here  disappointing,  as  although 
there  was  instant  extraction  of  perhaps  half  of  the  soluble  copper,  a  pro- 
longation of  the  trough  to  give  60  sec.  travel  did  not  greatly  increase  this 
amount.  It  was  definitely  shown  in  the  laboratory  as  well  that  pro- 
longed agitation  was  necessary  to  extract  all  of  the  soluble  copper.     The 


attacked  by  the  liquor,  which  would  artificially  increase  the  iron  taken 
into  solution. 

The  acid  consumption  was  2,495  lb.  of  100  per  cent.  HsSO»  for  the  run. 
This  ia  equivalent  to  2.28  lb.  per  pound  of  copper  extracted.  Laboratory 
tests  on  the  same  calcines  indicated  2.0  lb.  The  leaching  was  done  at  about 
125°  F.  with  5.6  per  cent,  free  acid  in  the  liquor  entering  the  trough. 

In  general,  when  a  15  per  cent,  copper  calcine  is  fed  to  the  trough, 
the  residue  at  the  end  of  the  trough  will  run  about  8  per  cent.  Cu,  the 
extraction  representing  the  instantaneously  soluble  copper.  This  reBi- 
due  can  be  brought  down  to  about  3.5  per  cent.  Cu  by  suitable  agitating 
means,  with  a  consumption  of  a  little  over  2  lb.  of  acid  per  pound  of  cop- 
per, and  with  the  extraction  of  but  little  iron.  The  final  residue  weighs 
only  about  60  per  cent,  of  the  original  concentrate  before  roasting. 
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Fm.  8. — Chloridizino  Leagued  Concentrates  Calcines. 
Roasted  IH  Hr.  at  975°  F.  with  Addition  of  Salt  and  10  Per  Cent.  Raw  Concentrates. 
Calcines:  5.6  Per  Cent.  Copper,  1.9  Oz.  Silver  and  2.5  Per  Cent.  Sulphur. 
Raw  Concentrates:  14.4  Per  Cent.  Copper,  0.55  Oz.  Silver  and  34  Per  Cent. 
Sulphur. 
Liquor:  5  Per  Cent.  Na,  SO(,  5  Per  Cent.  Na  CI,  5  Per  Cent.  Fe  Cli  and  0.5  Per 
Cent.  HCI  +  H,SO(. 


Per  Cent  Raw  Cone 
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copper  is  involved.  The  sulphate  liquor  from  the  first  leach  could  be 
precipitated  on  iron  if  desired,  or  with  certain  limitations  would  be 
suitable  for  electrolytic  deposition  of  the  copper  and  regeneration  of  the 
acid.  Sulphide  concentrates  carry  from  1  to  2  lb.  of  sulphur  per  pound  of 
copper,  equivalent  to  from  3  to  6  lb.  of  100  per  cent.  H1SO4,  less  process 
losses,  if  the  roaster  gas  is  oxidized  to  sulphuric  acid.  Since  the  leaching 
calls  for  but  a  little  over  2  lb.  of  acid  per  pound  of  copper,  plus  tailings 
losses,  it  would  seem  possible,  therefore,  to  figure  on  a  simple  cementation 
plant,  considering  electrolysis  as  a  competitor  on  a  basis  of  relative  profit 
and  not  of  necessity. 

Discussion 

F.  N.  Flynn,  Clifton,  Ariz. — As  a  number  of  my  associates  in  Arizona 
know,  for  a  great  many  years,  I  have  felt  that  leaching  was  one  of  the 
coming  problems.  We  are  about  to  start  experiments  at  Clifton,  along 
the  idea  of  leaching  wet  flotation  concentrates  direct,  without  roasting — 
differing  in  this  respect  from  Mr.  Addicks'  suggestion.  We  are  prompted 
in  starting  these  investigations  by  the  difficulty  in  transporting  and 
handling    flotation    concentrates,    and    consideration    for    drying   and 
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roasting  dust  losses.  I  have  had  the  idea  for  5  or  6  years  past,  that 
those  very  fine  concentrates  could  best  be  treated  by  leaching  at  the 
concentrating  plant,  thus  eliminating  our  transportation  difficulties  to 
the  smelter,  and  dust  losses  at  the  smelter.  Given  flotation  concen- 
trate, if  it  must  be  dried  and  roasted,  it  would,  in  our  case,  undoubt- 
edly be  cheaper  to  smelt  the  calcine,  but  if  it  can  be  leached  raw  and 
wet  and  the  drying  difficulties  and  dust  loss  eliminated,  it  would  be 
very  advantageous  to  leach  it  at  the  mill.  I  realize  that  it  will  be  a 
difficult  problem,  and  one  which  may  take  several  years  to  develop, 
but  if  developed,  it  would  pay  for  many  years'  expense  of  investigation, 
and  we  have  been  encouraged  by  our  general  manager  to  investigate  its 
merits. 
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used.  The  results  obtained  by  the  operation  of  the  80-ton  plant  proved 
that  the  roasting  and  leaching  of  deslimed  concentrator  tailing  could  be 
profitably  done,  so  in  the  early  spring  of  1914,  the  construction  of  a  2,000- 
ton  leaching  plant  was  begun  (Figs.  1  and  2).  Operation  of  the  plant 
began  on  May  13,  1915.     A  flow  sheet  of  the  plant  is  shown  in  Fig.  3. 

Leaching  Plant  Feed 

The  accumulated  tailing  in  the  New  Works  dump  is  estimated 
at  about  20,000,000  tons.  The  dump  consists  of  the  concentrator 
tailing  discharge,  over  a  period  extending  from  February,  1902,  to  the 
present  date.  According  to  daily  samples  taken  during  that  period, 
the  copper  content  is  about  0.64  per  cent,  and  the  silver  0.48  oz.  per  ton. 
The  peak  of  the  dump,  or  the  point  where  the  tailing  is  discharged, 
carries  about  0.75  per  cent,  copper,  while  down  toward  the  toe,  and 
where  present  excavation  is  taking  place,  the  copper  content  is  only 
0.57  per  cent.  About  3  lb.  per  ton  of  the  copper  is  oxidized,  the  re- 
mainder being  sulphide. 

The  following  shows  an  average  screen  analysis  of  the  tailing  in  the 
dump: 

Cumulative  Per  Cent. 

+20.0     +40.0     +60.0     +80.0     +100.0     +160.0     +200.0     -200.0 
22.6        64.7        82.0        89.1  93.8  97.7  98.5  1.5 

An  average  analysis  of  tailing  being  treated  at  the  present  time 
follows: 

H,0  Cu  Ag  SiO,  FeO  S  Al,0,  CaO 

Per   Cent.        Per  Cent.         Ounces         Per  Cent.     Per  Cent.    Per  Cent.     Per  Cent.       Per  Cent. 

5.63  0.573         0.487  81.0  2.8  1.9  9.8  0.4 

The  dump  is  being  excavated  by  a  Bay  City  Industrial  Works 
electric  hoist,  equipped  with  a  4-yd.  bucket.  The  hoist  loads  the  tailing 
into  50-ton  ore  cars.  These  are  hauled  to  the  leaching  plant  storage 
bins  in  trains  of  15  cars  each.     The  hoist  is  capable  of  hauling  3,000 

tons  in  8  hr. 

Conveying  and  Storage  Equipment 

Unloading  Pit 

The  loaded  cars  of  tailing  are  spotted  by  means  of  a  25-ton  electric 
locomotive  operated  by  the  third-rail  system.  The  unloading  pit  is 
a  steel  bin  capable  of  holding  350  tons  and  is  of  sufficient  length  to  allow 
three  cars  to  be  unloaded  at  a  time.  On  top  of  the  pit  is  a  2-in.  grizzly, 
through  which  all  tailing  must  pass  before  going  to  the  storage  bins. 
This  grizzly  serves  to  keep  out  rocks  or  lumps  which  would  block  the 


salt  being  drawn  from  there  to  the  leaching  building  as  it  is  required. 
All  belts  run  at  approximately  400  ft.  per  minute. 

Roasting  Equipment 

The  furnace  building  is  232  by  110  ft.  and  is  of  steel  and  concrete 
construction  fFig.  4). 

There  are  28  McDougall-type,  six-hearth  furnaces  arranged  in  four 
rows  of  seven  each.  The  furnaces  are  20  ft.  in  diameter,  each  being 
equipped  with  two  fireboxes,  diametrically  opposite,  the  flame  entering 
over  a  fire  bridge  directly  into  the  third  hearth,  the  top  hearth  being 
designated  as  the  first.  The  grate  dimensions  of  each  firebox  are  3  by 
4  ft.  (Figs.  5  and  6). 

Each  furnace  has  a  20-ton  feed  hopper,  to  which  the  tailing  is  de- 
livered by  means  of  two  24-in.  belts  each  equipped  with  a  movable 
tripper.  The  furnaces  are  fed  by  14-in.  belt  feeders  drawing  from 
these  hoppers,  the  amount  of  feed  being  controlled  by  gates  which  are 
operated  by  means  of  a  screw  adjustment,  the  feed  dropping  through  a 
hole  in  the  top  arch,  directly  onto  the  top  floor  (Fig.  7).  Daring  the 
time  the  feed  is  on  the  two  upper  floors,  it  is  dried  and  heated;  as  it  drops 
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Fio.  5. — Vertical  Section  through  McDotjoai,l  Furnacb. 
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struction.  It  contains  10  redwood  tanks  each  50  ft.  in  diameter,  and  14 
ft.  deep,  lined  with  8  lb.  lead.  The  average  charge  to  a  tank  is  about 
1,000  tons  of  calcine. 

The  tanks  are  equipped  with  an  ordinary  filter  bottom,  made  of  1^- 
in.  stats  resting  on  2  by  4  in.  pieces.  Above  this  are  two  layers  of  heavy 
cocoa  matting  and  on  top  of  the  matting  is  a  grating,  made  of  1%  by 
3K-»n.  material,  with  6-in.  square  spaceB.  The  grating  fills  with  calcine 
3^-in.  deep  and  serves  to  keep  the  force  of  the  sluicing  water  from  tear- 
ing the  matting.  The  acid  solutions  rot  the  cocoa  matting,  but  if  not 
disturbed,  it  will  hold  its  shape  and  be  an  efficient  filtering  medium  long 
after  it  is  too  much  decomposed  to  handle. 

The  tanks  are  in  two  rows  of  five  each.  A  20-in.  conveyor  belt 
travels  over  each  row,  and,  by  means  of  a  tripper,  the  calcine  is  dumped 
into  a  distributor,  which  spreads  it  over  the  tank  (Fig.  8). 

Each  tank  has  three  lead  pipes  4  in.  in  diameter  and  one  4-in.  iron  pipe 
entering  at  the  top.  The  lead  connections  are  for  strong  and  dilute  acid 
solutions  and  the  iron  pipe  is  for  wash  water.    Above  the  level  of  the 


of  sulphate.  When  too  hot  a  roast  is  attempted  in  order  to  decrease  the 
total  sulphur  content,  a  certain  portion  of  the  copper  is  rendered  insoluble 
in  all  ordinary  acids,  with  the  exception  of  hydrofluoric. 

A  pyrometer  is  inserted  over  the  fourth  floor  of  every  furnace,  and  by 
means  of  these,  the  firemen  are  able  to  keep  constant  control  of  the  tem- 
perature. The  best  results  are  obtained  by  keeping  the  fourth  floor  at 
about  500°  C.  The  hottest  hearth  in  the  furnace  is  the  third  or  fired  floor, 
and  averages  about  535°  C . 

The  water  for  the  calcine  cooler  system  enters  at  about  40°  C,  is 
discharged  at  65°  C,  and  is  piped  to  the  solution  building,  where  it  is  used 
to  heat  the  circulating  solutions.  It  is  then  pumped  back  and  used  again 
in  the  coolers.  The  calcine  after  passing  through  the  coolers,  and  after 
the  addition  of  1  per  cent,  moisture,  while  going  through  the  mixers,  has 
a  temperature  of  about  45°  C.  During  the  conveying  from  the  roasters 
to  the  leaching  tanks,  this  temperature  is  lowered  to  40s  C. 

Leaching 

The  leaching  is  done  by  continuous  downward  percolation,  no  circula- 
tion or  upward  percolation  being  used.     The  percolation  rate  will  vary 
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from  3  in.  per  hour  with  the  first  solution  to  as  high  as  10  in.  per  hour 
with  the  wash  water.  As  nearly  as  possible,  all  solutions  and  wash 
waters  go  on  the  charge  at  40°  to  50°  C. 

It  requires  about  one-fourth  of  the  weight  of  calcine,  in  weight  of 
solution,  to  saturate  a  charge  thoroughly. 

There  are  five  solution  tanks:  One  for  storage  of  No.  1  solution,  one 
for  No.  2  solution,  one  for  copper  solution,  and  two  for  wash-water. 

Cu  HtSOi  NaCl 

Per  Cent.         Per  Cent.  Per  Cent. 

No.  1  solution  tank 0.8  5.0  7.0 

No.  2  solution  tank 0.1  0.5  3.5 

Copper-solution  tank 1.9  1.0  7.0 

Wash-water  tanks 0.2  1.0  1.0 

After  a  tank  is  charged  with  calcine  and  leveled,  250  tons  of  No.  1 
solution  is  added  as  fast  as  the  charge  will  absorb  it.  The  drain  valve 
is  always  open,  so,  as  soon  as  the  solution  reaches  the  bottom  of  the 
tank,  it  commences  to  drain  to  the  copper-solution  storage  tank  as 
copper  solution.  From  the  copper-solution  tank  there  is  only  one 
outlet,  which  is  to  the  precipitation  launders.  After  traveling  through 
the  launders,  two-thirds  of  the  solution  is  returned  to  the  No.  2  solution 
tank  and  the  balance  wasted.  This  waste  is  necessary  to  keep  impurities 
such  as  iron  and  aluminum  sulphates  from  building  up  in  the  system. 

When  the  No.  1  solution  has  all  been  added  to  the  leaching  tank, 
the  solution  is  allowed  to  drain  until  none  shows  on  top  of  the  calcine, 
when  1  per  cent,  of  the  weight  of  the  charge,  of  common  salt  (NaCl), 
is  spread  over  the  calcine.  On  top  of  the  salt  is  then  added  100  tons  ' 
of  solution  from  No.  2  solution  tank,  but  with  additional  strong  acid  to 
bring  it  to  20  per  cent.  H2S04.  Following  the  20  per  cent,  acid  solution, 
150  tons  of  No.  2  solution  is  added,  but  without  additional  strong  H2S04. 
This  scheme  gives  a  zone  4  or  5  ft.  in  depth  of  very  strong  chloridizing 
solution,  traveling  down  through  the  charge.  There  is  about  8  per  cent, 
of  ferrous  and  ferric  iron  in  solution,  which,  with  the  salt,  forms  ferric 
chloride,  in  itself  a  very  corrosive  reagent,  even  dissolving  a  considerable 
amount  of  unroasted  sulphide.  This  chloridizing  action  also  gives  the 
silver  extraction,  as  without  it  very  little  silver  is  recovered.  The  150 
tons  of  No.  2  solution  which  follows  the  20  per  cent,  acid  is  for  the 
purpose  of  washing  out  silver  chloride  and  dissolved  copper  which  may 
have  been  held  in  the  calcine.  It  carries  very  little  copper  or  acid,  but  is 
fairly  high  in  salt  content,  and  therefore  better  than  a  clean  water, 
wash.  Following  the  last  acid  solution,  about  300  tons  of  hot,  clean 
water  is  added. 

The  two  portions  of  No.  2  solution,  one  at  20  per  cent,  acid,  and  the 
other  at  0.5  per  cent,  acid,  after  percolating  through  the  charge,  drain  to 
the  No.  1  solution  tank. 
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Discussion 

F.  N.  Flynn,  Clifton,  Ariz. — I  would  like  to  ask  Mr.  Mathewson 
what  percentage  of  his  leaching  liquor  is  wasted  at  this  time?  It  has  a 
bearing  on  the  question  in  connection  with  the  New  Cornelia,  and  I 
think  it  is  a  very  important  question. 

E.  P.  Mathewson,  Anaconda,  Mont. — I  am  not  sure  what  the  per- 
centage is  now,  but  we  don't  discard  the  strong  liquors.  Something 
like  25  per  cent,  of  the  wash  water  taken  out  each  day  is  sent  over  a 
special  set  of  scrap  iron  tanks,  and  the  copper  recovered  there.  We  had 
a  little  trouble  at  first.  We  did  not  proceed  to  use  the  sponge  iron  for 
the  reason  that  the  plant  we  originally  contemplated  was  abandoned  for 
flotation.  Our  original  idea  was  to  use  a  leaching  process  on  all  the 
tailings  of  the  mill,  but  we  found  it  would  take  a  great  deal  of  time  to 
build  a  plant;  and  the  cost  of  operating  the  plant  we  estimated  to  be 
about  the  same  and  the  recovery  the  same.  It  was  a  question  of  time 
with  us,  and  we  decided  to  adopt  flotation.  That  changed  our  plans. 
We  now  have  the  leaching  plant,  treating  the  tailings  of  the  old  dump, 
and  the  flotation  applied  to  the  current  tailings.  The  sponge  iron  was 
figured  for  the  large  plant.  We  can  get  all  the  scrap  iron  necessary 
for  the  small  plant — plenty  from  the  scrap  produced  in  the  main  plant 
of  the  smelter. 

The  Chairman  (H.  W.  Morse,  Los  Angeles,  Cal.). — I  would  like 
to  open  this  meeting  for  a  little  while  to  the  general  subject  of  leaching. 
We  ought  not  to  hold  back  if  we  have  any  new  schemes  for  the  future. 
I  know  that  those  of  us  who  are  tangled  up  with  this  leeching  work 
will  appreciate  any  suggestions  that  will  make  us  work  harder  and  scheme 
harder  to  pull  through  these  past  difficulties  on  leaching. 

F.  S.  Schimerka,  Clifton,  Ariz. — Under  the  direction  of  J.  W.  Bennie, 
General  Manager  of  the  Shannon  Copper  Co.,  Clifton,  Ariz.,  it  has  been 
my  valued  privilege  to  cooperate  in  the  elaboration  of  a  hydrometallurgical 
process  aiming  at  the  recovery  of  copper  in  mill  tailing  resulting  from  a 
gravity  concentration  of  a  low-grade  semi-oxidized  sulphide  ore  occurring 
in  a  porphyritic  gangue. 

The  experimental  work  which  has  been  carried  on  with  a  25-ton  plant 
is  completed,  and  the  company  is  building  at  present  a  leaching  plant 
on  a  larger  scale,  the  first  unit  consisting  of  a  150-ton  roasting  furnace 
and  accessories  for  leaching  the  calcine. 

I  wish  to  lay  before  you  only  the  most  essential  points  of  our  process, 
the  outstanding  feature  of  which  is  the  non-application  of  acids  or  any 
other  chemical  in  the  leaching  operation  proper.  After  a  sulphatizing 
roast  conducted  under  well-defined  conditions  in  a  mechanical  roasting 
furnace  of  the  multiple-deck  type,  the  calcine  is  treated  with  water  only. 
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The  separation  of  the  copper  liquor  will  be  effected  by  decantation,  and 
the  copper,  at  least  for  the  present,  precipitated  by  scrap  iron.  The 
character  of  the  tailing,  which  is  highly  basic  and  remains  so  even  after 
roasting,  prohibits  the  application  of  sulphuric  acid,  which  is  consumed 
to  the  amount  of  more  than  10  lb.  for  each  pound  of  copper  dissolved  from 
the  calcine.  Our  mill  tailing,  all  of  which  passes  through  a  1-mm. 
opening,  contains  an  average  of  20  lb.  of  copper  to  the  ton,  1  per  cent., 
we  may  say.  Fifty-five  per  cent,  and  more  of  the  total  copper  is  present 
in  oxidized  condition,  mainly  as  malachite  and  azurite,  the  balance  is 
chalcocite.  Sulphur  is  present  in  the  amount  of  1  per  cent.,  mostly  as 
pyrite.  The  precious  metals  are  practically  absent,  and  that  no  attempt 
at  their  recovery  need  be  made  has  materially  simplified  our  working 
procedure. 

The  manner  in  which  the  roasting  of  the  raw  tailing  is  conducted  is, 
of  course,  vital  to  the  process,  there  being  no  other  means  employed  to 
convert  most  of  the  copper  into  water-soluble  sulphate  than  the  agencies 
of  heat,  oxygen  and  sulphur  during  the  passage  of  the  material  through 
the  furnace.  A  close  regulation  of  the  temperature  in  the  roaster  by 
means  of  pyrometer  control  is  essential.  Tests  have  shown  that  the 
re-formation  of  water-insoluble  basic  copper  sulphate  and  oxide  takes 
place  when  the  temperature  rises  closely  to  900°F.,  and  we  aim  at  keeping 
the  temperature  on  the  hottest  floor  between  830  and  860°F.  We  have 
encountered  no  difficulty  in  accomplishing  this.  It  is,  however,  neces- 
Hflry  to  limit  the  amount  of  sulphur  in  the  charge  to  a  quantity  which  in 
an  empirical  way  has  been  found  to  produce  the  best  results,  and  which 
excludes  the  possibility  of  local  overheating,  as  would  take  place  by  the 
oxidation  of  a  large  amount  of  pyrite.  Moreover,  any  excess  sulphur 
will,  by  formation  of  sulphur  dioxide,  decrease  considerably  the  oxidizing 
effect  of  the  hot  gases  striking  through  the  furnace.  Our  roaster  gases 
contain  less  than  0.1  per  cent,  of  sulphur  dioxide  when  issuing  from  the 
stack.  For  these  two  reasons,  we  aim  at  keeping  the  charge  as  poor  in 
sulphur  as  we  can  afford  to  do  without  injurious  effect  upon  results. 
Taking  the  copper  contents  in  the  tailing  as  a  basis,  we  adjust  the  sulphur 
in  the  charge  to  lj^  lb.  for  each  pound  of  copper  in  the  tailing.  This 
necessitates  the  addition  of  %  per  cent,  of  sulphur  to  the  charge  in  the 
form  of  iron  pyrite. 

For  fuel  we  employ  oil  burned  in  an  external  firebox,  which  is  air- 
jacketed  to  prevent  loss  by  radiation.  The  fire  gases  which,  mixed  with 
the  required  volume  of  air  admitted  through  openings  in  the  firebox,  at 
the  entrance  into  the  furnace,  are  kept  at  800°F.,  are  sent  into  the  10- 
deek  roaster  on  the  ninth  floor.  We  do  not  employ  muffles.  The  fuel 
f-oriHimiption  in  the  25-ton  roaster  was  5  gal.  of  oil  per  ton  of  tailings 
treated,  frequently  less,  and  we  are  confident  that  we  can  decrease  it 
; .'{  or  :\l  i  ivil-  'if  t-l>*5  most  in  the  large  roaster  on  account  of  heat-saving 
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devices  incorporated  in  its  construction.  Also,  there  will  be  another 
source  of  heat  provided  by  the  exothermic  reactions  that  take  place  during 
the  roasting  process  in  the  furnace.  The  additional  heat  derived  from 
these  reactions  is  quite  considerable  and  has  made  itself  felt  to  an  appre- 
ciable degree  in  the  small  pilot  furnace. 

In  the  new  plant,  the  separation  of  the  copper  liquor  from  the  leached 
calcine  will  be  effected  by  counter-current  decantation  in  three  Dorr 
thickeners.  Directly  from  the  roaster  the  calcine  is  discharged  into  a 
circular  mixing  tank  where  it  receives  return  liquor  from  one  of  the 
thickeners.  From  the  mixing  tank  the  pulp  and  liquor  pass  into  three 
Dorr  classifiers  placed  in  series  to  effect  a  separation  between  the  sand 
and  slime.  The  slime  in  the  overflow  from  these  classifiers  passes 
successively  through  the  three  thickeners,  the  first  of  which  delivers  its 
clear  overflow  to  the  precipitation  boxes.  As  the  pulp  progresses  through 
the  battery  of  thickeners  it  is  washed  by  water  and  waste  liquor  from  the 
precipitating  launders  traveling  in  the  opposite  direction. 

During  our  test  runs  with  the  25-ton  roaster,  the  extractions  ranged 
from  65  per  cent,  to  77  per  cent,  of  the  total  copper  in  the  tailing.  For 
the  present  the  copper  in  the  liquors  is  precipitated  on  scrap  iron  in  a 
system  of  launders,  although  electrolytic  separation  is  taken  into  con- 
sideration by  the  management  for  the  future.  Concerning  the  electro- 
lytic deposition  of  the  copper  and  a  decision  to  introduce  it  in  our  plant, 
we  are  looking  forward  to  the  results  which  will  be  obtained  by  this 
method  at  Ajo  in  the  New  Cornelia  Copper  Co.'s  plant  now  under  con- 
struction, where  the  process  has  been  worked  out  by  such  pioneers  as 
Dr.  Morse  and  Mr.  Tobelmann,  who  have  presented  their  paper  on 
this  subject  before  this  meeting. 

B.  B.  Gottsberger,  Miami,  Ariz. — For  some  time  we  have  been 
experimenting  on  the  recovery  of  oxidized  copper.  While  trying  to 
convert  the  oxidized  copper  to  sulphide  by  means  of  calcium  sulphide 
and  sulphuric  acid,  we  concluded  that  what  conversion  was  obtained 
resulted  from  the  solution  of  the  copper  in  acid  and  its  subsequent 
precipitation  as  sulphide.  Laboratory  work  demonstrated  that  a  process 
along  these  lines  could  probably  be  made  to  work,  but  desiring  to  avoid 
the  use  of  hydrogen  sulphide,  if  possible,  we  concluded  to  look  for  another 
method  before  trying  this  scheme  on  a  working  scale.  Early  in  the 
present  year  we  did  some  laboratory  work  along  the  lines  of  the  process 
\vc  have  just  seen  at  Chino  and  at  the  present  time  are  trying  out  this 
idea  in  an  experimental  plant  handling  about  50  tons  per  day.  I  am 
very  hopeful  of  a  successful  result  from  this  work. 

H.  E.  Williams,  Calumet,  Mich. — The  Calumet  &  Hecla  Mining  Co. 
has  been  experimenting  for  some  time,  under  Mr.  Benedict's  direction, 
upon  the  problem  of  reclaiming  copper  from  the  old  tailings  banks  in 
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E.  P.  Mathewson. — We  had  experimented  with  wooden  tanks,  and 
when  we  put  up  the  1,200-ton  tanks,  we  thought  the  wooden  tanks  would 
be  satisfactory.  After  they  had  been  in  service  for  about  a  year  we 
noticed  deterioration,  and  we  had  them  lined  with  lead.  If  they  had  been 
built  of  concrete,  they  would  have  been  more  expensive.  For  a  plant 
the  size  of  ours,  we  think  the  wooden  tanks,  lined  with  lead,  are  pref- 
erable; but  with  larger  ones,  we  think  it  would  be  preferable  to  build 
them  of  concrete. 
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Gold  and  Silver  Deposits  in  North  and  South  America41 

BT  WALDEMAR  LINDGREN,  BOSTON,   MASS. 
(Arizona  Meeting,  September,  1916) 

I.  INTRODUCTION 

At  the  time  of  the  discovery  of  America  the  old  world  had  a  scant 
supply  of  the  precious  metals.  Both  the  northern  and  the  southern  part 
of  the  new  continent  proved  wonderfully  rich  in  gold  and  silver  and 
its  treasures  were  eagerly  looted;  though  the  looting  has  lasted  four 
centuries,  the  mines  of  its  mountain  chains  are  far  from  being  exhausted. 
Even  the  later  discoveries  in  Australasia  and  eastern  Siberia  could  not 
rob  the  Western  Hemisphere  of  its  position  as  the  greatest  gold  and  silver 
producing  region  of  the  world,  though  finally  the  developments  in  a 
narrow  and  circumscribed  area  in  South  Africa  wrested  from  the  Americas 
their  supremacy  in  the  production  of  gold. 

Nevertheless  the  history  of  the  two  parts  of  the  great  western 
continent  has  been  strikingly  different.  At  first  the  Spaniards  extracted 
vast  treasures  of  silver  from  Mexico,  Peru,  and  Bolivia,  while  Colombia 
and  some  placer  deposits  in  Peru  yielded  a  smaller  quantity  of  gold. 
A  couple  of  centuries  later,  a  stream  of  gold  began  to  flow  from  Brazil, 
the  silver  production  from  the  countries  mentioned  above  con- 
tinuing strong  in  the  meanwhile.  Later  on,  the  yield  of  South  America 
diminished,  but  to  offset  this  there  began  a  wonderful  series  of  dis- 
coveries in  North  America.  The  gold  fields  of  California  astonished  the 
world;  and  when  the  cream  of  these  had  been  skimmed  off  there  began  a 
no  less  amazing  development  of  the  Central  Cordilleran  gold  and  silver 
districts,  which  soon  made  the  United  States  the  greatest  producer  of 
the  precious  metals.  Aided  by  ever  improving  technique,  extensive  ex- 
ploration, and  a  system  of  railroads,  the  yield  was  maintained  and  in- 
creased. Still  later  followed  the  discoveries  of  the  gold  fields  of  the  arctic 
region  and  silenced  those  who  had  maintained  that  the  zenith  in  gold  pro- 
duction had  passed.    Recently  the  province  of  Ontario  in  eastern  Canada 


*  Read  at  the  2nd  Pan-American  Scientific  Congress,  Washington,  D.  C,  Jan.  3, 
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production  being  barely  maintained  or  diminished  slowly.  The  latest 
events  indicate  an  awakening,  and  a  stimulus  under  the  influence  of 
which  the  production  of  South  America  is  gradually  increasing.  Large 
amounts  of  silver  are  extracted  in  the  copper  from  operations  on  a 
large  scale,  and  dredges  dig  up  the  gold  of  Colombia  and  Tierra  del 
Fuego. 

It  cannot  be  doubted  that  the  total  yield  of  the  northern  continent 
of  gold  and  silver  is  larger  than  that  of  the  southern  part.  A  glance 
at  the  table  in  the  Appendix  will  show  that  this  difference  is 
strongly  emphasized  at  the  present  time.  During  the  last  decade 
ie  gold  production  of  North  America  had  a  value  of  11,338,268,000, 
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while  South  America  yielded  only  $125,000,000.  For  silver,  South 
America  statistics  are  in  less  satisfactory  shape,  but  the  compilation 
shows  that  while  in  1913  North  America  produced  this  metal  to  the  value 
of  $99,476,400,  South  America's  mines  yielded  less  than  one-tenth  of 
this  huge  sum.  Fig.  1  shows  the  approximate  distribution  of  the  gold 
and  silver  deposits  of  the  two  continents. 

There  are  no  better  prospectors  in  the  world  than  those  of  some  South 
American  countries,  and  we  may  rest  assured  that  a  great  percentage  of 
possible  discoveries  has  already  been  made.  Yet  no  one  who  has  studied 
South  American  mining  districts  can  fail  to  see  the  possibility  of  a  more 
extended  production  than  at  present,  even  while  realizing  the  difficulties 
of  climate,  altitude,  transportation  and  lack  of  adequate  available  capital. 

The  purpose  of  this  paper  is  to  call  attention  to  the  geological  features 
that  govern  the  distribution  and  richness  of  the  precious  metal  deposits 
of  South  America,  to  compare  them  with  those  of  North  America,  and  to 
classify  them  according  to  geological  affiliations. 

II.  GEOLOGICAL  FEATURES 

A  slight  acquaintance  with  the  geographic  features  of  the  two  parts 
of  the  American  continent  suffices  for  the  realization  of  their  essential 
similarity.  The  two  landmasses,  elongated  from  north  to  south,  have 
a  wide  eastern  part  occupied  by  fertile  plains,  hilly  country  or  low 
mountain  ranges,  and  a  narrower  western  part,  with  the  rough  topog- 
raphy of  an  almost  continuous  high  mountain  chain  closely  follbwing 
the  Pacific  Coast,  narrow  in  South  America,  broadening  in  North  America. 
This  is  one  of  the  great  earth  features,  and  is  known  as  the  American 
Cordillera.  In  South  America  it  is  also  known  as  the  Andes.  Con- 
sidered on  a  large  scale,  its  build  is  simple,  though  in  detail  it  is  diversified 
by  two  or  more  parallel  ranges,  byintermontane  high  plateaus  or  valleys, 
and  by  volcanoes,  many  of  which  are  active. 

To  the  geologist  this  difference  of  east  and  west  is  sharply  accentuated, 
for  he  knows  that  the  Atlantic  side  represents  the  area  of  quiet  where 
strong  mountain-building  forces  have  rested  for  millions  of  years — since 
the  close  of  the  Paleozoic  era — while  the  leveling  agencies  of  erosion 
and  sedimentation  have  been  at  work.  He  knows  that  the  western 
margin  marks  the  long  strip  of  weakened  earth  crust  along  which  tan- 
gential stresses  have  played  since  early  Mesozoic  times.  These  stresses 
culminated  in  the  early  Tertiary  times  causing  folding  and  violent  thrust 
faulting,  as  if  an  irresistible  force  had  forced  a  wrinkle  in  the  earth's  crust 
eastward.  These  Cordilleran  disturbances  reach  their  maximum  along 
the  inner  eastern  edge  of  the  chain.  To  some  degree  they  still  continue, 
accompanied  by  uplifts  and  depressions.  Lava  flows  have  been  poured 
out  in  great  volume  from  volcanoes  along  the  Cordilleras,  especially  on 
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Naturally,  the  deposits  of  the  early  period  are  best  observed  in  the 
great  eastern  expanse  of  the  continents  where  the  early  rocks  are  often 
splendidly  exposed.  Gold  is  the  principal  metal  and  is  always  accom- 
panied by  quartz  gangue.  The  deposits  bear  evidence  of  having  been 
formed  at  considerable  depth  and  high  temperatures.  While  the 
majority  of  these  occurrences  are  poor,  yet  great  richness  may  be  found 
in  small  areas,  and  the  purity  and  coarseness  of  the  gold  is  favorable 
to  the  formation  of  placers,  especially  in  temperate  or  warm  climates. 
Wherever  continental  ice  sheets  have  covered  a  region,  as  in  Canada, 
they  have  almost  invariably  ground  up  and  scattered  the  placers. 

North  America 

In  North  America  deposits  of  this  kind  are  formed  in  the  southern 
Appalachian  States,  in  South  Dakota,  in  Quebec,  in  Nova  Scotia,  and  in 
Ontario.  In  the  latter  province  the  recently  discovered  Porcupine 
district  presents  a  case  of  extraordinary  richness,  the  annual  production 
being  now  over  $4,000,000.  The  celebrated  Homestake  mine  in  South 
'akota  is  working  on  a  pre-Cambrian  replacement  deposit  in  form  of 
'ck  lenses  of  altered  schist  with  free  gold.     While  containing  only 
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about  $4  per  ton,  the  ores  yield  annually  over  $5,000,000.  A  number  of 
scattered  deposits  of  this  kind  are  found  in  the  Cordilleran  region  of  the 
United  States,  but  they  contribute  only  small  amounts  to  the  total 
production.  The  most  important  occurrence  is  the  copper  deposit  of  the 
United  Verde  mine  in  Arizona.  Its  copper  bullion  yields  a  considerable 
amount  of  gold  and  silver. 

Compared  to  the  deposits  of  the  Cordilleran  or  younger  period  in 
North  America,  the  yield — both  total  and  annual — is  small.  Out  of  an 
annual  gold  production  of  about  $130,000,000,  the  sum  to  be  credited  to 
the  old  group  of  deposits  is  at  present  (1913)  not  more  than  $10,000,000. 

Very  little  silver  is  obtained  from  the  gold  deposits,  but  a  small 
amount  comes  from  the  copper  deposits  of  the  Lake  Superior  districts. 
Until  the  discovery  of  the  Cobalt  district  in  Ontario,  the  proportion  of 
silver  in  the  eastern  region  to  the  total  output  was  even  smaller  than 
that  of  gold;  but  the  native  silver  yielded  by  this  district  (almost  unique 
in  America)  has  changed  this  so  that  the  old  deposits  of  the  East  are 
now  credited  with  about  800,000  kg.  out  of  an  annual  production  for 
North  America  of  over  5,000,000  kg.  The  great  output  of  the  Cobalt 
district  emphasizes  again  how  highly  the  precious  metals  may  be  con- 
centrated within  small  areas. 

South  America 

In  South  America  we  find  extremely  similar  geological  conditions, 
but  here  the  older  group  of  deposits  yields  decidedly  more  gold  than  that 
furnished  by  the  belt  of  the  Andes.  On  the  other  hand,  the  silver 
production  of  the  older  deposits  is  insignificant.  A  somewhat  more 
detailed  review  will  perhaps  be  acceptable.  Fig.  2  shows  the  distribution 
of  the  deposits  in  South  America. 

Gold  deposits  of  the  older  type  are  known  from  Venezuela,  the  three 
Guianas,  Brazil,  Uruguay  and  Argentina.  Except  in  the  Guianas  they 
do  not  form  continuous  belts,  but  rather  a  series  of  scattered  occurrences 
separated  by  barren  ground  or  by  younger  transgressing  fluviatile  or  marine 
deposits.  South  of  the  latitude  of  Buenos  Aires  the  deposits,  if  existing, 
are  covered  by  the  Tertiary  Pampas  formation  or  by  lavas  of  the  same  age. 

The  northeastern  region  extends  650  miles  from  the  Yuruari  basin  in 
eastern  Venezuela  to  the  Franco-Brazilian  border  of  the  Guianas.  The 
occurrences  worked  are  mostly  placers,  to  the  formation  of  which  the 
conditions  are  very  favorable;  but  quartz  veins  or  mineralized  dikes  have 
also  been  exploited.  The  best  example  of  the  veins  is  furnished  by  the 
great  Callao  mine  in  Venezuela,  which,  during  its  life  of  30  years  (1865- 
1895) ,  is  said  to  have  yielded  $28,000,000  in  coarse  gold.  Active  exploita- 
tion of  the  placers  and  some  veins  is  going  on  in  the  three  Guianas  at 
present,  the  French  colony  yielding  the  greatest  amount.    In  1912  the 
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Para,  Maranhao,  and  Ceara,  in  Brazil,  beyond  the  delta  of  the  Amazon 
River.  To  the  south  follows  a  broad,  barren  interval  until  we  come  to  the 
gold  deposits  of  southern  Brazil,  in  the  states  of  Bahia,  Minas  Geraes, 
Sao  Paulo,  Parana,  and  Rio  Grande  do  Sul.  Of  these  the  state  of  Minas 
by  far  the  most  important.     Even  in  the  far  western  part  of 

frazil,  at  Cuyaba  in  Matto  Grosso,  occur  placers  said  to  be  derived  from 

Ider  deposits  similar  to  those  of  Minas  Geraes. 
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It  is  almost  forgotten  at  the  present  time  that  the  placers  of  southern 
Brazil  yielded  heavily  in  the  18th  century,  particularly  from  1700  to 
1775,  and  this  production  was  particularly  welcome  at  a  time  when 
the  gold  from  the  Americas  seemed  exhausted  and  the  treasures  of  the 
northern  Cordilleras  were  as  yet  undreamed  of.  During  the  period 
named,  these  placers  yielded  from  $1,000,000  to  $2,000,000  annually. 
The  total  yield  during  the  18th  century  is  variously  given  from 
$200,000,000  to  much  higher  figures.  After  this  period  the  production 
languished,  but  a  few  quartz  mines  continued  to  be  operated  and  a  little 
placer  gold  was  washed.  At  the  present  time  Brazil  maintains  its  output 
of  gold  at  from  $2,000,000  to  $3,800,000  but  this  is  practically  derived 
from  three  deep  mines  in  Minas  Geraes,  of  which  the  Morro  Velho  is  the 
most  important,  besides  having  the  distinction  of  being  the  deepest 
mine  in  the  world  (vertical  depth  5,800  ft.). 

The  deposits  are  quartz  veins  of  a  deep-seated  type,  allied  in  places 
to  pegmatite  dikes.  They  occur  in  part  in  Archean  schists,  gneisses  and 
granites,  but  most  of  them  are  found  in  a  thick  sedimentary  series  of 
schists  and  quartzite,  which  is  older  than  the  Cambrian  but  overlies  the 
Archean.  This  series  contains  no  intrusives,  except  some  pegmatite 
dikes,  and  the  Brazilian  veins  are  in  this  respect  markedly  different 
from  most  other  pre-Cambrian  occurrences.  It  is  believed  that  igneous 
intrusions  took  place  in  the  rocks  underlying  the  pre-Cambrian  sedi- 
ments and  that  only  pegmatitic  dikes  and  quartz  veins  reached  up  into 
the  covering  series.1 

Similar  geological  conditions  prevail  in  Rio  Grande  do  Sul,  beyond 
which  the  gold-bearing  region  continues  into  Uruguay,  where  the  most 
southerly  mines  are  found  near  Cuiiapirti.  Uruguay  yields  annually 
up  to  $100,000  in  gold. 

The  most  southerly  representatives  of  this  older  class  of  gold  deposits 
appear  in  the  Sierras  of  the  Pampas,  for  instance,  in  that  extending  from 
San  Luis  to  Cordova  in  Argentina.  The  old  crystalline  schists,  granites, 
and  pegmatites  here  emerge  from  under  the  Pampas  formation  and  the 
Permo-Triassic  beds,  and  contain  deposits  of  tungsten,  gold  and  silver, 
but  the  latter  two  metals  do  not  count  in  quantities  sufficient  for  economic 
mining. 

While  it  is  possible  that  some  deposits  of  this  kind  occur  in  the  pre- 
Cambrian  of  the  Andean  region,  which  is  exposed  in  Colombia  and  in  the 
northernmost  provinces  of  Argentina,  it  is  improbable  that  they  con- 
tribute perceptibly  to  the  total  production. 

To  sum  up:  The  old  gold  deposits  yield  the  total  production  of 
Venezuela,  the  Guianas,  Brazil,  and  Uruguay,  and  at  the  present  time 
contribute  to  the  gold  production  of  South  America  about  $8,500,000, 

1  E.  C.  Harder  and  R.  T.  Chamberlin:  The  Geology  of  Central  Minas  Geraes, 
Brazil,  Journal  of  Geology,  vol.  23,  pp.  341  to  378;  385  to  424  (1915). 
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caused  by  the  wearing  down  by  erosion  of  these  deposits. 

North  America 

It  is  difficult  indeed  to  give  in  a  few  paragraphs  even  an  approximate 
idea  of  the  gold  and  silver  deposits  of  the  North  American  Cordillera. 
The  annual  yield  of  the  region  is  enormous,  attaining  now  $130,000,000 
in  gold  and  nearly  $100,000,000  in  silver. 

A  great  gold  producing  belt  lies  along  the  Pacific  and  reaches  from 
California  to  Alaska,  with  local  interruptions.  These  are  the  oldest 
deposits  of  early  Cretaceous  age  and  they  have  yielded  vast  placer  or 
secondary  deposits.  The  annual  production  including  the  placers,  is  not 
less  than  $40,000,000.  Geologically  they  are  connected  with  the  intrusion 
of  dioritic  rocks,  an  intrusion  extending  like  a  gigantic  dike  along  the 
Pacific  Coast  mountains. 

Throughout  the  interior  part  of  the  Cordilleran  region  are  numberless 
smaller  intrusions  of  granitic  or  dioritic  rocks,  or  of  the  porphyries  of 
these  rocks,  most  of  them  of  earliest  Tertiary  age,  some  a  little  earlier, 
others  a  little  later.  Aureoles  of  gold  and  silver  veins  surround  these  in- 
isions,  and  contribute  from  numerous  centers  in  the  interior  Cordil- 

,n  region  to  the  total  production. 
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Contact-metamorphic  deposits,  formed  where  limestone  beds  have 
adjoined  the  igneous  contacts  and  absorbed  the  emanations  from  the 
intrusive  magma,  add  their  smaller  share  to  the  precious-metal  produc- 
tion, but  are  usually  richer  in  the  base  metals. 

Lastly  we  have  a  remarkable  type  of  veins,  which  occur  in  lava  flows 
near  volcanic  vents,  and  which  were  formed  near  the  surface  by  hot 
springs  charged  with  emanations  from  the  molten  rocks.  These  deposits 
are  often  wonderfully  rich,  both  in  gold  and  silver.  They  are  the 
"bonanza"  deposits  proper;  the  Comstock,  Tonopah,  Goldfield,  and 
Cripple  Creek  are  among  the  more  celebrated  localities  of  such  veins; 
few  of  them  are  found  north  of  the  Canadian  boundary  and  none  of  them 
along  the  main  Canadian  or  American  coast,  but  they  are  best  repre- 
sented in  Nevada,  Arizona,  Utah  and  Colorado.  In  the  United  States, 
they  yield  not  less  than  $30,000,000  a  year. 

Going  farther  south  we  enter  the  great  mining  region  of  the  Mexican 
plateau.  For  nearly  400  years  an  unceasing  stream  of  silver  has  been 
poured  out  of  the  mines  of  Mexico,  and  at  the  present  time  the  country 
produces  annually  about  2,000,000  kg.  or  64,000,000  ounces  of  that  metal.2 
Igneous  rocks,  both  flows  and  intrusions,  abound  in  Mexico,  and  practi- 
cally all  of  the  deposits  are  of  latest  Cretaceous  or  of  Tertiary  age,  thus 
on  the  whole  more  recent  than  many  of  those  of  Canada  and  the  United 
States. 

The  most  celebrated  silver  mines  are  of  the  type  formed  in  or  near 
volcanic  flows  near  the  surface :  We  need  cite  only  Pachuca,  Guanajuato, 
and  Zacatecas;  but  there  are  hundreds  of  other  similar  districts.  Of  late 
the  annual  gold  production  has  risen  sharply  to  $20,000,000  or  $25,000,000; 
part  of  this  comes  from  silver  or  base  bullion,  but  the  greater  part  is 
derived  from  veins  in  volcanic  rocks  similar  to  those  just  described  and 
situated  at  El  Oro,  in  the  state  of  Mexico.  It  should  not  be  overlooked, 
however,  that  there  are  also  in  the  Cretaceous  limestone  countless 
though  small  intrusive  masses  of  diorite  or  porphyries  around  which 
auriferous  or  argentiferous  veins  or  contact-metamorphic  deposits  have 
formed,  and  which  contribute  their  share  to  the  production. 


The  Antilles 

Evidences  of  a  feeble  mineralization  are  found  in  Cuba,  Haiti,  Porto 
Rico,  and  Jamaica  and  more  or  less  placer  gold  was  obtained,  particularly 
during  the  16th  Century  from  the  first  three  islands  named.  Even  now 
100  oz.  or  so  are  washed  annually  from  the  rivers  of  Porto  Rico  and 


*  The  total  production  of  silver  in  Mexico  is  estimated  as  122,500  metric  tons,  a 
quantity  far  greater  than  that  yielded  by  any  other  country  in  the  world.  (See  Bey- 
sehlag,  Krusch  and  Vogt,  Die  LageratdUen,  vol.  2,  p.  69  (Stuttgart,  1912). 
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Gold  and  Silver  Deposits  in  North  and  South  America41 

BT  WALDSMAR  LINDGREN,  BOSTON,   MASS. 
(Arisona  Meeting,  September,  1916) 

I.  INTRODUCTION 

At  the  time  of  the  discovery  of  America  the  old  world  had  a  scant 
supply  of  the  precious  metals.  Both  the  northern  and  the  southern  part 
of  the  new  continent  proved  wonderfully  rich  in  gold  and  silver  and 
its  treasures  were  eagerly  looted;  though  the  looting  has  lasted  four 
centuries,  the  mines  of  its  mountain  chains  are  far  from  being  exhausted. 
Even  the  later  discoveries  in  Australasia  and  eastern  Siberia  could  not 
rob  the  Western  Hemisphere  of  its  position  as  the  greatest  gold  and  silver 
producing  region  of  the  world,  though  finally  the  developments  in  a 
narrow  and  circumscribed  area  in  South  Africa  wrested  from  the  Americas 
their  supremacy  in  the  production  of  gold. 

Nevertheless  the  history  of  the  two  parts  of  the  great  western 
continent  has  been  strikingly  different.  At  first  the  Spaniards  extracted 
vast  treasures  of  silver  from  Mexico,  Peru,  and  Bolivia,  while  Colombia 
and  some  placer  deposits  in  Peru  yielded  a  smaller  quantity  of  gold. 
A  couple  of  centuries  later,  a  stream  of  gold  began  to  flow  from  Brazil, 
the  silver  production  from  the  countries  mentioned  above  con- 
tinuing strong  in  the  meanwhile.  Later  on,  the  yield  of  South  America 
diminished,  but  to  offset  this  there  began  a  wonderful  series  of  dis- 
coveries in  North  America.  The  gold  fields  of  California  astonished  the 
world;  and  when  the  cream  of  these  had  been  skimmed  off  there  began  a 
no  less  amazing  development  of  the  Central  Cordilleran  gold  and  silver 
districts,  which  soon  made  the  United  States  the  greatest  producer  of 
the  precious  metals.  Aided  by  ever  improving  technique,  extensive  ex- 
ploration, and  a  system  of  railroads,  the  yield  was  maintained  and  in- 
creased. Still  later  followed  the  discoveries  of  the  gold  fields  of  the  arctic 
region  and  silenced  those  who  had  maintained  that  the  zenith  in  gold  pro- 
duction had  passed.    Recently  the  province  of  Ontario  in  eastern  Canada 


*  Read  at  the  2nd  Pan- American  Scientific  Congress,  Washington,  D.  C,  Jan.  3, 
1916. 
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Tertiary  and  younger  than  the  upper  Cretaceous.  Flows  of  "Labrador 
porphyrite"  and  tuffs  are  embedded  in  the  Cretaceous.* 

The  Cretaceous  is  uneonformably  overlain  by  the  Tertiary.  Latitee 
and  tuffs  represent  the  volcanic  activity  of  the  early  Tertiary,  continued 
by  the  ejectamenta  of  a  series  of  recent  volcanoes,  most  strongly  repre- 
sented in  Ecuador. 

A  sketch  map  of  the  general  geology  of  Ecuador,  by  W.  A.  Wolf,1 
shows  similar  conditions.  There  is  a  broad  belt  of  Tertiary  beds  along 
the  coast  adjoined  by  a  narrow  belt  of  Cretaceous  with  associated  erup- 
tives.  Then  follows  the  volcanic  belt,  Quito  being  placed  at  its  eastern 
margin,  and  the  main  Cordillera  east  of  that  city  is  built  of  granite  and 
crystalline  schists,  all  probably  pre-Cambrian. 

Peru 

Much  information  on  the  geology  of  Peru  is  contained  in  the  publica- 
tions of  the  Cuerpo  de  Ingenieros  de  Minas  at  Lima,  which  include  also 
some  of  the  important  writings  of  Prof.  G.  Steinmann.  The  results  refer 
mainly  to  the  western  and  central  Cordillera,  and  the  geological  features 
of  the  Montana  slope,  clad  in  tropical  vegetation,  are  as  yet  little  elucid- 
ated. 

Steinmann'B  profiles*  from  the  Pacific  to  Rio  Marafion  show  180  km. 

1 E.  Lehmann :  Heitrfigc  xur  Petrographie  des  Gebietes  am  oberen  Rio  Magdalena, 
Tschertnak's  Mineratogische  u.  Pelrographische  MiUeilungen,  vol.  30,  pp.  233  to  280 
(1911). 

'  Sketch  of  the  Geology  of  Ecuador,  condensed  in  Mining  and  Scientific  Prut,  vol. 
105,  No.  4  (July  27,  1912). 

*  Gebirgsbildung  und  Ma&aengeateine  in  der  Eordillere  Sudamerilcaa,  Gedogiaehe 
Rundschau,  vol.  1,  Fas.  1-3,  1910. 

Ueber  gebundene  Erzgauge  in  der  Kordillerc  Budamerikaa,  International  Mining 
Congress,  DOsseldorf,  1910. 
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of  upper  and  lower  Cretaceous  beds  with  interbedded  volcanics,  strongly 
folded  and  in  part  overturned  toward  the  east.  There  are  in  these 
Cretaceous  rocks  numerous  early  Tertiary  intrusions  of  granodiorite  and 
porphyries  ("  Andesitische  Tiqfengesteine"),  but  few  of  them  are  more 
than  10  km.  in  width.  In  the  valley  of  the  Marafion,  old  ("pre-Devo- 
nian  ")  schists  and  granites  appear  for  the  first  time  and  probably  form  the 
continuation  of  the  pre-Cambrian  of  Colombia  and  Ecuador.  The  por- 
phyritic  intrusions  are  extremely  numerous,  and  Steinmann  refers  to  them 
as  "laccoliths"  though  usually  they  have  a  vertical  attitude,  conformable 
to  the  surrounding  sediments.  Farther  south  the  granodioritic  batho- 
liths  become  even  more  abundant,  one  exposed  in  the  Rimac  River  being 
50  km.  in  width.  They  always  metamorphose  the  surrounding  Creta- 
ceous limestone. 

Bolivia  and  Southern  Peru 

A  section  across  this  region,  recently  described  by  J.  A.  Douglas,7  is 
330  km.  long  but  does  not  include  the  whole  of  the  Montafia  slope. 
Here  the  Andes  are  divided  into  the  Western  Cordillera,  the  Bolivian 
High  Plateau  or  the  "Altiplanicie"  and  the  Eastern  Cordillera  or  the 
Cordillera  Real.  The  latter  includes  the  highest  summits,  Illimani  and 
Sorata,  but  contains  no  volcanoes  or  large  masses  of  volcanic  rocks. 
It  is  largely  built  of  older  Paleozoic  sediments  (Cambrian,  Ordovician, 
Silurian  and  Devonian),  mostly  slates  and  sandstones,  and  these  are 
intruded  by  masses  of  granite,  diorite  and  porphyries.  The  upper 
Devonian  and  the  lower  Carboniferous  are  both  absent. 

In  the  "Altiplanicie"  we  find  the  same  folded  Paleozoics,  with  trans- 
greding  Cretaceous  in  part  terrigenous  sediments,  such  as  those  of  Cor  3- 
Coro.     The  Cretaceous  is  covered  by  post-Miocene  andesites. 

The  Western  Cordillera  along  this  section  is  essentially  a  volcanic 
range  with  numerous  dormant  or  extinct  volcanoes,  and  vast  accumula- 
tions of  lavas  including  rhyolite,  trachyte  and  andesite. 

Underlying  these  rocks  and  beautifully  exposed  along  the  Chilean 
coast  as  far  north  as  Arica,  are  Jurassic  and  Cretaceous  strata  inter- 
bedded with  contemporary  lavas,  and  intruded  by  early  Tertiary  granular 
rock.  The  latter  range  from  quartz  monzonite  to  quartz  diorites,  and  are 
accompanied  by  pegmatite  dikes,  many  of  which  carry  tourmaline. 
These  intrusives  are  best  exposed  in  the  cafions. 

Mr.  Douglas  regards  the  intrusive  rocks  of  the  Eastern  Cordillera  as 
post-Devonian  and  pre- Jurassic  in  age;  but  this  is  apparently  not  proved, 
some  authors  calling  them  early  Tertiary. 


7  Section  across  the  Andes  in  Peru  and  Bolivia,  Quarterly  Journal  of  Science,  vol. 
70,  pt.  I,  pp.  1  to  53  (1914). 
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Chile 

Conditions  similar  to  those  just  described  prevail  in  Chile.  We  find 
here,  however,  a  coast-range  of  lower  elevations,  largely  made  up  of 
Mesozoic  sediments  with  interbedded  volcanics  and  a  main  western 
range,  plateau-like  in  the  north,  which  is  surmounted  by  a  long  line  of 
active  volcanoes  and  often  really  constitutes  the  western  margin  of  the 
Altiplanicie.  The  basement  on  which  the  volcanic  cones  rest  is  largely  of 
Mesozoic  sediments,  more  or  less  abundantly  intruded  by  granodioritic 
rocks.  South  of  Concepcion  the  intrusive  granitic  rocks  increase  in 
volume  and  are  bordered  on  the  west  by  metamorphosed  sediments  of 
doubtful  age  in  Chiloe  island  and  the  Taytao  peninsula.  Quensel's8 
researches  have  shown  that  avast  body  of  quartz  dioritic  intrusive,  similar 
to  the  batholith  of  British  Columbia,  but  of  greater  length,  follows  the 
coast  from  Puerto  Montt  down  to  the  extreme  tip  of  the  continent. 

On  the  east  side  this  batholith  is  almost  continuously  adjoined  by 
Mesozoic  sediments9  in  which  great  flows  of  "quartz  porphyry,"  "por- 
phyrites"  and  their  tuffs  are  embedded.  These  continue  for  1,000  miles 
or  more  northward  along  the  eastern  slopes.  The  nomenclature  is  open 
to  objection;  the  rocks  are  rather  rhyolites,  andesites,  etc. 

In  this  Patagonian  region  the  distinction  between  the  coast,  central 
and  east  Cordillera  is  less  clearly  marked.  Pre-Cordilleras  or  front 
ranges  appear  on  the  east  side  and  are  made  up  of  granitic  laccolithic 
intrusions.  East  of  these,  again,  are  found  vast  table-lands  of  basalt  and 
other  Tertiary  effusives,  which  slope  eastward  and  in  places  reach  almost 
across  Patagonia. 

In  southern  Patagonia  there  is  only  one  period  of  folding,  involving 
Cretaceous  and  Tertiary  beds,  while  farther  north  and  indeed  through 
the  whole  chain  of  the  Andes  there  are  two  periods  of  folding,  one 
Jurassic  or  older,  the  other  late  Mesozoic  or  early  Tertiary. 

• 

Argentina 

The  recent  work  of  Argentine  geologists,  such  as  R.  Stappenbeck, 
H.  Keidel,  and  others,  has  given  us  a  clear  idea  of  conditions  along  the 
eastern  slope  of  the  Andes.  This  is  rarely  a  simple  slope  but  usually  a 
succession  of  ridges,  the  more  easterly  of  which  are  called  the  pre-Cordil- 
leras.     In  the  extreme  north,  in  Salta  and  Jujuy  provinces,  really  the 

8  (ieoloyi.sch-Pelrographi.sche  Slndien  in  der  Patagonischen  Cordillera  (Upsala, 
1911). 

•  Practically  all  of  the  sediments  of  the  region  of  Magellan  Straits  and  Tierra  del 
Fuego  are  considered  as  belonging  to  the  Mesozoic  series.  On  the  west  coast  the 
batholithic  rocks  face  the  sea. 
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continuation  of  the  Bolivian  Altiplanicie,  the  Paleozoic  rests  according  to 
Keidel10  with  marked  discordance  on  phyllites  and  quartzites  of  probably 
pre-Cambrian  age. 

In  the  eastern  main  Cordillera  the  marine  Mesozoic  (Jurassic  and 
Cretaceous)  rests  unconformably  on  the  basement  of  Paleozoic  slates 
and  includes  great  masses  of  flows  of  "quartz  porphyries "  and  "mela- 
phyres,"  i.e.,  rhyolites  and  basalts. 

In  the  pre-Cordillera  of  San  Juan  and  Mendoza11  there  are  heavy 
continental  deposits  of  upper  Carboniferous  to  upper  Triassic  age,  resting 
on  a  Paleozoic  folded  basement.  According  to  I.  Bowman  and  other 
geologists  these  "pre-Cordilleras"  continue  northward  into  Bolivia  and 
here  also  consist,  in  large  part,  of  continental  sandstone  deposits.  Small 
areas  of  porphyries  and  granite  are  intruded  in  these  rocks.  The  series 
is  gently  folded  toward  the  east. 

On  the  eastern  slopes  of  the  Andes,  sedimentary  rocks  generally  pre- 
dominate. Two  periods  of  folding  are  recognized:  an  older  Paleozoic  and 
a  younger  Tertiary  movement,  the  latter  being  designated  as  the  properly 
Andene  disturbances.  Along  the  eastern  border  the  latter  is  marked  by 
overthrusts  and  overturned  folds. 

IV.  DISTRIBUTION  OF  SOUTH  AMERICAN  DEPOSITS  OF 

GOLD  AND  SILVER 

In  the  following  paragraphs  a  brief  summary  is  given  of  the  distri- 
bution of  the  precious  metal  deposits  in  each  of  the  cordilleran  states  of 
South  America. 

Colombia 

In  Colombia  we  find  the  principal  gold  belt  of  the  Andes,  which 
under  adverse  circumstances  yields  annually  a  notable  production  of 
$3,000,000  to  $4,000,000.  This  production  is  probably  capable  of  con- 
siderable expansion.12  The  total  yield  of  that  country,  as  calculated  by 
Vincente  Restrepo,  amounts  to  about  $700,000,000;  therefore  Colombia 
takes  its  place  among  the  great  gold  producing  regions  of  the  world. 

The  deposits  are  mainly  in  the  western  and  central  ranges,  which  do 
not  continue  northward  into  Panama,  but  bend  eastward  toward  Vene- 


10  Ueber  den  Ban  der  Argentinischen  Anden.  Sitzungsberichte  der  Kaiserlichen- 
Kdniglichen  Akademie  der  Wissenschaften  (Wien,  1907). 

Die  neueren  Ergebnisse  der  Staatlichen  geologischen  Untersuchungen  in  Argen- 
tinian. Compte  Rendu,  11th  Session  Congres  Geologique  International,  Stockholm, 
pp.  1127  to  1141  (1910). 

11  R.  Stappenbeck:  La  Pre-Cordillera  de  San  Juan  y  Mendoza,  Anales,  Minis- 
terio  de  Agricultura,  Seccion  geologica,  Tomo  4,  No.  3  (Buenos  Aires). 

"  The  latest  statistics  for  1914  show  a  very  marked  increase  in  the  production  of 
Colombia,  the  figure  being  $4,678,600. 
vol.  lv. — 57. 


under  materially  different  conditions  and  near  the  surface.  Sueh  mines 
are  those  at  Marmato  and  Echandia  in  Cauca,  and  those  near  ManizaJes 
on  the  boundary  of  Tolima  and  Antioquia. 

Altogether  Colombia  must  be  considered  as  the  most  promising  gold- 
bearing  region  of  South  America. 

Ecuador 

Apparently  Ecuador  is  not  rich  in  deposits  of  precious  metals.  The 
coast  is  occupied  by  Cretaceous  and  Tertiary  sediments,  the  former 
including  some  intrusive  rocks.  These  are  adjoined  by  a  zone  of  igneous 
flow  rocks  of  Tertiary  or  recent  age,  surmounted  by  volcanic  cones, 
while,  according  to  W.  A.  Wolf,  the  best  authority  on  the  subject,  the 
main  or  Eastern  Cordillera  is  built  of  ancient  schists  and  crystalline  rocks. 

Almost  the  whole  of  the  moderate  production  of  a  few  hundred 
thousand  dollars  comes  from  the  ancient  mines  at  Zaruma  near  the 
Peruvian  boundary  and  50  miles  from  the  coast.  According  to  J.  R. 
Finlay,  these  veins  are  contained  in  a  fine-grained  diorite.    In  the  Esmer- 

"H.  W.  Nicholas  and  O.  C.  Fairing  ton:  The  Ores  of  Colombia,  Bviieitn  tto. 
33,  Field  Colombian  Museum,  1896. 
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aldas  near  the  coast  and  the  Colombian  boundary  there  are  placer  de- 
posits which  have  not  so  far  been  successfully  worked;  the  eastern 
ranges  are  also  said  to  contain  placers  which  may  be  derived  from  deposits 
of  pre-Cambrian  age. 

Peru 

The  conditions  in  Peru  are  very  different  from  those  in  Colombia. 
There  are  relatively  few  gold  deposits — some  veins  are  being  worked,  and 
a  certain  amount  of  placer  gold  is  obtained  from  the  Montafia  region  of 
southern  Peru.  The  annual  production  of  gold  is  rarely  over  $500,000; 
thanks  to  the  careful  work  of  the  Cuerpo  de  Ingenieros  de  Minas  it  is 
possible  to  gain  an  exact  idea  as  to  its  derivation.  Half  of  the  produc- 
tion comes  from  the  copper  of  Cerro  de  Pasco.  One-sixth  is  derived 
from  placers  and  one-fourth  from  gold-quartz  mines  proper. 

On  the  other  hand,  Peru  is  the  leading  silver-producing  country  in 
South  America,  the  present  annual  output  being  about  9,600,000  oz.  or 
300,000  kg.  Of  this  again  more  than  one-half  is  derived  from  the 
copper  mines  of  Cerro  de  Pasco,  a  small  amount  from  lead  bullion,  and 
the  remainder  from  silver  or  gold-silver  deposits. 

It  is  well  known  that  Peru  has  yielded  an  enormous  amount  of  silver. 
Professor  Vogt  has  estimated  35,000,000  kg.  as  the  production  from  1533 
to  1910.  Whether  this  is  accurate  or  not,  it  is  certain  that  Cerro  de  Pasco 
has  contributed  the  greater  part  of  the  silver  of  Peru. 

The  silver  districts  are  very  numerous  and  generally  situated  in  the 
Western  Cordillera  in  the  departments  of  Cajamarca,  Libertad,  Ancachs, 
Huanuco,  Junin  (Cerro  de  Pasco),  Lima,  Huancavelica,  and  Arequipa. 
It  would  seem  that  the  silver  production  could  be  considerably  increased. 

Geologically  there  is  also  a  great  difference  from  conditions  in  Colombia. 
In  Peru  and  Chile  we  find  along  the  coast  and  Central  Cordilleras  a 
strong  development  of  Jurassic  and  particularly  Cretaceous  sediments, 
folded  and  in  part  overturned  toward  the  east.  These  Mesozoic  sedi- 
ments contain  embedded  lava  flows  of  the  same  age,  which,  however, 
do  not  appear  to  be  of  importance  as  regards  mineralization. 

According  to  Prof.  G.  Steinmann,14  the  great  majority  of  Peruvian 
deposits  are  undoubtedly  in  close  genetic  connection  with  numberless 
small  intrusive  masses  of  "andesite,"  "dacite,"  or  "liparite."  These 
names  are  confusing  for  the  rocks  are  really  deep-seated  dioritic  or 
monzonitic  porphyries  not  at  all  connected  with  the  "effusives"  or  flow 
rocks. 

It  is  thus  clear  that  practically  all  of  the  Peruvian  deposits  are  of  the 
intermediate  type,  formed  far  below  the  surface.    It  is  doubtful  whether 


u  Gebirgsbildung  und  Massengesteine  in  der  Kordillere  Sildamerikas,  Qeologische 
Rundschau,  Bd.  1,  Heft  1-3  (1910). 
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there  are  in  Peru  any  deposits  of  the  type  of  the  Tonopah,  Comstock,  or 
Pachuca  veins. 

The  great  Cerro  de  Pasco  deposits,  for  instance,  occur  in  or  close  to  a 
stock  of  "dacite"  or  "biotite  andesite,"  which  has  metamorphosed 
the  surrounding  Cretaceous  sediments.  The  proper  name  would  seem 
to  be  biotite-diorite  porphyry.  In  their  upper  levels  the  veins  carried 
probably  secondary  silver  ores  of  wonderful  richness,  while  in  depth  they 
have  been  found  to  contain  low-grade  copper  ores,  which  now  form  the 
basis  of  a  great  industrial  enterprise. 

Besides  the  smaller  bodies  of  intrusive  porphyries,  there  are  also 
numerous  large  intrusive  masses  or  "batholiths"  of  granodioritic  rocks. 
Some  of  these  form  the  central  parts  of  the  great  ranges,  and  they  may 
continue  for  a  long  distance  with  a  width  sometimes  reaching  50  miles. 
Around  these  also  there  has  been  more  or  less  mineralization,  but  of  a 
more  feeble  character  than  attended  the  intrusion  of  the  porphyries. 
The  time  of  intrusion  is  taken  to  be  early  Tertiary. 

In  the  gold-bearing  region  of  southeastern  Peru  (northeast  and  north 
of  Lake  Titicaca),  we  find  different  conditions.  Here  the  folded  sedi- 
mentary rocks  are  of  early  Paleozoic  age  and  more  or  less  intruded  by 
porphyries  and  granodiorites.  This  is  in  the  regions  of  Carabaya  and 
Sandia,  and  the  Inambari  basin  on  the  Montafia  slope.  A  very  wide- 
spread, though  not  intense,  mineralization  has  taken  place;  the  primary 
gold  deposits  are  apparently  poor  but  the  placers  are  widely  distributed 
and  numerous;  partly  successful  attempts  have  been  made  to  mine  them. 
This  belt  is,  in  fact,  the  northern  continuation  of  the  great  tin-silver-gold 
belt  of  the  eastern  range  of  Bolivia. 

Bolivia 

Bolivia  produces  little  gold  at  the  present  time,  but  its  placers  on  the 
Montafia  side"  have  at  times  yielded  heavily.  They  lie  on  the  eastern 
slope  of  the  great  range,  east  of  Lake  Titicaca,  which  counts  among 
its  peaks  Sorata  and  Illimani,  each  over  21,000  ft.  in  elevation.  Cele- 
brated among  these  were  the  placers  of  Tipuani  on  the  east  slopes  of  Sorata, 
which  have  yielded  great  amounts  of  gold  since  the  time  of  the  conquerors. 
There  are  many  other  localities  south  of  this.  Other  placers  have  been 
worked  recently  on  the  San  Juan  River  near  the  Argentine  boundary. 
At  the  present  time  only  two  gold  veins  are  worked,  both  in  the  eastern 
range  and  said  to  be  of  the  " saddle  reef"  type  inclosed  in  slates  and 
sandstones.15  The  quartz  and  free  gold  are  accompanied  by  pyrrhotite, 
arsenopyrite  and  pyrite.  They  thus  belong  to  the  intermediate  type 
accompanying  intrusive  rocks.     The  ore  is  of  low  grade. 

11  F.  C.  Lincoln:  Incaoro  Mine,  Mining  and  Scientific  Press,  vol.  108,  No.  14,  p. 

561  (Apr.  4,  1914). 
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Bolivia  points  with  pride  to  its  production  of  silver.  The  yield  from 
1553  to  1910  is  stated  to  have  been  48,800,000  kg.,  to  which  the  mines  of 
Potosf  are  said  to  have  contributed  no  less  than  30,000,000  kg  making  this 
district  the  greatest  silver  mine  the  world  has  known.  Nor  is  this  large 
production  entirely  a  matter  of  the  distant  past,  for  it  is  said  that  the 
Compagnie  de  Huanchaca  de  Bolivia  sent  to  the  markets  of  the  world 
from  its  mines,  which  lie  to  the  south  of  Potosf,  silver  and  lead  to  the 
value  of  $50,000,000  between  the  years  1873  and  1888.  At  present 
Bolivia  yields  80,000  to  150,000  kg.  (2,500,000  to  4,800,000  fine  oz.)  per 
annum.  A  large  part  of  this  comes  as  a  byproduct  from  the  tin  mines; 
another  part  is  derived  from  the  mines  near  Huanchaca. 

The  great  mineral  belt  of  Bolivia  lies  in  the  extremely  rough  chain 
which  forms  the  eastern  border  of  the  "Altiplanicie"  or  high  plateaus  of 
that  country,  a  region  of  Paleozoic  folded  slates  with  intrusive  cores  of 
diorite,  granite  and  porphyritic  intrusions.  Volcanoes  and  lava  flows 
are  generally  absent.  In  this  range  thexe  has  been  produced  a  widespread 
mineralization,  in  part  of  gold  but  more  characteristically  of  the  peculiar 
type  of  Bolivian  tin  veins  first  described  by  Stelzner,  and  carrying  both 
silver  and  tin.  All  these  deposits  extending  from  the  Peruvian  boundary 
almost  to  the  Argentina  border  are  certainly  of  the  deep-seated  type 
connected  with  intrusive  rocks.  In  general,  these  are  porphyritic  and 
may  be  designated  as  quartz  porphyry  or  granitic  porphyry.  In  the 
literature  they  are  frequently  referred  to  as  andesite  and  rhyolite, 
which  usage  tends  to  produce  an  erroneous  impression.  There  are 
probably  no  deposits  in  Bolivia  of  the  type  formed  near  the  surface  in 
flow  rocks. 

Interesting  changes  are  observed  in  depth.  Just  as  the  Cerro  de 
Pasco  silver  veins  turned  into  low-grade  copper  veins  in  depth,  so  the 
wonderfully  rich  silver  veins  of  Potosf  are  shown,  as  the  great  mountain 
is  penetrated  by  deep  adits,  to  have  been  transformed  into  pyritic  tin- 
bearing  veins.  The  silver  production  from  this  district  is  now  of  smaller 
moment  than  formerly. 

Chile 

Lack  of  statistical  data  makes  it  difficult  to  review  at  a  distance  the 
deposits  of  Chile.  The  republic  of  Chile,  so  progressive  in  other 
respects,  has  made  little  effort  to  study  or  keep  account  of  its  mineral 
deposits. 

The  narrow  strip  of  coast  occupied  by  the  republic  is  in  few  places 
more  than  150  miles  wide,  but  extends  from  the  18th  to  the  56th  degrees 
of  south  latitude.  From  latitude  20°  to  36°,  a  distance  of  1,200  miles, 
this  part  of  the  Pacific  slope  is  mineralized  in  a  complex  and  manifold 
way,  while  the  remaining  distance  to  Cape  Horn  contains  extremely  few 
gold  and  silver  deposits.    This  is  surely  a  remarkable  feature. 


brought  mineral  deposits.  There  are  finally  heavy  masses  of  late 
Tertiary  lava  flows,  and  in  these  we  find  a  few  representatives  of  the  type 
of  precious-metal  veins  which  were  formed  near  the  surface.  The  great 
majority  of  deposits  are  associated  with  intrusive  rocks  and  many  of 
these  carry  tourmaline  with  copper  and  gold,  indicating  that  they  were 
formed  under  conditions  of  high  temperature.  It  is  necessary  to  read 
the  descriptions  critically,  for  here,  as  elsewhere  in  South  American 
literature,  andesite,  dacite  and  rhyolite  are  names  often  used  for  intrusive 
Tertiary  rocks,  a  survival  of  the  old  view  that  any  Tertiary  volcanic  rock 
must  belong  to  one  of  these  rock  types. 

Some  gold-bearing  veins  are  found  in  rhyolite  and  allied  flow  rocks, 
for  instance,  at  Guanaco,  southeast  of  Antofagasta,  probably  also  at 
Sierra  Overa,  southeast  of  Taltal,  and  at  Andacollo,  southwest  of  Co- 
quimbo.  Other  veins  carrying  both  silver  and  gold  occur,  according  to 
Moericke,"  in  andesite  flows,  in  part  tuffaceous,  for  instance,  atBatuco 


1 


'  La  Production  en  Chile  de  lot  Melalee  y  Minerates,  Santiago  de  Chile  (1903). 
See  also  Malcolm  Maclaren:  Gold,  p.  662  (London,  1908). 

7  W.    Moericke :    Eioige    Beobachtungen    ueber    Chilenische    Erzlagerst&tten , 
Tahctrmake  Min.  «.  Pel.  Milleilungm,  vol.  12,  pp.  186  to  198  (1891). 
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and  Cerro  Blanco.    According  to  Moericke  all  veins  of  this  type  seem  to 
have  a  tendency  to  play  out  at  a  depth  of  a  few  hundred  feet. 

Much  more  numerous  are  the  gold  quartz  veins  connected  with 
intrusives,  such  as  granites  and  quartz  diorites.  We  find  them  at 
Canutillo,18  north  of  Taltal,  in  diorite  intrusive  in  Cretaceous  limestone. 
Others  are  found  associated  with  tourmaline  and  copper  ores  at  Remolinos 
in  Atacama,  at  Tamaya  and  La  Higuera  in  Coquimbo,  and  at  Las  Condes 
in  Santiago.  Another  gold  belt  extends  from  Coquimbo  down  to  Santi- 
ago, and  to  Rancagua  and  Talca,  south  of  this  city.19  These  quartz 
veins  occur  mostly  in  granite  near  the  contact  of  schist. 

While  silver  is  sometimes  associated  with  gold,  the  richest  silver  mines 
of  Chile,  which  yielded  great  amounts  of  the  metal  in  the  19th  century, 
occur  as  a  rule  separate  in  Mesozoic  limestone,  intruded  by  or  interbedded 
with  greenstones  of  various  kinds.  They  are  characterized  by  extremely 
rich  ore  and  antimonial  and  arsenical  silver  minerals;  some  of  them  also 
contain  silver  amalgam.  Their  genesis  is  doubtful.  The  gangue  is 
mainly  calcite.  In  depth  these  veins  also  are  disappointing  and  the 
silver  production  of  Chile  is  now  only  a  fraction  of  what  it  was  when 
these  mines  were  in  bonanza. 

Among  these  celebrated  districts,  mainly  situated  along  the  coast, 
are  Huantajaya  and  Challacollo  near  Iquique,  Chanarcillo  (50  miles 
south  of  Copiap6),  and  finally  a  group  of  districts  including  Arqueros 
and  Condoriaco  (100  miles  south  of  Copiap6). 

The  great  low-grade  copper  deposits,  such  as  Braden  and  Chuquica- 
mata,  appear  to  contain  very  little  of  the  precious  metals. 

In  remarkable  contrast  to  the  northern  half,  so  rich  in  precious-metal 
deposits,  the  southern  part  of  the  republic  appeare  to  be  amazingly  poor 
in  mineral  deposits.  Scarcely  any  mines  are  reported  from  this  region 
except  an  auriferous  vein  worked  by  the  Spaniards  near  Valdivia,  and 
some  auriferous  beach  sands  along  the  coast,  for  instance,  on  Chiloe 
island.  Not  until  we  reach  the  Straits  of  Magellan  are  there  any  pro- 
ducing deposits.  At  Punta  Arenas  on  these  straits  and  on  the  eastern 
side  of  the  Andes  there  are  gold-bearing  gravels  rich  enough  to  justify 
dredging.  Similar  placers  are  found  on  the  south  side  of  the  Straits  in 
Tierra  del  Fuego.  About  1902  a  dozen  dredges  were  erected  here  and 
for  a  number  of  years  these  gravels  have  contributed  largely  to  the  gold 
production  of  Chile,  yielding  annually  up  to  $100,000.  The  production 
has  decreased  materially  during  the  last  few  years,  owing,  it  is  said,  to 
difficulties  in  dredging  the  bouldery  deposits. 


18  S.  H.  Loram:  Notes  on  the  Gold  District  of  Canutillo,  Chile,  Trans.,  vol.  35, 
p.  696  (1906). 

19  £.  D.  Pope:  Gold  Mining  in  Chile,  The  Mining  Magazine  (London),  vol.  13, 
No.  1,  pp.  33  to  36  (July,  1915). 


prospecting  along  the  borders  of  this  batholith  should  lead  to  the  dis- 
covery of  gold-bearing  deposits. 

Argentina 

The  present  Argentine  production  of  gold  and  silver  is  very  small 
indeed,  and  the  country  has  never  yielded  large  amounts  of  these  metals. 

The  Sierras  of  the  Pampas,  like  that  extending  from  San  Luis  to  Cor- 
dova, contain  a  feeble  pre-Cambrian  or  early  Cambrian  mineralization, 
referred  to  above,  but  these  quartz  veins  appear  to  be  poor  in  gold  and 
silver.  In  the  same  vicinity  there  is  also  evidence  of  a  much  later 
development  of  gold  deposits,  perhaps  connected  with  the  effusion  of 
Tertiary  andesitic  lavas,  but  these  veins  which  have  the  character  of 
crushed  or  sheeted  zones  are  also  poor  in  gold.21 

The  whole  eastern  slope  of  the  Andes  from  the  Bolivian  plateau  to  the 
latitude  of  Santiago  de  Chile  shows  a  relatively  feeble  mineralization. 

10  P.  D.  Quenael:  (leologinch-Petrographiscke  Studien  in  tier  Patae"n!"-h'~  f1—- 
dillera  (Upaala,  1911). 

11  E.  Gertta :  Constitution  geologica  de  la  Provincia  de  San  Luis,  A 
rici  de  Agriculture,  Section  Geologico,  Tomo  10,  No.  2,  1914. 
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The  slopes  of  the  central  Cordillera  and  the  pre-Cordilleras  are  largely 
composed  of  sedimentary  rocks  folded,  overturned,  and  overthrusted  to- 
ward the  east,  with  relatively  small  and  inconspicuous  areas  of  igneous 
rocks,22  which  are  designated  as  andesites  and  dacites,  but  which  in  re- 
ality seem  to  be  holocrystalline  intrusives.  There  are  also  smaller  areas 
of  granular  rocks  of  Tertiary  age,  which  were  designated  as  "Anden 
diorite"  by  Stelzner. 

Gold,  silver,  and  copper  prospects  are  rather  abundant,  but  at  very 
few  places  has  serious  work  been  undertaken.     The  most  important 
deposit,  located  at  Famatina,  is  a  copper-bearing  vein  with  sulpharsen-, 
ides  and  antimonides  of  copper  and  very  little  gold  and  silver. 

The  eastern  slope  of  the  Andes  in  the  northern  half  of  the  Argentine 
Republic  is  comparable  in  a  way  to  the  eastern  Rocky  Mountain  chain  of 
Canada.  Both  show  overturned  folds  and  overthrusts  toward  the  east, 
with  comparatively  little  of  intrusive  rocks  and  attendant  mineralization. 

The  gold-silver-tin  belt  of  the  Bolivian  eastern  Cordillera  apparently 
does  not  enter  the  Argentine  territory. 

No  lode  deposits  are  reported  south  of  Mendoza,  except  on  the  head 
waters  of  Neuquen  River,  at  about  the  latitude  of  Concepcion  in  Chile, 
where  there  is  a  mining  district  of  gold-bearing  quartz  veins  in  granite  of 
uncertain  age.  Considerable  work  has  been  done  on  these,  but  the 
expected  production  does  not  seem  to  have  been  realized.  The  ore  is  ap- 
parently of  low  grade.  The  only  other  precious-metal  deposits  reported 
from  the  eastern  slope  of  the  Andes  in  Patagonia  are  placers  of  doubtful 
value  on  the  headwaters  of  Chubut,  Rio  Gallegos  and  other  streams. 
Placers  and  some  lode  mines  have  been  taken  up  at  various  places  on  the 
Argentine  Tierra  del  Fuego,  but  little  information  is  available  as  to  their 
values. 

As  observed  above,  the  Mesozoic  beds  of  the  Patagonian  Cordillera 
and  eastern  Cordillera  are  intruded  by  laccolithic  and  batholithic  masses 
of  granitic  rocks,  and  careful  prospecting  might  well  yield  favorable  re- 
sults. The  glaciation  probably  would  have  destroyed  any  placers 
which  may  have  existed  in  this  region,  and  this  guide  for  the  prospector  is, 
therefore,  generally  lacking. 

V.  COMPARISON  OF  THE  TWO  CONTINENTS 

It  has  been  shown  that  the  pre-Cambrian  and  early  Paleozoic  gold 
deposits  predominate  in  the  eastern  part  of  North  and  South  America; 
that  they  are  scattered  irregularly  over  a  wide  territory  and  do  not  form 
well-defined  belts  except  locally;  and  that  the  heavy  production  is  very 
much  localized.     There  is  reason  to  believe  that  such  deposits  occur  here 

"  R.  Stappenbeck:  La  Pre-Cordillera  de  San  Juan  y  Mendoza,  Ibid.,  Tomo  4, 
No.  3. 


prominent  of  the  sedimentary  formations,  while  the  Carboniferous  lime- 
stone, so  important  for  the  mineralization  of  the  Cordilleras  in  the 
United  States,  is  entirely  lacking. 

Another  interesting  feature  is  the  great  scarcity  in  South  America  of 
Tertiary  deposits  of  gold  and  silver  occurring  in  late  Tertiary  lavas  and 
formed  close  to  the  surface.  Popularly  the  majority  of  deposits  in  South 
America  are  ascribed  to  this  group,  and  even  the  latest  text-books  fall  into 
this  error.  There  are  some  of  these  interesting  and  rich  deposits  in  the 
southern  provinces  of  Colombia,  but  none  have  been  recorded  in  Peru  and 
Bolivia.  In  Chile  they  reappear  at  some  places  such  as  Guanaco, 
Batuco,  and  Cerro  Blanco,23  but  compared  to  the  deposits  of  other 
classes  they  are  rare.  This  is  remarkable,  when  we  consider  the  wide- 
spread occurrence  in  Central  America,  Mexico,  and  the  Western  United 
States  of  deposits  of  the  type  of  Pachuca,  Guanajuato,  the  Comstock,  and 
Tonopah,  all  marked  by  certain  well-defined  characteristics. 

A  large  number  of  deposits  in  Colombia,  Bolivia,  and  Chile  approach 
the  high- temperature  veins  by  their  content  of  pyrrhotite  and  tourmaline. 

A  curious  fact  is  that,  so  far,  no  contact-metamorphic  deposits  are 
described  from  Peru  and  Chile,  although  metamorphism  of  the  Cretaceous 

"  The  copper  deposit  at  the  Braden  mine  near  Santiago  also  appears  to  belong  in 
this  class. 
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limestone  by  the  granodioritic  intrusions  is  often  mentioned.  In  the 
Cordillera  Real  of  Bolivia  they  would  hardly  be  expected,  for  there  the 
intruded  rock  is  generally  a  slate  or  sandstone. 

The  poverty  of  the  eastern  front  ranges  of  the  Andes  is  paralleled  by 
the  lack  of  precious  metal  deposits  in  the  eastern  or  Rocky  Mountain 
range  of  Canada. 

North  America  stands  out  in  its  richness  of  placer  deposits  derived 
from  veins  of  the  Cretaceous  intrusive  period.  In  South  America  there 
is  no  real  counterpart  to  the  great  placers  of  California,  Idaho,  Montana, 
Alaska,  and  Yukon  Territory. 

The  placer  deposits  of  the  Andes,  which  were  locally  rich,  were  mostly 
found  on  the  eastern  slopes  of  the  eastern  ranges,  and  were  derived  from 
gold-bearing  veins  in  Paleozoic  slates,  with  intruded  granite  porphyries 
and  allied  rocks. 

Colombia  stands  out  prominently  as  the  most  valuable  gold-bearing 
region  of  the  Andes,  from  which,  in  spite  of  many  difficulties*  we  may 
expect  a  considerably  increased  production. 

The  next  region  is  formed  by  Peru  and  northern  Chile — a  region  of 
very  numerous  mining  districts  in  which  the  mineralization  is  chiefly 
in  the  direction  of  silver  and  copper  with  a  few  gold-bearing  localities, 
which,  however,  do  not  seem  to  be  able  to  achieve  great  production.  No 
doubt  the  silver  output  could  be  materially  increased,  particularly  where 
silver  occurs  with  copper.  In  looking  over  the  numerous  gold-bearing 
districts  of  central  Chile,  the  student  would  like  to  ascertain  the  condi- 
tions which  in  so  favored  a  country  have  held  back  the  production  to  such 
a  marked  degree. 

The  third  region  is  formed  by  the  Cordillera  Real  of  Bolivia  with  its 
rich  mineralization  of  tin,  silver,  and  (subordinated)  gold.  Undoubt- 
edly this  region  is  one  of  the  most  promising  in  South  America. 

Lastly  a  striking  contrast  is  presented  between  the  two  tips  of  the 
Cordilleran  chain.  At  the  north  is  Alaska,  rich  in  gold,  at  the  south  is 
the  Patagonian  Cordillera,  with  its  gigantic  batholith,  so  promising 
theoretically,  so  barren  in  reality.  It  is  barely  possible  that  theory  may 
be  vindicated  and  that  valuable  deposits  may  be  found  hereafter  in  this 
vicinity. 

It  is  difficult  to  avoid  the  conclusion  that  the  South  American  Andes 
are  somewhat  less  intensely  mineralized  in  precious  metals  than  the  cor- 
responding chain  in  the  northern  continent,  and  that  even  progress  and 
enterprise  will  be  unable  to  raise  its  production  of  gold  and  silver  to 
approach  the  figures  attained  by  North  America. 


Central  America 


4,095    I      $2,721,700 


North  America 


Canada 24,976  $16,598,900  ,      990,500  $18,984,000 

United  Hint™ 133,741  j      88,884,400  2,074,700  40,348,100 

Mexico 28,069  |       19,308,800  2,112,400*  40,144,300 

187,686  |  $124,792,100  5,177,600  $90,476,400 

(Irand  totals 209,495  '$139,682,000  5.697,834  $109,360,900 


Kiptiirra  of  11112. 

Vat  1912:  Sec  Itcport  of  Director  of  the  Mint  for  Calendar  year  1913,  p.  247. 

Fiscal  year  1912-1913. 

l-'iiMimnted;  no  exact  figures  Available. 

I'roliably  too  low. 
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Average  Production  of  Gold  in  the  American  Continent 

for  the  tears  1903-1912. 

(From  the  Reports  of  the  Director  of  the  Mint  and  from  the  tables  in 

Mineral  Industry) 

South  America 

Venezuela $245,300 

British  Guiana 1,338,820 

Dutch  Guiana 578,660 

French  Guiana 2,177,540 

Brazil 2,460,150 

Uruguay 66,650 

Colombia 2,884,590 

Ecuador 271,430 

Peru 625,080 

Bolivia  and  Chile 612,770 

Argentina 107,380 

9    $11,368,360 

Central  America 

2,535,680        $2,535,680 

North  America 

Canada 12,179,510 

United  States 90,789,060 

Mexico 19,711,050    $122,679,620 

Grand  Total $136,583,660 


Hikjwino    Approximate   Locations   op   All    Important 
HA  lb  Minks  akd  PHOftPEcra  in  Colombia. 
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(Itaf.it  iii  pari  mippliwl  by  Iloliert  Scheibe,  July,  1915.) 

I'tuft-nuur  nt '  Icolof/y  '"  tl"i  Mining  Academy  of  Berlin,  who  at  the  time  of 
Me<  '/l«M.  wriH  wtiiipletiiij;  a  detailed  field  investigation  of  nearly  a  year's 
/(uiiiM'iii  'if  tin'  iirrmnilil  rlnpuMtfl  of  Colombia.     An  elaborate  account  of 

lh'"  '/"I'liilil"  W'HK  limy  '"'  expected  at  a  future  date  from  the  pen  of 


lid  Mineralogy,  Northwestern  University. 
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Location 

The  Muzo  emerald  deposits  are  situated  in  the  western  foothills 
of  the  eastern  branch  of  the  Colombian  Andes  and  are  distant  about 
96  km.1  (60  miles  ±)  in  a  direct  northwesterly  line  from  Bogotd,  the 
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Fia.  2. — Sketch  Map  Showing  the  Muzo  and  Adjacent  Emerald  Deposits. 

(The  Muzo  preserve,  the  property  of  the  Colombian  government,  is  inclosed  by 

broken  lines.) 

capital  of  Colombia  (Fig.  1).    They  lie  about  8  km.  by  trail  west  of  the 
small  village  of  Muzo  in  the  Department  of  Boyaca,  and  embrace  about 

1  This  figure  was  obtained  by  scaling  off  the  distance  on  a  map  of  central  Colombia, 
scale  1/810,000,  by  William  Lidstone,  C.  E.,  published  by  Edward  Stanford,  London, 
June,  1899,  probably  the  most  reliable  map  of  that  region;  and  checked  on  the  Mapa 
de  la  Republica  de  Colombia  by  Enrique  Vidal,  Bogota,  1914,  scale  1/2,700,000,  the 
best  general  map  of  the  Republic.  Colombian  maps,  however,  are  far  from  ac- 
curate in  the  modern  sense,  and  on  many  the  Muzo  mines  (or  the  nearby  village  of 
Muzo)  are  inaccurately  located.  In  the  literature,  too,  their  location  is  generally 
erroneously  stated,  even  Bauer  (Precious  Stones,  English  translation  by  L.  J.  Spencer, 
p.  314,  London,  1904)  placing  them  150  km.  from  Bogota,  though  possibly  this  figure 
is  intended  to  represent  the  distance  by  trail,  a  fair  estimate  in  that  event. 


the  reputation  of  being  very  rich.  The  other  localities  indicated  are 
prospects  merely,  though  locally  known  as  minas.  The  total  number  of 
emerald  localities  in  Boyaca  has  been  stated  to  be  157,*  but  this  figure 
is  probably  a  rough  approximation.  Outside  of  the  Department  of 
Boyaca,  the  emerald  is  not  definitely  known  to  occur  in  South  America. 
It  has  been  reported,  however,  in  Colombia  near  Bolivar,  Province  of 
Velez,  Department  of  Santander,8  and  tradition  points  to  the  Manta 
Valley  near  Puerto  Viejo  in  Peru  as  a  source,*  but  it  seems  probable  that 
all  the  "  Peruvian  "  emeralds  came  from  the  Colombian  deposits. 

■  There  are  two  direct  routes  to  the  mines:  (1)  Nemocon  to  Ubate  to  Coper  to 
Muzo;  and  (2)  Cipaquira  to  Pacho  to  San  Cayetana  to  Faime  to  the  mines.  The 
first  is  the  better;  the  mine  traffic  goes  by  this  route.  Outfitting  is  less  inconvenient 
at  Cipaquira  than  at  Nemocon. 

1  The  mines  lie  about  800  m.  above  sea  level. 

*V.  Levine:  Colombia,  p.  116,  New  York,  1914. 

■Levine;  [bid.,  p.  152.  This  locality  is  probably  authentic,  for  it  is  only  about 
60  km.  northeast  ot  Muzo,  in  the  line  of  strike  of  the  emerald-bearing  formation. 

•Joseph  de  Aoosta:  The  Natural  and  Moral  History  of  Ike  [ndies,  reprinted  from 
English  translation  by  E.  Grimston,  1604;  edited  by  C.  R.  Markham,  p.  225, London, 
1880. 

Jorge  Juan  and  Antonio  de  Ulloa:  A  Voyage  to  South  <4i 
the  Spanish,  3d  ed.,  vol.  1.  book  6,  Chap.  9,  p.  466,  London,  1] 


the  Spaniards  do  not  seem  to  have  undertaken  immediately  any  sys- 


'  Vicente  Restrepo  (Los  Chibchas  antes  de  la  conguista  esyafiola,  vol.  1,  p.  125, 
Bogota,  1895)  as  a  result  of  his  archeological  study  of  the  Chibcha  Indians  who 
inhabited  the  plateau  region  east  of  the  Muzo  deposits,  says;  "The  Chibchas  valued 
emeralds  highly,  and  as  the  mines  of  Muzo  which  produced  the  finest  of  these  stones 
were  in  the  hands  of  their  enemies,  the  Muzo  Indians,  they  exploited  the  deposits 
of  Somondoco,  which  were  very  rich  before  the  Conquest." 

*H.  A.  Schumacher:  Ueber  die  columbischen  Smaragden,  Zettsckrift  der  Gesell- 
schaft  fur  Erdkunde  zu  Berlin,  vol.10,  p.  42  (1875). 

■  Detailed,  but  slightly  variant,  accounts  of  the  expedition  to  the  mines  may  be 
found  in  Fray  Pedro  Simon:  Noticias  Hi&torialee  de  las  Conquislas  de  Tierra  Firme  en 
las  Indias  Occidentalea,  Bogotd,  1891;  and  in  L.  Fernandez  de  Pied  rah  ita :  HistoriaGen- 
eral  de  la  Conqvista  del  Nuevo  Reyno  de  Granada,  Antwerp,  1688;  Bogota,  1881. 

10  Some  confusion  of  terms  has  arisen.  These  deposits  are  near  the  valley  of 
Chivor,  and  have  been  called  the  Chivor  deposits.  Under  Spanish  dominion  they 
came  to  be  known  as  the  Somondoco  deposits,  from  the  fact  that  the  emeralds  mined 
were  sorted  in  the  village  of  Somondoco;  and  by  this  name  they  are  generally  called 
in  the  literature.  They  do  not,  however,  occur  on  Rio  Somondoco,  but  other  less 
important  deposits  are  known  on  that  stream. 

11  Although  the  statement  to  follow  needs  substantiation  by  further  archeological 
research,  the  Somondoco  deposits  seem  to  have  been  the  most  important  source  of 
the  emerald  in  pre-Spanish  time,  overshadowing  in  output  the  Muzo  mines. 
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tematic  work  in  these  deposits,  deterred  no  doubt  by  the  inhospitality  of 
the  region  and  the  difficulties  of  approach." 

Although  they  soon  conquered  the  Chibcha  Indians,  the  Spaniards 
met  with  stubborn  resistance  from  the  Muzos,  an  uncultured  and  warlike 
tribe,  who  like  their  neighbors,  the  Chibchas,  were  in  possession  of 
emerald  deposits,  but  were  more  successful  in  keeping  from  their  white 
enemies  a  knowledge  of  the  localities.  They  hid  all  traces  of  emerald 
mining  for  20  years,  though  in  1555  Luiz  Lanchero  founded  the  village  of 
Muzo  in  their  midst,  incited,  it  seems,  by  the  belief,  based  on  rumor  and 
more  pointed  information,  that  the  nearby  Itoco  mountains  had  yielded 
the  emerald  in  abundance.1*  In  1558  mining  operations  were  begun  by 
the  Spaniards  in  these  mountains  and  for  a  time  actively  prosecuted 
in  the  face  of  repeated  attacks  by  the  Indians.  The  locality,  however, 
was  subsequently  abandoned  and  the  mine  became  overgrown  with 
jungle,  and  its  position  has  not  since  been  discovered.14 

About  the  year  1594  the  Spaniards  succeeded  in  finding  the  Indian 
workings  nearby  at  the  site  of  the  present-day  Muzo  mines,11  and  then 


11  Schumacher:  op.  tit.,  p.  42.  Later  the  Conquerors  turned  their  attention  anew 
to  these  deposits  and  carried  on  extensive  mining  operations,  if  we  may  judge  from 
the  reports  of  W.  Lidstone:  Emerald  Mines  of  Chivor,  Colombia,  Bogota,  1906, 
manuscript,  copy  on  file,  U.  S.  Geological  Survey,  and  E.  B.  Latham:  The  Newly 
Discovered  Emerald  Mines  of  "Somondoco,"  School  of  Mines  Quarterly,  Columbia 
University,  vol.  32,  pp.  210  to  214  (1910-11),  who  describe  extensive  tunnels,  ditches, 
and  other  excavations  found  at  the  locality.  Lidstone  indeed  cites  the  account  of  a 
Spaniard  (Alonzo  Solis  de  Valenzuela;  no  reference)  as  authority  for  the  statement 
that  1,200  men  were  employed  in  the  mines,  even  in  1565.  The  Somondoco  deposits 
were  lost  following  the  War  of  Independence  and  were  only  recently  rediscovered. 

11  Schumacher:  op.  cit.,  p.  43. 

14  The  statements  above  are  based  principally  upon  Schumacher,  who  seems  to 
have  made  a  fairly  thorough  search  into  a  number  of  original  sources  not  yet  available 
to  the  present  writer.  Acosta  (Compendio  hist&rico  del  descubrimienlo  y  colonizacidn 
de  la  Nueva  Granada,  Paris,  1848;  Bogota^  1901,  English  translation  in  manuscript 
by  Isabel  Sharpe  Shepard,  Chap.  18)  gives  a  somewhat  different  version :  He  writes 
that  a  few  years  after  the  founding  of  Muzo,  the  Spaniards  discovered  the  present 
Muzo  deposits  and  began  mining  operations  there  in  1568;  a  rich  vein  was  found 
prior  to  that  date  at  Abipf,  2J^  leagues  distant,  but  was  not  worked,  for  lack  of 
water,  and  its  whereabouts  became  lost. 

Charles  Olden  (Emeralds:  Their  Mode  of  Occurrence  and  Methods  of  Mining  and 
Extraction  in  Colombia,  Transactions  of  the  Institution  of  Mining  and  Metallurgy 
(1911),  vol.  21,  p.  194)  writes  that  at  the  outset  operations  were  confined  to  the  Coscuez 
deposits,  but  the  present  writer  has  thus  far  been  unable  to  find  any  historical  basis 
for  this  statement.  The  Coscuez  deposits,  according  to  Dimas  Atuesta  (Informe 
relativo  levantamiento  de  los  pianos  y  mensura  de  los  Terrenos  de  las  Minos  de 
Esmeraldas  de  Propriedad  de  la  Nation,  manuscript,  1898,  English  translation  on  file, 
U.  S.  Geological  Survey)  were  discovered  by  the  Spaniards  after  the  Muzo  mines  were 
under  on*r*tion:  they  were  then  worked  for  a  period,  abandoned,  reworked  preced- 
ence, abandoned,  and  recently  rediscovered. 

'rp.  tit.),  Captain  Juan  Penagos  was  the  discoverer. 


It  would  be  scarcely  profitable,  even  if  trustworthy  data  were  available, 
to  follow  in  detail  the  vicissitudes  of  the  various  arrangements  made 
from  1848  to  1000."  Suffice  to  say  that  the  Muzo  mines  were  worked 
almost  continuously  during  that  period,  but  their  development  suffered 
from  a  lack  of  any  sustained  policy  of  administration  as  well  as  from  the 

11  By  1012,  Recording  to  Simon  (cited  by  Acostn,  op.  eit.,  Chap.  18),  emeralds  to 
1he  value  of  300,000  pmna  hud  been  deposited  in  the  royal  coffers  as  the  fifth  portion 
accruing  to  the  .Spanish  (Vi*n. 

17  Profile  (CttafWtxta  y  Awnufcrftnimftt  iW  Nu&v>  Rrinn  <U-  Granada,  p.  228,  BogoM, 
1SS«\  writing  (rf  conditions  in  the  year  lftSft. 

"  According  to  *  rayn.1  edict  of  1A04,  a  fifth  portion  of  the  mining  products  of 
the  Spanish  colonic*  went  to  the  Crown, 

"  Schumacher:  op.  <•>'.,  p,  4.V 

«  Schumacher:  op.  ril.,  p.  *S 

11  CW  of  Ihe  fin-t  lewiee*  «-im  .1.  .1  1'aris.  the  clone  friend  of  the  powerful  Bolivar. 
In  1S2S.  Pima  obtained  the  coiicotwton  for  himself  alone,  which  he  maintained  until 
1S4S. 

"Schumacher    op  ril  .  p.  4f> 

"  M.  Ancirm   i TVrCfjrtfliwtVwi  rfr   ,4Ipfcii   poi  Jim   rVnrtticuj*  rfW  .Yorle  <fc 
^■■ninWn.on  1*50.  1  SI.  p  .'•0.  1V>gota,  1X.W  visited  the  Mnso mines  in  1850 
ihom  tinder  "active  and  intelligent  evploi I* t ion . "     Tins  could  no 
regimes,  until  vevy  recent  years. 
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want  of  engineering  and  geological  advice.  In  1909,  the  Government 
closed  a  partnership  contract  with  an  English  company,  The  Colombian 
Emerald  Mining  Co.,  Ltd.,  controlled  by  South  African  diamond  in- 
terests,*4 and  the  deposits  were  actively  exploited  for  a  time;  but  after 
a  few  years  the  contract  was  rescinded36  and  the  Government  reassumed 
sole  control  of  the  mines.  Operations  have  been  totally  suspended, 
however,  since  Jan.  1,  1913,  owing  to  the  fact  that  the  appropriations 
for  administration  and  exploitation,  being  entirely  insufficient  for  re- 
establishing mining  activity,36  were  applied  merely  to  the  maintenance  of 
the  property.  The  European  War,  in  its  effect  on  the  precious  stone 
market,  precludes  profitable  exploitation  in  the  immediate  future. 

General  Geology 

The  geology  of  the  Eastern  Cordillera  of  the  Colombian  Andes  is 
known  only  in  the  most  general  way.17  The  principal  geological  forma- 
tions exposed  in  the  emerald-bearing  region  are  shown  in  the  following 
columnar  statement:28 

Quaternary 

Tertiary 

Cretaceous 

1.  Red  sandstone  with  septarian  nodules. 

2.  Compact  sandstone;  gray  fossiliferous  limestone  between  two 
layers  of  gray  shale  with  plant  impressions. 

3.  Black,  carbonaceous  shale  and  shaley  limestone.    Carries  Muzo 
emerald  deposits  and  Cipaquira  salt  deposits. 

4.  Siliceous  schists  and  conglomerates,  with  jasper,  flint,  etc. 
These  rocks  are  compressed  into  great  north-south  folds  and  igneous 

phenomena  are  largely  lacking. 

Detailed  Geology 

General. — The  geological  relations  of  the  emerald  deposits  are  well 
exposed  in  the  great  open  cuts  made  in  exploitation  of  the  emerald  veins, 

14  P.  J.  Eder:  Colombia,  p.  160,  London  (1913). 

"  As  a  result,  suit  was  brought  in  the  English  courts  and  judgment  was  rendered 
according  to  which  a  settlement  was  reached  upon  the  payment  of  a  consideration  on 
the  part  of  the  Government  to  the  emerald  company.  See  Message  of  the  President 
of  Colombia  to  the  Congress  of  1914,  July  20. 

16  Message  of  the  President  of  Colombia  to  the  Congress  of  1914,  July  20. 

17  No  detailed  studies  have  thus  far  been  published.    The  best  general  accounts 
1  those  by  A.  Hettner  (Die  Kordillere  von  Bogota,  Petermann's  Mitteilungen,  Ergan- 

1.04,  1891)  which  includes  a  generalized  geologic  map;  and  Hans  Stille: 
~)udien  im  Gebieie  des  Rio  Magdalena,  with  geologic  cross-section,  Stutt- 

>ersonal  communication  of  Dr.  Ricardo  Lleras  Codazzi. 
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This  emerald  formation**  lies  discordantly"  upon  steeply  dipping  strata, 
barren  of  emeralds,  composed  of  heavier  beds  of  carbonaceous  limestone 
intercalated  with  black  shale,  and  called  the  Cambiado  from  the  Spanish 
word  cambiar,  to  change.  Between  the  emerald  formation  and  the 
Cambiado  and  ever  in  close  proximity  to  the  plane  of  discordance  are 
three  rock  types  of  great  significance  in  furnishing  direct  evidence  of  the 
origin  of  the  emeralds.  These  are  (1)  albite  rock,  (2)  a  light-gray  rock 
composed  of  a  soft  granular  aggregate  of  calcite,  dolomite,  quartz, 
pyrite,  and  other  minerals,  called  by  the  miners  Cenicero  (Spanish  cent- 
cero  =  ash)  in  allusion  to  its  ash-like  appearance,  and  (3)  aggregates  of 
large,  well-formed  calcite  rhombs  in  a  fine-grained  matrix,  forming  rock 
masses  known  locally  as  Cama,  from  the  Spanish  word  coma,  meaning 
bed."  In  addition,  a  few  pegmatite  veins  have  recently  been  discovered 
in  the  deposits. 

The   Emerald  Formation. — The   emerald   formation,    Figs.   5,   6,  7, 
consists  of  thin  beds  (averaging  2  cm.  in  thickness)  of  shale  and  limestone 


Fia.  5.— Sketch  Showing  Character  of  Folds  Noted  in  Emerald  Formation 


alternating,  the  shale  in  predominance.  The  shale  is  a  dense,  black  rock, 
soiling  the  hands  with  excess  carbonaceous  matter,  and  most  of  it  effer- 
vesces with  acid  from  the  presence  of  calcium  carbonate.  The  lime- 
stone is  likewise  black  with  carbon  but  differs  from  the  shale  in  carry- 
ing calcium  carbonate  in  excess  of  silicate  material.11 

The  shale-limestone  beds  are  gently  to  severely  folded,  in  places 
contorted 

"  This  t 

erosion  inte 
to  overthru 
on  to  older, 


fragments, 
the  mineral 


Fia.  9. — Sketch  Showinqthe  Relations  of  the  Albite  Rock  to  the  "Cam- 

BIABO"    AND   THE   "CeNICERO1'       (NORMAL    AND    BaRITIC).      EXPOSURE    NEAR     FOOT 

of  Banco  Central. 

steep  slopes,  and  prominent  hollows.  Its  general  shape  is  that  of  a  huge 
bowl-like  basin  with  undulating  bottom.  Its  topographic  configuration 
is  so  complex,  its  horizontal  development  so  subordinate,  that,  apart  from 
the  fact  that  the  overlying  beds  are  intensely  folded  while  the  underly- 
ing ones  have  uniform  inclination,  it  seems  evident  that  the  contorted 
emerald-bearing  strata  have  been  shoved  bodily  into  their  present  position 
upon  the  Cambiado.  The  presence  of  some  brecciated  shale  and  marked 
mineralization  along  this  plane,  as  well  as  evidences  of  faulting  and  drag  in 
the  upper  part  of  the  Cambiado  (Figs.  8a  and  85),  corroborates  the  inter- 
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Banco  Central.  The  last-named  locality  was  visited36  and  the  pegmatite, 
here  about  2  m.  in  width,  found  to  consist  of  quartz,  in  part  well  crys- 
tallized (the  low-temperature  form),  and  decomposed  feldspar,  together 
with  a  few  crystals  of  albite  and  apatite,  much  greenish  to  clear  allophanite, 
many  small  form-rich  crystals  of  pyrite,  and  a  little  hyalite. 

Minerals 

The  Muzo  deposits  present  a  notable  assemblage  of  minerals,  many 
of  them  well  developed  crystallographically  and  some  of  particular 
chemical  interest.  The  present  section  assembles  the  geologically  signifi- 
cant characteristics  of  these  minerals,  but  attempts  no  detailed  min- 
eralogies! description.  A  good  crystallographic  study  was  published  in 
1904  by  H.  Hubert39  and  an  accurate  mineral  list  with  brief  characteriza- 
tions in  1915  by  Lleras  Codazzi.37  The  statements  here  given  are 
the  results  of  the  writer's  observations,  except  where  otherwise  noted. 

Emerald. — Usually  found  in  pockets,  or  embedded,  in  calcite  veins 
traversing  the  emerald  formation;  rarely  embedded  in  that  formation 
itself  or  in  the  Cenicero.  Closely  associated  minerals  forming  the  emerald 
gangue  are:  Calcite,  dolomite,  parisite,  pyrite,  quartz,  barite,  fluorite, 
and  apatite,  the  last  three  very  rare.  The  emerald  occurs  as  six-sided 
prisms  with  base,  some  with  rarer  forms  also.  Few  crystals  are  larger 
than  the  thumb.  Most  crystals  are  clear  when  first  taken  from  the 
matrix,  but  later  develop  cracks;  some  fall  to  pieces  upon  removal.38 

Choice  specimens  show  a  rich  green  color  surpassed  by  the  product  of 
no  other  locality.  Some  crystals  display  zones  of  color;  a  few  are  dark 
to  black  with  inclusions  of  carbonaceous  matter.  In  some  specimens 
recently  found,  the  carbonaceous  matter  is  arranged  in  a  six-rayed  figure 
centering  about  a  tapering  hexagonal  core.  One  such  specimen  was 
examined  optically  in  basal  section  and  proved  to  be  of  the  same  orien- 
tation throughout;  it  therefore  does  not  represent  a  twinned  crystal  as 
suggested  by  Lleras  Codazzi.39  Its  re-entrant  angles  are  presumably 
the  effect  of  solution  and  the  disposition  of  the  carbonaceous  inclusions, 
the  expression  of  crystallizing  forces,  as  shown  also,  for  example,  in 
chiastolite. 

Calcite. — Forms  emerald-bearing  veins  in  the  emerald  formation 
and  barren  veins  in  the  Cambiado,  and  is  well  crystallized  where  occurring 
in  vugs.    Crystals  are  water-clear  to  opaque  from  disseminated  carbon; 

3*  Under  the  guidance  of  Prof.  Scheibe. 

••  H.  Hubert:  Sur  les  Mineraux,  associes  a  l'Emeraude  dans  le  Gisement  de  Muso 
(Nouvelle-Grenade),  Bulletin  Muste  d'Hietoire  NatureUe,  vol  10,  pp.  202  to  208,  Paris. 

17  Ricardo  Lleras  Codazzi:  Los  minerales  de  Muzo,  Contribution  al  Estudio  de  lot 
Miner  ales  de  Colombia,  Imprenta  de  la  Cruzada,  pp.  3  to  7,  Bogota1  (1015). 

"  Max  Bauer:  Precious  Stones,  Spencer's  translation,  p.  315,  1004. 

*•  Op.  6L,  pp.  6  to  7. 


rhombs  of  the  Cama.  Crystals  rich  in  forms  occur  in  the  pegmatite  vein 
back  of  Banco  Central;  these  are  low-temperature  quarts,  formed  below 
575°." 

Fluorile.'6 — Occurs  as  small,  colorless  to  greenish  crystals  in  some  of 
the  emerald  veins;  very  rare;  forms  are  cubes  or  cubes  modified  by  small 
octahedrons;  inclusions  of  emerald  noted.4'  Has  also  been  noted  by 
Scheibe  (oral  communication)  in  the  albite  rock  at  one  spot. 

Apatite. — A  few,  well-formed,  glassy  crystals  have  been  found  by 
Scheibe  in  the  emerald  gangue  and  in  the  pegmatite  vein  back  of  Banco 
Central. 

Gypsum. — Present  in  the  emerald  formation  as  well-formed,  clear, 


"Lleras  Codazzi:  op.  cit.,  p.  5. 

"  E.  S.  Dana:  System  of  Mineralogy,  p.  290. 

*'  Annate  der  Chemie  ■and  Pkarmacie,  vol.  53,  pp.  147  to  156,  1845. 

"Llcras  Codazzi:  op.  cit.,  p.  6. 

"  Determined  by  the  method  of  Wright  and  Laraen,  American  Journal  of  Science, 
vol.  28,  p.  423,  1909. 

,s  Noted  by  Scheib'  oral  communication;  by  Lleraa  Codazzi,  op.  cit.,  p.  5;  by 
W.  Reiss  and  A.  Stubel:  bGeologische  Studien  in  der  Republik  Colombia,  Reisen 
in  SUd-Amerika,  Berlin,  vol.  2,  p.  47,  1899;  and  by  Hubert,  op.  til.,  p.  202. 

"Lleraa  Codazzi:  loc.  cit. 
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slender  crystals.  Presumably  a  weathering  mineral,  but  Lleras  Codazzi47 
noted  inclusions  of  parisite,  and  Olden48  mentioned  green  gypsum  as  an 
associate  of  the  emerald. 

Albite. — Occurs  as  a  conspicuous  component  of  the  albite  rock  and  as 
small  glassy  crystals  rich  in  forms49  in  druses  in  this  rock.  Found  also 
in  one  phase  of  the  Cenicero  and  as  microscopic  crystals  in  the  Cambiado. 

Barite. — Occurs  in  conspicuous  layers,  up  to  40  cm.  or  so  in  thickness, 
forming  in  places  the  uppermost  part  of  the  Cenicero;  this  phase  is 
nodular  to  massive.50  Found  also  as  small,  glassy,  tabular  crystals,  2 
mm.  across,  associated  with  crystallized  calcite  in  some  veins  in  the 
emerald  formation.  A  small  crystal  perched  on  an  emerald  crystal  has 
been  noted  by  Scheibe. 

Anthracite. — Small  fragments  of  impure  anthracitic  to  graphitic 
carbon  are  found  in  joints  in  the  emerald  formation.61 

Marcasite. — Noted  by  Lleras  Codazzi62  in  the  form  of  nodules. 

Chalcopyrite. — A  few  imperfect  crystals,  stained  with  a  little  malachite 
and  azurite,  have  been  found  in  the  workings.  Also  occurs  sparingly  in 
the  Cenicero. 

Native  Sulphur. — Found  in  conspicuous  masses .  in  parts  of  the 
Cenicero. 

Pyrophyttite. — Occurs  as  apple-green  folia,  occupying  small,  incon- 
spicuous seams  in  the  emerald  formation;  found  either  alone  or  associated 
with  dolomite,  pyrite,  and  quartz. 

Allophanite. — Found  only  locally  developed  in  clay-like  masses  form- 
ing lenses  in  the  emerald  formation.  Noted  by  Lleras  Codazzi68  in 
blue  masses  in  a  vein  in  the  Cambiado. 

Fuchsite. — Noted  by  Lleras  Codazzi64  as  green  laminae  adhering  in 
places  to  the  surface  of  the  shale  of  the  emerald  formation. 

Age 

The  ages  of  the  emerald  formation  and  Cambiado  are  fixed  as  Cre- 
taceous by  the  fossils,  chiefly  ammonites,  that  have  been  found  rather 
abundantly  in  them.     Miguel  Gutierrez66  places  the  Cambiado  as  lower 


47  Op.  cit.,  p.  5. 

49  Op.  cit.,  p.  196. 

49  Six  forms  were  noted  by  Hubert,  op.  cit.,  p.  203. 

*°  It  is  notable  that  such  a  conspicuous  mineral  remained  undiscovered  until  the 
visit  of  Scheibe  in  1915. 

91  A  specimen  was  given  the  writer  by  Dr.  Lleras  Codazzi. 

*2  Op.  cit.,  p.  5. 

*3  Op.  cit.,  p.  5. 

84  Op.  cit.,  p.  5. 

"Miguel  Gutierrez:  Estudio  Geologico  de  las  Minas  de  Esmeraldas  de  Muzo, 
Anales  de  Ingenieria,  pp.  5  to  8,  Bogota,  1913. 
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The  Radio-Activity  of  Allanite 

BT  L.  8.   PRATT,*  CHARLOTTESVILLE,  VA. 
(Arisona  Meeting,  September,  1916) 

In  1910  the  author  was  engaged  in  a  qualitative  study  of  the  radio- 
activity of  several  chemical  substances  and  a  few  minerals.  In  the  course 
of  the  work  he  studied  the  mineral  allanite  (obtained  from  granite  ledges 
at  Topsham,  Maine),  and  found  it  to  be  appreciably  radio-active. 

Recently  the  fact  was  brought  to  his  attention  that  the  radio-activity 
of  allanite  is  not  well  known,  although  Hon.  R.  J.  Strutt  in  1905  published 
a  list  of  radio-active  minerals  with  their  analyses,  including  allanite  from 
Amherst  County,  Virginia.1 

In  the  work  done,  a  standard  type  of  electroscope  was  used,  and  the 
readings  were  made  with  a  telescope,  fitted  with  a  scale,  by  means  of 
which  the  rate  of  discharge  could  be  readily  determined. 

The  natural  "leak"  of  the  instrument  was  carefully  determined,  and 
all  results  corrected  accordingly. 

The  method  of  study  was  as  follows:  The  material  to  be  tested  was 
finely  powdered,  and  spread  over  the  bottom  of  a  small,  inactive  pan. 
The  electroscope  was  then  charged,  and  the  pan  placed  in  position.  The 
door  of  the  instrument  was  closed,  and  the  rate  of  discharge  carefully 
determined. 

All  results  were  reduced  to  common  form  to  permit  of  comparison. 

It  is  to  be  noted  that  the  materials  tested  were  not  used  in  strictly 
comparable  quantities,  such  as  if  1  g.  of  each  had  been  used,  but  about 
the  same  quantity  of  powder  was  used  (in  the  cases  of  the  solid  sub- 
stances), so  that  the  results  are  qualitatively  accurate. 

The  results  obtained  were  the  following,  reduced  to  common  form  and 
corrected  for  the  natural  "leak"  of  the  instrument  used: 

Mm.  in  6  Min.  (on  Scale) 

"Leak" 1 

Radium  residue  (in  pan) 720 

Thorianite 62 

Necast  mantle 17 

nitrate 11 

3 


■  ■  * 


Society  of  London,  Ser.  A,  vol.  76,  pp.  88  to  102,  312 
tor  KryslaUographie,  vol  43,  p.  610  (1905),  and 
I. 
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fore,  of  even  moderately  fresh  rock  in  the  two  areas  are  rare  except  along 
stream  courses. 

Pegmatite  dikes  occur  in  most  of  the  Virginia  Piedmont  counties,  and 
the  detailed  study  of  them  now  in  progress  by  the  State  Geological 
Survey  will  doubtless  add  to  those  of  Amelia  and  Hanover  Counties  that 
are  zircon-bearing.  The  particularly  interesting  features  of  the  zircon 
noted  in  the  pegmatites  of  the  two  Virginia  localities  are  (1)  its  occurrence 
in  massive  forms  of  unusual  size,  and  (2)  its  association  in  the  two 
localities  with  an  entirely  different  group  of  rarer  minerals,  although  the 
pegmatites  of  each  area  are  of  granitic  composition.  Zircon  and  apatite 
are  the  only  rare  minerals  that  have  been  found  alike  in  the  two  areas, 
and,  so  far  as  the  pegmatite  bodies  have  been  worked,  zircon  is  more 
abundant  in  the  pegmatites  of  the  Hanover  County  area  than  in  those  of 
Amelia  County. 

Amelia  County  Area 

The  pegmatite  bodies  occurring  near  Amelia  Courthouse  in  Amelia 
County  have  long  been  known  for  the  variety  of  rare  minerals  found  in 
them,  many  of  which  were  of  unusual  size.  The  dikes  have  been  worked 
from  time  to  time  for  a  long  period  of  years  as  a  source  of  commercial 
mica  and  feldspar,  and  to  a  less  extent  of  minerals  for  the  gem  trade. 

The  country  rock  is  a  thinly  foliated,  moderately  dark-colored,  fine- 
grained, biotite  gneiss  or  schist,  containing  more  or  less  muscovite. 
Where  measured,  the  foliation  strikes  N.  25°  to  30°  E.  and  dips  40°  to 
50°  N.  W.  Diabase  dikes  of  Mesozoic  age  intrude  the  rocks  in  places. 
The  pegmatite  bodies  are  dike-like  in  form  and  nearly  vertical,  with  the 
direction  of  trend  doubtful.  They  cut  across  the  foliation  of  the  schists 
and  the  large  ones  will  measure  more  than  50  ft.  across.  They  are  cut 
by  joints,  but  there  is  no  evidence  of  schistose  structure  developed  from 
metamorphism. 

The  pegmatites  are  of  granitic  (acidic)  composition,  containing 
feldspar,  including  the  potash  varieties,  orthoclase  and  green  microcline, 
and  the  soda  variety,  albite,  with  quartz  and  muscovite,  and  a  large 
number  of  rarer  minerals.  The  principal  rock-forming  minerals  are  not 
uniformly  distributed  through  all  parts  of  the  pegmatites,  but  their 
distribution  is  very  irregular,  first  one  and  then  another  of  these  minerals 
predominating  in  different  parts.  The  albite,  occurring  in  splendid 
crystallizations  as  reticulated  platy  forms  of  bluish  white  to  white  color 
and  frequently  transparent,  is  of  a  high  degree  of  purity  as  indicated  in 
the  two  analyses  on  the  following  page. 

The  texture  of  the  pegmatites  is  granular  consertal  rather  than 
graphic.  Miarolitic  cavities  have  been  obeerw* ivx  ■AW»e  of  the  openings 
made  in  the  pegmatites.    One  c?  walls  of 
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Cretaceous58  and  the  emerald  formation  as  middle  Cretaceous.*7  The 
present  writer  presents  no  fossil  evidence  but  feels  that  further  pale- 
ontological  study  is  needed  before  a  correlation  closer  than  "lower 
Cretaceous"  can  be  accepted  for  the  rocks  of  the  emerald  deposits.  An 
ammonite  collected  by  the  writer  from  the  stream  bed  below  the  workings 
has  been  identified  by  Dr.  T.  W.  Stanton  a&Pulchellia  zaleatoides,  Karsten, 
from  the  upper  part  of  the  lower  Cretaceous. 

Origin 

The  evidence  bearing  on  the  origin  of  the  emerald  has  been  presented 
in  descriptive  form.    It  may  be  summarized  under  four  heads,  as  follows: 

1.  The  association  of  such  minerals  as  emerald,  parisite,  fluorite, 
apatite,  albite,  and  barite  in  a  sedimentary  formation  implies  the  in- 
troduction of  material  from  an  external  source.  This  is  so  obvious  from 
the  composition  of  these  minerals  and  their  known  occurrence  elsewhere 
as  to  render  further  elaboration  unnecessary. 

2.  The  presence  of  pegmatites  is  significant,  because  the  conditions 
under  which  pegmatites  form  are  fairly  definitely  understood.  The 
mineral  content  of  the  pegmatites  is  thought  to  correlate  their  formation 
with  the  general  period  of  mineralization. 

3.  The  presence  of  albite  rock  (highly  albitized  limestone)  and  its 
spatial  relation  to  a  zone  occupied  by  the  Cenicero  and  Coma  indicate 
the  passage  of  strongly  effective  mineralizing  solutions.  The  albite  rock 
itself  is  thought  to  represent  a  contact  rock,  not  of  the  normal  type 
(because  of  the  absence  of  such  characteristic  minerals  as  garnet,  epidote, 
pyroxene,  amphibole,  etc.)  but  of  the  type  characterized  by  V.  M. 
Goldschmidt68  as  that  due  to  "pneumatolitic  contact  metamorphism," 
a  type  that  develops  later  in  the  cooling  of,  and  more  distant  from,  the 
parent  magma  than  the  normal  type. 

4.  Structural  conditions  indicate  that  the  emerald  formation  was 
overthrust  to  its  present  position  upon  the  Cambiado,  and  that  this  move- 
ment was  followed  by  a  period  of  mineralization  which  attained  its  most 
conspicuous  results  along  the  fault  plane  and  its  economic  results  above 
(and  not  below)  that  plane.  That  the  emerald  veins  are  the  result  of 
the  same  period  of  mineralization  that  produced  the  Cenicero,  Cama, 
and  albite  rock,  is  thought  to  be  clearly  indicated  by  the  mineral  content 

66  On  the  basis  of  Crioceras  Rocmeri 

Ammonites  compressissirnus,  D'Orb. 

67  On  the  basis  of  Hoplites  auritus,  Sow. 

H.  Deshayesi,  Leym. 
H.  tardefurcatus?    Leym. 
Schloenibachia  cristata,  Defr.  sp. 
Inoceramus  Cuvieri,  Sow. 
MLeith  and  Mead:  Metamorphic  Geology,  pp.  143  to  144,  1915. 


JOSEPH  B.   POGTJE  929 

and  spatial  connection  that  may  be  traced  between  the  four.  The  barren 
calcite  veins  in  the  Cambiado  are  probably  of  the  same  period  of  miner- 
alization also;  for  they  are  post-faulting  (Figs.  8a  and  86)  and  in  places 
are  connected  with  the  Cama. 

These  considerations  together  present  practically  conclusive  evidence 
that  the  emerald  is  one  effect  of  a  period  of  mineralization  growing  out 
of  the  intrusion  of  a  body  of  igneous  rock.  That  exposures  of  this  rock 
have  not  been  thus  far  discovered  should  have  little  weight  as  evidence. 
We  may  infer  further  that  the  emerald  was  deposited  under  gas-aqueous 
(pneumatolitic)  conditions,  although  the  general  temperature  of  miner- 
alization throughout  was  probably  below  575°. 

Other  inferences  may  be  drawn  and  suggestions  made.  It  is  possible 
that  the  overthrusting  and  folding  of  the  emerald  formation  is  due  to 
the  crowding  effect  of  the  igneous  intrusion;  this  makes  an  attractive 
and  reasonable  hypothesis.  Then,  the  fact  that  the  veins  of  the  emerald 
formation  carry  emeralds,  while  those  of  the  Cambiado  are  barren,  or,  in 
short,  that  the  emeralds  all  lie  above  the  plane  of  overthrust,  although 
non-economic  mineralization  proceeded  below,  suggests  that  the  solu- 
tions, entering  along  the  shattered  fault  plane,  effected  a  separation  there, 
their  liquid  portion  permeating  the  rocks  on  either  side,  their  gaseous 
portions  rising  and  therefore  recording  passage  (by  emerald  deposition) 
only  in  the  rocks  above.  The  presence  of  the  two  unusual  types  of 
deposits,  the  Cenicero  and  Cama,  raises  a  difficult  question;  but  it  seems 
probable  that  the  Cenicero  was  first  deposited,  following  close  on  to  the 
faulting  movement,  and  then  the  Cama  was  introduced  and,  accompanying 
it  (farther  out  from  the  fault  plane),  the  calcite  veins  were  developed. 
Again  the  carbon  content  of  the  emerald  formation  interposes  itself  as  a 
common  factor,  suggesting  the  possibility  that  it  may  have  been  essential 
to  the  formation  of  the  emerald  in  some  way,  either  by  its  precipitative 
action,  or  by  its  reducing  action  on  chromium,  the  coloring  agent  of  emerald. 
Finally,  the  question  arises  as  to  the  source  of  the  calcite  so  prominent  in 
the  seams  and  the  veins  throughout,  and  it  appears  probable  that  the 
calcium  carbonate  displaced  from  the  Cambiado  upon  its  albitization  is 
sufficient  to  form  these  bodies,  without  magmatic  contribution  of  that 
material. 

Mining  Methods19 

The  emerald  is  won  exclusively  by  open-cut  mining.  The  steep  slopes 
of  the  emerald  formation,  stripped  of  their  covering  of  jungle,  are  worked 
in  great  terraced  banks  (bancos),  affording  benches60  on  which  lines  of 

89  This  subject  is  treated  in  some  detail  by  Olden:  Emeralds:  Their  Mode  of 
Occurrence  and  Methods  of  Mining  and  Extraction  in  Colombia,  Transactions  of 
the  Institute  of  Mining  and  Metallurgy,  vol.  21,  pp.  193  to  209,  1911.  The  mines 
were  not  in  operation  at  the  time  of  the  writer's  visit. 

••  The  benches  are  about  76  cm.  high  and  76  cm.  broad. 
voi*  iiV. — 59. 
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and  not  allowed  to  leave  the  mines  until  the  culmination  of  a  suitable 
period  of  search. 

The  mine  buildings  are  commodious  and  comfortable,  maintained 
in  good  condition  (Fig.  3).  The  mining  equipment  is  simple,  but  the 
fragility  of  the  emerald  precludes  the  use  of  most  types  of  equipment  that 
would  increase  the  quantity  of  ground  handled. 

Production 

It  is  impossible  to  present  an  approximation  of  the  total  production 
of  the  Muzo  mines.  The  pre-Spanish  output,  undoubtedly  significant* 
is  of  course  not  open  to  any  measure.  In  historic  times,  the  exploitation 
was  so  irregular,  and  the  records  so  incomplete,  that  a  fair  baas  for 
judgment  is  entirely  lacking.  Nevertheless,  it  is  certain  that  the  total 
output  may  be  estimated  in  terms  of  tens  of  millions  of  dollars,  and  that 
in  many  single  years  the  production  has  run  in  value  from  $1,000,000 
to  perhaps  $2,000,000,  or  more. 

Other  Deposits 

The  Coscuez  and  Somondooo  emerald  deposits  have  already  been 
mentioned  as  the  only  other  important  known  occurrences  of  this  mineral 
in  South  America. 

Coscuez  Deposits. — These  lie  about  12  km.  in  direct  line  north-north- 
west of  the  Muso  mines  (Fig.  2)  but  are  exceedingly  difficult  of  aooeas. 
They  were  known  before  the  Conquest  and  won  a  reputation  for  richness 
(see  p.  914).  No  information  is  yet  available  concerning  their  geology, 
but  the  writer  has  been  informed  that  a  geological  study  of  them  was 
made  late  in  1915  by  Robert  Scheibe.81 

Somondooo  Deposits. — These  lie  about  130  km.  in  direct  line  south- 
west of  the  Muzo  mines  on  the  Orinoco  watershed  (Fig.  1),  and  a  careful 
survey  of  available  information  suggests  that  possibly  they  are  richer 
than  the  Muzo  deposits.  They  have  been  visited  and  described  by 
W.  Lidstone62  and  by  E.  B.  Latham;68  and  in  1915  a  detailed  geological 
survey  of  them  was  made  by  Robert  Scheibe,  but  the  results  are  not 
yet  published. 

These  deposits  have  a  romantic  history.  They  were  richly  productive 
before  the  Spanish  Conquest,  were  seized  and  worked  a  while  by  the 
Spaniards,  were  subsequently  abandoned  and  lost,  and  only  rediscovered 
in  1896.64  They  have  not  been  productive  in  recent  times,  .though 
foreign  capital  has  interested  itself  in  their  exploitation. 

61  Personal  communication  from  Dr.  Juan  de  Dios  Vasquez,  Director  of  the  Muso 
mines. 

"  Emerald  Mines  of  Chivor,  Colombia,  manuscript,  Bogota^  1908,  copy  on  file, 
U.  S.  Geological  Survey,  Washington. 

••The  Newly  Discovered  Emerald  Mines  of  "Somondoco,"  School  of  Mint* 
Quarterly,  Columbia  Univ.,  vol.  32,  pp.  210  to  214,  1910-11. 

•4  Latham:  op.  cit.t  p.  211. 
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According  to  Latham65  the  emerald  here  occurs  in  veins  of  "semi- 
decomposed  quartz"  traversing  folded  beds  of  dark  gray  to  black  "clay- 
slate"  and  limestone,  and  is  found  either  directly  embedded,  or  in  pockets, 
in  these  veins,  very  rarely  in  the  rock  itself.  Lidstone66  describes  the 
occurrence  here  in  a  similar  manner,  without,  however,  specifying  the 
vein  matter  to  be  quartz. 
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The  Radio-Activity  of  Allanite 

BT  L.  8.   PRATT,*   CHARLOTTESVILLE,  VA. 
(Arisona  Meeting,  September,  1916) 

In  1910  the  author  was  engaged  in  a  qualitative  study  of  the  radio- 
activity of  several  chemical  substances  and  a  few  minerals.  In  the  course 
of  the  work  he  studied  the  mineral  allanite  (obtained  from  granite  ledges 
at  Topsham,  Maine),  and  found  it  to  be  appreciably  radio-active. 

Recently  the  fact  was  brought  to  his  attention  that  the  radio-activity 
of  allanite  is  not  well  known,  although  Hon.  R.  J.  Strutt  in  1905  published 
a  list  of  radio-active  minerals  with  their  analyses,  including  allanite  from 
Amherst  County,  Virginia.1 

In  the  work  done,  a  standard  type  of  electroscope  was  used,  and  the 
readings  were  made  with  a  telescope,  fitted  with  a  scale,  by  means  of 
which  the  rate  of  discharge  could  be  readily  determined. 

The  natural  "leak"  of  the  instrument  was  carefully  determined,  and 
all  results  corrected  accordingly. 

The  method  of  study  was  as  follows:  The  material  to  be  tested  was 
finely  powdered,  and  spread  over  the  bottom  of  a  small,  inactive  pan. 
The  electroscope  was  then  charged,  and  the  pan  placed  in  position.  The 
door  of  the  instrument  was  closed,  and  the  rate  of  discharge  carefully 
determined. 

All  results  were  reduced  to  common  form  to  permit  of  comparison. 

It  is  to  be  noted  that  the  materials  tested  were  not  used  in  strictly 
comparable  quantities,  such  as  if  1  g.  of  each  had  been  used,  but  about 
the  same  quantity  of  powder  was  used  (in  the  cases  of  the  solid  sub- 
stances), so  that  the  results  are  qualitatively  accurate. 

The  results  obtained  were  the  following,  reduced  to  common  form  and 
corrected  for  the  natural  "leak"  of  the  instrument  used: 

Mm.  in  6  Min.  (on  Scale) 

"Leak" 1 

Radium  residue  (in  pan) 720 

Thorianite 62 

Nernst  mantle 17 

Uranium  nitrate 11 

Allanite 3 


•  University  of  Virginia. 

1  Proceedings  oj  the  Royal  Society  of  London,  Ser.  A,  vol.  76,  pp.  88  to  102,  312 
*M>).     Abstract  in  Zeitsckrift  ftir  Krystallographie,  vol  43,  p.  610  (1905),  and 
~4New$,  vol.  91,  p.  299  (1905). 
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Zircon-Bearing  Pegmatites  In  Virginia 

BT  TBOHAB  L.  WATSOM,*  PH.  D.,  (amUMTWIM,  TA. 


Jnfrodurfwn 

Tub  occurrence  of  lircon  in  peg 
corded  by  many  observers  both  in 
form  one  of  the  most  Important  g 
mineral.1  As  is  well  known,  comma 
locality  for  siroon  is  near  JSroonia  in 
where  many  tons  of  the  mineral  ha 
pegmatite  dike  100  ft.  wide  and  trai 
of  strike  N.  60°  E. 

Zircon  maybe  developed  in  pegi 
rook-forming  minerals,  chiefly  quar 
megaseopio  constituent  in  the  form  < 

as  a  rule,  2  in.  in  site,  and  usually  smaller.  In  the  Henderson  County, 
North  Carolina,  pegmatite,  zircon  occurs  in  prismatic  crystals  with  pyra- 
midal terminations  measuring  up  to  30  mm.  in  diameter,  associated 
chiefly  with  the  feldspar.  In  some  of  the  apatite  veins  of  Canada,  which 
are  closely  allied  to  pegmatite  dikes,  zircon  is  reported  in  crystals  up- 
ward of  6  in.  in  length  and  2  in.  and  more  in  thickness. 

Zircon  in  large  masses  occurs  in  Virginia  in  the  well-known  pegmatites 
near  Amelia  in  Amelia  County,  and  near  Gouldin  in  Hanover  County. 
Both  localities  are  in  the  middle  eastern  portion  of  the  Piedmont  Plateau 
province,  and  are  separated  by  a  distance  of  about  40  mike  in  a  n 
southwest  direction.  The  rocks  of  both  areas,  including  the  r. 
bodies,  are  in  an  advanced  stage  of  decay,  and  the  hard  and  moderately 
fresh  rocks  are  concealed  beneath  a  cover  of  variable  thickness  of  rock 
decay  derived  by  the  normal  processes  of  weathering.    Exposures,  thero- 


*  Professor  of  Geology,  University  of  \irgiuia,  mod 

1For  a  summary  of  the  properties,  occurrence, 

T.  L.  Watson  and  F.  L.  Heas  on  Zirconiferous  Sandal 

BwlUti*  tf  PW#j«>p*mW  Soei^i  if  tlm  l*u*rntf  wf  Vir 

So.  11.  pp.  267-282.  V19H) 
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fore,  of  even  moderately  fresh  rock  in  the  two  areas  are  rare  except  along 
stream  courses. 

Pegmatite  dikes  occur  in  most  of  the  Virginia  Piedmont  counties,  and 
the  detailed  study  of  them  now  in  progress  by  the  State  Geological 
Survey  will  doubtless  add  to  those  of  Amelia  and  Hanover  Counties  that 
are  zircon-bearing.  The  particularly  interesting  features  of  the  zircon 
noted  in  the  pegmatites  of  the  two  Virginia  localities  are  (1)  its  occurrence 
in  massive  forms  of  unusual  size,  and  (2)  its  association  in  the  two 
localities  with  an  entirely  different  group  of  rarer  minerals,  although  the 
pegmatites  of  each  area  are  of  granitic  composition.  Zircon  and  apatite 
are  the  only  rare  minerals  that  have  been  found  alike  in  the  two  areas, 
and,  so  far  as  the  pegmatite  bodies  have  been  worked,  zircon  is  more 
abundant  in  the  pegmatites  of  the  Hanover  County  area  than  in  those  of 
Amelia  County. 

Amelia  County  Area 

The  pegmatite  bodies  occurring  near  Amelia  Courthouse  in  Amelia 
County  have  long  been  known  for  the  variety  of  rare  minerals  found  in 
them,  many  of  which  were  of  unusual  size.  The  dikes  have  been  worked 
from  time  to  time  for  a  long  period  of  years  as  a  source  of  commercial 
mica  and  feldspar,  and  to  a  less  extent  of  minerals  for  the  gem  trade. 

The  country  rock  is  a  thinly  foliated,  moderately  dark-colored,  fine- 
grained, biotite  gneiss  or  schist,  containing  more  or  less  muscovite. 
Where  measured,  the  foliation  strikes  N.  25°  to  30°  E.  and  dips  40°  to 
50°  N.  W.  Diabase  dikes  of  Mesozoic  age  intrude  the  rocks  in  places. 
The  pegmatite  bodies  are  dike-like  in  form  and  nearly  vertical,  with  the 
direction  of  trend  doubtful.  They  cut  across  the  foliation  of  the  schists 
and  the  large  ones  will  measure  more  than  50  ft.  across.  They  are  cut 
by  joints,  but  there  is  no  evidence  of  schistose  structure  developed  from 
metamorphism. 

The  pegmatites  are  of  granitic  (acidic)  composition,  containing 
feldspar,  including  the  potash  varieties,  orthoclase  and  green  microcline, 
and  the  soda  variety,  albite,  with  quartz  and  muscovite,  and  a  large 
number  of  rarer  minerals.  The  principal  rock-forming  minerals  are  not 
uniformly  distributed  through  all  parts  of  the  pegmatites,  but  their 
distribution  is  very  irregular,  first  one  and  then  another  of  these  minerals 
predominating  in  different  parts.  The  albite,  occurring  in  splendid 
crystallizations  as  reticulated  platy  forms  of  bluish  white  to  white  color 
jpAd  frequently  transparent,  is  of  a  high  degree  of  purity  as  indicated  in 

>o  analyses  on  the  following  page. 

+«xture  of  the  pegmatites  is  granular  consertal  rather  than 

Tiarolitic  cavities  have  been  observed  in  some  of  the  openings 

igmatites.    One  of  these  was  of  large  size,  the  walls  of 


them  attained  unusual  size,  such  as  crystals  of  beryl  3  to  4  ft.  long  and  18 
in.  thick,  columbite  in  crystalline  masses  weighing  6  to  8  lb.,  allanite 
crystals  more  than  15  in.  long,  microlite  in  masses  up  to  8  lb.  in  weight, 
and  monazite  in  masses  larger  than  those  of  microlite.*  Zircon  has  been 
noted  in  small  crystals  and  in  masses  weighing  several  pounds.  Stibnite 
and  galena  have  been  reported,  but  they  are  extremely  rare  and  have  not 
been  seen  by  the  writer. 

Among  the  rarer  minerals  found  in  the  Amelia  County  pegmatites, 
analyses  of  the  garnet,  beryl,  helvite,  allanite,  columbite,  microlite, 
apatite,  and  monazite  have  been  made  and  are  given  below  in  the  order 
named.  The  general  character  and  mode  of  occurrence  of  these  minerals 
in  the  Amelia  County  pegmatites  have  been  fully  described  by  Professor 
Fontaine.*  No  analysis  has  been  made  of  the  zircon.  It  is  much  less 
abundant  than  in  the  pegmatites  of  the  Hanover  County  area  and  prop- 
erly belongs  to  the  more  sparingly  occurring  rare  minerals  in  the  Amelia 
County  area. 

*  W  F.  Fontaine:  Notes  on  the  Occurrence  of  Certain  Minerals  in  Amelia  County, 
Virginia,  American  Journal  of  Science,  Series  3,  vol.  25,  p.  332  (1883). 

*  W.  F.  Fontaine,  ibid.,  pp.  330-339  (1883). 

*  IbU.,  pp.  330-339  (1883). 
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•  •  •  •  • 

Specific  gravity 

2.702 

I.  C.  M.  Bradbury:  Chemical  News,  vol.  50,  p.  220  (Nov.  7, 1884).    See  also  W.  H. 
Seamon,  Chemical  News,  vol.  46,  p.  195  (Oct.  27, 1882). 

II.  F.  W.  Clarke:  Bulletin  No.  60  of  U.  S.  Geological  Survey,  p.  129  (1890). 

III.  R.  W.  Barker:  Analysis  of  a  Beryl  from  Amelia  C.  H.,  Amelia  Co.,  Virginia, 
American  Chemical  Journal,  vol.  7,  No.  3,  pp.  175-176  (Oct.,  1885). 
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IV.  R.  Haines:  Proceedings  of  Academy  of  Natural  Sciences  of  Philadelphia,  1882 
p.  101. 

V.  B.  E.  Sloan:  Chemical  News,  vol.  46,  p.  195  (Oct.  27, 1882). 

VI.  F.  P.  Dunnington:  Proceedings  of  Academy  of  Natural  Sciences  of  Philadelphia, 
1882,  p.  103. 


but  the  writer  has  been  informed  that  a  geological  study  of  them  was 
made  late  in  1915  by  Robert  Scheibe.*1 

S&mondoco  Deposit*. — These  lie  about  130  km.  in  direct  line  south- 
west of  the  Muz©  mines  on  the  Orinoco  watershed  (Fig.  1),  and  a  careful 
survey  of  available  information  suggests  that  possibly  they  are  richer 
than  the  Muzo  deposit!.  They  have  been  visited  and  described  by 
ff.  Lidstone"  and  by  E.  B.  Latham ;"  and  in  1915  a  detailed  geological 
survey  of  them  was  made  by  Robert  Scheibe,  but  the  results  axe  not 
yet  published. 

These  deposits  have  a  romantic  history.  They  were  richly  productive 
before  the  Spanish  Conquest,  were  seized  and  worked  a  while  by  the 
Spaniards,  were  subsequently  abandoned  and  lost,  and  only  rediscovered 
in  1896.**  They  have  not  been  productive  in  recent  times,  though 
foreign  capital  has  interested  itself  in  their  exploitation. 

"  Personal  corn  muni  cat  ion  Iron 


"  Emerald  Mines  of  Chivor,  C 
L".  S.  Geological  Survey,  Washingi 

"  Tbe  Newly  Discovered  Em 
Quarterly,  Columbia  Univ.,  voL  32 

**  Latham:  op.  eiL,  p.  211. 
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According  to  Latham65  the  emerald  here  occurs  in  veins  of  "semi- 
decomposed  quartz"  traversing  folded  beds  of  dark  gray  to  black  "clay- 
slate"  and  limestone,  and  is  found  either  directly  embedded,  or  in  pockets, 
in  these  veins,  very  rarely  in  the  rock  itself.  Lidstone66  describes  the 
occurrence  here  in  a  similar  manner,  without,  however,  specifying  the 
vein  matter  to  be  quartz. 
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uhomiimlly  that  tin  such  effect  can  be  looked  for.  Pogue  mentions  carbon 
n*  it  [toKmblo  precipitating  agent,  but  describes  both  formations  as  car- 
Imtmee.f  nm,  so  thiil.  the  difference  in  the  minerals  of  the  two  can  not  be  thus 
explained. 

3.  Tim  physical  condition  of  A  might  have  permitted  or  encouraged 
Mm  pnssngo  of  the  solutions,  while  that  of  B  retarded  or  prevented  it. 
In  the  present  deposit  some  mineralisation  occurs  in  both  formations, 
calcite  veins,  albite,  and  pyrite  being  found  in  both,  whereas  emerald, 
partake,  and  a  number  of  minerals  of  minor  importance  occur  only  in  the 
upper,  A.  It  seems  to  me  that  this  difference  may  have  been  produced 
by  a  ehango  in  the  composition  of  the  solutions  during  the  progress  of 
miiietntimtioii;  at  first  these  brought  in  only  the  constituents  of  albite  and 
pyrite  and  deposited  them  with  ealeite  dissolved  from  the  wall  rock,  in 
both  formations;  the  openings  in  H  became  completely  filled,  while  the 
more  numerous  or  larger  one*  which  would  naturally  have  developed  in 
A .  since  it  was  the  uppermost  formation,  remained  partially  open.  Then, 
<n  hen  tin  ring  later  phases  of  the  minersliiing  activity  the  constituents  of 
emerald  and  parisite  appeared,  they  were  deposited  only  in  A  \ 
had  txwww  impermeable. 

•  V  *•«*»«  t    i,%ir»1or.    IV-mow   of    Miiwitko    »nd  IVttwlagy,    TJ. 
t  K*M*V<d  .>«*♦  »,  1*1*. 
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The  Radio-Activity  of  Allanite 

BT  L.   8.   PRATT,*  CHARLOTTESVILLE,  VA. 
(Arisona  Meeting,  September,  1916) 

In  1910  the  author  was  engaged  in  a  qualitative  study  of  the  radio- 
activity of  several  chemical  substances  and  a  few  minerals.  In  the  course 
of  the  work  he  studied  the  mineral  allanite  (obtained  from  granite  ledges 
at  Topsham,  Maine),  and  found  it  to  be  appreciably  radio-active. 

Recently  the  fact  was  brought  to  his  attention  that  the  radio-activity 
of  allanite  is  not  well  known,  although  Hon.  R.  J.  Strutt  in  1905  published 
a  list  of  radio-active  minerals  with  their  analyses,  including  allanite  from 
Amherst  County,  Virginia.1 

In  the  work  done,  a  standard  type  of  electroscope  was  used,  and  the 
readings  were  made  with  a  telescope,  fitted  with  a  scale,  by  means  of 
which  the  rate  of  discharge  could  be  readily  determined. 

The  natural  "leak"  of  the  instrument  was  carefully  determined,  and 
all  results  corrected  accordingly. 

The  method  of  study  was  as  follows:  The  material  to  be  tested  was 
finely  powdered,  and  spread  over  the  bottom  of  a  small,  inactive  pan. 
The  electroscope  was  then  charged,  and  the  pan  placed  in  position.  The 
door  of  the  instrument  was  closed,  and  the  rate  of  discharge  carefully 
determined. 

All  results  were  reduced  to  common  form  to  permit  of  comparison. 

It  is  to  be  noted  that  the  materials  tested  were  not  used  in  strictly 
comparable  quantities,  such  as  if  1  g.  of  each  had  been  used,  but  about 
the  same  quantity  of  powder  was  used  (in  the  cases  of  the  solid  sub- 
stances), so  that  the  results  are  qualitatively  accurate. 

The  results  obtained  were  the  following,  reduced  to  common  form  and 
corrected  for  the  natural  "leak"  of  the  instrument  used: 

Mm.  in  6  Min.  (on  Scale) 

"Leak" 1 

Radium  residue  (in  pan) 720 

Thorianite 62 

Nernst  mantle 17 

Uranium  nitrate 11 

Allanite 3 

*  University  of  Virginia. 

1  Proceedings  oj  the  Royal  Society  of  London,  Ser.  A,  vol.  76,  pp.  88  to  102,  312 
flfi05).     Abstract  in  Zeitschrift  far  KryetaUographie,  voL  43,  p.  610  (1905),  and 
"nical  News,  vol.  91,  p.  299  (1905). 
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fore,  of  even  moderately  fresh  rock  in  the  two  areas  are  rare  except  along 
stream  courses. 

Pegmatite  dikes  occur  in  most  of  the  Virginia  Piedmont  counties,  and 
the  detailed  study  of  them  now  in  progress  by  the  State  Geological 
Survey  will  doubtless  add  to  those  of  Amelia  and  Hanover  Counties  that 
are  zircon-bearing.  The  particularly  interesting  features  of  the  zircon 
noted  in  the  pegmatites  of  the  two  Virginia  localities  are  (1)  its  occurrence 
in  massive  forms  of  unusual  size,  and  (2)  its  association  in  the  two 
localities  with  an  entirely  different  group  of  rarer  minerals,  although  the 
pegmatites  of  each  area  are  of  granitic  composition.  Zircon  and  apatite 
are  the  only  rare  minerals  that  have  been  found  alike  in  the  two  areas, 
and,  so  far  as  the  pegmatite  bodies  have  been  worked,  zircon  is  more 
abundant  in  the  pegmatites  of  the  Hanover  County  area  than  in  those  of 
Amelia  County. 

Amelia  County  Area 

The  pegmatite  bodies  occurring  near  Amelia  Courthouse  in  Amelia 
County  have  long  been  known  for  the  variety  of  rare  minerals  found  in 
them,  many  of  which  were  of  unusual  size.  The  dikes  have  been  worked 
from  time  to  time  for  a  long  period  of  years  as  a  source  of  commercial 
mica  and  feldspar,  and  to  a  less  extent  of  minerals  for  the  gem  trade. 

The  country  rock  is  a  thinly  foliated,  moderately  dark-colored,  fine- 
grained, biotite  gneiss  or  schist,  containing  more  or  less  muscovite. 
Where  measured,  the  foliation  strikes  N.  25°  to  30°  E.  and  dips  40°  to 
50°  N.  W.  Diabase  dikes  of  Mesozoic  age  intrude  the  rocks  in  places. 
The  pegmatite  bodies  are  dike-like  in  form  and  nearly  vertical,  with  the 
direction  of  trend  doubtful.  They  cut  across  the  foliation  of  the  schists 
and  the  large  ones  will  measure  more  than  50  ft.  across.  They  are  cut 
by  joints,  but  there  is  no  evidence  of  schistose  structure  developed  from 
metamorphism. 

The  pegmatites  are  of  granitic  (acidic)  composition,  containing 
feldspar,  including  the  potash  varieties,  orthoclase  and  green  microcline, 
and  the  soda  variety,  albite,  with  quartz  and  muscovite,  and  a  large 
number  of  rarer  minerals.  The  principal  rock-forming  minerals  are  not 
uniformly  distributed  through  all  parts  of  the  pegmatites,  but  their 
distribution  is  very  irregular,  first  one  and  then  another  of  these  minerals 
predominating  in  different  parts.  The  albite,  occurring  in  splendid 
crystallizations  as  reticulated  platy  forms  of  bluish  white  to  white  color 
and  frequently  transparent,  is  of  a  high  degree  of  purity  as  indicated  in 
the  two  analyses  on  the  following  page. 

The  texture  of  the  pegmatites  is  granular  consertal  rather  than 
graphic.  Miarolitic  cavities  have  been  observed  in  some  of  the  openings 
inade  in  the  pegmatites.    One  of  these  was  of  large  size,  the  walls  of 


50°  to  the  south.  During  part  of  1907,  the  Canadian  Pyrites  Co.  sank 
an  inclined  shaft  on  the  deposit  to  a  depth  of  110  ft.  and  did  some  drifting 
on  the  85-ft.  level,  together  with  some  diamond  drilling.  The  deposit 
varies  from  4  to  7  ft.  in  width.  The  ore  on  the  dump  is  pyrite  with  a 
little  pyrite  and  pyrrhotite,  which  will  grade  upward  of  40  per  cent,  in 
sulphur. 

The  Hungerford  Western  Extension,  No.  9,  was  fairly  well  prospected 
in  1906  by  means  of  surface  trenches  at  regular  intervals  along  the 
strike  of  the  fahlband.  The  western  lens  had  been  exploited  by  surface 
trenches  to  a  length  of  500  ft.,  exhibiting,  near  the  line  between  the  lots, 
a  width  varying  from  16  to  18  ft.  of  ore,  which  will  grade  from  42  to  44 
per  cent,  sulphur.  The  only  impurity  consists  of  small  included  lenses 
of  calcite. 

The  eastern  lenses  are  presumably  continuations  of  the  Hungerford 
mine  orebodies. 

A  gossan  40  ft.  wide  occurs  on  the  south  end  of  the  property,  but  not 
enough  work  has  been  done  to  determine  the  extent  of  the  deposit. 

The  Ontario  Sulphur  Mines,  Limited*  No.  10,  commenced  work  in 

1  Formerly  the  Craig  property. 
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March,  1908,  and  continued  until  the  end  of  1911,  save  for  2  months  in 
the  summer  of  1910.  The  pyrite  deposit  on  which  work  has  been  done 
is  located  about  J^  mile  west  of  the  Hungerford  mine.  It  appears  to  be 
a  lens  pitching  toward  the  southeast.  A  shaft  has  been  sunk  300  ft., 
with  225  ft.  of  drifting  on  the  100-ft.  level  and  250-ft.  on  the  200-ft. 
level.  According  to  A.  W.  G.  Wilson,10  "The  total  shipments  from  the 
property  up  to  the  first  of  May,  1911,  have  been  4,821  long  tons  of  ore 
averaging  36 J£  per  cent,  sulphur."  In  one  place  the  deposit  is  30  ft. 
wide. 

The  Sulphide  Chemical  Co.  operated  the  property  from  the  spring  of 
1914  until  the  following  November,  during  which  time  the  mine  was 
dewatered  and  considerable  ore  was  raised  and  shipped.^1  No  work  has 
been  done  since. 

The  Queensboro  Mine  (Blakely),  No.  11,  up  to  the  autumn  of  1906 
shipped  65  carloads  of  pyrites  running  about  45  per  cent,  sulphur.  Mine 
operations  ceased  in  1908.  The  pyrite  occurs  as  a  series  of  lenses  up  to 
15  and  20  ft.  wide  along  the  contact  of  a  garnetiferous  schist  (Grenville 
in  age)  and  an  intrusive  pink  felsite  (post-Hastings  in  age).  The  ore  is 
dense,  the  only  impurity  being  thin  veinlets  of  quartz.  Cutting  a 
pyrite  lenses  a  small  quartz  vein  containing  copper  pyrites  and  argentif- 
erous jamesonite.  In  another  place  some  zinc  blende  is  interbanded  with 
the  pyrite.  The  main  shaft  is  135  ft.  deep  with  about  175  ft.  of  drifting 
on  the  50-  and  85-ft.  levels. 

The  Canadian  Sulphur  Ore  Co.1 8  Pyrites  Mine,12  No.  12,  was  discovered 
in  1906  by  Stephen  Wellington  while  prospecting  for  iron.  Under  the 
gossan,  merchantable  iron  pyrites  was  discovered,  from  which  a  car  load 
of  iron  pyrites  was  shipped  in  1908.  Later,  the  Canadian  Pyrites  Syndi- 
cate bought  the  property,  installed  a  small  plant  and  shipped  a  few  hun- 
dred tons  of  pyrite.  In  the  spring  of  1910  the  property  was  handed  over 
to  the  present  company,  which  began  shipping  ore  3  months  later,  and 
has  continued  to  the  present.  The  mine  is  equipped  to  produce  100  tons 
of  iron  pyrites  per  day,  yielding  40  per  cent,  of  sulphur.  Since  Dec. 
11,  1912,  the  mine  has  been  run  by  electricity  supplied  by  the  Seymour 
Power  Co.  A  branch  line  2%  miles  in  length  from  the  Bay  of  Quinte 
Railway  near  Queensboro  to  the  mine  was  completed  in  1913.  The  ore 
is  shipped  to  the  Nichols  Chemical  Co.'s  acid  plant  at  Sulphide,  11  miles 
southeast,  and  to  the  chemical  companies  at  Hamilton  and  Detroit. 


10  A.  W.  G.  Wilson:  Pyrites  in  Canada,  Publication  No.  167,  Canada  Mines  Branch, 
p.  66  (1912).  - 

11  A.  W.  G.  Wilson:  Annual  Report,  Ontario  Bureau  of  Mines,  vol.  23,  part  I,  p. 
174  (1914). 

11  Alex.  Longwell,  President,  410  Crown  Office  Building,  Toronto.  For  a  fuller 
description  see  P.  E.  Hopkins:  The  Queensboro  Iron  Pyrites  Deposits,  Annual  Report, 
Ontario  Bureau  of  Mines,  vol.  22,  part  II,  pp.  89-104  (1913). 
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or  pyritfi.  A  abaft  has  been  sunk  to  a  depth  of  about  25  ft.  A  sample 
collected  by  E.  L.  Fraleck,  representing  an  average  of  75  per  cent,  of 
the  dump  (which  consists  of  about  40  tons),  yielded  40.64  per  cent,  of 
sulphur.  The  deposit  maintains  a  uniform  width  of  5  ft.,  the  only . 
impurity  being  crystalline  limestone. 

The  McKenly  Prospect,  No.  15,  shipped  hematite  40  years  ago.  A 
pit  nt  one  time  00  ft.  deep  has  caved  in.  An  examination  of  the  cull 
dump  reveals  the  fact  that  all  large  lumps  of  apparent  hematite  have, 
when  broken,  a  core  of  pyrites.  In  E.  L.  Fraleck's  opinion,  this  is  one 
of  many  instances  throughout  eastern  Ontario  where  hematite  consti- 
tutor tho  gonsnn  capping  of  a  sulphide  orebody. 

The  Little  Salmon  Lake  Deposit,  No.  10,  occurs  in  a  chlorite  schist 
which  strikes  east  and  west,  the  main  rock  in  the  area  being  a  white 
crystallised  limestone,  probably  of  Grenville  age.  A  trench,  40  ft.  long, 
uncovered  pyrito  15  ft.  in  width.  An  average  of  75  per  cent,  of  the  pyri- 
tifermia  material  yielded  38.83  per  cent,  of  sulphur. 

On  the  (Ititttfr  Property,  No.  17,  a  shaft,  20  ft.  deep,  has  been  sunk 
on  a  deposit  consisting  of  alternating  bands  of  quarts  and  pyrite  5  ft. 
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wide.  A  sample  representing  two-thirds  of  the  dump  yielded  39.50  per 
cent,  of  sulphur. 

Snooks  Prospect,  No.  17. — A  fahlband  strikes  northeast  through  a 
coarse,  impure  crystalline  limestone,  and  can  be  traced  across  the  adjoin- 
ing lot  6  to  Desert  Lake.  On  the  road  allowance,  7  ft.  of  massive  pyrite 
and  25  ft.  of  pyrite  mixed  with  crystalline  limestone  were  uncovered  in 
obtaining  material  for  the  road. 

On  the  Stalker  Prospect,  No.  19,  is  a  well-defined  fahlband,  containing 
some  hematite,  and  striking  east  and  west.  A  small  test  pit  has  been 
sunk  on  a  lens  of  pyrite  which  shows  at  that  point  a  width  of  6  ft. 

The  Foley  Deposit,  No.  20,  occurs  in  an  outlier  of  crystalline  limestone 
surrounded  on  all  sides  at  short  distances  by  granite.  The  irregular 
deposit  consists  of  small  masses  of  pyrite  and  pyrrhotite  in  about  equal 
proportions.  The  work  consists  of  a  pit,  80  ft.  long,  40  ft.  wide  and  10 
to  15  ft.  deep,  sunk  on  pyrite  and  pyrrhotite  in  about  equal  proportions 
intermixed  with  pyroxene,  calcite,  mica  and  molybdenite. 

The  Caldwell  Prospect,  No.  21,  was  opened  in  the  fall  of  1915  by 
Thomas  B.  Caldwell  of  Lanark.  About  500  tons  of  ore  have  been  mined, 
but  the  sulphur  contents  are  not  known. 


in  the  United  States  to  justify  the  heavy  capital  outlay  connected  with 
the  development  of  such  engines.  There  are  relatively  few  localities  in 
the  United  States  where  fuel  prices  are  as  high  as  they  are  in  the  South- 
west, and  regions  of  high  fuel  prices  are  sparsely  settled  and  have  a  very 
limited  demand  for  power.  Where  low  fuel  prices  obtain,  steam  turbines 
are  active  competitors  of  Diesel  engines  for  large  power  plants,  particu- 
larly when  the  station  load  factor  is  low.  As  most  of  the  American 
manufacturers  of  Diesel  engines  work  under  license  agreements  with 
European  manufacturers,  which  limit  their  market  to  the  United  States 
and  its  possessions  and  Canada,  a  further  limitation  is  imposed  upon 
them,  leaving  to  European  firms  practically  the  entire  world  as  a  market. 
The  greater  number  of  power  plants  range  in  size  from  300  to  1,000 
hp.;  the  average  size  of  the  central  station,  on  a  basis  of  all  central  stations 
in  the  United  States,  not  greatly  exceeding  500  kw. ;  in  these  sizes  it  is 
hard  for  steam  engines  to  compete  with  Diesel  engines,  unless  fuel  oil 
prices  are  excessively  high,  and  coal  prices  very  low,  or  the  exhaust  steam 
is  used  for  heating  purposes. 
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When  Mr.  Hawkins  makes  the  statement:  "While  it  is  true  that  in 
Europe  units  in  excess  of  2,000  hp.  have  been  built  in  the  two-cycle  type, 
they  are  not  considered,  even  by  the  manufacturers,  to  be  out  of  the 
experimental  stage,"  he  cannot  be  familiar  with  the  development  of 
large  Diesel  engines  abroad,  where  a  number  of  manufacturers  build 
engines  in  units  of  3,000  hp.  and  4,000  hp.  and  engines  of  that  size  have 
been  in  successful  operation  for  a  number  of  years. 

As  is  plainly  stated  in  Fig.  1  and  in  Table  1,  the  units  selected  for  the 
Diesel-engine  power  plant  are  four  3,000  hp.  (2,000  kw.)  Sulzer  vertical 
single-acting  two-stroke  cycle  engines.  They  are  engines  with  six  cylin- 
ders each  and  are  built  by  Sulzer  Bros,  of  Winterthur,  Switzerland. 
Engines  of  this  type  are  past  the  experimental  stage  and  are  in  successful 
operation  in  different  parts  of  the  world. 

Another  item  needing  correction  should  be  stated:  the  two  1,250-hp. 
Diesel  engines  installed  at  Tyrone,  N.  M.,  were  built  by  Carels  Bros,  of 
Ghent,  Belgium,  and  only  the  third  unit  was  built  by  the  Nordberg  Mfg. 
Co.,  the  licensee  of  Carels  Bros. 

Cost  of  Plant 

As  for  Mr.  Hawkins'  "revised"  figures  of  "Cost  of  Plant,"  I  will  say 
that,  having  been  connected  as  engineer  with  one  of  the  foremost  European 
Diesel  engine  builders  and  also  with  the  leading  manufacturer  of  Diesel 
engines  in  the  United  States,  I  have  cost  data  that  Mr.  Hawkins  may 
possibly  not  possess.  The  costs  as  stated  were  conservative  at  the  time 
the  estimates  were  made,  namely,  late  in  1915.  They  would  not  hold 
good  at  present  as  all  materials  have  since  then  greatly  risen  in  price. 

Mr.  Hawkins  quotes  my  article  in  the  Engineering  and  Mining  Journal 
of  Apr.  26,  1913,  incorrectly.  The  plant  there  considered  is  of  1,200-kw. 
capacity,  not  of  1,400-kw.  It  comprises  three  400-kw.,  not  three  450- 
kw.  units.  These  are  single-acting,  four-stroke  cycle,  four-cylinder 
engines  and  are  not  comparable  in  size  or  character  of  engine  to  a  plant 
of  four  3,000-hp.  units  of  two-stroke  cycle  engines.  Moreover,  the  higher 
cost  of  the  small  plant  was  partly  due  to  special  flywheel  type  of  alter- 
nator, whereas  the  cyclic  regularity  of  multicylinder  two-stroke  cycle 
engines  is  so  good  that  standard  type  of  generator  can  be  coupled  direct 
to  the  engine. 

Fixed  Charges 

Mr.  Hawkins'  arguments,  that  the  life  of  Diesel  engines  is  an  un- 
known factor,  the  present  engines  having  been  developed  within  com- 
paratively recent  years,  might  with  equal  force  be  made  as  regards  large 
steam  turbines  using  high  steam  pressures  and  highly  superheated  steam, 


t  -filled  nmics,  *<■  rurea  witn  lour-cyunaer  lour-swojte  cycle  .Diesel  e 
directly  connected  with  Alternating-current  generators. 

Fuel  oil  Ronnilinption  per  kilowatt-hour  delivered  to  the  switchboard: 

Al  full  toad,  0.690  to  0.610  lb.,  average  0.600  lb. 

At  tliroo-fnurtliB  load,  0.590  to  0.614  lb.,  average  0.602  lb. 
Al  mii'-linir  load,  0.6S6  to  0.703  lb.,  average  0.692  lb. 

At  iniMuiirlh      load,  0.880  to  0.966  lb.,  average  0.932  lb. 

The  fuel  euiiNiiinptioii  i>t  0.64  lb.  per  kilowatt-hour  for  the  3,000-hp. 
Iwn  uliiiho  eyele  Dienel  units  is  conservative,  and  is  based  on  operating 
n>NiiltH  with  mieh  unil*.  Tliie  high  economy,  apart  from  being  due  to 
the  Ififiii'  "I"'1  "f  unit*,  >"  brought  about  by  a  number  of  constructional 

tun*  which  icichM.v  increase-  the  mechanical  efficiency  of  these  e 
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Mr.  Hawkins  then  goes  on  to  say:  "The  above  applies  to  full-load 
operation.  At  fractional  load  there  will  be  a  falling  off  in  economy  of  the 
Diesel  engine  in  the  same  way  that  there  is  for  steam  turbine." 

This  should  be  qualified  by  saying  that  there  is  a  falling  off  in  "the 
same  way/'  but  not  in  the  same  amount,  as  the  overall  efficiency  of  the 
steam  turbine  decreases  at  a  greater  rate  at  fractional  loads  than  that 
of  the  Diesel  engine. 

One  of  the  principal  characteristics  of  the  Diesel  engine,  to  which  it 
owes  its  attractiveness  as  a  prime  mover,  is  its  "flat"  fuel  consumption 
curve  at  fractional  loads.  Thus  between  full  and  three-quarters  load 
there  is  no  appreciable  difference  in  its  fuel  consumption.  In  modern 
high-grade  engines  this  increase  at  three-fourths  load  rarely  exceeds  1  to 
2  per  cent,  and  at  half  load  is  but  10  per  cent,  greater  than  at  full  load. 

This  phenomenal  efficiency  is  brought  about  by  an  increase  in  the 
indicated  thermal  efficiency  of  the  engine  at  fractional  loads,  which 
counteracts  to  a  certain  extent  the  loss  in  mechanical  efficiency  due  to  an 
increase  in  the  internal  work  of  the  engine  and  the  air  compressor  at 
fractional  loads. 

The  economy  of  the  steam  turbine  is  only  one  link  in  the  chain  of  the 
different  factors  affecting  the  overall  steam-plant  economy.  The  boiler- 
plant  efficiency,  the  maintenance  of  a  high  vacuum,  greatly  dependent 
on  an  ample  supply  of  cold  circulating  water  for  condensing  purposes, 
and  the  efficient  operation  of  the  auxiliary  and  condenser  equipment  all 
affect  the  steam-plant  economy.  It  is,  therefore,  a  well-established  fact 
that  the  continuous  operating  economy  of  a  steam  plant  differs  materially 
from  records  secured  during  performance  tests,  and  that  the  percent- 
age increase  in  fuel  consumption  at  fractional  loads  is  greater  than  that 
of  Diesel  engines.  As  the  economy  of  the  Diesel  engine  is  two  and  a  half 
to  three  times  as  good  as  that  of  the  most  economical  steam  plant  at 
full  load,  a  greater  percentage  increase  in  fuel  consumption  at  fractional 
loads  is,  of  course,  more  serious  than  the  mere  numerical  figures  indicate. 

The  conditions  leading  to  the  selection  of  the  type  of  plant  considered 
are  fully  enumerated  on  page  165  of  my  article  and  need  not  be  repeated 
here.  The  engines  will  deliver  1  kw.-hr.  with  a  fuel  consumption 
of  0.64  at  full  and  three-fourths  load.  At  an  overload  of  10  per  cent, 
there  is  also  no  material  increase  in  fuel  consumption,  to  change  this 
figure.  The  Diesel-engine  plant  could  therefore  have  swings  of  1,500 
kw.  to  2,100  kw.  from  three-fourths  load  to  10  per  cent,  overload  and 
the  fuel  consumption  stated  in  my  article  would  still  hold  good.  Such 
engines  can  be  started  at  a  moment's  notice,  which  is  not  feasible  with 
steam  turbines,  unless  they  have  previously  been  heated,  which  has  to  be 
done  gradually,  particularly  where  highly  superheated  steam  is  used. 

Such  load  variations,  however,  occur  but  seldom  in  a  plant  supplying 
current  to  a  mine,  mill,  and  metallurgical  works;  the  load  is  fairly  uniform, 


From  Table  1  it  will  be  noted  that  two  machinists  with  yearly  wages 
of  $3,360  form  part  of  the  regular  operating  force  of  the  Diesel  plant,  to 
maintain  engines  at  highest  efficiency.  This  is  directly  chargeable  to 
maintenance.  Besides,  it  is  usual  for  the  engineers  on  shift  to  assist  in 
any  engine  cleaning  or  repairs.  As  the  1  per  cent,  allowed  for  mainte- 
nance in  Table  1  is  based  on  the  cost  of  the  plant  in  America,  this  will  take 
care  of  the  higher  price  level  here.  Operating  data  in  my  possession,  of 
plants  in  America  and  Europe,  make  the  above  allowance  a  fair  average. 
It  is  obviously  impossible  to  allow  for  all  contingencies.  An  element  of 
good  or  bad  luck  is  a  factor  in  the  repair  cost  of  any  power  plant.  This 
element  of  risk  is  possibly  best  taken  care  of  by  insurance  underwriters. 

Steam  Plant 

The  reasons  for  selecting  6,000-kw.  units  are  plainly  stated  in  para- 
graphs 1  to  3,  page  165  of  my  paper.     Paragraph  2,  page  165,  reads: 

"The  selection  of  two  6,000-kw.  rather  than  three  3,000-kw.  steam  turbines  ia 
made  on  account  of  the  greater  efficiency  of  a  6,000-kw.  over  two  3,000-kw.  units. 
In  plantt  with  fluctuating  loads  which  can  be  supplied  by  one  or  more  smaller  unit* 
operating  in  parallel  during  different  portions  of  the  day,  each  unit  operating  at  or 
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near  its  full-load  capacity,  a  number  of  small  units  is  justified;  such  diversified  load 
conditions,  however,  apply  mainly  to  central  stations  in  cities,  rather  than  mine, 
mill,  and  smelter  power  plants,  which  have  invariably  a  high  load  factor  during  the 
entire  day." 

The  above  should  suffice  in  answer  to  Mr.  Hawkins'  criticism  regard- 
ing the  selection  of  units. 

Fig.  3,  in  which  the  factors  influencing  the  selection  of  a  Diesel-engine 
or  steam-turbine  power  plant  for  a  given  plant  cost,  fuel  price,  and  load 
factor  are  graphically  shown,  has  no  relation  whatever  to  Fig.  1  and 
Tables  1  and  2. 

The  latter  apply  to  small  and  medium-sized  power  plants  up  to  6,000- 
kw.  capacity,  are  based  on  actual  operating  economy  and  not  on  per- 
formance tests.  Overall  efficiencies  of  12  to  16  per  cent,  for  steam 
plants  of  that  size  are  the  exception  rather  than  the  rule. 

In  conclusion,  it  must  be  said  that  neither  maintenance  nor  lubrica- 
tion of  the  modern  high-grade  Diesel  plant  are  "excessively  high," 
nor  did  I  say  that  the  lubrication  expense  may  vary  "from  $2  to  $4  per 
kilowatt-hour."  I  said  that  lubrication  may  cost  from  $2  to  $4  per 
kilowatt-year  (8,760  kw.-hr.).  Better  results  than  the  lower  figure  are 
secured  in  high-grade  engines  that  use  forced  feed  lubrication,  and  filter 
and  cool  the  oil  before  reusing  it.  While  the  lubricating-oil  consumption 
used  to  be  very  high  in  Diesel-engine  plants,  improved  construction  and 
oiling  systems  have  lowered  that  very  materially,  so  that  less  than  1  gal. 
per  2,400  hp.-hr.  suffices  in  good  engines  with  proper  attendance. 

Maintenance  may  vary  from  $1.25  to  $5  per  kilowatt-year,  depending 
on  a  variety  of  conditions,  such  as  size  of  plant,  load  factor,  make  of 
engine,  and  very  small  plants  may  even  have  a  higher  maintenance 
charge.  The  deciding  factors  in  the  selection  of  either  type  of  prime 
mover  will  be  the  plant  cost,  fuel  price  and  load  factor.  Water  condi- 
tions may  also  influence  the  decision. 

Mr.  Freyn's  statement  quoted  by  Mr.  Hawkins  reflected  the  status 
of  the  Diesel  engine  in  the  United  States  more  than  5  yr.  ago,  when  the 
building  in  America  of  the  high-grade  European  Diesel  engine  had  not 
even  commenced.  Since  then  conditions  have  very  materially  changed 
and  a  number  of  American  manufacturers  under  license  from  European 
builders  build  high-grade  engines.  These  are  being  introduced  in  in- 
creasing numbers  at  present,  as  their  economy  is  well  established  and  a 
matter  of  record  for  many  years. 


Fig.  1. 

The  second,  or  lower,  series  of  slopes  will  present  a  different  problem 
to  that  which  the  first  series  (under  the  capping)  gave.  Although  no 
mention  is  made  in  the  text,  it  would  seem  that  the  second  series  of  slopes 
will  have  to  be  worked  on  center  lines  which  are  offset  half  the  stope 
width,  20  ft.,  from  the  centers  of  the  stopes  above,  in  order  to  take 
advantage  of  the  "rafter"  effect  of  the  stringers  so  named.  How  is  the 
fill  to  be  introduced  into  the  lower  stopes?  There  are  no  crosscuts 
mentioned  to  provide  for  this;  or  is  it  intended  to  tap  the  filled  stopes 
above  for  the  fill?  In  the  latter  case  the  method  of  control  of  this  fill 
will  be  of  interest. 

Ore  that  will  admit  of  a  stoping  width  of  40  ft.  with  the  lengths  men- 
tioned in  the  description  is  stronger  than  any  with  which  many  mining 
men  are  familiar.  Has  the  practice  of  starting  to  mine  a  second  stope 
before  the  preceding  one  is  fully  completed  been  tried  to  any  extent?  If 
*  Received  Mar.  9,  1917. 


PHILIP  D.  WILSON  959 

so,  has  it  worked  as  well  as  was  anticipated?  The  stoping  width  in  such 
practice  becomes  greatly  increased  in  parts  of  the  stope,  and  where  a 
stope  has  already  been  finished,  the  top  or  back  of  the  stope  that  is  being 
worked  becomes  an  overhang  instead  of  an  arch. 

Mr.  Wilson  says  that  no  stopes  of  the  second  series  have  as  yet  been 
brought  up  under  the  completed  ones.  Conditions  under  which  the 
second  series  of  stopes  will  operate  when  nearing  the  filled  and  completed 
ones  above,  will  be  greatly  different  from  the  original  ones,  especially 
after  one  stope  has  reached  completion;  the  accompanying  sketch  will 
show  this  better  than  a  description. 

The  dead  weight  of  the  fill  in  the  old  stopes  will  be  much  heavier 
than  any  encountered  from  an  undisturbed  capping.  At  Franklin,  in 
the  top  slices,  where  the  fill  above  the  working  places  consists  of  rocks 
of  all  sizes  packed  only  by  their  own  weight,  a  heavy  crushing  effect  due  to 
weight  is  felt  when  only  20  ft.  of  length  (about  3  sets  wide)  of  a  working 
place  is  exposed,  and  it  is  rare  that  the  timbers  will  hold  up  for  more  than 
one  set  width  more,  about  27  ft.  When  this  second  stage  has  been 
reached  and  tried,  doubtless  many  men  who  are  actively  interested  in 
mining  will  be  glad  to  learn  how  the  system  works  out  and  how  the 
ground  behaves  under  the  weight. 

Is  there  a  special  reason  for  the  use  of  the  long  stringers,  a,  rather  than 
sets?  As  the  chutes  make  it  necessary  for  at  least  one  post,  c  (and  two 
are  used  when  necessary)  under  each  stringer,  sets  would  require  less 
timber  and,  being  shorter,  could  be  more  easily  handled.  Two  legs  of 
10  by  10-in.  timber  8  ft.  long  and  a  cap  of  12  by  12-in.  timber  7  ft.  long 
would  give  the  same  strength  over  the  track  and  the  same  clearan.ee. 
The  legs  would  be  on  the  solid,  so  no  sills  would  be  needed.  All  the  other 
arrangements  could  remain  the  same;  the  18-ft.  rafter  stringers  could  be 
braced  against  the  legs  and  still  reach  to  the  side  of  the  stope.  Assum- 
ing both  posts,  c,  as  necessary  under  each  stringer,  the  sets  would  require 
108  ft.  (b.m.)  less  of  timber  for  every  5  ft.  in  the  length  of  the  stope; 
with  only  one  post  under  each  stringer,  there  would  still  be  a  slight  saving 
in  favor  of  the  sets.1 

If  the  cutting-out  stope  mentioned  should  be  carried  a  few  feet 
higher,  the  sets  could  be  put  in  place  and  blocked  temporarily,  until 
the  stope  had  reached  its  width  and  the  rafter  stringers  placed.  In 
this  way  the  temporary  timbering  with  "Cousin  Jack"  stringers  could  be 
eliminated.  Unless  the  extra  cost  of  mucking  the  additional  ore  broken 
to  the  floor  by  carrying  the  cutting-out  stope  a  few  feet  higher  exceeds 
the  cost  of  erecting  and  dismantling  the  temporary  timber  work,  the  sets 
would  appear  to  be  worth  trying,  unless,  of  course,  there  is  a  special 
reason  for  the  non-use  of  sets.    Does  it  not  happen  in  actual  practice 

1  Corrections  made  on  p.  133  of  original  paper  would  alter  this  paragraph.  See 
author's  discussion,  p.  961,  second  paragraph. 
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The  second,  or  lower,  series  of  stopes  will  present  a  different  problem 
to  that  which  the  first  series  (under  the  capping)  gave.  Although  no 
mention  is  made  in  the  text,  it  would  seem  that  the  second  series  of  stopes 
will  have  to  be  worked  on  center  lines  which  are  offset  half  the  stope 
width,  20  ft.,  from  the  centers  of  the  stopes  above,  in  order  to  take 
advantage  of  the  "rafter"  effect  of  the  stringers  so  named.  How  is  the 
fill  to  be  introduced  into  the  lower  stopes?  There  are  no  crosscuts 
mentioned  to  provide  for  this;  or  is  it  intended  to  tap  the  filled  stopes 
above  for  the  fill?  In  the  latter  case  the  method  of  control  of  this  fill 
will  be  of  interest. 

Ore  that  will  admit  of  a  stoping  width  of  40  ft.  with  the  lengths  men- 
tioned in  the  description  is  stronger  than  any  with  which  many  mining 
men  are  familiar.    Has  the  practice  of  starting  to  mine  a  second  stope 
before  the  preceding  one  is  fully  completed  been  tried  to  any  extent?     If  . 
*  Received  Mar.  0,  1917. 
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The  practice  of  starting  a  second  stope  while  the  preceding  one  is 
still  being  mined  has  been  quite  successful.  It  has  been  found  advisable 
to  fill  this  second  stope  from  a  raise  near  the  section  line  of  the  original 
stope  with  the  peak  of  the  cone  consequently  close  to  the  gob  lagging, 
and  not  to  attempt  to  maintain  an  arch  in  the  back  of  the  stope. 

The  length  of  the  horizontal  stringers,  aa,  should  have  read  18  ft., 
that  of  the  rafter  stringers,  bb,  14  ft.  2  in.,  in  the  original  paper,  page 
133.  Thus  the  apparent  saving  of  timber  by  Mr.  Haight's  suggestion 
that  sets  be  used  instead  of  the  horizontal  stringer  and  posts  is  eliminated. 

Furthermore,  as  stated  above,  the  use  of  the  latter  makes  it  a  far 
simpler  matter  to  catch  up  the  filled  stope  when  coining  up  with  a  new 
stope  from  below.  The  use  of  the  temporary  "Cousin  Jack"  stringers 
has  been  a  decided  success.  Their  erection  is  very  simple  and  rapid  and 
any  such  means  of  substantially  reducing  the  labor  item  is  particularly 
valuable  in  a  district  where  wages  are  so  high.  Cars  can  be  loaded  just 
as  rapidly  through  the  floor  laid  on  the  "Cousin  Jack"  stringers  as  from 
the  permanent  stope  chutes. 
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952  DIESEL   ENGINES  VERSUS   STEAM   TURBINES 

Diesel  Engines  Versus  Steam  Turbines  for  Mine  Power  Plants 

Discussion  of  the  paper  of  Herbert  Haas,  (p.  161). 

Herbert  Haas, — (communication  to  the  Secretary*). — Fig.  1  plainly 
shows  that  the  comparison  of  the  steam-turbine  and  Diesel-engine  plants 
was  made  on  a  basis  of  6,000  kw.  continuous  operating  load.  The  tabu- 
lation of  costs  for  an  8,000-kw.  load  is  merely  done  to  show  the  relation  of 
increased  output  on  the  unit  power  costs.  Both  plants  would  sacrifice 
their  reserve  capacity,  which  is  to  insure  continuous  operation,  if  operated 
to  generate  8,000  kw.  continuously;  unless  Mr.  Hawkins  advocates  the 
operation  of  one  of  the  turbines  at  33.33  per  cent,  overload,  retaining  the 
other  as  a  standby,  which,  besides  overtaxing  the  turbine,  results  in  a 
great  loss  of  efficiency. 

It  would  be  well  for  Mr.  Hawkins  to  qualify  certain  of  his  statements. 
Thus,  under  the  caption  "Diesel  Engines,  Selection  of  Units, "  he  says 
that  "two  of  the  largest  Diesel-engine  builders  take  the  position  that,  in 
the  present  state  of  the  art,  they  would  not  attempt  to  put  out  units  over 
1,000  kw.;"  he  should  qualify  it  by  saying  that  "two  of  the  largest 
American  Diesel-engine  builders  take  the  position  that,  in  the  present 
state  of  the  art  in  the  United  States,  they  would  not  attempt  to  put  out 
units  over  1,000  kw." 

The  reason  that  American  manufacturers  restrict  themselves  at 
present  to  units  of  that  size  is  to  be  found  not  so  much  in  a  lack  of  experi- 
ence in  building  large  units  as  in  a  lack  of  a  sufficient  demand  for  them 
in  the  United  States  to  justify  the  heavy  capital  outlay  connected  with 
the  development  of  such  engines.  There  are  relatively  few  localities  in 
the  United  States  where  fuel  prices  are  as  high  as  they  are  in  the  South- 
west, and  regions  of  high  fuel  prices  are  sparsely  settled  and  have  a  very 
limited  demand  for  power.  Where  low  fuel  prices  obtain,  steam  turbines 
are  active  competitors  of  Diesel  engines  for  large  power  plants,  particu- 
larly when  the  station  load  factor  is  low.  As  most  of  the  American 
manufacturers  of  Diesel  engines  work  under  license  agreements  with 
European  manufacturers,  which  limit  their  market  to  the  United  States 
and  its  possessions  and  Canada,  a  further  limitation  is  imposed  upon 
them,  leaving  to  European  firms  practically  the  entire  world  as  a  market. 

The  greater  number  of  power  plants  range  in  size  from  300  to  1,000 
hp. ;  the  average  size  of  the  central  station,  on  a  basis  of  all  central  stations 
in  the  United  States,  not  greatly  exceeding  500  kw.;  in  these  sizes  it  is 
hard  for  steam  engines  to  compete  with  Diesel  engines,  unless  fuel  oil 
prices  are  excessively  high,  and  coal  prices  very  low,  or  the  exhaust  steam 
is  used  for  heating  purposes. 

*  Received  Mar.  19,  1917. 
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so,  has  it  worked  as  well  as  was  anticipated?  The  stoping  width  in  such 
practice  becomes  greatly  increased  in  parts  of  the  stope,  and  where  a 
stope  has  already  been  finished,  the  top  or  back  of  the  stope  that  is  being 
worked  becomes  an  overhang  instead  of  an  arch. 

Mr.  Wilson  says  that  no  stopes  of  the  second  series  have  as  yet  been 
brought  up  under  the  completed  ones.  Conditions  under  which  the 
second  series  of  stopes  will  operate  when  nearing  the  filled  and  completed 
ones  above,  will  be  greatly  different  from  the  original  ones,  especially 
after  one  stope  has  reached  completion;  the  accompanying  sketch  will 
show  this  better  than  a  description. 

The  dead  weight  of  the  fill  in  the  old  stopes  will  be  much  heavier 
than  any  encountered  from  an  undisturbed  capping.  At  Franklin,  in 
the  top  slices,  where  the  fill  above  the  working  places  consists  of  rocks 
of  all  sizes  packed  only  by  their  own  weight,  a  heavy  crushing  effect  due  to 
weight  is  felt  when  only  20  ft.  of  length  (about  3  sets  wide)  of  a  working 
place  is  exposed,  and  it  is  rare  that  the  timbers  will  hold  up  for  more  than 
one  set  width  more,  about  27  ft.  When  this  second  stage  has  been 
reached  and  tried,  doubtless  many  men  who  are  actively  interested  in 
mining  will  be  glad  to  learn  how  the  system  works  out  and  how  the 
ground  behaves  under  the  weight. 

Is  there  a  special  reason  for  the  use  of  the  long  stringers,  a,  rather  than 
sets?  As  the  chutes  make  it  necessary  for  at  least  one  post,  c  (and  two 
are  used  when  necessary)  under  each  stringer,  sets  would  require  less 
timber  and,  being  shorter,  could  be  more  easily  handled.  Two  legs  of 
10  by  10-in.  timber  8  ft.  long  and  a  cap  of  12  by  12-in.  timber  7  ft.  long 
would  give  the  same  strength  over  the  track  and  the  same  clearan.ee. 
The  legs  would  be  on  the  solid,  so  no  sills  would  be  needed.  All  the  other 
arrangements  could  remain  the  same;  the  18-ft.  rafter  stringers  could  be 
braced  against  the  legs  and  still  reach  to  the  side  of  the  stope.  Assum- 
ing both  posts,  c,  as  necessary  under  each  stringer,  the  sets  would  require 
108  ft.  (b.m.)  less  of  timber  for  every  5  ft.  in  the  length  of  the  stope; 
with  only  one  post  under  each  stringer,  there  would  still  be  a  slight  saving 
in  favor  of  the  sets.1 

If  the  cutting-out  stope  mentioned  should  be  carried  a  few  feet 
higher,  the  sets  could  be  put  in  place  and  blocked  temporarily,  until 
the  stope  had  reached  its  width  and  the  rafter  stringers  placed.  In 
this  way  the  temporary  timbering  with  "Cousin  Jack19  stringers  could  be 
eliminated.  Unless  the  extra  cost  of  mucking  the  additional  ore  broken 
to  the  floor  by  carrying  the  cutting-out  stope  a  few  feet  higher  exceeds 
the  cost  of  erecting  and  dismantling  the  temporary  timber  work,  the  sets 
would  appear  to  be  worth  trying,  unless,  of  course,  there  is  a  special 
reason  for  the  non-use  of  sets.     Does  it  not  happen  in  actual  practice 

1  Corrections  made  on  p.  133  of  original  paper  would  alter  this  paragraph.  See 
author's  discussion,  p.  961,  second  paragraph. 
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The  practice  of  starting  a  second  stope  while  the  preceding  one  is 
still  being  mined  has  been  quite  successful.  It  has  been  found  advisable 
to  fill  this  second  stope  from  a  raise  near  the  section  line  of  the  original 
stope  with  the  peak  of  the  cone  consequently  close  to  the  gob  lagging, 
and  not  to  attempt  to  maintain  an  arch  in  the  back  of  the  stope. 

The  length  of  the  horizontal  stringers,  aa,  should  have  read  18  ft., 
that  of  the  rafter  stringers,  66,  14  ft.  2  in.,  in  the  original  paper,  page 
133.  Thus  the  apparent  saving  of  timber  by  Mr.  Haight's  suggestion 
that  sets  be  used  instead  of  the  horizontal  stringer  and  posts  is  eliminated. 

Furthermore,  as  stated  above,  the  use  of  the  latter  makes  it  a  far 
simpler  matter  to  catch  up  the  filled  stope  when  coming  up  with  a  new 
stope  from  below.  The  use  of  the  temporary  "Cousin  Jack"  stringers 
has  been  a  decided  success.  Their  erection  is  very  simple  and  rapid  and 
any  such  means  of  substantially  reducing  the  labor  item  is  particularly 
valuable  in  a  district  where  wages  are  so  high.  Cars  can  be  loaded  just 
as  rapidly  through  the  floor  laid  on  the  "Cousin  Jack"  stringers  as  from 
the  permanent  stope  chutes. 
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underground,  United  Verde  Copper  Co.,  186. 
Flinn-Towne  flotation  machine,  587. 
Flotation :  absorption  or  occlusion,  532. 

adsorption,  530,  551. 

agents:  coal  tar,  566,  600. 
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remodeled  concentrator,  502. 

recovery  of  silicates,  627. 

recovering  carbonates,  624. 

refractory  copper  ores,  606, 

skimming  device,  594. 

tension,  528. 

lusts:  miscellaneous,  499. 
summary  of,  516-  518. 

theory,  548. 
Flotation  Concentration  at  Anaconda,  Moid.  (Laist  and  Wiggin),  [xsiv),  486;  Discus- 
sion: (Ralston),  519,  520,  521,  523,  524,  525,  526;  (Mathewson),  519, 
520;  (Cole),  519,  520,  522,  524;  (Gahl),  520,  523,  525;  (Carmichael), 
520;  (Cramer),  520,  521,  526;  (Merrill),  521,  525,  526;  (Hanuy),  521; 
(Watt),  524,  526;  (Mills),  523,  525;  (Gottsberger),  525;  (Schimbrka), 
526. 
Flotation  of  Minerals  (Anderson),  [xxi],  527;  Discussion:  (Ralston),  544. 
Flow  shoot:  Anaconda  leaching  plant,  868. 

Arizona  Copper  Co.'s  smelling  plant,  806. 

lim.khoni  Minos  Co.,  445. 

concentrator,  Detroit  Copper  Mining  Co.,  (i78. 

iiOO-nm  test,  mill  at  Inspiration,  580. 

Inspiration  plant,  728. 

Now  Cornelia  Copper  Co.,  842. 

Santa  Gertrudis  mill,  417. 
wing  temperatures  of  copper  mattes  and  copper-nickel  mattes,  775. 
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Flynn,  F.  N.:  Smelting  at  the  Arizona  Copper  Co.* 8  Works,  [xxifi],  805. 

Discussions:  on  Leaching  Tests  at  New  Cornelia,  854; 

on  Possibilities  in  the  Wet  Treatment  of  Copper  Concentrates,  864; 
on  the  2,000- Ton  Leaching  Plant  at  Anaconda,  879. 
Flux :  calculation,  precipitate  refining,  395,  396. 

table,  precipitate  refining,  390. 
Formations,  geologic,  Globe  district,  37. 
Franke,  Robert:  Discussion  on  A  Comparative  Test  of  the  Marathon,  Chilean  and 

Hardinge  Mills,  701. 
Friction  test,  comparative,  of  two  types  of  coal  mine  cars,  24. 
Froth,  flotation,  character  and  formation,  536 
Fuel  in  Turkey,  (Dominian),  [xxii]. 
Furnace:  blast,  Calumet  &  Arizona  Mining  Co.,  788. 

reverberatory,  International  Smelting  Co.,  790. 
Fusion,  refining  by,  387. 

Gaby,  W.  E.:  Petrography  of  the  Mount  Morgan  Mine,  Queensland,  [xxiv],  263; 

Discussion,  283. 
Gahl,  Rudolf:  History  of  the  Flotation  Process  at  Inspiration,  [xxiv],  576; 
Discussion,  636,  638,  640,  641. 

Discussion  on  Flotation  Concentration  at  Anaconda,  Mont.,  520,  523,  525. 
Gardner,  E.  D.:  The  Antecedent  Mineral  Discovery  Requirement,  [xxi],  245. 
Gas:  rock,  Cripple  Creek  District: 

analyses:  Anaconda  mine,  73,  78. 
Cresson  mine,  76,  78. 
Mary  McKinney  mine,  75,  78. 
Midget  mine,  71,  78. 
barometric  pressure  on  outflow,  68. 
collection  of  samples,  70.  . 
combustible  gas  in,  84. 
composition,  67-89. 
effect  on  miners  at  Cripple  Creek,  82. 
influence  of  wind  direction,  69. 
stack,  Copper  Queen  Reduction  Works,  752. 
Gates  method:  comparison  of  grinding  efficiencies,  690. 

diagram  of  crushing  efficiency,  685. 
G  auger,  Alfred  W.,  and  Burrell,  George  A. :  The  Composition  of  the  Rock  Gas  of  the 

Cripple  Creek  Mining  District,  Colorado,  [xxi],  67. 
Geological  features,  American  continent,  885. 

Geology  of  the  Warren  Mining  District  (Bonillas,  Tenney  and  Feuchere),  [xxiv],  284; 
Discussion:  (Joralemon),  352;  (Ransome),  353;  (Graton),  353;  (Sher- 
man), 355. 
Geology,  formations  in  Globe  district,  37. 
Gilman  cut-and-fill  system  of  stoping,  131,  958. 
Globe,  Ariz. :  geologic  formations  in  district,  37. 
topography  and  structural  geology,  36. 
total  rainfall,  1910-1915,  40. 
water  problem  at  Old  Dominion  Mine,  35. 
Gold  and  Silver  Deposits  in  North  and  South  America  (Lindgren),  [xxii],  883. 
Gold:  American  continent:  average  production,  1903-1912,  909. 
production  for  1913,  908. 
in  North  and  South  America,  883. 
sluices  for  saving,  94. 
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Hoists:  automatic,  description  of  cycle,  17. 

mine,  automatic  operation,  10. 
Hoilinger  mill,  Timmins,  Ont.,  slime-settling  data,  374. 
Homestake  mill,  Lead,  S.  D.v  slime-settling  data,  376,  377. 

Hopkins,  P.  E. :  Iron  Pyrites  Deposits  in  Southeastern  Ontario,  Canada,  [xxii],  943. 
Howard,  L.  O. :  The  Basic-Lined  Converter  in  the  Southwest,  [xxiii],  823. 
Howland,  Henry  Phelps:  Calculations  with  Reference  to  the  Use  of  Carbon  in  Modern 

American  Blast  Furnaces,  fxxi]. 
Humidity  in  Cripple  Creek  mines,  85. 
Hydraulic  and  mechanical  classifier,  combined,  672. 
Hydraulic  mining  problems  on  Ruby  Creek,  B.  C,  90. 
Hydraulicking  operations  of  Placer  Gold  Mines  Co.  on  Ruby  Creek,  B.  C,  94. 

Illuminating  Power  of  Safety  Lamps  (Weigbl),  [xxi]. 

Inspiration  Consolidated  Copper  Co. :  Callow  flotation  process,  585. 

caving  system,  230. 

concentrator,  722. 

crushing  plant,  7  Ml. 

experimental  flotation  machine,  596. 

flotation  section  at  plant,  730. 
tests,  577. 

flow  sheet:  plant,  728. 
600-ton  test  mill,  580. 

history  of  flotation  process,  576. 

mill  and  mine  plant,  707. 

mine  plant,  710. 

new  electric  hoists,  10. 

operating  cost  for  flotation,  620. 

operation  of  large  concentrator,  608. 

ore-drawing  tests  and  the  resulting  mining  method,  218. 

power  supply  at  plant,  737. 

railroad  facilities,  739. 

results  in  concentrator,  616. 

shops,  739. 

steel  flotation  machine,  610. 

transformer  stations,  738. 

water  supply  at  plant,  737. 
International  Smelting  Co.:  concentrate  cars,  781. 

reverberatory  furnaces,  790. 

roaster  or  dryer  plant,  786,  787. 

sampling  system,  781. 
Investigation  into  the  Flowing  Temperatures  of  Copper  Mattes  and  of  Copper-Nickel 

Mattes  (Guess  and  Lathe),  [xxii],  775. 
Iron,  influence  on  flotation,  605. 

Iron  Pyrites  Deposits  in  Southeastern  Ontario,  Canada  (Hopkins),  [xxii],  943. 
Jeffries,  Zat  :  Tungsten  and  Molybdenum  Equilibrium  Diagram  and  System  of  Crystal- 
lization, [xxi]. 
Jennings,  S.  J.:  Discussions:  on  A  Comparative  Test  of  the  Marathon,  Chilean  and 
Hardinge  Mills,  699; 
on  the  Determination  of  Dust  Losses  at  the  Copper  Queen  Reduction  Works,  772; 
on  Leaching  Tests  at  New  Cornelia,  853. 
Joralemon,  Ira  B. :  Discussion  on  Otology  of  the  Warren  Mining  District,  352. 


Unit :  nln-iloii:   lentliiiig  teats  with,  837. 
VN,  Krtijiliito  anodes,  843. 
■iil|il<nlc:  ili'witiiponltion  by  heat,  741. 

iliimiiM|>(iwlii]ii  and  reduction  at  elevated  temperatures,  741. 
h.-utihg  ..(,  743,  744,  740. 
mlui'lion  o(,  747-741). 
|#ft,  I'liUBTHIt  V.  Will   Davi.Ton,  T.   M.:   The  Solution  of  Some  Hydraulic    Mining 

lUMrm*  on  Huhu  Creek,  British  Columbia,  [xxi],  90. 
|,|MiH*M>,  I  'llAHMM:  t'otvtr  I'laiU  of  the  Burro  Mountain  Copper  Co.,  [xxivj,  208. 

I J|M'MM<cn  on  Comparatwv  Friction  Test  of  Two  Types  of  Coal  Mine  Cart,  32. 
I  MIU4N,  UW'ttiiB  It,:  tin-Drawing  Teat*  and  the  Resulting  Mining  Method  of  Inspira- 
tion VomolidaUd  Copper  Co.,  [xxiv),  218. 

vcipitult  Refining  (Weinio),  |xxi|,  385. 

ild,  Cob.,  ■lime-aettling  data,  369. 

«i;«int(iiT  Friction  Teal  of  Tu-o   Types  of  Coal  Mine   Can, 

inyinju  mid  increased  carbon  dioxide  on,  82. 


!M  (mil  Sihtr  Deposits  in  North  and  South  America,  [xxil], 
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McBride,  Wilbert  G.:  Motor  Truck  Operation  at  Mammoth  Collins  Mine,  Shultz, 

Ariz.,  [xxi],  182. 
McGregor,  A.  G. :  Features  of  the  New  Copper  Smelting  Plants  in  Arizona,  [xxiii],  781. 
Discussion  on  the  Determination  of  Dust  Losses  at  the  Copper  Queen  Reduction 
Works,  773. 
Maclennan,  F.  W.:  Discussion  on  Cost  and  Extraction  in  the  Selection  of  a  Mining 

Method,  207. 
Mammoth  Collins  mine,  motor  truck  operation,  182. 
Manganese  Ores  of  Russia,  India,  Brazil,  and  Chile  (Harder),  [xxii]. 
Marathon  mill:  action  of,  684. 

comparative  test,  678. 
Martin  limestone,  292-294. 

Mary  McKinney  mine:  analyses  of  rock  gas,  75,  78. 
data  of  samples,  68. 
description  of  samples,  75. 
Mathewson,  C.  H.,  and  Thalheimer,  E.  M.:  Comparisons  between  Electrolytic  Cop- 
per  and  Two  Varieties  of  Arsenical  Lake  Copper  with  Respect  to  Strength 
and  Ductility  in  Cold-Worked  and  Annealed  Test  Strips,  [xxi],  446. 
Mathewson,  E.  P. :  Discussions:  on  the  Basic-Lined  Converter  in  the  Southwest,  827; 
on  the  Determination  of  Dust  Losses  at  the  Copper  Queen  Reduction  Works,  771 ; 
on  Features  of  the  New  Copper  Smelting  Plants  in  Arizona,  804; 
on  Flotation  Concentration  at  Anaconda,  Mont.,  519,  520; 
on  History  of  the  Flotation  Process  at  Inspiration,  641,  642; 
on  the  2,0Q0-Ton  Leaching  Plant  at  Anaconda,  879,  882. 
Mattes :  copper  and  copper-nickel,  775. 

copper-nickel  furnace  and  laboratory,  780. 
Mechanical  and  hydraulic  classifier,  combined,  672. 
Melting,  Santa  Gertrudis  mill,  426. 

Merrill,  C.  W. :  Discussions:  on  A  Comparative  Test  of  the  Marathon,  Chilean  and 
Hardinge  Mills,  701; 
on  Flotation  Concentration  at  Anaconda,  Mont.,  521,  525,  526. 
Merrill,  F.  J.  H. :  Discussion  on  A  Comparative  Test  of  the  Marathon,  Chilean  and 

Hardinge  Mills,  702. 
Metamorphism,  Warren  mining  district,  318. 
Method  of  Mining  Talc  (Hewitt),  [xxi],  116. 
Methods  for  Determining  the  Capacities  of  Slime-Settling  Tanks  (Coe  and  Clevenger), 

[xxi],  356. 
Methods:  mine-fire,  employed  by  United  Vejde  Copper  Co.,  186. 

mining  at  Santa  Gertrudis,  401. 
Methods:  precipitate  refining,  Liberty  Bell,  385. 
stoping:  conditions  determining,  119. 
Miami  Copper  Co.,  137. 
Miami  Copper  Co. :  block  method  of  top  slicing,  240. 
drawing  operations,  149. 
efficiency  and  cost  of  chute  drawing,  151. 
extraction  of  broken  ore,  146. 
pillar  mining,  144. 
.secondary  recovery  of  ore,  152. 
shrinkage  stopes,  142. 
stoping  methods,  137. 
Midget  mine:  analyses  of  rock  gas,  71 
gaseous  conditions,  71. 


Minerals:  flotation  of,  527. 
Muzo,  Colombia,  925. 
Minerals  Separation  Co.:  demonstration  testa  of  flotation  process,  577. 
machine:  standard  type,  487. 
sub-aeration  type,  495. 
Mining  and  Milling  Practice  at  Santa  Gertrudti  (Robe),  [xxi],  397;     Ditcusnun: 

(Carpenter),  434,  436;  (Kidder),  435;  (Robe),  435. 
Mining:  Clayey  Ore  at  Buckhom,  Nev.,  438. 

cooperative  effort,  154.  m 

Mining:  costs,  Santa  Gertrudis  mine,  414. 

district:  Cripple  Creek,  composition  of  rock  gas,  67. 

Warren,  geology  of,  284. 
drainage  at  Santa  Gertrudis,  409. 
emeralds,  methods,  929. 
method:  cost  and  extraction  in  selection,  203. 

Inspiration  Consolidated  Copper  Co.,  225. 
systems  and  methods  at  Santa  Gertrudis,  401. 
rale,  method,  116. 
Mitchell:  slicing  system  of  sloping,  123. 

top-slice  caving  system,  127. 
MitkE,  Charles  A.:  Discuss  tons:  on  Cooperative  Effort  in  Mining,  158; 

on  Mine-Fire  Methods  Employed  by  the  United  Verde  Copper  Co.,  201. 
Modern  Methods  of  Mining  and  Ventilating  Tkick  Pitching  Beds  (Crankbhaw),  [x: 
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Montana:  Anaconda,  flotation  concentration,  486. 

sulphidization  experiments  at  Great  Falls,  513. 
Morse,  H.  W.:  Discussions:  on  History  of  the  Flotation  Process  at  Inspiration,  639; 
on  Leaching  Tests  at  New  Cornelia,  847,  853,  854; 
on  the  2,000-Ton  Leaching  Plant  at  Anaconda,  879. 
Morse,  H.  W.  and  Tobelmann,  H.  A. :  Leaching  Tests  at  New  Cornelia,  [xxiii],  830. 
Mostowitsch,  W. :  The  Decomposition  and  Reduction  of  Lead  Sulphate  at  Elevated 

Temperatures,  [xxii],  741. 
Motor  Truck  Operation  at  Mammoth  Collins  Mine,  Shultz,  Ariz.  (McBride),  [xxi],  182. 
Motor  truck  operation,  costs,  183. 
Mount  Morgan,  Queensland :  genesis  of  orebody,  266. 

geological  map,  264,  265. 

petrography  of  mine,  263. 
Mule  Mountains:  general  structure,  304. 

geological  map,  287. 

physiography,  286. 
Muzo,  Colombia:  emerald  deposits,  910. 

minerals,  925. 

Naco  limestone,  296. 

Nevada,  Buckhorn,  cyaniding  clayey  ore,  437. 

New  Cornelia  Copper  Co. :  flow  sheet,  842. 

leaching  tests,  830. 
New  Flotation  Oil  (Adams),  [xxi],  563;  Discussion:  (Ralston),  573. 
New  Mexico,  Tyrone,  power  plant  of  Burro  Mountain  Copper  Co.,  209. 
New  Source  of  Flotative  Agents  (Clevenger),  [xxii],  565;  Discussion:  (Ralston),  573. 
Nipissing  low-grade  mill,  Cobalt,  Ont.,  slime-settling  data,  372. 
North  America :  deposits :  comparison  with  South  America,  905. 

gold  and  silver,  883. 

of  early  period,  886. 

of  later  period,  890. 

Occlusion,  532. 

Oil,  sagebrush  for  flotation,  563. 

Oils:  creosote,  test  of,  500. 

miscellaneous  wood,  for  flotation,  646. 
Old  Dominion  Copper  Mining  &  Smelting  Co. :  basic-lined  converter,  data,  826. 

emergency  pumping  equipment,  53. 

mine  pumps,  50. 
Old  Dominion  Mine :  drainage  area,  40. 

high-water  period,  55. 

pumping  equipment,  47. 

portion  of  tenth  level,  43. 

portion  of  twelfth  level,  44. 

water  problem,  35. 
Ontario,  southeastern,  iron  pyrites  deposits,  943. 
Operating  expenses,  accounting  for  small  mines,  5. 
Ore :  clayey,  cyaniding  at  Buckhorn,  Nev.,  437. 

Cornelia  oxidized,  analysis  of  average,  833. 

Mount  Morgan  mine,  genesis  of,  266. 
Ore-Drawing  Tests  and  the  Resulting  Mining  Method  of  Inspiration  Consolidated  Copper 
Co.  (Lehman),  [xxiv],  218. 
vol.  lv. — 62. 
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Ralston,  O.  C. :  Discussions:  on  An  Explanation  of  the  Flotation  Process,  560; 

on  Flotation  Concentration  at  Anaconda,  Mont.,  519,  520,  521,  523,  524,  525, 

526; 
on  The  Flotation  of  Minerals,  544; 
on  A  New  Flotation  Oil,  573; 
on  A  New  Source  of  Flotative  Agents,  573. 
Ralston,  O.  C,  Allen,  G.  L.,  and  Palmer,  R.  C:  Some  Miscellaneous  Wood  Oils 

for  Flotation,  [xxiv],  646. 
Ransome,  F.  L. :  Discussion  on  Geology  of  the  Warren  Mining  District,  353. 
Reduction  of  lead  sulphate,  747-749. 
at  elevated  temperatures,  741. 
Reduction  works,  plan  of,  Copper  Queen  Consolidated  Mining  Co.,  757. 
Refining:  by  acids,  385. 
by  fusion,  387. 

precipitate,  liberty  Bell  methods,  385. 
Regeneration  of  cyanide,  electrolytic,  430. 
Reger,  David  B. :  The  Possibility  of  Deep  Sand  OH  and  Gas  in  the  Appalachian  Geo- 

Syncline  of  West  Virginia,  [xxii]. 
Results  Obtained  with  the  Cottrell  Process  at  Smelter  of  International  Smelting  Co., 
Inspiration,  Ariz,  and  the  Factory  of  Riverside  Portland  Cement  Co.,  River- 
side, Cal.  (Schmidt),  [xxiv]. 
Reverberatory  furnaces:  Arizona  Copper  Co.,  809. 

International  Smelting  Co.,  790. 
Ricketts,  L.  D.:  Some  Problems  in  Copper  Leaching,   [830]. 

Discussions:  on  the  Determination  of  Dust  Losses  at  the  Copper  Queen  Reduction 
Works,  773; 
on  Features  of  the  New  Copper  Smelting  Plants  in  Arizona,  803; 
on  History  of  the  Flotation  Process  at  Inspiration,  642. 
Rifling  of  Diamond-Drill  Cores  (Crane),  [xxi],  98;  Discussion:  (Roberts.  H.  M.),  109. 
Roaster  or  dryer  plant,  International  Smelting  Co.,  786,  787. 
Roaster  equipment,  Arizona  Copper  Co.,  807. 
Roasting:  in  wet  treatment  of  copper  concentrates,  858. 

equipment,  Anaconda  leaching  plant,  870. 
Roberts,  H.  M. :  Discussion  on  the  Rifling  of  DiamondrDrill  Cores,  109. 
Rock  gas,  see  Gas. 
Rose,  Hugh:  Mining  and  Milling  Practice  at  Santa  Gertrudis,  [xxi],  397;  Discussion, 

435. 
Round-table  feed  and  tailing,  487. 
Ruby  Creek,  B.  C. :  hydrauli eking  operations  of  Placer  Gold  Mines  Co.,  94. 

solution  of  some  hydraulic  mining  problems,  90. 
Ruggles,  Gut  H. :  Discussion  on  History  of  the  Flotation  Process  at  Inspiration,  644. 

Safety-First  measures,  Santa  Gertrudis  mine,  412. 

Sage  brush,  a  new  source  of  flotative  agents,  563,  565. 

Sampler,  concentrate,  783. 

Sampling  system,  International  Smelting  Co.,  781. 

Samuel,  J.  Moore:  The  Determination  of  Dust  Losses  at  the  Copper  Queen,  Reduction 

Works,  [xxiii],  751. 
Sanitation,  Santa  Gertrudis  mine,  411. 
Santa  Gertrudis:  mill,  experimental  work,  429. 

mining  and  milling  practice,  397. 

mining  systems  and  methods,  401 . 
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tanKH,  memixis  lurueieriiiimng  capacities,  ->oo. 
Slimes  classified  by  settling  rates,  360. 
Sluices:  arrangement  of,  95. 
gold-saving,  95. 
two-way  gates,  95. 
Smelter  power,  Ariiona  copper  Co.,  821 

Smelling  at  the  Ariiona  Copper  Co.'s  Works  (Flyxs),  [xxiii],  805. 
Smelting  plants:  flow  sheet,  Ariiona  Copper  Co..  806. 

new,  Ariiona  Copper  Co.,  781. 
Soft  material,  shaft  sinking  through,  232. 

Sohnlkin,  M.  G.  F. ;  .4  Combined  Hydraulic  and  Mechanical  Classifier,  [xxii],  672. 
Solution  of  Some  Hydraulic  .\fining  Problems  on  Ruby  Creek,  British  Columbia  (Lcb 

ami  Daulton).  [ml,  90. 
Some  Miscellaneous  Wood  Oils  for  Flotation  (Palmer,  Allen  and  Ralston),  [xzirj, 

646. 
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flotation:  miscellaneous,  499. 
process :  in  large  mill,  580. 

in  small  mill,  577. 
summary  of,  516-518. 
leaching,  at  New  Cornelia,  830. 
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